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4 ALUED presents outstanding ElechoYorc: 


popular-priced speakers for fine listening 


2 %, aA ’ 


2 “MARQUIS” KITS WITH LS-12 SPEAKERS 
... PAIR OF SPEAKER SYSTEMS FOR STEREO 


ALL 4 UNITS Assemble Your Own—Save 2 Ways 


ONLY First—you pocket big savings by assembling the en- 
$99* closures yourself. Second—by purchasing the entire 
package, you save $8.83 off the cost of the individual 

components bought separately. A standout value 

$5 down _in elegant furniture and quality sound reproduction. 


Fine-performing combination for superb stereo high-fidelity 
at exceptionally low cost. Consists of two LS-12 precision-built 
12” speakers and an unfinished ‘Marquis"’ enclosure kit for 
each. Featuring ‘‘Radax'' construction, rugged die-cast frame 
and edgewise-wound voice coil, the LS-12 delivers excellent 
response from 40-13,000 cps. The ‘Marquis'’ employs 
vertical parallel-porting slots for rich, authentic low-frequency 
response without any need for corner placement. Smooth- 
sanded for easy finishing. Power capacity, 20 watts. Imped- 
ance, 8 ohms. Size, 29% x 19 x 14%”. Shpg. wt., 110 Ibs. 

20 DZ 177-4. 2 Marquis Kits & 2 LS-12's. NET.......99.95 


81 DX 799. Optional Metal Grille for Above. EACH...... 4.70 


FACTORY-ASSEMBLED ‘‘MARQUIS” WITH LS-12 INSTALLED 
Consists of single Marquis enclosure, factory-assembled 
and finished in choice of mahogany, limed oak or walnut 
with LS-12 speaker installed. Shpg. wt., 55 Ibs. 

20 SA 178C. Specify Finish, NET..................0005 79.95 


“Marquis” Kit—Shown 
with Mahogany Finish 


BUDGET-PRICED 
HI-Fi SPEAKERS 


*~ MID-RANGE : 
STEP-UP KIT 


Wolverine speakers and "Step-Up"’ kits 
are among the finest values in high- 
fidelity. For a complete selection and 
full details on these low-cost units, see 
the listings on page 68 of this Catalog. 


or Other Famous Electro-Voice hi-fi 
ponents, turn to pages 68-72. 


FREQUENCY 
STEP-UP KIT 


Entire Contents Copyrighted 1960, by ALLIED RADIO CORP. Printed in U.S.A. 


LUIED wage 


guarantees your 
complete satisfaction 
OR YOUR MONEY BACK 


Every item you buy from us 
must satisfy you in every way or 
we want you to return it for 
exchange, repair or refund... 


You Get Every Buying Advantage at Allied 


We save you time and money because our complete stocks 
permit you to fill all of your electronic needs conveniently 
and economically from one source. We guarantee to give 
you the benefit of any price reduction made after this cata- 
logis printed. You always buy at Allied at the lowest prevailing 
market prices. 


We ship speedily and safely from the world’s largest stocks 
of electronic equipment. Your orders are speeded to you 
by a highly skilled organization with a record of 40 years of 
dependable service. 


We satisfy you completely with expert personal help, intelli- 
gent service and the full resources that have made us the 
World’s Leading Electronic Supply House. 


BUY ON ALLIED’S EASY TERMS 
as low as Ke down 


Everything in this catalog is sold on easy terms. You pay 
only $2.00 down on orders of $20:60 to $50.00, $5.00 down 
on orders of $50.00 to $200.00, and $10.00 down on orders 
over $200.00. Take up to 24 months to pay, if you wish. 
Open an Easy Pay account. See page 436 for full details. 


100 N. WESTERN AVENUE, CHICAGO 80, ILL. 
Phone: HAymarket 1-6800 


A ALLIED RADIO CORPORATION 
4 


the world’s 


largest 
electronic 
supply house 
Our 40th year 
of service 
CONDENSED INDEX 
Amateur Equipment. . .. 276-283, 
385-405 
Antennas......... .361-371, 382, 
403-405, 407, 430, 432 
Batteries. irae 415-418 
BOoks.4. aces oa 419-429 
Capacnorss.2o erates 170-183 


Cartridges... 87, 94-97, 126, 127 


Citizens Radio 


Equipment. . .274, 275, 406, 407 


Dlodesisre un maapr ates 137 
Hardware................ 318-320 
Headphones......... 60, 409-411 


High-Fidelity..... 4-128, 244-261 


Intercoms. . 102, 270, 271, 354-360 
Kits............. ., 50-53, 241-296 
Maters. citer re. oe ee 158-160 
Microphones............. 339-346 
Neodiden te aris... ae 124-127 
P. A. Equipment......... 329-353 
Phonographs:s ..jc..52a.5-5 108 
Recordstivs, codes xs San. 1087-110 
Record Changers and 
Tipntebles? +020) and 86, 88-95 
Recorded Tapes............. 111 


Recording Equipment... 112-122 


Resistors........... 


Soldering Equipment... . 298-302 
Speakers . 54-59, 68-85, 383, 384 
Stereo Equipment (See Hi-Fi) 

Test Equipment. 140-157, 284-296 


TOOT ce oc ae 298-321 
Transformers............ 186-193 
Transistors.............. 134-136 
TUDOSs: ac eaget oe 129-133, 139 
TV Picture- Tubes... ........133 


Wire & Cable... 194-199, 377, 404 


COMPLETE 


INDEX 


ON PAGE 437 


For Easy Payment Plan 
See Page 436 


For How to Order 
See Page 434 


Everything in Electronics from One Dependable Source 


i 


+ 


2 : \Aa| EX has the resources 1 


a  —° be | ol 


i 
eq 


ij 
' 


woriad' Ss targest Stocks 


Allied brings you the world’s largest stocks and widest 
selection of quality electronic parts and equipment. 
Over 48,000 separate items are constantly in stock 

in our warehouses and in our modern plant which 
covers a full city block. Whether you require 
equipment for high-fidelity use, industrial application, expert perso hel| 
electronic, radio and television servicing, experimental 
projects, school training, Amateur radio, public 
address, and communications—one order to Allied 

will fill all your needs. 


Our greatest satisfaction comes from giving you 
personal service. You are invited to consult with our 
technical experts for guidance in your selection 
of merchandise. Your orders and letters are 

rr Dy intelligently handled by people who take a genuine 
ere ee |S interest in your needs. You get dependable 

on Dependable Source recommendations within the price range you specify. 

| For friendly service and expert help, for guaranteed 
quality and value, depend on Allied to serve you best. 


our 
40th year 


> to serve you best 


the world’s largest 
electronic supply house 


Ultra-modern facilities provide you with the speediest, most efficient 
handling of your orders and correspondence. More than 2000 feet of 
conveyor belts and nearly 144 miles of pneumatic tubing carry orders 
and merchandise to meet rapid schedules. All areas of our 300,000 
square feet of office and warehouse space are interlaced by telephone 
and intercom units for quick communication. Even lift trucks are equipped 
with two-way radio. The latest computing and record-keeping devices 
speed paper work. Whether you order by mail or phone, you can depend 
on Allied for accurate and speedy service. 


skilled, interested people 


in every way 


Allied’s modern resources a 

are backed by a staff of You will like the way we pack and 
skilled, interested people ship your order for safe arrival. 
trained for intelligent _ You get fastest delivery of quality 
handling of your individual merchandise at lowest prices. You 
requirements. Personal em 
inspection and a final must be completely satisfied or 
check before your order you may return your purchase for 
is carefully packed insure refund, exchange or repair. 


accuracy. 


; ALL FJ brings you 


TRUE STEREO HIG 


in the only way possible—through 
TRUE HIGH-FIDELITY COMPO 


TRUE HIGH-FIDELITY COMPONENTS 
GIVE YOU THESE GREAT ADVANTAGES: 


Better Sound For Your Money. High-fidelity 
components are designed and built by special- 
ized audio manufacturers, whose primary inter- 
est lies in the creation of fine audio reproducing 
instruments. 


Greatest Flexibility. Compact in size, sys- 
tem components can be placed anywhere— 
and you can add new components at your con- 
venience. Attractively styled for lasting beauty, 
hi-fi components can be openly displayed in 
any room, installed in existing furniture or in 
equipment cabinets. Your component system 
will never be obsolete. 


Acoustically Correct Enclosures. Only gen- 
uine hi-fi speaker enclosures are acoustically 
designed to produce rich, natural bass—and 
only approved designs are used. These include 
bass reflex, folded horn, infinite baffle and 
ducted port types, plus latest high-compliance 
systems. 


LLIED is America’s 


»TeTec 10 riderity Centers 


we se// more hi-fi than anyone else in the world 


BECAUSE WE GIVE YOU EVERY BUYING ADVANTAGE: 


Lowest, Money-Saving Prices... 
on all hi-fi components; special sav- 
ings on our matched music systems 
and on widely acclaimed Knight and 
Knight-Kit products. 


Expert Counseling Service. Our 
audio specialists are glad to answer 


15-Day Trial and 


s' 
Buy any hi-fi component or sy 


Pay Plan. If within 15 _ 
purchase for any reason, 
refund the full price, 
Warranties. 


ht products. In 


ii 
warranty on Knig ¢ complete s 


Allied’s guarantee © 


tem on regul 
you are no : 
return the equ!P 
less only trans 


All hi-fi com 
ufacturers’ warra 


ne 
atisfaction oF your mo 


any question on high-fidelity. For 
assistance in choosing a hi-fi music 
system to fit your taste and budget, 
write to Allied’s Audio Division. 


World's Largest Selection .. . of 
everything in hi-fi, in stock, ready for 
prompt shipment to you. 


Money-Back Guarantee 


ar cash terms or Easy 
fied with your 


t fully satis We will 


ment to us- 
portation charges: 


Allied are 
ts sold by ' 
eerie and Allied’s ow" 
re protected by 


addition, you 4! y back. 


15 LARGEST 
HE WORLD'S 
Bevection OF Low-cost 
HI-FI CABINETRY 


e furniture 9@ 
paar an sulene®. = 
; atch any decora 
a in price 


selections- 


YOU GET THE MOST FOR 
YOUR HI-FI DOLLAR AT ALLIED 


best-buy KNigyT 


Units 
sae by Allied and yu ' 
_ onmally 94aranteed 

ethvinig u year, these 
<a ° Ponents are 
— Ring 2 4es in hi-fi 

new featy aoy-5 _ soe 


Buy With Confidence 
From America’s Stereo 
High-Fidelity Center 


Allied has been the leading source 
of quality music system compo- 
nents since the very beginning of 
High-Fidelity. Make your selec- 
tion from the pages that follow 
and get the finest in stereo hi-fi 
systems and components—your 
complete satisfaction is abso- 
lutely guaranteed. 


ONLY $2 DOWN... on purchases from $20 to 
$50—only $5 down from $50 to $200—$10 
down from $200 and up. 


Si Allied Has Expert Servicing Facilities for Everything You Buy 


ee ee ee 
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Lenn n nnn nnn nnn nnn enn enn nnn nenn=: 


A SYSTEM SAVES YOU 
MOST! 


Each of our systems is priced to 
save you money over the tota/ price of 
the same individuai components if pur- 
chased separately. The exact amount 
you save is always stated in our de- 
scriptions. 


Example: 


An Allied hi-fi system, with catalog 
prices of individual units: 


Knight KN-728B 28-Watt 
Stereo Amplifier.......... $79.95 
Garrard 210 Record Changer 
with Wood Base.......... 


Knight KN-500 Cartridge with 
Diamond Needle... __. 12 


2—Electro-Voice ‘‘Leyton” 
Speaker Systems.... . . 165.62 


TOTAL REGULAR 
CATALOG PRICE $307.51 


YO! 


HI-FI CABINETRY. The widest 
selection—in styling and price—that 
Allied has ever presented! Matching 
ensembles, low-cost kits, unfinished 
enclosures, etc. 


CHOOSE FROM ALLIED’S 
Qpisrincs OF MATCHED 


Select an Allied-recommended music 
system from among the many excellent 
systems that are listed on the following 
pages. Savings are greatest in this listing, 
and you're almost certain to find a music 
system that will satisfy your personal 
taste and budget. Pay particular attention 
to the new Knight systems—these super- 
value components are created by Allied to 
provide unprecedented quality in music 
reproduction at low cost. And don’t over- 
look the do-it-yourself Knight-Kit systems! 


HI-Fl SYSTEMS 


Rr tn ern nn nn nn on enn == 


\ STEREO RECORD 

: Stereo demonstra- 
tion record with 

. varied musical selec- 


tions and dynamic 
sounds. 


PRE-SET STYLUS 
PRESSURE 
Stylus pressure of 
turntable or record 
changer is carefully 
preset by techni- 

cians. 


HELPFUL 
MANUALS 
Allied’s own clearly 
written, easy-to-fol- 
lowinstruction book- 
let, plus all manu- 
facturer’s booklets. 


SYSTEM PRICE ON COMPONENTS 


Qevsr US FOR A MONEY-SAVING 
OF YOUR OWN CHOICE 


THE EXCLUSIVE 


ALLIED SYSTEM PLAN 
SAVES YOU MOST .. . GIVES YOU MORE 


Study the pages where individual hi-fi 
components are described—make a list 
of the units you prefer—then send a 
letter to our Audio Division asking for a 
special System Plan price quotation. 
Our audio consultants will review every 
customer-selected system for proper 
matching of components (speakers cor- 
rectly matched to enclosures, etc.), to 
assure you of peak performance. All inquiries 
are promptly answered—all customer-selected 
systems include Allied’s FREE system extras. 


CABLES & 
CONNECTORS 


Color-coded—no 
technical knowledge 
is required. Simply 
match colors! 


SPEAKERS 
MOUNTED 


Speaker compo- 
nents are installed 
in enclosures and 
pre-wired to con- 
venient terminals. 


HELPFUL 
BOOKLETS 
Walco's informative 
record and needle 
care book, plus Al- 
lied’s Stereo Record 
and Tape Catalog. 


You Can Depend on Allied for the Finest Values in Music System Components 


On the following pages, we present an outstand- 
ing selection of Allied Hi-Fi Music Systems. Two 
types of systems are offered: systems for playing 
records, and systems which include a tuner for 
reproduction of musical broadcasts. Components 
used in systems in each price category are care- 
fully evaluated so that they match in quality and 
Operating characteristics. Their performance as 
an integrated system is verified by comparative 
listening tests on our renowned Auditioner Con- 
trol Console—and each system is offered to you 
at a substantial savings. 


You Get All These Extras—FREE 


Z 


EASY WAYS TO SELECT YOUR SYSTEM: 


enjoy the best in superb musical reproduction 
from deluxe Knight components that cost you less 


Allied’s famous System Plan—plus the unrivaled value of Allied’s 

own Knight components—combine to bring you giant double savings! 
Whether you choose from Allied's carefully selected, matched-compo- 
nent music ensembles, or make up your own combination—you'll get 
the finest for less with Knight. These outstanding high-fidelity 
components are specifically designed to give you the most for your 
money, and are unconditionally guaranteed for one full year. See 
introductory pages at the beginning of this section for complete 
information on how you can save the most on the system of your choice. 


New Knight KN-775 
Deluxe 75-Watt 
Stereo Amplifier 


New Garrard “Type 
A” Automatic Turntable 
with Wood Base; 
Knight KN-500X Car- i 
tridge with .0005”" 4 | 
Diamond Needle 


AS LOW AS 
$44g50 SAVE UP 
$10 down 10 $95.79 


e Most Powerful Knight Amplifier 
Ever Made; Full Array of Controls 
and Inputs; Military-Type Terminal 
Board Construction. 


¢ British-Made, Garrard “Automatic 
Turntable,” a New Type of Changer 
That Features Turntable Precision; 
Professional Knight Cartridge is In- 
stalled in Its Arm. 


e Two Knight 12” High-Compliance 
Polyfoam Cone Speakers, Installed 
in Two Danish Modern, Bass-Reflex 
Speaker Enclosures. 


ONLY $190 DOWN. You don't need the 
ready cash to start enjoying any of 
the magnificent Knight systems shown 
on these two pages. Use our conven- 
ient, liberal Easy Pay Plan—take up 
to 24 months to pay, if you wish. 


UNEXCELLED FOR VALUE 


STEREO HIGH-FIDELITY SYSTEMS 


Optional New Knight 
KN-125B Deluxe Stereo 
FM-AM Tuner with DSR 


2eeeaseseecee= 


2—Knight KN-600HC 
12” High-Compliance 
Speakers in 2—Knight 
KN-1275 Enclosures 


Allied’s Finest—Deluxe, Super-Power 75-Watt Stereo Systems 


you save on cost of components . . . and they compare to the best! 
you get extra System Plan savings by purchasing a complete system! 


PHONO SYSTEM. Save $80.84 on total cost of components purchased sep- 
arately. Composed mainly of our finest Knight units (and the new Garrard 
changer which matches them in quality), this deluxe system is designed 
especially for those who make a habit of owning only the best. It can repro- 
duce sound, either stereophonic or monophonic, with a fidelity that would 
delight a professional musician. Its tremendous power reserve and specifica- 
tions would please even an audio engineer. It provides the u nique flexibility 
of arrangement that only a component system offers; and its individual 
units are handsomely styled for enduring beauty. Briefly, it is our best foot 
forward, designed to please the most demanding of music lovers. 


System includes: new Knight KN-775 Deluxe 75-Watt Stereo Amplifier; new 
Garrard “Type A” Record Changer with Wood Base; Knight KN-500X Profes- 
sional Stereo Cartridge with .0005” Diamond Needle; two Knight KN-600HC 12” 
High-Compliance Speakers installed in two Knight KN-1275 Bass Reflex Enclos- 
ures; and all System Extras. The KN-775 amplifier handles any acoustic de- 
mands made upon it with ease. Garrard’s new “Type A” changer features 
the precision construction of studio turntables, with automatic record- 
changing convenience. Changer base and speaker enclosures in mahogany, 
limed oak or walnut. Shpg. wt., 257 Ibs. 

ZONE STG.) Shectiy: faesHes eM. sf oe os ce en a ak 449.50 


FM-AM-PHONO SYSTEM. Save $95.79. As above, but with new Knight KN- 
1258 Deluxe Stereo FM-AM Tuner. Shpg. wt., 278 Ibs. $10 Down. 
ZONE ST7 Dpeceiy. Finishes. NEV. 603. 55. OS eee ee. 574.50 


6 Enjoy Tonal Superiority, More Power and Control Versatility—at Lowest Cost 
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Systems with Shelf Speakers 


AS LOW AS PHONO SYSTEM. Save $80.84. 
Includes all of the premium- 


447980 quality components of the 
Phono System described on 
$10 down . the preceding page, but with 


two Knight KN-3000A 3-Way 
High-Compliance Speaker Systems, in place of 
the KN-600HC speakers and KN-1275 en- 


closures. These precision-built units, incor- | 
porating high-compliance 12” woofer and twin, } 


patented Arthur Janszen electrostatic radia- 
tors, are shelf-size and beautifully finished on 


four sides. In mahogany, limed oak or walnut. | 


Shpg. wt., 157 Ibs. 


20 HF 578. Specify Finishes. NET... .. 429.60 | 


FM-AM-PHONO SYSTEM. Save $95.79. As above, 
but includes new Knight KN-125B Deluxe Stereo 
FM-AM Tuner. Shpg. wt., 178 Ibs. 


20 HF 579. Specify Finishes. NET..... 554.60 


Beautiful Knight equipment 


cabinets and speaker enclo- 
sures in exhilarating new modes, 
are available. See hi-fi furniture 
elsewhere in this section. 


oorepeee mrermenerrerpaey 
te £7: 
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Matching Danish Modern Equipment Cabinet 


AS LOW AS KNIGHT MODEL KN-1500. A craftsman-created 
equipment cabinet designed to house the stereo 

58.450 system components on the opposite page. 
Beautifully styled, it’s a perfect match to the 

$10 down speaker enclosures—and when used with 


them, forms a furniture grouping that is un- 
usually attractive. Fine cabinet touches: precision-fitted doors 
with special hinges to permit full opening—fit flush against 
front of KN-1275 enclosures. Compartments: top, 8x34%x 
16%"; left, 16x15%x16%"; right, 16x15%x16%". Overall, 
33x36x20%”. In mahogany, limed oak or walnut. 80 Ibs. 

35 DZ 715C. Specify Finish. NET....................-- 94.50 


MODEL KN-1500K. Same as above, but in low-cost kit form. 
Assembles in one evening using only a screwdriver. 


35°DZ 716C. Specify. Finish. NEV.2 2. 203 eS. A 84.50 


Use Express Shipment for Hi-Fi Equipment 


MATCHING LOW-COST 
EQUIPMENT CABINETS 


Equipment cabinets styled to 
perfectly match the speaker en- 
closures used in Knight systems 
are available at low cost. See 
the equipment cabinet listings 
on facing page and elsewhere 
in this catalog for a wide selec- 
tion of furniture ensembles of 
unsurpassed beauty. 


<o 
ENJOY THESE OUTSTANDING BUYING ADVANTAGES a 
MOST LIBERAL TERMS ALL KNIGHT COMPONENTS 
FOR BUDGET BUYING GUARANTEED FOR 1 YEAR 
You don't need ready cash to You get the finest for less with #. 
own the music system of your Knight. These superb compo- J + 
choice. With just a small down nents are designed to give you 4 ‘ 
payment, you can begin enjoy- the most for your hi-fi dollar. % : 
ing thrilling stereo reproduction Whether you choose . deluxe, t 
whenever you choose. And you moderately priced or economy ‘ 
can pay on regular or extended Knight units, the same uncon- 
terms. See back of Catalog for ditional one-year guarantee 
full information. applies to each. 
Pgh 


YOU GET TRULY INCOMPARABLE VALUE IN KNIGHT STEREO SYSTEMS 


Knight KN-740B 
40-Watt Stereo 
Amplifier 


Garrard 88 /Il 
Changer with 
Wood Base; Knight 
KN-500 Cartridge, = 
.0007" Diamond Needle 


Optional Knight KN-135B8 
Stereo FM-AM Tuner 


2—Knight KN-800A 
12” Speakers in 
2—Knight KN-1266 
Speaker Enclosures 


Moderately-Priced, Splendid.Value 40-Watt Stereo Systems 


PERFECTLY BALANCED FOR EXCITING, FULL-DEPTH STEREO SOUND .. . 


AS LOW AS 
$317 00 SAVE UP 


* Amplifier Provides Full 40-Watt Out- 
put at Low Distortion; Has 10 Impor- 
tant Controls, All Necessary Inputs 
and Luxury Styling. 


e Smooth-Running, British-Made 4- 
Speed Record Changer with New 
Aluminum Pickup Arm, New 4-Pole 
Motor. 


e Deluxe Knight Magnetic Cartridge, 
with .0007” Diamond Needle for 
Flawless Tracking of Record Grooves 
and Dazzling Fidelity. 


¢ World-Famous KN-800A 3-Way, 12” 
Speakers in the Beautifully Styled 
KN-1266 Enclosures for Superb Sound. 


As Little As $10 Down. That's all you 
need for any of the outstanding stereo 
music systems on these pages. Take ad- 
vantage of Allied’s Easiest Pay Plan. 


MORE FOR YOUR MONEY IN POWER, BEAUTY, STIRRING PERFORMANCE 


PHONO SYSTEM. Solid, system plan savings of $54.69 on this terrific system! 
Capable of reproducing music as you've never heard it before, it gives you 
fabulous sound, with complete, highly versatile control facilities. You get 
40 watts of rated stereo power—more than enough to virtually fill your 
home with music, under any acoustic conditions. The slender, gracefully 
styled speaker enclosures not only fit in with any decorative scheme, but if 
you desire, they can be matched with the optional KN-1401 equipment 
cabinet described on the following page. 


System includes: Knight KN-740B 40-Watt Stereo Amplifier with Case; Gar- 
rard 88/Il Record Changer with Wood Base; Deluxe Knight KN-500 Stereo Mag- 
netic Cartridge with .0007” Diamond Needle; two Knight KN-800A 3-Way, 12” 
Speakers, installed in two Knight KN-1266 Bass-Reflex Speaker Enclosures; and 
all Allied System Plan Extras. 


The KN-740B amplifier features a stereo separation control that lets you 
range from monophonic to panoramic stereo sound. Gentle record changing 
and silk-smooth operation are provided by the Garrard changer—together 
with the KN-500 cartridge, it offers superb performance. The KN-800A 
speakers, in the furniture veneered enclosures, provide truly mellow sound 
across the entire audio range. Changer base and speaker enclosures in ma- 
hogany, limed oak or walnut. Shpg. wt., 151 Ibs. $/0 Down. 


20: HF Sa0. Spevifymentshes. NEM 25. RS core ek tens sane es 312.00 


FM-AM-PHONO SYSTEM. Save $60.19. Includes all components above, plus 
the Knight KN-135B Stereo FM-AM Tuner. Shpg. wt., 164 Ibs. $/0 Down. 


20 HF 581. Specify Finishes. NET. . .. .391,00 
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40-Watt Stereo System with Shelf Speakers 
AS LOW AS _— PHONO SYSTEM. Includes all of the 
$ 95 components of the Phono System 
309 described_on the previous page, but 
with two Knight KN-2000A High-Com- 
$10 down  pliance Shelf Speaker Systems, in 
place of the IKN-800A speakers and 
KN-1266 enclosures. System Plan savings are a sub- 
stantial $35.94! The compact, 3-way KN-2000A 
speaker systems are an improved version of the 
KN-2000—the speaker system that won thousands 
of fans with its remarkably clean sound, Employs 
high-compliance 12” woofer with long-throw voice 
coil for amazing bass, 8” wide-range speaker, and 
compression-type tweeter with exponential horn for 
wide-angle dispersion of highs. Changer base and 
speaker systems in mahogany, limed oak or walnut. 
Shpg. wt., 147 Ibs. $10 Down. 
20 HF 582. Specify Finishes. NET........... 309.95 


FM-AM-PHONO SYSTEM. System savings of $41.44! 
Includes all components of system above, plus Knight 
KN-135B Stereo FM-AM Tuner. Wt. 160 Ibs. $/0 Down. 
20 HF 583. Specify Finishes. NET.............388.95 


Handsome, Low-Cost Knight KN-1401 
Matching Equipment Cabinet 


AS LOW AS 


$95 


$5 down 


Beautifully finished by professional 
craftsmen, the Knight KN-1401 
Equipment Cabinet accommodates 
all components of the stereo systems 
described on these two pages, except 
the speaker systems. Tastefully 
styled to match the KN-1266 speaker enclosures, it 
forms an unusually attractive ensemble, suitable for 
any decor, when it is used with them. Has plenty of 
room for record storage too! Fine furniture touches 
include: smartly styled brass door handles; magnetic 
door latches; stylish tapered legs tipped with brass 
ferrules; ventilated rear panel; etc. Compartment 
sizes: top left, 8%x16%x16%"; top right, 8%x18x 
16%”; bottom left, 12%x16%xt6%"; bottom right, 
12%x18%x16%". Overall size, 30%x36x17%". In 
mahogany, limed oak or oiled walnut. Shpg. wt., 65 Ibs. 
35 DU 743C. Specify Finish. NET............ 69.95 


MODEL KN-1401K. As above, but in low-cost kit form. 
35 DU 744C. Specify Finish. NET..............59.95 


Make it a point to read the detailed descriptions 
of super-value Knight high-fidelity components 
and cabinets featured in these music systems: 
you'll find them further on in this section. 


Take Advantage of the Splendid, Two-Way Savings On Allied Music Systems 9 


Low-Cost Stereo Systems ule : 
_ a 


FOR FLEXIBLE INSTALLATION 


Component hi-fi music systems excel in 
flexibility of arrangement—and are -— 
ideally suited to installation in new 
modular furniture shelves and dividers, 


end tables, slab benches, etc. 


New Knight KN-728B 
28-Watt Stereo 
Amplifier 


Garrard 210 Record 
Changer with Wood 
Base; Knight KN-500 
Cartridge with .0007” 
Diamond Needle 


Optional Knight 
KN-135B Stereo 
FM-AM Tuner 


2—Knight KN-820 
12” Speakers in 
2—Knight KN-1285 
Speaker Enclosures 


New 28-Watt Stereo Systems at Truly Impressive Savings 


BRILLIANT PERFORMANCE WITH VALUE THAT ONLY ALLIED CAN DELIVER 


AS LOW AS SAVE UP 
$1999 TO $42.69 
$10 down 


e Improved Version of a Best-Selling 
28-Watt Stereo Amplifier—New 
Styling, Better Hi-Fi Performance 

e Popular, British-Made 4-Speed Rec- 
ord Changer; Quiet Operation, 


Gentle Record Handling 

e Deluxe Knight Magnetic Cartridge 
with .0007” Diamond Needle; Easily 
One of the Finest Available 

e Speakers Feature Dual-Cone Con- 
struction for Full, Smooth Bass; Fine 
Furniture Enclosures 


PHONO SYSTEM. System savings of $25.74 on this excellent array of per- 
formance-proven components. Designed to provide you with the splendor of 
stereo sound at lowest possible cost, the KN-728B amplifier gives you full 
28-watt power output, single-knob balance control, tape head input, loud- 
ness contour switch, and other controls for regulating acoustic effect with 
ease. System includes: new Knight KN-728B 28- Watt Stereo Amplifier: Garrard 
210 Record Changer with Wood Base; deluxe Knight KN-500 Magnetic Stereo 
Cartridge with .0007” Diamond Needle; two Knight KN-820 12” Speakers, in- 
stalled in two Knight KN-1285 Floor-Type Bass Reflex Enclosures; and all System 
Extras. Each of the components in this matched system has a convincing 
record of outstanding hi-fi performance and value—together, they form a 
music ensemble of unquestioned merit. Changer base and enclosures in ma- 
hogany, blonde or walnut. Shpg. wt., 117 Ibs. $10 Down. 


20 HF 584. Specify Finishes, NET... 2.6... ic ee cc eee ee 219.95 


FM-AM-PHONO SYSTEM. As above, but with Knight KN-135B Stereo FM-AM 
Tuner. Shpg.’wt., 130 lbs. System savings of $42.69. $10 Down. 
20 HF 585. Specify Finishes. NET. . 2... 222. oe er nee eee 287.50 


28-Watt Systems with Shelf Speakers 


PHONO SYSTEM, System savings of $25.74. Includes all 
of the components of the Phono System described above, 
but with two Knight KN-280 High-Compliance, 2- Way Shelf 
Speaker Systems, in place of the KN-820 speakers and 
KN-1285 enclosures. Compact in size, these marvelous 
speaker systems give you big sound—deep bass from a 
high-compliance 8” woofer with flexible-fold suspension; 
vivid mid-range, enhanced by tuned duct; and crystal- 
clear highs from a 3%” tweeter. Finished on four sides, 
they can be used in upright or horizontal position—lend 
themselves beautifully to any furniture arrangement. 
Changer base and enclosures in mahogany, limed oak or 
walnut. Shpg. wt., 95 lbs. $10 Down. 

20 HF 586. Specify Finishes. NET............... 216.05 


FM-AM-PHONO SYSTEM. Save $42.69. As above, but with 


ot ee 


banana ennnee ene s 


SAVE TWO WAYS! You save more—in 
two important ways—when you choose an 
Allied recommended ‘‘do-it-yourself" 
music system. You save by buying at 
Allied's special system price; and you 
pocket big savings by assembling the 
quality kits yourself. 


Knight-Kit 
20-Watt Stereo 
Amplifier 


Collaro TSC-740 
Changer & Base; 

Knight KN-500 
Stereo Cartridge 


Free! Stereo 
Demonstration 
Record 


2—Knight KN-808 8 
Speakers; 2—iincoln 
Shelf-Type Enclosures 


20-Watt Stereo System with Shelf Speakers 


Knight-Kit 20-Watt Stereo Amplifier Kit..........$ 39.95 
Collaro TSC-740 Record Changer and Base....... 46.14 
Knight KN-500 Stereo Cartridge—Diamond Needle 12.95 


Two Knight KN-808 Full-Range 8” Speakers....... 19.90 
Two Lincoln L-150 Speaker Enclosures............ 23.90 
TOTAL REGULAR CATALOG PRICE.......... $142.84 
ALLIED SYSTEM PLAN PRICE.......... 129.95 

YOU SAVE.......$12.89 


Pocket substantial savings with this 
super-value stereo ensemble—selected 
by Allied’s experts to bring you the 
most for your money. Centered around 
the Knight-Kit 20-watt stereo amplifier, 
these perfectly matched components 
deliver thrilling performance. The ad- 
vanced-design, smartly styled amplifier features a host 
of controls and inputs. Collaro’s TSC-740 is a smooth 
operating record changer that has gained wide accept- 
ance among hi-fi fans—together with the Knight KN- 
500 cartridge with diamond needle, it captures the full 
magic of any stereo or monophonic microgroove record. 
Wonderful space-saver, too—employs the Lincoln L-150 
shelf-type speaker enclosures with Knight KN-808 full- 
range speakers—delivers full-range sound in even the 
smallest of rooms. Also includes all special Allied system 
extras. Changer base and speaker enclosures are available 
in your choice of mahogany, blonde or walnut finishes. 


Shpg. wt., 72 Ibs. 
20 HF 502. Specify Finish. ONLY.............. 129.95 


SYSTEM PRICE 
4) oc 
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$5 down 


DO-IT-YOURSELF STEREO HI-Fl SYSTEMS featuring Acniqhht-Scits 


EASIEST TO ASSEMBLE. Anyone con 
easily assemble a Knight-Kit “do-it-your- 
self" music system—even if they have 
had no previous experience with elec- 
tronic equipment. Knight-Kits are famous 
for their clear, detailed instructions— 
you can’t go wrong! 


Garrard 210 
Changer and Base; 
Knight KN-500 
Stereo Cartridge 


2—Knight KN-820 
12" Hi-Fi Speokers 


20-Watt Stereo System with 12” Speakers 


Knight-Kit 20-Watt Stereo Amplifier Kit.......... $ 39.95 
Garrard 210 Record Changer and Base......... 48.99 
Knight KN-500 Cartridge—Diamond Needle...... 12.95 
Two KN-820 Full-Range 12” Hi-Fi Speakers....... 33.90 
TOTAL REGULAR CATALOG PRICE.......... $135.79 
ALLIED SYSTEM PLAN PRICE.......... 124.95 

YOU SAVE... ... .$10.84 


A remarkable value, this beautifully 
balanced stereo phono system is perfect 
for the budget-minded ‘‘do-it-your- 
selfer’’. Savings are impressive, too— 
you save by assembling the amplifier 
and you realize added savings with 
Allied’s famous system price. Heart of 
the system is the smartly-styled Knight-Kit 20-watt 
stereo amplifier, a versatile unit featuring a complete 
array of controls and inputs. Garrard’s 210 4-speed 
changer, complete with the Knight KN-500 stereo 
cartridge with diamond needle, provides sparkling re- 
production from stereo or monophonic microgroove 
records. You can install the Knight KN-820 12” speakers 
in enclosures you've built yourself (system includes a 
booklet with construction plans on 8 enclosures), or 
custom-install the speakers in walls of the room. Addi- 
tionally, you'll receive all of the famous Allied special 
system extras! Changer base in mahogany, limed oak or 
walnut. Shpg. wt., 48 Ibs. 


20 HF 503. Specify Finish. ONLY...........--- 124.95 


SYSTEM PRICE 


124 


$5 down 


Knight-Kit Music Systems are Available on Allied’s Easy Payment Plan 1] 


SAVE! 


OWN AND 
ENJOY THE BEST 


Knight-Kit 
32-Watt 
Stereo 
Amplifier 


Garrard 210 
Changer and Base; 
Knight KN-500 
Stereo Cartridge 


Demonstration 
Record 


2—-Knight KN-820 
Full-Range 12” 
Hi-Fi Speakers 


Top Buy 32-Watt Stereo Phono System 


Knight- Kit 32-Watt Stereo Amplifier Kit..........$ 59.95 
Garrard 210 Record Changer and Base...~..... 48.99 
Knight KN-500 Cartridge—Diamond Needle...... 12.95 
2—Knight KN-820 12” Hi-Fi Speakers........... 33.90 
TOTAL REGULAR CATALOG PRICE........... $155.79 
ALLIED SYSTEM PLAN PRICE.......... 139.95 

YOU SAVE........ $15.84 


SYSTEM PRICE 


$13995 


$5 Down 


As new as tomorrow, this value-packed 
32-watt stereo phono system is ready 
for luxurious enjoyment today—and at 
two-way savings, too. You pocket big 
savings by buying at Allied’s system 
plan price, and you gain additional sav- 
ings by assembling the amplifier your- 
self. Furthermore, this superb array of carefully selected 
components provides you with complete flexibility—lets 
you install the speakers in enclosures you've built your- 
self (system includes a booklet with detailed construc- 
tion plans on 8 enclosures), or custom-install the 
speakers in walls—all at added savings. 


Amazingly versatile, the advance-design Knight-Kit 32- 
watt amplifier can accommodate any stereo or mono- 
phonic input—delivers that extra power to handle 
music of wide dynamic range with outstanding fidelity. 
Garrard’s famous 210 changer, together with the 
Knight KN-500 stereo cartridge with .0007” diamond 
needle, reproduces any stereo or monophonic micro- 
groove record with breath-taking clarity. Knight's 
KN-820 12” speakers employ. two cones for full, rich 
sound. System extras include a stereo demonstration 
record, needle and record care booklet, all cables, etc. 
Base in mahogany, limed oak or walnut. Shpg. wt., 55 lbs. 
20 HF 505. Specify Finish. ONLY ............. 139.95 


NEW DO-IT-YOURSELF STEREO HI-Fil SYSTEMS 


Knight-Kit 
32-Watt 
Stereo 
Amplifier 


Garrard 210 
Changer and Base; 
Knight KN-500X SS 
Stereo Cartridge 


Demonstration 
‘ecord 


ix! 
gto 


2—Knight KN Tweeters 
with Crossover Networks 


\ 
2—Knight KN-820 
Full-Range 12” 
Hi-Fi Speakers 


Deluxe 32-Watt Stereo Phono System 


Knight-Kit 32-Watt Stereo Amplifier Kit.......... $ 59.95 
Garrard 210 Record Changer and Base......... 48.99 
Knight KN-500X Cartridge—Diamond Needle..... 17.95 
2—Knight KN 12” Hi-Fi Speakers.............. 33.90 
2—Knight KN Tweeters and Crossovers.......... 37.90 
TOTAL REGULAR CATALOG PRICE........... $198.69 
ALLIED SYSTEM PLAN PRICE........... 179.50 

YOU SAVE........ $19.19 


SYSTEM PRICE Highlighted by the Knight-Kit superb 
32-watt stereo amplifier, this system 

$ 50 employs a host of quality-matched com- 
ponents—selected by Allied’s experts 

to deliver first-rate performance. You 

$5 Down make a substantial savings by building 
the amplifier yourself—and you get the 
benefit of Allied’s system plan savings. The wide-range, 
high-fidelity response of the amplifier will bring out the 
full realism of your recordings. Its complete set of con- 
trols and full 32-watt output let you adjust tonal 
reproduction and volume to the exact degree that suits 
your taste. A standout by any measure of comparison! 


The full-range speakers and tweeter assemblies can be 
installed in enclosures you’ve built yourself (system 
includes detailed construction plans for 8 enclosures) — 
or you can install the speakers in walls for a true custom 
system. The renowned, British-made Garrard 210 
changer is supplied with the Knight KN-500X deluxe 
stereo cartridge (with .0005” diamond needle) installed, 
and tracking pressure perfectly adjusted. Together this 
combination will deliver optimum reproduction from 
any stereo or monophonic microgroove record. All Allied 
system extras are included. Base in mahogany, limed oak 
or walnut. Shpg. wt., 61 Ibs. 

20 HF 504. Specify Finish. ONLY ............. 179.50 


12 Knight-Kit Systems Are Available on Allied’s Easy Payment Plan 


Knight-Kit 
Deluxe 40- 
Watt Stereo 
Amplifier 


Garrard 88/11 
Changer and Base: 
Knight KN-500X 
Stereo Cartridge 


Demonstration 
Record 


2—Knight KN—2000A 3-Way 
Hi-Fi Speaker Systems 


Deluxe 40-Watt Stereo Phono System 


Knight-Kit 40- Watt Stereo Amplifier Kit $ 76.95 
Garrard 88/II Record Changer and Base. 63.99 
Knight KN-500X Cartridge—Diamond Needle. 17.95 


2—Knight KN-2000A 3-Way Speaker Systems 169.00 
TOTAL REGULAR CATALOG PRICE.. . $327.89 
ALLIED SYSTEM PLAN PRICE. 294.95 

YOU SAVE...... . - $32.94 


For magnificent performance, striking 
styling and exceptional versatility, 
$9n 95 choose this outstanding ensemble—the 
Lo ' finest 40-watt stereo system you can 
buy in money-saving kit form. Carefully 
$10 Down selected by Allied's audio experts, this 
super-array of deluxe components gives 
you the benefit of important two-way savings. You save 
by assembling the amplifier and you realize added sav- 
ings by taking advantage of Allied’s famous system plan 
price. Superior by any standard of comparison, this 
deluxe system captures the full beauty and realism from 
stereo records—and lets you discover new vividness in 
your monophonic LP collection. 


SYSTEM PRICE 


The superlative Knight-Kit 40-watt stereo amplifier 
is the ideal audio center—offers every control necessary 
for complete flexibility. Garrard’s 88/II changer, with 
the Knight KN-500X stereo cartridge and diamond 
needle installed, brings out the full beauty of your 
record collection. Dazzling sound is assured by the two 
Knight KN-2000A 3-way high-compliance speaker sys- 
tems—finished on all 4 sides for use in either upright or 
horizontal positions, All of the Allied system extras are 
included. Changer base and speaker systems in mahogany, 
limed oak or walnut. Wt., 136 Ibs. 

20 HF 506. Specify Finish. ONLY... 294.95 


Knight-Kit Music Systems Are Worl 


Knight-Kit 
40-Watt 
Stereo 
Amplifier 


Garrard 210 
Changer and Base; 
Knight KN-SO0X 
Stereo Cartridge; 
Stereo Record 


2—Knight KN-800A 
12” 3-Woy Hi-Fi Speakers 


Top-Value 40-Watt Stereo Phono System 


Knight-Kit 40-Watt Stereo Amplifier Kit. . .$ 76.95 
Garrard 210 Record Changer and Base.......... 48.99 
Knight KN-500X Cartridge—Diamond Needle. . 17.95 


2—Knight KN-800A 12” 3-Way Hi-Fi Speakers. . 89.90 
TOTAL REGULAR CATALOG PRICE. . _ $233.79 
ALLIED SYSTEM PLAN PRICE. . 209.50 


YOU SAVE........$24.29 


This value-packed 40-watt stereo en- 
semble combines breathtaking perform- 
$ 50 ance with maximum flexibility. You 
209 realize excellent savings, too—by easily 
assembling the amplifier yourself; by 
$10 Down taking advantage of Allied’s money- 

saving system price; and by installing 
the speakers in enclosures you've made yourself (plans 
for 8 different enclosures are included), or custom- 
installing the speakers in the walls for a distinctive 
musical center. With the Knight-Kit 40-watt amplifier 
as the heart of your system, you are assured of inputs 
and controls to handle any stereo or monophonic signa! 
source—vou'll be genuinely impressed. 


SYSTEM PRICE 


The British-made Garrard 210 offers ultra-smooth, 
quiet operation—together with the Knight KN-500X 
stereo cartridge with .0005” diamond needle, it captures 
the full splendor from any stereo or monophonic micro- 
groove record. For remarkable response over the entire 
audible range, thrill to the two Knight KN-800A 12” 
3-way speakers—you'll be amazed by the life-like re- 
production they produce. System extras include a stereo 
demonstration record, booklet on record and needle 
care, and 30-feet of speaker wire. Base in mahogany, 
limed oak or walnut. Shpg. wt., 71 Ibs. 

20 HF 507. Specify Finish. ONLY. 209.50 
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Super-Power Knight-Kit 
70-Wott 
Stereo Amplifier Kit 


New Garrard “Type A” 
Automatic Turntable 

and Base, Knight KN-500X 
Stereo Cartridge with 
Diamond Needle 


12” Demonstration Record 


High-Compliance 
12” Coaxial Speakers 


Super Power 70-Watt Stereo Phono System 


Knight- Kit 70-Watt Stereo Amplifier Kit.......... $119.95 
Garrard “Type A” Automatic Turntable & Base.... 73.99 
Knight KN-500X Stereo Cartridge—Diamond Needle. 17.95 


2—Knight KN-600HC Coaxial 12” Speakers....... 129.00 
TOTAL REGULAR CATALOG PRICE......... $340.89 
ALLIED SYSTEM PLAN PRICE.......... 299.50 


YOU SAVE.......$41.39 


SYSTEMPRICE Highlighted by the deluxe Knight-Kit 

70-watt stereo amplifier, this superb 

$9990 array of custom components is a tre- 

mendous value. You save two ways: 

$10 down _ first—the total cost of the system 

is $41.39 below the price of the com- 

ponents purchased separately; second—you save by 

assembling the amplifier kit yourself. In addition you 

get all the Allied system ‘‘extras’’ plus an informative 

booklet with detailed instructions and plans for con- 
structing 8 different types of speaker enclosures. 


Two 35-watt channels of the amplifier provide ample 
power for perfect reproduction from high-compliance 
speakers. Garrard’s new automatic turntable offers the 
convenience of a changer with the high standards of a 
turntable. The Knight KN-500X cartridge is rigidly 
inspected at the factory to assure peak performance. 
Knight KN-600HC speakers give superb response 
throughout the audible range. Changer base in choice of 
mahogany, limed oak or walnut. Shpg. wt., 114 Ibs. 


20 HF 509. Specify Finish. NET............... 299.50 


featuring deluxe Ree 


FINEST DO-IT-YOURSELF STEREO SYSTEMS 


ighst-/cJE components 


Knight-Kit 
70-Watt 
Stereo 
Amplifier Kit 


Knight KN-1000 Turntable 
with Base, and Knight 
KN-500X Stereo 

Cartridge 


12” Demonstration Record 


2—KN-3000A-K Unfinished 
pet TERE Speaker System 
its 


70-Watt Shelf-Speaker Stereo System 


Knight-Kit 70-W att Stereo Amplifier Kit.......... $119.95 
Knight KN-1000 Turntable & Bose............... 54.45 
Knight KN-500X Stereo Cartridge—Diamond Needle. 17.95 
Rek-O-Kut S-220 Pickup Arm.............. ... 29.95 
2—Knight KN-3000A-K Speaker Systems.... . 199.00 
TOTAL REGULAR CATALOG PRICE......... $421.30 
ALLIED SYSTEM PLAN PRICE . . 389.95 


YOU SAVE.......$31.35 


SYSTEMPRICE Fine sound—top versatility—big sav- 
UTIL ings—with this outstanding stereo 
198035 high fidelity phono system. With the 

¥ exception of the arm, every component 
$10 down in the system is Allied’s own—de- 


veloped by a team of knowledgeable 
audio experts whose sole goal is unmatched quality at 
an unbeatable price. Built around the Knight-Kit 70- 
watt amplifier, system also includes 2—Knight KN- 
3000 A-K High Compliance Speaker System kits, ready 
for fast finishing in shade of your choice. These speaker 
systems have been measured under lab conditions and 
are actually recommended for use in professional applica- 
tions. Precision-built to close tolerances by famed British 
craftsmen, the Knight KN-1000 turntable features a 
2-speed hysteresis-synchronous motor (33% and 45 
rpm). Turntable base in choice of oiled walnut or unfinished 
Korina veneer. With all Allied system “‘extras’’ including 
wire and cable, record care book, preset stylus pressure, 
stereo demonstration record, helpful instruction man- 
ual, etc. Shpg. wt., 140 lbs. 


20 HF 508. Specify Finish. NET................389.95 
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LOWEST COST DO-IT-YOURSELF Acrnigfsf-fciE Ul-Fl SYSTEMS 


EASY TO ASSEMBLE . . . TRUE MONOPHONIC HIGH FIDELITY AT BIG SAVINGS 


Super-Value 12-Watt Hi-Fi Phono System 


Knight-Kit 12-Watt Amplifier Kit................. $19.95 
Webcor TR1041-51 Changer & Metal Base 
with Astatic 13TX Cartridge with Diamond & 


Sapphire Needles.......................... $36.51 
Knight KN-808 Wide-Range 8” Speaker........... $9.95 
Lincoln L-150 Shelf-Type Enclosure................ $11.95 

TOTAL REGULAR CATALOG PRICE.......... $78.36 
ALLIED SYSTEM PLAN PRICE......... $72.50 
YOU SAVE..... . -$5.86 


SYSTEM PRICE Fine quality at rock-bottom price. Sys- 

CTH tem gives 12 watts of genuine high-fideli- 

: 12 oe ty sound. Webcor 4-speed changer comes 

with Astatic ceramic cartridge installed. 

$5 down = Turnover cartridge has two needles 

(.0007” diamond and .003” sapphire), 

for playing records of all sizes and speeds. Knight KN- 

808 8” speaker has response of 50-12,000 cps. Enclosure 

may be placed anywhere. Changer comes with brown 

metal base. Enclosure in mahogany, blonde or walnut. With 

all system extras. Shpg. wt., 39 Ibs. 
20 HF 510. Specify Finish. NET. 


Popular 18-Watt Hi-Fi Phono System 


Knight-Kit 18-Watt Amplifier Kit................. $39.95 
Collaro TSC-740 Changer & Base................ $46.14 
Knight KN-500 Cartridge Diamond Needle....... . $12.95 
Knight KN-820 Dual-Cone 12” Speaker... $16.95 
TOTAL REGULAR CATALOG PRICE : .. $115.99 
ALLIED SYSTEM PLAN PRICE : $104.95 

YOU SAVE....... $11.04 


SYSTEM PRICE This fine performing 18-watt phono sys- 
tem is just right for custom installation 
ein in cabinets, walls, etc. Featuring a 
wT group of best-selling components, it de- 
$5 down __ livers fine quality reproduction through- 
out the listening range. Big double 
savings, too. Save on the cost of individual components 
purchased separately; save by assembling the amplifier 
kit yourself. 4-speed Collaro changer and Knight car- 
tridge are both stereo wired—makes it simple and easy 
to convert to stereo at a later date. Changer base in 
choice of mahogany, limed oak or walnut. With all Allied 
system extras. Shpg. wt., 39 lbs. 
20 HF 512. Specify Finish. NET ... 104.95 


Deluxe 18-Watt Hi-Fi Phono System 


Knight-Kit 18-Watt Amplifier Kit................. $39.95 
Garrard 210 Changer & Base.................. $48.99 
Knight KN-500X Cartridge—Diamond Needle...... $17.95 
Knight KN-800A 3-Way 12” Speaker.............$44.95 
TOTAL REGULAR CATALOG PRICE.......... $151.84 
ALLIED SYSTEM PLAN PRICE.......... $134.95 


YOU SAVE....... $16.89 


SYSTEM PRICE Allied’s finest monophonic system, 
19 OF this group of high-quality components 
i AS: provides 18 watts of audio output. De- 
" signed for monophonic listening now— 
$5 down can easily be converted to stereo at a 
later date. Both Garrard 210 4-speed 
changer and Knight KN-500X magnetic cartridge are 
wired for stereo and monophonic operation. Each KN- 
500X is rigidly inspected before shipment from the 
factory. KN-800A gives response from 35-15,000 cps. 
Complete with all system extras. Changer base in mahog- 
any, limed oak or walnut. Shpg. wt., 48 lbs. 
20 HF 511. Specify Finish. NET................ 134.95 


Buy On Allied’s Easy Terms 


Knight-Kit 
12-Watt Amplifier Kit 


Webcor TR1041-51 
Changer with Ceramic 
Cartridge, Dual Styli 


Knight KN-808 8” Speaker 
Installed in Lincoln 
1-150 Speaker Enclosure 


Knight-Kit 18-Watt 
Amplifier Kit 


Collaro TSC-740 Changer 
on Base, plus Knight 
KN.-500 Stereo Cartridge 


Knight-Kit 18-Watr 
Amplifier Kit 


Garrard 210 
Changer with Base, 
KN-S00X Cartridge 


7 Knight KN-800A 3-Way 
Full-Range Speaker 


Best Buy 
ALLIED-RECOMMENDED 


STEREO HI-FI SYSTEMS WITH 
FAMOUS-NAME COMPONENTS 


Enjoy the best that stereo has to 
offer with an Allied-recom- 
mended music system—yours at 
giant savings. Take advantage 
of Allied’s Easy Payment Plan— 
your satisfaction is absolutely 
guaranteed. 


H-K A-220 
Amplifier 


Collaro TSC-740 
Changer, Base & 
Sonotone 8TA4SD 
Cartridge with 
Diamond Needle 


evengsr nnn 9808 


H-K T-220 Stereo Tuner 


eecececcccesecoce 


2—Norelco AD3877M 8” 
Speakers installed in 
2—Gamber-Johnson GJ260 
Speaker Enclosures 


Stereo Hi-Fi Phono System Featuring Harman-Kardon 20-Watt Amplifier 


Low in cost, high in 


SAVE $52.91 


ONLY performance—plus 
903% excellent savings over the total cost of 
components if purchased separately. 

Phono system includes: Harman-Kardon 

$10 down = A-220 “Lute” 20-Watt Stereo Amplifier; 


Collaro TSC-740 4-Speed Record Changer 
with Base; Sonotone 8TA4SD Stereo Cartridge with .0007” 
Diamond and .003” Sapphire Needles; two Norelco AD- 
3877™M 8” Speakers installed in two Gamber-Johnson GJ260 
Speaker Enclosures; and all system extras. 


a: 


Matching Equipment Cabinet 
GAMBER-JOHNSON GJ210. Highly-at- 
tractive equipment cabinet for custom- 
NET mounting stereo components. With 
5 95 blank front panel and blank motor 
board. Mahogany or walnut veneer. 

26'Ax37x18%". Wt., 93 Ibs. 

$5 down 70 DZ 661-C. Specify Finish. NET 89.95 


Excellent for custom-mounting in equipment cabinet, 
listed below. The A-220 delivers 10 watts per channel. 
Speaker enclosures and changer base in mahogany or 
walnut. Shpg. wt., 133 Ibs. Only $10 Down. 

20 HF 552. Specify Finish. NET. = ee 208.95 


STEREO FM-AM PHONO SYSTEM. Above system plus 
H-K T-220-FM-AM Stereo Tuner—at big savings of 
$61.81. Speaker enclosures and changer base in mahog- 
any or walnut. Shpg. wt., 143 Ibs. $/0 Down. 

20 HF 553. Specify Finish. NET... .. : 


299.95 


am 


is “a ‘ 
Stereo Phono System with Shelf Speakers 


SAVE $52.11 


Perfectly matched 


ONLY stereo phonosystem 

$ 95 as above, but with two alternate Uni- 
versity S-80 2-way shelf-type speaker 

systems—at substantial savings, Speak- 

$10 down er systems and changer base in choice of 


mahogany or walnut. A first-rate choice 
where space is limited. Components may be mounted 
in handsome cabinet at left. 66 Ibs. 
20 HF 550. Specify Finish. NET............... 202.95 
STEREO FM-AM PHONO SYSTEM. System above, with 
Harman-Kardon T-220 FM-AM Stereo Tuner—you 
save $70.01. Speaker systems and changer base in mahog- 
any or walnut. Shpg. wt., 76 lbs. $10 Down. 
20 HF 551. Specify Finish. NET............... 289.95 
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Stereo Phono System Featuring 
Bogen 24-Watt Stereo Amplifier 


CAVE 2 Bring thrilling 

eu SAV c $49. 23 stereo into your 

$ 95 home—at substantial savings with 
Allied’s famous “System Plan.’’ Matched 

ensemble includes: Bogen DB212 24- 

$5 down Watt Stereo Amplifier with Metal Cage; 


Garrard 210 4-Speed Changer and 
Base; E-V 31MD-7 Stereo Cartridge with Diamond LP 
Needle; 2—E-V LS-12 12” Hi-Fi Speakers, and all the system 
extras. Mounts beautifully in Model 1000 cabinet, below. 
The DB212 delivers 12 watts per channel—accommo- 
dates any sound source. Changer base in mahogany, 
limed oak or walnut. Shpg. wt., 50 Ibs. $5 Down. 
20 HF 561. Specify Finish. NET................ 188.95 


STEREO FM-AM-PHONO SYSTEM, Above system with 
Bogen ST442 FM-AM Stereo Tuner with metal case— 
you save $83.18. Changer base in mahogany, limed oak 
or walnut. Shpg. wt., 69 Ibs. Only $10 Down. 

20 HF 562. Specify Finish. NET................ 312.00 


WITH SPEAKER ENCLOSURES 
PHONO SYSTEM. Above sys- 
tem with two Rockford 101 
speaker enclosures at savings 
of $72.68. Enclosures and 
changer base in mahogany, 
blonde or walnut—specify. Wt. 
150 lbs. 

20 HF 557. NET........274.50 
FM-AM-PHONO SYSTEM. 
Above, with Bogen ST442 
FM-AM Stereo Tuner and 
case. Specify finish. 167 Ibs. 

20 HF 558. NET...... 399.95 


Bogen DB212 24- 
Watt Stereo 
Amplifier 

with Cage 


Garrard 

210 Changer, 

Base, and E-V 
31MD-7 Cartridge 
with Diamond Needle 


2—Electro-Voice LS-12 
12” Full-Range High- 
Fidelity Speakers 
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Money-Saving 24-Watt Stereo Phono System with Quality Shelf Speakers 


£ As 
Jensen DF-1 “Duette” 
2-Way Speaker Sys- 
tems—Deliver Spar- 
kling Hi-Fi Sound— 
Save Space 


Paine 1000 All-In-One Cabinet 


Beautiful one-piece stereo equip- 


ment cabinet featuring neat, trim 
styling and space-saving design. 
Easily accommodates all of the 
components—including speakers 
$5 down  —of the matched components 
listed at top of page. Upper com- 
partment of the center section (with drop-front 
door), is 18%x18¥%x18"—houses the tuner and 
amplifier; with blank front panel. Lower pull-out 
section has blank board for custom-mounting 
changer. Enclosure sections are acoustically de- 
signed to deliver full-range response. 32 ¥2x54x18". 
In mahogany, limed oak or walnut. Shpg. wt., 135 
Ibs. $5 Down. 
70 DZ 461C. Specify Finish. NET... . 175.00 


C Pocket giant sav- 

can - oA VE $70. 46 ings on this com- 

5 50 plete stereo phono ensemble. Includes 
all of the expertly matched components 

described in phono system above, but 

$10 down has alternate, shelf-type Jensen DF-1 


twe-way speaker systems. Changer base 
and speaker systems in choice of mahogany, blonde or 
walnut. Shpg. wt., 99 Ibs. Only $10 Down. 
20 HF 559. Specify Finish. NET............... 268.50 


FM-AM PHONO SYSTEM. As above, but with Bogen 
ST442 FM-AM Stereo Tuner with case—you save 
$103.46. Speaker systems and changer base in mahogany, 
blonde or walnut. Shpg. wt., 116 lbs. $10 Down. 

20 HF 560. Specify Finish. NET............... 392.50 


 _ 


Ae ee “~ 
ae 3 oN ee 


Scott 222 B Amplifier with Metal Case 


atges Hay See 


PLAN YOUR MUSIC SYSTEM 
WITH ATTRACTIVE 
COMPONENT CABINETRY 


Whatever your taste in fine 
furniture, Allied has cabinetry 
fo convert your system into a 
striking custom installation. 
See our cabinet listings. 


6665666 


Bogen B61 Turntable 
with Base and Shure 
M8D Cartridge 


“ 


ONLY : j yy This superb-per- 

$ 50 SAVE $109.17 forming stereo pho- 
Al] no system combines the traditional ex- 
cellence of such famous names as Scott, 

$10 down Bogen, Shure and Lansing with a sleek, 


stylish newcomer—Artizans enclosures. 
In addition to substantial savings, you receive all Allied 
“system extras.” Each component has been perfectly 
matched by Allied’s own audio experts to provide full- 
range, flawless stereo. Amplifier provides 12 watts per 
channel for a full 24 watts of stereo or monophonic sound. 


t Cabinet 


ARTIZANS 505-A EQUIPMENT CABINET. 
Fresh, contemporary styling highlights 
this beautiful oiled walnut cabinet. 
Matches Artizans enclosures above. 
Left side (behind %” ~blank panel), 
22%x16%x14". Right side has pull-out 
drawer with blank board plus record 
space. Overall, 30%x35 %x17%". 90 Ibs. 


18 Z0DZ:003.2 NERS cats en 115.00 


Money-Saving 24-Watt Stereo Phono System 


Optional Scott Tuner + 
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2-Lansing D123 Speckers 
in Artizans Model 501 
Contemporary Enclosures 


System includes: Scott 222-B 24-Watt Stereo Amplifier 
with Metal Case; Bogen B61 Turntable with Walnut Base; 
Shure M8D Magnetic Stereo Cartridge with .0007” Diamond 
Stylus, installed in arm; two James B. Lansing D123 Speakers 
installed in two Artizans 501 Oiled Walnut Speaker En-_ 
closures. Shpg. wt., 149 Ibs. 

20 HF 571. Only $10 Down, NET.............-. 417.50 


FM-PHONO SYSTEM. Save $137.07. As above, plus Scott 
314 FM Tuner with metal case. Shpg. wt., 164 Ibs. 
20 HF 572. Only $10 Down. NET................ 517.50 


Above System with Shelf-Type Speakers 


ONLY CAVE ¢o0 Includes all of the 
937950 SAVE 97 components in the 
above, but with Jensen TR-10 Shelf- 

Type Speaker systems in place of Lan- 

Compact, beautifully styled speaker system units are 
ideal for use in room dividers, on tables, mantels, etc. 
mahogany, tawny ash or walnut—specify choice when 
ordering. Shpg. wt., 115 Ibs. 


Scott 24-Watt Phono System listed 
$10 down ; 

sing speakers and Artizans enclosures. 
Perform equally well in highboy or lowboy position. In 
20 HF 573. Specify Finish. NET............... 378.50 


FM-PHONO SYSTEM. Save $126.22. As above, plus Scott 
314 Tuner with metal case. Shpg. wt., 130 Ibs. 
20 HF 574. Specify Finish. NET...........00.05. 479.95 
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30-Watt Stereo FM-AM-Phono System 
with Harman-Kardon TA-224 Receiver 


? This custom stereo 


ONLY y Ds J.J . : 

; we ew" inusic ensemble is 

$ 50 ideal in installations where speakers are 
wall-mounted or placed in custom-de- 

signed enclosures. ‘‘Heart” of the sys- 

$10 down temis the H-K TA-224 Stereo Receiver 


—combination FM-AM tuner and 30- 
watt stereo amplifier all on a single compact chassis. Al- 
lows you to listen to stereo FM-AM simulcasts as well as 
stereo records. System includes: Harman-Kardon TA-224 
Stereo Receiver with Metal Case; Webcor 1031-27 Stereo 
Record Changer with Brown Metal Base; Pickering 90 Stereo 
Magnetic Cartridge with .0007” Diamond needle installed 
in arm; Two Electro-Voice SP-12B 12” Speakers. 


All components in the system are perfectly matched to 
the Barzilay H-100 Component Cabinet shown at bot- 
tom of page. System is also available with floor-standing 
enclosures (below). Shpg. wt., 70 Ibs. 

20 HF 554. Only $10 Down. NET.............. 277.50 


WITH FLOOR-TYPE ENCLOSURES 


Save $115.97 on the cost of 
individual components 
purchased separately. In- 
cludes all the outstanding 
components shown above, 
plus 2—Barzilay 1962B 
enclosures. Finished in 
elegant oiled walnut, with 
smart contrasting cane 
grilles. Speakers are in- 
stalled—ready to use. 
Shpg. wt., 150 Ibs. 

20 HF 555. NET... .435.00 


Harman-Kardon TA-224 
30-Watt Amplifier/ 
FM-AM Tuner 


Webcor 1031-27 4. 
Chonger with Base; 
Pickering 90 Car- 

tridge Installed 


Two Electro- Voice 
SP-12B “Radax” 
Hi-Fi Speakers 


Versatile 30-Watt Stereo FM-AM-Phono System with Shelf Speakers 


2—Electro-Voice 
Leyton Speakers 


Barzilay H-100 Component Cabinet 


NET 
19 in-one” cabinet. Roll-up 


$5 down door conceals drawer with 
blank board for any record changer or 
turntable. Also has removable blank front 
panel, 22” wide and 10” high (15” behind 
panel) and tuner amplifier shelf. Speaker 
enclosures are pre-cut for 12” speakers, 
Unit is finished in elegant oiled walnut. 
Size, 32x60x18” (includes 8” legs). Shpg. 
wt., 135 Ibs. 

70 DZ 023. $5 Down. NET......... 179.50 


Exciting contemporary 
styling—expert craftsman- 
ship and sound acoustic 
design keynote this ‘‘all- 


fF ¢o2 59 This compact, space- 


,A WY 
AVE 


Omy » &e” © sparing system gives 

5 50 you unlimited placement possibilities. 
354 Includes all components shown above, 
but with Electro-Voice Leyton shelf- 

$10 down type 2-way speaker systems in place of 


the SP-12B speakers. Leyton systems 
are each only 14%” high, 24” wide and 12” deep. Fin- 
ished on four sides, they give excellent performance 
placed in either lowboy or highboy positions. Set them 
along a wall, in corners or on a bookshelf or mantel. 
Give an elegant appearance in room dividers, etc. En- 
closures are available in choice of hand-rubbed mahoyany 
or walnut finishes—specify when ordering. Complete with 
all system “‘extras.’’ Shpg. wt., 112 Ibs. 
20 HF 556. Only $10 Down. NET.............. 354.50 


ALLIED-RECOMMENDED STEREO SYSTEMS 


SELECTED WITH THE MUSIC LOVER IN MIND 


The high-fidelity stereo music systems shown on these two 
pages were selected specifically for those who insist on the 
finest. Each of these systems consists of truly deluxe units 
that have been carefully matched in quality, performance, 
styling and operating characteristics. Individually, each com- 
ponent is of custom quality, superbly designed to play its 
part in a magnificent system. The most distinguished names 
in the industry have been brought together to give you high- 
fidelity at its best—music reproduction without compromise. 


30-Watt Stereo Seance System 


Pilot 240 
ang ONLY : On total cost of 
ere 
Amplifi components pur- 
ates $373% chased separately! Centered around the 
first-rate Pilot 30-watt stereo amplifier, 


this perfectly matched stereo phono 
$10 down system includes a host of wanted fea- 
tures. You get a full array of controls 
and inputs, plus Pilot’s unique automatic shut-off switch 
which permits the record changer to turn off the ampli- 


Garrard 4HF fier automatically, after the last record has played. 
Manual Player 

with Base; G.E. 

VR-227 Cartridge, 
0007” Diamond Needle 


System includes: Pilot Model 240 30-Watt Stereo Ampli- 
fier with Case; Garrard 4HF Manual Player with Wood Base; 
G.E. VR-227 Magnetic Cartridge with .0007” Diamond 
Needle; two E-V “Esquire 200" 3-Way Speaker Systems; 
plus all of Allied’s System Extras. 


The amplifier is beautifully styled in gold and black, 
while the 4-speed Garrard player features matching, 


ee eres eererereseessesese 


: sina black, chrome and white styling. E-V speaker systems 
: are finished on four sides. Player base and speaker sys- 
> : tems in mahogany, limed oak or walnut. Shpg. wt., 120 Ibs. 
. = e 

== ° $10 Down. 

$ Pilot 480 Stereo : 20 HF 565. Specify Finishes. NET....... eae aD 
s FM-AM Tuner fs 

Svcccecccccccccccccccces 


FM-AM-PHONO SYSTEM. System savings of $133.37, In- 
cludes all components of system above, plus Pilot Model 
: 480 Stereo FM-AM Tuner. Has separate, independent FM 
Two Electro-Voice “Esquire 200" and AM sections, and provision for adding FM multi- 
Tees Way nts ee plex adapter. Shpg. wt., 144 Ibs. $/0 Down. 

20 HF 566. Specify Finishes. NET............. 499.95 


Bogen AP-40 40-Watt Stereo Phono System 

-Wa 

Stereo ONLY On total cost of com- 
Ampifier . 


ponents purchased 

$4943 separately! This system features some 
of the newest and finest hi-fi compo- 

nents available—gives you stereo or 

$10 down monophonic sound reproduction of 
cleanest quality. System includes: Bogen 

AP-40 40-Watt Stereo Amplifier with Metal Case; Glaser- 
Steers GS-400 Changer with Wood Base; Shure M8D Mag- 
netic Cartridge with .0007” Diamond Needle; and two Uni- 
versity 312 12” Speakers installed in two Barzilay 1962B 
Speaker Enclosures. Bogen’s new amplifier has an illumi- 
nated indicator panel that instantly shows program 
sources and respective channels being used. Barzilay 
speaker enclosures employ a beautiful Danish Modern 
cradle base and imported Philippine grille fabric. Chan- 


i ‘Glaser-Steers GS-400 
i Record Changer with 
Wood Base; Shure M8D 

Cartridge with .0007” 

Diamond Needie 


igen eee ger base in ebony only; speaker enclosures in oiled walnut 
. : only. Shpg. wt., 170 Ibs. 
} : + 20 HF 563. Only $10 Down. NET.............. 494.50 
s . . 
= : : FM-AM-PHONO SYSTEM. System savings of $171.65! 
5 : Bogen TP-40 3 As above, but also includes new Bogen TP-40 Stereo FM- 
+ on SiBrec EN SME TWeF Es AM Tuner with Metal Case. Wt., 190 Ibs. 
= "\ 20 HF 564. Only $10 Down. NET.............. .653.50 
Sparen Ae INLY $10 DOWN On any of the systems shown on these 
rete 19628 two pages. Allied’s convenient Easy Pay Plan lets you choose 


Enclosures regular or extended terms tool 
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YOU GET ALL THESE “EXTRAS” IN ALLIED HI-Fl SYSTEMS AT NO EXTRA COST 


Free 12” Stereo Record. 

A marvelous demonstration 

record that contains a va- aoe 
riety of musical selections, & 
plus such dynamic sounds aN 
as train in motion, etc. 


Cables and Connectors. 
Everything you need; 
two 15-ft. speaker cables, 
plus connecting cables. 
Color-coded plugs and re- 
ceptacies—easy to con- 
nect! 


36-Watt Stereo Phono System 


On total cost of 

wen SAVE $150.69 components pur- 

5 50 chased separately! Featuring a blue- 
ribbon cast of components, this system 

can take a place in the most luxurious of 

$10 down settings. Fisher’s X-100 combines a 


stereo master audio control with 36-watt 
stereo amplifier, to give you a total of seventeen front- 
panel controls and switches, including switch-controlled 
center-channel output, scratch and rumble filters, etc. 
Traditional Fisher styling lives up to its reputation for 
beauty too! System includes: Fisher X-100 36- W att Stereo 
Amplifier with Metal Case; Garrard 88/Il Record Changer 
with Wood Base; Pickering 380-C Cartridge with .0007” 
Diamond Needle; two Altec-Lansing 605A 1:5” Duplex Speak- 
ers, installed in two Gamber-Johnson 360 Speaker En- 
closures; plus all system extras. 


The British-made Garrard changer is a model of quiet 
operation and smooth record-handling. Pickering’s 380- 
C cartridge offers superb performance and mu-metal 
shielding. The Altec speakers are world-renowned as 
hi-fi listening standards. Changer base and speaker en- 
closures in mahogany and oiled walnut. 195 Ibs. 

20 HF 569. Specify Finish. NET............ .. 972.50 


FM-AM-PHONO SYSTEM. System savings of $182.64! In- 
cludes all of the components above, plus the Fisher FM-50 
FM Tuner with Case. Extremely sensitive; has four IF 
stages with full limiting action, plus inter-station noise 
muting control. Shpg. wt., 210 lbs. $10 Down. 

20 HF 570. Specify Finish. NET........0...... 686.00 


FM-AM-Phono Stereo System 
SA W VESI75. 06 ‘ On this super-qual- 


igual ity, complete FM- 

5 00 AM-Phono system! Offers the brilliant 
performance that only component high- 

fidelity can give you, with the flexibility 

$10 down of installation that these space-saving 


units make possible. System includes 
these deluxe components: Scott 399 Stereo FM-AM Tuner/ 
40-W att Stereo Amplifier with Metal Case; Garrard “Type 
A" Lab Series Automatic Turntabie with Wood Base; Shure 
M8D Magnetic Cartridge with .0007” Diamond Needle; and 
two Jensen TR-30 “Tri-Ette"” 3- Way Speaker Systems. 
Scott’s magnificent 399 tuner/amplifier gives you an 
FM-AM tuner and 40-watt stereo amplifier on a single 
chassis. Garrard’s ‘‘Type A” changer is actually an 
automatic record changer with professional turntable 
specifications. Jensen’s TR-30 speaker systems are avail- 
able in four styles and finishes: Traditional (mahogany), 
Contemporary (limed oak), French Provincial (cherry) 
and Danish Modern (oiled walnut)—grille cloths vary 
to match styling. Changer base in mahogany, blonde or 
walnut. Please be sure to specify enclosure styles and fin- 
ishes when ordering. Shpg. wt., 146 lbs. 
20 HF 575. Only $10 Down. NET.............. 654.00 


15-DAY TRIAL, MONEY-BACK GUARANTEE with any Allied 
Music System. Place your order on our regular cash terms or 
Easy Pay Plan—your satisfaction is absolutely guaranteed. 


Pre-Set Stylus Pressure. 
Stylus pressure of turn- 
table or changer is care- 
fully pre-set by our tech- 
nicians, No critical adjust- 


“ments for you to make. 


Speakers Mounted. Se- 
curely fastened in place in 
the speaker enclosure (s) of 
your choice on all but do- 
it-yourself enclosure kits. 
Saves time, trouble. 


Fisher X-100 
36-Watt Stereo 
Amplifier 


Diamond Needle 


2—Altec-Lansing 
15”, 605A Speak- 
ers installed in 2— 
Gamber-Johnson 
360 Speaker En- 
closures 


Scott 399 
FM-AM Tuner/ 
40-Watt Stereo 
Amplifier 


Ber = 380-C 
th 0007" 


THE tesmeR 
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Helpful Manuals. An in- 
struction book to help you 
get the most from your hi-fi 
‘system, plus manufacturer's 
booklets for each com- 
ponent in the system. 


Record and Needle Care 
Booklet plus Stereo Re- 
cord and Tape Catalog. 
Walco's informative book- 
on stylus core; Allied’s 
listings of records and 
tapes. 


6668 


Garrard “Type A” 
Automatic Turntable 
with Wood Base; 
Shure M8D Magnetic 
Cartridge with ° "0007" 
Diamond Needle 


: na 
2—Jensen TR30 0 4 
“Tri-Ette” 3-Woy é 


$ (Danish Modern Style 
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FINE EQUIPMENT CABINETRY 
TO HOUSE YOUR STEREO SYSTEM 


i Allied stocks the world's largest 
i selection of fine furniture cabi- 
netry to house your music system. 
Whatever your taste—distinc- 

q tive design, striking styling, eye- 
ii catching elegance—yov'll find 
the cabinet of your choice listed 
in this section of the catalog. 


Sa Pilot 602 FM-AM 


Tuner-Amplifier 2—Jensen 


H-222 Speakers; 
2—Rockford 
101 Enclosures 


Webcor 1031/21 4-Speed 
Changer & Base; Shure 
M8D Stereo Cartridge 


Deluxe FM-AM-PHONO Stereo System Featuring Pilot 602 Tuner-Amplifier 


ONLY SAV V ES } 115. 39 § Sparkling stereo Complete system includes: Pilot 602 Stereo FM-AM Tuner/ 
ound with this Stereo 30-Watt Amplifier; Webcor 1031/21 4-Speed Rec- 

$4390 marvelous array ee matched and bal- ord Changer and Base; Shure M8D Stereo Cartridge with 
anced components—at substantial sav- Diamond LP Needle; two Jensen H-222 12” Coaxial Hi-Fi 


$10 d ings over the total cost of components if Speakers; two Rockford 101 Speaker Enclosures; plus all of 

own purchased separately. Centered around Allied’s famous system extras. Excellent for custom- 

Pilot's all-in-one 602 FM-AM stereo mounting in equipment cabinet listed below, left. 

tuner/30-watt stereo amplifier, this fine music ensemble | Changer and base finished in golden beige and brown. 

delivers fitl-dhuceercasal sound from both FM-AM _ Speaker enclosures in choice of mahogany, blonde or wal- 
broadcasts and records. Ultra-smart styling makes this _ nut. Shpg. wt., 167 Ibs. $10 Down. 

system ideal for any furnishing mode. 20 HF 567. Specify Finish. NET......... ..,. 439.50 


Above System with Alternate Speakers 


ONLY Same deluxe FM-AM-Phono stereo 
music ensemble described above, but 

$4762 with two Wharfedale '60 speaker sys- 
tems in place of the Jensen speakers and 


d Rockford enclosures—yours at big sav- 
$10 own ings of $113.39. Wharfedale’s newest 


Rockford Model 105 Cabinet 


A master-crafted equipment cabinet 


sit 95 designed to house all components of shelf-type speaker system employs the 
a stereo system except the speakers. sand-filled baffle principle for full, rich bass response. 
Also has ample space for record stor- Features a highly effective combination of specially de- 
$5 down age. 32%x40x19%". Finished in hand- signed 3” tweeter, 12” woofer plus crossover network. 
rubbed veneers to grace any motif. Excellent for either vertical or horizontal placement. 
In mahogany, blonde or oiled walnut— Speaker enclosures in mahogany or oiled walnut. Shpg. 

specify. Wt., 113 Ibs. wt., 133 Ibs. $10 Down. 


22 70 DZ 463C. $5 Down. NET..119.95 20 HF 568. Specify Finish. NET............... 426.50 


oa — 2 R . — . 
you ge more ror your 


high-fidelity components 


Bullt to Allied’s highest standards, you get more in 
features, performance and enduringly attractive styling 
» +» More in overall quality and dependability. You get 
maximum value for your hi-fi dollar. 


You get quality that is absolutely equal to the best, yet 
you pay far less because: 


Knight components are an Allied exclu- 
sive—designed and built to the highest 
audio standards. You buy DIRECT from 
us—savings made possible by direct 
selling are passed on to you... 


. / Our leading position in electronics en- 
ables us to produce, stock, and distri- 
bute Knight hi-fi products in tremendous 
quantities. This means minimum cost 
per unit—and far less cost to you... 


Our leadership in hi-fi enables us to 
know the needs of music lovers every- 
where—and to translate this knowledge 
into actual audio instruments without 
costly trial-and-error, 


advanced design, verified specifications. Skilled 
engineers employ every advancement in audio science 
. . . leading electronic and acoustic labs are consulted 
. . . first-rank industrial stylists complete the design. 
Final specifications are verified by the Knight develop- 
ment-engineering team. 


rigid quality control. Manufacture of Knight hi-fi com- 
ponents is entrusted to experienced, well-equipped 
facilities in the U.S. or England. Our deep interest in 
your satisfaction demands rigid inspection and test at 
every stage of manufacture. That's why we guarantee 
performance to meet or exceed our published specifi- 
cations. 


Money-Back Guarantee 


é If within 15 days you are not completely 

; satisfied with your Knight high-fidelity 
component, return it. We will promptly 
refund your full purchase price, less only 
transportation charges. 


Full One-Year Warranty ...Knightcom- 
; ponents are also covered by Allied’s one- 
5 year warranty against defects in material 
i and workmanship. When you buy Knight, 


: you can buy with complete confidence. | 


Buy on Easy Terms—as low as $2 dow= 23 
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BALANCE VOLUME 


New 75-Watt Stereo Amplifier—A Design Classic 


$1§.95° 


jw 
J 


$5 down 


® New Terminal Board Construction as 
Used in High-Reliability Scientific and 
Military Equipment 


© Special-Design Output Circuitry; Maxi- 
mum Power and Lowest Distortion 


e Extra Output Terminals for Third Chan- 
nel Stereo Use Without Employing an 
Extra Amplifier 


e New Stereo Headphone Jack on Front 
Panel Automatically Shuts off Regular 
Speakers; Has Safety-Gate Circuit 


e New Tape Monitor Switch for Stereo 
Recording; Can Be Used to Monitor 
Both Channels, or Either Channel Sep- 
arately While Recording 


* New Dual Volume Control—Prevents 
Overload and Improves Signal-to- 
Noise Ratio 


« Unconditionally Guaranteed for One 
Full Year—The Finest, Most Powerful 
Knight Stereophonic Amplifier 


e Conservatively Rated, Premium-Grade 
Components Used Throughout; Rug- 
ged Transformers Total 21 Lbs. 


CERTIFIED 96-WATT IHFM MUSIC POWER RATING 


Conservative 3714-Watt Per Channel Power Rating—The 
Most Powerful Knight Hi-Fi Amplifier Ever Made 


Military-Type Terminal Board Construction for 
Unsurpassed Circuit Reliability 


Dependable, Hermetically-Sealed Silicon Rectifiers for 
Exceptional Power Regulation 


Always in step with the times, and constantly in touch with every 
field of electronics, superb Knight engineering has incorporated the 
finest and most advanced techniques in the creation of this incomparable 
stereo amplifier. The KN-775 includes every feature, every specification 
demanded for exacting fidelity of reproduction. All component parts 
operate at well below maximum ratings for great stability and extremely 
long life. Four high-precision EL34 audio output tubes are used in its 
advanced output circuitry for extremely linear operation—check its 
outstanding hi-fi specifications on the following page. 


In addition to the latest circuit developments, the KN-775 offers these 
outstanding features: provision for an optional center-channel speaker 
for a third (mixed) channel of sound with no need for an extra amplifier— 
may also be used with an extension speaker for monophonic listening in 
another room; Dual Phasing switches permit phase matching of all 
three speakers for best bass reproduction and authentic stereo; special 
headphone jack on front panel which automatically silences speakers 
when headphones are plugged in for private stereo listening—electronic 
“safety-gate”’ circuit reduces headphone volume, regardless of amplifier 
setting, to prevent blasting of sound or damage to headphones. 


New Tape Monitor switch permits you to monitor your own stereo tape 
recordings, as you record; accepts new Knight KN-701 Reverberation 
Unit. Positive circuit-breaker protection—no fuses to replace, ever! 
The KN-775 is equipped with a massive, solid aluminum front panel in 
gleaming gold finish; case (included), is color-styled in a highly pleasing 
beige. Made in U.S. 444x1534x151%”. For 110-120 v., 50-60 cycle AC. 
Shpg. wt., 36 Ibs. 

SSDUT7SI0NY Oo. Dawe. NET... 12 oF Sete) cov Sy eo 169.50 


24 Knight Products Are Allied’s Own High-Fidelity Components 
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13. Dual Phasin 
14. Stereo Headphone jack, 


ALL You'LL Ev 
ER NEED 
IN STEREO CONTROLS 


1. One-knob | 
Switch. nput Selector 


De Dual-concentric Bass controls. 


controls. 
4. Stereo Balance control 
: ual Master Volume co 
» Pilot light Off-On Indicator 


tereo Separation cont, 
co 
Tape Monitor switch. 


10. Bridge-T Rumble fj 
i le filter, 
is Bridge-T Scratch filter, 
- 4-position Loudness-Contour 


selector switch, 
9 Switches, 


SPECIFICATIONS 


Rated Power Output: 37.5 watts per 
channel; minimum |HFM music power, 96 
watts. Maximum usable power per chan- 
nel, 60 watts. 


Frequency Response: +0.5 db, 25 to 
20,000 cps at 37.5 watts per channel. IHFM 
power bandwidth, 15 to 85,000 cps. 


Harmonic Distortion: Less than 0.5% 
at full rated output. 


IM Distortion: Less than 2% at 37.5 
watts. 


Hum and Noise: 83 db below full rated 
output (Aux); —83 db (Tuner); —63 db 
(Phono); —54 db (Tape). 


Sensitivity: Aux, Ceramic, Phono, and 
Tuner inputs, 200 mv; Magnetic Phono, 
4.5 mv; Tape Head, 3.55 mv. (Figures de- 
note sensitivity for full rated output.) 


Tube Complement: 6—7330/ECC83/ 
12AX7 premium-type twin-triodes; 4— 
EL34 high-precision screen-grid tetrodes; 
selenium-bridge filament rectifier; her- 
metically sealed silicon HV rectifiers. 


Output Impedances: 4, 8, and 16 ohms 
each channel; plus center-channel output. 
Input Level Controls (6); Mag Phono, 
Tuner and Aux. 


Guaranteed for One Full Year 


Military-Type Termina 
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| Board Circuitry 


erat ELECTRONICS 


9 


All Signal Circuitry of the 
terminal boards, complete} 
from Power Circuitry, Virtu 


tg 2 = 


TREMENDOUS POWER; 
LOW DISTORTION 
Gives you all the clean power you 
will ever need—develops a peak 
punch of over 50 watts per chan- 

nel, RMS! 


NEW SILICON RECTIFIERS 
Cool-running and dependable, 
these new hermetically sealed, 
military-type units provide ex- 
tremely efficient power regulation 
and reliable service. 


TERMINALS FOR ADDING 
MID-CHANNEL SPEAKER 
Terminals for connecting an op- 
tional center-channel speaker—no 
need to add an extra amplifier for 


NEW STEREO 
HEADSET JACK 
Located on the front panel for easy 
accessibility; features Safety- 
Gate circuit. (See Knight speaker 

pages for stereo headset.) 


GRAPHIC PROOF OF LINEAR OPERATION 


+ 
aa 
db 


1900 1000, | 


Note the response curve in the graph above. Even at high 
power outputs, you get flawless reproduction, with phe- 
nomenally low distortion—positive proof of performance! — 


Allied Radio Corporation, |OO N. Western Ave., Chicago 80, Illinois 
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Supreme Quality—Our Finest Stereo FM-AM Tuner 


PERFORMANCE AND FEATURES COMPARE TO TUNERS COSTING MUCH MORE 


CHECK THESE FEATURES: 


© Original DSR corrective inverse feed- 
back—acclaimed by leading national 
electronic publications and audio au- 
thorities—with panel control for com- 
plete command of FM signal quality. 


e Multiplex Control—permits instant 
switching from FM or AM to FM Multi- 
plex when adapter is used. 


® Low-Noise 50-Ohm Antenna Input for 
fringe-area FM reception. 


© Three-position bandwidth control for 
AM listening. 


© Extra-bright 6FG6/EM84 cathode ray, 
bar-type tuning indicators. 


e Handsome beige case with clear dial 
and frost-gold panel. 


e Superb performance and specifica- 
tions, backed by Allied’s unconditional, 
one-year guarantee. 


© Fully checked for electrical safety. 


Designed by an outstanding engineering team, the highly rated 
KN-125B Stereo FM-AM Tuner employs original, forward-looking fea- 
tures that provide superb broadcast reception. Behind its distinctive 
control panel, a highly sensitive 12-tube circuit delivers AM and FM 
sound of unparalleled clarity. Dynamic Sideband Regulation (DSR) 
gives you almost complete mastery over FM transmission quality. 
It allows you to correct the modulation level of the FM carrier for 
distortionless reception, actually overriding transmitter controls! 
DSR works just like inverse feedback in an amplifier, and is an im- 
portant, Knight-pioneered advance in FM tuner design. If you enjoy 
listening to the wealth of fine musical programming regularly 
broadcast by FM stations, this unique feature alone will make the 
KN-125B your wisest choice in a stereo tuner. 


Another premium feature, Fingertip Multiplex Control, is incor- 
porated on the front panel of the KN-125B. This switch automatically 
turns on any associated multiplex adapter that is self-powered. It 
switches audio circuits to feed FM multiplex stereo to your stereo 
amplifier with fingertip ease (when this mode of transmission is 
approved by the FCC). Low-noise 50-ohm antenna input (for use 
with shielded antenna lead-in), provides improved FM reception in 
fringe areas; enables you to obtain maximum signal-to-noise ratio. 
Sensitivity at these terminals is 1.2 microvolts for 20 db of quieting. 
Both FM and AM sections use tuned RF stages for best pickup of 
weak stations. 


AM section of the KN-125B features: 3-position AM bandwidth 
switch; 10-kc whistle filter; and 4-microvolt sensitivity. Separate, 
high-visibility cathode ray tuning indicators for pin-point FM and 
AM tuning; weighted, smooth-action flywheel tuning. Beautifully 
styled, the KN-125B comes with attractive beige metal case; panel is 
frosted gold and charcoal-beige anodized aluminum for enduring 
beauty. Size, 474x1534x1134” (plus 1” for loopstick). Made in U.S. 
For 110-120 v., 50-60 cycle AC. Wt., 21 Ibs. 
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SPECIFICATIONS 


FM Section: Tuned RF stage, two limit- 
ers, discriminator, automatic frequency 
control (AFC). 


Sensitivity: 2% uv for 20 db of quieting. 
Sensitivity at 50-ohm terminals is 1.2 pv 
for 20 db of quieting. 


Harmonic Distortion: Unmeasurable 
(below residual noise). 


IM Distortion: Less than 0.25% for signal 
inputs over 20 pv. 


AM Section: Tuned RF stage, 10-kc 
whistle filter. 


AM Sensitivity: 4 uv for 20 db signal-to- 
noise ratio. 


Controls: AM Tuning; FM Tuning; Selec- 
tor (FM, FM-AM Stereo, AM); AM Band- 
width Selector (Sharp, Medium, Broad); 
DSR; Multiplex Switch; AFC Off-On; 
DSR Off-On; and Off-On. 


Antenna Inputs: 300 and 50-ohm. 


Outputs: Four cathode-follower outputs 
—2 equipped with level controls. 


Other Features: Gear-driven tuning ca- 
pacitors; flywheel tuning; DSR indicator 
light. 


Tubes: 12, plus 2—6FG6/EM84 cathode- 
ray, bar-type tuning indicators; EZ80 
rectifier. 


' Guaranteed for One Full Year 
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KNIGHT-PIONEERED EXTRA-VALUE FEATURES 


DSR | Brings You Superior FM Reception 


THESE ACTUAL OSCILLOSCOPE PHOTOS PROVE IT 
Unretouched photos taken at +150 kc deviation—over-modu- 
lated to double the FCC maximum—and at a signal strength of 
only 18 microvolts. A 1000-cycle test tone was transmitted. 


High-quality FM tuner 
without DSR. Note the 
distorted peaks and 
valleys of the waveform 
shown on the oscillo- 
scope screen. 


The KN-125B under 
identical conditions, 
with DSR switched 
“off''. Distortion is still 
evident, though not 
quite as severe. 


KN-125B under same 
test, DSR‘‘on”. Scope 
shows a perfect pic- 
ture, free of distortion 
and identical to broad- 
cast signal. 


50-Ohm Input—Ideal for Noisy or Fringe- 
Area Use. In addition to the standard 300- 
ohm antenna input, the KN-125B features 
50-ohm antenna input. Permits use of shield- 
ed coaxial cable for maximum signal-to-noise 
ratio and noise-free reception. 


“‘Magic-Eye"' Tuning Indicators. Two 
6FG6/EM84 “tuning eye” cathode-ray tubes 
are used for precise FM and. AM tuning. A 
vivid beam of blue light opens in the center 
when you’re “‘off'’ station—closes to narrow 
width when you're ‘‘on” station. This highly 
effective visual tuning feature assures you of 
center-channel reception. 


Knight High-Fidelity Components Are Designed to Give You The Most for Your Money 2] 
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New Super-Sensitive FM Tuner—Monitor Quality! 


UNPARALLELED FM BROADCAST RECEPTION WITH HIGHEST FIDELITY 


ONLY 


$S down 


e Features Allied’s famed DSR correc- 
tive feedback circuit for FM reception 
that challenges the costliest receivers 
made. 


New, built-in power supply for multiplex 
adapter, plus space for including 
adapter on chassis. 


New, automatic visual indicator shows 
when stations are making a stereo 
multiplex broadcast. 


New automatic audio shutoff when sig- 
nal is absent, for noise-free tuning 
between stations. 


New cascode front end; usable sensi- 
tivity of 1 uv for 20 db of quieting. 


Automatic “lock-in” of stations with 
super-sensitive AFC action. 


e 


New discriminator coil design for low- 
est distortion; less than 0.25%. 


New front-panel level control for con- 
venience when tape recording; tuner 
may be fed directly into basic amplifier. 


Cathode follower output permits using 
output cable up to 100 ft. in length. 


e Easy tuning with EM8é4 indicator, plus 
flywheel weighted tuning knob. 


A dazzling new basic FM tuner with a touch of space-age electronics in 
its désign. The full 10-tube circuit of the KN-150 gives you the premium 
design of broadcast station monitor tuners—at an unusually low price. It 
costs you less now—and you'll appreciate its obsolescence-proof design 
later on! Among its future-challenging features is full provision for the 
addition of a multiplex adapter—spare room is provided on the chassis to 
accommodate the adapter, and a power supply for this adapter is already 
included! You’ll be money ahead with the KN-150 when a multiplex 
system is FCC-approved—and you'll benefit right now from its high-grade 
engineering, fine components and superior performance. 


In addition, this magnificent tuner—automatically shows you, by means 
of a panel light indicator, when an FM station is broadcasting a multiplex 
signal . . . automatically eliminates distortion caused by weak signals or 
over-modulation at the station, with its superb DSR circuitry 
automatically shuts off audio portion of the circuit, in the absence of a 
signal, to eliminate noise between stations when you’re tuning across the 
dial ... and automatically “locks on" the station of your choice with 
extra-sensitive AFC action for perfect tuning! 


The KN-150 displays remarkable ability in pulling in weak-signal FM 
stations. It features new, low-noise cascode front-end for optimum 
sensitivity—1.0 microvolt for 20 db of quieting, measured at 300-ohm 
terminals—a guaranteed specification. Improved discriminator coil design 
for lowest distortion and cleanest FM signal. 


Every KN-150 is individually sweep-aligned (RF, IF and discriminator), 
and precisely tested at the factory—positive assurance that each of these 
phenomenal tuners not only measures up to published performance speci- 
fications, but is the equal of the laboratory-engineered model. Attractively 
styled metal case with beige finish; front panel is solid aluminum, styled in 
gold and charcoal brown. Made in U. S. Size, 456x15%6x1184”. For 110- 
120 v., 50-60 cycle AC. Shpg. wt., 15 Ibs. 
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28 Depend on Knight for New Concepts and Notable Achievements in Hi-Fi Design 
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automatically 


... reduces modulation of 
FM carrier for optimum 
reception of any FM sta- 
tion, regardless of station 
transmitter settings. 
Knight-pioneered, Dy- 
namic Sideband Regula- 
tion, a major FM circuit 
advance is featured on 
deluxe tuners. 


automatically 


. eliminates annoying 
noise, hiss and roaring 
between stations when 
you are tuning across the 
dial, by shutting off the 
audio portion of the circuit 
in the absence of a signal. 
You get velvety silence 
until you're ‘on station!” 


automatically 


... turns on a front panel 
indicator light to show you 
when an FM broadcasting 
station is transmitting a 
multiplex signal—a_far- 
sighted convenience fea- 
ture you'll really appreci- 
ate when “multiplexing” 
arrives. 


automatically 


. . . locks on the station 
of your choice with ex- 
tremely sensitive, auto- 
matic frequency control 
action. An electronic 
“servant” that takes com- 
mand and instantly pro- 
vides drift-free, center-of- 
channel FM tuning. 


enjoy FM performance with all the advantages 
of space-age electronic developments 
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SPECIFICATIONS 


Circuit: Cascode RF tront end, dual limit- 
ers, dual IF amplifiers, automatic fre- 
quency control (AFC), cathode follower 
output. 


Typical Sensitivity (300-ohm terminals): 
1.0 microvolt for 20 db of quieting; 1.45 
uv for 30 db quieting; IHFM usable sen- 
sitivity, 1.5 wv with DSR, 2.2 »v without 
DSR. (50-ohm terminals): 0.43 yv for 20 
db S/N ratio @ 100% modulation; |HFM 
usable sensitivity, 1.25 pv. 

Image Rejection: 75 db. 


IF Bandwidth: 260 kc at —6 db; effective 
520 ke with DSR. 

Discriminator: effective 0.8 megacycle 
with DSR. 

Harmonic Distortion: Unmeasurable at 
normal modulation levels (below resid- 
ual noise). 

IM Distortion: Less than 0.25% for signal 
levels over 10 microvolts. 

Noise: —58 db for signals over 6 uv (see 
graph). 

Controls: Power Off-On; AFC Off-On; 
DSR Off-On; Program Selector (FM, 
Multiplex); Interstation Silencing; Vol- 
ume-Matrix: and Tuning. Indicator panel 
lights for DSR and MX (multiplex). 

3 Outputs: Controlled, Fixed, Multiplex. 

Other Features: Volume-Matrix control 
becomes a stereo ‘‘blend"’ control, for 
regulating stereo effect, during multi- 
plex transmission (when this mode 
of broadcasting is authorized). Gear- 
driven tuning capacitors; flywheel 
weighted tuning; cathode-ray, bar-type 
tuning indicator. 

Tubes: 10, plus EM84 tuning “eye” tube 
and EZ80 rectifier. 


PLUS SUPERB EXTRA-VALUE FEATURES 


fa) 


New low-noise 
Cascode Front End 
for high signal-to- 
noise ratio, top 


sensitivity. action. 


GUARANTEED 


The graph at right which rep- 
resents the sensitivity of the 
KN-150, vividly demonstrates 
the ability of this outstanding 
tuner in receiving weak sig- 
nals. Based on measurements 
taken at the 300-ohm termi- 
nals, the graph clearly indi- 
cates a sensitivity of 1.0 micro- 
volt for 20 db of qyieting—your 
assurance of unrivalled FM 
reception in any signal area. 


BUY ON THE EASIEST TERMS AVAILABLE 


Allied's Easy Pay Plan makes it possible for you to pur- 
chase any of these splendid Knight components with just — 
a small down payment. Start enjoying the best in hi-fi now, 
with only a smail cash outlay. —— 


New Discriminator 
Coil design for 
lowest distortion 
and superb quieting 


Individual Sweep 


Alignment by skilled 


craftsmen for 
performance equal 


to Master lab model. 
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Best Buy 40-Watt Stereo Amplifier 


Representing the highly advanced skills of Knight engineering, the KN-740B 
is a splendid example of functional design and extra value—it gives you 
more in amplifier features for less money, and unconditionally guaranteed 
performance. Has every necessary control for thorough enjoyment of both 
stereo and monophonic program material; delivers a full 40-watt output 
with exceptionally low distortion. And you get more in luxury styling too— 
the KN-740B now features a deluxe, solid aluminum panel, beautifully 
color-styled in gold and charcoal brown, with beige leather-tone case. 


A unique “‘stereo separation control” puts a continuously variable transition 
from stereo to monophonic reproduction at your command. You can ac- 
tually ‘‘range’’ from monophonic to panoramic stereo sound! Output 
stage of each stereo channel incorporates two 6L6GC high-power output 
tubes, plus a massive hi-fi output transformer. The smooth, wide-range 
frequency response remains uniform even at relatively high power levels. 


KN 


e Advanced-Type 6L6GC High-Power 
Output Tubes for Remarkably Low 
Distortion Even At Peak Power 


e Massive Output Transformers for Su- 
perb Bass Response and Low Distor- 
tion at All Levels 


«Complete Array of Controls Plus 
Unique Stereo Separation Control 


HAS EVERY BASIC CONTROL 


Master volume control adjusts listening level of both channels simultaneous- 
ly—converts to contour loudness control at flick of a switch. DC on preamp 
tube filaments for hum-free operation, plus many other notable features. 
Compare the overall quality of the KN-740B with similar units in this price 
range—you'll find out that it’s a first-rate value! U.L. Approved. Made in 
U.S. 414x1534x12". For 110-120 v., 50-60 cycle AC. Wt., 35 lbs. 
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Hum and Noise: 76 db below full 
rated output (Aux); —76 db 
(Tuner); —58 db (Phono); —50 
db (Tape). 

Sensitivity (at full rated output): 


SPECIFICATIONS 


Rated Power Output: 40 watts (20 
watts per channel). 


2. Selector switch for instant 
choice of program material. 


. Master bass control. 
. Single-knob balance control. 


3 
4 
5. Master treble control. 

6. Off-On/Master volume control. 
7. Unique stereo separation control, 
8. Stereo-Monophonic switch. 

9. Channel reverse switch. 

10. Rumble filter. 

11. Loudness-Contour Switch. 


30 See Listings of Music Systems Featuring Premium-Quolity Knight Comibcinianks: 
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Frequency Response: +1 db, 30 to 


: 20,000 cps at 20 watts. 


Harmonic Distortion: Less than 
0.9% at full rated output. 


IM Distortion: Less than 3% at full 
rated output. 


Aux, Ceramic Phono, and Tuner 
Inputs, 200 mv; Magnetic Phono, 
4.5 mv; NARTB Tape Head, 3.5 mv. 
Tube Complement: 5—12AX7/ 
ECC83; 4—6L6GC; 5AS4A rectifier. 
Output Impedances: 4, 8, and 16 
ohms each channel. 


GUARANTEED FOR ONE FULL YEAR 
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135B 


$5 DOWN 


° New, “Magic Eye” Bar-Type Tuning 
Indicator for Precise Visual Tuning— 
Switches Between FM and AM 


* New, Luxury-Styled Front Panel of %”- 
Thick, Solid Extruded Aluminum 

*50-Ohm Antenna Terminals Permit 
Using Shielded Coax Antenna Lead-in 
for Noisy or Fringe-Area Use 

* Separate, Flywheel-Weighted FM and 
AM Tuning Knobs; Five Easy-to-Use 
Front Panel Slide Switches for All 
Tuner Functions 


*includes Jack to Permit Use with FM 
Multiplex Adapter 


OUTSTANDING FEATURES 


New “Tuning Eye"’. A 
bar of blue light that 
closes to hairline width 
when you're “‘on''station. > 
Switches from FMto AM. 


High Sensitivity 
Excellent for use in met- 
ropolitan as wellas fringe 
areas—gives you superb 
reception anywhere. 


Ready for Multiplex. 
FM multiplex adapter | 
jack on rear panel, ready 
for accepting plug-in, | 
multiplex adapter unit. 


Value-Packed Stereo FM-AM Tuner 


WITH MORE IN FEATURES, NEW CUSTOM STYLING 


The KN-135B Stereo FM-AM Tuner gives you as much in performance, 
features and all-around quality, as it is possible to design into a unit sellin 
for this moderate price. It not only gives you excellent reception of F 
and AM broadcasts, separately or together, but it now includes a new, 
bar-type tuning “eye” indicator for center-of-channel tuning. You simply 
switch between FM and AM positions for best reception of either type of 
broadcast. Another new custom feature is the extruded aluminum panel, in 
charcoal brown and gold to match the beige leather-tone finish of the case. 


Highly efficient, limiter-and-discriminator FM circuitry offers good noise 
rejection and sensitivity for clear reception of weak or distant FM stations; 
AM circuitry is of comparable quality. Five easy-to-use switches on the 
front panel handle all tuner functions, including automatic frequency 
control (AFC), for “lock-in” tuning of FM stations. Dual high-impedance 
outputs permit stereo or monophonic tape recording of broadcast ma- 
terial directly from tuner. Low-noise, 50-ohm antenna terminals, in 
addition to regular 300-ohm antenna terminals, permit the use of shielded, 
coaxial antenna lead-in for noisy or fringe-area use. Includes two 36” 
audio cables, and built-in AM loopstick and FM folded-dipole antennas. 


U.L. Approved. Made in U.S. 334x1134x9". For operation from 110-120 v., 
50-60 cycle AC. Shpg. wt., 13 Ibs. 
S5:DU'778 Daly $5 “Doutt WEL, |. cde en nate ees Oe hee 84.50 


: SPECIFICATIONS 


es 


Five Front-Panel Switches: AM 
Off-Stereo-Mono; FM Off-Stereo- 
Mono; Tuning “Eye” FM or AM; 
Power Off-On; and AFC Off-On. Sep- 
arate knobs for FM Tuning and AM 
Tuning. 

Rear Panel: FM Multiplex Output 
Jack; 300-ohm Antenna Terminals; 
50-Ohm Antenna Terminals. 

Tubes: 2—i2AT7, 2—6CB6, 6AU6, 


6AL5, 6BE6, 6AS8, EM840 tuning 
“eye”; plus selenium rectifier. 


FM Sensitivity: 4 microvolts for 20 
20 db of quieting. 


AM Sensitivity: 10 microvolts for 
db signal-to-noise ratio. 


’ 
’ 
: 
: 
4 
‘ 
; FM Bandwidth: 180 kc. 
| 
| 
i 
4 
H 
‘ 
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FM Response: +0.5 db, from 20 to 
20,000 cps. 


High-impedance Outputs: two for 
FM; two for AM. 


GUARANTEED FOR ONE FULL YEAR 


Best-Buy Knight Hi-Fi Components Give You the Most for Your Money 3 
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Remarkable New Stereo FM-AM Tuner /Amplifier 


30-WATT IHFM RATING, NEW MODULAR FM SECTION, OTHER DELUXE FEATURES 


ONLY 


$5 down 


e New Bar-Type Tuning Indicator for 
Pin-Point FM and AM Station Tuning 


New FM Tuner Module for Better 
Sensitivity, Lower Distortion, Precise 
AFC Action. Completely Pre-Aligned 
and Pre-Tested 


e Full Array of Controls, Including Single- 
Knob Bass, Treble, Balance and 
Volume 


e Latest Silicon Diode Power Supply for 
Uniform Regulation—Replaces Recti- 
fier Tube, Eliminates Heat 


e DC-Heated Preamplifier Tube Fila- 
ments for Hum-Free Sound 


*® Brushed Steel Front Panel with Con- 
trols Arranged for Consummate Ease 
of Operation 


eMade in U.S.—Features Premium- 
Quality Parts and Workmanship, Plus 
Deluxe, Custom Styling 


® Unconditional, One-Year Guarantee on 
Parts, Labor and Performance 


32 


No other stereo tuner/amplifier in this price class gives you as much! 
On a single, expertly-engineered chassis, the new KN-300 provides—sepa- 
rate, highly sensitive FM and AM tuners (with tuning “eye’’); dual pre- 
amps with complete array of easy-to-use controls; plus a husky stereo ampli- 
fier that delivers a full 30 watts of stereo or monophonic sound. You 
need add only stereo speakers and record changer to have a music ensemble 
of truly excellent quality, and ‘‘all-in-one”’ versatility. 


Bar-type tuning eye indicator gives you “‘right-on’’ tuning of FM and AM 
stations. The unique FM section of the KN-300 features advanced modular 
construction. Since FM circuitry is extremely critical, this ‘‘module”’ is 
carefully pre-assembled, pre-aligned and thoroughly tested before it is 
incorporated into the chassis. You are assured of flawless FM reception 
and stable performance. Other first-rate features: single-knob bass, treble, 
volume and balance controls; DC on preamp filaments to insure freedom 
from hum; high-efficiency silicon-diode power supply for cool operation 
and long life; solid steel front panel; and many more. If you need depend- 
able performance, space-saving compactness, and easy-to-use controls— 
then the KN-300 is your logical choice. Size, 614x1513{6x1234”. 


Less case, below. U.L. Approved. Made in U.S. For 110-120 v., 50-60 cycle 
AC. Shpg. wt., 30 Ibs. 


D5 78. Only S50 CwWRO WET oo go oe 8 ak LES. ca hs een 169.50 
METAL CASE FOR ABOVE. Styled in matte charcoal gray. 3 lbs. 
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O EASY TO CUSTOM-INSTALL 


A model of compactness, the K N-300 
readily lends itself to quick and 
easy custom installation. A simple 
cutout is all you need in walls, ex- 
isting furniture, other types of 
“built-ins”. Includes mounting tem- 
plate, hardware, instructions. 
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new modular FM section 


TUNING INDICATOR for 
precise, visual FM tuning. 
A vivid bar of blue-green 
light closes to hairline width 
when you're “on” station— 
opens in center when you're 
“off"’ station. Newest cathode- 
ray, ‘magic eye"’ tube type. 


STEREO BALANCE CON- 
TROL. A "must" feature for 
balanced stereo sound. As- 
sures proper sound volume 
from each channel in your 
system, regardless of speakers 
being used, their placement, 
or room acoustics. 


The entire FM tuning section of the KN-300 is con- 
tained on this single ‘‘module’’. Before becoming an DC HEATING OF PREAMP TUBE FILA- 
integral part of the chassis, this unit is carefully MENTS. A feature usually found only in highest 


pre-assembled, pre-aligned and pre-tested—a new 


priced equipment. Eliminates any possibility of 
AC ripple noise. Assures you of extremely quiet, 


method of construction that results in more reliable huim-ftee opekation (70re bs below buatte): 


FM perfor: mance for you. Gives you more sensitivity, Amplifier section features four 7408/6V6GTA audio 
better automatic frequency control operation, and output tubes specifically designed for use in high- 


unusually stable signal reception. 


SPECIFICATIONS 


FM Section 
Circuit: Low-noise front end consisting 
of RF amplifier and diode mixer, wide- 
band IF stages and automatic frequency 
control. Sensitivity, 2% uv for 20 db of 
quieting. 


AM Section 
Circuit: Low-noise, high-gain pentagrid 
converter, wide-band IF stage, and 
automatic volume control. Built-in 
high-Q ferrite loopstick antenna. Sensi- 
tivity, 15 wv. 


Audio Section 
Circuit: Four 7408/6V6GTA audio output 
tubes in push-pull. 
Output: 30 watts IHFM. 
Response: + 0.5 db, 15-30,000 cps. 
Hum: 70 db below 15 watts. 


General 

Front Panel Controls: flywheel AM Tun- 
ing; flywheel FM Tuning; Tuner Selector 
(FM, FM-AFC, AM-FM, AM, Off); Func- 
tion Selector (Phono Hi/Lo, Tape Head, 
Aux, Multiplex, Tuner); Mode (Reverse, 
Stereo, Mono A+B, Right, Left); 
Loudness, Bass; Treble, and Balance 
controls. 


Other Features: Has two tape output 
jacks for stereo recording and multiplex 
output jack; ten inputs (5 pairs) for all 
current signal sources; two output tube 
balance controls (one for each channel); 
4, 8 and 16-ohm output impedances. 
Employs 21 tubes and diodes. 


Best-Buy Knight Hi-Fi Components Are Available Only from Allied Radio 


SS A 


fidelity circuits. 


COMPARE IT AGAINST SIMILAR UNITS 
. THEN CHECK ITS LOW PRICE! 


There are few desires in musical reproduction the KN-300 can- 
not satisfy—it tunes in FM and AM separately or together; it 
accepts record or tape playing mechanisms; it can be used for 
stereo or monophonic tape recording; its controls allow you 
to get the exact tonal shading you want; it can be custom-in- 
stalled, or displayed (with case), as your system ‘‘centerpiece’’! 


Sensitivity curve graphically illustrates its clean FM signal reception. 


a A MR ee ES ec 


° 
aha bob [he aaa 
a 75 
# ot | | [marr ever |_| | | 
aoe 


"2 RE oO ROR ag Sh ae as WS 


10 20 5O 100 200 500 IKC 2KC SKC IOKC 2OKC SOKC 100KC 
FREQUENCY IN CPS 


Note the remarkably flat frequency response curve (measured at 1 watt). 
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TAKE ADVANTAGE OF ALLIED'S EASIEST TERMS 


ONLY The new KN-300 Stereo Tuner-Amplifier, or 
sh any other Knight hi-fi component, is available 
on Allied’s Easy Pay Plan. Only a small down 

DOWN payment is required; regular or extended terms. 
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SELECTOR LOUDNESS BASS TREBLE 


gener Da a ee ee KX 
; (LO-FILTER HLFILTER PHONO STEREO CONTOUR [728 | 


EE Value-Plus 28-Watt Stereo Amplifi 


ONLY 


KN $ 95 NEW FEATURES FOR ADDED FIDELITY—SMART, NEW STYLIN 
wae No halfway measures here! The new KN-728B is an up-to-the-minu 
72 SB version of our popular KN-728 stereo amplifier. Not only do you get 

$5 down brand-new steel case with fresh color styling, re-designed front panel, an 


new control knobs . . . you also get such circuit improvements as wid 

frequency response and better-than-ever hum and noise specification 

e Latest Version of the KN-728 with Im- = And as an added-value feature, the price of this new, improved amplifier 
proved Hi-Fi Specs actually less than the previous model! 


" — oo a ass oe Gae: Complete control facilities of the dual preamp sections in the KN-728 
gs fs Sas ache ae enable you to regulate stereo or monophonic sound with remarkable ea 

¢ DC on Filaments of Preamp Tubes for and precision. Input paralleling switch gives you instant switching fro 
Hum-Free Operation stereo operation to 28-watt monophonic operation. Wide-range balan 
control provides thrilling stereo sound in any room, even where one of yot 

e Smart, New Styling of Case, Finish and speakers cannot be placed for optimum stereo effect. Loudness/contot 


Front Panel switch provides correct tonal balance even when listening at moderai 
and low volume levels. Two tape recorder outputs permit ‘‘off-the-ait 
SPECIFICATIONS stereo tape recordings, while tape head inputs permit you to play recorde 


stereo tapes directly from heads on a tape deck. Hum is reduced | 


Pe inaudible levels by DC operation of all preamp tube filaments. 
Output: Rated, 28 watts; minimum 


— eee Goststaay walLber The new case of this handsome amplifier has four plastic feet and features 
i enaet tan-wrinkle finish, with gold-mesh insert on top to allow free circulation’ 
Frequency Response: +1 db, air. Front panel is color-styled in gold, with clear lucite plastic knobs. Outp 
t 20 to 20,000 cps. Im ; are 4, 8 and 16 perch . gar st ve | 4—6V6GT, Oia: 
i se 12AU7; 81/6CA4 ifier. Size, 434x1334x914”. M i we 
i Hum & Noise: 80 db below full 110-120 v Crp irate ry Shpg ae Ay 34x914 ade in U.S. Fe 
j output on each channel. * % +s 
SSD 77 DS ONLY SHDOORSNEN 5. Satie ajscted Von NAS% wal epese re tm 79.9 
Distortion: harmonic, 1% at 1000 
cycles measured at 14-watt out- 
put; IM, 3% maximum. | = 
| 
: 1); NARTS / 
: Inputs (per coun: Prone, | KNIGHT GIVES “VALUE” A REAL MEANING | 
Ceramic (or Crystal) Phono, . ; } 
Tuner, and Auxiliary. These extraordinary audio components not only are lower in cost 


than comparable units of other makes, but they are also uncon- 
Controls: Selector (Aux, Tuner, ditionally guaranteed for one full year. Neither workmanship, | 

NARTB Tape, RIAA rey | quality of parts nor performance is sacrificed—our constant aim | 
iryetar Pheneyt oalancr, Goud: | is to bring you the best. The design of every Knight product is | 


F ; Off- ble, Stid * é 
a marge : * thes Fitter: based on the needs and preferences of music lovers, as determined 


Hi-Noise Filter; Phono; Stereo j by careful research—and every advancement in audio science is 
Normal and Reverse; Contour. | employed to achieve this end. You can buy no better! | 
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MAGNIFICENT BUY! PRECISION FM TUNER WITH TUNING EYE 


CAMERA-LIKE 
DESIGN 

So precisely de- 

signed, that it has 

the look and feel 

of a fine camera. 


Beautifully Styled, 


e New Tuning Indicator; Attractive 


ONLY New Decorator Styling 
S$ AG\95 — « Actual Size: 2%” High, 9%” Wide, 
me au ae 7%” Deep—Use It Anywhere 
vy e Clear, Sparkling FM Reception 
$2 down e Automatic Frequency Control 


“Locks In” Stations 


A convincing example of the old adage about “ 
things in small packages,” the new KN-141 Basic FM 
Tuner combines neat, functional design with outstand- 
ing performance. It provides excellent FM reception 
with its built-in line-cord antenna—and with a simple 
dipole antenna (or other external FM antenna), its per- 
formance surpasses larger, more expensive tuners. You 
can use it anywhere you would ordinarily place a book— 
on desk or table top, shelf, mantel, etc. 


TRUE HI-FI 
MONOPHONIC 
AMPLIFIER ... 
PROFESSIONAL 
SPECIFICATIONS 


SELECTOR 


ART 


TUNER 


. 
aun © 


© Beautifully Styled; Matches 
KN-141 Basic FM Tuner 

e True Hi-Fi Performance—Fiat 
Response, Low Distortion 

© No Finer Choice for Low-Cost 
Home Music Systems 


Thousands of earlier-model ‘‘Mini-Fi’s” are still in 
use throughout the country today. The KN-611, our 
newest version of this immensely popular 10-watt 
monophonic amplifier, gives you more of everything at 
lower cost. Fresh, new beige-and-gray color styling— 
new, space-saving case design—extremely neat layout of 
parts and wiring—and most important—improved pro- 
fessional high-fidelity specifications. It is a perfect choice 
for a low-cost, monophonic music system. 


$2 down 


Knight Hi-Fi Components Bring You Superior Performance at Low Cost 


CONTOUR 


KNIGHT 


Ultra-Compact—None Like It 


Plays through hi-fi systems, TV sets, tape recorders, 
and similar units having input jacks. Automatic fre- 
quency control (AFC) for effortless, pin-point tuning; 
FM stations “lock in” when their dial setting is ap- 
proached. A splendid new feature—bar-type 6F G6 tun- 
ing “eye” indicator—narrows to hairline width when 
you're ‘‘on’’ station. Flywheel weighted tuning knob. 
Metal case, beautifully styled in soft beige; Roman gray 
front panel. 


SPECIFICATIONS: Sensitivity: 4uv for 20 db of quieting. 
Audio Output: approximately 0.5 volt. Hum and Noise: 
—40 db. IF Bandwidth: 180 kc. Controls: Tuning; Off- 
On-AFC. 3 Outputs: Amplifier, Tape Recorder and 
Multiplex. Circuit features grounded-grid RF amplifier; 
ratio detector. Made in U.S. 254x934x754". For 110-120 
v., 50-60 cycle AC. Shpg. wt., 714 lbs. 

35 DX 780. Only $2 Down. NET................ 49.95 
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KNIGHT 


Superb-Value, 10-Watt Monophonic Amplifier 


Has inputs for NARTB-equalized tape head playback; 
FM or FM-AM radio tuner; magnetic, crystal or ceramic 
phono cartridge. Separate bass and treble controls allow 
you to vary music to suit listening tastes. 


SPECIFICATIONS: Rated Output: 10 watts; 20-watt peaks. 
Distortion (at rated output): harmonic, less than 2%; 
IM, less than 3%. Response: +1 db, 30 to 20,000 cps at 
rated output. Hum and Noise: —80 db. 5 Inputs: Tuner, 
Auxiliary, Magnetic Phono, Tape Head, Crystal Phono. 
Controls: Selector (Aux, Tuner, NARTB Tape, RIAA 
Phono, Crystal Phono); Volume; Bass; Treble. Output 
Imp.: 4, 8 and 16 ohms; high imp. for tape recorder. 
2—EL84/6BQS5 output tubes. Made in U.S. 4x9144x74”. 
For 110-120 v., 60 cycle AC. Shpg. wt., 10 Ibs. 
35 DX 776. Only $2 Down. NET...............- 39.95 
35 
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Two deluxe stereo components—a sensitive 
tuner with seporate, wide-band FM and 
wide-range AM sections; plus, stereo amplifier 
of unexcelled control flexibility. 


NEW MODEL 299-B 50-WATT STEREO AMPLIFIER 


LESS CASE A deluxe unit, designed to accommodate every 
existing signal source. Has center-channel 
output; separate bass and treble controls for 
each channel; master volume control with 
loudness-volume switch; phase reversal switch; 
and tape monitor provision. Also features: 
scratch and rumble filters; two low-level mag- 
netic inputs that allow you to connect a stereo tape deck to the 
299-B as well as stereo cartridges. Tape recorder facilities in- 
clude: recorder output: playback input (monitor provision) ; 
front panel tape monitor switch; NARTB-equalized tape head 
inputs. 

Controls: Selector (Balance A, Balance B, Stereo, Reverse 
Stereo, Monophonic Records, Channel A, Channel B); Bass 
and Treble for Channel A; Bass and Treble for Channel B; Bal- 
ance; Loudness; Tape Monitor switch; Rumble Filter; Loud- 
ness-Volume; Scratch Filter; Channel A and Channel B Mag- 
netic Inputs 1 and 2; Power Off-On; Phase Reverse; Input Se- 
lector (Eur 78, NARTB Tape, Ortho RIAA, Tuner, Extra). DC 
filament supply on preamp tubes for low hum. 

Response: flat from 20 to 30,000 cps. Output: 25 watts per chan- 
nel. Hum: —80 db. Distortion: harmonic, less than 0.8%; IM, 
less than 0.3%. Output Impedances: 4,8 and 16 ohms per channel 
center-channel output. Employs four 7189 audio output tubes; 
5U4GB rectifier. All aluminum chassis; oversize transformers. 
Size, 454x15%x12y”. Less case. below. For 105-125 v., 50-60 
cycle AC. Shpg. wt., 25 Ibs. 

89 SU 860. Only $10 Down. NET.. 209.95 


94 SX 577. Type C Metal Case. Leather finish.1 1% lbs. NET.12.95 


TYPE C WOOD CASE. In mahogany, limed oak or walnut. 5 ibs. 
85 SX 555C. Specify Finish. NET 19.95 
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Model 314 


Model 310-D 


H. H. Scott components have an outstanding 
record of engineering leadership and relia- 
bility. Offer uncompromising standards of 
performance. 


MODEL 330-D STEREO WIDEBAND FM-AM TUNER 


LESS CASE Superbly designed; offers a host of features. Has com 
plete, separate FM and AM sections for reception o 
NET stereo broadcasts, and provision for adding multiple: 


adapter. New stereo phase reverse circuitry for cor 

rection of improperly phased FM and AM broadcasts 

professional instrument tuning controls for verrie 

2 and fast tuning; illuminated tuning and signal strengt! 

meter for precision tuning of very weak stations; new, copper-clad alu 
minum chassis for highest sensitivity with maximum fidelity; new cast 
design for simplified, custom panel mounting. 
FM Section: Silver-plated front end to insure sensitivity of 2Y% yw 
(IHFM standard). and 1 pv for 20 db of quieting with 72-ohm antenna 
Wideband circuit for selective, no-drift performance—employs 150-k 
IF passband, 2-me detector bandwidth, 2 stages of full limiting. 80 d 
rejection of spurious response from cross-modulation by strong loca 
signals. Maximum audio output, 4 volts for 75 kc deviation. 
AM Section: 1 pv sensitivity for usable audio output; radical new detec 
tor design assures no detector distortion at highest modulation percent 
ages and at high frequencies; 3-pos. adjustable IF bandwidth; 10-k: 
whistle filter; 4-volt audio output for 100% modulation. 
Controls: FM Tuning; AM Tuning; Mode Selector (Off-On, Mono 
Stereo, Stereo Phase Reverse); Band Selector (FM, AM Wide, AM 
Normal, AM Distant); Meter (AM, FM). Separate FM and AM leve 
controls at rear of chassis, separate output jacks for stereo operation anc 
tape recording, and multiplex. 11 tubes; 2 diodes; 6X5 rectifier. 454: 
1514x1214". Less case, below. For 105-125 v.. 50-60 cycle AC. Shpg 


wt., 17 Ibs 
92 SU 897. Only $10 Down. NET 209.9% 


94 SX 577. Type C Metal Case. Leather finish. Wt., 1% Ibs, NET. . 12.9: 
TYPE C WOOD CASE. In mahogany, limed oak or oiled walnut. 5 lbs. 
85 SX 555C. Specify Finish. NET Aidan / ee 


NEW SCOTT WIDEBAND FM TUNERS 


MODEL 314. Moderately priced, wideband FM tuner for optimum FM 
reception. Wideband design makes possible drift-free tuning and noi 
free reception of even the weakest stations. Circuit features 150-k 
passband, 2-me detector bandwidth, and 2 stages of full limiting. 8 
db rejection of spurious response from cross-modulation by strong locé 
signals. Silver-plated RF section for sensitivity of 2Y% pv (IHF) 
standard); 1 uv for 20 db of quieting with matched, 72-ohm antenn: 
Illuminated tuning indicator, plus vernier and fast tuning. Max. audi 
output, 1.2 vy. for 75-ke deviation. Controls: Off-On, Level, Tuning. 
tubes: 2 diodes; 6FG6 tuning eye; 6X4 rectifier. Size, 454x15Y%x12% 
Less case, below. For 105-125 v., 50-60 cycle AC. Wt., 10 Ibs. 
89 SU 441. Only $5 Down. NET.......-..- t ik ke 
94 SX 577 Type C Metal Case. Leather finish. 114 Ibs. NET. .12.9 


TYPE C WOOD CASE. In mahogany, limed oak or oiled walnut. 5 lbs. 
85 SX 555C. Specify Finish. NET Be 7 ST 


NEW MODEL 310-D. Scott's finest FM tuner. Among its deluxe feature 
it lists: wideband design for weak-signal reception free of noise, dri 
and interference; silver-plating on all critical parts for maximum gai 
“dynaural” interstation noise suppressor; two feedback stages of I 
distortion audio amplification; low-impedance output to permit use 
long connecting cable. Sensitivity: 2 wv (IHFM standard); ¥%, of 
microvolt for 20 db of quieting with matched 72-ohm antenna. Ma: 
mum audio output, 4 volts for 75 kc deviation. 3 stages of full limitir 
Controls: Off-On; Level; Noise Suppressor; Local-Distant swite 
Tuning. IMuminating tuning meter, etc. Outputs: Channel A high a 
low (Tape); Channel B high and low (Tape); Multiplex. 454x115) 
1214”. Less case, below. For 105-125 v., 50-60 cycle AC. Shpg. wt., 


lbs. 
89 SU 865. Only $5 Down. NET...... ‘ 184.5 


94 SX 577. Type C Metal Case. Leather finish. 1% Ibs. NET... Iw 
TYPE C WOOD CASE. In mahogany, limed oak or oiled walnut. 5 Ibs. 
85 SX 555C. Specify Finish. NET.. PON rt eee 


36 Choose Your Own Music System Featuring Scott Components—Write for a Price Quotation 


f _ The ultimate in 
_ Scott amplifiers— 
_ contains facilities 
for any stereo or 
monophonic mode of 
operation 
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Full 88 watts of power 
» | with stereo preamplifier 


UNIQUE “EXTRA” FEATURES 


Pickup Switch. Allows se- 
lection between two mag- 
netic stereo cartridges, or 
between a stereo and mono- 
phonic cartridge. 


Center Channel Level 
Control. Located on the 
front panel for the opti- 
mum in convenience. 


Input Level Control for 
Phono. On Channel A and 
B—can be used to control 
a tape deck. 


DISTINGUISHING FEATURES 
OF SCOTT HIGH-FIDELITY 


Some of the characteristics that 
distinguish this fine line of hi-fi 
coniponents from the ordinary 
are listed below. 


TUNER FEATURES 


* Wideband FM Circuit Design 
* Silver-Plated Cascode RF 
Front End—Super-Effi- 


cient 


Planetary Tuning Mechanism, 


Illuminated Lucite Dial 


Tuning Indicator 

Tape Recorder Outputs 
Multiplex Output Jack 
Output Level Controls 


AMPLIFIER FEATURES 


Advanced Hi-Fi Engineering 
DC on Preamplifier Tubes 
Center-Channel Output 
Signal Lights to Indicate Mode 


of Operation 


eee 


Electronic Crossover Use 
Scratch, Rumble Filters 
Handsome, Custom Styling 


WE a 
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NEW MODEL 272 88-WATT STEREO AMPLIFIER 


LESS CASE 
NET * Superior Construction and Design—Every Desirable Control 


* Specially-Designed Output Stage and Oversize Transformers— 
Supplies Full 88 Watts of Power for Stereo/Monophonic Use 


An outstanding amplifier that includes every conceivable input and control facility, both 
stereo and monophonic, that is currently available. It has a host of features: center-channel 
output; separate tone controls for each channel; dual phono inputs; phase reverse; Scott's 
patented dynamic rumble suppression circuit; scratch filter; center-channel level control; 
tape monitor switch; separate level controls (allowing the 272 to be used with all types of 
speakers); input level control for phono; record and tape equalization; and many others. 


Stereo tape recorder facilities include: recorder output; playback input (monitor provision) , 
front-panel tape monitor switch; NAB tape playback compensation for direct connec- 
tion to tape recorder heads. The Master selector switch allows the 272 to be used for any 
of these modes of operation: stereo records (using low-level magnetic or high-level crystal 
stereo cartridges); stereo AM-FM broadcasts; using a stereo cartridge for monophonic 
records; playing a monophonic source through either or both amplifiers (channels); etc. 


Special circuit features: preamplifier tube heaters DC-operated to eliminate virtually all 
hum; self-balancing phase inverter to automatically compensate for variation in output 
tubes due to aging; DC bias and AC balance controls for laboratory adjustment of ampli- 
fier; all-aluminum chassis to minimize ground loop problems. Output: 36 watts per channel; 
44 watts per channel on music waveform. Hum & Noise: better than 80 db below full power 
output. Harmonic Distortion: 0.8% at full power output. Response: flat from 20 to 30,000 
cps. Output Impedances: 4, 8 and 16 ohms‘ each channel. Tubes: 6—12AX7, 6AU6, 2— 
6BL8, 4—6CA7/EL34; 2—5U4 rectifiers, Size, 634x1634x1334”. Less case, below. For 105- 
125 v., 50-60 cycle AC. Shpg. wt., 42 lbs. 

8F SU O61 Only'810 Dows: (NEL) 000 sd. oad 269.95 


TYPE FW WOOD CASE. in mahogany, limed oak or oiled walnut. Wt., 5 Ibs. 
85 SX 556C. Specify Finish. NET................0........ 


Has features 
rarely offered 

in amplifiers 
selling for 

less than $200.00 


Wen scorr 


LESS CASE 
NET 


An excellent value at this moderate price, the 222-B includes separate bass and treble con- 
trols for each channel, plus a unique balancing feature that lets you bring both channels 
into proper volume balance, quickly and easily; etc. Controls: Input Selector (Phono or 
Tape Head, Tuner, Extra); Function Selector (Balance Channel A, Balance Channel B, 
Monophonic Records, Stereo, Reverse Stereo, Channel A Monophonic, Channel B Mono- 
phonic); Bass Channel A; Treble Channel A; Bass Channel B; Treble Channel B; Stereo 
Balance; Loudness/Off-On; Volume-Loudness; Scratch; Equalization (RIAA or NAB 
Tape); and Tape Monitor. Output: 30 watts. Hum & Noise: — 80 db. Response: flat from 
20 to 30,000 cps. Distortion: harmonic, 0.8% at full power output; IM, 0.3%. Output Imp.: 
4, 8 and 16 ohms per channel. Four 6BQ5 output tubes. Size, 454x151%4x124%4”. Less case, 
below. For 105-125 v., 50-60 cycle AC. Shpg. wt., 21 Ibs. 


89'SUEB62! OnleisS Dowse NET cn to che ed pee ee 144.95 


94 SX 577. Type C Metal Case for Above. Leather finish. Wt., 1% Ibs. NET........ 12.95 
TYPE C WOOD CASE. In mahogany, limed oak or walnut. Wt., 5 Ibs. 
85'SX-S55C.. Specify Finish: NET 32: 20s. G8 Sy J wins dans Oe oe as ae 19.95 


Scott High-Fidelity Components Are Available On Allied’s Easy Payment Plan 37 


New stereo tuner/amplifier 

that combines Scott's 299 

stereo amplifier and 330-D 
stereo FM-AM tuner on a 

single, compact chassis 


FEATURES: 
* 40-Watt Stereo or Mono- 
phonic Output 
© Full Array of Controls 


NEW MODEL 399 STEREO FM-AM TUNER/40-WATT AMPLIFIER 


LESS CASE A masterpiece of high fidelity engineering, the new 399 includes many 
features that recommend it to the discerning audiophile: single chassis 

$ 95 design to permit easy custom installation; all controls centralized on the 
front panel for simplified system operation; and the combination. of two of 

Scott's most renowned components into a single instrument. Tuner Fea- 

$10 d tures: heavily silver-plated FM front end for maximum sensitivity and 
oar reliability; separate, sensitive AM front end; separate FM and AM pro- 
fessional tuning controls for precise station selection; wideband FM detector design for 
distortion-free reception of even the weakest signals; separate tuning eyes for FM and AM; 
switching provisions for FM multiplex stereo or FM-FM stereo; new wide-range AM 
detector design for hi-fi performance on AM stations; illuminated lucite tuning dials. 


Amplifier Features: provision for connecting stereo phono cartridge and stereo tape heads 
or two phono cartridges; 40-watt power stage—more than enough to drive today’s low- 
efficiency speaker systems; phase reverse switch to compensate for improperly phased tape 
recordings or speakers; third channel output; special switching to permit use of stereo 
pickup on monophonic records; special balancing circuit for quick and accurate balancing; 
complete switching facilities for tape recording and monitoring; separate record scratch and 
rumble filters; separate bass and treble controls on each channel; DC filament supply in 
dual preamp section to virtually eliminate hum; ten stereo inputs (5 pairs); indicator lights 
to quickly show mode of operation; and many more. You need add only stereo speakers and 
record changer (or turntable) to the 399 to have a stereo music system of unexcelled quality. 
63%4x16%4x133%4". Less case, below. For 105-125 v., 50-60 cycle AC. Wt., 40 Ibs. 


SIGE 354. Only, £10 Dow ME, ois «snares «2h As oen ce eey sie PBs + eee 389.95 
TYPE F WOOD CASE. In mahogany, oak or walnut. Shpg. wt., 3 Ibs. 
85 SX 556C. Specify Finish. NET......... 6.00 eee etree eet eter renee 29.95 


SPECIFICATIONS 


FM Sensitivity: 1 microvolt for 20 db 
of quieting at 72-ohm antenna 
terminals (I[HFM rating, 2.5 pv). 


FM Detector Bandwidth: 2 mc. 


Frequency Response: from 20 to 30,000 
cps with tone controls set flat. 


Harmonic Distortion: 0.8% at full pow- 
er output. 


Output impedances (each channel): 4, 
8 and 16 ohms. 


Noise & Hum: better than 80 db below 
full power output; noise equiv- 
alent to 10 microvolts on low- 
level input. 


IM Distortion: 0.3%. 


NEW MODEL 122 STEREO PREAMPLIFIER 


LESS CASE This deluxe stereo preamplifier offers a full array 

’ em of controls and inputs, and in addition includes 

§ \)\) Scott's patented Dynaural Noise Suppressors on 

= each channel to assure optimum enjoyment from 

stereo records where scratch and rumble may be 

$10 down factors. Unique “Dynicator’’ light indicators for 

instant visual indication of noise suppression op- 

eration. Other features: center channel output with front-panel 

level control; separate bass and treble controls for each channel; 

rapid balancing of stereo channels; equalization for microphone 

input; and tape monitor facility. Has four magnetic inputs (2 stereo 

pairs), for connecting both a stereo tape deck and stereo phono 
cartridge, and selecting between the two from the front panel. 


Stereo tape recorder facilities include: recorder output; NARTB 
tape playback compensation for direct connection to tape recorder 
heads; rear-panel level controls. Magnetic Input Sensitivity: 3 mv 


Model 122 ~ 2"% Pong, ma ears tae Py eaatier to rcs cps. Hum & 

oise: — . Tubes: 1 12. 7, 6; 2—6F tuning indi- 

Dynaural Stereo Preamplifier cator tubes; 6x4 rectifier. Size, 45x15%4x1214”. Less case, below. 
For 105-125 v., 50-60 cycle AC. Shpg. wt., 17 Ibs. 


89 SU 864. Only $10 Down. NET.............00- 20055 285.00 
94 SX 577. Type C Metal Case. Leather finish. 114 Ibs. NET. 12.95 


TYPE C WOOD CASE. In mahogany, limed oak or walnut. Wt., 5 Ibs. 
85 SX S555C. Specify Finish. NET........0.00. 00. e cece 19.95 


NEW MODEL 290 100-WATT STEREO BASIC AMPLIFIER 


NET Recommended for use with the Model 122 stereo 
< = preamp above, to form the “‘heart’’ of a stereo 
3 95 system with high power capability and unlimited 

control flexibility. The 290 features ‘‘power- 

balance" output circuitry for extremely low dis- 

$10 down tortion at all listening levels. Precision meter in- 
corporated into its construction, provides instant 

measurement of bias voltages—permits monitoring circuit operation 
at all times. Power Output: 50 watts each channel on music wave- 
form (short-time RMS); 40 watts continuous maximum output for 
laboratory applications on each channel. Response: flat from 20 to 
40,000 cps. Harmonic Distortion: less than 0.5% at full output. JM: 
Model 290 less than 0.1%. Hum & Noise: —85 db. Output Imp.: 4, 8 and 16 


-Watt Basic Stereo Amplifier ohms. Controls: 2—Input Level; 2—Hum Balance; 2—AC Balance; 
= ug 4—Bias Adjustment. Four 6CA7 output tubes. Size, 7%x15V%x 
11%”. For 105-125 v., 50-60 cycle AC. Shpg. wt., 48 Ibs. 

89 SU 863. Only $10 Down. NET...............------ 
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Two superb stereophonic instruments from one of the 
most famous names in High-Fidelity. Built to highest 
stondards, the 101-R Stereo Tuner and new X-202 Stereo 
Amplifier will provide years of outstanding performance. 


Model 101-R Stereo FM-AM Tuner 


NET A stereo FM-AM tuner of superior quality and 

e ARCH design. Has entirely independent FM and AM 
. 9 OU sections for stereo or monophonic use. FM Sec- 
4 ] athe tion: Sensitivity, 0.75 microvolts for 20 db of 
tee thea Yy! quieting. ‘‘Micro-Ray”’ tuning indicator; gear- 


driven flywheel tuning. Gold Cascode RF am- 

$ 10 down plifier stage, four IF stages for maximum gain 
and bandwidth with minimum distortion, and automatic inter- 
station noise suppression. Wideband ratio detector uses a pair of 
matched germanium diodes. AM Section: Sensitivity, 3% micro- 
volts for 0.5 volt output. Tuned RF stage for maximum signal-to- 
noise ratio, and IF rejection. 2 IF stages with 3 IF transformers for 
high gain. Two-position bandwidth selector; ‘‘Micro-Ray” tuning 
ndicator; 10-kc whistle filter. Controls: AM Tuning; AM Selector 
Power Off-On, AM Off, Broad, Sharp); FM Selector (FM Off, 
Tune, Listen); FM Tuning. FM output level adjustment; AM out- 
ut level adjustment. Outputs: FM Output, FM Recording, AM 

lutput, AM Recording, FM-AM Output. FM-AM Recording, FM 
Multiplex. 12 tubes; 2 diodes; 2 tuning indicators; EZ81/6CA4 
rectifier. Less cabinet (see next page). 41346x15%x13”. For 105-125 

50-60 cycle AC. Shpg. wt., 26 Ibs. 


Excellence in 
High-Fidelity 


New Model X-202 50-Wat? Stereo Amplifier 


NET Typical of the uncompromising quality of Fisher 
Pee components, the new X-202 offers a host of 
OWiik {} desirable features. In addition to a full array of 
+] Juve standard controls, it has a new ‘‘Stereo Dimen- 
of sion”’ control for blending the sound from either 


channel into the other—enables the listener to 
$10 down select any degree of separation required for 
optimum stereo effect under any room conditions. Also includes 
separate center channel output, with its own volume control and 
off-on switch, for use with a separate third channel amplifier and 
speaker. The X-202 employs a total of 21 controls and switches on 
front and rear panels, plus 6 adjustment controls atop the chassis. 
Includes Record-Monitor tape facilities. 


Output: 50 watts. Distortion: IM, 0.4%; harmonic, 0.8% at full 
rated out put. Response: + Y db, 20-20,000 cps. Hum & Noise: -90 db. 
Four 7189 output tubes; GZ34 rectifier. Five Channel Indicator 
lights for visual indication of mode of operation. 3 Outpuis: 2— 
recorder; 1 center channel. Outpul Imp.: 4, 8 and 16 ohms each 
channel. Size, 41% _x15%4x1214”. Less cabinet; see following page. 
For 105-120 v., 50-60 cycle AC. Shpg. wt., 36 Ibs. 


91 SU 683. Only $10 Down. NET. 


NEW MODEL 400-CX STEREO PREAMPLIFIER. 
Gives you a total of 27 controls and 18 in- 
vuts for incomparable control flexibility! 
Includes: ‘‘Sonic-Null" stereo balancing, 
‘Stereo Dimension” separation control, re- 
eord-monitor facilities, pushbutton selec- 
tors, indicator lights, phase-reverse, etc. Dis- 
wtion: less than 0.4%. Hum & Noise: —80 
ib. 10 tubes. Size, 413%4¢x15Y%x114”. Less 
cabinet; see next page. For 105-120 y., 50 
60 cycle AC. Shpg. wt., 20 Ibs. 
89 SU 850. $5 Down. NET......199.50 


MODEL 202-T STEREO FM-AM TUNER /PREAMP. 
Miering the ultimate in hi-fi performance, 
the 202-T combines a stereo FM-AM tuner 
and Master Control Stereo Preamp. FM 
Section: Sensitivity, effective limiting below 
lav. 4 IF stages, with extra-wideband pass, 
tuning indicator; etc. AM Section: Tuned 
RF stage, 5 pv sensitivity; 2 IF stages with 
$3 IF transformers; 10-kc whistle filter; 
tuning indicator. Master Audio Control: 18 
ront-panel controls: 4 outputs; 7 level-set 
ontrols. 20 tubes; 4 diodes. Less cabinet: 
see next page. 4134¢x17x1374”. For 105-125 
50-60 cycle AC. Wt., 25 Ibs. 
89 SU 314. $10 Down. NET....349.50 


MODEL 100-T STEREO FM-AM TUNER /PREAMP. 
Not illus. Has superb, independent FM and 
AM tuning sections; 14 controlsand switches 
nm front panel, 5 on rear panel; 7 inputs; 15 
tubes, 2 diodes and EZ80/6V4 rectifier. 
4° %4ex15Y%ex11'%6". Less cabinet; next page. 
For 105-125 v., 50-60 cycle AC. 20 Ibs. 


89 SU 315. $10 Down. NET....249.50 


MODEL SA-300 60-WATT STEREO BASIC AM- 
PUFIER. Not illus. Output: 60 watts; 140 
watts peak. Response: +% db, from 20 to 
20,000 cps. Hum: —100 db. Inputs: 2 each 
channel; one for flat response—one with 
controlled response. 4 EL34/6CA7 output 
tubes. With cover. 614x1654x7 1%”. For 105- 
125 v., 50-60 cycle AC. 36 Ibs. 

92 SU 847. $5 Down. NET... 179.50 


Express Shipment Recommended for High-Fidelity Components 


229.50 89 SU 399. Only $10 Down. NET., 


NEW MODEL FM-50 BASIC FM TUNER. Easily 
one of the finest tuners available. Despite its 
unusually moderate price, the FM-50 pro- 
vides a remarkable 1.3-microvolt sensitivity 
for 20 db of quieting. Its superb circuit fea- 
tures four IF stages for maximum fidelity 
and high gain. Dual-purpose ‘“‘Tuning Eye”’ 
assures pin-point tuning of stations and can 
also be used as an Audio Level Indicator 
with any tape recorder being used with the 
FM-50 for “off-the-air’ recordings. 


Also features: FM interstation noise sup- 
pression; low-impedance output stage to 
allow the use of connecting cables up to 50 
feet long; four output jacks for connecting 
to high or low-level inputs of amplifier or 
tape recorder; multiplex adapter jack; etc. 
Harmonic Distortion: less than 1% at 100% 
modulation. 7 tubes; 2 diodes; selenium 
bridge rectifier. 41345x1514x8%”. Less cab- 
inet; see next page. For 105-125 v., 50-60 
cycle AC. Shpg. wt., 14 Ibs. 

89 SU 851. $5 Down. neT......129.50 


MODEL FM-100 BASIC FM TUNER. An incred- 
ibly sensitive basic FM tuner, the FM-100 
features “‘Micro-Gap” cascode RF stage, 
dual-triode mixer-oscillator, four wide-band 
IF stages and a wide-band ratio detector. 
Front panel muting control eliminates side- 
band response, interstation noise, and un- 
wanted, weak or noisy signals. Sensitivity: 
Only 0.8 microvolts for 20 db of quieting. 
Signal-to-Noise Ratio: 60 db for 100 pv in- 
put. IF Bandwidth: 6 db down at 220 kc. 


Controls: Selector (Off-On, FM, Multiplex 
Stereo, Main Channel, Multiplex Channel); 
Muting; Multiplex Separation; and FM 
tuning. ‘‘Micro-Ray” indicator for pin- 
point station tuning. 8 tubes plus 4 ger- 
manium diodes; EM84 tuning indicator; 
EZ80 rectifier. Size, 41346x15%x13”. Less 
cabinet; see following page. For 105-125 v., 
50-60 cycle AC. Shpg. wt., 18 Ibs. 

89 SU 320. $5 Down. NeT...... 169.50 


229.50 


Two splendid stereo FM-AM Tuner/Amplifiers . . . 
you need add only stereo record player and stereo 
speakers to either of these two components, to have 
an exceptional stereophonic music ensemble. 


Model 600 Stereo FM-AM Tuner/Amplifier 


NET A magnificent instrument, the ‘‘600" is designed 
> Sara for the discerning audio enthusiast. Gives you 
4 @ Hh i} on one chassis—a stereo FM-AM tuner, 40-watt 
v ws stereo amplifier, and Master Audio Control. 

& Add only stereo speaker systems and record 

$10 down changer, to have a complete stereo music en- 

semble, capable of handling any existing stereo 

or monophonic signal source. Features a total of 15 inputs and out- 
puts, plus FM multiplex, tape input and output jacks. 


FM Section: Cascode RF stage for high sensitivity and maximum 
signal-to-noise ratio—only 1 wv provides ample limiting. Low-noise 
triode mixer for minimum drift; 3 high-gain IF stages. Wide-band 
ratio detector and separate limiter for minimum distortion and best 
noise suppression. ‘‘Micro-Ray"™ bar-type tuning indicator for precise 
tuning. AM Section: High-gain RF stage, pentagrid mixer and 
oscillator, and IF stage. Rotatable, effective ferrite antenna. Two 
bandwidth (10 ke and 4 kc) positions selected by front-panel switch. 
10-ke whistle filter. Separate ‘‘Micro-Ray"' bar-type tuning indicator. 


Audio Section: Two 20-watt audio channels for 40 watts of stereo 
power output; 70-watt peaks. Response: +1 db, 25-20,000 cps. Hum 
level adjustments. Less cabinet, see below. 413%.6x17x1414”. For 
& Notse: —90 db. Output Imp.: 4, 8 and 16 ohms per channel. 5 input 
105-125 v., 50-66 cycle AC. Shpg. wt., 40 Ibs 

92 SU 863. Only $10 Down. NET........... .. 369.50 
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METAL AND WOOD CABINETS FOR FISHER COMPONENTS 


Beautifully styled in the classic tradition, these cabinets are Stock ‘Model Cabi- 


the product of the same skilled workmanship that goes into No. 
the excellent music reproducing instruments that carry this = 


New Model 800 Stereo FM-AM Tuner /Amplif 


NET Fisher's best! A notable achievement in hi-fi 
sign, the ‘‘800"' gives you—on a single, struc 
ally perfect chassis—incomparably sens 
} stereo FM and AM tuners; 60-watt sterec 
W de: & plifier; and Master Audio Control. FM ti 
$10 down employs Golden-Cascode RF amplifier, 
same ‘front end” used in broadcast-qué 
Fisher tuners. FM sensitivity is 1 wv for 20 db of quieting! . 
tuner delivers a signal of FM quality, for hi-fi reception of FM- 
stereo. AM sensitivity is 10 wv for 1 watt output. Other tuner 
tures include: separate ‘‘Micro-Ray” tuning “‘eye’’ indicators; / 
FM level control for matching AM signal to FM signal level, 
perfect stereo balance; etc. 
Circuit employs four 7591 high-efficiency audio output tubes. | 
put: 60 watts. Response: flat from 19 to 32,000 cps. Hum, Not: 
Distortion: completely inaudible. Output Impedances: 4, 8 anc 
ohms. Input & Output Connections: total of 15, for every stereo 
monophonic program source, including center channel, tape m 
toring and multiplex stereo operation. Five level sets control 
amount of input signal from program sources; 24 controls for 
limited flexibility. Employs 20 tubes, plus 2 diodes in power su] 
and bridge rectifier for filaments. 413%46x17x1374”. Less cabi 
below. For 105-120 v., 50-60 cycle AC. Shpg. wt., 40 Ibs. 
89 SZ 401. Only $10 Down. NET............ £429; 


New Model XP-1 3-Way Speaker System 


NET Handsome and compact, 3-way speaker sys 

a ae that offers unexcelled bass, mid-range and tr 
4 fi bf reproduction. Inner components of the new 

4 A 1 include: 12” woofer with bellows-type, { 

bin & piston suspension; 5” mid-range cone, seale 


prevent standing waves; 3” cone-type twe 
$5 down employs Golden-Cascode RF amplifier, 

magnet, fully encapsulated within a steel bi 
and 2” voice coil. Walnut finished enclosure of %4” hardwood is 
metically sealed and completely filled with ‘“‘AcoustiGlas’’ sot 
deadening material. The unique magnet assembly of the XP- 
said to be 92% more efficient than conventional ring magnets. Cr 
over points of built-in networks: 1800 and 5000 cps. Includes 
cessed Presence/Brilliance control at rear of enclosure. Overall 
sponse: 30 to 18,000 cps. Size, 13Y%x24x113%4”. Impedance, 8 of 
Requires 10 clean watts of audio power. Shpg. wt., 40 Ibs. 
70 DU 611. Only $5 Down. NET........... 129. 


MODEL RK-1 STEREO REMOTE CONTROL 


For use with 400-CX. X-202 and 202-T stereo units. Permits ren 
control of channel balance and volume. 2 control dials, one for « 
channel. With 30-ft. cable. 4” long. 14% Ibs. 

PPO MB VET Soe et aan on a 17. 


MODEL PR-6 PREAMPLIFIER 


RIAA-equalized for phono; NARTB-equalized for tape head f 
back. For low-level magnetic cartridge, tape deck or mike. < 
334x354”. For 105-125 v., 50-60 cycle AC. Wt., 14 Ibs. 

PGS SIRSMEL So TAL in cea e a cio see aty saan 12. 


Hosp wet Fits | hos ‘Lbs. E 


renowned name. Cabinets are styled to complement the dis- 92 § X838C 10-U Wood 400-CX, 101-R, X-202, X-100, 


tinctive, brushed brass panels of Fisher hi-fi components. 


GxlShexl2%” | 8 


89 SX 316 ; 
aot sexeqeitn have Prana pati leather aie the ane except 101-R 6A6xl5'Acxl2%” | 5 | 
10-U hand-rubbed hardwood cabinet is available in two fin- 92 SX 964 Ta, x as IPs 7 EH 
ishes to harmonize with most traditional or modern decors— 89 SX 402 klip ee 202-1 ee taiie | : 


mahogany and walnut. Be sure to specify choice when ordering. 
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HIGH-FIDELITY EXCELLENCE 


Every Fisher high-fidelity music component 


is warranted to equal or exceed the technical 


perfection of the Master Standard Sample 
Unit kept in the Fisher engineering labora- 


tories. The achievements of this organization 


in the field of music reproducing com- 
ponents, have long been recognized by 
leading audio authorities everywhere. 


SPECIFICATIONS 


Output: 36 watts. 

Frequency Response:+1 db, 
20,000 cps. 

Hum & Noise: completely inaudible—more 
than 90 db below full rated output. 

Channel Separation: better than 50 db. 

Harmonic Distortion: 0.5% at 16 watts; 0.8% 
at 18 watts. 

Low-Level Sensitivity: at rated output, Low 
level Magnetic Phono, 3 mv; high 
level Magnetic Phono, 10 mv; Ceramic 
Phono, 150 my; Tape, 1.8 mv. 

High-Level Sensitivity: at rated output, Tuner, 
0.18 volt; Aux 1, 0.18 volt; Aux 2, 
0.18 volt. Monitor, 0.5 volt. 

Tubes: 4—EL84/6BQ5 output tubes; 4— 
ECC83/7025 /12AX7; 2—7247; GZ34/ 
5AR4 rectifier 


from 20 to 


FISHER 


THE 


New! Model X-100 36-Watt Stereo Amplifier 


A splendid example of precise design and far-sighted engineering. the 
X-100 stereo amplifier contains all the controls and facilities that you 
need for complete enjoyment of any stereo or monophonic program 
source, Gives you 36 watts of flawless sound, totally free of audible 
hum, noise and distortion; preamplifier sections feature 14 input jacks 
$5 down (7 pairs) to accommodate every known signal source. Seventeen front 

panel controls and switches permit adjusting volume, balance and 
tonal characteristics through every delicate shading of the entire audio range. 


NET 


Include: record-monitor switch for hearing the sound being recorded on tape; center channel 
output, controlled by separate off-on switch, which provides a composite stereo signal for 
driving a third amplifier and speaker system; Master volume control; loudness switch; 
NARTB and RIAA equalization; independent, concentric bass controls—-one for each 
channel; independent, concentric treble controls—one for each channel; wide-range balance 
control; scratch and rumble filters; phono level controls; etc. Includes top-of-chassis bias 
control for adjusting bias voltages of Channel A and B power amplifiers, as well as com 
pensating for aging of power tubes. Output Impedances: 4, 8 and 16 ohms for each channel. 
Size, 41%§x1514x117%”. Less cabinet; see preceding page. For operation from 105-120 v.. 
50-60 cycle AC. Shpg. wt., 25 Ibs 

89 SU 435. Only $5 Down. NET 159.50 


Fitesem World-Famous, Top-Rated High-Fidelity Components 


MODEL C20 STEREO PREAMPLIFIER 


Highly advanced in control flexibility, 


recording or broadcast installations. Response: 
than 0.2%. Hum and Noise: —85 db. 
Right, etc.); Balance; Phase Reverse 
Volume/Off-On; Input Selector (Aux, 
phonic; 
back-Record Switch; Tape Compare Switch. 
operation from 110-120 v., 50-60 cycle AC. 
92 SU 836. Only $10 Down. NET 


91 SX 695C. Wood Cabinet for C20. Specify mahog. or walnut. 5 Ibs. NET 


MODEL MR-55A BASIC FM-AM TUNER 


AM Section. Sensitivity: 
100% modulation. 3 positions of AM sensitivity; 


For the audio connoisseur. 


FM Section. Sensitivity : 
and distortion. 4 IF amplifiers. 
limiter and detector bandwidth. 
quency control with separate detector; 


120 v., 50-60 cycle AC. Shpg. wt 
89 SU 301. Only $10 Down. NET 


27% lbs 


91 SX 695C. Wood Cabinet for MR-55A. Specify mahog. or walnut. 5 Ibs. NET.. 


MONOPHONIC BASIC AMPLIFIERS 
Both models offer: black and chrome styling; 
less than 0.3% 
16 and 600 ohms, 


tortion (at rated outputs): harmonic, 
noise —90 db; output impedances, 4, 8, 
from 110-120 v., 50-60 cycle AC. 


MODEL MC-30 30-WATT BASIC AMPLIFIER. 


93 SU 895. Only $5 Down. NET 


MODEL MC-60 60-WATT BASIC AMPLIFIER. Exceptional reserve power capacity. 
Raied Oul put: 60 watts. Two 6550 output tubes. se a Spat: wt., 


93 SU 899. Only $10 Down. NET 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


the C20 stereo preamp-compensator is master- 
fully designed to provide complete command over stereo or monophonic music repro 
duction. 15 pairs of stereo inputs make this exceptional unit compatible with professional 


Controls: 
HF Cut off (Flat, 9 kc, 5 kc); Aural Compensator; 
Tape. Tuner 1 or 2, Phono 1 or 2 Stereo or Mono 
Tape Head 1 or 2; Record Compensators; 
434x1434x12". 
Shpg wt.. 


3uv at 100% modulation for a total of less than 3% total noise 
IF bandwidth; 200 kc; flat on top. 
Ultra-sonic muting. Distortion-free automatic fre- 
completely variable. Controls: 
AM Sensitivity; Off-On/Volume; FM Listen-Tune; AM Broad-Medium-Sharp; Phono. 
Outputs: Main, Multiplex. 434x1434x12 2”. Less cabinet, below. For operation from 110- 


Flawless monophonic reproduction—ideal 
for use in pairs with C20 preamp above. Rated Ouipui: 30 watts. Employs two 1614 out- 
put tubes in push-pull output. 8x1314x8”. Shpg. wt., 


+¥Y db, 20-20,000 cps. Distortion: Less 
Mode Selector (Reverse, Stereo, Left, 


Bass; Treble; Rumble Filter; Play- 
Less cabinet, below. For 


.234.00 
..25.00 


17 Ibs. 


1% pv. Distortion: less than 1% at 
3 positions of bandwidth; whistle filter. 
2 limiters; 2-mc 


Off/FM_ AFC; 


276.00 
.25.00 


MR-55A Basic 
FM-AM Tuner 


response of 0.1 db, 20-30,000 cps; dis- 
; IM, less than 0.5%; hum and 
plus 70.7 v. For operation 


36 Ibs. 


153.00 


44 PS-5 


219.00 


Al 


Featuring color-coded “Tunetab” cueing indicators 
that “spot” your favorite stations on the dial 


Model TP40 AM-FM Stereo Tuner 


NET 
89 AVC on AM Reduces Blasting, Fading 


Less Case Built-in Antennas For AM and FM 


This highly sensitive, beautifully performing unit offers thrilling 
FM-AM stereo and monophonic reproduction. Embodying ad- 
vanced yet thoroughly proved circuitry throughout, it provides 
highly reliable reception even under difficult operating conditions. 
Separate, sensitive electronic tuning indicators allow precise tuning; 
variable automatic frequency control on FM assures utmost ease in 
tuning both strong and weak stations. AGC on FM and AVC on 
AM prevent blasting and fading. For added convenience, the tuner 
is equipped with “‘Tunetab” cueing indicators that allow you to 
spot your favorite stations on the dial. Exceptionally well-regulated 
power supply insures retention of tuning calibration despite line 
voltage variations. Highly efficient AM and FM antennas installed 
in the unit provide excellent reception. Also has built-in provision 
for adding FM multiplex adapter for future reception of FM stereo 
broadcasts. 


Separate AM and FM Sections 
Tuning Indicators For Both FM and AM 
AFC on FM For Drift-Free Tuning 


Sensitivity: FM, 0.9 microvolt for 20 db quieting; AM, 1.2 microvolts 
for 0.5 volt output. Controls: AM Tuning; FM Tuning; Selector; 
AFC; and Power On/Off. Cathode Follower Outputs: AM; FM. 
Frequency Response: FM, Fiat to 75,000 cps. Has 13 tubes and 3 
germanium rectifiers. 


Attractive gold panel fits in with any decorating scheme. Includes 
line cord antenna for FM; loopstick antenna for AM. Size: 6” high, 
16” wide and 9” deep. Supplied less case; see metal and wood cases 
listed below. For operation from 110-120 volts, 50-60 cycle AC. 
Shpg. wt., 20 Ibs. 


89 SU B74. Only $5 Down, NET.......0-220 0022 r eee 189.50 
EN-5 METAL CASE FOR TP40. Shpg. wt., 5 Ibs. 

BPSK B76. NET 000. = 2. wens te ne see eaten ce tben sees 8.50 
WE-5 WOOD CASE FOR TP40. Walnut veneer. 81% Ibs. 

O9 SX B77. NET... ee teen eee ree e en etees 23.50 


© Powerful 35-Watt Output—Adequate 
Reserve Power ’ 
© Harmonic Distortion Limited to 0.3% 


® Accommodates All Signal Sources — 
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Complete Stereo Control Center 
Including 40-Watt Amplifier 


Model AP40 Stereo Amplifier 


NET 

Less Case 
Deluxe 40-watt stereo amplifier for control of every conceivable 
audic signal source. Delivers powerful 20-watt per channel output 
for stereo music systems—easily sets up as a 40-watt monophonic 
amplifier. Two program selector controls replace conventional func- 
tion and mode controls. Illuminated panel indicators allow you to 
visually keep track when different program sources are in use simul- 
taneously. A continuously variable blend control allows for exactly 
the stereo separation required, regardless of speaker placement. In 
addition, a third channel output may be used for a three speaker 
arrangement, or to feed a remote monophonic extension speaker. 
New. “Soundspan” feature allows playing one program source 
through your main speakers while playing another source through 
your extension speaker. 


® Iiluminated Panel Indicators Show 
Program Source 

* Delivers 20 Watts Per Channel 

® Blend Control Provides Exact 
Degree of Separation Desired 


Each unique “Program Selector” controls output to one channel or 
to both simultaneously (for monophonic use). Speaker selector 
switches located on the front panel, operate with a double set of 
speaker output terminals, so that monophonic or stereo programs 
may be directed to local or remote loudspeakers. Independent 
clutch-locked bass and treble controls are provided for each channel. 
Separate controls allow adjusting volume of each channel separately. 
Other refinements include cathode follower recorder outputs, high 
sensitivity and DC preamp filaments for hum-free performance. 


Frequency Response: +1 db, 18-30,000 cps. Distortion: 0.8%. Hum: 
—80 db. Inputs: FM, AM, Multiplex, Phono (Magnetic), Phono 
(Crystal or Ceramic), Tape Heads, TV, Auxiliary. Controls: Program 
Selectors; 2-Bass (clutch-locked) ; 2-Treble (clutch-locked) ; 2-Volume 
(clutch-locked); Speaker Selector switches; Monophonic switch; 
Blend; Loudness Contour. Output Impedances: 4, 8 and 16 ohms. 
Employs four 7355 output tubes. 


Distinctively styled with striking gold panel. 6” high, 16” wide and 
134” deep. Less case; fits metal and wood cases listed below RP-40, 
next page. For 110-120 v., 50-60 cycle AC. 34 Ibs. 

89 SU 873. Only $5 Down. NET........2---2 00200005 199.50 


Model DB130-A Amplifier 


NET 
Less Case 
Output: 35 watts with 1.5% IM distortion. Harmonic Distortion: 
0.3%. Response: +0.5 db, 15-30,000 cps. Hum (below rated output): 
Magnetic Inputs, —60 db; other inputs, —80 db. Output Imped- 
ance: 4, 8 and 16 ohms. Inputs: High-level Magnetic Phono; Low- 
level Magnetic Phono; Tuner, Tape; Tape Monitor; Auxiliary 
Crystal Phono. Controls: On-Off; Loudness-Contour; Bass; Treble; 


Selector (Phono, Radio, Tape, Aux.); 7-pos. Equalizer; 3-pos. Low 
Filter; 3-pos. High Filter Gain; 3-position Speaker Selector. 


Size, 434x15x12%4”. Employs 2—6AV5GA/GT tubes in output. 
Panel has highly attractive gold finish. Less case, below. For 110-120 
v., 60 cycle AC. Shpg. wt., 24 Ibs. 

89 SU 872. $5 Down. NET......... 2000-200 e veers 129.50 


BEG METAL CASE FOR ABOVE. Shpg. wt., 2 Ibs. 
91 SX 617. NET... cece eee e terre g tenes 


This powerful 35-watt monophonic amplifier offers 
exceptional versatility plus full-toned, perfectly- 
balanced reproduction in home music systems. 
Long a popular choice among high fidelity en- 
thusiasts, it features ample inputs to accommodate 
any monophonic audio source. Its excellent specs 
and full array of controls assure top performance. 


Write for Allied’s Money-Saving System Plan Price on Components of Your Choice 


 ~ibe, " EEE ——Eee 


or 


Show 


nel 
] 
sired 


conceivable 
nnel output 
nonophonic 
tional func- 
llow you to 
n use simul- 
for exactly 
cement. In 
ree speaker 
on speaker. 
‘am source 
rce through 


channel or 
er selector 
uble set of 
O programs 
ndependent 
ch channel. 
separately. 
tputs, high 
*rformance. 


.8%. Hum: 
tic), Phono 
ls: Program 
); 2-Volume 
nic switch; 
d 16 ohms, 


” wide and 
low RP-40, 


..199.50 


plifier offers 
, perfectly- 
ic systems. 
fidelity en- 
rommodate 
pllent specs 
formance. 


Distortion: 
led output): 
put Imped- 
10n0; Low- 
| Auxiliary 
ss; Treble; 
3-pos.: Low 
ctor. 


in output. 
ror 110-120 


129.50 


Beauty, Performance and Versatility G,) Bogen 


* Stereo Amplifier and Stereo Tuner on 
One Compact Chassis 


* Plenty of Power For Low Efficiency 
Speakers 


Engineered to satisfy the most demanding 
requirements, the RP40 Stereo Receiver 
represents the culmination of a brilliant 
tradition of high fidelity design. Truly a 
remarkable hi-fi instrument. 


Model RP40 Complete Stereophonic Home Music Center 


NET 
$ 50 Presenting a complete stereo control center for the 
home—powerful AP-40 40-watt stereo amplifier 
plus TP-40 FM-AM tuner—on a single, brilliantly 
engineered, compact chassis. Merely connect to 
Less Case two speakers and enjoy stereo FM and AM simul- 

casting. Also accommodates stereo records and 
stereo tapes; virtually every conceivable stereo or monophonic 
source. In addition, amplifier contains third channel output for con- 
necting to three-speaker stereo systems, or to feed programming 
monophonically to a remote speaker placed elsewhere in the home. 


Two multi-contact rotary switches marked ‘Program Selectors”’ re- 
place the conventional function and mode controls. An illuminated 
visual indicator panel operates with the program selector controls 
to instantly identify the program sources and respective channels in 
use. Also featured is a continuously variable “Blend” control that 
provides optimum stereo separation regardless of speaker placement. 
Amplifier may also be easily hooked up for operation as a 40-watt 
monophonic amplifier. 


Tuners employ advanced circuit techniques to provided full-range 
reception even under difficult operating conditions. FM section 
achieves sensitivity of 1 microvolt. Highly efficient antennas are 
built in for both AM and FM. 


in a (sevens 
ee et 


Model $1442 FM-AM Stereo Tuner 


NET 
Sensitivity: 1.5 microvolts for 30 db of quieting at 


Less Case 

: 75-ohm input; 3.0 microvolts for 30 db of quieting 
at 300-ohm input. Tubes: 6AB4, 12AT7, 2—6AU6, 2—6BA6, 6BE6, 
12AU7, 2—matched 1N542 crystal diodes; 1N541 crystal diode; 
EZ80 rectifier. Frequency Range: FM, 88 to 108 mc; AM, 520 to 
1640 ke. Frequency Response: FM, +0.5 db, 20 to 18,000 cps; AM, 
=14% db, 26 to 4500 cps. Outputs: AM, FM, Multiplex. Antennas: 
FM, built-in line antenna; AM, built-in ferrite loopstick; provision 
for addition of external antennas. 


Top performing tuner that features a tuning meter 
for precise tuning of both AM and FM; AFC that 
“‘locks-in'’’ FM stations; built-in AM and FM an- 
tennas for strong reception; AVC on both chan- 
nels; cathode follower outputs; plus provision for 
future installation of a multiplex adapter. FM 


Smartly styled front panel is finished in gold; handsome gold and 
white knobs. Size (HWD): 434x15x1214”. Less case; takes model 
BEG or WE-2 listed below. For operation from 110-120 volts, 
50-60 cycle AC. Shpg. wt., 17 Ibs. 


89 SU 871. Only $5 Down. NET.............0000000 00 149.50 


MODEL BEG METAL CASE FOR ST442 AND DB212. Shpg. wt., 2 Ibs. 
MBN ON SD MER 8 925 ioe cts ee bees 


MODEL WE-2 WOOD CASE FOR ST442 AND DB212. Shpg. wt., 6 Ibs. 
ie OE a Bear Seine eo eas, dere es area ie 23.50 


Top Value Stereo Twins 


COMBINATION STEREO FM-AM TUNER/40-WATT STEREO AMPLIFIER 


FM tuner features a tuned RF stage; three wide-band tuned IF 
circuits with two stages of amplification; and dual-limiting action 
with a ratio detector, arranged to provide a predetermined level of 
automatic interstation hush, AFC provides positive “lock-in” tuning 
for drift-free performance. AVC on AM gives freedom from distor- 
tion and volume level change when listening to extremely strong or 
very weak stations. Tuner also is equipped with color-coded cueing 
indicators that allow you to spct your favorite stations on the dial. 
New “Soundspan”’ feature allows listening to one program source 
on main speakers and another on extension speaker. Provisions 
have been made for the addition of a multiplex adapter at a later 
date. Has 23 tubes plus 6 silicon and 3 germanium rectifiers. 
Specifications identical to those shown for Bogen AP-40 and TP-40 
unsts listed on facing page. Size, 6” high, 16” wide and 1314" deep. 
Less case, listed below. For operation from 110-120 volts, 50-60 
cycle AC. Shpg. wt., 37 Ibs. 


89 SU,875. Only $10 Down. NET.................00- 329.50 
MODEL EN4 METAL CASE FOR RP4O0, AP40. Shpg. wt., 5 Ibs. 
OO: SX: O70 NETS Ao no a ee 10.75 


MODEL WE4 WOODEN CASE FOR RP40, AP40. Finished in attractive 
walnut veneer. Shpg. wt., 8% Ibs. 
89 SX SSO2NER Sf cell... eee ee 27.75 


Model DB212 24-Watt Stereo Amplifier 


NET 
scribed at left. Among its many excellent features 


Less Case sen ae 

are: a speaker phasing switch for eliminating any 
“hole in the middle” effect during stereo use; simplified controls for 
ease of operation; DC on preamp tube filaments, etc. 


This handsome, versatile amplifier consists of two 
12-watt channels—accommodates any stereo or 
monophonic music source. Delivers outstanding 
reproduction of records, tapes, AM-FM simulcast 
broadcasts, etc. It has been styled and engineered 
to match the ST442 FM-AM Stereo Tuner de- 


Power Output: 24 watts (2—12 watt channels). Frequency Response: 
+1 db, 20 to 20,000 cps. Harmonic Distortion: 0.5% at rated output 
Noise & Hum: —80 db. Controls: Selector (Tape, Phono, Radio 
Tuner, Auxiliary); Function (Monophonic: Channel 1, Channel 2, 
Channels 1 and 2; Stereophonic: Normal, Inverted); Volume; Bass; 
Treble; Hi-Filter; Lo Filter; 2-position Speaker Phasing; Off-On, 
NARTB tape and RIAA-phono equalization. Output Impgdances: 
4, 8, and 16 ohms per channel. Sensitivity: Tuner, Auxiliary, and 
High Tape—0.25 v.; Magnetic, and Low Tape—8 mv. Unit em- 
ploys four 6V6 output tubes. 


Attractive gold-finished panel; has stylish white and gold knobs. 
Size (HWD): 434x15x12'4". Less case; takes Model BEG or WE-2 
case, listed below ST442 at left. For operation from 110-120 volts, 
50-60 cycle AC. Shpg. wt., 20 Ibs. 

89 SU 870. Only $5 Down. NET.............---+-- H9.95 
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FINE PERFORMANCE COMBINED WITH SMART STYLING 


Beautifully Performing 30-Watt Stereo 
High-Fidelity Amplifier—Accommodates 
Any Sound Source 


Designed with Skill and Precision to Provide 
Brilliant FM-AM Stereo Reception—Has Pro- 
vision for the Addition of a Multiplex Adapt- 
er Unit (When This Mode of Stereo Broad- 
casting is Approved). 


Lt E = 


ECONOMY STEREO TWINS 
Fine Matched Components 


Model T-220 “‘Aria” Stereo FM-AM Tuner 


A fine example of quality design, the “Aria” is an 

excellent choice for brilliant FM and AM recep- 

tion—separate FM and AM sections permit tun- 
- ing in stereo broadcasts, Employs H-K’s unique 
4 “FM cartridge’’—sensitivity is 22 uv for 20 db 
of quieting. Additional features include: jack for 
accepting multiplex adapter; High-Q ferrite loop- 
stick for increased AM sensitivity; AFC on FM 
for drift-free reception; and low-noise front-end 
followed by wideband transitionally coupled IF stages. AM ter- 
minal sensitivity, 15 uv. Controls: FM Tuning; Selector (Off-On, 
FM, FM-AFC, AM, Stereo); AM Tuning. 11 tubes and diodes; 
EZ80 rectifier. Brushed copper panel. 45x13! H_x1214”. Less case. 
below. For 110-120 v., 60 cycle AC. Shpg. wt., 11 Ibs. 
89 SU 433. Only $5 Down. NET........----2-000 00005 99.95 


TC-20 METAL CASE FOR ABOVE. Trim, decorative case for use on 
table-top or bookshelf. Shpg. wt., 2 Ibs. 
PO ai a8 NEP. ois ect be 8s re eee snip we 495 


NET 


Less Case 
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Model A-230 “Ballad” 30-Watt Stereo Amplifier 


A superb stereo amplifier incorporating dual pre- 
amp sections and dual 15-watt-per-channel ampli- 
fier sections. Excellent features include: friction- 
clutch bass and treble controls for regulating tone 
of each channel separately or both channels to- 
gether; provision for adding a third speaker to 
your system for center-channel or extension use; 
tape outputs for stereo recording; etc. Output: 15 
watts each channel at less than 1% harmonic dis- 
tortion. Response: +1 db, 15 to 70,000 cps at normal listening levels. 
Hum & Noise: 80 db below 15 watts at minimum volume. RIAA 
record and NARTB tape playback equalization. Controls: concen- 
tric Treble; concentric Bass; Loudness; Balance; Mode (Stereo 
Reverse, Stereo, Monophonic, Monophonic Right, Monophonic 
Left): Function Selector (Tape Lo/Phono Lo, Phono Hi, Tuner, 
Aux/Tape Hi); Rumble Filter; Contour; 2 Speaker Selector 
Switches; illuminated pushbutton Off-On. 4—EL84 output tubes. 
impedances: 8 and 16 ohms. 454x13'346x11%4”. Less case, below. 
For 110-120 v., 50-60 cycle AC. Shpg. wt., 18 lbs. 
92 SU 875. Only $5 Down. NET I eect a (8222 
~ 7 GS 


AC-23 METAL CASE FOR ABOVE. Shpg. wt., 2 Ibs. 
92 SX 882. NET..... PN 


NET 


Less Case 


Model T-230 “Sonnet” Stereo FM-AM Tuner 


The T-230 is an excellent companion to the A-230, 
above. Has separate AM and FM sections; jack 
for accepting multiplex adapter. Styled in striking 
brushed copper, with ventilated matte black case. 
FM Section: 314 pv sensitivity for 20 db of quiet- 
ing. Low-noise front end consisting of cathode-fed 
RF amplifier, double-tuned overcoupled RF in- 
$5 down terstage, and grid-fed triode mixer followed by 
wideband, transitionally coupled IF stages. Arm- 
strong circuit with pentode limiter, wideband Foster-Seeley -dis- 
criminator and AFC. AM Section: Terminal sensitivity, 10 micro- 
volts. Automatic volume control (AVC). Controls: FM Tuning, 
Function Selector (Off-On, FM, FM-AFC, AM, Stereo); AM Tun- 
ing. 3 Outputs: AM-FM Monophonic and FM Stereo; AM Stereo; 
FM Multiplex. 9 tubes: diode AM detector; silicon rectifier. 45/4x 
1313—x12%”. Includes highly attractive case. For 110-120 v., 50-60 
cycle AC. Shpg. wt., 13 Ibs. 
92 SU 876. Only $5 Down. NET WI.9S 


NET 
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Popular-Priced, Handsomely Matched Stereo Tuner 


and Amplifier Components—Designed to Deliver 4 
Fine Performance with the Speakers of Your Choice t 
aah 


Model A-220 “‘Lute” 20-Watt Stereo Amplifier 


An excellent value for the low-cost music system, 
the ‘‘Lute’’ provides stereo reproduction of ex- 
ceptional quality and realism. Illuminated push- 
button Off-On switch turns amplifier ‘‘on” or 
“off” without disturbing other controls. Dramat- 
ically styled in brushed copper and gray to com- 
plement any decor. Output: 10 watts per channel 
$5 down at less than 2% harmonic distortion. Response: 
+1 db, 20-20,000 cps. Hum: —70 db. 3 Dual 
Inputs: Magnetic Phono; Crystal or Ceramic Phono; Tuner/Aux. 
Controls: Treble; Bass; Balance; pushbutton Off-On; Loudness and 
Function Selector (Stereo Phono Reverse, Stereo Phono Normal, 
Monophonic Phono, Monophonic FM, Monophonic AM, Stereo 
Tuner Normal, Stereo Tuner Reverse). Speaker Output Impedances: 
8 and 16 ohms per channel; also stereo tape output. 8 tubes; silicon 
diode rectifier. Supplied complete with highly attractive case. Size 
(HWD), 4546x1414x1014”. For operation from 110-120 volts, 50-60 
cycle AC. Shpg. wt., 14 Ibs. 
92 SU 880. Only $5 Down. NET.......-. 0000002 e eee 79.93 


NET 


Harman-Kardon Components Are Available on Allied’s Easy Payment Plan 
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New Excellence in Stereophonic 


ee > | 
High-Fidelity Music Components by 


DELUXE EQUIPMENT FOR DISCRIMINATING MUSIC LOVERS 
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TA-260 “Festival Il" Stereo Tuner /Ampiifier 


A successful crystallization of H-K’s hi-fi 
know-how in a superb stereo unit. This com- 
plete 60-watt stereo center offers every desir- 
able input and control, two 30-watt amplifier 
sections, plus separate FM and AM tuners. 
Amplifier employs four 7355 output tubes. 
Clutch-type bass and treble controls permit 
adjustment of bass and treble separately for 
each channel, or simultaneously for both chan- 
nels. Silicon rectifier power supply provides excellent regulation 
for improved transient response and stable tuner performance. 


NET 
Less Case 


Additional features: FM and AM electronic tuning bars; speaker 
phasing switch; multiplex provision; 15 front-panel controls; high- 
Q ferrite AM loopstick; etc. Output: 30 watts per channel at less 
than 0.6% distortion. Impedances: 4, 8 and 16 ohms. Response: 
+1 db, 10-55,000 cps at 1 watt. FM Sensitivity: 1Y%4 pv, 20 db of 
quieting. 64x15'%_x1234”. Brushed gold panel. Less case, below. 
For 110-120 v., 50-60 cycle AC. Shpg. wt., 44 Ibs. 
89 SU 896. Only $10 Down. NET... RAPD RS 
anare 12.95 


85 SX 557. CX-26 Metal Case. 2 Ibs. NET... 
85 SX 558. WW-30A Wood Case. Walnut. 3 Ibs. NET....29.95 
TA-224 “Recital” Stereo Tuner-Amplifier 

Here’s every desirable feature on a single, com- 
pact chassis. Combines dual preamps with two 
15-watt amplifier sections, plus separate FM 
and AM tuners. Designed to accommodate 
every sound source, the “Recital’’ features: 5 
pairs of inputs; silicon diode power supply; 
stereo “‘Blend"’ control; 2 bass and treble con- 
trols; four 7408 audio output tubes; DC on 
preamp filaments; nine front-panel controls. 


Amplifier Output: 15 watts per channel. Response: +0.5 db, 15- 
30,000 cps. Output Impedance: 8 and 16 ohms per channel. 


PM Sensitivity: 2.5 wv for 20 db of quieting. Employs Armstrong 

circuit with Foster-Seeley discriminator and AFC. Attractive, 

brushed copper panel. 614x15'%_x1234”. Less case, below. For 

110-120 v., 60 cycle AC. Shpg. wt., 30 Ibs. 

89 SU 431. Only $5 Down. NET... 99-95 
11.95 


89 SX 432. CX-24 Metal Case. 2 Ibs. NET 


NET 


less Case 


i 


Offers Uncompromising Stereo Per- 
formance with Striking Appearance 
—15 Versatile Front-Panel Controls 


TA-224 


Moderately Priced Center for Any 
Fine Music System—Has Full Facili- 


85 SX 558. WW-30A Wood Case. Walnut. 3 Ibs. NET....29.95 Sec eee nr ees 
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ST-360A 


Two Advanced-Design Stereo Hi-Fi Compo- 
nents That Complement Each Other in Styling 
and Superior Performance 


Model ST-360A “Madrigal” FM-AM Stereo Tuner 


One of the finest stereo tuners available. All func- 
tions except tuning are operated by pushbuttons. 
Separate electronic-bar tuning indicators for AM 
and FM. On FM, harmonic and IM distortion, 
and drift are virtually unmeasurable. Remarkable 
sensitivity permits distant station reception with 
superior signal-to-noise ratio. FM Section: Sensi- 
tivity, 0.9 uv for 20 db of quieting. Armstrong 
circuit, Foster-Seeley discriminator, AFC, 3 wide 
band IF stages, etc. AM Section: low-noise, high-gain RF pentode, 
pentagrid converter, 2 broadband IF stages, infinite-impedance de- 
tector, 10-kc whistle filter, separate AVC circuit, etc. Controls: AM 
Tuning; FM Tuning; AM Noise Filter, AM, Stereo AM-FM, 
Stereo Multiplex, FM, FM-AFC, and Off-On. Two anode-follower 


NET 


less Case 


outputs. 16 tubes; selenium rectifiers. aan rete . Less case, 
below. For 110-120 v., 50-60 cycle AC. Shpg. wt., 26 Ibs. 

89 SU 440. Only $5 Down. NET..... Beas oe ede, 

92 SX 846. CX-60A Metal Case for ST-360A. 3 Ibs. NET 12.50 


SUPERB PERFORMANCE 
Top-Quality Components 


LAF AE ORET IT Lg 


ModelA-260“‘Chorale”’ 80-WattStereo Amplifier 


A splendid stereo amplifier of unusual versatility. 
Has dual 40-watt amplifier sections. Features se- 
lector switch for adding a third channel; speaker 
phasing switch; etc. Illuminated, pushbutton off- 
on switch permits turning the A-260 on or off 
without altering previous control settings. Output: 
40 watts per channel at less than 44% harmonic 
distortion. Response: +0.5 db, 15 to 30,000 cps 
at 1 watt. Hum: —95 db. Output Impedances: 4, 8 
and 16 ohms per channel. Controls: concentric 
Treble; concentric Bass; Loudness; Mode (Reverse, Stereo, Mono- 
phonic, Monophonic Right, Monophonic Left); Selector (Aux 1, 
Aux 2, Tuner, Phono, Tape Head); Rumble Filter; Scratch Filter; 
Contour; 2 Speaker Selector switches; Tone Control Bypass Switch; 
Balance; Off-On. 6 dual stereo inputs. AS Yael ae Less case 
below. For 110-120 v., 50-60 cycle AC. Shpg. wt., 35 Ibs. 

92 SU 877. Only $5 ‘Down, NET ; —_ 199.95 
92 SX 883. AC-60 Metal Case for A-260. 3 Aid: NET 12.95 


NET 


Less Case 


Write for Allied’s Money-Saving System Plan Price on Components of Your Choice 45 
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Model $-5000-II 72-Watt Stereo Amplifier 


New, skillfully designed 72-watt stereo ampli- 
fier with every important control and input es- 
sential to outstanding stereo or monophonic op- 
eration. Includes a host of superior features: 
five modes of operation selectable by function 
switch which also operates a corresponding 
group of indicator lights; friction-locked shafts 
for bass and treble controls for adjustment of 

one channel separately, or both channels simultaneously; twelve in- 

puts to accommodate every sound source; two cathode-follower 
> recording outputs; 12 db/octave scratch and rumble filters which 
operate on all channels; phono channel noise and hum 60 db below 
rated output; phono sensitivity, 1.8 mv; presence-rise switch; dis- 
tinctive front panel styling; etc. 


+) sygq50 


Less Case 


Rated Output: 36 watts per channel for stereo (80 watts of music 
power, total), at 14% harmonic or 114% IM distortion (60:7 kc/ 
4:1). Response: *+'% db, 20 to 20,000 cps. Controls: Phono Level, 
Rumble Filter, Scratch Filter and Presence; Selector (Tape, Phono, 
FM-AM. FM-MX, Aux); Balance; concentric Bass; concentric 
Treble; Loudness; Power Off-On; Function Selector (Stereo Nor- 
mal, Stereo Reverse, Mono Ch. 1, Mono Ch. 2, Mono Ch. 1 and 2); 
Tape Monitor switch; Loudness In-Out switch. Speaker Ouiput 
Impedances: 4, 8 and 16 ohms per channel. 


Four 7591 output tubes, six 12AX7; four silicon rectifiers. Size 
(HWD), 4x1414x12'4”. Less case, listed below. For operation from 
110-120 volts, 60 cycle AC. Shpg. wt., 30 Ibs. 

89 SU 881. Only $5 Down. NET 199.50 


Model S-7000 Stereo Tuner /Amplifier 


NET A superbly engineered instrument, the S-7000 is 


designed for the discerning audio connoisseur. 
On a single chassis, you get a 48-watt stereo 
amplifier, dual preamps, and stereo FM-AM 
tuner. Simply add stereo speaker systems and 
record changer or turntable to have a complete 
Less Case stereo music ensemble—capable of handling any 
existing stereo or monophonic signal source. Its 
distinguished features include: scratch and rumble filters which 
operate on all channels; friction-locked shaft controls which permit 
separate or simultaneous adjustment of bass and treble; five modes 
of operation selectable by a function switch which also activates a 
corresponding group of indicator lights; dual tuning eye; etc. 


Audio Section: 24 watts per channel. Response: +1 db, 20-20,000 


€ © | 


Outstanding Stereo Components 


Model S-2200 


Model $-2200 FM-AM-Multiplex Stereo Tuner 


A perfect companion to the Model S-5000-IIam- 


NET plifier, the top-rated S-2200 tuner fulfills today’s 
stereo reception requirements with separate re- 

$ ception of FM and AM broadcasts—and goes 
one step further in preparing for FM multiplex. 

ing broadcasts. Provides convenient front panel 

Less Case control and space for plugging in an FM multi- 


plex adapter. Additional features include: push- 
button selection of FM. AM or Multiplex operation; automatic 
frequency control (AFC) for ‘“‘lock-in’’ FM tuning; light-bar tuning 
eyes for FM and AM; indicator lights for FM multiplex; directable 
ferrite-rod antenna; low-noise balanced antenna input transformer 
feeding cascode RF amplifier; striking front panel styling to com- 
plement any decorative setting; etc. 


FM Section: Sensitivity, 0.95 wv for 20 db of quieting. 3 cascaded 
limiters. FM Response: +'% db, 20 to 20,000 cps. Hum and Noise: 
60 db below 100% modulation. Foster-Seeley balanced discrimi- 
nator; delayed AGC applied to RF stage; AFC; and interchannel 
noise muting with front panel level control. AM Section: superhet 
circuit with 2 tuned RF circuits, double-tuned IF stage, delayed 
AVC applied to RF, mixer and IF stages, 10-ke filter, dual wide- 
narrow selectivity. AM Response: —6 db, 20 to 7,500 cps. Hum 
and Noise: 55 db below 100% modulation. Outputs: Cathode-fol- 
lower audio; FM multiplex. 


Twelve tubes; two EM84 tuning eyes; 6V4/EZ80 rectifier. Size 
(HWD), 4x1414x12'4”. Less case, listed below. For operation from 
110-120 v., 50-60 cycle AC. Shpg. wt., 17 Ibs. 

92 SU 887. Only $5 Down. NET. ited: 5B! 179.50 


DELUXE STEREO FM-AM TUNER/48-WATT AMPLIFIER 


© On One Chassis—Stereo FM-AM Tuner, 
48-Watt Stereo Amplifier 

i] © Complete Flexibility—12 Inputs 

© Built-In Jack for FM Multiplex 

* Designed for Top-Notch Response 


at 


cps. Harmonic Distortion: Ye% at rated output. Controls: Phono 
Level, Rumble Filter, Scratch Filter; Selector (Tape, Phono, FM- 
AM, FM-MX, Aux); Balance; concentric Bass; concentric Treble; 
Loudness; Function Selector (Power Off-On, Stereo Normal, Stereo 
Reverse, Mono Ch. 1, Mono Ch. 2, Mono Ch. 1 and 2); Tape 
Monitor switch; Loudness In-Out switch. Output Impedances: 4, 
8 and 16 ohms per channel. 


FM Section: Sensitivity, 0.95 »v for 20 db of quieting; 3 cascaded 
limiters; Foster-Seeley balanced discriminator; delayed AGC ap- 
plied to RF stage; AFC; interchannel noise muting. AM _ Section: 
Superhet circuit with 2 tuned RF circuits; double-tuned IF stage; 
delayed AVC applied to RF; wide and narrow selectivity positions. 
Oxtputs: cathode-follower audio; FM multiplex. 


22 tubes; 5 silicon rectifiers; tuning eye. Size, 4x141%4x14”. Less case 
below. For 110-120 v., 60 cycle AC. Shpg. wt., 31 Ibs. 
89 SU B84. Only $10 Down. NET.........---. 0000000: 299.50 


Color Fits Size (HWD) 


Brown Flextone 


$-5000-II; S-2200 


| and S-5500 ON Coals 


Black Flextone 


| S-5000-II; S-2200 


and S-5500 | 44x14 2x13” 


89 SX 885 Brown Leatherette 


S-7000 414x16%4x14” 


Brown Flextone 


| S-2000-II 
S-3000-III 
S-1000-II 


| 414x1414x10Yy” | 


: ; Stock No. 
. 
92 SX 
| METAL CASES FOR ALL fax thes 
SHERWOOD COMPONENTS 89 SX 318 
Handsome metal cases available in choice of | 
black or brown ‘‘Flextone’’ finishes—a du- 
) rable, cork-like finish, spattered with gold. 
4 Contrasts beautifully with white panels and 92 SX 892! 
» gold-finished bezels. Shpg. wt. for S-7000 j 
’ case, 10 Ibs.; other cases, 3 Ibs. oe 
89 SX 319) 


Black Flextone 


|“$-2000-11 
| $-3000-I1I 
$-1000-11 


414x14'44x10Vy” 


46 Sherwood Hi-Fi Components Are Available on Allied’s Easy Payment Plan 
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Engineered for Superb Performance 


SKILLFULLY DESIGNED FOR BRILLIANT 
PERFORMANCE... DELUXE FEATURES 


A fine example of superb design, the 
Model S-5500 represents the latest in a 
series of traditionally top-rated Sher- 
wood components, world-renowned for 
outstanding performance. 


New Model S-5500 48-Watt Stereo Hi-Fi Amplifier 


A triumph of engineering skill, the Model S-5500 48-watt stereo ampli- 

NET fier represents the latest achievement in a distinguished line of Sherwood 

quality components. It includes an impressive array of controls and in- 

5 50 puts designed to meet the critical requirements of any music lover. Full 

versatility of design permits this unit to power and regulate the opera- 

tion of any stereo or monophonic signal source. Some of its superior 

Less Case features include: 12 db/octave scratch and rumble filters which operate 

on all channels; eight high-level and.four low-level inputs are provided 

for maximum flexibility to accommodate every sound source; damping factor of 5 to 

deliver optimum performance when used with today’s extremely popular, compact high 

and low-efficiency speaker systems; phono sensitivity of 1.8 mv; two cathode follower 

recording outputs; friction-locked bass and treble controls for adjusting each channel 

separately or both channels simultaneously to suit any listening taste; instant mode selection 
by function switch which also activates a corresponding group of indicator lights; etc. 


Excellent choice as the heart of any fine home music system, the S-5500 has a front panel 
that is strikingly styled to harmonize with any furnishing mode. The attractive escutcheon 
is beautifully finished in white enamel, handsomely accented by a gold-plated bezel. Green 
and amber indicator lights further enhance the beauty of this top-performing unit. 


Rated Output: 24 watts per channel for stereo. Distortion: IM, 144%; harmonic, %% of rated 
output. Response: +1 db, 20 to 20,000 cps. Hum and Noise: radio, 80 db below 24 watts; 
phono, 60 db below 24 watts. Controls: Phono Level, Rumble Filter, Scratch Filter; Selector 
(Tape, Phono, FM MX, AM-TV, Aux); Balance; concentric Bass; concentric Treble; 
Loudness; Function Selector (Power Off-On, Stereo, Normal, Stereo Reverse, Mono S1, 
Mono S2, Mono S1 & 2); Tape Monitor switch; Loudness In-Out switch. Impedances: 
4, 8 and 16 ohms per channel. Tubes: 4—7591, 5—12AX7; 2—-silicon rectifiers. 4x141%4x14". 
Less case, listed on preceding page. For 110-120 v., 60 cycle AC. Wt., 22 Ibs. 

BPSU'BEZ, Only $5 DowncWete ws. 2, £25. scteaoth <a koeee an Biel 149.50 


Model S-3000-II1 Basic FM High-Fidelity Tuner 


Sherwood's outstandingly sensitive FM circuit (0.95 uv for 20 db of 

NET quieting)—further improved with the use of ‘‘corrective’’ inverse feed- 

back. This ingenious development (also termed Dynamic Sideband 

§ 50 Regulation) reduces distortion caused from over-modulation by the 

broadcasting station. Additional features of this fine unit include: 

Interchannel Hush, noise-muting system for eliminating ‘“‘hash" be- 

less Case tween FM channels and AFC; rear-panel “‘local distance’’ switch for 

making FM reception practical beyond 100 miles; internal plug-in 

space for FM multiplex stereo adapter; ‘‘Acro-beam" tuning eye; 7-inch expanded slide- 

rule tuning scale; etc. Controls: Off-On/Interchannel Hush; AFC On-Off; FM Tuning (fly- 

wheel); and_Distant-Local slide switch. Outputs: cathode-follower audio; FM multiplex. 

Tubes: 6BS8, 6AB4, 3—6AU6, 6BN8, 12AZ7A, 6GN8, 6FG6; 6V4 rectifier. 4x14x10Y4”. 
Less case, on preceding page. For 110-120 v., 50-60 cycle AC. Shpg. wt., 15 Ibs. 

BYtSU'SBS 2 Only-$5 Domine NETS. 2.8 wis tek ance sesso ronan Ades 110.50 


Model S-2000-lI Basic FM-AM High-Fidelity Tuner 


Features a highly sensitive circuit, automatic frequency control on FM, 

NET and single 6BR5/EM80 tuning eye. AM section has choice of either 

15-ke wide “‘hi-fi’ kandpass or sharply selective 5-kc bandwidth for 

$ 50 listening to weaker stations without interference and noise. FM 

Section: Sensitivity, 0.95 uv for 20 db of quieting. 3 cascaded limiters; 

Foster-Seeley balanced discriminator; delayed AGC applied to RF 

Less Case stage; AFC; and interchannel noise muting with front panel level 

control. AM Section: superhet circuit with 2 tuned RF circuits, double- 

tuned IF stage, delayed AVC applied to RF, mixer and IF stages, 10-kc filter, dual wide- 

narrow selectivity. Outputs: cathode-follower audio, FM multiplex. Controls: Off-On/F M- 

AM Selector; FM Hush; FM and AM Tuning; AFC On-Off; AM Wide/Narrow. 11 tubes; 

a aT i alge 3 Less case (preceding page). For 110-120 y., 50-60 cycle AC. 
Shpg. wt., iS. 


P27 SUACS: Only $5) Downy. MET. . 655. 5 ee ee ek 145.50 


Model S-1000-II 36-Watt High-Fidelity Amplifier 


Here's a superb monophonic amplifier combining functional styling with 

NET complete control flexibility. Designed to meet the audio standards of 

the most critical hi-fi enthusiast, its superior features include: inverse 

$ 50 feedback and srecial output transformer to attain undistorted output 

(below %y% at 36 watts!); a presence switch that boosts response at 

2500 cps approximately 6 db; phono level control in preamp channel; 

Less Case ‘pivoting’ bass and treble controls; ‘‘center-set’’ loudness control and 

loudness in-out switch; tape monitor switch; striking front-panel styling; 

etc. Power Output: 36 watts. Frequency Response: +V db, 20 to 20,000 cps at 36 watts. 

Hum and Noise: radio input, —80 db; phono, —60 db. Inputs: 2—Magnetic Phono, Tape 

Head or Mike, 4—Tuner, Tape Recorder, TV, etc. Eleven controls include 4 push-button 

switches. Nine tubes (four 7189 output tubes). Size 4x14x10%”. Less case, listed on pre- 
ceding page. For 110-120 volts, 60 cycle AC. Shpg. wt., 24 Ibs. 

BZSUIB55, "Only $5 Down: NE x <5. <2 hy. 5 9 = cae Woe aE. 109.50 
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DELUXE FEATURES 


* Dual 24-Watt Channels—Easily 
Drives Any Speaker System 

* Four 7591 Power Output Tubes 

* Striking Front-Panel Styling 


* Full Set of Controls—Accom- 
modates Any Signal Source 


* Individual and Simultaneous 
Bass and Treble Controls 


* Scratch and Rumble Filters— 
Operate on All Channels 


* Convenient Tape-Monitor Switch 
® Special Phase Invert Switch 


® Frequency Response, + 2 db, 
20-20,000 cps 


* IM Distortion Only 142%; Har- 
monic 42% at Rated Output 


S-3000-Ill—-extremely sen- 
sitive FM tuner featuring 
ea inverse feed- 


$-2000-ll— widely ac- 
claimed FM-AM tuner 
brilliantly designed for 
superior performance 


Express Shipment Recommended for High-Fidelity Components 47 
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NEW MODEL 480 STEREO FM-AM TUNER 


New, popular-priced, fine-quality stereo tuner by 
Pilot—a choice match for the 240 amplifier listed 
at right. For reception of either FM or AM broad- 
casts alone, or for simultaneous tuning of FM-AM 
stereocasts. Carefully-thought-out design provides 
for easy connection of external multiplex adapter 
when FM multiplex stereo broadcasts become 
available. Special features include a convenient 


AM phase switch which permits instant phase correction when 
listening to FM-AM stereocasts. 


FM section features a wide-band, linear detector for minimum dis- 
tortion and non-critical tuning. A low-noise triode amplifier, two 


high-gain 
provide a 


IF stages, plus a saturation-type limiter, all combine to 
stable, highly sensitive instrument. Temperature-compen- 


sated oscillator circuit assures complete freedom from drift. An 


FM tuning indicator for precise, 


“on-station” tuning guarantees 


rapid, accurate selection of desired station. AM section has a 


superhet 


circuit with tuned RF amplifier stage, pentagrid con- 


verter, and a high-gain selective, double-tuned IF stage. Germanium 
diode detector offers high efficiency and low distortion—provides 


top-quality reproduction of AM broadcasts even on 


fully 100% 


modulated signals. 


FM Sensitivity: 2 uv for a full 20 db of quieting. AM Sensitivity: 


3 py for 1 


permit use of long cables 


y. DC output at detector. Dual cathode-follower outputs 
without high-frequency signal loss. 8 


tubes; diode detector, rectifier, and tuning indicator. Size (HWD), 


5 Y%x1454x10%”. 


Beautifully styled black and brass case—har- 


monizes with all types of furnishings. For operation from 105-120 


volts, 60 cycle AC. Shpg. wt., 18 Ibs. 
89 SU 867. Only $5 Down. NET..... 
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Top-Quality Stereo 


BEAUTIFULLY STYLED 


MODEL 240 30-WATT STEREO AMPLIFIER 
You get a wealth of features with this marvelous NET 
30-watt stereophonic control center-amplifier— 
truly a value-packed unit! Offers 15 watts per 
channel output for stereo reproduction, or full 
30-watt output for outstanding monophonic op- 
eration. ‘‘Trolok” separate, concentric bass and 
treble controls, permit precise adjustment for $5 down 
each channel individually or simultaneously. 
Special center-channel connection, and speaker selector switch 
allow simple addition of a third speaker for 3-speaker stereo 
sound or for remote use. Automatic shut-off switch enables record 
changer to turn off the amplifier automatically, after the last re- 
cording has finished playing. Another important feature of the 
Model 240, is the exclusive DC balance control. Simply press the 
“Simpli-matic” panel button, with speakers connected, and adjust 
the DC Balance Control until output tube currents are balanced— 
without the use of any external meters. Highly attractive, black and 
brass styling makes this unit a handsome addition to any room of 
your home. 
Output: 15 watts per channel; 30 watts total. Response: +1 db, 20- 
20,000 cps. Harmonic Distortion: less than 1%. Sensitivity for Full 
Output: Phono, 3 mv; Tuner, Multiplex, Tape, 110 mv. Hum & 
Noise: —80 db. Controls: Speaker Selector (Main, All, Ext.); Auto- 
matic Shutoff Out-In /Power; Loudness Out-In; Volume; Stereo 
Balance; concentric Bass (calibrated LP, RIAA, NAB, AES, Tape 
Head); concentric Treble (calibrated NAB, LP, RIAA, Tape Head, 
AES); Mode (Stereo Normal or Reverse, Monophonic Channel A 
or Channel B); Input Selector (Phono Turntable, Phono Record 
Changer, FM-AM, Multiplex, Tape Recorder). Outputs: 4, 8 or 16 
ohms, plus center-speaker, Tape. 4—EL84 output tubes; GZ34 rect. 
5%4x145x10%4”. For operation from 105-120 v., 60 cycle AC. With 


case. Shpg. wt., 23 Ibs. 
92 SU 871. Only $5 Down. NET.....---- 134.50 


NEW MODEL 248 60-WATT STEREOPHONIC AMPLIFIER 
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and built to extremely high standards. 


* Clutch-Type Tone Controls Regulate 


— Either or Both Channels 
. ® Provision for 3-Speaker Stereo 
°R i =. 
ee esponse is + 1 Db from 20 20,000 Cps 


48 


® Gleaming Gold and Black Styling 


A powerful new stereo amplifier engineered t 
provide superb high-fidelity sound reproduction 
The. performance, specifications and features © 
this fine unit offer a- level of performance un 
tu questioned by today’s sophisticated audiophile 
Tastefully finished black and brass case ha 

$10 down been styled to harmonize with any decor—al 
instrument you will be proud to have in your home 


Important features of the Model 248 include: 4 independent ton 
controls—exclusive Pilot “Trolok”” mechanically locks (gangs) th 
bass or treble controls together, at your option, to permit simul 
taneous adjustment of bass and treble for both channels—als 
allows separate adjustments for each channel when dissimila 
speaker systems are employed; scratch and rumble filters for max 
mum performance from all recordings; “Stereo-Plus” center-speak« 
taps for simple hook-up of a center-channel speaker for .3-speake 
stereo—also provides facilities for easy addition of a remote speake 
for bringing hi-fi to any room of the house; automatic amplifie 
record changer shut-off enables changer to automatically turn © 
amplifier after last record has ended. Tape-monitor switch allov 
both tape recording and playback with permanent connection 


Rated Output: 30 watts per channel for stereo (60 watts peak) | 
60 watts of monophonic power, at less than %% harmonic distortio 
Response: +1 db, 20-20,000 cps. Hum: —80 db. Inputs (7 pairs 
Mike, Tape Head, Phono (Changer and Turntable), FM-A} 
Multiplex, Tape Rec. Controls: Input Selector; Mode; Speaker 
Loudness; Master Volume; Stereo Balance; Bass, each channe 
Treble, each channel; Phono Selector; Tape Monitor, Out /I 
Rumble Filter; Scratch Filter; Power / Automatic Shut-off. Outp 
Impedances: 4, 8, 16 ohms per channel, plus center-channel and taj 
Four 7591 output tubes. Size (HWD), 4346x141 4gx1 0%". Wi 


NET 


case. For 105-120 volts, 60 cycle AC. Shpg. wt., 30 Ibs. 
89 SU 869. Only $10 Down. Se pia wk God ee 


Pilot Hi-Fi Components Are Available on Allied’s Easy Pay Plan 
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Hi-Fi Components 


UNQUESTIONED ENGINEERING 


MODEL 602 STEREO TUNER/30-WATT AMPLIFIER 


NET A quality FM-AM stereo tuner and 30-watt stereo 
amplifier all on a compact chassis no larger than 

a stereo tuner alone. Just add a speaker system 

and record player for a complete stereo music 

» center. Styled in attractive black and brass. 
$10 down FM Section: Low-noise triode amplifier and two 
high-gain IF stages plus saturation limiter offer 

28 db of quieting with 2 wv input. Temperature-compensated oscil- 
stor for drift-free operation; tuning indicator; provisions for exter- 
sel multiplex adapter. AM Section: RF amplifier, pentagrid 
everter, built-in rotatable antenna for top-quality performance. 
Seitch corrects phase on FM-AM stereocasts. Tuning indicator. 


Audio Section: Two 15-watt channels for 30 watts of stereo output 
W® watts peak). Response: +1 db, 20-20,000 cps. Harmonic Distor- 
tee 1% at full power. ‘“‘Trolok’’ bass and treble controls allow 
seperate or simultaneous control of botHf channels. Other features: 
mmections for center-channel or remote speaker; full provisions for 
nal multiplex adapter; automatic shut-off by means of record 
er; 3 pairs of stereo inputs. Output impedances: 4, 8, 16 ohms 
2annel; tape. 16 tubes; tuning indicator, 4 silicon and 3 germa- 
mam diodes. With case. 51%x1454x1034”. For 105-120 v., 50-60 
eyele AC. Shpg. wt., 25 Ibs. 
BP SU 395. Only $10 Down. NET.....2..........200.. 249.50 


e 


SUPERB BASIC AMPLIFIERS AND STEREO PREAMP by 


39 SU 364. Only $10 Down. NET........ 
BP SX 365. Grille for Above. 1 Ib. NET.................... 9.00 
“00 


EL 2 40-WATT BASIC. Monophonic basic amplifier. Ultra-linear 
wit has 80 watts peak power; switch permits 20-watt triode 
tion. Built-in meter, switch for bias; DC, AC balance; variable 
ping. +0.1 db, 20-20,000 cps at 40 watts. Harmonic distortion 
t 0.1%. IM under 0.5%. Imp.: 4, 8, 16 ohms. 2—EL34 output 
bes. 64x15x9%”. For 105-125 v., 50-60 cycle AC. 47 Ibs. 

?9 SU 006. Only $10 Down. NET......................219.00 


FOR A COMPLETE SELECTION OF At@pbgghet-FelE vich-riveuty COMPONENTS 


Outstanding 
Hi-Fi Values 


MODEL 654 STEREO TUNER/44-WATT AMPLIFIER 


Ranking among the finest of audio components, 
the Model 654 provides FM-AM stereo reception, 
or FM or AM reception alone, through a powerful 
44-watt stereo amplifier. A complete, deluxe stereo 
source and control center-amplifier in a single 
$10 down compact package. FM Section: triode RF ampli- 

fier, 2 IF stages, limiter, wide-band linear detector 
for 2 wv sensitivity and non-critical tuning. Has tuning indicator, 
provisions for external multiplex adapter. AM Section: RF amplifier, 
double-tuned IF, rotatable antenna. Switch corrects phase on 
FM-AM stereocasts. Tuning indicator. 


Audio Section: 22 watts per channel for stereo (44 watt. peaks) 
from 4—7591 tubes, at 1% harmonic distortion. Response: +1 db, 
20-20,000 cps. ‘‘Trolok’’ bass and treble controls allow separate or 
simultaneous control of each channel. Other features: scratch and 
rumble filters; 3 non-shorting stereo inputs for simultaneous connec- 
tion of multiplex adapter, tape recorder or TV sound; connections 
for center-channel or remote speaker; provision for automatic shut- 
off by record changer; tape monitor switch; 8 pairs of inputs. Out- 
put Impedances: 4, 8, 16 ohms per channel; tape. With beautiful 
black and brass case. 5%x14%x12%”. For operation from 105-120 
v., 60 cycle AC. Shpg. wt., 34 Ibs. 

89 SU 868. Only $10 Down. NET..................... 299.50 


NET 


MODEL 7 STEREO CONSOLE PREAMPLIFIER 


A self-powered stereo preamplifier of the highest quality. Features 
remarkable control versatility, ease of operation and professional 
workmanship. Rear Panel: output level adjustments; 3 pairs of 
outputs; tape-head equalizer adjustments; 6 AC outlets; 9 pairs of 
inputs; system ground. Front Panel Controls: 8-pos. Selector (Mic, 
Phono 1, Phono 2, NARTB Tape Head, FM-AM, FM Multiplex, 
TV, Auxiliary); 5-pos. Mode (Stereo, Stereo Reverse, Channel A, 
Channel B, Channel A + B); Volume; Balance; Two Treble con- 
trols; two Bass controls; Phono Equalizer—settings are RIAA, old 
COL LP, early 78); Tape Playback or Monitor; High Filter; Rum- 
ble Filter; and Off-On switch. 

Response: + db, 20-20,000 cps. 1M Distortion: 0.02%. Noise: 80 
db below 10 mv phono input with RIAA curve. Tubes: 6—12AX7/ 
ECC83. 534x14¥%x8%”. Less cabinet, below. For 110-120 v., 50-60 
cycle AC, Shpg. wt., 16 Ibs, 

92 SU 826. Only $10 Down. NET.....................249.00 


WOOD CABINET FOR ABOVE. In mahogany, blonde or oiled walnut— 
specify choice when ordering. Shpg. wt., 4 Ibs. 
92'SK'B27C. NETS ice ons Yoo og ae 24.00 


SEE PAGES 244 THROUGH 261 OF THIS CATALOG 
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V Pre-Aligned FM Front End 
V¥ Broad and Narrow AM Tuning 
V¥ Two Tuning Indicators 

V Highly Attractive Styling 


NEW! Model ST-96K Stereo FM-AM Tuner Kit 


NET 
tronic,”” traveling tuning-eye indicators on FM 


$5 down and AM, contract into an “exclamation point” at 
the exact center of each broadcast channel—greatly aid pin-point 
tuning of stations. Both tuning sections have slide-rule dials with 
effortless flywheel’ tuning. Easy to build, this moderately-priced 
stereo tuner kit also features attractive, decorator styling. 


The latest in fine kits from this highly regarded 
manufacturer, the ST-96K tuner kit features a pre- 
wired, pre-aligned FM front end, completely shield- 
ed in a die-cast housing—provides exceptional sen- 
sitivity along with high stability. Separate ‘‘Eve- 


FM Section: automatic frequency control (AFC) for “lock-in” tuning, 
with “‘off’’ position for tuning weak stations adjacent to strong 
stations; 1% uv sensitivity for 20 db quieting; broad-band ratio 
detector for improved capture ratio and easier tuning. AM Section: 
tuned RF stage; broad and narrow bandpass; high-O 10-kc whistle 
filter; built-in ferrite loop antenna; sensitivity of 3 wv for 1-volt 
average output at 20 db S/N ratio. Size, 5x157%x14”. 12 tubes; 
one diode; EZ80 rectifier. Color-styled in brown and white. With 
all parts, cover, instructions; less solder. For 110-120 v., 60 cycle 
AC. Shpg. wt., 20 Ibs. 


89 SX 442. Only $5 Down. NET...........0.00.0-000205- 89.95 
MODEL HFT-96. As above, but factory-wired. 
89 SU 443. Only $5 Down. NET......00.00 000 0c cece ee 129.95 


Expertly Engineered for T 


Carefully designed for quality performance, Eico 
components have an established reputation for 
dependable operation and excellent fidelity. Each of 
the kits shown here represents a fine hi-fi value. 


— rk aes Fy 
NEW! Model ST-40K 40-Watt Stereo Amplifier Kit 22 


NET Moderately priced, superb-quality 40-watt stereo 89 
a or amplifier. Features: 2 switched sets of stereo inputs mo 
4 95 for magnetic phono, tape head, FM-AM stereo 
tuners, FM-FM multiplex, and auxiliary (2); clutch- 
operated, concentric level controls; separate, con- 5 

$5 down  entric bass and treble controls for each channel; « 
: tape monitor switch; rumble filter; volume/loud- AC 
ness switch; etc. Response: +¥Y db, 20-20,000 cps. Distortion: 89 

IM, 2% at 40 watts; Harmonic, 4% at 40 watts. Four 7591 output 

tubes. With all parts, cover, instructions; less solder. 5x1574x14”, 89 


For 110-120 v., 60 cycle AC. Shpg. wt., 27 Ibs. 89 
89 SU 856. Only $5 Down. NET....................... 79.95 0 
MODEL ST-40. As above, but factory-wired. Ex 
89 SU 857. Only $5 Down. NET....... 22.00.02. 124.95 \ 


NEW MODEL ST-70K 70-WATT STEREO AMPLIFIER KIT. Not illus. Has 11 
full array of controls, tape monitor, concentric, separate bass and 8s 
treble controls for each channel, etc. Response: +Y db, 20-20,000 r 
cps. Distortion: IM, 2% at 70 watts; Harmonic, Y% at 70 watts. 
5x1574x16". With all parts, cover, instructions; less solder. Forum 
operation from 110-120 v., 60 cycle AC. Shpg. wt., 35 Ibs. 


89 SU 858. Only $5 Down. NET........................ 94.95 

MODEL ST-70. As above, but factory-wired. 

89 SU 859. Only $5 Down. NET................002005. 144.95 } 
MODEL HFT-92K FM-AM TUNER KIT SEW 


An excellent value in a basic FM-AM tuner kit—features pre-wired, 2@ = 
pre-aligned front end for ease of assembly. Employing temperature zhl 
compensated components, it provides fine sensitivity and stable. 
drift-free performance. “‘Eye-tronic”’ tuning indicator contracts intow*> 
‘exclamation point” when station is perfectly tuned. FM Sensitivity@@ $ 
1% pv for 20 db quieting. AM Sensitivity: 20 uv for 0.8 volt output © 
with 15 db S/N. Hum: — 60 db. Controls: Concentric knob for Off-*" 
On/Volume and FM-AM Selector; concentric knob for FM Tuning,™® © 
AM Tuning. 6 tubes; DM7C tuning indicator; 6X4 rectifier. With™o4r 
cover; less solder. 35x12x84”". For operation from 110-120 v., 60°22! 


cycle AC. Shpg. wt., 12 Ibs. | 
89 SX 373. Only $5 Down. NET..........0..00..000005 59.955" 
MODEL HFT-92. As above, but factory-wired. fest o 
89 SU 374. Only $5 Down. NET...........00.0.000000 50. Meer 

MODEL HFT-90K BASIC FM TUNER KIT tase. 


Unusually low in cost, the HF T-96K basic FM tuner kit has all offs. 
the FM features of the HFT-92K above—pre-wired, pre-aligned®? SI 
front end; tuning indicator; cathode follower and FM multiplex 
outputs; etc. Sensitivity: 11% wv for 20 db quieting. Controls: Tuntew 
ing; Level/Off-On. 6 tubes; DM70 tuning indicator; 6X4 rectifiermER. | 
Size, 354x12x8'4”. Less cover (below), and solder. For 110-120 V.BBile f 
60 cycle AC. Shpg. wt., 10 Ibs. 

87 SX 245. Only $2 Down. NET..........0 0.0.0.0 .0 00 ee 


MODEL HFT-90. As above, but factory-wired. Less cover. se 
89 SU 338. Only $5 Down. NET 65.95 
87 SX 246. Type E3 Cover for Above. Shpg. wt., 3 Ibs. NET. 3.95. 


MODEL HFT-94K BASIC AM TUNER KIT Ee 


Features a choice of “hi-fi” wide bandpass to 14 kc, or narrow band-peers: 
pass to 7 kc for weak or distant stations. Tuned RF stage and built-we ¢ 
in ferrite loop antenna help provide high selectivity and sensitivity. Poe 
High-Q filter eliminates 10-kc whistle. Pin-point “eve-tronic’’ tun-goenn 
ing indicator; pre-aligned RF and IF coils. Sensitivity: 3 pv for 1-V.pets 
output. Controls: concentric knob for Volume/Off-On and Wide-Mod 
Normal Selector; Tuning. 4 tubes; DM70 tuning eye; 6X4 rectifier:® 
CK885 diode. 35x12x81%4”. With cover. Less solder. For 110-120 v.7 
60 cycle AC. Shpg. wt., 12 Ibs. 


89 SX 340. Only $2 Down. NET...... 2.00... .0022 0000: 39.95 
MODEL HFT-94. As above, but factory-wired. 
89 SU 341. Only $5 Down. NET.............--06--2004-- 65.9 Sone 


Make Allied Your Headquarters for Everything in Hi-F 


eS | 


a 
ach of =i 


re 


HF89 
plifier 


ice. am 


plifier Kit so su 436. Only $5 Dow 


-watt stereo 
stereo inputs seODEL HF87K 70-WATT STEREO BAS! 
'-AM stereo «atts of stereo or monophonic soun 
y (2); clutch- sjeys ultra-linear com 4 
parate, Con- ssecifications as above, but ‘i 
ach channel; «xi5x11”. Less case (below), and so 


oo AC. Shpg. wt., 32 pe fa asctirrtme cre: 

. Distortion: U 346. Only $5 Down. Ree eek he = 495 
Eb sa. 39 &U 347. Model HF87. Factory-wired. $5 Down. NET. 1 7 ee 
SxIS74x14". $9 $x 3.48. Case for HF87 of HFB7K. Wt.. 4 Ibs. NET... 

Fa6K 28-WATT STEREO BASIC AMPLIF 
leit tes Williamson-type ve ph pais I i Distorlson: 
+. 124.95 ee 90 db. 5x13%4ax9". Less solder. For 
1.5% 


ot illus. Has 
ate bass and 


b, 20-20,000  §9 SU 345. Model HF86. Factory-wired. 
at 70 watts. 
pola, For 
S. 
94.95 
144.95, New Dimension 


gl ee ne bat TUNER-AMPLIFIER. 
an m a single chassis, the 650 gives you a 
ee sensitive stereo FM-AM tuner and 
and stable2=-Watt stereo amplifier with a host of fea- 
ontracts intomres- Offers such innovations as: push-but- 
{ Sensitivity selection of program sources; true cen- 
volt outputi channel output for 3-speaker stereo or 
snob for Off-=e2sion speaker use; ‘‘Micro-Beam” tun- 
FM Tuning @® eve indicator for FM and AM tuning; 
ctifier. Withmearate bass and treble controls for each 
6-120 v., 6geeannel; dual tape recorder outputs, plus 
* ““fepe monitor inputs and outputs; push-pull 
59 ¢ Smedness switch; push-pull off-on switch 
Se : Met enables control settings to be made 
jest once; and beautifully styled panel. FM 
aa 7 94.9 Sdemsilivity: 1 pv for 20 db of quieting. Four 
ECL82 output tubes. 53%4—x1414x1134”. Less 
tase, below. For 110-120 v., 50-60 cycle AC. 
kit has all ofs=pg. wt., 23 Ibs. 
_ pre-aligned®? SU 444, $10 Down. NET..... 219.95 
M multiplex 
ontrols: Tun#ew MODEL 360 40-WATT STEREO AMPLI- 
X4 rectifier MER. Loaded with features, the 360 is suit- 
r 110-120 v.g8%e for use in the most elaborate of home 
f -- systems. Has ample inputs, outputs 
-,.. 39.9 Seed controls to please the most discriminat- 
. ee of music lovers. Aural Zero Null Circuit 
z 65.95 yvides instant ‘channel balancing—press 
Ae i button and tune for silence. When the 
, NET. 3.9 eed disappears, release the button and 
IT f=jey perfectly balanced sound. 10 color 
feht indicators show source and mode of 
arrow band-jeeration. Response: +0.5 db, 20-30,000 
ge and built-ss< Output: 40 watts; 80 watts peak. 1M 
d sensitivity.Distortion: less than 0.5%. Controls: (each 
‘tronic’ tun-gannel) Bass, Treble, Level (both chan- 
3 wv for 1-v.pets); Master Volume, Loudness, 5-pos. 
n and Wide-Mode, 5-pos. Selector, and switches for 
5X4 rectifier;Rumble, Noise, Phasing and Nulling. Four 
110-120 v.79 89 rig oe tubes. 5%6x1414x12”. Less case, 
below. For 105-125 v., 50-60 cycle AC. 
... 39.9 5eang. wt., 2614 Ibs. 
89 SU 447. $5 Down. NET.......180.00 


tue 65.95noDEL 350 WOOD CASE. For Models 650, 360 and 380, Walnut. Wt., 61% Ibs. 


59 SX 449. NET.... 
ing in Hi-Fi 


Outstanding Stereo 
> Basic Amplifiers 


HF87 70-Watt 
Stereo Amplifier 


d, with 140 watts peak. Em- 


410-120 volts, 60 cycle AC. Shpg. wt., 16 Ibs. 


89 SX 344. Only eee ai $5 Down. NET.. 74.95 


stereo or monophonic operation. 


43.95 


60 cycle AC. Shpg. wt., 10 Ibs. 
83 SX 976. Only $2 Down. NET 


NEW MODEL 630 BASIC FM TUNER. Beau- 
tifully styled basic FM tuner that employs 
a new concept in station selection. There is 
no moving pointer—instead, a fixed, ver- 
tical tuning ‘“‘eye’’ narrows to hairline width 
as stations glide across this point on a hori- 
zontally moving, transparent scale. Has 
variable, amplified automatic frequency 
control (AFC), which permits you to tune in 
weak stations that are adjacent to strong 
stations, without drifting. Employs heavy 
aluminum panel styled in brass and black, 
with black vinyl clad enclosure. Sensitivity: 
1.0 wv for 20 db of quieting. Controls: Var- 
iable AFC; Off-On/Volume; Tuning. Oui- 
puts: 2 FM outputs, plus multiplex output 
jack. 5 tubes; 2 diodes; EM84 tuning ‘‘eye’’; 
EZ80 rectifier. 4%x13%6x6%4". For 110-120 
v., 50-60 cycle AC. Wt., 10 Ibs. 

89 SU 446. $5 Down. NET....... 84.95 


NEW MODEL 380 STEREO FM-AM TUNER. Two 
complete tuners, combined on one chassis— 
broad-band AM and sensitive FM. Either 
tuner section can be operated individually 
for monophonic use, or in concert for stereo 
FM-AM broadcasts. Has multiplex output 
jack and cathode follower output for each 
channel. Unique, ‘‘dual stereoscopic’ tuning 
indicator for precision tuning of FM and 
AM tuner sections at the same time. Color- 
light indicators show mode of operation. 
FM section uses specially designed detector, 
thermally stabilized, and full stage of limit- 
ing. Sensitivity: 2 pv for 20 db of quieting. 
AM section has tuned RF stage for maxi- 
mum selectivity. Controls: AM Tuning; 
Selector (AM, FM, Stereo, Off-On); FM 
Tuning; 2 Level controls. 11 tubes; 6AF6 
tuning “‘eye’’; 5Y3 rectifier. 5346x14'14x12”. 
Less case, below. For 110-120 v., 50-60 
cycle AC. Shpg. wt., 1914 Ibs. 

89 SU 448. $5 Down. NET.......160.00 


High-Fidelity Components Are Availakie on Allied’s Easy Pay Plan 


Tops in versatility—perfect for use with any of the Eico basic 
stereo amplifiers described at left. Offers extremely low distortion, 
bordering on the unmeasurable. Separate low-level input in each 
channel for magnetic phono, tape head and microphone. RIAA- 
phono equalization; choice of proper NARTB tape head equaliza- 
tion for all tape speeds. Separate high-level inputs for AM tuner, 
FM tuner and FM multiplex. Two auxiliary A inputs (1 in each 
channel), and 2 auxiliary B inputs (1 in each channel). Inde- 
pendent level, and bass and treble tone controls in each channel, 
may be operated separately or together with built-in clutch. 
Convenient mode selector switch permits listening to each chan- 
nel separately, reversing stereo channels, and choosing either 


Sensitivity (input for 2 v. RMS output at 1000 cps): Magnetic 
Phono, 1 mv; Mic, 1 mv; Tape Head, 0.5 mv; High-Level inputs, 
0.17 v. Tubes: 5—12AX7/ECC83; 6x4 rectifier. Supplied com- 
plete with cover. 354x12x8%”. For operation from 110-120 volts, 


89 SX 339. Model HF85. Factory-wired. $5 Down. NET.... 64.95 


SUPERIOR MONOPHONIC HI-Fi COMPONENTS 


57g85 


Kit Form 


e © 


“Stereo 70” 


NEW! 


World-Famous Quality Component C 


AVAILABLE AS KITS OR FACTORY-WIRED [A seri 


Model PAS-2 Stereo Preamplifier Kit 


NET Performance acclaimed stereo preamp offering co 
plete control facilities. Some of its many featu 
$ 95 include: ‘‘Dyna Blend” control for variable chan: 
separation; DC heated tube filaments; four AC c 
venience outlets; etc. All critical circuit phase Sos 
$5 d pre-assembled on two printed circuit board: 
own sembly time is reduced to approximately 8 hours 
Frequency Response: + db, 6 to 60,000 cps. I! 
Distortion: less than 0.05% at normal output. Noise: less than 3/qqe— 
equivalent noise input on RIAA. Controls: Selector, Volume, Be 
ance, Blend, separate Bass and Treble for each channel, Tape Mor 2) 
tor switch, Power Switch, Loudness, Scratch Filter. Inputs: 3 ster’ 
low level— RIAA Phono, NARTB Tape Head, Special (for seco: 
phono, tape head or mike); 4 stereo high level—FM Multiplex, F 
AM, Auxiliary, Tape Monitor, Outputs: Audio, Tape Record 
Tube Complement: 4—12AX7/ECC83; 12X4 rectifier; selenium r 
tifier. With textured vinyl case. Size, 4x13x8”. For 110-120 volts, 
cycle AC. Shpg. wt., 11 Ibs. 


89 SX 313. Only $5 Down. NET.............0..00-200 59.9 Ci 
89 SX 326. Above, Factory Wired. $5 Down. NET..........99.9 NE 
Model “Stereo 70" 70-Watt Basic Amplifier K 14 
NET Designed for the audio connoisseur, this deluxe ur 1 
delivers 70 watts output (35 watts per channeée =— 


95 The use of printed circuitry permits constructii ~ 
in about 5 hours. Response: + db, 10-40,000 c.g 
IM Distortion: less than 1% at 70 watts. Out) enbiie 
$5 down Impedances: 4, 8 and 16 ohms. Hum and Now, 
better than 90 db below rated output. Featurp 
matched EL34 output tubes; stereo-mono swita~ 
etc. Size, 61%4x9 14x13”. For 110-120 volts, 60 cycle AC. Shpg. Wiee 


32 Ibs. ° 
92 SU 873. Only $5 Down, NEV... .. 6000 ee eee 99.9 
89 SU 323. Above, Factory Wired. $5 Down. NET.........129. Scns 


NEW Model “‘Dynatuner” FM Tuner Kit 3 i 


NET Dynakit presents a thrilling new FM tuner with Se 
perlative features and specifications. Engineered add 
#7995 exacting standards, the ‘‘Dynatuner’’ meets theees 


audio requirements of the most discriminating lifgyg” f 
ener. oe pee Secuies to speed com ie A 
time. coils pre-align so stations can " 
$5 down ceived immediately on completion of kit—IF sta ~ 
can be peaked using the EM-84 tuning eye as ®* SU 
indicator. A planetary drive arrangement is utilized for extrem@e® Dew 
smooth tuning—further simplified by the use of the EM-84 sli = 
rule type indicator tube. Additional features include the esi oo 


minimum phase shift IF’s, wide band detection, and linear desi 

The mixer-oscillator stage is screen coupled—provides uniform — 
across the entire FM band. Has provision for multiplex. 4x13xp 7 
For 110-120 volts, 60 cycle AC. Shpg. wt., 12 Ibs. Sx 
89 SX 898. Only $5 Down. NET.........- 200.000 eee 79.5 


89 SU 899. Above, Factory Wired. $5 Down. NET ....... 119. 
Model Mark Ill 60-Watt Basic Amplifier Kit “ 


Even a beginner can easily assemble this deluxe, 60-watt basic mi 
ophonic amplifier! Top features include: choke filtering for ab 

lute minimum noise; premium KT88 matched output tubes; € 
Frequency Response: = db, 6 to 60,000 cps. Distortion: IM, Bios ¢ 
than 1% at 60 watts. Harmonic, less than 1% from 20 to 20, 

cps at 60 watts, +1 db. Noise: —90 db. Output Impedances: 4, 8 Aen 

16 ohms. Tube Complement: 6AN8, 2—KT88; GZ34 and selenif, s= 
rectifiers. Size, 634x9x9”. For 110-120 volts, 60 cycle AC. Shiites Se 


wt., 28 Ibs. ™ 
83 SU OOA. Only $5 Down. NET..........2..0000 2000 79.<= 
MARK Il BASIC AMPLIFIER. Above, factory wired. == 
89 SU 324. Only $5 Down. NET...........00 00sec cee 9S 


Economically priced, 40-watt basic amplifier kit. Response: * Ya G 
10-40,000 cps. 1M Distortion: less than 1% at 40 watts. 2—El ihe 
output tubes. Output Impedances: 4, 8, and 16 ohms. 6%4x14x5”. I 


110-120 v., 60 cycle AC. Shpg. wt., 20 Ibs. NE 
89 SU 321. Only $5 Down. NET.........0 000 c cece eee 59.5 5 
89 SU 325. Above, Factory Wired. $5 Down. NET..........79. \\' 


83 SX 005. PAM-1 Monophonic Preamp Kit. Requires PS-1 (belc —-_ 
when used with other than Dynakit amplifier. 7 Ibs. NET....34.~ 


83 S 037. DSC-1 Stereo Control Kit. 2 Ibs. NET.. 
89 S 328. Above, Factory Wired. NET................50-5 


Express Shipment Recommended for High-Fidelity Equipment 


S| 


ent CITATION High-Fidelity Kits 


series of superbly engineered components embodying outstanding 
of audio design. Available both in kit and factory-wired form. 


riable chann 
; four AC co 
uit phases 2 
it boards—« 
itely 8 hours. 
0,000 cps. I! 
‘less than 3 
Volume, Ba 
el, Tape Mor 
nputs: 3 stere 
ial (for secon 
Aultiplex, F 


ape Recorde Citation Il 
; selenium re 
0-120 volts, é 
aa 59.9 gs Ill FM Tuner Kit 
99.9 Distinctively styled, highly 
Pm sensitive a tuner ew _ 
turing novel front-en le- 
nplifier K » 095 sign utilizing ‘‘Nuvistor"’ 
subminiature precision tube. 
his deluxe um Provides sensitivity of 0.65 
per channel «6. Case —_—-microvolts for 20 db quiet- 
$ constructi¢ ing with virtually no distor- 
10-40,000 ch. Front end and converter-IF subas- 


watts. Oulp _—blies are factory assembled and aligned 

im and Note. convenient building. Two separate 

tput. Featuliyarsonval movement tuning meters for 

-MONO SWItC semal strength and center channel tuning 

AC. Shpg- Wisse also used for final alignment of the 

99.9- miters and discriminator without special 
eest equipment. 


129.9 pea. military-type terminal board as- 
sembly improves stability. Includes AFC 


ner Kit r lock-in” tuning, front panel volume 

7 trol, three-position local/distance 
tuner with Seesrch, and squelch control. Has provision 
Engineered ) © addition of multiplex adapter. Charcoal 


er’ meets tiie wn and gold. Less case, below. 6x1474x 


Citation Il 
Stereo Basic Amplifier Kit 


This professionally-designed 

NET precision-engineered stereo 
basic amplifier delivers 60- 

$ 95 watt output per channel for 
120 watts of virtually dis- 

tortionless stereo or mono- 

Less Case phonic reproduction. Up to 
260-watt peaks to effort- 
lessly drive even the most inefficient speaker 
systems. Extended frequency response goes 
two octaves above and below range of 
hearing—produces transparently smooth 
sound. Employs four KT88 audio output 
tubes, each with its own bias adjust poten- 
tiometer. Power supply consists of 4 silicon 
diode rectifiers, filter choke and heavy-duty 
electrolytics and potted power transformer. 
Frequency Response: +0, —1 db, 18-40,000 
cps. Harmonic Distortion: less than 0.5% at 
full power; Intermodulation Distortion: less 


eT I — 


* . 
Citation | Stereo Preamp Kit 

Advanced engineering tech- 

NET niques keynote this deluxe 

stereo preamplifier. Features 

$ 95 include: military-type con- 

struction with phenolic ter- 

minal boards; professional 

Less Case step-type tone controls 

which compensate for the 

inadequacies of speakers, room acoustics 

and variations in program material; sepa- 

rate equalization for low and high frequen- 

cies; DC heated filaments and low noise 

resistors for hum-free performance. Nothing 

has been overlooked to give the listener 

complete control over program material. 


Frequency Response: +0, —0.5 db, 5-80,000 
cps. Distortion: less than 0.05% at 2 volts. 
Controls: Function Selector (Aux, Tape 
Amp, Tuner, Phono 1, Phono 2, Tape 
Head); Made Selector (Stereo, Blend, A/B, 


Channel A, Channel B); Blend Control 
(also for adjusting third-channel output); 
Equalization (2); Tone (2); Balance; Phas- 
ing; Channel Reverse; Contour; Tape Mon- 
itor; On/Off. 6x1474x1214”. For 110-120 v., 
og cycle AC. Less case, below. Shpg. wt., 
31 Ibs. 

89 SU 356. $5 Down. NET...... 159.95 


riminating li/1))4". For operation from 110-120 v., 50-60 
peed asseml~ de ‘AC. Shpg. wt., 32 Ibs. 


be 
it IP stage? SU 886. $5 Down. NET. ..... 149.95 
29.95 


ning eye as "89 SU 887. As Above, Factory Mee 
1 for ae ROM ORT S F505 a eae egies 
e EM-84 slic, ~ 
- ODEL WC-1 WOOD CASE FOR ABOVE. 
ade the use ie shed in attractive, hand-rubbed walnut 


than 0.5% at full power. Hum and Noise: 
better than 90 db below 60 watts. Military- 
type construction. Gold and brown. 9x16¥x 
1144”. Less case, below. For 110-120 v., 50- 
60 cycle AC. Shpg. wt., 71 Ibs. 

89 SU 357-2. $5 Down. NET....1I59.95 
89 SU 359. As Above, Factory-Wired, 


d linear desig TMI IDE. Shoe ett $10 Down. NET. .....0 eee ceo 29.95 89 SU 358. As above, Factory. Wired, 
ri uniform gam > = Only $2 teeny signe Catia AC Il METAL CASE FOR ABOVE. 2 a $10 Down. NET............00205 49.95 
e MCS SU; NEE, .. 2:3: ae 29.95 OF SK SOR WE oon a a ch 89 SX 360. Walnut Case For sake 895 


Citation IV Stereo Preamplifier Kit 
se : Compact stereo preamp that embodies many features of 
slifier Kit NET 


vatt basic me 
ering for abs 


the deluxe Citation I (above). Provides ‘‘flat’’ response 
from a point 2 octaves below to a point 2 octaves above 
the normal range of hearing. Separate bass and treble 
controls for each channel may be eliminated from circuit 


put tubes; el by special defeat switch on front panel. DC on all fila- 
ortion: IM, le sass Case ments and low-noise resistors reduce hum; military-type 
m 20 to 20,0 wiring boards for extra rigidity. Continuously variable 


dances: 4, 8 alijencd control adds center fill as required. Frequency Response: +0, —Y%Z 
4 and selenivg™ 5-80,000 cps. Distortion: less than .05% at 2 volts. Controls: Func- 
ycle AC. Shite Selector (Aux, Tape Amp, Tuner, Phono-RIAA, Phono-LP, Tape 


¥F ; Mode Selector (Stereo, Reverse, A/B, Channel A, Channel B); 

eee 79. Tiend: Tone (4); Balance. Contour switch, rumble and scratch filters, 

‘epe monitor switch. 2 tape outputs. 554x1474x11”. Brown and gold. 

99. (Less case, below. For 110-120 v., 50-60 cycle AC. 25 Ibs. 

ie. BS SU BBS. Only $5 Down. NET..-.......0.0. 00.000. 0022- MY.95 

lifi Ki e? SU 889. As Above, Factory-Wired. Only $5 Down. NET.....189.95 

pliner Kilo sx 892. Wood Case. In walnut. Shpg. wt., 3 Ibs, NET..... 29.95 
sponse: = VC 


Citation V 80-Watt Stereo Basic Amplifier Kit 


Moderately priced version of the Citation II (above). 


watts. 2—EL 
614x14x5". F 


NET Delivers 40 watts per channel for 80 watts of superb 

pte’ 59.5 stereo or monophonic reproduction. High quality com- 

79.4 5 95 ponents include grain-oriented steel output transformers 

ar ae f for clear, powerful low frequency response. Response: 

PS-1 (bel +0, —1 db, 7-45,000 cps. Harmonic Distortion: less 

es PS-1 ( © less Case than 0.5% at full power. IM Distortion: less than 0.5% j 

34, at full power. Hum & Noise: Better than 85 db below ee 

59.@@ watts. Includes bias meter and military-type terminal boards. 


Sy, bt §)4213%x11%”. Less case. Gold and charcoal brown. For 110-120 v., 
*s. 2% lbs.8.98-60 cycle AC. Shpg. wt., 40 Ibs. 


eee 14.989 SU 890. Only $5 Down. RF an case 3 MOLDS 
12.@% SU 891. As Above, Factory-Wired. Only $5 Down. NET.....179.95 
18. ‘@P SK 893. AC V Metal Case For Above. Wt., 2 Ibs. NET.. -- 9.95 


See Pages 44-45 For Other Harman-Kardon Hi-Fi Components 53 


FAMOUS FOR SMOOTH, 
NATURAL SOUND AND 
LOWEST DISTORTION; 
MANY THOUSANDS IN USE 


Tested in Leading Acoustic Laboratories. Built by skillec 

American and British craftsmen, Knight hi-fi speakers are made # 
with the finest equipment available. They are also given thoroug! © 
listening tests under simulated home conditions, to assure you 0 
superlative quality and performance. = 


; 


Universal Hi-Fi Speaker Favorite 


WIDE-RANGE PERFORMANCE. Employs 
special, 3-element design for low-distortion v 
coverage of the entire audible range. c 


WOOFER. 12” bass 
cone for rich, full 
"tows" free of harsh- 
ness, 


MID-RANGE. Spe- 
cial axially mounted 
radiator. 


me 


TWEETER. Sepa- 
rate, compression 
driver and horn. 


RIGID CAST FRAME. Maintains \ 


structural stability for permanent, 
exact alignment of all moving parts. 


Knight KN-BOOA 3-Way, 12° Speaker sre 


' Free Air Resonance: 50 cycles. 
-FAMO ANDARD OF HI-Fi PERFORMANCE . 
ONLY A WORLD-FAMOUS STAND °o Pi ORMANC' Power Capacity: 25 watts. 


c ¢ Reliable, Tried-and-Proven 3-Element Design | Overall Response: 35 to 15,000 cps. 
$ OF e Offers Precisely Balanced Bass, Mid-Range, Treble ' Magnet: 1% Ibs. ceramic. 
e Unusually Efficient; Works Well in Any Enclosure : 
¢ Conservative Specifications . . . Outstanding Sound ' Guaranteed for One Full Year 
$2 vown e Made Under Careful, Quality-Controlled Conditions 


Now recognized throughout the hi-fi world for its efficient and unusually 

dependable performance, the KN-800A’s outstanding 3-way design leads KN-810A 15”, 3-Way Speaker 
the field, surpassing all other speakers of this type. It offers splendid sound Similar in construction to th 
in horn, reflex or shelf enclosures, and it works beautifully even with low- KN-800A, but with larger 15” woo « 
power amplifiers. Its separate sound-radiating elements—a full 12” bass er cone, the KN-810A is designed ts 
cone, axially mounted mid-range cone, and diffraction-horn tweeter—em- provide an extra measure of ba: 
ploy two crossover points for nearly distortionless reproduction. A me- response in any enclosure. Frequenc 
chanical crossover separates bass and mid-range elements, and built-in response is 30 to 15,000 cps. Re: 
electronic crossover gives a smooth transition from mid-range to high fre- nant frequency,4 0 cps. Power hani 
quencies. As a result, the sound you hear from the KN-800A is a near- ling capacity, 25 watts. Impedan 
perfect blend, with no annoying ‘‘steps’’ between audio ranges. Use a pair 16 ohms. Depth, 9”. Made in US 
of these outstanding speakers for brilliant results in your stereo music system. Shpg. wt., 15 Ibs. 


x 
Bass and mid-range cones are driven by a special-design, 134 lb. ceramic 35 DX 759. $5 Down. NET. ..54.9 
magnet. Rigid cast frame of the KN-800A maintains permanent, exact 


voice coil alignment through its structural stability. Smooth-operating level For your complete protection—all 
control—attached to the tweeter on a 30” cable—permits adjusting high- parts, workmanship and per- 
frequency brilliance to suit personal tastes or to match room acoustics. formance specifications of Knight “ 
Complete with calibrated dial and control knob. Impedance, 16 ohms. High-Fidelity Speakers are un- — 
Depth, 8”. Made in U.S. Shpg. wt., 12 Ibs. conditionally guaranteed for one 
35 DX 754. Only $2 Down. NET.........----2 2c eee ee ete 44.95 full year from date of purchase. - 


54 Knight High-Fidelity Speakers are Sold Exclusively by Allied Radio 


rs Superior Design—Unconditional, One-Year Guarantee 


It by skiller 

rs are ma® & “Best Buy’ in Every Price Range. No 

yen thoroug! wetter what the size of your budget is... or 

issure you @ met your music system plans may be... 
bere is a superior-design Knight speaker to 
@ your needs, 


KNIGHT ENCLOSURES. Luxuri- 
ously styled and skillfully designed to 
bring out the best from the speaker of 
your choice. Kit or assembled units. 


vorite| “The Big One”—for Solid, [KG ad Y e 
Extra-Low Bass Response 


=mploys 
mortion UNSURPASSED QUALITY AT ITS PRICE 
CHECKITS MANY FEATURES IN THIS X-RAY VIEW 
Y%-INCH THICK 
STYRENE CONE 
12° cellular polysty- 
rene bass cone, 
4.6-LB. MAGNET 
For high power ca- 
pacity and superior 
damping. 
EFFICIENT 
TWEETER 
Compression-type, 
rectangular horn. 
An | HEAVY CAST 
AWS FRAME 
: \ Massive, one-piece 
XX cast alloy frame. 
Sn SALSA ES | KN-600HC 12° High-Compliance Speaker 
ONS SPECIFICATIONS ! 
oe Free Air Resonance: 25 cycles. | ONLY RIGID POLYFOAM CONE—HEAVY MAGNET 
Ss. Power Capacity: 50 watts. ' ¢ Af) e Features Ingenious Acoustical Engineering Throughout 
. 15,000 cps. Overall Response: 25 to i 1) a iL ww e %4'-Thick Polystyrene Woofer Cone For Authentic Bass 
18,000 cycles. ' wn e Compression-Type Tweeter-Driver with Rectangular Horn 
ar ' =e ss e Rugged Frame Design; Heavy, 4.6-lb. Ceramic Magnet 
Full Year oe Magnet: 4.6-pound, ; $5 DOWN e Precision Electrical Crossover Network—Built in 
jade Guaranteed for? Full Year =; A radical innovation in high-fidelity speaker design—there’s no other like it! 
Speaker... 2S The rugged KN-600HC is unique in audio technology. It features a cellular 
polystyrene bass cone, 4” in thickness, that is so rigid it can actually 
on to th support a man’s weight—yet it weighs little more than one ounce! A damp- 
er 15” wool GIVES YOU SOLID, EXTRA LOW ing compound-impregnated, woven suspension provides high compliance 
designed t BASS IN ANY ENCLOSURE and permits the cone to follow electrical pulses from the amplifier accu- 
ure of bas ; rately, and with excellent recovery. Highly realistic ‘‘presence’’ is achieved 
Enclosure size and through careful matching of its low and high-frequency elements. Axially 
type of loading are mounted, compression-type tweeter features rectangular diffraction horn 
not critical with for distribution of highs over a wide area. Built-in electrical crossover net- 
the KN-600HC. Its work divides the sound into optimum low and high ranges; has brilliance 
unique design and control on 36-inch cable for adjusting tweeter to match room acoustics. 


low resonant 
frequency, give you 
deep, true bass in 
any baffle. 


Here is 30 pounds of precision in a capable, rugged speaker, suitable for use 
in even the most compact of “infinite baffle’ enclosures. It will give you 
peak performance in virtually any enclosure; highly recommended for use 


ection—all 


and per- in pairs for breathtaking stereo sound. Extra-heavy, 4.6-lb. ceramic magnet 
pat Knight + aSTING QUALITY. Evident from its Offers high power handling capacity and excellent damping. Massive, cast 
| are un- —2ssive construction; heavy-duty, 4.6-Ib, alloy frame maintains perfect voice coil alignment. Imp., 8 ohms. Depth, 
d for one <eramic magnet; and precision voice coil 914”. Made in U.S. Shpg. wt., 30 Ibs. 

urchase. made of copper ribbon. 35.DU 755. Only $5 Down, NET. : 02. 0.202025 -- 663-5 eee 64.50 


Depend on Knight for the New and Different In High-Fidelity Components 39 


Resteriaa Deluxe Speakers | 
Our Finest Quality 12” and 15” Speakers 


SS. Uf 

TWEETER MAGNET ‘ WOOFER 
- Compression-Type Unusually heavy mag- Vacuum-formed wooft 
Lg tweeter with phase- nets assure high effi- cone has speciall 
| correction chamber for ciency and lowest dis- treated edge susper 
: ; clean, wide-angle highs. tortion. sion; finest materials. 


Precision-Built to Allied’s Specifications in Englan’ 


AS LOWAS The finest in advanced acoustic design, these hig! 
.~=e5 em compliance, high-efficiency speakers deliver super 
. h reproduction. Outstanding in every detail, they ai 
precisely built by British craftsmen and feature thre 
elements for ultra-smooth bass, mid-range and treb 
$5 DOWN reproduction. Vacuum-formed woofer cone with chen 

ically treated edge-suspension has 25/35 cps resonance 
Mid-frequency radiator cone is mounted in center of woofer; tweete 
with rectangular exponential horn provides wide-angle high-frequenc 
dispersion. In addition, the custom-quality double-section, 2-coi 
2-capacitor crossover network is mounted directly onto the rigid, extr 
heavy die-cast frame. Mechanical crossover at 2000 cps; electrical cros 
over, 5000 cps.Wired-in, L-pad high-frequency level control on 72” cabl 
Massive magnet structures assure high concentration of magnetic fli 
in voice coil gap for distortion-free reproduction of even the most powe 
ful bass passages. Magnet materials are highly efficient Alcomax I 
(KN-815A), and new Magloy “X” (KN-850). Impedance, 16 ohms. 


NEW MODEL KN-850 12” SPEAKER. Shpg. wt., 3534 lbs. 
95. BUST Only $5 Detn MEN aos hwo oe ees oS 79.5 


MODEL KN-815A 15” SPEAKER. Shpg. wt., 3714 lbs. 


ll tell OI / 
— 


35 DU 758. Only $5 Down. NET....... . 89.8 
SPECIFICATIONS 
KN-850 12” SPEAKER KN-815A 15° SPEAKER 
Free Air Resonance: 35 cycles. Free Air Resonance: 25 cycles. 
Overall Response: 30-20,000 cps. Overall Response: 25-20,000 cps. 
Magnet Weight: 5 Ibs. Magnet Weight: 6% Ibs. 
Magnet Material: Magloy “X” Magnet Material: Alcomax Ill. 
Crossover Network: Dual-Coil, dual- Crossover Network: Dual-coil, du 
capacitor, with high-frequency level capacitor, with high-frequency let 
control on 72” cable. control on 72” cable. 
Power Capacity: 50 watts. Power Capacity: 50 watts. 
Total Flux: Over 200,000 maxwells. Total Fiux: 227,000 maxwells. 


Knight Deluxe 8” Hi-Fi Speaker 


Employs the precise workmanship re- 
served for the finest of audio products. 
Incorporates as much in design as it is 
possible to build into a speaker of this 
size. Provides clean sound with plenty SPECIFICATIONS 
of bass; tops in mid-range and highs. 

Vacuum-formed, hyperbolic cone with Overall Response: 40-13,000 cps. 
silicone-treated edge suspension; 1.4-Ib. Magnet Weight: 1.4 Ibs. 
Alcomax III magnet; rigid die-cast 
frame. Imp., 16 ohms. Wt., 10 Ibs. Magnet Material: Alcomax Il. 
36 BTA NEU isi. eck 18.95 Power Capacity: 20 watts. 


56 Knight Hi-Fi Speakers Are Featured in Allied Music Systems 
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WIDEST RANGE; 
LOWEST COST 


Quality 8” Speaker 


ONLY @ Made in England 


to Allied Specs 


® Special Hyperbolic 
Cone Shape 


An excellent value at this low price, 
the KN-808 is a fine choice for low- 
cost music systems. Carefully built 
to Allied’s specifications by British 
craftsmen, it features a soft-suspen- 
sion, hyperbolic cone for bass repro- 
duction with astonishing fidelity. 
Mid-range and highs are brilliantly 
clear without shrillness. 


The KN-808 is an ideal ‘‘space- 
saver.’’ It is perfect for use as an 
extension speaker, or as a_ high- 
quality replacement speaker in 
radios, TV sets, phonographs, etc. 


Offers wide-range response: 50 to 
12,000 cps. Power handling capacity, 


15 watts. Impedance, 16 ohms. 
Shpg. wt., 3 lbs. 
BSIDK' 761 WET. os. ees 9.95 


Crossover 
Network 


SPECIFICATIONS 
Response: 3,000 to 18,000 cps. 
Crossover: 3500 cps. 

Dispersion: 180°. 


Power Handling Capacity: (in con- 
junction with woofer): 25 watts. 


Magnet Weight: 6 oz. 
impedance: 8 or 16 ohms. 


Knight High-Fidelity Speakers Are An Exclusive Product of Allied Radio 


Unusual Value 
12” Hi-Fi Speaker "sz2o | 


MANY EXPENSIVE 
SPEAKER FEATURES 

CERAMIC MAGNET. 
Ring-type; for efficient 
concentration of flux 
density in speaker air 
gap, low leakage and 
great strength. 


DUAL-CONE DESIGN. Woofer 
for maximum bass; smaller cone 
for clear mid-range and treble. 


Economy Champion 12” Speaker 


GIVES YOU THE MOST FOR YOUR MONEY 
ONLY 


*16 


® Rigid, Die-Cast Metal Frame; Ceramic Magnet 
® Edge-Wound 2” Voice Coil on Fiberglas Form 
© Shallow Construction—Ideal for Custom Mounting 


Presenting an unexcelled economy champion—the Knight KN-820 12” hi-fi 
speaker with dual-cone construction. Priced so low, you can buy two of 
these excellent speakers for less than you would pay for most single speakers 
of comparable quality. Carefully made to rigid specifications, the KN-820 
employs two cones for richer sound; large cone for full, smooth bass, and 
smaller cone for efficient reproduction of mid-range and high-frequency 
sounds. Features include: edgewise-wound, copper ribbon voice coil; per- 
fectly molded, durable fiberglas coil form; voice coil assembly sealed against 
dust; efficient, ring-type ceramic magnet; rigid, cast-metal frame for per- 
manent centering of all sound-reproducing elements, shallow frame design 
—less than 4” in depth! Get the most for your hi-fi dollar with this magnifi- 
cent bargain! Made in U.S. Shpg. wt., 6 lbs. 

SECT SEI URE 2 ness tig Poco sah o's ER RT RE give alana ae 16.95 


SPECIFICATIONS 
Response: 40 to 13,000 cps. Mechanical Crossover: 4500 cps. 
Capacity: 20 watts; 40-watt peaks. Voice Coil Diameter: 2’. 
Resonance: 40-55 cycles. Flux Density: 10,500 gauss. 
impedance: 8 ohms. Voice Coil: Copper ribbon. 
Magnet Weight: 12 ounces. Frame: Die-cast zinc. 


KN High-Frequency Package 


For converting any single-cone speaker into a highly effi- 
cient, 2-way speaker system. Provides clean, wide-range 
response from 3000 cycles to beyond 18,000 cycles. Quickly, 
easily installed in any enclosure. 


Tweeter, Crossover and L-Pad Combination 


ONLY No finer, easier way to add “highs’’ to your present 
Pa a single-cone speaker system! Top specifications of the KN 
$4 2 vs I tweeter package are lab-tested and certified—proof of 
iO its superiority! Components include: VHF Tweeter, L-C 


type Crossover Network in sealed housing, and integral 
L-pad Level Control. The tweeter employs a flanged, cast exponential horn 
and diffraction principle to achieve wide dispersion of highs. Generous mag- 
net and efficient design permit unusually-high output free of distortion. Can 
be mounted inside your cabinet (tweeter cut-out template is supplied), or 
can be placed atop cabinet. Made in U.S. Shpg. wt., 3 Ibs. 
35 DI 7625 NET. cuaiesieb.. ccgains uae cy) alee) » eigen 18.95 


Save Most on | BRONSKE 


Improved version of a sensationally suc- 


RY, cessful speaker system! The original 

$ 50 KN-2000 won itself a legion of fans with 
its unusually clean sound—and the new 

KN-2000A is even better! Each of its 

7 inner components is designed to excel in 


a specific job—combined, they provide 
sound reproduction that is rich and 
pleasing. Components include: high-compliance, 12” 
woofer with long-throw voice coil capable of long cone 
excursions for superb bass; special-design, 8” mid-range 
speaker for adding ‘‘presence” to the overall acoustic 
effect; compression-type tweeter with exponential horn 
for wide-angle dispersion of highs; and tuned duct for 
natural bass. Also includes L-C type crossover network 
and level control for regulating treble response. Com- 
pact in size, you can use the KN-2000A in either upright 
or horizontal position. 


ALSO AVAILABLE IN THREE FINISHES 


High-Compliance, Unfinished 3-Way Speaker System 


ame High-Compliance. . Hi 


Superlative Valu 
Speaker System 


Incorporates: Acoust 
cally Precise Enclosure... 
12° High-Complianc 
Woofer . . . Special-D 
sign 8” Mid-Range Spea 
er... Compression-Ty; 


Kit 


SPECIFICATIONS: Frequency Response: 30 to 19,000 cps 
Harmonic Distortion: \ess than 2% from 50 to 15,00€ 

cps at average room level. Power Handling capacity 
40 watts music waveform. Impedance: 8 ohms. 


Precision-built, hardwood enclosure is smooth sanded— : C 
you can complete it in the finish of your choice— © 
it’s easy and it’s economical (low-cost furniture finishing  ¢. 
kits are listed elsewhere in this section). Cabinet 1 

durably constructed of 34” wood and all panels are care . ~» 
fully braced to eliminate vibrations. Natural beige grill — 
cloth; blends easily with any furniture mode or deco ——~ 
rative scheme. Overall size, 137%” high, 2634” wide — ~ 
1234” deep. Shpg. wt., 45 Ibs. <4 
35 DU 736. Only $5 Down. NET................ 74.50 


FINISHED MODEL KN-2000A SPEAKER SYSTEM. As above The 
but in mahogany, limed oak or walnut. Finished on 4 sides "> 
35 DU 764C. Specify Finish. NET............... 84.50 


Low-Cost KN-280 2-Way Systen=: 


Paz 
The deep, smooth bass that only a high 1k 


compliance unit can provide—at a pric see= 
within easy reach of any budget. Care 5. 
fully engineered, the KN-280 provide .--. 
rock-bottom bass, sparkling mid-range .o., 
$2 down and transparently clear treble. Ha — + 
high-compliance, 8” woofer with over 
size voice coil and flexible-fold suspension for extremel s... 
long cone excursion and boom-free bass; precision tune( jet 
duct; and 314” tweeter for cleanest highs. Carefulh.... 
assembled and tested, each KN-280 gives you thse. 
laboratory-verified, audible response of 36-13,000 cycles ss , 
It is a magnificent value at this unusually low price 
Purchase two KN-280’s for your stereo music system— 
you'll like the sound they provide! Fat 
Also features electrical L-C-type crossover networl ==> 
with level control for adjusting tweeter response. Ca ~™ 
pacity, 25 watts. Impedance, 16 ohms. Size, 1214x24:"™* 
1014”. Finished on four sides in mahogany, limed oak o> ' 
walnut veneers. Shpg. wt., 284% Ibs. 
35 DU 765C. Specify Finish. NET............... 49.9% 


e.. High-Quality Shelf Speaker Systems 


YSTEM—NOW IN 
EY-SAVING 


Enclosure.. 
omplianc 
Special-D. 


Electrostatic Radiators 
KIT IN UNFINISHED KORINA VENEER; 


ASSEMBLED, FINISHED MODELS AVAILABLE (SEE BELOW) 


m Kit Version of Our Phenomenal KN-3000A Speaker System! [22004 


en ea WITH TWO PATENTED ARTHUR JANSZEN DESIGN ELECTROSTATIC TWEETERS 

o 15, 

1g capacity. ONLY MODEL KN-3000A-K. Originally designed for critical broad- EMPLOYS ONLY THE 
ns. 50 cast and professional applications, and a tremendous fa- FINEST COMPONENTS 
denen $ vorite with discerning audio enthusiasts—now available in 

aroNeicees low cost, money-saving kit form! Kit includes everything 


eeiuichin you need to build what is acknowledged as one of the finest 
Cabiliet f $5 down high-compliance speaker systems available today. Its 
q actual sound-reproducing elements are a precisely made, 
| beige grille 12" high-compliance woofer and dual Janszen electrostatic tweeters, for a 
don onrtana quality of reproduction rarely achieved. When fully assembled, this extraor- 
2634" wide cinary speaker system provides clean, extended high and low frequency 
s response of 30 to 25,000 cycles. At full 50 watts input, distortion is held to 
74.5 285 than that of many high-quality amplifiers! 


els are care: 


4. As above Phe unique 12” woofer features a high-compliance cone whose weight dis- 
don 4 sides tribution is controlled with great precision by special-design aluminum 
.... 84,50 mings. Even the lowest tones of organs or bass musical instruments are 
reproduced with surprising realism. Two patented, Arthur Janszen electro- 
static radiators (push-pull type), disperse purest highs over a wide listening 
area. These high-frequency speakers are renowned for their superior ability 
Systen to reproduce treble frequencies to inaudible limits. 


. , Panels for building the sealed enclosure are of 34” hardwood, and employ 
only a high tck-miter joints throughout. Unfinished Korina veneering is used for ex- 
e—ata Gare ternal surfaces—you can paint it in the color of your choice, or use our 
ware ar€ jow-cost furniture finishing kits (described elsewhere in this section), to 
80 provide srtain a professional cabinet finish in the color of your choice. Kit includes: 
z mid-range woofer, tweeters; pre-wired power supply; acoustic fiberglas damping 
treble. Ha saterial; and all parts. 

r with over 

or extremel| Savings are a substantial $25.00 over cost of assembled, finished unit 
cision tune€( Below! Size when assembled, 14x2614x13". Can be used in upright or hori- 
s. Carefull|sontal position. Made in U.S. Tweeters have off-on switch; operate from 
es you this10-120 v., 50-60 cycle AC. Shpg. wt., 50 Ibs. 


3,000 cycles 35 pu 767. Only $5 Down. NET.........0.. 000.0 eee ce cece ce eeees 99.50 
y low price 


“tem” Factory-Assembled, Finished KN-3000A Speaker System 


ver networl =ssembled by professional craftsmen, and given a gleaming furniture finish. 
ssponse. Ca Pimest genuine hardwood veneers. Tested and ready to use. Mahogany, 
re, 1214x24)Hmed oak or walnut. F 

i udicdi OO SOC I Fanish. NET. 2). 5c esate ess dawe ged ileet 124.50 


danszen Electrostatic Radiators—a 
Knight exclusive. Push-pull, dual high- 
frequency units of patented design. Offer 
full-range response and unmatched low 
harmonic distortion. 


High-Compliance 12° 
Woofer featuring 
weighted conein solid, 
die-cast alloy frame. 
Heavy-duty, sintered 
ceramic magnet for 
extremely dense flux. 


Premium Power Sup- 
- ply for tweeter bias 
voltage and filter net- 
work. Pre-wired; high- 
quality construction. 


SPECIFICATIONS 
Frequency Response: 30 to 25,000 cps. 


Harmonic Distortion: At full orchestral 
level, 0.16% (4000 cps); 3% (60 cps). 


Capacity: 50 watts music waveform. 
impedance: 8 ohms. 


po Ys A9.95 Enjoy Superlative Stereo with a Pair of Knight High-Compliance Speaker Systems 39 


ee ee 


Exciting New | < BX@N@RGsa0s We Products... 


Designed from the ground up by special- 
ists skilled in every phase of high-fidel- 
ity, the new KN-840 Stereo Headset is 
| your key to thrilling new adventures in 
stereo listening. A marvel of fine audio 
engineering, it offers undistorted, full- 
range response, plus light-as-a-feather, 
aluminum alloy construction. If you 
have not tried private stereo headphone 
listening, then do so at your earliest convenience. You'll 
discover a remarkable new experience in musical real- 
ism that you can enjoy in complete privacy—free of 
external noises and without disturbing others! 


$2 down 


For monitoring use while tape reeérding live perform- 
ances, there is no finer choice. Two-way adjustment 
permits the KN-840 to fit so perfectly and “‘ride’’ so 
lightly, you are totally unaware of it—never diverts you 


FOR NEW THRILLS IN STEREO LISTENING .. 


NEW Stereo Headset With Exclusive Features — 


1 Die-Cast Aluminum Frame 
Pieces; Attractive, Feather-Light 


2 Dual Adjustment for Maximum 
Wearing Comfort Without 
Fatigue 


3 Precision-Built Full-Range 
Electrodynamic Drivers 


4 Unique Hyperbolic Baffle 
Design for Uniform Response 


5 Exclusive “Flexiform” Seals 
Prevent Loss of Bass Response 
Without Annoying Pressure 


GM Professional High-Fidelity Stereo Headset 


- FOR TAPE MONITORING USE 


This feature, plus its beautifully balanced sound (no 
“boomy” bass or ear-drilling highs), make it a ‘‘must” 
item for accurate tape monitoring. Each earcup is 
actually a carefully designed hi-fi speaker featuring 
efficient, electro-dynamic driver and hyperbolic baffle, 
for truest sound. Acoustic mesh in driver cavity pro- 
vides level, uniform bass response. Built to last, the 
attractively styled KN-840 successfully avoids the 
bulky, complex look of many ordinary headsets—it is 
trim and neat in appearance. Response: 20 to 16,000 
cps. For low-impedance outputs: 16 to 600 ohms. With 
3-ft. cord. Shpg. wt., 2 lbs. 

35 DX 706. Only $2 Down. NET................. 22.95 


KN-841 CONTROL UNIT. 
For chairside control with 
the KN-840 headset. Con- 
trols: Balance, Volume, 
Stereo-Mono. 1 lb. 


KN-842 MATCHING STEREO 
TRANSFORMER. Matches 
high-impedance outputs 
to the KN-840 headset. 
Plug-in installation. 1 lb. 


from paying complete attention to the recording. 90 R 874, NET....... 5.95 90R 875. NET...... 5.95 


Sensational New Knight Stereo Controlled 


® Provides Concert Hall Effect in Any Room 
e Enriches Sound Without Affecting Fidelity 
e Easy to Installi—Full Instructions Included 


ONLY 


549” 


$2 down 


For stereo hi-fi systems with separate preamp 
and basic amplifiers, or stereo amplifiers with 
Tape Monitor switch. Adds an exciting new 
dimension of sound to recorded or broadcast 
music. More than an “echo,” the KN-701 is an 
electro-acoustic reverberator that almost ex- 
actly simulates sound reflecting panels used in recording 
studios. Converts acoustically ‘‘dead” rooms and old, lifeless 
recordings, into spacious, exciting musical experiences, with- 
out affecting fidelity! Includes: Hammond Type 4 Reverbera- 
tor Unit, 3-tube amplifier-mixer circuit with self-contained pow- 
er supply and reverberator control, hardware and instructions. 


35 DU 705. Only $2 Down. Net........-..--.2-2----- 49.95 


Lets You Regulate 
60 the Amount of Reverberation—from | 
Zero to Louder than Source Music! 


atures | 
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Designed to Greatly Increase Your Hi-Fi Enjoyment 


BEAUTIFULLY STYLED, 
LOW-COST 
HIGH-FREQUENCY SPEAKER 


1 “Contemporary Classic" Design—Adds 
Elegant Styling Touch to Any Room 

2 Ingenious Curved Element Provides Full 
90° Sound Dispersion—No Blank Spots 

3 Built-in Crossover Network, Balance 
Control and Power Supply 

4 Efficient, Push-Pull Low-Distortion 
Design for Clean Highs from 1000 cps 


Add-On Electrostatic Tweeter for Brilliant Highs 


A FULLY TESTED 
AMERICAN PRODUCT 


COMPLETE WITH BUILT-IN CROSSOVER, BALANCE CONTROL AND POWER SUPPLY 


Bright new star in the audio world and 


egg rapidly gaining widespread acceptance, 
¢fygags the KN-825 “Add-On” Electrostatic 
7~sYy Tweeter offers superior reproduction of 
Z eh treble frequencies. Precision-made and 
fully tested, it provides high-frequency 

$2 down 


sound of gem-like clarity, brilliance and 
realism. Unusually efficient, it can be 
used to improve the performance of any woofer. An 
ingenious level balancing control allows you to reduce 
woofer level by turning in one direction, and by turning 
the control the other way, you can attenuate the 
tweeter. You get sound that is perfectly balanced to 
match your own personal listening tastes—and there’s 
absolutely nothing else to add or buy! 

Push-pull, low-distortion design provides pure, silky 
high-frequency response from 1000 cps to the limits of 
audibility. Employs curved sound-radiating element for 
full 90° dispersion, without blank spots. 


Furniture Finishing Kits 


Reverberation Unit 


Using the KN-701 


Any high-level signal source q 
(tuner, ceramic cartridge, pre- - 
amplifier, tape deck), may be fed 

to the KN-701—stereo or mono- 


EACH, 
ONLY 


Complete furniture fin- 
ishing kits—contain all 
the materials necessary 
to obtain a professional, 
cabinet finish. Typical 
kit (mahogany) includes: 


Built to extremely close tolerances under carefully 
controlled factory conditions, the KN-825 employs a 
micro-thin, virtually weightless diaphragm of Saran 
film suspended between steel plates. Diaphragm is coat- 
ed with a special conductive layer. Other internal 
components include built-in, special-design crossover 
network and power supply. Every KN-825 is carefully 
tested to assure uniformity of performance. Ideal for 
use in pairs in stereo music installations. 


A perfect blend of design and styling, the KN-825 fits 
in anywhere, with any furniture mode. Compact in size 
and highly attractive, it can be placed atop your speaker 
cabinet, on shelves or mantel-place—practically any- 
where. Contoured, perforated plastic grille is decorator- 
styled in ivory; wood top and bottom in oiled walnut. 
HWD, 8x10x3". For operation from 110-120 volts, 60 
cycle AC. Shpg. wt., 5 Ibs. 

35 DX 763. Only $2 Down. NET................ 26.95 


phonic. The KN-701 adds “live” 
reverberation without affecting 
the signal in any other way; a 
control adjusts reverberation in- 
tensity or shuts it off completely. 
The KN-701 may be connected to 
amplifiers provided with a Tape 
Monitor switch (Knight KN-775, 
Scott 299, Knight-Kit 70-Watt Kit, 
and others)—or the KN-701 out- 
put can be fed to the Auxiliary 
input of your stereo or mono- 
phonic amplifier, or directly into a 
tape recorder. Full operating 
instructions are included. 


\% pint of filler, 44 pint of shellac, 
two 4 pints of varnish, 4 pint of 
‘“‘Duosol’’, two—2” brushes, No. 180 
finishing paper, No. 240 finishing 
paper, steel wool, pumice, excelsior 
for applying filler, and complete in- 
structions for obtaining a mirror- 
smooth finish. Kit for Korina blonde 
finish includes bleach; some varia- 
tion in materials for ebony and other 
finishes. Ay. wt., 6 lbs. 


COMPLETE— 
EASY TO USE 


90 R 870. Mahogany. 
90 R 871. Natural Korina (blonde). 
90 R 873. Fruitwood. 

90 R 869. Wainut. 

90 R 872. Ebony. 

NET GACH: ..:..)... <s1s ee 


Dependable Knight Components — Your Best Hi-Fi Values bl 


; 
New Custom-Crafted Hi-Fi 


EASY TO ASSEMBLE .. . LUXURY VENEERS 


A graceful and dignified “family” of fine cabinets . .. 
use either pair of speaker enclosures (KN-1266's above, 
KN-1216's at right), for a perfectly matched furniture group 


Neatly accommodates your 
music system components 
and records 


' 

BEAUTIFUL, MARVELOUSLY UNSURPASSED FOR 
LOW-COST EASY ASSEMBLY “EXTRA FEATURES 
FURNITURE IN 
KIT FORM .. =| A screwdriver and one evening's time Among the extra touches that di 
ENHANCES is all you need to assemble these fine tinguish this cabinetry, you'll finda 

{ ANY ROOM furniture cabinets. Outer surfaces are terminal strips installed with solder: 

é OR SETTING = expertly pre-finished; holes are pre- inside leads attached; pre-drillet 

is . . COMPLE- drilled; all parts are precision cut and level contro! mounting holes; acou! 
MENTS YOUR caretully pre-fitted. tic insulation installed; etc. 
COMPONENTS 


62 Knight Speaker Enclosures Are Acoustically Matched to Knight Speakers 


Nt 
| 
Hi-Fi Furniture in Pre-Finished Kit Form : ~~ Atso svacaate ~~ 


FULLY ASSEMBLED 
VENEERS ™mOST BEAUTIFUL CABINETRY YOU CAN BUILD, AT LOW COST :...--.--------se0e-00e- sees 


woeescese 


Model KN-1401K Equipment Cabinet Kit 


Bist Created by master craftsmen, the KN-1401K easily fills 

the two most important requirements of fine hi-fi 
$ 59* furniture—it is tastefully styled, and it is truly func- 

tional. Accommodates all components of a music system 
except the speakers; forms an unusually distinctive and 
beautiful ensemble when used with either of the match- 
ing speaker enclosures described below. Custom features: handsome 
wood veneers, hand-rubbed to a lustrous finish; rigid, tongue-and- 
groove construction; precision fitted doors with magnetic latches; 
rear panel ventilation; etc. Compartments: top, 834x164x16i4"” 
and 834x18x1614"; left, 1234x1614x1614"; right, 1234x18x1614”. 
Overall, 3114x36x19". Assembles in one evening. in mahogany, limed 
oak or oiled wainut. Wt., 65 Ibs. 


$S DOWN 


35-DZ 744C. Specify finish. NET............ 00. cece eee 59.95 
KN-1401 CABINET. As above, factory assembled. 
35 DZ 743C. Specify finish. NET... 2.2.0. eee ee ee 69.95 


Model KN-1266K Speaker Enclosure Kit 


bia Slender and graceful in appearance, this attractive 

LY enclosure is sure to please the most discerning taste. 

$ 95 It accommodates any 12” or 15” speaker, including coaxial 

and triaxial types, and has room for adding 2-way sys- 

$2 Down t™ components on its removable adapter board. Styled 

to match the KN-1401K, it features hand-rubbed luxury 

veneers; smart, high-fashion grille cloth; and pre-assembled, 

mitered front molding. Assembly is remarkably easy—only a screw- 

driver is required. Overall, 3144x1914x19". in mahogany, limed oak 
or oiled walnut. Shpg. wt., 47 Ibs. 


35 DU 740C, Specify finish. NET......... 00. c ccc eee e ees 39.95 
KN-1266 ENCLOSURE. As above, factory assembled. 
35 DZ 739C. Specify finish. NET........... ERR olan 49.95 


Model KN-1216K Speaker Enclosure Kit 


ee Simply but elegantly styled, the KN-1216K speaker en- 
LY closure kit completes the “family” portrait of acousti- 
$ 50 cally planned hi-fi cabinets described on this page. 
Like the KN-1266K, it matches the KN-1401K equip- 
ment cabinet, and can be used with it to comprise a 
$5 DOWN nusic system ensemble of unexcelled beauty and meen! 
The KN-1216K accommodates any 12 or 15" speaker, features ducted- 
port design for outstanding performance in the lower bass ranges. 
An adapter board is included for mounting of tweeter components 
if desired. Easily assembled, it features all of the fine furniture 
touches that characterize Knight cabinetry. Overall, 3114x32x19”. 
in mahogany, limed oak or oiled walnut. Shpg. wt., 66 lbs. 


e cabinets... 
1266's above, 
irniture group 


SSIDZ7AIC; Specify finsshONET. .. 255... Soin kaw geno 54.50 

KN-1216 ENCLOSURE. As above, factory assembled. 

35 DZ 741C.-Shecefy finish. WET... soci she sass nck ee hare 64.50 
ED FOR LASTING BEAUTY AND MADE-TO-FIT BUY ON EASY TERMS 
nS CRAFTSMANSHIP DESIGN ; 

P Compartments of the For your convenience, all of the 
ches tony 4 Knight furniture gives you KN-1401K cabinet are Knight hi-fi furniture described in 
4 ae ide styling that is enduring in carefully designed to this Catalog, is available on our 
—_ ta mal beauty; matched, natural house virtually any group, Easy Pay Plan. You need only 
ees cists wood veneers, hand- of components. However, to be sure $9 Gown on furniture priced: tite 
| holes; acous = subbed by craftsmen; construction of a “custom fit”, please check di- $20 to $5 ly $5 d Pant 
etc. meticulously planned to finest detail. mensions before ordering. 0 $50—only own on turn 


ture priced from $50 to $200. 
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ively at ALLIED 


KNIGHT ses 


DANISH MODERN GROUP 


ONLY MODEL KN-1500 EQUIPMENT CABINET—Assem- 
50 bled or Kit Form. The warm beauty of Danish 
Modern cabinetry has made this furniture 
SS down style one of the most popular in America 
today. The KN-1500 exemplifies this mode at its best. 
Suits any contemporary decorative scheme. Overall size, 
33x36x2014”. In mahogany, limed oak or walnut veneers— 
specify. Shpg. wt., 80 lbs. 
35 DZ 715C. KN-1500 Factory Assembled. NET... .94.50 
35 DZ 716C. KN-1500 in Kit Form. NET............ 84.50 


ONLY MODEL KN-1275 SPEAKER ENCLOSURE—Assem- 
$695 bled or Kit Form. Styled to mate perfectly with 
the KN-1500 above, this acoustically correct 
$5 down enclosure accommodates any 12” speaker or 
15” woofer. Adapter board may be left in place for in- 
finite baffle operation, or adjusted for tuned, bass- 
reflex use. Size, 33x21x2014”. In mahogany, limed oak or 
walnut veneers—specify choice. Shpg. wt., 70 lbs. 
35 DZ 721C. KN-1275 Factory-Assembled. NET... .69.95 
35 DZ 722C. KN-1275 in Kit Form. NET............ 59.95 


FRENCH PROVINCIAL GROUP 


ONLY MODEL KN-1501 EQUIPMENT CABINET—Avail- 
$4129%5 able Assembled Only. The new “‘light-line”’ 
look in a graceful interpretation of delicate 
beauty. Combines the traditional charm and 
elegance of French Provincial styling, with the fine de- 
tailing and sturdy construction of true, craftsman- 
created cabinetry. Classic hi-fi furniture, styled for the 
stereo sixties! Overall size, 3744x3234x20". Factory- 
assembled; in Fruitwood only. Shpg. wt., 82 Ibs. 
35 DZ 717. Only $5 Down. NET..............4- 129.95 


$S down 


ONLY MODEL KN-1276 SPEAKER ENCLOSURE—Avail- 
$7995 able Assembled Only. Use two of these mag- 
nificent enclosures with the KN-1501 above, 
for a stereo music ensemble of breathtaking 
beauty. Enclosure styling features use of a luxurious, 
matching grille cloth. Adequate space for 2 and 3-way 
system components too. Overall size, 2214x3234x20". 
Factory-assembled; in Fruitwood only. Wt., 57 Ibs. 
35 DZ 723. Only $5 Down. NET................ 79.95 


$5 down 


AMERICAN COLONIAL GROUP 


ONLY MODEL KN-1502 EQUIPMENT CABINET—Avail- 
$129 able Assembled Only. Styled in a trend-setting, 
popular furnishing mode, this component cab- 
$5 down jet has an air of familiar warmth that lends 
a necessary touch to any interior. Clean of line and 
form, it is a handsome and skillfully fashioned. music 
system centerpiece:- Overall. size; 3744x29%4x20". Fac- 
tory-assembled ; in Maple only. Shpg. wt., 78 Ibs. 
35 DZ 719. Only $5 Down. NET................ 129.95 


ONLY MODEL KN-1277 SPEAKER ENCLOSURE— Avail- 
$7995 able Assembled Only. Features the same bril- 
liant styling and native American hardwood 
veneer, as the KN-1502 above. Employs a 
sparkling, ‘‘olden days’’ grille cloth pattern that not 
only accents the Colonial design, but is also unusually 
smart-looking—the KN-1277 is a ‘‘conversation-piece” 
of the first rank! Overall size, 2214x2934x20". Factory- 
assembled; in Maple only. Shpg. wt., 55 Ibs. 
35 DZ 725. Only $5 Down. NET................ 79.95 


$5 down 


All Knight Merchandise is Unconditionally Guaranteed 


Danish Modern and New Authentic Period Cabinetry 


MAGNIFICENT CUSTOM FURNITURE ... OUTSTANDING CABINET CRAFTSMANSHIP 


‘YOU'LL TAKE PRIDE IN 
THIS FINE FURNITURE 


“Portraits” in furniture! Each 
grouping is an enduring expres- 
sion of beauty ... dignity... good 
taste. Authentic period styling not 
only provides a highly attractive 
setting for your high-fidelity com- 
ponents, but also enhances the 
appearance of any room. Trans- 
forms your music installation into 
a distinctive heirloom. 


ABOUT SIZES... 


Equipment Cabinets. Each of 
the three equipment cabinets 
shown on this page features the 
same internal dimensions. Top 
compartment: 8” high, 3414” wide, 
16%” deep. Lower left compart- 
ment: 16” high, 15%” wide, 16%" 
deep. Lower right compartment: 
16” high, 15%” wide, 16%” deep. 
There is some variation in overall 
size; see descriptions at left. 


Speaker Enclosures. Inthe Dan- 
ish Modern grouping, the KN-1275 
speaker enclosure accepts either 
a 12” speaker or 15” woofer. Both 
of the other speaker enclosures 
accommodate either a 12” or 15” 
speaker, All have room for adding 
2 and 3-way system components. 


PURCHASE FURNITURE 
ON EASIEST TERMS 


—Fhere's no-need for a large 
cash outlayto-own the high- 
fidelity cabinetry you want 
now—you can take advan- 
tage of Allied’s Easy Pay 
plan. Any complete furni- 
ture ensemble on this page 
can be yours for only $10 
down, and you can choose 
either regular or extended 
terms. See back of Catalog 
for complete information on 
this convenient, easy-on- 
the-budget purchase plan. 


— 


ROOM-DIVIDER 7 WALL-TYPE DECORATOR UNI 


an exclusive Allied creation... 
versatile . . . elegant . . . low in cost 


me 


© A Forward-Looking, Excitingly New Concept 
in Decorative Elegance—Offers the Ultima’ 
in High-Fidelity Furnishing Flexibility 


¢ Smartly Styled, Luxurious Oiled Walnut 
Cabinetry with Strikingly Finished Satin- 
Brass Poles—Richly Accent Any Motif or 
Color Scheme 


© Outstanding Versatility—Permits Full Freedo! 
for Future Additions to Suit Any Taste 


e Completely Free-Standing—No Wall or Ceili 
Supports Needed; Easy to Re-arrange 


YOU SAVE WHEN YOU BUY EN 
A COMPLETE ENSEMBLE ,s,owa Chi 
ble 


Pocket substantial savings over $' 50 ate 
the total cost of individual units you 


by ordering a complete divider and 
of f 


assembly. Give you maximum $5 down 


flexibility and value. 


ee eet ee 


ENSEMBLE A 
SAVE Low-cost room- 


2 divider assem- 
$12.20 bly consisting of : 
six supporting 
poles, two shelves and 
two speaker enclosures. 
Sets up quickly and eas- 
ily. Poles have gleam- 
ing, satin-brass finish; 
enclosures and_ shelves 
in striking oiled walnut. 
Shpg. wt., 111 Ibs. 


ENSEMBLE B 


Economy room- 
ser divider assembly 
*18.69 consisting of: 

six supporting 

poles, one equipment 
cabinet, one record cab- 
inet and two shelves. 
Attractive oiled walnut 
cabinetry and_ shelves 
beautifully accented by 
elegant satin-brass poles. 
Shpg. wt., 117 Ibs. 


ENSEMBLE C 

Versatile room- 
SAVE divider assem- 
2 blyconsisting of : 
six supporting 
poles, one equipment 
cabinet, two speaker en- 
closures and two shelves. 
Cabinetry and shelves in 
oiled walnut; poles have 
a satin-brass finish. Eas- 
ily sets up in a jiffy. 

Shpg. wt., 157 lbs. 


ENSEMBLE D 
SAVE Deluxe root 


= divider asseml 
da.18 consisting ¢ 
six supporti) 
poles, one equipme 
cabinet, one record ca 
inet and two speaker € 
closures. Luxurious oil! 
walnut cabinetry; lt 
trous satin-brass poles 
complement any mot 
Shpg. wt., 193 Ibs. 


i 20 DZ 124-6.....124.50 20 DZ 125-6.... 149.95 POLDZ 096-72 es 169.50 20712777». 193.8 


l PLAN YOUR OWN ROOM DIVIDER OR WALL INSTALLATION WITH THESE BASIC UNIT 


{a} EQUIPMENT/RECORD CABINET. Ultra- SPEAKER ENCLOSURE. Striking, she 

smart, shelf-type cabinet that serves type speaker enclosure with amp 
as either a decorator-styled equipment space for storing 30 to 50 LP recoré 
center or a convenient record storage Accepts any 12” speaker and tweeter; i 
unit. Accommodates a tuner, amplifier cludes adapter board for installing 
and changer. Its many features include: speaker instead of 12” speaker. Elegant 
drop-front door with magnetic catch for finished on four sides in oiled walnut ¥ 
easy access to equipment; removable _ neers, thisdecorator-inspired unit featur 
shelf with sturdy, metal supports; luxuri- 34” hardwood—acoustically insulated 
ous oiled walnut finish on four sides— for rich, vibration-free performance. T} 
grille-cloth covered backboard, matched record storage area, 13144x914x16’, 
to companion speaker enclosure listed at completely finished. Enclosure quick 
right; and center partition. Left compart- and easily attached to supporting pol 
ment, 134%x167%x16"; right, 134x167¢x (next page) with hardware supplied. Cot 
16”. Overall, 1454x36x1744%". Wt., 46 lbs. plete with terminal strip. Size, 14% 
35 DX 701. $2 Down. NET........ 49.95  36x171%". Shpg. wt., 43 Ibs. 


DIVIDER SHELVES. Richly finished oiled 35 9X 700. $2 Down. NET......... 35.8 

walnut veneer shelves. Easily fasten SHELF BACKGUARDS. (Not illus.) Attra 
to supporting poles listed on next page. tive walnut finish. Complete with har 
1714x36x34”. With hardware. Shpg. wt., ware. 6x36x14”. Shpg. wt., per pkg., 
per pkg. 10 Ibs. Two per pkg. Ibs. Two per pkg. — 
35 DX 702. $2 Down. PER PKG.....1I9.95 35 DX 703, PER PKG................ 7 = 
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124° 


$5 down 


Smartly Styled Low-Cost Speaker Enclosure 


EVERY HI-Fl CENTER 


YOUR OWN DECORATOR 
EASY! ...IT’S FUN! 


can assemble these ‘ 
rkable units—quickly 
easily—to harmonize 
or create a new furnish- 
mode. Shelf-and-rod 
ign makes assembly a 
1 of simplicity. Gives 
an ultra-smart ensemble 
lowest cost. 


Holes Are Pre-Drilled 
Every 6 Inches 


All You 
Need Is 
a Screwdriver 


ENDLESS COMBINATIONS 


Choose any money-saving ensem- 
ble to accommodate your Immedi- 
ate needs. Then, as you expand 
your system, add separate cabinets 
and extra shelves. It's the height 
of furniture flexibility! 
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eluxe roo} 
vider assem! 
ynsisting § 
x supporti 
e equipmé 
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SIC UNIT 


striking, sh 
e with am 
0 LP recor§) 
id tweeter; 
- installing 
ker. Elegan 


formance. 
4x9 4x16", 
losure quic 


Shee re 72 


ENSEMBLE E 
SAVE Ultra-deluxe 


_ room-divider as- 
590.10 sembly consist- 
ing of: six 
supporting poles, one 
equipment cabinet, one 
record cabinet, two 
shelves and two speaker 
enclosures. Smart oiled 
walnut cabinetry -and 
shelves; satin-brass poles. 


Wt., 203 Ibs. 
20 DZ 128-8.... 206.50 


EASY TO SET UP! 
SUPPORT POLES 


Custom-quality sup- 
porting poles are rig- 
idly constructed for 
stability. Pre-drilled 
holes, spaced 6” apart, 
permit adjusting shelves 
and placing compo- 
nents at any desired lev- 
el. Square-shaped units 
are 8414” long, 1x1”’— 
easily placed in center 
of room or along-the- 
wall. Hollow interior 
is ideal for concealing 
cables of hi-fi compo- 
nents. Attractively fin- 
ished in gleaming, satin 
brass. Shpg. wt., 5 Ibs. 
Two per pkg. 

DZ 704. PER PKG.... .14.95 


COMPLETELY ASSEMBLED... 


ACCEPTS ANY 12’ SPEAKER 


AN OUTSTANDING VALUE IN A HI-FI SPEAKER ENCLOSURE 


Knight KN-1285 Enclosure 


NET Strikingly styled 
$ 95 speaker enclosure fea- 
34 turing genuine fine 
furniture veneers— 


specially priced to fit 
any budget. Accom- 
modates any 12” speaker; includes 
an adapter board for installation of 
an 8” speaker, if preferred, instead of 
a 12” speaker. 

Rigidly constructed of solid 54” ply- 
wood, this distinctive unit is acous- 
tically lined for clean, resonance- 
free performance. Its diminutive 
size makes it excellent for use in any 
room. Styling matches KN-1401 
equipment cabinet listed elsewhere 
in this section. 

The trim, appealing lines of the KN- 
1285 are beautifully enhanced by leg 
and frame treatment that captures 
the “‘light’”” look sought today by 
decorators. Attractively finished in 
rich, hardwood veneers. Size(HWD), 
3014x1934x133". In mahogany, limed 
oak or walnut. Shpg. wt., 30 Ibs. 

35 DZ 749C. Specify Finish. .34.95 


$2 down 


KN-1725 Enclosure 
NET Marvelous 
value in an un- 
$34” finished, fac- 
tory-assembled 
Unfinished speaker enclo- 
sure. Accom- 


Finished and Unfinished Cabinetry at Low Cost 


559” 


Unfinished 


© Sturdily Constructed 
@ Hand-Rubbed Veneers 

© For 12” or 8” Speaker & Tweeter 
* Smooth, Natural Sound 


KN-1700 Equipment Cabinet 


Here’s a beautifully 
styled, smoothly sanded 
unfinished factory-as- 
sembled equipment cab- 
inet that’s easy on the 
budget. Convenient lift- 


modates any 12” speaker plus 
tweeter; convenient adapter 
board permits installation of 
8” speaker instead of a 12” 
speaker. Acoustically insula- 
ted; smoothly sanded—ready 
to finish. Styling matches 
KN-1700 (right). 3014x1914x 
1714”. Shpg. wt., 36 lbs. 

35 DZ 750, NET....... 34.95 


KN-1725. Finished. Specify 
mahogany, limed oak or wal- 
nut. Wt., 38 Ibs. 

35)02 751. NET -. 39.95 


lid top provides accessibility to record 
changer, tuner and amplifier. Also has 
two full doors, complete with blank 
panel, to permit custom-installing 
tuner and amplifier. Plenty of room for 
record storage, too. Changer compart- 
ment: 1634” wide, 14” deep, 534” above, 
14” below motor board (supplied) ; tuner- 
amplifier section: 20x1634x14", with 
shelf. 3014x36x1714”. Shpg. wt., 60 Ibs. 


35 DZ 752, NET. woos s. 2. es 59.95 
KN-1700. Finished. Specify mahogany, 
limed oak or walnut. 62 Ibs. -_ “ 
35 DZ:753C, NET... 55 oe 69 
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MODEL LS-15 HI-Fi SPEAKER 


Beautifully performing, popular 15” high-fi- 
delity loudspeaker. Delivers remarkably 
clean frequency response from 35-13,000 cps. 
Construction features include: a heavy-duty, 
die-cast frame for precision alignment of 
critical parts; Radax construction (special 
radiator cone for treble); low-silhouette 
frame for convenient wall installation; and 
edgewise-wound voice coil of precision-fiat- 
tened ribbon conductor for approximately 
18% increased efficiency. 


Cone resonance, 35-45 cps. Program: han- 
dling capacity, 50 watts. Mechanical cross- 
over frequency, 4500 cps. Speaker has depth 
of 61142”; requires baffle opening of 1374”. 
Diameter, 154%”. Voice coil impedance, 8 
ohms. Shpg. wt., 12 lbs, $2 Down. 


70 DX 264. List, $40.83. NET......24.0I 


Includes 
mid-range unit, LC 
crossover, hardware 


HIGH-FREQUENCY 
STEP-UP 
KIT 


Includes 
tweeter, LC crossover 
network, hardware 


MODEL LS-12 HI-FI SPEAKER 


Moderately priced 12” high-fidelity loud- 
speaker that’s ideal for use in inexpensive 
stereo music systems. Perfectly matches 
Electro-Voice “‘Marquis” and “Aristocrat” 
enclosures shown elsewhere in this section of 
catalog. Providesexceptionally clean,smooth 
frequency response from 40-13,000 cps. Con- 
tains all the valuable design features of the 
Wolverine LS-15 speaker, described at left. 


Cone has resonant frequency of 40-55 cps. 
Uses tough, one-piece molded cone. All in- 
ternal parts are precision-ground to jewel- 
like accuracy. Power handling capacity: 
50 watts of program material. Mechanical 
crossover at 4500 cps. Impedance, 8 ohms. 
Size, 124%4x3\y” deep. Requires 11” dia. 
baffle opening. Shpg. wt., 6 Ibs. 


82 DX 850. List, $32.50. NeT....... 19.11 


quality; and contro 
MODEL MF-1 MID-RANGE KIT 


$9450 
$2.00 Down 


Excellent mid-range components for use in 
making up a three-way speaker system. Can 
also be used as a tweeter in two-way speaker 
systems. Complete kit consists of the effi- 
cient MR-10 treble driver, CR-10 crossover 
network with level control, mounting hard- 
ware and instructions. 


Perfect for addition to Wolverine LS-12 or 
LS-15 speakers described above. Ideally 
suited for installation in ‘‘Aristocrat” and 
‘‘Marquis” speaker systems and enclosures 
listed elsewhere in this section. Provides re- 
markably smooth frequency response from 
1000 cps to 15,000 cps. Spreads mid-range 
evenly throughout the listening area. 


Power handling capacity, 50 watts of pro- 
gram material. Provides wide-angle dis- 
persion, 180°. Impedance, 8 ohms. Horn 
size, 4” long by 1014” wide. Crossover size, 
344x3x214”. Shpg. wt., 5 Ibs. 

82 DX 852. Only $2 Down. NET..24.50 


@ Perfect for LS-12 or 
LS-15 Speaker 

e Ideal for “Marquis” 
and “Aristocrat” 


Ideal for 2-Way and 3-Way Speaker Systems 


Complete mid-range and high-frequency kits to expand E-V 

“‘Wolverine”’ speakers to 2-way and 3-way hi-fi speaker systems. 

Special features include: Avedon throat design to extend fre+ 

quency response; Hoodwin diffraction horn to spread sound evenly 

through a solid 180° pattern; linen diaphragm for superb musical 
ter balancing of treble response. 


Wolverine High-Fidelity Components — 
by ElechoYorce 


8”",12”and15" Hi-Fi Speaker: 3 
A moderately priced series of high- 
fidelity speakers with quality feature... 
usually found in higher priced rep. 
speaker systems. Each has a heavy: «_. . 
duty, die-cast frame, Radax = 
construction, edgewise-wound voice ... 
coil—assurance of fine performances. . 


Use of a low-silhovette frame allow: 
easy installation in walls or ceilings. 
Cones are fungi-proofed— 
chemically treated to resist high 
humidity. Excellent response and 
economical price make these 


rong 
She 
Fe 
si 
speakers ideal for stereo. They 
oy 


MODEL LS-8 HI-Fil SPEAKER 


A favorite 8” speaker for budget-priced SY) = see 
tems—and an outstanding choice whel gos 
space is limited. Manufactured to highe!... 
standards to assure exceptionally fine, ful» "= 
range reproduction. Features crisp, high! ees 
authentic response from 55-13,000 cps. TWigeee 
of these value-packed speakers are exceller> ».. 
in stereo systems where space as well as COlm " [ 
are important considerations. Also used © 
extension speakers to spread hi-fi throug! 
out the home. — 
Has cone resonance of 50-70 cps. Pow. _ 
handling capacity, 50 watts at progral 
material. Mechanical crossover frequenc 
6000 cps. 834” diameter; only 31 d rt 
Requires baffle opening of 71%”. Impedan 
8 ohms. Shpg. wt., 4% Ibs. 


oD 
82 D 851. List, $30.00, NET...... 17.6 


MODEL HF-1 HIGH-FREQUENCY kite 
NET 2 


© For 2 or 3-Way — 
$1960 Speaker System os 


and “Marquis” gon, 


$2.00 Down a 


Quality high-frequency components at moe ~ 
erate cost. Complete kit consists of 

Model TW-35 wide-angle, horn-type tw: x 
er, Model CR-35 3500-cycle crossover n@&_ " 
work with level control, wiring, mountit~ 
hardware and easy-to-follow instructions.&! © 


Perfect for use in 2-way or 3-way we 


systems. Delivers outstanding results wit™ * 
other ‘‘Wolverine’’ speaker component: 

can be added to any 8”, 12” or 15” wove 
ine’’ speaker to extend crystal-clear hi 
frequency performance beyond the audib 
spectrum; provides crisp treble respons 
from 3500-18,000 cps. Cutouts in ‘‘Arist@ge » 
crat’’ and ‘“‘Marquis” speaker enclosure 
make installation easy. bm 


Power Capacity, 50 watts (100 watts peak 
Voice coil Dispersion, 180°, impedance, 
ohms, Size, 51%4x2x23%4”. Crossover, 3%x3s) 
214". Shpg. wt., 3 Ibs. acx 
82 D 853. $2 Down. NeT.........19.67 ~ 
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SS 


nts Hi-Fi Speakers and Components 
by SLecho Pore 


i Speaker's 12, 15 and 30” Speakers 
ries of high: secision-built hi-fi speakers and 

ality feature eoker system components for superb 
priced seproduction of sound. Highly respected 
as a heavy: s-- their outstanding performance 
adax @oracteristics, these quality units have 
wound vOICe e—omed a position of esteem among 
performances. most critical music lovers. 

frame allow: 


s or ceilings. many excellent tweeters, mid- 


i penge units and crossover networks 

sist high jown on the bottom half of this page 

onse and er you a means of getting the 

these @@imate sound from your music system. 

a They may be conveniently added at 
any time. 

PEAKER MODEL SP8B SPEAKER 


dget-priced SVE ow-cost 8” hi-fi speaker that’s perfectly 
| choice wheisecsed for use in limited-space music sys- 
ured to hightsems. Bass resonance, 50-65 cps. Sturdy, 
nally fine, fuly “lb. magnet. Frequency response, +5 db. 
es crisp, highies 13.000 cps. Rated at 20 watts. Crossover, 
13,000 cps. Tsee9 cps. Impedance, 16 ohms. Depth, 454”. 
ers are excellem =. 


e as well as COley D 277. $2 Down. NET......... 28.91 


is. Also used # 
.MODEL 15W WOOFER 


d hi-fi throug! 

) Wot illustrated). High efficiency 15” woofer 
70 Powa installation in large-size enclosure, 
roo! CEs” SS ge, 30-1200 cps. 4%-lb. magnet; 25-35 
ts at progras... resonant frequency. Rated at 30 watts. 
over lrequencysedance, 16 ohms. Wt., 29 lbs, 


ae ine edanal! DU 286, $5 Down. NET....... 87.22 


SP12B AND SP15B SPEAKERS 
MODEL SP12B. Moderately-priced, full-range 
12” speaker with 114-lb. ceramic magnet. 
Has smooth frequency response, +5 db, 40- 
13,000 cps. Radax construction with 
‘Whizzer’ HF radiator. Rated at 20 watts; 
cone resonance, 40-50 cps. Crossover at 4500 
cps. Impedance, 16 ohms. Depth, 6”. Shpg. 
wt., 11 Ibs. 

81 DX 278. $2 Down. NET....... 34.30 


MODEL S$P15B. Highly popular 15” full-range 
speaker with 1\4-lb. ceramic magnet. Has 
seamless molded-type bass cone directly 
coupled to ‘“‘Whizzer’’ HF radiator. Radax 
construction provides two concentrically 
mounted cones—one for low frequencies, 
other for high. Response, 35-13,000 cps. 


SP12 AND SP15 SPEAKERS 
MODEL SP15. Top-performing 15” speaker 
with 2Y4” aluminum voice coil. Efficient 
434-lb. ceramic magnet provides remarka- 
bly distinct bass. Uses ‘‘Whizzer’’ HF radia- 
tor. Response, +5 db, 30-13,000 cps. Cross- 
over at 3000 cps. Rated at 30 watts. Depth, 
9”. Impedance, 16 ohms, 29 Ibs. 
81 DU 280. $5 Down. NET..... .87.22 


MODEL SP12. (Not illustrated.) 12” Radax- 
type speaker with 4000 cps crossover. Bass 
cone resonance, 35-45 cps. Uses ‘‘Whizzer’’ 
high-frequency, wide dispersion radiator for 
extended treble. 100° dispersion. Employs 
3-lb. Alnico V magnet. Clean, smooth fre- 
quency response, +5 db, 35-13,000 cps. 24” 
aluminum voice coil. Rated 25 watts capac- 


MODEL 30W. 30” woofer 1344” depth; 284%” Rated at 30 watts. Crossover at 3500 cps. ity. Impedance, 16 ohms. Depth, 734”. 
7 17. . ee required. Imp., 16 ohms. 48 lbs. Imp., 16 ohms. Depth, 754”. 16 Ibs. Shpg. wt., 23 Ibs. 
heeess «ESQ 7 513. $5 Down. NET....... 181.30 81 DX 760. $2 Down. NET........ 42.14 81 DU 279. $5 Down. NET....... 64.68 


nd E-V 
systems, 
end fre+ 
d evenly 


musical — goo8 TIOA MID-FREQUENCY’ DRIVER. 
Bs Provides ultra-clean mid-range response 
hem 800-3800 cps. For use with 8HD 
INCY KiT®@rection horn and crossover network. 
QUE = %-lb. Alnico V magnet. Frequency 
ponse, +4 db, 800-3800 cps. Power 
2 or 3-Way een Fo watts. ee 
eaker Systen® ohms. Size, 514” diameter, 334” deep. 
ipey J » ~Paroat, 74”. Shpg. wt., 4 Ibs. 
Aristocrat” $1 D424, $2 Down. NeET.....41.65 


d “Marquis” pone, 125A MID-FREQUENCY DRIVER. 
Seb-quality treble driver featuring 1- 
ponents at mo® Alnico V magnet. For use with 8HD 
consists of t@@™™. Plus crossover network. Capac- 
horn-type twee. 20-30 watts. +242 db, 700-3800 cps. 
le crossover ne weice coil. Imp., 16 ohms. 334” dia., 
ring, mountis = depth. Throat, 74”. 6 Ibs. 
w instructions!) D 288. $5 Down. NET..... 56.84 


MID-RANGE HORN, DRIVERS AND CROSSOVER 


MODEL 8HD DIFFRACTION HORN. For 
use with T10A, T25A or T250 mid-fre- 
quency drivers (at left). Has 600 cycle 
cutoff, 800 cycle crossover frequency. 
Precision diecast construction; free from 
resonance. With rubber edge dampers. 
15x414x8Y%4”. Shpg. wt., 4 Ibs. 

Bl D429 NET. oo... PS 17.64 


MODEL AT37 LEVEL CONTROL. 16-ohm 
L-pad, for adjustment of mid-range 
and tweeter output. Mahogany finish. 
Shpg. wt., 6 oz. 

OY D437, NE: a2 581s... f+ TRO 
MODEL AT37B. LEVEL CONTROL. 16-ohm 
L-pad, as above, but in blonde finish. 
CR OA, a ere 3.82 


CROSSOVER NETWORKS 


+ 3-way speak#ODEL 1250 MID-FREQUENCY DRIVER. Stock No.| Type | Crossover /Lbs.| EACH 
ing results wit’ With 8HD horn and crossover. +1 82 D802) X325 300 | 4 | 31.36 
r components 1500-3500 cps, 3-lb. magnet. 51%” 81 D415) X825 800 3 | 18.62 
or 15” ‘‘Wolvee@>- Shpg. wt., 15 Ibs. 81 0293) x8 _ | 800 6 | 31.34 
ystal-clear high? DX 800. $5 Down. NET..... 79.38 81 D436) X36 | 3500 | 3/| 9.31 


ond the audib 


MODEL T35 “SUPER SONAX". Delivers remarkably 


clean, extended high-frequency response—3500- 
19,000 cps. Features wide-angle (180°) dispersion 
horn; cutoff, 1500 cps, Use with X36 crossover and 
AT37 or AT37B level control (listed on this page). 
For amplifiers delivering at 20 watts or over. Has 
¥Y4-lb. magnet. Imp., 16 ohms. Horn, 5%4x2”. Pot, 
2Y%4x3 V4”. 3 Ibs. 

81 D 434. $2 Down. NET............... 34.30 


MODEL T35B. As above but for amplifiers which de- 
liver less than 20 watts. X36 crossover at left re- 
quired, Pot, 2%”; depth, 3”. Wt., 3 Ibs. 

81 D 432. $2 Down. NET................ 21.56 


MODEL 1350. Exceptionally fine tweeter ideal for 
deluxe multiway speaker systems. Employs diffrac- 
tion horn principle with special Avedon Sonophase 
throat design for 180° dispersion pattern, Capacity, 
50 watts; handles 100-watt peaks. Impedance, 16 
ohms. Frequency response, +8 db, 2000-35,000 cps. 
Magnet weight, 1 lb. Recommended crossover, 
3500 cps. Horn is 7¥4” long, 27%” wide. Pot diam- 
eter, 34”. Overall depth, 414”. Wt., 9 Ibs, 

82 DX 337. $5 Down. NET............+. 58.80 


treble respons Stock No. | Type! Description of Components Lbs.) NET 
outs in ‘‘Aristes » a noe 81 D835 BB1 |For 2-way systems (woofer with treble driver), and full-range speakers having 1-2-Ib. 
aker enclosur magnets. Includes T35B VHF driver, X36 crossover, AT37 level control, wiring harness.| 5 | 36.26 
PD 81 D858 BB2 |For 2-way systems (woofer with treble driver), and coaxial speakers having 3-lb. magnets, 
2a or greater. Includes T35 VHF driver, X36 crossover, AT37 level control, wiring harness. 5 | 49.00 
100 watts peakiGH-FREQUENCY 8! DX 834) BB3 For existing woofers or coaxial speakers having 1-2-lb. magnets. Includes T10A driver, | 
©, impedance, hers i '8HD horn, X825 crossover, AT37 level control, wiring harness. ! 11 | 64.28 
ossover, 3x3 PONENTS 81 DU 859| BBé |For existing woofers or coaxial speakers having 3-Ib. magnets or greater. Includes T25A | 
3 ~~ a | driver, 8HD horn, X8 crossover, AT37 level control, wiring harness. 16 |111.72 
19 é* CKAGES 70 DX 522| BBS For deluxe speaker systems, such as the Patrician 700. Includes T350 Ultra-Sonax VHF | i 
eucbe «ae ee tweeter, X36 crossover network, AT37 level control, wiring harness. 13 | 73.50 
nt Plan Choose Your Own Music System With E-V Components—Write For A Price Quotation 69 
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‘MODEL Y2TRXB 12” SPEAKER. Highly popular, 3-way speaker— 


excellent for use in high-quality music systems, Features concen- 
tric mounting of all elements ior wide-angle dispersion of sound; 
edgewise-wound voice coil for lower transient distortion. Em- 
ploys 12” woofer cone, Radax-type mid-range propagator cone, 
and T35B tweeter. 134 Ib. double-flux ceramic magnet (total flux: 
100,000 maxwells). Frequency response (in Aristocrat Enclosure), 
+3% db, 40-18,000 cps. Mechanical crossover, 2000 cps; built-in 
electrical crossover, 3500 cps. HF level control. Capacity, 70 watts, 
program material. Imp., 16 ohms. Depth, 6%¢”. 14 Ibs. 


81 DX 239. Only $5 Down.. NET 


MODEL 15TRXB 15” SPEAKER. A full-range, 3-way speaker at un- 
usually moderate cost. Employs double-power, Indox V ceramic 
magnet weighing 1% Ibs. Features three-way, concentric-mounted 
sections consisting of 15” woofer cone, Radax-type “*Whizzer"’ mid- 
range element, and T35B ‘Super Sonax”’ VHF tweeter. Smooth, 
full reproduction of lows is provided by the large woofer cone; 
“whizzer’” and tweeter provide clear reproduction from mid-ranges 
to highs. Mechanical crossover at 2000 cps; built-in electrical 


crossover at 3500 cps. Response, +3 db, 35-18,000 cps. Resonance, 
38-48 cps. Capacity, 70 watts, program material. Imp., 16 ohms. 
Depth, 7%”. HF level control. Shpg. wt., 17 Ibs 


i-Fi Speakers, Enclosures & SystemsL« 


by ElechoYorec. 


TRX 3-Way High-Fidelity Speakers > 
¥ 


Beautifully performing speakers employing three 
concentrically mounted sections—Super Sonox VHF 
driver, Radox mid-range, and large bass cone with 
double-fiux ceramic magnet, for superb sound 
reproduction. 


Deliver rich, vibrant bass, full-bodied mid-range 


response and ultra-clean treble. These famous TRX = =. 
speakers have a well-established reputation for heal 
extraordinary high fidelity performance, and are ef 
excellent choices for use in monophonic and stereo reat 


music systems. 


MODEL 12TRX 12” SPEAKER. An outstanding 12” three-way speake 
employing efficient, 3/4-Ib. Alnico V magnet. Beautifully divide 
the entire audio spectrum—delivers rich, remarkably true audi( 
reproduction. The 12” woofer provides phenomenal bass response 
Radax-type mid-range element insures vivid realism; highes 
audible frequencies are faithfully reproduced by the T35 tweeter . 
Includes X36 crossover network, and AT37 HF control thay . 
compensates for room furnishings—allows matching to room 
acoustics. Total flux: 176,000 maxwells. Frequency response (it 
‘Aristocrat enclosure), +3¥% db, 35-19,000 cps. Capacity. 70 watts ! 
8” depth. Impedance, 16 ohms. Shpg. wt.. 30 Ibs. 

81 DU 236. Only $5 Down. NET........2600.00 0-2 122. 5G 


MODEL 15TRX 15” SPEAKER. E-V's finest, custom-engineered 3-waee” 2 
high-fidelity speaker. Uses extra-large 5-Ib. double flux cerami™=* 
magnet for minimum transient distortion and remarkably clea 
and distinct bass. Total flux: 244,000 maxwells. Consists ot 1§ 
woofer with Radax-type ‘‘Whizzer’’ mid-range element; TH 
“Super-Sonax”’ very-high-frequency tweeter, built-in X36 crossove 
network; and the AT37 HF level control. Uses 2¥2” aluminum voice st 


coil. Response, +3¥% db, 30-19,000 cps. Resonance, 35-45 cp 
Power handling capacity, 70 watts, program material. 914" dept! 
Imp., 16 ohms. Shpg. wt., 43 Ibs. 


81 DX 761. Only $5 Down. NET. . 
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ED ENCLOSURES 


“ARISTOCRAT” SPEAKER ENCLOSURE. Ex 

tremely popular, folded-horn corner en- 
closure with cutouts for ‘Wolverine’? com 

ponents. Accommodates E V or any other 
12” speaker, and can be used to make up a 
complete 2 or 3-way speaker system. Grace- 
fully styled, the “Aristocrat” truly aug- 
ments bass reproduction—no_ boominess, 
no “muddy” sound. Its extended bass range, 
down to 35 cps, assures proper balance of 
lows and highs for most enjoyable listen- 
ing. In three beautiful finishes. Brushed 
brass grille. 29544x19x16%6”. 44 tbs. 

81 DZ 295. Mahogany. NET......70.56 
81 DZ 296. Limed Oak. NET. 77.42 
81 DZ 862. Walnut. NET. 


ARISTOCRAT 100 SPEAKER SYSTEM. Includes 
E-V SP12B 12” speaker installed in “Aris- 
tocrat” enclosure. Specify mahogany, limed 
oak or walnut. 55 Ibs. 

20 SA 175C. $5 Down. Net... 100.94 


“MARQUIS” SPEAKER ENCLOSURE. Enjoy 
outstanding high-fidelity reproduction with 
this along the-wall, folded-horn counter- 
part of the popular ‘Aristocrat’. Features 
ducted-port design giving extended bass 
response down to 40 cps. For E-V “Wolver- 
ine’ or other 12” speakers, or 2 or 3-way 
systems. The “‘Marquis'’ employs increased, 
reflected speaker inductance to lower the 
“Q” of the rear air-loaded mass. 295%x19x 
14144”. 50 Ibs. 


79 DZ 310. Mahogany. NET. 61.74 
79 DZ 311. limed Oak. NET.......67.62 
79 DZ 312. Walnut. NET. . 67.62 


MARQUIS 100 SPEAKER SYSTEM. Save $4.01! 
Includes E-V SP12B 12” speaker installed 
in ‘‘Marquis” enclosure. Specify mahogany, 
limed oak or wolnut. 61 Ibs. 


20 SA 176C. $5 Down. NET....- 92.03 


81 DU 235. Only $5 Down. NET.....-.... 0020000200 146.0'$5 


How to Select 
Your E-V Speaker 


It's easy to decide which 
Electro-Voice speaker is best 
suited to your needs. There is 

a specific series in each of 
three price ranges——low-cost, 
medium-priced, and speakers 
for deluxe music systems. 


i: For economy music systems, 
choose one of the single-cone, 
die-cast frame ‘‘Wolverine”™’ 
speakers. Excellent values, they 
deliver response to 13,000 cps. 


2. In the moderate price ranges, 
you'll find the Radax veries (SP8, 
SP12, SP15). These units provide 
an extended response through the 
use of coaxial cones, both operat- 
ing from a single voice coil. 


3. For the ultimate, the TRX 
series. You get 3-way construc- 
tion, with greatly extended bass 
and treble response from the con- 
centrically positioned super-tweet- 
er, and large and small cones. 


4. The distinguishing feature of 
speakers, other than size, is mag- 
net weight. Generally speaking, 
the heavier the magnet, the great- 
er the efficiency of reproduction. 
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Seece-sparing, wide-range systems for use along a 
well, in a corner or on a bookshelf. Each is a blending 
ef tasteful styling and outstanding audio design. All 
eequire amplifiers rated at least 12 watts per channel. 


An expertly designed, space-sparing 2-way speak- 
er system at moderate cost. Only 14” high, 25” 
wide and 12” deep—perfect for mounting on a 
bookshelf or record shelf. Consists of an air- 
tight enclosure, 12” woofer and 8” high frequency 
driver with level control—completely wired, 
ready to enjoy. Beautifully finished on four 
sides, the ‘‘Leyton” can be used in either lowboy 


a 


$5 down 


122. 5G sighboy applications—ideally suited for use in pairs in limited- 


§peece stereo music systems. Enclosure features rigid, vibration-free, 


1gineered 3-wa®’ plywood construction—attractively finished by skilled furniture 
le flux ceram@™=tsmen to complement any decorative scheme. 
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a “ESQUIRE 200" 3-WAY SPEAKER SYSTEM 


NET 


304 


An excellent choice for the moderately priced music 
system. Achieves extended bass response and dy- 
namic range without sacrificing efficiency. Compo- 
nents employed include: 12” woofer with 134-lb. 
ceramic magnet; 8” mid-range cone speaker; very 
high frequency tweeter; plus 2-section, crossover 
network with two level controls. 


be 8”-cone mid-range speaker is tailored to afford maximum dis- 

son and smoothest response—has shallow design. First crossover 
mt is at 200 cps to the 8” unit; above 3500 cps, the very-high 
sency, compression-diffraction driver is employed. Frequency 
mse is flat from 40 to 18,000 cps. Power handling capacity, 70 
. Impedance, 8 ohms. Size, 14x25x13Y4”. Available in choice 
@ sohogany, limed oak or walnut. Shpg. wt., 50 Ibs. Unfinished and 
Be models are listed on next page. 


PO DU 267C. Specify Finish. NET 


“REGAL 300” 3-WAY SPEAKER SYSTEM 
: NET Deluxe, extended range 3-way system housed in an 
elegantly styled. sealed enclosure. Features a 12” 
5 4) woofer with a 4.6.-Ib ceramic magnet and long-throw 
voice coil; 8” cone-type mid-range speaker in a total- 
ly isolated chamber; compression-type very-high- 
$5 down frequency diffraction horn; and two L-C type cross- 
over networks with level controls. Extra-low elec- 
eal crossover at 200 cps— very high frequency driver takes over at 
Hee cps. Smoothly reproduces the entire audio spectrum. 
Beponse is flat from 35-18,000 cps. Power handling capacity, 70 
feets. Impedance, 8 ohms. Size, 14” high, 25” wide and 1314” deep. 
fpellable in choice of mahogany, limed oak or walnut. Finished on four 
ees Shpg. wt., 64 lbs. Unfinished and Kit models are listed on the 
= page. Only $5 Down. 
PP DU 336C. Specify Finish. NET. 175.42 


“ROYAL 400” 3-WAY SPEAKER SYSTEM 
NET Luxuriously styled and offering phenomenal response. 
the ‘Royal 400” stands among the finest ultra-com- 
574431 pact speaker systems available. Has special 18” 
r cavity to prevent distortion; long-throw voice coils 
0 down insure linear operation at highest levels of sound. 
Wfraction-compression VHF tweeter. Response, 30-18,000 cps. 


woofer that provides exceptionally smooth, rich bass 

response; 8” mid-range speaker in totally isolated 
@pecity. 70 watts. Impedance, 8 ohms. 2314x32x144%4”. In mahog- 
we. Simed oak or walnut. Shpg. wt., 103 Ibs. $10 Down. 


ze, is Mas BDZ 266C. Specify Finish. NET...................- 244.51 
thegreat, | MPINISHED “UTILITY” ROYAL SPEAKER SYSTEM. Identical speaker 
sroduction. (ponents to unit above, but unfinished hardwood. May be paint- 
er finished to suit any decorative mode—ideal for custom 
eeallations. Shpg. wt., 103 Ibs. 
ED DZ 616. Only $5 Down. NET.............-0- 000025 195.02 
in Allied Has Everything in Hi-Fi 


Finished on all 
four sides for use in either 
lowboy or highboy applications 


Skillfully Designed Leyton 2-Way Hi-Fi Speaker System 


Employs special ‘‘air cushion’ principle for distortion-free, low 
resonant bass reproduction. Delivers smooth, wide-range response 
from 40-13,000 cps. System handles 35 watts; 70 watt peaks. Im- 
pedance, 8 ohms. Genuine furniture veneers; available in mahogany 
or walnut. Enclosure and speaker components not available separate- 
ly. Shpg. wt., 29 Ibs. Only $5 Down. 

70 DU 265C. Specify Finish. NET........0.00cccececees 82.81 


UNFINISHED “UTILITY” LEYTON SPEAKER SYSTEM. Same excellent unit 
as above, but unfinished hardwood. May be painted or finished to 
suit any furnishing mode—ideal for custom installation. 29 Ibs. 


70 DZ 617. Only $5 Down. NET.. 


Royal 400 


ed 


FUN TO ASSEMBLE: 


Enjoy the satisfaction of personal accom- 
plishment and at the same time pocket 
substantial savings by assembling your 
own Electro-Voice speaker system. Easy- 
to-follow, illustrated instructions make as- 
sembly so easy that even the inexperi- 
enced will enjoy building these quality 
kits. All panels are of %” fully cured 
lumber—precut exactly to size for posi- 
! tive, air-tight construction. A selection of 
E-V finishing kits permit a wide choice of 
furniture colors. 


2 Se we 


Unfinished Speaker Systems 
IN KIT OR ASSEMBLED FORM 


NET Economy, do-it-yourself kit version of the famous ‘‘Esquire 

s 200” 3-way speaker system. A marvelous value for any low: 

cost music installation—excellent for use in pairs in sterec 

music systems. Advanced design results in extended bass re 

sponse and dynamic range without sacrificing efficiency. Use 

of high-power amplifiers is not required to obtain proper per 

formance. Styling is simple, attractive and compact—grace 

only $5 down any room decor, When finished on all 4 sides, it can be use¢ 

horizontally on shelf, or vertically on floor, All component 

supplied with this superb kit are identical to those in the factory-assembled model. They 

include: special-design 12” woofer with 1% lb. double-power ceramic inagnet; direct-ra 

diator, 8” mid-range driver; very-high-frequency compression-diffraction driver; wiring 
harness; plus 2-section, crossover network with level control. 


The 8” horn-loaded driver is tailored to provide maximum in sound dispersion for superia 
stereo sound. New shallow design provides outstandingly smooth response. First crossove 
pont is at 200 cps to the 8” unit; above 3500 cps the very-high-frequency compression-dif 
raction driver is employed. 

Frequency response is remarkably smooth from 40-18,000 cps. Program handling capacity 
70 watts. Im lance, 8 ohms. Supplied with a full set of illustrated, easy-to-follow instruc 
tions, grille cloth, glue, screws, nails, etc. Size, only 14” high, 234” wide, 12” deep. Veneere! 
with Swedish Birch for easy finishing in a fine furniture finish. Shpg. wt., 50 Ibs. 

70 DZ 609. Only $5 Down. NET.........-.-- 220555 en li .. 7G 


70 DZ 614. Only $5 Down. NET.... 5.00.60 cone ce ene eet te etnies 105.35 


“REGAL 300” SPEAKER SYSTEM KIT 

Easy-to-assemble, kit version of the deluxe ‘Regal 300" 3-way speaker system. Housed f 
an elegantly-styled, sealed enclosure that will complement any decor. Name plate may & 
rotated for either horizontal or vertical placement. Features a 12”, super-low-frequenc 
woofer with a 5-lb. ceramic magnet; 8” mid-range, cone-type speaker with a 1-lb., 6-0 
magnet; very-high-frequency diffraction horn; and an L-C crossover network with two lew 
controls. Crossover frequencies are 200 and 3500 cps. When used in pairs for stereo, th 
“Regal 300" provides maximum spread of sound over a wide area, with no spatial distortion 
Response, flat 35-19,000 cps. Program capacity, 70 watts. Impedance, 8 ohms. With if 
structions, grille cloth, glue, nails, etc. 14” H, 234%” W, 12” D. 64 Ibs. 

FO OE GUO=Gily SS DemAIMM © «vey Sine Serene hey ene Mah py ee 122. 5t 


“REGAL 300" UTILITY. As above, but factory-assembled enclosure of unfinished Fir plywoor 
70 DZ 615. Only $5 Down. NET... 2.2 ce ee eet eta eees 146.0 


ES a2 Unfinished Speaker Enclosure Kits 


KD6 “ARISTOCRAT” ENCLOSURE KIT 


NET An extremely popular, folded-horn corner enclosure kit. Utilizes wa 

of room as an extension to its built-in horn—extends bass range by oF 

2? full octave for clean, clear reproduction of lowest notes without diste 

tion. Large air-load holds cone-excursion to a minimum for an increa 

in power handling capability of up to 50%. This attractive enclosw” 

has been designed for use with any 12” speaker (E-V 12” series is esp 

$2 down cially recommended); can also be used to make up two or 3-way speak 

systems. Fits beautifully in any room. Supplied with grille cloth ar 

easy-to-follow instructions; less metal trim (see AK6, below). Size, 2954” high, 19” wid 
1534” deep. Shpg. wt., 44 Ibs. 

ST WS: 7BE. Owls $2 Down MET 6k, ores hc nee ed 38.2 


KD9 “MARQUIS” ENCLOSURE KIT 


NET Low cost, do-it-yourself kit version of the popular ‘‘Marquis’’ enclosut 

Similar in performance and appearance to the ‘‘Aristocrat,”’ this folde 

28 horn enclosure can be placed anywhere along the wall—does not requi 

corner placement for extended bass response. Accommodates any Ele 

tro-Voice or other 12” speaker, and can be used for 2 or 3-way systet 

without modification. Vertical parallel porting slots extend the lo 

$2 down __ frequency response range of 12” speakers by nearly an octave. Efficien 

below the 100-cycle point is increased by nearly 40% over that of cor 

parably-sized bass reflex enclosures. Includes a full set of clearly written, illustrated instru 

tions, grille cloth, glue, screws and nails; less metal trim, below. Size, 295x19x14 
Shpg. wt., 50 Ibs. 

7G 260cOniy $2 Danie MEBs n a Beli yn. ks ithe eee 35.2 


MODEL AK6 TRIM AND GRILLE KIT. For KD6 and KD9. 24x16” brass finish grille. 3 Ibs. 
GUD FIG SNE airs rete Ns | cope FOR hes tne: Rin pa 36 hint yee ee its ee 4. 


72 For a Selection of Electro-Voice Finishing Kits, See Page 104 
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H-223F 
“Flexair” 


MODEL H-223F 12” COAXIAL SPEAKER 


A top-quality, true 2-way coaxial type speaker, capable of outstand- 
ng reproduction in a wide variety of enclosures. Combines the con- 
renience, utility, and quality of the 2-way speaker plus the excep- 
tional performance of Jensen's famous ‘‘Flexair’’ woofer for amazing 
low-frequency response (all the way down to 20 cycles when used in 
the BF-100 enclosure). Woofer cone with special damped suspen- 
sion is capable of extremely long ‘‘throw”’ without distortion—even 
= unusually small enclosures. Incorporates a built-in, efficient L-C 
type crossover network at 2000 cps—plus a concentrically mounted, 
refiexed compression driver tweeter. Extends audio range out to 
15,000 cps. Provides crystal-clear, highly authentic treble frequency 
reproduction, 


Power handling capacity, 30 watts, Impedance, 16 ohms. Requires 
baffle opening of 1014”; depth of 734” behind baffle. With wired-in 
balance control for tweeter. Shpg. wt., 13 Ibs. 


OKA PO. $9: Dogo WhGl 6655.00 o-oo bs eed one 72.50 
MODEL DXF-80 FULL-RANGE 8” SPEAKER 


Pull-range speaker employing 8” ‘‘Flexair’ woofer for super-clean 
bess response. Ideal for smaller enclosures. Provides low-distortion 
bass reproduction down to 36 cycles! Concentrically mounted 
whizzer-cone element extends response to 13,000 cps. DP Alnico V 
% lb. magnet. Capacity, 20 watts, Imp, 16 ohms. Shpg. wt., 5% Ibs. 


WD D 257. $2: Downs WET. 822) aR does s Dawe neds 24.50 


Famous Jensen ‘“Flexair™ 
speakers are designed 
for smooth reproduction 
throughout the entire audi- 
ble range. Special damp- 
ing action assures super- 
low resonances for clean, 
boom-free bass in any 
type of enclosure. 


Wide-Range 12” Coaxial 
Speaker—Reproduces 
30 to 15,000 Cps 


Model H-222 12" Coaxial Speaker 


A highly popular 12” true coaxial speaker offer- 
ing outstanding quality at moderate cost. De- 
livers clean, wide-range response for an excep- 
tional standard of high-fidelity reproduction, 
Features a’compression-driver tweeter. Driver 
unit is loaded by a 6-cell Hypex horn; insuring 
extremely high efficiency, unusual tonal purity, 
and wide-angle dispersion of “highs.’’ Overall 
frequency response extends from 2000 to 15,000 
eps. Model ST-946 level control is included—permits adjusting 
“brilliance” of high frequencies to match room acoustics. Special, 
two-channel crossover assures proper distribution of bass and treble 
frequencies above and below the 2000-cps crossover point. Crossover 
network is built-in—does not require additional mounting space 
inside the speaker enclosure. 

12” woofer cone covers 30 to 2000 cps. 134-Ib. high-energy, DP- 
Alnico magnet reproduces the dynamic range of the most powerful 
percussive passages with superb clarity and realism. Capacity, 25 
watts. Impedance, 16 ohms, Shpg. wt., 12 Ibs, 

82 DX 068. Only $5 Down, NET..............0000 5000 62.50 


MODEL G-610B 15” TRIAXIAL 


A superb 3-way high-fidelity speaker. Has 
three elements, electrically and acoustically 
mdependent, built into a single unit, each 
designed for peak performance in its por- 
Gen of the aydio spectrum. Response, 25 
ps to beyond audible range. Employs heavy 
woofer and two compression-driver horn- 
maded elements for mid-frequency and 
tigh-frequency channels. Includes built-in 
deal crossover network with wired balance 
ntrols for easy adjustment to room acous- 
Ses. Crossovers at 600 and 4000 cps. Power 
eapacity, 40 watts. Impedance, 16 ohms. 
Magnet weight, 6% lbs. Depth, 103%”. 
Shpg. wt., 46 lbs. 
70 DU 228. $10 Down. net....252.75 


Coaxial Speakers 


MODEL K-210 12” COAXIAL SPEAKER. Econ- 
emy-priced, 12” coax speaker. Ideal for use 
== a replacement unit in TV sets and radio 
msoles employing older, single-cone 12” 
speakers. Offers the same fine construction 
as the K-80A listed below, but includes pro- 
wsion for easily adding the ST-946 high- 
requency balance control. Features direct- 
radiator tweeter unit and built-in electrical 
wessover network. Frequency response, 45 
14,000 cps. Power capacity, 14 watts. 
Impedance, 8 ohms. Magnet wt., % Ib. 
Shpg. wt., 7 Ibs. 


52 DX 062. $2 Down. NET........ 27.50 


MODEL K-80A 8” COAXIAL SPEAKER. New, 
jew-cost coax speaker featuring electrically 
amd acoustically independent woofer and 
Sweeter units. Perfect for use wherever a 
all hi-fi speaker with excellent perform- 
» is needed. Electrical crossover from 
t cone at 3000 cycles, to high-fre- 
y tweeter element. Offers smooth, 
rtion-free wide-angle high-frequency 
ase. Magnet weight, 144 Ib. Power 
dling capacity, 12 watts. Impedance, 16 
whms. Frequency response, 50 to 14,000 cps. 
Sipe. wt., 4 Ibs. 


a> 
. 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


MODEL G-600 15” TRIAXIAL 


Embodying the same operating principles 
as the G-610B Triaxial speaker, at left, the- 
G-600 is a low-cost version with somewhat 
lighter construction. Highly efficient woofer 
employs a 314 lb. magnet. Frequency re- 
sponse, 30 cps to beyond audible range. 
Bore-mounted compression driver for mid- 
frequencies, has separate horn for 900-4000 
cps range. Super-tweeter handles the range 
from 4000 cps through the upper limits of 
audibility. Complete with built-in dual 
crossover network with wired balance con- 
trols. Power capacity is rated at 35 watts. 
Impedance, 16 ohms, Depth, 11%”. Shpg. 
wt., 33 Ibs. 

82 DU 350. $5 Down. NET...... 134.50 


Duax and Unax Speakers 


MODEL DX-120 DUAX 2-ELEMENT 12” 
SPEAKER. Better sound at lower cost—with 
this _budget-priced speaker featuring two 
carefully coordinated cones, driven by the 
same voice coil. Both cones operate to- 
gether up to a “mechanical crossover’’ at 
4000 cps; the smaller high-frequency radi- 
ator cone is effective above 4000 cps. This 
type of speaker attains a wider frequency 
range than single-cone speakers of the same 
size. Resonance. 48-50 cps. Frequency re- 
sponse, 40 to 13,000 cps. Power handling 
capacity, 20 watts. Employs magnet weigh- 
ing 1-lb. Impedance, 16 ohms. Depth, 734”. 
Shpg. wt., 7% lbs. 

82 OK 35S. MET... tu. 27.50 


MODEL UX-120 UNAX 12” SPEAKER. Ex- 
tended-range single-cone type. Response, 
40 to 12,000 cps. Capacity, 14 watts. Imp., 8 
ohms. Has Y%-lb. high-efficiency magnet. 
Shpg. wt., 5% Ibs. 

B2.DXK 358; MET... es 17.95 


MODEL UX-80 UNAX 8” SPEAKER. Extended- 
range single-cone speaker. Response, 50 to 
12,000 cps. Capacity, 12 watts. Imp., 8 
ohms. %4-Ib. magnet. Shpg. wt., 4 Ibs. 

BZD SSF. WMG a caaaene 14.50 


8” mid-range unit and 
compression-type tweet- 
er. Frequency Response, 


25-15,000 
High-boy Position wie 


511950 


only $5 down 


The renowned “‘Tri-ette’’ diminutive speaker system delivers performan 
of remarkable quality—and its compact dimensions greatly simplify plac 
ment in rooms of any size. The 12” ‘‘Flexair’’ woofer extends bass respon 
down to 25 cps; has highly-damped super-low resonance at the very be 
tom of the audio range—16-20 cps. Exceptional linearity plus large co! 
movements result in truly superb bass. At 600 cps, a specially-designed | 
mid-range speaker delivers the middle frequencies with smoothness a 
presence. Its compression-type tweeter reproduces the highs with spz 
kling clarity from 4000-15,000 cps. Excellent for use in either stereo 
monophonic music systems, the TR-10 is finished on four sides. It pe 
forms equally well whether placed in a high-boy or low-boy position. 


Its unique “Flair Line” styling has been influenced by the trend to Dani 
furniture design. Combined with the rich beauty of natural woods ai 
painstakingly crafted finishes, the TR-10 takes its place as a striking 
attractive furniture piece. Set it on mantle, floor or shelf by itself, or u 
it with the optional table base (below). Components include: “Flexai 
12” woofer, P8-UM mid-range unit, RP-103A tweeter, ST-946 balan 
control and A-645 crossover. Capacity, 30 watts. Impedance, 16 ohn 
Size, 1374x25x113%4”. In choice of mahogany, tawny ash or walnut (a 
available unfinished, below). Less base, below. Shpg. wt., 40 Ibs. 

79 DU 333C. Specify Finish. NET.......... i ante Sp aes 


Thrilling Sound Quality . . . Ant 


Model TR-10 Speaker System 


© Complete, Compact-Design, 3-Way Syste 
© Handsomely Finished On Four Sides 

® Award-Winning Danish-type Styling 

* Bass Response Down To 25 cps 

® Available With Accessory Base 


owls 


MODEL ST-945 TABLE BASE. Accommodates TR-10 in horizontal positic 


A beautifully styled, compact speaker system that 
looks well and performs well in any position. Use it 
in high-boy or low-boy position; set it on floor, table, 
shelf, mantle—fits anywhere. 


Bookshelf-size 
system in choice of 3 
handsome finishes 


Woofer and Tweeter 


DF-1 “‘DUETTE” Two-Way Speaker System 


Expertly designed, compact 2-way high-compliance speaker system. 
Consists of an 8” ‘Flexair’’ woofer, P35-VAH 314” tweeter, cou- 
pling element, terminal panel and H-F control—installed in tube- 
vented, ‘‘Bass-Superflex’’ enclosure. Response, 36-14,000 cps; cross- 
over at 2000 cps. Capacity, 25 watts. Imp., 16 ohms. ¥%” plywood; 
1214x24x1014”. In mahogany, tawny ash or walnut. 281% lbs. 


70 DU 255C. Specify Finish. NET.......0.-00200 60000: 69.50 


ST-972 BASE. For above. 334” high. In choice of mahogany, tawny 
ash or walnut. Shpg. wt., 1% Ibs. 


70 DX 253C. Specify Finish. NET... 0-2-6. e ese cece eee 7.50 
70 DU 232. Unfinished DF-IU. Fine hardwood. NET..... 


2” high. In choice of mahogany, tawny ash or walnut. Shpg. wt., 2 Ibs. 
70 DX 260C. Specify Finish. NET...........----- eb eee eee - 


UNFINISHED TR-10U System. Identical to system above, but ready for fin 
of your own choice. Quality, unfinished hardwood. 


70 DU 231. Only $5 Down. NET.......--- 6552-52005 94. 


3-way system with 
woofer, 2 mid-range 
speakers and tweeter. 


TF-3 Unfinished only 


TF-3 3-Way Speaker System 


Economical, compact three-way speaker system in unfinished uti 
cabinet. Rigid enclosure is built of sturdy %4” gum hardwood—n 
be stained or painted to match any furnishing scheme. May alse 
set in wall or cabinet with excellent results. Skillfully designed u 
uses four speakers for realistic, uncolored hi-fi sound through 
the audio range. 10” ‘‘Flexair’’ woofer with 1-Ib. Alnico V mag 
gives full rich bass response from 25 cycles to 2000 cycles. For smo« 
clean middle-frequency response, the TF-3 employs two special 3 
mid-range units. Spherical sector tweeter extends response fr 
10,000 cps to beyond the limits of audibility. With high freque 
control. Power handling capacity, 25 watts. Impedance, 8 oh 
1314x23%4x113%%”. Shpg. wt., 38 Ibs. 

70 DU 635. Only $5 Down. NET.........- 79. 


JENSEN KT-33 Speaker Components KIT Package Offer 


C12-NF RP-103A P8-UM 


NET Save $4.50 over the cost of the speaker sys 
components purchased separately. This comp 
speaker system is ready for installation in 

$ 00 cabinet you choose. Included in package is 
y : C12-NF 12” woofer that provides full, rich 
response down to 30 cycles; P8-UM 8” heavy-c 
direct radiator mid-range unit for smoothness 
presence in 600-4000 cycle range; RP-103A compression-d1 
horn-loaded tweeter that produces clear, silvery highs to 15,000 
A-645 two channel-type crossover network; plus ST-946 bal: 
control for adjusting volume level of tweeter to match room ac 
tics. Perfect for moderately-priced stereo music systems. Pc 
handling capacity, 30 watts. Frequency response, 30-15,000 
Impedance, 16 ohms. Shpg. wt., 21 Ibs. 
70 DU 542. Only $5 Down. NET..........002. 00020005: 80. 
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Model CN-100 Speaker System 


$1950 


only $5 down 


Elegantly-styled, three-way speaker system for use in deluxe stereo and 
monophonic music systems. A product of strikingly beautiful contemporary 
Scandinavian styling, the CN-100 delivers brilliant high-fidelity response 
from 20-15,000 cps. Its appearance enhances the beauty of any furniture 
setting. Components employed in this quality system are: ‘‘Flexair” 12” 
woofer, P8-UM 8” mid-range unit, RP-103A compression-type tweeter, 
ST-946 balance control and A-645 crossover network—installed in the 
BF-100 ‘‘Flair Line’ speaker enclosure. 


* Smooth Hi-Fi Response from 20-15,000 cps 
* Special “Flexair” Woofer Delivers Rich Bass 
* Attractive “Flair Line” Styling Fits Any Decor 
* Mahogany, Tawny Ash or Walnut Veneers 


The specially designed ‘‘Flexair’’ woofer, installed in the unique Bass-Super- 
Sex enclosure assures rich bass reproduction. Uses 1¥%-Ib. ceramic magnet; 
resonant frequency is 20 cps. Mid-frequency unit takes over at 2000 cps. 
Produces smooth, extremely realistic mid-range up to 4000 cps. Compres- 
sion-driver horn-loaded tweeter provides excellent dispersion and pure 
reproduction of the frequencies up to 15,000 cps. Includes balance control 
for adjusting tweeter volume to match room acoustics. 


Power capacity, 30 watts. Cabinet is available in choice of three tasteful 
Snishes. Available in mahogany, tawny ash or walnut natural wood veneers. 
Size, 31%4x21x184%4”. Impedance, 16 ohms. Shpg. wt., 70 Ibs. 

70 DZ 261C. Specify Finish. NET..... 0.0... 00. 2000 c cece sense 159.50 


MODEL BF-100 SPEAKER ENCLOSURE, Identical to the enclosure of the CN-100 
speaker system, above. Incorporates Bass-Superflex design with tube-loaded 
port for extended low-frequency response. May be used with any 12” 
speaker or speaker system, Outstanding contemporary Scandinavian styling 
goes well with any decorative scheme. Available in three attractive, quality- 
crafted natural wood veneers—mahogany, tawny ash or walnut finish. Shpg. 


wt., 55 Ibs. 


70 DZ 262C. Specify Finish. NET.......... 


Ret? his tabi F PeDO 


Model CN-100 


Outstanding 3-way 
system includes 12” 
woofer, 8” mid-range 
unit, compression- 
type tweeter, balance 
control and crossover. 


TWEETERS 


MODEL RP-103A COMPRESSION TWEETER. 
For use with 2000 and 4000 cycle crossover 
networks. 2000 to 15,000 cps. 30 watts. 16 
ohms. Die-cast horn flanged for panel mtg.; 
cutout 2x6”. 3x7%4x6%e_". 3 Ibs. 

BM SHENET Oo eois occ cats 16.50 


MODEL RP-302A SUPER TWEETER. Compres- 
sion-driver, horn-loaded tweeter for the fre- 
quency range above 4000 cps to inaudibility. 
Capacity (with suitable crossover network), 
£9 watts. Imp., 16 ohms. O.D., 2%”; 334” 
long. With mtg. plate. Wt., 24% Ibs. 

79D 135. $2 Down. NET........ 35.00 


CROSSOVERS AND 


MODEL A-61 CROSSOVER NETWORK. Two- 
channel, 600-cycle type. Capacity, 40 watts. 
impedance, 16 ohms. Size, 51%4x63%4x434”. 
Shpg. wt., 51% Ibs. 

82 D 373. $2 Down. NET......... 19.75 


MODEL A-204 CROSSOVER NETWORK. Two- 


ance type. Impedance, 16 ohms. 44x 
3%4x3%”. Shpg. wt., 2% Ibs. 
SM RONEN ooo Decne. tee ve 13.00 


MODEL A-402 CROSSOVER NETWORK. Two- 

channel, 600-cycle type as above, but cross- 
wer point is 4000 cps. Shpg. wt., 3 Ibs. 

a” ae eee 10.90 


MID-RANGE 


MODEL P8-UM 8” MID-RANGE SPEAKER. A 
low-cost, 8” direct-radiator, mid-range 
speaker. For reproducing the 600 to 4000 
cps range. Closed. housing for isolation. 30 
watts. Depth, 44%”. 16 ohms. 3 lbs. 

TPO TUS VET er. AEE al 7.50 


MODEL P8-RM 8” MID-RANGE SPEAKER. Di- 
rect-radiator, mid-range speaker for uni- 
form output in the 200 to 4000 cps range. 
Employs closed housing for isolation. Ca- 
pacity, 40 watts. Depth, 5”. 16 ohms. Shpg. 


wt. 3Y Ibs. 
79 D 132.NEr......... 12.50 


BALANCE CONTROLS 


BALANCE CONTROLS. Adjustable, wire- 
wound L-pads, with bar knob and metal 
escutcheon plate. Mount in i'l,” hole. 
Have 36” leads. Impedance, 16 ohms. 
Shpg. wt., 12 oz. 


MODEL ST-947. For tweeter or mid-frequency 
unit level adjustment in 2, 3 and 4-way high 
fidelity speaker systems rated up to 40 watts 
power handling capacity. 


T9:D.V3T ETE Fs. SORT Re 4.50 


MODEL ST-946. For adjusting output of 
tweeter in 2 and 3-way systems with power 
rating up to 30 watts. 

TR DNQG I oe ae. aR 3.50 


WOOFERS 


MODEL C12-NF 12” WOOFER. 20-2000 cps. 
Resonance, 20 cps. 30 watts. 16 ohms, 13%4- 
Ib. ceramic magnet. 8% lbs. 

70 DX 541. $2 Down. NET........ 42.00 
MODEL PI5-LF 15” WOOFER. 16-2000 cps. 


Resonance, 16 cps. 40 watts. 16 ohms. 344- 
Ib. magnet. Shpg. wt., 18% Ibs. 


79 DX 129. $5 Down. NET.........69.75 
MODEL P8-QF 8” WOOFER. 36-2000 cps. 


Resonance, 45 cps. 25 watts. 16 ohms, 34-lb. 
magnet. Shpg. wt., 5% Ibs. 


70 D 258. $2 Down. NET.......... 22.50 


Allied Offers the Largest Selection of Speaker Systems and Speaker Components 75 
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“Decorator Group” Speaker Systems 


* 
e 
TRi-ette 
Styled to enhance 
any decorative setting 
“Decorator Group” 


speaker systems are 
outstanding hi-fi value 


MODEL TR-30 CONTEMPORARY—LIMED OAK 3-WAY SPEAKER S 
TEM. Jensen’s finest compact speaker system embodying inspi 


rrr AEN styling coupled with the latest advances in acoustics. Decorat 

qi Ji ih ud | styled for outstanding versatility, the TR-30 delivers rich, 
¢ stan response across the audio spectrum in any placement. Place it 
Re he a bookshelf, mantel, table, or floor (optional base, below, give 


a ‘‘consolette’” appearance): position it on its side or end to 
your room layout. Attractively finished on four sides. Outstanding cabinet craftsmans 
allows the TR-30 to take its place among the finest furniture. Advanced design, 12” ‘FI 
air’’ woofer delivers deep bass with great clarity—down to 20 cps. Compression-type 1 
CONTEMPORARY \ range unit operates between 900 and 6000 cps for smooth, realistic middle frequency 

sponse. Compression-type super-tweeter takes over at 6000 cps to deliver clean, spark! 

Limed Oak highs—extends response to inaudibility. Two controls are rear-mounted on cabinet. ( 

allows adjusting mid-range presence; the other allows adjusting high-frequency brilliar 

Capacity, 30 watts. High-powered amplifier not required; produces full volume with 
watts. Impedance, 8 ohms. 161%4x25¥4x1134”. Shpg. wt., 50 Ibs. 


70 DU'636) Only $5 Dod MEN o32 cious Sea Zhu Rise pein CRP tes rhe 159.. 

' LIMED OAK BASE. For vertical placement of TR-30 PROVINCIAL—CHERRY. Identical 
| TR-30 vrs Shpg. wt., 2 lbs. above, but for period settings. 15 

Rick cf heen wepetd speuker FO DUGATO MIN ir nF ea en pk 9.95 a Ae $5 Down. NET...... 8 

systems includes a 12” “Flexair" TR-30 DANISH—WALNUT. Identical to unit Sone ir an aoe eo ' 

fer, compressi type ade cea Scandinavian styling, walnut ee ee ee Cla: 

range speaker and high-fre- 70 DU 637. $5 Down. NET...... 159.50 70 DU 639. $5 Down. Net......159.. 

; rae snee Pemese eater: WALNUT BASE. For use with above. 70 DU 644. Mahogany Bose. NET... .9. 

' : 70 DU 642. NET........ et et re 9.95 70 DU 640, TR-30U Unfinished. NETI34.. 


“a *T I I Model GS-3 —_ Speaker System 
Ic) 


Stereo Speakers 


A compact, elegantly 
styled stereo speaker 
system. Occupies only 
= a fraction of the space 
of conventional system 


ET CONTEMPORARY—LIMED OAK. Comp 
stereo speaker system employing a sl 
¢ rh Anne fh size, bass center unit and two matcl 
oe Hf uJ Satellites—plus two 20-ft. connecting c 
i | and plugs, swivel yokes, mounting brac 
Gn oe and hardware. Center unit is same size 
style as TR-30 above; Satellite units match design. Center 1 
contains 12” ‘‘Flexair’’ woofer with 20-350 cps range. Each Sa 
lite unit contains a special elliptical mid-range speaker for the : 
4000 cps range and a compression super-tweeter that extends 
high-frequency response to the limits of audibility. 
Satellites may be mounted on walls like ‘‘pin-up"’ lamps—or pla 
on horizontal surfaces wherever convenient. Center unit prev 
“thole in the middle”’ so that Satellites may be placed anywhere f: 
8 to 20 ft. apart without affecting stereo response. Center unit r 
not be paretie centered. Size: Center Unit, 164%x25V4x11) 
‘Satellites’, 1114x774x154”. Impedance, 8 ohms. (Base for TF 
above fits center unit.) 60 Ibs. 
70 DZ 645. Only $10 Down. NET............ 00000005. 229. 
70 DZ 646. GS-3 Danish—Wal- 70 DU 648. GS-3 Tradition: 
nut. $10 Down. NET....229.50 Mahogany $10 Down...229 
70 DZ 647. GS-3 Provincial— 70 DZ 649. GS-3U Utility— 
Cherry. $10 Down. NET.229.50 _ finished. $5 Down. NET. 195 


GALAXY If STEREO SPEAKER SYSTEM. (Not Illus.) Economy ver: 
of GS-3. Center unit employs 8” woofer; each Satellite employ: 
mid-range speaker and 314” tweeter. Satellites are 11144x7'14x6 
Center ‘unit is 1244x24x111%”. Capacity, 25 watts. Impedance, 


ohms: In mahogany, tawny ash or walnut. Shpg. wt., 47% lbs. 
TRADITIONAL © 70 DZ 252C. Specify Finish. NET........-.. 02.0000. 169. 
Mahogany 70 DX 253C. Wood Base For Center Unit. 1% Ibs........... 7 
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RRL-8 

3-Way System 
Radiation Resistance Loaded, 3-Way System 
As Low As MODEL RRL-8. Here’s a beautifully styled, high- 
-. compliance speaker system, employing some of Uni- 
) 59 versity’s latest components, Tastefully designed, the 
v cabinet features a molded front edging with match- 
ing grille cloth—suitable for installation in any 
$5 down room, Superb quality of sound matches the elegant 


appearance of the RRL-8. Components include: 8” 
sigh-compliance woofer with ultra-linear response; two 314” direct 
radiator tweeters; L-C type crossover network (crossover point, 
2500 cps); and variable brilliance control. %4” hardwood enclosure 
eatures radiation resistance loading and tubed port for clean, full 
bess response to below 40 cps. Highboy, lowboy or bookshelf instal- 
lation. Available finished or unfinished. Veneered models are fin- 
shed on all 4 sides. fase, 30 watts. Impedance: 8-16 ohms. 
12x22%x10%_". Shpg. wt., 28 Ibs. 

ee LE, 


70 DU 240. Mahogany. Only $5 Down. NET.......... 
70 DU 242. Limed Oak. 70 DU 241. Walnut. NET EACH..100.45 
70 DU 243. Unfinished Only $5 Down. NET............... 93.59 
Radiation Resistance Loaded, 3-Way System 
As low As MODEL RRL-12. Full range performance from this 
= attractively styled, compact speaker system. The 
> 55 RRL-12 accomplishes unusual breadth, depth and 
“ clarity of sound with its custom-designed compo- 
nents and enclosure. Perfect for use in pairs in stereo 
$5d systems, or for a high-performance monophonic 
‘own —_ music system. Also makes a fine “add on” speaker 
system for use with any hi-fi system for realization of full-dimen- 
sonal stereo sound. Its compact size is adaptable to any installation 
—4nished on all 4 sides for lowboy or highboy use, bookshelf, man- 
wel. etc. %” hardwood, fine furniture veneers and classic simplicity 
# lines allow the RRL-12 to harmonize with traditional or con- 
semporary decors. Components in the special-design, radiation re- 
stance loaded enclosure include: 12” ultra-linear response, high- 
eempliance woofer; 34%” direct-radiator speaker; “‘Sphericon” 
smper-tweeter; L-C type crossover network and variable brilliance 
eatrol. Power handling capacity, 40 watts. Response from 35 cps 
» inaudibility. Impedance: 8-16 ohms. Size, 1354” high, 25” wide, 
12%" deep. Shpg. wt., 38% Ibs. 
70 DU 244, Mahogany. Only $5 Down. NET.............. 7.55 
7O DU 246, Limed Oak. Only $5 Down. NET............. 121.47 
7O DU 245. Walnut. Only $5 Down. NET................ 121.47 


MEDALLION XII WITH EXCLUSIVE “‘SELECT-A-STYLE” GRILLES 


Colonial 


* Has 12”, 8” Speakers & Tweeter 
* Quickly Converts to Any Styling 
* Fine Fruitwood Veneer Finish 


introducing the Medallion XII—Univer- 
*s dramatically new 3-way high-fidelity 
speaker system in attractive fruitwood fin- 
shed cabinet. Features unique ‘‘select-a- 
style” grilles—quickly and easily converts 
‘= any desired furniture setting by snapping 
em any of three speaker grilles (listed at 
mght, below). It’s an excellent choice for 
tbe hi-fi enthusiast seeking full-dimensional 
seand plus flexibility of decor. 


Modern 


$-80 
2-Way System 


2-Way, High-Efficiency Speaker System 


As Low As MODEL S-80. Compact, modestly priced hi-fi speaker 
e system. Offers excellent wide-range response— 
diel 8] perfect for use in monophonic or stereo music sys- 

tem applications, The small size of the S-80 makes 
it ideal for bookshelf installation, and since it is 
$5 down finished on all four sides, it can be used in a wide 


variety of upright or horizontal installations. Se- 
lected University components include: C-8W 8” woofer; 334” direct- 
radiator tweeter; and L-C type crossover network (crossover point, 
2500 cps). Enclosure employs ported phase-inverter principle 
for clean, smooth bass response. 44” wood panels for sturdiness 
without distortion-causing resonances. Power handling capacity, 25 
watts. Impedance: 8-16 ohms. Styling is simple and neat—harmo- 
nizes beautifully with any room interior. Size, 1114” high, 2134” wide, 
914” deep. Shpg. wt., 17 Ibs. 

70 DU 237. Mahogany. Only $5 Down. NET............. 
70 DU 238. Walnut. Only $5 Down. NET.......... 
70 DU 239. Unfinished. Only $5 Down. NET.. 


3-Way System 


rovincial 


Speaker components include: 12” high-com- 
plance woofer, 8” mid-range unit (covers 
380 to 3000 cycles), and the ‘‘Sphericon" 
smper-tweeter (with a range to 40,000 cps). 
tera-linear frequency response from 28 to 
22,000 cycles. Brilliance and presence con- 
trols permit setting to acoustics of room. 
Cabinet is beautifully finished on four sides 
= hand-rubbed veneers. 24x17x124”. Less 
bese and “‘select-a-style”’ grille, right. Shpg. 
wr. 40 lbs. Only $5 Down. 
7O DU 650. Fruitwood Only. NET. 137.15 


“SELECT-A-STYLE" GRILLES. Assembled, fruitwood fin- 
ished frames that easily snap on Medallion XII 
cabinet. Available in three popular styles to suit any 
motif. Shpg. wt., 3 tbs. 

70 DU 653. MXII Colonial. NET............ 14.65 
70 DU 651. MXII Modern, NET........ 5S 
70 DU 652. MXil Provincial. NET........... 


MXit BASE. Attractive, fruitwood finished base for 
use with Medallion XII speaker system listed at left. 
Shpg. wt., 3 Ibs. 

FO: DGRA MER. 5. oe es 14.65 


Medallion Xi 
3-Way Hi-Fi 
Speaker System 


Choose Your Own Music System Featuring University Components—Write for Price 
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ee 


A host of specially designed features 
distinguish this deluxe series. 
speaker is carefully assembled by hand 
—using only the finest materials. Re- 
sult is response of 


315-C 3-Way 


Diffoxial _¢% 


315-C 3-WAY SPEAKER 


3-way, 15” diffaxial speaker—leader of the 
“200 series”. The greatly improved version 
of earlier 315—one of the finest 3-way 
speakers available. Large, theater-type 
woofer cone features high excursion, dual- 
spider piston and anti-breakup, low-reso- 
nance diaphragm, for rich natural bass. 
Multi-element Diffusicone mid-range sec- 
tion, crosses over at 1000 cps. Treble is 
covered by heavy-duty T-50 Hypersonic 
driver and axially mounted, reciprocating 
flare wide-angle tweeter horn. Provides 
exceptionally uniform sound distribution 
throughout the entire audio range. Re- 
sponse is 25 cps to inaudibility. 2 balance 
controls for mid-range and treble adjust- 
ment. Magnet wt., 64 lbs. Power handling 
ety: = che par mo es 8-16 ohms. 
leep. Shpg. wt., 34 S. 
70 DU 536. $5 Down. NeT......152.88 


MODEL COBREFLEX HORN. Perfect for use 
as a mid-range horn, in 3-way speaker sys- 
tems when used with the T-30 driver unit. 
Its 27” exponentially flared air column 
permits crossover as low as 350 cps. Twin- 
flare design for uniform wide-angle dis- 
persion; 120° horizontal and 60° vertical. 
Aluminum die casting. 134”-18 throat. 10%4x 
1814x914". Shpg. wt., 10% Ibs. 

95 DX 184. $2 Down. NET.......23.67 


MODEL H-600 MID-RANGE AND HIGH FRE- 
QUENCY HORN. Top-rated 600-cycle cutoff, 
wide-angle horn. One-piece, die-cast design. 
Perfectly adapted for use with T-30 or 
T-50 driver units. Combines “reciprocating 
flare” principle with hemispherical defiec- 
tion for uniform sound from 600 cps to be- 
yond audibility. Accepts driver unit with 


standard 1347-18 throat. 734x834x4%”. 
Shpg. wt., 24 Ibs. 
PAGD GAGE NET: 2.03.) y 25.2 18.62 


78 


312 


‘Listener- Approved Loudspeakers 


Each 


ysual clarity. 


312 3-WAY SPEAKER 


Brilliant, 12” Diffaxial speaker for unex- 
celled, wide-range reproduction. Contains 
patented, multi-element ‘‘diffusicone’’ for 
full-bodied mid range; center-mounted 
tweeter for clean, bright highs. Tweeter has 
its own specially constructed baffle that pre- 
vents acoustic interaction between tweeter 
and woofer. Has built-in LC crossover net- 
work and adjustable brilliance control. 
Response, 28-40,000 cps. Capacity, 35 watts. 
Impedance, 8-16 ohms. 6%” deep. Shpg. 
wt., 10% lbs. 

70 DU 537. $5 Down. NeT........71.54 


308 3-WAY SPEAKER 


Compact, highly efficient 8” Diffaxial 
speaker. Designed specifically for the smaller 
hi-fi installation. Features special design 8” 
woofer with extra-large voice coil for excel- 
lent bass response. Multi-element diffusi- 
cone mid-range unit, compression-type 
tweeter and built-in 5000 cps crossover. 
True-axial construction; tweeter is pro- 
jected through center of woofer. Response, 
30-17,000 cps. Power handling capacity, 
35 watts. Impedance 8-16 ohms. Depth, 
614". Shpg. wt., 7 Ibs. 

70 D 505. $2 Down. NET........- Al.16 


UXT-5 


MODEL HF-206 HYPERSONIC TWEETER. Uses 
wide-angle, “reciprocating flare’ horn for 
uniform 120° horizontal and 50° vertical 
dispersion. Response, 2500 cps to inaudibili- 
ty. Cap., 50 watts. Requires N-1 cross-over. 
Imp., 8 ohms. 6x3%x6%e"- 3% Ibs. 

95 D 190. $2 Down. NET.......- 32.34 


MODEL UXT-5 SUPER TWEETER. Employs 
efficient compression driver unit coupled to 
“reciprocating flare’ horn. For use with N-1 
high pass filter. Response, 5000-18,500 cps. 
Capacity, 50 watts. Impedance, 8 ohms. 
4Y%4x214x4”. Shpg. wt., 1% Ibs. 

81 D 564. $2 Down. NET........ 20.58 


MODEL N-1 ADJUSTABLE HIGH-PASS FILTER. 
With built-in brilliance control. Crossover 
combinations: 2500, 5000 and 10,000 cps at 
8 ohms; 1250, 2500 and 5000 at 16 ohms; 
also 5000 and 10,000 cps at 4 ohms. Fits 
panels to 1”. 354x3%x3”. 1% Ibs. 

95 DiU9S. NEF s.as%o8 Fs ae ne <> 13.72 


Diffusicone-12 > 
ome 


DIFFUSICONE 8 SPEAKER 


Low-cost, 2-way 8” Diffaxial speaker. Wide- 
angle dispersion is achieved by a dual horn 
radial projector, plus aperture diffraction. 
Frequency response, 30-15,000 cps. Power 
handling capacity, 35 watts. Impedance, 
8-16 ohms. Depth, 456”. Wt., 4 Ibs. 

70 D 504. $2 Down. NET.......- 27.44 


6201 COAXIAL SPEAKER 


12”, two-way speaker that provides smooth, 
natural reproduction. Has separate drivers 
for woofer and compression-type tweeter. 
Built-in crossover at 2500 cps; brilliance 
control. Response, 28-18,500 cps. Cap., 35 
watts. Imp., 8-16 ohms. 654” deep. 91% Ibs. 


70 DU 538. $5 Down. NET.......56.59 


DIFFUSICONE 12 SPEAKER 


Highly popular, 2-way 12” Diffaxial speaker. 
Provides rich, clear full-range reproduction. 
Dual horn-loading at apex of cone extends 
mid-range and high frequency response, 
Mechanical crossover at 1000 cps. Fre- 
quency response, 28-15,000 cps. Power 


handling capacity, 35 watts. Imp., 8-16 
ohms. 9 Ibs. 
70 DU 539. $2 Down. NET......- 38.95 


Tweeters, Drivers and Crossover Networks 


MODEL 4401 
mechanism and voice coil suspension it 
sealed unit. Response, 2500 to 15,000 cps ~ 
Requires N-1 crossover. Capacity, 50 watts 

8 ohms. 23%4x6x6%_”. Wt., 2 Ibs. 

95 DibOFENET Cr ay yc aggre 17.64 


TWEETER. Efficient drive 


MODEL T-50 HYPERSONIC DRIVER. Use wit! 
the H-600 horn. Response, 600 cps to be 
yond audibility. Capacity, 50 watts. Imp. © 
8 ohms. 134”-18 throat; 4%” dia.; 4% % 
deep. Wt., 5 Ibs. = 
81 D 948. $2 Down. NET......... 48.5. 


MODEL T-30 MID-RANGE AND HIGH-FRE 
QUENCY DRIVER, For use with Cobreflex a ~ 
H-600 horns. Response, 350 to 15,000 cps = 
Capacity, 50 watts. Imp., 8 ohms. 134”-15 = 
throat; 314x334”. 2% Ibs. 

81 D 589. $2 Down. NET........ 29.40 ~ 


MODEL AP-8 LEVEL CONTROL. Fits panels t 
H%". 7 oz. 


95\D VO2UNER tence ce tee aes 3.87 = 


Allied Maintains the World's Largest Stocks of Hi-Fi Components 
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UC-121 EXTENDED RANGE SPEAKER 


Economy-priced 12” speaker incorporating 
special, shallow design for flush mounting 
in ceilings, walls, etc. Frequency response, 
40-10,000 cps. Power handling capacity, 30 
watts. Impedance, 8-16 ohms. Only 444” 
deep. Shpg. wt., 514 Ibs. 

70 DX 507. $2 Down. NET.......27.44 


UC-82 8” DIFFAXIAL SPEAKER 


Excellent low-cost speaker expressly de- 
signed for compact enclosures. Employs 2- 
way diffaxial design and 5000 cps mechan- 
cal crossover for clear, true response. Fre- 
quency response, 45-14,000 cps. Capacity, 
25 watts. Impedance, 8-16 ohms. 414%4” deep. 
Shpg. wt., 34 lbs. 

70 D 535. NET...... 


UC-122 12” DIFFAXIAL SPEAKER 
Low cost speaker employing uni-sectional 
diffusicone, high frequency element with 
1000 cps mechanical crossover. Provides 
uniform, wide-angle sound dispersion. Fre- 
quency response, 40-13,000 cps. Power 
handling capacity, 30 watts. Impedance. 
8-16 ohms. Depth, 444”. Shpg. wt., 5% Ibs. 


70 DX 508. $2 Down. NET 34.79 


UC-152 15” DIFFAXIAL SPEAKER 


Moderately priced, two-way speaker. Dif- 
fusicone element assures wide angle disper- 
sion of high frequencies. Dual horn-loading 
extends mid and high frequency response 
evenly throughout the listening area, cross- 
ing over mechanically at 1000 cps. Rich, 
clear bass without boominess is provided 
by the sturdily constructed 15” woofer 
with molded cone. Response, 30-14,000 cps. 
Capacity, 30 watts. Impedance, 8-16 ohms. 
Depth, 74%”. Shpg. wt., 8% Ibs. 

70 DX 510. $2 Down. NET........ 44.10 


UC-123 12” DIFFAXIAL SPEAKER 


An integrated 3-way speaker that offers high 
efficiency and uniform wide-angle disper- 
sion. Employs a uni-sectional diffusicone 
element and UXT-5 reciprocating flare 
super-tweeter, mounted through the center 
axis of the woofer, to attain true, wide- 
angle dispersion. With built-in brilliance 
control and 3-ft. cable. Mechanical cross- 
over at 1000 cps; electrical crossover at 
5000 cps. Response, 40-18,500 cps. Power 
handling capacity, 30 watts. Impedance, 8- 
16 ohms. 84%” deep. Shpg. wt., 9 Ibs. 

70 DX 509. $5 Down. NET 65.17 


A moderately-priced ser- 
ies of speakers noted for 
high quality performance. 
Each is a product of ad- 
vanced design, careful 
construction and rigid 
quality control. 


UC-153 3-WAY 
SPEAKER 


Medium-power version of the deluxe 315-C. 
Delivers outstanding performance through- 
out the range of audibility. Integrally con- 
structed on a rugged frame, it features 3 
reproducing elements—15” woofer cone, dif- 
fusicone element and super tweeter. Its 
rich, sonorous bass is augmented with full- 
bodied mid-range by the multi-element dif- 
fusicone, which crosses over mechanically at 
1000 cps. At 5000 cps, an L-C electrical 
crossover network directs the high and 
ultra high frequencies to the UX T-5 tweeter 
with reciprocating-flare horn. Tweeter is 
axially mounted in center of woofer for 
purest treble. With brilliance control. Fre- 
quency response. 30-18,500 cps. Power han- 
dling capacity, 30 watts. Impedance, 8-16 
ohms. Depth, 10”. Shpg. wt., 12 Ibs. 

70 DU 511. $5 Down. NET........81.34 


Popular, Moderately-Priced Woofers 


MODEL C-15W 15” WOOFER. Top-perform- 
ing woofer featuring special-design dual 
voice coil—two electrically independent 
ice coils on a single woofer. Dual-spider 
piston and .6-lb. magnet assure clean re- 
sponse from below 25 to 1500 cps. Capacity, 
50 watts. Dual impedance voice coil assem- 
bly permits use in any system of 4-20 ohms. 
Depth, 1014”. Shpg. wt., 27 Ibs. 

95 DU 185. $5 Down. NET.......83.30 


MODEL C-12SW 12” WOOFER. Features 
built-in low pass filter for adjustment of 
response to 700, 2500 or 5000 cps. Response, 
40-6000 cps. Capacity, 30 watts. 1'4-Ib. 
magnet. Impedance, 8 ohms. Depth, 614”. 
Shpg. wt., 7% Ibs. 

79 DX 244. $2 Down. NET....... 38.71 


MODEL C-8W 8” WOOFER. Budget-priced 
low-range speaker. Response, 50-5000 cps. 


Imp., 8 ohms. Depth, 44%”. Shpg. wt., 3 
ibs. 
Bee 2 NETL as oc ae 14.70 


Choose Your Own Music System Featuring University Speakers—Write For Price 


MODEL C-I5HC 15” WOOFER. High-com- 
pliance, low-resonance woofer which yields 
tremendous bass depth. Delivers rich, re- 
markably clean reproduction throughout 
the lower frequency range. Features Hiflux 
Uniferrox-7 magnet material in specially 
designed twin-spider suspension assembly— 
assures positive transient control during 
maximum excursions. University dual-im- 
pedance voice coil design permits use of unit 
in any system of 4 to 8 ohms or 10 to 20 
ohms. 


Recommended for use in high-fidelity music 
systems employing amplifiers which are 
capable of delivering output of 15 watts or 
more. Cone resonance, 15 cps. Response to 
800 cps. Depth, 81%”. Because maximum 
fidelity depends on unit being used in pro- 
perly designed enclosures, recommended en- 
closure plans are supplied with the C-15HC 
free of charge. Shpg. wt., 24% Ibs. 

81 DU 812. $5 Down. NET........87.71 


C-12HC 


MODEL C-12HC 12” WOOFER. High compli- 
ance, ultra-linear 12” Woofer that delivers ex- 
cellent bass response. Priced in the range of 
moderate-cost stereo and monophonic music 
systems. Recommended for use in hi-fi 
systems employing amplifiers which are 
capable of delivering output of 15 watts or 
more. Frequency response extends to 3000 
eps. Cone resonance, 18 cps. Dual imped- 
ance voice coil permits use in any system of 
4to8 ohmsor 10 to 20 ohms. Recommended 
enclosure plans are included free with the 
woofer. Depth, 674”. Shpg. wt., 13% Ibs. 


81 DX 811. $2 Down. NET........48.5] 


MODEL C-8HC 8” WOOFER. Same construc- 
tion features as unit above. Designed. to 
provide bass response from 20 cps in the 
smallest enclosure. Response to 3000 cps. 
Capacity, 30 watts. Impedance, 4-8 ohms. 
Depth, 4%”. With enclosure plans. Shpg- 
wt., 7% Ibs. 

70 D 236. $2 Down. NET...... 39.15 
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AS LOW AS 


090 


Superior Performance 


Full, low-distortion bass reproduction 
in limited space. 


Super tweeter that delivers clear, 
sparkling response in the high range. 


pleasant mid-frequency response. 


Controls for independent adjustment 
of mid-range and tweeter. 


i 
2 
3 Dual 5” mid-range speakers for 
4 


er plus dome ra- 
diators for mid- 
range and high 
frequencies. 


Model AR-1 


Includes damped 12”, 
woofer plus 8” | 
unit that covers both 


Outstanding three-way bookshelf-type 
speaker system for use in medium-priced 
stereo and monophonic systems. Delivers 
exceptionally clean response throughout the 
sound spectrum, Acoustic suspension design 
provides full, low-distortion bass_repro- 
duttion in small-size enclosure—dual 5” 
speakers deliver clean mid-range—new 134” 
dome-type tweeter assures smooth, silvery 
highs. Employs the sealed-in air of. the 
cabinet as a pneumatic spring for the speaker 
cone during large excursions on very low 
bass notes. Components are mounted in a 
sealed, fiberglas-filled cabinet of braced %” 
hardwood veneer. Free from vibration, 
resonance, etc. 


Due to its ability to reproduce sound re- 
markably clean and free of distortion, the 
AR-2A is an excellent choice for use by 
broadcasting studios, sound recording labs, 
etc. as a monitor speaker. It is available in 


INSIDE VIEW OF AR-2A 


Mode! AR2A Acoustic Suspension Speaker System 


The superb components of the AR-2 speaker 
system have been augmented by the addition of 
a 1%" super tweeter. Now, all frequencies are 
reproduced with a purity of tone to delight the 
ear. A superior shelf system at moderate cost. 


Consists of 10”woofer,} >> 
two 5” mid-range r 
speakers and top-per- = 

er 


forming 1%” dome- 
type super tweeter. 


Requires amplifier rated at least 20 watts. 

(If two are used in stereo system, amplifier Dut 
should be rated 20 watts per channel.) 7 ~ 
Crossover points at 2000 and 7500 cps. [= 
Horizontal dispersion, 90°. Harmonic dis- ~~ 
tortion (at 10 watts) under 2% to 60 cps; =~ 
under 3% to 50 cps. Impedance, 8 ohms. = 
Size, 134” high, 24” wide and 1144” deep. 
Shpg. wt., 41 lbs. 

70 DU 600. Natural Bireh. NET... .122.00 
70 DU 601. Mahogany. NET...... 122.00 mee 
70 DU 027. Oil Walnut, NET.. 


70 DU 028. Unfinished. NET....... 


. 

AR-2 Speaker Systems J 
Identical to the AR-2A, but less the super = | 
tweeter. Unit is finished on three sides. | 
Shpg. wt., 35 lbs. 
82 DU 039. Natural Birch. NET....96.00 | 


a choice of finishes (finished on four sides): 82 DU 038. Mahogany. NET 96.00 
natural birch, mahogany or walnut. wy ate wate Si ge a oe 
Suitable for custom installations is the un- 70 DU 623. Oil Walnut. NET...... 102.00 
—— model—for painting or other opaque 79 DU 292. Unfinished. NET........89.00™= 
nish. 
Model AR-3 Acoustic Suspension Speaker System = 


AS LOW AS 


Yiwu) 


a w 
$10 down 


Deluxe three-way system for use in the finest limited-space music ®© 
systems. This sealed, bookshelf-size speaker system contains a 12” B® 
woofer with 34-lb. Alnico V magnet; 2” mid-range dome radiator with ™ 
ave 3Y%_-Ib. Alnico V magnet; and 134” high-frequency dome-shaped tweeter 
—“all in a fiberglas-filled, braced cabinet. Delivers full, smooth re-® * 
sponse. Individual instruments are brought out with clarity and 
definition, without annoying speaker coloration. Hemispherical mid- 


range and high frequency units distribute sound evenly throughout the room. Allows sitting 
in any location in the room with only minor loss of the high frequencies. 12” woofer is identi- ™ 


cal to that used in the well-known AR-1 system (below). Delivers full, rich, resonance-free = 
bass. Finished on 4 sides for placement in any position. t~ 


System includes L-C type crossover network. Crossover points are at 1000 and 7500 cps. = 

Pre-wired, variable level controls allow adjustment of both mid-range and high frequencies | 
to suit the individual taste. Frequency response, +2 db, 38-20,000 cps. Due to its low © 
efficiency, it requires relatively powerful amplifier. Requires unit rated at least 30 watts for © 


moderate level in an average room (if two 


are used in a stereo system, amplifier should ™ 


deliver minimum of 25 watts per channel). Size, 14x25x114%”. Impedance, 4 ohms. Shpg. 


wt., 60 Ibs. 


79 DZ 397. Mahogany. $10 Down. NET ..... 
79 DZ 398. Natural Birch. $10 Down. NET ... 
70 DZ 624. Oil Walnut. $10 Down. NET..... 
70 DZ 002. Unfinished. $/0 Down. NET...... 


Model AR-1 Acoustic Suspension Speaker System 


AS LOW AS 
517900 


& : 
ea a 
a8 a= 


$5 down 


The speaker system that launched a new era in sound reproduction. 

The AR-1 features an air-damped 12” woofer plus 8” mid-frequency fee 
and high frequency unit and 1000 cps crossover network. Operates on § 
the acoustic suspension principle—mechanical springs are replaced by @ 
a pneumatic spring. The sealed-in air of the cabinet reduces bass 
harmonic distortion to the vanishing point while delivering uniform ™ 
and extended low frequency response. Frequency response is + 11% db, mm 


38-1000 cps; +5 db, 30-13,000 cps. Cabinet is fiberglas-filled, constructed of durable 34” st 
hardwood veneer. Unit is impervious to vibration. System is available in mahogany, natural Sp 
birch and glossy walnut; finished on four sides. It is also available in an unfinished pine™. 
utility model, for painting or other opaque finish, to suit the individual decorative scheme. 5. 
For maximum sound reproduction, requires amplifier rated at least 30 watts for moderate 
level in average-size room (or 25 watts per channel when two are used in stereo systems); may 

be used with amplifiers rated at up to 60 watts (or 50 watts per channel in stereo systems) for — 
higher level and in larger size rooms. Size, 14” high, 25” wide and 1144” deep. Impedance, 


4 ohms. Shpg. wt., 52 Ibs. a 
82 DL:033. Wobagamy: $5 Dawes 0Wl 5. vi. desig sews cay ged nes remeess 185.00... 
82 DZ 034. Natural Birch. $5 Down. NET.......... 26. cee cee eee eens 185.00* 
82 DZ 253. Glossy Walnut. $5 Down. NET..........- 0-0 nee 194.008 
70 DZ 210. Unfinished. $5 Down. NET... 2.5.2... 2 0 ence eee eee eee nes 172.00 


80 Allied Has the World’s Largest Selection of Hi-Fi Components 


east 20 watts. 
tem, amplifier 


}etstanding tweeter system identical to mid- 


—_ 


Up-date your AR speaker system by add- 
ing either of these superb components. The 
3T matches the AR-1; 3ST is designed for 
use with the AR-2. 


Converts AR-1 to the 
equivalent of AR-3 


the AR-2, the 3ST adds clear, spo 


lhl 


Consists of 1%” 


dome-shaped super- 
— — = ne tweeter plus cross- 
‘ over network. 


Model AR-3ST High Frequency Super Tweeter 


Lao {300 cps eee and high frequency components used in AS LOW AS_ A new approach to tweeter design—a 14%” dome-shaped device 
Harmonic dis. 2=-3 Speaker system. Clean reproduction of the me me that delivers extended high frequency response without disturbing 
2% to 60 cps; m= tzequencies is produced by a 2” dome- Gl! coloration. Identical to the unit that is an integral part of the 
0 8 ninal beped unit. At 7500 cps, 134” dome-shaped 5 vy AR-3 (listed on the preceding page), the 3ST added to your 
inet "4 M8-Beiee takes over. Nominal crossover point of uU sealed, acoustic suspension woofer, adds the sparkling highs for 
\ Yn eep. 5 mid-range radiator is 1000 cps. System is $2 down full, realistic response throughout the listening range. Designed 
122 00 m=nted in case with grille cloth that matches to up-date the famous AR-2 speaker system, the 3ST produces 
Re... . 'B-1 woofer, Produces clear, silvery highs with excellent results when used with any system of this type. Tweeter delivers uniform 
ore 122.00 eeetient dispersion. Although primarily de- response with excellent horizontal and vertical dispersion. Nominal crossover point 


rats 128.00 
a 109.00 


stems 


less the super 
n three sides. 


et.... 96.00 


geed for use with the AR-1, the 3T updates 
ty similar system. Available in choice of 4 
meshes or unfinished. Size, 774x14x63%4”. 4-16 
tems. Shpg. wt., 2514 Ibs. 

© DU 630. Mahogany. $5 Down. NET 92.00 


© DU 631. Natural Birch. NET......... 92.00 
BDU 632. Oil Walnut. NET........... 96.00 
BDU 633. Glossy Walnut. NET........ 96.00 


© DU 634. Unfinished. NET......... 


is 7500 cps—with response extending far beyond audibility. Unit is mounted in 
attractive wood cabinet with grille cloth identical to that used on AR-2. Available in 
choice of four attractive finishes that meet any decorative requirement—natural 
birch, mahogany, oil walnut, glossy walnut—or unfinished for paint or other opaque 
finish. Impedance, 4-16 ohms. Size, 6%x11%6x514". Shpg. wt., 914 Ibs. 

70 DX 625. Mahogany. $2 Down, NET............. 00000 e cece ccaaee 35.00 
70 DX 626. Natural Birch. $2 Down. NET... 
70'DX 627. Ol) Watnet: $2- Down MET 2. ei 5s hen ne es Sem VS age 
70 DX 628. Glossy Walnut. $2 Down. NET.............0200 0c cee eee eas 
70 DX 629. Unfinished. $2 Down. NET.............0 00000. c eb eee eect 


em 
-d-space music™DEL CA-80H SPEAKER SYSTEM. Wide- 
contains a 12”™@@e system enclosed in a strikingly mod- 
.e radiator with® cabinet. System components include 
shaped tweeter ®™® 8” woofers plus tweeter for clear, realis- 
ull, smooth re-© sound reproduction from 40-17,000 cps. 
th clarity andpeekers feature paraflex foam suspension 
ispherical mid-® greater cone excursion—fuller bass re- 
_ Allows sittingt@=se. Ducted slot enclosure reduces un- 
roofer is identi-®= boominess. System has horizontal 
resonance-freeme. In attractive oiled walnut finish. 
a or sp a hy a Imped- 
tee. 8 ohms. Less legs, below. Size, 12x24x 
and_ 7500 cps.& Shog, wt., 31 Ibs. 


igh frequencies) DY 014. $5 Down. NET....... 99.95 


st 30 watts forODEL CA-100V SPEAKER SYSTEM. Deluxe 
mplifier should®€™ consisting of two 10” woofers and 
4 ohms. Shpg.™ tweeters. Response, 30-20,000 cps. Has 
tical grille. Oiled walnut finish. Capacity, 
216. OOLwatts. Impedance, 8 ohms. Size, 15x25x 

ess 216 00. Shpg. wt., 39 Ibs. 
Sa 225.002 DU 016. $5 Down. NET......139.95 
ae ne 203.00°° FOR ABOVE. Attractive satin finish. 
o\“Eise cabinet 534” above floor. Wt., 4 Ibs. 
SE I eer ee De 2 | 


d reproduction, MODEL A-120X SPEAKER 


’ mid-frequency@derately-priced 12” coaxial speaker de- 
rk. Operates onfeed for use in medium-cost stereo and 
are replaced bymophonic music systems. Among the fea- 
et reduces basspes that make it an outstanding value are 
ivering uniformgk compliance foam suspension, ‘Styro- 
mse is +114 db,am” cone reinforcing, glass voice coil form 
| of durable %"@ curvilinear cone. Delivers full, clear 
hogany, naturaljpemse throughout the listening range 
unfinished pinets a minimum of distortion. 


orative scheme.sented coaxially in the cone is a tweeter 
ts for moderatess- direct radiator type. Mid-range prop- 
oO systeMs); MAYgeor is mechanically coupled at 2000 
reo systems) forge; and operates to 5000 cycles. Tweeter 
ep. Impedance, ads range to 17,000 cps. Frequency re- 
185 00= se. 35-17,000 cps. Resonance, 35-40 cps. 
85. pegged, cast aluminum frame. Impedance, 
185.00t@ms. Depth, 7”. Wt., 12 lbs. 

Fo tine 194.00! DU 531. $5 Down. NET.......69.95 
eens 172.00 


Big Savings On Hi-Fi Systems—See Opening Pages of this Section 


~~ Paraflex Speakers and Speaker Systems by . . . 


MODEL CA-60 SPEAKER SYSTEM. Economy- 
priced bookshelf-type unit for limited-space 
music systems. Has two high-compliance 6” 
woofers and cone-type tweeter with built-in 
high pass filter. Ducted-port enclosure de- 
sign produces full, rich bass reproduction. 
Port serves to damp resonant frequencies— 
produces response free of boominess and 
coloration. Speaker is highly efficient—de- 
livers adequate sound in a normal-size room 
even with low-power amplifier. 


Strikingly attractive metal grille is built of 
satin aluminum. Unit has large rectangular 
openings and is covered by acoustically- 
transparent flocked buckram grille cloth. 
Cabinet is constructed of genuine walnut. 
Finish is oiled by professional craftsmen to 
produce a truly distinctive appearance. 


Frequency response, 70-17,000 cps. Unit has 
power handling capacity of 20 watts. Im- 
pedance, 8 ohms. 10” high, 18” wide and 
914” deep. Shpg. wt., 15 lbs. 

70 DU 017. $5 Down. NET....... 59.95 


MODEL A-120D SPEAKER 


Economy-priced version of A-120X speaker 
listed at left. 12” dual cone unit is similar 
but does not have tweeter. Frequency re- 
sponse, 35-14,000 cps. Components include 
apex propagator and dural center dome cap 
for smooth mid-range response. Power han- 
dling capacity, 25 watts. Resonance, 35-40 
cps. Impedance, 8 ohms. 11 Ibs. 

70 DU 532. $2 Down. NET.......49.95 
MODEL A-100D 10” SPEAKER. (Not illus.) 
Low cost unit is ideal for smaller-size enclo- 
sures. Delivers excellent bass response in 
bass reflex-type enclosures having internal 
volume of 2 to 3 feet. Frequency response, 
45-13,000 cps. Capacity, 20 watts. Res- 
onance, 48-52 cps. Has stamped steel frame. 
Imp., 8 ohms. Shpg. wt., 54% Ibs. 

70 DU 533. $2 Down. NET.......34.95 


Model C36 Highboy 
Bass Reflex 
Speaker Enclosure 


Model C38 Lowboy 
Bass Refiex 
Speaker Enclosure 


075 
VHF Tweeter 


Model C49 “Dale” 


Speaker LES 
Enclosure 8 
Speaker 


Superb High-Fidelity Components =H 


Enclosures, Speakers and Speaker Components 


MODEL C38 HI-Fi SPEAKER ENCLOSURE 


NET Space saving, lowboy bass reflex speaker encl pe 
Smart styling and rich, hand-rubbed finish co: 
$ 70 ment any room interior. May be used with an 
12” or 15” speaker. Ideal for use with Lansing m 
D131, D130, D123, D208, D216—listed belo 7 
$5 down this page. Compact size allows it to be used a2 
anywhere—pertect for use in pairs in stereo m ©. 
systems. Size, 2434” high, 2334” wide and 157%” deep. With 5” Bene 
Available in mahogany or light walnut to harmonize with any @*< 


scheme. Shpg. wt., 47 Ibs. wolr 
82 DZ 114. Mahogany. $5 Down. NET & a 
82 DZ 168. Light Walnut. $5 Down. EACH...............77} DU 


MODEL C36 SPEAKER ENCLOSURE 


Simple,” gracefully styled bass reflex enclosure that enhances @n 
beauty of any setting. Ideal for use in limited-space stereo sysi@ep 
—excellent for small rooms and apartments. Outstanding acof te! 
design; provides remarkably clear, realistic reproduction withieed 
8”, 12” or 15” speaker. Available in choice of stylish mahogame 
light walnut. Size: 2914” high, 1934” wide and 157%” deep. Wi P 
legs. Shpg. wt., 47 Ibs. toed: 
82 DZ 844. Mahogany. $5 Down. NET iD. 
82 DZ 846. Light Walnut. $5 Down. EACH 


MODEL D131 FULL-RANGE HI-FI SPEAKER ee 
NET Precision-built 12” hi-fi speaker that can be 


either singly or as a woofer in a multi-way sy# 
$g890 The combination of excellent design and superb™ 


. 
struction provides full, distinct bass and sme . 
extended treble. Frequency response, +5 db@= 
$5 down 17,000 cps. Has magnetic circuit weighing 11 
Also features 4” aluminum voice coil and hyd 
cally formed, 4” duraluminum center dome for magnificent rangé DX 
clarity. Recommended for use in small enclosure. Impedance 
ohms. Power handling capacity, 25 watts. Rigid cast alumi 
frame. Resonance, 39 cps. Depth, 5”. Shpg. wt., 21 Ibs. ” 
SQV A29,95. Donis MEF e.g s 2 <a- sateen 88 
MODEL D130 15” FULL RANGE HI-FI SPEAKER, Generally acknowléjeer 
as one of the finest extended-range loudspeakers made. H i: 
the features of the D-131 above, including 4” edgewise-woundp Dx 
minum ribbon voice coil. Capacity, 25 watts. Resonance, 37 
Depth, 514”. Shpg. wt., 23 Ibs, 
62 DU 25.355 Down, NEU MI is a ee ete 9 


ECONOMY SPEAKERS, TWEETER, AND CROSSOVER NETW. 
MODEL D208 8” SPEAKER. Similar to D130, above. Respons 


13,000 cps. Capacity, 12 watts. Resonance, 55 cps. 2” voice 
3%-lb. magnetic circuit. Imp., 8 ohms. Depth, 274”. 6 lbs. 


82D. 1265.32 Dosa. NETS. ei ook nee oe 


D216 8” SPEAKER. Same as D208 above, but with 16 ohmsim 
O2 D199. 42: DowaiCi ser RE eas. vice ves 
MODEL D123 12” SPEAKER. An extended range 12” speaker feat 
ultra-shallow frame design—only 354” deep. Response, 30-1 
cps. 3” voice coil. Capacity, 20 watts. Resonance, 35 cps. 5 
magnetic circuit. Impedance, 16 ohms. Shpg. wt., 12 Ibs, 
SP DIE U2, SF. DROW MER 05. sors sce 0 vo oe eae wee 
MODEL 075 TWEETER. Designed for two-way systems crossing 0' 
2500 cps or higher. Gives flawless high frequency reprodu 
Impedance, 16 ohms. Length, 3%4”. Shpg. wt., 6 Ibs. 
82:DiVV B85 Dowa NET or 8. cranky 39 Meck dee 5 
MODEL N2600 CROSSOVER NETWORK. Not illustrated. For use 
075, above, and D130, D131, D123 and D216 speakers. Cro: 
2500 cps. 16 or 32 ohms. Size, 434x6x3%4”. Wt., 3% lbs. 
O2-DROT. $2 DOME ANET fossa Ee a dee A 2eeve 


MODEL LES 8” HI-Fi SPEAKER BK 

Linear-efficiency type speaker of unique “2 | 
¢ 

2 « 


stallation in small shelf-type enclosures. S 

cone suspension and large voice coil provid 

dynamic range. Rigid cast aluminum frame is 
$5 down resonant—speaker may be front or rear-mountg 
enclosure or installed in wall. Response, 30-15,000 cps. Capg 
20 watts. Depth 434”. Wt., 11 Ibs. - 
70 D466: $5, Downe NET 2..<. .ccu eas ona ase 5 Toe 


NET 
$970 livers remarkably clean response. Designed f 


C49 “DALE” SPEAKER ENCLOSURE = 
A diminutively styled speaker enclosure for placement on any iT ~ 
shelf or table. Features solid, wood-welded joints to mir oO 
vibration. Has built-in hangers for wall mounting. Finished on Dt 
sides in hand-rubbed veneers. 12x2334x115%”. Specify mahogep,, 
light walnut or natural birch. Shpg. wt., 28 lbs. - 
70 DU 458C. Only $5 Down. NET...........0..6. 00000 6C" 


MODEL D49LE8 SPEAKER SYSTEM. Above enclosure with LE8& = 


(above) installed. Specify finish. Shpg. wt., 39 Ibs. fa . 
20 SA USOC Only) $5. DOW INET. 65.45.25 1k. Saint Cons LB | i 
Fu 
es 


82 Use Allied’s Easy Payment Plan 


onents Economical “‘S 
MODEL LH-6 SHELF-TYPE 2-WAY SPEAKER SYSTEM 


its High-Fidelity Speakers and Speaker Sys 


Preo 


tems by... 


TLomponel 


-OSURE Specifically designed for limited-space applications, 
speaker enclog . the LH-6 offers excellent performance at moderate 
bbed finish co 26 cost, from an enclosure only one-half cubic foot in 
2 used with an’ volume. Provides smooth, extended bass response 
vith Lansing m: with minimum distortion. Features specially de- 


6—listed a down signed, high compliance 6” woofer, 234” tweeter and 

t to be used al electrical crossover network, crossing over at 1500 

irs in stereo m Enclosure is infinite baffle type, with heavy acoustical lining. 

deep. With 5” Rewency response is 50-15,000 cps. Power handling capacity, 20 

nize with any @= Impedance, 8 ohms. Available in choice of mahogany, blonde 
clnut—looks well in any decorative motif. Size: 9” high, 1754” 
@ and 834” deep. Shpg. wt., 14 Ibs. 


iets 773 DU 668C. Specify Finish. NET................ 56.35 ae 
SURE MODEL 850D 8” SPEAKER LH-6 Shelf-Type 
that enhances! smusually fine, low-cost 8” speaker that’s ideal in economy 2-Way Speaker System 


pace stereo sys#meplonic or stereo music systems or for replacement use in radios 

utstanding aco™# television sets. An excellent choice as an extension speaker to 

roduction withfeed hi-fi throughout your home. Smooth, clean frequency re- 

tylish mahogamese from 50-12,000 cps. Has non-warping, aluminum base voice 

574” deep. Wi Power handling capacity, 15 watts. 64% oz. alnico V magnet. 
tedance, 8 ohms. Shpg. wt., 3 Ibs. 


MUG NEL SCS Roto coke oer, rst 2 AF 
7. 


MODEL 1201B 12” WIDE-RANGE SPEAKER 


SPEAKER proved version of unusually popular 1201A wide-range speaker. 
r that can be M®#res smooth, extended frequency response. Delivers outstanding 
. multi-way sy#ermance in low-cost stereo and monophonic music systems or 
sign and superba extension speaker. Its economical price makes it highly suit- 
+ bass and sm@=or use ina wide variety of P.A. and paging applications where 
sponse, +5 dbee= quality sound is desirable. Response, 48-13,000 cps. Power 
lit weighing 1{/P@img capacity, 25 watts. 144% oz. alnico V magnet. Impedance, 
e coil and hydmems. Shpg. wt., 7 Ibs. 


agnificent rangé OX 506. NET................ Serogy tak hee Co 19.55 
ure. Impedance 

at alume MODEL G-502 DUAL-CONE 12” SPEAKER 

“ S. 


8 Qhended-range speaker that uses ‘‘whizzer’’ cone for exceptional 
eens ONY Wty high frequency response. Frequency response, 30-16,000 cps. 
erally acknowlé@jer handling capacity, 25 watts. 1444 oz. alnico V magnet. 
kers made. Hagedance, 8 ohms. Shpg. wt., 6 Ibs. 


dgewise-wound x 500, $2 Down. NET............... ... 34.25 
Resonance, 37 


Build your own hi-fi components 
see Anight-kits 
on pages 241-261 of this catalog 


SSOVER NET’ 


bove. Response 
5 cps. 2” voice 


MADE IN HOLLAND 
“eb 
o releo the clearest 
” 
sound around... 
Recognized for the excellence 
of their numerous consumer 
products, Norelco now pre- 
sents an outstanding group of 
hi-fi components. Each is de- 
signed to meet the exacting 
requirements of the hi-fi lis- 


tener—each is backed by a 
world-renowned name 


: cae ed 3 


2” speaker feat 
Response, 30-1 
ance, 35 cps. 5 
wt., 12 Ibs. 


6 Ibs. 


AD4277.  AD3877M. 
Speaker Speaker 


Vermeer Enclosure 
strated. For usef AD3877M Speaker 


3% |bs ko 

opal ege sg 24K ze VERMEER” SPEAKER ENCLOSURE MODEL AD4277M 12” SPEAKER MODEL AD3877M 8” SPEAKER 

KER SLOW AS Acoustically designed to NET Outstanding low-cost high NET Economical, wide-range 8” 
of unique desi qm achieve full bass response ~ mh fidelity speaker. Incorpo- Cea yn high-fidelity speaker for use 
se Designed fe 0 and wide dispersion in lim- Ltrs rates magnet made of » f U in low cost monophonic and 
egies icauseuel > ited space, the ‘Vermeer’ __ Ticonal-7 steel—30% more be stereo music systems. Em- 
, ene as id is an outstanding value in v | 4 powerful than conventional & ploys twin cones for smooth 
WCE COL ed d a bookshelf-type enclosure. 2 dc magnet materials. Dual clean reproduction throughout the listening 
minum frame 14 Own Beautifully styled and $ OWN cones provide excellent fre- range. Large cone reproduces bass, mid- 


2 000 ane Capea worked by skilled Dutch craftsmen, it quency response throughout theentire audio _ range and high frequencies up to 10,000 cps. 
D Ds. Piers outstanding performance when used spectrum with a minimum of distortion. Smaller cone reproduces very high fre- 
Sa 8” hi-fi speaker. Its clean, un- Large cone acts as efficient acoustical gener- quencies above 10,000 cps. Magnet is cast 


seen erated design adds elegance to any set- ator below 10,000 cps; smaller cone extends from Ticonal steel for efficiency 30% 
& Size, 1844” high, 12” wide and 8'!5%_” from 10,000cpsup. May be usedinanytype greater than that with conventional magnet 
SURE >. Available in choice of mahogany or of enclosure with favorable results. Power materials. Unit is perfectly mated to 
cement on any @@2t- Shpg. wt., 20 Ibs. handling capacity, 20 watts. Depth, 6”. “‘Vermeer’’ enclosure shown at left. Fre- 
joints to min DU 416. Mahogany. NET..... .30.38 Ronen 9 i ees ergy cps. Im- 1 ga Spapocies, po int cps. Resonance, 
ing. Finished on! DU 417. Walnut. NET.......... 34.30 pedance, 8 ohms. pg. wt., S. 75 cps. Power handling capacity, 6 watts. 
”. Specify mah 2 Z 82 DX 411. $2 Down. NET.......38.22 Depth, 34%”. Shpg. wt., 2 Ibs. 
pecey. CERMEER” ENCLOSURE WITH AD3877M 8 FO. DUSTS RET. kee ee 9:70 


= : 
6G Sy STALLED, Complete economy — MODEL AD5277M 12” HI-FI SPEAKER. Deluxe, MODEL AD4877M 8” HIGH-FIDELITY SPEAKER. 
hates Gaeetdes 43 eth Ri at ay AD. higher efficiency version of speaker above. Deluxe 8” speaker for installation in me- 
ire with os u 4 rid eHEAL. ve and “A”- Has 13%-lb. Ticonal steel magnet. Twin dium cost music installations, Frequency re- 
ibs. speaker (descri at right) in- cones give extremely smooth response from _ sponse, 50-20,000 cps. Power handling ca- 


es a inset ae ae "Mit. 33 oo impedance, 8 ohms. ae ty eps. Resonance, 45 cps. Power pacity, 6 watts. Resonance, 60 cps. Im- 
® S. handling capacity, 20 watts. Impedance, 8 pedance, 8 ohms. Depth, 41346”. Shpg. wt., 

SA 119. Mahogany. NeT......40.08 — chms. Depth, 6%". Shpg. wt., 10 fos. 5 Ibs. 5 aint 
[SA 120. Walnut. NET..........44.00 82 DX 410. $5 Down. NET........58.31 82 D 412. $2 Down. NET........ 25.48 


Your Satisfaction ls Guaranteed at Allied 83 


_.T~—o 


The only shelf-type system 
employing a sand-filled enclosure 


Model "60 2-Way Speaker System 


AS LOW AS~ ® Clear, True, Resonance-Free Bass Response 


* Speakers Critically Tuned to Enclosure 
® Includes 12” Woofer and New 5” Tweeter 


94 *® Handsome, Contemporary-Styled Enclosure 


$5 down With Sturdy, %” Panels 


Built to please the most critical audio connoisseur and priced to 
take its tece in the moderate-priced music system, the Wharfedale 
60 is an outstanding value. It is the only bookshelf-type speaker 
system employing the famous sand-filled principle—two layers of 
wood with a completely inert filler of dry sand between them. This 
remarkable feature produces full, rich bass—down to 20 cycles— 
without spurious resonances that interfere with listening pleasure. 
Responsible for the sound artistry of the system is a highly effective 
combination of specially-designed 5” tweeter and 12” woofer critically 
tuned to the enclosure, plus LC-type crossover network crossing 
at 1500 cycles. These unique components are individually tailored 
to the system and perfectly matched (because of this, no part of 
the system is available separately). Enclosure is built of solid % 
hardwood panels to eliminate vibrations. 


Handsomely styled unit plays well horizontally, vertically or on its 
back. Finished on four sides. Impedance, 8 ohms, Size, 144%4x24x13”. 
Available in mahogany or oiled walnut veneers (also unfinished, below). 


Shpg. wt., 50 Ibs. $5 Down. 
70 DU O38C. Specify Finish. NET............ .... 109.50 
70 DU 039. Unfinished. $5 Down. NET....... ....94,50 


world seneeeiall 
construction 
and design 


type of enclosure, 


8/FS/AL 


12/FS/AL swt. 22 Ibs. 


Superb Wharfedale Hi-Fi Speakers, Tweeter and Crossover 


SUPER 12/FS/AL 12” SPEAKER. Superior per- 
forming 12” high fidelity loudspeaker that 
delivers exceptionally smooth, realistic re- 
sponse. Produces excellent results in any 
Ideal for uso in mono- 
phonic music systems—highy recom- 
mended for use in pairs in deluxe stereo 
music systems. Employs cone of special 
foam construction. Low cone resonance re- 
duces transient distortion to an absolute 
minimum and eliminates unnatural 
‘*boom.’’ Carefully wound voice coil 
achieves amazingly clean highs. Frequency 
response, 30-18,000 cps. Cone resonance, 
30-38 cps. Impedance, 16 ohms. Depth, 
7”. Requires 1074” baffle opening. Shpg. 


82 DU 136. $5 Down. neET........89.50 


Wharfedale ... truly impressive sound 


MODEL W50 2-WAY SPEAKER SYSTEM ™ 
AS LOW AS Moderately-priced speaker system designed for ue 
in limited-space music systems. Employs two spi 
§ 5p cially designed and critically tuned speakers—1 
, woofer with 44%4-lb. magnet and 5” tweeter—iniet 
specially designed, sand-filled enclosure, Hani 
$5 down somely finished on all four sides, the W50 produdil® 
excellent results when used in a highboy or lowbqe 
position. Because of their perfect matching, speaker, tweeter and ame 
closure are not available separately. Treble control adjusts highe 
frequency response to match room acoustics. Crossover at 1500 cpm 
Power handling capacity, 20 watts. Impedance, 8 ohms, Fine furtim 
ture veneers. 1414x24x13. Shpg. wt., 45 Ibs. = 
70 DZ 656. Mahogany. $5 Down. NET.................. . 
70 DZ 657. Oiled Walnut. $5 Down. NET...... a 
UNFINISHED. As above, but with exterior surfaces smoothly sand — 
to accept any paint, stain or finish you choose. - 
70 DZ 658. $5 Down. NET................ 


MODEL W70 3-WAY SPEAKER SYSTEM 

AS LOW AS Deluxe full range three-way system that deliv 

¢ pa outstanding reproduction throughout the listeni 

> 5p range, Employs finest quality 12” woofer w 
massive 914-lb. magnet, 8” mid-range speaker 

5” tweeter. Components are critically tuned 

$5 down sturdy %” hardwood enclosure containing 9 
sand filler. Result is clear, realistic sound, 

colored by spurious resonances. Controls adjust mid-range and hi 
frequencies to match acoustics of the room. Crossover at 1500 

4000 cps. Power handling capacity, 30 watts. Impedance, 8 oh 

Size. 24x21x12. Available in choice of mahogany or oiled walnut 

neers. Shpg. wt., 60 lbs. $5 Down. 


70 DZ 659C. Specify Finish. NET. ........0.0...00000- 
70 DZ 660. Unfinished. $5 Down. NET................... 


SUPER 8/FS/AL 8” SPEAKER. Excellent 
full-range speaker. Aluminum voice 
Resonance, 55-65 cps. Imp., 8 ohms, De 
4”. Requires 7” baffle opening. 5 Ibs. 


82D 135. $2 Down. NET.........26. 


NEW SUPER 3 HIGH-FIDELITY TWEETER. 
livers sacha Anger clean, high-frequi 
response—from 3000 to 20,000 cycles. I 
for addition to existing speaker syste 
Crossover, 3000 cps. Imp., 8 or 16 oh 
Total flux, 54,000 -maxwells. Dia., 
Depth, 25%”. Shpg. wt., 41% Ibs. 


82 D 145. $2 Down. NET.........26, 


3000 CYCLE CROSSOVER NETWORK. Imp 
ance, 16 ohms. Shpg. wt., 214 Ibs. 
Fe sy ee Sey | 


we 


AS LOW AS High-performance, complete-range system offering exceptioné 


smooth performance from 32-16,000 cps. Employs two direct-radi 


5 00 speakers—i2” woofer with special suspension and smaller, cone- z 
tweeter. Tweeter is encapsulated and cast on front panel. Neutral bot 
grille cloth is mounted over panel and entire assembly is pressure-slle 

$5 down into fiberglas-filled, sealed cabinet. Also employs an L-C type cro 5 
network. Has 3-position switch to permit balancing between low * 


= 


high-frequency sections. Crossover point, 1500 cps. Power handling capacity, 75 

Impedance, 8 ohms. Size, 1254x23¥x1174". 4” veneered plywood. Available in mahog 
or walnut or unfinished with surfaces smoothly sanded. Shpg. wt., 36 Ibs. = 
72 DU 790. Mahogany. Only $5 Down. NET 
72 DU 792. Walnut. Only $5 Down. NET... 
cece 70 DU 475. Unfinished. Only $5 Down. NET........ 


84 Express Shipment Recommended for High-Fidelity Equipment 


ee ONTEREY JUNIOR 2-WAY SPEAKER SYSTEM. 
designed for Weenomy-priced, compact 2-way speaker 
mploys two spmetem. Ruggedly designed, ported bass-re- 
d eoeakere— ae enclosure houses Altec’s 402 B 8” control- 
” tweeter—inwd linear-suspension speaker; 2000-cycle 
nclosure. Hanimpacitor-type crossover network; and, 
1e W50 produd@i@0B direct radiator cone tweeter. Used in 
ghboy or lowbgairs, these compact systems make an ideal 
- tweeter and @@ereo speaker system. Finished on all four 
rol adjusts higw@es—can be placed horizontally or verti- 
over at 1500 cpuilly. Frequency range: 45-18,000 cps. Power 
yhms. Fine furaamdling capacity, 15 watts. Impedance, 16 
ms. Size, 1114” high, 23” wide and 1114” 
<p. In mahogany, blonde or walnut veneers 


9.50 


@empact, neatly styled high compliance 
wetem. Includes two 402-A 8” speakers; 
00-cycle, L-C type crossover network with 
fel control; and 3000-B high frequency 

ivameeter with sectoral horn. 40-22,000 cps. 20 
tem that deliv tts. 8 ohms. 14x26x1414”. Specify choice 


12" woofer We mahogany, blonde or walnut. Shpg. wt., 


2Ds. 
ae peated PO DZ 481C. $5 Down. NeT......174.00 
- containing 9. 
ulistic sound, 
id-range and hi 
sover at 1500 
ipedance, 8 oh 
or oiled walnut 


STEM 


MODEL 803B WOOFER. Based on suc- 
cessful design used in most movie the- 
res. Performs with an exceptionally high 
ee of linearity of cone’ movement— 
uces distortion-free sound from 30- 
cps. Cone resonance, 25 cps. Power 
dling capacity, 30 watts. Depth, 7”. 
pedance, 16 ohms. Wt., 19 Ibs. 

0 DU 516. $5 Down. NET......69.00 


MODEL 811B SECTORAL HORN. Smooth- 
ly distributes mid-range and highs— 
nse from 800-22,000 cps. Perfectly 
tched to 803B woofer, above. Has nat- 
exponential shape and heavy cast 
uminum construction. Distribution, hor- 
ntal 9C°; vertical, 40°. Less driver. 854" 
igh, 1834” wide and 14” deep. Wt., 11 Ibs. 


O DU 517. $2 Down. NET..... 30.00 


Crossover 


KER. Excellent 
ninum voice 
p., 8 ohms, De; 
1ing. 5 Ibs. 


rears 


speaker syste! 
p., 8 or 16 oh 


wells. Dia., 3 
LY Ibs. 
eae <- 


NET W ORK. Im: 
2% lbs. 


ing exceptioné 
wo direct-radiz 


eetaileas cone-teeet 130 ELECTROSTATIC TWEETER. Deluxe push-pull transducer 

: ing four radiators and power supply. Delivers clean, life-like 
from 500-30,000 cps. Each electrostatic element is in- 
—_ rae for Seem y a — within 1 db for out- 
low = Designed for use with high-quality, low-efficiency type woofers 
pein, 75 wal Pn cw goa erg od omer Includes LRC high-pass 
oe ttractive walnut finish, Size,714x22x13”. Impedance, 8 ohms. 
ilable in mahog™ 10-120 v., 60 cycle AC. Shpg. wt., 16 Ibs. 


= estan ACO 


shee 1344:¥ MODEL 130UA. As above, but with dull black finish. 
PDU 605. Only $5 Down. NET............. 


nel. Neutral bol™ 
y is pressure-gl 
L-C type cro; 


ibs. 


129.6 DU 604. Only $5 Down. NET.......... 


119 


igels stemeek 169.00 


| 
_ Outstanding Hi-Fi Components by 


755-C 


MODEL 412-B “BIFLEX” 12” SPEAKER. High 
fidelity speaker employing ‘‘Biflex’’ multi- 
ple concentric compliance feature—entire 
area of the speaker cone is used for prop- 
agation of low frequencies; allows smaller, 
central cone area to operate independently 
for more efficient reproduction of highs. 
Employs 14% lb. Alnico V_magnet, edge- 
wound aluminum voice coil for high effi- 
ciency, and deep magnetic gap for main- 
taining good cone control with extremely 
low distortion. Response, 40-15,000 cps. 
Capacity, 20 watts. Impedance, 8 ohms. 
Depth, 55%”. Shpg. wt., 15 lbs. 

70 DX 478. $5 Down. NET........ 54.00 


MODEL 755-C “BIFLEX" 8” SPEAKER. Smaller 
version of 412-B listed above. Response, 
40-13,000 cps. Capacity, 15 watts. Depth, 
2%”. Imp., 8 ohms. Wt., 6 Ibs. 

70 DU 514. $2 Down, NET.......29.95 


MODEL 2000B HIGH FREQUENCY TWEETER. 4” 
direct-radiating tweeter with built-in cross- 


over. Response, 1500-18,000 cps. Depth, 
36”. Imp., 8 ohms. 2 Ibs. 
ZOD SUS MET oon es eo eds 15.00 


MODEL 802D HIGH FREQUENCY DRIVER. 
Use with 811B sectoral horn (at left). 
16 ohms. 30 watts. 3'V4g"x4 1”. 8 lbs. 
70 DU 518. $5 Down. NET....... 63.00 


MODEL 3000B HIGH FREQUENCY SPEAKER. 
Matches ‘“‘Biflex'’ speakers above; ex- 
tends response to 22,000 cps. 8 ohms, 20 
watts. 3%46x474x4%6”. Wt., 1 Ib. 
70 DU 519. $2 Down. NET.......42.00 


MODEL N800E CROSSOVER NETWORK. (Not 
illus.) For use with 802D above and 811B at 
left. 3Y%4x6x254”. Shpg. wt., 8 Ibs. 

70 DU 520. $2 Down, NET.......46.50 


MODEL N3000B CROSSOVER NETWORK. (Not 
illus.) For use with 3000B above. Size, 26x 
47fgx256". Shpg. wt., 1 Ib. 

70 DX 521. $2 Down. NET....... 22.50 


15” Duplex Speaker 
One of the most carefully engineered spea- 
kers available, the 605A 15” ‘‘Duplex’’, sets 
a new professional listening standard. An 
improved version of Altec’s superb 604D, it 
provides breathtaking purity of sound from 
20 to 22,000 cps, with unusually smooth re- 
sponse in the highs, controlled linearity, and 
clean transient response in the lows. The 
605A is actually two mechanically and elec- 
trically independent speakers mounted on a 
single frame. Bass section features new 
high-compliance, woofer cone suspension. 
Low cone resonance of only 25 cps for clean 
reproduction of lowest bass notes; high-flux 
density magnetic field for optimum damp- 
ing. Edge-wound, 3” voice coil for high effi- 
ciency. Treble section features edge- 
wound voice coil, aluminum alloy dia- 
phragm, and exponential horn. Capacity: 
35 watts. Crossover, 1600 cps. Magnet wts., 
Y Ib. and 24% Ibs. 16 ohms. Wt., 37 Ibs. 


70 DU 476. $5 Down. NET..... 177.00 


ALTEC “THEATRE QUALITY” 


ERY 


Patented, Sheathed 


Conductors 


Micro-thin Diaphragm 


MODEL 65 ELECTROSTATIC TWEETER Contains two Janszen electro- 
static elements individually checked for distortion and matched for 
output within 1 db. Music is reproduced to beyond 30,000 cps with- 
out audible or measurable distortion. Superb transient response 
assures that all instruments are reproduced with positive individu- 
ality—without shrillness or peaking of any kind. Cabinet includes 
two radiators, power supply and high-pass filter. High Frequency 
Dispersion Coverage: 60°. Frequency Response: 700 cps to beyond 
30,000 cps. Power Handling Capacity: Up to 50 watts. Impedance: 
8 ohms. Electrical Crossover Frequency: 700 cps. Walnut finish. 
634x1234x8 4”. For 110-120 v., 60cycle AC. Shpg. wt., 10 Ibs. 

70 DU 453. Only $5 Down. NET............-. 
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NEW Studio-Quality 12’ Turntable: Aircraft Precision. . . Striking Desi 


GHEY. _LOW«IN 

$ 95 price. 
HIGH IN 
s2 pown QUALITY 


SUPERB FEATURES 


© 33/4 and 45-rpm Speeds 


© Precision, Ultra-Reliable Hystere- 
sis-Synchronous Motor 


@ Motor Has Unique Suspension 
System to Isolate Noises 


© 6-Ib., Cast-Aluminum Turntable 


e Unique Clutch Drive Protects Idler 
Wheel—No Flat Spots 


e Mirror-Lapped Rotating Parts for 
Smoothest Operation 


e Wow and Flutter are Less Than 
0.15% Total 


e Adjustable Turntable Height; Ad- 
justable Bearings 


e Thick Rubber Turntable Pad 


e Includes Adjusting Tools and Lu- 
bricating Oil 


@ Pilot Light “On” Indicator 


as = ES eee ee ee ee eS ee SB eS eS eS See Se 


UNCONDITION 
ONE-YEAR 
GUARANTE! 


COMPARE IT 
UNITS COSTI 
FAR MORE! 


Made with all the care and precision of a finely machined aircraft pa © 

the new KN-1000 2-Speed Hysteresis-Synchronous Turntable surpa 

the superb quality demanded of broadcast studio turntables. It is ae | 
a 


and absolutely dependable in operation . . 


. it is beautifully styled . . . 


it is thoroughly professional in its specifications. Produced in England 

Allied’s rigid specifications, the skilled touch of English craftsmented 
evident in every detail of the KN-1000. In construction and in performam==i 
it compares favorably with the costliest of record-playing equipment. (et 


ee 


Heavy-duty hysteresis-synchronous motor_ employs unique suspens®t 
to completely isolate all motor noise; R-C network prevents switch) 
noises. Dynamically balanced, 6-lb. cast aluminum turntable rides 

adjustable bearings. Non-absorbent rubber turntable pad, ridged 
perfect record tracking. The KN-1000 takes just minutes to install & 
mounting template is included. Speeds: 334 and 45 rpm. Hum:— 80 @& 
Flutter and Wow: less than 0.15% total. Rumble: 50 db below avem®p 
recording level. Requires 4” below mounting board. With adjusting t® © 
and lubricating oil. Less base and pickup arm, below. For 110-120F ® 


60 cycle AC. Shpg. wt., 15 Ibs. 


35 DU 768. Only $2 Down. NET....... 


WOOD BASES FOR ABOVE. Attractive, caref 


NEW! SIMPLIFIED 
INSTALLATION 


made bases for the new KN-1000 turnta 
Exact locations of holes for mounting four >— 


ommended arms below screened on under: 


Unfinished base in hardwood veneer, may 
stained and lacquered to match other wo 


Size, 4x1634x1337". Shpg. wt., 6 lbs. 
35 DX 770. Oiled Walnut. NET.... . 


35 DX 771. Unfinished Korina Veneer. NET 


ee 


RECOMMENDED 12’ PICKUP ARMS (LESS CARTRIDGE) 
FOR USE WITH KN-1000 TURNTABLE 


(al SHURE MODEL M232. Premium- 
quality arm with ball-bearings at 


22939 


REK-O-KUT MODEL S-120. Popu- 
lar, resonance-free arm with 
acoustical sectioning. 24 Ibs. 


all pivot points. 2 lbs. 
89 RX 266. $2 Down. NET. 


72 RX 750. $2 Down. NET. 
Look to Knight 


tracking accuracy. 2 Ibs. 


num fittings. 134 Ibs. 
... 24.95 


for Classics in High-Fidelity Design 


ELECTRO-SONIC (ESL) S-1000. 
nowned for superb balance 


72 RX 753. $2 Down. NET... .34 - 


GRADO. Made of gun-stock 
nut with finely machined, ali 


89 RX 260. $2 Down. NET....29— 


s Desig 


savings on to you! 


>ONDITION 
ONE-YEAR 
SUARANTEE 


PARE IT 
S COSTI 
\R MORE! 


 ValuehN-500 Deluxe Stereo Cartridge 


Many thousands sold at $16.85! This is 


1 aircraft pai the cartridge that won nationwide 


cable ie gaa acclaim for its performance and features 
les. It is qu 1 | in —now available at $3.90 less than 
styled...a§ § @e its original price. You'll hear new beauty 


in England in your stereo records, and it can be 
h craftsmenfed to play ail monophonic, 3314 and 45 rpm LP's too! 
in performanfinimized moving mass and low tracking pressure can 
quipment. feuble and even triple the life of your records—and give 
pu dazzling sound. Front and back mu-metal shielding 
jue suspens#rtually eliminates hum. Has user-replaceable, polished 
vents switchi07” diamond needle. 
itable rides : 
vad, ridged fracking pressure, 2-8 grams. Frequency response, 
tes to instal to 20,000 cps. Compliance, 4x10-© cm/dyne. Tracks 
- Hum:—80 tadest bass passages with extreme accuracy. 4-terminal 
. below aver@tput. Fits all pickup arms with standard 144” mount- 
adjusting tég centers. Shpg. wt., 3 oz. 


For 110-120pmG1220: NOW ONLY). os... Se ee Soe eee 12.95 
AQEPLACEMENT .0007” DIAMOND STYLUS FOR ABOVE. 2 o7. 
pee Sierras eG. 222: NOW ONEV 2 eo oe cad coed ee FeO 


active, carefi 
1000 turnta 


Because of the phenomenal acceptance of Knight 
cartridges, unusually large quantities have been pro- 
duced—thus, the cost is reduced—and we pass the 


BOTH MODELS HAVE: 
* Diamond Stylus 
@ 4-Coil, Moving 


© 8-Way, Mu-Metal 


© Superior Hi-Fi 


i 


Unquestionably the Greatest Values 
in Stereo Cartridges...Now at New Low Prices 


KN 
|500Xx| 


Magnet Design 
Shielded Cases 


Specifications 


KN-500X Professional Cartridge 


NOW 
ONLY 


A remarkable value at its original price 
of $19.95; now reduced by a full 
g=705 $2.00! Designed for the most discrimi- 
' 7ve nating music lover, the KN-500X is for 
ia use in professional-quality stereo equip- 

ment at. low tracking pressures (1 to 4 
grams). Carefully designed, it gives you extra high com- 
pliance of 6, together with guaranteed frequency re- 
sponse and channel balance. 


> | 


Each KN-500X is individually factory checked; chan- 
nels are balanced to within 1 db! Has user-replaceable 
.0005” diamond stylus for precise tracking and remark- 
ably pure treble—you get cleaner highs. Decreased mass 
at the stylus tip, plus very high compliance, make record 
wear virtually unmeasurable in normal use. Response, 
+2 db, 20 to 20,000 cps. Compliance, 6x10-* cm/dyne. 
Standard 14” mounting centers. Shpg. wt., 3 oz. 


COIRG:.225- NOW: ONEY: |. 5. oo oete cee ae 17.95 
REPLACEMENT .0005” DIAMOND STYLUS FOR ABOVE. 2 oz. 
89 RC 246; NOW ONLY! os ook ns avloaieeee abe 9.95 


unting four == - 
d on unders, 
veneer, may 


ch_ other wor Selecting a Turntable. As always, 


6 Ibs. “specs” are your best guide. Look 

ae ae pine for low hum and noise figures; low 

eer. ssi rumble specifications. For smooth, 
; reliable operation a turntable employ- 

saeco ing a hysteresis-synchronous motor 

RTRIDGE) is an excellent choice. 

E 


Selecting a Cartridge. Let com- 
pliance guide you here—the more 
compliant (flexibility of side-to-side 
and up-and-down motion), a needle, 
the easier it tracks the lateral and 
vertical grooves of stereo records— 
and monophonic LP’s too. 


(ESL) of 000. 
verb balance 

2 Ibs. <7 P\\s 
n. NET....34 


of gun-stock 1 
machined, alu 
bs. 

4. NET... 29 


Yesign 


Famous Knight Hi-Fi Components Are Available Only From Allied Radio 


UNCONDITIONALLY GUARANTEED FOR ONE FULL YEAR! 


HAT TO LOOK FOR WHEN CHOOSING RECORD PLAYING EQUIPMENT—HOW TO CARE FOR IT 


Caring For Your Turntable. Re- 
member, it's a mechanical, as well as 
an electrical device. Keep the bear- 
ings oiled according to the manufac- 
turer's advice—make minor adjust- 
ments as they are called for in the 
instruction manual, 


Caring For Your Needle. A diamond 
is a “must’’! But even a diamond can 
wear out. Don’t risk ruining your 
records with a worn, chisel-edged 
needle—check your needle tip at 
regular intervals. And keep a spare 
handy—it pays! 
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.. « The Superb Change 


* New Motor 

* Aluminum Pickup Arm 

* Highest Quality Materials and Workmanship 
‘NEW 88/II Deluxe Record Changer 


$5030 ee merce | ONY | crn lord a teem Bios 
motor and a new ‘cast-aluminum pickup $4490 rder of Decreasing Size only 
only $5 down Puliy wired for sterco and monophsuts nee *\Handles Records Smocthly and Galiiiog, 


with new 4-pin system for elimination of any e ‘ sum 
possibility of hum. Lightweight arm tracks all records perfectly only $2 down Accepts All Standard Cartridges 
at recommended cartridge pressures—easily adjusted. Plug-in shell . WHA 
has new positive lever-lock to insure non-resonance. Switch selects | Wired for stereo, this popular, budget-priced changer has § ™ 
either fully automatic or manual operation. Motor is built to Garrard center-drop mechanism for smooth, reliable operati) Serr 
precise tolerances and is accurately balanced for on-speed, rumble- Records of the same speed may be stacked in order of size for int Seble 
free performance—assures excellent reproduction of stereo record- mix playing. 3 “legs” provide level support without requiring bal 
ings. Plays at 16%, 334, 45 and 78 rpm. Rubber mounted springs | base—also mounts conventionally. All controls are of “side /sli¢ "2°" 
provide isolation from external shock, vibration. sn ne operation; oye gen oer chooses 16%, 33) odvai 
Minimum mtg. space: 1544” W, 13%” D, 374” below and 534” above = rpm. Has improved 4-pole “induction-surge” moti glayi 
mounting board. With plug-in head, automatic spindle, manual © Handsome finish and lustrous metal trim. Minimum mtg. spa Jano, 
spindle, 45 rpm manual adapter, line cord, output cables. Less 14% W, 13” D, 5S” above and 34%” below mtg. board. With plug f 
cartridge, 45-rpm automatic spindle. For operation from 110-130 head, output cables. Less cartridge, 45-rpm automatic spindle. | —s f 


volts, 60 cycle AC. 15 Ibs. 100-130 v., 60 cycle AC. 12 lbs. sand: 

89 RX 715. Only $5 Down NET... oe. e eee eee 59.50 89 RX 572. Only $2 Down. NET...........0.. 00.0.2 44. Fsiy j 

89 RX 662C. Wood Base. For above. In walnut, limed oak or ma- 89 RX 636C. Wood Base. For above. In walnut, limed oak srovic 

} hogany—specify finish. 33%4x154%4x13%4” 4 Ibs. NET........... 4.49 mahogany—spectfy finish. 334x141%4x13". 4 Ibs. NET......... 4 Sores 

; ing 

: Model 4HF Manual 4-Speed Player —_— 
Music lovers will appreciate the excellent manual operation. Heavy turntable assu) 
performance of this deluxe, top-quality turn- quiet, rumble-free reproduction. Finished 
! table and pickup arm combination. Preci- black, chrome, and white. Minimum mow 
sion-balanced turntable and transcription- ing space: 17Y%4” W, 1314” D, 34” aba 


type pickup arm are installed on a conven- 34” below mtg. board. With plug-in he 

ient mounting plate. Pickup arm is wired to Pickup is 4-wire type. Has two color-c 

accept any stereo or monophonic cartridge. audio output cables with phono plugs. “ra p 
Plays records at all 4 speeds—16%, 334, 45 cartridge. For 100-130 v., 60 cycle ! y wi 
and 78 rpm. Features a variable ‘‘plus * Shpg. wt., 15 Ibs. 59 fecellen 
minus’’ speed adjustment on each speed. 89 RX 508. Only $5 Down. NET.. 59, B=? 2 
Convenient Sate sae “start-stop” eae ys ci Wodate 
anism is built into pickup arm—simply lift . Boe Typ 
pickup and swing it slightly to the right to WOOD BASE. For above. In walnut, lime g 5 
start; automatically shuts off when record oak or mahogany—44x17'4x15%". 4 Mod 
has played. Includes “defeat” control for 89 RX 603C. Specify Finish. NET...4 a5 


Famous Model T/II “Crest” Manual Player ' Ee Mod 


Garrard’s low-cost, T/II manual record 
player, complete with pickup arm. Out- 
standing unit plays_records up to 12” at all 
speeds—1634, 334, 45 and 78 rpm. Wired 
for stereo and monophonic use. Features 
heavy, rubber-padded steel turntable for 
rumble-free reproduction. Pickup tracks 
with high accuracy—has safety arm-rest 
and lock for maximum portability. Spring 
mounts for easy leveling and freedom from 
vibration. Has 4-pole motor and_beltless 
idler-wheel drive mechanism. Wow and 


Popular Model 301 Professional Turntable 


A fine product of Garrard craftsmanship, 
this turntable meets the rigorous standards 
for professional instruments of its kind. 
Operates at 334, 45, 78 rpm—has variable 
speed adjustment. With strobe card. Auto- 
matic brake prevents turntable ‘‘free- 
wheeling’’ after shutoff. Dynamically- 
balanced 6%-lb. turntable is of non- 
magnetic aluminum. Less than 0.2% wow; 
flutter under .05%. Special mounting pre- 


flutter are inaudible. Turntable starts w 
pickup is lifted—shuts off at end of rec 
Mounting space: 14%” W, 124%” D, e 
above, 246” below mtg. board. With plu _— 
head; less cartridge. For 100-130 v.32" "= 
cycle AC. Shpg. wt., 14 Ibs. = — 
89 RX 506. Only $2 Down. NET. 32, 


WOOD BASE. For above. In choice of § 
nut, limed oak, mahogany. 3Y%x14 4x1 se 
Shpg. wt., 4 lbs. 34 


89 RX 602C. Specify Finish. NET....4. 


B&R eet 
vents mechanical feedback to unit. Bilied 2 
13%”; requires 24” above, 314” below fut 
board. Less arm, cartridge. For 100- 

200-250 v., 60 cycle AC. 20 Ibs. ——- 


96 RZ 912. Only $5 Down. NET..89,_ 


WOOD BASE. For above. In walnut, 
hogany. 5x223%4x1774”. Shpg. wt., 4 Ib: 


89 RX 60AC. Specify Finish. NET. 24 


Be Sure to Specify Finish When Ordering Wood Base 


without compromise. 


WHAT IS AN 
Automatic Turntable? 


DESIGNED TO FILL A DEFINITE NEED. Since 
the introduction of the high-fidelity LP record, 
the serious audiophile has always been faced 
with the dilemma of having to choose between 
cords in the convenience of an automatic record changer 
eed the flawless audio perfection that came 
ely with a single-play professional turntable. 
thly and Getwiow, Garrard introduces an entirely new in- 
Cartridges  =vment designed to eliminate this compromise. 


I has HAT IT IS AND WHAT IT DOES. The new 
changer has ~ 
eliable o rati Garrard Type A is a professional-quality turn- 
er of size for in)%=ble and a professional-type, dynamically 
er equiri™@ealanced pickup arm, combined with a highly 
hooses 16%, 3g edvanced record changing mechanism. This 
ion-surge”’ Mol slaying mechanism will provide an instrument 
IMUM Mt. SPS Shout compromise for the most critical listener 
opard. With plug 
matic aokadiel |—2 fully automatic unit incorporating the high 
AA m@ondards of performance heretofore found 
sp ieaeaet -Senly in a professional turntable. In addition, it 
wut, limed o provides the full measure of convenience fea- 
NET... oes 4 sores which have not previously been available 


® professional turntables. 


_ Changer 


ig Size 


‘ turntable asst 
uction, Finished 


“Minimum mou GARRARD ACCESSORIES 


hh D, 34" abe 


With plug-in bq EXTRA PLUG-IN HEADS 


as two color-c 
plac plugs. tea plug-in heads for all Garrard changers and manual players. 
ly wired for stereo, Permit instant interchanging of cartridges— 
@eellent for use when it is desired to use one cartridge for playing 
NET. 59. fereo and another for monophonic records. Less cartridge. Accom- 
_ *Bedat 


v., 60 cycle 


e all standard cartridges. Shpg. wt., 6 oz. 
ype - ae and 4HF. 


ing British Craftsmanship 


Garrard introduces the Laboratory Series . . . a new line 
of professional-quality, high-fidelity instruments engi- 
neered to satisfy the needs of the most critical audio en- 
thusiasts. Designed for those who desire only the finest, 


NEW Type “A” Automatic Turntable 


$ 50 * Dynamically-Balanced 6-Lb. Turntable 
ONLY * All-New Laboratory-Balanced Motor 
* Dynamically-Balanced Pickup Arm 


The Laboratory Series Type A Automatic Turntable provides for the first 
time, the convenience of the automatic record changer with the superb 

tformance of the professional turntable. This precision unit employs a 
ull-size, dynamically balanced, cast and polished 6-lb. turntable. This 
unique 2-piece table incorporates a special foam disc for excelient-damping 
of noise and vibration. Laboratory balanced motor provides quiet, on-speed- 
operation regardless of load or voltage changes. Plays all speeds—-16%4, 
334, 45, 78 rpm. Precision pickup has counterweight for dynamic balanc- 
ing; tracking easily set—calibrated scale shows pressure. Velvet-smooth 
changer mechanism is exclusive Garrard pusher-type. Special mount permits 
installation without tools,; 4-pin system for total hum elimination. In 
fawn and white with metal trim. Mtg.: 16” W, 13%” D, (includes 144%” 
arm overhang at rear and right) 25%” below, 6” above motor board. With 
plug-in head, 45-rpm spindle adapter, output cables. Less 45-rpm auto- 
matic spindle, cartridge. For 100-130 v., 60 cycle AC. 59 Ibs. 


OP RIT 16. Olde C5 Daas, i. oe ca ied y's tree 69.50 
89 RX 662C. Wood Base. For above. In walnut, blonde, or mahogany— 
specify finish. 334x16x13Y%. Shpg. wt., 4 Ibs. NET..............0+5+ 4.49 


STEREO es = PLUG- IN —— 


pa AS 


INSTALLED IN 


FREE 


PLUG-IN 


in walnut, fl yuan 9 alae SIS Ae, = 1.50 
x1535% 
inch, NEN. ARS oi ea _ RE pore? Sk A 1.50 
a t is 
des IRS ire teshe nh ee 1.50 
rntable starts W 
ff a me — 45-RPM AUTOMATIC SPINDLES 
bs — tj 1 er spindles to permit completely automatic changing of 45- 
Ey 100-130 P recordings with all Garrard automatic record changers. There 
Ibs - V-§ =o installation necessary—simply insert automatic spindle over 
= @geler spindle. Shpg. wt., 10 oz. 

won, NET. 32.5 Stock For Use With f highl 1: 1 h 
, Oe or Vee A selection of highly popular, top-quality stereophonic 
i” yer pe: wan Sareheten son cartridges installed in plug-in heads to permit immediate 
sal ia 35 ao eis See use—plug-in head is supplied at no additional cost and 
eo p94 2594 there is no installation charge! Heads insert directly into 
inish, NET... .4: arm in just a second—require no wiring or soldering. When 

WOOD MOUNTING BOARDS ordering, please be certain to indtcate the cartridge Stock No. 
le § selection of unfinished wood mounting boards, specially pre- which applies to your Garrard record changer or turntable. 


yack to unit, Billed and pre-cut for use with Garrard record changers, players 
ve, 314” below ie turntables. Permit aorgs* and easy custom installation of all 


Av. shpg. wt., 5 oz. 


ae. For 100-Saerard units. Av. shpg. wt., 1% Ibs. ———_ | Por 210, 4HF, “A” | For ae/it | Fig. ET, 
0 Ibs. Stock For Use With Knight KNS00. | +89 RO 915 89 RC9I16 | A (12.95 
wn. NET..89, No Garrard Model EAGH Knight KN500X | 89 RC 9I7 89 RC9I8 | B |I7.95 
= RX 663 Type A, 88/11 - Shure M8D 89 RC 167 89 RC 168!) C j16.17 

ve. In walnut, #9 MX 642 Mosel 310 ShureM7D___—|__—89_ RE 169 89 RC 170 | D |23.52 
Shpg. wt.,4 Ibi 3S 8X 913 Model 301 GE VR-227 89 RC I71 89 RC172| E ee 
ones $4.RX956 | Model T/II Pickering 90 89 RC 173 89 RC 174 | F (16.50 
Finish, NET..24 @3 RX605 | Model 4HF Pickering 380C__| 89 RC 175 89 RC 176 | G 29.85 


See Our Extensive Listings of Stereophonic Records 89 


a 


| OF See Se 


Excellent 
High-Fidelity 
Performance 


> Model 1031-21 
“Imperial” 4-Speed 


Record Changer 


“Imperial” 1031-21 Changer with Shure M8D Cartridge 


: H ® Precision Workmanship Throughout 


NET 
, aoe 
$ 4 ® Counter-Balance For Simple Adjustment Of 
ie 
down 


Stylus Pressure from 5-11 Grams 
A quality-built, 4-speed changer with a deluxe stereo magnetic cartridge for playing stereo 
and monophonic records. Features precision workmanship, ultra-convenient operation and 
distinctive styling. An excellent choice for moderately priced stereo high-fidelity music 
systems—ideal for replacement or modernization purposes. 


® Distinctive Golden Beige and Brown Styling 


Offers many deluxe features. A specially designed 4-pole, 4-coil motor provides smooth, hum- 
free operation. Exclusive “‘anti-rumble ribs” absorb vibrations. Automatic intermix of 10” 
and 12” records—stacked in any sequence—at the 334 rpm speed. An extra-long turntable 
bearing reduces rumble and wow. Automatic motor shut-off after last record is played. In- 
cludes famous Shure M&8D “Custom Dynetic’’ magnetic stereo cartridge with .0007” dia- 
mond LP needle. 


One-piece pickup arm has top-mounted counter-balance that provides accurate weight 
adjustment. Convenient handle on arm permits precise needle set-down during manual 
operation. Has 9” rubber-matted turntable; special “torsion spring’’ action allows moving 
arm at any time without damaging changer; etc. Attractive golden biege and brown finish 
complements any decor. Mounting space: 1414,” wide, 134%” deep; 54” above, 4” below 
mounting board. With two 36” phono cables. AC cord and plug, and Shure M8D cartridge. 
Less base; below, right. For 110-120 volts; 60 cycle AC. Shpg. wt., 111% Ibs. 

89 RX 719. Only $5 Down. NET........... a goets a Boas ale ee 5 TT 


MODEL 1031-1. Same as above, but has Sonotone ceramic, turnover stereo cartridge (.0007” 
diamond stylus for stereo and monophonic LP’s and .003” sapphire stylus for standard 
78-rpm records). 

89 RX 583. Only $5 Down. NET... GI earns ie’ > Py 5: 


1041-50 4-Speed Changer 


Economy version of the ‘‘Impe-~ 
rial’’ diskchanger shown above. 
Wired to play both stereo and mono- 
phonic records at any of four speeds 
—164%3, 334%, 45 and 78 rpm—it 
comes equipped with ceramic turn- 
over stereo cartridge. Has .0007” 
sapphire stylus for LP’s; .003” sap- 
phire stylus for 78’s. Other features: 
smooth-running 2-pole motor; extra- 
long turntable bearing; automatic 
shutoff after last record; and 8” rub- 
ber matted turntable. 


10” and 12” 3314 rpm records may 
be intermixed in any sequence. Ex- 
clusive “rumble ribs’’ absorb vibra- 
tions—eliminate rumble. Balanced 
pickup arm may be adjusted to cor - 
rect stylus pressure. 


Changer is complete with metal plate in harmonizing tones 
of beige and brown. Mounting space: 1414,” wide, 1344” 
deep; 514” above, 4” below mounting board. Two 36” cables 
supplied for convenient stereo connection to amplifier. Less 
base (listed at right). For operation from 110-120 volts, 60 


ser 73 


Plug-in head accommodates all standa’ 
stereo and monophonic cartridges. 


1031-27 with Plug-In Heads 


Identical to Model 1031-21 changer at lef NI 
but less Shure M8D stereo cartridge. Sup 

plied complete with two empty plug- 

heads which accommodate virtually all ste 

eo and monophonic cartridges having stan€ I. 
ard Y%” mounting centers. Have 74” spacit te 
from rear of head to mounting holes; 4 

from front of head to mounting holes. 7 $2 d 
connecting wires are pre-soldered to pins ff 

easy cartridge hook-up. (See cartridge list#@mebe d 
ings in this section). Less base (listed belowmeerage 
For operation from 110-120 volts, 60 cy@® cleara 
AC, Shpg. wt., 114% Ibs. fese (be 
89 RX 575. $2 Down. NET... 48. 3sos. w 


EXTRA PLUG-IN HEAD. Plug-in head for w 
with Model 1031-27 record changer, abowOODEL t 
Less cartridge. Shpg. wt., 6 oz. pole in 


89 R562. NET.... .c-.-.-0. 0+. Re 


Mriing. | 
KNIGHT KN-500 STERER® RX ! 
CARTRIDGE IN WEBC 

PLUG-IN HEAD, An Alli¢ 

bonus value! You g 

the famous Knight Kieoop 
500 magnetic stereo cap ay g 
tridge—installed alesse ‘ s, 
ready to play in Webcor plug-in head—i save 
the low cost of the cartridge alone. Fiftes or , 
Webcor Model 1031-27 changer above. (Ser an 
description of KN-500 in this section fj. an , 
specifications). Shpg. wt., 8 oz. 


89 RC B66. NET.,....... iy. -- 


@iation 


WEBCOR CHANGER ACCESSORIES = "0? 


Sein, 
METAL BASE, Attractive metal base for Wae< Ls 
cor record changers listed ‘on this Daliiemrer 
Brown finish. Shpg. wt., 4 Ibs. me. wt 
BORK GSOUNELI. 5 etches gow 5 


PRE-CUT MOUNTING BOARD. Heavy, 
wood mounting board for custom installj : 
Webcor changers listed on this page. fo RX 6 
pre-drilled holes: unfinished. Overall sit 

1534x13%4x'4” Shpg. wt., 3 Ibs. RX 6 
BORN GAOINET. Satis so ctu I, 34! 


AUTOMATIC 45-RPM SPINDLE, Automatica RK 6 
changes 45-rpm records without need @@ “34! 
spider adapters in each record. Easily sie 
over center spindle. Wt., 8 oz. 


cycle AC. Shpg. wt., 1014 Ibs. 27.39 SOR SSA NER eo Ai todo 2. 
Rede 1s emilee us gaa are ke Sak : 45-RPM SPIDER INSERTS. Lightweight m 
7 wear Ba merieia8 above, but with .0007” diamond ee ee snapped ae place in 1 SEE 
and . ” sapphire stylus. center-hole of 45-rpm records. 6 02, us 
only GOWN 89 RX 712. Only $2 Down. NET... o.oo... 30.83 96R 471. Pkg. of 10, NET........... 4 
90 Your Satisfaction ls Guaranteed at Allied 


es all standa: 


Precision-Built ‘Rondine’ Turntables 
by REKO-KUT 


N33H 33% RPM Turntable 


irtridges. 
* 

y-In Heads K33H Turntable Kit 
_ changer at le! NET Assemble this excellent 33/3 rpm, 12” turntable 
) cartridge. Su gre iniust 30 minutes—using only a few simple tools. NET 

empty plus = eanee Employs self-lubricating hysteresis-synchronous ra .y.yvite 
virtually all st th »|) motor built to Rek-O-Kut specifications. Crown- She i ug 
yes having stant | fw ba spindle belt drive; has specially woven endless belt TRV 
Have 74” spacit w with thickness held to micro-tolerances. Belt ten- tA ee 
ting holes; sion - adjustable. Carefully engineered, solid, wwe 
unting holes. 7 cast-aluminum turntable is lathe-turned and ta- 
Idered to pins ff $2 down pered to permit easy record handling. Includes $5 down 


ee cartridge listteobe disc; ribbed rubber turntable mat. Noise level: 52 db below 
se (listed belowswerage recording level. Finished in silver-tone aluminum. Requires 
10 volts, 60 cyd®” clearance below motor board. Includes mounting template. Less 
se (below), motor board and arm. For 110-120 v., 60 cycle AC. 

ct... ..48. 3&apg. wt., 15 Ibs. 

. PRX 542. Only $2 Down. NET. 000... 000 cece cee ewten 49.95 
g-in head for wu 
i changer, aboWODEL K-33 TURNTABLE KIT. As above, but employs a heavy-duty, 
6 02. oole induction motor. Noise level: 47 db below average recording 
l el. Requires 5” below motor board. Gray and two-tone aluminum 
eye. @yling. Less base, motor board and arm. Shpg. wt., 15 lbs, 
IT KN-5 s ER er so ick otras ees ced 39.95 
coe wence RX 536. Only $2 Dow 9.9 
IN HEAD, An Allis 

value! You # REK-O-KUT ACCESSORIES 
mous Knight Koop BASES FOR 
agnetic stereo C@p 2H, B12GH AND 
>—installed a%—o4 Smartly styled 
plug-in head—Seees available in wal- 
ridge alone. Fie: or unfinished. 
anger above. (Sean and B12GH re- 
n this section Sere an Adapter Strip 
, 8 072. wed below) in addi- 
12. yen to the base. Strip 


§ 20t required for ber 


#33H. With rubber 


; lation mounts*that insulate turntable 
ACCESSORIES — vibrations. Shpg. wt., 8 Ibs. 


WP RX 612. Model BW—Walnut.. 19.95 
RX 626. Strtp For Above......... 3.95 
RX 625. Model BU—Unfinished. 10.95 
RX 644. Strip For Above......... 2.95 
DHE-PIECE WOOD BASES 


OR K33, K33H, 134 AND NET 
BH. Models BK and BL = 


134 
L34H 


Precision-built 334 rpm, 12” turntable. Designed 
to provide outstanding performance in any music 
system, the N33H features a_self-lubricating, 
hysteresis-synchronous motor of latest design. 
Maintains constant speed; has a special winding 
to reduce coasting of the turntable. Table is driven 
by a specially woven fabric belt with thickness 
held to +.001”. 


Belt tension is adjustable for minimum noise. 


Turntable is machined to extremely close tolerances; made of solid, 
lathe-turned cast aluminum, tapered to assure easy handling of 
records. Handsomely styled in gray and two-tone aluminum. 


Noise level: 53 db below average recording level. Turntable includes 
ribbed rubber mat to insure maximum traction. Size of motor board, 
1574x15”. Turntable requires clearance of 4” below motor board. 
Less base (below, at left), and arm. For operation from 110-120 
volts, 60 cycle AC. Shpg. wt., 17 lbs. 

89 RX 535. Only $5 Down. NET........2. 0000000000 69.95 


Model L-34 2-Speed Turntable 


Dual-speed, 
33 and 45-rpm 12” turn- 


low-priced 


Model B-12H 3-Speed Turntable 


NET Professional-quality 
cnaan three-speed 12” turn- 
| he * fi 


@re walnut finish with con- die ; uy table designed to profes- 

testing top; Models KU Mt Neat, a2 sional specifications. Ideal 

.etal base for W@¢ LU are unfinished. wu i i pee BAI as 
ted on this Dajgs ips. i is well as commerical use. 
a nti $5 down Noise level 40 db below 
.... 5. Qe ex 665. Model BK. For average recording level for 

PN aed 53H, K33. > minimum rumble. Constant-speed 4-pole 
YARD. Heavy, | ‘ induction motor. Idler disengages in off 


r custom install 


shed. Overall sift Er eee ae 
Sule: ® RX 667. Model BL. For use with L34, 
nk Ne, I Gab 34H. NET...................19.95 


DLE, Automatica” © 
. without need @@ L34H. NET:................,.. 


record. Easily sifOEL X-16 16” EXTENSION. For mounting 


8 oz. arms on Rek-O-Kut bases. 14 oz. 
2% 


2 622. NET 


(ee 


Lightweight me 
into place in la! 


cords. 6 02. LISTING IN THIS CATALOG 


oh Sine re Re ere 19.95 
on this page. H® RX 666. Model KU. For K33H, K33. 


@ RK 668. Model LU. For use with L34, 


SEE REK-O-KUT PICKUP ARM 


Bf... to nn 


position to prevent flat spots. Has ground 
and hand-lapped shaft which turns on heavy 
ball-thrust bearing. Lathe-turned cast-alu- 
minum turntable is lab-tested for perfect 
balance. Built-in 45-rpm hub. Includes a 
ribbed rubber turntable mat and strobe 
disc. Has rigid, heavy-duty, pressed-steel 
chassis in silver-tone aluminum. Size, 15x 
12”, Requires 5” below motor panel. Less 
base, motor board and arm. For 110-120 
volts, 60 cycle AC. Shpg. wt., 15 Ibs. 

96 RX 686. $5 Down. NET........ 59.95 


MODEL L34H TURNTABLE. As above, but with 
hysteresis motor. Shpg. wt., 15 Ibs. 
89 RU 588. $5 Down. NET......... 79.95 


table. Employs superior 
sau craftsmanship through- 
i ww we out—all critical parts 
. are Se gas oe and 
ground to a micro-finish. 
$5 down Knob selects 33%, Off, 
45, Off, and 78 rpm. Custom-built, high- 
efficiency hysteresis-synchronous motor. 
Solid cast-aluminum turntable is lathe- 
turned and dynamically balanced. Turn- 
table shaft is polished and hand-lapped in 
the bearing well for a perfect fit. Noise level: 
—57 db. Wow: better than NARTB specs 
of +2/10 of 1%. Built-in 45-rpm hub; 
strobe disc. 1734x16”. Requires 642” below 
motor board. Less base, motor board and 
arm. For operation from 110-120 volts, 60 
cycle AC. Shpg. wt., 20 Ibs. 
96 RU 687. $5 Down. NET...... 139.95 


MODEL B-12GH TURNTABLE. Professional 
quality turntable as above, except has fewer 
custom features. Noise: —53 db. 18 Ibs. 

89 RU 534. $5 Down. NET.........99.95 


Allied Has the World's Largest Selection of Stereo Hi-Fi Components 91 


mame e 


Model TSC-740 Record Changer 


Quality 4-speed automatic record changer, wired 
tor stereophonic or monophonic use. For automatic 
intermix record changing, stack 10” and 12” rec- 
ords in order of decreasing size—‘‘Sensi-magic”’ 
feature determines record size before setting record 
down. Also features a two-piece transcription-type 
pickup arm; sturdy, heavy-duty 4-pole motor; 
$2 Down = choice of 16%, 3344, 45 and 78 rpm speeds; plus 

convenient automatic shut-off after last record 
has played. Has heavy, rim-weighted turntable; ‘‘muting switch” 
and “‘pop-filter.”” Ideal for use in custom installations. 


Handsome gray and black two-tone finish. Size, 12x1314”; requires 
5” above, 214” below mounting board. Less cartridge (see cartridge 
listings in this section) and base (listed below, at right). For opera- 
tion from 110-120 volts, 60 cycle AC. Shpg. wt., 15 Ibs. 

89 RX 521. Only $2 Down. NET... 0.6... cece eee 4.65 


Top Quality Record Changers and Turntables | 


Model TC-99 “Transcription” Changer 


NET Deluxe, 4-speed changer wired for both stereo af 
monophonic discs. Full manual operation, pi» 

= positive automatic intermix of 12”, 10” and 7” tt 
ords of the same speed. Has an extra-heavy 1) 

cast, 6-Ib. transcription-type turntable plus vibr» 

ww Ww tion-free 4-pole motor with interleaved shields! 
silent, hum-free operation. Plays 164%, 334, @ 

$ 5 Down and 78 rpm records. Has adjustable, counterbiyy 
anced arm and 5-pin plug-in head. Special muti 

switch and RC network assure silence during change cycle. > 


F 
Other features include: less than 0.15% wow; less than 0.04% fig 
ter; rumble of —50 db; freedom from resonance; automatic shut, 
after last record and rubberized turntable pad. Size, 12x13'\4"; 
quires 5” above, 314” below mtg. board. Less base (below) and 
tridge. For 110-120 volts, 60 cycle AC. Shpg. wt., 191% Ibs. 
89 RU 584. Only $5 Down. NET..... 0.0... 0cc cess c ates 58. 

ts 


Model TP-59 Turntable With Pickup Arm 


$2 Down 


92 


Low-cost, 4-speed manual player for stereo 
and monophonic use. Incorporates many of 
the precision features found in more expen- 
sive units. Four speeds played are 33%, 45 
and 78 rpm—plus 16% rpm for “Talking 
Book” records. Ideal for custom installa- 
tion in budget-priced music systems. 


) Features: heavy, 914” rubber-covered turn- 
table; 4-pole dynamically balanced motor; 
transcription-type tone arm with plug-in 
shell; and automatic stop mechanism. Ac- 
cepts all standard stereo and monophonic 
hi-fi cartridges. Gray and black finish. 


Size, 1314x12”; 3” above, 3%” below mtg. 
board. Less cartridge. For 110-120 v., 60 
cycle AC. Shpg. wt., 15 lbs. 

89 RX 525. $2 Down. NET....... 28.91 


MODEL GS-400 CHANGER 


NET Four-speed automatic chang- 

er that delivers superior re- 

"" production of both stereo and 

J, *J monophonic records. Positive 

7 intermix at all speeds—plays 

all sizes regardless of sequence. 

$2 Down Arm may be moved manually 
during change cycle without 

damage. Arm may be relocated during auto- 
matic play without tripping change cycle. 
Shuts off automatically after last record. 


Sturdy die-cast aluminum arm with coun- 
terbalance assures constant stylus pressure. 
Has hum-shielded 4-pole motor. 1314"x12"; 
3” below, 514” above mtg. board. Less base 
(at right) and cartridge. For 105-130 volts, 
60 cycle AC. 13 Ibs. 

89 RX 707. $2 Down. NET...... 47.50 


MODEL GS-77. Deluxe version of above. 
After change cycle, turntable does not move 
until stylus touches down in lead-in groove. 
Also includes ‘‘speed-minder”’ for automatic 
play at correct speed regardless of record 
size. Stereo-mono switch and provision for 
automatic amplifier shut-off. 13 ibs. 


89 RX 706. $5 Down NET .. 59.50 


COLLARO ACCESSORIES ® 


> 
BASES. Handsomely finished wood bases & 
Collaro changers and turntable. Size, 153% 
13%x4". Av. shpg. wt., 3 lbs. Specify = 
hogany, limed oak or walnut finish. 


89 RX 607C. For ch s. | NET 
89 RX 608. For TPO, YEA... 4. 


UNFINISHED MOUNTING BOARDS. Pre. 
mounting board; ideal for a aeal i 
Size, 155%4x13%4x”. Shpg. wt., 1% Ibs. 5 
91 RX 556. For Changers. te E 
89 RX 610. For TP-59. A 

= 


45-RPM SPINDLE. Shpg. wt., 114 Ibs. 
93 R 483. NET..... 38 


EXTRA PLUG-IN HEAD. Shpg. wt., 6 oz. e 
BOR SSS: ch ass 1 he 


Two Great Record Changers by GLASER-STEERS 


GLASER-STEERS ACCESSORIE 


GSC RECORD CHANGER COVER. Fits eit” 
changer described at left; changer cal™ 
played with cover on, Transparent lug 
Shpg. wt., 1 Ib. 

BO RCSPNET aviv ches o- 


GSB WOOD BASE, Handsome, distinct 
styled base fits either changer. 3Y%4x1 

13”, Ebony finish. Shpg. wt., 5 Ibs. 
SPR G50. NET. 6c os. sauce 2 


GSS 45-RPM AUTOMATIC SPINDLE. All-mil® 
spindle fits easily without twisting or j 
ming. Allows playing 45-rpm records ‘ 
out inserts. For both changers. 1 Ib. 2 - 


89 R 567. NET. 


Express Shipment Recommended Far Hi-Fi Components 


B60 Variable Speed 
Turntable & Arm 


yr both stereo @Fee-nerforming, Swiss-made turntable-arm 
1 operation, Piseebination. Offers continuously variable 
2”, 10” and 7” tieeed from 15 to 18 and 29 to 86 rpm. Rub- 
1 extra-heavy "er-covered, 334-lb., 12” turntable accom- 
ntable plus vibleedates discs up to 16”. 4-pole motor; 
leaved shields (eoth-action arm with micrometer-type 
ys 16%, 33Y3, gemge for precise stylus pressure adjust- 
table, counterlijNest. Arm is raised by linkage to minimize 
d. Special mutifeeerd wear. 151%4x13%4; 214” above, 21%” 
nge cycle. Seow mtg. board. Less base and cartridge. 
Per 110-120 v., 60 cycle AC. 14 Ibs. 
than 0.04% fi@ RX 913. $2 Down. NET.......49.95 


utomatic ea B61. Same as above, but uses 7%4-Ib. 


Changer 


size, 12x134"; 7 
s ‘ c alloy turntable. Shpg. wt., 18 Ibs. 
t (below) and Ge ey 589.35 Down. NET......... 59.95 


WODEL H4 PLUG-IN HEAD. Plug-in head for 
ed wood bases Miedels B60, B61 and PA-1 arm. 6 oz. 
table. Size, 1579@ R 557. NET............ 
3 lbs. Specify = 
ut finish. 


ers. end A args precision pickup arm designed 
ear meet broadcast studio requirements. 
ing balanced for accurate vertical and 
zontal movement, at the lowest tracking 
essures. Has calibrated, micrometer-type 
Hecht adjustment gauge. Range, —3 to 
grams. Four-pin aluminum plug-in head 
BAG. ut, |. Seepts any standard stereo or monophonic 
@etridge. Has pressure-contaci locking de- 

t., 1% Ibs. 3 @. Includes arm rest-lock and handy 
“eeer-lift lever. Length, 1334”. Shpg. wt., 


B oz. 
pg. wt.. 6 07.) @ ® 265. $2 Down. NET......... 24.95 


BOARDS. Pre 
‘custom-instal 
yg. wt., 1% Ibs, 


HOOEL 212SX 1:2” PICKUP ARM. Incorporates 
COVER. Fits eif™eous-dampened” (fluid controlled) sus- 
ft; changer cam™son for faithful transcription—only the 
Transparent lu@—™@™s vibrates, not the arm. Arm is micro- 
@ienced for maximum tracking stability. 
iY — ——— as 14% pant adjustable to 
-,:  m_etams. Shpg. wt., 2 lbs. 
tsome, distinct RX 256. $2 Down. NET....... 34.00 


changer. 3x1 
. wt., 5 Ibs. MODEL SAK-12 PICKUP ARM. As above, but 
form. Shpg. wt., 24% Ibs. 
..23.95 


eae mS, T= 
> SPINDLE. All-m® ®X 253. $2 Down. NET...... 

ETRA SLIDE ASSEMBLY. For both arms 
© Shpg. wt., 2 oz. 
4.60 


ut twisting or je 
2 PR S59. NET. ... 


5-rpm records ¥ 
angers, 1 Ib, — 


Allied Radio Cor 


170 


S&S 


New Model TT4 Turntable 


Precision-built, 3-speed professional-type 
turntable. Balanced, cast-aluminum 12” 
turntable is rotated by hysteresis motor. 
Plays at 334, 45 and 78 rpm speeds. Over- 
size speed shift lever for professional-type 
control—“Off”’ positions next to each speed 
prevent ‘‘passing through” speeds. Exclu- 
sive ‘‘radial ridge’ turntable mat; built-in, 
snap-action 45 rpm spindle adapter. Wow, 
flutter and rumble are virtually non-exist- 
ent. Built-in strobe-disc. 14%x12"; 254” 
above and 314” below base. Less base, arm 
and cartridge. For 110-120 volts, 60 cycle 
AC. Shpg. wt., 184% Ibs. 

89 RU 709. $5 Down. NET...... 99.50 


MODEL TTS. Same as above, but with high- 
torque, extra-heavy duty, broadcast-studio- 
type hysteresis motor. 1814 Ibs. 

89 RU 710. $5 Down. NET....... 129.50 


PB8 WOOD BASE FOR TT3, TT4, TT5. At- 
tractive walnut finish, Shpg. wt., 5 Ibs. 
SPUN BSR MN oo ts pik 18.75 


NEW MODEL PAI PROFESSIONAL-QUALITY PICKUP ARM 


* Accurate, Micrometer-Type Weight 
Adjustment Gauge 

* All-Aluminum Construction 

® Tracks At Lowest Pressures 


Turntables and Pickup Arms 


MODEL 33H 12” TURNTABLE. Deluxe, preci- 
sion-built 3344-rpm turntable for critical 
audio use. Features a hysteresis-synchron- 
ous motor driving a 1” thick cast-aluminum 
table. Has belt drive to assure best motor 
isolation. Has 4%” steel base plate pre-drilled 
for Gray Model 212SX pickup arm de- 
scribed at left. Size, 16x1434”; requires 3” 
below mounting baard. Less base (listed 
Fagg Bang arm. ae 110-120 v., 60 cycle 
. Shpg. wt., 18 Ibs. 
93 RX 386. $5 Down. NET....... 79.95 
MODEL 33C WOOD BASE. In mahogany, 


blonde or walnut—specify choice. 4 Ibs. 
89 RX 63AC. $2 Down. NET.......23.95 


poration, 100 N. Western Ave., Chicago 80, Illinois 


Outstanding Choice for 
33Ys3-rpm Record Collections 


Model TT3 Turntable 


NET * Heavy-Duty Hysteresis 
cr Q Synchronous Motor 
939 

$5 down 


* “Radial Ridge” Rubber 
Turntable Mat 
* Built-in Professional- 
Style Strobe Disc 
Brilliantly engineered, single-speed turn- 
table for 33Y4 rpm stereo or monophonic 
discs. Many exceptional features make this 
an ideal unit for use by the most exacting 
listeners. Has precision-built hysteresis syn- 
chronous motor and belt drive system that 
virtually eliminates rumble, wow and flutter. 
Solid aluminum, 12” turntable; heavy-duty 
steel chassis and bearings. 


Employing the exclusive Bogen-Presto “‘ra- 
dial ridge," molded rubber turntable mat, 
the TT3 affords perfect traction and gentle 
handling of records. Outstanding design 
permits easy cleaning to maintain com- 
pletely dust-free operation. 


Wow and flutter: Less than 0.15%. Rumble: 
52 db below average recording level. Power 
switch delivers instant action on-off, Also 
features prefessional type, built-in strobe 
disc that allows you to tell at all times if 
unit is operating without variations in 
speed. Attractively styled in harmonizing 
gray and black; blends with any room decor. 
Size: 12” wide x 16” long. Requires 2” above 
base and 444” below. Less arm, cartridge 
and base (see Model PB8 base, listed under 
TTS turntable, at left). For operation from 
110-120 volts, 60 cycle AC. Shpg. wt., 13 Ibs. 


89 RU 708. $5 Down. NET.:..... 59.95 


MODEL HSK-33 TURNTABLE KIT. A beautifully 
styled, 334%4-rpm turntable kit. Employs 
hysteresis-synchronous motor. Speed devia- 
tion does not exceed +0:3%; wow and 
flutter does not exceed 0.2%. Employs belt 
drive for optimum motor isolation. 1514x 
18”, Requires 3” below mounting board. 
Less base (listed below) and arm. For 110- 
120 volts, 60 cycle AC. 13 Ibs. 

89 RX 547. $2 Down. NET...... 49.50 
WOOD BASE. Specifically designed for use 
with Model HSK-33, above. Available in 
choice. of mahogany, blonde. or walnut 
formica veneers—specify. Shpg. wt., 4 Ibs. 
89 RX 548C. NET... 17.95 


93 


THORENS 


MODEL TD-124 TURNTABLE 


Professional-quality, 4-speed turntable on 
rigid base plate. Built-in wood panel allows 
mounting any 12” or 16” pickup arm. Accu- 
rate, built-in turntable level—4 leveling 
screws accessible from top of unit; eddy 
current brake for effective speed adiust- 
ment without rumble; illuminated strobe; 
speed adjustable +3%; single On-Off and 
speed control; extremely low noise level. 
Cast-iron table weighs 114% pounds, has 
aluminum cover. Instantaneous cueing. 
Base plate. 1514x1274”; depth required, 
23%”. Less arm, base, mtg. board. With AC 
cord and stereo pickup arm cable. For 100- 
120 y., or 200-250 y., 50-60 cycle AC. Shpg. 
wt., 32 Ibs, 

94 RU 722. $5 Down. NET....... 99.75 


MODEL TDK-101 TURNTABLE KIT 
Not. illus. Top-value, 33%4 rpm turntable 
kit. 4-pole motor; +3% variable speed; 
strobe disc. 14x12”. Requires 314” below 
mtg. board. Less arm, board, base (right). 
For 110-120 v., 60 cycle AC. 18 Ibs. 

89 RX 546. $2 Down. NET....... 47.50 


() Famous PICKERING Stereo Components 


Series 380 


“FLUXVALVE” STEREO CARTRIDGES 


MODEL 380C. Hermetically sealed and com- 
pletely encapsulated in a mu-smetal shield, 
the 380C is designed to provide’ hum-free 
operation in automatic record changers or 
manual players. ‘““V-Guard” stylus assembly 
permits quick and easy user-replacement of 
.0007” diamond stylus (included). Frequency 
response: +2 db, 20-15,000 cps. Channel 
Separation: 35 db. 15 millivolts output. 
Recommended tracking force: 4 to 7 grams. 
Uses replaceable stylus. Fits all standard 
pickup arms—has %¢” and 4” mounting 
centers. Shpg. wt.. 2 oz. 


B9ORC 291. Only $2 Down. NET...29.85 


MODEL 380A. As above, but for turntables. 
Tracking force: 2 to 5 grams. 
89 RC 292. Only $2 Down. NET..34.50 


MODEL 381A. An ultra-linear professional 
pickup. Originally designed to provide pre- 
cise record measurement data for engineers, 
critics, etc. For high-quality manual arms 
only. Response: +1 db, 20 to 10,000 cps; 
+2 db, 10,000 to 20,000 cps. Channel Sepa- 
ration: 35 db. Recommended tracking force: 


TD-124 
Turntable 


TD-134 


MODEL TD-134 MANUAL PLAYER 


A quality 4-speed player. Uses the same 
turntable as the TD-184 (left) except semi- 
automatic features have been omitted to 
make this player a remarkable value for the 
budget-minded audiophile. Has adjustable 
speed drive, mirror-finish machining and 
high-performance arm, Wired for stereo— 
accepts all popular makes of stereo and 
monophonic cartridges. Base plate, 15x12”; 
requires 244” below mounting board. Less 


Precision-Made Turntables 


IMPORTED FROM SWITZERLAND 


TD-184 


MODEL TD-184 MANUAL PLAYER 


. 
Precision, 4-speed semi-automatic manw = 
player. Dial 7”, 10”, or 12” record size 
turntable starts and arm settles onto recor —. 
4-pole motor; shuts off at end of recon 
Nylon ball-thrust bearing for minimuy 
wow, rumble, flutter. Wired for stere = 
2-gram tracking force. Accepts any ca 
tridge. 15x12”; requires 2Y%” below mot ... 
board. Less cartridge, base (below). F 
110-120, 200-250 v., 50-60 cycle AC. 20 18 


base, mtg. board and cartridge. With AC “ 
cord, cate cable. For 110-120. and 200-250 89 RU 571. $5 Down. NET....... 75.0 
v., 50-60 cycle AC. Wt... 17 Ibs. EXTRA PLUG-IN HEAD. For TD-134, 184. 60 >» 
93 RX 335. $5 Down, NET....... SRGS A. CPR SCSINET Shc hikes series 3.6 
THORENS ACCESSORIES. *Specify mahogany, blonde or walnut. = 
Stock No. _ | For | ___ Description Wt. _|__ NETS 
g9 RX 630C | TD-124 | Wood base* 5 Ibs. 9.00 & 
89 RX 623C | TDK-101 Wood base* 5 Ibs. 9.00 = 
89 RX 631C TD-184, TD-134 Wood base* 5 Ibs. 6.00 
93 RX 487 | TD-124 Unfinished mounting board 3 Ibs. 4.50) 
93 RX 338 TD-184, TD-134 | Unfinished mounting board 3 Ibs. 4.50 — 
89 RX 633 TDK-101 | Unfinished mounting board 3 Ibs. 4.50 . 
- 


NEW STEREO “90” CARTRIDGE 


A fine magnetic stereo pickup for the audio- 
phile. This new, modern-design cartridge 
has been precisely engineered to provide an 
outstandingly high level of performance at a 
price unusually low for a pickup of this 
quality. Has the easily replaceable ‘’T- 
Guard” stylus assembly, with .0007” dia- 
mond stylus. Also features push-pull mag- 
metic type generator for 16 millivolts of 
extremely low-distortion output per chan- 
nel. Hum bucking coils assure extremely 
low hum levels. Frequency response: Smooth 
from 30 to 15,000 cps. Channel Separation: 
20 db. Recommended Tracking Force: 4 to 6 
grams. 14” mtg. centers. Cartridge is 4- 
terminal type—grounds will combine for 
use with 3-wire systems. 2 oz. 
BIC PAS, Mle «eS sa oee 16,50 
DIAMOND REPLACEMENT STYLI 
Shpg. wt., 2 oz. 
Stock | Mfr's 
No. Type 
89 RC 244 | D-3807C 


NET 
For E ACH 
380C | 15.00 


“Gyropoise” 
Model 800 Turntable 


“GYROPOISE” 800 TURNTABLE 


Operating at 334 rpm only, the 800 
tures unique design for full eliminatio 
vertical rumble—a superb turntable 
stereo. Special idler virtually eliminates 

ter and wow. Synchronous motor; buil 
leveler with indicator. Panel size, 13 
1314”; requires 154” above, 3” below pammery 
Base plate, 52” thick. Less base, arm. 5 
110-120 v., 60 cycle AC. 131% Ibs. 

B9 RX 532. Only $5 Down, NET.. 66.0 
WOOD BASE. 534” high by 1434” sq. rp 
mahogany, blonde or walnut. 51% lbs. 

89 RX 533C. NET.............--- 15 


MODEL 198 ARM AND CARTRIDGE® 


An integrated arm and cartridge combitie. 
the top-rated Unipoise arm and the fa - 
380A cartridge (left). This precision inte 
ment features a single friction-free pi 
which permits precise tracking of we 
range stereo records at minimum st} 
force adjustment. Designed for absen: 
distortion causing mechanical resonan 
Highly compact; mounts on a motorb 
only 1514” square. Tracking force:adjustae™ 


89 RC 245| D-3807A| 380A, 381A |19.65 
2 to 3 grams. 89 RC 277 | D-9007 90 | 9.90 2 to 5 grams. Shpg. wt., 3 lbs. =. 
89 RC 274. Only $2 Down. NET...48.00 94RC734!1D-3707C! 371 |12.00 89 RC 278. Only $5 Down. NET.. 54. 
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Outstanding G.E. High-Fidelity Components 


WORLD-RENOWNED FOR DELUXE QUALITY AND RELIABILITY 


MODEL UPX-003B PREAMP 
Permits using mike or magnetic cartridge 


UAL PLAYER wth ap roi sg clare db 
t a. With 2-ft. output cable and 6SC7 tube. 
utomatic mami 354x334". For 110-125 volts, 60 cycle 
See Shpg. wt., 21% Ibs. L7I 


ttles onto recor. 
eend-ob recon=> S749. NET....... 
g for minimy MODEL TM-2G PICKUP ARM 

Vired for ster@ms. 12” precision arm features unique two- 
\ccepts any COses tracking force adjust ment—arm is bal- 
WY below mo eed to zero force, then set for any force 
ase (below). FR. 0 to6 grams for accurate tracking. In- 
cycle AC, 201 edes arm rest and head. Height adjust- 
te F 75. Ontte, %-2%". Less cartridge. 2% Ibs. 


TD-134, 184. 6@— R 704, $2 Down. NET........ 29.35 


ie “G E. MODERNIZATION ASSEMBLIES 
NET REPLACEMENT “‘CLIP-IN-TIP” STYLI 


WR 2g ———#e RPX “Clip-In-Tip” cartridges, 2 oz. 


5 lbs. 9.00nS No.|Mfr’s Type| Stylus [Radius] NET 
S Ibs. | 9.0055 c 992! RPI-01D | Diamond | .001”| 9.75 
5 Ibs. 6.0055 2 995 | RPJ-01S| Sapphire | .001” | 1.96 
Co 4.5055 2 997 | RPJ-03S | Sapphire | .003”| 1.96 
seg a STYLI MODERNIZATION ASSEMBLIES 


—___—*____—*“ffmyert G.E. triple-play cartridge types 
BPX-050, -052, -053, -047 to “Clip-In- 
Pe". “‘S"—Sapphire: ‘‘D"—Diamond. 2oz. 
rm and Cartrid§& ® 988 | RPJ-O10A | S-.001” S-.003”| 3.50 
& RC 989| RPJ-013A | D-001” S-.003” | 11.71. 


SINGLE-TIPPED REPLACEMENT STYLI 
Pe G.E. RPX-040, -041, -061, -063 car- 
Setces. (These cartridges not adaptable for 
@e with “Clip-In-Tip” styli.) 2 oz. 
® 281 | RPJ-005 | Sapphire | .001” 
RC 815} RPJ-004 | Diamond | .001” 


“2.06 
10.29 


> TURNTABLE 


only, the 800 
full eliminatio’ 
yerb turntable 
ally eliminates fi 
ous motor; buil 
Panel size, 13 3 gs = 
ve, 3” below pageKuP ARM. Skillfully designed one-piece 
ess base, arm. § balanced arm. Hand-rubbed, gun stock 
13% Ibs. sat with finely- machined anodized alu- 
wun. NET.. 66. Germ “Lat i aera micrometer aa 
3%" sq. Spemement, +Y%4”. Tracking error: +0.8%. 
tage Ibe. PS rometer tracking force adjustment to 
! gram for maximum accuracy. Less car- 

te ee a e below. Has 4 leads. 134 Ibs. 
ND CARTRIDGD® 2X 260. $2 Down. NET...... 29.95 


vartridge he fampestOM, 


CARTRIDGE. Deluxe magnetic 
ap. 10-40,000 cps response for superb 
duction. 30 db channel separation. 7 


rm and the fa 

his precision inst 

eae athe a per channel. Factory-replaceable .0007” 

t minimum st¥™ nd stylus. Shpg. wt., 3 oz. 

med for absence’ ®© 233. $2 Down. NET....... 32.50 
ical resonan) 

pgnic a motorbo@®STER” CARTRIDGE. For turntable use—a 

ing force: adjustal=2_t performer. 10-50,000 cps; 30 db 

, 3 Ibs. cation. 5 mv per channel. .0005” fac- 

own. NET. _54,@=-ceplaceable diamond stylus. 2 02. 


@ RC 214. $2 Down.NET......... 49.50 


j 


170) 


VR Ii MONOPHONIC CARTRIDGES 


VRIThigh-compliance monophonic cartridg- 
es—famous for brilliant performance. Track- 
ing force is only 4-6 grams in a professional- 
type arm (6-8 grams in a changer using a 
triple-play cartridge). Frequency response 
is smooth over the entire range of 20 to 
20,000 cps. Cartridges are fully shielded in 
mu-metal and incorporate specially wound 
coils to suppress hum and noise pickup. 


Output (nominal) is 22 mv at 10 cm/sec 
(1000 cps). Clip-in styli are easily and inde- 
pendently replaceable. Mounting centers: 
YZ” and 1%”. In tables below, ‘‘S’’—sapphire; 
“D”"—diamond. Av. shpg. wt., 3 oz. 


TRIPLE-PLAY TYPES 


Stock No.| Type _|_ Stylus Tips__| NET __ 
72 RC 851) 4G-050 | S-.001” S-.003” 9.75 
72 RC 852) 4G-052 | D-.001” S-.003” | 19.55 
SINGLE-STYLUS TYPES 

Stock No.| Type Stylus Tip NET 

72 RC 854) 4G-040 S-.003” 1:35 
72 RC 855; 4G-041 S-.001” 735 
72 RC 857| 4G-061 D-.001” | 17.59 


REPLACEMENT STYLI FOR VR Il SERIES 
Ay. shpg. wt., 2 02. 


Stock No.j Type | Stylus _| Radius | NET 

72 R 858 | 4G-01S | Sapphire | 001” 1.96 
72 R 860 | 4G-03S | Sapphire | .003” 1.96 
72 RC 861) 4G-01D ; Diamond | .001” 9.75_ 


RQB-001 STYLUS BRUSH. Soft bristle brush 
for cleaning stylus assemblies. Reduces dis- 
tcrtion, saves records. 2 oz, 


BSIR DRAINED srscittsa Seog aah 10 


fARcHLO A Superb Value! 


PROFESSIONAL-QUALITY 
TURNTABLE-CARTRIDGE-ARM 
BASE OFFER 


SAVE 52135 


PROFESSIONAL TURNTABLE SYSTEM. Offers 
superlative specifications—plus big $21.35 
savings. Consists of famous Fairchild 412-1 
33Y%-rpm turntable and SA-12 stereo pick- 
up arm, complete with SM-1 stereo car- 
tridge (right), plus deluxe hardwood base 
finished in handsome oiled walnut with 
white top. Turntable features time-proven 
double-belt drive and self-lubricating hys- 
teresis-synchronous motor. Precision-built 
actually—exceeds rigid NARTB specifica- 
tions. The precision-engineered model SA- 
12 pickup arm has been designed specifically 
for the SM-1 stereophonic cartridge at right 
—also accepts other standard-size stereo 
and monophonic cartridges. Accommodates 
records up to 12” in diameter. Has plug-in 
slide, 2 independent shielded output cables, 
etc. Easy assembly. For operation. from 
110-120 volts, 60 cycle AC. Shpg. wt., 51 
Ibs. Only $5 Down. 

89 RZ 713. Complete Pkg., Only 165.00 


—<—$Ol— 


VR-22 STEREO CARTRIDGES 


A product of advanced engineering tech- 
niques, these units are manufactured to the 
highest standards—assuring superb audio 
reproduction. The VR-22 series incorpo- 
rates lower inductance to guard against any 
possible hum pickup. Has a channel separa- 
tion of up to 30 db. Other features include 
low distortion, easily replaceable stylus, etc. 
Output is 12 my (nominal) per channel at 10 
cm/sec. Can be used with both 3 and 4- wire 
systems. Mounting centers: 14” and 75”. 


MODEL VR-227. Has .0007” diamond stylus. 
Response, +3 db, 20 to 18,000 cps. Recom- 
mended tracking force, 6 grams. Compli- 
ance: vertical, 2x10—6 cm/dyne; lateral 
3x10—6 cm/dyne. Shpg. wt.. 3 oz. 

BORG 20 VINET nce 14.65 


MODEL VR-225. Has .0005” diamond stylus. 
For turntable use in a_professional-type 
pickup arm. Response, +3 db, 20 to 20,000 
cps. Recommended tracking force, 3 grams. 
Compliance: vertical, 2.5x10—6, cm /dyne; 
lateral 4x10—® cm/dyne. 3 oz. 
OP RG ZUGINET....4 Foi ees 16.61 
REPLACEMENT STYLI FOR ABOVE 
Shpg. wt., 2 oz. 
Stock No.| Type | For | Tir _NET 
89 RC 241/VR-222'/VR-227|.0007” Diamond| 9.75 
89 RC 242|VR-221|VR-225).0005” Diamond) 11.71 
REPLACEMENT STYLI FOR SERIES 
GC AND CL STEREO CARTRIDGE 


Tip | NET 


79 RC 702| ST7D | GC-7, CL-7 | D-.0007” | 9.75 
79 R 703 | ST7S | CL-7 S-.0007” | 2.45 
79 RC 706| ST5D | GC-5 D-.0005” | 11.71 


MODEL 412-1 TURNTABLE ONLY. Less base 
and arm. 13x15”; requires 1%” above, 
574” below mtg. board. 30 lbs. 

99 RU 205. $5 Down. NET........ 87.50 
MODEL SM-1 STEREO CARTRIDGE. .0007” dia- 
mond stylus (user-replaceable). Response, 
20-15,000 cps. Yy” or %_” mounting centers. 
Output, 16 mv per channel. Shpg. wt., 4 02. 


89 RC 218. $2 Down. NET....... 34.95 
REPLACEMENT STYLUS, For above. 2 oz. 
OP RC 240: WET. on 15.00 


MODEL SA-12 PICKUP ARM ONLY. Less car- 
tridge. Shpg. wt., 6 Ibs. 


89 RX 263. $2 Down. NET........39.95 
EXTRA PLUG-IN HEAD. For above. 3 02. 
89: R2IGHNEL. 3. 327% ieee 4.50 


HARDWOOD BASE FOR FAIRCHILD TURN- 
TABLE. 714x2144x1414”, Finished in oiled 
walnut—white Formica top. Wt., 15 Ibs 
89 RX 635. $2 Down. NET........ 23.95 
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NET MODEL M7D “CUSTOM” DY- 
NETIC CARTRIDGE. Highly pop- 
s§ 5? ular stereo magnetic cartridge 
£ with user-replaceable .0007” 
diamond stylus. Exceptionally 
high compliance and low 
$2 down tracking force insure peak per- 
formance. Response, 20- 
15,000 cps. Separation, better than 20 db at 
1000 cps. Tracking force, 4 to 7 grams. 
Vertical and Lateral Compliance, 3.5x10-® 
em/dyne. %” and 7.” mtg. centers. Fits 
most changers and pickup arms (except 
“Studio Dynetic’’). Shpg. wt., 3 02. 
79 RC 242. $2 Down. NET....... 23.52 
NET NEW M8D “STANDARD” DY- 
NETIC CARTRIDGE. Low-cost 
5 17 version of the M7D, for use in 
record changers. Has user-re- 
placeable, .0007” diamond 
stylus. Response, 30-15,000 
eps. Tracking force, 5 to 8 grams. Other 
specifications same as the M7D. 2” and 
Ye" mtg. centers. 3 oz. 
Se 72 eee 16.17 
MODEL M3D “PROFESSIONAL” DYNETIC 
CARTRIDGE. Hand-assembled magnetic ster- 
eo cartridge with user-replaceable .0007” 
diamond stylus. Studio quality—all speci- 
fications guaranteed within rigid laboratory 
tolerances. Has all the fine features of the 
M7D plus extremely high vertical and 
lateral compliance, 4.0x10-¢ cm/dyne--Y4” 
mtg. centers. Wt., 3 oz. 
79 RC 215. $2 Down. neT........44.10 


NEW MODEL M232 PROFESSIONAL PICKUP 
ARM. Premium-quality, 12” pickup arm that 
accommodates practically all cartridges, 
and permits their maximum potential per- 
formance to be realized. Features precision 
ball bearings at all pivot points, plug-in 
head with positive-alignment lock, and var- 
iable height adjustment. Combination of 
adjustments gives you instant, positive vis- 
ual control over balance, tracking force and 
overhang. ‘‘Floats’”’ stylus over the record, 
without drag, skip or unnecessary force. 


Tracking force adjustable from 0 to 8 grams. 


Includes: cable having plug on each end to 
simplify installation without soldering, arm 
rest, mounting template, all hardware and 
4ft. cable assembly. 1246” long. Less cart- 
ridge. Shpg. wt., 2 Ibs. 

89 RX 266. $2 Down. NET....... 29.35 


MODEL M236. Same as above, but arm is 
1414” long. Shpg. wt., 2 Ibs. 
89 RX 267. $2 Down. NET......... 31.31 


MODEL A23H EXTRA PLUG-IN HEAD. For 
above arms. Shpg. wt., % lb. 
ft, Serer eye ego ae 2.35 

DIAMOND REPLACEMENT STYLI 
Av. shpg. wt., 2 oz. 


Stock No. | Type | For NET 
79 RAC 712 | N3D | M3D 22.05 
“TI RO TIS NID | M7D 11.76 
89 RC 28) | N8D | M8D 8.08 
g9 RC 239 | N21. | M212, M216| 24.25 


M212 Arm & Cartridge 


MODEL M212 STEREO DYNETIC ARM AW 
CARTRIDGE. Latest version of the famor 
Shure ‘‘Studio Dynetic’”’ integrated pick N 
arm and cartridge. Now specially designe 

for stereophonic records, the pe f 
quality M212 “Stereo Dynetic’’ features @ 
extremely light tracking force and an ame 

ing degree of stylus compliance. Actual q 
tracks stereo recordings at 14% grams! Mo $2 
ing magnet design has high-permeabili” < 
shield and humbucking arrangement Of COlgeeson 
to prevent hum pickup. Arm pivots On rul gesiace 
thrust bearing—cartridge on sleeve-aljenge 
cap jeweled bearings. Rom ¢ 


Frequency Response: +2Y2 db, 20 to 20,099 2 
cps. Channel Separation: better than 20 @eeerd 
at 1000 cps. Ouiput Voltage: 4.5 mv 
channel at 1000 cps. Tracking Force: C ~~ 
tinuously adjustable from 114 to 24 gra = 

Vertical and Lateral Compliance: 9x1 — 
cm/dyne. Recommended Load Impeda _— 
47,000 ohms. Includes Model M21 steqmazze 
cartridge and user-replaceable .0007” ye 


mond stylus. Shpg. wt., 1 Ib. Sdely 
89 RC 250. $5 Down. NET......... 87. 
pekup 


Shpg. wt., 1% Ibs. 
89 RC 251. $5 Down. NET........ 87. 


NEW MODEL A30C STEREO CABLE ASSEijeck, 
BLY. For hum-free installation of either pi@@e gC 
up arm described above. 6-ft. cable lengt 
Includes easy-to-follow instructions. Shy 

wt., 3 oz. 


CO R260; MR re aoe I. 


MODEL M216. As above, but 16” pickup ‘- = 


MORE SELECTIONS IN TOP-QUALITY PICKUP ARMS AND CARTRIDGES 


ELECTRO-SONIC MODEL ESL-S 1000 "GYRO- 
BALANCE" ARM. A skillfuly designed pickup 
arm that makes turntable leveling unneces- 
sary—the S-1000 will actually play records 
at any angle up to 90°! Tracks at 2 grams 
with C100 cartridge, below. Less cartridge. 
Shpg. wt., 2 Ibs. 


72 RX 753. $2 Down. NET....... 34.95 
EXTRA PLUG-IN HEAD. Shpg. wt., 2 oz. 
PE PER MDD So 2k 5 otc = ea's 2.95 


MODEL ESL-C 100 “GYRO-JEWEL" CART- 
RIDGE. An inherently linear cartridge that 
employs 2 subminiature D’Arsonval move- 
ments for faithful transmission of vertical 
and lateral groove components on the stereo 
record. Four precious-gem pivots, Response, 
18-30,000 cps. Output, 0.6 mv per channel 
at 10 cm/sec. Includes pair of TM-100 
transformers, below. Tracks at 2-4 grams. 
Includes .0007” diamond stylus (factory- 
replaceable). Shpg. wt., 3 oz. 

89 RC 248. $5 Down. NET...... 100.00 


ESL-C99 CARTRIDGE. With .0007” diamond 
stylus. Requires two TM-100's, below 3 oz. 


AUDAX STEREO PICKUP ARM KITS. Top-qual- 
ity pickup arms, either 12” or 16”, in low- 
cost, money-saving kit form. You need only 
a screwdriver and 15 minutes of time to 
completely assemble a high-quality arm. 


Accepts any stereo or monophonic cart- 
ridge. Precision-engineered to broadcast 
standards, these pickup arms employ simple, 
one-piece construction with no loose parts 
or springs. 


Only two moving parts—the carefully de- 
signed vertical and lateral pivots, which 
give these arms remarkably free motion. 
Carefully determined, calibrated offset 
angle insures optimum tracking and correct 
tangency of the stylus to the record groove. 


Aluminum arm channel tapers from broad 
to narrow width to prevent undesirable 
resonances. Cartridge plug-in head is fixed 
to the arm by means of a knurled screw— 
stylus-to-groove alignment can be made at 
a glance. Selector index at rear of arm per- 
mits adjustment of force for all popular 
cartridges. Includes convenient fingerlift. 


—- 
NEW AUDIO EMPIRE MODEL 88 MOVIN 
MAGNET STEREO CARTRIDGE. Over 20 ~ Mm 
channel separation. Response, +2 db, 20 52) 
20,000 cps. Includes user-replaceable, .00@* © 
diamond stylus. Tracks at 2-5 grams. Com@™™!a« 


pliance, 5x10-6 cm/dyne. 3 oz. moran 
89 RC 297. $2 Down. NET.......24, 55°=5= 


NEW A-E MODEL 98 TRANSCRIPTION Afitemonh 
Professional-quality 12” pickup  aljerrep 
Achieves dynamic balance in all planes 

keep ‘.tylus in perfect position, even if tuliiiggs 
table is tilted. Less cartridge. 3 Ibs. 


89 R 299. $2 Down. NET........ 34. 
RS EXTRA PLUG-IN HEAD. For above. 3 —i 
gg, ok 2 Ee! RR pg ies Ae fiae Seay eae 6 as 
NEW MODEL 108 “STEREO-MONO” CARecce , 
RIDGE. (Not illus.). Response, +2 db, 15ijjeestc 
30,000 cps. Output, 8 mv. More than 25 Seestie: 
cm/dyne. With .0007” diamond stylus (usm =o 
replaceable). Tracks at 114 to 5 grams. S s= 

and Y%,_” mtg. centers. 3 oz. : & at 
89 RC 273. $2 Down. NET....... 34, Smaiz 
MODEL S88-7RD .0007” REPLACEMENT = my 
MOND STYLUS. For Empire 88. 2 02. 


~~ a a eeene 5 LEHI S LOTT CE So ee 120 BC 3 
TM-100 TRANSFORMERS. For C99 above; ridge. Av. shpg. wt., 214 Ibs. MODEL S108-7RD .0007” REPLACEMENT les 
increase output to 8 mv. Shpg. wt., 3 oz. 72 R747. KTS-12. 12”. NET....... 15.50 MOND STYLUS. For Empire 108. 2 02. ss 
79 R710. PACKAGE OF TWO. NET.15.00 72 R ZAB. KTS-16. 16”. NET........ 18.50 SP-RG PO2. WOR ok oie icc ee ese 17@ ec 2 
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MODEL 31MD-7 CERAMIC CARTRIDGE 


An expertly designed, moderately priced ceramic 
stereo cartridge for faithful stereo or monophonic 
reproduction. Precise and accurate, the 31MD-7 
employs two independent generating elements made 
of lead-zirconium-titanate (ceramic), for freedom 
from electro-magnetic hum 
motors, etc. Exceedingly small, effective stylus mass 
(less than 2 milligrams), insures the finest transient 
angement of — possible. Designed for magnetic inputs, the 31MD-7 

faces conventional magnetic cartridges directly—no circuit 
. on sleeve-ali@kenges are necessary. An outstanding unit, you get clean separa- 


induced by phono 


31 SERIES 


$9495 


$2 down 


See. excellent compliance and low distortion. Tracking force is 


, db, 20 to 20,00y 2 to 4 grams for transcription turntable use; 4 to 6 grams for 


yetter than 20 @eerd changer use. 
lage: 4.5 mv 
-king Force: C 
11% to 2% gra 
ympliance: 9x1 
Load Impeda 


7” diamond stylus. 


equency response, +2 db, 20 to 15,000 cps. Output, 8 milli- 
ts. Vertical and lateral compliance, 3.5x10—§ cm/dyne. Ex- 
ptional channel isolation—28 db or higher at 1000 cps. In- 
erporates built-in printed circuit to accurately match the 
etic input circuit of the preamplifier. Includes user-replaceable, 


Tubular Aluminum Design; 
Special Pivot with Double 
Set of Friction-Free Bearings 


Maree oaoe Vat 


MODEL S-120 12” PICKUP ARM 


An outstanding pickup arm, from one of the finest 
names in the hi-fi field. Featuring unitized con- 
struction, the S-120 is a tubular aluminum arm, 
with die-cast aluminum cartridge shell and die- 
cast counterweight. To assure maximum freedom of 
horizontal movement, pivot consists of two races— 
an inner and outer—and two rows of sealed-in steel 
balls, one above the other. The shaft on which the 
arm rotates is fitted into the inner race to form a single, integrated 
bearing assembly. Achieves maximum shaft alignment and stability; 
provides a virtually friction-free pivot. 


Stylus pressure is adjusted by means of a counterweight threaded 


on far end of arm. Has self-locking feature once correct weight 


position is selected. An offset bend in the arm compensates for 
geometric tracking error. Cartridge plug-in head has open-front 
design to permit visible placement of stylus in record groove. Each 
head has two spring-loaded silver-plated pin terminals for positive 
contact. Convenient, contoured lift extends from plug-in head to 
allow fingertip lifting of arm. Pivot base has adjustment for setting 


eable .0007” height of arm to conform with turntable base being used. Includes 
Ib. Widely accepted by hi-fi fans, it includes a shielded lead and al] @ual-function arm rest—arm can be rested, or secured between two 
ae Sao 87. mecessary hardware for quick and easy installation in virtually any spring clamps. Accepts any stereo cartridge. With plug-in head; 
up arm. Has 4 terminals; standard %” and %” mounting _ less cartridge. Shpg. wt., 2% Ibs. 
it 16” pickup argesters. Shpg. wt., 3 oz. F2ZAXTS5O92 Dorel WET 6. ose So Ga ee 24.95 
a7 2065 $2 Dinan. WET SS. oka calgon 23.52 MODEL S-160. As above, but for records to 16” in diameter. 
an eakinen “hove D7-7 REPLACEMENT STYLUS. .0007" diamond stylus for above. 72 RX 751. $2 Down. NET...---0000.0 0 vsveseeeeeeees bid pe 


:O CABLE as ek, slide-in installation. Shpg. wt., 2 oz. 
tion of either pi 

6-ft. cable len) 
istructions. Shy 


ts 
i 


8 MOVIN 
ee eo) EW MODEL AG3400 MAGNETO-DYNAMIC 


onse, +2 db, 20M=@£O CARTRIDGE. Made in Holland by 
replaceable, .00@* of Europe’s most renowned audio 
t 2-5 grams. Comeufacturers, this unique cartridge is an 
3 as @estanding performer. Among its fine 
ET 24 i. it ~ sage —- high vertical 
eet yee é. iance for top fidelity from stereo or 
\NSCRIPTION Aleeophonic LP records; high output; and 
pickup aler-replaceable, .0007” diamond stylus. 
ce in all planes 
sition, even if tUlfixeneto-dynamic principle employs two 
idge. 3 Ibs. t= rods of platinum-cobalt alloy acting as 
T _34, Smatures, between two mu-metal pole 
‘For ‘above. 3 wees. Stylus rides between two viscoloid 
* 2 m@meping blocks, connected to a coupling 
Eien ean . Each half of coupling body conducts 
1EO-MONO” CAstes vibrations in one direction only. 
onse, +2 db, 1Speeific advantages include: high vertical 
y. More than 25ieeliance of 3.5x10—® cm/dyne; high out- 
amond stylus (ug™. more than 30 mv per channel at 10 
114 to 5 grams. & sec; ones separation (more than 
Oz. @& at 1 cps); very low dynamic mass 
Se 34.8 eeerame); and — stylus pressures— 
ENT Gemesat to 5 grams. Response 50 to 18,000 
Lee grag = 4" or He” mtg. centers. 3 oz. 


aaa 12 BC 271. $2 Down. NET..... 29.35 
REPLACEMENT ome: 946/D14 REPLACEMENT DIAMOND 


ERD POMET She. onc ce techie 9. he Ge SVS 


72 R752. Model PS-20 Extra Plug-in Head. Wt., 3 oz. NET..... 5.95 


89 R 276. Model KK-1 Stereo Cable Kit for S-120. 3 oz. NET..2.49 


MODEL GPS-73-SD TURNOVER CRYSTAL 
STEREO CARTRIDGE. Made in England, this 
low-cost turnover cartridge is a standout 
choice for replacement use in phonographs, 
or for conversion use in economy stereo 
music systems. Features exclusive ‘‘Floating 
Needle Action’ for greater vertical and 
lateral needle movement. Nullifies needle 
talk and pinch effect; aidsin perfect tracking. 
Turnover mechanism places the stylus at a 
perfect 45° angle to each groove face to 
assure balanced reproduction when playing 
stereo records. Perfectly centers the needle 
for monophonic use also. Universal 
mounting—fits any phonograph or record 
changer pickup arm. 


One volt output permits use without pre- 
amp stage. Response: 40-15,000 cps. Com- 
pliance: 4x10—® cm/dyne. Channel Separa- 
tion: 25 db at 1 kc. Tracking Pressure: 2 to 
4 grams. Employs .0007” diamond and .003” 
sapphire styli (user-replaceable). 4-terminal 
wiring. Shpg. wt., 3 oz. 

PERCBIS MET. AES oes 14.41 


MODEL 846-DS REPLACEMENT STYLUS. For 
above. .0007” diamond, .003” sapphire tips. 


MODEL 8TA4-SD TURNOVER CERAMIC STEREO 
CARTRIDGE. Highly popular, low-cost ce- 
ramic cartridge for stereo or monophonic 
records. A top-quality unit, the 8TA4-SD 
features: ceramic design to prevent picking 
up hum from adjacent magnetic fields; 
broad channel isolation; full frequency re- 
sponse; and excellent compliance. Ceramic 
element is unaffected by extremes in tem-. 
perature or humidity. Produces a voltage 
output sufficient to drive most amplifiers 
without the need for preamplification. 
Needle replacement is a simple matter with 
Sonotone's flip-under arrangement. User- 
replaceable stylus features .0007” diamond 
and .003” sapphire tips. Output, 0.3 volt. 


Frequency Response: smooth from 20 to 
15,000 cps, gradual roll-off beyond. Channel 
separation: Better than 20 db. 3 to 6 grams 
tracking force. Compliance: 3x10—* cm/ 
dyne. 0.3 volts output. Has 4 terminals; 
— = Yo" and Y" centers. 
hpg. wt., 3 oz. 
OF RCDU1 ete >> See 10.29 


MODEL N-8TA-SD REPLACEMENT STYLUS. For 
above. Has .0007” diamond and .003” sap- 


yire 108. 2 oz. LWS. Shpg. wt., 2 oz. Shpg. wt., 2 oz. phire tips. Shpg. wt., 2 oz. 
ri Sa i's pee St ig en or. aa. 0 cr yo at. eee yo © | 89 RC 237. NET..... 25. jee eee 
Allied Radio Corporation. 100 N. Western Ave., Chicago 80, Illinois 97 


© Furniture-Crafted for Styling, Durability and Convenience 
* Acoustically Engineered for True High-Fidelity Response 
® Solid %” Construction; Finished in Hand-Rubbed Veneers 


MODEL 101 HIGH-FIDELITY SPEAKER ENCLOSURE 


This handsomely styled, acoustically engineered enclosure ac- 

commodates a 12” or 15” speaker and includes sufficient space 
for tweeter mounting. Perfect match for Model 100 cabinet, below. 
Dual-ducted port design assures rich bass response. Solid %4” panel 
construction—finished in hand-rubbed veneers. Has 6” legs; brass 
ferrules; plastic cane grille cloth. 3234x202x18%" (with legs). In ma- 
hogany, blonde or oiled walnut. Wt., 50 Ibs. $5 Dow 
70 DZ 6465C. Specify Finish. NET 


MODEL 100 HIGH-FIDELITY EQUIPMENT CABINET 


Smart, budget-priced unit for tuner and amplifier, with slide- 
out phono drawer. Includes blank panels for changer and equip- 
ment. Top section has adjustable shelf—measures 13 Yxi8Y4x16Yy". 
Phono drawer, 10x1814x16”. Overall, 3234x2014x18%” (with legs). 
In mahogany, blonde or oiled walnut hand-rubbed veneers. Shpg. wt., 
55 Ibs. Only $5 Down. 
70 DZ O71C. Specify Finish. NET 


MODEL 105 HIGH-FIDELITY EQUIPMENT CABINET 
(c) A quality component and record cabinet, combining function 


utility with graceful beauty. Designed to house your amplifier 
preamp, tuner, tape recorder, changer or turntable, and store ove 


150 LP records. Perfect for use with Model 101 enclosure—also 
fine furniture piece when used by itself. Lift-top upper left co 
partment, 165% x 1934x 6"; lower left for record storage. Upp 
right, 1334x18%"; lower right pull-out drawer has blank mountin 
board. Two smooth-gliding doors across front, Includes blank equi 
ment panel for custom installation. With 6” legs, brass ferrule 
3254x40%4x20'4” (with legs). In mahogany, blonde or oiled wal 
hand-rubbed veneers. Shpg. wt., 113 Ibs. $5 Dow 

70 DZ 463C. Specify Finish. NET 


MODEL 1000 STEREO CABINET 


(0) A beautiful piece of furniture that can 
accommodate all the components of a 
stereo system. Has speaker enclosures on 
each end, completely isolated from the cen- 
ter cabinet. Each enclosure can house a 12” 
speaker and tweeter. Upper section of the 
center cabinet is built to accommodate an 
amplifier and tuner, and has an adjustable 
shelf; also includes drop-front door. Inside 
dimensions: 1334x1834x18”. Lower pull-out 
drawer section, with blank mounting board, 
accepts any record changer. Includes blank 
equipment panel. Constructed of 34” solid 
hardwood; gleaming hand-rubbed veneers. 
32%4x5414x1814” (with legs). In mahogany, 
blonde or oiled walnut. 176 Ibs. 

70 DZ ASIC. Specify Finish....175.00 
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MODEL 110-C CHAIRSIDE CABINET 


The height of convenience—chairside 

control of your hi-fi system! A master- 
piece of functional design, the 110-C lets 
you play records and adjust controls on 
your tuner and amplifier from the comfort 
of your chair. Sliding drawer exposes chang- 
er compartment with blank mounting board 
for the changer of your choice. Size, 34%” 
below and 614” above board; 164%” wide, 
1514” deep. Top compartment has blank 
panel for custom mounting and is 6x17 Wx 
14”. Lower compartment has same dimen- 
sions. Beautifully finished on four sides in 
rich, hand-rubbed veneers. With 6” legs. 20x 
19x30” (with legs). In mahogany, blonde or 
oiled walnut. Wt., 47 lbs. $5 Down. 
70 DZ 655C. Specify Finish.....64.95 


MODEL 108 SPEAKER ENCLOSURE 
(F) Attractive shelf-type enclosure for ha 


zontal or vertical use. Accommodates 


speaker and tweeter. Cane grille cloth. 
24x12”. In mahogany, blonde or oiled wa 


veneer. Shpg. wt., 25 Ibs. $2 Down. 
70 DU 462C. Specify Finish. NET 


MODEL 112 SPEAKER ENCLOSUR' 


Handsomely styled, acoustically li 


@ enclosure for any 12” speaker and twe 


er. Hand-rub 


walnut. Wt., 35 Ibs. $2 
70 DZ 073C. Specify 


Be Sure to Specify Choice of Finish When Ordering 


Down. 
Finish. NET 42. 


, veneer finish on four sid 
plastic cane grille cloth. 24x16x1314” (les 
base, included). In mahogany, blonde or o 


26. 


E 
2 


MODEL GJ-210 “SUPERBA” EQUIPMENT CABINET 


a The long, low look distinguishes this budget-sparing equipment 
cabinet. It’s an excellent choice for the hi-fi enthusiast seeking 
Yeectional design and striking appearance. Utilizes twin-lift lids 
ABINET jeth deluxe self-balancing supports for easy access to amplifier- 
c Serer and record player compartments. Upper left section has blank 
ining ie for custom mounting tuner and amplifier; measures 17 ¥%x13x 
» your amplifier)?%" below panel. Upper right has adjustable motorboard for 
e, and store ové@sstom installation of changer, turntable or tape deck; measures 
nclosure—also §7%4x16%4” deep. Smartly styled front panel has gleaming brass 
upper left comfnamental pulls. Perfect for use with speaker enclosures listed at 
storage. Up. t. Adequate provision for complete ventilation of components. 
blank mounti e of genuine hand-rubbed hardwood veneers. Complete with 
ides blank equi! ical wood legs tipped with brass ferrules. 2612x37x18%”. 
;, brass ferruled oiled walnut or mahogany. Shpg. wt., 93 Ibs. $5 Down. 
2 or oiled waln™ DZ 6461C. Specify Finish. NET.................0.65 89.95 


MODEL GJ-310 HI-Fi EQUIPMENT CABINET 


Simplicity of design, plus fine furniture touches, keynote this 
low-cost equipment cabinet. Constructed of %” selected 
rs, this space-conserving beauty will accommodate a tuner, 
plifier and record changer. Top compartment has blank 
for custom mounting; measures 12x1834” with 2” front, 
back of panel clearance. Changer section is 11%4x18%x 
™%"; complete with adjustable motorboard to accept most 
pular changers or turntables. Additional features of this 
dget-priced cabinet include: sturdy shelf to support amplifier 
eve tuner; easy-glide changer slides; concealed door hinges; 
etic door catches; trim, conical legs with brass ferrules. 
all size, 3234x20x1814”. Available in choice of oiled walnut 
mohogany. Shpg. wt.. 71 Ibs. $5 Down. 
D DZ O78C. Specify Finish NET............. Pa ee 2h 2 


MODEL GJ-360 HI-Fl SPEAKER ENCLOSURE 


Luxury at low cost—yours in this excellent enclosure de- 
signed to accommodate any 15” or 12” speaker. Utilizes full 
7 cubic foot capacity and bass-reflex construction for rich, 
rant response. Features ‘‘adjust-a-port” principle for pre- 
ey tuning opening to speaker. Made of 34” high-pressure, 
icle board core plywood for vibration-free response. Addi- 
sal features include: tweeter baffle; convenient terminal strip 
4 wire leads; hand grips; and brass-tipped wood legs. Beauti- 
F matches GJ-310 (above) or GJ-340 (below). Size, 3234x20x 
4". Available in choice of oiled walnut or mahogany hand-rubbed 
s. Shpg. wt., 58 Ibs. $2 Down. 


DZ O79C. Specify Finish. NET.................. 49.95 


MODE! 
-R ENCLOSURE. iL GJ-340 HI-FI EQUIPMENT CABINET 


Larger version of the finely crafted Model GJ-310 equipment 
enclosure for he ©2binet listed above. In addition to accommodating a tuner, 
Accommodates@™etifier and changer, this versatile cabinet also has space for 
ne grille cloth. jfeerd storage plus a tape deck or turntable. Upper right section 
nde or oiled waemsures 12x1814x1714”; upper left, 10Y4x18 Yox17 4"; lower 
$2 Down. ee. 11 cor reat ma bad lower + peony a : _— 
‘nish. NET 5 permits custom mounting of components. Overall size, 
snish Mix37 2x18”. Available in choice of oiled walnut or mahogany. 
NCLOSUR' . wt., 116 Ibs. $5 Down. 

ER E DZ O80C. Specify Finish. NET................-. 19.95 


: jp OD BASES. For creating single-uni bl f abo 
stically i C g single-unit ensembles of above. 
oie nate © hardware. In oiled walnut or mahogany. 


finish on four sid Stock : i Saar 

; aeiGxt 314” (less No. For Use With i we 

jany, blonde or oi 5 Dz 663 One GJ-210 and two GJ-260 8 Ibs. 

own. 42 qe DZ osic One GJ-310 and two GJ-360 { 7 Ibs. 

‘inish. NET +98 Dz o82c One GJ-340 and two GJ-360 9 Ibs. 
amd PPSR RED PER RAGE. 6 205 2 de zanssdad 9.95 


MODEL GJ-260 “SUPERBA” SPEAKER ENCLOSURE 


Smartly styled bass-reflex enclosure designed to complement 
any contemporary setting. Can be used with any 12” or 8” 
speaker—with provision for addition of tweeter. Has ‘‘adjust-a- 
port” feature for precisely tuning port opening to speaker. Con- 
structed of 34” high-pressure, particle board core plywood for added 
weight and density—absolutely free of vibration. Ideal for use with 
cabinet described at left. Beautiful Saran grille cloth accents hand- 
rubbed hardwood veneers. With legs. 2614x1714x183%4”. In oiled 
walnut or mahogany. Shpg. wt., 49 Ibs. $2 Down. 
70 DZ 662C. Specify Finish. NET............000..204. 49.95 


COMPLETE “SUPERBA” ENSEMBLE. Matched set consisting of one 
GJ-210 cabinet and two GJ-260 enclosures. Less base, below. In 
oiled walnut or mahogany. Wt., 191 Ibs. $5 Down. 


70 DZ 664C-3. Specify Finish. NET........00000. 0.0. 189.85 


cent ele 


fl MODEL 505-A HI-Fi EQUIPMENT CABINET 


A striking hi-fi equipment cabinet featuring top-quality construc- 
tion and fresh, contemporary styling. Superbly designed to accom- 
modate all components of a music system except the speaker. Has 
rich, oiled walnut finish to complement any decor. 


Some of its many features include: easy-action, slide-out changer 
base; sturdy blank equipment panel for custom installation; neutral 
ebony interior and harmonizing ebony conical legs with handsome 
brass ferrules; attractive front edging offset in ebony; and piano- 
type hinges on each of two doors for maximum convenience. 


Left side (equipment space behind 1%” panel), 22 ¥4x1654x14”. Right 
side (changer compartment), 95% (55%” above board)x16x14”. Also 
has 1214x17x15” record storage compartment. Overall, 30%x353%4x 
173%". Shpg. wt., 82 Ibs. $5 Down. 

70 DZ 003. Oiled Walnut Finish. NET..........-- 260-2055 15.00 


EQUIPMENT CABINET IN KIT FORM. Similar to Model 505-A equip- 
ment cabinet above, but in money-saving, easy-to-assemble kit 
form. Features concealed steel-reinforced joints. Shpg. wt., 74 Ibs. 


Model 505-1. Birch unfinished kit. 


70 DZ 074. Only $5 Down. NET.......000000 000 e sees 68.00 
Model 505-2. Walnut unfinished kit. 
70 DZ 075. Only $5 Down. NET.......0002.00 0002s e eee 83.00 


ACOUSTI-CRAFT “HERITAGE SYMPHONY” STEREO Hi-Fi CABINETR 


ad 


(c| MODEL 1900-EPS Hi-Fi EQUIPMENT CABINET 


Here's a master-crafted equipment cabinet that meets the highest 
standards of demanding hi-fi cabinet users. Has ample space to 
house all components of a music system except the speaker. Com- 
bines luxurious “heirloom-quality’’ American Provincial styling 
with functional lift-top design for easy accessibility of equipment. 
Its elegant console appearance is enhanced by a rich, hand-rubbed 
cherry finish which graces any decorative scheme. 


Among its many features are: sturdy ¥%4” hardwood birch construc- 
tion; spring-loaded lid supports with full piano-type hinges; solid 
inlay construction on all extended tops and edges; finished blank 
panels for customized installation of components; and distinctive 
“raised panel’’ design on doors and front paneling beautifully 
accents the overall appearance of this attractive cabinet. 
Equipment compartment for vertical custom mounting of tuner 
and amplifier is 163%4” wide by 17” deep: blank changer panel is 
1914” wide by 17” deep. In addition, there is a 1914x1254” compart- 
ment for convenient storage of records. Overall size (HWD), 
3034x401%4x20Y%4”. Shpg. wt., 125 Ibs. 

70 DZ 067. Only $10 Down. NET.................2--- 218.00 
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Depend on Allied for the Finest in Custom Hi-Fi Cabinetry 


MODEL 501-A HI-Fi SPEAKER ENCLOSURE 


Enjoy superb high-fidelity reproduction with this along-the-wall “= 
bass-reflex enclosure. Accommodates any 12” or 15” speaker—in- ~al 
cludes a convenient cutout for mounting of a tweeter. Tastefully == 
finished in beautiful oiled walnut to blend harmoniously with any_ 
contemporary motif. Its many features include: top-quality, fine 
furniture craftsmanship; fully lined acoustic insulation; and selecteé” 
panels for vibration-free performance. Decorative grille cloth ™ 
attractive edging, offset in rich ebony. Includes four conical ebony = 


legs. Size, 30%2x2334x173%4”. Shpg. wt., 55 Ibs. PO 
70 DZ 004. Only $5 Down. NET.......... 20500 e eee eee 78.00 

SPEAKER ENCLOSURE IN KIT FORM. Similar to above, but in easy-to 

finish kit form. Shpg. wt., 48 Ibs. = 
Model 505-1. Birch unfinished kit. ~ 
70 DZ 076. Only $2 Down. NET...........00.0000200 5 45.00 == 
Model 501-2, Walnut unfinished kit. —— 
70 DZ 077. Only $5 Down. NET............- 2002220055 60.00 = 


COMPLETE 3-PIECE ENSEMBLE. A beautifully matched set—fully as” 
sembled—consisting of one 505-A cabinet and two 501-A enclosures 
In oiled walnut finish. Shpg. wt., 192 Ibs. 
70 DZ 041-3. Only $10 Down. NET........20..2000005 271.00 


DELUXE AMERICAN 
PROVINCIAL DE- 
SIGN AT MODEST 


(p) MODEL 1915-PS HI-Fl SPEAKER ENCLOSURE 


An excellent example of luxurious American Provincial styling in 
bass-reflex high-fidelity speaker enclosure. Has beautiful hand-rubb 
cherry finish. Provides complete versatility—you can install 2 
12” or 15” extended-range speaker by itself; then later, add o 
components to form a 2 or 3-way system. Styled by fine furnit 
craftsmen, this handsome unit features a full 444-cubic-foot cap 
ity for highly impressive performance. Additional features: locki 
spline miter joints on all corners, as well as ample bracing, plus 1 
fiberglass acoustic padding assure vibration-free reproduction; © 
posed edges carefully banded for quality finishing; adapter boar 

for convenient installation of components. Constructed of %” bi = 
hardwood. Size, 3034x23x201%4". Shpg. wt., 40 Ibs. $5 Down. 
70 DZ 068. Cherry Finish. NET... 2.22.0... 0005 c eee ee ee 90.6 


Acousti-Craft equipment cabinets and speaker enclosures are also 
available in Italian Provincial, Early American, Scandinavian, 
and other popular styles in a variety of finishes. Write to 
Allied’s Technical Service Department for a complete brochure. 


CONSTRUCTED 


FROM CHOICE 
page AMERICAN 

BLACK 
[SAVING WALNUT 
ORM FOR TRULY 


LASTING 


SURE fl MODEL 1961B-2 HI-Fi EQUIPMENT CABINET 


long-the-wall *= outstanding example of cabinet versatility—manufactured in 
' speaker—in “allffornia by skilled furniture craftsmen. Has elegant oiled walnut 
er. Tastefully Swish and walnut interiors. Features include: smooth-gliding tam- 
usly with an) Sear doors, constructed of interlocking pieces of solid walnut; two 
quality, fine “elves plus blank equipment panel for custom installation; a 20%” 
1; and selectel ede by 15” deep changer compartment complete with aluminum 
. grille cloth pall-out drawer slides; and 2014x12%” record storage space. 32x 
conical ebon S@18” (includes 8” sculptured base). 115 Ibs. $5 Down. 

TD DZ 070-2. Oiled Walnut Finish. NET................ 199.95 
Ee 78.00 


5 MODEL 1962B HI-Fi SPEAKER ENCLOSURE 
but in easy-te > 
Designed to accommodate any 12” or 15” speaker, this attractive en- 
Seeure is ideally suited for the finest of music systems. Richly fin- 
hed in oiléd walnut with neat, beautifully contrasting grille cloth. 
safabacd 45.00 mploys phase-inversion principle for thrilling sound reproduction. 
Slizes 6 cubic foot capacity. Rigidly constructed of selected Ameri- 
60.0(= walnut woods and internally braced for vibration-free perfor- 
Lary oa “mance. Supplied complete with 8” sculptured base. Size (HWD), 
WSn24x18” (includes 8” legs). Shpg. wt., 66 Ibs. $5 Down. 


i set—fully a > fe 
| set iclocate 2 DZ 069. Oiled Walnut Finish. NET................2.. 99.95 


SDDMPLETE ENSEMBLE. A matched set consisting of one 1961 B-2 equip- 
et cabinet and two 1962B speaker enclosures (described above) — 

= i= beautiful oiled walnut. Shpg. wt., 247 Ibs. $10 Down. 

2 DZ 612-4. Oiled Walnut Finish. NET............... 399.85 


ABINETR Write to Allied’s Audio Division for Other Barzilay Styles and Finishes 


{c} MODEL H-100 “ALL-IN-ONE” STEREO CABINET 


Expert craftsmanship—yours in this California-inspired, oiled wal- 
nut furniture masterpiece. A unique roll-up door exposes slide-out 
phono drawer that takes any changer or turntable; plus, removable 
front panel, 22” wide and 10” high (15” behind panel) and tuner- 
amplifier shelf. Speaker enclosures pre-cut for 12” speakers. 32x60x 
18” (includes 8” legs). Wt., 135 Ibs. 

70 DZ 023. Oiled Walnut Finish. NET.................-. 179.50 


MODEL 6003/413. Two swing-out doors 
CLOSURE . expose 4 sere Angie in this top- 
* ee cabinet. Upper left, with phono drawer, 
aye phn tal mr16%x15%”; upper right, with 
can install S. 144%4x16Yax15%"; lower left, 12Yx 
. mri5%”; lower right, 81%4x1614x15%4”. 
othiy sanded, Ponderosa pine. 30x35x 
ith 54%” legs. 48 lbs. 
DZ 296. $2 Down. NET....... 37.45 


Samay Tie MODEL 6002 /413. Gracefully styled cabi- 
repr: ; 
z; adapter a sep phono compartment, 914x1614x 
ucted of %4” bij = Too hinged doors, with attractive, 
$5 Down. ==-plastic fabric, conceal other com- 
eg resy 90.C— Upper right, with removable 

Were. 1414x1614x15%4”; lower left, 12x 

sets"; lower right, 814x1614x15%”. 
30x35x16”. Made of smooth-sand- 


losures are also 


Scandinavian, wderosa pine—ready for finishing. 
ra Write to 5%" legs. Wt., 48 Ibs. 
a PB DZ 297. $2 Down. NET........ 35.60 
plete brochure. 


MODEL 4712, An attractive, low-cost 

showcase for your hi-fi components or 
for record storage. Sliding louvered doors 
cover lower portion of cabinet. Two com- 
partments: upper, 9144x335x14¥4”; lower, 
1214x3354x1494". 2444x35x16". Top-quality 
Ponderosa pine, ready for finishing. Less 
legs, below. Shpg. wt., 47 Ibs. 
70 DZ 273. $2 Down. NET........19.90 


MODEL 4471. Beautiful, solidly built 

equipment cabinet featuring louvered 
doors. Attractively sets off your hi-fi com- 
ponents, as well as providing large area for 
book and record storage. Constructed of 
solid, durable Ponderosa pine, sanded, ready 
for finishing. Two compartments: top, 94%4x 
3354x1434”; bottom, 124%4x33 Yax143%". 
Styling easily blends with any interior motif. 
Sliding doors. Overall, 2434x35x16”. Less 
legs, below. Shpg. wt., 48 Ibs. 
70 DZ 272. $2 Down. NET........ 24.15 


413 LEG SET. Four tapered wood legs, 514” long. Brass ferrules. Shpg. wt., 3 Ibs. 
NS BEEN os oS Cad ele ap a Sarees 


baer) he? 


fn 


{al MODEL 2401-B STEREO /INTERCOM AMPLIFIER. Provides 30 watts 
of stereo or monophonic power; contains intercom switching 
mechanism. Intercom switch panel has 8 speaker switches, for se- 
lecting Listen, Off or Radio at 8 different speaker locations. Fea- 
tures color-coded wiring. Amplifier Controls: Loudness; Balance; 
Off-On; Bass; Treble. Four 6AQ5 output tubes; EZ81 rectifier. 
Size, 11” high, 1534” wide; frame depth, 4”. Hand-rubbed walnut 
frame; gold anodized panel. Has tilt-out feature for servicing ampli- 
fier without disturbing remote speaker/intercom wiring. (Use with 
rough-in box No. 2401-A listed below.) For 110-130 v., 60 cycle AC. 
Shpg. wt., 22 Ibs. 
89 SU 409. Only $5 Down. NET.............00-20000 5. 159.50 
(B| MODEL 2402-B STEREO FM-AM TUNER. Two separate tuners on a 
single chassis. Special switching mechanism permits feeding FM 
to one room, AM to another room, or stereo FM-AM broadcasts to 
any room. Has provision for adapting to FM multiplex reception. 
Labeled controls and connectors insure correct wiring even with 
cover removed. FM Sensitivity: 3 wv for 20 db of quieting. No drift 
or fading. Selector (one for each channel): Off; AM; FM; Phono; 
Tape; Aux. Separate FM and AM Tuning; Tuner Off-On Switch. 
9 tubes; EZ80 rectifier. Same size and styling as 2401-B above, but 
requires rough-in box No. 2402-A listed below. For 110-130 v., 60 
cycle AC. Shpg. wt., 20 Ibs. 
89 SU 411. Only $5 Down, NET..........000. cece ee eee 139.50 


Bui t-In Music System /Intercom Components 


SPEAKERS AND ACCESSORIES = 


All speakers listed below (except door speaker), are 8” coaxial type, with built-in mechanical : 
crossover networks. Speakers with controls have separate volume control, plus switches for - 
inside-outside, listen or talk functions. Door speaker has moisture-sealed housing. : 


© Space-Saving, Off-The-Floor Hi-Fi/Intercom 
Units—Fine Custom Styling 

e Give You Stereo Sound from Records; FM- 
AM Radio Broadcasts; Room-to-Room 
Intercom Facilities 


Designed to fit standard wall studding, 
NuTone music/intercom components give 
you selective listening in each room of the 
house or on the patio. . . plus door-answer- 
ing and inter-room communication facili- 
ties. These deluxe units combine outstand- 
ing performance with custom appearance. 


MODEL 2403-B “FOLD-IN- WALL” RECORD CHANGER. Plays all # 
speeds: 16%, 334%, 45 and 78 rpm; intermixes 10” and 12° 
records of the same speed; automatic shut-off after last record # 
played shuts off entire system, or all but Intercom facilities. Ceramir 
cartridge with .0007” diamond, and .003” sapphire styli. Folds ou —™ 
from wall-mounted cabinet for use—folds back into cabinet for 
space-saving convenience. Steel door panel is spring-loaded—canno 
fall or slam shut. Snap-catch holds pickup arm securely in plac 
when cabinet is closed. Size, 1534x1534"; 4” deep. (Use with rough-is 
box No. 2403-A listed below.) For operation from 110-130 v., @ 
cycle AC. Shpg. wt., 26 Ibs. 
89 SU 413. Only $5 Down. NET.......... 2.000. enue 76.25 


MODEL 2404-B “FOLD-IN- WALL" RECORD STORAGE CABINET. Sets 

a new high in record storing convenience. Safely stores up t© 
fortyi12” records in jackets, in upright position, safe from accidenta 
damage. Records cannot fall out when door is opened—safety-ba_ 
holds records securely in place. Has indexing feature for ready refer _ 
ence. Color-styled to match record changer cabinet. Wired to ac ™ 
commodate a stereo tape deck. Hand-rubbed walnut wood frame 
with brass trim and smart, modern pull handle. Steel front, coverel 
in washable, beige vinyl. Size, 1534x1534"; depth of frame, 4”. (Us) == 
with rough-in box No. 2404-A, below.) Shpg. wt., 18 Ibs. 2 
89 SU 415. Only $2 Down. NET.............-- 200s 31.5¢ 


— “4 
Wt., NET i= 


Stock Model é ees 

Not | Noe | Fie. side laas sae lbs. | EACH = 
89 SU 417 | 2411-B | E | Inside Speaker, with controls 1274x1274"! 6 27.50) = 
89 SU 419| 2412-B | F | Inside Speaker, less controls 1274x1274"| 6 14.50, = 
89 $422 2414-B | G | Patio Speaker, less controls 12% x12%_"| 5% | 10,25. == 
89 S$ 420 2413-B | H | Door Speaker with plastic cone 454x614” 1y%y 8.40 
89$424 | 2415-B | J Patio Remote Control Panel 13% )x5'46"| 31% | 15.35 ~ 
89$425 | 2416-B | K | Inside Remote Control Panel 1274x47h 2% |19.95° We 


ROUGH-IN BOXES - 


Install in standard 16” wall studding, 4” dry or plaster walls. No furring, no cutting, my ~~ 
blocking necessary. Simple, in-and-out adjustment to compensate for varying plaster thick 
ness. Rough-in boxes for speakers have open backs for infinite baffle, hi-fi sound reproduc” 
tion. Include easy-to-follow instructions and all mounting hardware. : 


Stock No. |Type No. For Mounting: Size ‘Lbs. | EACH ac 
89 SX 410/ 2401-A/2401-B Amplifier /Imtercom 1644x974” | 71% 7.70 - 
89 SX 412| 2402-A/2402-B FM-AM Tuner 1644x974” |7 7.700 om 
89 SX 414| 2403-A/2403-B Record Changer 164x144%4"|9 | V1.75) oe 
89 SX 416 2404-A|2404-B Record Storage Cabinet 164Y4x144"! 8 lé 8.80 ~ 
69 SX 418| 2411-A|2411-B and 2412-B Speakers 20x12” 4 1.65) 74 
89 $421 2413-A|2413-B Door Speaker 43%4x574" 3 1.107 = 
89 $423 2414-A|2414-B Patio Speaker 1334x13%"| 3 2.407 
89$426 | 2415-A 2415-B and 2416-B Remote Control Panels|12Vex42" | 2% 1.857 w 

WIRE REQUIREMENTS 
Use Type 2421 8-conductor wire for connecting 2411-B Speaker with controls, 2415-B a = 
2416-B Remote Control units to amplifier. Use Type 2422 2-conductor wire for connecti! _— 
2412-B Inside Speaker and 2414-B Patio Speaker to Control units or Amplifier. a 
Stock No.| Type | Description j Use to Connect: |Lbs.| EAC — 
89 S$ 427|2421 | 50’ Spool, 8-Cond.|2411-B, 2415-B, 2416-B to Amplifier | m 4 = 
| (23 


89 S 4282424 250’ Spool, 8-Cond./Same as above | 
89s 429|2422 | 60’ Spool, 2-Cond.|2412-B, 2414-B to Control Units or Amplifier | 1 | 1. 


Allied’s Audio Experts Can Help You Plan Your Home Music/Intercom Installation 
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“ACOUSTONE” SPEAKER ENCLOSURE GRILLE CLOTHS 


A wide selection of popular Acoustone speaker enclosure grille cloth in highly 
attractive, color-fast patterns. Match virtually all types of decorative motifs 
from traditional to the latest in contemporary modes. Made of highly durable 
Saran plastic in an open weave to permit unrestricted passage of all sound 
frequencies. Special construction plus professional weaving techniques—allow 


these fine cloths to be stretched over large openings without danger of sagging 


or shrinkage. Shpg. wt. per yard, 6 oz 


| Stock No. 
ae Pattern | fF; NET 
Description Fig. | In Lengths 

- | No. lOver | Yd.| 36"x36” |PERYD. 

Wehogany with Ivory Threads i. 2et A |86 SX 994/89 SX 009) 2.39 

Mende with Brown Threads 511 B_ |86 SX 996/89 SX O11; 2.39 

Meade with Metallic Gold Threads 515M B |86 SX 998\89 SX 017} 3.29 

Selid White 611 B |88 SX 231/89 SX 081| 2.39 

Tee with Bronze Threads 811 B_ (89 SX 053/89 SX 071/ 2.39 

Seld and Bronze 213 C |86 SX 997/89 SX 012/ 2.39 

Seige with Metallic Gold Threads 711M D_ |89 SX 052/89 SX 070} 3.29 

Woven Beige and Tan Cane 3881 E /|86 SX 082/86 SX 086! 3.95 

rk Brown with Gold Threading 2016 F |86 SX 085/86 SX 089) 3.95 

Sege and Brown; Gold Threading | 2025 F  |86 SX 084/86 SX 088 3.95 

. erk Mahogany with Gold Cobweb 300 | G_ (89 SX 003/89 SX 016) 3.95 
ER. Plays all Distack with Gold Cobweb | 453 | G |89 SX 001/89 SX 014| 3.95 
sr last record » Sese and White with Gold Threads 814BM | H_ /89 SX 056/89 SX 074| 3.95 
cilities. Cerammmeren Cane; Walnut-Tan-Gold Thread | 1803 eae '86 SX 947/89 SX 077, 3.95 
styli. Folds oe -22¢-Weave Brown; Silver Thread | 253 | J (86 SX 083/86 SX 087| 3.95 
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MODEL L-150 VENTED TUBE 
SPEAKER ENCLOSURE 


Shelf-sized and neatly styled, the new L-150 
eeclosure employs vented tube port for 
smooth, mellow bass sound. Designed to 
secommodate any 8” speaker (port is pre- 
saned for the Knight KN-808 87 speaker), it 
sures a cutout for adding a tweeter if de- 
ered. Convenient screw terminal strip on 
sear panel includes internal wires for con- 
BS , meeting to speaker. Solid, %4” wood panel 
It-in mechanic® ssestruction, with fiberglas acoustic lining 
lus switches f¢ = resonance-free sound. Attractive, match- 
housing. __ = grille cloth. The L-150 enclosure can be 


“| Wt, NET esed in either an upright position, or hori- 
Lbs. | EACH semtally. Enclosure is covered in mahogany, 

“6 | 27.5¢ munnde or walnut leatherette. Size, 10x20x9”. 

e"| 6 27.5¢ = 

6"! 6 14.50 seme. wt., 13 Ibs. 

5”| 5% | 10.25 BS DU 730C. Specify Finish. NET...ILOS 
14 8.40 

<” it; 15.35 ='50 ENCLOSURE WTIH KNIGHT KN-808 8” 

” | 2% | 19.95 SPEAKER INSTALLED. You'll get marvelous 


— seand from this combination! Shpg. wt., 18 
Ba. Only $2 Down. 


y, no cutting, 5 20 SA 109-C2. Specify Finish. NET. .19.95 


ing plaster thict 
sound reprodu‘ 


_| Lbs. | EACH spe: 8.1 STEREO BALANCE INDICATOR. 
n” | 7% | 7.7C% orecise meter-type balance indicator that 
a” | 7 | 7.7 wides an accurate visual check of speaker 
V4"|9 | 11.7Sie¢ amplifier balance. Simple to install, it 
V4"| 8 8.8Geemnietely eliminates guesswork in balanc- 
yr \o 1.658 2ny stereo system. Screw terminals for 
” 3 1, | @@eemecting to amplifier outputs. Simply ad- 
%4"| 3 2.4@ee balance or volume control of system 
A” | 2% 1 .gSmmel zero deflection is obtained on the stereo 
—— iio: 


lamece meter. Attaching balance indicator 
= pour stereo system will not affect sound 
aity, amplifier damping, etc. Low in cost, 
SB-1 is an easy-to-use stereo music sys- 
™ accessory that soon pays for itself in 

siness. Walnut finished, wood cabinet; 
mes-fnished, steel cradle base. 414x614x 
S”. Shpg. wt., 1% Ibs. 
ENG 0.55 kings yr a. 14.95 


trols, 2415-B a 
re for connecti 


GRILLE CLOTH SAMPLES ARE AVAILABLE 


UPON REQUEST—SPECIFY PATTERN DESIRED 


MODEL L-100 LOW-COST 
SPEAKER SYSTEM 


A sensational value at this exceptionally 
low price, the L-100 speaker system is a 
“natural” for extension use. Brings music to 
any room in your home—kitchen, den, 
patio, basement workshop, garage—or any- 
where else you want to use it. Ready to use, 
it’s supplied with a 25-ft. extension cable 
terminating in handy alligator clips—can be 
quickly connected to your hi-fi set, phono- 
graph, radio console or TV set. 


Features a volume control too—once you've 
connected it to your music source, you can 
regulate volume at the speaker. Made of 
sturdy masonite panels, with closed back, 
the L-100 is only 8” high, 12” wide and 6” 
deep—fits in anyplace! Employs 5x7” speak- 
er for wide-range sound. Smartly styled, 
cane grille cloth front; handsome, walnut, 
wood-grained finish on all four sides: In- 
cludes. instructions. Impedance, 8 ohms. 
Shpg. wt., 5 Ibs. 


FF DESS7:OMN ek ee 9.88 


STEREO BALANCING ACCESSORIES 


MODEL TT-1 STEREO BALANCE TONE GENERA- 
TOR. A “must” for accurately balanced, 
stereo tape recording. Plugs into input jacks 
on your stereo amplifier or preamp; feeds 
equal tones of 1000 cps into each channel, 
Adjust balance or volume controls until only 
a single tone emanates from the center. (Use 
the TT-1 with the SB-1 for a quick, visual / 
audio check of channel balancing). Has Off- 
On slide switch; Volume control; Channel A 
and B phono input jacks. 334x6 4x2”. Shpg. 
wt., 2 Ibs. 

SPS ATEN > ke oer whose 13.95 
NEW MODEL CM-2 STEREO BALANCE METER 
AND TONE GENERATOR. Combines functions 
of SB-1 and TT-1 into a single unit. 414x 
64x3%4”. Shpg. wt., 2% lbs. 

89 S 122. $2 Down. NET......... 24.95 


Allied Is Headquarters for Those Hard-To-Find Music System Accessories 


GRILLE CLOTHS 


“PANDANUS.” Highly attractive, import- 
ed straw fabric. In 27” width only (min, 


i) 


order, 1 yard). Ber yd., 6 oz. 
86 SX 974. NET PER YARD.......... 1.60 
(i) “CANE.” Natural cane, woven on rich 
_brown plastic fabric, In 36” width only 
(min. order, 1 yard). Wt. per yd., 6 oz. 
89 SX 030. NET PER YARD......... 2.90 
89 SX 029. Over 1 yd., PER YARD...2.90 
(u) “CANE.” Natural cane, in ripple weave, 
fastened to natural straw backing. In 
36” width only. (Min. order, 1 yd.) Yd., 6 02. 
89 SX 031. NET PER YARD......... 4.25 
88 SX 232. Over 1 yd., PER YARD. ..4.25 
(N] “LUREX.” Brown and tan shades, with 


+ gold and bronze “Lurex” thread. In 36” 
width only (min, order, 1 yd.). Yd., 6 02. 


89 SX 049. NET PER YARD......... 4.40 
89 SX 047. Over 1 yd., PER YARD... 4.40 


NEW! LOW-COST LINCOLN SPEAKER ENCLOSURE & SYSTEMS 


LOW-COST, WOOD TURNTABLE BASE 


Available in Three Furniture Finishes 


Rugged, beautifully-built 
turntable bases featuring 
many fine furniture details. 
Employ natural wood ve-. 
neers in choice of 3 finishes; 
solid, %” paneling; shock- 
absorbent, foam rubber mo- 
torboard rest; screw-out %4” 
feet, with felt pads to prevent 
marring furniture; etc. All will 
accommodate 12” pickup 
arms. Available in mahogany, 
limed oak or oiled walnut ve- 
neers—specify choice when or- 
dering. Av. shpg. wt., 8% Ibs. 


rere | 


(J RECORD 
! CHANGERS 


Include Phono 
Drawer Slides 


jt-vourself and save—these unfinished chang- 
heme fare made of smooth-sanded birch awe 
ready to finish in the color of your CHUIPE: Parca 
bly constructed: of %” and %”" panels. Re 
drawer slides have smooth-action, steel bal ~~ 
ings. Bases easily fit into most hi-fi equipmien 
Overall size: 34%" high, 16%” wide, 


Genuine 
Wood Veneers 


binets. 
444" deep. Ay. shpg. wt., 8 Ibs. 
Pre-Cut NET Stock No. Pre-Cut For: | Size, HWD | EACH = 
Stock No. For Use With: G2. 89 — 653 | Rek-O-Kut L-34, L-37 aver | 
— | ; 89 654) Rek-O-Kut N-33H Turntable 5V4x16Hex16He" . 
v 1000 Series 3 6 : 
pd wx cen passat A Type 88/II1 7 75 89 RX 655 epee te oes K-33, K-33H Turn- | 15.9 
, | tables (legs screw out 34”) : 
/ 89 ae 65 i mar intr 740, TC-99 89 RX 656 | got (uncut); any turntable « 
89 652 | Collaro -740, 2 | with 12” arm | : 
93 RX 494 | Uncut, with blank top 


FIBERGLAS ACOUSTIC INSULATION. Elim- 
inates ‘“‘boom” and distortion-causing 
standing waves inside speaker enclosures. 
1” thick, 24” wide, 60” long. 2 Ibs. 
BPSK SSN NET, cosines mena ts 109 


(B) STANDARD 15” PHONO DRAWER SLIDES. 
For installing record changers or turn- 
tables in cabinets. Heavy steel; with ball 
bearings. 15” long with normal travel ex- 
tension of 11”. Attach to bottom or sides of 
phono drawer or base. Shpg. wt., 4 Ibs. 

BOR W95.NET:...-..5..-.-000 00s: 1.90 

STANDARD 13” PHONO DRAWER SLIDES. As 

above, but 13” long. Shpg. wt., 4 Ibs. 

hE 3 pe Roe ies 1.90 

HEAVY-DUTY PHONO DRAWER SLIDES. 18” 

long, Normal extension, 16”. Shpg. wt., 5 Ibs. 

BORAGP NEN. oo ree oe ..3.50 

{c| ELECTRO-VOICE FINISHING KITS. Contain 
stain, filler, sealer, shellac, high-gloss 

and satin varnishes, finishing paper, brushes 

and instructions. Shpg. wt., 6 Ibs. 

81 D 844. Model FK10. Walnut. 

81 D 845. Model FK20. Mahogany. 

81 D 846. Model FK30. Fruitwood. 

81 D 848. Model FK50. Golden Oak. 

81 D 849. Model FK60. Ebony. 

Above Kits, NET EACH........-.... 5.88 
SPEAKER REDUCER RINGS. For using 
smaller speakers in larger enclosures. 

Made of %” plywood. With hardware. 

MODEL R/R 12/18. For mounting 8” speaker 

in 12” speaker baffle or cabinet. 1 Ib. 

82 D 298. List $2.00. NET.......... 89c 

MODEL R/R 15/12. For mounting 12” speak- 

er in 15” speaker baffle or cabinet. 11% Ibs. 

82 DX 299. List, $2.75. NET........ 1.19 


104 


(E) G-C DECORATIVE. METAL GRILLE. Deco- 


rative brushed-brass finish. Diamond 
pattern. 2%4x74". Av. wt., 4 Ibs. 
86 SK 070. (2x18"> NET... oo 5.1.0 04 1.76 
86 SX 071. 18x24”. NET............3.23 
86 SU 072. 24x36”. NET..........-- 6.14 


AUDIOTEX REMOTE OFF-ON CONTROL 
FOR HI-FI SYSTEMS. New, self-powered 
remote control unit for turning your hi-fi 
set (or other appliance) on and off from any 
location in your home. Includes power 
control unit for plugging into set, and 3 
switches—any of these switches may be 
used to turn the system off or on. Con- 
trol unit contains a low-voltage power 
supply as well as a relay switch for the set. 
Switches are connected in parallel to the 
control unit, and can be placed up to 120 ft. 
from your set or appliance. Switches are op- 
erated in the same manner as light switches; 
fit any standard electrical outlet box or may 
be built into cabinet. Any number of switches 
can be added to the control. Capacity of 
control unit is 10 amps at 110-120 volts 
AC. Less 3-conductor wire (below). 
MODEL 30-300. Includes power control unit 
with three switches. Shpg. wt., 2 Ibs. 
59 $917. List, $23.00, NET....... 13.52 
MODEL 30-302. Includes power control unit 
with 3 pilot-light switches (additional 
switches without pilot light may be added). 
SOS. GUS. MES, Hes eins Be 16.46 
MODEL 30-304—ADDITIONAL SWITCH. Less 
pilot light. Shpg. wt., 5 oz. 
59 S919. NET EACH.............-- 1.32 
3-CONDUCTOR WIRE FOR ABOVE. 100-ft. 
length. Shpg. wt., 100 ft., 2 Ibs. 
47 T 360. 100’ or More, PER 100 FT...2.45 


7 

: 

7 

Model sot 
“Music Mind : 
iG SPEAKER MOUNTING BOLTS. Carriag 
bolts for mounting speaker to wood pat 

el. Flat head, 4x2” long. With square nut 


4 per pkg. Shpg. wt., 4 oz. a 
45 N B46, NET PER PKG...........-. ik = 


{n) ROFLEX SHEATHED CABLE. For los © 

speaker lines in indoor or outdoor af — 

plications. No. 14, 2-conductor solid. The ~ 

moplastic insulated. Minimum order 1007 

Wt., 100 ft., 7 Ibs. 

ATW 549. PER 100’............-- 6.2 
FM TWIN LINE ANTENNA. Low cos ® 
folded dipole type indoor antenna @ 5 

signed for FM reception. Perfect for @ § 

where concealed antenna would be desirabt 
or where outdoor antenna installation is = 
feasible. Simply place under rug, behi= 
cabinet or in any other out-of-the-way / 
cation. Consists of 300 ohm twin-line Wo § 
6 ft. lead-in wire. Wt., 6 072. 


SF COIN ere eS Ze 


{k) MODEL 500 AUTOMATIC "MUSIC MINDE © 
For music systems employing Gatra) ™ 
Collaro, Thorens and other European-ma © 
automatic record changers. When ye . 
changer shuts off (after the last record © 

played), the entire system is turned © * 
Permits you to fall asleep to your favor 
records, etc., without leaving your ampli * 
on indefinitely. Plug the changer into ©™ 
outlet on the “‘Music Minder’ and the 4% 
plifier into the other one. Has Mant 
position for non-automatic operation. 67% 
2x1%". Wt., 2 Ibs. = 
1 S;S6B, METAS cen seo pee 5 = 


MODEL 600. As above, but for Webcor, off 
American-made changers. 


91 S 567. NET.... 2... eee eee 


vie 


Allied Offers A Complete Selection of Custom Installation Accessories 


AUDIOTEX L-Pad Volume Controls 


New speaker volume controls for the most critical hi-fi or P.A. require- 
ments. Employ self-compensating L-pad circuitry; provide constant im- 
pedance match. Offer the convenience of remote operation from any loca- 

tion without loss of audio quality. Stereo models control dual speakers 

simultaneously. Rated at 10 watts continuous power; 20-watt audio peak. 


-built - Screw-type terminals eliminate soldering. With matching brass hard- 
ine ware, instructions..Av. shpg. wt., 8 oz. 
ues Bieek No. (Model No.| Fig. |Impedance) Mode Type of Mounting [NET 
nishes; - 
shock- ~385920| 30-364 | A 8 ohms |Mono | Wall Plate—standard outlet box 2.91 
er mo- ©5921} 30-366 | A | 16 ohms |Mono | Wall Plate—standard outlet box 2.91 
ut 34” #85922) 30-372 | A | 8 ohms | Stereo! Wall Plate—standard outlet box 5.00 
prevent =25923) 30-374 | A | 16 ohms |Stereo| Wall Plate—standard outlet box 5.00 
All will Ss 5924) 30-376 | B | 8ohms |Mono | Surface Mount—self-contained box |4.12 
ickup 85925) 30-378 | B | 16 ohms |Mono | Surface Mount—self-contained box (4.12 
hogany, 555926) 30-380 | B | 8 ohms |Stereo| Surface Mount—self-contained box {6.17 
inut_ve- S*5927| 30-382 | B | 16 ohms |Stereo| Surface Mount—self-contained box _|6.17 
a4 Ibs. Ses928| 30-384 | © | 8 ohms | Mono | Panel Mount—1” shank, dial plate |2.06 
=55929 30-386 | C | 16 ohms | Mono | Panel Mount—1" shank, dial plate |2.06 
SPEAKER SELECTOR SWITCHES DUO-JACK SWITCH BOX 
wD EAC# See selecting any combination of 1 to For feeding either of two different mon- 
* speakers. Each switch automatically ophonic signal sources, such as tuner, 
16546" m@etches impedance as various combina- record player, or tape recorder, into a 


15. Sitens of speakers are used. Stereo model 
yr “eetrols 3 pairs of speakers. With screw- 
out %”) ‘pe terminals. Av. shpg. wt., ¥% Ib. 


MODEL 30-362 WALL PLATE. Mono- 
— phonic speaker selector. 


SENDS NET.........-. 000s 2.06 
3 MODEL 30-360 SURFACE MOUNT BOX. wt. 


Monophonic speaker selector. 
ST Se eee eee ae 3.23 
MODEL 30-388 WALL PLATE. Stereo 
speaker selector. 

BES PRE: oho tink Fes tila ne 2.91 


Model 5 
“Music Mind 


BOLTS. Carriay 
aker to wood pa 


Hi-Fi Controls and Switch 


With square NU) WEW MODEL 656 SPEAKER VOLUME CON- 


Le 


. POL. Convenient new speaker volume con- 
Sasa: stlee fie eae [Steel with wall plate. Employs a specially de- 
“ABE, F lou waned L-pad with “off position—com- 
-ABLE. door 2 menely cuts off speaker when knob is turned 
or Or oud. The eeenter-clockwise all the way. Wall plate is 
luctor sre "199 sm=dsomely styled in brushed brass—fits 
mum order @eedard electrical outlet boxes. Easy to 
6 Fae mare: —- yonsor ng et at 
astewes wae »<“S watts of peak audio power. Impedance, 
-NNA. Low coi sims. Includes hardware and instructions. 
door antenna @Biee, 444x234x1%4”. Shpg. wt., 10 oz. 
n. Feriect for SP@ 450. NET... 2.6... 4.09 
wow es) 
: installation is "MeODEL 665. SPEAKER PHASE CONTROL. For 
inder rug, bel eo or multiple speaker installations. 
out-of-the-way "Peewides proper phasing of speakers at the 
hm twin-line Wier of a switch. Mounted in attractive 
OZ. -m=-Snished, completely shielded housing. 
Sh ictts 1, Zoemes complete with 4 mounting screws— 
C“MUSIC MINDES=@=nts on cower or wall. Has screw —_ 
A = for ease of wiring—requires no solder- 
ig ee seas, Yx2x2”. Shpg. wt., 10 oz. LAT 
gers, When yee S805. NET.................... 8 
last record = 
cae ie turned #MODEL 662. STEREO-MONOPHONIC SELEC- 
ep to your fav WITH CHANNEL REVERSE SWITCH. A 
i tile accessory for any stereo-mono- 
© music system. Provides instant 


one. : 
tic operation. 


ephonic 
it for Webcor, oteenaed housing. With hardware. 1'4x2x2’. 
TS. me wt., 10 oz. 
gig waare ee 5$e5802.NeT...................2.06 


: Check Wire and Cable Section For Complete Listing of Hi-Fi Audio Cables 


- 


single amplifier input without changing 
cables. Switch selects signal to be fed to 
amplifier. 
phono jack inputs and a single output 
cable. 18” long, tipped with phono plug. 
MODEL 30-294 SURFACE MOUNT 
SWITCH BOX. Slide switch. Shpg. 
, 10 oz. 

SPI@ISL METS eee oat 1.76 
MODEL 30-296 PANEL MOUNT SWITCH 
BOX. For panelsto34”. Toggleswitch. 
Has dial plate. Shpg. wt., 10 oz. 

SOF aR 2.20 


Each switch box has two 


MS-6 
Speaker Speaker 
Switch Switch 


SPEAKER SELECTOR SWITCHES. Convenient, 
low-cost, speaker selector switches for easy 
switching of speakers in music systems. 
Available in models for monophonic or 
stereo systems. Easy-to-follow wiring in- 
structions include details on selecting the 
correct external resistors required to main- 
tain proper impedance; less resistors. In- 
clude gold-embossed, brass plates and 
hardware. Av. shpg. wt., 8 oz. 


MODEL MS-6. For instant switching of up to 
6 speakers in multi-speaker, monophonic in- 
stallations. Panel, 3%4x234". 

ORRASO SET oc 2 ovens con ee 2.10 


MODEL MS-12. As above, but for stereo or 
monophonic use. Controls 6 pairs of speak- 
ers for stereo, or 12 speakers in monophonic 
applications. Panel, 314x234”. 

SPS AS UAMEE Se ot 2.64 


NEW STEREO SPEAKER EQUALIZER WITH 
PHASING SWITCH. An excellent accessory 
for any speaker system. Includes L-pad con- 
trols which permit adjusting each speaker in 
stereo system to provide equal output. Par- 
ticularly valuable in systems using unlike 
speakers which are not equally efficient. 
Minimizes need for unbalancing amplifier 
in order to obtain equal volume from each 
speaker. Also includes speaker phasing 
switch to assure best bass reproduction and 
most: realistic stereo effect. May be used 
for adjusting volume of two speakers in 
monophonic systems. Gold-embossed brass 
mounting plate. With hardware. 234x4Y4x 
24%”. Shpg. wt., 10 oz. 

89S 114. Model SE-8. For 8-ohm speakers. 
89 S 115. Model SE-16. For 16-ohm speakers. 


ME ERC 2201s Soe 7.50 


AUDIOTEX Controls & Switches”, 


RS-10 


Speaker 
Switch 


RF-10 
Speaker Fader 


Equalizer 


MODEL SP-5 SPEAKER PHASING SWITCH. 
For use with stereo speaker systems. An 
inexpensive accessory that will help you at- 
tain balanced sound from your stereo music 
system. Switch reverses polarity of one 
stereo speaker to insure proper phasing for 
the best stereo effect. Brass plate mounts on 
speaker enclosure or control panel. Solder 
terminals. With hardware. Panel, 24%4x2 4%”. 
Shpg. wt., 4 oz. 

BO SUVS WET sods ck eee 1.05 


MODEL RS-10 2-SPEAKER SELECTOR SWITCH. 
Connects remote speaker to radio, TV or 
hi-fi set. Permits listening enjoyment in any 
room, porch or patio without “blasting” at 
source. Has 3 positions—turns remote 
speaker on or off; turns speaker at central 
location on or off; or puts both speakers in 
operation. Quickly and easily installed. 
Brass plate is gold finished. With knob, and 
instructions. Solder terminals. Size, 2%x 
244x1”. Shpg. wt., 8 oz. 

GA SATANET. 0.5.0 nn ce ee 98c 


MODEL RF-10 SPEAKER FADER CONTROL. Pro- 
vides variable distribution of volume be- 
tween main speaker and remote speaker. 
Decreases the gain of one speaker while in- 
creasing the gain of the other speaker (does 
not maintain constant impedance). May 
also be used to control the volume of an 
individual speaker. For use with 4-8 ohm 
speakers. Handles 5 watts of audio power. 
Gold embossed brass panel plate; solder ter- 
minals. Complete with all hardware and 


installation instructions. Size, 214%4x2%x 
13%4”. Shpg. wt., 8 oz. 
94.8 473. NEV ic (3 Seer ee LIS 
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CC-US RECORD CHANGER COVER. Fits a 

variety of popular record changers. Offers 
protection from the harmful effects of dust, 
moisture, soot, etc. For use with Garrard 
RC88, 98 and 4HF; Glaser-Steers GS-77, 
Pickering, etc. Made of durable plastic. 17x 
15x834”. Shpg. wt., 6 oz. 
OS OOANEN  fsin50 3 oc ssoit'a cc. «ae 2 98c 


eres TURNTABLE COVER. Fits many of 
the popular turntables, including those 
manufactured by Fairchild, Rek-O-Kut 
and Garrard among others. Size, 22x 
1614x9”. Shpg. wt., 6 oz. 

ROOF NEL. 2-4; ys snns owes o- 1.25 


[B| E15-S DIS-CLOSURES—PLASTIC PROTEC 
TIVE DISC COVERS. Protective sleeves for 
storing 12” records. Constructed of durable 
polyethylene plastic with thermoset seams 
to resist tearing. Prevent scratching of 
delicate record surfaces; seal out harmful 
dust and warp-causing moisture; end finger 
marking of records. Sleeves are extra long 
for added protection; bottoms are rounded 
for perfect fit. Designed for use either with 
or without standard cardboard record 
jackets. Packed 15 sleeves to a package—in 
plastic envelopes. Shpg. wt. 7 oz. 

59 R9O9A.NET......... 00. e eee 58c 
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FEDTRO TURNTABLE LEVEL. High-quality 

level for precise leveling of turntablés 
and record changers. Permits checking both 
in the off position and when the turntable is 
in motion. Water bubble level shows slight- 
est tilt. Adds to the life of the styli— 
greatly improves fidelity. An important 
accessory. Shpg. wt., 6 oz. 


PE PAGO MET. oon sn. oe mes ots 1.95 


{k] ESL RECORD BRUSH. Lightweight plastic 
arm with fine nylon brush, pad-type 
dust collector, and vial of pad cleaning 
fluid. Arm is suction-cup mounted to base. 
Nylon bristles loosen dust and dirt in record 
grooves and pad picks up particles. Fluid 
cleans pad and dissipates static. Alb. 

94 R 529. For Changers. NET....... 4.75 
94 R528. For Turntables. NET........ 5.75 


STYLUS INSPECTION MICROSCOPE. For 
checking stylus tip to detect imperfec- 
tions and signs of wear. Approximately 75- 
power magnification. Has groove for con- 
venient centering of stylus tip in micro- 
scope field. Has sturdy metal barrel; ad- 
justable objective lens. Imported from 
Japan. Size 334” long x Y4” dia. 8 oz. 
oy 1 OS oe eee ee 1.39 


106 See Additional Accessory Listings On Following Page 


ROBINS Quality Record Care Accessories 


RB-75S CLIP-ON RECORD BRUSH. Soft 

camel's hair brush that mounts on pickup 
arm; brushes record ahead of stylus to re- 
move dust from grooves. Selected, light- 
weight fibers will not scratch record 
surfaces. Simply clip in place. Does not in- 
terfere with tone arm tracking or stylus 
pressure. Shpg. wt., 3 oz. 


5ORGOP METS fain ieee as 29¢ 


NB-1 “KLEENEEDLE” BRUSH. Automatic 

record changer needle brush. Whenever 
arm is cycled, stylus is wiped over brush. 
Removes accumulations of dust, lint, etc., 
from stylus tip—minimizes distortion in 
record reproduction. Base has adhesive pad 
for easy mounting. Shpg. wt., 4 oz. 
O6iR:ZA9: NET 8 oe ee 98c 


S$D-4 "“STROB-DISC.” The easiest and 

simplest way to check turntable speed 
and assure its accuracy. Quickly tells you 
if 1634, 334. 45 or 78 rpm speeds are correct. 
Just place on record changer or turntable 
and view under 60-cycle neon or fluorescent 
light. Turntable is accurately revolving at 
correct speed when appropriate band of 
dots appears to be stationary. A_ hi-fi 
necessity. 2 oz. 


50: R 99S! NEY a se 20c 


LEKTROSTAT RECORD CLEANING KIT. 

Ideal for thoroughly and safely remov- 
ing grease, lint and dust from record grooves. 
Kit contains plastic bottle (1% fluid oz.) of 
anti-static detergent fluid, and tufted wip- 
ing pad. Solution is applied to record; then 
wiped with pad. Shpg. wt., 5 oz. 
GAR BOCE NET 2c .2 jus Faces tee 1.96 


WALCO ANTI-STATIC RECORD SPRAY. 

Easy-to-use, anti-static record spray. 
Deposits thin anti-static film on record 
surface. Aids in preventing records from 
accumulating damaging and noise-produc- 
ing dust and lint. In handy 6 oz. aerosol 
spray can. Shpg. wt., 7 oz. 
BR O2S UNE, a Gee acs 88c 


(P) PROTECTIVE TURNTABLE MATS. Low- 
priced, foam rubber turntable mats that 
protect against record slippage. Also cush- 
ions record drop on record changers. Fit any 
pr alg record changer or turntable. %” 
thick. 


12” Diometer. Shpg. wt., 4 oz. 


690253. NENA oh ce 69c 
9%” Diameter. Shpg. wt., 4 0z. 
69 ZED WER sp oii one 59c 


IP-16S ACOUSTIC ISOLATION PAD. Dy 
signed to minimize acoustic feedbad 
reduce excess noise and protect ioe 

finishes from heat. Place under rec 
changer bases, tape recorders, amplifiereyt 
preamps, etc., to absorb vibration, May i 
used beneath TV chassis. Made of highaes 
resilient urethane foam. Size, 13x16} : 
Shpg. wt., % Ib. 

59 R998. NET... eee I 


SE-900 ANTI-STATIC “ATOMIC JEW! 

Highly effective static neutralizer. C 
sists of a tiny jewel on a clip. Makes rec: 
dust-resistant by neutralizing static elec 
charges which attract dust. Weighs |} 
than 1/50 of an ounce. Clips to tone arg _™ 
Reduces record noise; increases record 
stylus life. 3 oz, 


96-R 768: NET: Ansan cs. cial 2. 


ESK-5 STROBE LIGHT. Tells you for suren™ 
your turntable is moving at the pro) 
speed. Consists of stroboscopic card 

neon lamp. Place stroboscopic dise on t 
table, set changer to desired speed and 

lamp over appropriate dots. Movement @& * 
dots clearly shows if turntable is corr 
fast or slow. Shpg. wt., 6 oz. 


hg he 2 ed ie See 2 9 


Features unique idea in record 
Has three concentric ridges in_ gradu 
heights, to support records of 7”, 10” 
12” diameters. Protects grooves 
scratches, dust on turntable, etc. 
record rides on the outside ridge; 10” r 
on the center ridge; 7” record on the i 
ridge. Only the rim of record touches 
ridge. Diameter, 12”. Wt., 5 oz. 

GSI RZTOSNETS, once ect cnt 2. 


WALCO TURNTABLE LEVEL. Compact 

for accurate leveling of turntables 
record changers. Insures correct traci 
of lead in and changer trip grooves, 
prevents excessive record and stylus 
Air-bubble indicator. Gold finish. 4 0z. 
BO R225 NET... PI ils 3 308 e 


JENSEN ANTI-STATIC SILICLOTH. 

static, silicone-treated record wi 
cloth. Deposits microscopic film—pre 
records from attracting noise-producing 
and grit. Removes the minute particles 
interfere with your record-listening e 
ment. Helps maintain quiet, pop-free 
production. Packaged in convenient, pl 
storage case. Shpg. wt., 5 oz. 


6S5)R:SS 1 .INE oe Ans ie tee 


WEATHERS MODEL P-684 Sock e 


ATION PAD. Ly 
oustic feedbaq 
protect furnit: DNIVERSAL WOODCRAFTERS ALB-31 REC- 
e under rec ORD CABINET. Tasteful “‘Treasure Chest” 
‘ders, amplifiqitelimg plus big 175 record capacity makes 
ibration. May an excellent value. Use cabinet for rec- 

i »—shelf, too. Brass door pulls and fer- 
add to its elegance. Entire unit, 2834x 
ri4”. Shelf, 30x1234”. Available in ma- 
y, blonde or walnut—specify choice of 


WNIVERSAL WOODCRAFTERS AC-40 REC- 
ORD CABINET. 150-record capacity stor- 
cabinet. Skillfully crafted of sturdy 
furniture veneers. Smartly-styled 
wed legs with brass ferrules and levelers. 
264%4x25 4x14”. Available in sar 

or walnut—specify choice. Shpg. wt., 
WRC Boe 2.——_— 


ells you for sural! DZ 602C. $2 Down. NET....... 19.95 
ing at the p WNIVERSAL WOODCRAFTERS X-58 REC- 
oscopic card ORD CABINET. Two-tier, 300-record 
opic disc on t cabinet that blends well with tradi- 


ust. Weighs 
lips to tone 
eases record 


ed speed and ! or contemporary decor. Constructed 
ots. Movement™ *-ply veneers with polished brass pulls 
ntable is cor! trim. Swinging doors have magnetic 
02. catches and heavy brass hinges. 32 gx 
9 06%". Available in mahogany, blonde or 
t—specify choice. Shpg. wt., 58 lbs. 
DZ 603C. $2 Down. NET...... 39.95 
STANDARD ALBUM, 12-pocket album. 
Wine color fabrikoid cover. 1% Ibs. 

RX 851. 12” Size. EACH.......... 85c 
See EACH (06 Oo, So cc te, 76c 
-GRAINED. 12 Kraft-paper envel- 
im binder. Maroon leatherette cover; 
stamped back. With index. Wt., 2 Ibs. 
BX 857. 12” Size. EACH.........1.06 
More, EACH 
Be 7” RECORDS. Holds 12. Cover in simu- 
© leather; gold stamping. With record 
Shpg. wt., 1 Ib. 
B2845. Red. NET 

@ 2846. Brown. EACH....... 
ME EACH 202 4: 252. . pas hc y's Alc 


Pressure Gauges, 


684 “DISCUSHIO) DEXTRAFIX ARM POSITIONER. Precision- 
a in record made accessory for use with any turn- 
dges in gradual The ‘‘Dextrafix’’ gently and accu- 
yrds of 7”, 10” Set raises or lowers the pickup arm with a 
‘ts grooves fl*©-type control, to permit precise place- 
ntable, etc. A @mt of the pickup arm on any desired sec- 
de ridge; 10” ream ef a record. Prolongs record and stylus 
ecord on the ini® Sy eliminating accidental dropping of 
record touches @& Simple to install and operate—adjusts 
t., 5 oz. jeep pickup arm height. An invaluable aid 

We hat are. . &e audiophile. With easy-to-follow in- 
tes eiiens. Shpg. wt., 5 oz. 


= 
EVEL. Compact " 
eee 4.25 


e ect traci 
trip grooves, | SARRARD STYLUS PRESSURE GAUGE. Ac- 


‘d and stylus w Stately measures weight exerted by a 
Id finish. 4 oz. = =pon a record. Markings in one gram 
’ mis to 15 grams. All moving parts are 
i tee ee eight alloy, sealed for added protec- 
 SIICLOTH. Al® Seal aid for increasing record and 
ted record wifi life. Shpg. wt., 5 oz. 
opic film—prev@™ 504. NET................... 2.45 
noise-producing 
1inute particles 
ord-listening eé' 
quiet, pop-free 
1 convenient, pl 
5 02. 


WEATHERS STYLUS GAUGE. Simple-to- 
“pate. accurate measure of stylus 
we. Indicates stylus force in grams. 
sed from 0 to 10 grams for extreme 

mey. Shpg. wt., 5 oz. 
RR eee 2.00 


Useful Record Storage Accessories 


Dp] FLAT-TOP RECORD HOLDER. Accommo- 
dates sixty 7”, 10” or 12” records with or 
without jackets. Brass finish complements 
any style of room decoration. Only 1634” 
long—ideal for limited space applications. 
Dividers are of heavy gauge steel with brass 
plating. Plastic-tipped legs. 1644x8x54". 
Shpg. wt., 3 Ibs. 
OA UX DEZINEL ys. coc kent 2.59 


DISC STORAGE & CARRYING CASES. 7” 

case holds 80 7” records; 12” case holds 
36' 12” records. Metal construction. Green 
and gray two-tone wrinkle finish. 


MODEL 49—7” CASE. Shpg. wt., 4 Ibs. 


DOiEX SAG: WED, 2... a8 ete 3.95 
MODEL 46-P—12” CASE. Wt., 7 Ibs. 
DS: REIL. NETS os, ewan 4.90 


(F) TAPERED BRASS LEG KITS. Metal leg kits, 
in 6 handy lengths. Kits include 4 duo- 
purpose brackets (for mounting legs in 
straight or angle position), and screws. 
Handsome brass finish. 


79 D196. 4” Kit. Wt., 2 Ibs, NET...2.49 
79 D 197. 6” Kit. Wt., 3 Ibs. NET....2.79 
79 D198. 12” Kit. Wt., 4 Ibs. NET...3.79 
79 D199. 14” Kit. Wt., 5 Ibs. NET...4.19 
70 DX 523. 20” Kit. Wt., 5% Ibs. NET 5.39 
70 DX 524. 28” Kit. Wt., 7 Ibs. NET..6.19 


UNFINISHED TAPERED WOOD LEG KITS. 

70 D525. 4” Kit. Wt., 1% Ibs. NET..1.79 
70 D 526. 6” Kit. Wt., 1% Ibs. NET... 2.09 
70 D 527. 12” Kit. Wt., 2% Ibs. NET. 2.49 
70 D 528. 14” Kit. Wt., 2% Ibs. NET. 2.79 
70 DX 529. 20” Kit. Wt. 3% Ibs, NET.3.39 
70 DX 530. 28” Kit. Wt. 4 Ibs. NET.. 3.79 


“PIC-A-DISC.” Individually hinged wire 
record retainers permit convenient rec- 

ord selection. Holds fifty 7”, 10” or 12” rec- 

ords. Steel; finished in brass. 5 Ibs. 

O21OXK 7S UONET te aos scsoNt 4.98 


Arm Positioner 


WALCO STYLUS PRESSURE GAUGE- 

Unique, easy-to-operate ‘‘microbalance” 
pressure gatige. Valuable aid for increasing 
record and stylus life. Uses laboratory-bal- 
ance principle to achieve extreme accuracy 
from 2 to 10 grams. No springs or cams are 
employed. Simply set the correct weight for 
your cartridge (as recommended by the 
cartridge manufacturer) on the gauge. Then 
adjust the counterweight on pickup arm 
until arm is in balance. Shpg. wt., 6 0z. 


SOUSA NEfe eed ee 1.00 


FEDTRO “MICRO-GRAM" STYLUS PRES- 
SURE GAUGE. Simple, fast, accurate in- 
strument that uses system of weights and 
balances to determine exact stylus pressure. 
Imported from Japan. Shpg. wt., 8 oz. 
SOR PAS ETC. a, 1.98 


ESKIS BALANCED SOUND KIT. Inexpen- 

sive and easy to use, this handy kit con- 
tains a quick reading stylus pressure gauge 
and a highly accurate turntable level. These 
two valuable phono accessories help pre- 
serve records—add to the life of the styli— 
improve fidelity. Pressure gauge enables 
user to quickly determine correct stylus 
Pressure; level shows even slightest turn- 
table tilt. Shpg. wt., 4 oz. 
SOR OOSINET Ae ete oe 98c 


Allied Has Everything For the Hi-Fi Enthusiast 
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Features 
“Triple Source” 
Stereo Speaker 


System 


Model 2260 Portable Stereo Phono 


NET Superbly styled deluxe portable stereo phono with 

“triple source’ speaker system—one 8” speaker in 

5 95 main cabinet that reproduces low tones from each 

channel of the stereo record; two 6” speakers with 

134,” ‘‘whizzer”’ cones, each set in removable remote 

$5 down speaker cabinets that reproduce the medium and 

high tones of each stereo channel. Each of the 

remote speakers is equipped with 12-ft. of cable—allows up to 24 ft. 

of stereo spread without any “‘hole-in-the-middle.” Vibration-free 

automatic record changer with heavy-duty motor and positive drive 

mechanism assures constant speed and rumble-free operation with 

all records. Plays 33%, 45 and 78 rpm discs plus 16% rpm for 
“Talking-Book”’ records. Supplied with 45-rpm spindle. 


Automatically intermixes 7”, 10” and 12” records of the same speed 
—automatic shutoff after last record has played. Ceramic cartridge 
has turnover styli—diamond for LP’s and sapphire for 78’s. Ampli- 
fier rated at 10 watts, peak 20 watts. Wood cabinet is styled in 


Top Quality Portable Phonographs 


Includes “S 
3 Speakers 


Combination 
Phono, AM-FM Radio 


An extraordinary, portable entertainment center 
Consists of top-performing stereo phono with “‘triplf 
source” speaker system, plus FM-AM radio for you 


Model 2460 Stereo Phono—FM-AM Radio 
choice of listening at any time, wherever you g¢ 


NET 
149 4-speed automatic changer plays 7”, 10” and 12” rec 


ords—has flipover diamond and sapphire styli. A © 
$5 down speaker in main unit reproduces bass tones, tw 
5%” speakers with 114” ‘‘whizzer'’ cones, each in remote cabine 
smoothly reproduce all the highs. Each remote unit is equipped wit! 
12-ft. of cable—allows up to 24-ft. of stereo spread without an 
disturbing ‘‘hole-in-the-middle”’ effect. 


Highly sensitive radio gives sparkling clear reception on both AW 
and FM bands. Five controls allow exact settings to match you 
taste. Dual volume control; dual tone control; stereo balance com 
trol. Cabinet has unique design with hide-away remote speake 
cabinets. Stylish, two-tone gray leatherette with gold accents woo 
cabinet. Main unit is 85%” high, 23%” wide and 195%” deep. Remot 
speakers each, 674” high, 714” wide and 514” deep. Supplied wit 


contrasting smoke gray and silver tweed leatherette. Size of main 
unit: 914x25x19%”; remotes each, 934x14x414”. U.L. Approved. 
For 110-120 volts, 60 cycle AC. Shpg. wt., 40 Ibs. 


89 RU 484. Only $5 Down. NET........... 


Includes VM 
Stereo 
Changer, 
Turnover 
Styli and 3 
Speakers 


MODEL 6023 STEREO PHONO 


NET Outstanding portable phono 
value featuring 3 speakers— 
$ 95 6” woofer in main unit and 
2—4” mid-range speakers 
ral et units. Lage pmo | 
3 automatic recor 
$5 down changer plays all sizes and 
all 4 speeds. Intermixes 10 and 12” records 
of the same speed. Has turnover sapphire 
styli for best reproduction of LP's and 78's. 
45-rpm spindle adapter is supplied. 
Each of the remote speakers comes with 
9-ft. of speaker cable—allows up to 18-ft. of 
stereo spread. Remote speakers may be left 
in case if desired. Stereo amplifier delivers 
amazingly realistic sound. Rated at 4% 
watts; 9 watts peak. Loudness, tone and 
balance controls. Cabinet is attractively 
styled in complementing metallic green and 
ivory, enhanced by gold flecking. Size, 8%" 
high, 18{%4” wide and 22” deep. For opera- 
tion from 110-120 volts, 60 cycles AC. U.L. 
Approved. Shpg. wt., 30 Ibs. ih 
89 RU 487. $5 Down. NET....... 69.95 
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Sizes and Speeds 


4-SPEED MONOPHONIC PHONO 
NET Economy-priced automatic 
phonograph with two 4” 
$ 95 speakers for excellent repro- 
duction of monophonic rec- 
gee Plays Se ik, 45 and 
8 rpm records. Intermixes 
$2 down all record sizes of the same 
speed—changer automatically shuts off after 
final record has been played. Humidity- 
resistant crystal cartridge has turnover sap- 
phire styli for best reproduction of both 78’s 
and LP’s. Compact and lightweight, unit 
can be carried from room to room easily. 
Cabinet is attractive French gray, blue and 
gold linen finish. Pyroxylin coated to resist 
water and scuffing. Case is wood with brass 
hardware and handle. Brass bumper feet 
allow setting unit down without fear of 
scratching. Tone and volume controls. Unit 
is 8%” high, 14%” wide and 17” deep. For 
operation from 110-120 volts, 60 cycle AC. 
U.L. Approved. Shpg. wt., 21 Ibs. 
89 RU 483. $2 Down. NET....... 49.95 
96R329: 45-rpm Spindle for Above....1.79 


Allied Guarantees Your Complete Satisfaction 


45-rpm spindle. Underwriters Laboratories Approved. For operé 
tion from 110-120 volts, 60 cycle AC. Shpg. wt., 40 Ibs. 
PS ed 9.95 89 RU 485. Only $5 Down. NET..............020....- AGE 
With Automatic 
Changer That 
Plays All 


SINGLE-PLAY 4-SPEED PORTABLE 
NET Low-cost, portable, man 
phonograph that’s just rig 
$ 95 for the den, recreation rovg 
or children’s room. Attr 
et EE po oF plays } 
ani records at speeds — 
$2 down 169," 3314, 45 and 78 tp 
Turntable has built-in adapter for 45- 
records, as well as turntable mat that 
tects against record slippage. Lightwew 
pickup arm has turnover cartridge w 
individual sapphire styli for LP’s and 7 
Expertly designed amplifier provides cm 
clear sound with plenty of volume. B= 
quality, 4” Alnico V PM dynamic speal 
delivers faithful sound reproduction. @ 
On-Volume and Tone controls. Washa 
case is two-tone red and white with sai 
stitch top. Equipped with comfort- 
handle for convenient carrying. Size, © 
high, 9%” wide and 12” deep. U.L. © 
proved. For operation from 110-120 ve 
60 cycle AC. Shpg. wt., 8 Ibs. 
89 RX 486. $2 Down. NET....... ‘= 


Selected Stereo High-Fidelity Records 


TOP LABELS ... TOP ARTISTS 


save 20% OFF LIST 


Enlarge your stereo record collection—at big 20% savings 


off the regular list price. The records listed below off 


er 


the ultimate in brilliantly realistic stereo—each one is a 
thrilling adventure in full dimensional sound. All are 12”, 


33% rpm speed, engineered and recorded with painstaking 


care. In addition to the large selection shown below, Allied 


maintains lar, 
labels—Dot, 


stocks of records produced by other major 
ichmond, Mercury, Audio Fidelity, Decca, 


Kapp and Command among others. Note: Stereo records must 
be played with a stereo cartridge. When ordering, give Stock 


No., Record No. and Record Title. Av. shpg. wt., 10 oz. 


Yours for the asking—Allied's 
complete catalog of stereo 
records and tapes. Write to- 
day for your free copy of this 
handy guide to good listening. 
Ask for Stock No. 26 RR 999. 


FREE! 


STEREO RECORD 
-AND TAPE 
CATALOG 


LONDON CAPITOL 
Record No Record Title Record No. Record Title 
75100 | A JOURNEY INTO STEREO SOUND. Stereo demo with trains, etc. ST-858 | BLACK SATIN. The George Shearing Quintet and Orchestra. 
75105 _| HIGH FI-ESTA. Edmundo Ros and Orchestra play dance music. ST-914 | | WISH YOU LOVE. Romantic ballads sung by Keely Smith. 
PS 106 GEMS FOREVER. Mantovani plays a dozen popular melodies. ST-932 RENDEZVOUS WITH KENTON. The screaming brass of Stan Kenton. 
M R dio PS 110 ROS ON BROADWAY. Edmundo Ros and Orchestra and show music. ST-963 SWINGING ON BROADWAY. The fabulous trumpet of Jonah Jones. 
adi Ps 114 RHYTHMS OF THE SOUTH. Edmundo Ros with more Latin rhythms. ST-1005 NEARER THE CROSS. Tennessee Ernie Ford sings spirituals. 
inment center S117 | ALL TIME TOP TWELVE. Ted Heath and a dozen standards. ST-1068_| THE BALLAD STYLE OF STAN KENTON. Stan Kenton Orchestra. 
ono with “triple 124 FILM ENCORES. Mantovani and Orchestra with music from Hollywood. ST-1124 | BLUE CHIFFON. George Shearing Quintet and Orchestra. 
dio for you PS 133 CONCERT ENCORES. Mantovani and Orchestra with light classics. ST-1183 STEREO CONCERT—THE KINGSTON TRIO. America’s favorite group. 
M radio for y' S147 | CONTINENTAL ENCORES. Mantovani plays all time pop hits. ST-1237_ | SWINGIN’ ROUND THE WORLD. More of Jonah Jones’ trumpet. 
herever YOU 8¢ 95 152__| HOLLYWOOD CHA CHA CHA. Edmundo Ros and top dance music. ST-1258 | HERE WE GO AGAIN! More folk music with the Kingston Trio. 
10” and 12 77 >3 157 | ROS AT THE OPERA. Edmundo Ros plays famous operatic arias. ST-1306 | THE SWEETEST WALTZES THIS SIDE OF HEAVEN. Guy Lombardo. 
phire styli. A® 55176 | THE ALL-TIME TOP TANGOS. Played by Staniey Black Orchestra. 26 RR 743. Specify Record No. and Title. NET EACH......... 3.98 
bass tones, tw PS 193 SONGS TO REMEMBER. tar standards piayed by Mantovani. 
remote cabine 3198 | THE SOUND OF MUSIC. Edmundo Ros sets show music to various beats. SW-724 | STAN KENTON IN HI-FI. The full Stan Kenton Orchestra. 
eke aN SW.sts | FRED WARING AND THE PENNSYLVANIANS IN AIC. The Waring Chorale 
ad without am 26 RR 750. Specify Record No. and Title. NET EACH........ 3.98 SW-859 | VELVET BRASS. Jackie Gieason conducts his own phe Bisa hetero, gg 
L SW-1062 | THE STARS IN STEREO. Sampling of various popular Capitol albums. 
non both AN 994 1303 | GIORDANO: ANDREA CHENIER. Complete; with Renata Tebaldi; others. $w-1069 | COME DANCE WITH ME. Frank Sinatra sings 4 weet of taverites. 
oe masich voaitsen et | VERDI TROURTONE, Cong Ak Roa Tabi cin. Swlza_| NO-ONE CARES rok Siar sige Se, 
reo balance cos 934 1307 | BOITO: MEFISTOFELE. Complete; with Gesare Siepl, Tebaldi. 26 RN TAA. Specify Record No. end Title. NET EACH)... ° 5-5 4.76 
remote speake SA 1309 | WAGNER: DAS RHEINGOLD. Complete; K. Flagstad, George London. SP-8342 | GYPSY! Carmen Dragon and Orchestra about Romany life. 
sid accents woo _ SSA 1313 | VERDI: AIDA. Complete; R. Tebaldi; Von Karajan conducting. SP-8347 | GROFE: GRAND CANYON SUITE: MISSISSIPPI SUITE. Felix Slatkin, cond. 
A" deep. Remot B& RR 752. Specify Record No. and Title. NET EACH........ 14.36 SP-8365 | THE HOUSE OF THE LORD. Hcly music with The Roger Wagner Chorale. 
>. Supplied wit SP-8371 CHOPIN BY STARLIGHT. Leonard Pennario at the piano. 
yved. For operé = 6009) STRAVINSKY: PETRUSHKA ss SP-8390 | STARLIGHT CHORALE. More of the Roger Wagner Chorale. 
0 Ibs. | BSSnr7_| STRAVINSKY: THE FIREBIRD, Complete balet, Suisse Romande ae eiiall raeeeiee emia taac ninier iacece Eee 
ae 149.95 6041 | PIANO MUSIC OF CHOPIN. VOL. 2. Withelm Kempf, soloist. : ; . Pty aoe 4 
Sosa | GRIEG: PEER GYNT. lecidenter mucic plored by London Srashony SP-8441 | GRIEG: PIANO CONCERTO; RACHMANINOFF: RHAPSODY. Leonard Pennario. 
56052 | TCHAIKOVSKY: SYM. NO. 6 “PATHETIQUE.” Vienna Philharmonic. 26 RR 745, Specify Record No. and Titl. NET EACH.... ...4.76 
i ROSSINI: OVERTURES. Paris Conservatory Orchestra, Maag cond. =! i 
RES Ry A a Sw St] WSC AN, is Bruny Sa sap tne 
e S127 | TCHAIKOVSKY: SWAN LAKE. Hightights by Orchestre Suisse Romande. 26 RR 738. Specify Record No. and Title. NET EACH.. ...... 5.56 
in tee “BS RR 751. Specify Record No. and Title. NET EACH........ 4.76 COLUMBIA 
CS 8001 | 'S AWFUL NICE. Ray Conniff Orchestra and Chorus. 
\ STEREO FIDELITY CS 8004 | SING ALONG WITH MITCH MILLER. The whole gang joins in. 
—" \\ “$5500 | BOLERO, AND SORCERER'S APPRENTICE: London Phitharmonic Orch CS 8023 _| SWING SOFTLY. Johnny Mathis sings romantic ballads 
: be % 5 . 2. the ri . 
$=-10200 | THE QUIET HOURS. The 10i Strings play music for relaxation. CS 8037 | 'S MARVELOUS. More of the Ray Conniff Orchestra and Chorus. 
SF-10500 | EXOTIC ISLAND. Music and sound effects from the islands. CS 8053 | ELLINGTON INDIGOS. Duke Ellington plays his own compositions. 
SF-10800 | CONQUERORS OF THE AGES. Played by London Phitharmonic Orch. CS 8099 | STILL MORE SING ALONG WITH MITCH MILLER. 
oat sp Se ae from the award-winning TV score. 26 RR 742. Specify Record No. and Title. NET EACH......... 3.98 
- . Le Ballet Francais Orchestra. P. Montiel. igious ; 
51800 | RHAPSODY IN BLUE. Hambure Phitharmonia Orchestra. MS 6023. | PROKOFIEV: ROMEO: AND JULIET: BALLET, New York Philharmonic. 
SE-2000 | STRAUSS WALTZES. Original scores played by the Danube Strings. MS 6028 | RED SHOES. St. Louis Symphony Orchestra, Golschmann conducting. 
55-2700 | MY FAIR LADY & THE KING AND 1. New Worid Theatre Orchestra. MS 6040 | COPLAND: LINCOLN PORTRAIT. Carl Sandburg, narrator. 
=m AROUND THe woRiD IN 80 DAYS. Cinema Sound Stage Orchestra. MS 6044 | MARCHE SLAV, CAPRICCIO ITALIEN, NIGHTON BALD MOUNTAIN.N. Y. Phil. 
4300 “ TANDARDS. Piayed by the 101 Strings. 26 RR 741. Specify Record No. and Title. NET EACH......... 4.76 
¥- MPHON' |. Standai Hamburg rmoni ~ — , 
Mibewillivae soe cr ceant von for'Strinee Fultharnente. OS 2001 | WEST SIDE STORY. Original Broadway cast of hit musical. 
5-700 | SONGS FROM THE SILVER SCREEN. The 101 Strings. OS 2009 | FLOWER DRUM SONG. Original Broadway cast of R&H hit. 
OS 2015 MY FAIR LADY. Rex Harrison, Julie Andrews and original cast. 
3-17 THE MUSIC MAN AND SOUTH PACIFIC. Hollywood Sound Stage Orch. OS 2016 | PORGY AND BESS. Taken directly from the movie soundtrack. 
ED PORTABLE 52200 | WARSAW CONCERTO /NUTCRACKER SUITE. Paris Theatre Orchestra. = : z 
$200 TV JAZZ THEMES. Private eye background music. 26 RR 740. Specify Record No. and Title. NET EACH......... 4.76 


t, portable, man! 5-300 
aph that’s just rig SF-3500 


TORERO. Banda Corrida of Mexico Cily and buliring music. 
GOLDEN AGE OF THE DANCE BANDS. Original big band arrangements. 


en, recreation TOS RR 749. Specify Record No. and Title. NET EACH 
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table mat that 


fee aa 2.38 
RCA 
THE DESERT SONG. Selections sung by Giorgio Tozzi, Kathy Barr. 
30-1032 | SOUTH PACIFIC. The original film soundtrack with M: Gaynor, etc. 
TEE RR 760. Specify Record No. and Title. NET EACH......... 4.76 
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ver cartridge w ay 
i for LP’s and 79 Ses 1677 
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MUSIC FOR RELAXATION. Played by the Melachrino Strings. 

MUCHO PUENTE. The infectious rhythms of Tito Puente Orchestra. 

THE NEW GLENN MILLER ORCHESTRA IN HI-FI. Ray McKinley Orch. 
HUGO WINTERHALTER GOES LATIN. Hugo Winterhalter and Orchestra. 
WHEN YOU COME TO THE END OF THE DAY. Perry Como sings. 


ty of volume. Hisis09 
M dynamic speal usr-2059 
reproduction. © as-2116 


ARTHUR _MURRAY’S MUSIC FOR DANCING. 
ALOHA FROM HAWAII. The Beachcombers and music from the islands. 
A GILBERT AND SULLIVAN SONGBOOK. 


VERVE 


LIKE SOMEONE IN LOVE. Romantic ballads by Ella Fitzgerald. 


VS-6002 ANITA O'DAY SINGS THE WINNERS. Top femate jazz stylist. 
GENE KRUPA PLAYS GERRY MULLIGAN ARRANGEMENTS. __ 
VS-6026 | ELLA FITZGERALD AT THE OPERA HOUSE. On the spot recording. 
VS-6042 | BIG NOISE FROM WINNETKA. Gene Krupa on the drums. _ 
VS-6043 ANITA O’DAY AT MISTER KELLY'S. Recorded at Chicago nite spot. 
VS-6052 ELLA FITZGERALD SINGS THE IRVING BERLIN SONGBOOK. 
VS-6060 | OSCAR PETERSON PLAYS MY FAIR LADY. Jazz impressions by a master. 
THE WONDERFUL WORLD OF JONATHAN WINTERS. Riotous comedy. 
VS-6106 | INSIDE SHELLY BERMAN. Hilarious best-selling album. 
VS-6107 OUTSIDE SHELLY BERMAN. More hilarious monologs. 9 
VS-6109 | SIDE BY SIDE. Duke Ellington and Johnny Hodges, saxophonist. 


26 RR 717. Specify Record No. and Title. NET EACH 


LIBERTY 


controls. Washa “38-2155 | ARTHUR MURRAY'S MUSIC FOR DANCING CHA CHA CHA. “LST-7001 | FORBIDDEN ISLAND. The exotic sounds of the Martin Denny Group. 
d white with sa@ 2! DOUBLE IMPACT. Buddy Morrow and his swinging Orchestra. LST-7004 | JULIE. Julie London sings a dozen popular standards. 
with comfort-@®% ®R 761. Specify Record No. and Title. NET EACH......... 3.98 ana pestle HA, lent alizad be sand iaee LL eaher 
ri A 5 : ™Pope’? = - . Martin Denny plays “Quiet Village, ers. 
ricer. Fie Beart | SCHECERATASE Lose Sey Oe eee LST-7122 | QUIET VILLAGE. Martin Denny plays title song, 12 others. 
from 110-120 yo “36-2226 | VICTORY AT SEA. VOL. 2. RCA Victor Symphony Orchestra. LST-7132 | LET’S ALL SING WITH THE CHIPMUNKS. David Seviile and friends. 
©S36-2252 | TCHAIKOVSKY: CONCERTO NO. 1. Van Cliburn, piano. LST-7137 | AFRO CAN-CAN. Jack Costanzo at the bongos with orchestra. 
8 Ibs. ¢ o56-2332 | FOR THE FIRST TIME. Vocals by the late Mario Lanza. LST-7150 | FANTASTIC PERCUSSION. Orchestra conducted by Felix Slatkin. _ 
NET o5:.202 19. 230-2345 | 1812 OVERTURE; BOLERO. Morton Gould Orchestra and Band. LST-7151 | THE FRANZ LISZT STORY. The piano and Orchestra of Felix Slatkin. 
& RR 762. Specify Record No. and Title. NET EACH......... 4.76 26 RA 715. Shecify Record No. and Title. NET EACH......... 3.98 
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 Audio-Book “T. 


lking Book” Records 


& © Complete and Unabridged 


¥ 


The entire family 
will enjoy these 
outstanding 
literary works— 
narrated by 
‘famous names. 


Enter the thrilling world of great literature with Audio Require the use of a microgroove stylus, and can be played 
Book records—an outstanding selection of 16 4%-rpm re- on any 16 4%4-rpm phono, or with the adapter below on any 
cordings. All are on 7” discs with a 114” center hole, and 334%4-rpm unit. Specify Stock No., Book No. and Title. 

each has up to one full hour of playing time. There are 26 R 799. Model A-100 Adapter. Fits any record player— 
books especially for adults—children—or the entire family. converts 334-rpm speed to 16 44. No wiring. 1 Ib. net. 1.4 


Title .| Book No.| Stock No. | NET 
STORYTIME FAVORITES. 26 popular stories for children. Tenderly told by Jane Webb. (2 records)....... C-301 26 RR797| 1.96 
ALICE IN WONDERLAND. Join Alice on her visit to Wonderland. Jane Webb plays Alice. (3 records) . . C-300 26 RR796/| 2.67 
ROBIN HOOD. The fun in Sherwood Forest with Robin and his men. Read by Michael Rye. (3 records) . C-302 26 RR796| 2.62. 
WIZARD OF OZ. A carefree excursion into pure whimsy. By Marvin Miller and Jane Webb. (5S records) C-303 26 RR795/| 3.97 
CHILD'S GARDEN OF VERSES. 52 poems by Robert Louis Stevenson. Read by Elinor G. Hoffman. (1 rec.)} ‘4 |C-304 26 RR798 
RIP VAN WINKLE and THE LEGEND OF SLEEPY HOLLOW. Told by Elinor Gene Hoffman. (1 rec.) .| % !C-305 126 RR798 A 
THE KING OF THE GOLDEN RIVER and THE GREAT STONE FACE. Two ageless legends. (1 record)| 4 |C-306 26 RA79B 98 
GULLIVER’S TRAVELS. The adventures of Gulliver come alive when told by Hal Gerard. (1 record)...... 4% |C-307 26 RR798 9 
TREASURE ISLAND. Hans Conried in a vivid reading of this immortal yarn. (8 records)................. 2 C-309 26 RA794| 5.97 
GREAT TALES AND POEMS OF EDGAR ALLAN POE. 8 complete stories, plus poems. (4 records).....|1 GL-600 (26 RA792/| 3.20 
FAMOUS POEMS. 74 best loved poems for family enjoyment. Read by Marvin Miller. (4 records)...... ji GL-601 (26 RR792| 3.28 
THE BEST OF MARK TWAIN. 17 hilarious stories and sketches. Read by Marvin Miller. (4 records) | GL-602 (26 RR792/ 3.28 
BENJAMIN FRANKLIN. Complete and unabridged “Autobiography.” Read by Michael Rye. (8 records). .|2 GL-603 |26 RR789 | 5.97 
DR. JEKYLL and MR. HYDE. Gene Lockhart reads Stevenson's story of g and evil. (4 records)....... GL-605 |26 RR 792| 3.28 
RALPH WALDO EMERSON. Lew Ayres reads a prize collection of essays, addresses and poems. (5 rec.)...|1'{ |GL-606 |26 RR79) | 3.97 
WILLIAM SHAKESPEARE. Ronald Colman’s reading of all 154 of Shakespeare’s sonnets. (3 records)... . . %4 |GL-607 |26 RR793 | 2.62 
GREAT ESSAYS. Marvin Miller reads 41 of the world’s most popular essays. (8 records).............. GL-608 (26 RR789| 5.97 
WALDEN. John Carradine reads the first 6 chapters from Thoreau’s masterpiece. (6 records) ...........--. 1% |GL-610 |26 RR790/ 4.66 
ADVENTURES OF SHERLOCK HOLMES. 4 adventures masterfully read by Basil Rathbone. (5 records). |1% |GL-611 |26 RR791 35 
THE WRITINGS AND SPEECHES OF ABRAHAM LINCOLN. Read by Raymond Massey. (8 records) ..|2 GL-612 |26 RR789 | 5.97 
JOSEPH CONRAD'S HEART OF DARKNESS. Distinguished reading by Dan O'Herlihy. (5 records) 1% |GL-613 |26 RR791 | 3.97 
: THE COMPLETE NEW TESTAMENT. Authorized King James version. (26 records).........-.......+5. 614 |R-901 26 RR 787 |19.97 
t THE OLD TESTAMENT. Gen., Judges, Ruth, Esther, Psa., Prov., Eccl., Sol., Isaiah. (26 records)......... 6% |R-902 26 RR 787 |19.97 
THE COMPLETE NEW TESTAMENT; Catholic Edition. Kead by Rev. R. I. Gannon, S.J. (30 records) .|742 |R-903 (26 RR 786 |23. 
ADVENTURES OF PINOCCHIO. Marvin Miller creates voices and personalities for 51 characters (5 records)|1% |C-310 26 RA795| 3.9 
THE ADVENTU RES OF TOM SAWYER. Jeft Chandler recreates this timeless Mark Twain classic. (9 records)|2%4 |C-311 26 RR7I9)| 6.6 
MEDITATIONS OF MARCUS AU RELIUS. George Long's translation of a distinguished Stoic. (6 records)...|1%4 |GL-615 |26 RR790| 4. 
STORIES FROM THE NEW TESTAMENT. 26 favorite stories read with charm. (2 records)............. % |R-908 26 RR788! 1.96 
STORIES FROM THE OLD TESTAMENT. 21 treasured stories especially for young people. (2 records)...| 14 |R-909 26 RA788| 1.96. 


EACH COURSE 
INCLUDES: 


; Four 33% rpm 10” records 


119-page comprehensive conver- 
sation manual filled with common 
everyday expressions and Eng- 
lish translations 


Complete common usage diction- 
ary containing over 16,000 words 


110 Be Sure to Specify Stock No., Record No. and Title When Ordering 


FRENCH 


SPANISH 
GERMAN 

® For Business, Pleasure or Travel ITALIAN 

® Dictionary and Conversation Manval HEBREW 

® Four 33'4-rpm Vinylite Records RUSSIAN ; 


For Private Study in the Home 


Now you can learn a foreign language quickly and easily—with the benefits of “private 
instruction from this economical series of phonograph records. Whether you plan a t 
abroad for business reasons or cultural rewards, these recorded lessons offer you the simpl 
lowest cost method of learning. This method of language instruction is based on a syste 
successfully employed by the United States Government Department of War, to quic 
train men to speak and understand foreign languages. 


Regardless of education or age, practically anyone can learn from these records. Each of 
language courses consists of four 33% rpm 10” long play records, a comprehensive cony: 
sational manual and a dictionary. The 119-page comprehensive conversation manual is fil 
with hundreds of common, everyday phrases and their complete English translations. Ti 
complete common usage dictionary contains over 16,000 words and phrases—with tran 
tions from the language you choose to English and vice-versa. 


The use of recorded lessons allows you to progress at whatever rate of speed you're 
suited for. You can repeat lessons over and over again, just as often as you wish. You 
a double impact of both seeing and hearing the material to be learned. This system 
foreign language instruction has been evaluated and approved by many schools in the Uni' 
States and Canada. Books are’each 6x10”. The records are microgroove-recorded on 
sides and made of sturdy, unbreakable vinylite. Shpg. wt., each course, 3 Ibs. 


Available in six langvages—French, Spanish, German, Italian, Russian and Hebrew—be sure 
specify choice of language when ordering. 
26 RR 720. Specify Language Desired. List, $9.95. NET PER COURSE............-. Re 
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Tape Title. Av. shpg. wt., 12 oz. 


Selected 4-Track STEREO Hi-Fi Tapes 
SAVE 25% OFF LIST 


Enlarge your stereo tape collection at savings of 25% off list price. Each of the 
recordings is a product of brilliant engineering techniques—so clear, so realistic 
that they rival the original performance in sheer beauty. All of the tapes listed 
below are recorded at 74% ips and are for playback on machines employing 
4-track, in-line (stacked) tape heads. No matter what your musical taste may 
be, you're sure to find tapes you'll enjoy. Allied’s convenient Easy Pay Plan lets 
you start your tape library with just a small down payment—only $2 down on 
orders from $20 to $50. When ordering be sure to specify Stock No., Tape No. and 


STEREO TAPE 
AND RECORD CATALOG 


The tapes on this page are a sampling of 
our large selection of 4-track stereo tapes. 
For a complete listing of tapes and records, 
get Allied's Catalog of Stereo Tapes and Rec- 
ords, It's free. Ask for Stock No. 26 RR 999. 


. played LONDON AUDIO FIDELITY 
% ft = Tape Tite m= | MALLET MAGIC. Harry 8 ae an a 
He. emmmd00 | PETRUSHKA; LE SACRE DU PRINTEMPS. Orchestre de la Suisse Romande. - Harry Breuer and his Quintet and novelties. 
layer — <nw0007 | BEETHOVEN: PIANO CONCERTOS 3&4. Vienna Phitharmonic Orchestra. ee LL nee ee lear, 12th St. Raa, ote, 
7.1.40 (ne Mra atta FA ett ae I ler lesbain apa 1836-4 | AMERICAN MILITARY MARCHES. Banda Taurina of Mexico City. 
—— < = < 1838-4 TANGO. Pedro Garcia and the Del Prado Orchestra. 
WS RR 879. Specify Tape No. and Title. List, $11.95. NET EACH .9.56 18434 RAILROAD. Variety of steam and diesel locomotive sounds 
“GUMOIO | FALLA: NIGHTS IN THE GARDEN OF SPAIN; RODRIGO: GUITAR CONCERTO. 1844-4 | LEON BERRY AT THE GIANT WURLITZER PIPE ORGAN. VOLUME 3. 
“HEBOO12 | BERLIOZ: SYMPHONIE FANTASTIQUE. Paris Conservatory Orchestra. 1849-4 LIONEL. The world’s greatest, Lione! Hampton on vibes. 
“Eim00l3 | DEBUSSY: LA MER: PRELUDE TO THE AFTERNOON OF A FAUN, etc. 1851-4 | THE MARCHING DUKES OF DIXIELAND. VOLUME 3. 
ms | RIMSKY-KORSAKOV: CAPRICCIO ESPAGNOL: GRANADOS: ANDALUZA: 1860-4 | BOURBON ST. DUKES OF DIXIELAND. VOLUME 4. ees 
Lacten Shiieseee Dadian : - : 26 RR 875. Specify Tape No. and Title. List, $8.95. NET EACH 6.95 
anos VIENNESE poneons: Waltzes played by ithe Vienne Philharmonic. VERVE 
00) . re waltzes wi e Vienna Philharmonic. 7 5 ae See 
nA [H Semoais | 1812 OVERTURE: CAPRICCIO ITALIEN. London Symphony Orchestra. aa Sen I ale une til 
RR e020 GRIEG: PEER GYNT. London Symphony Orchestra, Fjeldstad conducting. 208 LOUIS UNDER STARS. Trumpeter Louis Armstrong and Orchestra. 
RA 5.9) sum0034 | RAVEL: COMPLETE DAPHNIS & CHLOE. London'Symphony Orch. & Chorus. 31 MY FAIR LADY. Jazz impressions by Oncor Petersen plane’ 
RR 3-2) BS RR 876. Specify Tape No. and Title. List, $7.95. NET EACH.6.36 211 HAVE TRUMPET, WILL EXCITE. The frantic sounds of Dizzy Gillespie, 
oo y 213 LOUIS ARMSTRONG MEETS OSCAR PETERSON. 
ns 1) THE PIRATES OF PENZANCE. D-Oyiy Carte Oper Ge, Complete opers. 215 | ELLA FITZGERALD SINGS. GERSHWIN, VOLUME 1. 
otal SE Se ATA IN eh eat Mae 220 ANITA O'DAY SWINGS COLE PORTER’ Anita O'Day, vocal; Billy May, Orch. 
Be RR B81. Specify Tape No. and Title. List, $12.95. NET EACHI0.36 997 ELLA SWINGS LIGHTLY. The wonderful voice of Elia Fitzgerald. 
s50013 | PUCCINI: MADAME BUTTERFLY. Highlights with Renata Tebaldi. 26 RR 871. Specify Tape No. and Title. List, $7.95. NET EACH 5.96 
ee RM G80. Specify Tape No. and Title. List, $7.95. NET EACH.6.36 303 | ELLA FITZGERALD SINGS THE IRVING BERLIN SONGBOOK. ¥ 
(50003 | FILM ENCORES. Mantovani plays popclar music from the films. 205 | ELLA FITZGERALD SINGS THE RODGERS AND HART SONGBOOK. 
"90006 | HOLLYWOOD ALMANAC. Frank Chacksfield and His Orchestra. = | PORGY AND BESS. Ella Fitzgerald and Louis Armstrong. 
RR 877. Specify Tape No. and Title. List, $11.95. NET EACH .9.56 26 RR B70. Specify Tape No. and Title. List, $11.95. NET EACH 8.98 
RRPEVERINC IN PARIS. AR COC e TM HOME Peck aeheia aoe mapa 
; ihe p SST-802 | MUSIC FROM PETER GUNN. Played by the Ted Nash Orchestra. 
Se AE ah ar ms rrcloned et SST-803 | FLOWER DRUM SONG. Hollywood Radio City Orchestra and Singers. 
CUBAN MOONLIGHT. Starter Black Orchester sd (i orchestra. SST-805_| MY FAIR LADY. Holywood Radio City Orchestra and Singers. - 
. — ~ SST-806 | STRAUSS WALTZES AND POLKAS. Vienna State Opera Orch; Boy’s Choir. 
CASH BOX INSTRUMENTAL HITS. Stanley Brack and His Orchestra, $ST-807 | FLAMENCOS BY LAURINDO ALMEIDA. Played by Jose Barroso. 
gp ee pan tegen lege a SST-810 | HAWAIIAN ENCHANTMENT FOR DANCING. George Poole Orchestra. 
HOLLYWOOD CHA. CHA CHA, Eine anon ee SST-813 | SALUTE TO BENNY GOODMAN. Played by members of the Goodman Orch. 
FAMOUS MARCHES OF SOUSA: Dentro meme SST-814 | SYMPHONY OF THE GOLDEN WEST. Buddy Bregman Orch. 
A. Band of the Grenadier Guards. SST-817 | A TRIBUTE TO CHARLEY BARNET. Members of the Barnet Orchestra. 
RR 876. Specify Tape No. and Title. List, $6.95. NET EACH.5.56 —SST-818 | PINK CHAMPAGNE FOR DANCING. Lloyd Mumm and His Starlight Roof Orch 
BEL CANTO Ssr-a20 | PORGY AND BESS. Hollywood Sf hadio Cnty Orehestre bey te Or 
r io City Orchestra a ingers. 
RENCH $ST-825 | THE MUSIC MAN. Hollywood Radio City Orchestra and Singers. 
PANISH S | HAWAIIAN LUAU, Sung and played by the Polynesians. SST-827 | AROUND THE WORLD IN 80 DAYS. Played by the Omega Orchestra. 
% SOUTH PACIFIC. Hollywood Sound Stage Chorus and Orchestra. SST-839 | GERSHWIN: AN AMERICAN IN PARIS; RHAPSODY IN BLUE. London Pops. 
SERMAN 47 =| HIGH NOON CHA CHA CHA. Si Zentner plays film favorites. SST-844 | POLKA TIME. Paul Paulaski and His Polka Dots. 
7 J NEW SOUNDS OF ORRIN TUCKER. Orrin Tucker and his Orchestra. SST-845 | GROFE: GRAND CANYON SUITE. London Pops Orchestra. 
«TALIAN - SOUOF STAIR The 101 Strings play Latin ae FOES SST-247 | THE MUSIC OF LEROY ANDERSON. London Pops Symphony Orchestra. 
: rings play light classics. RR 883. Specify Tape No. and Title. List, $6.95. NET EACH.5. 
HEBREW ES | filanr A seme ahaa Wise «Sab THE GLENN WILE SOU, he Mr rn a BiB. 
N = = from the award wienins ~ scare: Sra008 TATINCHEAT WITHA LATIN BEAT The Francis Bay Orchestra pass cs 
USSIA A epee ea aE $T-4005 | STEREO DANCE TIME. Shep Fields and his Rippling Rhythm. 
= 1812 OVERTURE: CAPRICCIO ITALIEN. Nocd Deatches Orchestra. ST-4006 | A TOAST TO TOMMY DORSEY IN STEREO. Members of the Dorsey Orch. 
; “4 _| GRAND CANYON SUITE. The 101 Strings play the music of Grofé. $T-4008 | SYMPHONY OF THE SEA & SYMPHONY OF ame BLUES. Brussels’ Fair Orch. 
i “priva’ i j r - Hollywood Radio City Or ra and Singers. 
— Et TTA ep PS daa apanlnpa ST-4011 | PETER GUNN AND MORE PETER GUNN. Ted Nash and Pete Condoli play. 
soem Pie RDaERT. unter Ler ee ST-4012 | STRINGS AROUND THE WORLD. Brussels’ Fair Orch; London Pops. 
Sh “ x = aa CONQUERORS OF THE AGES. The London Philharmonic Orchestra. ST-4014 | GLENN MILLER—A MUSICAL MEMORY. Tex Morgan Orchestra. 
f War, to qui RR 893. Specify Tape No. and Title. List, $6.95. NET EACH .5.22 26 RR 898. Specify Tape No. and Title. List, $9.95. NET EACH .7.48 
(Rr ily ieee ge er 
. Music trom the original score. 5 ry 
scords. Each of Ges | LAWRENCE WELK—MR. MUSIC MAKER. A potpourri of dance music. titer | REN ea tes trtreoaceeme weongan singe its trom the shows. 
pie ee BILLY VAUGHN PLAYS THE MILLION SELLERS. Thirteon pop tunes. 41003 | FLOWER DRUM SONG. David Carroll and instrumental version of show. 
“ —— bod ETAROUST FAT BOWE. A collection of romantic standards. 41004 DAY RAINS CAME. Jane Morgan sings popular hits. 
1 - < 5 ly Vai in plays music from islands. 
ses—with tra SAIL ALONG SILV'RY MOON. Billy Vaughn and his Orchestra. pe ret a ar ae ea I as 
LOGIS'AND REGEN: lone Pron oot Cette 41013___| DANCE WITH LARRY CLINTON. Recent popular hits. ye 
speed you're GOLDEN SAXOPHONES. Pop favorites played by Billy Vaughn Orch. 41015 MORE OF THE FABULOUS FIFTIES. Roger Williams at the piano. 
you wish. You THEME FROM SUMMER PLACE. Billy Vaughn and Orchestra. aoe | ipa ellen Aree pon in — res 
ed. This systemm® RM 694. Specify Tape No. and Title. List, $7.95. NET EACH.5.96 — 41971_| THE SOUND OF MUSIC. Selections sung by the Pete King Chorale. 
hools in the Uni EXOTICA-1. The sounds of Martin Denny and his group. 26 RR B73. Specify Tape No. and Title. List, $7.95. NET EACH 5.96 
e-recorded on EXOTICA-I1. More of the poputar sounds of Martin Denny. . -~ r = 
3 Ibs. EXOTICA-I11. By popular demand—more of Martin Denny. 45003 FABULOUS FORTIES. Roger Williams plays top music of the era. 
Quiet VILLAGE. Original fame-launching recording by Martin Denny. 45004 FABULOUS THIRTIES. David Rose and Orchestra with old favorites. 
Hebrew—be sur JULIE IS HER NAME. Ballads sung by Julie London. 45006 FABULOUS CENTURY. Roger Williams plays 20th century pop music. 
HOT CHA CHA CHA. Don Swan and his Orchestra. 45007 | NUTCRACKER SUITE. New York City Ballet Orchestra. 


RR B82. Specify Tape No. and Title. List, $7.95. NET EACH .5.96 


Be Sure To Specify Stock No., Tape No. and Tape Title When Ordering 


26 RR B74, Specify Tape No. and Title. List, $11.95. NET EACH.8.98 
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ALL-NEW VALUE-PACKED TAPE RECORDERS MO 


Lowest-Cost Tape Recorder with 
2 & 4-Track Stereo Playback Feature 


ONLY Records and Plays Monophonically at 


$194 3% and 7 ips Speeds rei 


Plays Stereo Tapes Through Any 2nd 
$5 down Channel—Hi-Fi Set, KN-4150, etc. 


Easy to operate, and with a host of precision fea-| 
tures, the new KN-4100 offers 2-speed monophonic’ 
recording and playback, plus built-in stereo preamp. 
Use it as a stereo tape deck to play stereo tapes 
through your stereo system. Use its powerful 6-watt 
amplifier and built-in speakers (5” woofer, 4” tweet- 
er, electrical crossover) as one channel of sound, and 
the KN-4150 below, or your monophonic hi-fi sys- 
tem, TV set, etc., as your second channel of sound. 


Slower 3%” speed is just right for recording lengthy 
speeches, conferences, lectures, etc.; 74" speed en- 
ables you to record music with hi-fi response. Tone 
control adjusts sound from crisp, brilliant speech to J 
rich, full-bodied musical reproduction. Single, easy- 
GUARANTEED to-use lever selects ‘‘Play-Idle-Record” functions; 

FOR ONE lever control for rewind locks in. 2 Output Jacks: for 

FULL YEAR external speaker system; for external amplifier. Re- 
sponse: 50 to 10,000 cps. Wow & Flutter: less than 
0.3%. S/N Ratio: 40 db. Size, 8x11%x15”. With 


—_— e Record Safety Interlock to mike, 7” reel of tape, 7” take-up reel. Made in U.S 
Sosanlens-in Prevent Accidental Erasure For 110-120 v., 60 cycle AC. Shpg. wt., 24 Ibs. 
Easy-to-Carry e Numerical Tape Footage Counter 35 DU 711. Only $5 Down. NET............ 104.50 


Case 


Plus Neon Recording Level Indicator 


¢ Mocha Brown Case with Roomy Storage 


Matching Amplifier-Speaker 
Compartment; Weighs Only 19 Pounds! 


FOR STEREO TAPE PLAYBACK 


MODEL KN-4150. Use with the KN-410€ 
to form the second channel of sound 
Built-in 5” woofer and 4” tweeter; vol- 
ume and tone controls. With cable. Wt. 
6 iba: Bval I 


e Fast, Drop-in Tape Threading 


Narr 
1 | KN INCLUDES MIKE, 


TAPE, SPARE REEL 35 DU 712. $2 Down. NET....... 22. Seno! 
zt AT.NO EXTRA COST Bes Th 
> Supreme Value KN-4025 2-Speed eters gi 
oe og Monophonic Tape Recorder a 

T ONLY No other monophonic tape recorder ir 
IK N this price range offers so much in fidel Bwilt-h 


4025 | 596° ity of sound, first-rate features, ané? eo 8-w 


rugged, dependable operation! The KN-ses! out 
$5 down 4025 is portable . . . beautifully style@geekers 

. .. and a genuine pleasure to use. li conne 

offers you: two fingertip-selecte@@m to e 
speeds, 3% and 7% ips; 6-watt amplifier; separatemeng t 
volume and tone controls; built-in 5” woofer and 4” A 
tweeter with electrical crossover; input jack for re T 
cording from mike, radio, TV set or phonograph 
output jack for playback through external speaker 


fast wind and fast rewind with lock-in rewind posi) ©® full 
tion; single-lever control for “Play-Idle-Record’ = cera 
functions; and tape guide post to assure proper ta: rect 
alignment. Takes reels to 7”—gives you extra-lon ent 
playing time at 3%” speed. Response: 50 to 10, 4300 
——— cps. Wow & Flutter: less than 0.3%. Signal-to- Not ner 
GUARANTEED Ratio: 40 db. Size, 8x11%x15”. Complete with mike 
FOR ONE 7” reel of tape, and 7” take-up reel. Made in U.S 
FULL YEAR For operation from 110-120 volts, 60 cycle A Spee 


Carrying wt., 19 lbs. Shpg. wt., 24 Ibs. 


35 0. Only $5 D Rca. Shue aorta ees 
e Accurate Neon Light aids ee eee 


Recording Level Indicator 


e Pushbutton Record Interlock 
erie Prevents Accidental Erasure 
112 


e Luggage-Type Carrying Case 


ture 


yhonically of SENSATIONAL ALL-NEW 
COMPLETE TAPE RECORDER 
gh Any 2n¢ 
ague ’ Records Stereo 
ecision fea- F 
monophonic Plays Stereo 
reo preamp 
stereo tapes RECORDS, PLAYS BACK 
wie fore MONOPHONICALLY, TOO! 
er, 4” tweet- , 
f sound, ane 
nic hi-fi sys AMPLIFIERS 
1el of sound SPEAKERS 
; MICROPHONES 
ding lengthy VU METERS 
hf ing en- 
sponse. Tone 
int speech te NG 
Single, easy ALL IN A SI LE CASE GUARANTEED 
"’ functions FOR ONE 
put Jacks: for FULL YEAR 
mplifier. Re 
fer: less — 
4x15”. Wit! \ 
Made in U.S 
| 24 Ibs. Model KN-4300 Complete Stereo Tape Recorder 
ae 104.50 . 
HAS NO EQUAL AT THIS UNUSUALLY LOW PRICE 

-Speaker ONLY First time in the world of tape recording! A carefully en- COMPLETE STEREO RECORDER 
AYBACK gineered, precision hi-fi instrument, the KN-4300 gives 2-track and 4-track stereo re- 

5 95 you every recording facility .. . and offers more in fea- cording and playback at all 3 
the KN-410 tures and performance, than any other tape recorder speeds—1 %, 3% or 7¥ ips; 
nel of sounc d in this price range. It is actually a complete tape record- plus 2-track monophonic record- 
' tweeter; vol $10 own ing studio in a carry-about case! ing/playback! 


ith cable. W'§ 4) IHiuminated VU Meters 


22.58 absolute necessity for accurate, 
*“Benced stereophonic tape record- 


-Speed @ters give you positive level read- 
d @ on each channel—help you 

er eke impressive stereo recordings. 
.pe recorder i 


much in fidéiwilt-In Amplifier /Speakers 
features, ane 8-watt amplifier sections for a 

ution! The Kal output of 16 watts; two 6” hi-fi 

\utifully styl@ekers for splendid sound. Jacks 
sure to use. F connecting external speaker sys- 

srtip-selectem to each channel. Input moni- 

lifier; separafmg too—listen as you record! 
woofer and ¢ 


yut jack for r } 
yr phonograp! Two Electro-Voice 


ternal speake _ Ceramic Mikes 
in rewind po#® full-frequency, high-quality 
-Idle-Recor@ ceramic’ microphones let you 
ure proper taf recording stereophonically the 
you extra-lo t you set up and plug the 
e: 50 to 10,0 +4300 into the nearest AC outlet! 
Signal-to- Notether and moisture-proof. 
olete with = 
in U. 
: gua Al Speeds at Your Fingertips 
© utmost in flexibility—correct 
86.9 is quickly chosen for any tape 
@eding application. Equalization 
ech instantly provides correct 
@ization for any of the 3 speeds, 
jing and playback! 


Magnificent Knight Tape Recorders Are Available on Allied’s Easy Pay Plan 


@ These two professional-type KR.) 


ee 


No effort was spared and no compromise with quality 
was made in designing this complete, portable stereo/ 
monophonic tape recorder. It gives you 2 and 4-track 
stereo recording and playback; 2-track monophonic re- 
cording and playback; and 3 speeds—1%, 3% and 72” 
per second—with equalization for each speed. Further- 
more, its array of convenient controls will enable you to 
make tape recording of professional quality with ease. 
Two 8-watt amplifier sections, operating with inverse 
feedback circuitry for lowest distortion, provide push- 
pull power output of 16 watts—more than enough to 
drive almost any external loudspeakers. Two built-in 
6” speakers provide excellent sound across the entire 
audio range. And carrying weight is only 30 pounds! 


Other features: head elevator for precise, accurate align- 
ment of all 2 or 4-track tapes; automatic shutoff when 
tape runs out; digital tape counter for easy editing; 
input monitoring facility; individual volume and tone 
controls for each channel; two low-level input jacks for 
stereo recording from mikes, and two high-level input 
jacks for stereo recording from phonograph, radio, etc.; 
rotary speed selector with interlock to prevent acci- 
dental speed change; two VU meters; and more. 


Response: (Record-Play Cycle) at 7% ips, +2 db, 35- 
16,000 cps; at 3% ips, +2 db, 35-10,000 cps; at 1% ips, 
35-5000 cps. Signal-to- Noise Ratio: 45 db. Wow & Flut- 
ter: less than 0.25% at 7% ips. Distortion: less than 1% 
at normal power output. Size, 9%x18x14%”. Includes 
two mikes with stands and 6-ft. cables, two patch cords, 
reel of tape and 7” take-up reel. Beautiful black and 
aluminum styling. Made in U.S. For 110-120 v., 60 
cycle AC. Shpg. wt., 37 Ibs. 

35 DU 714. Only $10 Down. NET.............. 249.95 


NEW & BQNSRESEMM TAPE RECORDING EQUIPMEN 


Professional-Quality Stereo Tape Deck) 2 


PRICED WITHIN REACH OF EVERY TAPE FAN 


PRECISION HEADS 


—— oe . v ERASE 
v¥ RECORD/PLAY 
v¥ MONITOR 


4 SEPARATE PREAMPS 


TWO FOR RECORDING 
TWO FOR PLAYBACK 


Gz 


makes possible every studio recording 
effect: echo, sound-on-sound, add-a- 
track, direct monitoring, plus 4-track 
stereo and monophonic recording 


UP TO 12 HOURS ON 
A SINGLE 7” REEL 


ONE FULL 


iia New Model KN-4075 3-Speed Stereo Tape Deck - 


199 a 
77 aU : 
Zu J Versatile new unit! A lightweight, portable stereo tape deck iw: 
with facilities for all studio recording effects, plus 2 and 4- $5 « 
$10 down track stereo and monophonic recording and playback... 
The new KN-4075 Stereo Tape Deck combines precision engineering with — K 
aw 


advanced, functional design—makes it easy for anyone to produce stereo P 
tape recordings of professional quality. Records and plays 2 and 4-track | EQUALIZED PHONO INPUT. For fp : 
stereo tapes .. . provides monophonic recording up to 12 hours ona single netic or ceramic stereo cartridge <* 
7” reel at 1% ips speed (3 hours without interruption on Knight KN-30 or permits direct recording from a At 
KN-50 1-mil tapes, or their equivalent)! Plays back through your stereo _tridge without going through pa "< 
system or through stereo headphones. Beautifully styled, you can take the amp. An exclusive Knight featus 
KN-4075 anyplace! Control panel in pastel grays; smart, luggage case 


exterior is styled in jet black with gleaming aluminum trim. red mpabaea 
Other features include: two illuminated, professional VU meters; digital rad KN. 
tape footage counter; same easy drop-in threading as on professional ma- . moe us 


chines; automatic shutoff at end of reel, if tape breaks, or in event of sudden r a 
power loss—prevents tape spillage and damage; safety record interlock to Li Set leet ie kecien fea ON 
prevent accidental erasure; high-speed Fast Forward and Fast Rewind meters ealibratedswith coho 
controls, lock-in type; equalized phono input for magnetic or ceramic stereo VU ccdles Bawellre 0.100% ‘scald . 
cartridges; switch-selected equalization for any of the three speeds—1%, & is . oe oe 
3% and 7% inches per second. SS de 


— 


Built-in lamps illuminateeach mew 


Has three heads: Record-Play, Erase, Monitor. Third head, in addition to > one,” d- 
monitoring function, can be used for sound-on-sound recording, ‘“‘add-a- | rece 
track”’ educational use, “‘in person”’ recording with musical accompaniment, - | mk 
and many exciting sound effects limited only by your imagination! Guaran- at 
teed Response (complete record-play cycle): at 72 ips, + 2 db, 30-16,000 cps; Seeters: 
at 3% ips, + 2% db, 30-10,000 cps; at 1% ips, 30 to 5000 cps. Wow & " Bees an 


Flutter: less than 0.25%. Size, 9%x18x14%2". With reel of tape, takeup reel. LAMINATED HEADS. Record-pilieeeds 
Made in U.S. For 110-120 v., 60 cycle AC. Shpg. wt., 28 Ibs. heads are premium type for higiittter d 


or at 3. Onity S10: Downs NEU. 0 isbn sel og afaye 0 oa eaten Hale alot 239.95 output, low eddy current losses. 
Sec 
<) w~ 
SAVE WITH KNIGHT RECORDING TAPE y a DYNAMIC MIKES i 
For every home recording use or for the \e/ Check the two excell = 
most critical of recording applications, Knight dynamic mik — 
there is a low-cost Knight tape avail- recommended for ta m7 


able. See Tape Recording section for | recording use, that ay 
complete descriptions and money-say- fully described in t = 
ing tape and case combination offers. Microphone section. 


— _ 
“_ | 


ME 


e Deck | Outstanding New Tape Transport 
FAN PROFESSIONAL PERFORMANCE & EFFECTS 
HEADS MOTORS 
v SPOOL 1 
¥ SPOOL 2 
‘gga v IDLER 
:AMPS HEADS 
ING Vv ERASE 
ei v RECORD 
v PLAYBACK 


lio recording 
und, add-a- 
plus 4-track 
scording 


SMOOTH PUSHBUTTON CONTROL 


Seven neatly grouped, smooth-operat- 
ing controls handle all tape functions 


HIGHEST-QUALITY RESULTS AT MONEY-SAVING PRICES 


New Model KN-4000 Custom-Quality 2-Speed Tape Transport 


ONLY Three heavy-duty, 4-pole motors power 
this rugged tape transport; two direct- 

; 50 drive spooling motors and idler-wheel 
capstan motor. Three separate heads, 

iter designed with jeweler’s precision and 


of the same type used in studio record- 
be units, provide erase, record and playback functions. 
Tee KN-4000, when used with the KN-4001 preamp 
telow, provides 4-track stereo and monophonic record- 
with any variety of special effects—sound-on-sound, 
sical accompaniment, etc. Two speeds: 3% and 7’ 
At the slower 3% ips speed, you can record mono- 
enically for 6 hours on a 7” reel of 1-mil tape! 


NPUT. For 
ereo cartrid 
‘ding from 
g through 
Knight featuy 


KN-4001 Stereo Record/Play Preamp 


a O® USE WITH KN-4000 OR ANY 2 OR 3-HEAD TRANSPORT 
VU METERS. 4 ONLY Carefully designed for use with the KN- 


4000 transport or any other tape trans- 
port of comparable quality. Gives you 
all the controls and features necessary for 
stereo tape recordings of superb fidelity, 
as well as many unusual recorded effects. 


ssured by t¥ 


vith professi 
s 0-100% <i 29% 


inateeach me 
is $s down 


—- eed-on-sound, echo, musical accompaniment, multi- 

sy & recording, etc. Concentric, clutch-type level controls 

mike and auxiliary recording for individual channel 

tation rhaster gain adjustment; accurate twin VU 

fevers; A-B switching between channels; adjustable 

es and erase voltages; equalization for 3% and 7% ips 

1S. Record-pieeds; headphone outputs and mike inputs; and many 
1 type for hi desirable features. 


t losses ’ : 
sates § secs measured with KN-4000 transport. Bias Oscilla- 


100 kc. Response: at 71% ips, +2 db, 25-19,000 cps; 
PM ips, +2'% db, 25-13,000 cps. Hum & Noise: better 
—52 db below maximum recording level. Size, 4% 
34" legs)x15'%x9". Less case, below. Made in U.S. 
105-125 v., 60 cycle AC. Shpg. wt., 15 Ibs 

DU 708. Only $5 Down. NET..............-. 129.95 


AL CASE FOR ABOVE. Shpg. wt., 5 lbs. 
IS WHE Te a So reineu- Bae 


JAMIC MIKES 


jhone section. 


Other custom features: positive DC dynamic braking on 
spooling motors for instant stops at high speeds without 
tape spillage or damage; standby control for disengaging 
idler from capstan while capstan motor is left running, 
ready for instant starting; separate head arrangement 
to permit monitoring while recording; digital tape 
counter; etc. Controls: Speed Selector (3% and 7'4 ips); 
Off-On; Run; Fast Forward; Reverse; Standby. Flutter: 
less than 0.25% at 7% ips speed. Size, 13¥%2x15%x7". 
Handsome Desert Beige and Sand Gold styling. Less 
record-playback preamp, below. Made in U.S. For 110- 
120 v., 60 cycle AC. Shpg. wt., 23 Ibs. 

35 DU 709. Only $5 Down. NET................- 134.50 


GUARANTEED FOR Offers maximum flexibility 
ONE FULL YEAR in recording and play- 
back; A-B tests, etc. 


CARRYING CASE FOR 
KN-4000 AND KN-4001 


Portable wood carrying 
case; easily accommodates 
both the Knight Tape 
Transport and Preamp, 
with room for storage of 
mikes, cable, etc. Cream 
and beige styling. Size, 20x 
16%x11%”. 20 Ibs. 

35 DX 783. NET....24.95 -— 


1 LS 


For Versatility in 


With built-in speakers, 
case, 2 dynamic mikes. 


Tape Recording ... 
Stereo or Monophonic 


Allied Always Features the Latest Tape Recording Equipment 


Passos Model CS-300 Sterecorder 


A deluxe-quality dual-speed recorder boast 

an impressive array of professional featw 

te 50 This versatile instrument will record and pl 
4 and 2-track tapes both stereophonically a 

monophonically. A marvelous unit for record 

stereo broadcasts, school dramas, live mus 

$10 down performances and any other events you 
wish to capture on high-fidelity tape. 

Sterecorder includes everything necessary to make top-qu 
recordings. Its many features include: built-in 6-watt stereo 
plifier and speakers; adjustable directors for best stereo reali 
pushbutton mode selection; automatic tape lift on fast forw 
and rewind; 2 VU meters; hysteresis synchronous drive mo 
mixing facilities on each channel for recording sound over so! 
instant stop lever for precise cueing and editing; digital foo 
counter; automatic shut-off; bass boost switch. Response: +2 
50-15,000 cps at 74% ips; +2 db, 50-10,000 cps at 3% ips Flut 
and Wow: under 0.15% at 71% ips. Separate mike and aux. in 
controls on each channel for mixing. Output (dual) : 8 and 600 oh: 
Built by one of Japan's leading manufacturers. With port: 
carrying case, 2 dynamic mikes. Size, 9x20x14”. For 110-120 
60 cycle AC. Shpg. wt., 42 Ibs. : 
90 RZ 700. Only $10 Down. NET......................899.§ = 
rl 


Model 262-SL Two-Speed Recorder 95° 


Similar to the deluxe unit above, this supers) 9" un 
quality recorder features the same tape tral “eegh 


$ 50 port unit as the CS-300. Records and plays = To 

track monophonic tapes; plays 2- and 4-trayj wit! 

stereo tapes. Fully self-contained, the 262- p (bel 

includes built-in monophonic preamp, record)” 5 14’ 

$5 down amplifier, monitor power amplifier and speak) ~ = !Ds. 

Also includes a playback preamp for the seca)! ®U 7 

channel. Has “‘sound-with-sound”’ feature for language and MU geeed-p) 

training. Response: +2 db, 50-15,000 cps at 7% ips. Flutter ee tu 7 
wow: under 0.15% at 7% ips; under 0.25% at 3% ips. Built by @ 


of Japan’s leading manufacturers. With case, earphone, mon# d-pl 
speaker, dynamic mike, leads for stereo playback. 7x14x11”. Seu 7 
110-120 v., 60 cycle AC. Shpg. wt., 21 Ibs. er 
96 RUPOSOniy $5 Desa. WM... i-sades xe. nc: 199. +: we 


Model 101 Transistorized Recorder - ac 


el 


NET Transistorized dual-track recorder for recoréay © ®5_! 

and playback of monophonic tapes. Incorpo Fol 

50 the same top-quality deck as Model CS-992 877 

above. Built-in power supply permits opera’ 2C-3 

direct from AC outlet—no batteries are requir on 

You'll find this low-cost unit useful for hunds - 71 

$5 down of applications; transistorized circuitry all ~ 
countless hours of trouble-free service. Flug@™*2¥U 

and wow: under 0.20% at 74 ips; under 0. 30% at 3% ips. Frequ a2C 

response and signal-to-noise ratio permit splendid high-fid at. ] 

performance. Reel capacity: 7”. Built by one of Japan's lead sere 

manufacturers. With case, speaker and dynamic mike. 644x13xu™—™ 1° 

For 110-120 v., 60 cycle AC. Shpg. wt., 20 Ibs. es dex 

90 RU 706. Only $5 Down. NET........................ 99 SE 2x7 
Pt 213. 

@eatting 


Concertone 505K Stereo Recorders Model 


Features 4 heads for 2-track stereo and me 
phonic erase-record-playback, plus 4-tm : 
$ 00 stereo playback. Separate record and playiy 
preamp sections permit ‘‘sound-on-soun” 
echo recordings, etc. Has 3-motor drive; 27 
meters; mixing-type mike and aux inputs §P Ode 


$10 down each channel; etc. Response, 40-15,000 7 
Speeds, 7% and 3% ips. 144%x1614x634". Meee an 


110-120 v., 60 cycle AC. From Japan. Wt., 36 Ibs. —_— out 
92 RU 788. Only $10 Down. NET...................... 9 50.Biee Play 
92 RU 782. Model 505K-4. As above, but has 4-track stereo _ ke 
monophonic erase-record-playback heads, plus 2-track stereo ‘6 
monophonic playback head. Only $10 Down. NET......... 556 @ cyc 
: W 83 

Model TR-100 Transicorder : 


Precision recorder offering transistorized 
cuitry, battery operation and featherlight 


$ 95 sign, in a book-size carrying case. Operat: 
334, 1% ips; built-in speaker provides am: 


tone. Dual-track head allows 1-hour r 4 
ings. VU meter shows battery condition. js ms 74 
$5 down standard 3” reels. With batteries (6 penl a 
cells and 9-y, battery), mike, reel of tape, 7 ™ 747 
phone, case. 654x614x2”. From Japan. 6 Ibs. = io 
90 RC 726. Only $5 Down. NET....................... . a oy 
90 R727. Model 110. 120 VAC Adapter. 2 Ibs. NET........ €% 83 
90 R728. Model 115. 12 VDC Adapter. 2 Ibs. NET........... = 4 an 


} a 
a 


orde 


order 


corder boast 
sional featur 
record and p 
ophonically 
nit for record 
.as, live mus 
events you 


watt stereo 4 al 
t stereo realis 


us drive mow 
und over so! 
; digital foo 


Series 85 Tape Transports 
Ssion, 2-motor units. 74, 3% ips. +3 
30-14,000 cps. 55 db S/N. Flutter and 
under 0.2%. Max. reel size, 7”. Play 
eagh any amplifier with tape head in- 
_ To record, and to play through ampli- 
without tape head inputs, a Viking pre- 
» (below) is required (2 for stereo). 12 Yex 
5 For 110-120 v., 60 cycle AC. 


corder 


ys 2- and 4+t 
ined, the 262 lc 
preamp, record sy". 
lifier and spe 

mp for the se 

guage and m 
, ips. Flutter 
, ips. Built by 
arphone, mo: 
sk. 7x14x11”. 


RU 716. 85 RMQ. 4-track stereo erase- 
d-play-monitor. NET......... 179.50 
RU 765. 85 RQ. 2-track mono erase- 
d-play; 4-track stereo play. NET 158.50 
@ RU 766. Model 85 ES. 2-track mono and 
eo erase-record-play. NET...... 152.00 
RU 864. Model 85 ESQ. As above, but 
@ for 4-track stereo play. NET...179.50 
2C Record-Play Preamp. Has bias oscil- 
w. electron-ray record level indicator. 


85 RO and 85 ES, above. 24%4x12 x 
" For 110-120 v., 60 cycle AC. 71% Ibs. 
8771. $5 Down. NET.......... 77.50 
2C-3 Recor“-Play Preamp. As above, with 
= head lead. For 85 ESQ, RMQ, above. 
R717. $5 Down. NET.......... 79.50 
DVU Record-Playback Preamp. Same as 
42C above, but has VU meter. 600-ohm 
mat. Matches either Viking dual-track 
stereo heads, or full-track erase-record 
. 19” rack mtg. panel. For 85, 95 
es decks. 74 Ibs. 


RX 770. $5 Down. NET....... 119.00 
HEP13. DIBIA Reel Retainers. For vertical 
Seeeting. 5 oz. NET PER PAIR........ 1,00 


cocdans fedel 5 Hi-Fi Tape Recorder 


NET Deluxe, portable re- 
k stereo and me corder for playing 2 and 
yack, gee 50 4-track stereo and 
scord and play monophonic tapes—and 
sound-on-sow for making 2 and 4-track 
motor drive; 2 monophonic tapes. Op- 


and aux inpu Odown erates at 17%, 3%, 7" 
ise, 40-15,000 ips with extremely low 
114x161%4x63%". and wow. Preamp has cathode fol- 
‘Ibs. © outputs for use with external ampli- 


Playback amplifiers have 3 watts out- 
per channel. Built-in 514x8” speaker. 
mike; less:second speaker, leather case 
©). 654x15x1154”. For 115-145, 200-245 
™ cycle AC. Shpg. wt., 35 Ibs. 
®U 836. $10 Down. NET..... 419.50 
5-3. As above, but has external plug- 
Qreamp, extra mike. 41 Ibs. 
WU 745.310 Down. NET....... 493.50 
4 Recorder. Similar to Model 5 
=). but for mono record-mono/stereo 
Less case. 654x15x1154”. 27 lbs. 
WU 746. $10 Down. NET....... 349.50 
W! 747 Model 4F. As Model 4, but has 
= foot pedal for remote control of 


4-track stereo 
2-track stereo 
55 


rder 


, transistorized 
and featherligh 


tery condition. 
atteries (6 pe 
ce, reel of tape. 


te esd 19 «sop and back-spacing. NET. .. 399.50 
MET restive PE 838. Model TC-54 Leather Case. For 
NET... 4 and 5 units. 6 Ibs. NET......24.50 


a. 
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Famous Recording Equipment by 


RP-62 


“Stereo Compact” Recorders 

Quality stereo recorders in one compact 
package. Consist of two Viking RA 72 re- 
cording preamps and a Series 85 tape deck. 
Features: ‘‘Flutter-filter’’ belt-drive; high 
and low-level inputs; digital counter; tape 
lifters; ‘‘sound-on-sound” recording. Re- 
quires preamp when used with amplifiers 
not having tape head input. +3 db, 30- 
12,000 cps. For wall or furniture mounting. 
14x14x9” deep; require 1234” square cutout, 
For 110-120 v., 60 cycle AC. 25 Ibs. 
90 RU 704. “Stereo Compact" ESQ. 2-track 
stereo or monophonic record; plays 2 or \4- 
CCHOKSWURE, Sees ee ee Oe 297.50 
90 RU 703. “Stereo Compact” RMQ. 4- 
track stereo erase-record-play-monitor. 


NETS, eS ora ne 297.50 
Series 95 Tape Transports 


Professional-quality, 3-motor decks for rack 
mounting. Accept any configuration of up 
to 4 Viking heads (configurations other than 
those below available on special order). +3 
db, 30-14,000 cps (with RP-62VU at left). 
55 db S/N. Wow, flutter under 0.1% at 
7% ips. Max. reel, 104”. Speeds: 712, 3% 
ips; 17%, 3% on special order. 121%4x19”, re- 
quire 7” behind, 2” in front of panel. Less 
preamps. For 110-120 v., 60 cycle AC. 56 lbs. 
92 RZ 767. Model 95R. 2-track mono- 
phonic erase-record-playback. NET 487.65 
92 RZ 768. Model 95 ES. 2-track mono and 
stereo erase-record-play. NET......513.25 
92 RZ 769. Model 95 ESQ. As above, but 
also 4-track stereo playback. NET..546.50 


New Model 6 Tape Deck 
NET Tandberg presents a 
brilliant new tape deck 
$49 p00 incorporating impor- 
tant improvements in 
tape recorded sound re- 
production. Offering 
$10 down maximum versatility, 
this hi-fi deck has three 
4-track heads—one each for erase, record 
and play of both stereo and monophonic 
tapes. 4 built-in preamps—2 for record- 
ing, 2 for playback. Two level indicators. 
Equipped for ‘‘sound-on-sound’’, echo ef- 
fects, direct monitor, remote control (below). 
Speeds: 17%, 33%4 and 74% ips. +2 db, 30- 
16,000 cps at 74% ips; +2 db, 40-11,000 
cps at 3% ips; +2 db, 50-5500 cps at 1% 
ips. Flutter, wow: under 0.1% at 7% ips. 
Inputs (pairs): Mike, High-Level, Low- 
Level. Cathode follower outputs. 6x16x12”. 
Less mikes. For 115-145, 200-245 v., 60 
cycle AC. 27 Ibs. 
90 RU 711. $10 Down. NET.....498.00 
90 RU 712. Model 6-1. Above, but has lug- 
gage-type case. 32 lbs. NET....... 521.00 
Model 22-FP Foot Pedal. For above. Permits 
remote start-stop, back-spacing. 3 Ibs. 
OOR-7IUG MET. -5 reece 558. OO 


Tape Recording Equipment |s Available on Allied’s Easy Payment Plan 


OF MINNEAPOLIS 


“Stereo Pro” Recorder 


NET 
344% * Portable—Rugged 


2-Track Model Case 


A professional-quality stereophonic tape re- 
corder featuring the famous Viking Series 
85 deck and two Viking RP-62C preamps 
for complete recording and playback facili- 
ties. An excellent choice where both porta- 
bility and professional performance are 
desired. 

This superb unit offers separate inputs for 
microphone and tuner or mixer-preamp, 
“‘sound-on-sound” recording facilities, erase- 
defeat switch, etc. 70-kc bias oscillator. Re- 
sponse, +3 db, 30-12,000 cps. S/N ratio, 
55-60 db. Distortion under 2%, NAB equal- 
ization, Features ‘‘hot-spot’’ peaking ad- 
justments for precise setting of recording 
bias and erase current. 

Easy-to-handle carrying case is of brown 
scuff-resistant plastic with heavily rein- 
forced corners. 20%x13%x10%". For 110- 
120 v., 60 cycle AC. Shpg. wt., 40 Ibs. 


90 RZ 708. Stereo Pro ES. 2-track mono and 
stereo erase-record-play. NET...... 344.50 
90 RZ 709. Stereo Pro ESQ. As above, but 
also 4-track stereo playback. NET. .374.50 


90 RZ710. Stereo Pro RMQ. 4-track stereo 
record-erase-play-monitor. NET... .374.50 


® Professional-Quality 
* Built-in Record-Play 
Preamplifiers 


et 


970 


Best Stereo Effect 
Model 970 Stereo Monitor Recorder 


NET * Built-In Amplifier /Speakers 


* Plays both 2 and 4-Track 
Stereo and Monophonic Tapes 

only $10 down 

Like a camera that gives you a fine finished picture moments after 
you snap the shutter, the Model 970 enables you to make a profes- 
sional-quality stereo recording and monitor the results right on the 
spot. Features built-in amplifier-speakers for monitoring recording 
—all in one portable case. You are assured full and proper control 
of the important variables—recording level, acoustic balance and 
microphone placement. Records 2-track stereo and monophonic 
tapes—plays 2-and 4-track stereo and monophonic tapes. Has wi 
eliptical speakers with adjustable panels for optimum separation. 
Perfect for stereo or monophonic ‘‘off-the-air"’ recording; ideal for 
away-from-home recording sessions—has output circuits and jacks 
for monitoring while recording through the use of optional stereo 
headsets. Additional versatility of unit permits ‘‘sound on sound’, 
recording, echo chamber effects, etc. Provides concert-quality play- 
back performance when used with a pair of Model 2010's, right. 


SPECIFICATIONS: Speed: 7% and 3% ips. Reel Size: 7” maximum. 
Frequency Response: 30 to 20,000 cps at 71% ips; 30 to 15,000 cps 
at 3% ips. Flutter and Wow: less than 0.2% rms at 7% ips. Re- 
cording Inputs: high impedance inputs (radio/TV/Phono/Aux- 
iliary). Approximately 0.15 volt rms for maximum normal re- 
cording level; high impedance microphone inputs. Playback Out- 
puts: approximately 0.75 volt rms from cathode follower when 
using tapes recorded to maximum normal recording level. Monttor 
Amplifier/Speakers: dual-channel two-stage amplifiers with integral 
power supply, utilizing negative feedback for low distortion, 
driving 7” speakers with peak output power in excess of 5 watts. 


Complete with handsome, two-tone gray, scuff-resistant portable 
case. Size (HWD), 9x2514x15”. Less microphones. For operation 
from 110-120 volts, 60 cycle AC. Shpg. wt., 46 Ibs. 

92 RZ 785. Only $10 Down. NET....... akon DIROO 


® Records 2-Track Stereophonic 
and Monophonic Tapes 


Model 601 Broadcast-Quality Stereo High-Fidelity Tape Recorder 


MODEL 620P HIGH-FIDELITY AMPLIFIER-SPEAKER 


A quality 10-watt amplifier and 8” speaker combination in one case. 
Two may be used with 601-2 (right). Matching case, 13x16x8”. For 
110-120 y., 60 cycle AC. Shpg. wt., 28 Ibs. 

95 RU 980. Only $5 Down. NET........0 00.22.0000 eee 189.50 
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Allied Always Features the Latest Tape Recording Equipment 


Highest Quality Tape Recording Equipment 


¢. 


NET w 
s4g5u 


Model 960 “Caprice” Stereo Hi-Fi Recorder 


Slo 
Both stereo recording and playback are featured in this outstandi 
dual-speed tape unit. Has 2-track record and erase heads and uni — 
versal playback head with a lever to select 2 or 4-track playback — 


Permits “sound on sound” recording—many unusual effects can be 
achieved. Ideal for taking stereo broadcasts ‘‘off-the-air'’—perfe 
for building a library of professional-quality tape recordings. Ac 
commodates up to 7” reels; operates at 7% and 3% ips. Response 
30-20,000 cps at 74% ips. With two-tone gray, scuff-resistant port 
able case. 9x1714x15”. Plays back through external power amplifie 
and speakers—will drive crystal-type headsets directly. Less play 
back amplifiers and speakers (see Model 2010, below); less mikes 
For 110-120 v., 60 cycle AC. Shpg. wt., 38 Ibs. 
91 RU 897. Only $10 Down. NET..................... 


MODEL 910 HIGH-FIDELITY RECORDER 


Stoc 
As above, but makes monophonic recordings only. Identical steret No. 
playback features. Less amplifier, speaker, mike. 38 Ibs. “TY 
91 RU 858. Only $10 Down. NET................0005- 399.50 a 


MODEL 2010 MATCHING AMPLIFIER-SPEAKER 


Quality 10-watt hi-fi amplifier and 8” speaker in case to mata 
Series 900 recorders. Two required for stereo. Inputs for Tape, TY 
Phono, Tuner. 9x1744x15. For operation from 110-120 y., 60 cyd 
AC. Shpg. wt., 35 Ibs. 

91 RU 859. Only $10 Down. NET..... 


COMPLETE STEREO HIGH-FIDELITY MUSIC SYSTEM 


Consists of Model 960 stereo recorder and two 2010 amplifie 
speaker units, above. Less mikes. Shpg. wt.,. 108 lbs. 
20 RZ 148-3. Only $10 Down. NET A 


Combine compact design for practical portability with Ampel 
manufacturing precision. Features include provision for low- 
pedance input and output, faster acceleration to playing sp 
illuminating record safety button and case of rugged Samsonite 
Separate record and playback amplifiers; direct-reading illuminate 
VU meter; simultaneous recording and playback. 


SPECIFICATIONS: Speed: 71% ips. Reel Size: 7” maximum. Respons 
30-15,000 cps; Signal-to-Noise Ratio: over 55 db for full-track; 50 4 

for half-track. Flutter and Wow: 0.17%. Starting Time: less t 

0.2 second. Fast Forward and Rewind: 90 seconds for full 7” red E 
Power Drain: 61 watts. Less mike. Size, 8x133%4x1644”. For 110-1 
volts, 60 cycle AC. Shpg. wt., 35 Ibs. 


95 RZ 978. Dval-Track. $10 Down. NET........ 
95 RZ 979. Full-Track. $10 Down. NET 
95 RZ 982. Dval-Track. For custom mounting. Size: 
Less case. Shpg. wt., 31 Ibs. $0 Down. NET............. 


95 RZ 983. Full-Track. For custom mounting. Size: 5x12Y4yx154". 
Less case. Shpg. wt., 31 Ibs. $10 Down. NET.............. 


MODEL 601-2 STEREOPHONIC RECORDER. As above, but with ster 
heads (in-line) dual preamps and meters. 8x13x2414”. With 
For 110-120 volts, 60 cycle AC. Shpg. wt., 54 Ibs. 


91 RZ 775. Only $10 Down. NET............ 00.0 0000- 
LOW-IMPEDANCE INPUT TRANSFORMER. Plug-in type for use 
Series ‘‘600"'. Shpg. wt., % Ib. 

95 R981. Only $2 Down. NET............. 


leflinFl2er#| 


or uniform sensitivity, full frequen 


very reel of Knight recording tape is manufactured to Navy specs W-T-0061 
response, tensile strength, oxide coat- 
mg, and resistance to effects of moisture. Furthermore, Knight tape con- 
forms to Allied’s high standards—your assurance of optimum performance. 


mm 5 _ 


KN-5O Plus-Play 


KN-30 Plus-Play 


1-Mil Acetate 


KNIGHT KN-50 PLUS-PLAY 
1-MIL “MYLAR” 


a LOW AS Allied’s finest quality re- 

cording tape—provides 
50% greater recording time 
than standard tapes—and 
has Mylar base for extreme 
strength and _break-resist- 
ance. Mylar is the most 
permanent medium yet de- 
ped for magnetic recording. Character- 
= meet the most critical professional re- 
ents and government specs. 


al effects can 


1e-air mee meetory-fresh and splice-free, each reel is 
‘ae A ed in cellophane and packaged in a 
4 Ips, Respon ed box suitable for filing. Your cost is 
f-resistant if below that of other high-quality tapes. 
BET ial w Mylar base of this outstanding tape 
Ehhe a8 th des exceptional reliability, even under 
ow); less mi werse conditions—virtually unaffected by 


1-Mil “Mylar” 


KNIGHT KN-30 PLUS-PLAY 
1-MIL ACETATE TAPE 


AS LOW AS One of the most popular re- 


cording tapes available to- 
day. Offers superior quality, 
greatly extended playing 
time (as much as six hours 
per reel) and genuine sav- 
ings. Much thinner than 
standard tape, ‘‘Plus-Play”’ 
tape is wound 1800 feet to a 7-inch reel, to 
provide 50% more footage than conven- 
tional recording tapes. 
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5-Lot Price 


The additional length supplied by ‘'Plus- 
Play"’ tape permits uninterrupted record- 
ings of entire concerts, conferences, broad- 
casts, or many other events, on a single tape. 
Knight ‘Plus-Play” tape offers maximum 
fidelity at minimum cost. Thinner base and 
special coating processes are employed. Uni- 


KNIGHT KN-15 STANDARD 
1%4-MIL ACETATE TAPE 


AS LOW AS Allied’s own top-quality 


acetate-base recording tape 
$ —unusually low in cost, and 
; carefully manufactured to 
fulfill the most critical re- 
cording requirements. De- 
5-Lot Price _ livers outstanding results in 
professional as well as home 
recording applications. Rigid manufactur- 
ing controls protect the high quality of 
Knight standard-play tape. 


Its pure, red-oxide surface is precision-ap- 
plied to assure excellent high-fidelity re- 
sponse, noise-free reproduction, uniform 
output, as well as minimum abrasive action. 
You can be sure of the exceptional quality 
of this value-packed recording tape—its 
performance is comparable with that of any 


emes in heat, cold and humidity. Mylar 
sees 495.0 Knight ‘‘Plus-Play’’ superior to ordi- 
= ery recording tape. 

| 


formly coated with red oxide on cellulose 
acetate—delivers excellent response. Sup- 
plied on transparent molded plastic reels. 


other brand of tape, regardless of price. 
Guaranteed splice-free for dependable serv- 
ice. Supplied on clear plastic reels. 


‘ Sock | Foot- | Reel | Wt., | 1-4, | 5-Up, Stock | Foot- Wt., | 1-4, | 5-Up, Stock | Foot- | Reel | Wt., | 1-4, | 5-Up, 
Identical ster _No. age | Size | Lbs. |EACH/EACH No. age _lbs. |EACH/EACH __No. age | Size | Lbs. JEACH/EACH 
Bribe 399 2855} 900’| 5S” % | 1.92) 1.73 90 R853} 900’ % | 1.55) 1.39 90 FR 851/ 600’ | 5S” Y | 1.32] 1.19 
oe : R 856| 1800’ id 1% | 3.331 2.99 90 R 854| 1800’ 1% | 2.77| 2.49 90 R 852| 1200’ Lie” 1 1.88] 1.69 
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1 case to mate 
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General Information On 
9-TRACK and 4-TRACK 


Stereo Tape Recording 


C SYSTEM 
, 2010 ampli 


lbs. 
De Cee 


Only the required two 
“ecreo tracks are heard 

and 3); tracks num- 
sered 2 and 4 are silent. 
Tape is turned over and 
“ereo tracks 2 and 4 
«ee now played; 1 and 3 
ere silent. 
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= your tape recorder is equipped wit 
stayback heads, you can r 


? heads cannot p! > 
een can playback 2-track tape recordings. 


Pea ge PE PLAYING TIMES 
= ial HALF-TRACK QUARTER-TRACK 
ae 595. Hep E Ake 
ize: 5x12Y4x15) aes sures Total Time 4 niece : 
<s 545 Real | remth]| Total Time Both Tracks, |SPEED (INCHES PER SEC. 
vee eeees . tin) PEED (INCHES PER SEC.) 


(Feet) 
| 1% | 3% | TA 


Saeed: 150 |} %br. | ’br. 7A min 
ee 2 ee “9 —— i 300 | lhr. | 4% hr. % a aot be. 
ve, but with st seis or} 5 | 600) 2hrs. | hr. | % be | gms. | Le 
2445". With rs | 7 | 1200} anes. | 2 hrs. | Ihr | Aten Et 
; = Pla! 5 900 | Shrs. M4 hrs. | % hr. aoe ae 
‘ 995 eee | 7 | 1800) Ghrs. | 3hrs. m a ates. |S 
ies ; E 1200 | 4hrs. | 2hrs. rs. | AS 
type for use Sari) 5 | 200 | ahrs.  Shrs. 2 hrs. Bhrs. | Ahres. 


Allied Is Headquarters for Recording Equipment and Accessories 


Write for prices on Knight recording tape in larger quantities 


Special Tape & Case Combination Offers 


5 REELS 114-MiL ACETATE WITH 5-REEL CASE. Allied’s super-value 
combination offer. Buy five 7” reels of Knight KN-15 standard-play 
acetate recording tape (6000 ft.), and receive—at reduced cost— 
the handy fiberboard carrying case illustrated above. Each reel of 
tape is individually boxed inside the tape case, Wt., 6 Ibs. 

GO R865 ONLY 5 eet ok dads Sy 9.40 


5 REELS 1-MIL ACETATE WITH 5-REEL CASE. Money-saving price on 
9000 ft. of superior quality Knight KN-30 1-mil acetate ‘‘Plus- 
Play” recording tape. You save on the five 7” reels (1800 ft. per 
reel)—and you save on the case. Guaranteed fresh and splice-free 
tape—case can also be used for storage. Wt., 6 lbs. 

JOM CAG. CHOY yen, Hk. RST ae eae 13.40 


5 REELS 1-MIL “MYLAR” WITH 5-REEL CASE. Double savings with this 
offer! Save on five 7” reels of Knight KN-50 1-mil Mylar tape (1800 
ft. per reel)—and save on the tape carrying case. Allied’s finest 
quality tape—provides 50% greater recording time than standard 
tapes. Extremely strong and break-resistant too! 6 Ibs. 


90: R867, OMY oh ce, kh os he ee 15.90 


10 REELS 1-MIL ACETATE—FREE 10-REEL CASE. Save on ten 7” reels 
of Knight KN-30 “Plus-Play’’ 1-mil acetate tape—and get the free 
bonus of a smartly styled, durable, leatherette-covered wood carry- 
ing case. You get 18,000 feet of superior-quality tape (as much as 
6 hours playing time per reel). Shpg. wt., 14 Ibs. 

90 R 868. $2 Down. ONLY 


oo 


aerial 


S 
Standard 1-Mil “Mylar” 


“AUDIOTAPE” RECORDING TAPE 


STANDARD TAPE—134-MIL ACETATE. Plastic reels except *NARTB 
aluminum (3” center opening). Av. shpg. wt., 8 02. 


Stock No. Type Footage | Reel Liss EACH |Lot Price 


96 R562 151 150’ 3” $0.70 46 41T 
96 R561| 351 300’ 4" 1.35 88 | .79t 
96 R560; 651 600’ 5« 228 LaF b §.32t 
96 R356) 1251 1200’ re 3.50 | 2.29 | 2.06t 
96 R357| 2551R* | 2500’ 10%” | 10.90 | 7.12 | 6.41t 


+NET EACH, 10 or more. { NET EACH, 5 or more. 


“LONGER-RECORDING” TAPE—1-MIL ACETATE. 50% more recording 
time. Plastic reels except *NARTB alum. (3” ctr. opening). 8 oz. 


Stock No. Type Footage Reel | List EACH |Lot Price 
92 R935) 941 900’ 5€ $3.50 | 2.29 | 2.06¢ 
92 R936) 1841 1800’ Te 5.50 | 3.60 | 3.23t 
92 R937| 3641R* 3600’ 10144” | 12.85 | 8.40 | 7.56t 


NET EACH, 10 or more. {NET EACH, 5 or more. 


“LONGER RECORDING" TAPE—1-MIL “MYLAR.” 50% more recording 
time. ‘Mylar’ base. On plastic reels except *NARTB aluminum reel 
(3” center opening). §Plastic reel in self-mailer carton. Wt., 12 oz. 


“SCOTCH” RECORDING TAPE 


NEW TYPE 311 “TENZAR" TAPE. Extra-tough tape for severest heavy 
duty use requiring continuous play and constant handling. Tear am 
stretch-resistant; non-drying. Includes “‘end-of-reel”’ clip. Wt., 10 


| Foot- 1-11, | 12-Use 
Stock No. Type age Reel List EACH | EACH 
90 R956} 311-6 600" | 5” | $2.40 | 1.60 | 1.48 
90 R957| 311-12 1200 | _7” 3.75 | 2.50 | 2.25 


TYPE 111 STANDARD TAPE—144-MIL ACETATE. General-purpose ac 
tate base recording tape of high quality. Supplied on high-streng® 
molded plastic reel, except *aluminum NAB reel (3-inch cent 
opening). Av. shpg. wt., per reel, 8 oz. 


92 R99I| 111-1.5 150’ | 3” $ .70 46 4! 
92 R992) 111-3 300’ 4” 1.35 -88 79 
92 R993) 111-6 600/ a, 2.25 | 1.47 
92 R994; 111-12 1200’ rgd 3.50 | 2.29 
92 R995) 111-24R* 2400’ | 10%” | 10.90 | 7.13 


TYPE 190 EXTRA-PLAY TAPE—1I-MIL ACETATE. Thin acetate base p 
vides 50% more playing time on standard size reels. *NAB alum 
num reel (3” center opening). Av. shpg. wt., 12 oz. 


Stock No.| Type Footage Reel List EACH |Lot Price 
96 R838) 261§ 225’ at $1.00 66 | .59t 
96 R955, 961 900’ s* 3.60 | 2.35 | 2.12T 
96 R956| 1861 1800’ iy 6.20 | 4.05 | 3.657 
96 R958) 3661R* 3600’ 10%” | 14.40 | 9.41 | 8.474 


NET EACH, 10 or more. {NET EACH, 5 or more. 


92 R 996|190-9-100G 900’ | 5” $3.50 | 2.29 | 2.06 entz 
92 R 997/190-18-100G 1800’ | 7” 5.50 | 3.60 | 3.23 2 bi 
92 R 998/190-36R-100G* | 3600’ | 1014” 12.85 | 8.40 | 7.56 made 


TYPE 150 EXTRA-PLAY TAPE—I-MIL MYLAR. Extra-strong “Mylar 
plastic base tape. Plastic reels except *NAB aluminum 10/4” r 
(3” center opening). Av. shpg. wt., 12 oz. 


COLORED BASE TAPE—114-MIL ACETATE. Same high quality as acetate 92 R900) 150-9 REG Oe EC 
base (above). Plastic reels. Av. shpg. wt., 8 oz. : 92 R901| 150-18 | 1800’ rhe 6.20 | 4.04 3 
No. car No. Blue [Footaae| ReellEACH|10-Up, EA. 92 R903] 150-36R* 3600’ | 10%” | 14.40 | 9.41 | 8. 
96 R736| 651G|96 R738| 651B| 600’ | 5” | 1.47) 1.32 Y H- APE—_116. ETATE. 8 higt 
96 R737|1251GI96 R739| 1251B | 1200’ | 7” | 2.29| 2.06 _ pai aay eae tae oer to 12.db hig 


LOW-PRINT TAPE. Minimizes print-through of signal while tape is in 
storage. *11%-mil acetate. t1%4-mil ‘“Mylar."’ Av. shpg. wt., 12 oz. 


Stock Mfr's | Foot- | Reel | ii, 1-4, 5-9, |10-UP, 
No. Type age | Size 3 EACH | EACH | EACH 
92 R931| 1251-M* | 1200’| 7” | $4.30} 2.80 | 2.80 | 2.53 
92 R930) 2551R-M*| 2500’ | 1034” | 12.50 | 8.16 | 7.35 | 7.35 
92 R932| 1271M+t | 1200’ | 7 5.10 | 3.33 | 3.33 | 3.00 
92 R 933| 2571R-Mt+| 2500’ 1036" | 13.50 | 8.82 | 8.82 | 7.94 


TEMPERED “MYLAR” TAPE. Has twice the strength of conventional 
44-mil tape. Plastic reel. Av. shpg. wt., 8 02. 


Stock No. Type | Reel__|_ Length List _|1-9, EA.|10-Up,EA. 
92 R959) 1231T iS? 1200’ $5.45 | 3.56 | 3.20 
92 R960) 2431T 7” __|_2400’ 9.50 | 6.20 | 5.59 | 


TAPE RECORDER REELS. 1014”. With box. *3” center. Wt., 8 07. 
Stock No.| Type Description List |1-4, EA.| 5-Up, EA. 


96 R358) 10ORB |NARTB aluminum* 
96 R997! 10FS |Fiberglass, EIA 


adapterless 54” center 


“MYLAR” SELF-TIMING LEADER TAPE. 100 ft. of white “Mylar” leader 
tape. Has spaced markings for timing. Shpg. wt., 5 oz. 
OB. Bint SS. WOT iio. o. ope eek haha ns cane eels oe 37c¢ 


$4.00 2.62) 239 


ee 
ar as 


Standard 
1%-Mil 


COMBINATION OFFERS—REELS OF TAPE IN CHESTS. Get the tape of 
your choice, plus a convenient case to store it in. Tape chest holds 
five reels. Size, 8x734x7'2”. 


_ REEVES SOUNDCRAFT RECORDING TAPE 


92 ROP. 12-UP, EACH...... 3.24 1-11, NET EACH....... 


LOW-PRINT TAPE—1 14-MiL ACETATE. Minimizes print-through duri 
storage. Shpg. wt., 12 oz. 


Stock No.| Type | Footage | Reel | list | I-11, EA. | 12-Up, 
92 R 917|131-12 | 1200’ | 7” |$ 4.40! 2.88 2.59 
92 R 918/131-24R | 2400’ |10%"| 12.40| 8.10 7.29 


TYPE 200 TENSILIZED TAPE. Super-strength, long-play tape. Polyes 
%-mil base. Av. shpg. wt., 12 oz. 


92 R 471|200-3 | 300° | 3” | 1.60) 1.05 | 94 
92 R 934/200-24 | 2400’ | 7” 9.50! 6.20 | 5.58 


EMPTY PLASTIC REELS. With index box. Av. shpg. wt., 4 oz. 


Stock No. Reel Size List 1-11, EACH |12-Up, EAC 

96 R237| 3” 25¢ i7¢ | 15¢ 

96.R349| 4” 55¢ 37¢ 33¢ 

96 R236 4 65c 44e | 398 

96 R194 7. |) Fe - | wsae: 1 ase fA 
ONE-REEL MAILING BOXES, Shpg. wt., 3 oz. 

96 R324) 5” 15¢ l0e 9¢ 

96 R323 ce 20c I3¢ 12¢ 

96 R322 | 101%" 30c 20¢ 18¢ 


“LIFETIME” TAPE—1 14-MiL “MYLAR.” Micropolished. On plastic res 
Av. shpg. wt., 8 02. 


Stock No. | Mfr's Type | Footage | Reel Size | 1-9, EA. |10-Up, 
96 R968 | L-6 600’ te 1.73 F 
96 R969 | L-12 1200’ ih 2.77 2.56 
STANDARD TAPE—114-MIL ACETATE. Micropolished. Acetate b 
On plastic reels. Av. shpg. wt., 8 oz. 
90 R959) SI 150’ a Al : 
90 R960 | S-3 300’ SO Wer hee ach ; 
90 R961 S-6 600’ Ki 1.37 1.2 
90 R962 | S-12 1200 7” 2:29 2.0 
“PLUS-50" TAPE—I-MIL “MYLAR.” 50% more footage. Av. wt., § 
92 R952 PL-2 2258" “| nf 62 « 
96 R972 PL-9 900’ ee 3: 2.22 2.0 
96 R973! PL-18 1800’ a 3.79: 3.4 


Stock No.| Type | Tape Reels |Lbs.| List [NET EACH 
90 R963) SC-7_ (‘Red Diamond”|5—1200’ 8 $17.50 11.45 
96 R953) LC-7 “Lifetime” —1200’' 8 21.25; 13.87 
96 R952, PLC-7 “Plus-50”  |S—1800’ 9 | 29.00 18.96 
96 R959) 7STC Tape Chest Only 14 | 1.50 -98 
120 


XP-24 “PLUS 100” TAPE—14-MIL “MYLAR". Extra-long play mie 
polished tape. Requires careful handling. 2400’. 7” plastic reel. 


14 oz. 
95R917, 10-Up, EACH 3.82 NET EACH................4 


Allied Has Everything for the Tape Recording Fan 


-2 JOCKEY CLOTH FOR TAPES. Cleans, 
Gricates and protects tape by depositing 
® a thin film of silicone. Just apply cloth 
ie running tape through player or re- 
der. Reduces squeal, chatter, and head 
tape wear. Cloth is washable—may be 
wsed. Shpg. wt., 3 oz. 

D ROBB. List, $1.00. NET.......... 73¢ 


22 TAPE CLIPS. Handy clips to keep tape 
“ unwinding. In plastic box. Shpg. wt., 
pkg., 3 oz. 12 per pkg. 

DRIBI. List, 40c. PER PKG........ 29¢ 


D4 TAPE EDITING AND SPLICING BOOKLET. 
N. M. Haynes. Witten for the profes- 
and the amateur tape recordist. High- 
aformative, this authoritative booklet 
you get more use and enjoyment from 
= tape recorder. Contains a variety of 
on spliceless editing; dubbing; erasure 
dicks, ticks or “pop”; erase-fading; etc. 
ated. Size, 6x9”. 24 pages. 
5 8 847. Postpaid in U.S.A..........25¢ 


JR TAPE SPLICER. Compact tape splicer 
ed for rapid tape editing and repair- 
Employs replaceable cutter cartridge 
two ae positions—miter cut 
trimming cut. First position cuts tape 
. “NAB alu ly, second position presses splicing 
over diagonal cut and trims concave 
tation on either side of splice to pre- 
« binding. Uses 4” splicing tape. With 
Wades. 2x3”. Shpg. wt., 7 oz. 

R 983. List, $6.50. NET........ 4.78 


X TAPE SPLICER. As above, with at- 
splicing tape dispenser, toggle-action 
down fingers, dust cover and splicing 
» 2%4x534". Wt., 12 02. 


R984. List, $11.50. NET....... 8.46 


trong “Myla 
num 104” r 


1-tued Jape Recording Accessories 


TT-1 TAPE THREADER. No more awkward 
fumbling—place your tape against the reel, 
slip on threader, turn crank a few times, and 
tape is securely threaded on the reel. For 
reels to 7”. Shpg. wt., 2 oz. 

96 R713. List, $1.00, NET.......... 73¢ 


SL-30 REEL LABELS. Contains 30 adhesive 
labels that can be written or typed on, prior 
to removal from sheet. Shpg. wt., 2 oz. 

90 R929. List, 25c. NET............- I2c 


HC-2 TAPE HEAD CLEANER. A fast, highly ef- 
ficient solvent for cleaning recording heads. 
Easily removes dirt, grime, and accumulat- 
ed oxides from heads—reduces annoying 
distortion. Bottle cap has attached brush 
applicator for added convenience. A valu- 
able ‘‘must’’ for every stereo and mono- 
phonic tape enthusiast. Complete with in- 
structions. Bottle contains 2 fluid ounces 
Shpg. wt., 4 oz. 

90 R921. List, $1.00. NET.......... 73¢ 


PROFESSIONAL SPLICES WITH THIS TOP-QUALITY TAPE SLICING EQUIPMENT 


TS4A-STD TAPE SPLICER. Same as Model 
TS4A-DLX described at left, but less splic- 
ing tape and dispenser. Includes dust cover 
and 3 cutting blades. Shpg. wt., 8 oz. 

92 R OBS. List, $8.50. NET......... 6.25 


SP-4 “SEMI-PRO" TAPE SPLICER. Small, low- 
cost, hand-held tape splicer—makes diago- 
nal and concave trim cuts described at left 
under TS4A-JR. Consists of tape alignment 
guide and cutting surface, cutting unit, and 
blade cover. Shpg. wt., 2 oz. 

92 R986. List, $3.50. NET.........2,57 


ST-500 SPLICING TAPE. Roll of quality splic- 
ing tape. Y%” wide; 100” length. 2 oz. 
95 R713. List, SOc. NET........... 36c 


Y ROBINS TAPE ACCESSORIES KITS. Contain everything you need for better care of your 
and tape heads, and easier tape splicing and editing. < 

TK-2 KIT. Includes: HC-2 recording head cleaner and JCT-2 chemically treated 
: key” cloth for cleaning and lubricating tapes. Shpg. wt., 8 oz. 

through du R925. List, $2.00. NET........ Sse 

. TK-4H KIT. Includes: H4 tape splicer, JCT-2 ‘jockey’ cloth, ST-500 splicing tape. 
-12 tape clips, and TE-24 tape booklet. Shpg. wt., 1 Ib. 

O28: List; $3.50; NEW: -. 0 pict sae 2.10 
TK-4JR KIT, Includes: TS4A-JR tape splicer, HC-2 recording head cleaner, ST-500 


— Scing tape, TT-1 tape threader, JCT-2 “jockey” cloth, TC-12 tape clips, SI.-30 adhesive 


labels, and TE-24 tape booklet. Shpg. wt., 1% Ibs. 


BOBINS MODEL HD-6 TAPE HEAD DEMAGNETIZER. Compact and 
eesy to use. Just place flat surface of demagnetizer pole piece on 
«of head and slowly remove. Neutralizes any residual magnetism. 
"tong; 14%” diameter. For 110 v., 60 cycle AC. 1 Ib. 

BUNUN I tel, $10.00. NEV 20.0.5 12 ooc.s swans ss aes 7.33 
WEW ROBINS MODEL ME-99 BULK TAPE ERASER. Highly efficient 
end easy to use. Erases an entire reel of tape at one time; accepts 
size reel up to 10”. Reduces background noise levels of tapes 
3 to 6 db below normal erase head levels. Can demagnetize 
ap to %” wide. Size, 5%4x6%4x3%4”. For 110-120 v., 50-60 
ow AC. Shpg. wt., 8Y% Ibs. 
#922. List, $33.00. Only $2 Down. NET............ 24.25 
EW ROBINS MODEL VU-100 414” VU METER. Make better record- 
ees with this precision unit. Helps prevent overload distortion. 
ster scale calibrated 0-100 in modulation percentage and —20to 
vU. Has dual-impedance input. Sensitivity, 200 wa; shunts for 
= 12-y. ‘‘zero’’ VU operation. Mounts in 234” dia. hole; depth 
2 panel is 14%4”. Shpg. wt., 1 Ib. 
MNO AL igt, $24.05: NET oo: « ) 45.0845 pcneeees seach 15.95 


NE nah EOS. BONU 5 05-22, Coe.5.xin 0 Psat Sikiple's wie oS ise aids re 


TK-4STD-KIT. As above, but TS4A-STD splicer in place of TS4A-JR. 1% lbs. 
SN Bil OIE DOME < orArte cr one en oes age pelole Sales ae 


SP-4 Splicer Tape 


{0} “SCOTCH” TYPE 41-145 SPLICING TAPE. Coated one side with non- 

run adhesive. 150”. 14” wide, on handy dispenser. Wt., 3 02. 

96: R232. NEV Pisco hte ee took 5 nea oo 34c 
5-REEL TAPE CARRYING CASE. Holds five 7” reels of tape. Fiber- 
board; plastic handle. 734x754x3¥%". Wt., 1 Ib. 

FO RAT 2 WEG ia, REN or os ag FO ED L49 

(F) 10-REEL TAPE CARRYING CASE. Stores ten 7” reels. Constructed 
of wood with brown and white simulated-leather covering. 

Plastic handle. 814x8x8%”. Shpg. wt., 3Y% Ibs. 

GEER SOG INE, oho Des Sih ee IO 5.95 

{e] AUDIO COLORED PLASTIC REELS. Attractive colored plastic reels 
(less tape) available in popular colors. Choice of 5” and 7” sizes. 

Supplied in boxes. Av. shpg. wt., 4 oz. 

Stock No. P 

Yellow | Green Biue | List 


96 R 742/96 R 744/96 R746) 60¢ 
96R 743'96R745'96R 747 75¢ 


NET EACH 
1-9 | 10-Up 


39¢ | 35¢ 
49¢ | 44¢ 


Clear 


96R748 
96R749 


96R740 
96R 741 


Reel 
Size 
Fl 


id 
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Model SW-80 


SW-80 RECORD/PLAY SWITCH. Extremely.convenient control center for use with any stereo 
R/P head and RA-100 recording amplifier listed below. Provides instant control of stereo and 
monophonic record and playback operations on either 2 or 4 tracks. Selects either tracks 
one and three or tracks two and four—no need to disconnect cables from equipment of system. 
Handy for track selection of more than two tracks when employing multiple track, sound-on- 
sound recording techniques; ideally suited for recording special effects quickly and easily. Five 
pushbutton controls: Record, Upper, Add, Lower and Play. Record and play interlock to pre- 
vent accidental erasure. Input signals may be monitored without recording. Allows mixing both 
outputs for stereo-monophonic comparison. 254x54%x474”. Shpg. wt., 2 Ibs. 

90 R 900. Only $2 Down. NET............ 


MODEL PL-100 PLAYBACK AMPLIFIER. Quality playback amplifier designed to match any high- 
impedance magnetic tape head. The basic unit you will need for playing stereo tapes is one of 
the stereo tape heads listed below. PL-100 units can be used in pairs with a stereo head or with 
any stereo phono cartridge. Outputs for connection to a speaker, or to the high-level input of a 
basic amplifier. No soldering required—a screwdriver is all you need. Low-level Inputs: tape 
head, magnetic phono cartridge. High-level Input: tuner or ceramic cartridge. Oulputs: 4, 8, 
16 ohms; 1v. cathode followers. Equalization: continuously variable, with NAB and RIAA. 


RA-100 RECORDING AMPLIFIER. Universal amplifier—can be adjusted for use with any tape head. 
To record stereo tapes, you will need one of the stereo tape heads listed below and two RA-100 
units. The same head can be employed for both stereo record and playback by disconnecting 
it from the RA-100’s and plugging it into the playback amplifying system. Supplies audio 
power, bias voltage and erase head power. Has full NAB equalization, VU meter and moni- 
tor jack. No soldering required. Low-level Input: mike, tape head or magnetic phono cartridge 
High-level Input: tuner or ceramic cartridge. Outputs: audio and 65 kc bias to recording head 
(currents adjustable), high (10K to 20K) or low (20 to 30 ohms) impedance to erase head. —55 
db signal-to-noise, 254x534x8”. For 110-120 v., 60-cycle AC. Shpg. wt., 6 Ibs. 


92 R 981. $5 Down. NET..... 


Erase Base 


a 


TR21-CJ TRIS 


“Long-life” 


SELECTED TAPE CARE ACCESSORIES 


CONVERSION KITS 


MODEL WR-35. 4-track stereo conve 
kit for all Revere and Wollensa 
track stereo tape recorders. Kit in’ 
4-track replacement head and 
Shifter which permits playing ¢ 
track tapes also. Does not affect a! 
of recorder to record/play monop 
ically. Shpg. wt., 12 oz. 

90 RC 938. $2 Down. NET...25 


MODEL WR-40. 4-track stereo conve: 
kit for all Revere and Wollensak m 
phonic recorders. Includes 4-track © 
head, monophonic erase head, 
Shifter and all cables, Wt., 12 02. 


90 RC 937. $2 Down. NET...3 


MODEL V-6. Convenient conversio 
for use with all V-M 2-track tape 
corders. Adapts recorders for both 2 
4-track stereo playback and m 
phonic record. Shpg. wt.. 6 oz. 

90 RC 939. $2 Down. NET...25 


MODEL W-6. Stereo conversion kit f Seek 
Webcor Series 2000 (except 2020), 
and 2900 tape recorders. Convert 
stereo playback; retains monoph 
record and play. Has convenient 5 
Shifter for playback of 2 and 4-8 
stereo tapes. Shpg. wt., 12 oz. 

90 RC 940. $2 Down. NET...25. 


Pi SOFeIe: 


2 AND 4TRACK STEREO AND MONOPHONIC TAPE HEADS 


Professional-ty pe tape recorder heads for general replacement or modernization app 
tions. Feature laminated core design for superior response and sensitivity characterii 
lapped for maximum uniformity. All heads listed below are high impedance for ge 
applications. Response of stereo heads: 30-15,000 cps, 50 db cross-talk rejection; monop 
ic heads: 30-13,000 cps, All erase heads have double gap giving 60 db erasure. Availab 
choice of base mount, side mount or rear mount—in either 2 or 4 track units. Complete 
instructions. Av. shpg. wt., 6 oz. 


Base Mount Side Mount Rear Mount Mfr's Description 
Stock No. Stock No. Stock No. Type of Head 

90 RC93) 90 RC 932 | 90 RC 933 TLB-2 4-Track stereo r/p 
90 RC 904 | 90 RC 905 | 90 RC 906 SE-50-1 4-Track stereo erase 
90 RC 934 | 90 AC 935 | 90 AC 936 TLA-3 2-Track stereo r/p 
90 RC9IO | 90 RC9I! | 90 RC9I2 SE-100-2 2-Track stereo erase 
90 R 913 90 R 914 | 90 R 915 SLS-1 2-Track mono r/p 
90 R 916 | 90 R 917 | 9OR 918 ME-100-2 2-Track mono erase 


SHURE Exact-Replacement Tape Recorder Heads 


Quality tape recorder heads for modernization or replacement use. If in doubt as to 
correct unit to select, send the make, model and serial number of your recorder to Allied 
the proper replacement data. 815, 815H and TRSB are upper track record, playback e 
type; others, 0.093” upper-track record, playback type. *Has Cinch plug and 14” Is 


Stock No. Type Coil Imp. Replaces Older Type Oz. List 

65 FR 366 815 Low TRS, TRSD, TRS5SH 4 $15.00 & 
65 R584 815H High TRSC, TRS5K 4 15.00 8 
92 R 982 TR21C-J High TRI6A, 817 6 | 14.00 8 
65 FA 586 TRSB* Low TRSB 10 17.00 9. 
65 "413 TRI6 1 ae eee 6 | 9.00 | 5 


“LONG LIFE” TAPE CLEANER KIT. Consists of one bottle each of tape head cleaner, tape 
lubricant and tape conditioner. Tape conditioner fluid with tower applicator condi 
the tape automatically as you play it on the machine. Capillary wick applicators dis; 
cleaner, lubricant or conditioner uniformly. In plastic bottles. Shpg. wt., 1 Ib. 


eT Cons 5 ne Se EAA» ae aa tne Se i Oe a ES 3 
“KLEEN-TAPE.” Allows fast, efficient cleaning of tape recorder heads without removing 2: 
cover. Consists of a tough tape, impregnated with special formula cleaner. Just put ree a 
recorder, thread, and let tape run through. 5” reel. Shpg. wt., 4 oz. 4! 
PWR BAGS ist 1$2195; MET; Je stie Pin tO oe Ke an ee Me So thee L 4; 
COUSINO MODEL U-310C TAPE VENDOR. Plays tape-recorded music or messages contin ry 
Fits all 334-ips recorders—plays up to 12 minutes as supplied; 24 minutes with Mo 3 
loop. Reel moves in clockwise rotation. Complete with tape. Shpg. wt.. 1% Ibs. 33 
DING RAGS TERS cea ans odes pEO SE etideoat GMa tae ohne Oe 9. — 
91 R 849. MODEL U-310CC. As above, but counter-clockwise rotation, NET........ = 
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N KITS 
stereo conver 
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s playing © 
not affect ab 
‘play monop 


 er...25 


stereo cony 
Wollensak 
des 4-track 
‘ase head, & 
Vt., 12 02. 
 NET...32 


nt conversion 
2-track tape 


KUT M-12S OVERHEAD RECORDING LATHE. Used in Model 
Interchangeable with M-12. Less head. 20 Ibs. 

BU 745. Only $5 Down. NET..........6.0 cece cee eee 150.00 
KUT a CUTTING HEAD. For M-i2S lathe, above. 8 ohms. 
wt., 1 Ib. 

RC 434, Only $5 Down. NET.......... 06.0005 000 0s 115.00 
O-KUT M-12S-210 MICROGROOVE LEADSCREW. For Model 
"2S, above. 210 lines per inch. Shpg. wt., 1 Ib. 

SS. Onis $2 Down Nelo. 3'5. 5:4 tae carton oie b> 44.95 
©-KUT M-125-240 MICROGROOVE LEADSCREW. As above, except 
mes per inch. Shpg. wt., 1 Ib. 

274A. Only $2 Down. NET...........-. 2.2222 000- 44.95 
KUT TR-43H 12” RECORDING TURNTABLE. 331% and 78 rpm. 
num. Tapped for M-12S lathe. Hysteresis-synchronous motor. 
& 45 rpm idler; less cutting head. 21 Ibs. 

42749. Only $5 Down. NET......0.000..2 eee eee ee 149.95 
iC TYPE X-26 CRYSTAL CUTTING HEAD. High impedance; re- 


ene to 6 kc. Flange for Wilcox-Gay, Knight, G. I. units. Con- 

vt., 6 02 “= to output tube plate or 60,000 ohm transformer sec. Requires 
ner...25 ex. 150 v. (rms) drive. 134x54@x34". 24” leads. 1 Ib. 

ere ERE ETS ad RRS deel or or ee oe 7.53 


nversion kit f 
xcept 2020), 
ders. Conver 
ains monop 
convenient = 
of 2 and 4 
t., 12 oz. 


1. NET. ..29 
EADS 


rnization ap) 
ty characteris 
dance for ge 
ction; mono 
re. Availab 
. Complete 


MC TYPE M41-8 MAGNETIC CUTTING HEAD. 8 ohms; connects di- 
to amplifier. 7 kc response. Requires 3 v. (rms). 1 Ib. 
@C 128. NET.... 


AUDIODISC PROFESSIONAL 
RECORDING BLANKS 


h-coated on both sides of alumi- 
base. Red Label discs exceed the 
exacting needs for highest quality 
sessional recordings. Yellow Label 
mare excellent for all types of general 
gese work in studios and schools; 

Label for home recording. Have 

high-quality lacquer as profession- 
ees, but on thinner aluminum base. 
center hole for 45-rpm records. 


eck ; ~ Istd.|___NET EACH 
-_ | Pkg. | -| Single Lots|Std. Pkg. 
085 | 7”*| Red 91 82 
269 | 8” | Red 71 65 
reo erase 970 10” Red 1.01 91 
no r/p a7! | 12” | Red 1.67 1.50 
no erase ™ 072) 16” | Red E 3.01 | 2.70 
o89 d .61 55 
3 : 81 .72 
leads 291 , 1:30 | 1.18 
n op < m= 092) 16” | Yellow 2.42 2.18 
corder to J ” | 
065 | 6%”) Blue +32 “28 
rd, playback moss | 8 | Blue ‘46 | cat 
Ls = 267 | 10” | Blue | 66 59 
is! 
$15.00 
15.00 RECORDIST ECONOMY RECORDING DISCS 


: ction of economy priced discs for quality home and semi-pro- 
seal recordings. All discs have aluminum base except Blue 

/ which has a paper bond base. All are cellulose acetate coated. 
' bel discs are semi-professional units for recording music, 
s, etc. Purple Label discs are well-suited for test cuts, equip- 
oe pigaima etc. All discs listed in the table below are 
faced. 


Wt., | Std. |Wt., Std FS i 
Size | Label | Base Ea. Pkg. Pkg. . —_ Pie 
25) 6” Blue |..... 3oz.| 6 Ylb. 25¢ 15¢ 
40 6%"| Red | 0217 |30z.| 5 | 4%lb.| 30¢ | 27¢ 
41\ 8” | Red 021” |40z.| 5 %lb. 40¢ 36¢ 
42) 10” | Red 021” |4 oz. 4 lib.' 60¢ 54¢ 
5 
5 
5 


cleaner, tape 
plicator condi 
pplicators disp 
» 1 Ib. 


out removing 
er. Just put r 


43) 12” | Red 021” |6 oz. 2% Ibs. 73¢ | 66¢ 
35) 6%” % lb.| 23¢ | 21¢— 


essages contin Purple | .012” |3 oz. 


utes with Mog | ow | 
$6) 8 Purple | 012” |4 oz. % lb. 33¢ 30¢ 
1% Ibs. 97| 10” | Purple | 012” |4 oz. llb.| 47¢ | a2¢ 
MET cae LABELS. Gummed record labels with spaces for title, artist, 


eec. Shpg. wt., per pkg., 2 oz. 50 per pkg. 
520. 4 or more Pkgs., EA...31¢ NET PER PKG....... 35c¢ 


REK-O-KUT DR DISC RECORDER. Professional cutter with M12S over- 
head recording lathe. Operates at 33% and 78 rpm; has idler and 
adapter for 45 rpm. Makes masters from 6” to 1314”. Accepts all 
standard vertical mounting cutting heads. Has 120 line lead-screw; 
interchangeable with leadscrews to 270 lines (see left). Can be hand 
cranked for run-in spiral grooves. Hysteresis-synchronous motor. 
Calibrated timing scale. Model S-120 arm with dual sapphire mag- 
netic pickup plays up to 12” records. With RH-S5 cutting head; 50- 
13,000 cps (left). Uses standard short-shank needle. 7x10x2014”. 
For 105-125 v., 60 cycle AC. Shpg. wt., 45 Ibs. 

93 RZ 437. $10 Down. NET......... 000000 c ee eee 475.00 


REK-O-KUT R8B RECORDING AMPLIFIER. For making professional 
recordings with recorder, above. Response, 20-20,000 cps at 20- 
watt output. Distortion: harmonic, 0.32% at 1000 cps at full out- 
put; intermodulation, 0.825%. 4 inputs: mike, tape and phono mix- 
ing, tuner. Outputs: speaker and cutter, 4, 8 and 16 ohms; monitor, 
2000 ohms. VU meter. In portable carrying case. 5Y%x19x6”. For 
110-120 v., 50-60 cycle AC. Shpg. wt.. 25 Ibs. 


93 RU 438. $10 Down. NET............00.. 0000000. 225.00 


93 RZ 439. REK-O-KUT IMPERIAL II DISC RECORDER. Consists of DR 
cutter and R8B amplifier. 70 Ibs. $10 Down. NET... .. 695.00 


BOGEN VP-17X TRANSCRIPTION PLAYER 


An extremely versatile 
combination of player, 
amplifier and speaker ina 
single portable enclosure. 
This deluxe unit has a 
built-in, high-quality 
amplifier, plus microphone 
input with separate gain 
control—makes an excel- 
lent publicaddresssystem. 
Ideal for schools, clubs, 
churches, etc. Incorpor- 
ates outstanding Bogen 
B50-16 turntable—fea- 
tures continuously variable speed from 16 to 86 rpm. Plays all mono- 
phonic recordings and transcriptions up to 16” with splendid 
sound quality and minimum record wear. Lever has convenient 
lock-in positions for quick adjustment to 1634, 334, 45 and 78 rpm 
recordings. Heavy-duty, 4-pole motor and carefully balanced turn- 
table reduce wow. hum and rumble to an extremely low level. Pre- 
cision built arm is equipped with the popular G.E. variable re- 
luctance cartridge with dual sapphire styli for playing all types of 
recordings. Quality, 12” Alnico V speaker is mounted in the remov- 
able lid of the carrying case; has 25 ft. hook-up cable. Two jacks 
are provided for external speakers. Separate bass and treble con- 
trols; scratch and noise filters for best possible sound quality from 
all recordings. In attractive, highly durable ¥%” plywood luggage- 
type carrying case. Microphone frequency response, 50 to 10,000 
cps; phono and radio, 40 to 12.000 cps. 1254x17x16Y%4”. For 110-120 
v., 50-60 cycle AC. Shpg. wt., 40 Ibs. $5 Down. 

95 RU 959. List, $181.90. NET............ ....136.43 


DISC CUTTING NEEDLES 


AUDIOPOINTS. High-quality recording needles. For all professional 
and non-professional recorders. Types 14, 20 and 34 have 87° in- 
cluded angle. All types have .003” tip radius except Type No. 20, 
.0005”. Shpg. wt., 2 oz. 


Stock No. |Mfr's Type Description | NET EACH 
65 R 960 14 Sapphire, short dural shank | 
65 R 967 20 As above, for microgroove | 
65R 961 14 Sapphire, long dural shank | 4.85 
65 R 966 20 As above, for microgroove 
65 R 962 202 Sapphire, short brass shank 
65 R 963 202 Sapphire, long brass shank 3.88 4 
65R964 | 34 | Stellite, short brass shank 
65 R 965 34 =| Stellite, long brass shank 1.47 


KNIGHT STEEL CUTTING NEEDLES. Short shank. Have .003” tip. Aver- 
age cutting life, 20 minutes. Shpg. wt., 3 oz. 

65: B03: Pig. of 5; NEU: ffs foe; . Seas ee 59c 
KNIGHT SAPPHIRE CUTTING NEEDLE. Precision-ground and highly 
polished. Short shank. Has .003” tip. Av. life, 5 hrs. 2 oz. 

65:2 BOO: NET-EACH, 1 5. )o vO cath aa ee ee 3.88 
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FINEST QUALITY 
DIAMOND NEEDLES 


For added hours of 
enjoyable record lis- 
tening. These dia- 
mond needles are pre- 
cision-polished for 
greatest record pro- 
tection and long-run economy. Retain shape for up to 
1000 playing hours! Fit same cartridges as sapphire 
units listed on this page. Twin tips are standard sapphire 
for 78's and diamond MG for LP’s. ‘Any sapphire needle 


EXACT-REPLACEMENT NEEDLES can be supplied with diamond tip. Shpg. wt., 2 oz. Top- 
A wide selection of popular, top quality monophonic re- Diamond Needle | a cost. 
ao eo Fig For |Equivalent; NET 
placement needles at lowest cost. All are precision- Stock No.| Type No. | Sapphire |EACH fine 
$8 R 733/A-67LPD A |Astati - * 
made from carefully selected materials according to TLE ge NO Go |A-67LP i clud 
rigid Knight specifications. All have sapphire tips, except é8 R 734|A-74LPD D |Astatic j|A-74LP (3.49 dian 
*osmium. Letters or numbers, following the word “Series” ssaphetalh a eg atatie estes | 78's 
in the listings cover all cartridges whose type numbers 68 R 492\A-41SD | H |Astatic \Acad —|"4.95 type 
begin with these letters or numbers. Av. shpg. wt., 2 oz. 68 R 484/A-43SD |T |Astatic |A-43 | 4.95 
egaciem> MEY Ewe | 333 
FOR ASTATIC CARTRIDGES 68 R622/E-37SD | EE |E-V |E-37 |_4:95 
Stock |. Mfr's | 5; , Fits | NET 68 R 704)/M-SOSD J. |Magnavox |M-50 | 
| g. : Tip 68 R737|PH-13SD__| AA |Phil -13 
No. Type ___ Cartridge Numbers | EACH 68 R 705|CRA-SSLPD| G leo CRA SSLP|3.49 am 
68 R 362) A-67 A \94-TB, 405, 406. Std. 1.27 68 R 472/CRA-57LPD) CC |Ronette |CRA-57LP|~* = 
68 R 363, A-67LP A Series: 62 "64 66 68 MG 1.27 68 R 706 JPS-30L PD | P ‘Shure |JPS-30LP | os 
TS Rp RRM a Ta a go Rpasipcac> |S (chee jpese | 7 
R3 - B eries: 57- win 1.89 s |S |Shure JPS 
tas: i 68 R 708/M-70LPI IRC 5 4 
68 R 366, A-71 __B | Series: 55-T, GCD, 409 Twin __|_1.89_ ee R7OsIMaLPD «oY RCA MoTaLP 3.49 a 
68 R 367) A-70* c ; Std. -79 68 R710)S-60LPD K_ |Sonotone |S-60LP | - 
68 R368 A-7OLP*  C_|;Series: 1413, 1513 MG :79 68 R7I1|S61SD |L |Sonotone |S-61 os 
68 R 369 A-702* Cc { All .79 68 R712)S-66S L_ |Sonotone | S-66 \3.49 
68 R 370 A-73 BBL Std. 1.27 68 R485|VA-29LPD _| FF |Vaco |VA-29LP |~* 
68 R 371) A-73LP BB pire ars MG 1.27 - c 
68 R 372, A-732 BB} All 1.27 = 
68 R 373 A-74 D Std | ;, 
68 R374 A-74LP —~OD_}Series: 402,51, 53,59,GC,MG MG | ue FOR RCA CARTRIDGES - 
68 R 375 A-742 Di) All | Stock Mfr’s Fis. | Fits Ti NET a 
68 R 376, A-75 E |) ; Std. | 1.27 No. Type  F'8 | Cartridge Numbers P| EACH 
68. R377 A-75LP CO; |10L3, 1113, Series AC, ACD, MG see) ee | = 4 
ag (40, 41, 42, 90 All 68 R 337) M-70 X |)9890, 38598, 39550, 39851, Std. mi 
68 R378 A752 | E : 68 R 339, M-7OLP |X \39919, 70332, 70338, 70339, | MG | a 
68 R 379 “A-81- F |)Series: CAC, 69, 5 a Q Std. 1.27 | }72551, 74067 1.27) 
68 R 380 A-81LP F 36, 38, 44, 46, 4 MG 1.27 68 R 341) M-74 | Y¥ |\74625, 75475, 75575, Std. i 
68 R 381) A-812 F | Magnavox seb052 All 1.27 68 R342; M-74LP | Y_ |{76318, 77779 | MG Seock 
68 R — oad G ee. _ 312, 414, 420, = 1.27 my 
68 R | CRA-55 q@ hs 27 ——— 
ee ae ee | or Twin | 2.06 Ge R389, M-6OLP : oe sos a WG) 1.27 75! 
68 R 483) A-43 | Bie SSO A206 68 R742), PHAIS AA | 76-4649: 425-0009, 425-0014 | Twin | 1.88) em 76 
Rg 
FOR ELECTRO-VOICE CARTRIDGES i FOR VACO CARTRIDGES te vo; 
68 R 618 E-36 DD | E-V 56 Twin | 2.06 68R253 VA-29 | FF | Pas Sid.) 1-2 me 4 
68 R 621) E-37 EE E-V76 Twin | 2.06 68R 254 VA-29LP FF P45 MG 1.27 
68 R 384) E-90 M_ )10,12,14,30,32,33,34,36,40,42, Std. 1.27 68 R 255) VA-292 FF | S-45 Twin | 1.27 
68 R 385) E-90LP M_ | }43,44,46,80,82,84,86,96, MG 1.27 68 R 486 J-352* GG | M-50 All _ c 
68 R 386) E-902 M | Admiral 409A13-1 AN} 1.2? ca 3 
68 R 387) E-91 N | IGTT, 227T _ Twin | 1.89 FOR RONETTE CARTRIDGES ae 
68 R 383, CRA-55 G |)Studio 0, Studio P, RA-284, | Std. medic. ec 
FOR SHURE CARTRIDGES 68 R 382, CRA-SSLP |G |}TO-284 Series 10-222, iMG | meedies 
Stock | Mis Trig] oo Fits Tip | NET 6g R474 CRA-S7 | CC mae woe | 
No. | Type | 8. Cartridge Numbers P| EACH 68 R 473, CRA-57LP | CC | DC-500 | MG. 
' AE | “a 
2 | 
68 R 397, JPS-30 P ||P79, P81, P81AD, P85, P88, | Std. —_ re CARE . : 
68 R 398| JPS-30LP | P | (89, P94, PN3O, PCAIV, PC42;| MG | |,27 68 R 388 M-50 J | 560133, 560133-4, 
68 R 399| JPS-31 P |/Series W21, W22,W23,W26,| Al | 560151-5, 560151-6, 560158-1| Twin | 1.88 


|W60, W61, W65, W65B,' W66, | 


| |w68, WC22 FOR SONOTONE CARTRIDGES 
68 R 320! JPS-32 R |)W31AR, W36B, WC24, Std. 1.27 68R aa S-60LP K | Series 3P | MG | 1. 
68 R 321| JPS-32LP | R | \WC31AR, WC33B, WC36B, MG | 1.27 68 R 344) S-61 L | Series 3T | Twin 2. 
68 R 322) JPS-322 | R jPC9, PC10, PC1i, PC40 va | 4.27 68 R 345) S-63LP K | \geries 1P MG I. 
68 R 741| JPS-39 | ~W | WC-6, PC-6, PC-7 | 2.54 68 R 346) S-632 K | All le 
68 R 323| JPS-35 | S | PC2,PC-3, Pr re P9, W9, WC10! Twin 1.89 68 R 347) S-66 L \Series 2T; ZT; W-9980; 
68 R 324 IPS-36 i S$ | PC4,PC5,M Twin 2.54 /Magnavox560161- -1; RCA78748| Twin | 2. 


IF YOUR NEEDLE Allied stocks exact replacement needies for any domestic or foreign-make car- 


tridge. If yours is not listed, write us. Include cartridge or needle hay ae 
specify tip radius, Standard ‘003’ for 78's; .001” for microgroove LP's, r 
124 Is NOT LISTED eee all records. Twin tips are .003” and .001 A . Indicate sapphire, diamond, dual, ete. 


‘ecord lis- 
hese dia- 
es are pre- 
ished for 
cord pro- 
for up to 
; sapphire 
d sapphire 
lire needle 
) Oz. 


ent; NET 
ire |EACH 


PLE 


Top-quality stereo replacement needles at low 
cost. All are milled to a .0007” radius to assure 
fine performance. Dual sapphire needles in- 
clude tip for playing 78-rpm records. In dual 
diamond-sapphire types, the sapphire tip is for 


78’s and the diamond 


for stereo. Single diamond 


types are for stereo only. Shpg. wt., 2 oz. 


DUAL NEEDLES—SAPPHIRE 


Less Wear 


Keep Your Hi-Fi Records 


Stock | Mfr's | Fi | For | NET 

No. Types [PS Cartridge Number | EACH 
m749 |CRA-S7X A |Ronette BF-40 pense? 
R752 |E-98X | B_ | Electro-Voice 26DST, 21-D| 1.27 
rma95 (S-71X L_ |Sonotone 8T4, 8T4A 2.06 
R756 |CRA-55X_| D |BSR TC-8S/TC-8SH 1.27 
m4a9i | A-44X | G | Astatic 13T 3.95 
R493 | E-46X ! H_ | Electro-Voice 66 | 2.95 
R497 |M-77X K |RCA 106770A, 106771A | 2.06 
n4s7 |J-47X | J |Jensen-53/Euphonic E-1 | 1.27 

DUAL. NEEDLES—DIAMOND AND SAPPHIRE 

Stock Mfr's | gig | For | NET 

No. i Type | 9: | Cartridge Number EACH 
m 496 |S-71XSD | L |Sonotone 8T4-8T4A 3.49 
®762 |W60-XSD | E | Webster Electric 3.49 
R763 |W61-XSD | F (Webster Electric | 3.49 
MC 492\A-44XSD | G Astatic 13TX | 6.95 
Rc 494) E-46XSD H._ | Electro-Voice 66DS 6.95 
ma4a9g |M-77XSD | K |RCA 106770A, 106771A 3.49 
masse (J-47XSD J |Jensen-53 /Euphonic E-1 3.49 

SINGLE NEEDLE—DIAMOND 

Stock | Mfr's Fi | For NET 

No. | Type | nat Cartridge Number EACH 
® 750 |CRA-57XD| A |Ronette BF-40 3.49 
R753 E-98XD | B |Electro-Voice26DST,21-D| 3.49 
m760 ‘CS-1XD__ C |Columbia | 3.49 
#757 |CRA-SSXD| D (BSR TC-8S/TC-8SH 3.49 
R761 |W59-XD D_ |Webster Electric | 3.49 
Rc 489 JPS-40XD | M {Shure M7D | 6.95 
ac 490|JPS-41XD/| M |Shure M3D 13.25 


CONVENTIONAL SHANK 
PHONOGRAPH NEEDLES 


wese long-lasting, carefully 
economy-priced phono 
dies are designed to fit 
phonograph cartridges 
«oped with screw-type 
“. All of these top-per- 
mmg needles have ‘flat 


ord wear—tip holds 


on shank for proper positioning. *As- 
«& indicated nylon needles—have flexible 
material from tip to shank to reduce 
=p of annoying record scratch. Sap- 
tipped needles recommended for mini- 


jenger than osmium types. Av. shpg. 


We 


proper shape 


MONOPHONIC NEEDLE - CARTRIDGE 


Duotone direct replacement plug-in type 
needle-cartridge assemblies for Zenith “Cobra 
Arm" phonographs. Each is a complete as- 
sembly with unitized construction—stylus is 
coupled directly to inductive element. At the 
time it is necessary to change needle, an en- 
tirely new cartridge is required. High compli- 
ance and light tracking force minimizes needle talk and record wear; delivers 
smooth, wide-range frequency response. Performance is unaffected by extremes 
in temperature or humidity. Each of the models is available with choice of dia- 


and Record Playing 
Equipment in 
Top Condition 


No matter how costly your hi-fi music system, its performance 
is no better than the condition of your records and your rec- 
ord playing equipment. That's why it's so important to check 
your record changer or turntable periodically and to always 
safeguard your record collection from dust and wear. By select- 
ing from the low-cost accessories below, you're assured of 
maximum enjoyment from your system. You'll find that music 
sounds better—and records last longer, too. 


ROBINS DELUXE-ENGINEERED REC- 
ORD KARE KIT—ESK-3. A complete 
kit of cleaning and maintenance 
accessories for the music lover who 
wants to get the most out of his 
stereo or monophonic hi-fi records. 
Contains stylus pressure gauge that 
determines at what weight arm is 
tracking; turntable level to insure 
that turntable is not tilted; stylus 
microscope to check needle condi- 
tion; record cleaning cloth; auto- 
matic needle brush; record brush; 
and arm lift. Shpg. wt., 1 Ib. 

BO RIID.NET............ 3.67 


STAR PHONO NEEDLE BRUSH. The 
safe, easy way to keep your phono- 
graph needle free of harmful noise- 
producing lint particles. Durable 
plastic brush has sturdy nylon bris- 
tles that gently remove foreign sub- 
stances without endangering the 
stylus. By protecting your needle, 
you're assured of keeping these sub- 
stances from being transfered to the 
grooves of your records. Increases 
record life. Shpg. wt., 2 oz. 

59 R9AY.NET............. 79¢ 


GARRARD STYLUS PRESSURE GAUGE. 
Accurately measures weight exerted 
by pick-up arm at the stylus. Mark- 
ings in 1-gram intervals to 15 grams. 
All moving parts are lightweight, 
sealed for accuracy. 5 oz. 


59 R 947. NET.........:.. 2.95 


STYLUS INSPECTION MICROSCOPE. 
For checking stylus tip to detect im- 
perfections and signs of wear. Ap- 
proximately 75-power magnification. 
Has groove for centering stylus tip 
in microscope field. Metal barrel; 
adjustable lens. 334” long x 4” dia. 
Imported from Japan. 8 oz. 

65 RC 440. NET.......... AS? 


ENGINEERED \pussheemenal 


Many Other Useful Record Care Accessories are Listed in this 


Catalog—See Index 


UNITS FOR ZENITH ARMS 


mond or sapphire stylus. Sapphire for general use; diamond gives up to 1000 hours 
of playing time. Either type of stylus is for use with 1634, 334%, 45, or 78-rpm 
records. Av. shpg. wt., 4 oz. 


Stock 
No. 


Se Type No. Fig. |Tip material/ 


Mfr's | 
Type 


[NET | Stock 
Stylus EACH| No. 


j Stylus | NET 


EACH 


Tip size NET R 229 


R | Osmium 
N | Sapphire 


P | Osmium 
wr-251*| No Sapphire 
2252 | Pi Sapphire 


| N- Sapphire Standard | 1.27 
|Standard 

| All-purpose! | .27 
N Osmium All-purpose) .79 
All-purpose) .79 
Microgroove! | .27 
All-purpose 1.27 


+59 R 231 
R 233 


RC 230/S-15780/Diamond 9.00 
|S-15222;Sapphire 
RC 232/S-15222|Diamond 


|S-15780|Sapphire| 2.55/68 RC 234/142-72 
ise R235 142-71, 142-74Sapphire) 3.67 

2.55/68 RC 236/142-71, 142-74.Diamond} 9,00 

9.00/68 RC 237/142-76, 142-77\Sapphire| 5.52 
|142-72 Sapphire! 3.67|68 RC 238/142-76, 142-77/Diamond|t 1.00 


|Diamond| 9.00 


Depend on Allied for a Complete Selection of Phonograph Accessories 
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TURNOVER CARTRIDGES 


High quality dual-needle cartridges for 78, 45, 33% and 16% rpm 
records. Crystals are specially treated to resist heat and humidity, 
All have sapphire needles; .001” for microgroove records and .003” 
tip for standard records. *Ceramic type—all others are Rochelle- 


Crystal and Ceramic Replacement Cartridges 


MICROGROOVE CARTRIDGES 


Carefully-constructed for dependable performance. All are S 
type, except *ceramic type, unaffected by heat and humidity. Ws 
.001” sapphire needle for 45 and 334 rpm long-playing records. 
specially treated crystal to resist heat and moisture. Needle p 


salt crystal. tSub-miniature. {Less bracket. Av. shpg. wt., 4 oz. sure, 10 grams, except {8 grams, t6 grams. Av. shpg. wt., 4 ry 
Stock No. | Model |Fig.| Replaces Astatic Volts | CPS | Let | NET Stock No. | Type _|Fig.| Replaces Astatic | Wolts CPS List 5 : 
65 R 240) 40-78 A | ACD-1 series j 65R241| 40-1t | H | AC series 1.0 | 50-10,000| 6.50 
| ACD-2 series, 11L3 | 1.0 | 50-6000 | $8.45 | 4.97 65 R234) 51-17 =| J | GC series | 0.7 30-15,000 | 7.40 — 
68 R766) 64-TSt | B | 64-T(M)S | 3.0 | 50-5000 6.95 | 4.09 61 R325) 62-1 P | 62-1-M | 30 | 50-50,000| 4.95 
65 R 576) 57-T* C | 57-1) series 0.7 | 30-15,000| 9.50 | 5.59 68R 655, 310-1¢ | K CL | 3.0 | 30-11,000| 4.95 
65 R 236) 62-TY | D LQD-1 series 1.0_| 50-7000 7.95 | 4.67 61R307) 414-13 ~~ E 1 3.0 | 30-11,000} 4.45 
65 R 013) 66-TS D | 66-T(M)S, 68-TS 3.0 | 50-5000 7.25 | 4.26 ie = 
B77 Ee er anY STANDARD-GROOVE CARTRIDGES 
68-T(M)Y " 13.0 | 50-5000 | 6.50 |3.82 All are high-output crystal types, except *ceramic type—unaff 7 
at R200 mere Scale $e ear . 28 388 pe Bong o senate All models use ined needles. $With osmi 
12- F . “13, A . n ie. All others are suppli less needle; have screw-type ch : 
¢! B 302 peste E nee mab oe 2:30 for conventional needle. A complete listing of quality needles + 
61 R305) 424-1St | F 130 | 30-11:000| 6.50 | 3.82 located elsewhere in this section. Av. shpg. wt., 4 02, nc 
R 41-18 | A | ACD-C-1 series, aie aan 68 F765 66-3 | @ | Series R30 3.0 | 50-5000 | $4.95 | 2. ac 
tbe ies moti 0.6 | 50-5000 | 10.00 | 5.88 65 R 158| 2 | W | B-2 (Magnavox) 2. | 50-4000 | 9,00 | 5 
6!) R314) 55-T C | GCD series 0.7 30-15,000| 7.95 | 4.67 65 R 156 4 | S | L-22A, L-26A, L-27A | 1.4 | 50-4500 4.45 | 2 
61 R310; 118-Tst F 0.75 | 30-13,000| 6.45 | 3.79 65 RF 153) 6 } S | L-40A, L-41A | 0.6 50-4500 445 | 2 
61 R311) 120-TSst | F 3.0 30-11,000| 6.45 | 3.79 65 R 226) 12 T | L-10,L-12 | 4.0 | 50-5000 4.45 | 2 
61 FR 312| 124-TSt+ | F 3.0 { 30-11,000| 645|3.79 65 227) 120 kd T | bib | 1:25 | 50- 4.95 | 2. 
68 FR 767| 314-Tst | F 3.0 | 30-11,000/ 5.45/3.20 65163) 2 S | L-25A, series L-70 | 
68 R 656) 316-TS F 0.75 | 30-13,000| 5.95 | 3.50 | L-71, L-75, L-76 | 1.0 | 50-4000 4.95 | 2. 
68 R 768) 405t* C | F-21 (Webster) 3.0 30-5000 7.95 | 4.67 65 R 165) 26 |S | L-46A, L-50A, L-72A | 3.5 50-4000 4.95 | 2) 
68 R 769} 4063 D | F-22 (Webster) 3.0 | 30-5000 7.9 | 4.67 65 R231) 32 |S | L-24A, L-36A, L-82A, 
68 R 770) 409* C | 409A11 (Admiral) 0.7. | 30-15,000| 9.50 | 5.59 | cf 1-92, L-92A, 34 3.5 | 50-5000 4.45 | 2 
68 R771| 426-TSt | F | A-204 (Webster) 3.0 | 30-11,000| 7.50 | 4.41 65 R149) 402%§ | R | 402A 0.7 | 50-10,000|__7.95 | 4 


ALL-GROOVE CARTRIDGES 


Have .002” sapphire needle, except + .002” osmium. §Less needle— 
have screw-type chuck for conventional needle. *Ceramic element, 
all others Rochelle-salt crystal, Av. shpg. wt., 4 02. 


68R773| 4142 | E | (Ronette) 3.0) 30-11,000| $4.45 | 2.62 
68 774| 416-2 | E | (Ronette) | 0:75 | 30-13,000 | "5.45 | 3.20 
65 R559) 16 G | 1613, 1713 13.5 | 50-5000 | 3.95 | 2.32 
65 R 229| 22 G | L-29,L-92-33, 1813 | 3.0 | 50-5000 | 3.95 | 2.32 
61 R316! 28 L | M-22, M-23 3.5 50-6500 | 3.95 | 2.32 
65 R 242| 40-2 M | AC-AG series 1.0 | 50-10,000| 6.50 | 3.82 
65 RA 571| 51-2* J | GC-AG series | 0.7 | 30-10,000| 7.40 | 4.35 
68 R772! 106§ N | (Webster) 13.5 | 50-5000 | 4.95 | 2.91 
65 R 097| 66-2t G | LT-2M, LT-5AG, 68-2 

14L-AGM, 15L3-AGM | 3.0 50-5000 4.95 | 2.91 
61 R306! 310-2 K ‘ 3.0 | 30-11,000| 4.95 | 2.91 


STEREO-MONOPHONIC CARTRIDGES 
{ 


Series 70 Crystal Stereo Conversion Cartridges. All have .0007” and 
.003” sapphire styli; 18 db separation; 2 volt output; 50-10,000 cps 
response. *With mounting brackets. Av. shpg. wt., 3 oz. 


s Ni Type e.| Replac t For |_List | NET 
68 R793) 70TS | BB! Astatic 120TS, VM 7447A 7.25 | 4.26 
68 R792) 74TS BB Astatic 314TS 7.25 | 4.26 
68 R791/*76TS-TB' CC} Ronette T1, Ronette OV1 7.95 | 4.67 


“SOUNDFLO" CARTRIDGE-NEEDLE COMBINATIONS 


Wide Frequency 


Response for 
Excellent Tone 


Astatic ‘‘Soundflo” ceramic cartridges. Precision engineered 
high compliance; assures excellent transient response and low 
tortion. Frequency response: 30 to 15,000 cps. Tracking for 


grams. Cylindrical-shaped housing accommodates “plug-in” = 
placement cartridge-needle combination. Flip-over mouns ec 
bracket allows quick change to proper stylus; .001” for LP's, wc 
for 78’s. Type 91T replaces Webster V8-1D, Webcor A1919, & ec 
76S; Type 91TX, Webster V8-2D, Webcor A-1920, E-V 76DS; hen 
93T, E-V 56S, Webster V8-1, Zenith 142-80; Type 93TX, Bi sop 


56DS, Webster V8-1D, Zenith 142-83. ‘‘S’’ indicates sapphire 
D—diamond tip. *With mtg. bracket and turnover holder. 
shpg. wt., 4 oz. 


‘ ‘ : . Stock No. Type Fig. Tip Volts; List 
Stereo Plug-in Cartridge Assemblies. Ceramic element-styli as- = 

semblies. 25 db channel separation; 0.5 v. output; 20-15,000 $1 R aes Bay ai Bate Seay re oe 
cps response. Fit 4g to Y2” mtg. Av. wt., 3 oz. 8) n317_| 8iTX_ | Z_ | D-.0014, S003" | 1.0 | 7.95 
Stock No.| exh Description List (NET 61 AC 318 81TBX*| Z&Y | D-.001%, S-.003” 1.6 8.95 
68 R794. wo 0007" sapphires; less bracket 6.95/4.09 68 FR 66! | 89-1 Z | S001” 1.3 | 4.25 
68 R218) Two .0007’ sapphires; with bracket 7.95|4.67 68 RC 662) 89-1D | Z | D-.001” 1.3 | 10.25 
68 R 226 .0007”", .C03” sapphires; less brkt. 6.95|4.09 61 R32! 89-T | S-.0017, S-.003” 1.3 4.95 
68 R 213) "0007". 003” sapphire tips; with brkt. | 7.95|4.67 61 R.322_| 89TB* | Z&Y | S-.001”, S-.003" | 1.3 | 5.95 
68 R 227) 3TBX 0007” diamond, .003” sapphire; with brkt.!11.95 7.02 61 RC 323) 89TX D-.001”, S-.003” 1.3 | 10.95 
68 R 228 ,-0007" diamond, .003” sapphire; less brkt.|10.95 6.44 61 RC 324 89TBX*| Z&Y | D-.001”, S-.003” 1.3 | 11.95 
68 R 657/13: .0007”, .003" sapphires; less brkt. |. 7.95|4.67 68 R775 91T x S-.001”, S-.003” 1.0 3.95 
68 RC659/13ATX|.0007” diamond, .003” sapphire; less brkt./13.95|8.20 68 RC 776| 91TX ay D-.001”, S-.003” 1.0 9.95 
68 R 659/9-7B .0007” sapphire; with bracket 7.25|4.26 68 R777 93T Z S-.001”, S-.003” 1.0 3.95 
68 RC660/9-7BX |.0007” diamond; with bracket 13.25|7.79 68 RC 778) 93TX Zz D-.001”, S-.003” | 1.0 9.95 
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Allied Is Headquarters for Phono Components and Accessories 


S| | hn a 
SONOTONE Stereo & Monophonic Replacement Cartridges 


: 


2T 


MONOPHONIC CARTRIDGES STEREOPHONIC CARTRIDGES 
cartridges ideally suited for exact replacement in_many High-quality ceramic cartridges for both stereo and monophonic 
phonos. Require no preamplification or equalization. Ceram- records. Ideal for replacement use and for converting monophonic 
ction provides protection against the effects of heat and phonos to stereo operation. Feature low distortion, excellent re- 
sere and prevents pickup of annoying hum from nearby mag- sponse, high channel separation, and high vertical and fateral 
Selds. All have high compliance for precision tracking. Types compliance. Mount on standard %,_” to 4" centers. Series ‘“8TA4” 
saffix “D” in type number have diamond styli; types with offers extremely high compliance; will track in professional arms 
“S” have sapphire styli; types with suffix ““SD"'are dual styli with as little as 3 grams pressure. Series ‘“9T’’ has snap-in and 
with one sapphire and one diamond stylus. All have 1 volt snap-out needle assembly; has jack-in type terminal plug for easy 
« except *0.5 volt output. For ¥%2” to %” mtg. centers, except replacement of cartridge. Series “10T"' has plug-in type cartridge- 


All are bracket for narrow pickup arms. Shpg. wt., 3 oz. styli construction; supplied with mtg. brackets. Shpg. wt.. 4 oz. 
jargon SERIES 1P SINGLE-NEEDLE CARTRIDGES SERIES 8TA4 TURNOVER CARTRIDGES 0.3 volt output. 
a Needle p ck No. Type ae, Ste list | NET Stock No. | Type | Styli | List’ | NET 
e615 1P-1S 001” $7.50 4.41 68 RAC 7648TA4-S .0007” and .003” sapphires 14,50) 8.54 
*523 1P-2S 002” 7.50 4.41 68 RAC 7958TA4-S-77 Two .0007” sapphires /14,50| 8.54 
™c 350 | 1P-1D 001” 16.50 | 9.70 89 RC 2I18TA4-SD .0007” diamond; .003” sapphire|1 7.50,10.29 
SERIES 2T TURNOVER CARTRIDGES SERIES 9T SUPER CARTRIDGE. 0.25 volt output. 
“ 2T.S S-.0017, S-.0037 50 5.00 68 RC 6639T-S |.0007” and .003” sapphires \16.50| 9,70 
me ea4 2T-SD D-.001”, S-.003” 30 } 10.29 68 RC 6649T-SD 0007” diamond; .003” sapphire |19.50\1 1.47 
#528 2T-LB-St S-.0017, S-.003” 8.50 5.00 68 RC 6659TS-77 Two .0007” sapphires 16.50) 9.70 
®C 353 | 2T-LB-SDt | D-.001”, S-.003” | 17.50 | 10.29 | SERIES 10T PLUG-IN CARTRIDGES. 0.5 volt output. 
; SERIES 3 WIDE-RANGE CARTRIDGES 68 Sca poset ore sate vot pon ro Sag ef, 
-t c m a 68 RC 358) - of iamond; .0 sapphire 45) 7.91 
jality needle weS929 | 3P1D* | D001" Mree | sons. SP RSaE Olas, hee aart mactlee lee eee 
=c929 | 3T-S* S-.001”, S-.003” | 12.50 7.35 68 RC 35910T2- 5 iamond; . sapphirej13.45) 7.91 
00 | $4.95 |2 =c948 | 3T-SD* _|_D-.001”, S-.003” | 18.50 | 10.68 SERIES 12T CRYSTAL CARTRIDGE. *2.5 v. output; f1 v. output. 
a ae 68 R666 IZTH-S* [.0007” and 003” sapphires | 6.45) 3.79 
00 4.45 | 2 68 R667 rte Pag ee oes 3.79 
mo | SSIs SONOTONE REPLACEMENT NEEDLES 60 Rees: 2 TEST [0807 sad OS on he ae 
4.95 2 i ” i Hl 
as Sigh quality replacement needles for Sonotone cartridges. 68 R669 {12TL-S77tiTwo .0007” sapphires _ | 6.45) 3.79 
00 4.95 | 2. Have long playing life; provide excellent tonal character- 
00 4.95 | 2 stics. Letter “‘S" indicates sapphire; ‘‘D’’ indicates 
1s {a Samond. *Indicates stereo types. Shpg. wt., 2 oz. 
000 7.95 | 4. Stock No. | Type" Ti For List | NET 


e $8319 \NIP-IS S-.001 Series 1P  §2.501.47 
$5534 \N2T-S_ |S-1 : Series 2T | 3.502.06 


'11.50\6.76 
3.00 1.76 


$5 RC 529\N2T-SD | 
68R317 \N3P-1S | 
68 RC 31 6/N3P-1D 
sen 316 N3T-S 
68 RC 315.N3T-SD | 
6: R361 (N7T-S 
62R 217 \N8T-S* | 
$8 RC 209/N8T-SD* 


Quality plastic pickup arm with crystal cartridge installed. Car- 
tridge has .0007” and .003” sapphire styli. Shpg. wt., 4 072. 

Stock No. Type Description List NET 
68 R 63! |/T81-12THS |Gray plastic; high output [$7.45 | 4.38 
66 R 632/T81-12TLS |Gray plastic; low output 7.45 | 4.38 
68 R 633|T11-12THS |Brown plastic; high output | 7.45 | 4.38 
68 R 634 TI 1-12TLS {Brown plast low output | 745 | 4.38 


E-V Replacement Cartridges 


vency 
or BS 20 STEREO-MONOPHONIC CARTRIDGES. Feature low distor- 
Bae high channel separation. ‘‘S’’ indicates sapphire; ‘D'’— 


ad. %_” to 4” mtg. centers. §Turnover type styli. Wt., 3 oz. 


&No.| Type | Fig. Styli Output | List | NET 


3 mc 794\21S ~.. |.0007S 500 mv |$9.50| 5.59 

mn nee RS mc 867|21D .. |,0007D 1500 my |15.00| 8.82 CO} 

onse and low @ mc 783|21MS A [0007S 20 my |12.50| 7.35 {e) 
tee plug-in” mc 794\21MD A |.0007D 20 mv |18.00|10.58 {c] 

Dover  moungmime 782|26ST§ B |.0007S/.003S |500 mv |10.50| 6.17 

De vor LP's, am ™799(26DST§ | B_ |.0007D/.003S |s00 mv |16.50| 9.70 


mc 7ei\26MST§ | ... |: i 50) 7. aaa 
Se yas se OSTs . 3007/0038 | So ay $5 = Ii. (c] SERIES 50 “POWER POINT” TRANSDUCERS. Miniaturized  ce- 


ramic cartridges. Require PFT-3 holding mechanism, below. 


ebcor A1919, 
), E-V 76DS; 


Type O3TX. GE SemES 60 "POWER POINT” CARTRIDGES. Provide wide range with _“‘S”" indicates sapphire; “D"—diamond. 3 o2. 
aie ides’ epee Mg pcg es care ON argh re Track- Stock No. Type Code Styli List Net 
iarce ee equire holding mechanism listed below, at 65 R518 S11 Red ro) 5.0017 53.95 | 2.32 
colts; List | c& No. Type | Styli Fits List NET ee eae ae mee a oe 338 ee 
1.0 "727 61 .0007S /.0007S PFT-3 5.95 3.50 65 R509 § 56 Blue S-.001”, S-.003” | 3.95 | 2.32 
uC ° > pa pools eed eed nee 7.61 65 RC 464 56DS_ Orange | D-.001”, S-.003” | 9.95 | 5.85 
rs i k a 95 | 3.50 = ; ; = 
a c730| 66DS | {0007D/.003S_| PT-3 | 12.95 | 7.61 —_[D) SERIED76°P rea ike toads heer For Web- 
ay GERES 100 “POWER POINT" CARTRIDGES. Five—contact types 65 R598 | 76S White | S-.0017, S-.003” |$3.95 2.32 
13 eelizing high capacity elements for improved bass response. 65 RC 599 | 76DS | Pink | D-.001”, S-.003” | 9.95 | 5.85 
1.3 © high compliance and low tracking force. ‘‘S’’ indicates 


- “D"—diamond. Supplied with PT-5 mount. Wt., 3% oz. (e) HOLDING MECHANISM. Accommodate ‘Power Point’’ car- 


1.3 " Ty" i" SA” 1 

10 =s70 101 0007S/,0007S | PT-5 3.95 3.57 tridges. Have %_", %” and %” mtg. hole centers. Ye oz. 

1.0 mc671 | 101DS | .0007D/.0007S | PT-5 | 12.95 | 7.77 Stock No. | Type For Models StL E MES 

1.0 ms72 | 106 | 0007S/.0038 | PT-s | 5.95 | 3:57 68 R731 | PT-3 | 56, 50DS, 66, 66DS $1.00 | .59 
mc 673 | 106DS | .0007D/.003S | PT-S | 12.95 | 7.77 68 R732 | PFT-3 | 51-1, 52-2, 53-3, 61, 61DS | 1.00 | 159 


Allied Is Headquarters for All Stereo Replacement Cartridges and Needles pees B/ 


a 


Protect your 5” and 
7” reels of tape in 
convenient -tape 
storage chests—see 
RCA listings, below. 


RCA ACETATE-BASE TAPE. Quality magnetic 
tape for critical recording applications. Av. 
shpg. wt., 8 oz. 


~ Stock 


Mfr's; Tape |Reel NET EACH | 

No. Type|Footage|Size|Mils| List | ]-1) )12-UP 
92 R963 |289C1| 900’ | 5° | 1 | $3.50/2.29|2.06 
90 R954 |284C1} 600’ | 5” | 1%| 2.25/1.47)1.32 
90 R958 |286C1| 1800’ | 7” | 1 §.50/3.60/3.23 
90R95} '285C1! 1200’ | 7* | 1%) 3.50/2.2912.06 


RCA “MYLAR"-BASE TAPE. Superior magnetic 
recording tape on a ‘‘Mylar’’ base. For use 
under adverse recording conditions—vir- 
tually unaffected by extremes in cold, heat 
and humidity. Av. shpg. wt., 8 oz. 


“Stock |Mfr’s| Tape |Reel | NET EACH 
No. | Type|Footage|Size| Mils| List 7) 47 yp 
92 R967 |252C1| 1200’ | 5” 4 $4.55|2.97 
92 R968 |253C1| 900" | 5” sols a5iocre 
92969 254i) goo’ |S lly | st0ldcealscat 
QR 955 |27C1) 2400 | 7 | % | 7.85/5.34/4.61 
92971 j2saci) soo | 7 jy | | 6.2014-05)3.65 
92R 972 [259C1| 1200’ | lly | eeslacsalsco1 
RCA TAPE STORAGE CASES. (Not illus.) 


Handy bookshelf-type cases for storage of 
your tape reels. Chip-board construction; 
gold-stamped, simulated leather covering. 
Holds 5 reels, Shpg. wt., 4% Ib. 


Type 501C1. For 5” reels. 554x4346x534”. 


92 R961. List, $1.28. NET.......... 75¢ 
Type 502C1, For 7” reels, 754x4%6x534". 
92 R962. List, $1.40. NET.......... 82c 


RCA 202W1 PHONO SWITCH. For using 
either of two record players or changers 
with one radio or amplifier. Slide switch. 
With plugs. Shpg. wt., 6 oz. 

69 R 506. List, $5.65. NET........ 2.50 


Selected Walsco Phonograph Replacement Parts 


To select parts, check the 
Walsco numbers obtained 
from the reference list with 
the descriptive table. When 
ordering, give Stock No., 
Walsco number and de- 
scription. 3 oz. 


REFERENCE LIST 


Mfr's. and Models Walsco Type No. 
Admiral (Idler wheel Part No. G400A57) For 
een RC150, -160, -160A, -161, ey 
-170, -170A, -180, -181, PY Oe ARES oe 
(For idler with Part No. G400A59 or Gaooa, 
279) RC150, -160, -160A, -161, -161A, -200, 
-210, -211, -212, -220, -221, -222, -320, -321, 
-322} -500, -550 1432 
Collaro (Idler wheel Part ‘No. 3199 (S4- 36) ) 
RCS4, -440, -456, TC340, -340E, -540, 
3RC531, -532, TSC- 640, -740, -840. |. .1449 


Garrard RC80.. . 1416, eae 
1h ag OS ere Oe ee 445 
RC88, Tak Mark II, -121, 121/11, Moael t 
el 479 


am wheel RMW- ag P- $.. -1432 
© rine wheel P; ee 
Models P8, -10 438 


(Idler wheel Hie No. RMW-053) For Moa. 
att -10, -17 


1433 
. 1432, 1460, 1461, 1462 
net grey ep. 1414, 1415 


. . 1432, 1460, jis: 1462 


ee ee ee 1438 
(Replaces idlers with Part Nos. 49R484327 
and 49R484328) 

a EE RS pe ee ea 
Bae M7, -8. 
ft Pe), A oe 


M22, 


128 


“244; -26, - "28 


RCA 240X1 PHONO SWITCH. For operation 
of record players through radios that do 
not have a phono input. With plug, cable 
and instructions. 6 oz. 

69 R505. List, $3.35. NET......... 1.96 


ALLIANCE JPT8, 3-speed phono motor with 8” 
turntable. Constant-speed, 2-pole motor. 
Plays 334, 45 and 78 rpm records. Speed 
selector moves idler to position for desired 
speed. Rubber shock-mounted motor. With 
45-rpm record adapter. Mounts in 44x54” 
cutout. Requires 244” below base plate. 
For operation from 110-120 volts, 60 cycle 
AC. Shpg. wt., 3% Ibs. 


85 R440. List, $10.95. NET....... 6.44 
MODEL 5PQ8. As above, but 4 speeds. 
85 R442. List, $13.50, NET....... 7.94 


GENERAL INDUSTRIES SS. Low-cost phono 
motor with 8” turntable. Induction-type, 
2-pole motor features oilless bearings and 
balanced rotor. 334, 45 and 78 rpm. With 
speed indicator dial, 45 rpm adapter. 316x 
4134x434” without turntable. 2'%2” below 
mtg. plate. For 110-120 v., 60 cycle AC. 
Shpg. wt., 4 Ibs. 

85 R276. List, $10.95. NET....... 6.57 


85 R277. SS-4. As above, but has 4th 
speed (16% rpm). List, $11.75. NET...7.05 


GENERAL INDUSTRIES DSS. (Not illus.) 3- 
speed phono motor with 10” turntable— 
features a 4-pole, shaded-pole motor, oilless 
bearings, and a dynamically balanced rotor. 
Plays 3344, 45 and 78 rpm records. With 
45-rpm record adapter and ‘‘On-Off’’ switch. 
454x654x6V_". Requires 27142” below mtg. 
plate. For 110-120 volts, 60 cycle. AC. 
Shpg. wt., 614 Ibs. 

85. R275. List, $25.75. NET.......15.45 


Mfr’s. and Models Walsco Type No. 


RCA (For idler with Part No. 76750) 15E, 
15F-1, RP197 and RP198 series 


RP190 Series. . 
CRP-19A-1. ; : 
RP205/107 motor. 466 
RP205/190 series motors. . 1490-01, 16-04 
6EMP1, -2 1433 


Silvertone (Idler wheel Part No. K-3481) For 
Models 101.211, -.212, 488.216........ 1434 
(Idler wheel Part No. K-3352) For Models 
101-211, - 212) 488.216... . 0 bass... 1487 
(Idler wheel Part No. R-46350 or R-49655) 
For 101.211, -.212, -.761-2, -.761-3, -.762, 
-.762-2, -.762-3, -.763, 488.216, -.218....1432 
yeh ‘wheel Part No. R-49662) 101. eed 


7“ . . 1452, 1460, 1461, yae2 
pi ten aialany Rama oe 1414, 1432 


VM _ 100A, 105, 150, 406, 407, 802, 959...1414 
ie 560, 565, 1200, i225, 1250, ts 


920, 990 

(For units bide 45-rpm pulley ha Part No. 
3140) 950, 951 . 1460, 1461, 1462 
(For units with 45- rpm Dulley with Part No. 
3483). 950, 950. 4. os, 2. 1466, 1467, 1468 
(For units with take-up belt with Part No. 
8034) 700, 701, 710, 710A, 711, 711A, 714 
ee Ar a 1469-04 


Webecer 7, 18, 50, 56, 70, 78, 79, 80, 81. 100: 
101, 106, 109, 110, 133, 146, 148,'156, 178, hata 
181, 246, 256, 288, 346, 356........... 1437 
100, 101, 106, 109; 110, pee Eni 
Rs 463, » 1465 

114, 121, 122, 123, 124, ins 126. ay, 129, 


KR314 
GENERAL INDUSTRIES TR. 3-speed phono 
tor with 9” turntable. Has constant-spe 
2-pole motor. Speeds ‘of 334%, 45 and 
rpm from separate pulleys, which diseng: 
from motor in “‘off’”’ position. Inciudes spe 
indicator, 45-rpm record adapter. 31! 
S53%4x5%". Requires 17%” below mount: 
plate. For operation from 110-120 v., 
cycle AC. Shpg. wt., 4 Ibs. 
96 R367. List, $12.45. NET....... ré. 


GENERAL INDUSTRIES BATTERY-OPERA’ 
PHONO MOTORS. (Not illustrated.) Sele 
ed phono motors that operate on four flz 
light cells (listed below). 2-pole enclo 
motor has self-lubricating bearings. T. 
BX has neutral ‘‘off’’—shift lever can 
— on either side of the turntable. 6 
414x2%4”. Require 2” space below 
surface. Shpg. wt., 1 Ib. 
Type BX. For 45, 334, 16% rpm: 
ES Re ae A 
Type BX-45. For 45 rpm only. 
G52 ER ZORA: OTs ees 8 


TYPE 2 BURGESS BATTERY. For use with T 
BX and Type BX-45 phono motors, abe 
Four required. Shpg. wt., 6 oz. 

53 J O09. NET EACH.......--6565 


ASTATIC KR314-T. Lightweight, balan 
pickup arm, supplied complete with 5 
output crystal and turnover cartridge. I 
for replacement in manual record pla’ 
Installs quickly and easily—no alterati 
are required on the record player. Turne 
mechanism permits instant selection 
either .003” standard or .001” ieee 
sapphire needles. Ivory finish. 84% 
Shpg. wt., 1 Ib. 

61 R SIGINER senses aes 


Mfr's. and Models 


Webcor (Cont'd) 
134, 150, 246, 256, 333, 1024, 1121, 
1123, 1124, 1126, 1127, 1133, 1137, 
1139, 1150.. 


(Index inten: Eichates with Part No. “2aP 
100 Series, 110, 114, 121 Series and © 


Walsco Type 


— een Description 
43 N 425/1409-04) Take-Up Belt 
43 N 401 (1414 Belt (small) 

43 N 402/1415 Belt (large; tire 
in some units) 

43 N 426/1419 Finger Index 
Cushion 

43 N 4006/1432 Idler Wheel 

43 N 388/1433 Idler Wheel 

43 N 389/1434 Idler Wheel 

43 N 390/1435 Idler Wheel 

43 N 408/1437 Idler Wheel; 78 

43 N 409/1438 Idler Wheel; 33% 

43 N 412/1447 Idler Wheel 

43 N 434/1449 Idler Wheel 

43 N 4435/1452 Idler Wheel 

43 N 391/1479 Idler Wheel 

43 N 3921487 Idler Wheel 

43 N 393/1490-01| Idler Wheel 

43 N 432/1444 Inter Wheel 

43 N 433)1445 Inter Wheel 

43 N394/1453 Idler Pulley 

43 N 415/1462. | 33% rpm Pulley 

43 N418/1465 | | 3344 rpm Pulley 

43 N 42] 1468 30 rpm Pulley 

43 N 395/1495-01 334 rpm Pulley 

43 N 414/1461 45 rpm Pulley 

43 N 417/1464 45 rpm, Pulley 

43 N 420/1467 | 45 rpm Pulley 

43 N413/1460 | 78 rpm Pulley 

43 N 416/1463 78 rpm Pulley 

43 N 41911466 78 rpm Pulley 


Depend on Allied for Phono Components and Accessories 


RCA Quality Receiving Tubes 


RCA RADIOTRONS—THE GREAT NAME IN ELECTRONIC TUBES 

Finest Premium-Quality Tubes—All Types in Stock © 
May Be Assorted for Quantity-Price Savings 
Always Freshest Stocks—Full 1-Year Guarantee 
Buy Tubes on Allied’s Easy Payment Plan 


«can be sure of complete satisfaction when you order tubes from 
Sed. We will replace any tube that does not give efficient 

: formance for 12 months from date of purchase. This does not 
ed phono sly to burned-out or broken tubes. *Not made by RCA—other 
4 45 and =i-known brands supplied. Purchasers of tubes in lots of 15 or more 
nich disenj obtain RCA’s Receiving Tube Manual at no extra cost—ask for 


Includes sp b No. 37 K 575. Av. shpg. wt. per tube, 4 oz.; per 10, 214 lbs. 
japter. 3! 


from $20 to $50. 


Act Now! 


Take advantage of our 
convenient Time Pay- 
ment Plan—purchase 
all of thereceiving tubes 
you need from Allied 
on Easy Time Payments—Minimum 
order, $20. Only $2 down on orders 


low moun _ NET EACH NET EACH 
10-120 v. In Quantities of: In Quantities of: 
1toS 6 to 49 (50 or More 1to5 6 to 49 (50 or More 
me FE . 1.65 1.44 1,30 1.59 1.40 1.26 
2. 1.20 1.05 94 1.34 1.18 1,06 
. 34 4 er 1.23 1.08 ae 
>on f A . 1.90 Le I. 1.59 1.40 . 
Hace T : 1.96 1:72 1.55 1.68 1.47 1:32 
earings. T) 4 2.07 1.81 1.63 2.35 2.06 1.85 
- lever can : 2.49 2.18 1.96 1.54 1,35 1.21 
urntable. 6 A 1.70 1.49 1.34 2.01 1.76 1.58 
1.62 1.43 1.29 ns A 1.20 1,08 
2.01 1.76 1,58 1.31 1.15 1,03 
1,23 1,08 7 1.20 1.05 294 
1.62 1.43 1.29 1.31 1.15 1,03 
1.70 1.49 1.34 2.26 1,98 1.78 
Veta eeee 1.62 1.43 1.29 1.70 1.49 1.34 
1,62 1.43 1,29 2.23 1.96 Pe YA 
1.62 1.43 1.29 2:15 1.89 1.70 
1.62 1.43 1.29 1.56 Per’ 1.23 
Esieaie 1.96 1.72 1.55 1.93 1.69 1.52 
2.49 2.18 1.96 1.26 1.10 99 
2.29 2.01 1.81 2.26 1.98 1.78 
artridge. I : % 2.49 2.18 1.96 1.29 1.13 1.02 
record pla 5 .! 2.26 1.98 1.78 1.31 1.15 1.03 
-no alterat ; 2.29 2.01 1.81 1,59 1.40 1.26 
5 2.37 2.08 1.87 1.48 1.30 eo 
Zak 2.08 1.87 1.26 1.10 -99 
fas el nl 
2.26 1.98 1.78 1.31 ee 1.03 
2.21 1.94 b25 1.84 1.62 1,46 
2.21 1.94 1.75 1.98 1.74 1.57 
Seyi 2.04 1.79 1.61 hrs 1.08 97 
2.26 1.98 1.78 1.17 1,03 393. 
1.43 1.25 r.b2 1.96 1.72 1.55 
1.73 1.52 1.37 1.82 We 1.43 
2.04 1.79 1.61 1.90 1.66 1.49 
1,43 Wer) el2 2.26 1.98 1.78 
alsco Type 1.34 1.18 1.06 1.56 1.37 1.23 
1.31 1.15 1.03 1.48 1.30 1.17 
24, 1121, 1 1.15 1.00 -90 2.32 2.03 1,83 
33, 1137, 1% 2.26 1.98 1.78 1.84 1.62 1.46 
rare, sts ot 1.12 .98 .88 1.90 1.66 1.49 
1.70 1.49 1.34 2.23 1.96 1.76 
1.70 1.49 1.34 1.84 1.62 1,46 
feces bene 3.89 3.41 3.06 1.84 1,62 1.46 
2.26 1.98 1.78 1.90 1.66 1.49 
2.26 1.98 1.78 1,82 1.59 1.43 
1,62 1.43 1.29 1.76 1.54 1.39 
1,43 1.25 1.12 1.98 1.74 iam 
1.43 1.25 1.12 1.87 1.64 1,48 
1,56 1.37 1.23 1,82 1.59 1.43 
1.56 1.37 1.23 1.70 1.49 1.34 
1.12 .98 -88 2.26 1.98 1.78 
1,54 1.35 1.21 1.76 1.54 1.39 
2.01 1.76 1.58 1.79 1.57 1.41 
1.90 1.66 1,49 1.76 1.54 1.39 
2.26 1.98 1.78 1.56 Re Tg 1.23 
1.03 91 +82 4.86 4.26 3.83 
1.20 1.05 +94 1.90 1.66 1.49 
98 86 77 1.17 1.03 -93 
3.46 3.04 2.74 1.17 1.03 2 
1.20 1.05 94 t17 1.03 .93 
1,29 1.13 1.02 1.84 1,62 1.46 
1.26 1,10 099 2.04 1.79 1.61 
1.43 1.25 pe 3 1.84 1.62 1.46 
1.70 1.49 1.34 1.23 1.08 BY 
1.56 re © 1.23 1.65 1.44 1.30 
1.31 1.15 1,03 1.84 1.62 1.46 
Lat 1.15 1.03 98 
1.26 1.10 a 
1.31 1.15 1.03 
1.43 128 1.12 
1.37 1.20 1.08 


| i RCA Receiving Tubes (Cont'd) 


QUANTITY PRICES ALSO APPLY TO ASSORTED TUBES 


Tube List NET EACH In Quantitles of: List NET EACH In Quantities of: 
> Type Price 1to5 | 6to49 |500r More Price 1t05 | 6049 |50orMc 
' 524 $5.25 2.93 2.57 2.31 $2.25 1.26 1.10 99 
5 6A7 5.10 2.85 2.50 2.25 4,00 2.23 1,96 1.76 
: 6A8 5.80 3.24 2.84 2.56 4.45 2.49 2.18 1.96 
6A8GT 4.75 2.65 2.33 2.10 1.85 1.03 91 82 
6AB4 2.15 1.20 1.05 <) 3.15 1.76 1.54 1.39 
: 6AB5/6N5 4.05 2.26 1.98 1.78 2.90 1.62 1.43 1.29 
6AB7 6.05 3.38 2.76 2.66 4.80 2.68 2.35 2.11 
6AC5GT 4.80 2.68 2.35 2.11 5.10 2.85 2.50 2.25 
6AC7 4.85 2.71 2.38 2.14 1,95 1,09 196 a) 
6ADTG 6.50 3.63 3.19 2.87 2.50 1.40 1.23 Itt 
f 6AF3 2.90 1.62 1.43 1.29 7.50 4.18 3.68 3.31 
6AF4 4.00 2.23 1.96 1.76 2.25 1.26 1.10 99 
6AF4A 4.00 2,23 1.96 1.76 5.80 3.24 2.84 2.56 
6AFE6G 3.70 2.07 1.81 1.63 2.35 1.31 1.15 1.03 
6AG5 2.60 1.45 1.27 1.14 2.55 1.43 1.25 1.12 
6AGT 5.90 3.30 2.89 2.60 2.45 1.37 1.20 1.08 
6AH4GT 3.30 1.84 1.62 1.46 3.15 1.76 1.54 1.39 
4.60 2.57 2.25 2.03 3.60 2.01 1.76 1.58 
6AK5 4.20 2.35 2.06 1.85 2.80 1.56 1.37 1.23 
6AL5 1.85 1.03 91 -82 3.75 2.10 1.84 1.66 
6AL7GT 5.75 3.21 2.82 2.54 3.15 1.76 1.54 1.39 
AM 5.90 3.30 2.89 2.60 2:85 1.43 1.25 1.12 
6AM8A 3,25 1,82 1.59 1.43 2.75 1.54 1.35 1.21 
A 4.95 2.77 2.43 2.19 3.55 1.98 1.74 1.57 
6AN8 3.50 1.96 1.72 1.55 2.60 1.45 1.27 1.14 
6ANB8A* 3.50 1.96 1.72 1.55 3.30 1.84 1.62 1.46 
6AQ5A 2.15 1.20 1.05 94 2.40 1.34 1.18 1.06 
2.20 1.23 1.08 97 2.35 1.31 15 1.03 
6AQ7GT 4.00 2.23 1.96 1.76 2.95 1.65 1.44 1.30 
; 2.60 1.45 1,27 1.14 2.30 1.29 1.13 1.02 
6AS5 2.40 1.34 1.18 1.06 3.65 2.04 1.79 1.61 
6AS8 3.30 1.84 1.62 1.46 4.45 2.49 2.18 1,96 
6AT6 1.90 1.06 93 84 3.65 2.04 1.79 1.61 
3.20 1.79 1.57 1.41 2.75 1.54 1.35 1.21 
6AU4GTA 3.35 1.87 1.64 1.48 2.95 1.65 1.44 1.30 
6AU5SGT 4.30 2.40 2.11 1.90 3.00 1.68 1.47 1.32 
A 2.10 1.17 1.03 93 4.35 2.43 2.13 1.92 
6AU6A* 2.10 1.17 1.03 93 2.70 1.51 1.32 1.19 
A 3.50 1.96 1.72 1.55 2.70 1.51 1.32 1.19 
6AU8A* 3.50 1.96 1.72 1.55 3.00 1.68 1.47 1.32 
6AV5GA 3.80 2.12 1.86 1.67 2.80 1,56 1.37 1,23 
6AVE 1.65 92 81 73 2.80 1.56 1,37 1,23 
6AW8A 3.55 1.98 1.74 1.57 2.95 1.65 1.44 1.30 
6AX4GT 2.65 1.48 1.30 1.17 2.55 1.43 1.25 1,12 
6AX4GTB* 2.65 1.48 1.30 1.17 2.35 1,31 115 1,03 
6AX5GT 2.90 1.62 1.43 1.29 6.25 3.49 3,06 2.75 
6AX8 3.50 1.96 1.72 1.55 3.50 1.96 1.72 1.55 
6AZ8 4,20 2.35 2.06 1.85 7.65 4.27 3.75 3.37 
6B4G* 15.00 8.40 7.30 6.60 4.15 2.32 2.03 1.83 
6B7* 3.70 2.07 1.81 1.63 4.10 2.29 2.01 1.81 
6B8 5.55 3.10 2.72 2.45 2.95 1.65 1.44 1.30 
6BA6 2.00 1.12 .98 88 2.70 1.51 1.32 1.18 
6BA7 3.65 2.04 1.79 1.61 3.05 1.70 1.49 1.34 
6BA8A 3.70 2.07 1.81 1.63 2.15 1.20 1,05 94 
6BC4 ___ 4,90 2.74 2.40 2.16 3.75 2.10 1.84 1.66 
6BC5 2.30 1,29 1.13 1.02 3.00 1.68 1.47 1.32 
6BC7 3.80 2342 1.86 1.67 2,80 1,56 1,37 1.23 
6BC8 3.95 2.21 1.94 1.75 3.50 1.96 1.72 1.55 
6BD6 2.30 1.29 1.13 1.02 3.15 1.76 1.54 1.39 
6BE6 2.20 1.23 1,08 97 2.90 1.62 1.43 1.29 
6BF5 3.55 1,98 1.74 1.57 3.70 2.07 1.81 1.63 
6BF6 1.80 1.01 88 79 2.35 1.31 1.15 1,03 
6BG6G 6.50 3.63 3.19 2.87 3.15 1.76 1.54 1.39 
6BH6 2.70 1.51 1.32 1.19 3.05 1.70 1.49 1.34 
6BH8 3.45 1.93 1.69 1.52 3.40 1.90 1.66 1.49 
6BU6 2.60 1.45 1,27 1.14 3.00 1.68 1.47 1.32 
6BJ7 2.95 1.65 1.44 1.30 2.80 1,56 1.37 1.23 
6BU8 2.90 1.62 1.43 1.29 3.15 1.76 1.54 1.39 
\ 6BK4 7.50 4.18 3.68 3.31 3.00 1.68 1.47 1,32 
13 6BK5 3.50 1,96 1.72 1.55 2.50 1.40 1.23 Lt 
14 6BK7B 3.40 1.90 1.66 1.49 2.30 1.29 1.13 1,02 
6BL7GTA 3.95 2.21 1.94 1.75 5.80 3.24 2.84 2.56 
| 6BN4 2.50 1.40 1.23 Vat 3.65 2.04 1.79 1.61 
; 6BN4A 2.50 1.40 1.23 tl 4,20 2.35 2.06 1.85 
6BN6 3.05 1,70 1.49 1.34 3.60 2.01 1.76 1.58 
6BN8 2.70 1.51 1.32 1.19 3.65 2.04 1.79 1.61 
6BQ5 2.35 1.31 1.15 1.03 7.25 4.05 3.56 3.20 
: 6BQ6GTB /6CU6 4.35 2.43 2.13 1,92 5.60 3.13 2.74 2.47 
' 7A 3.95 2.21 1.94 1.75 2.50 1.40 1,23 108 
i 6BR8A 3.50 1.96 1.72 1.55 3.00 1.68 1.47 1.32 
6BS38 3.75 2.10 1.84 1.66 275 1.54 1.35 1.21 
6BU8 2.80 1.56 1.37 1.23 3.15 1.76 1.54 1.39 
6BW4 2.05 1.15 1,00 -90 4.50 2.51 2.21 1.99 
6Bwes* 3.30 1.84 1.62 1.46 3.15 1.76 1.54 1.39 
6BX7GT 4.00 2.23 1.96 1.76 2.55 1.43 1.25 1Az 
6BY5GA 4.20 2.35 2.06 1.85 2.40 1.34 1.18 1.06 
6BY6 2.30 1.29 1.13 1.02 3.55 1.98 1.74 1.5 
6BY8 2.85 1.59 1.40 1.26 655 3.10 1.73 1.52 1.3 
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RCA Receiving Tubes 


BUY RCA RECEIVING TUBES ON OUR EASY PAY PLAN 


antities of: 


Extra Savings When You Buy More Than 5 Tubes 


The first net price column (1 to 5), is for orders of use the prices in the second net price column (6 to 49). 
less than 6 tubes. If you buy 6 or more tubes of any For 50 tubes and over, use the third price column (50 
one type or assorted types (and up to a total of 49), or More). Take advantage of these quantity prices! 


an List NET EACH In Quantities of: Tube List NET EACH In Quantities of: 
pales 1toS 6 to 49 |50 or More Hype Brice 1to5 6 to 49 |50 or More 
$2.70 1.51 1.32 1.19 7F8 $4.60 2.57 2.25 2.03 
a 2.80 1.56 1.37 1.23 7G7 4.00 2.23 1.96 1.76 
2:80 1.56 1.37 1.23 7H7 3.90 2.18 1.91 1.72 
4.55 2.54 2.23 2.01 7J7 5.15 2.88 2.52 2.27 
4.05 2.26 1.98 1.78 TKT 4.45 2.49 2.19" || Sema 
2.35 1.31 1.15 1.03 TLT* 4.25 Ply ee 2.08 1.87 
@ 4.60 2.57 2.20 2.03 TNT 3.60 2.01 1.76 1.58 — 
3.75 2.10 1.84 1.66 TQ7 4.10 2.29 2.01 1.81 2 
4.70 2.63 2.30 2.07 7R7 5.15 2.88 2.52 2.27 ag 
6.35 3.55 3.11 2.80 7V7 4.90 2.74 2.40 2.16 © 
- 3.80 2.12 1.86 1.67 TW7 4.75 2.65 2.33 2.10 
es . 5.00 2.79 2.45 2.20 7X7 5.85 3.27 2.87 2.58 
4.35 2.43 2.13 1.92 7Y¥4 2.95 1.65 1.44 1.30 
4.35 2.43 2.13 1.92 7Z4 2.75 1.54 1.35 1,21 
2.80 1.56 1.37 1.23 8AU8 3.55 1.98 1.74 1.57 
3.95 2.21 1.94 1.75 8AW8A 3.70 2.07 1.81 1.63 
= 3.20 1.79 1.57 1.41 8BASA* 3.65 2.04 1.79 1.61 
4.35 2.43 2.13 1.92 8BHB 3.55 1.98 1.74 1.57 
3.85 oS 1.89 1.70 8BN8 2.95 1.65 1.44 1.30 
2.05 1.15 1.00 90 8BQ5 2.40 1.34 1.18 1.06 
5.05 2.82 2.47 2.23 8CG7 2.50 1.40 1.23 Hl 
ay 2.75 1.54 1.35 1.21 8CM7 2.85 1.59 1.40 1.26 
3.95 2.21 1.94 1.75 8CN7 2.60 1.45 1.27 1.14 
3.25 1.82 1.59 1.43 8CST* 2.95 1.65 1.44 1.30 
5.35 2.99 2.62 2.36 8CX8 3.70 2.07 1.81 1.63 
3.85 2.15 1.89 1.70 8EB8 3.75 2.10 1.84 1.66 
ah : 3.10 1.73 1.52 1.37 8EM5 3.10 1.73 1.52 1.37 
3.20 1.79 1.57 1.41 9AU7 2.80 1.56 1.37 1.23 
4.75 2.65 2.33 2.10 9BR7 2.75 1.54 1.35 1.21 
4.20 2.35 2.06 1.85 9CL8 3.15 1.76 1.54 1.39 
4.05 2.26 1.98 1.78 9U8A 3.30 1.84 1.62 1.46 
a 2 3.75 2.10 1.84 1.66 10C8 4.25 2.37 2.08 1.87 
3 3.20 1.79 1.57 1.41 10DE7 2.95 1.65 1.44 1.30 
3 3.60 2.01 1.76 1.58 11CY7 3.00 1.68 1.47 1,32 
) 3.05 1.70 1.49 1.34 12A8GT 5.30 2.96 2.60 2.34 
2 3.30 1.84 1.62 1.46 12AB5 2.45 1.37 1.20 1.08 
a4 3 2.60 1.45 1.27 1.14 12AC6 2.20 1.23 1.08 97 
5 3.30 1.84 1.62 1.46 12AD6 2.40 1.34 1,18 1.06 
5 2.70 1.51 1.32 1.19 12AE6A 2.05 1.15 1.00 .90 
7 3.25 1.82 1.59 1.43 12AE7* 3.35 1.87 1.64 1.48 
3 4,20 2.35 2.06 1.85 12AF3 2.90 1.62 1.43 1.29 
| | 4.35 2.43 2.13 1.92 12AF6 2.35 1.31 1.15 1.03 | 
0 3.35 1.87 1.64 1.48 12AH7GT 4.20 2.35 2.06 1.85 | 
9 3.20 1.79 1.57 1.41 12AJ6 2.05 1.15 1.00 -90 
4 3.30 1.84 1.62 1.46 12AL5 1.90 1.06 93 184 
4 4.35 2.43 2.13 1.92 12AL8 4.25 2.37 2.08 1.87 
acl 5.00 2.79 2.45 2.20 12AQ5 2.60 1.45 1.27 1.14 
2.15 1.20 1.05 194 12AT6 1.85 1.03 cy 82 
2.20 1.23 1.08 97 12AT7 3.05 1.70 1.49 1.34 
3.95 2.21 1.94 1.75 12AU6 2.15 1.20 1.05 94 
2.40 1.34 1.18 1.06 12AU7A 2.45 1,37 1.20 1,08 
= : 2.85 1.59 1.40 1.26 12AV5GA 3.85 2.15 1.89 1.70 
> 1.65 .92 BI .73 12AV6 1.65 .92 81 2 
2.05 1.15 1.00 :90 12AV7 3.40 1.90 1.66 1.49 
3:15 1.76 1.54 1.39 12AW6 3.30 1.84 1.62 1.46 
3.45 1.93 1.69 1.52 12AX4GTA 2.70 1.51 1.32 1.19 
=a : 3.45 1.93 1.69 1.52 12AX7 2.55 1.43 1.25 1.12 
3.25 1.82 1.59 1.43 12AXTA* 2.55 1.43 1.25 1.12 
3.85 2.15 1.89 1.70 12AY7 5.00 2.79 2.45 2.20 
3.15 1.76 1.54 1.39 12AZ7 2.75 1.54 1.35 1.21 
3.50 1.96 1.72 1.55 T2AZ7A* 2.75 1.54 1.35 1.21 
4.70 2.63 2.30 2.07 12B4A 2.70 1.51 1.32 1.19 
3.85 2.15 1.89 1.70 12BA6 2.00 Lae 198 .88 
3.85 2.15 1.89 1.70 12BAT 3.95 2.21 1.94 1.75 
3.85 2.15 1.89 1.70 12BD6 2.25 1.26 1.10 99 
2.60 1.45 1.27 1.14 12BE6 2.15 1.20 1.05 94 
3.05 1.70 1.49 1.34 12BF6 2.10 1.17 1.03 93 
1.61 4.75 2.65 2.33 2.10 12BH7A 3.05 1.70 1.49 1.34 
3.20 3.25 1.82 1.59 1.43 12BK5 3.80 2.12 1.86 1.67 
2.47 3.50 1.96 1.72 1.55 12BL6 2.30 1.29 1.13 1,02 
' . 3.55 1.98 1.74 1.57 T2BQ6GTB/12CU6| 4.45 2.49 2.18 1.96 
E 5.00 2.79 2.45 2.20 12BR7 2.75 1.54 1.35 1.21 
1.21 3.50 1.96 1.72 1.55 12BV7 3.05 1.70 1.49 1.34 
1.39 3.50 1.96 1.72 1.55 12BY7A 3.05 1.70 1.49 1.34 
1.99 3.20 1.79 1.57 1,41 12BZ7 3.05 1.70 1.49 1.34 
a 4.05 2.26 1.98 1.78 12¢8 6.80 3.79 3133 3.00 
: 4.45 2.49 2.18 1.96 12CA5 2.50 1.40 1.23 1. 
1,06 3.00 1.68 1.47 1.32 ————— 
1.57 3.85 215 1189 1170 RECEIVING TUBES CONTINUED ON NEXT PAGE 
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QUANTITY PRICES ALSO APPLY TO ASSORTED TUBES 


Tube List NET EACH, In Quantitles of: 


i Tube List NET EACH, In Quantities of: 
Type Price 1to5 6 to 49 |50 or More Type Price 1t05 6 to 49 [50 or Moi RCA 
T2CN5 $2.45 1.37 1.20 1.08 19AU4 $3.50 1.96 1.72 1.55 famo 
12C R6 2.40 1.34 1.18 1.06 19AU4GTA® 3.45 1.93 1.69 5 Both 
12CT8 4.05 2.26 1.98 1.78 19BG6GA 6.50 3.63 3.19 
12CU5 /12C5 2.35 1.31 1.15 1.03 19C8* 4.45 2.49 2.18 
42CU6/12BQ6GA*| 4.45 2.49 2.18 1.96 19J6 3.45 1.93 1.69 
12CX6 2.50 1.40 1.23 1.1 19T8 3.35 1.87 1.64 
12D4 2.75 1.54 1.35 1.21 9X8 3.70 2.07 1.81 
12DB5 2.75 1.54 1.35 1.21 21EX6* 5.70 3.18 2.79 
12DE8* 2.90 1.62 1.43 1.29 22DE4 2.85 1.59 1.40 
12DF7* 2.60 1.45 1.27 1.14 24A 4.55 2.54 2.23 
12DK7* 2.95 1.65 1.44 1.30 25AV5GA 4.25 2.37 2.08 
12DL8 4.05 2.26 1.98 1.78 25AX4GT 2.90 1.62 1.43 
12DQ6A 4.20 2.35 2.06 1.85 25BK5 3.65 2.04 1.79 1.61 
12DQ7 3.30 1.84 1.62 1.46 25BQ6GTB/25CU6 4.60 2.57 2.25 2.03 
t 12DS7 3.40 1.90 1.66 1.49 25C5 2.15 1.20 1.05 94 
12DT5 3.05 1.70 1.49 1.34 25CA6 2.50 1.40 1.23 1.11 
- 142DT7? 2.90 1,62 1.43 1.29 25C D6GB 5.85 3.27 2.87 2.58 
12DT8 3.75 2.10 1.84 1.66 25DN6 5.55 3.10 2.72 
12DU7* 3.15 1.76 1.54 1.39 25EC6° 5.70 3.18 2.79 
| 12DV8 3.55 1.98 1.74 1.57 25EHS 2.30 1.29 1.13 
| 72DWws* 3.55 1.98 1.74 1.57 25F5* 2.35 13l 1.15 
: 12DZ6 2.55 1.43 1.25 1.12 25L6 6.40 3.58 3.14 
12EA6 2.65 1.48 1.30 1.17 25L6GT 2.25 1,26 1.10 
412ED5 2,50 1.40 1.23 1.11 25W4GT 2.70 1.51 1.32 
12EG6 2.30 1.29 1.13 1.02 25W6GT* 310 1.73 1.52 
12EHS 2.35 1.31 1.15 1.03 625 $15 1.76 1.54 
12EK6 2.55 1.43 1.25 1.42 25Z6GT 2.90 1.62 1.43 
12EL6 2.00 ar 98 .88 26° 4.35 2.43 2.13 
12EM6 3.10 1.73 1.52 1.37 27 4.35 2.43 243 
412EN6 3.05 1.70 1.49 1.34 32ET5 2,20 1.23 1.08 
} - ) a 2.85 1.59 1.40 35/51* 4.35 2.43 2.13 
: 12FK6 2.10 1.17 1.03 : mi 35A5 3.50 1.96 1.72 
12FM6 2.00 1.12 ‘98 ‘88 35B5 2.65 1.48 1.30 
12GC6* 4.15 2.32 2.03 1.83 35C5 2.15 1.20 1.05 
12H6 3.30 1.84 1.62 1.46 35EH5 2.30 1.29 1.13 
J 2.95 1.65 1.44 1.30 35L6GT 2.40 1.34 1.18 
12J7GT 4,60 2.57 2.25 2.03 35W4 1.40 78 69 
12U8 3.30 1.84 1.62 1.46 4 2.75 1.54 1.35 
12K5 2.95 1.65 1.44 1.30 Z3 2.75 1.54 1.35 
42K7GT 4.05 2.26 1.98 1.78 35Z4GT 2.35 1.31 1.15 
2K8 5.70 3.18 2.79 2.51 35Z5GT 1.85 1.03 91 
12L6GT 2.50 1.40 1.23 1.0 36° 4.35 2.43 2.13 
12Q7GT 3.65 2.04 1.79 1.61 36AM3 1,50 84 z 
412R5 2.60 1.45 1.27 114 41 3.85 2.15 1.89 
12S8GT* 2.90 1.62 1.43 1.29 42 3.85 2.15 1.89 
7 3.95 2.21 1.94 1.75 43 4.70 2.63 2.30 
42SA7GT 3.25 1.82 1.59 1.43 47 9.15 5.11 4.48 
12SC7 3.80 2.12 1.86 1.67 50A5 4.15 2.32 2.03 
12SF5 3.20 1.79 1.57 1.41 50B5 2.65 1.48 1.30 
12SF7 4.75 2.65 2.33 2.10 50C5 2,15 1.20 1.05 
72SGT 4.20 2.35 2.06 a 50DC4 1.55 87 -76 
{ 12SH7 4.00 2.23 1.96 76 50EHS 2.30 1.29 1.13 
: 12SJ7 3.75 2.10 1.84 1.66 SOFES 3.65 2.04 1.79 
, 12SJ7GT°* 3.20 1.79 1.57 1.41 50L6GT 2.40 1.34 1.18 
' 12SK7 3.60 2.01 1.76 1.58 peed 3.20 1.79 1.57 
T 3.05 1.70 1.49 ; 50Y6GT 2.95 1.65 1.44 
12SL7GT 3.75 2.10 1.84 se 50Y7GT 3.05 1.70 1.49 
12SN7GT 2.70 1.51 1.32 1.19 57° 4.35 2.43 2.13 
12SN7GTA* 2.70 1.51 1.32 1.19 58° 4.35 2.43 2.13 
12SQ7 3.30 1.84 1.62 1.46 TOL7GT 10.15 5.66 4.98 
125Q7G 2.70 1.51 1.32 5 TIA 5.10 2.85 2.50 
42SR7 3.30 1.84 { re “46 75 5.10 2.85 2.50 
12U7 2.65 1.48 1.30 it? 78 5.10 2.85 2.50 
12V6GT 2.15 1.20 1.05 .94 80 2.90 1.62 1.43 
12W6GT 3.00 1.68 1.47 1.32 84/624 2.95 1.65 1.44 
4 1.90 1.06 3 A 85 4.35 2.43 2.13 é 
1223" ach 3c ne ae 117L7/117M7GT | 10.15 5.66 4.98 ioe 
413DE7 2.95 1.65 1.44 1.30 117N7GT 10.25 5.72 5,02 4.51 
13DR7* 2.95 1.65 1.44 1.30 117P7GT 10.25 5.72 5.02 4.51 
14AT7 3.65 2.04 1.79 1.61 ase 2.50 1.40 1,23 LU 
; ‘ F7 3.80 2.12 1.8 ; TZ6GT 4.35 2.43 2.13 - 
th 14B6 3.30 1.84 I ‘62 "46 5.00 2.79 2.45 2:20 
14C7 3.35 1.87 1.64 1.48 4.05 2.26 1,98 1.78 
14F7 4.05 2.26 1.98 1.78 6.25 3.49 3.06 2.75 
nad 4.60 2.57 2.25 2.03 450 2.51 2.21 1.99 
7 4.10 2.29 2.01 2. 1.65 1.44 
14R7 5.35 2.99 oe2 336 5.25 2.93 2/57 231 
17AX4GT 2.70 1.51 1.32 1.19 4.35 2.43 2.13 1.92 
17BQ6GTB 5.00 2.79 2.45 2.20 3.30 1.84 1.62 1.46 
) 17C5* 2.35 1.31 1.15 1.03 2.20 1.23 1,08 97 
) co Pe 1.54 1.35 1,21 ee 1.23 1,08 97 § 
: 17DE4 2.85 1.59 1.40 1.26 . 
17DQ6A 4.25 2.37 2.08 1.87 : 
47H3 215 1.20 105 94 RCA RECEIVING TUBE MANUAL > 
17R5? 2.60 1.45 1.27 1.14 RC-20. Latest edition. One of the most helpful bo ~ 
, 18A5 4.15 2.32 published for radio-TV servicemen. Lists characterist 
ewe tit a 2.03 1.83 and typical operating conditions of all current RCA 
< 1.12 98 88 ceiving-type tubes. Covers applications and installats 
18FX6 2.15 1.20 1.05 94 of tubes. Includes schematic diagrams and explanatis 
+ Gib Ao 92 Bl .73 enone iy Eeoranteted Sot No ners with 
“f 2.07 1.81 1.63 ng tubes or one picture tube. 
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Allied Also Has Complete Stocks of TV, Special-Purpose and Audio Tubes 
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RCA Picture Tubes — ON EASY TERMS 


RE’S AN RCA PICTURE TUBE FOR ANY BUDGET 


One Full Year Guarantee 
A offers two separate lines of TV picture tubes. Choose your replacement from RCA's 


us ‘Silverama” line, or the budget-priced, thoroughly dependable “Red Labei”’ line. 
1.52 ech types are guaranteed for one year. *Aluminized screens. 


2.87 
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1.48 “SILVERAMA" ALL-NEW PREMIUM TUBES 


EASY PAYMENTS—— 
Picture tubes may now be 
purchased on Allied’s Easy 
Pay Plan—the most liberal 
plan in the entire field of 
electronics. See back sec- 
tion of catalog for com- 
plete details. 


“RED LABEL” ECONOMY TUBES 


CONGO CONN 


ODN 


MWS. 


21MP4 
21WP4 
21WP4A*® 
21XP4A* 


tele 


2.51 Stock No. Stock No. N 
1.26 Tube Type Dept. Tube Type Wt., Lbs. EA 
2.04 q B AU7 | 10BP4A 3 14.06 
1.87 10BP4A 13 21.76 AU7 | 10FP4A* 13 18.64 
: 10F P4A* 13 27.31 AU7 | 12KP4A* 17 19.27 
1.29 12K P4A*# 17 27.64 AU7 | 12LP4A 17 16.52 
1.61 3 12LP4A 17 24.37 AU7 | 14ATP4* 11 21.10 
2.03 T4ATPS* 12 30.58 AU? | 14EP4/14CP4/14BP4 14 16.34 
94 14EP4/14CP4/14BP4 14 25.35 AU7 | 14HP4 14 17.3 
Tell 14HP4 14 26.78 AU7 | 14QP4A* 10 19.9 
4 14QP4A* 10 30.58 AU7 | 14RP4 12 21.1 
2.58 14RP4 12 29:72 | AU7 | 14RP4A* 12 23:0 
2.45 14RP4A* 12 32.34 | AU7 | 14wWP4/14ZP4 ii 23.0 
2.51 14WP4/14ZP4* 12 30.58 AU7 | 16AP4A 17 26.4) 
1.02 "3 16AP4A 17 40.05 AU7 | 16DP4A 23 21.2 
103 16DP4A 23 35.80 AU7 | 16GP4B 16 27.1 
“93 16GP4B 16 39.52 AU7 | 16LP4A/16ZP4 15 4 21.9) 
2.8 ws | 16LP4A716ZP4 25 35.80 AU7 | 16RP4/16KP4 21 18.64 
+99 16RP4/16KP4 21 29.14 AUT | 16RP4A/16KP4A* 21 20.92 
1.19 16RP4A/16KP4A* 21 31.88 AU7 | 16TP4 21 18.64 
1.37 f 16TP4 29.14 AUT | 16WP4A 21 22.88 
1.39 16WP4A 35.80 AU7 | 17AVP4/17ATP4 17 22.44 
1 29 17AVP4/17ATPS 31.82 AU7 | 17AVP4A/17ATP4A* 17 25.39 
: 17AVP4A/17ATP4A* 34.76 AU7 | 17BJP4* 17 25.3 
17BJP4* 17 34.76 AU7 | 17BP4A/17JP4 21 21.7 
17BP4A/17JP4 21 30.18 AU7 B* 21 23.2 
17BP4B* 21 32.41 AU7 | 17BZP4/17CAP4/CKP4/BRP4* 10 28.6 
17BVP4* 14 38.09 AU7 | 17CFP4* 10 25.38 
7BZP4/CAP4/CKP4/BRP4* 14 38.09 AU7 | 17CP4 17 30.94 
7CDP4* 14 38.09 AU7 | 17DAP4* 13 35.32 
17 34.76 AU7 | 17DKP4* 10 29.64 
16 39.27 AU7 |_17GP4 16 32.2: 
TCYP4* ee ta | oars 9 AU7 | 17HP: emer © | 21.6 
13 44.95 AU7 | 17HP4B/17RP4C® 23 24.5 
14 40.70 AU7 | 17LP4/17VP4 23 21.7 
13 40.70 AU7 | 17LP4A/17VP4B* 23 24.1 
14 60 AU7 | 17QP4/17UP4/17YP4 23 20.5 
P 16 40.96 AU7 | 17QP4A* aly © 23.4 
HP4/17RP4 30.97 AU7 | 17TP4 16 32.2 
HP4B/17RP4C® 33.91 AU7 | 19AP4B 24 31.9 
LP4/17VP4 31.49 AU7 | 20DP4A/20CP4A 29 24.3 
al TLP4A/17VP4B* 34.50 AU7 | 20DP4C/20CP4D* 29 29.2 
= 29.33 | AU7 | 20HP4A/20LP4/20MP4 29 25.7 
a 34.41 AU7 | 20HP4D* 29 27.3 
at 42.21 AUT | 21ACP4A/21BSP4/21AMP4A* 33 28.5 
al 41.36 AU7 | 21ALP4B/21ALP4A* 33 29.7 
403 | 19AP4E 42.99 AU7 | 21AP4 25 38.0 
z Pa 38.22 Avu7 | 21ATP4A/21ATP4* as 29.70 
al 20D P4A/20CP4A 34.79 AU7 | 21AVP4/21AUP4 33 27.86 
a 20D P4C/20CP4D* 37.56 AU7 | 21AVP4B/21AUP4B/ 
s 20H P4A/20L P4/20M P4 35.80 21AVP4A/21AUP4A* 33 29.70 
=03 | 20HP4D* 39.00 AUT7 | 21AWP4* 33 28.52 
3 | 21ACP4A/21BSP4/21AM P4A* 38.68 AU7 | 21AXP22A/21AXP22* (Color) 38 98.40 
203 | 21ALP4B/21ALP4A* 40.64 AU7 | 21BTP4* 31 29 82 
203 | 21AP4 48.48 AU7 | 21CBP4A/21CBP4/21CMP4* 33 29.82 
403 | 21ATP4A/21ATP4* 40.64 AU7 | 21CEP4/21CEP4A* 28 32.56 
au3 | 21AVP4/21AUP4 38.42 AU7 | 21CXP4* 27 29.63 
03 TRV ECE /ADPAB/AVPSA/ AU7 | 21CYP22* (Color) 45 98.40 
1.62 AU7 | 21DAP4* 25 32.7 
a03 | 21AWP4* 8.74 AU7 | 21DEP4A/21DEP4/21CZP4* 25 32.7 
203 | 21AXP22A* (Color) 137.20 AU7 | 21DLP4/21DQP4* 24 29.5 
au3 | 21BTP4* 0.38 AU7 | 21EAP4* 25 41.5 
2553 |_21CBP4A/21CBP4/21CMP4* 1.09 AU7 | 21EP4A 36 25.7 
BUS | 21CEP4/21iCEP4A* 3.51 AU7 | 21EP4B* 34 28.6 
- - a aig AU7 | 21FP4A 36 23.7 
203 | 21CYP22A* (Color) 137:20 | AU? PE Eeas 3s 55:4 
(303 | 21DAP4* 3.5 AU7 | 21WP4 31 24.0 
S03 | 2iDEP4A721DEP4/21CZP4* 3.5 Au7 | 2iwP4A* 31 29.4 
203 | 21DFP4* 355 1 Gaal 33 38:7 
$03 | 21DLP4/21DQP4* 9:9 UT Ge 33 $e°{ 
a03)| 21DSP4* 9.9 7 P . 
* AU7 | 21YP4A* 33 29. 
a Ree 2.9 AU7 | 21ZP4A 33 24 
au3 | 2i1EMP4* 4.4 | | 5 
aU3 6 AU7 | 21ZP4B* 33 28.5 
U3 3. AU7 | 24ADP4/VP4A/CP4A/TP4* 43 41.5 
U3 A. AU7 | 24AEP4* 39 43.1 
= 748 | Aut | Bete ave a 483 
7 ¥ ‘D . 
ee 5 AUu7 | 27MP4* 42 11:5 
6 
9 
0. 
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21YP4 
21YP4A* 
21ZP4A 
21ZP4B* 
23CP4* 


23EP4* 

23MP4* 
24ADP4/VP4A/CP4A/24TP4* 
24AEP4* 
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DUMONT 8” TV RECEIVER CHECK TUBE 


An extremely versatile 8” rectangular uni- 
versal picture tube—a great aid in tele- 
vision servicing. Permits testing television 
set without using the original picture tube. 
Provides a positive on-the-spot substitu- 
tion test for picture tubes and eliminates 
the necessity for taking the original picture 
tube back to shop for servicing. Completely 
self-focusing. Can be used in virtually all 
electromagnetically deflected sets regard- 
less of deflection angle. For 53°, 66°, 70° 


or 90° yoke. No ion trap required. Ideal for either electrostatic or 


magnetic-focus sets. Shpg. wt., 6 Ibs. 


AUG SXP4, NET... 1.0 cee eee eee eee e een enncwnegvanne 
Model 8YP4/JP4. Recelver Check Tube. Same as above, but also 


for 110° magnetic deflection. Shpg. wt., 6 lbs. 


AUG B8YP4/JP4.NET..........---0eeeee See 


Use Allied’s Easy Payment Plan on Orders of $20 or More 


~ Germanium and Silicon Transistors. 


ALLIED—WORLD’S LEADING SUPPLIER OF SEMICONDUCTORS 


COLUM 
® You Pay Only the Lowest Price in Effect ® New Types are Added to Our Stocks as Soon as They 
at Time of Shipment are Released by Manufacturers AND 5 
®@ We Ship Same Day Your Order is Received © Allied Stocks Over 3000 Semiconductor Types 
Offered below is a selection of inexpensive germanium and sili- the complete lines of all manufacturers shown on these pages, 
con transistors—all available for immediate delivery from Allied, Space limitation does not allow for complete listings, but we 


the world’s largest supplier of semiconductors. Allied carries have selected a representative group of the more important types. 


EXPLANATION OF COLUMN HEADINGS AND SYMBOLS 


P+ indicates collector dissipation @ 25° C. in ma, except *watts; i i 

- in ma, Ss signal DC beta, hfe, small signal AC beta; Fe, alpha cutoff fre- 
BV, max. collector voltage, except +tBVcBO min. collector to base quency, except Sliternal Gatnttreauente Allare PNP, except eNPN. 
voltage; Ic, collector current in ma, exceptt amperes; hre large Av. shpg. wt., 2 oz. Specify mfr’s name and Type No. when ordering. 


| . TEXAS INSTRUMENT GERMANIUM TRANSISTORS RCA GERMANIUM TRANSISTORS 
’ tr's Struc- ; Pe | BV | to | hFE(#hfe) |° Fa | NET Mfr's |e, | at B ip- 
| - ee 1M : a Mive| max | max imi max)_me_| EACH Type | Fig. | Function fer SV | apa | Deets 
N lloy [Audio 150 |—20 |—150 {50 70(avg)|.......| 1.01 | 2N109 Aud 25 | — 
: 2N238 | A |Alloy Audio 150 |—20 |—150 30 S0vave)|. | 194] 2NI39 i iF Amp. el =R ts 83 N 1:39 7 
. 2N248 |A\GJ — High Freq. 30 |-25 | —5 |....... ....50).......| 4.90 | 2NI4O | J | Converter 30 | —16 | —15| 10 | AJ 1:53 Fig| 
2N250 |B |Alloy [Power 25*|—30t) —7$30@05A |... | 2.95 | 2NI75 | J | Audio 50 |-10| —2] 0.9] AJ 1:63 + 
2N251__| B\Alloy [Power 25*|—60t| —71130 @ 0.5A j 4.00 | 2NI76 | B | AF Amp. 10* | —40} —3¢! 0.91 AJ 3:05 A 
| aS A So converter 2.60 | 2N217 H_ | Same as 2N109 but has flexible leads. 1.16 4 
1 SND54 Nn Je F | tee 2N218 H | Same as 2N139 but has flexible leads. 1.40 B 
i 5N291 Get FF -| 2.60 | 2N219 H_ | Same as 2N140 but has flexible leads. 5 B |; 
5N508 , Pe Ww jo } 1.73 | 2N220 H_ | Same as 2N175 but has flexible leads. 7 ry 
AL | |. 2,60°| suseno ——_ oe B 
: San falar ose ap 2N270 | Audio j 250 | —25 |—150 | 0.8 | Al 1.32 B : 
: SN36e |Alatoy (Gen. Pur. 130 |-30 | —50 li9@ ima agi | 7:90] SNSOIA| B& | AF Ams. ts | 60 | x3 09] 2°95 A 
2N369 | A |Alloy (Gen. Pur. 150 |—30 | —50 49 @ Ima 1421.3 | 1:90 | 2N307 B | AF Amp. 10* | —35 |—-200'| 0.8 | AJ 1.49 
: cen : Alloy oaey he ail =i ae 90\430ke§-| 3:50 | 2N351 B | AF Amp. 10* | —40 | —3t} 0.9] AJ 3:30 A 
Mt he as _B | AFAR 9] f I ‘ 
: SMaEBA to aie Fores 4 eet re en S0;430kc8 | 5.60 | 2N370 -|~G | RF Amplifier 30 |—24 | —10 | 30 | ort | 2.72 
: N + —80t/ —7$/30@5A —90)430ke§ | 7.10 | 2N371 | G | RF Oscillator 80 | —24| -10| 30 | Drift | 2.89 A| 
2NSI1 B |Alloy |Power 80*/—40+) —257/20 @ 10A 60/260kc§ | 4.80 | 2N372 G | RF Mixer 80 | —24] —10 | 30 | Drift 2.64 rc | 
2N5/1A |B |Alloy (Power 80*|—60t| —255/20 @10A 60/260kc$ | 5.60 | 2N373 G | IF Amplifier 80 | —25}| —10 | 30 | Drift 1.49 
2N511B |B \Alloy (Power 80*|—80t| —25t|20@10A 60/260kc§. 11.20 | 2N374 | G | Converter 80 | —25| —10 | 30 | Drift 1.57 Me 
BSs2 =| 8 iAlloy [Power 808/401] —25720 @ 15A__60iz80kc8 ' 6.40 | “SN376 |B | AF Am 107 | —a0 | —33/ 0.9 [A : r 
epee: foe (wie —simein cee cp | Guat | 5 (eit dat lalla 7 
0 — 30+) — kok _ 3 UL AF Brive _1 150. | 0.8. : hall 
; 2N513 B Ales Power 80*|—40t Setog $ 20A 60 300kc : oe 2N406 H_| Same as 2N405 but has flexible leads. 5 
2N680 |A\AJ Audio | 150 | —20 '—150 ‘3 | 1:06 | 2N407_| J | AF Amplifier 150 | —20|—70| 0.8) AJ E 
2N1038 | C |Alloy Power _—| 20* 40+ —3t/20@1A__ 608kcS_ 4.40 | “2N4OB_ | _H_| Same as 2N407 buthas flexible leads. 8 
2N1039 | C |Alioy Power 20*—60t —3t/20@1A 60/8kc§ 7 — : 
2N1040 | C |Alloy |Power | oor\—got! ato GIA — eoekcs 1 ei60 | -2N409 |" | IF Amplifier___|_80_| —13 | =15 | 6.81 AJ or 
ay NA : [Puls RF, i x 7 = \fsscn @ 455 ke| 40 2.61 2N410 H_ | Same as 2N409 but has flexible leads. . . 
P iffuse |RF, - —5 |#33db @455 kc; 35 2.08 ~ 1) Cor ~ = 7 
2N1 109 | A [Diffuse |RF, IF | 30-16 | —5 |#20db@455kc. 30 1.82 Mu ‘i | Sategerres ep a = meses ie A 
2NI110 | A Diffuse |RF, IF 30 |—16 | —5 |#29db @ 455 kc| 35 2.08 | +~ ncaa ss at has Aas tite (ends, 1.29 D| 
2NI 111 _| A |Diffuse |RF, IF 30 |-20 | —5 |425db@ 455 kc| 35 3:08 | 2N591 H | AF Driver 50 | —32| —40 | 0.7) A) 1.12 at | 
2NI 111A) A (Diffuse |RF, IF 30 |\—-20 | —5 |#25db@455kc 35 S:08 | 2N64! | G | IF Amplifier 80 | —34| —10 | 42 | Drift 1.68 * 
2N111 1B) A (Diffuse |RF, IF |.30 |—-27 | —5 |#25db @ 455 ke} 35 5:08 | 2N642 | G | Converter 80 | —34| —10 42 | Drift 1.77 
2N1143 | C |Mesa_|VHF 750 |=25 |—100 |78db@100men#0 12.00 | ZNO4Z | H | AE Amolifer | tM | 31 too 02| Ale 1.82 ~ 
2N1273 | E \Alloy |Audio 150 |—15 |—150 |30 150) 2 | .86 a FE ML 2 | Ale 1.45 < 
2N1274 |E |Alloy |Audio 150 |—25 |—150 |30 150| 2 "91 | 2NI010| H | Low-Noise AF 20 10) 2 0.2 | Ale 2.89 — 
2N1302 | D /Alloy |Computere 150 | 25 | 300 |20 50 typ} 4.5 1160 | 2NLI77| G | EMRE 80 | —30 |} —10 140 | Drift 3.63 D 
2N1303 | D [Alloy |Computer 150 |—30 |—300 |20 50 typ) 4.5 1:60 | 2NII78| G | EMRE 80 | —30 | —10 140 | Drift 3.30 A 
‘ 2N1304 | D Alloy |Computere 150 | 25 | 300 40 70 typ} & 2°00 Qn! 179 ‘ Ge. “ Mixer a =o 28h a Drift 2.97 4 
2N1305 | D Alloy (Computer 1150 |—30 —300 |40 70 typ! 8 2.00 RN = sl at UE ois 2.48 D 
2N1306 | D Alloy |Computere 150 | 25 | 300 |60 100 typ] 12 3:20 | 2N1224| K | VHF Amplifier 120 | —40| —10 30 | AJ 2.48 — 
2N1307 | D |Alloy |Computer 150 |—30 |—300 (60 100 typ} 12 3°20 | 2NI1225| K | RE Amplifier 120 | —40] —10 100 | AJ 3.30 D 
2N{308 | D |Alloy |Computere 150 | 25 300 80 150 typ| 20 480 | 2N1226| K | RF Amplifier 120 | —60]—10 30 | AJ 3.36 D 
2N1309 | D \Alloy [Computer 150 |—30 —300 80 150typ| 20 | 4.80 py % ed ee i Sts at Fd ies 2.64 
2N1370 | E |Alloy |Audio 150 |—25 |—150 50 150; 2 aa /peaeooe ee wa EAN a 
2NI371 |E [Alloy |Audio 150 |—45 |-150 50 150| 2 1150 | 2N1425| G | IF Amplifier 30 | —24 | —10 ..| Drift 1.25 
2N1372 |E \Aloy (Gen. Pur. 250 |—25 |—200 |30 95) 1.5 1104 | 2N1426]| G | Converter 80 | —24 | —10 ».| Drift 1.35 
2N1373 |€E /Alloy |Gen. Pur. 250 |—45 |—200 |30 95) 1.5 1:76 | 2NI524| 4 | Auto Radio 30 | —24| —-10; 33 | AJ 1125 
2N1374 |€E |Alloy |Gen. Pur. 250 |—25 |—200 50 150, 2 | 1.33 | 2N1525 H ven oe 2 rat ae a AJ 1.25 
3N1375 |E (Alloy |Gen. Pur. (250 |—45 |—200 50 150; 2 2.02 | 2N1526 |_)_ | Auto Kate ee BS 1.35 
2N1376 |E [Alloy |Gen. Pur. 250 |—25 |—200 {75 150| 2 1.68 | 2NI527 | H | Auto Radio 80 | —24 | -10) 33) AS 135 — 
2N1377 |€E (Alloy (Gen. Pur. 250 |—45 |—200 {75 150) 2 RE 2NI631 J RF Amplifier 80 —34|-10 45 | AJ 1.63 es ir; 
F 2N1378 | E |Alloy (Gen. Pur. 250 |—12 |—200 |95 300] 3 1.68 | 2N1632| H | RF Amplifier 80 | —34]/-10 45 | AJ 1.63 er 
2N1379 | E Alloy |Gen. Pur. 250 |—25 |—200 95 300| 3 | 1.86 | 2N1633 | J iF Ampiiber o ee 20 Li a eC aaa 
DN1380 | E |Alioy \Gen. Pur. (250 |—12 |—200 30 300/ 2 708 )| ener oe a a |G 
2N1381 | E (Alloy |Gen. Pur. 250 |—25 |—-200 30 300| 2 "93 | 2N1635| J | Converter 80 —10 eS en 
2N1382 |E [Alloy |Power 200 |—25 |—200 50 150| 2 1117 | 2N1636 | H | Converter 80 —10 rc | i 
2N1383 | €E |Alloy |Power 200 |—25 |—200 |30 150) 1.5 1.09 | 2NI637 | H | Auto Radio 80 —10 1.85 F 
2N1398 | F |Mesa_|Mixer 35_|_ 30 5 ih. w-|1 1520 | 2N1638 | H | Auto hei 30 Zz 1.68 a 
TS 2Ni2e0 1E Wess WaT. oe. 13) S| § B50 ee : E 
esa |-IF, Osc. fs in 
| BNaOD EM, Wirvose | 38| a0| 38 | ae MOTOROLA TRANSISTOR MOUNTING KITS : 
2NI401A/ F |Mesa |TV-IF, Osc. 35} 30 5 | 7.00 Provide all necessary hardware for on Fr 
2N1402 | F [Mesa 'TV-IF, Osc. 35! 30 5 | 4.70 eae DAs ee chassis all T! F 
industry standar power tran ist 
} TEXAS INSTRUMENT SILICON T types and 80-watt zener diodes. Pel 3 
2N1586 | AG) |SmallSig.Amp.{150 ) 15t) 25 4 | 6.60 mounting for polarity reversal. Um 
SNI5@7 | A\G)  |SmallSig.Amp.{150 | 30¢| 25 4 | 7:60 bi Pe annem elects ay insulat Allie 
2N1588 | A/G) Small Sig.Amp.|150 | 60¢| 25 4 8.55 heat ts ree ey ane sstion WL 
Nize0 A a oles fe ee eal te 6 Seo al ansler C. eS = ne 
5 |Smali Sig. Amp. | 6 A l lati Wash EACH Ls 
2NI591 | A (Gs |SmaliSig. Amp.|150 | 60¢) 25 6 | 9.75 L Perabo nt ly tha = 
2N1592 | A \GJ ‘SmailSig.Amp.|150 | 15t| 25 7 8.25 5 E 499 | MK-10| Teflon coated fiberglass tem 
2N1593 | A\@J 'SmallSig. Amp.|150 | 30T| 25 |; 7 9.65 5 E 495 | MK-15| Mica 
2N1594 | AIG)  |SmallSig.Amp.l150 | 60+! 25 |70 2104 7 (|10.95 | 6 E 444 | MK-20! Anodized Aluminum ffon 


UMN HEADS 
SND SYMBOLS 


at 25° C. except 

se pages. © #150° C. Pt, max. 
, but we Sespations BV. 
own volt.; cbo, 

int types. base with emit- 
Ie, collector cur- 
TV, peak inv. v.; 
current; Ir, rev. 
hFE, DC_ beta; 
Mc beta. PNP ex- 
* NPN. AJ, germa- 
alloy-junction; DR, 
emit; GJ, ger., grown 
Si, silicon; SB, surf. 
; DB, drift or 
barrier; MAD, 
s-alloy dif. base. 
eal value. Av., 2 0z. 


fo) PHILCO 


utoff fre- 
pteNPN. 
ordering. 


sd 
1% 


seection of high-quality entertainment and 
ication-type transistors from Philco. 
been carefully designed to meet exact- 
ssuirements. Types T1832 and T1833 are 


SJ’ sytvANIA 


A selection of top-quality transistors. Famous 
for complete quality control; 100% of Sylvania 
production is pre-tested. Type 2N212 is a high- 
gain device. 


Transistors and Rectifters 


ALLIED—HEADQUARTERS FOR SEMICONDUCTORS 


GENERAL ELECTRIC 
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escrip- | NET esse type transistors. T1851 is intended BV 1 NET 
EACE eee in television receiver sync-separator Fig.| y Ma Function Des. |EACH 
ms. 
{as Pe | BV] | é a) “tA on bee. °A} ibs 
. t | A 4 1 en. Purp. x 
1.53 Fig| mw | V | Ma | Function |Des.|eacy 8 ~ 50 RF, iE p ou 128 
; A} 30 |—10) —5 |IF, RF SB 50 |RF, 1 . 
3.05 B|50 | —12| —20 \Audio Al G | -25| —70 |AF Amp. __|_AJ | 1.50 
11 B}50 | —12| —20 |Audio Al G —15 |HF IF Amp. A) | 171 
1.46 B | 50 —12|) —20 Audio AJ G | —16 | —15_|HF Conv. AJ | 1.80 
a B 200 | —18\—150 |Audio AJ H | —30 | —3A/Pwr. AJ | 2.55 
* B 250 —25\—150 \Audi A) K 25 20 |*IF Amp. AJ | 2.40 
132 Beats eres laudio AJ G 50 |*Mix.-Conv. _|@AJ | 1.24 
: | or *: 50 |*Mix.-Conv. |@AJ | 1.40 
Cae 20 —5| —5 |IF, RF, Sw. | SB G 40 | 100 |AF ape @aj | 1.05 
* G 40 | 100 |AF Amp. ®A) | 1.10 
3.36 20 —5| —5 |IF, RF SB G 40 | 100 |AF Amp. @A) | 1.28 
2.72 i 50 |*IF Amp. ®AJ | 1.58 
2.85 AT IF, RF G 6 40 |Gen. Purp. @A) | .57 
: C AF Pwr Amp G | 10 | 50 |Gen. Purp. RF |@AJ | 57 
1.45 ic AF Pwr Amp) Al H | —45 | —2A/Pwr. é. AJ | 2.56 
| .S7 A M | —35 | —10 |RF Amp. DR | 2.85 
3.47 A F . H | —30 | —3A|AF Pwr. Amp. | AJ | 3.56 
AJ ] A Switching H | —15 | —3A|Gen. Purp. Pwr.| AJ | 1.25 
A IF, VHF WH | —30 | —3A/AF Pwr. Amp. | AJ | 1.45 
Al ,E| Pulse Amp. H | —40 | —2A|AF Amp. A) | 2.95 
E | ‘Switching J | —25 | —75 |AF Amp. AJ | 1.52 
B Audio H | —35 | —3A|AF Pwr. Amp. |_AJ | 3.68 
Al |B | Audio K 15| 20 |HF IF Amp. |@GJ | 1.45 
\B Audio H | —40 | —2A\AF Pwr. Amp. | AJ | 2.73 
B ‘Audio H | —60 | —2A|AF Pwr. Amp. | AJ | 4.83 
A IF Amp. G 20 | 100 \AF Amp. eA) 75 
29 A IF Amp. H | —35 | —1A)Pwr. AJ | 1.35 
z D ._|FM IF F 25 | 200 |*Computer _\®AJ | 2.48 
s \D —50 |RF Amp. DB L | —30 | —10 |VHF Amp. AJ | 3.30 
7 D —50 |IF Osc. DB G 50 10 |IF Amp. AJ | 2.25 
"82 D —50 |IF Amp. DB H | —50 | —15A|AF Amp. AJ | 3.38 
45 D —50 |TV Driv. 0B H | —60 | —15A|High Power AJ | 4.50 
$ D —10 |TV Out. DBT G 40 | 100 |Audio Out. eas 90 
‘63 D| ~., |IF Amp. DB G 20 | 100 |AF Amp. *A) | .68 
0 A —5 |TVHOsc, | SB G 40 | 100 |AF Amp. eas | .71 
7 D| .. |UHF Amp, |MAD F | —20 | —10 |RF, IF Amp. DR| .57 
8 D «2. |UHF Mix. | MAD) G | —10 |—100 |AF Amp. AJ | .57 
@ oD —50 |Sync. Sep. | DB G | —10| .. [RF Amp. AJ | .57 
2 SSE a 
a _ = MOTOROLA 
8 


QD RAYTHEON 


Wien | NRW hd] bioWwo@ 


High-dependability Motorola germa- 
nium transistors manufactured for use 


in general-design applications. Built to 


stringent standards. 


Fie 


BVcbo| to |HFECHE)| ction | NET 


V_| A | Min, | Max. | [EACH 
40 3 | 45§f|..... AF Pwr. Amp..2.35 
80 3|40 | 100 HV Power 14.75 
30 30t | t70 Switching 1.87 
50 | 3 | 308 |.....|AF Pwr. Amp. 2.45 
50 | 4|45§ |... AF Pwr. Amp. 2.60 
50 | 5 |60§ AF Pwr. Amp. 2.70 
45 |....)14¢ |.....\Switching 2.25 


45 |....|27¢ |...../Switching [1.73 
oo 561 ._. Switching 1.80 
35 --|112$ Switching 2.25 


bs z assortment of germanium transistors by 
5 «theon, a pioneer in the semiconductor field. 
‘25 pes are manufactured by the fusion-alloy 
35 will provide long-life and dependable 
8 P| BV | N 
. + t . 
‘63 Fig.) mw | V Ma | Function | EACH 
a7 G }is0_| —15 | —10 | AF Amp. 
“4 G\igo | —22 | —10 | AF Amp. 
57 F 150 , | —15 | —100 | IF Amp. 
7 H | 8,5W} —30 —3A| Power 
E F \ies | —20 | —400 | Audio 
3 F \168 | —40 | —400 | AF Driver 
F j150 —15 | —200 | RF Amp. 
F |150 —12 | —200 | RF Amp. 
See F \168 | —30 | —400 | AF Amp. 
2 Or eae F 168 —20 —20 | Audio 
bagsis. oll FOS F \is3 | —24| —24 | Audio 
wer” transist@ F |168 | —30 | —30 | Audio 


‘diodes. Permi 
reversal. Unit 
ically insulat: 

ill_ maintainin 
istics. Wt., 3.02 


Allied Radio stocks the complete 
line of semiconductors from all 
manufacturers shown on this page- 
Items shown represent a selec- 
tion of the more popular types. 


30 Uy AF Pwr. Amp. 1.20 
2 AF Pwr. Amp. 1.45 
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GENERAL PURPOSE 
SILICON RECTIFIERS 


Ir and Io for Types 1N536 through 1N1697 are 
measured at 100° C. 


Mfr's 
Type 


1N536 
1N536 
1N537 
1N537 
1N538 


a 


1N538 
1N539 
1N540 
1N540 
1N547 


@AOQO OOOE 
pNOWW-—oOM 
WO — CON) UN UID UT! 


{wrow——|—-——— 


1N645 
1N646 
1N647 
1N648 
1N649 


a> 


® 


a® 
QwODo!o 


ny 
< 


1N1095 
1N1095 
1N1096 


IN1563At 
1N1566At 


ae 


wind! | NN 
: 8 
NoNNip— ono 


N-WNNNOUAW 


1N1692 
1N1693 
1N1694 
1N1695 
1N1696 


WOwWN\ON 


1N1697 
1N1763 
1N1764 
1N2610 
1N2611 


H 
H 
F 
H 
H 
H 
F 
F 
F 
F 

my 
H | 40 3 
H 
H 
F 
: 
F 
F 
F 
F 
H 
F 
F 
F 


40 |10/10 | 30 HV Power |4.50 
30 | 10} 10 30 HV Power (7.20 
45 |....|30¢ | 70 Switching [1.87 
45 |....|50 | 120 Switching (2.10 
45 |....|100 | 225 |Switching 2.40 
30 |..../30 70 |Switching 1.65 
30 |....|50 | 125 |Switching 1.80 
30 |... 100 | 250 [Switching _|1.95 
40 | 3 |45§ |..... AF Pwr. Amp.'2.50 
40 |....}30¢ | 70 Switching 1.30 
40 50¢ | 125 [Switching {1.45 
40 100¢ | 250 Switching [1.60 


1N2612 
1N2613 
1N2614 
1N2615 


Specify Type No. and Manufacturer on all Semiconductor Orders 
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Diodes, Rectifiers, Books 


ALLIED—HEADQUARTERS FOR 


ABBREVIATIONS OF MANUFACTURER'S NAMES = 
GE—General Electric, Hu—Hughes, Ray—Raytheon, RCA—Radio 


Corporation of America, Syl—Sylvania. 


WHEN ORDERING any of the semiconductors listed on pages 
135, 136 or 137 be sure to specify manufacturer's name, plus 
type number. 


DIODES FOR VARIED APPLICATIONS 


*Indicates rating given at 50° C. 


SEMICONDUCTORS 


EXPLANATION OF COLUMN HEADINGS 


PIV is max, inv. wkg. voltage (v); PIVtr is transient PIV; PIVgo, g 
to cathode PIV. Vt is fwd. voltage (v) at typical peak current. BV¢ 
min. fwd. off voltage (v). Ifwd is min. fwd. current (ma), at +1 
except where noted. Ig is max. fwd. gate current (ma). -Imr is m 
reverse current (ua). Ip is peak current (ma). Iy is valley current (m 
Ipr_ is recurrent peak current (amps). Isur is surge current (amp 
Io is max. av. rect. fwd. current (ma). GS is firing gate signal. Cy 
typical cap. (uf) at valley voltage. Av. shpg. wt., 3 oz. 


TEXAS INSTRUMENTS EPOXY SILICON RECTIFIERS 


Max. Inv. = NET DC f d voltz drop, 1.2 volts @, 500 ma. (@ 25° C). .3% 
Fig.| Mfr. |PIV| Ma, @ 25°C. | lewd | Description EACH 220" diameter with 1” leads. 
e ey! 3000-me silicon microwave mixer -80 Type No. PIV | lo @ 25° C| Ipr @ 25°C |Imr @ V (@ 25° C)|_NET EAG 
y! -mc silicon microwave mixer 1.04 
P yl s Nihon ob he de 1.20 Ha i si é 10 ¢ 00 48 
ay : ie; Gen. purp. " ‘ 3 
|B IRay | 75 {035 @ lov Boats oe 1N2071 600 750 6 10 @ 600 1.70 
Cc |Syi 60 |30 @ 10V 5 |Ge; Gen. purp. .43 
c {syl 50 |.01 @ 10V 7 |Ge; Matched Pair 1.68 TEXAS INSTRUMENTS TUNNEL DIODES 
¢ sy! 100 Sg inv s ei Gen. purp. "80 Type | Fig. | Ip @B°C | lp/Wv @25°C| Cy @25°| Ve @25°C | NET EAC 
y 8 ie; Gen. purp. +43 1N650| G | 10+1l0% >15 25 1.10 +10% 27.30 
C |syi_| 50 |.007 @ 10v 5 |G -80 1N651 | G | 10%2% >10 25 1,10 +5% 39.00 
C {Syl |150 |.5 @ 150V 4 1.70 1N652 G 5 + 10% >5 35 0.98 = 10% 18,20 
C isyi | 50 |.3@30V 15 4 i .80 1N653 | G 5+10% >5 35 0.98 (typ) 11.76 
© Eu a £e ty 4 ee High cond. 85 
ay @1 +++ |Ge; Vid. det.; gen. purp. +27 SILICON CONTROL RECTIFIERS 
eyes | 251,03. 15V. = tL Ba ere) GS given at 150° C junc. temp., GE types; 25° C case temp., TI types 
€ |syi .|100 -05 @ 50V 4 |Ge; High back res. 1,20 Io given at 60° C stud temp., GE types; and 80° C case tem p., TI type 
e S| es fia db max. “25 Be: gi oe — 150° C is max. junc. temp., GE, and max. case temp., TI. 8 oz. 
A |Ray | 60 |:8 @50V 5 |Ge: Gen. purp. 140 TEXAS INSTRUMENTS 
|A_|Ray | 80 |.05 @ 50V 4 |Ge; High back res. 2 82 Type |... | PIV, ic GStyn GSnisx | leur, lg, 
B iHu | 80 |.05 @ 50V 4 |Ge; High back res. 70 No. |Fig-| BV¢ | PlVer | (A) Jag ) v_|May v_| A) | PlVec Ma 
B {Ray | 80 |.05 @ 50V 4 |Ge; High back res. .73 Se ee ipsa et 
A |Ray |100 |:625 @ 100v 3 |Ge: Gen. purp. 78 | 2N1595) H | 50) 75 5. | 100 
B {Hu {100 |:625 @ 100v 3 |Ge: Gen. purp. 1104 | 2N1596) H | 100 | 150 a ey 
© |Syl_| 60 |.5 @ 50V 5 |Ge; Gen. purp. {43 hee ‘| an 4 : A 
c |Syi 5 |Noise, 16 db max. Ge; UHF mixer (to 1000 mc) | .95 2N1601| J | 100| 150 5 100 
A |Ray | 5 |Noise, 14 db max. Ge; UHF mixer (to 1000 mc) | 1.05 2N1602| J | 200| 300 5 | 100 
B |Hu 60 |.5 @ 50V Ge; Gen. purp. 39 Ti-010| H | 50 75 5 100 
c By 60 |.75 @ 50V Ge; Gen. purp. -43 TI-025| H | 50 75 5 100 
pee jGE~ (100 1*2.7,@ 100V. eb Genser Ba) 85 | hq-050|" 1. | 60 | 35 5 | 100 
E |GE 2 @ 200V en. purp. 1.95 
. nt Ge ne @ Tass en. purp. 2.70 
u 5 @ 50 en. purp. an 
B |Hu | 60 |.5 @50V en. purp. 59 pele . Bie oe 
B jHu | 80 |.05 @ 50V igh back res. 1.04 cior | K | 50 5 
B |Hu 60 |.100 @ 50V igh back res. 65 C10G K | 150] 225 
B jHu 60 |.100 @ 50V 20 |Ge; High back res. 78 C1OH K | 250 350 
B Hu 60 |.850 @ 50V 5 |Ge; Gen. purp. 45 c10u K 25 35 My 5 ? 
B {Hu |Computer—recovers to 50K in 0.5 see 65 
3 ee 4a: Han Fs GENERAL ELECTRIC VAC-U-SEL DOUBLE DIODES 
u 5 1; Quick recovery 1.72 Miniature double diodes for TV horizontal phase detector repla 
B jHu 35 |.2 @ 20V 100 |Ge; Quick recovery 78 L ications. ex %ex36". 
B |Ray | 60 [8 @ SOV 5. |Get Gen: burg. “55 ment and other Sp pier oae Yox %exHe' 
A |Ray | 40 |.2@10V .-. |Ge; Gen. purp. +27 Type No. lewd Imr__|___Description _|_Max. Case Temp. | _NET EAS 
C jSyl_|_40 |.18 @ 10V MORES 235 66C1_ | 1.1 @25V | 4@ 20V | Common cathode 85°C 
RCA | 1 |/(10ma. max.@71°C)__— |Ge; Compensating +37 6GD1 | 1.1 @2.5V | 4 @ 20V | Series connected 85° C 84 
Hu 60 |.5 @ 50V 50 |Ge «39 __6GX1_| 1.1 @2.5V | 4 @ 20V | Common anode 85°C 


INTERNATIONAL RECTIFIER 
SUBMINIATURE DIODES 


A selection of subminiature selenium 
diodes that have pigtail leads for 


HOFFMAN ECONOMY ZENER DIODES 


Rated 150 milliwatt at 25° C; derate 1 
milliwatt/degree C above 25° 
mum operating temperature, 100° C. 


TRANSISTOR BOOKS 


FUNDAMENTALS OF SEMI-CONDUG 
TORS. M.G. Scroggie (Gernsback). 160 
Size, 5Y%x8Y". 


C. Maxi- 


39 K 287, Postpaid in U.S.A......... 


easy wiring into crowded chassis. 


Mfr's 
Some units are smaller than the | 


PIV |fmr @ 25° C| Itwa | Vz Min. | Eacy 


ae pe aes for use in \ a 6.8 |.005 @3.5V |17.0 75 | .44 FOR THE HOBBYIST. By Syvania.. 
tutized relay unite, etc. Stable trom HB-2 | is |.005@lov | 5.0] 20 | .44 performance-tested circuits. 65 p., 0x9". 
—50° to +100° ‘Centigrade. DC ara igre pee el Be ae a bic ta ak a ae aa ; 
itlisd sacctared tis a tapttieveian has | 190 [aloe | 30| 170 | 44  PERFORMANCE-TESTED TRANSISTO 
HB-6 | 170 |-075 @ 150v | 1.5] 300 “44 es pies LS Pa pe Includes 36 circul 
aye BC Output Mar ccre|| Nea ane aobae 38 K 248. Postpaid in U.S.A.......... 3 
TNI625A| 20 | 0.2 200 2 
INlezea| 40| 03| 300 “41 “ELECTRONIC SHORTCUTS FOR HOB. WN Dn KANG Ruane er etl 
1N1627 20 1.5 100 37 BYISTS. By Sylvania engineers. Build 24 characteristics, application. 64p., 84x11". 
1N1628 40 1.5 100 41 devices using germanium diodes. Has 40 pages. 37 K 389, Postpaid in U.S.A 
IN1629 60 | 1.5 100 45 Size, 6x9". PER cae ee ae i Te 
1N1630 80 | 15 100 .48 37 K 074. Postpaid in U.S.A.......... 35¢ TRANSISTORS AND SEMICONDUCTO 
IN1631 | 100 [15 100 -52 GERMANIUM DIODE INDUSTRIAL DIODES. By RCA. Data on basic characte 
IN1632 | 120] 1°5 100 56 USES. By Sylvania engineers. Circuits, diode 39a 39g. Postpaid in U.S.A...” 
| he 633 140 1.5 100 +60 installation hints, ratings. 42 pages, 6x9” 7 Pp eo eR ee 
Meese |) 55 | 43 eos “2 37 K 124, Postpaid in U.S.A...........35¢ TRANSISTOR MANUAL, 4th Ed. By G 
IN1636 40 | 5.0 25 ‘41 SYLVANIA CRYSTAL DIODE CIRCUIT Circuits, specs. 168 pages, 52x82". 
IN1637 60 | 5.0 25 45 KINKS. By Sylvania engineers. 40 circuits; 38 K 869, Postpaid in U.S.A......... 
INI638 80 5.0 25 “48 ratings of Sylvania diodes. 35 pages, 6x9”. 
IN1639 100] 5.0 25 152 37 KO9I. Postpaid in U.S.A.......... 35¢ CONTROLLED RECTIFIER MANUAL 
ee Ee iS a 40 USES FOR GERMANIUM DIODES. By _—By G.E. A comprehensive guide. Theo: 
IN|642 60 | 11.0 10 45 Sylvania engineers. 46 pages, 6x9”. ratings and applications. 255 pages, 54x84 
; ¥ 37 K 044, Postpaid in U.S.A....... ..-35¢ 39 K 086, Postpaid in U.S.A.... 45.55 Lee 
136 Specify Manufacturer and Type No. on Semiconductor Orders 
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ERNATIONAL RECTIFIER STACKS 


70) 


Rectifiers and Rectifier Stacks 


SARKES-TARZIAN RECTIFIERS 


Ese a2 240 AXIAL LEAD MINIATURE MINIATURIZED SILICON RECTIFIERS 
. st ctl oa 
miniaturized selenium SILICON RECTIFIERS Type M500 yy - 
ers at unusually low A 
rpes 1016A and 1017A - 
Becoupected tree —— 
rops: Type A— 
J setts; 1016A and 1017A— 
1002A, 1003A, 1004A, 
159A—7 volts; 1007A and 1014A—9 Type F 
These tiny, highly efficient units Feature low Conversion 
1013 and 1512 are recommended for use forward voltage drop and high inverse resist- Kit 
Sectery charging. Type 1013 is excellent for ance. Sizes: M Series, 1x4” dia; F Series, Yax a oe ‘ 
IGS small 2 and 6-volt batteries of the ” dia.; F Series, %4x¥" dia.; Type 2F-4, ¥x Type M500, Clip-in silicon rectifier for TV re- 
und in photoflash equipment and porta- 4%,” dia. *Max. DC current rating at 1 Cy placement and miniaturization uses. Lower 
IV; PIVeo. a ios. Type 1512 is ideally suited for trickle except ¢85° C. Specify Manufacturer and voltage drop (only 2 v.) gives increased B +, 
current. BY ag of 6-volt auto batteries. All units listed Type No. on order. Av. shpg. Wt., ic, Sees more drive and sweep voltage, more anode 
ma), at +! king lugs. *Tubular type (not illus- Mfr's | JEDEC RMS; *Max. NET voltage on CRT. Maximum ratings: AC input, 
‘ s 
.). Imr is ef); paper Enclosed: Aas Ba Var leads to Type | No. PIV | Volts) DC Amps|EACH 130 v.: peak inv, $00 a De current Sug ma; 
y current = easy installation. Av. shpg. wt., oz. 740 q peak current, ma. Specify Manufacturer 
current (ap nom ae ae rae 3 aie and Type No. on order. Wt., 4 oz. 4 
te signal. Comme ames | Mfr's | DC | RMS NET 3 1:22 {79, NET EAGH.....-....¢+s+enuauee 1.48 
Be | Mos | ma |Voits| Size leacn | SOM |IN1085) 200 | OT 8 1434 10-49, EACH....---s se een eres 2s tll SAD 
CTIFIERS S62) 1159A 20 | 130 |*%4" dia.x%" -74 60M. |:. 4. 600 | 420 S2, 1.98 Type M150, As above, but 150 ma. max. Re- 
#06) 1002A 65 | 130 |1xlx%." 74 7 places Models 65 and 75 seleniums (left). With 
) 25° C). $02| 10038 | 75 | 130 |ixix%” 24 | “po _|1N2482/ 200 | 140 | 75 | 1-19 clips; 10-ohm, 1-watt resistor. 4 02 
$59|1001A | 75 | 20 |Ixix” 740 | Bet, |1N2483) 400 | 350 | zt ‘241-9, NET EACH 89c 
C)) NET =) 3) 1007A 75 | 160 |1x1x21A6" 2.22 F-6 iN2484| 600 | 420 "75 1148 10-49, EACH.........-50+---0s0ee ve 
SiS 1014A | 100 | 160 |1%axl%oxl’ 11.28 10H an 100 70 3 1.09 Conversion Kit. For TV sets or equipment 
00) 1004A | 100 | 130 |1%axl!34qx%" | .96 SEITE using selenium or full-wave vacuum tube rec- 
$51) 101A | 100 | 130 jixix1%" +92 ane lee ol he rH ee ae tifiers. Allows conversion to silicon rectifiers for 
©03| 1005A | 150 | 130 |1%ox1'3éexl"_|1.00 40H 1N2487 400 | 280 "5 1:39 higher efficiency, fewer breakdowns and easier 
016A | 300 13h 4xl Axe” zi future replacement. Rectifiers clip in or out like 
as 1A 600 ae Tere Hee 50H |1N2488) 500 | 350 ie 1.48 fuses. Includes 2—M500 silicon rectifiers, dual 
$04) 1013A | 450) 18 Li Peedi yexie” ee GOH _|1IN2489}-600 | 420 28 1.83 jnounting clip, and hardware. ¥4x1!%_x1". 
$64| 1512A | 1800 | 26 14ux2%ex%" 1.92 SELENIUM STACKS Shpe, wit» 6 oe 3.77 
For radios, TV_ sets, intercoms, 4 * ip . 
HI-DENSITY TYPE RECTIFIERS amplifiers, etc. Supply plate, fila- rf pea Clip. Yxl'%ex2". 2 of e 
selar, high-density type selenium rectifiers. mentand bias voltages “Tom Boe ee 2 Re 3 per. si ae 
ced design permits remarkably high cur- une Saree hei eee oe NET Clip. %4x1!%ex1". 4 02. 2a¢ 
“es Trt e2pacity and extremely compact size. Ex- Kooled” for cool, stable operation. PES B 3 «eres tte he St ee 
aa T eer ceca we i maine ee Max. inverse peak voltage, 380 v. CONDENSED-STACK SELENIUMS 
TI. 8'0z. Bite Stns of annlications th origi Approx. internal voltage drop, 5 v- A new selection of compact, premium-quality 
ah Nee . Solder lug terminals. Av. wt., 5 0z. selenium-rectifier stacks. Similar to Types 50 
Settles ENO ee Aa Spat Herte Stock No.| Type |DCMa Size to 500 stacks at left, but smaller in size for 
5 M re aap sem ne S30 Na y ¥ > limited-space applications. All have maximum 
eed. Maximum rms input volts, 130. Maxi- | 4A631| 50 50 | 1346x2342" %2 +36 rms input voltage of 130 v. and inverse peak 
=" © RR peg Detegp ong ae S EE Le ee Hel ann voltage of 380 v. ‘Approximate internal voltage 
a : “ x1x! 346" ° i i 
eh Rela [im | Haawting, | Bp SRE: Avcatee wage 
5 15 x) Mrs | dC net | 4 ae : Stock No. | Type /DC Ma Size EACH 
5 3 Size 4A621| 200 | 200 | 11%axl'%oxl" 1.25 ee pate 
5 = EE Each | 4A63)) 20) | 550 | 119zenlisaaxlser | 1:26  —4A595 | 50-75 | 75 | iextY—xt®ee" | 89 
12 Text) 7 . 
5 16 S78| 1234A-n | 65-75 | "ext rere" | 45 | 4a623| 300 | 300 | 1'%axl'%axl7s" | 1.31 4A.596 | 100-150 | 150 |1x1x!3/6 266 
5 10 $19] 1235A-H | 100-150 | 1x1x% , 35 4A 627) 400 400 | 2x2x1546" 1,66 4A 597 | 200-250 | 250 |14x1%x1'%" 97 
5 12 ok en ren eater ee 4A 625) 500 500 | 2x2x1%" 72, 4A 598 | 300-500 | 500 |1194ox1194oxl! 546" 11.19 
5 14 - ~ 2x1! Tex, . 


INTERNATIONAL RECTIFIER 


LR. LOW-VOLTAGE STACKS G.E. GERMANIUM 
i TV RECTIFIERS 


Miniature seleniums for low- 


: power applications in DC fila- Germanium TV power rectifiers for 
BATTERY-CHARGING RECTIFIERS ment supplies, solenoid and re- low-voltage power supplies. Feature 
fum rectifiers designed for battery charg- lay power supplies, 2 and 6-v. compact size, increased output, long 
Half-wave type. 26 volts AC input. battery chargers, etc. All rated life and easy installation, Extremely 
at 25 v. rms max., except Type low voltage drop. Types 1N1008 and 
ere Pree Mfr's | OC Output 5 Shpeg.| NET Q4B at 130 v. rms max. H in 1N1016 have single hole mounting; ’ 
Type |Volts| Amps. Size Wt. |EACH Type No. indicates single-plate = J Type 1N1024 requires three mounting holes. 
DIODES 8) p-eG| 10 | 2 \axauee 3 1.14 half-wave; B indicates full-wave bridge recti- | Ail half-wave except *dual rectifier—wired for 
letector rep 3 DALIP 10 | 27 rere ars \'71 fier. Av. shpg. wt. 20z. a voltage-doubler applications. Shpg. wt., 3 oz. 
0| D-241G| 10 | 6  |6x5x'4" 1 tb.|2:34 Stock | Mfr's [Max DG) Min. Size wa Mfr's RMS | pyy | Max. DC | Voltage | NET 
‘amp. NET E 1] D-2406] 10 | 9 174x6%x%"| 1 Ib.13.24 Nos. Jjse ype.) {Mans Dime ES Type _| Volts Ma | Drop _| EACH 
— aneee ot apa |3o pein thes ae TN 1008 | 130 | 380 | 400 3 | 1.50. 
16 . * 
84 RIDER RECTIFIER HANDBOOK 4A824| BIH 150 | 15 11 364xl"364x7Ao" ‘40 ; c edi ae Ea i has 725 
a ALLIC RECTIFIERS AND CRYSTAL 4A825) C1H 250 5 |MAxlexhe 42 
HPODES. By Theodore Conti. Basic data on | 4A826 “M1H 500 5 |2x2x 7/6" .56 
Aap Z 1.R. PHOTOCELL & SUN BATTERY BOOK 
OKS in computers, missiles, radio, TV, etc. | 4AB27/QIB | 100 |.....|*3eaxtYeax/he’, -84 | Describes applications and circuits for photo- 
MI-CON DU s construction, characteristics, design, 4A828) 048 100 | |43fqx434qx'5fo" [1.56 | cells and sun batteries. Chapters include: Light- 
asback). 160 shooting, repair and replacement. Ap- 4A 829) AlB 180 ... |LxixK" 1.22 Powered Devices, Photo-meters, Unusual Re- 
x with NEMA standard code and speci- | 4930) B1B 300 ~. [11 3fqxl  3hqxHe” |1.28 lays, Light Beam Communication. 9 chapters, 
Misa ees + 2eMlmemons, [lus 168 Pages, Svex82". 9 89 | 4A 831) CiB | 600 |.....|14xl4x%" 1:46 | 58 pages. 5x9". 
HANDBOO pares. ip Cie ees 4A 832! MiB | 1200 2x2K%' [72 | 37 K 129. Postpaid in U.S.A.......-- 1.50 
sy Syvania. 
 p., 6x9". INTERNATIONAL RECTIFIER SARKES TARZIAN TUBE-REPLACEMENT RECTIFIERS 
Meee eee SELENIUM POWER STACKS Silicon rectifier plug-ins for direct replacement of vacuum tubes. r 


TRANSISTO % current-density selenium rectifiers featuring un- 


Feature long life, cool operation and high efficiency. Eliminate 
heater power losses. Perform equally well vertically or hori- 
zontally. Replace 95% of popular full and half-wave rectifiers. 


ludes 36 circu ally Riraorence drop pas high inverse voltage ratings. 
Seanced design permits these cells to deliver approx. Hi Maximum ambient temp., 100°C. Maximum RMS voltage 1100 
ewe he hae DC outaEe per sq. inch as ere |} v. for all types except S-5019, 1950 v.; S-5033, 3200 v.; S-5130, 
Stc0 ns, MESS irene Saloe Seclcatss Center tapped with 7a00 ws S888, 3000 v. Sass (above chasse) SOLA, & 301) 
SeConstrnctl ter Anected * Dp S-5018, 22% x14" dia.; S-5019, $-5033, 334x1%” dia.; S-5130, 
1 8Yxil ie Fides ane E DgxtZz" dia.; S-5207, 1Yext%e" dia.; S-5251, 1%4x1%e" dia.; 
»S¥exil". ol Ail wis Mfr's | DC Output) yac ? Shpg. | NET $5343, 3%exlV%y" dia.; S-5347, 2x34” dia. Av. shpg. wt., 4 02. 
b bee a 4 Type Code No. |Volts)Amps Input} Size Wt. | EACH Specify Manufacturer and Type No. on order. 
|CONDUCTO J14C04 | AICISDALD | 14 | 0.4 | *36 | Ix1xl4" Fon | es Mfr's j JEDEC DC Tubes Replaced Ue) 
Soa chroma a5) et, | Geanaus | 18/23 |" | naa | 1 | Pe | oe roe | er aera a 
: ; ; nae [iy Om : S501 1A) 1N1150 | 1600 | 750 | 80, 82,83, 83V, 523 12.87 
Ae beac ee J29B1 CIBISDALD | 29 | 1.5 | 36 | lAxl%xl%" | 2072. 1.71 $-5017 | 1N1237 | 1600 750 | OZ4, 5X4, 5Y4, GAX5, 6X5 12.87 
32985 | DIBISDALD | 29 | 4.8 | 36 | 3x3x25” Boz. | 4.82 | S-5018 | 1N1238 | 1600 750 | 5AU4, 5AZ4, 5U4, 5W4, 5931, 6087, 6106) 12.87 
J29B8 PIBISDALD | 29 | 8.4 | 36 | 4x4x2%%" 1 Ib. 6.70 S-5019 | 1N1239 2800 500 | 5R4 20.25 
ane J58B04 | A2BISDBLD | 58 | 0.4 72 | lxlx2%" 2 oz. sa S$-5033 | 1N1262 4500 250 | 6AU4, GAX4, 6BL4, 6U4, 6W4,12AX4_| 20.25 
358B1 | C2BISDBLD | 58 | 1.5 | 72 | lexl¥ex2%" | 202, | 3.37 | $5130 ; 10,400 | 300 | 866, 866A, 3B28 28.86 
2 MANUAL J58B5 D2B1SDBLD | 58 | 4.8 72 | 3x3x43/6" 1 Ib. 9.06 $-5207 | 1N2490 1600 500 | 6X4, 6063, 6202 12.87 
358B8__| P2BISDBLD | 58 | 8.4 | 72 | 4x4x4%o" 2 Ibs. 112.56 | S-5251 | 1N2389 | 1600 | 600 | 5AU4, SAW4, 5AZ4, 574, 5U4,5W4,5Y3| 6.04 
suide. Theo Frigeos | AABISDBLD.| 116°} 0:4) 144 | dxdxatSe”) | Boz. [4.87 |S 5343 ]is..--.-|" 7000 |) 300 | 816, 336, 3808, 866 (reduced voltage) | 20.24 
J116B5 | D4B1SDBLD | 116 | 4.8 | 144 | 3x3x7 3/6" 2 Ibs. [17.18 S-5347 |. 2 1600 500 6BW4, 12BW4 12.87 
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Allied Maintains Huge Stocks of Selenium and Silicon Rectifier Stacks 
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_ INTERNATIONAL RECTIFIER SELF-GENERATING PHOTO-CELLS 


: Thermistors, Photocells, Ballasts 


PHOTOELECTRIC CELLS 


Selenium “‘barrier-layer” self- gener- 

ating photoelectric cell sun batteries. 

Convert light energy into electrical 

energy without any auxiliary source 

|= Sxcvaiig Of power for proper operation. Out- 

Bure in ayvese Sane range from 

.2 to ma. Spectral sensitivity 

MOUNTED corresponds closely with that of the 

human eye; suitable also for measurements requiring ultra-violet source. 

Optimum load resistance ranges from 10 to 10,000 ohms. Outputs in 
table below taken at 100 foot-candles with 100-ohm load. 2 oz. 


Stock No. 


UNMOUNTED 


Type Size Style wa | NET 
7 £783 A-2 %" dia, Unmounted 12 | 1.00 
i a} aS A dia, oe aes 250 2 90 

y x nmounte 7 <i 
7 E737 B-5 lhex4thy’ Unmounted 220 2.00 
7 £738 B-10 1'VYexTh’” Unmounted 350 2.50 
FE S35 | BIS ihettne \oDantueet | 450 | Eee 
7 £740 B-10M 11 Yigx74" Mounted 350 | 7.00 


Type B-2M. Self-generating photocell sun battery. 2 ma output in av. 
sunlight; 50ua at 100 ft. candles, 100 ohms, Uses B-2 cell described above 
With right-angle mtg. bracket. Mounted. 2%2x%,6". 2 oz. 

7 re TG > Sa 


INTERNATIONAL RECTIFIER SOLAR CELL MODULES 


Silicon; designed for interconnection to supply any 
ower rating from a few mw to hundreds of watts. 


ounted; 1'%4” ctrs. Shock-proof housing. 3 oz. 
YP Stock No, Type Mw, Max.| Ma| NET 
7 © 785 SD-1020A 7-10.5 27 | 5.40 
7 © 786 SD-1020B 10.5-14 35 6.75 


CLAIREX PHOTOCELLS 


Efficient crystal photocells. Extremely sensitive to vis- 
ible light. Max. rating, 300 v. AC-DC. All are Fig. A, 
polyester case except CL-403 Fig. B, glass. 3 oz. 

Type CL-2P. Sensitivity, 100 wa at 100 v. at 2 ft. 
candles; time constant, i100 ft.-candles at 10 ms, 1 ft.- 
candle at 150 ms. 14” dia. by 14” long. 

MRO ONIN 26.2 ea clo atin ee 3.50 


Type CL-4. Sens., 1000 wa at 30 v. at 2 it -candles; time constant, 100 ft.- 
ong. 


candles at 2 ms, 1 ft.-candle at 45 ms. '%&" dia 
weemoe, NET...... 


Type CL-403. Sens., 320 wa at 30 v. at 1 ft.-candle, time constant, 
160 ft.-candles at 114 ms, 1 ft.-candle at 15 ms. %4" dia., 1” long. 4 00 
wemivoe, MAT... 2....... A 


HOFFMAN SILICON SOLAR CELLS 


(Types 220C and 120C not illustrated.) New Hoffman photo- 
voltaic devices convert light energy directly into electrical. power 
in much more substantial proportions than earlier commercially 
available solar energy converters. Extremely long life, high temper- 
ature stability and very fast response time (20 microseconds max. 
for 220C and 120C; 10 microseconds for microminiature EA7 
series). Min.. output current for EA7 series measured with 1250 
foot-candle Tungsten light source, 2800° Kelvin color temperature, 
at 55° C., with 1000-ohm load resistance, and 300 mv. minimum 
output voltage. Max. dark reverse current measured at 1 foot- 
candle ambient illumination level, at 55° C. test temperature, and 
Teverse voltage of 1 volt. Min. output current and min. power rating for 
220C and 120C at 10,000 foot-candle sunlight, with 400-mv, load voltage. 
Operating temperature range for all cells, —65° C. to +175° C. *EA7 
series have tinned wire leads, 0.010x1.125” (max.). Individual cells can 
easily connect in series, parallel or combination of both, for higher volt- 
age and current values. Av. shpg. wt., 2 oz. 


OWOWO/WOWW/OOWWO 


Stock | Mfr’s | Min. Output | Min. | Max. Dark Sie | NET or an M-55-D tube, the Clarostat Type 23-55-A would be use 
No. Type Current Power! Rev. Current hs EACH etc. Shpg. wt., 6 oz. 
46654 | EA7EL | 300 wa | Spa | ox0eda. | 8.25 = ne raneN i rin 
E EA7E3 | 250 ua 10 ra | -5x.08" dia. 6.40 tock vs ube Num- Ending tn 
4E £28 EA7ES | 200na | 20ua | 5x08" dia. | 5.75 Ne. Type bers From: | Letter: EACH 
4E657 | 220¢ 43ma_ | i9'mw| | “788x.788x.025" | 11:37 9 E853 23-55-A 23to55 | A, B,C, D 
7E759 | 1200 | 23ma_| 9mw | [788x.394x.025" | 2.40 9 E855 23-55-F 23to55 | F:G'H 1.91 


FENWAL THERMISTORS 


Thermal resists 
—resistors with 
high negative te 
perature coefficies 
Ideal for tempe 
ture measureme 
temperature 

pensation, tempe 
ture control, lig 


level measuremes 
time delay, remote control, switching, power measurement, etc. H. 
practically unlimited life under normal operating conditions, All be 
types listed below are glass-coated—useful for insertion probes, UB 
power measurements, etc. Washer types have hole in center—may 
mounted on a bolt with terminals between them and connected in se: 
or parallel. This permits a compact arrangement. Disc and rod types mi 
be used at temperatures as high as 125° C,; washers up to 150° C.; 
up to 600° F. *Denotes res. ratio 0° C 


0° C. Av. shpg. wt., 1 oz. 


7 
Sick | BUCS | ria. | seate [RTESY Tel Taine 
E909GASiJ1 | D |Bead | 100,000 70 
E9I0GA51P2 | C [Bead | 100/000 65 
E911GB32J2 | D [Bead 2000 70 
E 927\GB32P2 | D- |Probe 2000 65 
E913;GC32L1 | D |Bead 2000 75 
E 914|KA31L1 |...... Disc 1000 85 
E9I5LB21J1 | E’ [Disc 100 85 
E9I6QA51J1 | F_ [Rod 100,000 1.25) 
E917.RB33L1 | F |Rod 3150 1.20 
E 918/RB41L1 F {Rod 10,000 1.35) 
E919/\WA21W1| G_ {Washer 100 1.25 
E 925\WBi1Wi| G_|Washer| 10 1.25 


Model G-200 Experlmenter’s Thermistor K 
All of above—12 thermistors (worth $22.55) 
use in circuit dealgn. experimental work, or 
familiarization with thermistors. Each thermise 
is packed with complete data including resistam 
temperature and voltage-current curves; ratio 
resistance from 0° to 50° C.; alpha temperate 
coefficient at 25° C.; dissipation constant, a 
time constant. Shpg. wt., 10 oz. 

FE O26. Met. atu, ee 


FENWAL THERMISTOR COMPUTER 


Valuable time-saver. Reduces lengthy com 
tations to a single ‘‘slide-rule"’ setting. Sho 
resistances of thermistors at given temperat 
Size, 5x8”. Shpg. wt., 4 oz. 

9 E 877....No charge with your next or 


HYGROPAK HUMIDITY SENSING ELEME 


For measuring humidity by electronic means. U 
lize special substances coated on a thin film—hig) 
sensitive to water vapor molecules. Type HA 
use in grid circuits to control relays, etc. Type 
26 for use in simple bridge circuits in conjunct 
with a 0-1 ma meter. Both types decrease in resi 
ance with an increase in humidity. 34” pin spacim 
¥%" pin length. Between 30% and 100% relat 
umidity. 1x14%x%”. Shpg. wt., 4 oz. 


y, T 

aTeck Mies Description eAoe 
7 £746 HA Under 100K to over 100 megs 3.00 
7 E 747 HA-26 50 ohms to 100 ohms 3.00 
7 £748 eee Socket for above -30 


CLAROSTAT UNIVERSAL RESISTOR TUBES 


Clarostat resistor tubes for voltage-reducing applications. F 
replacement of all AC-DC tubes beginning with letters B 
BL, K, L and M; and corresponding numbers and letters giv 
below. Order tubes according to letter and numeral designat 
of tube being replaced. For example, to replace a BK-23-A tub 


TEXAS INSTRUMENT PHOTODIODE | 
Type 1N2175. High-quality, extremely 
sensitive photocell. Excellent for use in 
light meters, etc. Converts light into elec- 
trical energy. Maximum bias, 50 vo! 
Dark current, 100 wa @ 100 C. Light cur- 
rent, 200 wa @ 25° C. Sensitivity is 22.3 at | 
10 volts wa/mw/cm: Size, 0.6x.082”. Shpg. | 


wt., 3 
Fa 
POLARIS “MAJ-I"" PHOTOCELL 


CONSOLIDATED AC-DC 
RESISTANCE LINE CORDS 


JFD BALLASTS 

Quality TV, adjustable and step-do 
ballasts. Types 17A470303 and 17 
485459 are plug-in units for AC-D 
TV sets. No. 9 E 886 is an 8-prong 

justable type—replaces ballasts begi 
ning with K, L, M, BK, BL, 5 
having numbers 45 through 105 

ending with A, B, C, D, F, G, H, S- 
or 3. Perforated shells for maxim 
dissipation and radiation of heat. H 
large insulating surfaces. Wt., 6 4 


Heavily insulated 
resistance line cords. 
Supply proper volt- 
age for tubes wired 
in series across 115 
v. lines. 135 and 
160 ohm cords can 
also be used for 
1-lamp, 15 and 20- 


7 watt fluorescent 
: a 3 units. *For 3-way battery portables. Color- Steck No: Type For EAG 
ip Resistor-type, cadmium-sulphide | coded tinned leads. 6” long. Shpg. wt., 6 oz. 9 E 860 | 17A470303 | Motorola ' 
photocell for actuating relays, pad 9ES86l1 17A485459 | Motorola 2.9. 
door openers, countess, etc. Sete Stock No. Type Ohms | EACH S356 Aare Oe Adjustable 
sitive to light, it offers variable oT 2401 135 = 
resistance from 200 ohms at 92.9 ae 2 pan 2402 160 MAKE-UR-OWN" RESISTANCE CORD 
foot-candles to 10 megohms in 49 7T515 2404 290 7\c Not illustrated. Resistance cords for supplyi 
total darkness. Changes 0.2 49 T512 2405 330 exact line cord resistance needed. Available 
j  meg/sec. when light intensity 497 2407 — 30 |~., |: either 30 or 60-ohms resistance per foot. Shg 
drops instantaneously to zero. 49 T aM 24064 300 7\c wt., 10’, Y% Ib.; 25’, 1 Ib. 
Max. power diss.: 0.2 w_@ 40° C.; max. v., 110 49 T 525 2414A* 560 49 W 560. 30 ohms resistance per ft. 
v. AC (peak) or DC. Capacity, 6 mmfd. 4” 49 W 570. 60 ohms resistance per ft. 
dia.; %.6” thick. Shpg. wt., 3 oz. 49 T 580. 220-110 V. Step-Down Cord. RET MEWS OOF foxay e caks ca ties . 
78E711. NET......, pre ies ....2.19 | Rated”.2 amps. Wt., 5 oz. NET.........1-32 | 26 feet for...... 


Specify Manufacturer and Type Number When Ordering 


Tbe eds kk 


3 


. 


he ke] 0} 


mee 


"| 


- HIGH-RELIABILITY: & 


HI-FI TUBES @ 


gh-reliability 
bes for RF, 


MANUFACTURER'S ABBREVIATIONS 


dio, 
. os heed AMP Amperex Elect. Corp. PEN Penta Labs, Inc. 
aera Mises fad CEC Cont’ /Elect. Corp. RCA Radio Corp. of Amer. 
sh egetin mther critical EIM _ Eitel McCullough RAY Raytheon Mfg. Co. 
rature coe! applications. GE General Electric SVL Sylvania 
eal for tem BCA ‘‘Premium’’and GEN_ Genalex TAY Taylor Tubes, Inc. 
‘abba EE. “Five-Star” types | | MULL Mullard Products TUNG Tungsol 
nbattorn teal == indicated by an aster- 
re control «<*, or asterisk with pro- ] Easy to Order—Specify Department and Tube Type. This tabular presentation 
el measurem @etype tube in brackets, | enables you to locate the tube types you want, quickly and easily. When 
Fae are = 5725 *(6AS6). Hi- | ordering, give the full Stock No., which consists of the Dept. No. and the 
ae € tubes, for use in audio | Mfr's Type No. Give the Stock No. thus: E1-OA2. Allied stocks over 800 
center—may “cuits, are indicated by | different tube types, from 23 different manufacturers, ready for immediate 
nnected in se ®*; prototype in brackets, | delivery. Write for information on any special-purpose tube not shown in 
S a this listing. MP after tube type indicates matched pair. 
1g. wt., 1 oz Stock No. Mf NET Stock No. Mf NET Stock No. Mfr NET 
, [NET ; Tube Type ie EACH Dept. Tube Type 2 EACH Dept. Tube Type f EACH 
1-9 fe OA2 RCA 1.46 E3  |ECF82+(6U8) MULL | 2.03 El |5696 RCA 2.10 
1 2.70 OA3 RCA 1.54 E3 |ECL82+ MULL 1.62 El |5725*(6AS6) RCA 3.80 
2.65 OA4G RCA 1.86 —3 |UCL82+(50BM8) MULL| 1.62 El |5726*(6AL5) RCA 1.55 
2.70) OB2 RCA 1.44 El |83T RCA 1.72 El |5726/6ALSW*(6AL5)| RCA 1.55 
2.65) OB3 RAY 1.65 E3  |ECC83}(12AX7) MULL | 1,27 E3  |5727*(2D21) GE 2.90 
S03 oc3 RCA 1.50 E4 |ECC837(12AX7) AMP 1.28 El |5751*(12AX7) RCA 2.95 
"gs OD3 RCA 1.44 E3 |EL847(6BQ5) MULL} 1,25 El |5763 RCA 2.53 
1.25) 1L4 RCA 1.37 —3 |EL84MP MULL} 2.84 El |5814A*(12AU7) RCA 3.35 
1.20 1P39 RCA 2.15 E4 |EL841(6BQ5) AMP 1.30 £3 |5814A*(12AU7A) GE 3.30 
1.35 1P40 RCA 3.60 E3 |ECC85+(6AQ8) MULL | 1.41 El [5823 RCA 1.72 
fee 2021 RCA | 1.29 £3 |EF85}(6BY7) MULL | 1.89 E2 |CK5879 RAY | 1.75 
2D21 AMP 1.29 E3  |EF86+(6267) MULL| 1.35 El |58817(6L6) RCA 3.49 | 
‘hermistor = 2624 RCA 5.25 E4 |EF86+(6267) AMP 1.38 £3 |58817(6L6) TUNG| 3.50 
(ere $22.55) 2E26 RCA 3.85 E4 |ECC881(6DJ8) AMP 1.89 El |5896* RCA 4.45 
PN ones 2X2A RCA | 2.90 E3__|KT88t+ GEN | __ 4.95 El |5899* RCA 6.55 
uding resiata 3A5 RCA 1.78 E3 |KT88 MPT GEN | 11.65 El |5902* RCA 5.75 
curves; rats 3B28 RCA 6.00 £3 |EBF891(6DC8) MULL} 1.76 E2 |CK5902 RAY 5.75 
ha temperate §6|3KP1 RCA | 19.50 E3 |EF89} MULL} 1,71 El |6005*(6AQ5) RCA 3.93 
: 4-65A RCA | 25.00 E3 |EC90+(6C4) MULL | = 2.04 E3 |6005/6AQ5W GE 3.95 
aad © 4-125A/4D21 RCA | 36.00 E3 |EK907(6BE6) MULL| 1.35 El |6026 RCA 2.40 
COMPUTER S (4-125A EIM | 36.00 E3 |EL907(6AQ5) MULL | 1.16 El |6072*(12AY7) RCA 3.90 
4-250A /5D22 RCA | 46.50 E3  |EZ907(6X4) MULL 87 El |6073*(OA2) RCA 3.00 
lengthy com 4-250A EIM | 46.50 E3  |EB91+(6AL5) MULL 95 El |6074*(OB2) RCA 3.45 
geting.) Se 1 4-400A EIM 48.00 E3  |ECC91+(6J6) MULL] 1.43 E3  |6087*(5Y3GT) GE 5.75 
at em Deraee 4-1000A EIM | 132.00 E3  |EF93+(6BA6) MULL 1.08 El /6111* RCA _| 5.45 
our next o 4CX250B See Type 7203 /4CX250B E3  |EF94+(6AU6) MULL | 1.08 El |6112* RCA 5.45 
= 4CX250B EIM | 45.00 E3  |100TH EIM 23.60 El |6136%(6AU6) RCA 2.75 
NG ELEME 4CX300A EIM | 55.00 EZ3 |PL172 PEN | 135.00 E3 |6136*(6AU6) GE 2.90 
coe, ae S23 4CX1000A EIM | 156.00 EZ3 |250TH EIM 35.40 El |6146 RCA 5.00 
hin flm——hisuae = RK _4D32 _RAY_|_32.76 E3 |304TH EIM | 60.50 El |6155/4-125A RCA | 36,00 _ 
s. Type HA 4E27 /8001 RCA | 40,00 E3 |304TL EIM 60.50 El |6156/4-250A RCA | 46.50 
3, etc. Type B 4E27A/5-125B RCA | 40.00 E3 |502A GE 2.30 El |6159 RCA 5.00 
ncrenee Pe |4X250B EIM | 42.50 El |502A RCA 2.03 El |6186/6AG5 WA 
%," pin space 4X500A EIM | 128.50 E3 |Z7291(5879) GEN 2.95 *(6AG5) RCA 3.85 
400% relate =) |SBPIA RCA | 23.30 El |807 RCA 3.00 El |6189/12AU7 WA 
oz. Si 5ce7A RCA | 28.60 £1 |B09 RCA | 7.40 __UIZAUZ) * RCA 
NEFEE «(SCXP2 CEC | 35.00 El |810 RCA | 25.65 El) |6201*(12AT7) RCA 2.95 
EACHE = 5R4GY RCA 2.03 El [811A RCA 6.90 E3  |6201*(12AT7) GE 2.95 
egs 3.00 = S5R4GYA GE 2.05 El |812A RCA 6.90 E4 |6211 AMP. 2.35 
3:00 me | SR4GYB RCA | 2.03 El |813 RCA _| 21.10 E4  |6227 AMP_|__ 3.05 __ 
3098S) 5uPi RCA | 14.25 El |814 RCA | 23.60 E3  |6265*(6BH6) GE 4.10 
= 6AK6 RCA 1.40 El (815 RCA | 23.60 E4 |6267 AMP 1.38 
2 TUBES = 6As6 RCA 3.43 El |816 RCA 2.95 El |6293 RCA 6.40 
plications. FARE, «= |OAS7S RCA 4.93 El |829B RCA | 19.00 El |6328 RCA | 11.90 
ith letters Bee = 6CA7 +(EL34) AMP 2.90 El |832A RCA | 15.90 El |6417 RCA 2.53 
ind letters giv — =e ray TUNG 4.95 
ral designates. (044 RCA | 4.19 EZ1 |833A RCA | 47.90 E3 /6550} 
“BK-23-A toe G22 7JP1/7VPI SYL_| 29.00 El |g37 RCA | 8.65 El |6626/OA2WA*OA2)| RCA | 4.45 
“would be useal =) (7JP4 RCA | 23.84 E1 |866A RCA 2.90 El |6660/6BA6 RCA 1.01 
= (1246 RCA 2.30 E3 |GL866A GE 2.90 El |6661/6BH6 RCA 1.32 
"| NET = (Gz 32 MULL | 2.67 E3 |866JR TAY 1.95 El |6662/6BJ6 RCA 12 
_|__ EACH |EL344(6CA7) MULL | 3.16 El |872A RCA | 10.65. | El |6678/6U8A RCA tt 
| EL34 MP} ULL| 6.82 El |a84 RCA | 2.28 El |6679/12AT7 RCA | ¥.46 
I E3 |6679/12A17 GE 1.50 
od eg 2 GZ34}(5AR4) ULL| 2.27 El |885 RCA 2.00 
= El |6680/12AU7 RCA 1.19 
ASTS 35T EIM 21.40 El (921 RCA 3.45 7 RCA 122 
; = EL37+(6L6) MULL| 3.11 El |927 RCA 3.75 El |6681/12AX | 
2 and step-do' —— a= | Bla (6see RCA 5.00 
0303 and 178 SS EL37 MP{ MULL| 6.75 El |931VA RCA | 11.55 Ea. |70254 MULL| 1.40 
1its for AC-DMN &> |TZ40 TAY | 10.20 EI |991 RCA ‘87 Ore ‘ 
3 an 8-prong 2 = \EFP60 AMP 7.50 E El 7034 /4X150A RCA 25.00 
s ballasts beg : : eae pre IM {137.50 | £1 |7035/4X150D RCA | 27.90 
BK, BL, B= |RK61 RAY 4.20 El |1614+ RCA 3.77 EI 7189} RCA 2.43 
arough 3105, = ikte6t GEN 3.50 El |16204(6J7) RCA 6.99 eas rani. i x 
S for maximuae = = |DM707(1M3) MULL| 1.05 El |16217(6F6) RCA 2.60 El yes aCk2508 RCA | 46.25 
on of heat. Ha =) |EABC807(6AK8) MULL ey 4 El 16227(6L6) RCA 3.45 pi 7204 /4CX250F RCA 46.25 
ces. Wt., 6 ca =) |EBF80}(6N8) MULL| 2.10 El |1625 RCA 4.30 El |7212 RCA 8.40 
oF EACH = (ECF80+(6BL8) MULL | 2.06 El |1635 RCA 2.60 El |\7224 RCA 9.15 
rola | 5 9 = EF80+(6BX6) MULL | 1.89 —1 |2050 RCA 2.37 SURES RGA ioe 
eles 4 = = ma0t(65r5) AMP 1.23 El |5639* RCA 6.55 El |7271 RCA | 19.70 
= §z80i(4V4) MULL 81 El |5651 RCA 2.11 El |7357 RCA 9.15 
ANCE CORDS = ECc81}(12AT7) MULL| 1.55 E2 |CK5654 RAY 3.05 El |7358 RCA | 10.30 
is for supplying S* ECC81 +1 2AT7) AMP 1.53 E3 5662 GE 1.45 El 7412 RCA 213 
oe eee @ = (ECH817(6AJ8) MULL} 1.83 El |5670*(2C51) RCA 3.70 El |7467 RCA 9.00 
= EM814(6DA5) MULL| 1.41 El |5670WA*(2C51) RCA 3.95 El |7533 RCA | 13.00 
& (Ez811(6cA4) MULL | 1.14 El |5687 RCA 4.25 El |7536 RCA 2.15 
|ECC82+(12AU7) MULL| 1.27 E3  |5687 TUNG| 4.10 El |7551 RCA 3.50 
Be |ECC827(12AU7) AMP 1.23 E3 | GL5687 GE 4.00 El |7558 RCA 3.50 


As New Tubes Are Released by Manufacturers, Allied Will Stock Them 139 


Test Leads, Prods, Glow Testers and Meters 


G-C TEST LEADS 


Y 
yy 
AL 


H. H. SMITH TEST LEADS 


{aj Type 610 Test Lead Kit. Contains one 
pair of test leads—one red, other black. One 
end is solderless phone tip test prod, other end 
has insulated banana plugs. Handles are molded 
tenite, 4” long, %” outer diameter. Kit in- 
cludes two each of the following fittings: 
Phone tips; alligator clips; and spade lugs. 50” 
kinkless wire. Shpg. wt., 4 oz., 

MMPOTGNET(:.:.05 000-00. 50050005 1.76 


fl Type 600 Solder Tip Test Leads. 
7 


Two molded tenite prods, each 4” long, with 

outer diameter. Solderless pointed phone 
tips are nickel-plated brass. One prod red, other 
black, Supplied with extra-flexible, rubber 
covered kinkless wire, 50” long, one red, one 
black. Identical to Type 610 kit above, less 
Attings. Shpg. wt., 4 oz. 

. 42 N 262. NET PER PAIR........... 85c 
Type 611 Test Lead Kit. Extremely ver- 
satile companion kit to Type 610 above. 

as all the features, conveniences, and acces- 

: sories of above unit, except test prods are phono 

needle tip type. Includes one pair of test leads, 

one red, one black. Standard fittings prepare 
ou for virtually every servicing situation. 
hPa. wt., 4 oz. 

42 N 263. NET 

Type 698 Silm Jim Test Leads, Durable 

4” molded tenite handle, 4%” outer diam- 
eter. Extra-long 314” tip allows you to reach 
hard- et-at places. Tip insulated with vinyl 
spaghetti tubing: Angle phone tips on meter 
end are sturdy molded bakelite. Brass tips, 
ni lated. Shpg. wt., 4 oz. 

42 N 12 


64. NET PER PAIR. 
(FTPs, 622 High-Tension Test Leads. One 
a handle and plug. Handle is 5” long with 


one black heavy-duty lead with fiber 
2 ” outer diameter. Plug is 1” long, 4” outer 
diameter. Insulated alligator clips on meter 
Nee guards on handles. Brass, nickel- 
D! iD. . wt., 4 oz. 

42 N 266. NET PER PAIR.........2.35 


H. H. SMITH TEST PRODS 


Prods For 


prod with 4” long plastic handle, 34” outer 
diameter. Nickel-plated phone tip. Wire fits 
through handle and body of plug, wraps around 
screw portion. Wire secured by knurled collar. 
Available in choice of two colors—red or black. 


NET 


(H] ype 323 Solderless Fiber Test Prod. 

‘as 544” bone fiber handle with extra large 
” inside diameter for heavy-duty wire. Body 
is nickel-plated brass. Wire fits through handle 
and body of plug, then wraps around screw 
portion. Secured by knurled collar. Wt., 4 oz. 
42N 258. Red. NET 
42 N 259, Black. EACH. ..29¢ 


Type 318 Phono Needle Test Prod. 

Brass, nickel-plated body with steel, nickel- 

Plated phono-type needle. Has _ removable 

chuck for replacing broken needles. Needle 

pierces plating or corrosion to insure positive 

readings. Molded plastic handle, overall length 

654" long, 34” outer diameter. Shpg. wt., 3 oz. 
42 N 373. Red. NET 

42 N 374. Black. EACH............-- 32¢ 


Type 329 Heavy-Duty Test Prod. 
Threaded type with extra-sturdy brass, 
nickel-plated tip. Molded plastic handle, overall 


Every Use 
Hh” O* 
(yiryee 302 Solderiess Test Prod. Threaded 


length 61%." long, 34” outer diameter. Fits 
standard phone tip poe Shpg. wt., 3 oz. 
42 N375. Red. NET 

42 N 376. Black. EACH.. 32c 


: 
Type 322 Sub-Miniature Test Frod. 
Bone fiber handle with brass, nickel-plated 
tip. Tip only '4’—ideal for checking sub- 
miniature equipment. Shpg. wt., 3 oz. 
ET 
24c 


42.N 256. Red. N 
42 N 257, Black. EACH..,.......+++- 
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Type 9301 Stretch Leads. No-kink-no- 
tangle test leads. 9” coil extends to 6 feet. 


6” Tenite prod handles. Pointed phone tips 
both ends. Shpg. wt., 4 oz. 


42 N355. NET PER PAIR..........2.91 
(0 Type 8469 6000-v, Insulation. 6” durable 


phone tips on connector ends. 50” leads. Shpg. 


wt., 4 oz. 
42'N 358. NET PER PaiR..........1.23 


Type 8461 Needie-Tipped, Insulation- 
Piercing. (Not illus.) Prods have needle type 
chuck and needle points for piercing insulation. 
All metal connector ends. Shpg. wt., 4 oz. 

42 N 359, NET PER PAIR... 1.15 


Type 8462. (Not illustrated). Same as Type 
8459 above but equipped with angle phone tips 
on connector ends instead of the pointed phone 
tips. Shpg. wt., 4 oz. 

42 N360. NET PER PAIR....... oe 


Tenite prods with pointed phone tips. Angle | 


NEW 


TELEVISI 


Type 9102 HV Test Leads. 48” long 

flexible, heavy-duty, rubber-covered leads 
1%” thick. One red, one black. Pointed phone 
tip prods; alligator clip ends. Special finger 
guard prod handles. 5” long. 22,000-vom 
breakdown at 60 cycles. Shpg. wt., 4 oz. 
42 N 352. NET PER PAIR......... 


KLIPZON TEST PRODS AND LEADS 
Prods equipped with clip-tip which holds of 
to wire, lug, etc.; leaving both hands free 
4%" handles. 4’ leads. Av. wt., 4 oz. 
Stock No./Type Description 
42 N 362| 5608 |Klipzon tips both ends 
42 N 363) 5609 |Klipzon tips and plain 


phone tip connectors 
42 N 364| 5610 | Klipzon phone tip prods; 


banana plug connectors, 


KLIPZON JUMPER LEADS 
(Not ill.) 2 wire leads with Klipzon phone-tig 


PR. 
2.08 


1.62 
2.06 


” ini-prods at each end. Av. shpg. wt., 4 oz. 
Type 9190 Slender Pencil. 5” long test | ™5t:Pro! Dg: 2 
i Ae made of durable Tenite with 50” kink- StockNo.|Type Color Length |PER PAIP 
less leads. Have pointed phone tips on prod 42 N 369) 5634) Red 12” -68 
end; heavy-duty phone tips on connector end. 42 N 370) 5635) Black T° -68 
Shpg, wt., 4 oz. 42 N 371) 5636) Red 24” 1.45 
42 N 356. NET PER PAIR... 88c | 42 N372| 5637| Black | 24° 115 
H. H. SMITH TEST LEAD KIT G-C TEST PRODS AND CONNECTOR 
Type 699. Highly 
versatile univer- R EN ae 7838 
connector 


sal test lead kit. 
Includes a pair 
of 5434” leads and 
twelve inter- 
changeable test- 
ing tipa and con- 
nectors. Plastic 
handles at each 
end of test leads 
have threaded 
receptacles care- 
F fully cut to fit 
screw-in tips and connectors. A twist of the 
fingers converts these test leads to handle vir- 
tually any servicing job. 

Attachments include: 4 phone tips, 2 alligator 
clips, 2 needle tips, 2 banana plugs, and 2 spade 
lugs. All connectors and tips are quickly, easily 
interchangeable, fit prod handle or tip handle. 
An excellent set for the serviceman, Amateur 
and experimenter. Shpg. wt., 5 oz. 

42 N 408. List, $4.00. NET.......... 2.30 


Yidipe 


4-B-T 
SPECIALIZED METERS 


(Ml) AC Frequency Meters. Accuracy +0.3% 
at 70°F, Flange, 34%"; body dia., 21%’; 
depth, 22342”. For 110-130 volts. 


Model 34-FX, Range: 56-64 cycles. Freq. in 
1-cycle steps. Shpg. wt., 12 oz. 
Ss | a 2 re Pe en 27.25 


Model 33-FX. Range: 380-420 cycles. Freq. 
in 5-cycle steps. Shpg. wt., 12 oz. 
WG PO es MAINT be ds Mar 3s 5 tey%,- COs 34.10 


Model 31-EX Elapsed Time Meter. A 

self-starting synchronous instrument to 
record operating time of AC electrical and elec- 
tronic equipment. Registers in one-tenth hour 
steps to 9999.9 hours, then automatically resets. 
Flange, 314”; mounts in 234” dia. hole; depth, 
374,". For operation from 100-120 v., 60 cycle 
AC. Shpg. wt., 1% Ibs. 
OG CIGROONER eked: J shiy saute 15.95 


Model 23-JP-1 Temperature Meter. 

This high-accuracy, portable pyrometer is 
an extremely valuable aid in testing and ad- 
justing thermostats in ovens and other appli- 
ances. 234” scale reads from 0 to 650°F. in 10° 
divisions. Black metal panel. With 514-ft. cali- 
brated thermocouple, clip, convection shield, 
Lea Bagi leather case. 4144x2%4x4%4". Shpg. 
wt., 2% Ibs. 
G5 PIONS INE Nias. <onsaesace e- 26.00 


Depend on Allied for All Your Test Equipment 


Molded-plastie 
angle phone 
{s] tips for test 
“ leads. Solder 
less “*Trigger-Quick" lamps for sure conne> 
tions. 1-red and 1-black. Shpg. wt., 2 oz. 

42 N 405. NET PER PAIR.......... 70¢ 


(s] Type 6621 Self-Gripping Tips. Clip te 
any terminal, lug, etc. Needle points for 
piercing insulation. Solderless connection im 
side 14" plastic handle. Shpg. wt., 2 oz. 

42 N 271. Red. NET 

42 N 272. Black. EACH..............d06 


(s] Type 6623 MinI-Prod Adapter Tips. Fm 
over standard test points or phono needit 
types. Convert to Belt SU pote types with im 
sert supplied. Shpg. wt., 2 oz. 

50 N 159. Red. NET 

50 N 160. Black. EACH.............. 38¢ 


HANDY GLOW TESTERS 
G-C NEO-O-LITE 


Convenient, versatile neon glow 
type tester. Indicates voltages 
from 60 v. AC and 90 v. DC to 
500 vy. AC-DC. Excellent for 
finding ‘‘hot’’ AC leads, check- 
ing fuses and spark plugs, appli- 
ance repair, etc. Neon bulb is 
mounted in insulating holder. 5” 
insulated leads with phone tip 
ends. Ideal for servicemen, ex- 
perimenters, Amateurs. Shpg. wt., 3 oz. 
78 NO55. NET EACH.... 
10 or More, EACH 


SITTLER LOW-VOLTAGE TESTER 


Type T202, Extremely handy low 
voltage tester. Indicates voltages i] 
from 5 volts to 50 volts AC-DC. Use- 
ful for testing low-voltage circuits 
in automobiles, telephones, batteries, 
radio and TV filament circuits, etc. 
Uses incandescent lamp. Has red and 
yellow leads with alligator clips for 
easy identification and use. Applica- 
tions everywhere. Shpg. wt., 3 oz. 
42 N 406. NET EACH 


Type 7203. Similar to above, but tests 244 t& 
24 v. AC-DC. 
42 N 407. NET EACH......:......-.. 


AMF PRO-GLO CONTINUITY TESTER 


New, easy-to-use, glow-type tester 
checks continuity, shorts, grounds a! 
open circuits in switches, relays, fuses 
thermostats, etc. A handy addition 
any tool box. Dim light indicates 
connection—no light when resistam 
exceeds 2 ohms. For dead circuits only. 
Overall length, 544”. Dia., %47. Wii 
bulb; less Type AA penlight cell. Sh 


wt., 2 oz. 
JBN 052, NET... scec0s0e000 9% 
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‘eee easy-to-use unit. Also features: AGC 


EW! mopet 1076 
ISION ANALYST 


® Generates Test Patterns in 
Color or Black and White 

® Injects RF, IF, Video, Audio 

® Checks Sync and Sweep Stages 


EW, highly versatile TV servicing aid— 
ines miniature TV transmitter with 
mous ‘‘Dyna-Sweep” circuit analyzer _in 


wing pulse for trouble-shooting gated 
oC systems; negative bias supply for sync 
esload and A C difficulties; high-level 
«« signal for directly modulating CRTs. 


NW signal-generator section injects RF, IF, 
stro or audio signal into TV set for fast 
Selation of defective stage. Switch-type 
a insures rapid channel selection. Slide 
a2: parencies provide standard test, cross- 
ch, white-dot patterns—also “rainbow” 
ees bar patterns for color sets. Patterns 
sow adjusting linearity, sensitivity, AGC 

bandwidth, resolution, size, etc. 
patterns are for adjusting converg- 
Sece. demodulators, etc. RF and IF signals 
= video and audio-modulated; positive 
negative video signal. Horizontal and 
al drive pulses. 4.5-mc sound channel; 
cle tone generator. For channels 2-13; 
45 mc IF range. 


"Dyna-Sweep’’ section injects horizontal 
= vertical sync pulses and grid and plate 
Sve signals into output transformers. 
ecks flybacks and yokes for leakage, 
erts, etc. Automatic B+ boost and high- 
waltage indicators. Vertical yoke test signal. 
See, 11x17x9”. For 110-120 v., 60 cycle AC, 
Sioz. wt., 41 Ibs. 

7 FU 222. $10 Down. NET.....293.95 


DYNA-SWEEP CIRCUIT ANALYZERS 


™ Solve Knotty 
Sync Problems 


* Check Out Yokes 
and Flybacks 


* Locate Defective 
Stage or Part 


MODEL 1070. A self- 
eeatained circuit 
emalyzer designed 
‘ trouble-shooting 
Serizontal, vertical 
eed sync problems 


= TV sets. Injects WH @ @ 
os and ver- ——— 
Seal sync pulses, 1070/A107 


god and plate drive 
@enals directly into output transformers. 
Gelps isolate trouble to defective part. 
GSecks flyback transformer and yokes for 
eerted turns, leakage, opens, continuity, 
“<. Also provides automatic B+ boost, 
egh-voltage indicator, and vertical yoke 
eest signal. Size, 914x7x5”. For operation 
om 110-120 volts, 50-60 cycle AC. Shpg. 
wt.. 10 lbs. 
87 FU 217. $5 Down. NET....... 73.45 


WODEL A107. A companion unit for earlier 
m75 Television Analyst. Same as Model 
e870 Circuit Analyzer (above), but derives 
Sperating signals from Model 1075 to solve 
TV horizontal, vertical and syne problems. 
Stee, 914x7x5”. For operation from 110-120 
*. 50-60 cycle AC. Shpg. wt., 10 Ibs. 


B7 FU 219. $5 Down. NET.........53.85 


MODEL 650 TUBE & TRANSISTOR TESTER 


Highly versatile, portable “Dyna-Quik"’ dy- 
namic mutual conductance tester. Tests 
transistors and virtually all popular tele- 
vision receiving tubes. Checks each section 
separately—requires very little switching. 
414” meter has “Good-Bad,” 0-6000-18,000 
umhos scales, 7 and 9-pin straighteners and 
16 spare sockets on panel. Automatic line 
compensator. Detects shorts, grid emission, 
pea tube life, and gas. Tests Ico and 
orward gain ratio of junction, point con- 
tact, and barrier transistors; F/B ratio of 
germanium, silicon and selenium diodes. 
Separate sockets for NPN and PNP tran- 
sistors. “Quik-Flip” indexed tube selector. 
Sturdy carrying case. 1534x15x614”. For 
105-125 v., 60 cyele AC, 22 lbs. 

87 FU 280. $5 Down. NET.......176.35 


MODEL 675 AUTOMATIC TESTER 


Portable, card-controlled “Dyna-Quik” dy- 
namic mutual conductance tube and tran- 
sistor checker. Utilizes only 60 cards to test 
over 500 tube types—over 95% of all pop- 
ular TV tubes. Easily kept up-to-date by 
adding new cards. Complete, accurate test 
in seconds! Tests for shorts, emission, gas 
and probable life. 44%” meter has ““Good- 
Bad,” 0-6000-18,000 zmhos scales. 7 and 9- 
pin miniature tube straighteners. Automatic 
line compensation. Tests Ino and forward 
gain ratio of junction, point contact, and 
barrier transistors. Measures front-to-back 
ratio of germanium and silicon diodes and 
selenium and silicon rectifiers. 15Y%4x12%x 
So bight 9 ee index. For 105-125 v., 
0 cycle . 14 1bs. 
87 FU 284. $5 Down. NET.....- 166.55 


NEW MODEL 685 TUBE CHECKER 


An all-new dynamic mutual conductance 
tube checker that combines speedy mul- 
tiple-socket testing with simplified, auto- 
matic card selection for new tubes, Accu- 
rately tests most TV tubes, many 2-way 
radio and industrial types, the Nuyistor, 
etc. Shows Gm, shorts, gas, grid emission 
and life. Heater continuity check for series 
filaments. 4%” meter has ‘‘Good-Bad” and 
0-6000-18,000 pmhos scales. Line-voltage 
compensator. Panel settings for over 125 
popular tubes. 7 and 9-pin straighteners. 
17x17x7 4". With case, 5 blank cards, hand 
punch, and tube-card information ce. 
ae operation om 105-125 v., 50-60 cycle 
AC. Shpg. wt., 21 lbs. 

87 FU 223. $5 Down. NET. .....195.95 


MODEL 550 TUBE TESTER 


A moderately-priced, portable, dynamic 
mutual conductance tube tester. Features 
fast, accurate testing of most TV receiving 
tubes, No roll chart or time-consuming se- 
lector switches—simply insert tube into 
proper socket and set heater and sensitivity 
adjustments. Then flip a switch for grid 
emission, gas content, shorts and mutual 
conductance, 444” meter has “Replace—?— 
Good,” 0-6000-18,000 micromhos scales. 
Checks tubes under actual operating condi- 
tions. Tests each section of dual-section 
tubes separately. Automatic line voltage 
compensator. Special lightweight construc- 
tion permits easy portability. 7 and 9-pin 
straighteners on panel. Size, 1514x15x6%4". 
For operation from 105-125 v., 60 cycle AC. 


Shpg. wt., 14 lbs. 
87 FU 220. $5 Down. NET ....-I7.55 


FAMOUS MODEL 440 CRT REJUVENATOR-TESTER 


A proven money-maker, 
juvenates color and blac 


opens; restores weak emission. 


volt tubes and 110° types. 


Model 440 quickly checks and re- 
k-and-white CRTs while still in set. 


Detects opens, shorts, emission, cut-off voltage. Repairs shorts, 
Predicts tube life. Tests all 


CRTs with 1-to-12 volt filaments including 2.34, 2.68 and 8.4- 
Checks each gun of color CRT 


separately. Portable leatherette-covered case. 5x7x111%4”. For 
105-125 v., 60 cycle AC. Shpg. wt., 81% Ibs. 
87 FU 218. $5 Down. NET.......-.520+ 
MODEL C40 COLOR ADAPTER. Adapts Models 400 and 350 for 
110° (6.3-v.) and color tubes. Checks each gun of color CRT. 11b. 
SAP 2TOONES Bu <5 Swed ce ois + oxi so nites 
MODEL CR48 ADAPTER. Adapts Models 400 and 350 for 110° 
tubes with 2.34, 2.68, 8.4-volt filaments. Shpg. wt., 1 lb. 

87 F 216. NET... ob ds once eds caged em Bint 


Allied Is the World's Largest Supplier of Quality Test Instruments 


Be te 9.75 


Famous RCA Test Equipment 


WT-110A AUTOMATIC TUBE TESTER 


For testing receiving tubes. Saves valuable 
time—simply insert pre-punched card into 
tester! Tests transconductance, gas, shorts 
and twin-tube balance. Meter registers 
“RENEW—?—GOOD.” Two gold-plated 
printed circuit boards set up a combination 
of 15 to 20 circuits which provide connec- 
tions up to 10 pins, 220 combinations of 
heater yoltage. Includes free subscription 
that supplies new tube card settings. In- 
cludes 287 pre-punched vinyl plastic cards. 
In 7%4x1414x17 4" carrying case. With mas- 
ter card for punching blanks, hand punch, 
24 blank cards (for replacement or new tube 
types) and test card. For 105-125 y., 60 
cycle AC. Shpg. wt., 30 Ibs. 

87 FU 075. $5 Down. NET.......199.50 


WG-324A. Gas tube adapter. Permits test- 
ing gas type tubes with Model WT-110A. 
Shpg. wt., 10 oz. 


87 F 088. NET 


WG-325A, 24 blank cards. Wt., 1 lb. 
MMMMMITOONET. 0 4.4%... . os 00. one 2.29, 


WG-337A. Four adapters—for testing tubes 
with small 4, 5 and 6-pin bases, and small 
and medium 7-pin basis. Wt., 5 oz. 

00) UO | 7.95 


WG-338A. Tube-socket adapter for testing 
7-lead, in-line subminiature tubes. 2 oz. 


PEMD AINET. Occ... ccs sc eee ce 2.95 


WG-339A. Tube-socket adapter for testing 
8-lead circular, subminiature tubes. 2 oz. 


BUMMGOANET,.. oc... cues. cess 3.50 


WG-110AB. Punch card booklet covering 
over 1000 tubes. Shpg. wt., 6 oz. 


MEO PRONET. 05... es cc ec ce wclees 1.00 
WV-98B SENIOR VOLTOHMYST 


®@ Improved Accuracy 
of +3% 

® Large 614” Meter 

© 200-Microamp 
Movement 


Includes an out- 
standing array of 
“plus” features: easy- 
reading, zero-center 
scale; electronic pro- 
tection against burn- 
out; rugged, 200-mi- 
croamp meter move- 
ment; +1% multi- 
plier resistors; die-cast aluminum case; etc. 
Has large 614” meter with accuracy im- 
proved to +3%. Features single-unit DC- 
AC-Ohms probe with built-in selector 
switch. Excellent for measurement of com- 
plex’ TV waveforms—reads peak-to-peak 
voltages to 4200 volts. 


7 ranges for each function. Reads AC rms 
and DC to 1500 volts. Measures resistance 
from 0.2 ohms to 1000 megohms. AC input 
impedance of 0.83 megohm and 70 mmf to 
1,5 megohms and 60 mnf. Input resistance 
on DC is 11 megohms. Size, 614x7x334’. 
With WG-299C probe, and shielded cable. 
For operation from 105-125 volts, 50-60 
cycle AC. Shpg. wt., 7 Ibs. 


87 F 050. $5 Down, NET.........79.50 
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WR-49B 


WR-70A RF-IF-VF MARKER-ADDER 
For RF, IF and video sweep-alignment of 
black-and-white and color TV sets. Four 
differently shaped markers: positive peak, 
negative peak, positive and negative peaks 
(wide band), and positive and negative 
peaks (narrow band), Use with marker and 
sweep generators. Marker signal is added 
after sweep passes through receiver—elimi- 
nates distortion of marker or sweep curve. 
0-60 db attenuation of IF sweep signal for 
IF or video alignment. With 4 coax cables 
for connecting to scope, sweep and marker 
generators, and input and output circuits 
of TV receiver under test. Size, 7Y2x10Y%x 
6%”. For operation from 105-125 v., 50-60 
cycle AC. Shpg. wt., 12 Ibs. 

87 FU 055. $5 Down. NET....... 74.50 


WR-69A TV-FM SWEEP GENERATOR 
This sweep generator provides video, IF 
and RF test and alignment signals for tele- 
vision channels 2 through 13—plus IF and 
RF signals for the FM broadcast band. Pro- 
vides continuous IF coverage from 50 ke to 
50 mc. Sweep width, 12 mec, continuously 
variable. Output flat within 0.1 db per mc 
of sweep width, Fundamental oscillator out- 
put on TV channels; filtered beat-frequency 
fundamental output on IF/VF range. Out- 
put, 0.1 volt rms or better at all frequen- 
cies. Incorporates blanking circuit. Size: 
10x1334x74%4”. Complete with cables. For 
operation from 105-125 volts, 50-60 cycle 
AC, Shpg. wt., 17 Ibs. 

87 FU 070. $10 Down. NET....295.00 


WR-49B RF SIGNAL GENERATOR 
Covers 85 kc-30 mc in 6 ranges; all on funda- 
mentals. Dial accurate within 1%. Built-in 
400-cycle oscillator for internal or external 
modulation, Attenuator control of RF level; 
approximate range: 2000 to 1. Cathode-fol- 
lower type RF output at least 0.05 and 0.01 
v. rms at high and low connectors respec- 
tively. With cable. 744x1014x6”. For 105- 
125 v., 50-60 cycle AC. Wt., 10 Ibs. 

87 FU 079. $5 Down. NET....... 79.50 


OTHER RCA INSTRUMENTS 
WG-295C VIDEO MULTIMARKER. Use with 
sweep generator on black-and-white or color 
sets. Checks chrominance bandpass filter, I 
and Q filters. 7 simultaneous, absorption- 
type weprery Gue) LESS RS pe eo es 24 My TE 
4.5. 5x2¥ex2%y”. Shpg. wt., 1 Ib. 

87 F 054, $2 Down. NET.........32.50 


WG-307A TV BIAS SUPPLY. Simplifies sery- 
icing. Provides three output voltages for RF, 
IF and AGC adjustable from 0 to 15 volts; 
100-volt output for chrominance circuitry. 
2Y%x3x5 Y%4”. For 105-125 y., 50-60 cycle AC, 
Shpg. wt., 2 Ibs. 

87 F 067. $2 Down. NET.........22.50 


WG-304B RF MODULATOR. Crystal-type 
mixer. For use with WR-69A and WR-99A 
to check TV response from antenna to pic- 
ture tube. 154x4x24%”. Wt., 1 Ib. 

B7iE O98; NEG ah Ai. Wook 5 o. 12.50 


Test Equipment Is Available on Allied’s Easy Payment Plan 


Famous For 
Quality 


Excellent for aligning all 
types of electronic gear . 4% 
Ideal for color TV 


® Crystal Calibrated 
WV-37B ® Covers 19-260 Mc 


WR-99A MARKER-GENERATOR 


Crystal-calibrated marker-generator for 
aligning FM and TV receivers or any other 
type of electronic equipment operating in 
the 19-260 mc range. Provides the neces- 
sary accuracy for the critical requirements 
of color TV servicing. Crystal calibrator 
provides 240 check points for calibration at 
1 or 10 mc intervals. Modulation frequen- 
cies: 1, 10, 4.5 mc, 600 cycles. Sound and 
picture carrier markers available simultane- 
ously. Output: 0.1 v. min. rms on all frequen- 
cies. Double-shielded oscillator. Size, 10x 
1334x714”. For operation from 105-125 v. 
50-60 cycle AC. Shpg. wt., 18 Ibs. 

87 FU 069. $10 Down. NET.. 242.50 


WV-37B BATTERY TESTER 


Highly dependable radio-battery tester. Ac- 
curately tests virtually all types of tube- 
portable and transistor-portable radio bat- 
teries. Checks each battery under its recom- 
mended load condition. 

Meter indicates battery condition in terms 
of “REPLACE-USABLE-GOOD.” Extra 
scale shows percentage of rated output of 
battery under test. Leads and probes are 
a fn attached, Size, 674x5%4x3 14". 

hpg. wt., 4 lbs. 
87 F 097. $2 Down. NET.........24.95 


WP-25A TV ISOTAP 


(Not illus.) Isolation and autotransformer 
for checking TV sets at high, medium and 
low voltage. Selects 105-130 v. input in & 
volt steps. Outputs: 105, 115 and 130 v. @ 
500 VA from autoformer winding; 105, 115 
and 130 y. @ 275 VA from isolated sec 
ondary. Size, 5x534x434”. For 50-60 cycle 
AC. With 5-ft. line cord. Wt., 15 lbs. 

62 G 516. $2 Down. NET........22.00 


VTVM & VOM PROBES 
WG-289 HV PROBE. Extends DC voltage 
range of VoltOhmysts (and other VOM‘ 
and VITVM's) to 50,000 vy, Less multiplier 
Shpg. wt., 1 lb. 

S4FOZTANEL Sco 5. Bg ks tlesa 
MULTIPLIERS. For WG-289 & WG-290. 2 oz) 
84 F 079, WG-206. 1090 meg. e. 
84 F 083. WG-210. 900 meg. §EA..2.80 
WG-211 MULTIPLIER, 495-megohm multiplier 
resistor for WG-289 and WG-297 probes. 
Shpg. wt., 2 oz. 

Sr OV RONED, . nae ove dau ob 
WG-297 HV PROBE. For WV-77E Volt- 
Ohmyst kit. Same as WG-289 high-voltag 
probe, above, but has banana plugs. Shpg 
wt., 1 Ib. 

By POS RINE Tee Moen Ae oe 


WG-299D DC/AC-OHMS PROBE. Replac 


ment unit for VoltOhmysts. 1 Ib. Se 
BZ ROT ZONE cet bet oe 874x 
WG-301A CRYSTAL DIODE PROBE. Slips o 10-1 
WG-299A, B or C, Extends RF to 250 m 12% 1 
Shpg. wt., 8 oz. =x 59 


BY FOS 2AM ET 355.55 «ca asics have 
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WV-77E 
MODEL WO-33A 3” OSCILLOSCOPE 


cost, 3” oscilloscope ideally suited for 
& black and white and color TV servic- 
Features dual-band response. Wide- 


ning all 
gear see 


rTV 


ted provides response from 5.5 cps to 5.5 
Me narrow-band, 20 cps to 150 kc. Built-in 

to-peak voltage calibrator. Narrow- 

ATOR ed sensitivity is .02 volt peak-to-peak per 
erator (.003 volt rms). Wideband is 0.6 volt 
- any otha -to-peak per inch (0.1 volt rms). Saw- 
erating in range is 15 cps to 75 ke. Sync circuit 
the’ nce fock-in at frequencies as high as 4.5 me. 
juirements sical input impedance 90 mmf and 1 meg 
calibrate _ 50 mmf and 1 meg at panel connec- 

ibrationea 10 mmf and 10 megs in low-capacity 
i Stare ion. 3AQP1 CRT. $34x6Y%x101%4”. For 
pes ration from 105-125 v., 50-60 cycle AC. 


Sound and 
simultane- 
all frequen- 

Size, 10x 
105-125 v., 


242.50 


TER 


tester. Ac- 
s of tube- 


Mpe. wt., 15 lbs. 

FFU 093. $5 Down. NET.......129.95 
ODEL WO-33A(K). Same as above, but in 
= form,-Complete instructions included. 

=e. wt., 15 lbs. 

‘Br FU 094. $5 Down. NET....... 79.95 


we 50 v. ranges: +14 


-its recom- 


RCA, Sprague, Pyram 


RCA TEST INSTRUMENTS—KIT OR WIRED 


58 ua; 0-1-10-100-500 ma; 0-10 amps. Internal capacitor permits measuring AF in pres- 


a - " 


Wideband response for 
color or black-and-white 
TV service 


(7 


® Built-In Voltage 
Calibrator 


® Dual-Band Response 


@ +1 db from 10 eps 
to 4.5 Mc 


WO-91A 
WY-38A 

MODEL WV-77E JR. VTVM MODEL WO-91A 5” OSCILLOSCOPE 

5” wideband oscilloscope for black-and- 

white and color TV servicing. Features: 

dual-band response; wideband response flat 


Latest version of this time-tested VTVM— 
at an exceptionally low price. Features a 
fuse-protected ohms-divider network plus 
an electronically protected 400-microam- within -£1 db from 10 cps to 4.5 me and 
pere meter movement. Metal case eliminates narrow-band response flat within —6 db 
effect of RF fields. from 3 eps to 1.5 me, and voletee 
‘ . brated, frequency-compensated 3-to-1 st 
ney er eee oe gene attenuator. Removable, multi-scale graph 
0-1 tS. F5-30-150-500-1500;, AC P-P, 0-4. screen. Vertical polarity reversal switch, 
14:40-140-400-1400-4000; DC, 0-1,5-5-15. re-set vertical and horizontal sweep post- 
50-150-500-1500 vy. Accuracy: "£30, of full. Hons. Built-in calibration for peak-to-peak 
scale on DC; 45% ‘of full scale on AC. Re- voltage measurements. Plus or, mints 
epduse» 214.0, 20 cps to 500 ke up to 400 v. ternal sync selector. Sensitivity is 0.05 volt 
ORSE = 7g OD s CDE Rue peak-to-peak per inch (0.018 volt rms) in 


Size, 73x5 x43”. With probes, leads, op- natrow-band position and 0.150 volt peak- 
erating instructions. For 105-125 v., 50-60 to-peak per inch (0.053 volt rms) in wide- 


cycle AC. Shpg. wt., 5 Ibs. band position. Vertical input impedance, 75 
87 F089. $2 Down. NET .......- 43.95 mmf and 1 meg direct, and 11 mmf and 10 
meg low-capacity position, with WG-300A 


MODEL WV-77E(K). As above, but in kit probe supplied, 5UP1 CRT. 1314x9x16¥”. 
form, Shpg. wt., 5 lbs. 29.95 For operation from 105-125 v., 50-60 cycle 


83 F999. $2 Down. NET.....---- f AC. Shpg. wt., 33 Ibs. 
“iy B4 FU 049. $10 Down. NET..... 239% 90 


eee WY-38A VOM. * accurate VOM for pens der ee neat oohgios paced ohms- , 
olt input on 8 DC ranges: 0-0,25-1.0-2.5-10-50-250-1000-5000 volts. accuracy, 

=. 5000 ohms/y. input on 6 AC ranges: 0-2.5-10-50-250-1000-5000 v. Response on 2.5; eer ae DIRECT /LOW-CARAGISERISS 
db, 10 cps to 50 ke, AC accuracy, +5%. Four AF output ranges: PROBE. Shpg. wt., . 9.95 
> 5-10.50-250 y., +5% accuracy, Reads 0-20 megs in 3 ranges. Eight DC current ranges: 87 F O59. NET.........-.++++- +008 Oe 


WG-302A DEMODULATOR PROBE. Use with 


eae Lee Ta of DC. 674x5'%4x31%". With batteries, leads. Shpg. wt.,5 lbs. 
D.” Extra 4 . cg Only $2 Down. NET...2..--- 4-55 seen sles suns Ba wes eter 43.95 ee to ee one ro to 250 me, 
output of 96. Model WV-38A(K). As above, but kit form, NET ...........- th Bai tere 29.95 nput, 2.2 mmf. Shpg. wt., 1 1b. 8.50 
probes are yf) © 090. Model WG-270A Case. For above. Laminated vinyl. 1 Ib. NET.......----- 4.95 87£F060.NET...........-.---- 0% 
x5 4x3" aS a 

ee “MOSQUITO” SIGNAL INJECTOR 


SPRAGUE TO-5 TEL-OHMIKE 


24.95 


ransformer 
edium and 
input in S- 
1130 v. @ 
z; 105,. 1145 
olated sec- 
50-60 cycle 


* 22.00 


ES 
5@ ‘volitea Malti-purpose bridge-type capacitor ana- 
ei VOM's Se for radio-TV servicemen, Valuable 
mH Itiplier, omesaving aid—quickly detects open, 
RODS eeerted, or intermittent capacitors. Pro- 
715 eedes an accurate, multi-range capacitance 
fee . eed power factor measuring bridge; an in- 
-290. 2 oz. eelation resistance checker for paper, mica, 
NET eed ceramic capacitors; a leakage current 
} EA..2.80 ‘edicator for electrolytic capacitors (tests at 
ane ested voltages); and a turns-ratio scale to 
multiplier eezsure turns ratio of power transformers 
97 probes. eed audio transformers. 
2 80 Measures capacitance from 1 mmf to 2000 
poeta k efd in five ranges; electrolytic leakage 
/7E Volt- Sem 0-60 ma in two ranges; power factor 
igh-voltage ~ electrolytics to 55% in three ranges. Up 
lugs. Shpg. = 600 volts DC for electrolytic test. Magic- 
«se tube simplifies bridge balancing for ca- 
oe FAS secitance and power factor measurements. 
Replatas “eavenient push-button controls instantly 
fect range—automatically discharge ca- 
4.95 eecitors when released. 
E. Sli : Bee. 87%x1454x6%” deep. For operation 
- Siips on em 110-120 volts, 50-60 cycle AC. Shpg. 
to 250 me, wt. 124 lbs. 
775 FX 591. $5 Down. NET....... 90.65 


Allied Radio Corp., 100 N. Western Ave., Chicago 80, Illinois 


Just 6” long and weighing only 1 ounce, this 
versatile transistorized signal injector clips 
into pockets just like a pen. Single penlight 
cell supplies power—oscillator provides a 


1000-cps test tone rich in harmonics for AF Pen-size signal 
as well as radio frequency use. This ingen- generator ... for 
ious little device will prove to be one of your radios, all 

most handy servicing aids. Supplied com- audio gear. 
plete with battery. Shpg. wt., 3 oz. 

876470, NEGA os! os anh ed os 9.95 


PYRAMID AMPROBES—"SNAP-AROUND” METERS 


[Al MODEL RS-3. Multi-range volt-ammeter-ohmineter. Press 
trigger to open jaws, then let them close around conductor— 
no need to break circuits or remove insulation to read current. 
Rotary scale for fast, accurate readings. 1 resistance, 5 current, 
3 voltage ranges. Reads 0-5-15-40-100-300 amps; -150-300-600 
y. AC, 25 ohms mid-scale. Has tiny battery attachment for re- 
sistance tests, With battery, leads, leather case. 2 lbs. 50 
87 F 376. Only $5 Down. NET........-0+220reneete 52. 


MODEL RS-1. Reads 0-5-15-40- AMPROBE JUNIORS. Small ver- 

100 amps and 0-150-600 volts, sions of Amprobe “‘snap- 
AC. Takes conductors up to 146” around” meters. Circular conduc- 
dia. Scale length, 2%4”. Length, tor capacity: 2”. Scale length, 
7342”. With test leads and case. 1.8”; overall length, 434”. With 
Shpg. wt., 2 Ibs. leads, less case (below). Wt.,1 lb. 


87 F268. $2 Down. NET39.85 Stock No. |Model| Amps |__Volts 
84 F 369|/Y10 (0-10 (0-125-250 
(g} MODEL A-40 ENERGIZER. Use as meter t sa, 0-50 epee 
plug to divide 2-conductor 94 ¢379/v100 0-100 |0-125-250 
cords at outlet (convenient when = 94 F g97/V525 |0-25  |0-150-600 
using Amprobes for current meas- 84 F 898|Y550 0-50 0-150-600 
urement). Increases ammeter sen- 84F 899 Y500 0-100 0-150-600 


sitivity to 10X. Test jacks for 

measuring voltage under load. KET: EACH, os oe etcea tats 19.85 
Supplied complete with case. MODEL P-1 LEATHER CASE. For Jun- 
Shpg. wt., 8 oz. iors. Shpg. wt., 12 oz. 


84 F489. NET...........3:-75 84F 488. NET............2.85 


:* 


; 
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MODEL ¢ 
Gen unit 
peke tro 


MODEL 800 TUBE TESTER 


* Fast, Accurate Operation 
® Checks Transistors and Sub- 
miniature Tube Types 


Lightweight, portable dynamic mutual 
conductance tube tester. Weighs only 
16 pounds— ideal for professional radio 
and TV servicemen to use for both on- 
location and shop-bench jobs. Tests re- 
ceiving-type tubes under simulated op- 
erating conditions; also tests out-of- 
circuit transistors and diodes. Includes 
tests for latest miniature tubes; also in- 
cludes tests for 600-ma series-string-fila- 
ment tubes. 


An improved version of the popular 600 
series testers, the 800 features an im- 
proved leakage test with direct meter 
readings. Easily detects hard-to-locate 
weak tubes. Tests for gas content and 
for shorts. The easy-to-read triple-scale 
5” lucite-case meter has ranges of 0- 
3000-6000-15,000 micromhos and “‘RE- 
PLACE—?—GOOD"’. Roll chart 


For Tubes 
& Transiste 


woke co 
SXP4. 1: 
87 FX 2 


MODEL C 
wath SY. 
87 FX 1 
MODEL | 
tube. Aci 
S7FX1 
MODEL ¢ 
wezsal te 
a7 FX 1 


675A 820 


MODEL 6000 TUBE TESTER MODEL 820 TUBE TESTER 
® 1-2-3 Push Button Operation SavesTime Low-cost tube-transistor tester and vacus 
® Speedy Transconductance Readings tube volt-ohmmeter. Easily fits tube cadé 


Desi : ahs : 15 tube and transistor sockets accept near 
esigned for accurate high-speed testing. aj! radio, hi-fi, TV tubes including deflecti 
Unique roll chart design groups the most 


commonly used tube typey separately for {¥PCS, Tests emission, heater cathode I 
Maksan ie ee ae f. Shorts. Accommodates CRT adapter. 
PLACE—?—GOOD” ranges. Checks all Tests PNP and NPN transistors, Rea 


ivi a i ollect 

groups most commonly-used tubes sep- receiving tubes that are normally encoun- DC current gain, reverse current co! ” 
arately—making it easy to quickly lo- tered. Easy-action push buttons provide leakage. ? ‘GOOD-FAIR-BAD leak EC BRID 

cate desired tube type. Housed in red instant indication of dynamic mutual con- _ Scale. Individual power transistor test. 

a leatherette-covered case. > Ecpceme and gas asent) Has —— RIM Bas cxie asi has le oars circa 

A £ ‘ ¥ short test—5 neon lights indicate shorts or and built-in power supply. No batteries » 
gal HWD), ieseer eis. For leakage between elements and show which quired. Reads to 750 v. DC in 4 ranges, “bees 
operation promt 110-120 volts, 50-60 cy- elements are shorted. Also features con- 100 megs in 3 ranges. Gold and black st Bapac 

cle AC, Wt., 21 lbs. ; stant line voltage indication. case. en ag With A Sagan For 110-1 

. ," < aa at % -, 50-60 cycle AC. 61% Ibs. 
FU 187. $5 Down. NET...169. In red leatherette portable case with de ¥ Tests 
, —s 9.50 tachable lid. 1634x714x1134”. For 110-120 87 F 160. $5 Down. NET........ ~hewid 
volts, 50-60 cycle AC. Wt., 21 Ibs. 
MODEL 539B TUBE TESTER 87 FU 181. $5 Down. NET...... 197.50 MODEL 675A WIDE-BAND SCOPE 
7 q pow, eran 
Dynamic Mutual CRT TESTER ADAPTER. Tests gas, grid con- | Wide-band, high sensitivity, 5” oscilloscomiy Shows R 
Conductance trol, shorts and cathode emission. Also for color TV as well as FM and AM w This hig 
Tester works as rejuvenator, Wt., 1 Ib. Features 4.5-mc bandwidth and 20 Gself in 
84F 184. NET 14.95 mv/inch vertical sensitivity. Astigmal shorts; 

Hos:é)Micromhe Saga. eee Pe eaae” Sia . focus provides exceptional trace deta eapacito 
Ranges MODEL 752 TUBE TESTER Vertical response within 3 db from 1 cps micas, [ 
Metered Grid, A portable unit featuring high accuracy and et Sone Van one Ee - a 
Line Voltage fast, simple operation. Tests over 2000 tube tithin 3 db fi 1c 50 k ars 
: types plus germanium diodes. Tests both coaatines re ake any vei Meee fi ee fe 
4 AC Signal halves of dual tubes with single setting of quency, 10 cps to 100 ke. Intensity modulo resist 
Voltages selector switches. Push-button switch se- tion input. 13x10x16”, For. 110-120 v., ay <a 


lects half to be tested—permits quick com- 400 cycle AC. Shpg. wt., 43 Ibs. ©ansfor: 


parisons. Mutual conductance value is found , 

by Pe sstbae noting meter Lear aga gad ce 84 FU 634. $10 Down. NET....299.9 st; 

tiplier setting—meter indicates value from ; 

ie in 5 Hav geet Scheie panel re- o ey Rie ae ie ae B7F 45 

x i % uces set-up time and chance of error. II- ot illus. Portable white-dot, color-disple —s. 
BECAGHE tube testec, Menmures mic. luminated meter and roll chart. Choice of generator for color TV service, Completa JAC 
tual conductance under simulated operating two plate and screen voltages and 4 AC crystal-controlled for accurate set-up wit 
conditions, Tests all receiving-type and volt- Signal voltages. Built-in pin straighteners. _ out station signal. Output on channels 2 MODE! 
’ age regulator tubes plus selenium and ger- Special design avoids damage to tubes 300 white dots, less blanking; 20 vert 655 
Gaeitern diodes. through improper settings. Black leather- and 15 horizontal white crosshatch li 
Uses 3 separate meters. Micromhometer tte case. 1834x1634x714”. For 105-125 v., _ less blanking. Display sequence (blend 
has 8 ranges: 60,000-30,000-15,000-6000- 50-60 cycle AC. Shpg. wt., 26 Ibs. orange, red, magenta, blue, cyan, gree 
3000-600; Rectifier Diode Range; VR 87 FU 192.$10 Down. NET....298.00 is modulated 60% by video outputs, V 
Range. Separate AC meter for line voltage crystals, lead. 10/x10/x5 4”. For 105-1 
check and separate DC voltmeter for grid NEW 810 TRANSISTOR-RADIO TESTER V., 50-60 cycle AC. 21 Ibs. 20 to 
bias readings. aug 4 AC Rotel et. A new Combinations RF-IF AM signal gen- 87 FU 175. $10 Down. NET.... 243.01 200,001 
ages: .25, .5, 1, 2.5 v. ers normal and low erator, single-tone audio generator, RF-IF Cps 
plate and screen voltages. Reads leakage up audio signal tracer, and transistor tester. 656XC DOT COLOR-BAR GENERATO 
to 50 megohms, Tests for shorts, gas, noise, Tracer serves as tuned receiver for trouble- Not illus. White-dot, crosshatch and cola 
and gives, probable tube life test. Has pro- shooting IF stages from 200-575 kc; RF bar generator. Standard 100% saturate EC-typ 
vision for measuring plate and heater cur- stages from 550-1600 ke. Also checks audio NTSC pattern. Crystal-controlled 3.58 BS to 20 
rent. Roll chart includes settings for all stages. Has built-in loudspeaker. Signal burst. Provides R-Y, B-Y, G-Y, and G-Y continu 
latest tube types; new charts are periodi- generator output from 200-575 ke and 550- 90°. RF color-bar output on channels 2+ euracy i 
cally released as new tubes become available. 1600 kc; also 600-cycle audio output. Tran- Crosshatch has 20 vertical, 15 horizont Sem: - 
Has highly attractive, black leatherette- sistor tester checks leakage and gain. With lines, less blanking; 300 dots, less blankiz eps. Dis 
covered portable carrying case. Size, 163%4x cathode follower input probe, leads. Port- Also produces vert. or hor. lines only; sou Soe, 506 
yee ae For hig volts, 50-60 cycle Nan ere rr kegels For 105-125 v., cantlen LU geteyax1S 34. For 110-120 v., 4 Ger. a 
-, Shpg. wt., 39 lbs. 50-70 cycle . 15 lbs. cycle AC. Shpg. wt., 48 Ibs. cycle 

84 FU 608. $10 Down. NET.....439.00 87 FU 188. $5 Down. NET...... 138.00 87 FU 176. $10 Down. NeT.....495.00% 87 FU | 
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I. H. 8” “TELE-CHECK" 


Checks 
TV Yokes 
and CRTs 


752 


WODEL CR-118. A portable CRT substitu- 
See unit. Saves time in locating CRT or 
© troubles. Self-focusing; no ion trap 
ged. For electrostatic or electromagnetic 
g TV sets with’52°, 66°, 70°, or 90° 
Universal yoke is interchangeable 
yoke of set. Horizontal and vertical 
ees on front plate help in making accurate 
Setere adjustments. With carrying case, 
"= CRT socket extension leads, anode and 
‘eke connecting leads, face plate and 
WAPS. 12x11Y4x15”. 12 Ibs. 
7 FX 297. $2 Down. NET.....  A75 
SODEL CR-168, Same as Model CR-118, but 
seth 8YP4 and 110° universal yoke. 12 lbs. 


BP FX 193. $5 Down. NET........- 54.50 
WODDEL CR-167. Same as CR-168, but less 
‘ebe. Accepts either 8X P4 or 8YP4. 91% lbs. 
7 FX 198. $2 Down, NET........- 28.50 
WeODEL CR-168S. Same as CR-168, with uni- 
eersal test speaker. Wt., 13 Ibs. 

OP FX 194. $5 Down. NET........- 64.50 


PYRAMID MODEL RC-1 


For Tubes 
& Transist 


TESTER 


er and vacw 
its tube cad 
s accept nes 
ding deflect 
-cathode le 
potential 2 
adapter. 
sistors, Re 
rrent colle 
AD” leak 
sistor test. 
ze-type circ 
fo batteries 
in 4 ranges 
nd black 
s, For 110-1 


BC BRIDGE 


Tests 
Cepacitors 


Tests 
Resistors 


ND SCOPE 
5” oscilloscs 
and AM w 
and 20 
y. Astigme 
trace det 
» from 1 cps 
larity of ve 
Horizontal 
ps to 450 ke 
ch. Sweep f 
ensity modu 
110-120 yv., § 
lbs. 
RG eke 


Shows Reactance, Resistance, Winding Ratios. 
This high quality bridge can easily pay for 
‘self in time saved. Tests for opens and 
serts; supplies 0-500 v. DC for testing 
espacitor breakdown. Tests leakage of 
sucas, papers, and electrolytics—has am- 
eBfier to check leakage of electrolytics to 
S® wa for transistor circuitry. Tests capaci- 
sence from 10 mmfd-2000 mfd; resistance 
‘som 0.5 ohms-200 megs. Finds reactance 
ee resistance ratio between any two capaci- 
‘ers, inductors, resistors; turns ratio of 
“ensformer windings between .05:1 and 
S84. 7x11Y%x5”. For 110-120 y., 60 cycle 
ac. Shpg. wt., 11 Ibs. 


| 4-14-40-140-400-1400-4000 


GENERATO 


t, color-displh 
ce. Complete 
te set-up wit 
1 channels 2+ 


7 F 450. $2 Down. NET 
JACKSON AUDIO GENERATOR 


ig; 20 verti BODEL 
osshatch line 655 
nce (blended 
yan, green. R 
utputs. W 
.”, For 105-12 

243.0% 239,50 
$7 ie i 200,000 

Cps 


GENERATO 


itch and cola 
0% saturate 
rolled 3.58 m 
Y,and G-Y 
. channels 2 
15 horizont 
less blanking 
les only; 8 
110-120 


.-- 495.06 


RC-type audio frequency oscillator. Covers 
%8 to 200,000 cps in 4 ranges. Output level 
eentinuously variable up to 500 mw. Ac- 
earacy is 3% or 1 cps, whichever is greater. 
Hom: —60 db. Response: +1 db, 30-15,000 
eps. Distortion under 5%. Output: 10, 250, 
500, 5000 ohms, With 3 tubes plus recti- 
Ger. 914x13x9'%4". For 105-120 v., 50-60 
eyele AC. 32 Ibs, 

$7 FU 195. $5 Down. neT.......132.30 


209A VIVM 


MODEL 470 VACUUM TUBE VOLTMETER 
Reliable, lightweight VT'VM featuring a 7” meter 
and a single-unit AC-ohms-DC probe. Ranges: 
DC, 0-1.5-5-15-50-150-500-1500 volts; AC (rms), 
0-1.5-5-15-50-150-500-1500 volts. Peak-to-Peak, .2- 
volts. Resistance, 0- 
1000-10,000-100,000 ohms; 0-1-10-100-1000 meg- 
ohms. Response, 30 cps to 2.5 mc. Input resistance, 
13.3 megohms. High-sensitivity transistor bias test 
(0 to 0.5 v. DC range). 61%4x7x4”. With probe and 
leads. For operation from 105-125 v., 50-60 cycle 
AC. Shpg. wt., 8 Ibs. 

87 F 189. $5 Down. NET.....000-00 0000 94.75 


MODEL 209A VACUUM TUBE VOLTMETER 
Professional-quality VTVM with provisions for 
measuring inductance and capacitance. Zero-center 
9” meter. Flat response from 30 cps to 200 mc. High 
input impedance: DC, 12 megs; AC, 12 megs shunt- 
ed by 7 mmf (3 megs on 1200-v. scale). Ranges: AC- 
DC volts, 0-3-12-30-120-300-1200; DC ma, 0-3-12- 
30-120-300-1200; res., .1 ohm to 10,000 megs; ca- 
pacitance, 1 mmf to 1000 mfd; inductance, 50 mh 
to 100 henries; db, —20 to +25; AC P-P, 0-3-12- 
30-120-300. 131%x16Y4x7”. With probes, leads. For 
105-125 v., 50-60 cycle AC. 25 Ibs. 


84 FU 136. $5 Down. NET........066- 0+ 157.00 


84F 149. PR-30KVA Probe. For above. Extends 
range to 30 KV DC. Shpg. wt., 1¥% lbs. NET. . 18.50 


470 VTVM 


Hickok, Jackson, Pyramid, 1.H. Test Equipment 


You Can't 
Burn It 
Out! 


455A VOM 


MODEL 455A VOM 
Compact, portable VOM. Rugged 
design withstands hard use, Unique 
overload circuit cut-out and fuse 


system protects meter, resistors, 
shuntsand other components against 
accidental burn-out on any fune- 
tion. Single switch selects function 
and range. Sensitivity: 20,000 ohms- 
per-volt AC-DC. Ranges: AC-DC 
v., 0-3-15-60-150-600-1200; resist- 
ances, 0 to 100 megs in 4 ranges— 
5 ohms center scale; current, 0-50 
ua, 0-1-10-100-1000 ma, 0-10 amps. 
Incorporates full-waye bridge-rec- 
tifier circuit. Size, 3x574x814”. With 
test leads. Less batteries. Uses 1 
Burgess U20 and 1 No. 2. Shpg. 


wt., 51% lbs. 
84 F 609. $5 Down. NET..74.90 


CARRYING CASE. For 455A, above. 
Attractive, durable neoprene. Shpg. 
wt., ¥% Ib. 

84 F 635. NET............. 10,00 


Model 598 


MODEL 598 DYNAMIC TUBE TESTER 
Low-cost, dynamic tube tester employing “under 
load” testing principle. Checks most radio and TV 
receiving tubes. Plate voltage and load adjustable 
for specific tube types. Tests 4, 5 and 6-pin as well 
as loctal, octal, and 7 and 9-pin miniature tubes. 23 
filament voltages. Large 5” meter has “Good-Bad” 
scale and percent scale to show relative condition 
of tube. Lever switches and zig-zag roll chart for 
speedy operation. Obsolescence-proof—up-to-date 
charts are issued regularly. Has line-voltage control 
and variable sensitivity shorts test. Portable case, 


6%4x144x1614". For 100-125 v., 50-60 cycle AC. 
Shpg. wt., 21 Ibs. 
87 FU 132. $5 Down. NET......----++55> 88.15 


MODEL 648R DYNAMIC TUBE TESTER 
Top-quality dynamic tube tester designed for fast, 
easy checking of receiving tubes. Full flexibility and 
high speed set-up are assured with fast sequence 
switching. Complete dynamic test under load. All 
test sockets are grouped in one convenient sub- 
assembly. Zig-zag roll chart eliminates unnecessary 
twirling. Features: 23 separate heater voltages; sili- 
con rectifier power supply; variable sensiti vity shorts 
test—tests interelement leakage from 250K to 2 
megohms; factory calibration for guaranteed accu- 
racy. With automatic line voltage indicator, life-test 
switch. Portable case attractively styled in two-tone 
eae gs A all For 110-120 y., 60 cycle AC. 

pg. wt., Be 
87 FU 130. $5 Down. NET........-++++- 127.35 


Let Allied Fill All Your Test Equipment Needs 


Model 648R 


20080 P erg, 
° oe 


~\ 


Deluxe 
Wide-Band 
5” Scope 


MODEL CRO-2 OSCILLOSCOPE 
A highly sensitive, laboratory-qual- 
ity scope, excellent for black-and- 
white and color TV servicing. Widely 
used, too, in industrial applications. 
Highly stable amplifier circuitry— 
no balancing required. Features 
wide-band amplifier flat within 1 
db from 20 cps through 4.5 mc; 
2-range vertical deflection sensitiv- 
ity from 0.018 rms v./inch; pos- 
itive or negative internal horizontal 
sync; linear sawtooth sweep oscil- 
lator, 20 cps through 50 ke. 


Input calibrating voltage, 10 volts 
peak-to-peak. Vertical polarity re- 
versal. Variable sweep expansion. 
Return trace blanking. Z-axis mod- 
ulation—external or internal 
cycle. Direct connections to deflec- 
tion plates when required. In gray 
steel cabinet. Size, 13x104x15 4’. 
For operation from 110-120 volts, 
60 cycle AC. Shpg. wt., 32 Ibs. 
$10 Down. 

84 FZ 475. NET........220.50 
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MODEL 260 VOM 
Series Ill 


Featuring 
“Add-A-Tester” 

Z Input for AC and 
DC Ammeter, DC 
VTVM, Wattmeter, 
Milliohmmeter, etc. 


Highly popular—extremely dependable. 
Latest version of the famous 260 series. Has 
polarity reversing switch, 5000 ohms/y. AC 
sensitivity, rugged printed circuit, full-wave 
bridge rectifier, response to 500,000 cps. DC 
sensitivity, 20,000 ohms/v. Ranges: DC my. 
0-250; AC and DC v., 0-2.5-10-50-250-1000- 
5000; AF output v., 0-2.5-10-50-250; DC 
ya, 0-50; DC ma, 0-1-10-100-500; DC amps, 
0-10; resistance, 0-20 megs in 3 ranges. 544x 
7x3". Complete with batteries and test 
leads. Shpg. wt., 5 lbs. 

87F111. $2 Down. NeT........43.07 
Model 260RT. As above, but in “roll top” 
case, 634x9x434”. Shpg. wt., 9 lbs. 

87 F112. $2 Down. NET.......... 48.95 
Mode! 402 Adapter. Adapts Model 260, Series 
II to ‘‘Add-A-Tester” use. 114 lbs. 

| LAN a eee 


ACCESSORIES 
Stock No.|Type| Description |Lbs.| NET 
87 F 124 | 0247 |DC probe; 25 KV 


range. Y% \11.27 
87 F 115 | 0248 |DC probe; 50 KV 
range. \% 112.25 


87 F 106 | 8375 |Test leads; ‘‘L”’ 
terminals on one! 
lend, alligator clips! 


on other end Y%| 1.71 
87 F 116 | 7500 |Spare leac 1 | 2.06 
84 F 721 | 4236 |Ever-Redy case. 


For Models 260, 
270, 303. 2 9.55 


84 F 782 |1818|As above, but 
Standard model. 


. . . Instruments That Stay Accurate 
HIGHLY VERSATILE “ADD-A-TESTERS” ; 


® Just Plug-in for 
Complete Unit 

® Self-Powered and 
Self-Contained 


Simpson add-on units. Now convert your 
Model 260 or 270 VOM to a complete test 
instrument simply by adding the adapters 
listed below. Forms a self-powered, self- 
contained unit. For use with any 260 or 270 
meter produced since 1947. 

Model 650 Transistor Tester. 2 lbs. 

87 F 553. $2 Down. NET.......... 26.41 
Model 651 DC VTYM. 0.5, 1.0, 2.5, 5, 10, 25, 
50, 100, 250, 500 y. ranges. 2 Ibs. 

87 F 554. $2 Down. NET..........- 32:29 
Model 652 Temperature Tester. 2 lbs. 

87 F 555. $2 Down. NET 
Model 653 AC Ammeter. .25, 1, 2.5, 12.5, 25 
amps. Shpg. wt., 2 lbs. 


BEE SSO MEN Co. chick tetanic ait 18.57 
Model 654 Audio Wattmeter. Wt., 2 lbs. 

SZ ESSZLINEN Dspace s ok oelandvas 18.57 
Model 655 Microvolt Attenuator. 2 Ibs. 
S7ROS6. NElaw is steven fade oes 18,57 
Model 656 Battery Tester. Wt., 2 lbs. 

87 F 559. $2 Down. NET.......... 1935 


Model 657 Milliohmmeter. 0.1, .25, .5, 1.0 
ohm ranges, Shpg. wt., 2 Ibs. 


87 F 206. $2 Down. NET.......... 44.05 
Model 658 CRT Tester. 1 Ib. 
87 F 207. $2 Down. NET.......... 34.25 


Model 661 DC Ammeter. 0.1, 2.5, 5, 10, 25 
amp ranges. Shpg. wt., 2 lbs. 
87 F 208. NET 17.59 


Handy, 

Pocket-size 
all-purpose 
instruments, 


Lightweight, 
portable, 
reliable, 


: 372 ebay 
Model 372 Ohmmeter. Accurate, wide-range 
ohmmeter. 3” meter. Basic movement has a 
sensitivity of 85 microamperes. Ranges: 0- 


‘500 (5 ohms center), 0-5000 (50 ohms cen- 


ter), 0-50,000 (500 ohms center), 0-5 meg- 
ohms (50,000 ohms center), 0-50 megohms 
(500,000 ohms center). Complete with bat- 
teries and test leads. Size, 3x574x2\%”. 
Shpg. wt., 3 lbs. 

84 F796. $2 Down. NET......... 29.35 
Model 373 DC Milliammeter. 0-1-5-10-25-50- 
100-250-1000 ma. 3x5 74x214”, 3 Ibs. 

87 F117. $2 Down. NET........... 21.51 


Model 374 DC Microammeter. 0-50-100-250- 
500-1000 pa. 3x574x214”. 3 lbs. 
87 F 118. $2 Down. NET......... 24.45 


Model 375 DC Ammeter. (Not illus.) 0-1-2.15- 
5-10-25 amps. 3x574x214”. 3 lbs. 

87 F 119: $2 Down. NET........... 21.51 
Model 370 AC Ammeter. (Not illus.) Ranges: 
G-1-2.5-5-10-25 amperes. Built-in current 
transformer. 3” meter. Size, 3x574x2%”. 
Less leads. For measurement of 60 cycle 
AC only. Shpg. wt., 3 Ibs. 


84 F794. $2 Down. NET......... 22.49 
146 


240 390 


Model 355 Midgetester. Miniature, highly 
accurate VOM. Fitsin palm of hand. 10,000 
ohm /volt sensitivity on AC and DC. Ac- 
curacy: +3% on DC; +5% on AC. 100 
microamp, self-shielded and shockproof 
meter movement. Ranges: AC, DC v., 0-3- 
12-60-300-1200. Resistance: 0-10,000- 
100,000 ohms, 0-1-10 megs. Function, range 
selection by lead insertion. Styrene case. 
23%4x4 x1”. Batteries, leads. 2 Ibs. 

84 FC 734. $2 Down. NET....... 34.25 
Model 240 Hammeter. Popular, low-cost 
VOM. Sensitivity, 1000 ohms/v. on AC and 
DC. DC volts, 0-3000; AC volts, 0-3000; DC 
ma, 0-750; ohms, 0-3000-300,000. Bakelite 
case, 3x574x214”. Complete with battery, 
leads. Shpg. wt., 3 Ibs. 

84 F787. $2 Down NET............ 31.31 


Model 390 Volt-Amp-Wattmeter. Measures 
power consumption of any 60 cycle AC ap- 
pliance, radio or TV. Speeds trouble-shoot- 
ing. Ranges: AC volts, 0-150 and 0-300; 
amps, 0-3 and 0-15; watts, 0-300, 0-600, 0- 
1500 and 0-3000. 3” meter. 57%x3x214”. 
With break-in plug and leads. 4 lbs. 

84 F 788. $2 Down. NET........ 47.97 


See Pages 159 and 160 for a Complete Selection of Simpson Panel Meters 


MODEL 270 
VOM 
° Extremely Reliab 
® Lab Accuracy 
® Mirrored Scale 


® Knife-Edge 
Pointer 


This unit will give identical readings da 
or even weeks apart. Includes ail features 
the famous ‘'260"’ plus laboratory accurae 
mirrored scale, and knife-edge pointer. D 
sensitivity of 20,000 ohms-per-volt; & 
from 20-25,000 cps on AC; complete shieldi 
from electrostatic-field interference. F 
scale DC accuracy is 114%; AC, 2%. Cov 
30 ranges. DC: 0-250 my; AC and DC vol 
0-2,5-10-50-250-1000-5000 (5000 ohms 
); AF output, 0-2.5-10-100-500 v.; D 
current, 0-50 ya, 0-1-10-100-500 ma, 
amps; resistance, 0-2000-200,000 ohms 
ohm center), 0-20 megohms; 4 db rang 
from —20 to +50. With batteries and ts 
leads. See Model 260 listing at left for ace 
sories. Black plastic case. 5Y%x7x3%”. Sh 
wt., 5 lbs, 
87 F 123. $5 Down. NET.......... 
Model 270 RT. Same as above, but in roll-# 
case. Shpg. wt., 9 Ibs. 
87 F 149. $5 Down. NET......... 


MODEL 303 VIVM 
Compact, accurate VITVM. Ranges: 4 
and DC volts, 0-1.2-12-60-300-1200; : 
volts, 0-1.2-12-60, flat to 100 kc; resistam 
0-1000-100,000 ohms and 0-1-10-1000 me 
Also reads decibels from —20 to +63 is 
ranges. Large 4¥2” dial scale with easy4 
read calibrations. Bakelite case, 7x5) 
34%”. With DC and AC-Ohms probes; } 
RF probe (below). For 110-120 volts, 
cycle AC. 614 lbs. 
84F712. $5 Down. NET......... 72.4 


Model 303 RT. As above, but in “roll tog 
case. Shpg. wt., 8 Ibs. 
84F725. $5 Down. NET........-. 81.2 


HV Probe. Extends DC range to 30 KV, 1 
GRE POMNE ey ice cesses tere aa 11. 


RF Probe. Measures RF volts. Wt., 1 
CANE FUGA NED fics. ates piests Ven nee 8 


MODEL 311 VTVM 
Highly sensitive VTVM. Ranges: 0-1.5 
15-50-150-500-1500 DC volts; 22 meg inp 
AC voltage: 0-1.5-5-15-50-150-500-1500; 
meg input, minimum. Resistance: 0-1 
10K-100K ohms and 0-1-10-100-1000 m 
AF voltage: 0-1.5-5-15-50-150-500-1500, 
cycles to 100 KC, 45%, P-P: 0-4-14- 
140-400-1400-4000. Zero center scale. 4! 
meter. With single DC-AC/ohms pro 
ground lead. 714x554x414”. For 105-125 
50-60 cycle AC. Shpg. wt., 8 Ibs. 
87 F 121. Only $5 Down. NET.... 68. 


0732 High-Voltage Probe. Extends DC 
30,000 v. Shpg. wt., 1 Ib. 
SAE UZQUING + Wade cus «sam 


0731 High-Frequency Probe. Shpg. wt., 1 
TARE TS Te MET at, ects 385 «oe 


© Extremely 
Sensitive 


ie 10 Voltage 


iely Relic 


ecuracy 

ed Scale Ranges 

Edge Versatile 

E @ +5%Accuracy 


MODEL 466 HANDISCOPE NEW MODEL 715 AC VTVM [Se | 


ory accu Wiederately priced general-purpose 5” scope. New high-sensitivity, general-purpose AC : 
- pointer, Beesedly constructed—lightweight and com- aN aa veal Ban fe impedance (min., 
gmct for easy portability. An excellent instru- meg @ c), multi-voltage ranges an wide 
ment for Set le or bisch aie wre uy frequency fespuuer Ideal ee 8 ee gate MODEL 383-A CAPACOHMETER 
eericing. Vertical response: + db from 15 to low-level audio work, such as hum an ripple eeage ee ; ors Rs 
7@ kc; 6 db down at 250 kc; usable to 1 mc. measurements, IF gain and vibration analyz- Time. tt pha highly dependable ere out <4 
- Boar 4 ‘ : B ; 4 e circuit capacitor leakage tester, Ini icates lea! 
Sectical sensitivity: 30 rms mv/inch max. In- ing. Specially designed scale has DB markings age and measures capacitance of paper, mica or 
and meter scale. itors. No unsoldering is necessary 


resistance and capacitance: 0.1 meg, 40 both on voltage range positions ceramic capac 
Serf (x1 attenuator setting); 0.5 meg, 35 mmf Ranges: AC rms volts, 0-.01-.03-.1-.3-1-3-105 cenot even when capacitor is wired in parallel 
Sweep range: 15 30-100-300; Decibels, ~52 to +52 dbm in 10 with a resistor. Pulse test quickly detects 

414” meter. Indicates 


Same to 80 ke, Mi: rec fa 400 kk Odbm, 1 600 ohms. A’ 
4 , mpcies to kc, Max. input voltage, v. peak. ranges. m, 1 mv across ohms. Accuracy, o ine’’ A 
300 ma, & See: 124x8x161%4". With leads. For 110-120 v., *=5% of full scale. Frequency response, 10 cps Bird res pop eaatee for direct short, open, 
00 ohms §e-50 cycle AC. Shpg. wt., 24 Ibs. Sao 22'db, Supplied complete with test or intermittent conditions in all types aes 
4 db ras S7 FU 113. $5 Down. NET......-- 146.95 leads, Fey te Vey ae cycle AC. Size, pass, coupling and blocking capacitors in a wide 
aries and & 4x1 V2x3". Shpg. wt. ee capacitance range—from 10 mmf to 10 mfd. 
left for ae B7 FX 205. $5 Down. NET ....+++- 68.55 eS detects leaks in wiring, sockets, trans- 
x3 Ye". St MODEL 458 COLORSCOPE formers, etc. All meseurements rt test leads 
’ oad conditions. 84x x84". With test Ca 
58 ot illus.) 7” dual-bandwidth oscilloscope for MODEL 1000 TUBE TESTER (oS penises fae 110-120 v., 60 cycle AC. 
> hie * Wack-white « i = . Wt., 3. 
i et dectmrst step TV. Vernier and coral: Extremely reliable plate-conductance tube 4 FX 630, $5 Down. NET, srsteses OOMOF 
nue ra sweep to 200 ke. Intensity modulation input tester. Tests all receiving tubes, including 9- 
= Frequency response: ‘wideband, pin miniature and subminiatures with a linear 
t. Tests are made MODEL 382 ANALYZER 


Graph screen. 5 
., and circular base arrangemen 


see 64. =i db to 4.5 mc; narrow-band, = 2 db, 10 under conditions simulating actual use. Easy- 
ag $0 aoe ke. Deflection sensttiWiY 39 inv to-read 41%" dial indicates percentage of rated (Not illustrated.) Excellent “in-circuit” hori- 
S=s/inch. For operation from 110-120 volts, 50- plate conductance to assure highly accurate in- zontal system analyzer for TV servicing. Uses 
N ¥\ dication of tube condition. Also provides quick, reliable QO-type test. Checks any transformer or 
voke winding in horizontal system for shorts or 


ei cycle AC. Case size (HWD), 1614x11x14Y". 
dependable short and leakage tests—shows ex- 0 
pefeacee opens. Checks high-O systems on quick-reading 


Shpg. wt., 38 lbs. * i 
act resistance values of shorts and interelement 

84 FU 631. $10 Down. Magli 244.95 leakage. Each tube element is individually con- “*Good-Bad” scale—other components directly 
Type 0740 Voltage Doubler Probe. For use nected to the correct voltage tap—prevents or on logging scale. Direct-reading scales for 
As above. Detects the video signal at weak tube damage during testing. Size (HWD): 15% capacitors from 10 mmf to O.1 mfd—no bridge 

points and locates the weak or dead stage. x1134x6". For operation from 110-120 volts, 60 to balance. With test cable. 7 vat Yax114%4". For 

pg. wt., 14% lbs. cycle AC. Shpg. wt., 19 Ibs. 5 110-120 v., 50-60 cycle AC. 12 lbs. 

’ 14.36 84 FU 723. $9 Down. NET 186.1 87 FX 103. $5 Down. NET. 


F104, NET 


CORNELL-DUBILIER TEST EQUIPMENT 


M 


Ranges: 


20 volts, 
72 BF-80 FLYBACK-YOKE CHECKER BF-90 CAPACITOR CHECKER CAPACITOR DECADES 
n “roll top for rapidly locating defects in flyback trans- Checks capacitors without removing them from Provide accurate standards over a wide range 
formers and yokes. Employs an oscillator cir- circuit. ‘‘Magic-Eye” indicator. Checks capac- of capacity. Rated at 600 volts DC and 220 — 
2000 mfd for open, short volts AC. May be used singly or in grow of 


6V6 tube. Extremely sen- itors from 30 mmfd to 
two or more decades. With calibration chart. 


euit incorportating a 
n when connected across re- 


vee, 81.2 Stive—detects short-circuited vacuum tube or intermittent eve 
» 30 KV, 11 elements and windings. Will detect a single sistances as low as 50 ohms; checks capacitors CDA-5, CDB-5, and CDC-5, +5%; CD 
2000 mfd for short circuit even and CDC-3, +3% tolerance. CDA-5 bas mica 
ith 1-ohm resistor. capacitors; others have oil-impregnated paper 


shorted turn. Also indicates open circuits in from .1 mfd to 


eee TDZ transformers, yokes, coils and switches. 414” when connected in parallel w: 
3 Wt., 12 microammeter; 50 microamp full-scale sensitiv- Size: 7x10x5 4”. For 110-125 volts, 60 cycle capacitors. 334x5x314". Shpg. wt., 41 
8.5 ity. Meter scale indicates GOOD” and ““RE- AC. Shpg. wt., 8 Ibs. 
bait cu PLACE"; scale is also numbered for quantita- 84 FX 619. $2 Down. NET.......-- 40.91 Stock Mfr's qa 
" ee Sturdy eS caeeh pine No. Type Mftd 
ith test leads. For s Ves cycles . - o 
ges: 0-1,5-§ Shpg, Wt., 944 Ibs. BF-60 CAPACITOR-RESISTOR BRIDGE 94 F 452| CDA-S |.0001- 011) D001 
2 ; J 84 FU 618. $5 Down. NET Gas deca 55.08 oe es . 55 3: é “01 
2 meg inpw Precision instrument; checks for opens, shorts, . - : 
500-1500; 2. intermittents, capacity and power factor of 84 F 454| CDC-5 |1.0-10 . 
ance: 0-1k electrolytics as well as insulation resistance of 94 F 456) CDC-3 |1.0-10 
e: 0-18 : Se A cak , 
1000 meg BF-70 CAPACITANCE-RESISTANCE BPs". ices 22 SSiclaing, transformer wind: nisistancu ONE 
500-1500, a ANALYZER ings, etc, Ranges: 10 mmi-.005 mfd; .001-5 4 DECADE 
: 0-4-14-48 A 1 reateyee - 4 *¥. mfd; .1-50 mfd; 20-1000 mfd. Resistance rang- (Not illustrated.) Dependable source of resist- 
r scale. 414 ae checks capacitors an! resistors. es: 100-50,000 ohms and 10,000 ohms to 5 meg- ance for substitution use. Each decade permits 
hms probe wae Seseee circuit assures permanent accura- ohms. Size: 54x7x10". For 110-125 volts, selection of 110 resistance values. Series con- 
cy; readings not afiected by line voltage varia- 50-60 cycle AC. Shpg. wt., 10 Ibs nected, they cover a range from 1 ohm 
r 105-125 y tions. Measures capacity from .00001 to 2000 > “NE ¢ 50.81 1,11 in 12 
7 / 84 FU 457. $2 Down. HET. . chase S 1,111,110 ohms in 1-ohm steps. Have 2 roti 
3. mfd in 4 ranges. Checks power factor of electro- switches with 11 positions which provide quic 
68.55 lytics from 0 to 50%- Indicates insulation re- easy selection of resistance values. Size, 3% 
ee z sistance of paper, mica, and ceramic capaci- CDE CAPACITOR SUBSTITUTION BOX 3”. Shpg. wt., 1% lbs : ; 
ands DC ts tors. Built-in VOM for leakage measurement. 2 oe ~ : 
VOM ranges: DC volts, 0-15-150-750; DC ma, This reliable capacitor substitution box selects Stock |Mfr’s' Range 
; 0-1.5-15-75: DC resistance, 2.5-2500 obhims, 15 combinations of capacitances, ranging No. Type Ohms 
iy Viel No 250-250,000 ohms, 250,000 ohms to 25 megs. from 10 mfd to 150 mfd, in 10-mfd steps. Volt- 84 F 615|RDA 1-110 
1ix10x5%". For 110-125 v., 50-60 cycle AC. age range: to 450 volts DC, maximum. Size, 2 
gz. wt., 1 Tb Sh ii Ibs 3%x5x3". Sh 1% Ib 84 F616/RDB) 100-11, 000 
A ; 4.87 36% Ce ae Seis 84 F 617|\RDC|10,000-1,100, 
ea hoee Gr Fu'Gi'3. 35 Dows. NET.........84. 87 F 034, NET.... 13.47 ,000-1,100, 


Buy Your Test Equipment on Allied’s Easy Payment Plan 


310 VOM 
with Model 


Adapter 


MODEL 310 MINIATURE VOM 
® Ultra Compact—Easy To Use 


® Provides Complete AC-DC Readings 

Versatile, miniature VOM. Ideal for on-the- 
spot testing. Self-shielded for checking in 
strong magnetic fields. Ranges: DC volts, 
0-3-12-60-300-1200 at 20,000 ohms/volt; 
AC volts, 0-3-12-60-300-1200 at 5000 ohms/ 
volt; DC ya, 0-600; DC ma, 0-6-60-600; 
ohms 0-20,000-200,000; megohms, 0-2-20, 
Accuracy, 3% DC. 41%4x234x15%46". With 
leads, batteries. 1 1b. 

84 FC 674. $2 Down. NET......... 33.81 
84F 675. Model 369 Leather Case. For 
Model 310 only. Wt., 6 oz. ET AA os. 


MODEL 10 AMMETER ADAPTER 
Miniature AC ammeter clamp-on adapter 
for use with above or any VOM having a 3 
y. AC scale at 5000 ohms per volt. Clamp-on 
Jaws fit around any single conductor to per- 
mit direct reading of 0-6-12-30-60-120-300 
amps AC without breaking circuit or pierc- 
ing insulation. 414x314x114”. 23% Ibs. 

87 F152. NET 


Models 310 and 10. 8 oz. NET....... 5.39 


MODEL 101 LINE SEPARATOR 
Accessory for Model 10. Elec- 
trically splits AC cords for easy 
ammeter readings. Plugs into 
AC outlet. Increases sensitivity 
10X and 20X, Extends ranges 
to 0-0.3-0.6-1.2-1.5-3-6-12-30 
amps. 6 oz, 


87 F 153. NET 


= MODEL 630 VOM 


© Easy-To-Read 
5Y%” Meter 

© 1% Resistors 

® High Sensitivity 
Popular, accurate 
VOM designed for in- 
dustry. 5\%4” meter 
with 434” scale. Uses 
1% resistors, each 
sealed in its own mold- 
ed compartment. 
“Unit construction” 
resistors, shunts, rectifier, and batteries 
are housed in molded base integral with the 
switch. Ranges: DC and AC volts, 0-3-12- 
60-300-1200-6000 (DC at 20,000 ohms per 
volt, AC at 5000 ohms per volt); DC current, 
0-60 microamps, 0-1.2-12-120 ma and 0-12 
amps; resistance, 0-1000-10,000 ohms and 
0-1-100 megs; db —20 to +77 in 6 ranges; 
Output y., 0-3-12-60-300-1200, 20-position 
switch selects both circuit and range. Plas- 
tic case. Size, 71%x514x3742”. With batteries. 
50% test leads and clear instructions. Shpg. 
wt., 6 Ibs. 


84 F568. $2 Down. NET. ........ 43.6 


MODEL 630-A VOM. A precision, laboratory- 


‘ype instrument similar to Model 630 above, 
dut with 44% resistors and mirrored scale. 
Accuracy 114% on DC to 1200 v. With bat- 
eries and 48” leads, Shpg. wt., 6 Ibs. 

34 F574. $5 Down. NET..........53.41 


148 


in 


of modern design. 


MODEL 630-PL VOM 

Portable VOM. 514” meter with 414” scale. 
AC and DC yv., 6 ranges each, to 5000 y, 
(DC at 20,000 ohms v., AC at 5000 ohms/ 
v.); DC current, 0-100 pa, O-10-100-1000 
ma, and 0-10 amps; resistance, 0-1000- 
10,000 ohms and 0-1-100 megs; db, —20 
to +75 in 6 ranges; output v., 0-3-10-50- 
250-1000 at 5000 ohms/y, Accuracy: +3% 
on DC (2.5 y, to 1000 v.); +4% on AC (3 v. 
to 1000 v.); +5% on AC-DC (at 5000 v.). 
744x5 14x31”. Batteries, leads. 6 Ibs . 

87 F 150. $2 Down. NET.......... 43.6 


MODEL 630-APL. As above, but has 4.66” 
mirrored scale; +148% accuracy on DC 
(2.5 v. to 1000 v.); +3% on AC (3 v. to 
1000 y.). Shpg. wt., 6 lbs. 

87 F151. $5 Down. NET..........53.4l 


MODEL 631 VTVM-VOM 
Battery-operated, 33-range VTVM and 
VOM. VTVM: 0-1.2-6-30-120 DC volts, 11 
megohms input impedance, VOM: DC 
volts, 0-3-12-60-300-1200 at 20,000 ohms/ 
volt; AC volts, and audio output volts, 0-3- 
12-60-300-1200 at 5000 ohms/volt; DC ya, 
0-60; DC ma, 0-1.2-12-120-1200 at 250 my; 
DC amps, 0-12 at 250 mv; db, —20 to +63; 
ohms, 0-1500-15,000; megohms, 0-1,5-150, 
311 6x5 14x714”. Batteries, leads. 5 Ibs. 

84 F 546. $5 Down. NET.......... Fi 


MODEL 625-NA VOM 


Wide-range VOM. Large mirror scale. 
DC volts, 0-1 -25-5-25-125-500-2500 
at 20,000 ohms/volt and 0-2.5-10-50-250- 
1000-5000 at 10,000 ohms/volt; DC cur- 
rent, 0-50 wa, 0-1-10-100-1000 ma and 0-10 
amps; resistance, 0-2000-200,000 ohms, 
0-40 megs. AC volts, 0-2.5 0-50-250-1000- 
5000 at 10,000 ohms/volt. 544x2144x6”. With 
batteries and leads. Wt., 3 Ibs. 

84 F 575. $5 Down. NET.......... 53.4 


MODEL 629 CASE, Leather case with handle. 
Shpg. wt., 1 Ib. 


SANG OGAWNET, bocca, EAL 7.06 


MODEL 630-NA VOM 


Offers unusually high accuracy. 70 ranges: 
+12% on DC to 1200 y.; +3% on AC to 
1200 yv. Features: DC volts: 8 ranges to 
6000 (10,000 ohms/v.); 8 ranges to 3000 
(20,000 ohms/v.). AC volts: 6 ranges to 
6000 (5000 ohms/y.); 6 ranges to 3000 
(10,000 ohms/v.). Db: —20 to +77 in 12 
ranges. DC microamps: 1 range to 120 (240 
mv); 2 ranges to 600 (120 my). DC milli- 
amps: 4 ranges to 1200 (240 my); 3 ranges 
to 600 (120 mv). DC amps: 1 range to 12 
(240 my); 1 range to 6 (120 mv). Resistance: 
3 ranges to 100,000 ohms; 3 ranges to 100 


megohms. 74§x516x3!14”. Mirror scale. 
With leads, batteries. Wt., 6 Ibs. 
84 F512. $5 Down. NET......... 73.01 


A versatile, compact VOM 


® Large, 514-Inch Meter 
® Instant-Vision Scale 
® One-Switch Control 
® Fully Insulated Case 


690-A 
MODEL 666-R VOM 


Pocket-sized multitester with 1000 ohm/ 
volt sensitivity. Accuracy, +3%. Ranges: 
DC and AC volts, 0-10-50-250-1000-5000; 
DC ma, 0-10-100; DC amps, C-1; ohms, 0- 
3000-300,000; megohms, 0-3; output volts, 
0-10-50-250-1000. 574x31%x2%%”. With bat. 
tery and test leads. Shpg. wt., 4 lbs, 


84 F 557. $2 Down. NET.......... 28.9] 


MODEL 666-HH VOM 
(Not illus.) A low-cost, compact 1000 ohms- 
per-volt VOM. Has 3” meter with sensitive 
400 wa movement. Ranges include: AC and 
DC volts, 0-10-50-250-1000-5000 at 1000 
ohms/volt; DC ma, 0-100-500; ohms, 0- 
2000-400,000. Accuracy is %. 3 jacks cover 
all ranges. High-impact case. STAX3V4gx2% oe". 
With battery and 50” leads. 4 Ibs. 
84 F555. $2 Down. NET 


MODEL 690-A TRANSISTOR TESTER 
Tests leakage and gain of all low and me- 
dium-power PNP and NPN transistors. 
Separate Calibrate and Gain buttons. Me. 
ter has 2 tri-color scales, Leakage range: 
0-600 microamps, base to collector (emitter 
open). Current ga to infinity, measured 
as DC Beta. Tra r socket and external 
leads for any base layout. With 26” leads 
and batteries. 6x5'14x214”. 3 lbs, 


84 F549. $2 Down. NET ......... 28.91 


MODEL 629 CARRYING CASE. Black leather 
case for Model 690-A. Shpg. wt., 1 1b. 
84 F 561. NET ieee oes 7.06 


VOM ACCESSORIES 


HIGH-VOLTAGE PROBES. For Series 630 and 
631 meters. 


Stock No. | Voltage Range| NET 
87 F 133 0-12,000 DC | 14.2] 
87 F 134) T 0-12,600 AC | 14.21 
84 F 544) T-79- 0-30,000 DC | 14/21 
87 F 135| 1-79-71 | 0-30,000 AC _| 14:21 
LEADS. Make readings possible in cramped 


locations. Type 611 leads allow use of Model 
10 adapter with any VOM having 3-vy. AC 
scale at 5000 ohms/volt (630 and 631 me- 
ters). Type 311 leads permit separating 


Model 10 from 310 VOM. Shpg. wt., 1 Ib. 
87 F 347. Type 611 Leads. NET...... 1.86 
87 F 174. Type 311 Leads. NET...... 1.86 


CARRYING CASES AND STANDS. *Black cow- 
hide leather cases. 639-N has front flaps for 
operating meter in case. 639-P is sponge 
padded; has top flap for fast removal of 
tester. 225A33 stand holds meter at 45° 
angle for easier reading. 
‘Stock No. Type For Testers N 
84 F 569639-N* Series 630 & 6311 VA) 
84 F 562639-P* Se 630% 6311Y14 
84 F 560 669* 666-R& 666-HH1i14, 5 
84 F 573 T225A33 Series 630 & 6311 | 


|W, 


Test Equipment ls Available on Allied’s Easy Pay Plan 
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MODEL 2590 TRANSISTOR TESTER 


bighly flexible checker for testing all 
sstors under simulated operating con- 


MODEL 3432-A SIGNAL GENERATOR 


Quality signal generator for AM-FM radio 
and black-and-white and color TV servicing. 


MODEL 3414 TUBE TESTER 
e Modified Plate Conductance Tester 


Cathode follower output provides high sta- 
bility by acting as buffer to oscillator. Cop- 
er and steel shielded circuits. Covers range 
‘rom 160 ke to 110 mc (220 mc using har- 
monics). Large, 634” dial, has 7 directly 
calibrated 160° scales. 


@eers. Tests beta, Iczo and Icxzo for 
Yee power and signal types. Checks tran- 

for shorts and leakage; diodes for 
Wekage and forward current. Operation is 
“=eremely simple and straightforward—no 
‘ell chart is needed. Transistor socket plus 
WF external leads permit use with any bas- 
‘Se arrangement. Only information needed 
» “be transistor type; unit is always up-to- 
ee. Easy-reading meter has 5 scales in 
Week, red and green. In gray leatherette 
Sewered case with rubber feet and luggage- 
Spe handle. Size, 854x115x5 ”. For oper- 


e Highly Sensitive Neon Short Test 
e Flexible for New Tube Types 
 Easy-to-Read, 3-Color 4” Meter 


Extremely versatile tube tester. Permits 
easy, rapid testing of all receiving type 
tubes, plus gas-filled rectifiers and. ballast 
tubes. Filament voltages from 0.65 to 117 v. 
Provides complete flexibility for mew tube 
setups. Features include: modified plate , 
conductance for closer correlation to tube 
characteristics; improved neon shorts test 
indicator; variable leakage test; greater cir- 
cuit sensitivity for the new. tube types with 
low cathode current. ‘ 


Burned-out tubes show up immediately _ 
without waiting for filament to heat. Large, 
4” tri-colored meter. In sturdy w' case, 
614x1574x1114". For 110-120 y., 50-60 cycle 
AC. Wt., 13 lbs. 

87 FU 154, $5 Down. NET 


-2247-BV CRT ADAPTER. For use with 


Has jacks for internal modulation or audio 
output. Audio control provides variable 
modulation or A.F. output from jacks. In- 
ternal modulation variable from 0-100% at 
400 cycles. RF attenuator provides both 
step and fine control of RF output. With 
“een irom 105-125 volts, 50-60 cycle AC. output cable, 15'4ox11Yox 6%”. For 110- 
Shoe. vt., 9 lbs. 120 v., 50-60 cycle AC. 12 Ibs. 

Ba FU 965. $2 Down. NET........48.51 84 FU 677. $5 Down. NET 


MODEL 3444 TUBE ANALYZER 


@emplete laboratory type tube analyzer in portable case. Measures true Gm, without any 

=cra compensating factors, using proper DC potentials, 5 ke signal source and vacuum 

‘“ebe microammeter. Self-checking circuit, checks accuracy of Gm readings on tester. 

@iso checks plate current cutoff, plots characteristic curves using plate current read on 

‘eeter and grid bias on bias dial, tests gas under actual operating conditions, checks recti- 

Secs under load, etc. 15346x18'%6x734". For 110-120 v., 60 cycle AC. 24 Ibs. above. Shpg. wt., 1 Ib. 
244.51 84F 539. NET 


®3 FU 964. $10 Down. NET 39 
MILLEN TEST EQUIPMENT JERROLD PORTABLE FIELD STRENGTH METER 


J00 ohm 
. Ranges: 
000-5000; 
- ohms, 0- 
put volts 
With bat- 


” 28.91 


900 ohms- 
| sensitive 

AC and 
) at 1000 
ohms, 0- 
icks cover 
3px 2%". 


26.95 
TESTER 


‘and me- 
‘ansistors, 
tons. Me- 
ge range: 
r (emitter 
measured 
1 external 


26” leads 
28 9] Low-Frequency Grid Dip Meter Coils. 4 02. 
he 1 : Type | Range KC EACH 
*k leather 46702 925-2000 
6.72 


For Amateur or in- 
null in- 
Inten- 


« For All VHF TV Channels, 2-13 
Fully Transistorized Circuit 

« Direct Reading Dial 

* Compact—Easily Portable 


Has 75 and 300-ohm inputs for 
-ohm input, 0-1000-3000- 
,000,000 microyolts; with 
-200,000-600, 000-2 ,000,- 
alibrated in db. Accuracy: 


300-ohm input, 

000-6,000,000 microvolts. Meter is 

+3 db. Up to 200 hours operation wi 
cluded—use Burgess Type 2R listed in 
434”, Shpg. wt., 5% Ibs. 


87 FU 388. Only $5 Down. NET 


Ib. 46703 | 500-1050 
7.06 46704 | 325-600 
46705 | 220-350 


s 630 and 
ed 1134” 
wt., 8 oz 


CHICAGO INDUSTRIAL TEST METERS 


MODEL 312 VOM. Pocket-size, 6-function 
VOM with 2” meter. Reads: DC volts, 0-25- 
50-125-250. AC volts, 0-25-50-125-250. DC 
ma, 0-50, AC ma, 0-50, Resistance, 100K fuil 
scale, with 2400 ohms half-scale reading. Ca- 
pacitance, .05-15 mfd (chart furnished). Ohm- 
meter operates from AC power—no batteries 
required. 374x2%4x134". Less leads. For 110- 
120 v., 60 cycle AC. Shpg. wt., 1% lbs. 

84 F 306. NET 


MODEL 431-AN VOM. Has 860 va meter move- 
ment. Ranges: AC-DC volts, 0-15-30-150-300- 
1500-3000 (at 1000 ohms/v.); DC current, 0- 
1.5-150 ma and 0-7.5 amps; resistance, 0- 
10,000-100,000 ohms, 0-1 meg. Aluminum 
case with hinged, removable cover—6Yex3 4x 
5%”. Aluminum panel. With penlight cells, 
strap, leads. 33% Ibs. 

87 F310. $2 Down. NET...........-24.01 


« Increases Tube Sales 
« Sign Illuminated Front & Rear 
« 123 Sockets—U.L. Approved 


s99 90 


$10 down ‘* Styling Fits Modern Stores 


Pst this good-looking self-service tube 
eester in your store and gain another im- 
ant source of income—a “natural” 

‘or high traffic locations. Simple operation 
iets customers do their own checking. 123- 
socket panel accepts virtually all TV and 
Rane =sdio tubes—also tests vibrators and fuses. 
EDS EOE as built-in roll chart; giant “‘Good-Bad” 
SRONEE eter, Automatically adjusts to line volt- 
moval ot age. Attractive gray and brown cabinet 
T at 45 s=atches decor of modern self-service type 
=stail stores; sign is illuminated both front 
doh Ma esd rear. Stores 500 tubes. 58x27 Wx 
% 9.31 u8%y". For 105-125 v., 50-60 cycle AC. 
214.60 Shpg. wt., 180 lbs, MODEL 431-A—LESS COVER. Wt., 3% lbs. 


hei hawt 87 FZ 196. $10 Down. NET...229.00 84 F 309. NET |. 21.07 
Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 
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For Radio-TV 
Servicing 


10 Easily 
Read Bands 


Accuracy 


E-200C SIGNAL-MARKER GENERATOR 


Highly sensitive, deluxe signal-marker gen- 
erator for AM, FM and TV alignment. For 
use with E-400 below, or any other high- 
quality sweep signal generator. Calibrated 
on each band against laboratory crystal 
standards. 1% accuracy on 10 easy-to-read 
ranges. Frequency coverage: 88 kc to 440 
me; to 110 mc on fundamentals. Direct- 
reading 644” dial has 0-1000 vernier scale. 
Outputs: unmodulated RF; 400-cycle mod- 
ulated RF; externally modulated RF; and 
400-cycle sine wave output. Supplies 0-50 
volts AVC-AGC voltage. Dual RF at- 
tenuators for smooth, stepless control of 
RF output. With coax cable, ‘‘Lo-Hi” con- 
nectors, manual. 1144x13x654”. For 110- 
120 y., 50-60 cycle AC, 17 Ibs. 


87 FU 000. $5 Down. NET........97.95 


E-400 SWEEP GENERATOR 
Deluxe portable sweep generator for tele- 
vision and FM servicing. Frequency range 
is 3-900 mc; to 240 mc on fundamentals. 
Has narrow and wide-band sweep—fre- 
quency widths: 0-1 me and 0-15 me, Built-in 
baseline reference. Self-contained multiple 
crystal marker-calibrator. Supplied with 2 
crystals (2 mc and 4.5 mc). Special socket 
accommodates 4 crystals, Full vision, 6% 
inch dial. Phasing control. Internal retrace 
blanking circuit simplifies alignment—elim- 
inates return traces. With test cables, 2 
crystals. 11144x13x654”. For 110-120 volts, 
50-60 cycle AC. 24 Ibs. 


87 FU 001. $5 Down. NET........171.50 


E-440 COLOR BAR GENERATOR 
Efficient color-bar generator produces 10 
equally spaced color-bars which contain all 
the essential signal information required for 
adjustment of color TV receivers, RF out- 
put—fixed at channel 3—is crystal-con- 
trolled for maximum stability; includes 
61.25 mc picture carrier, 65.75 mc sound 
carrier. Video output, 0 to 8 volts peak-to- 
peak; includes 15.75 kc horizontal sync 
pulse, 3563.795 ke crystal-controlled color 
sub-carrier, luminance signals. 300-ohm bal- 

; anced output circuit permits direct con- 
{ nection to antenna terminals of TV set. 
‘ Has front-panel metering switch and jacks 
’ for setting sub-carrier and sync voltages to 
\ specified levels with a VTVM. 13x1114x054”. 
* With crystals, output leads. For 110-120 v., 
{ 60 eycle AC. Shpg. wt., 20 Ibs. 

{ 87 FZ 022. $10 Down. NET...... 23515 


: { E-420 DELUXE DOT-BAR GENERATOR 


(Not illus.) Versatile white-dot and bar 
‘ generator, Separate controls adjust number 


{and thickness of vertical and horizontal 
; bars. Generates white dots, vertical and 


horizontal bars, and cross-hatch pattern. 
~ Number and size of dots can be varied. With 
; Cables, instructions, 13x1114x654”. For 110- 
120 y., 60 cycle AC. Wt., 19 Ibs. 
; 87 FZ 021. $5 Down. NET.......156.75 


, 150 


Precision Test E. quipment 
= : — 


640 TUBE TESTER 

Cathode conductance tube tester—checks 
merit, leakage and shorts in TV, FM and 
AM tubes; tuning eyes and gas rectifiers; 
etc. Tests TV picture tubes with Model 
PTA and PAA adapters (below, at right). 
Tests each section of multi-section and 
ballast resistor-type tubes. Smooth-action, 
24-position rotary switch selects filament 
voltages from 3% to 117 volts—minimizes 
obsolescence due to new tube releases. 

Has handy built-in 7 and 9-pin straighten- 
ers. Easy-to-read 514” meter accurate to 
+2%. High-speed, 3-window roll chart; 
“Tube Finder” feature. In leatherette-cov- 
ered, solidly constructed carrying case. 18x 
10x64”. For 110-120 v., 50-60 cycle AC. 
Shpg. wt., 16 lbs. 


87 FU 027. $5 Down. NET........83.25 


660 TUBE & TRANSISTOR TESTER 
(Not illus.) Measures reverse current be- 
tween collector and base with emitter open 
(Icbo), as well as shorts and leakage on all 
RF, audio, power and tetrode transistors. 
Crystal diodes are tested for both forward 
and reverse current. Has all tube testing 
features of 640 above. Tests picture tubes 
when used with PTA and PAA adapters, 
below right. 51%” meter; accuracy to +2%, 
Leatherette covered case. 18x10Y%x6%”. 
For 110-120 y., 50-60 cycle AC. 16 lbs. 


87 FU 028. $5 Down. NET....... 122.45 


10-60 ELECTRONAMIC CHECKER 
Versatile tube and transistor checker pro- 
vides comprehensive tests for Icbo, gain, 
leakage, shorts, etc., on all transistors. Has 
22 collector potential steps from 0.5 y. to 
160 v. DC. Offers complete testing of all 
modern tube types including subminiatures. 
Checks TV picture tubes with PTA and 
PAA adapters below. Special short-check 
circuit guards against damage to tubes 
under test. 20x15x7”. For 110-120 v., 50-60 
cycle AC. Shpg. wt., 26 Ibs. 

87 FU 030. $5 Down. NET....... 210.70 


10-40 TUBE TESTER 
Physically and electrically similar to Model 
10-60 above—less specialized circuitry for 
testing transistors and crystal diodes. Over- 
all tube performance tests are based on 
mutual conductance, amplification factor, 
plate current, etc. In sturdy carrying case 
with tool compartment and removable cover. 
Size, 20x15x7”. For 110-120 volts, 60 cycle 
AC. Shpg. wt., 25 Ibs. 

87 FU 032. $5 Down. NET........ 156.75 


E-220 MARKER ADDER 

Not illustrated. Greatly increases speed and 
accuracy of TV and FM alignment. Per- 
mits use of large-size, highly visible mark- 
ers on oscilloscope screen without distorting 
sweep response curve. 534x734x314”. For 
110-120 v., 50-60 cycle AC. 7 Ibs. 

87 F035 $5. Down. NET........ SB Ho 


Make Allied Your Test Equipment Headquarters 


960 TRANSISTOR & DIODE TESTER 
Expertly engineered portable transistor am 
crystal diode tester. Tests for Icbo, gaim 
leakage, shorts, etc., on low, medium as 
high-power transistors of PNP and NP} 
types, as well as newest tetrode transistor 
Direct reading in terms of true collectar 
current on 514”, 100-microamp meter. Fi 
Icbo ranges; 17 collector potential ste 
from 0.5 v. DC to 100 v. DC. Five separat™ 
injection currents for low, medium and high 
power types. Reliable check of emitter 
lector leakage current provides basis fe 
accurate gain tests. 17 DC voltages for n 
verse current tests of crystal diodes; sep 
rate forward tests. Transistor test setting 
on high-speed roll chart. Patch cord eb 
ment selector system for future semicon 
ductor types. Fabric-covered carrying cas 
18x1044x614". For 110-120 volts, 50-60 cycle! 
AC, Shpg. wt., 15 lbs. 

87 FU 029. $5 Down. NET........97.9 


ES-525 5” OSCILLOSCOPE 
Extremely stable and reliable 5” general 
purpose scope incorporating the latest is 
circuitry and design. Highly suited to im 
dustrial testing, laboratory applications 
and radio-TV servicing—a complete instru 
ment for accurate visual circuit analysis 


Push-pull vertical amplifier has response af 
3 db from 10 cps to 500 ke; 6 db to 700 ke. 
Provides 20 mv/inch sensitivity. Push-pull 
horizontal amplifier has response of 3 d& 
from 10 cps to 150 kc; sensitivity is 68 
mv/inch, Internal linear sweep is 10 cps te 
100 ke with trace blanking; as low as 2 cpt 
with external capacitor. 


Other features include: ‘Z”’ axis modulation 
input; direct-reading peak-to-peak voltage 
calibrator; built-in 60 cps sine sweep phas- 
ing control; etc. In blue-gray, heavy-gauge 
steel cabinet. 844x1414x1814”. For 110-120 
v., 60 cycle AC. 31 Ibs. 


87 FU 036. $5 Down. NET....... 176.35 
ES-550B DELUXE 5” SCOPE 


(Not illus.) For servicing and lab work, in- 
cluding color TV; offers a 5-me bandwidth. 
Push-pull vertical amplifier has 10 mv /inck 
sénsitivity; response within 1 db, 10 cps te 
3.5 me; (3 db at 5 mc). Push-pull horizontal 
amplifier rated 100 mv/inch sensitivity: 
response within 1 db, 10 cps to 1 mc (3 db 
at 2 mc). Sweep frequency, 10 cps to 100 kc; 
also 30 and 7875 cycles synchronized sweep: 
Negative and positive internal sweep. Direct 
reading, peak-to-peak voltage calibrator. 
a input. ner Eat For 110-128 
volts, 50-60 cycle AC. 47 lbs. 

87 FU 002. $10 Down. NET.....244.95 


PICTURE TUBE ADAPTERS 
For use with Precision Tube Testers. 1 1b. 
84 F 492. PTA. For CRT’sto 90°. NET9.7 5 
87 F 031. PAA. For 110° CRT’s, NET 6.12 
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~eC4 TRANSISTOR AND DIODE CHECKER 
T-<ts transistors for opens, shorts, leakage 
wed current gain; includes gain test for 


maitage, 


4) —Z, 
vB2 HG104 
4 FILAMENT CHECKER. For quickly locat- VB2 “VIBRA-' 
burned-out tubes in series-string TV 
Neon light goes out if filament is good. 
secker uses set’s power cord. Also can be 
s continuity and voltage tester (100- 


AC or DC. 1 Ib. 


ewer types. Measures forward-reverse cur RF, IF and au 

St ratio on all crystal diodes, and forward 1000-cycle note through all good stages. steel carrying case. For 110-120 y., 50- 
eed reverse currents on selenium rectifiers. Also excellent for checking TV, hi-fi and cycle AC. Shpg wt., 7 Ibs _ 
S<-up chart on rear of unit. With leads, other audio circuits, 3¥4x4¥sx134”. With 83 F 989. $5 Rieu NET. 58.31 
bettery. 41%4x5x2%4”. 2 lbs. batteries. Wt., 1 Ib. . CU. Ne 4 
7 F 287. $2 Down. NET.......+- 19.55 83 F986. NET.......---.0202 9.75 BE3 “ALIGN-O-PAK” BIAS SUPPLY 


5903 BATTERY ELIMINATOR. (Not illus.). For NEW SS105 SWEEP CIRCUIT TESTER. Quickly 
ssair of transistor radios. Variable DC pinpoint 


0 to 24 v.; 1.5 v. biasing tap. Me- bles. Includes u 
zontal oscillators, horizontal output cathode 


current checker, universal yoke, dynamic 
flyback checker, And 0-1000 v. DC voltmeter. 
Checks out entire sweep circuit in minutes 
Size, 7x6x31”. For 110-120 v., 60-cycle AC. 
F . Shpg. wt., 4 Ibs. 
#25 SUBSTITUTION xX. s if 
. BOX. Switches. select 33 F 987. $5 Down. NET...----- 42.09 


LC3 LEAKAGE CHECKER. Detects leakage_be- 


‘sed output to 100 ma. Handles 200-ma. 
peaks. Well-filtered output; low impedance. 
Sei ox24". With leads. For 110-120 v., 60- 
secle AC. Wt., 4 Ibs. 

$3 F985. $2 Down. NET...-..--- 19.55 


«mong 36 resistors and capacitors of popu- 
&e values. Has twelve 1-watt resistors, 10 


“» 3K ohms; twelve 2-watt, 10K to 5.6 tween tube elements an 
megs; ten 600 v. capacitors, 100 mmf to .5 sitivity of 100 megot 
#4; one each, 10 and 40 mfd 450 v. electro- other elements; 50K ohms, heater to cath- 2 

© Provides Bias Voltages for TV Repair 


DAPTOR". Permits checking 3 


and 4-prong vibrators with any tube tester. \ c 3 
Plug VB2 into tester, set for 6AX4 or 6SN7 types of tubes—including foreign and Five 


to test 6 v. vibrators, 12AX4 or 12SN7 to Star types. 
test 12 v. vibrators. 


Wa y.). 34%4x4x1Y%4”. With leads. For 110-120 peoieghs a repl ~ 
134x134”. Shpg. wt., 9 02. Mu 
yee : 2.69 tubes checked at rated current. Grid leak- 


87 F 278. NET 
HG104 HARMONIC GENERATOR. Battery” meter is 1-ma. moving-coil type and is pro- 


operated signal 
tracing of transi 


s horizontal and vertical sweep trou- 


© Completely Portable 
© Checks Over 1300 Tube Types 


TC109 “MIGHTY MITE" TUBE TESTER. This 
compact, rugged unit will check over 1 


Checks leakage and cathode 


Lamps indicate whether emission; provides complete short tests. 
acing. Steel case, 34%4x Checks rectifiers from 50 to 150 ma., power 
amplifiers from 15 to 35 ma,—all other 


age sensitivity over 100 meg. Easy-to-read 


REO a for —_ signal tected by current limiting built into cireuit. - 
BeoE Te stag es hi i Tester has CRT socket, and attached mir, 
dio signals simultaneous’. ror. Measures only OVx854x3 V2" in supplied 


niversal vertical and hori- 


din capacitors. Sen- 
ums, control grid to all 


ecics, With leads. 2x434x334”. 2 Ibs. ode. Employs replaceable roll chart. Checks 
OZ F 269. NET... ..----- een ‘12.49 both paper and electrolytic capacitors at 50 Fully Isolated From Power Line 
v. Size, 7x6x3Y%", For 110-120 v., 50-60 © Extremely Low Ripple—Less Than 0.1% 


SEW RS106 SUBSTITUTION BOX. Permits cycles AC. Shpg. wt., 3% Ibs. 


Completely isolated DC supply, with less. 


eeick substitution of rectifiers and diodes 
83 F 981. $5 Down. NET...--.-- 28.37 than 0.1% ripple. Substitutes for bias bat: 


mo any circuit—ideal for trouble-shooting. 
Substitutes for selenium rectifiers up to 500 
~s.; for silicon rectifiers, for single diodes, 


eed for types of dual diodes used in sync- 4 to 350 mfd. 
Automatic discharge; surge protection, 44x 


434x214". With leads. 2% lbs. 
83 F 984. NET ae nek: 


PRECISTON QUALITY TEST EQUIPMENT 


e age circuits. 4x5x14%4”. With 
ads. Shpg. wt., 1% Ibs. 
12.49 


#3 F 988. NET 


®ODEL SS-10 FILAMENT CHECKER. Designed to 
*est tube filaments, fuses, and screw-and bay- 
=et-base pilot lamps. Also checks continuity 
é transformer windings, appliances, etc. Has 
sockets for octal, loctal, and miniature 7 and 
®pin tubes, Built-in tube-pin straighteners. 
Supplied complete with batteries. Size, 5¥%x 


*¥ex1"”. Shpg. wt., 1 lb. 
BESODG, NET. 1.5 cjncs dt lode, SSeS 7.79 


MODEL 110 MULTIMETER. Pocket-size VOM 
«ith full-range performance. 20,000 ohms per 
=sit DC; 5000 ohms per volt AC. Ranges: AC 
and DC voltage, 0-1,5-6-30-150-600-3000 v.; 
DC current, 0-60-600 pa and 0-6-60-600 ma; 
resistance, 0-2000-200,000 ohms and 0-20 
megs; db, —20 to +71 (6 ranges). Quality 3%” 
seter has 50 pa sensitivity, +2% accuracy. 
1% shunts and multipliers. With yinyl-plas- 
Se cover, banana-plug test leads, batteries. 


$46x3 1x11 Ve". Shpg. wt., 3 Ibs. 
87 F 023. $5 Down. NET......-++- B5.23 
Let Allied Fill 


Your Test Equipment Needs 


teries during repair—variable from 0 to 18 


ES102 SUBSTITUTION BOX. (Not illus.). : : 1 
Switches among 10 electrolytic capacitors, v., positive oy negative. Ideal for alignment, 


Usable from 2 to 450 v. 3 Be AGC trouble-shooting, checking gated sync 
circuits, 4x4x2%4”. With leads. For 110-120 


v., 50-60 cycle AC, 2 lbs. 
84 F 696, NEl.. 005. Fs 20-2 em 7.69 


MODEL 120 MULTIMETER 


Here’s a highly sensitive VOM with 61 ranges. 
AC and DB ranges are flat (+1 db), 15 cps to 
100 kc. 54%” meter is +2% accurate, has mir- 
rored scale. Shunts and multipliers are 1%. 
Ranges: AC, DC, output v., 0-0.3-1.2-3-12-60- 
300-600-1200-6000 with 5000 ohms per volt on 
AC and 20,000 ohms per volt on DC; DC cur- 
rent, 0-60-300 ya, 0-1,2-12-120-600 ma, 0-12 
amps; resistance, ‘(0-200-2000-200,000 ohms, 0- 
2-20 megs; 8 db ranges, —20 to +77 db. Polarity- 
reversing switch. 53x7x3”. With batteries, leads. 5 Ibs. 
34 F490. $5 Down. NET.......-+--2+- 03 -oheeee 44.05 
120M. As above, but 42% multipliers and +1% meter. Wt., 5 Ibs. 


87 F O80. $5 Down. NET....-.- 50.02.01. 6+ he 
84 F 496, LC-3. Custom, ever-ready type case. 3 Ibs, NET. .10.29 


TV-2B HV PROBE. Extends DC range to 30,000 v. Shpg. wt., 2 lbs. 
84 FAQS. NET......0.0-- 05 00+- 02 sabe es 15.63 
ST-1 RETRACTABLE STAND. For use with Models 88 ani 
S 87 F O20. NET... .. 252 20 oe dh adlew cominnies « hpiglat bats poten ae o 


a i 


KNIGHT Test Equipment 


© 5-me Bandwidth—for Color TV 
© Push-Pull V & H Output Amplifiers 


BEST BUY! 


MODEL 502 WIDE-BAND 5” SCOPE 
$ 50 Highly-efficient, wide-band Ss” 
oscilloscope. Perfect for use in 

color TV servicing and many 

$5 Down other high-frequency applica- 
tions. Offers exceptionally wide 

sweep from 15 to 600,000 cps. Locks in at fre- 
quencies as high as 9 mc. Response of only 1 db 
down at the important 3.58 mc color burst fre- 
quency. Vertical response: +3 db, 5 cps to 5 me. 
Input capacity is 21 mmf. Has minimum cir- 
cuit loading; high intensity trace. Positive and 
negative locking for excellent syne. Faithful 
Square wave response. Frequency-compensated 
input attenuator. Z-axis input for intensity 
modulation. One volt D-p calibrating voltage. 
Internal astigmatism control; blanking circuit. 
Directly coupled positioning controls permit 
fast, overshoot-free positioning of trace, With 


leads. Size, 144%4x10Y%4x15\%”. For operation 
© 25 mv/inch Vertical Sensitivity fe ae v., 60 cycle AC. Shpg. “99 5O 
© 600-ke Sweep For RF Use 2 TED ee ees ot ae eae 3 


87F 511. Low-Capacity Probe. 1 Ib, NET.. 5.49 
87 F 512. Demodulator Probe. 1 Ib. NET..5.69 


KenighE test EQUIPMENT VALUES 


® Top-Performing, Reliable Instruments for Home, Shop or Factory 
°* Expertly Engineered, Advanced Design Offers Top Versatility 


EXCLUS! 
PRODUCTS G 
ALLIED RADIC 


= 90-140 
tion). 


MODEL 506 TUBE TESTER 


MODEL 503 RESISTOR-CAPACITOR CHECKER 


a °2985 


$2 Down 


Extremely versatile, highly 
accurate resistor-capacitor 
checker. Checks for opens 
and shorts in paper, mica 
and ceramic capacitors. 
j 5 Large dial shows capacitance and resistance 
Wy a at a glance—balanced bridge circuit with 
ui i NH. “‘magic-eye” indicator. Shows power factor 
WY) A of electrolytics from 0-50%. Tests for leak- 
age from 50 to 450 volts. Measures capacity 
from 10 mmf to 1000 mfd in 4 ranges;-re- 
sistance from 100 ohms to 5 megs in 2 
ranges. Accuracy, +10%. Portable metal 
case, 7x10x5”. For 110-120 y., 60 cycle AC, 
Shpg. wt., 8 lbs. 

87 F 503. NET 


Phantastron Linear 
Sweep 


Excellent Vertical 
Sensitivity 


Retrace Blanking 


Large 414” Meter 
200 nwa Movement 
All 1% Resistors 
Push-Pull Circuit 


Excellent general-purpose 5” 
for radio-TV servicing, audio 
other applications. Features DC-coupled 
positioning controls which prevent over- 
shoot; blanking circuit, frequency-compen- 
sated vertical input attenuator; internal 
and external, positive and negative syn- 
chronization; high-intensity trace. Has verti- 
cal sensitivity of .025 rms v./inch; vertical 
response of +3 db, 3 cps to 1.5 mc; +6 db, 
to 2.5 me; vertical input impedance of 3.3 
megs/45 mmfd. 1 v. p-p calibrating voltage. 
Phantastron linear sweep range of 15 to 
150,000 cps. Hor. sens.: .07 rms v./inch; 
hor, response: +3 db, 3 cps to 500 ke; +5 


oscilloscope 


An extremely stable, highly accurate VT- 
work, and 


VM. 1% film-type, precision resistors. Cir- 
cuit permits switching to any range without 
adjusting zero set. 4Y,” meter with sensitive 
200 wa movement. Zero-center scale and 
direct-reading db scale. Polarity reversing 
switch. Response, 30 cycles to 3 mc. Input 
resistance, 11 megs. Ranges: AC p-p volts, 
0-4-14-40-140-400-1400-4000; AC rms y. 
and DC y., 0-1.5 5-15-50-150-500-1500; 
ohms, 0-1000-10K-100K; 1-10-100-1000 
megs; db scale, —10 to +5. With battery 
and 3 test leads. T9x5 x44”. For 105-125 
v., 60 cycle AC. 7 Ibs. 


5 2 20) 
. db, 3 cps to 700 kc. With leads; uses same 4 “ He $2 Down. NET...... Bs 2: 95 
* Probes as Model 502 scope, listed above. - High-Voltage Probe. Extends to 
' Size, 1354x914x1774”. For 105-125 Vu, 60 90.000 NIC. MPT oo oe aoe”: Ae: 5.95 
cycle AC. Shpg. wt., 27 Ibs. 87 F 509. High-Frequency Probe. Extends 
» 87 FU 501. $5 Down. NET.......77.50 AC to 250me, NET... 5.95 
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Accurate emission-type tube 
$5995 : 


$2 Down 


filament leakage. Large 4” meter, 


tubes and many indus 
types. Also checks shorts 


open elements, cathode-te 


venient roll chart. Blank socket, univers 


switches permit setting up for any new tube 


Line voltage indicator, adjust. In portable 
case, 6Y4x144x10Y4”. For 105-125 v., 50-08 


cycle AC. Wt., 14 Ibs. 
87 FX 506. NET 


MODEL 507. As above, 
model. Size, 5x14x10”. Shpg. wt., 15 Ibs. 
87 FX 507. NET 


Provides Continuously Variable Output Voltage 
Delivers 15 Amps at 6V. or 10 Amps at 12Y. 


This heavy-duty DC power supply is ideal 
for testing auto tadios, as well as Amateur 
and commercial mobile two-way radio 
equipment. Also perfect for use in the sery- 
icing of portable transistor radios and hy- 
brid as well as full-transistor car radios. 
Continuously variable output from 0 to 15 
volts. Handles current requirements of any 
6 or 12-volt radio. Has dual filter for low- 
ripple output. Fully charges any 6 or 12- 
volt battery overnight. Provides DC output 
of 0-8 volts or 0-15 volts. Continuous cur- 
Tent rating: 15 amps at 6 volts, 10 amps 
at 12 volts. Intermittent current rating? 
17.5 amps at 6 volts, 12.5 amps at 12 
volts. Two meters provide current and volt- 
age readings. Ranges: 0-15 volts DC; 0-20 
amps DC. 9x1214x734”. For 105-125 Vey 
60 cycle AC. Shpg. wt., 18 lbs. 

87 FX 505. $2 Down. NET....... 47.95 


Allied Guarantees Your Complete Satisfaction 


tester for most receiving 


but counter-type 


POWER LAB—KIT OR WIRED 


SL 713-K. Versatile bench-type power 
- kit. Combines variable low and high- 
e AC and DC supplies, wattmeter, 
sseter, AC and DC ammeter, and isola- 
sransformer in one compact unit. DC 

available is 0-30 v. at 10 amps and 
980 vy. at .75 amps. (1 amp intermittent.) 
power: 0-24 v. at 20 amps: 90-140 v. at 
=emps (1000 watts continuous) and 20 
==(2000 watts intermittent) (no isolation) 
90-140 v. at 3 amps, 300 watts (with 
n). Meter reads AC, DC current to 
amps, AC, DC voltage to 180 v.; power 
DKW. 12x8%4x5 1%”. For 110-120 v., 60 
AC. Shpg. wt., 22 Ibs. 


FU 904. $5 Down. NET.......- 62.95 
te =DEL 713-W. As above, but factory-wired. 
FU 266. $5 Down, NET......-.-> 79.95 


1stra 


hort SEL 711-K KIT. Similar to 713-K, but 


sion to 100 watts. Shpg. wt., 15 Ibs. 


de-te 

CO SFU 903. $2 Down. NET......--- 49.95 
pict EL 711-W. As above, factory-wired. 
oe ——_ FU 265. $5 Down, NET........- 64.95 
50- SNAL GENERATOR—KIT OR WIRED 


DEL 630-KA. RF-AF-TV signal generator 
marker kit. Reaches 110 mc on funda- 
; 330 mc on harmonics. Pre-assem- 
‘ calibrated heads; audio, 20-20,000 cps; 
ede follower output; variable percent 
elation; speech amp,; crystal marker; 
generator; RF, AF stand-by; Wien 
Bdge AF oscillator; Colpitts RF oscillator; 
fittings. Also has constant output im- 
stance; Vernier tuning; separate RF sec- 
=: individually tuned coils; full shielding; 
ved line. Size, 8x11x5”. Has aluminum 
sei, leather carrying handle. For 110-120 
30-60 cycle AC. Shpg. wt., 11 lbs. 

SFU 130. $2 Down, NET........38.95 


SDEL 630-W. As above, but factory-wired. 
FU 497. $5 Down, NET......++- 53,95 


dF 


deal 

teur TRANSISTOR CHECKER 

- ®ODEL 100. Low-priced, dynamic transistor 
hye Secker—tests all types of transistors quick- 
TEA Sand with high accuracy. Ideal for repair- 
: 1§ en. technicians, experimenters and for 


eroduction line sorting, 


» generator circuit tests small-signal 
‘ssesistors, including drift types, as well as 


ser transistors over a wide range of cur- 


put ~ 

Ur eests. Visual indicator checks for shorts, 

nps eeens and gain simultaneously. Tests tran- 
ng? ~-tors either in or out of circuit. No set-up 
12 eecessary. Provides fast “Go/No-Go” test. 

oIt- Ses circuit for matching similar types. 

-20 Jecks for use with AC voltmeter or scope 


“« high-sensitivity noise tests. 614x334x2”. 
With 1.5 y. battery. Wt., 1% lbs. 
7 F203. $2 Down. NET......-+-- 19.55 


Alli 


PRECISE TEST EQUIPMENT 


300-K" 


7” SCOPE KIT 


MODEL 300-K. Vertical response, +3 db up 
to 5 megacycles with sensitivity of 10 milli- 
volts. Frequency-compensated vertical and 
horizontal stepping attenuators. Push-pull 
DC amplifiers; push-pull horizontal. Astig- 
matic focus control. Linear sweep from 1 
cycle to 80 kc. Internal square wave cali- 
brator with pot. Special circuit magnifies 
any portion of signal up to 10 times. 5-way 
binding posts, plug gate and sawtooth out- 
puts on front panel. 11x14x17”. Less solder. 
For 110-120 v., 60 cycle AC, 35 Ibs. 
83 FU 131. $5 Down. NET..:..-- 99.95 
MODEL 960 CAPACITOR ATTENUATOR PROBE. 
For Models 300, 308 scopes. To 100 me. “4 
mmf input. Shpg. wt., 1% Ibs. 

BAF 691. NET......--: ee eee eee 5.95 


DELUXE 8/2” SCOPE—KIT OR WIRED 
MODEL 308-K. (Not illus.) Features magnifier 
positioner; bridge-type centering; outstand- 
ing trace sharpness and speed; push-pull 
inputs for internally mixing 2 signals or 
observing push-pull waveforms. Vertical 
response, +1.5 db to 5 me. Return trace 
eliminator. Linear sweep, 1 cycle to 80 ke. 
Square-wave calibrator. 11x14x19”. For 110- 
120 v., 50-60 cycle AC. Wt., 36 Ibs. 


83 FU 132. $5 Down. NET......-- 129.50 
MODEL 308-W. As above, but factory-wired. 
84 FZ 690. $10 Down. NET.....-. 229.50 


ECONOMY TUBE TESTER—KIT OR WIRED 
MODEL 116-K. Accurate mutual conductance type tube 
tester kit for rapid testing of all receiving-type tubes and 
transistors. Makes emission Gm, gas, life, and short tests. 
multisection tubes. Cover 
chart lists all popular tubes—gives switch settings. Mole- 
skin covered wood carrying case. TVAxl6Yyxl4Vy". 


Checks individual sections of 


110-120 y., 60 cycle AC. Shpg. wt., 16 Ibs. 


83 FU 104, $5 Down. NET........2-6-,++00+ 


MODEL 116W. As above, but factory-wired. 


84 FU 695. $5 Down. NET.....- 000s e eee 


CURRENT CHECKER 
MODEL HC-6. Low-cost cathode current 
checker for testing TV horizontal output 
circuits. Permits n-circuit checking—with- 
out removing chassis. 0-300 ma meter. Sock- 
ets handle most output tubes. 5Y4x5x2”, For 
110-120 v., 60 cycle AC. Wt., 1 lb. 
87, B/ZA7. NET S22 <0 12.69 


PORTABLE TUBE TESTER 

MODEL 107. Compact, precision tube tester. 
“Good-?-Bad” meter shows results of DMC 
and cathode emission test; “eye’’ shows 
“control-grid-emission”. Also checks fila- 
ment continuity, leakage, open elements, 
gas. Tests subminiature and foreign tubes. 
6x9x1344”. For 110-120 v., 60 cycle AC. 
Shpg. wt., 15 lbs. Pe 

87 FU 295. $5 Down. NET......--.136.71 


ed Guarantees Your Complete Satisfaction 


DELUXE TUBE TESTER—KIT OR WIRED 


Precise and Seco Test Equipment 


® Both Emission and Gm Testing 
® For Receiving and CR Tubes 


MODEL 111-K. Advanced design tube 
tester kit. Checks both emission ani 
mutual conductance separately—roll 
chart indicates the most important 
single test for normal applications. 
Tests all receiving tubes; also tests 
CRT’s with PTA-K adapter. 


Features rotary type switches; gas check; 
single-switch short check; anti-backlash 
roll chart. Tests for inter-element shorts, 
‘Allows filament current and tube bias 
to be measured on meter. Sweeps from 
zero yoltage through normal testing 
range when making measurements. Has 
spare switch for future tube types. Size, 
14x16x6”, For 110-120 v., 60 cycle AC, 
Shpg. wt., 25 Ibs. 

83 FU 133. $5 Down. NET... 79.95 


MODEL 111-W. As above, factory-wired. 
84 FU 692.$5 Down. NET..... 139.95 


MODEL PTA-K.CRT adapter kit for above. 
For testing picture tubes. 134 Ibs. 
84 F 693. NET... .. nce cae canes 2.95 


MODEL PTA-W. As above, factory-wired: 
84 F 694, NET.... 0202 ee eee eens 4.25 


For 


| 2 

GRID CIRCUIT & TUBE MERIT TESTER 
MODEL 78. An efficient, time-saving tester. 
Features simple, ultra-fast operation, Uses 
only 5 sockets for complete test coverage 
of all modern, heater-type, radio and 
tubes. A single, easy-to-read meter indicates 
results for both grid circuit and tube merit 
tests. Meter deflects to left for grid circuit 
test; to right for merit test. Two-stage DC 
amplifier isolates meter from tube under 
test—protects meter and permits a wide 
range of load currents and test conditions. 
Set-up is quick and easy—flip cards listing 
data are stored in detachable cover. In 
covered wood case. 9x10Y%x5”. For 110-4 20 
v., 50-60 cycle AC. Wt., 6 Ibs. 

87 F 249. $5 Down. NET.....-+-+- 68.11 
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Fico Test Equipment—Kits and Wired 


666-K TUBE & TRANSISTOR TESTER KIT 


* Speedy and Simple to Use 
* Indicates Mutual Conductance, 
Plate Conductance & Emission 


This versatile, easy-to-use tester indi- 
cates mutual conductance, plate con- 
ductance and peak emission of tubes 
under close simulation of actual operat- 
ing conditions. Also measures transistor 
collector current and shows current am- 
plification factor. 200 wa meter provides 
direct leakage readings up to 20 megohms. 


Tests all receiving tubes, n-p-n and p-n-p 
transistors, and many small transmit- 
ting and special-purpose tubes. Both 
color and black-and-white TV picture 
tubes can be tested with Model CRA 
Picture Tube Adapter, below. Gear- 
driven roll-chart mechanism provides 
smooth, trouble-free operation. Snap-in 
windows permit settings for new tubes 
to be entered on roll chart without dis- 
assembling unit. 

Rugged gray wrinkle steel carrying case 
with steel cover and carrying handle. 
12x15x414”, Less solder. For 105-130 v., 
50-60 cycle AC, Wt., 18 Ibs. 

83 FX 198. $5 Down. NET....69.95 


MODEL 666. As above, but factory-wired. 
87 FX 226. $5 Down. NET....109.95 


MODEL CRA PICTURE TUBE ADAPTER 


acre illus.) Adapts 625 and 666 tube testers 
or fast, easy checking all TV picture tubes, 
except 110°. Measures emission. Tests for 
filament continuity, shorted elements. With 
standard 12-pin socket, octal connector, 4- 
ft. cable. Shpg. wt., 2 Ibs. 

SEOABLNET. Go oo eee en 4.50 


MODEL CRA-110. Same as above but with 
“Eightar’’ 8-contact socket for checking 
110° deflection tubes. Shpg. wt., 1 Ib. 


NEMO NED 5 oes. secs leu 3.95 


a & MODEL 565-K 
1" MULTIMETER 
KIT 
* Sensitivity, 20,000 
Ohms/Volt 


Co © 31 Ranges 
i ® Bakelite Case 


Performance-proven, wide-range multimeter 
for radio-TV servicing, etc. Features easy- 
to-read, 414” meter—50-microamp meter 
movement. High-impact bakelite case with 
carrying handle; dust-free seal for meter. 
Has 31 ranges: DC, AC and output volts, 
0-2.5-10-50-250-1000-5000 (DC at 20,000 
ohms per volt, AC at 1000 ohms per volt); 
DC current, 0-100 microamps, 0-10-100- 
500 ma and 0-10 amps; resistance, 0-2000- 
200,000 ohms and 0-20 megohms. Five db 
ranges, —12 to-++55. Size, 634x514x3”. With 
case, batteries, all parts, wire, instructions. 
Less leads and solder. Wt., 4 Ibs. 


83 F172. $2 Down. NET......... 24.95 
MODEL 565. As above, but factory-wired. 
84F 346. $2 Down. NET.......... 29.95 


MODEL 555-K KIT. Same as 565-K above, 
but with 1% resistors. Wt., 4 lbs. 


83 F 167. $2 Down. NET......... 29.95 
MODEL 555. As above, but factory-wired. 
84 F391. $2 Down. NET....... +n dE 9S 
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4 ® Full-Vision 
| 4%" Meter 


© Tube-Matching 
| Scale 


® Checks Each 
Element 


556-K 
MODEL 625-K TUBE TESTER KIT 
Tests emission, shorted elements, open ele- 
ments, and continuity. Full-vision, 41%” 
meter with 3-color Replace-Weak-Good 
scale and 0-to-1000 scale for matching. An 
overload bulb indicates transformer over- 
load and also serves as fuse. Rugged steel 
case. Illuminated, gear-driven ‘‘speed-roll”’ 
chart, Ten lever-action switches for individ- 
ual testing of every tube element. Knock- 
out for new tube socket. Less solder. For 
operation from 105-125 v., 60 cycle AC. 

9'Yx124yx44”. Shpg. wt., 12 Ibs. 
83 FX 161. $2 Down. NET........34.95 


MODEL 625. As above, but factory-wired. 
84 FX 397. $2 Down. NET......... 49.95 


MODEL L-1. Lid (cover) for 625-K or 625. 
BSIPX SEO) MET co a canis hese 3.98 


MODEL 232-K VTVM KIT 


A high-quality, moderately-priced service 
instrument. Balanced-bridge circuit pro- 
vides accuracy and stability. Meter move- 
ment protected against burn-out. Easy-to- 
read 4%” scale. 1% multiplier resistors. 
Easily calibrated without removal from case. 
“Uni-Probe” provides convenient high-im- 
pedance input. Half turn of probe tip selects 
DC or AC/ohms. Measures peak-to-peak or 
rms values of AC waves. Ranges: p-p volts, 
0-4-14-42-140-420-1400-4200 volts; DC/rms 
volts, 0-1.5-5-15-50-150-500-1500 volts; re- 
sistance 0 to 1000 megohms in 7 ranges. 
Has zero-center scale for TV and FM 
discriminator alignment. Tubes: 12AU7, 
6AL5; selenium rectifier. Size, 7x4x5”, Less 
solder, For 105-125 volt, 50-60-cycle AC, 
Shpg. wt., 7 lbs. 


83 F 186. $2 Down. NET........... 22:95 
MODEL 232. As above, but factory-wired. 
84 F 659. $2 Down. NET.......... 49.95 


MODEL 249-K DELUXE VTVM KIT 


Same as 232-K, but has 714” meter. 84x 
13x5”. Less solder. Wt., 9 Ibs. 


83 F 187. $2 Down. NET......... 39.95 
MODEL 249. As above, but factory-wired. 
84 F 660. $5 Down. NET.......... 59.95 


VTVM PROBES 


Accessory probes for use with all Eico 
VTVM models. Av. shpg. wt., 1 Ib. 


Stock No. Type Description NET 


83 F 1 88/PTP-25-K|P-to-P probe kit for 221, 214. |4.95 
84 F 66] |PTP-25 |As above, but factory wired. 
83 F 189/PRF-25-K/RF probe kit for 221 or 214. 
84 F 662|PRF-25 As above, but factory wired. 
83 F | 96/PRF-11-K/RF probe kit for 232 or 249. 
83 F 197!PRF-11 |As above, but factory wired. |4.95 


MODEL HVP-2 HIGH-VOLTAGE PROBE. Adapts 
VTVM units to read up to 30,000 volts. 
Factory wired and fully tested. 

84 F 663. For Models 214, 221. NET 

84 F 669. For Models 232, 249. EA...4.95 


Test Instruments Available on Allied’s Easy Payment Plan 


536-K STANDARD MULTIMETER KIT 
Has 3” meter. 13 ranges: AC and DC volt 
0-1-5-10-50-100-500-5000 at 1000 ohm 
volt; resistance, 0-500, 0-100,000 ohms, @ 
meg; AC and DC current, 0-1-10 ma 
0-0.1-1 amps; 6 decibel ranges, —20 to + 
db, With bakelite case, wire, battery ; 
instructions, Less leads and solder. Si 
6Y%4x334x2”. Shpg. wt., 3 Ibs. 
BS PIMA INET C0 nated kL 
MODEL 536. As above, but factory-wir 
BA ESR SONG eo oy ings os a ee 14.9 
MODEL 526-K KIT. As above, but with 1% 
resistors. Shpg. wt., 3 Ibs. 

SIE TOGUNET... Sayecdes +, va, Ae 
MODEL 526. As above, but factory-wire 
SAE S90 NET 3: isan. «3 


MODEL 556-K STANDARD 
MULTIMETER KIT—WITH 412” METER 


Has 400-microamp movement. 38 full-s 
ranges: DC, AC and output volts, 0-1-5-4 
50-100-500-5000 (at 1000 ohms per volt 
AC and DC current, 0-1-10 ma and 0-0.1 
amp; resistance, 0-500-100,000 ohms a 
0-1 megohm. Six db ranges. —20 to +6 2 
1% resistors. Accuracy: DC, +3%; AG : 
+5%. With case, wire, battery. Less lead oo 
and solder. 634x51%4x3”. Wt., 4 Ibs. - 

83 F173. NET 16.9% 


MODEL 556. As above, but factory-wirel) 
84 F 347. $2 Down. NET........., 


MODEL 540-K “READI-TESTER” KIT 


Combination AC/DC voltmeter, ammet 
ohmmeter, wattmeter, and leakage teste 
Ranges: AC-DC volts, 0-7,5, 15, 150, 3 
AC or DC Amps, 0-15. Resistance, 0-1 
ohms, Has neon indicator for testing cos 
tinuity and AC leakage. 314” meter, Pane 
outlet for current metering. Etched alum 
num panel, black bakelite case. With bae 
teries, leads, less solder. O'Yx3 4x3 Vy 
Shpg. wt., 3 Ibs. 

BSF IOSONET. Fo.) tet tedses 
MODEL 540. As above, but factory-wires = 
S4F 6OOFINER eet . Tee E 


MODEL 221-K VTVM KIT se 
Sensitive, 20-range VTVM for high-resis - 
ance circuits. 25-meg DC input. 414” mets 
protected against burnout. Zero-center sc 
for FM-TV discriminator alignment. Du 
triode balanced bridge, 1% multiplies 
resistors. Ranges: AC-DC volts, 0-5-10-10 
500-1000; extends to 30,000 volts and 26 
me with HVP-2 and PRF-25 probes; resi: 
ance, 0-1000 ohms, 0-1-10-100-1000 me 
ohms; db —20 to +55. Tubes: 6H6, 6SN7 
and 6X5 rectifier. With leads, less solder 
6x97{6x5”. For 105-125 v., 50-60 cycle A 
Shpg. wt., 10 Ibs. 
83 F 152. $2 Down. NET......... 

MODEL 221. As above, but factory-wired. 
84 FX 389. $2 Down. NET......... 


320-K 


®;Easy-to-Read 9” Dial ® Wide Bandwidth 
© 150 Kc to 102 Mc ® High Sensitivity 


RF SIGNAL GENERATOR KIT 
4inuous Output from 150 ke to 435 mc 
shode Follower Modulated Oscillator 
erides modulated or unmodulated RF 
i. Has expanded frequency range of 6 
amental bands: 150-400 ke, 400-1200 
£.2-3.5 mc, 3.5-11 mc, 11-37 me and 37- 
mc. One harmonic band covers 111-435 
Calibration accuracy is 1.5%. Output 
ance, 50 ohms. Internal modulation 
280 cps variable from 0 to 50%; can be 
for audio testing. Input has gain con- 
for use with external modulator. Col- 
« RF oscillator is directly modulated by 
e follower. Fine and coarse RF at- 
ators. With tubes and all parts. Less 
er. 8x10x434”. For 105-125 yv, 50-60 
ee AC. Shpg. wt., 10 lbs. 
F192. $2 Down. NET 
DEL 324. As above, but factory-wired. 
F666. $2 Down. NET 


DDEL 360-K SWEEP GENERATOR KIT 
~-y advanced feature needed for quick, 
ate alignment of TV or FM receivers. 
deo IF alignment and response curve 
tment, sound IF and sound detector 
ment. Covers 500 kc to 228 me. Vari- 
sweep, 0-30 mc, Crystal marker oscil- 
with variable amplitude. Provision for 
tion of external marker. Phase control. 
" vernier tuning dial. Center of each TV 
Seenel is marked on front panel. With 
-s, parts, instructions. Less 5-me crystal 
solder, 10x8x63/4”. For 105-125 v., 50-60 
Sole AC. Shpg. wt., 12 lbs. 
IDF 159. $2 Down, NET 
DEL 360. As above, but factory-wired. 
FU 342. $2 Down. NET...... ey SE 


MODEL 315-K DELUXE 
RF SIGNAL GENERATOR KIT 
We AM, FM, TV servicing. 1% accuracy 
75 kc to 150 me. 9” illuminated dial. 
‘enier tuning. Provision for external mod- 
stion. Internal 400-cps sine wave gener- 
* with attenuator for RF modulation 
‘ed external audio testing, Uses: 7F7, 6C4; 
150, and 6X5. 12x13x7”. Less solder. For 
WW5-125 v., 50-60 cycle AC, 20 lbs. 
SFU 162. $2 Down. NET....... 
DEL 315. As above, but factory-wired. 
B4 FU 395. $5 Down. NET.........59.95 


320-K RF SIGNAL GENERATOR KIT 
Well-designed circuit uses a stable Har tley 
Secillator. Covers 150 ke to 34 mc on funda- 
eatals—to 102 me on harmonics. 400-cps 
eedulation. Has 9” dial calibrated in 7 
Sends. Complete with tubes, portable case, 
shielded cable, instructions, etc. Less 
Meider. 10x8x434”. For 105-125 v., 50-60 
@cle AC. Shpg. wt., 10 lbs. 

SF 154. $2 Down. NET......-%.: 
SODEL 320. As above, but factory-wired. 


F394, $2 Down. NET 


MODEL 425-K 5” OSCILLOSCOPE KIT 


@ Wide Bandwidth and High Sensitivity 
® Push-Pull Horizontal and Vertical Outputs 


Popular, performance-proven cathode-ray 
oscilloscope. Ideal for AM, FM and TV 
servicing. Push-pull outputs in horizontal 
and vertical amplifiers provide balanced 
vertical and horizontal deflection. Wide 
bandwidth and high sensitivity. Sensitivity, 
.05 to 0.1 rms volt/inch. Range, 5 cps to 
500 kc. Input imp., 1 meg. Multi-vibrator 
sweep circuit with frequency range of 15- 
75,000 cps. Provision for external sync., 
Z-modulation and direct input to CR tube 
plates. Intensity (z-axis) modulation input 
permits sweep blanking or insertion of tim- 
ing markers on the trace. Has calibrating 
terminal on panel. Has graph screen. With 
tubes and parts. Less solder. 844x17x13”. For 
105-125 v., 50-60 cycle AC. 30 Ibs. 


83 FU 155. $2 Down. NET........ 44.95 
MODEL 425. As above, but factory-wired. 
84 FU 392. $5 Down. NET.......++ 79.95 


MODEL 488-K ELECTRONIC SWITCH KIT 


(Not Illus.) Permits viewing 2 patterns on 
a scope. Switching rates: 10-2000,cps, vari- 
able. Freq. resp. 0-30,000 cps (+2 db). 
6x8x6”. Less solder and leads. For 105-125 
v., 50-60 cycle AC. Shpg. wt., 7 lbs. 


83 F185. $2 Down...........+5: 23.95 
MODEL 488. As above, but factory-wired. 
84 F 658. $2 Down...........+++- 39.95 


OSCILLOSCOPE TV PROBES 


For signal and waveform tracing, etc. Fully 
shielded. Av. shpg. wt., 5 oz. 


Stock No. | Type Description NET 

@3F 180 | PSD-K | Demodulator Probe Kit. | 3.75 
84F 653 | PSD As above, but wired. 525 
83F 181 | PD-K | Direct Probe Kit. | 2:75 
84F 654 | PD As above, but wired. 3.95 
83F 182] PLC-K | Low-Capacity Probe Kit. 3.75 
84F 655 | PLC As above, but wired. el 


Provides sine and 
square waves. 1% 
resistors in Wien 
bridge-type oscil- 
lator circuit. Sine 
wave: 20-200,000 
cps in 4 bands, 
+1.5 db. from 60- 
150,000 cps, less 
than 1% distor- 
tion. Square wave: 60-50,000 cps in 4 bands, 
5% tilt at 60 cps, 5% rounding at 30,000 
cps. Output; 10 volts across rated load of 
1000 ohms. 634” dial has 0-100 reference 
scale. 744x1114x754”. Less solder and leads. 
For 105-125 v., 50-60 cycle AC. 14 Ibs. 


83 FX 169. $2 Down. NET......--- 31.95 
MODEL 377. As above, but factory-wired. 
84 FU 349. $2 Down. NET........- 49.95 


Truck or Express Shipment Recommended for_Test Equipment 


MODEL 460-K 5” OSCILLOSCOPE KIT 


For Black and White and Color TY 
4-Step Attenuator in DC and AC 
Vertical Sensitivity: 25 mv/inch 
Built-in Voltage Calibrator 


Wide-band scope for lab and color TV 
nse flat from DC to 4.5 me— 
0 mc. Accurately reproduces 
3.58-mc color TV sync burst. 4-step 
attenuator in both DC and AC position. 
High vertical sensitivity—25 mv /inch. 
Built-in voltage calibrator injects accu- 
rately adjusted reference voltage into 
r to permit direct peak- 
to-peak voltage measurement 
screen DC vertical positioning 
full-screen horizontal positioning. Auto- 
and amplifier elimi- 
adjustment. Sweep: 
plus low frequency 
ernal capacitor. 
ble illumination. Push- 
direct coupled. 
uts. With all tubes, 
arts, instructions, 13x8 4x 
der. For 105-125 y., 50-60 
cycle AC. Shpg. wt., 26 Ibs. 
83 FU 193. $5 Down. NET.. 


MODEL 460. As above, 
84 FU 668. $5 Down. NET.. 


vertical amplifie 


matic sync limiter 
nates sync voltage 
10 cps to 100 ke, 
sweep with ext 
screen has varia 


Cathode follower inp 


16”. Less sol 


MODEL 368-K SWEEP & MARKER i 
#1 GENERATOR KIT ‘ 


Sweep generator @ 
accurate alignment 0: 
and-white TV. Covers 
ranges. Variable frequency m: 
m 2 to 75 mc on 


nd marker for highly 
f FM, color and black- 
3 to 216 me in 5 
arker provides 
fundamentals; 
rmonics. Sweep width is 


to 225 mc on ha 
plied with built- 


variable from 0-30 mc. Sup 
in 4,5-mce crystal marker for oscillator. Pro- 
vides dual markers for RF or IF alignment. 
Provision for adding external marker. Con- 
tinuously variable sweep and marke 


dge-lit hairlines for 

Tube complement: 

X7, 6AU6, 12B4; 6X4, 

s rectifier. Size, 834x 
complete with 

d instructions. Less solder. 

05-125,v., 50-60 cycles 


impedance, 50 ohms. E 
high tuning accuracy. 
12AT7, 12AV7, 12A 
rectifier, selenium bia 


tubes, parts an 
For operation from 1 
AC. Shpg. wt., 16 lbs. 

83 FU 950. $5 Down. NET... 
MODEL 368. As above, but factory-wired. 
87 FU 225. $5 Down. NET. .,...-1 19.95 


MODEL 1060-K DELUXE 
BATTERY ELIMINATOR KIT 


® Battery Charger or Eliminator 
® For All 6 & 12-Volt Auto Radios 


A powerful unit for operating any auto 
radio, including transistor models. Includes 
effective smoothing filter to aid servicing of 
transistor sets. Can be used as a battery 
charger or eliminator. Features: 2 DC ranges 
with extra filtering and continuous adjust- 
ment by a variac; separate voltmeter and 
dual range ammeter; heavy-duty selenium 
rectifiers; fused primary; automatic reset 
overload relay in secondary. 


Specifications: low range, 0-8 y., 10 amps 
continuous, 20 amps intermittent, 1.5% rip- 
ple at 2 amps, 2% at 6 amps; high range, 
0-16 v., 6 amps continuous, 10 amps inter. 
mittent, 0.3% ripple at 2 amps, 1.5% at 10 
amps; voltmeter range, 0-20 v.; ammeter, 
0-10, 0-20 eines. With steel case, parts, and 
instructions, Less solder. Size, 834x10}4x 
7%". For 105-125 volts, 60 cycle AC. Shpg. 


wt., 19 Ibs. 

83 FX 875. $2 Down. NET....... 38.95 
MODEL 1060. As above, but factory-wired. 

83 FU 876. $2 Down. NET ........ 47.95 


MODEL 1050-K 6-12 VOLT 
BATTERY ELIMINATOR KIT 
Power supply for 6 or 12 volt auto radios. 
Same battery eliminator and charger as 


Model 1060-K above, but less smoothing 
filter. Shpg. wt., 15 Ibs. 


83 FX 175. $2 Down. NET....... 29.95 
MODEL 1050. As above, but factory-wired. 
84 FU 341. $2 Down. NET......... 38.95 


: MODEL 147-K DELUXE SIGNAL 
TRACER KIT 


® For Visual or Aural Monitoring 
48 ® Has “Magic Eye” and 5” Speaker 


' Versatile transformer-operated instrument. 
: High and low-gain RF channels with inter- 
f nal wide-frequency range demodulator per- 
" mits direct observation of signal. Has output 
{ for VTVM or oscilloscope. May be connect- 
: ed as substitute speaker, output transform- 
( er, or amplifier. Heavy filtering and hum- 
' ance control. Both visual and aural 
Monitoring of all RF and AF channels— 
Magic eye and 5” PM speaker. Calibrated 
wattmeter circuit indicates wattage con- 
t Sumption in unit under test. Has noise 
{ localizer circuit. Aluminum panel, gray 
wrinkled steel case. Size, 9x10x5”. With 
probes. Less solder. For 105-125 volts, 60 
cycle AC, Shpg. wt., 10 Ibs, 


83 F190. $2 Down. NET ....... 24.95 


MODEL 147. As above, but factory-wired. 
84 F 664. $2 Down. NET.........39.95 
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Fico Test Equiament— Kits and Wired 


Re 


1020-K 
495-K SCOPE CALIBRATOR KIT 


Injects a calibrated, semi-square wave on 
the scope screen for comparison with any 
waveform. Ranges: 0 to 1, 10 and 100 volts 
peak-to-peak, continuously calibrated. Ac- 
curacy: +5% of full scale on each range. 
Switch permits transfer of signal under 
observation directly to scope. 5x754x4". 
Less solder, leads, For 105-125 v., 60 cycle. 
Shpg. wt., 4 Ibs. 


BRR GPMENS, Ses wesc) 12.95 


84 ESBONET hs cis ckoe. 17.95 


MODEL 630-K CRT CHECKER KIT 


Tests all CRT’s—has bridge for measure- 
ment of peak beam current (which is pro- 
Dortional to screen brightness). Neon lamp 
acts as a sensitive bridge balance indicator, 
Two test sockets, each with 2\4 ft. of cable 
for duo-decal (12-pin) and diheptal (14-pin) 
tubes. Less solder, 644x934x3”. For 105-125 
v., 60 cycle AC. Shpg. wt., 6 Ibs. 


BRIE Z TENET 25 228s oan es oe 13.95 
MODEL 630, As above, but factory-wired. 
BEE CIOONEE chcis ioe. 18.95 


MODEL 944-K FLYBACK TESTER KIT 


Quickly and easily spots defective flyback 
transformers and yokes in black and white 
and color TV sets, Also checks continuity of 
yokes, speakers, etc. Features grid-dip prin- 
ciple and separate calibration for air and 
iron-core flybacks. 414” meter with 3 sepa- 
rate colored scales. Satin finish aluminum 
panel. Housed in sturdy gray wrinkle steel 
case. Size, 844x5x5”. Less solder. 105-125 v., 
60 cycle AC. Shpg. wt., 5 Ibs. 

83 F 184. $2 Down. NET ........ 23.95 
MODEL 944, As above, but factory-wired. 
84 F 657, $2 Down. NET.......... 34.95 


MODEL 584-K BATTERY TESTER KIT 


Quickly tests all portable radio “A” and 
“B” batteries in or out of the receiver. Test 
switch positions (volts): 1.5, 4.5, 6.0, way 
9.0, 22.5, 45, 67.5, 75, 90, plus a spare posi- 
tion. Employs a 344” meter. Black bakelite 
case, aluminum panel, 634x3%4x2”, Less 
solder. With leads. Shpg. wt., 2 Ibs. 

SN GN COPS | 13 PS yn . 


MODEL 584. As above, but factory-wired. 
ok ES | a en Se ae 12.95 


612-K CONTINUITY TESTER KiT 


Battery-operated tube filament continuity 
tester. Permits filament checking of tubes 
in an inoperative series string in rapid suc- 
cession. Neon lamp indicator. CRT adapter 
plug. Sockets for 9-pin, octal, loctal and 
7-pin tubes. Brushed aluminum panel, mold- 
ed bakelite case. With batteries. 64%4x334x 
2”. Shpg. wt., 1% Ibs. 


BSF 966. NET i. -Searke Me: 3.95 
MODEL 612. As above, but factory-wired. 
BOF G7 RET so, Se oe oe 5.95 


Make Allied Your Single, Dependable, Centrally Located Supply Source 


MODEL 1020-K POWER SUPPLY 


Highly stable, fully transistorized DC pe 
and bias supply. Provides a continuo 
variable output voltage up to 30 v. & 
dual-range voltmeter (0-6, 0-30 VDC). 
suited for servicing “hybrid” transistor 
vacuum tube apparatus or all-transis 
equipment. Maximum continuous out 
current capacity: 150 ma from 0-12 y.; 
ma from 12-24 y.; 300 ma from 24-38 
Maximum ripple at full load is only .005 
Fuse protects circuit in case of overl 


but pilot lamp remains lit if fuse does bk SS 
In gray wrinkle steel case. 5x4x5 yy". 1120 
solder. For 105-125 y., 60 cycle AC. Sky 565.1 
wt., 41% lbs, 

83 F 968. Only $2 Down, NET.....19.§ A 


MODEL 1020. As above, but factory-wi 
83 F 969. $2 Down, NET 7 


MODEL 145A-K SIGNAL TRACER KE 
For trouble-shooting any radio or TV 
Quickly checks IF, RF, video and aw 
circuits, Features: built-in speaker, aw 
amplifier with volume control; noise loca 
circuit. May be used with scope or VTV 
for yisual tracing. With probes. Lesg sold 
TY ExSHe"x5V4_". For 105-125 v., 60 
AC. Shpg. wt., 7 Ibs, 

83 F 158. $2 Down. NET ..........19,9 


MODEL 145. As above, but factory-wired. 
84 F 385. $2 Down. NET 268 


MODEL 352-K BAR GENERATOR 


For adjusting vertical and horizontal li 
arity. Produces 16 vertical and 12 b 
izontal bars (number of bars is adj 
able). Video carrier oscillator is tuna! 
over channels 2-6. 3-way antenna clip. 
solder. 714x5x414”, For 105-125 Ve 
cycle AC. Shpg. wt., 4 Ibs. 

83 F 178. NET 1A 


MODEL 352. As above, but factory-wire 
84 F 651. $2 Down. NET .......... 19.9 


MODEL 710-K GRID-DIP METER KIT 


Exceptionally versatile, compact grid-@ 
meter. Operates as oscillating detector 
wavemeter; covers 400 ke to 250 mc is 
overlapping ranges. Use this rugged dey 
to determine frequencies of other oscillat 
or tuned circuits; pre-tune and neutra 
transmitters; adjust antennas, traps, filte: 
peak IF’s; etc. Has sensitivity con 
Phone jack to facilitate “zero beat” liste 
ing. Features precision 500 na meter mo 
ment, 1.7 planetary drive, color-coded, pl 
in coils, illuminated scale. Brushed aluz 
num panel. Less solder. For operation f 

110-120 y., 60 cycle AC. 2Y4x2%ex674”. Shp 
wt., 3 Ibs. 

87 F 352. $2 Down. NET ....... 


MODEL 710. As above, but factory-wired. 
87 F 353. $2 Down. NET .........49. 


SQN 
Wit 


metal 


1120 


MODEL 1140-K RESISTANCE- 
CAPACITANCE BOX KIT 


y versatile combination of Models 
and 1120-K substitution units. 
development of differentiating, inte- 
and other wave-shaping R-C_net- 
See descriptions of the 1100-K and 
r aT ana ices solder and 
Wexo 6x26 - ty 8. 
MMRLEF Pit. 50 con. Sos 13.95 


= 1140. As above, but factory-wired. 
B51. $2 Down. NET........... 19.95 


MODEL 1120-K CAPACITOR 
SUBSTITUTION BOX KIT 


to permit rapid substitution of a 
geof EIA capacitances from 
0.22 mfd. in 18 steps. +10% 
ey. Employs both ceramic and mold- 
acitors—most rated 600v., others 
Gas 5-way binding posts. 34x6%x3". 
ter and leads. Shpg. wt., 2 Ibs. 


SR Re eet SI) 


1120. As above,but factory- wired. 
Bre 9.95 


JPPLY KI 


1d DC po 
continue 


10us outs 
0-12 vy. 


—_ 


1100 


MODEL 1100-K RESISTANCE 
SUBSTITUTION BOX KIT 


Enables rapid substitution of resistances. 
Provides all the resistance values that are 
multiples of ten of 15, 22, 33, 47, 68, and 
100 ohms, in the range of 15 ohms to 10 
megs. 36 EIA 1-watt 10% resistors. 5-way 
binding posts. 334x614x3%". Less solder, 
leads. Shpg. wt., 2 Ibs. 


SSF AP OENE His tem teeny ess S95 
MODEL 1100. As above, but factory-wired. 
B4-F 652: NET... canis. Va neisap othe 9.95 


MODEL 1171-K RESISTANCE 
DECADE BOX KIT 
Supplies resistance values from 0 to 99,999 
ohms in 1-ohm steps with 44% accuracy. 
Uses 144% 1-watt resistors. Five 10-position 
switches. Comparator position and binding 
posts for instant substitution of actual 
equivalent component. Steel case, 3144x12x 
3”. Less solder, leads. Wt., 3 Ibs. 


83 F 165. $2 Down. NET.........-. 19.95 
MODEL 1171. As above, but factory-wired. 
84F 388. $2 Down. NET..........- 24.95 


Fico and Other Selected Test Equipment | 


POPULAR EICO TEST EQUIPMENT 


1180 


MODEL 950-K RESISTANCE- 


CAPACITANCE BRIDGE KIT 
Combines an R-C bridge and R-C-L com- 
parator. Measures (in 4 ranges) resistors 
from 0.5 ohm to 500 megs. and capacitors 
from 10 mmf to 5000 mfd. .05 to 20 com- 
parator range. ‘‘Magic eye”’ null indicator. 
Continuously variable 0-500 v. DC source 
for checking capacitors at rated voltage. 
Tests capacitors for shorts, leakage and, in 
the case of electrolytics, measures power 
factor. With parts, instructions. Less solder, 
leads. 10x8x434”. For 105-125 v., 60 cycle 
AC. Shpg. wt., 10 Ibs. 

83 F164. $2 Down. NET........- 19.95 
MODEL 950. As above, but factory-wired. 
84 F 387. $2 Down. NET......++-+ 29.95 
MODEL 1180-K DECADE 
CAPACITOR BOX KIT 
100 mmf to .111 mfd in 100-mmf steps. 
350 WVDC. 1% micas. Positive detent 
ceramic switches. 7 mmf zero, 9x34x3 Wy". 
Less solder, leads. Shpg. wt., 3 Ibs. 
83°F 183. NET......0+.4.4 ne 
MODEL 1180, As above, but factory-wired. 
84 F 656. $2 Down. NET........++ 19.9 


5D AC VOLTAGE TESTER 


& AC line-voltage test- 

mg male plug fits con- 
sal outlets. 90° swivel 
permits easier reading 
gle. Range, 0-150 v. 
damped movement. 
= 5% of full scale. 
ase. 8 02. 


$26. NET....... 3.38 
iG BATTERY TESTERS 


rt battery test- 
= watch-type nickel 
d cases. Durable 
socurate—extremely 
eal for the service 


an 


ATOR Correctly a Nir 
With lead. 24% 

ontal | : r 

d 12 b . Wt., 6 02. 


is adju For Batteries 
fs. tuna | Type | Scales or TB NET 
a clip, WA |0-z50v | tuV | 45V (2.35 
25 v., | 3a |o-2-100v| 1%v | gov |2.50 
39a | 0-2-150V | 1%4V | 90, 135V|2.50 
14.9 40A | 0-10-150V| 4%, 6, 
es 74, W! 90, 135V/2.65 
tory-wire | 24 | 0-35A No.6 Dry Cells |1.96 
19.5 34c | 0-50V | ..... 45V |2:28 
iv DS 45 | 0-35A, 
pe 0-50V' | No.6 | 45V_ |2.94 
I 31A—FOR HEARING-AID BATTERIES. 


t grid-d 
letector 
0 mc in 
ged devi 
oscillate 
neutrali 
ips, filter 
y cont: 


221%, 30 or 45-v. “B” and 14%-v. “A 
Scales: 0-50 v., 0-2 v. With plug 

= 
031. 
UNIVERSAL METER CASE 


Be with 2” or 3” 
. Front panel 


vf -_ meter; knock- 
3 “ee enlarges hole 
wie pl a 3” meter. Has 
cy ae e back and bot- 

a ettached with 2 
7". Shp * Red multi-pur- 


finding posts take 
phone tips, have 
ea jack in head. 
x2” without posts. Wt., 1% Ib. 

| RTE ees sees 149 


29.9 
/-wired. 


499, 


PRECISION 202 SIGNAL TRACER 


® Speeds 
Radio-TV 
Servicing 


© Checks All 
Stages 


@ Built-In 
Speaker 


Aural-visual tracer. 3-stage preamp has 
cascode circuit with feedback; additional 
voltage gain of 400 for scope or VTVM; 
flat, 2 cps to 300 ke to scope output or 
“Magic Eye.’’ Noise test with applied 
breakdown voltage. Wattmeter, 25-300 
watts. With audio probe, less RF probe. 
7Y%x10%4x6 V4”. For operation from 110-120 
y., 60-cycle AC, Shpg. wt., 11 Ibs. 


84 FX 197. $2 Down. NET....... 36.75 
MODEL B 300-MC RF PROBE. 1 lb. 
SPE 258, ME Lo. fo vec vie eb Paes 7.35 


WESTON 980 MARK I! ANALYZER 
© Single-Knob Control 
® Break-Proof Case 


Top-quality, 20,000 ohm 
per volt VOM featuring 
single-knob, function- 
range selector; magnetic 
and electrostatic shield- 
ing. Accuracy is 2% on 
DC; 3% on AC. Scale 
length, 4.63”. Ranges: 
DC and AC volts, 0-1.6- 
8-40-160-400-1600; DC 
current, 0-80 wa and 0-1.6-8-80-800 ma; 
resistance, 0-1000-10,000-100,000 ohms and 
0-1-10 megs—center scale 25. Reads db 
from —15 to +54 in 6 ranges. Has fused 
resistance ranges and transit switch that 
damps movement. Supplied complete with 
ive beg Less be Poa case size, 7%6x 
4x3”, Shpg. wt., Se 

87 F 427. $2 Down. NET......+++ 49.50 
MODEL 177-977 COVER AND STAND. Meter 
cover with 4-way meter stand. For use with 
above. Shpg. wt., 1 1b. 

87 F428. NET. onc ieee S30 


CONANT INSTRUMENT RECTIFIERS 


Max. AC input, all units, 5 volts. Series 
500: Up to 100 ma max. 60 ma DC forward. 
Reverse v., 2.25 v. DC. Response, 0-1 mc. 
Dia., .500”, with .166” center hole. .038” 
thick. Copper oxide with 24K gold contacts. 
3” leads. 6-32 Phillips head mtg. screw. 
Series 160: For up to 10 ma max. 10 ma DC 


Av. 

Stock ‘ Body |No. of NET 

No. ype) Series Color | Terms. Ona EACH 
68 F O41|M 500 |Yellow| 4 | 100 | 2.06 
68 F 043)HS 500 |Black| 3 50 | 1.50 
68 F 047\T 500 |Red 3 50 | 1.50 
68 F 042/H 500 {Green| 2 50 | 1.18 
68 F 040\B 160 |Yellow| 4 10 | 2.06 
68F 044\BHS | 160 [Black | 3 5 |1.50 
68 F 046|BT 160 |Red 3 5 | 1.50 
68 F 037|BH 160 |Green 2 5 {1.18 
68 F 038\B-C | 160-C |Yellow| 4 10 | 2.06 
68 F 045|BHS-C| 160-C [Black | 3 5 | 1.50 
68 F 048|BT-C | 160-C |Red 3 5 |1.50 
68 F 049'BH-C | 160-C |Green! 2 5 11.18 


Let Allied Fill Your Test Equipment Needs 


forward. Reverse voltage, 2.25 v. DC. Re- 
sponse, 0-75 mc. Dia., .166”; .038” thick. 
Copper oxide with 24K gold contacts, 3 
leads, 2 holes for No. 2 mtg. screws. Sealed 
in housing with polystyrene base. Series 
160-C: Same as Series 160 except housed in 
welded brass case. Av. shpg. wt., 5 02. 


Yellow Green 


Internal Circuit Diagrams 


INSTRUMENT RECTIFIERS. Handbook by H. B. 
Conant. Graphs, curves, other data. 
37 K 170, Postpaid in U.S.A........ I5e 
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” ” 
22",3% 

of full scale. DC meters have D’Arson 
le all-metal bridges. 
assure highly depend: 
1. Have molded zero 
ll parts are heat-treate 
ustproofed. Black bak 
d Model N. 


Accuracy within 2% 
coil movements, 
alloy steel pivots 
finished in white ename 
ceramic pointer stops. A 
stresses. Steel part 
1% lbs. When ordering, 
Depth column 4 


include Range an 


ter depth behin: 


DC MILLIAMMETERS 


Meters 
MW Selection of DC ROUND FLUSH MOUNTING 


METER DIMENSIONS 


Mone Flange *Depth 


Type and AC 


lron- Vane Type 
Quality Meters 


RECTANGULAR FLUSH MOUN’ 
Dia’ |tDenth) 


Jeweled bearing: 
tal dial faces, 


~~ J 


Front Depth 


able service. Me 
-adjusters an 
d to eliminate strains and 
elite cases. Av. shpg. wt., 
‘o. *In table at right, 
d panel less terminals. 


2a" 
Va" 


AC VOLTMETERS 


uencies from 25 to 133 cycles. With external wire- 
series resistors. 


CL LL) bak deh obe! 


o 
o 
n" 
Ded 
oO 


coe 
oo 
o 
o 


o 
o 
n" 
nN 
wi 


pwW|y—Ov!- 


o}Ooo00|00°o 


DARD) HAN! OD 
“1717\ 1717) 71 
NNVNN|NNN|N 
WW pw] WW) 


1000 OHMS PER VOLT— 
Economical units. 
+Have external resistors. 


NET 3217 NET 0 
EACH |312” Rnd.| EACH 4" Rect.| EACH 
66 F 100 

BE oo Ste 

66 F 152 9.90 66 F 102 10.50 

66 F 153 66 F 103 

66 F 154 66 F 104 

66 F 155 66 F 105 

66 F 156 66 F 106 

66 F 166 66 F 116 

eerise| | Se 18% 

66 F 159 66 F 109 

teF 160 10-30 | ee F110 10.90 

66 F 161 66F iI1 

66 F 167 66 F 117 

66 F 162 66 F 112 

66 F 163 66 F113 

66 F 164 66 F 114 


WU) Ur 
Onog|u 

DADAM | HAO | OO! 
DAD AXRD) ODO 
TATA) AAT) AA 
NNNN|NNN| NNN 
co-— 
ONOD|UhW\N— 
DAROD| PHO) 


AC MILLIAMME 


.| EACH 3Y" Rnd. 


ONOM|UsW\IN— 


DC VOLTMETERS 


WITH CARBON, FILM-TYPE RESIST 
For use where high humidity is not enco 
Specify Range and Model No. when ordering. 


WUT 


| 


NET 321T NET 
.| EACH 34," Rnd. 


EAGH |4%4" Rect. 


DANDX| ONE 
DATA! TAO 
ann aa 


UII 


DC MILLIVOLTMETERS 


DC MICROAMMETERS 


66 F 963 66 F 983 
66 F 964 66 F 984 
a 
ee F907 | 10-70 lee F 967 11.20 lee F987 
66 F 908 | . 66 F 968 66 F 988 
66 F 909 66 F 969 66 F 989 
66 F910 66 F 970 66 F 990 
66 F 91 66 F 971 66 F 991 
66F 9 66 F 972 66 F 992 
66 F 3121) 11.20 lee F 973 | 11.80 lee F 993 
at EERIE oo RE Esa 
66 F 3121\ 13.30 lee F 9761| 13.90 Jeg F 996) 
66 F 9 66 F 977} 97t 
66 F 91 66 F 978t 


NE 
EAC 


moisture-resistant, vacuum 
nd Model No. when ordering. 


1000 OHMS PER VOLT—WITH WIRE-WOUND MULTIPLIER RE: 
-sealed, wire-wound resistors. 


TYPE 361 WATTMETERS 


nstrument. Useful as an appliance § 


Electrodynamometer-type i 
meter. Have 2% accuracy for either D 


wattmeter, voltmeter or am) 


N 321T NET 
EACH |3%4" Rnd.| EACH 
erat 
10.70 | 66 F425 | I1.20 
66 F 420 
66 F427 
13.10 | €e F428 | 13.60 


single-phase AC to 133 cps. 344” diameter flange. Barrel diameter, 


113.60 | &8 £437 | 14.20 


16.60 | 66 F 4221 17.20 


0-150 


p to and including 50 am) 


Self-contained u 
ave switchboard type 


millivolts) and up h 


DC AMMETERS 


ps. Meters for 100 amps (50 
shunts, 5-ft. leads. 


VOLUME UNIT METERS 


d for use in radi 
m audio lines. 
scale. Steady 


t meters. Recommende 
d for use with 600-oh: 
Also have 0-100% 
dance, 3900 ohms, Zero adjus 


Highly accurate volume uni 
television stations. Designe 
scale; —20 to +3 volume units. 
reference, 1 mw. Internal impe 


DECIBEL METERS 


NET 321T NET 

_EACH 344" Rnd.| EACH 

9.90 | 66F 440 | 10.50 

66 F511 | 10.70 | 66 F 44) 11.20 
66 F512)| 10.70 | 66 F 442 11.20 | 66 F 462 | 12.30 
66 F513 10.70 | 66 F 560 11.20 | 66 F 465 | 12.30 
66F514| 10.70 | 66 F 443 11.20 | 66 F 463 | 12.30 
66 F515| 10.70 | 66 F 56! 11.20 | 66 F466 | 12.30 
66 F517| 10.70 | 66 F 562 11.20 | 66 F 467 | 12.30 
66 F518 | 18.40 | 66 F 5635 18.90 | 66 F 468 | 20.00 
66 F519| 18.40 | 66 F 564 18.90 | 66 F 469 | 20.00 
66 F520 | 19.90 | 66 F 565 20:40 | 66 F 458 | 21.50 
66 F521 | 24.80 | 66 F 566!) 25.30 | 66 F 459 | 26.40 

AC AMMETERS 
NET 331S NET 


laboratory, etc. Ace 
level is 6 milliwatts. 


decibel meters. For use in shop, 


within 5%. Range +6 to — 10 db. Refe: 


ce of 5000 ohms. Zero dbe 
00 ohm lines. 


standard decibel meter internal 
1.73 v. Calibrated for use with 5 


NET 
EAC 


240 


METER DIMENSIONS 
Body Dia. |Body Depth|Scale Lath. 


| Flange 


RECTANGULAR PANE 


Superior-quality panel meters excellent for 
transmitters, communications and test equi) 


use in = 
pment, 


Simpson Panel Meters 


L METERS 


: 3.12x3.00° 2.75" 1.36" 2.56" Ham gear, etc. AC types have iron-vane movement. 
: 4.20x4.66" 2.75" 1.00° 3.91" DC types have the famous D’Arsonval full-bridge 
“a 3.12x3.00" 2.75" 1.36" 2.56" movement. All meters have recessed zero adjust- 
/ 4.20x4.66" 2.75" 1.00" 3.91" ments and rectangular cases. Spade-type pointers 
| 3.12x3.00' 2.75 1.36 2.56 move through a scale arc of 100°. All have +2% 
| 4.20x4.66" 2 1.00" 3.91" accuracy, except VU and rectifier-type, +=5%. Pol- 
| 3.12x3.00" 2.75" 1.45" 2.56" ished, shoes tpgunted Sevesls, Blade pari cases. | = 
4.20x4.66" 75" 09" 3.91" With mtg. w., template. an > ammeters Ze 
} ete, ee fe 3.91" over 0-50 supplied less the external shunts (DC) 22" & 3/2” 4Y2" 
: 7 7 7 7 or current transformers (AC) necessary to use 
: Aes Sate Race ve tneter on the listed range. Write for price and deliv- Rectangular Rectangular 
304x425" oe a . 88 ery information on these shunts and transformers Met Met 
2372 37° xis aoe oe 1 ib. Include Range and Mode No. on all orders. eter eter 


AC MILLIAMMETERS 


DC MILLIAMMETERS 


Model 157| NET Model 57 | NET Model 59 NET Rimes Model 127; NET Model 27 NET Model 29 NET 
EACH] 314” Rect. | EACH] 412” Rect. EACH 9°} 214" Rect.| EACH]312" Rect. EACH|414” Rect.|. EACH 
67 F 022 67 F 565 67 F 465 Ot 68 FSl7 67 F 520 67 F 420 
67 F023 67 F 566 67 F468 |19.93 | oS | esk 819 67 F045 67 F 449 
ot 87 F 023 |10.44| eF & ser |I1.02| 67 F 467 |I3. 0-3 68 F 82! 9| 88 £ 39° | 1.61 | 8 F 80! 19 79 
3 er ees TEs o7 F 46s Bt, | 8 Fase ("-02] ere eh |” | 7 ease | 
1 AC VOLTMETERS 0-15 68 F 827 67 F 530 67 F 430 
2 zal Suan 34 resistors a aleaneten on Model 157, 57 and 59 Ran ee ey oe E aon rE F423 | 
itmet i ts. by 
4 Es] ev Foss] | oT F558 | 67 F458 030 | 68 F831 111.76] 7 F551 2.20] 67 £43! 3.07 
Es 5 | 67 F027 67 F 550 67 F 450 A be Roeee BAe Gae, 
6 = | 2) F058 (10.5 8] 67 £559 | 11.32] 67 F 459 12.94 | _0-150_| 68 F 835 67. F532| ___—| 67 F 632) 
Q =| 67 F029 67 F 551 67 F451 | 9-200 | 68 F957 67 F526 67 F426 
= | 67 F030 | 10.58 | 67 F 552 | 11.32] 67 F 452 % 
8 67 F030 | 10-58 | oF F226 | tier | o7 F460 (2.94 | 9300 | 88 F835 1.76 eat 12.20 ae Cre 13.67 
67 F032 | 11.02 | 67 F 553 | 11.61 | 67 F 453 | Dee eeieos9 67 F B56 or Ease 
67 F033 | 11.76 | 67 F555 | 12.49| 67 F 455 | 13.67 
ef Be (i178 | Sr Eel | 28 Be eae |i. < YOLTMETERS 
2 67 F 036 16. (7 | 67 F 557 16.461 67 F 457 17:05 Approximate resistance: ie ee units are 1000 ohms per volt; 500 to 
6 AC AMMETERS 5000-v. units are 2000 ohms per volt. External multiplier resistors are 
4 furnished on Model 127 214", Model 27 34%” and Model 29 44%" DC 
é 67 F 037 67 F575 67 F475 voltmeters having a range of 1000 volts or more. Dimensions and scale 
7 ee eae 57 97 carr lengths are listed in table at top of page. 
03 68 F841 67 F515 67 F415 
SEEEORD 67 F 479 0-5 68 F843 | 1 o) | 82 F318 19.35 67 F416 |g Bg 
aa ag Be, | BE gee | W918 6300 12-95] 67 aga | 
of F oad |8: 68 Fei cis | Seres2 | 01 Se siz ho gal sede 
IFIER-TYPE AC VOLTMETERS—1000 OHMS PER VOLT | b-iuo | ee F653 N91 | 67 £318 12.35} 67 Fats 13.67 
BE [Heme | oe | pase [Ser ese ("| arr ans | 3a| eeas 
67 F 490 0300 leg Fas7 111.91] 67 F 305 12.39] 67 F 407 13.67 
67 F 491 0-300 | 68 F859 | 11-91] 67 F 508 67 F 408 
16.90 | 67F 492 | 18.67 0-500 | 68 F861_| 12.64] 67 F509 | 12.94) 67 F 409 | 14-11 
a pe OMIA IS ee Se 0-1 000 15.73] 67 F510 | 16.32| 67 F410 | 17.95 
p. 16.90 67 F 494 18.67 0-1500 | 67 F514 | 16.61| 67 F411 | 18.23 
‘ 67 F 496 3 0-2000 ‘| @7 F511 | 16.90] 7 F412 | 18.52 
497 0-3000 ‘| 67 F512 | 17 67 F413 | 19-11 
0-5000 67 F513 118 67 F 414 | 19.70 


VU METERS 
e level indicators for power amplifiers and broadcast equipment. 
level both in VU and percentage modulation. D’Arsonval move- 
Highly damped. VU scale A, —20 to +3. 3900-ohm internal im- 
Sece across 600-ohm lines (zero reference, 1 milliwatt). *}luminated 
254” deep). Av. shpg. wt., 1% Ibs. 


Lesegy Deas cart a | o 


Vel ROD 


Seeck No. | Model |NET EACH] Stock No. | Model |NET EACH 
hoa er F597 47 21.02 67 F599 | 142* 25.28 
hor Done 298 | 142 Pht Wee CAR Sf See Bart 


eter, 


MODEL 27 DC GALVANOMETERS 
Metde accurate indication of magnitude of small currents (in micro- 
. Dimensions are listed in table at top of this page. 


eek Scale pete Resistance Shieh ae 
wr F591 | 50-0-50 | 500-0-500 46 ohms 1 lb. 12.05 
= F 592 | 50-0-50 75-0-75 2000 ohms 1 Ib. 13.82 


MODEL 57ET ELAPSED TIME METERS 


Volt Type. Excellent for keeping life and 
Sermance records based on operating time. 
cates when scheduled maintenance and proof- 

‘ormance shut-downs are due. For panel 
esting. Has self-starting synchronous clock 
+. Counter indicates up to 9999.9 hours, 
automatically recycles back to 0. Matches 
son standard 3%” meters in appearance. 
ze size, 31/4x3"; body dia., 234”; body depth, 
* For operation from 120 volts, 60 cycle 


~. Shpg. wt., 2 lbs. 

DREGE eee L259 
Volt Type. As above, but for 240 volts, 60 cycle AC. 

147. NET 5 247288 


2a 
my , 


MODEL 79 WATTMETERS 

_contained, dynamometer-type. Movement employs sapphire jewels 

‘is air damped. Measure DC and single-phase AC power to 250 cps. 

snsions are listed at top of page. Shpg. wt., 1 Ib. 

Stoc Range— Max. 
No. Watts Amps 

0-75 

0-300 


db eg 


0-1500 
0-3000 _ 


TT HERE | | S22 333 lin ool Soe 

0-3 $8 Fes 111.76] 67 F537 \|2.20] 67 F 437 13.52 

0-5 68 F 871 67 F 53 67 F 438 

vig [seF872 || F882 |i ool SF Fast hao 

Ors | 68 F852 | 11.76] 67 £540 |12.20] 67 & 440 13.52 

050 | 68 F879 67 F 542 67 F 442 

Gieo | es Fes! 68 F 803 €8 F 806 

0-100 | 68 F 88> | 11.32] 68 F804 | 11.76) 68 F 807 13.23 
F 883 68 F 963 68 F 964 


> 
y 
3 
S 
o 
@ 


DC MICROAMMETERS 


Model 27 NET Model 29 NET 

Range 31%” Rect EACH 4%" Rect. EACH 
0-15 68 F 808 21.61 68 F 809 23.67 
0-25 67 F 544 19.26 67 F 444 21.31 
0-50 67 F 545 16.32 67 F 445 17.64 
0-100 67 F 546 14.26 67 F 446 16.02 
0-200 67 F 547 12.79 67 F 447 14.26 
0-500. | 67 F 548 12.20 67 F 448 13.67 
25-0-25 67 F 684 16.45 67 F 691 17.79 
50-0-50 67 F 685 14:41 67 F 692 16.27 
100-0-100 ] 67 F 686 12.94 67 F 693 14.55 
500-0-500 | 67 F 687 11.76 67 F 694 12.94 

RF AMMETERS (INTERNAL THERMOCOUPLE TYPE) 


For measuring RF currents © 
quency range, 10 cps to 40 
scale) to .039 ohms (0-5 sca! 


f commercial and Ham transm 


itters. Free 


Be Sure to Include Range and Model No. on Meter Orders 


mc. Impedance varies from .205 ohms (0-1 
le). Dimensions are at top of page. 

ET Model 39 NET 
EACH 4" Rect. | EACH 
err a8e 
13.82 16.02 


S9 


pu 


Selected Meters and Accessories 


NEW! RUSTRAK MINIATURIZED CHART RECORDER 


® Automatic; No Manpower Required for Periodic Checks 
© Free Swinging Pointer for Maximum Accuracy 


saci “WIDE-VUE”" 
PANEL METE 


e Modern Styli 
® Up to 31 Days of Recording on One Chart L Scal 
r 
A professional chart recorder at an unusually low price. Provides SS <c 
continuous record of current, line voltage, receiver drift, field Feature longer sa 
strength, weather information, etc. Records current from 0-1 than convent Bande I 
milliamperes DC, every 2 seconds, at 1” per hour. May also be meters for wide- Gaiden 
used with VTVM circuit for voltage recording. Up to 31 days of readability and & when - 
recording on one chart. Accuracy, 2% of full scale. Rated at 750 ble plastic covers Bmase oO 
volts maximum. Meter internal resistance, 100 ohms. Size, 54x- maximum prot Specify 
35%x44". With one 63-ft. chart (Style A, 50 divisions) and de- to face. All DC meters except 0-25, 0-50 
tachable Jportable connector. Synchronous motor operates microammeters have “‘self-shielded”’ core 
from 115 v., 60 cycle AC. Shpg. wt. 5 Ibs. net meter movement—unafiected by steel 
BIE 49.6.,.45 Down METS. shane das cases whe FPSO" ae or wrodaity toatagietic hale: O-am 
87 F 490, 0-100 DC Ma Type. Similar to above. NET 84.00 | DC a ae ae bas tee 
87 F 493. Access Window Type. 0-1 DC ma recorder with za venienty Both ee alibeated fie: Ain, 
““flip-open"’ window for chart notation. 5 Ibs. NET...... 84.50 magnetic panels. 314” meters have 3%" s wpe SR 
J 87 F 494, 0.5-0-0.5 OC. Ma Recorder. With chart and con- 414” meters have 3'%." scale. Polished ecifica 
; Hector Shpg.wt., She? NET. :. 05, 3.63 Cole v oa sa'ee'e cod 84.50 — mounted Lay toa Size of i a 
87 F 495, 0-150 Volts oa Recorder. With chart, connector. 4 siuare ange; body diameter, . 
: Response to 500 cps. 5 Ibs. NET......-....0. 00-0 -0- 69,95.) dently Abt Size of 7a ancterey ae ’; GB 
87 FF 497. Interchangeable Gear Train Units. For above fonts en Accuracy 2%, With mo’ Type 
recorders. Speeds: 1, 2, 3, 6, 10, 15, 30 inches per hour. Specify hardware and template. Av. shpg. wt., f 
speed when ordering. Shpg. wt., 3 oz. NET.............. 5.00 DC VOLTMETERS 
87 F 498, Style A Chart Paper (60 divisions). 63-ft. roll. ~ 
Portable, Compact— Ps Wig Rime? MON Wa. ors cans CES 4 vase Lie vie ios x ne wvnre 2.25 Model 1327C—3%" _—._| Model 1329C—4¥6 
Fits In Your Hand] 87 F 499.Style B Chart Paper (76 divisions). 63-ft. roll. For Stock No. EACH Range Stock No. 
ecale readings divisible by three. Shpg. wt., 4 oz. NET...2.25 aed 1 Oke 
3.52 0-45 
' EMICO PANEL METERS “0-100 
. }-150 
Rugged, reliable panel meters housed in black enamel 13.52 aes 
steel cases. Designed for satisfactory performance 0-300 
under severe conditions. DC types have “‘Hi-Tork’”’ 
magnetic movements; AC meters are of the moving- Dc M 
iron type. Have screw terminal binding posts and lugs oF 01 
for soldered connections. Accurate to well within 5%. 6 F 
Case-calibrated—accuracy unaffected by magnetic x4 F 12.79 z 
panels. Model NF-2C (round): flange, 24%"; overall 6 
SSE i, Z depth, 1%”. Model RF-2C (square): flange, 2%"; | 68F 
~ = overall depth, 1%”. With mounting bracket. Both 68 F 13 08 
models fit in 24¢6"-dia. hole. Av. shpg. wt., 9 oz. 68 F . - 
NF-2C RF-2C 67F aaa 2 
DC MILLIAMMETERS AC VOLTMETERS De RenETERe > 4M 07 
Model NF-2C Model RF-2C Model NF-2C Model RF-2C Se iee ber lea Ss 
Range |StockNo.| EACH|StockNo.| EACH Range |StockNo.| EACH|StockNo.| EACH 68 F 168 12.94 68 8 
“O01  ~—*|67 F 609| 3.63 [67 F 614| 3.67 0-15 |67 F 665| 2.99 |67 F 670] 3.09 
: 0-5 68 F970] 2.30 68 F971] 2.35 0-50 |68 F978] 2.99 |68 F979] 3.09 68 F i71 68 9 
‘ 0-10 67 F 600) 2.16 |67 F 615) 2.20 0-150 |67 F 666) 3.53 [67 F 671) 3.63 
= 2 0-300 167 F 667 12 167 F 672/ 4.16 
0-20 67 F 601 67 F 616 68F 1911 19.26 | 0-25 
f 0-30 67 F 602 67 F617 g | 0 
050 67 F 603| 1.86 J67 F 618] 1.96 DC VOLTMETERS SSE peditesce:| Gene 
iso ler F605| ler Fezoj— | S83 ler esi] 1 on [er Ese oF 13a) 19:85 [5000 | CaF 
0-200 |67 F 606 67 F 621 0-10 |67 F 632| 1.86 |e7 F 637] 1.96 ee eee 
0-300 {67 F 607| 1.86 [67 F 622) 1.96 0-30 [68 F 980 F981 AC VOLTMETERS 
2 0500 |67F608' 167 F 623 : 68 F 982 68 F 983 Model 1957314" j Model 13594" 
DC AMMETERS AC AMMETERS Stock No. | NETEA.| Range | Stock No. | NET 
, O1 68 F 972 68 F 973 0-1 68 F 984) 68 F 985 68F 154| 13.23 | 0-150 | 68F 162] | 
ae $8 ers 68 Fore Os 67 F 646 2.99]67 F 648 3 09 68F 156! 13.23 | 0-300 | 68 F 164 
“ 0-1 67 F 647) 67 F 649] ~* 
EBS lebecss) /86 lee ears) 196 : Sa 
= 68F 167) 11.76 | 0-5 
20-0-20 |67 F 652 67 F 658 AC MILLIAMMETERS 68F 169) 1 76 0-10 
30-0-30 |67 F 653 67 F 659 0-500 |67 F 640| 2.99 167 F 643) 3.09 68 F 172! 12.20 | 0-50 
TRIPLETT UNIMETERS—WITH INTERCHANGEABLE RANGES 
Precision meters for demonstration and easy visibil- 
Dial 7 ty ity. Valuable for research laboratories, schools, indus- DIAL COMPONENT UNITS 
Component Ls trial stockrooms, experimenter’s workshops, electrical Expertly-designed voltmeter and ammeter ra 
ada v hobbyists, electricians. Only one meter movement Slide easily into basic movements (left). A © 
Sections ri plus choice of interchangeable face plates covers a turn of the self-contained locking screw assen 
Se wide variety of meter ranges. Big meter selection at meter—in just 10 seconds. Instant conversion 
- Sai low cost—two basic movements for all ranges. Have a exact range wanted. For use with 0-1 DC maB 
Interchangeable— 1 complete line of DC voltmeters, multivoltmeters, Movement except “for 0-50 DC ua move 
D fal Units f - microammeters, milliammeters, ammeters, rectifier Shpg. wt., 2 oz. When ordering, specify 
. types for AC volts. Basle so0 vemiene au ui 3 range, size and Stock No. 
4 Ss i ponent sections are individually calibrated to < 
ae, ‘ RANGES 
aes? BASIC MOVEMENTS 


0-1 DC MA BASIC MOVEMENT. Top-quality, 
D’Arsonval movement, self-shielded and dustproof. 
Can be used without special calibration on either 
magnetic or non-magnetic panels. 

0-50 DC nA BASIC MOVEMENT. Extremely sen- 
sitive movement. Similar to above but designed for 
use with *micro-range Dial Components (right). No 
soldering or wiring required. 


Components Slide Av. shpg. wt., 12 Ibs. 


‘ Into Place Stock No.| Model| Size | Movement NET 

| 87 F 336 | 327U 3” | 0-1 DC ma | 11.0 

| Seletion «=F Gat | Gu | & | SoBe me | 158 
ua . 

an 87 F 441 | 420U a” | 050 DC wa | 17.0 


For taboratory or test bench. Holds panel 434x6" base. Shpg. wt., 1% Ibe. 
and unimeters at correct reading angle. Size: 87 F 443, NET...... veedecuecven ec 00 


0-300 DC MA_| 0-15 DC Ammeter |" 


34" 1% 
Stock No. Values Stock No. Values 


0-1 DC MA 0-500 DC MA 0-25 DC Am 
0-5 DC MA 0-10 DC Volts 0-50 DC Ai 
0-10 DC MA 0-25 DC Volts 0-10 AC Volts 
0-15 DC MA 0-50 DC Volts 0-150 AC Volts 
0-25 DC MA 0-150 DC Volts 0-300 AC Volts 
0-50 DC MA 0-300 DC Volts 0-50 DC ya® 


0-100 DC MA 0-500 DC Volts 0-100 DC pa* 
0-150 DC MA 0-1 DC Ammeter | 0-200 DC pa® 
0-200 DC MA 0-5 DC Ammeter } 0-500 DC pa® 
0-250 DC MA 0-10 DC Ammeter 


i¢) 

[e} = 

0 87 FF 337) 0-1—0-500 DC ma |87 FF 437| 0-1—0-500 De 

[) 87 FF 338) 0-10—0-500 DC v. [87 FF 438) 0-10—0-500 Df 
87 FF 339) 6-1—0-50 DC amps |87 FF 439) 0-1—0-50 DC 


MODEL 234 METER STAND SyEF aaz| 6-60-"D s00 DG pate) FE 440 6-600 bon am 
NET. BAGHOY chcssncenceoeteaeeel ola 


| 160 Be Sure to Specify Stock No., Range and Model No. on Meter Orders 


-VUE" 
LM 
Jern S 
yer Sce 


e longer 
convent) 


| for wid Gendy Resistor Color Code 


ility and Geide—F REE with the pur- 
istic cove <Sase of 20 or more resistors, 


um pro} Specify Stock No, 2M770. 
0-25, 0- f 

led"’ core 

d by steet 

Ids, 0-25 


GBT-2 GBT-1 SR-2 BW-12 BW.1 


“GBT, SR AND BW 10% INSULATED TYPES - 
SR and GBT Fixed Composition. Exceed MIL-R-11 Type BW Fixed Wire-Wound (Low Power). 


Withstand 


S-ifications. Withstand 50-100% overloads for short 50% to 100% overloads with little or no resistance 
i GBT—‘, 25x change. Have standard EIA (RET MA) color coding: 


sods. EIA (RETMA) coded. Sizes: ) 
* GBT-1, Y%ex7Za"; SR, "exe. Figure after hyphen Sizes: BW-%, Sexe"; BW-1, 1%x%s"; BW-2, 1%x 


Type No. indicates wattage rating. 24". Figure in Type No. indicates wattage rating. 
10% EIA (RETMA) VALUES—SPECIFY RESISTANCE WANTED 


Ohms Ohms Ohms Ohms Ohms Ohms Ohms Ohms 
1.2 120 560 2700 12,000 56,000 0.27 meg 
15 150 680 3300 15,000 68,000 0.33 meg 
1.8 180 820 3900 18,000 82,000 0.39 meg 
2.2 220 | ___ 1000 4700 22,000 0.1 meg | 0.47 meg_ 
3.7 270 1200 5600 27,000 0.12 meg | 0.56 meg 
3.3 330 1500 6800 33,000 0.15 meg 0.68 meg 
3.9 390 1800 8200 39,000 0.18 meg 0.82 meg 
4.7 470 2200 10,000 47,000 0.22 meg 1.0 meg 
TYPE GBT, SR 10% FIXED COMPOSITION TYPE BW 10% FIXED WIRE-WOUND (Low Power) 
Stock Mfr's MIL Val NET EACH Stock Mfr's AIL Values __NET EACH _ 
No. Type Equiv. ae 1-9 |10-99 No. Type | Equiv. | (See Chart Above) | 1-9 [10-99 
wM000| GBT-% | RC20 | 102to 22 megs | 12¢ | 9c TMM 061 | BW-% | RU-3| 0.27 to 8.20 ans i 
c ¢c 


“MM 020| GBT-1 | RC32 | 102to22 megs | 18c lic | 1 MMO060 | BW-14 | RU-3 | 10 to 820 2 
7 M070 | SR-2 RC42 | 10Qto 22 megs | 24¢ | 19¢ 1 MMO80 | BW-i | RU-4| 0.47 to 47009 30c | 24c 


1MM100 | BW-2 | RU-6 | ito 8200 2 40c | 3lc 


GBT, SR AND BW 5% INSULATED TYPES 


pe GBT, SR Fixed Composition. Filament carbon 5% Type BW Fixed Wire-Wound (Low Power). Similar in ap- 
Sstors. For use in close tolerance circuits. EIA (RET- pearance to carbon resistors, but have double-width first 


A) color coding. Completely insulated. color band. Completely insulated. 
5% EIA (RETMA) VALUES—SPECIFY RESISTANCE WANTED 
Ohms Ohms 


Ohms Ohms Ohms Ohms Ohms Ohms Ohms 

1 %) 24 110 510 11,000 51,009 0.24 meg 5.1 meg 

2 -6 27 120 560 56,000 0.27 meg 5.6 meg 

3 (2 30 130 620 62,000 0.30 meg 6.2 meg 
5 =) 33 150 680 68,000 0.33 meg 
-6 5 36 160 | 750 75,000 0.36 meg 
8 “2 39 180 820 82,000 0.39 meg 
.0 oe 43 200 910 91,000 0.43 meg 
2 47 220 0.1 meg | 0.47 meg 
4 51 240 0.11 meg | 0.51 meg 
7 56 270 0.12 meg | 0.56 meg 
62 300 0.13 meg | 0.62 meg 
68 330 0.15 meg | 0.68 meg 
i! 360 0.16 meg | 0.75 meg 
82 390 0.18 meg | 0.82 meg 
0.20 meg | 0.91 meg 


eter ran 


: 3m 2000 3 
|) oes _1.0 : 22 100 470 ; 
TYPE BW 5% FIXED WIRE-WOUND (Low Power) 


nversion TYPE GBT, SR 5% FIXED COMPOSITION 


Stock Mfr's MIL Vet NET EACH Stock Mfr's MIL rds NET EACH 
No. Type Equiv. were 1-9 |10-99 No. Type Equiv. bbl 1-9 |10-99 


19¢ | 1 MM066| BW-% RU-3 | 0.240 to 9.12 48c |38c 
7MMO025| GBT-1 | RC32 | 102 to22 megs | 36c 28c | 1 MM065| BW-'% | RU-3 10g to 8202 30c | 24c 


1MM045| SR-2 RC42 | 10Q2to22 megs | 48c¢ | 37c 1MMO85| BW-1 RU-4 | 0.47Q@to51002 | 45¢ |35c 
1 MM 105], BW-2 RU-6 | 1.09 to 82002 | 606 1476 


MULTI-RANGE 10-WATT WIRE-WOUND RESISTORS . 

Type MR. Unique, new resistors combining 4 sep- vas Type 55 Power Resistor Assorimant® eomipleta 
arate 10-watt elements in a single, compact power resistor kit consisting of 10 Type MR 
unit. With instructions for connecting element multi-range resistors. Kit includes 2 of each 
leads to provide up to 47 different resistance Type MR resistor listed in the table at left. 
values within the ranges listed below. Shpg. Ideal for radio-T V servicemen, experimenters, 
wt., 3 oz. 2 per pkg. Amateurs, etc. 200 different resistance values 
can be obtained from these 10 multi-range 

KG YS units. Provides complete 10-watt coverage 
2 right at your fingertips—resistance values range all the way from 


7MM005| GBT-% | RC20 | 102to22 megs | 24¢ 


Stock No./Type Resistance Range PER 


™ Ban ao a vane non os Peouge AS ones i i 0.5 ohms to 50,000 ohms. Steatite housings provide excellent insu- 

M 582|MR3/47 values from 50 through 1500 ohms 118 lation. Supplied in convenient plastic box. Size, 1%4x5%4x3 4”. Shpg. 
S| M583|MR4/47 values from 500 through 15,000 ohms 1.18 wt., 1 Ib. 

“s Si M 584/MR5|12 values from 3000 through 50,0000hms_'_1-76 _ 31 M585. NET...... eS eae Nee 26:47 


Write, Phone or Wire for Prices on Resistors in Quantities of 100 or More 


"IRC Resistors 


Fixed 


@ Adjustable 


WIRE-WOUND POWER RESISTORS 


Highly-reliable, ‘‘Resisteg” coated power resistors. Toler- 
ances: fixed types, +5%; adjustable types, 10%. All ad- 
justable types—and fixed types of 25-watt rating or higher, 
are supplied with mtg. brackets. All types rated 100 watts 
or less have eyelets for screw mounting plus leads, except 
*leads only; types rated over 100 watts have eyelets only. 
Specify resistance and wattage when ordering. Av. shpg. wts., 
5 to 50-watt types, 4 oz.; others, 1 Ib. 


STOCK RANGES—SPECIFY RESISTANCE VALUES No Charge 
VALUES AVAILABLE IN OHMS for Cabinet ys < 
800 2000 5000 11K 20K 55K 9SK ng. 
1009 | 2300 | Tou | 12's | Ze | eee | 1ee | RESISTOR ASSORTMENTS 
1100 | 2750 | 7500 | 135K .| 30K | 70K | 150K ce Se uR Sve tere ares s CONIC: S.A 
1200 | 3000 | 8000 15K 35K 75K | 175K a Rov igtas : ’ : 
a nets. These space saving cabinets have 4 dra’ ia 
1258 $500 $500 16K 40K 80K Z00k d 28 rtments and are available witl 
17961 ieee’ | aoe |e ) Be | BE) Se) ee ee 
. 2 4S S 2 2 resistance vis isina “ty sarin ao pace - 
Prices are for resistors only—no charge 
FIXED POWER RESISTORS cabinets. 534x5"°4x1034". 3 
TYPE 1A—5-8 WATTS—=1x3/,” TYPE 4D—50 WATTS (cont.) METAL RESIST-O-CABINETS - 
tock No. Ohms EACH | Stock No. Ohms EACH Assortment No. 3A. 120 Z-watt rosie : 
1 MM 250/1 to 1000 except 650 52 MM 12K, 15K OK onl 1.35 follows: 7 each: 8200, 10K, 22K, 47K; 5 e 
1 MM 2511100 to 5K except 2750 -55 H MM 538 25K’ and 3h only 1:54 | 1K, 6800, 15K, 0.1 meg; 4 each: 100, 330, & 
1 MM 252|6K to 10K except 8500 -58 | | M226 {50K only 1:72 | 1500, 2200, 3300, 4700, 27K, 1.0 meg; 3 & 
pt Beale Game cee S88) | MARE [ERR oat 8S | seek N9 4 0g cae ace Sa 
c = M OOK onl: 13 2 each: 4.7, 10, 22, 68; 1 each: 15, 27, 33, | 
IMM 254|22.5K'* and 25K* only 268 |} woes Hse 2-13 | With Resist-O-Cabinet. 494 Ibs. 
TYPE 1%4A—10-12 WATTS—1 94x56” | M330 |150K only 2.70\ | 2776. /NET 0. 70... U3 oom = | 
270] to 1000 except 57 | | M331 |175K only 2.79 | Assortment No. 4A. 150 IRC %4-watt : 
1 MM 271/1100 to 5K except 2750 ‘61 | M332 |200K only 2.89 tors. $e: 1K, 47K, 0.1 meg, 0.27 meg, 471 
I ope 272/6K to 10K ‘70 | M333  |250K only 3.24 oe “tie ha hge meg, 22 
MM 11K to 20K .79 each: I ; = , 0.33 meg, 
{ MM 33 2.5K to 40K -83 TYPE 62E—100 WATTS—614x%” meg: 4 each: 100, 470, 150 ttt 
| MM 268/45K and 50K only .93 GSK. 3.3 meg; 3 each: 47, 220, 270, 10 x 
| MM 309/1, 2, 3, 4, 5, 10, 25, 50, 75, With Resist-O-Cabinet. Wt., 414 Ibs. 
TYPE 2C—20 WATTS—2x7;e” Her fiat 150 250, SOO | 777 MET Coser tues ccsece 7.4 
TMM 276 Bi gece toe 1 MM 310/1.5K, 2K 2.5K, 3K, 5K only| 1160 | Assortment No. SA. 125 IRC 1-watt resists 
450,600°. ° 3 . .68 | MM 311|7.5K and 10K only 1.73 7 each: 1K, 10K, 27K, 47K, 0.1 meg, 0.27 m 
1 MM 279]1200'to 5K 170 | MM 235/15K and 20K only 1.87 0.47 meg, 1.0 meg; 5 each: aay cee - 
H MM Sei [12.86 1 soe eet ee “83 | 1 MM 236/25K, 30K, 40K only 2.13 390,970, 470 1300 $06 3300, ‘iSK’ 0.15 2 
Beet ra te 20K yt ehged ae Prose ros on 00k only 3-2! | 0.22 meg, 2.2' meg, 4.7 meg. With metal Re 
»1/. an . only “ UCabtrat: Biss ; 
PIM 282)25K to 40K 1:22 | L239 100K only 2:75 | M778. NERS te 
to > 
Ff YH ™—8 yr Combination Assortment No. 6A. Ce 
| ob at En ae TYPE 84H—160-175 WAT ’xlh plete resistor stock for AM, FM and TV in 
” 1 MM 385}1, 2, 3, 4,5, 10, 25, 50, 75, handy cabinet. 139 IRC insulated and Ty 
TYPE 2D—25 WATTS—2x%6" 100, 125; 150, 250, $00, 1000| 2,28 | DCF resistors. }4-Watt. 4 each: 1000, 4 
TMM 203/1, 2, 3, 4,5, 10, 15, 25, 50, | MM 386/1.5K, 2K’ 2.5K, 3K,5Konly| 3:32 | 100K, 270K, 470K, 1.0 meg; 3 each:’ 47 
75, 100, 150, 200, 250, 500, | MM 387/7.5K and 10K only 2.53 10K, 220K, 2.2 meg. 2 each: 100, 150, 
MM 204 ane OR tes 125) 72 | MM 388/15K and 20K only 2ird or od caee aa Tha Sal ee 
i 2 to except i = > ’ . . : A 
|cisstir250, 288 and too] 75 | | Ma 3831256 SUK ant AOK only | 2.89 | Wate Losin tio, 10K, 278 todd, HE 
T MM 205)6K, 7.5K, 10K only *85 | | M391 |75K only 3.08 | 22K, 68K, 150K, 270K, Peachy 47. 100, 1 
EG I 19g. | LM392 |100K only 3.26 | 220," 270, '470, 1500, 2300, 2700, 4700, 
1 MM 208]50K and 60K onl 1:21 » | 39K, 220K, 4.7 meg. 2 Watt. 1 each: 47, & 
| MM 209|70K and 80K only ee TYPE 104H—200-225 WATTS—10)4x1% 470,'4700, 10K, 22K, 47K. Type DCF. 1 : 
1 M210 [100K only 1.64 | | MM 441/12, 3,4, 5, 10, 25, 50, 75, Reso Canincs We ie ee e 
TYPE 4D—50 WATIS—4x%o” Reutty 290; 500, 750; 1000) 2.46.01, 21M. 779, NETos; 00 eds v ace 
TMM 290]1, 2, 3,4, 5, 10, 25, 50, 75, | MM 443 18 ant ee ey ee 3-57 
1 By Dy Sy Dy , , p ' F an 0 y . at 
106, 1'50' 360, 250, $0, 750; | MM 444liSK and 20K only 2:89 AXIAL-LEAD POWER RESISTORS 
800, 1000 1H | MM 445/25K, 30K and 40K only 2.98 PW-5 AND PW-10 
1 MM 291/1.5K to 5K except 1750, | MM 446/50K and 60K only 3.08 
2250, 2750, 3500 and 4500] 1.14 | 1 M447 (75K only 3:26 — EZ 
1 MM 292!7.5K,'8K and 10K only 1.23 | 1M 448 |100K only 3.46 
V. ES AVAILABLE (OHMS 
ADJUSTABLE POWER RESISTORS T een oh 1005 
TYPE 1%4AA—10-12 WATTS—194x546” TYPE 6/2EA—100 WATTS—6%x%” 2 25 | 150 | 700 | 1750 | 4500 
[MM 275|1 to 1000 except 1.5, 4, 12, | MM 312)1, 2,3, 4, 5, 10, 25, 50, 100, 3 30 | 200 750 | 2000 | 5000 
30, 35, 40, 125, 225, 450, 250, 500 and 1000 only 2.11 4 40 | 250 800 | 2250 | 6000 
650, 700 and 900 1.14 | | MM 313/1.5K’, 2.5K and 5K only 3:17 5 50 | 300 | 900 | 2500 | 7000 
1 MM 276/1250to5K except 1750,2750| 1:18 | | M314 |10K oniy 3°30 7.5} 75 | 350 | 1000 | 3000 | 7500 
1 MM 277|6K to 10K 1.27 | MM 315/15K and 20K only 2.44 | 10 | 100 | 400 | 1200 | 3300 | 8000 
TYPE 2DA—25 WATTS—2x%” | MM 316/25K, 30K and 40K only | 2.70 | 19 1 120 | 500 | 1250 | 3500 | 8200 
T MM 284/1 to 1000 except 1.5, 4, 12, 1 M317 |50K only 2.78 Type PW-5. IRC 5-watt wire-wound resist 
30, 35, 40, 125, 225, 350, 1 M318 |75K only 3.02 with glass fiber core. Element lead assem 
450, 600, 650, 700 and 900} 1.29 [M319 |100K only 3.32 is fully sealed and insulated rectangular 
1 MM 285 Maree SK except 1750 and ae TYPE 8'4HA—160-175 WATTS—1014x1%e” — case. Has, 1%" oo Jeade. Tolesay 
. =1 . Size less leads, 74x34”. Shpg. wt., 
Rae zPO OK $0, 10K excent'esk | 14g | TMM 356/12 3 45:10. 25 $0. 100) Available in values from 1 to 6000 ohms! 
, . only * . ify wh dering—: isti 
LM 288 125K" only LS) janes ee cae ee 2g! bobo wratanio cere es 
TYPE 4DA—50 WATTS—4x” | MM 359/15K and 20K only 3°59 } MML175. NET EACH. ....)....5. 00 
TMM 294]1, 2, 3,.4, 5, 10, 25, 50, 75, 1 MM 360|25K, 30K and 40K only 3.68 Type PW-10. As above but 10-watt rati 
100, 150, 200, 250, 300, 400, 1 M362 |50K only 3.77 Size, 17%4x34". Specify value when orderi 
500, 750, 800, 1000 1.68 1 M363 |75K only 3.96 1MM 190, NET EAGH oi. nie 
1 MM 295/1250to5K except 1750, 2750] 1.71 1M 364 |100K only 4.14 RESISTORS 
AOE eed [83 | TYPE 10‘%4HA—200-295 WATIS—10)4x114" eee ee 
TMM 298|25k30K- and 50K ony—|-o-i1. | | MM 377/1, 2, 3, 4 5.10, 25.50, 100, Type FR 7.6. Plugin ¢ 
1 MM 299/S50K’ and 60K only 2:29 250, 500 and 1000 only 3.34 resistor with characteristics 
1 M 269 [80K only 3:54 | MM 378/1.5K, 2.5K, 5K only 3.41 a slow-blow fuse. For 38 
1 M308 (100K onl 2.70 | M379 _ |10K only 3.59 string filament circuits. 
— TT. | MM 380/15K and 20K only 3.77 vents severe tube losses 
TYPE 5EA—75 WATIS—5x% 1 MM 381(|25K, 30K and 40K only “3.86 opens filament circuits if current is excessi 
TMM 211 1, 2, 3, 4, 5, 10, 25, 50, 100, | M 382 50K only 3596 Replaces similar units in RCA, Motorola, § 
HOM 212 ae oe aoe only Pee 1 M383 |75K only 4.14 vania, eae See tte ceramic bod 
-5K, 2.5K an £ only ‘ 1 M384 |100K only 4.34 sistance, 7.5 ohms. 3 oz. 
1M 213 10K only 2.09 2M IPLE NET EROW: cs 24 6s vA 
1 MMi 214/15K and 20K only 2.22 Type FR 5. Above, but 5 ohms. 3 oz. 
1 MM 215/25K, 30K and 40K only 2.41 2M 773. NET EACH E 
1 M216 [50K only 2.60 Type FR 5.6. Same as above, but 5. “= 
{M217 ({75K only 2.87 Shpg. wt., 3 oz. — 
LM 218 |100K only 3.10 QM T2ONET ERCH 205s woscs sec As 
162 Specify Ohms and Wattage When Ordering Resistors 


Vd 


WNMOLDED 1% PRECISION RESISTORS—MIL-10509 


cc and DCF. Un- 
“Glm-type carbon re- 
circuits requiring high 
ratings and low noise 
Provide a unique combi- 
~ close tolerance, stability and economy. Ideally suited to the 
requirements of instrumentation, advanced electronics and 
~+al color television circuits. Have low voltage coefficent, excel- 
sency characteristics and small size. Wattage rating is /-watt 
DCC; 1-watt for Type DCF. Both types meet military speci- 
MIL-10509. Ratings, 40°C. Be sure to specify values when 
. Av. shpg. wt., 3 oz. 


MIL-OHM VALUES—SPECIFY VALUES WANTED 


‘TMEN 


ymplete, o 


1 Resi 
haved a 7 Ohms Ohms Ohms Ohms Ohms | Ohms 
available 61.9 383 2150 12.1K 68.1K 383K 
3 (+ 10%). 68.1 422 2370 13.3K 75K 422K 
€ comparts 75 464 2610 14.7K 82.5K 464K 
—no charge 82.5 Sil 2870 16.2K 90.9K 511K 
} 90.9 562 3160 17.8K 100K 562K 
. BINE 100 619 3480 19.6K 110K 619K 
TS 110 681 3830 | 215K | 121K | 681K 
vatt resisto 121 750 4220 23.7K 133K 750K 
133 825 4640 26.1K 147K 825K 
147 909 5110 28.7K 162K 909K 
162 1000 5620 31.6K 178K |1. meg 
| 178 1100 6190 34.8K 196K |1.1 megs 
| 196 1210 6810 38.3K 215K |1.21 megs 
215 1330 7500 42.2K 237K |1.33 megs 
ane ee 237 1470 8250 46.4K 261K |1.47 megs 
261 1620 9090 §1.1K 287K |1.62 megs 
287 1780 10K 56.2K 316K |1.78 megs 
ae 1960 11K 61.9K 348K |1.96 megs 
No. Type Mil. Type Values EACH 
492 DCC RN20X 10 ohms-46.4 ohms 71 
493 DCC RN20X 51.1 ohms-1.96 megs 59 
a2 494 | DCF RN25X 10 ohms-90.9 ohms 1.03 
3 rE 495 | DCF RN25X 100 ohms-1.96 megs -88 
Beat sts 
meg, 0.27 
00, 4700, % HANDY-PAK RESISTOR ASSORTMENTS 


1: 47, 100, 
15K, 0.15 
h metal Re 


to keep stocks within quick, easy reach—end ‘“‘cigar box confu- 


* Handy-Paks are uniform size for Y, 1 and 2 watts—one pack-size 
& resistor value. Complete stocks are always visible. All resistors 


> carbon composition types. 

0 @esist-O-Caddy.’”? Convenient plastic pouch containing Handy- 
Paks folds to 63%4x374x1 4". Individual pockets keep packets secure 
eederly—inventory is always visible. Ideal for in-home servicing. 
41. Assortment of 120 Y-watt resistors; 20 values, 47 ohms to 10 
me Shpg. wt., 8 oz. 

WG2. NET EACH........--ceecereee reece sees eecseees 14.11 
45. Assortment of 80 1-watt resistors; 20 values, 47 ohms to 10 
Shpg. wt., 8 oz. 

es, NET EACH... 2.2.0.5 0. ccc c cere tte eee en eee serene 14.11 
 Resist-O-Pedia.” Resistor stocks in handy book form. No extra 
“Serge for attractive blue and yellow hardback binder. Has 3-ring 
inserts for Handy-Paks. Complete stock is always visible. 
Beer size, 9x81/4x274". Av. shpg. wt., 32 lbs. 


und resists ; 

cad assemuyy Woe Description fae 
7e4| 4 462 %4-watt resistors; 77 values, 10 ohms—22 megs. 54.33 
7e5 | 4 308 1-watt resistors; 77 values, 10 ohms—22 megs. 54.33 


“Resist-O-Chest.” An all-metal resistor filing cabinet supplied 
‘eemplete with a wide assortment of resistors in ‘‘Handy-Paks.”’ Ideal 

service shop. Has hinged lid and metal separators to keep Handy- 
erderly—right at your fingertips. Inventory list in lid helps you 


watt rati; sock up-to-date. Size, 6%4x534x3%4". Shpg. wts.: 42 and 43, 2% 
n orderi Bs 46 and 47, 2% lbs.; 49A and 50A, 3 lbs. 
ree Mfr" en 
ripe Description ah 
42 204 ¥%-watt resistors; 34 values, 47 ohms—10 megs. 23.99 
acteristics 43 462 1%-watt resistors; 77 values, 10 ohms—22 megs. 54.33 
” Bar: oerk 46 136 1-watt resistors; 34 values, 47 ohms—10 megs. 23.99 
ircuite a 47 308 1-watt resistors; 77 values, 10 ohms—22 megs. 54.33 
be* toes 49A 102 2-watt resistors; 34 values, 100 ohms—10 megs. 23.99 
is weeteaal 50A 231 2-watt resistors; 77 values, 10 ohms—22 megs. 54.33 


otorol: 

te pede DY OHM’S LAW CALCULATOR 
-to-use calculator. Solves problems in 
« Law and DC power. Shows power, 
ze and current when resistance is 
nm. By setting to two known values = 

ance can be determined. Also has parallel resistance calculator- 


9x3”. Shpg. wt., 3 oz. 
ESE BMI Ere ee tie, Cent Rains oy capstone date eee 
781. Deluxe Plastic Model. NET............-220+-++55- 1.50 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


IRC, G-C and Sprague Resistors 


G-C SURGISTORS 


Surge resistors for increased receiving 
tube, CR tube and component life. Com- 
bines the functions of a resistor and a relay. 
Limit harmful initial voltage surge to 25% 
of normal, yet allow full voltage after 
warm-up. Connect directly into the power 
line. For use with 110-120 v., AC-DC. Av. 
shpg. wt., 7 oz. 


Stock No.| Type Watts NET 
80 G 144 | 25-894 | 100-275 1.09 
81 G 036 | 25-896 | 250-400 1.26 


G-C GLO-BAR “THERMISTORS” 


Popular thermistors used in series-string filament circuits 
of RCA, Crosley, Philco, and other TV sets. A necessary 
service replacement item. *Matched pair; replaces fila- 


ment resistors of G.E., M’rola, Sears, etc. Av. wt., 1 oz. 
Ohms NET EACH 
Stock No.| Type |—W54 | Cold Replaces 4-9 |10-Up 
2 M 066 | 25-912 20 250 GE RRWO051 88 
2 M 067 | 25-914 | 75 950 GE RRW041 94 
2 M 068 | 25-916 31 | 260 GE RRW097 94 
2 M 069 | 25-918 Ko) 460 GE RRW054 94 
2 M 053 | 25-920 i1 250 M'rola 64735941 88 
2M 054 | 25-922 | 50 1050 __| Philco 33-1343-3 Zl 
2 M055 | 25-924 | 10500 at 125V. G.E. RRW052 1.09 
2 M070 | 25-926 43 125 Crosley 1.18 
2 M071 | 25-928 9 200 RCA 100118 7 
2 M072 | 25-910 40 375 *(see above) 


G-C TV “FUSE-SISTORS” 


Reliable, low-cost replacement units for series-string TV 
tube circuits. Replace similar units in Raytheon, RCA, 
Motorola, Sylvania, Zenith and other TV receivers. All 
units are less than an inch in length; tinned leads for quick 


and easy installation. Av. shpg. wt., 1 oz. 

Stock No.| Type Ohms | List | 1-9, EACH 10-Up, EACH 
2 M 073 | 25-964 5.6 | $.65 38¢ 35¢ 

2 M 074 | 25-960 7.5 -65 38¢ 35¢ 

2 M 075 | 25-966 9.0 65 38¢ 35¢ 

2 M 076 | 25-968 | 22.0 65 38¢ 35¢ 

Type 25-998 ‘‘Fuse-Sistor” Kit. Contains one each of above. 4 oz. 

2 IMM 07 Fe NET. 6.0.00 ce closes las b owes 8 rite ws Haig ies seem 1.47 


SPRAGUE “KOOLOHM"” WIRE-WOUND RESISTORS 


Feature high-voltage insulated 3 - > 
resistance wire windings; will KOOLOnM 
withstand 10,000 volts from OK 101% 


surface of jacket to resistance . 
element. KT types are inductively wound; NIT types have non-inductive 


winding. Ceramic jackets and special end-seals provide complete protec- 
tion against high humidity and heat—ceramic coating insulation with- 
stands temperatures to 1000°C. Accuracy within 5%. Av. shpg. wt., 2 oz. 


SPECIFY RESISTANCE WHEN ORDERING 
Ohms|Ohms| Ohms | Ohms | Ohms | Ohms Ohms|Ohms|Ohms 


5 30 150 500 1K 4K 9K 16K | 40K 
10 40 200 600 1.5K 5K 10K 20K | 50K 
15 50 250 700 2K 6K 12K 25K 70K 

‘0 75 300 800 2.5K 7.5K 14K | 30K 
25 100 400 900 3K 8k 15K 35K 

TYPE 5KT=5 WATT—1%6x"' 342” 
Stock No. Ohms EACH] Stock No. Ohms EACH 
1 MM 640) 5 to 1000 .38 || M645 20,000 +68 
| MM 650! 1500 to 6000 -41 || M 646 25,000 .76 
1 MM 651] 7500 & 800 -44 || M 647 30,000 -82 
1 MM 652| 9000 to 12,000| .47 |1 M 649 35,000 -88 
1 M 644 | 15,000 -56 |l M648 40,000 97 
TYPE 10KT—10 WATT—12%ox! 542” 
1 MM 660} 5 to 1000 .44 || MM 698/15,000 &16,000| .64 
1 MM 692) 1500 to 2500 .47 || M 664 20,000 70 
1 MM 693)| 3000 to 6000 -50 || M 665 25,000 76 
1 MM 694| 7500 & 8000 53 || M 666 30,000 -82 
1 MM 695} 9000 & 10,000 -56 |l M658 35,000 91 
I M 696 12,000 .59 |I M 668 50,000 [12 
1 M 697 _| 14,000 -63 || M659 70,000 1.38 
TYPE 5NIT—5 WATT NON-INDUCTIVE—14"x1” 

Stock No Ohms EACH|Stock No. Ohms EACH 
1 MM 670] 5 to 1000 +56 || M 676 4000 +67 

MM 671| 1500 & 2000 -59 || M673 5000 76 
1 MM 675| 2500 & 3000 -61 

TYPE 10NIT—10 WATT NON-INDUCTIVE—12%2”x! 42” 

1 MM 680| 5 to 1000 -61 [| M 689 6000 79 
1 MM 681| 1500 & 2000 -67 || MM 690} 7500 & 8000 88 
1 MM 686} 2500 & 3000 -70 || M691 9000 97 
| M 687 4000 -73 || M685 10,000 1.06 
| M 688 | 5000 -76 


ALLIED’S COLOR-CODE GUIDE 


Code colors may be set to show resistance 
or resistance values may be set to show 
colors. Size, 234x334”. Includes tolerance 
code and EIA-JAN +10% standard stock 
values. Free with order for 20 or more 
resistors. 2 oz. 


SUN FORMER. oy cua aces eat 5c 


~— Ohmite Resistors 


BIWA TS 


FAMOUS “BROWN DEVIL" WIRE-WOUND RESISTORS 


For voltage drop- 
ping, bias units, 
bleeders, etc. Thick 
vitreous enamel 


5-WATT SIZE 
Available in all values to 10,000 except # 
marked § in table at left. 


OHM 


-lead, ce 


. Cover 


coating—for excel- No. Ohms EAC enamel 
Molded, insulated composition resistors. Meet lent heat conduc- | [Wm 730 1 to 1000 a tempera' 
MIL-R-11B specifications, including salt wae , tion and insulation; | | mM 73} 1100 to 5000 2 excelles 
ter immersion and high humidity tests. Dissi- | 250 Protects against effects of humidity. | | mm 732 6000 to 10,000 {57 
pate heat rapidly and can be used at their full Welded high-strength alloy terminals. Accu- z MN 
menas ratings at 158° F. Tinned copper leads. ee) ANGE tS pen Lacarrad sg 5 ores 10-WATT SIZE 
reakdown ratings: 4% W., 250 v.; 14 W., 350 * o ; pa uw s . i . 
v.; 1 W., 500 v.; 2 W., 750 v. Shpg. wt., 2 oz. | tinned leads. Av. shpg. wt., 3 oz. hbo 9 linen ee 
SPECIFY VALUES DESIRED SPECIFY VALUES DESIRED MM 700 Sasa 
10% TOLERANCE RESISTORS Ohms] Ohms) Ohma Ohms 1 MM 701 1100 to 5000 
Ohms | Ohms | Ohms | Megs | Megs 00 35,000 | | MM 702 | __6000 to 10.000_ 
= 40,000 | MM 703 11,000 to 20,000 
10 220 4700 | 04 22 
A 220 toe bots 22 45°000 1 MM 706 | 22/500 to 40,000 
15 330 $800 015 33 30,000 | MM 707 45,000 and 50,000 
18 390 8200 | 0.18 3:9 rite 20:WATT SIZE 
{ 70 | 10,000] 0.22 47 F 
27 560 12'000 0:27 56 65,000 Available in all values except those marked 
33 680 | 15/000 | 0:33 6:8 70,000 | table at left. 
: 39 820 18,000 0.39 8.2 if 
47 | 1000 | 22'000| 0.47 | 10:0 80,000 | | MM 720 5 to 1000 
Meeliesany. | secon | O88 re 85,000 1 MM 721 1200 to 5000 
2 RY shop «re ae 90/000 | MM 722 6000 to 10,000 
82 | 1800 | 30'000| 0.82 | 13:0 25,000 | 1 MM 723 | _ 12,500 to 20,000 
Seem! 2700 | aviccn | 98 Dee 4500 100;000 | MM 724 | 25,000 to 40,000 
Sanh a700° | agen | 4:2 5000 1 MM 725| 45/000 to 60,000 
150 | 3300 | 68:000| 1:5 6000 1 MM 726] 65,000 to 80/000 
180 | 3900 | s2'000|] 1:8 7000 | MM 727 | 85,000 to 100,000 
ees | 82,000 |) 2.8 f 
Stock Wate NET EACH “DIVIDOHM” WIRE-WOUND ADJUSTABLE RESISTORS 
No. Sea 1-99 | 100-Upt 30 WATTS—4x%" (Cont. 
fuuen| | iz | a2 Se ype) She 
2 MM 060 1g¢ | 2108 ee pa oce 
2 MM 080 2 24¢ 3144 a Se 
Epics to resistors of one value only. 74 M 969 
*In values from 47 ohms to 22 megs only. Used for vol . 5 
tage-dividing networks i 74 M 970 
8% TOLERANCE RESISTORS supplies, adjustable dropping resistors, etc. 74 M 971 
ire-wou: on cerami ith vitr 
Ohms | Ohms | Ohms Megs Megs enameled cout. eeieace SE With alder 75 M 800 
to ca ein aa 2.2 and mounting brackets. Av. shpg. wt., 46 lb. 75 M 80! 
| #0 | Sc00/ on | 35 10 WATTS—1342%e" 73 M G08 
ay ant eauo | ois = No. | Type) Ohms |_ Ma | EACH. | 75 M 804 
16 | 300 | 7500] 0:16 3:6 | 74 M 950) 1001 1 |~ 3160 eB Ty 
18 390 8200 | 0.18 3'9 74 M 951| 1002 2| 2240 72 B06 
20 430 9100 | 0.20 4:3 | 74M 952| 1003 3] 1830] LI2 73 M 807 
22 470 | 10,000] 0.22 4.7 74 M 953) 1004 5 | 1410 75 M 808 
24 510 | 11;000| 0:24 5.1 75M B61| 1006 i071 i600 75 M 809 
27 560 | 12'000 | 0.27 5.6 oe ween| tees 4 ee 75 M810 
“4 Banal) gece. |, 989 6.2 | 75 M 863| 1010 50 | 450 75M 8li 
Be | S20 °| 13:000 | 0.33 o8 | 75 M 864! 1011 75 | 370 75 M 8i2 
Bom| oon | 19:000 | 9-36 7S | 75M 865| 1012] 100 | 320 75 M 813 
39 820 | 18:000| 0.39 8.2 G 112 ees k 
33 910 | 20,000 | 0:43 of 75 M 866) 10 150 200 5 75 M 814] 0588 | 50,000 Se 
47 | 1000 | 22;000| 0:47 | 10:0 Bm bes] iors |. 2g.) 299 \} 75 M 815] 0591 | 100,000 pater 
$1 1100 | 24,000 | 0.51 11.0 75 M 869] 1021 750 120 75 M 880 EXTRA SLIDER........... i 
ge | tam | dome | S32 | 8 | 3M ee3l il | cae |e = 
, . . j ” 
68 1500 33,000 0.68 15.0 75 M 871| 1025 1500 81 N IO MATT Ax, 
75 | 1600 | 36/000] 0:75 | 160 75 M 872) 1028 | 2500 63 | 116 ©. __) Type) Ohms | Ma 
ot | 2000 | i300 | Gor | 489 | 22M 873] 1053 | S000) 4s 74 M 973) oosen 2 | "7070 
: ; ; 75 M 874] 1036 | 7500 36 ms 5 ie78 
eh tien | 47-000] 1.0 22.0 | 75 M8751 1040 | 10,000 32 | 124 | 74M 975) 0956C cel tA 
120 | 2700 | Se‘000} 1:2 75 M883 EXTRA SLIDER........... 14 4 M976) 0956D 2 
130 | 3000 | 62'000| 1:3 $ | 74 M 977| 0956 A 
180 | 3300 | ssi00 | 15 25 WATTS—2x%q" 54 M975] 0988 28 
180 3900 | 82/000 | 1.8 No. T. Oh M EA 74 M 980} 0959 50 
200 4300 | 91,000 | 2.0 74 masa 0360 ees oe an <4 M aah gocon 296 
peeeee 4900 | 91,0001 20 | 
= M 0361 8 
Stock No. |Watts| 1-99 EA.|100-UpEAt | $4 o2e| ooch 5 \240 | 1.26 Te Neesal coos hobo 
2MM455|_4*| 25¢ | 15 74 M 957] 0363 10 |1580 
2mmMoas| 24¢ 144 74 M 958| 0364 15 |1290 gp M 831} 0904 000 2 
2MMo065| 1 35¢ 1216 74 M 959] 0365 25 |1000 J2 M 832) 0968 | 10,000 rs 
2MMo85| 2 47¢ !288 74 M 960) 0366 50} 710| 1.26 | 75 M833) 0966 | 15,000 S 
tApplies to resistors of one value only. 74 M 961) 0367 75_| 580 a He 834 ae 35'000 3 
*In values from 47 ohms to 22 mega only. 75 M 780) 0368 100 | 500 75 M 837| 0970 40/000 3 
“LITTLE DEVIL" ASSORTMENTS 2 an Ses| uae | en | eee 75 M 838] 0971, | 50,000 2 
75 M 782| 0372 500 | 220 
¢ 75 M 783| 0373 750 | 180 73 M 840! 0973 | 100,000 3 
: 75 M 784) 0375 | 1000 | 160 75 M 881 EXTRA SLIDER........... 
; NO 75 M 785| 0376 | 1500 | 130 Fe: 
: cunmor | 72M 788) Sing | 2B | 18 | oq | —pe— Ae MATE toventie 
ae! 75 M 788| 0379 | 3000| 91| * o ee 
: crak 75 M 789] 0382 |__5000 |_ 70 oan aieae RAS 
r Sl 75 M 790| 0384 |" 7500 | _57_ M 986] 1356C 3 | 8160 
' i 
75 M_791| 0385 | 10,000 | 50 39 M 987| 1356D 4 | 7070 sp 
| 73 M 798| om | Is | S| 144 | Seurseettser-|—ae pass ae 
‘ F, 36 o M 1357 10 | 447 i 
c Selected supply of 150 14-watt or Y-watt or” 73 M 794) 0388 ad 2 —_—_— M 990 1358 25 2830 
2s 1- Or Z-watt resistors in most-often-needed | 75 M 795] 0389 | 25,000 | 28 | 1.58 va 23 mele 
‘ values. Complete with handsome plastic cabi- P 92 
t net. 434x9x514". Has 5 drawers and 40 eect LO SEO SEAR BLED Rtas SIAe M 993) 1360B 
\ eerie dovetail top and bottom. Shpg. 50 WATTS—4x%," u 994 ret 
No. Type Description EACH No. Type| Ohms Ma | EACH “> ne 
2 M 767|CAB-4 |150 %4-wait resistors|19.11 | 74 M 962] 0560A 1 7070 | 2.08 
2 M 761/CAB-10|150 {4 watt resistors|17.64 | 74 M 963] 0scoB| 2 5000 | 1:65 - rae 
2 M 754|CAB-2 |125 1-watt resistors |22.05 | 74 M964|0360C| 3 4070 | 1165 i 
2 M 762'CAB-3 125 2-watt resistors |29:40 | 74 M965|0500D| 4 3530 | 1:65 M 882 EXTRA SLIDER.......... 
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Specify Ohms and Wattage on Resistor Orders 
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OHMITE RESISTORS 
OHMITE AXIAL-LEAD WIRE-WOUND RESISTORS 


ead, ceramic-core re- 
Covered with vitre- 
mel to withstand 
smperature. Resistance wire and terminals welded to end caps to 
excellent stability and minimum noise. Well-suited for all applica- 
where equipment is subject to high operating temperatures and 

conditions. Tolerance: +5%. Wattage based on temperature 
300° C. 14%” leads. Av. shpg. wt., 4 oz. 


SPECIFY RESISTANCE WHEN ORDERING 


sii MITE noe 


Ohms] Ohms | Ohms| Ohms | Ohms| Ohms | Ohms 
75 350 900 2250 7000 | 18,000 
100 400 1000 2500 7500 | 20,000 
125 450 1100 3000 8000 | 22,500 
150 500 1200 3500 9000 | 25,000 
200 600 1250 4000 | 10,000 | 30,000 
225 700 1500 4500 | 12.500 | 35,000 
250 750 1750 5000 | 15,000 | 40,000 
300 800 2000 6000 | 17,500 |........ 

3 WATTS—‘ex 4" 

EACH No. Ohms EACH 
AE 2 MM 110) 6000-10,000 65¢ 

3 WATTS—1\iex''n” 

EACH No. Ohms EACH 
6l¢ 2 MM 145/12,500-20,00 76¢ 
65¢ 2 MM [46|22,500-25,000| 80¢ 

6000-10,000| 69¢ 
10 WATTS—1'5{ex!342" 
Ohms EACH | Stock No. Ohms NET 
1 and 2 93¢ |2 MM 124/6000-10,000 82¢ 
3-1000 67¢ |2 MM 125)12,500-20,000| 93¢ 
1100-5000 72¢ |2 MM 126/22,500-40,000) 98¢ 


OHMITE TYPE FR 7/2-OHM FUSE RESISTOR 


siy-dependable 714-ohm fuse resistor. May be used to 
many fuse resistors used in television circuits. 14%" 
wire leads make replacement application easy and 
Supplied with convenient, plug-in bakelite mounting 
or can be wired directly into circuit of TV set. Very 
only used in series-string filament circuits. Length, 
| Shpg. wt., 3 oz. 

METRE soon oe SOAR oe eadter ene 44c 


CENTRALAB COMPENTROL CONTROLS 
TYPE C-1 COMPENTROLS 


A combination volume control and tone com- 
pensator. The skilfully designed electronic cir- 
cuit network substantially improves the ap- 
- _ parent bass and treble response of amplifiers, 
and television receivers, hi-fi equipment, phonographs, etc., when 
control is set at a low level. Improves sound quality at negligible 
. Quickly and easily installed in place of existing volume control. 
is SPST. Shaft length, 3”. Body diameter, '%’. Shpg. wt., 5 oz. 


Resistors and Audio, TV Controls 


MALLORY CONTROLS 
SPEAKER CONTROLS 


Constant-load attenuator pads. 
Widely used to control the 
level of low-impedance audio 
circuits in sound systems. Rated 
at 4 watts, continuous DC; 15 
w. peak audio. Have 2” shafts. 
Bushing size: %x¥%” diameter. 
Supplied with bar knob, 0-10 
dial plate and wiring instruc- 
tions. Av. shpg. wt., 7 0z. 

T Pad Attenuators. Present con- L Pad Attenuators. Present a 


stant source impedance as well as constant load im: redance at all 
constant load at all control set- control settings. Size: 1%" dia., 


tings. Size: 154” dia., 1'%46" deep. 11%” deep. 
Ohms Stock No. Stock No, Type 
2 29 M 868 29 M 883 L2 
4 29 M 669 29 M 884 4 
6 29 M 870 29 M 885 L6 
8 29 M 871 29 M 892 L8 
15 29 M 872 29 M 886 Lis 
50 29 M 873 29 M 887 0 
100 29 M 865 29 M 920 L100 
200 29 M 874 29 M 888 L200 
250 29 M875 22 M 889 L250 
500 29 M 876 22 M 890 L500 
600 29 M 866 29M 
1000 29 M 867 29M 
2000 29 M 877 29M 
3000 29 M 878 29M 
SPOONS, ia chs ges. 5,3 i 29 M 
“7” Pads, NET EACH...3.03 | “LY Pads. N 


—————— 


THEATER SPEAKER CONTROLS 


Precision units developed especially as controls in 
drive-in theater speaker installations. Withstand 
extremes of temperature and humidity. TSA-10 is 
an L-pad with 10-ohm input and 4-ohm output. 
TSA-35 is a 35-ohm series-type potentiometer. 
TSA-6 is a 6-ohm shunt-type attenuator, 14¢" dia. 
cases, Shafts are 14” long; *steel (knurled), tbrass. 
Shpg. wt., 4 oz. 


Stock No.| Mfr's Type Description 

29 M847| *TSA-10 L-pad 

29M 848} *TSA-35 Potentiometer 

29 M 849 +tTSA-6 Shunt-type Attenuator 1.06 


MONAURAL AND STEREO L-PAD CONTROLS 


Constant impedance L-pad attenuators. Use as 
level controls in low-impedance, low-level audio 
circuits. Types LL-8, LL-16, LL-S50 are dual- 
tandem units for stereo balance or master 
volume, others are for monaural use. All have 
15-watt rating, 294° rotation. Bushing size: 1* 
by %4” dia. 144” shaft. With knob, dial plate, 
instructions. Shpg. wt., 5 oz. 


Stock No.| Mfr’s Type |Ohms NET EACH 


Combination volume control and tone compen- 
sator. Automatically compensates for reduced 
meor nancy response of the human ear at low 
volume levels. Adjusts for exact amount of 
compensation desired. A worthwhile addition 
to hi-fi equipment, radios, television, etc, Sim- 
eount in space occupied by regular volume control. With two brown 
Se knobs; instructions. Shaft length, 1%”. Shpg. wt., 6 oz. 

436. NET 4.4] 


2-200. Same as C2-100 Compentrol above except features 
each" design. Front and rear units separate, enabling cutting of 
= to desired length before assembling. ermits a neat, professional 
a ae . wt., 8 oz. 


JENSEN SPEAKER VOLUME CONTROLS 


tion L-pads designed for controlling volume at 
dual speakers. Provide a practically constant im- 
at any control setting—have no effect on vol- 
of other speakera or total impedance. Suitable 
in voice coil or line circuits of similar impedance. 
nt for use in PA, intercom, background music or 
music systems. Feature rugged construction with 
Sel alloy windings and solder lug terminals. Provide 
h, gradual volume control. Single hole panel 
ng. Supplied complete with lock nut, small bakelite pointer knob 
Sat metal escutcheon plate. Av. shpg. wt., 1 Ib. 


i> 
| (ene 


x het Ohms Watts ee 
ST-760 3-4 5 1,97 
ST-276 6-8 5 1.76 
ST-411 6-8 1 2.76 
ST-837 15-16 15 2.76 
ST-761 500-600 15 3.65 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


Ly Description EACH 29M 097| LL-8 8 5.85 
7 29 M098| LL-16 16 85 
C1-60 4 meg. plain 2-69 29 M099|_ _LL-SO 50 5.85 
a {ama oth aprltch 3-23 39 MO71| L8-A 8 2:79 F 
> meg. plain . ns 4 
C1-70-S times.with ewitch 3/23 29 M072] __L16-A a6 2.79 
TYPE C2-100 COMPENTROL "SENIOR" VOLUME CONTROL ACCESSORIES 
*Couples %4” shafts 


to %”", or %" to He" 
shafts. {Extends body 
of control 54” away 
from mtg. surface. 
Shpg. wt.: brackets, 3 
oz.; shafts, couplers, 
bushings, 1% oz. 


B® @ Et 
=p (0) 
fa 


Description EACH 


Stock No,| Type 

29 M 676) REHO |" | Mtg. bracket. Mtg. Ctrs. 2 24¢ 
29 M 675| RB248 A Mtg. bracket. Mtg. Ctrs. 1%” 2i¢ 
29 M 661) EB247t Cc Extender 4i¢ 
29 M 665) 178 E Wrench for 14"-%e" v-c. hex nuts} 50¢ 
59M 655| RS242_ | F | Ext. shaft, Lagat fiat. 56¢ 
59 M 656, RS243 E | feats shaft, 4x4x3a" flat. Bee 
29 M 657! RS244 F Ext. shaft, 4x}6x'4u" flat. 56¢ 
39M 658 RS245_ | F | Ext. shaft, 2x4” with %” slot. 79¢ 
29 M 672, EC240* B Coupling $ 59¢ 
60 H 390!) UB241 D Bushing for panel mounting. 9¢ 


IRC TV HEIGHT CONTROLS 


A selection of premium-quality 
potentiometers designed especial- 
ly for controlling picture height 
(vertical size) in television receiv- 
ers. Have same specifications as 


most original equipment controls. Stock No 
All have 1-watt power rating. 750 M 

volts maximum, between outer ter- 30 M 86! 
minals. Nylon shaft is slotted and 30 862 
knurled; designed for easy short- 30 “+ 863 
ening when required. Easily in- aa M Be 


stalled in virtually any receiver. 
Tab-mounting; rear adjustment. 
Diameter, 1%”. Shpg. wt., 4 oz. 


| CTS-IRC Replacement, Push-Pull Controls 


@ EXACT-DUPLICATE TV CONTROLS 


A wide selection of exact-dupli- 
cate TV controls for replacement 
use. All duplicate the originals in 
every detail—even the switch is 
duplicated if one is present on the 
original control. Shpg. wt., 3 oz. 


EXACT-DUPLICATE AUTO-RADIO CONTROLS 


Exact-duplicate controls for re 
ment use in auto radios. & 
CTS-IRC control \listed is ide 
to the unit it replaces—shafts 
=f required mounting holes are al 
of the correct dimensions. 


modifications are never necessary, 


d neither is the us w ba 
Stock No. | Type Mfr’s No. { NET | Stock No. Type Mfr's No. | NET parts. If the original control was Broutied’ ith a smuiene ts on sae 
ADMIRAL Dial Eyton (CONT’ D) ES iy replacement also has one. Av. shpg. wt., 
31M 700,Q)-154 75B11-1 s M 760 18B733221 03 
31M 701 Q)-104| 75B11-2 |2:20/31 M761) 188733977 |3:03 BUICK FORD (CONT'D) 
simiesaiin| fans Basel M resin | Meas 303 | Sere Ge | Pa Ter| Semel 
31M 7040-170 | 75B11-5 [2.20131 Mm 764 18K740997- [2-62 | a7 BT alseae honees mes Sosa et reat | Part No. 
Shah zossiiny| feel g-Salst 7ea | tedsuss 2ce3 | 31 M81 ano tess tncusay F098] ut STs ee aa 
| M 706 Q)-197 E x 8352: 4 . 
Spm Saegiies| fetta 220/31 ree arrae| tuna g-at | 31 Me's fer eet Gar M gr Si us SES 
31 M 7070-195 eT ose! 77 184790838 $-20 | 31M 816)5412| 1954 | 7264309 |2:47]3| mM Brsisaie | ieee | Looe 
30M 901|-12 | 75B11-13  |2:62/30M 944 184791705 [3-03 | 31 Mm Stara | loos | [263782 2.47/31 M 8765317 | 1956 | 1eBsai2%s 
Sri risGiuny faite Ggistmcs vay| ives 293 [31M e13sae| iy | fee F47R1M 7ZE0R | Use |e 
31M 715)QJ-1197} = 75B11- . | : | ™ 
Shu foguian) Belts 2931316 770 artim feat 13] Hez0e| (9 | fam 24781 M S7acu| 1S | a 
31M 7090)-42 | 75B11-22__ |3:03]3| M772 18K737326 [2.62 CADILLAC BTM Bases hate cel iepeseses 
31M 7100)-569 |" 75B11-24 2.62131 M773 18B737619  |2,20 ~58)_2090035-2 
31M 711Q)-765 | 75B11-26 2.62/31 M 774/Qs-1239|_18Kk737927_|3:03 | 31 M 82255423 ]1950-50, 7259080 2.47|3 | M 883/5324 |1957-58) 1gB54l8is 
31M 7121-884 | 7581-28 |2.68]31 M 775 QJ-1240| 188739822A |3.03 | 3! M 823)5424| 1953 | 7263301 [574 Shee eae ey Hear 
31M 713(Q)-888 | 7581-29 |3.09/31 M 776|QU-1241| 188740068 \2:62 | 3! M 82415425 |1954-55| 7264638 [54 Siiwe Bees ronrleczo 
21M 716(Q)-1063|_75B11-31_|3.09]31 M 777|QJ-1244| 18B742673-c [2:62 | 3! M 825|5426| 1956 | 7266982 |3°q STM Gee Ta 1 oa 
31M 717/(Q)-1201|__75B11-32 |3.09 Ri “: o78 gies 180743549-0 3-62 31 M 826'5427! 1957 | 7269443 |2:4 : 
1M 714(QJ-738 | 7582-1 |2:82 Ns -D 2. 
a 7ien) Tees Perm reo ay teers 8) 2 TE es 
~ - . QJ-1248) 18K746764-D a - 5398 |1953-56/ L219660-2 
31M 720/0)-741 | _75B12-4__|2.82/31 M_782/QJ-1249|_18K748009-D [2762 3 M 838 Ba "950, rissa 45 5399 | 1957 | 33-5570-2 
31M 721 /QU-742 75B12-5°  |2.821MUNTZ = 31 M 829)5344 |1951-52| 1219708 [3°47 5400 | 1958 | N219689-4 
31M 722)Q)-743 | 75B12-6, 30M 900/QI-9 C-8.230-1 [2,62 | 3! M 83015345 [1951-52] 7261385 |3°471 
75B17-4  |2 30M 905/QJ-19 VC-0033 . 31 M 81 2/5346 1951-52) 188512084 |2:09 OLDSMOBILE 
30M 978/Q)-425 | 7517-1 [2° -B,-C,-D [2.62 | 31M 832{5347 \1953-54) 7262941 |5°47 
31 M 723)QJ-424 75B17-2. [2 30M 906/QJ-20 |vc-0040, -a,-BI2°62 | 31m 83 3/5348 |1953-54) 7264211 “a7 M 8125346 (1951-52, 18B512088 
1M 7241-400 | _75817-3_|2.20131 mi 783|0s-528 | vc-00a0-¢ [o:62 | 31M Sana honed seat “473 | My B53 )e389 [1954-56] 18539457 
31M |QJ-618 75B17-5 2.20130 M 981 |Q)-454 VC-0040-1 /2.62 | 31 M 81 3/5350 |1953-56| 18k533457 |2:09 M 8945474 a 1219582 . 
31M 726/)-1079/ 75B17-22 12.2613) m 7B4|qi632 | vc-0052 [S:@5 | 31 M B3éels351 | lose | soca 47 1 | 7260294 5 
Bim soa giiiae] 7387-35 (2.20131 mi 7e5|au-t059| ve-o0se |S:ea | 31 M @37[s352 lgss-c6] socesm [Sc42[3 1 M 8955475 | 1953 | 7263540 1 
SEM 72010) 11211 _79C43-5 _|2-0013 1 mi 786/QU-1060] _vc-0058 [3:03 | 31 M 8385353 less-67| soecson [S"44)3! M 896 5476 954-55] 7264242 
AIRLINE oLYMBIe veo 13] Mt 830/354 1955-58) “72s6103 f2a7k8 | M 837/477 (195456) 7264128 
som S77 | Wiltns' BS3poMiz\0.n | ew lace |31M eases] tet | tae Gari | m goeein| St fea 
So ER X12, A,B 13.03 Fico : M 900) 1957 | 7269055 & 
BENDIX 31M 7a7\ai-227 | 32-5563. |3.03 |3{ Mm easiare| ieee | 26989 471M 901 Soe ST270GRS 
31M 730/Q-15 | 262036-1__ [2.20139 m 948 Q-279 | 33-5563-27 (2.41 | 31M 814/5359| 1957 | 188540768 147 
CAPEHART-FARNSWORTH 39 M 254 /01-309 | 33-5563-36 [303 | 37 q-ea5isa60| 1957 | 1aKeaiion “55 PLYMOUTH 
31M 731 |Q)-373 | 453117C-1_ |2.62]30M_971|QJ-391 | 33-5563-42 |>°6> 31 M 846)5362| 1957 | 7270202 2°09 
STM 75s Ries! ae [82131 M 788|Q1-302 | 33-5563-43 2:20 13] M Barlesso| tose | o70gl2 [2-O9la1 m ooDEas ae 
31M 73210)-1018) _850366A-10_|3.09]30 Mm 960|)-340 | 33-5563-44 [Si03 131M Gaaeen | ieee 7270479 |2., M 30355374 18B521635 
vi 3 E 479 \2-4713 | M 9045375 33-5557-11 
TROSLEY 31M 789/0)-356 | 33-5563-50 [2°20 | 31 Mm 849)5555| 1959 | Jor3300 [5°45 M 9058376 18A533018 
30M 913(Q)-40 139170 03/30 M 3@5/0)-357 | 33-5563-51 2.41 | 31M 850155561 1959 | 7273367 ID"47 M 90655377 | toes. | 1 L 
30M 932(QJ-181 | 148098-A [2.62/30 M 9741Q)-402 | 33-5563-53 |D°4| M903 eae 
30M 933(0)-183 | 149220 103 }Rca A CHRYSLER M 908! de 
30M 967'Q)-370 | 154085, -C,-F 1262130 m 913/QJ-40 970111-7 [3.03 9 18K536152 
BU a | coke zeeciiz | Sauce (Ege | 31m essees ame, Saag BM 20 109 Me os 
2OM 920/Q1-84 | 01028210 _|3.03)31 M791 /QJ-146 | 970913-10 [3:03 | 3] M gator | ane 33-5557-15 M 91 188540376 | 40, 
EMERSON ~ fol M 792/0)-93 | __970913-11_|2°20 | 3) mM sqleasy hase x6 33-5557-16 M 9I 33-5580-I2 
31 M 733/Q)-749 390082 [2.41/30 M 930/Qi-168 | 970913-26 (2.20 | 31 m 95515438 | 1967 33-5580-16 |2;, M 9! 18B560415 ™™M 858. 
31M 734(0)-750 | 390085 [3:41 |30™M 918)0I-81 | 970913-27 12:30 131 m eseleay| tere 33-5580-13 M 91 33-5580-21 
31M 735Q-269| 390111 += [3:1 5}30 M 938|QJ-222 | 970913-30 [3.03 M91 33-5557-14 TY! 
31M 736 QU-538 | 390124 f2:82]3! M793|Q)-615 | 971268-3 [3.03 DESOTO M 91 18B561364 line ¢ 
31M 737 O)-267 | 390165 _|2.62|3! M794 /Q-779 | __971268-9 [3.09 = sdriver 
“25131 M 795 0). 971300-2|1.85 | 31M 857)5449| 1954 | 18A530623 = 
30M 904 Q)-17 390167 |2.62 I. and apy 
30M 956 Q)-313 390184 562/30 M 980 971666-6,-11,-133.03 | 3! M 858/5450 |1955-56) 188532633 ms mor 
30M 9750J-410| 390207 |5°62|30M 984 971666-9' [3.03 | 31M 85915451 |1957-58) 188539819 31 M 813)5350 1955-56) 18K5a3450 
31M 738QJ-780' 390342 [2.62/30 M 986. 971666-15 [3.03 DODGE 31M 81/4/5359 | 1957 | 138540768 
GENERAL ELECTRIC. ~ |SILVERTONE| | Ma 21 2 aol [1949-50] 7257708 
30M 935/QJ-201 ; k71J70-2_|3.03]3! M 796|QJ-42 A2499 13.15 | 31 M 860)5459 | 1953 | 188521099 3.09) SIM abe ete rene ail 
30M 962)0)-350 | k71)70-3 [3:03]30 M 916/QJ-49 Aztine, [5:03 | 31 M 86 1/5460 /1954-55) 184533013 |>-99]3 | M 321/503 [1953-54) 7262482 | 
30M 936)Q)-203 | k71J71-2  |2'62]30 M 940/QJ-231 A24124, 2.62 | 31 M 862/5461 | 1955 | 188532519 [3:99 922/504 |1955-56)_ 7265495 
31M 739(Q)-754 | k71J565-1 [2°47 PB-24124A 31 M 863 (5462 |1955-56| 18k532955 |2:99|3 ! M 9235505 | 1956 | 7268308 
31M 74010)-755 | 7565-2 [2°41 |30 M 966|QJ-363 A24142 12.62 | 31 M 864/5463| 1957 | 18k539320 |>.47)3 | M 924/5506 | 1957 | 7269149 
30M 973/QJ-398 |~ K83/870-2_2.82|3! M797|QJ-414 | PB-24128A_|2.20 | 31 M 865/5464) 1958 | 188561317 [2:09]3! M 925/507 | 1957 | 7269638 
30M 990(Q)-547 | ke3/941-1 [3123]31 M 798|QJ-502 |~ PB-24142 [2.82 | 31M 866)5564| 1959 | 188561732 |>;99}3! M 926(5554| 1958 | 7271446 
30M 987/0)-506 | K119)66-1 2°a2|3! M 799|0J-627 PB-24154 |2-68 3 1M 927'5557! 1959 | 7273623 
31M 741)QJ-524 | k119/81-2  [3:23}31 M 800|QJ-482 | 124-206 [2.62 FORD 
Sr 749 RS Wy agi ool ae) | “Wa” 2.0 tet | as Sagar] aa 
31M 744/QJ-596 | 78J447-3 |3:03]SYLVANIA 1951_| 188501153 |2- 5 : 
Sith racgies| trams B:geleOM %97)0h5 | yas, AR 
(QJ- 78. +2 (2.6 . 
31 M 747(QJ-729 | Mi6317-1 |>-68|30 M 976/QJ-417 | 37-73876-3 3.03 SERIES PPQ PUSH-PULL CON 
31 M 748 0)-727 M163J8-1 [2.68/30 M 983/QJ-472 | 37-77377-1 |2.82 5 : 
31M 749.Q)-728 |__M163)9-1_|2.68]30M 988/Q)-513 | 37-79047-1_ [2.62 ~ Controls. with SPST switches WM | 
HALLICRAFTERS 31 M 802|Q)-514 |~ 37-79047-2 2.62 ry = preserve; Seno eine ; 
30M 953(01-306 | 25pa95 |2.q1 31 M sag rete athe eee = grooved. ghaten Tare 244" long Can 
- 2, & . ” a 7] i ” wu 
30M 90100)-05 | _rso00) __(S:¢5|31.M BosiQi-2u7 |_ frase [3-03 tye" body Gia. Sha tee pe ave Out et. 14"-long Be 
MOTOROL ITRAVLER = j control for bass compensation), ¢ special. Shpg. wt., 3 oz. 
3im igassi072 [2.20 30M 9491QJ-291 | _TV-VC-36_|2.82 PPO-8—346 ” SHAFT PPQ-7—i" SHAFT 
84484073 |2.20|WESTINGHOUSE 
31M 18A484074 /3:15/30M 921\QI-91 | v-9235-2_ 2.20 te we SK ae rat 5 we -gams 
oe poeceoue fe] 130M 927 101-9) “V-Se7EL/) 3.03.4 SUM OBE | 1s ese mt | 250K | 31M 651 | 11-129 | 200Kt 
aha. Teciosss e:20L30M asic | Veemy sige | 31 Mees |tsian | Imp [soon [Si Moos | zie | 20K 
30M 18K702864 oj3CM 9 QJ-519 V-9877-7,-8 |3.03 
31M 664 | 18-137x | IMt | 100K | 31M 653 | 13-133 | 500Ks 
hy Bees POT me socignee | vast 3-03 | 3imeco| isis | amt | amt | sim cea | ietss | S00 
Ey 31M soglgcos | vines (3:62 | 31Mece |istax | aut lism |simess | tase | IM 
31M 18K720264, 31 M 808]|QJ-609 V-11695-2. [3,44 = - “ 
18k722191' |3.50}31 M 8091Q)-639 | v-14391-3 |>'g> | NETEACH............... 1.74 |NET EACH...... OTT. 
31M 18K730049 _|3.50 ZENITH 31M 656 [ 11-137 1Mt ‘ 31M 665 18-139x My | 
31M 18B730149 3.09/30 M 939|QJ-229 | 63-1667 [2.62 | 31M 657 | 13-137 Img |. 31M 662 | 13-137x | 1mé | S attache 
31M 18K730150 9131 M 810/QJ-359 63-2825 |2.20 31M 658 | 13-139 | 2Mg§_ |... P co 
31M 18K731031 O13 1M 811 {Q)-625 | 63-3224 [2:20 | NET EACH... SpgdaSA NET. EACH = Seat? 218.7 
eo Ty 
166 Lowest Prices—Highest Quality—Best Service 


"D) 
Origina 


Part No 


190035-3 


219660-2 
3-5570-2 
219689-8 


E 


B5 12088 
K533457 
219582 
260294 
263540 
264242 
264128 
266887 
268847 
269055 
270679 


AS01616 
B521638 
~5557-11 


AS33014 


K532908 
-5557-15 


K536152 & 
B536704 & 


-5580-4 
B540376 
5980-12 
B560415 
5580-21 


5557-14 & 
B561364 © 


K533457 


3540768 
257708 
260043 
262482 
265495 
268308 
269149 
269638 
271446 
73623 


533457 ja 
3540768 2 
35570 2 
ONTRG 


itches = 


o and o 


long 
ng bust 
log. 


d, flat 


TROLS 


4-watt con- 
All have lin- 
Taper, except: 
with L after 


logarithmic taper for picture 
on, 300°. Size: 1%” dia., 

’ed’ bushing is %” dia. and 
i-plated brass shafts, 
sound shaft, 3” long. 


s. Shpg. wt., 4 oz. 


TYPE WPK CONTROLS 


have left-hand logarithmic taper for T Vv 
and types with R after ohms have right- 


244" 


Ys” dia. Type WP. 
Type WPK has 3’ 
Knob Master” shaft—fts a wide variety 
obs. Type WPS has %” long shaft, knurled 
Zand slotted. Type WM multisections can 
«ached to all controls. Specify Type and 


contrast. 
deep; 
¥," long 


Ohms | Ohms | Ohms 
300 750R | 2000L 
400 1000 2250L 
500 1350 2500 
600 1350R | 2500R 
650 1500 3000 
750 1500L | 4000L 
. 7501, |_ 2000 5000 


MM 216. NET EACH........- fe 


HO | 15,000 | 20,000 | 25,000 . 


mM 199. NET EACH........- we 


50 | 40,000 | 50,000 |.......-- 
™M 856. NET EACH...........- 


TYPE WPS CONTROLS 


+) Ohms | Ohms | Ohms | Ohms 

= 500 | 1500 | 2250L | 4000 
a 500L 2000 2500 4000L 

< tooo | 2250 | 3000 | 5000 
uM 217. NET EACH............-- 1.12 

TYPE WP CONTROLS 

Ohms | Ohms | Ohms | Ohms 

2500 

3000 

4000 

5000 

7500 

10,000 
atAn: 1.12 

20,000 | 25,000 | ae 
mem 857. NET EACH........ ese eS) 
m1 40,000 | 50,000|........1...-- 
MM 858. NET EACH..... 1.56 


TYPE WPRL CONTROL 
sew line of controls with 
-driver slot shaft, 4” 
and approximately 2” 
from mounting face. With 
wecking-type bushing and 
eg nut. Linear taper. 
ify Type and Ohms. 
wt., 4 oz. 


S 


+] Ohms | Ohms | Ohms | Ohms 

15 60 400 | 2500 

20 75 500 | 3000 

25 100 750 | 4000 

30 200 | 1000 | 5000 

40 250 | 1500 | 7500 
50~ | 300 | 2000 | 10,000. 
MM 859. NET EACH............ 2NSZ 
S00 | 20,000 | 25,000 |._ ee 
MM 889. NET EACH... -A56 
B00 | 40,000 | 50,000]... i... 
MM 890. NET EAGH........... L776 


— WM MULTISECTION CONTROLS 
medly constructed 4-watt ‘“‘add-on"’ control 
sons. Can be attached to the WPK, WPS, 
er WPRL controls, listed above, to form 
control units. All have linear taper, except 
7500L which has left-hand logarithmic 
= for TV focus. Rotation, 300°. Multisec- 


—-OTS-IRC Controls : 


Q CONTROLS WITH UNIVERSAL SHAFTS 


Knurled, flatted and slotted. 3” universal shaft can be 
cut to desired length. %%" body dia. Bushing is by tod 
long. Smooth, 
270-ohm, 14-watt bias resistor. Less switches (below). 
See taper explanations below. Av. shpg. wt., 40z. 


extremely quiet operation. *Includes ¢ 


adds %” to depth. Specify Type and 

. Shpg. wt., 2 oz. 
ms | Ohms | Ohms | Ohms | Ohms 
30 250 1500 3000 7500L 
™wo 500 2000 5000 10,000 
E) 1000 ALI) aad erence boat Sore 
MM 860. NET EACH..............1.12 


WPRL controls above. Shpg. 


SWITCHES FOR ABOVE CONTROLS 
y attached switches for WPK, WPS, WP 


M 218. Type 76-11. SPST. NET 
M219. Type 76-12. DPST. EACH.. 


Include Ohms and Manufacturer's Type Number When Ordering Controls 


wt., 2 oz. 


Blue bakelite enclosure. Easily attached. Type 
76-4 is make-one, break-one for TV spot killing. 
U.L. Approved. Shpg. wt., 2 oz. 


Taper A. Linear. 
Taper C. Logarithmic curve for audio cir- 
cuit control or antenna shunt control. 

Taper D. Tapered at both ends to provide 
control of grid bias and antenna circuit. 
Used where control of grid bias is of prime 
importance in controlling gain. 


Handle 10 watts of audio 
constant input impedance: 
input and output imped. 


With knob. Av. shpg. wt., 6 oz. 


No. Type Ohms Taper No. Type Ohms Taper 
30 M395 | Q11-201 250 A 30 M 318 13-128 100K é) 
30 M 300 | Q11-103 500 A 30 M 388 11-228 125K A 
30 M 377 | Q11-105 750 A 30 M 875 11-328 150K A 
30 M 441 | Q17-105 750 P 30 M 444 | 013-328 150K (0) 5 
30 M301 | Q11-108 1090 A 30 M374 | O11-129 200K A 
30 M379 | Q17-108 1000 P 30 M319 11-130 250K A 
30 M 874 | Q17-110 2000 Q 30 M 320 13-130 250K rc) 
30 M 442 | Q11-109 1500 A 30 M 445 11-131 300K. A 
30 M 380 iets 1500 Q 30 M 876 silos 350K A 
30 M 302 11-110 2000 A 30 M 321 13-132 350K e 
30 M 373 | Qi3-111 2500 c 30 M 322 11-133 500K r 
30 M 381 wise 2500 9 30 M 323 13-133 500K 
30 M 303 11-112 3000 30 M 324 14-133 500K D~ 
30 M 382 | Q17-112 3000 Q 30 M 397 17-133 500K Q 
30 M 304 | Q11-114 5000 A 30 M 398 11-134 600K 
30 M 383 | Qi3-114 5000 € 30 M 390 Oit-136 750K A 
30 M 384 17-114 5000 Q 30 M 325 11-137 1 meg A 
30 M 305 11-115 7500 30 M 326 13-137 1 meg c 
30 M 306 11-116 10K A 30 M 327 14-137 1 meg D 
30 M 307 | Q13-116 10K (a 30 M 877 17-137 1 meg Q 
30 M 308 | 014-116* 10K D 30 M 326 | Q11-138 | 1.5 meg A 
30 M 385 Werte 10K 9 30 M 329 11-139 2 meg A 
30 M 309 11-119 20K 30 M 330 13-139 2 meg G 
30 M310 | Q16-119* 20K Spec. 30 M 399 17-139 2 meg Q 
30 M311 | O11-120 25K A 30 M 331 11-239 | 2.5 meg 
30 M 443 13-120 25K Cc 30 M 332 11-140 3 meg A 
30 M312 14-120 25K D 30 M 333 13-140 3 meg Cc 
30 M313 41-121 30K A 30 M 446 17-140 3 meg Q 
30 M 396 11-122 35K A 30 M 334 11-141 5 meg 
30 M314 | Q11-123 50K A 30 M 287 12-141 5 meg Spec. 
30 M 315 13-123 50K Cc 30 M 392 13-141 5 meg Cc 
30 M 316 14-123* 50K D 30 M 393 17-141 5 meg Q 
30 M 387 11-125 15K A 30 M 394 11-142 | 7.5 meg 
30 M 317 11-128 100K A 30 M 335 11-143 | 10 meg A 
SV EPIRAC HEN eo cosh en leuch «0 Se actos opeh On meen ae a pana 9c 
TAPPED Q CONTROLS WITH UNIVERSAL SHAFTS 
tOhms 
No. |__Type __|Megs | Taps, Ohms _) Taper, No. |__Type __|Mogs )_ Taps, Ohms_| Taper 
30 M 879 | Qi3-118X_ | 15Kt| 10k Spec. | 30M 349 | Q18-137X_ | 1.0 | 100K pec. 
30 M 386 | Q13-118XX | I5Kt| 5K/10K Spec. | 30M 350 | Q18-137XX | 1.0 | 250K/.5 Meg.) Spec. 
30 M 337 | Q18-130X | .25 | 60K H 30M 351 | Q19-137X | 1.0 | .5 Meg. pec. 
30 M 336 | Q13-130X 25 | 125K Spec. 30 M 352 | QVC-539X | 1.0 | 5 meg Spec. 
30M 340 | Q18-132X | .35 | 75K H 30 M 391 | Q13-138X_ | 1.5 | .25 meg Spec. 
30 M 342 | QIY-133X 5 | 25K Spec. | 30M 355 | Ql7-139X | 2.0 | 150K Spec. 
30 M 343 | Q18-133X 5 | 50K Spec. | 30M 357 | Q18-139XX | 2.0 | 250K/.5 Meg | Spec. 
30 M 341 | Q13-133X 5 | 125K H 30 M 354 | Q13-139XX |'2.0 | .5Meg/1Meg | Spec. 
30 M 344 | Q19-133X ‘5 | 250K Spec. | 30 M 353 | Q13-139X | 2.0 | .5 Meg 
30 M 345 | Q18-133XX | 5 | 100K/200K | Spec. | 30M 356 Q18-139X | 2.0 | 1 Meg Spec . 
30 M 346 | Q13-137X | 1.0 | 250K H 30 M 449 | Q18-140X_| 3.0 | 15 Mog Spec. 
Ay Fe SRI aie ae EE Wee Be EB Sh Cot ye 


TYPE 76 ATTACHABLE SWITCHES FOR Q CONTROLS 


EXPLANATION OF TAPERS 


L AND T PAD SPEAKER CONTROLS 


(3 watts DC). L pad attenuators provide 5 a fe 
PL) N\V NNN) ii 


e; T pad attenuators provide both 
Dia. 14%"; depth behind panel, 1°” " 
and 12%)" (T Pad). 7%” bushing for mounting on panels up to %4” thick. 


30 M 359. Type 76-1. SPST. wey 
30 M591. Type 76-2. DPST. 
30 M888. Type 76-4. SPDT. -ACH.- Alc 


Taper H. Tapped logarithmic curve: Audio 
level control for bass compensation. 
Taper P. Semi-logarithmic curve with re- 
verse taper. For use in contrast and picture 
control circuits in television. 

Taper Q. Same applications as Taper P 
above, but has slightly steeper curve. 


constant 
(L Pad) 


No. Type Pad Ohms| EACH No. Type 
weal | t | floss eelee | tl 8 
30 M 882 | LP15 as 15 | 2.73 |30 m 886 | TPIS T 15 | 3.09 
30 M g83|LP500 | _ L 500 0 M 887|TPS500 | T 500 


LOUDNESS CONTROL 


Type LC-2. A 
new, easily in- & 
stalled loudness- 
type volume con- 
trol. Permits ; 
complete listening pleasure when volume must 
be kept low. Replaces conventional volume 
control. Automatically compensates for re- 
duced response of the ear to bass and treble. 
Maintains depth and brilliance even at whisper 
level. Eliminates need for makeshift compen- 
sating units. Control has '%¢” body dia., Yx3” 
shaft, and %4” bushing. Space required behind 
panel: 1%4" (without switch). Less AC switch 
(may be used with Types 76-1, 76-2 or 76-4 
above). Shpg. wt., 2 oz. 


Alc 


SOM Ses BEL. oo: isles ss-n aa 54/7, 


TV SIGNAL ATTENUATOR 


Type QJ-3. Economically priced L- 
pad television signal attenuator. For 
use with sets having 300-ohm twin 
line antenna input. Minimizes inter- 
station interference, definition loss 
and sound bars caused by excessive 
signal strength. Diminishes buzz or 
hum due to high signal level in in- 
tercarrier systems. Reduces over- 
loading effects in strong signal area. In many 
cases, corrects or reduces horizontal or vertical 
jitters; also picture and sound ‘break-over.”” 
Very useful device to simulate fringe-area sig- 
nals. A nearly constant 300-ohm load is main- 
tained on antenna lead-in. With mtg. bracket 
and instructions. 74” diameter, 1” deep. Shaft: 
1%" diameter, 14” long. Wt., 3 oz. 

See oss 


29 M915. NET... 
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Ohmite Rheostats and “AB” Controls 


WIREWOUND RHEOSTATS 


Quality wirewound rheostats for smooth, depend- to %” thick; Type N on panels up to 114” thick. 
able control of industrial and other electronic Specifications: Type H, dia. 1%.", depth be- 
devices. Wound on solid ceramic cores. Each hind panel 134”; Type J, dia. 256", depth be- 
turn, core and base is bonded by vitreous enamel. hind panel 134”; Type K, dia. 3%”, depth 
Pivoted contact brush assures perfect contact. behind panel 1344”; Type L, dia. 4” depth be- 
Copper-graphite contact brush, except *silver- hind panel 2”; Type N, dia. 6”, depth behind 
graphite contact brush. Ratings are at full set- panel, 2%”. All are less knobs (listed below 
ting. Types H, J, K and L mount on panels up Type L). Av. shpg. wt., 10 oz. 


300 WATT—TYPE N 


25 WATT—TYPE H : 
Stock No.| Type |Ohms| EACH Stock No.| Type |Ohms| EACH Stock No.| Type |Ohms) EACH ;Stock No.| Type |Ohms =i 
- 5} M700) 0140*, 1 51 M712) 0152 125 51 M798| 0650* 1 51 M g09| 0661 
51 M701) 0141 2 51 M713| 0153 175 51 M799! 0651* 51 M810] 0662 c= 
5| M702\ 0142 3 51 M714) 0154 250] 4.03 51 M g0o| 0652* 51 Mall 7 
at 70s] 0143 | 6 |4.04]51 M715) 0155 | S50) 21 MB01| 0653* 2] Mole zm 
Bi m704| 0144] 8 2] m716| 0156 | 500 51 M 802| 0054* 51 M813 be 
51 M 705) 0145 10 51 M 717| 0157 750 51 M 803| 0655* 51 M814 
5] M 706| 0146 | 15 31 M718| 0158 | 1000) 4 54 51 M 8G4| 0056* 51 M815 Le 
5| M707 ois 25 51 M719| 0159 |_1500) “** 51 M 805| 06057*|_ 15 51 M816 * 
5| M708 eae ee 51 M720\ 0160 | 2500 51 M e06| 0658 | 25 51 M817 ae 
5m 709| 0149 | 50 4.03}2! M 533| o102 | 5000 4.80 | 51 m 807 0659 | 50 21 M818 . 
i 5} M710} 0150 | (75 51 Msgos! 0600 | 75 51 M819 2500 z 
. 51 M711 0151 | 100 Ls. 
; a Type 5000 Dial Plate. For Type H, J, K and L. 2%%" diameter. & 7 
4 a 50 WATT TYPE J somely finished with bright figures and lines on etched black 7: 
¥ J 5) M 723) 0308* 0.5 51 M 736| 0321 150 ground. 0-100 scale. Shpg. wt., 2 oz. 7 
i 51 M724] 0309%| 1 51 M 737| 0322 225 4.54 EM BOS; NET: ce ccs 4 opecaele eter tones abel chat tn aaa - z 
21M 726! stor; 2 | 9.05 ]5! M 738) 0323 | 300) 4. hig z 
5| M726| 0311 4 51 M739\ 0324 S00|. te mre, 5001 ae For Type N. 5%” dia. 0-100. 3 oz. 
j 2) M727\ 0312 6 =m 74010325 G0 JAW 407%, NET..cc0. 0 coe ngerntceececsereenees ces ee ceeae 
| arwerestons| 43 | (31 M4e\ Sut | iam] 4.80 aoe re eae 
; M : : ¢ 
4 t zi M 430) 0315 |_16 51 M 743| 0328 |_ 2500 TYPE E‘12%2-WATT MINIATURE RHEOST 7 
id T M73l| 0316 22 51 M 744| 0329 3500 Extremely compact, 12/%-watt power rheostats for ? 
ms 3 M 732] 0317 35 4.54 51 M745| 0330 | 5000 5.05 ited space applications. Rugged, all ceramic and ? 
a 51 M733| 0318 50 51 M 746! 0331 8000 e construction. Built to operate at maximum hot 7 
¥ 5) M 734, 0319 80 51 M 747| 0332 | 10,000) temperature of 340° C. Ideally suited for military 
‘ 51 M735 0320 | 125 iauee applications at high pars ‘oneal , 
= esistance tolerance is + 10%. ly %" i i 
4 100 WATT—TYPE K Resistancs ( behind panel. Have he by 32 thre 7 
5] M 748, 0440* 0.5 S| M 760| 0452 200 pushing %4” long. %” diameter shaft is %” long 
5| M 749| 0441* 1 Si M 76l| 0453 300) knobs (below, left). Av. shpg. wt., 2 oz. 
Bi M750| 0442*| 2 2! M 5e2| 0434 | 400] 7.07 2 = 
Bi M751| 04434) 3 |7,57 |5!1™M 763| 0455 500 Stock No. | Type |Ohms|EACH | Stock No. | Type |‘ 
51 M 752| 0444* 5 51 M 764 0456_ by!) Re 51 M82 0101 1 4.54 |51 M832 | 0113 
51 M753) 0445 7.5 51M 765| 0457 | 1000 51 Mg2i | 0102 2 | 4:54 |51 M833 | 0114 
51 M 754| 0446 |_ 10 51 M766| 0458 | 1500 51 M822 | 0103 3 | 4.54 |51 M834 | 0115 
5) M 755| 0447 | 16 51 M 767| 0459 | 2000 Tank 51M 0104 6 | 4.54 [51 M835 | 0116 
j 51 M756] 0448 | 25 51 M 768| 0460 | _2500)____ 51M 0105 8 | 4.54 [51 M836 | 0117 | 
51 M757| 0449 7.07 \51 ™ 769| 0461 | 5000) 8.08 51M 0106 | 10 | 4:54 |51 M837 | 0118 | 750 
51 M758| 0450 | 75 51M 770| 0462 | 7500) 8.58 51M 0107 | 15 | 4.03 |51 M838 | 0119 | 1000 z 
‘ 51 M759| 0451 | 10 51M 771| 0463 | 10.000] 9.07 _ 51™M 0108 | 25 | 4.03 }51 M839 | 0120 | 1500 = 
; = 51M 0109 | 35 | 4.03 }5! M840 | O121 | 2500 
ee Eee gi ieee | sive | So |283 BL Meas | Sis | 2 |S 
Bi M773| 05254) 1 51 M 786| 0538 200 51™M 0112 | 100 | 4.03 4 : 
B] More) Osare| 3 21 M 787] O30 | 350| 9.07 
BI M 776) 0328" 5. 9.5821 m 789| 0541 | 500)" TANDEM COUPLING KITS 
5 777 . M 0542 750| 9.58 Kits for assembling Ohmite rheostats in tam 
51 M778| 0530 10 at M way 0543 1250| 9.58 Each kit consists of a steel ‘‘U”’ frame, mica w 
51 M779) 0531 |_ 15 5) M 792| 0544 | 1800) 10.09 coupling, Allen wrench and complete instrucs 
51 M780) 0532 | 25 51M 793| 0545 | _2250)_10.09 Type 6533 Tandem Coupling Kit, Large & 
51 M 781) 0533 ss 51 M794| 0546 3000) 10.09 designed for Type K or L rheostats. Will accommy 
51 M 782| 0534 aH 9,07 51 M795| 0547 4500} 10.59 Model Hor J in rear position. Maximum panel 
51 M 783| 0535 31 M 796| 0548 | 7500) 11.10 ness %"”. Frame is 2%%@" long, 14” wide. Wt., 4 02. 
51 M 784) 0536 | 100 31 M 797) 0549 | 10,000! 12.10 Pd MAO: NEM: fas le enone grees ot tee hee anne ae 


Type 6532 Tandem Coupling Kit. Small frame designed for Ty 
KNOBS FOR RHEOSTATS or J, and will accommodate Type K or L in the rear position. Max 
Fluted, black bakelite knobs for Ohmite rheostats. Av. shpg. wt., 5 02. ea Tae Frame is 252" long and 144” wide. 5 oz. 


i Stoc For Rheostat| NET Stock |For Rheostat) NET . 
No. Type EACH |} No. Type EACH Type 6591 Tandem Cousling nie .Cobutes two yoo rheo 
74 M 417| H,J,K,L 128 |74 M419 E .28 Max. panel thickness %”. Frame 1%” long anc 34” wide. 5 oz. 
74 M418 'N 4} 36M S05. NET... cases sce recess og - . 


OHMITE “AB” TWO-WATT POTENTIOMETERS 


Resistor element is sealed in a metal enclosure. Carbon sliding contact and § 
molded-in terminals for noise-free operation. Size of units, 1542” dia. x 4%”; 
except CCU dual units, 1542” dia. x 11%4”. Mount in %” hole on panels up 


Type 


to 4” thick. Types CU, CCU, CA and CB have 2’ standard 4” round 
shafts; CLU has locking nut and slotted shaft for screwdriver adjustment. 
CU, CCU and CLU types have linear taper; CA types, clockwise logarithmic CCU 
taper; CB types, counterclockwise logarithmic taper. All have + 10% toler- Duals 


ances, except * + 20%. Av. shpg. wt., 5 oz. 


TYPES CA, CB, cu TYPE CLU—WITH LOCKING SHAFT 


‘ Stock Now] ~Type Ohms | EACH | Stock No.) _Type_| Ohms | EACH ‘Stock Now) Type) Ohms | EACH y Stock No. | Type | Ohms 
bE 28 M 500 | CU5001 50 28M 511 | cus03i | 50,000) 1.91 am 525 \cusoo | 50 Sam 535 \cLU2531 | 25,000 
( 28 M 501 | Cul011 100) 1 9} 58M 512 | CB5031 | 50,000) 2.20 BM 256 CLUIOI1 100 28M 234 cLu503i | 50,000 
Z 28 M 596 | CUlsiL 230} 4s 28M 604 | CU7531 | 75,000) 1.21 28M 527 |CLU2511 250 38M 535 |CLUIO4L | .1 Meg 
- 28 M 502 | cu2511 250 58M 513 | CU1041 | 100,000) 1.91 58M 328 |CLUSOI 500 38M 236 |cLUz541 |.25 Meg 
. fee con oe 28M 514 | CAO | Oe 28M 529 |CLU1021 1000 2.50) Sam537 \cLus0al |"5 Mee 
f 28 M 503 | CUsOlL 300 28M 605 | Cuisal | 150,000) 1-31 58M 530 |cLu2521 | 2500 38M 538 |CLU1052 [1.0 Meg* 
+e 2em5ee| curl!) 752 191 | 28m sia | cazse | 250,00 43h | 2am Sal \ctusizl | cov 29M 539 [olugsse (25 Net 
De semsee cue) ie) "| SEM S| cos | sina 1 : ; as 
: 28 M 505 | CU2521 500, 4 
Ty Beye soo use| Sa 131 | 20M gor cliee hangin) 84 iseteaceas ore 
. 28 M 30 puch P : 3 0 EACH | Stock No. | 1 Oh 
: Bem eor | curse | 7500) 1-91 | 28M 313 | Coes | I Meee] 220 ae Ser “ait Zam 545 POET 750,008 
7 | 28 M 507 | CU1031 10,000) 1.91 28M 520 | CAl052 | 1 Meg*| 2.20 58m ae cU2531 25/000 5am cousodl | 5 0000 
od 28 M208 | cBl031 | 10,000 2.20 | 28M 608 | CU1592 |1.5 Meg*| 1-91 28M 542] Couto 5,73] 28M 248 jocusnss $00,000 
; 58M 602 | CUIS31 | _15,000| 1.91 | 28M 521 | CU2552 |2.5 Meat 1.91 5am 544| CCu10d1| 100,000 2 
ey 205 cuzss1 | 25,000] 1:91 | 28M 522 | CA2S52 [2.5 Mege) 2.20 eS 1 
58 M S10 | CB2531 | 25,000| 2:20 | 28M 609 | C3552 |3.5 Meg*| 1.91 Type CS-1 SPST Switch. For AB potentiometers. Wt., 3 oz. 
38 205:| cuas31 | 35,000] 1.91 | 28m 523 | Cus0s2 | 5 Megs! 1.91 55, ME 2A INETS «504 caene ce ips nina ines sence aa 
: 168 Include Ohms and Manufacturer's Type Number When Ordering Controls 


SERIES U MIDGETROL CONTROLS 


“io, tone and similar 
circuits in home re- 
audio amplifiers, 
s, TV sets, and in- ff 
electronic equip- 
Available in a full } 
tances, tapers, 
os. Round, hollow 
easily cut to desired . - x 7 
* Two spline-shank knob adapters furnished with each Midgetrol 
Wastration above. With nut and lock washer. 1%." dia. brass shaft, 
‘eng, 4" dia. Less switch (see below). Shpg. wt., 3 oz. 


=. Type | Ohms | Taper* No. Type| Ohms|Taper* 
714| U-1 100 4  |29M764| U-36| 75K| 1 
715| U-52R| 500 2 (29M 765| U-39| 100K] 1 
100 709) U-2 00 4 |29M 766| U-40| 100K |] 2 
00) 14 638/U-75IR| 750 2 |29™M767| U-41 | 100K | 4 
100 796| U-3 1K 2  |29 M795] U-415| 125K | 4 
200 785| U-4 1 4 (29 M 768| U-42 | 150K 1 
00 797| U-5 1500 2 {29M 769| U-43 | 200K] 4 
50) 786| U-6 2 4 |29M770| U-44] 250K] 1 
00 798| U-7 2500 2 |29M771| U-45 | 250K | 2 
787| U-8 3K 4 |29M772| U-46 | 250K |_ 4 
eter. Hi 717| U-9 3K 2 |29M773| U-48 | SOOK | 1 
black 751| U-12 5K 1 |29™M774| U-50| 500K | 4 
752| U-14 5K 4 |29M775| U-51| 750K | 1 
ts 753| U-18 10K 1 |29™M713| U-52 |1Meg|] 2 
754| U-19 10K 2 |29M776| U-53 |1Meg| 1 
wen 755| U-20 10K 4  |29M777| U-54|1Meg| 4 
756) U-21 15K 1 {29 M 790] U-155|1.5Meg| 4 
324] Uzi | noe | 1 [eam oei| Uso [2 Mec | 4 
i 3 er 
JEOSTA $a3| U2 20K | 4 |29 M784) U-255|2.5Meg| 4 
stats for 759| U-28 25K. Z 29 M 779] U-57 | 3 Meg 1 
ic and 7i2| U-28A} 25K 1 29 M 782| U-59 | 3 Meg 4 
1m_hot 760| U-29 25K 4 |29M 699] U-63 |5Meg] 2 
military 698] U-30 | 30K 4 129M 780| U-65 |5 Meg] 1 
>mperat 761) U-33 50K 1 29 M 788] U-67 | 5 Meg 4 
in diam 762| U-34 50K 2 29 M 789} U-82 |10 Meg] 4 
32, thre: 763| U-35 50K 4 
” long. & 
BT Pes Pitas has Sim abt ves odaheeec Oe te 9c 


hmsjE 
125) | 4 
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EXPLANATION OF TAPERS* 
r No. 1: For use in audio or antenna shunt circuits. 

© No, 2: For series circuits or cathode voltage controls. 
r No. 4: Linear. For voltage control. 


TYPE UT SINGLE-TAPPED MIDGETROLS 


as U-types above, but tapped for tone compensation. 
No. Type | Ohms 
861|/UT-440) 1 Meg 


62 
06) UT-443) 1 Meg 
07 
08 


Cc 
B84) 


UT-450} 2 Meg 
UT-448| 2 Meg 


UT-454|2 Meg c 
UT-449] 2 Meg | 600K 
UT-451] 2 Meg | 900K 
UT-457| 3 Meg | 900K 


eacc 
TDN 
WOOO 
c++ +4 
momma’ 


nica was 
instruct 


Ono— 
VOSS!WONUM 
NNN 
wW0Oo 
Z2s= 
Cty) 


sarge fr 

>COM Mor 

pene TYPE UDT DOUBLE-TAPPED MIDGETROLS 
adie a Mfr’s Type Ohms Taps 

for Type UDT-283 500K 100K/200K 


. Maxim UDT-289 1 Meg 250K/500K 
; UDT-291 | 1.5 Meg 225K /500K 
UDT-295 | 2.25 Meg | 250K/500K L322 
UDT-296 2.25 Meg 500K/1 Meg 
UDT-303 | 3/3 Meg 300K/1.5 Meg 


and basic construction are the same as g 
trols listed above, except the SU type }@ 
sol has a 14” dia., fixed knurled and slotted 
seelic shaft protruding %” beyond bushing. 
exact physical and electrical requirements 
special applications. Linear taper. With hex 
Shpg. wt., 3 oz. 


Mallory Controls 


“M" AND “MT” WIRE WOUND CONTROLS 


For industrial and laboratory use as bias controls and 
voltage dividers. Also for replacement of positioning, 
hold, focus and other TV-set controls. 4 watts. Arm 
insulated from shaft. 294° rotation. Knurled Y%” shaft 
is 34” long; has screwdriver slot. ‘‘M”’ shaft is hollow 
to accept DS-36 and DS-37 shafts (see below, left). 
MT types center-tapped TV units. 154” dia. x %e". 
Mount in 34” hole. Linear taper. Shpg. wt., 4 oz. 


POTENTIOMETERS 
No. Type |)Ohms; EA. No, Type 
29 M 424|MiPK 1 29 M4l i|Ms00PK 
SMAZIMIEE | 3 |is2 [ee Mateueorn 
59 M 427|MioPK | 10 | ~ 138 Mm 4SiIMi ere’ 
29 M 428|MTI10PK 10 | 1.29/29 M414;M2MPK 
23 aBeiiiope | 45 | (3 [ee manana 
29 M429|MT20PK| _20 | 1:29|38 M 4} citar 
29 M 402|M25PK 25 29 M 417|MSMPK 
SU tsMeES| 3 ligale wees 
29M 404\M40PK | 40 | "123 M4 ba OMPR 
za MaoeiMEeE | f0 |< |eomaelpasemee 
29 M 407|M75PK 75 1.32 29 “4 422)MSOMPK 
29 M 408|M100PK| 100 | "4/29 M 423/M70MPK 
29 M 409/M200PK| 200 29 M 433)/M75MPK 
29 M 410|M400PK/ 400 _129 M 434/M100MPK/100000 
RHEOSTATS 
Have open or off position counter-clockwise. 
No. Type Ohms,Amps No. Type ;Ohms 
29 M 451|MOSREK VA 2.80 129 M459)/M20RK 
29 M 452|MiRK 1 2.00 [29 M 460/M25RK 
29 M 453|M2RK 2 1.40 {29 M 461|M30RK 
29 M 454|/M3RK 3_| 1.15 |29 M 462)/M40RK 
29 M 455|M4RK 4 1.00 |29 M 463|/MS5ORK 
29 M 456|MoRK 6 82 129 M 464/M6ORK 
29 M 457|M10RK 10 63 129 M465|M75RK 75 
29 M 458/M15RK 15 52_ 129 M 466/M100RK 100 
RET BAGH eee a... sn ede ns pina tine «05 Aeeretenj isla fee ae 


“C' WIREWOUND CONTROLS 


Ideal for limited-space applications. Conserva- 
tively rated to dissipate 2 watts. Contact arm 
grounded to shaft. 266° effective electrical rota- 
tion. 146” dia. x He” deep. 1%” shaft, slotted 34” x 
Ye" deep, extends ¥” from bushing. Hexagon nut 
furnished. Use dial plate 34 B 622, listed below. 
Linear taper. Av. shpg. wt., 4 oz. 


No.  |Mfr’s Type) Ohms No. Mfr’s Type) Ohms 
m 646 15K | 29M 8i4|  sU-5s0 |500K 
um e47 3K |29ms829| Su-54 |i Meg 
830 5K |29™m830| SU-56 |2 Meg 
m 826 10k | 29 M833] SU-305 |2.5 Meg 
mBi2 25K | 29M 831 |SU-59 _|3 Me: 
ie ie [23M S57] SU) | 
M 828 250K i ‘ os Bs. 


SWITCHES AND ACCESSORIES FOR MIDGETROLS 

wh-on, stay-on"’ switches for Midgetrols. Shpg. wt., 2 oz. 

men, S926 SPST Switah New voi. ow ose od ci pe nie 4i¢ 
621. US-26T SPST Switch. With dummy terminal. NET. .53¢ 
mene, US=27. DPSTSwitchas PE Pas 0iss'c.05 dao Save bisects 

™ 623. US-28 SPDT Switch. NET.. 
™ 985. DS-36 Special 3” Extension Shaft. For tubular shaft 
setrols, TV and industrial 2-watt controls, and Type ‘‘M”’ pots. 
couples front and rear sections together. Shpg. wt.,20z. NET ...32¢ 
™ 882. DS-37 %¢” Diameter Shaft. For use with round-shaft Mid- 
is to accommodate knobs requiring %.” shaft. Wt., 2 0z. NET. .32¢ 


987. EB-214 Special Bushing. Dimensions: 44”—28 thread, 2%6" 
with .403” milled flat. Shpg. wt., 2 oz. NET.. va oe aEey - SF 7H 


POTENTIOMETERS 

No. | Type |Ohms|Amps No. Type |Ohms/Amps 
29 M720) CoP 6 -58 129 M 725) C40P 
29M 721| Ci0P 10 -45 129 M 726) C50P 
29 M 722| CiSP 15 -37 |29 M 727| C1i00P 
29 M 723) C20P 20 32 129 M 728] C200P 
29 M 724) C30P 30 26 129 M 729] C400P 
NET 
BAC 5 a. hn ts Vise e a peds th ode weet’ 593 Obed ete pn 
29 M 730; CIMP | 1000 | .045129 M 731| C3MP |3000 
NET 
ood | SR eee ey ORR Te CEs Air 
29 M 732; CS5MP | 5000; .02 [29 M 734) C1OMP 
29 M 733| COMP ! 6000 | .018 [33 M 735! C1SMP 
NET 
BAGH IA 305 08S 50s ha eas sae ee ee Wer 

RHEOSTATS 

No. Type |Ohms|Amps No, Type |Ohms|/Amps 
29 M 700) C6R 6 -58 {29 M 704) C30R 
29M 701| Ci0R 10 -45 129 M 705) C40R 
29 M 702) CisR 15 .37 [29 M 706) CSOR 
29 M 703] C20R 20 .32 [29 M 707] Ci00R 
Lhe 


2-WATT TV AND INDUSTRIAL CONTROLS 


Two-watt wirewound potentiometers designed espe- 
cially for replacement of television controls. Also excel- 
lent for use as voltage dividers and bias controls. In- 
sulated contact arm type, linear taper. Special dual 
contactor mechanism. 900 volts AC insulation between 
resistance element and chassis. 297° rotation. Taper 4. 
12%," in diameter. Knurled stub shaft has screwdriver 
slot. *Center-tapped. 34” bushing. Shpg. wt., 4 oz. 


controls. 2 oz. NET.....21¢ 


No. Type | Ohms NET No. Type 


29 M 835/R20L 20 -91/29 M 842) R1i000L 
29 M 836|R20CT*} 20 1.29]/29 M 843) R1S00L 
29 M 837|R25L 25 -91}29 M 844) R2500L 
29 M 838/R30L 30 -91129 M 846) R3000L 


29 M 839/R30CT*| 30 1.29}29 M 845) RSOOOL 
29 M 840/RSOL 30 -91]29 M 692) R7S500L 
29 M 864/R100L | 100 -91}29 M 693) RIOML 
29 M 841/R250L | 250 -91}29 M 694) RiSML 
29 M 834|R500L |} 500 -91129 M 695] R20OML 


Include Ohms and Manufacturer's Type Number When Ordering Controls 


Sprague Capacitors 


TVA AND TU ATOMS—MIDGET ELECTROLYTICS 


Very compact, metal-cased dry electrolytics. Engineered especially for re- 


Gece 


co placements in tough TV applications—such as power supplies, decoupling 
circuits, cathode bypass circuits, etc. Will withstand the high surge voltages 
H and high ripple currents commonly found in television circuits. Very low 
ik leakage. Operate efficiently at temperatures as high as 85°C. *Separate 
y negative lead. Av. shpg. wt., 6 oz. 
j {a SINGLE SECTION 
Stock No. | Type | Mfd /DCWV| Size NET | Stock No. | Type | Mfd |WVDC; Size NET | Stock No. | Type | Mfd |DCWV| Size 
16 L 249) TVA-1962 8] 600 | 1x3146" 2.32 15 L 186) TVA-1503 8] 250 | ¥xl%" 91 15 L 201) TVA-1304| 10 50 | %x1l4" 
| 16 L 256] TVA-1963 | 10 | 600 | 1x3'4_” 2.78 16L 617) TVA-1504 | 10 | 250 | %exltt46” | .94 | 15 L 202) TVA-1306| 25 50 | 746xl%" 
16 L 257) TVA-1965 | 16 | 600 | 1x314_” 3.18 15 L 187) TVA-1505 | 12 | 250 | %exl'%4_" | .97 15 L 203) TVA-1308 | 50 50 | %exl' Ye" 
16 L 258) TVA-1966 | 20 | 600 | 1x31/¢' 3.28 15 L 188) TVA-1507 | 16 | 250 | %x1'Y%e" 94 15 L 876| TVA-1310 | 100 50 | 34x11 %4_" | 
ASL 175) TVA-1902| 8 _ 500 | %xl' 6" {1.04 | ISL 189] TVA-1508 | 20 | 250 | "exl!4e"|1.09 | 15 L 858} TVA-1311 | 150 50 | “x11 Ye" | 
15 L 176} TVA-1905 | 16 | 500 | 154ex2346” [1.20 | 16L 618] TVA-1510 | 30 | 250 | 14ex234e" [1.16 | 15 L 859] TVA-1312 | 250 50 | '546xl' Ye" 
* 15L 177) TVA-1906 | 20} 500 | 1x23%6” 1.26 15190) TVA-1511 | 40} 250 was 1,24 15 L 207] TVA-1203 5 25 Hxit me 
“ee 16 L 613) TVA-1802 | 10] 475 | %x1'546"_ 11.08 16 L 246] TVA-1480 | 200 | 200 | 1%x3%" 2-12 15 L 205) TVA-1204| 10 25 | ¥xlK’? 
16 L 614) TVA-1804 | 20} 475 | %x27%_" 1.26 | ISL 192) TVA-1402 4 150 | %xlK" -72 | 15 L 206) TVA-1205 | 25 25 | ¥%x1h’" 
j 16 L 615) TVA-1701 2] 450 | exls” -88 | 15 L 193) TVA-1405 8] 150 | %xl%" .75 | 15 L 208] TVA-1206 | 50 25 | %exl3fe" 
ah 15 L 170} TVA-1702 4| 450 | %exl' Ve 91 15 L 226) TVA-1406 | 10] 150 1%" Ae 6 15 L 867] TVA-1207 | 100 25 | %exl! Ye’ 
‘ ISL 171) TVA-1704 8] 450 | Mex! Ve" 1.01 15 L 194| TVA-1407 | 12] 150 enh ye 15 L 868) TVA-1208 | 250 25 Ux Ver 
+ 15 225] TVA-1705 | 10 | 450 | 114ex11'46"| 1.01 15 L 195) TVA-1409 | 16 | 150 | %exl' 6" | .83 | 15 L 869) TVA-1209 | 500 25 | ex234e6" 
A 15 L 172) TVA-1706 | 12} 450 | %xl'%" |1.09 16L 241 | TVA-1403 5] 150 | #xl%" as 16 L 236] TVA-1160 | 100 15 | %x136" 
: 15 L 173) TVA-1708 ie AB 450 | %4x2%e" 115 15 L 196] TVA-1410 | 20] 150 | Sexl'%6" | .85 16 L 237) TVA-1161 | 250 15 | Sxl! Ye" 
8 1S L 174) TVA-1709 | 20 | 450 | %4x2346" i223 16L 242) TVA-1411 | 25] 150 11 46" -90 16 L 238) TVA-1162 | 500 15 | 146x246" 
a. ISL 169] tVad7ii | 30| 450 | x34", [1:36 | 130 197| WAda2 | 30] Iso] save | 193 | lec 539] tvalies [1000 | 15 | wader 
ieE asi iris | S| in) iocr |1-g2 | Be gal wait) 1 i Raia |, 08 | Sk ges) NR we | | at 
- x36 . 50 150 | 1346x11 Y4e"| 1 - ‘A-1131 | 250 1 x a 
16 248| Wat7ia| 60| 430 | ister |Ii8@ | let 243| wadals | 00 | feo | yottine’ ltc08 | 1S Be5| TvAdis2 | 500 | 12 | sxltiae 
ib 15% 985) TVA-1716 | 80 | 450 | 1x3'M%46" 12.48 | 15. 878 TVA-1418| 80-| 150 | %xl!54—” 1.17 | 16 L 235| TVA-1133 |1000 | 12 | 1346x2346" 
16L 616] TVA-1601 | 4] 350 | %x1%" "82 | 1@0.619| 1als20 | 100 | 12010234" |tia6 | [8c 9at| tation | 50| 6 | wxdur® 
ISL 181 | TVA-1603 8 | 350 | 4x11 46" -94 | 16L 240| TVA-1422 | 150 | 150 | 1x234¢" 1.38 16 L 230} TVA-1101 | 100 6 
i 15 L 184) TVA-1608 | 20} 350 | '34exl' 6" 1.15 | 16 L 244) TVA-1423 | 200 | 150 | 1x31 346” 1.57 | 16L 231) TVA-1102 | 250 6 
15 983) TVA-1611 | 40 | 350 | %x2%e"__|1.35 | 16 L 245) TVA-1425 | 300 | 150 | 1%4x3%" _|2.12 | 16L 232| TVA-1103 | 500| 6 
15 L 984) TVA-1613 | 60 | 350 | 1x2746" 1.55 | 15L 870| TVA-1300 1 50 | %xlh%’" 166 | 15 L 860| TVA-1104 |1000 6 | 146x236" 
\ 16L 247| WaA-1575 | 140 | 300 | 1%x3%" 2°34 | 150.871|TvA1301| 2] 80| %x1%" | 266 | 16L 233] TVALIO5 [1500 | 6 | 134ex2" Ye" 
‘ 15 L 185) TVA-1501 4 | 250 | Aexl%’" 81 15 L 200} TVA-1303 5 50 | %xl4” 70 | ISL 861 TVA-1106 |2000 6 | 136x2' Ae" y 
(] DUAL SECTION TRIPLE SECTION ae 
t wes 
StockNo.| Type Mfd wvpc Size | NET Stock Mfr's 2% 
4 13 L 220 TVA-2720 &-8 450 %xl'%" | 1.50 No. Type Mfd wvbc Size 2E 
- BS: 450 114x3%”" | 1.51 L TVA-3440 20-20-20 Yx1114" 
15 L 322| TVA-2725 16-8 450 rare | lier | 18 L309] TVA-s44s | 40-30-20 DEETy. 
re egial Toes | srete—| ase — epee eae | (EE 229] Bate | aaeag |e | 1 
15 L 215) TU-1616 *16-16 450 y es ! ‘ ei x2 
’ 15 - 327| TVA-2730 | 20-20 430 Waxs76, | 1-86 | 12 1 989| TVA-3419 | 30-30-100 150-12 ext iog? 
: 15 L 986) TVA-2735 30-30 450 ix3%” | 2.47 15 L 988| TVA-3415 | 20-20-20 | 150-150-25 xlipe 
Bere reer) | tosh | as | aes) B08) IE gl Beas) eabes, | Ueeaaae | Gute 
16 L 264) TVA-2535 120-80 5 %x3%"| 2. 15 b 32 c -40- -150- Yyx2"%6 
Ie t Sas| TvAgus aes 250 17633 9"| 2-69 | 15 6 313| TVA-3430 | 50-30-20 | 150-150-25 | t4x28a” 
* 15 L 254) TVA-2420 16-16 150 4xiig” | 1.32 15 L 329) TVA-3433 50-30-200 | 150-150-25 fe) 
15 L 247| TVA-2428 20-20 150 wxi'“” | 1.35 15 L314) TVA-3436 | 50-50-20 150-150-25 . 
15 L 248) TU-220 *20-20 150 1x2 34” 1.34 16 L 283| TVA-3712 5-80-40 450-400-400 
15 L 253) TVA-2421 30-20 150 “Hxl Gy" | 1.39 15 L 990| TVA-3716 12-12-20 450-450-25 
cgay Ware | ee | BS | Wee) ae 
- =. 1 1114’ * 
13 & 249) TU-420 | *40-20 130 | {taxa Sel (at QUADRUPLE SECTION 
15 L 250) TVA-2442 40-30 150 Hxil4" | 1.47 Not illustrated. 
15 L 243| TVA-2445 |" 40-40 150 “xi 8" Stock Mites 
15 L 244] TVA-2450 50-30 150 Bu whe 1-38 _No. zt A Cel a aL” Size 
15 L 305) TVA-2453 50-50 150 Yx24’ | 1.57 16 L 284) TVA-4576 |140-5-200-30/300-300-200-150| 114x47%” 
eee ry stee | —arat—| top| ae | | IRE 368) AVS (essg gO ae ae am as eta 
L259| TVA-2462 80-50 “WAx28 "| 1.68 “ OO cree ees Ad * 
Metreses| aye sacl |; age2b0 bed (Ax25%,| 1:88 | 16 L288] TVA-4659 |80-10-40-100|400-400-300-50 | 134x444” 
16 L 263) TVA-2467 200-5 150 1x3 74" 1.98 16 L 289) TVA-4705 |10-80-40-100)450-300-250-50 | 134x4%” 
15 - 255| TVA-2315 10-10 50 Kx“ | 1.24 15 L 856] TVA-4750 |40-40-20-20 450 14x44" 
ATOM CAPACITOR KITS @ | AM MOTOR STARTING CAPACITORS VL VERTI-LYTIC ELECTROLYTICS 
SK-106. A kit of Atom An electrolytic capaci- > A selection of top-q 
electrolytic capacitors. An tor designed especially Vat electrolytic capa 
excellent investment for or 110 volt capacitor- Gj, especially designed 
the hobbyist, experiment- start AC motors. Care- placement of units @ 
er, Ham, etc. Contains fully engineered to pass type found on p \s 
one each of the following the correct amount of wiring boards in o can 
TVA types of capacitors | current for the maximum possible starting | equipment. These rugged, extremely 
i (listed above): #1205, torque. In tightly sealed aluminum cans with | capacitors feature low leakage current 
1207, 03, 164) 1306, insulating outer cardboard tubes for high effi- unusually long shelf life. Resin end wil) 
1308, 1310, 1410, 1422, ciency and dependability. Provided with lug contaminate electrolyte; also protects a 
1704, 1705, 1708, 1709, terminals for quick, easy installation. Screws drying or entrance of external moist’ 
1711, 1712, 1713; 1716, | are removable for solder connections if desired. | units are housed in sturdy, pre-molded phe 
2428; 2450, 2453. Sup- | When in question as to proper size, it is always | cases. Contact design makes it virtually i 
plied in sturdy, compartmented welded metal safer to choose the next larger value of capaci- sible to incorrectly install these capaci 
n inventory cabinet, at no extra charge. Open in | tance. *Minimum-maximum capacitance val- | negative lead is easily identified by its most 
. front to allow easy access to all capacitors. ues replaceable with these units. Av. shpg. wt., | diameter, Av. shpg. wt., 3 oz. 
: Compact cabinet easily fits any work bench. 10 oz. sx Stock Mfr’s MFDIwvpD 
: Size, 914x1034x534". Wt., 5 Ibs. Stock |Mfrs| ay, ] NE o. | Type | c 
s! DEMOAIOANET 205.5006 S006 <0 sn ace 18,05 No. |Type| *Mtd Size EACH re  g7eivi-t302) |) $0 
$ 15 L579) 1106 | 47-56 1x24” .23 ! r 50 
. EK-1, A kit of te a 1107 53-64 125 he 1-32 16 L 678\VL-1304 5 50 
{ Atom electro- | 15 L581| 1108 | 64-77 1x2V%" | 1.32 166 679\VL-1307| 10} 50 
te lytic capacitors 15 L 582 1109 72-88 1x25” | 1.35 16L 680 VL-1309) 20 50 
t consisting of the | 15 L583 1110 | 88-108 1x25" | 1.53 16 L 681/VL-1310) 25 | 50 
; following TVA | 751584 1113 | 108-130 |"I34x2%" | 1.68 | 16 Lb 682/VL-1210° 25) 25 
; types of capaci | 15 1 595 1116 | 124-149 | 134x2%" | 1:73 16 L 683\VL-1212) 35 | 25 
: tors (listed 15. L586 1119 | 130-156 | 134x254” | 1.73 16 L 684'VL-1215 50 25 
t aaa 1833, | (50587) 1122 | 145-175 | 1%x2%" | 1.88 16 L 685\VL-1167, 10| 15 
= {r04 iio, 1704, | 13 £588) 1125 | 161-193 | 1%x2%" | 1.91 ate plane ak - 
. . 4 2 15 L570; 1128 | 189-227 | 134x254” | 2.20 rs | 
1% A711, 1716, 2450, | 12 1 B71| 1130 | 200-240 | 1%4x3%" | 2:29 | 16L 688VL-1180 90 | 15 
} 41705. 1769, | 13 L572) 1131 | 216-259 | 1%4x3%" | 2.38 | Te L 689\Vi-1084, 5 | 6 
s 1712. Capacitors | 15 £573) 1134 | 233-280. | 144x344" | 2.65 | 16L 690\vL-1087| 10] 6 
are smallin size; | 15 6 574| 1137 | 243.292 | 134x4%" | 2.76 | 16 L691|VL-1092) 35 | 6 
rated 80° C. or 185° F. Supplied in crystal-clear | 15 L575) 1140 | 270-324 | 134x4\%” | 2.79 16 L 692/VL-1100) 100 6 
compartmented plastic case. Each_capacitor 15 L576) 1142 | 324-388 | 134x444" | 3.18 16 L 693/VL-1038) 10 3 
immediately accessible. Case size, 7x11xi34". | 15 L577) 1143 | 340-408 | 1%x41%4" | 3:26 | 16L 694|VL-1045| 50] 3 
Shpg. wt., 2 ibs. 15 L 589) 1146 | 378-440 | 134x414” | 3.53 16 L 695/VL-1059| 200 3 \Aexin” 
Bema INET aida cncesash. sacle s 13.70 |_15 £578] 1149 | 400-480 | 134x4%" | 3:56 | 16 L 696iVE-1067| 290 | 3 Vex" 
i 170> Specify Manufacturer's Type No. and Capacitance on Capacitor Orders 


Sprague Capacitors — 


“BLACK BEAUTY” TELECAPS 


Hi-temp molded plastic cased tubulars. Highly resistant to 


‘ 


TYPE EP PAPER MIDGETS 


- tu- 


oupiing a tight heat and moisture; ruggedly built; completely insulated. 
lery Bae pocket Features special ““DIFILM” (‘Mylar * paper) type dielec- 
n radios tric. 200 to 1000 v. types operate to 105° C; 1600 v. and up 
>eparate eer elec types, operate to 85° C. 1600-6000 v. types are oil impreg- 
mblies nated. All are +10% tolerance. Av. shpg. wt., 3 oz. 
high temperature performance with 
size. For 105° C operation with no 200 VOLTS DC WORKING 600 VOLTS DC WORKING (CONT'D) 
@erating. Av. shpg. wt., 2 oz. No. Type Mfa Size EA. No. Type Mfd ) Size EA. 
Type |Mfd|W.V.| Size |EA. 15 L (20|\2TM-S2 .02 yxlV%4” | .20 15 L083] 6TM-P25| .25 42%, 85 
$EP-110}.001 | 600 |4x!14" 15 L 149|2TM-S47 1047 | Y%exl%"” | .20 16 L 260) 6TM-PS 5 1x24" 1.14 
BOO teen Laextiee De ISEIZi2EM-Ss  } 05 ‘pert | (23 1 £309) Grmemt1 | 1.0 | 1x256*| 1:51 
& 2x11 ae” . . x . 
Wx rer eee 00 8 ave 15 L 145|2TM-P15 | .15 xihe | 137 1000 VOLTS DC WORKING : 
15/exl1 Vg" SEP-D50|.005 | 600 |%4x!8%" \DAe 15 L 146|2TM-P22 22 YexliA~” | .35 No. Type Mfd Size A. 
xlhe CEP-DO0|.006 | 600 |sqxttg? |2ae | 15 Lb 147/2TM-P25 | .25 Ax1~i | 38 15 L 928/106M-T5 | .0005 |54cx1” 23 
SE P-D80}.008 | 600 \sgxi" |24¢ | ISL 148)2TM P47 | 47 Yx2V%4" |167 | 15L929/10TM-D1 _| 001. |%sxl? | -23 
SEP-Si0 |.01 | 600 |%yxir__|2e¢ | 13 b 123/2TM-P5 5 Yx2V" | 73 15 L 930|\10TM-D15] .0015 |°A5x1” 123 
s—15 15 Lb 124\2TM-Mi_ (1.0 Yx2V"_1 91 15L931/10PM-D2 | .002 | %x1%4"| .24 
6EP-S20 |.02 | 600 |\"gxi” |29¢ : ge 5, 
CEE S20 (08 | 600 |ex1}4"|32¢ 400 VOLTS DC WORKING 15 L 932\10TM-D22| .0022 | ¥xi%" | .24_ 
6EP-P10|.1 | 600 |54x134” |41¢ ; > T5L933/10TM-D3 | .003 | %x1%"| .24 
GEP-P20|.2 | 600 |Ssxitiw” 47e | 13 1 183 ibe Yu, “19 | ISL 936/10TM-DS 005. | ¥xli4" | .24 
SEP-P25 |.25 | 600 |%x2"  47¢ | |3L013|\4TM-S22 | ‘022 xg. 130) | tab 33e 10TM-D68| .0068 | %x114" | . 
ger Bolo | 400 |axte 21e | 2c otalatM-s47 | 1047 exits |:39 15 L938\10TM-S1_ | 01 |7/6x1%4" |_.26 
4EP-D30|.003 | 400 | 34x" 21¢ —|— ex | T5L 939\/10TM-Si5 | .015 | %xl%4y"| .29 
4EP-D40}.004| 400 |i¢x"a" 2le | 12 5 422 Re er a tee 24 | 15L940|10TM-S2_ | .02 Yxi 4" 35 
serpaes write: cic | igetialarmee (20° | Buy: | ae | (EE MU isis | ae | Gage ae 
Bet be Sh"! aon legate’ (gag | te CCl sees AS | x17" _|.35 | 15. 943/10TM-S35 | .035 %xi7Z" | 40 _ 
tepocyo| oe | Sim Jie” eee Caauereres, (3, | guy [38 | IE sastonst” | 287 | Bare) ces 
~ bast a fee or - Fe ‘1 . 1 - . x . 
aseaty oe 400 art lSae a Rata ae a Buy, 56 15 L 946|10TM-S68 | .068 Bute 146 
4EP-P20 |.2 400 sexi 4” |41¢ I: l 2 : Yx2Va"_| .73 150 947110TM-P1 | .1 3x24" | 70 
4EP-P25 |.25 54x1%" |44 
Tote fees |e | a00 oor Boe — eB ne wore’ 1600 VOLTS DC WORKING 
1Ygx2! Yio" 3EP-D50/.005| 200 |4x'e \21¢ 16 L 251| orM-T25 | 00025 18 | Tet 270) MB-TS_ | .0005) ¥x1 447) «32 
Y6x2' He sEP-S10|.01 | 200 |taxi¥y" \24¢ | 16 £ 332| oTM-T4 | 0004 | Sexi” | 219 16 L 271| MB-D15 | .0015| %x14"| .53 
2EP-S20 |.02 | 200 |*4x"l4" \26¢ | ie L 253| 6TM-TS | .0005 La "19 15 L158) MB-D2 1002 | %x1"| .53 
: ate lS % : - 16 L 272| MB-D22 | .0022| %x1\4"| .53 
2EP-S50|.05 | 200 |54x1 29¢ | 15 L070] 6TM-D1 | .001 +18 15 L159| MB-D3 003 | texiia”| 153 
2EP-P10|.1 200 |*¥gxt”_|35¢ | 15 L084| 6TM-D15| .0015 18 PI é Vaxl4" | » 
2EP-P20|.2_ | 200 |gx1%"|38¢ | |8L071| 6TM-D2 | .002 te 16 L 273| MB-D33 | .0033| %x1\4"| .54 
sEP-P25 |25 | 200 |taxie"|41¢ | 18 0092| 6TM-D22| 0022 | Sexl? | :18 15 L160) MB-D4_ | .004 | ‘4x14"| .53 
ii" % : 6 ‘ 16 L 274| MB-D47 | .0047| V4xi!4"| .54 
TEP-P50|.5 | 200 |%x1%" |47¢ | 15 L072) 6TM-D3 | .003 t19 ie t tel] MB-D5 jos. | exiige 
= 1EP-P25 |.25 | 100 |exi3e"\4l¢ | 15 L522) 6TM-D33 |_.0033 19 13 L 162| MB-Do_ | .006 Gig, a 
= ikp-Ps0ls | 100 lsgxix" |47¢ | 15 L073| OTM-D4 | .004 T9 ae : 2 22 
2 A 13 £073) CIM-D7 | 0047 bacavelits | [$b e23| MBBS | Sor “28 
KNOB CAPACITORS 13 E098] Stumps. | 005, | 421%") 719 | 12 b 163) MBDF 007. | wxi3” | -2 
‘ 15 L075| 6TM-Do | .006 26. .| [bE ie4| Me Dey coe 
age, 500-mmf plastic \ iS 15 L 165| MB-D8 008 56 
= for replacement use in 16 L 254| 6TM-D68)\ .0068 | %x1%4”" | .20 15 L166 MB-S1 01 tx 4" | .56 
= of TV sets. Moisture- 15 L 523) 6TM-D8 | .008 | %x1%"|.21 13 L167) MB-SiS | 01S | 5¢x1%"| 62 
~ thermosetting molded 15 L076) 6TM-S1 OL | ¥x1%"| .21 13 CL 1e8| MB-S2 | (02 | Sx1%"| 163 
Molded guard rings in- 15 L094| 6TM-S15 | .015 34x14” | .21 cz) c 
warface leakage path. Ca- 15 L077] 6TM-S2_ | .02 ex V4” | 22 16 L 277| MB-S3 .03 Sxl" | .65 
body has threaded ends 16 L 255| 6TM-S22 | 022 Yoxt4” | .22 16 L 278) MB-S4 .04 x1%"| .63 
take a wide variety of 15 L078| 6TM-S3_ | .03 Yexi Vy" | 24 16 L 280) TR-15 05 34x24" | .69 
terminals. e x ys Cap y 
s=pplied with 14 terminals ie r es aes bets Werte ss 6000 VOLTS DC WORKING 
<5 ape Weed dy ane | 13 L098| 6&M-S47 | .047 xi Gr ‘Ss 151 853 is rated at 10,000 DC wkg. volts. 
vith only 2 terminals o' | a 2 
mpetaby *: Wee. A508 13 C081| oTM-so bo_| Axi | 28 er gs0 Foss ans rae wa 
+a) rs 3 % . x 
gx4 74” ] Type |KV Rating|Dia. x Length| NET 15 LO82| 6TM-P1_ | .1 YxliA“" | 34 15 L 851/TVM-216 | .001 Myx1¥" | 8l¢ 
34 x4'94” =Ss 2DK-15| 20 im \ei7zr. | [2 284 OTM-P15 | 15 | %xl%" | 47 15 L 852|/TVM-256 | .005_| %4x1%" | 87¢ 
54 ioe S57 30DK-T5| 30 15hexl" {1.76 /ea. 15 & 525| 6TM-P2 | .2 Y4x2V%" | .65 15 L 853/TVM-351 | .0005 | %x1i" | 89¢ 
x 
Senger TE “L T a ” 
sext 6? 3 -K BEAUTY CAPACITOR KITS Mew Aa : TL Bind domeaggper tee = CAPACITORS 
4 n extensive selection of ultra-sma series a! . i 4 
0 Wit. A se- electrolytics. Excellent for use in transistorized cineca Withstand 
LYTICS m of 72 radios, transistor circuits in hearing aids, pocket temperatures to 85° - 
n of top-qu Beauty wire recorders, wireless microphones, and other C. Low leakage current; long shelf life. Size is 
tie cepa thy Atl miniature electronic equipment. Hermetically diameter x length. Av. shpg. wt., 1 oz. 
of units of polt—11 No. Type | Mfd |WVDC| Size | EA. No. Type |Mfd,WVDC, Size | EA. 
nd on = me used 16 L O27) 1010 is 1 TAFT 1é 5 90. 
ards ih a Compart- le L 958 1055 25 3 este 36 ie t e238 tise 20 15 rete 38 
xtremely 16L029| 1060 | 110 3 lagxug7liioa | 16 628] 1157.1| 25 | 15 |iexityr) .94 
fe current 16 L 653| 1061 | 150 3 |%xII@"|1.04 | 16 L 629] 1158 30] 15 |S@xttg’| .94 
sot will 16 L 654| 1064 _| 200 3 |86x"%"|1.04 | 16 L 630) 1159 35 | 15  |%xlig"| .94 
ec ae 303, '5—.047, 12—05, 8—a, ana | 161655) 1965 | 200 | 3 seaifa,|1.04 | 16 L631) 160 | Fe) ts |gene a 
nolded pil 16 b 656) 1006 | 200 3 ez, teal 3 632| 11 , 15 |dexitr| 1.04 
virtually im et 622! toes | 500 | 3 |sextss” 143 | IST G3al ties 100 | 43 Weetaserlicns 
se (race pee Contain a wheels capacitors in 16 L 030} 1080 1 6 Y%xl4"| 186 16 L 635) 1164 200 15 seat ike 1.22 
" mos! ratings. a -- _ — 
Dretnty case Rigi 1600 wype. 16 L O31) 1081 | 2 6 xe, 16 L 046) 1202 5 25 Y%xl4"| 90 
2. 1, 2—-.002, 2—.003, 4—.004, 16 L 032) 1082 3 6 4x “% 88 16 L 047| 1203 6 25 Yxlg"| .90 
Cc ‘1-006, 2.0068" 5—.007, 4—.008 16L033| 1083 | 4 6 |igxttg"|. 16 L048] 1204 10 | 25 |igxtlg"| .90 
2.02, and 2—.03. Size 11x614x2". 16L034/1084 | 5 6 Yxil,y’ 16 L 049) 1205 15 25 Sextty”| .90 
S24 'Ibs. * is 2x2”. | 16L035|1086 | 8 6 |4xG" 16 L 636] 1206 20 | 25 |sxtte"|1.04 | 
ia AEP bere & 13.96 | 16L 036) 1087 | 10; 6 |%x"m"| 86 | 16L 6371207 | 25] 25 Tig? lI | 
16 L037| 1089 | 15 6 |i%x4"| .90 | 16 L 638| 1208 S51 28 sis ‘4 | "04 
Kit. Assortment 16 L 038) 1091 25 6 |4%x4"| .90 | 16 L 639} 1209 50] 25 |3¢xi%q"| 1.04 
spe 6TM 600 v. 16 L 039} 1092 30 6 |4%x%q"| .90 | 16L 640} 1210 75 | 25 |sx1ig"|1.10 
s in 9 popular 16 L 040} 1095 40 6 |Mxe"| -94 16L 641| 1211 100 | 25 |% aM ita 
Supplied in sin-| ae 2oxi Hi") Ie 
Be aicercabinet:| 16L 041 1100 50 6 Saxtiet| 94 | 16 L 642) 1301 2 | 50 |%4x114"|1.00 
l"Ax"\4 “sine individually 16 L 026) 1101 60 ate 1.04 16 L 643} 1302.1 4 50. 14 x14"/1.00 
mf fn plastic tet ees] tots | 25] § (ieseltes | lee geal tags | 2) eerie ee 
5 75— s 4 . % "1A 
eis 0 ot: \eLeerlitoe | 300] 6 |sxtig"|118 | 16 645|1307_| 50 | 50 Eran 
ot S—.03; 15—.05; 16 L 042] 1116 15| 10 |x| .90 L 14 7 
2.25. 414x3Y2x 16 L043} 1118 25 | 10 igxige 94 3 L eae {407 10 100 bts d lat f 
apg. wt., 5 Ibs. 16 L 621| 1119 50 | 10 |34x'¥6"|1.04 | 16 L 648) 1408 15 | 100 |%x1%"|1.04 
DS IME Pid. 56 ee tea eees iN . ee ae a 1S ys ie 16 L 649) 1409 20 | 100 | $xi34"|1.07 \ 
Kit. 2-drawer cabinet with 119 Type 16L04 tiaT 5 12 pee) 3 16 L 650} 1502 3 |_150 ¥x'54"|1.07 i 
“spacitors. Contains: 10—.061; 10—.002; 044 ya xis, +86 16 L 651) 1504 5 | 150 |34x!54"/1.0 . 
cuvotomes | 1ebG He | 8) ie [EET ee | (Se Seslate | BLESS beanie 
x . 
LoL pea) te lap tis. Ieaner cso. | '° Os 150. eee 
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Sprague Capacitors 


“CERA-MITE” DISC CERAMIC CAPACITORS 


Ultra-compact ceramic disc capacitors. In ELA (RETMA) and other popular values. 
High by-pass efficiency in critical circuits. Moisture-proof costs Tolerances: 1000 


WVDC types 20%. 3000 WVDC types 1.5 mmf, +.25 mmf; 


7 mmf, + .5 mmf; 


thru 68 mmf, +10%; thru 500 mmf, + 20%. Allcapacitors are “tagged”’ for easy iden- 


tification. Sizes range from 4” to %”. Shpg. wt., 2 oz. 


SERIES 5GA—1000 WVDC 
*Designates Mfd. 


TYPE NPO CERAMICS 


Zero temperature-coefficient capacitors. 1000 


No. |Type|Mm# No. _|Fype Mmft WVDC. All capacitors listed below are of the 
716 L 300 roa L 330| 125 |250 disc type. Av. shpg. wt., 2 oz. 
fer soe Rsetliaay ican Stock No.| Type Mmf_| EACH 
16 L 303 L 333 330 19 L955 | 10TCC-Vi0 1.0 
L L 350 19 L956 | 10TCC-V15 15. 
16 L 304 334 ’ 29 
16305 S55 a5 19 L957 | 10TCC-V22 22 c 
16 © 306 L 33a Pst 19 £958 | 10TCC-V33 3:3 
16 L 307 L 337 400 19 L959 | 10TCC-V47 4.7 
16 L 308 L 338) 470 19 L960 | 10TCC-V68 6.8 
16 L 309 L 339) 500 19 L961 10TCC-O10 10.0 29 
16L 310 L 340| 156 |560 HE Bee | aCe lata e c 
16L 311 L 341 600 19 L963 10TCC-Q20 20.0 
16L 312 L 342 680 19 L964 | 10TCC-022 22.0 
16L 313 L 343 750 19 L965 | 10TCC-O25 25.0 29¢ 
16L 314 L 344 800 19 £966 | 10TCC-Q33 33.0 29¢ 
16L315 L 345) 182 (820 19 L 967 | 10TCC-Q39 39.0 32¢ 
16L 316 L 670) D10|.001* 19 L968 | 10TCC-0O47 47.0 32¢ 
16 L317 1 oO Distooras *| 19 £969 _| 107CC-O50 | __ 500 _|_22¢ 
16L318 L 348) Di3|.0013* 19 L970 | 10TCC-068 68.0 32¢ 
16L 319 L 671| D15|.0015* 19 L971 | 10TCC-O75 75.0 32¢ 
19 L972 | 10TCC-T10 100.0 32¢ 
16 L 320 L 350) D16}.0016* 19 L973 | 10TCC-T12 | 120.0 | 35¢ 
he f ae + 2 lt ek pane 19 L974 | 10TCC-T15 150.0 35¢ 
16 L323 L 323] 522 |,0022* 19 L975 | 10TCC-Ti75| 175.0 | 29¢ 
16 L324 L 354) D25|.0025* 19 L976 | 10TCC-T22 220.0 4\¢ 
Tel 325 L355) D27 O0n7* 19 L977 | 10TCC-T27 270.0 47¢ 
: * 
ie ase t 339] D3s{o033" TYPE N750 CERAMICS 
16 L328 L 358) D39|.0039* A negative temperature coefficient capacitor 
16 L 329 L 359] D40|.0040* with a negative change of 750 parts per million 
NET per degree Centigrade. 1000 WVDC. All capaci- 
EACH tors listed below are disc type except *rectangu- 
No lar. Shpg. wt., 2 oz. 
16 L 360 Stock No. Type Mfd | EACH 
16 L361) 19 L978 10TCU-V50* 5 
16 L 362 19L979 10TCU-Q10 10 
16 L 363 19980 | 1orcu-o15 | 15 | 29¢ 
16 L364 19 L981 10TCU-Q20 20 
19 L 982 10TCU-Q22 22 
19 L983 10TCU-025 25 
No. |Typa|Mmf| No. 19 L984 | 10TCU-033 33 29 
16 L 387| Vi5| 1.5 |16L 377 19 L985 | 10TCU-Q47 47 c 
16 L 370] V47 4.7 116 L 378 19 L986 10TCU-068 68 
16 L371 10 10 116 L379 19 L987 | 10TCU-Q75 75 
16 L 372 Bis 15 116 L 380 19L988 | 10TCU-T10 | 100 
betscal set se lte Esse 13L989 | iorcu-t20 | 200 | 29¢ 
le t 359 339 30 Heb ae5 190991 | 10TCU-T22 | 220 
16 L 375) O50 50 }16 L384 19 L992 10TCU-T33 330 
16 L 390 60 60 6385 19L 993 10TCU-T47 470 4\l¢ 
16 L 376) Q68 68 116 L 386 19 L994 10TCU-T68 680 47¢ 
NET 
UE RN aisle nina = 1600 ciare-o' Sais bios dae TYPE BL BUFFER CERAMICS 


SINGLE AND DUAL HIGH-K TYPES 2000 WVDC disc ceramic type capacitors for 


buffer applications. Tiny, rugged construction. 


SERIES 5HK—500 & 1000 WVDC Moisture-proof coating assures high dependa- 


bility. Perfect for use in highly compact equip- 


No. Type Mfd wV0C | NET ment of all types. Tolerance, + 20%. Av. shpg. 
ie cera| Bee | aoe | foe [tse | TA 
15L674| Sio | .010 500 | 1B¢ No. Type | Mfd | No Type _| Mfd. 
e9st{sio|as | —s0-| gar | fet o9i| seas | oe |tebase| ato | 
190951 | S30 | .03 500 6L291| BL-D - i 
19952! S40 | .04 500 rt 16L 292) BL-D30 | .003 |16L 297) BL-D75 | .0075 
19.L 953] S50 | .05 500 | 41¢ 16293) BL-D40 | .004 |16L 298) BL-D80 | .008 
19L954] Pio | 1 500 | 94¢ 16L 2941 BL-D50 | .005 116 L 299] BL-S10 | .01 
15 L 675 | 2D10| 2x.001 1000 | 24 NET 
Meee 21s) sc001s |. -1000 | 24% || EACH:.2....-5. 20050. .dss 02 cecweoete 2\c 
15 L677 | 2D20| 2x.002 1000 | 24¢ 
15 L 678 | 2D40| 2x.004 1000_ | 26¢ BULPLATE MULTIPLE 


UNIVERSAL CERAMIC CAPACITORS 


[ISPRAGUE] Highly versatile, 4-lead_ ceramic 
type capacitors. Provide maxi- 
mum coverage with minimum 
stock. Ideal for use by service- 
men, experimenters, etc. Offer a 
large variety of odd and popular 
ratings—simply wire leads in var- 
ious combinations. With complete instructions. Stock 


shpg. wt., 


2 oz. 


CERAMIC CAPACITORS 


Compact, self-contained as- 
> semblies containing all the 
fal capacitors used in one or 
more stages of a radio cir- 
cuit. All are rated at 500 
WVDC, 1000 VDC test. Av. 


NET 
EACH 


*Guaranteed minimum value; UGA-1 and N Mfd. Size 

UGA-2 have tolerance of +20%. Rated at = 

500 WVDC. Av. shpg. wt., 3 oz. I5L 626 .002, .00022, mS 
Stock Mfr's | Capacity Size NET 00022, .005 16x rent 44g 

No. Type | Range, Mfd EACH 15L 627 J 00015, 

15L 216 |*UHK-1/.001-.004 | *axd¢x'a” | 29¢ | ee id hot Peat hk at eR 

15L 217 |*UHK-2|.0025-.015 | 1}4x%x'o” | 35¢ 15L 628 

15L218 | UGA-1/.0004-.0013] 25gx5¢x'4" | 29¢ : 

15219 | UGA-2|.0006-.0027| 13¢x%x'e" |35¢ | TSLe@20 | sace| 3x008 li exdex'e"l3Be 


UNIVERSAL CERAMIC CAPACITOR KIT 


il) 7 
Type CK-4 Kit. Universal multi-purpose ca- TC” CALCULATOR 
pacitor kit. Handles 90% of all common ce- Handy slide-rule. Determines values of NPO 
ramic, molded tubular, and mica replacements and N750 ceramics to be connected in parallel 
in bypass and coupling circuits. Includes 3 to equal a capacitor of desired intermediate 
each: UHK-1, UHK-2, UGA-1, UGA-2. With temperature coefficient and required capacity. 


instructions. 314x814”. Shpg. wt., 3 oz. Shpg. wt., 4 oz. 
18 L712, NET EACH....+...+...--d+08 


172 


37 K 103. NET...... OR Pe ee tet I5c 


NEW ORANGE DROP CAPACI 


Extremely small 
replacement te 
capacitors. Have 
dielectric, ultra- 
windings, rock 
Case, space-savii 

al leads. Leak 


Easily fit in tight 
A Double-dipped im 
epoxy resin to guard against heat and me 
In clear-plastic boxes. Tolerance, + 10% 


Stock No. | Type Mfd | WVDC| Size 
28L 700! 2PS-S20 200 | Yxh* 
28L701| 2PS-S47 200 |2944x44" 
28L 702) 2PS-S50 200 |1542xh" 
28 L703) 2PS-P10 200 | 31h 4xl 3h 
28L 704) 2PS-P25 200 Yexl She 
28L 705) 2PS-P50 200 |2342x1%" 
28L706| 4PS-S10 400 |13Aox1 IA 
28L 707) 4PS-S20 400 |13/oxh" 
28L 708) 4PS-S30 400 |29%44x7" 
28L 709) 4PS-S47 400 |2944x1 34Q 
28L710) 4PS-S50 | .05 400 |2244x1 340 
28L711| 4PS-P10 | 1 400 | 3744x135 
28L712| 4PS-P20 | .2 400 |19A2x1% 
28L713) 4PS-P22 | .22 400 | 3244x154" 
28L 714) 4PS-P25 | .25 400 |4Uh4x1 4" 
28L715) 6PS-D10 | .001 600 |2 44x Ye 
28L716| GPS-D15 | 0015 | 600 |214yx1 the 
281717! 6PS-D20 | .002 600 |2 Vé 4x! he 
28L718| 6PS-D22 | .0022 2 f4x! Vg 
281719) 6PS-D30 | .003 1 axl Ag 
281720] 6PS-D40 | . x1 14g 
28L721| 6PS-D47 | . 25h4x1 1A— 
28L 722) 6PS-D50 | | 
281723) 6PS-D60 
281 724| 6PS-D68 | 
28L725| 6PS-S10 
28L726| 6PS-S15 
28L727| 6PS-S20 
28L 728) 6PS-S22 | . 
281729) 6PS-S30 | . 
281730 
28L 731 
28L732 
28L733 
28L734 
28L 735 13 @xlh” 
28L736 2Veqxt! 
28L 737 
28L 738 S23 
28L739 i oie 
281 740/10PS-D50 | . 1000 519 
326 
CERAMIC CAPACITORS FO “+ 3 
TRANSISTORIZED CIRCUITS s46 
a Especially de | 
a i for circuits A 
extremely sm S11 
ponents. Ide 3i2 
printed circuit 213 
sistor-type rag | 
Provide very é a4 
able service in 315 
and coupling ci6 
tions. Have e 17 
humidity resi o4) 
{al Type TG. Have heavy, protective 
All are rated at 50 working vols 
Have tolerance of +80% to —20% 
$25, which is +80% to —30%. 


Type| Mfd| Dia. | Wt. 
-005 | '%@% | 2o0z. 
-O1 i, 3 oz. 
025 | 14" | 3 oz. 
05 “A 3 oz. 
3 | % 40z.) 


Monolythle Type. Solid hom 

block construction assures excellent 
ity resistance. Extremely small size, Ya) 
Rated 25 working volts, DC. Temp 
rating —55° C to +85° C. Shpg. w 


n 
o 
° 
° 
* 
z 
° 


DAD) DAAG 

SEricore 
NX! DADO 
SD! OHO 
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fal Hypercon Type. Highly dependabl 
[A miniature ceramic discs. Superior 
trolytic capacitors of similar cap 
values, due to very low power factor. To 
guaranteed minimum value. All are 
working volts, DC. Shpg. wt., 2 oz. 


a Type Mfd 
HY-120 
HyY-125 
HY-130 
HY-135 
HY-150 


TYPE BR SINGLE SECTION 


Beaver” tubular electrolytic capacitors are specifically 
med for service replacement applications. All are sealed in 
num cans for protection against heat, humidity. Type BR has 
tinned-copper leads with negative terminal grounded to can. 
BBR is a miniature version of Type BR, for limited-space 
Secations. Type BRHV is similar to Type BR, but is designed 


Cornell-Dubilier Capacitors 


“BLUE BEAVER” TUBULAR ELECTROLYTICS 


TYPE BBR SINGLE SECTION 


TYPE BBRD DUAL SECTION (Cont'd) 


omites" are extremely small aluminum- 
sapacitors. These tiny units are hermeti- 
sealed into an ultra-small tubular alumi- 


ean which is tightly fitted with an oute! 


r 


arent plastic sleeve for freedom from 
* with adjacent components. Excellent 
in equipment employing transistorized 
ed circuitry, or any other type of minia- 


coupling use in low-voltage equipment. Termi- 
nal connections are securely welded. Despite 
the extremely small size of these capacitors, 
they exhibit excellent electrical characteristics. 
Surge voltages are 20% higher than working 
voltage. Tolerance: —10% to +150%. Leak- 
age: 0.1 wa/mfd/volt, or less. Operating tem- 
perature of all subminiature electrolytics is 
— 20°C to +85°C. Av. shpg. wt., 2 oz. 


W.V.| Size In.|NET | StockNo., Type | Mfd|W.V.| SizeIn.|NET | StockNo.| Type | Mfd | W.V. Secia ae 
xl |\1.23 | 19 -L 202| 5-6 5 | 6| %xi%e | 61 | 18 L 617| 0652 |40, 50/450, 50| 1x3%- 12.17 
by (2h | (Bt apa dee | | $| Belk | 33 N 
. | x . 
1-34 13 L 208 100-6 100 8 Bais 83 ae BBRT TRIPLE SECTIO! 
cu xl%e I. Stock No.| Type A B 
1.81 19 L 207/100-15 | 100 | 15 Brive 88 | 191230 | 22215 | 20-20-20 | 150  |'5fexlh 
2:15 | 19 L S16) 10-25 | 10] 25 | 4xi%e | :72 | 194 231 | 32v215 | 30-25-20 | 150 1 
1.33 | 19217] 20-25 | 20] 25 xl Ye 773 | 191 232 | 33315 | 30-30-30 | 150 [1 4ex2 
Hoh 19 L 218] 25-25 | 25 | 25 | Sgxite | 174 | 191 233 | 42215 | 40-20-20 | 150 [%exl 
ts 19 L219] 50-25 | 50) 25 | Yaxihe | .79 | 191 234 | 43215 | 40-30-20 | 150 | 4ex2%e 
1.12 19 L 208|100-25 | 100 | 25 Yexlh%e .97 | 791235 | 44215 | 40-40-20 | 150 |i! T 
1.40 | 191209) 1-50 1| 50 rls -67 | 191 236 | 44415 | 40-40-40 | 150 1! 
"50 | 19 3ii) 30 | 4| $0| sgxime | “91 | HELE arses | isosoaso] 180 fsekenze 
; i x : 18 L 620 | 0126.5 | 150-150-150] 150 x4346 
Bool pune | a38 19 222| 5-30 | 5 | 30 | Sexite | 71 | ist 29s | 3318C | 30-20,20 | 150,25 
Ax ° 19 L 223) 10-50 10 | 50 | ¥%xlYe | 72 | 19 239 | 4215C | 40-20,20 | 150,25 [1 4exl% 
tg | 13tZaq) 25-50 | 25| 30 | Yaite | (28 | stan lange, | wom | 802 holy Uae 
47 13 £214 4150] 4 150 Balle 23 ere (fase 50-30,20 | 150,25 [At cal 122 
fe Sa nentreersedl # xtAG = 19 L 244 | 5515C 50-50,20 150,25 |1 6x: é 
8 | 19226) 10-150) 10} 150 | yxt 77 299 [5315025 | 50-30,250 | 150,25 |1'Aex3%Ac [2.58 
BS | 124247) 12-150) 12 | 130 | Geile | -22 1st 248 | saisc. | 80-40°20 | 150,25 gar “04 
62 | [3c 338] 20-480] 20 | 150 | aime | cas | 1b 275 | Ssibxze | s0-80200 | 18018 Tee Doe 
27 ‘ ; ! 
3 rar aoe on : a yu 3° 1g L2G | aCe | Be sottoy | 180,28. [LVfoxat V.08 
a= : 19 279 | 4225C | 40-20,20 | 250,25 |LV4ox2% [2.08 
ae | eee eee Sz SO, 12 ESO Ysihe | 37 19 L 281 |7vai25 | 75-40-10 | 250 |13/6x3%e [2.88 
TYPE BBRD DUAL SECTION WL G2t | 18s | ee | aso 1 ant 
82 ; 19 L 282 -16- 6 
3 | StockNo.| Type) Mfd |W.V.Size In.NET | 191 283 PeAsC_| 20-20,20-_| $60.25 erste 
B 53 ae aroe 20-20 25 atts 1.23 18 L 626 | 1411 30,50,100 /450,150,25/1%4x3_— 12.57 
5 | 190251] 2115] 20-10 | 150 | 4x18 |I 731 TYPE BBRQ QUADRUPLE SECTION 
O | 134 328) 3243 20-20 | t8 | s2zi 46 |t:a0 | StockNo] Toe |__| _W.V._ [Soin tn. (NET 
7 = Ua he tthe ——— |] ~|——— 
| 13b 58] ate 205 | 0 |ugetie 28 | Bt miaaue ars ne 
34 O | 19 L 386] 4315] 40-30 | 150 |1*4x24% 11.47 | 19 L 294)55515C 50-50-50,20 /150,25 
: 6 4415] 40-4 Wax2! 18 L 628|0789.4 |140-5,200-30|300,150 
19 L 257| 4415| 40-40 | 150 | *gx2% |1.50 
309 7 | 19 6 258| 5315| 50-30 | 150 |" gx2%q 1.51 | 18 L 630]0789.5 |80-60,40,20 |350,300,150 
o10 | 19 L 259| 5515| 50-50 | 150 |i%gx2%ql1.59 | 18 L 634/0170.5 |40-20-20-10 
ih 1] ABE Ses) tbe, 888 fab BPE gr Leas 
313 9 | 19 L 288\101015|100-100, 150 |114x3% |1.99 10,80, 40-40 |450,300,250|1%4x39A¢ 
2014 5 18 L610} 0196|200-5 | 150 |1 ey 2.76 10,80,40,100| 450, 
$313 a | TSE 292 | epee eta | 28 [gett ae 
917 1 | 19 £ 263| 2225] 20-20 | 250 |1%gx1 % |1.52 TYPE BRHY HIGH-VOLTAGE 
304 6 | 19 L296] 3325] 30-30 | 250 |1%4x2% |1:70 +; 
005 19 L 264| 7V225| 75-20 | 250 |114x3'%|2.29 | StockNe.| Type Mid W.V.| Sixe In. [NET 
547 18 L 614| 0286|150-100| 300 |1%x3'%|4.94 | 141 538| 708; 8 Wex3 x 
£83 ioe #68] Sats ee | 8 jects te | IRE Eaa] | | fi Utdeat, el 
vA a . 
2 13 seg| Soh iets | Se | (Se Sell Oe | a op eee ase 
= oo! : iL 4ex3% 2. 14.L 534| 608 | 8 | 600 | 4x3'% |2. 
-30 | D L 610 | 10 | 600 | %4x3% |2.69 
£393 13 L334 2243| dogo | 430 et 3-80 1% t 337 616 | 16 | 600 |it@x3% 13.08 


k Stock | Mfr's Size | NET Stock | Mfr's Size | NET 
He. No. | Type |Mfd/WVDC In. |EACH No. | Type |™Mfda|WVDC in, |EACH 
£750 1 19 L758) 6-25 6 25 |x | .B2 19 L 770|150-15 | 150 15 |¥xly| 1.04 
75! 2 19 L759) 8-25 8 28 |i4x%4| 182 19 L771/175-15 | 175 15 Yyxl Z| 108 
2600 5 19 L 608] 10-25 | 10 25 \Yx%| .82 19 L 772/200-15 | 200 15 x114) 1.15 
260! 8 18 L 660) 15-25 | 15 25 Mex% | .86 18 L 652| 25-10 | 25 10 5 86 
2602 0 19 L 760} 25-25 | _ 25 25 |¥ax% |_ .96 18 L 653| 50-10 | 50 10 a, 
£752 8g 19 L 761| 30-25 | 30 25 |%x% | 96 19 L 773|125-10 | 125 10 , 
2599 6 19 L 762) 40-25 40 25 xy -96 18 L 645) 10-6 10 6 

753 8 19 L 763) 50-25 | 50 25 \xh| .96 18 L 646! 20-6 20 6 
1605 10 19 L 764/100-25 | 100 25 \%xiy)| 1.06 19 L774) 30-6 30 6 
£607) 20 18 L655) 5-15 5 15 Mex |_ .78 19 L597|125-6 | 125 6 
1754 2 18 L 656) 10-15 | 10 15 |%x%y| .82 18 L 640| 25-3 25 3 

4 18 L657] 20-15 | 20 153 \Ax% | ‘82 19 L 612) 50-3 50 3 
5 18 L658] 30-15 | 30 15 Sex% | .86 19 L 775|100-3 | 100 3 
10 19 L765] 40-15 | 40 15 |¥%x% 86 19 L 595/125-3 | 125 3 
20 19 L 766| 50-15 | 50 13 |%x% | 196 18 L 641|200-3 | 200 3 
40 19 L 767| 75-15 | 75 15 |%x%| .96 19 L 776)250-3 | 250 3 
50 19 L 768|100-15 |{100 15 \%4xh| .96 19 L 777|450-3 | 450 3 
3 19 L 769/125-15 | 125 15 |3%xi | 1.00 


Specify Manufacturer's Type No. and Capacitance on Capacitor Orders 
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Cornell-Dubilier Capacitors 


PM MOLDED “MYLAR” TUBULARS 


= Molded tubular capacitors for severe operating conditions and 
high temperature applications. Feature ‘‘Mylar’’ polyester film 
dielectric. Capacity tolerance is +10%. Temperature range is 


—55°C to +85°C—derate 90% of rated voltage at 100°C and derate 50% at 130°C. Moisture 
Tesistance exceeds JAN-C-91 or MIL-C-25A requirements. Av. shpg. wt., 3 oz. 


Stock No. | Type Mfd =|WVDC Size NET Stock No. | Type Mfd |WVDC Size NET 
4 ? 373 Fe m2 | Eh *x14" Lao 14L 244|PM4wi | 1.00 400 |1x2%" 1.56 
d %x14" 124 
14 L 375 2 1 200 ext" 29 600 VOLTS DC WORKING 
x Yexl'e" +42 PM6T5 | .0005 | 600 |54¢x1” 

14L 277\2P25 +25 | 200 |%exl%e” | 142 Ia 135 PM6D1 ‘D010 600 or 33 
14 278|2Pa7 47 | 200 |%x1%" 64 | [9 778/602 DO | 800: | Aexl: -24 
bgt azolns | |sooliun: | cea | lat ier ieuene| ote | ea ene | 2d 
14.L 286|2W1 10 | 200 |%x2yr tT : “Asx 224 
14L 293/481 101 | 400 |54_x1” 122 | 14L 169/PM6D47 | .0047 | 600 |%x1%" 24 
14L 294/482 02 | 400 |%x1%" 23 13 L geo SDs. 005 ag er 124 

= 8} .0068 | 6 x1" 24 
farersies | 9 [ies ime. [22 | iat trelemaet| <a | 600 Wisin | 24 
19 616l4sa7 |. “047 | 400 Heri” | 124 | LAL VZ9/PMesis | 015 | 600 |7ax1% wc 
14k 295/485 105 | 400 | 7ex1” "24 | 19L 780\6s2 02 | 600 | %exl%" 126 
19 L 617/4868 .068 | 400 |%x1%" 32 ats Ree Aomitg ue aks Yorla, +26 
14L 296/4P1 A 400 |%x1%* 34 L |PM6S47 | .04 00 |¥4x1 js ag 

14L 182) 7 | 600 |%x1% 34 

14L 297/4P22 122 | 400 |%x1%" -54 | 19L 623\pM6ss | .05 | 600 |%x1i4? 34 
14L 298/4P25 25 | 400 |%x1%" 154 = sr |— 
19 L 618/4P33 [33 400 | 1 VYex11546"| 162 ire 183 ea -068 | 600 ext “As ~37 
Hat eosiiar | “tr_| fio posts| “88 | 14t lealewerl | “1, | soo kein,” | ae 
14.L 243/4P5 5 400 |%4x2%" -88 | 14L 198\PM6P33| °33 | 600 |1x2%4" i192 
19 L 619/4P68 68 | 400 |1x21%4" 1.32 1 14L 199/Pmepa7 | :47 | 600 11x24" 1.18 


“PUP” METAL END-CAP TUBULARS 


Type MP. Self-healing, metallized cardboard 
tubulars. Lightweight, compact, and made to 
last. Wax-impregnated and dip-sealed against 
humidity. Temperature range: —40° to +60° 
C. Non-inductively wound for low impedance 
at high frequencies. High insulation resistance, 
low power factor and low capacity change. 
Bare wire leads are anchored in metal end-caps. 
Tolerance, + 20%. Av. shpg. wt., 2 oz. 


PM CAPACITOR KIT 


Plastic case containing an assortment of 
PM “Mylar” tubulars in the most popular 


values. Includes: 10 each .001, .005, .02, 
.047, .10; 12 each .01, .05; and 6—.002. All 
are rated at 600 WVDC. Wt., 3 lbs. 

14 L 287. NET 


FB HIGH-CAPACITY 
LOW-VOLTAGE TYPES 


Hermetically sealed 
Pot capacitors in alu- 
minum cans with 
wax-impregnated 
insulating sleeves. 


7 7 Temperature range 

Bk iir's mtd |wvpc Size ea up to 85 degrees C. Tinned solder lugs. Wt., 60z, 
14 926|mp2s5 | .05 | 200 \yex%" 265 || petoeeNo. | ME ys nMItd MDG Size a) * HED: 
14L 929|mpP2P1 Al 200 |%x%" Py he) 19 L 320|FB 5005) 500) 50 |13¢x334”| 3.41 
14L 930\|mMP2P25 | .25 200 | 1546x%” 97 19 L 321\/FB 5010) 1000) 50 |1%x4\%"| 4.02 
14L 931 |MP2P5 oh 200 | 1542x1%" 5 19 L 322/FB 5020) 2000) SO /134x4%"| 5.01 
14L 932|MP2W1 | 1.0 200 | %exle 1.53 19 L 323/FB 5040; 4000) 50 |2%4x4}%"|10.70 
14L 924 MP2W2_ 2.0 200 |%x1%" 2.10 19-L 355)FB 2510} 1000} 25 136x3%" 3.44 
14 L 942/MP6S1 -01 600 |%x%" 65 19 L 356)FB 2520) 2000) 25 |134x4}4"| 4.06 
14L 946|mP6P1 ii 600 |154ox1" 84 19 L 318|FB 2540) 4000) 25 2x414"| 5.09 
14L 947)|MP6P25 | .25 600 |%x1%" 1.32 19 L 319/FB 2550) 5000} 25 |2!4x4%"| 5.93 
14L 948/MP6P5 5 600 |2342x1%" |2.06 19L 353FB 1520) 2000) 15 |134x3%4"| 3.72 
14L 949|MP6W1 | 1.0 600 |2342x2%" 12.06 19 L 354/FB 1560| 6000! 15 2x4¥4"| 4.94 


NEW WMF “MYLAR” FILM-ENCASED TUBULAR CAPACITORS 


* Features Durable 
Film-Encased Construction 


® Ultra Compact—For Transistorized, Computer 
and Military Circuits 


* New High Reliability Capacitors Superseding 


‘Mylar’ Film-Dielectrice 


the Low-Voltage ‘‘Cub”’ Series 


Film-encased, ultra-compact, tubular capaci- 
tors featuring a “Mylar” film dielectric. Designed 
for transistor applications in computer and 
military circuits, instrumentation, test equip- 
ment, and many electronic products requiring 
high reliability. Combine extremely small size 
with exceptional strength and durability, and 
excellent stability with temperature and life. 
Also feature high insulation resistance, low 


power factor, and operation at temperatures 
up to +125° C. End-sealed with high-density 
thermosetting plastic. Non-inductive, extended 
foil construction with tinned wire leads soldered 
directly to foil for low resistance connections 
and Jow RF impedance. Operating temperature 
range is from —55° to +125° C. Power factor 
is less than 1% at 25° C. Capacity tolerance 
+10%. Av. shpg. wt., 2 oz. 


NEW DPMS PAPER “MYLAR” 


* Compact—Space Sa 
* Ideal for Printed and 
Transistorized Circui 


Type DPMS side-lead tub 
offer high insulation resis 
high operating temperal 
range, and dual-dielectric. 
structed with ‘‘Mylar”’ poly 
film and a film of the h 
grade paper. The combination of these twe 
vides a compact capacitor that is ideal fa 
in printed and transistorized circuits. ‘Fi 
impregnant will not crack, soften or flow, 
at maximum operating temperatures. 
leads are held rigidly at fixed spacings. Te 
durable case has high humidity resistance, 
dielectric strength against grounding a 
unaffected by accidental contact with sold 
iron. Temperature range is: —55°C to +1 
Tolerance: 10%. Av. shpg. wt., 4 oz. 


Stock No. | Type Mfd |WVDC Size 

OL 785| 282 02 200 | 1 14ox55ha" 

9L781| 2847 | :047 | 200 \2964x554,° 

9L 782) 285 105 200 |2%f4x55h4" 

9L 783] 2P1 1 200 | 1542x1346" 

9L786| 2P15 | .15 200 | 3544x1346" 

9L784| 2P25 | .25 200 | %x1 5/6" 14 
9L 787 4S1 01 400 | 2544x1146" 25 
9L 788] 482 02 400 26 
9L792| 4822 | .022 } 400 57 
9L 789) 485 05 400 3 
9L 790) 4P1 4 400 Si 
9L 793] 4P22 | .22 400 5 
91791 4P25 | .25 400 

6L 851| 6D1 001 | 600 

6L 852] 6D15 | .0015 | 600 | 1143x1146" 2 
6L 853| 6D2 002° | 600 | 1 Vax! Yer No. 
9L794| 6D22 | .0022 | 600 | 1t/ax1 the" a6 
6L 854! 6D3 003 | 600 | %x' 146" 3 
9L795| 6D33 | .0033 | 600 | ¥ext 1A" is 
6L 850 6D4 1004 | 600 | %x! 1/6" 

6L855| 6D47 | .0047 | 600 | 134ax1 4" = 
6 L 856 6D5 005 | 600 | 134ax1 Met z 
6L 857] 6D6 1006 | 600 | 134ax114—" 

6L 867| 6D68 | .0068 | 600 | 3544x15/_" 

6L 858] 6D75 | .0075 | 600 | %xh" x 
6L 859] 6S1 01 600 | 2544xh” 

6 L 860] 682 .02 600 | exis" 

6L 861] 6822 | .022 | 600 | 1542x%" 

6 L 868) 683 03 600 | 2764x15Ao" 

6L 862 6833 | .033 exl5Ar" 

6L 863 3 Vhqxl Sho" 

6L 864 3 Vh4xl Sha" 

6L 865 3544x1962 

6L 866 41h 4x15" 

6L 869 24x" 

6L 876 T3axIk" 

6L 870 

6L 871 

6L 872 

6L 873 

6L 874 33fgxl Ye” 

6L 875 33f4xl She" 


“CUB” HIGH-VOLTAGE CAPACI 


'DUBILIERE iy 
UB 


Paper tubular capacitors for general re 
ment use. Molded in extra-hard, non 
mable bakelite, resistant to moisture an 
temperature. Extra-strong copperweld 
solder-sealed to capacitor. Dry assemble 
sealed after impregnation. Temperature 
is —55° to 100° C. Av. shpg. wt., 4 oz. 


Type Mfd wvDCc Size 
10D1 001 1000 |%x1’ 


S 
s 
8 
& 
2 
S$ 


oO 
~~ 
wl * 


it 
19L 081| 10D3 | .003 | 1000 |%x1" 

200 VOLTS DC WORKING 400 VOLTS DC WORKING a 13 O84 100s is toon vent 
Stock No Type Mfd Size EACH Stock No.| Type Mfd Size 1 “ 46x A 
16 L 877|2DiE 001 16 L 826/4DiE 001 _|5ax5/” 19 L O95] 10847 )_.047__|_1000 | 1 Aexl 
16 L 878|2D15E 0015 16 L 827|4D15E 0015 |342x5/2” 19 L 096] 1085 | .05 1000 |1i4exle" 
16 L 879|2D22E 0022) 5, i,m 16 L 828|4D22E 0022 |542x°4” 19L 098] 10P1 | .1 1000 |%4x2%" 
16 L 880/2D33E 0033] Zax¥2"| 19 | 164 829|4D33E 0033|\5x%" |.23 | 19051] i6p1 | 2001 | 1600 |7%¢x1%4" 
16 L 881 |2D47E 0047 16 L 830/4D47E 0047 | 46x” 19L 053) 16D2 | .002 | 1600 | %ex14" 
16 L 882|2D68E .0068 16 L 831 |4D68E 0068 | /2x5/” 19L 054] 16D22| .0022 | 1600 | 76x14" 
16 L 883|2S1E 01 |Mex 4” 23 | 16L 832/4S1E 01 |%x5%” +23 | 19L057| 16D4 | .004 
16 L 884/2S1SE 015 |'%46x2" 223 | 16 L 833/4S15E O15 |19%4x54” -23 | 19L 058} 16D47| .0047 
16 L 885\2S22E 022 |Y%4x5e" 223 | 16L 834/4S822E 022 |%46x34” -24 | 19L 059) 1605 005 
16 L 886 2S33E 033 |x” -24 | 16 L 835/4S33E 033 |%46x7A” 24 | 19L 060] 16D6 | .006 
16 L 887|2S47E 047 |" axe” -24 | 16 L 836)4S47E 047 |1¥ex7A"” -27 | 19L O61| 16D68| .0068 
16 L 888)2S08E 068 |"ex¥” 24 |] 16L 937 1S08E 068 |34x1” cy) 19L 062 
16 L 889\2P1E A yx” 227 16 L 838/4P1E 1 24x1” 38 19L 064 
16 L 890|2P15E AS |2%ux7f” +27 | 16 L 839/4P15E 15 1%ax1Y%4" 46 | 19L 065 
16 L 891|2P22E 22 |Mexl a” «38 | 16 L 840/4P22E 22 |'%x134” .50 | 19L 067 
16 L 892|2P33E -33 |34axl Ye” 48 16 L 84] |4P33E 33. |%ex1 5” % 19L 068 
16 L 893|2P47E “47 «(|35hax1 4” 54 | 16L 842\4P47E 47 |2¥%ox15/4” 164 | 19L 069 
16 L 894/2P08E 68 |3%4x15e” | .62 | 16 L 843/4P68E 68 |34x13/” :76 | 19L O71 
16L 895/2W1E 1.0 |4344x134” 75 | 16L 844/4Wi1E 1.0 |1346x2” 4 19L 076 
16 L 896/2WI1P25E 1.25 |34x1%’” 284 16 L 845|/4W1P25E |1.25 |7%x2” 1.04 19L077 
16L897/\2WIPSE |1.5  |9364x15%” +96 16L846/4W1P5E [1.5 |74x2%4" 1.15 19L 080 
16 L 898\2W2E 2.0 TAxi17fA” 1.15 16 L 847|4W2E 2.0 1%6x24%" | 1.57 19 O85! 125725! .00025! 12,500 


Specify Manufaciurer’s Type No. and Capacitance on Capacitor Orders 


NSMITTING CAPACITORS 
TYPES TJU-TJL 
ETICALLY SEALED 


Dykanol capacitors for high- 
jJable power supply filter 
ns in industrial, laboratory 
esmitting equipment. Fea- 

etically sealed steel con- 
fielectric_is impervious to 
4 aging effects. *Type TJL, all others 

TJU with universal mounting strap. 
Tepes 30040, 40040A have extra-wide 
see bracket with dual mounting holes on 
- all other TJL types have standard- 
Srackets with single mounting holes. 
—55° to +85° C. Tolerance: +10%. 
wt., 5 Ibs. 


600 VOLTS DC WORKING 
Mfd Size 


MYLAR™ 


Space 
rinted a 
ed Circ 


le-lead 
ition 


35£4xl He" 


Yaxl 5/6" 

25 64x VAg® 
25h 4x5 Sha 
Vax ha" 
21h axl SA" 
3364x1346" 
xl %e" 

2 Vaxl Yer 
1 Vhoxl Yet 
Wfoxt Ve" 


Wal Vig" 
Vax" Vig 
Axi Ver 
x1 146" 
Wx" Vie" 
Vax Ye" 
13,ax1 ter 
Vax! Yer 
354 4x1 er 
xh" 

254 4x7h" 
Aexhe” 
Vhaxh" 
2h axl 5a" 
TAex1 5/2" 
3 Yh qxl 42" 


“s 
ay 14” 
a b6xovixtt ‘d 
34%x34%x1%" 
asexsieal se? 
4% x34 x24" 


2000 VOLTS DC WORKING 


ck ei 
2 1MAxli4’ 
ae eity erty a 
33x24 xi ¥G' 
4x3%x1" 

314x3%x2" 
44x34 x34" 


20080* 


3000 VOLTS DC WORKING 
2x2 xt 
2 1 
3iboe 22% 


AYgx3 4x34" 
atzstcxara’ [2 


$26 |30020* 
$56 |30040* 


4000 VOLTS DC WORKING 


$93)40005 5 
#57|40010 
#59/40040A* 4 


— DYR PAPER CAPACITORS 


-celiability, metal 

Dykanol paper by- 
sspacitors. Non-induc- 
wound. Operate effi- 
» in RF and AF by- @ 
AF coupling circuits 
ender severe humidity 
sens. Meet ‘‘F" char- 
stics of JAN-C-5. 

aircraft, submarine, marine and trop- 
cations, Metal shell. Tolerance: + 10%. 
MDC, except *1000 WVDC. Operating 
—55°C to +85°C. Av. shpg. wt., 6 oz, 


Mtd Size 


axl Yo" 


336 4x] he" 
3344x136" 


APACITG 


eneral rep 
rd, non-ing 
isture and 
»perweld 


5 


Texlh” 
6x1 eo" 
Ax2%" 
oxy" 
Aexln” 
Aexlin” 
Axl" 
Asxl'h" 


6110 


10050* 
10022* 


2x2x1 hk’ 


2xi Kxiig? 
2x1 xy? 


TLA & TNAD TRANSMITTING 


N 5 
assembled 
- #20 05 |i qxix%" |2.22 
perature > Ww 
“1 4 02, 333 bs ltvgxixace (2:40 
Size $23 5 |1Mexix 2.58 
aa 524 110 |2xi%x%*" |2.96 
Axi =25| 6200 2.0 3.95 
exlli" £26)| 60055 | .05-.05 |1'34exix%" |3.07 
Yexli" $27| 6011 A-A [1tgxix%? [3.14 
Wext) £26| 6022X| .25-.25 |1'taxix%” |3.24 
$30 
615 
$16 
619 


orl: CAPACITORS 
4exl lp” seed to provide high 
Aexlyy" actor and excep- 
exl ly” = long life. Inverted ‘ 
= ¥%" hole. TNAD6040 has two 10-32 


terminals and two solder lug terminals 
ed from case; others have one screw 
1i4exl Ye” and one solder-type ground lug. Meet 
Yexl —C25A test. 444x114” dia., except *274x 

gx % Sia. With mtg. hardware. Av. wt., 2 Ibs. 


No. Type Mfd|WVDC; EA. 
pend IA" - 630 | TLA6020* 2 600 | 5.26 
(8x B $32 \TLA6040 4 600 | 6.66 
Vsxl 633 |TNAD6040 4 600 | 7.19 


Cornell-Dubilier Capacitors 


“SILVER MIKE" MICA CAPACITORS 


NEW DIPPED-MICA CAPACITORS 


Phenolic dip-coated micas. Feature 
close temp. range, 0 to +70 ppm/® 
C; max. drift of +.05% +0.1 mmf. 
500 DCWV. Tol., =5% or 0.5 mmf 
(whichever is greater). CD15 sizes: 
1-100 mmf, Aex' axe" thick. *"34" 
thick. Av. shpg. wt., 2 oz. 


Stock No. Type |Mmf] Stock No. 

19L S9seuIssH 1/20L O11 

19 L 996|CD15-5v2 | 2120 L O| 2/CD15-5039 

19 L 997/CD15-5V3 | 3/20L O13 
20 L OOO\CD15-5V5 | 5 }20 L 01 4/CD15-5947 

20 L OO1|CD15-5Q1 | 10 j20L O| 

20 L O02\CD15-5012) 12 j20 L O1 
20 L 003/CD15-5015) 15 20 L O1 
20 L 004/CD15-5Q18) 18 j20 L O| 

20 L OOS5|CD15-5Q2 | 20 |20 L Ol 

20 L 006\CD15-5022) 22 |20 L 02) 

20 L OO7/CD15-5024) 24 j20 L 02 

20 L OO8/\CD15-5027 27 20 L 02 

20 L 009/CD15-503 | 30 |20 L 02 

20 L O1 O1CD15-5933) 33 

NET EACH........ daisies Pee bos ain o> p 
Stock No. Type | Mmf Size |NET EACH 
20 L O24/CDi5-5T11) 110) 14¢ 
20 L O25\CD15-5T12) 120)74gx" ax" 44,” 14¢ 
20 L O26/CD15-5T13) 130 15¢ 
20 L 027/CD15-5T15) 150 15¢ 
20 L O28)CD15-5T16| 160 16¢ 
20 L O29\CD15-5T18} 180} 74ex" ax" 4a" 18¢ 
20 L O30/\CD15-5T2 | 200 18¢ 
20 L 031 \CD15-5T22| 220 19¢ 
20 L 032(CD15-5T24 240) 19¢ 
20 L 033 /(CD15-5T25| 250/74ex! Vax! 34s" 19¢ 
20 L 034 CD15-5T27| 270 20¢ 
20 L O35\CD15-5T3 | 300) 2l¢ 
20 L O036/CD15-5T33| 330|74—x! ax! 34a" 24¢ 
20 L 037 CD15-5T36) 360 Tex! Vax! hay 24¢ 
20 L O38\CD15-5T39|  390)746x" Yax'364" | 25¢ 
20L 039/CD19-5743) 430|3%f4x'SAox' 14," 1 8¢ 
20 L O40(CD19-5T47| 470 20¢ 
20 L O41 \CDI9-5T5S | 500/3%ux'S/ax''4,"| 20¢ 
20 L 042/CD19-5T51) 510 20¢ 
20 L 043/CD19-5T56) 560 22¢ 
20 L 044\CD19-5T62) 620 22¢ 
20 L O45\CD19-5T68| 680 3%44x'Sfax''h&y’| 24¢ 
20 L 046 /CD19-5T75| 750 24¢ 
20 L 047 )|CD19-5T82)_ 820) 25¢ 
20 L O4B8\CD19-5T91) 910/3%4x"S4ax'h"| 27¢ 
20 L 049/CD19-5D1 | 1000/5¢x3 Yéax ie” 29¢ 
20 L O50(CDi19-5D11 1100\44x3 “AaxiAe 29¢ 
20 L O51 \CD19-5D12}_1200/5¢x3144x3he" 32¢ 
20 L 052)/CD19-5D13| 1300) 34¢ 
20 L O53/CD19-5D15) 1500/%x3144x54e" 38¢ 
20 L O54 /CD19-5D16| 1600 40¢ 
20 L 055{¢p19-s1e|_ 1800 44e 
20 L 056/CD19-5D2 | 2000) 48¢ 
20 L O57\CD19-5D22} 2200)? Voax3344x7A2" 50¢ 
20 L O58\CD19-5D24) 2400 54¢ 
20 L 059/CD19-5D25) 2500 56¢ 
20L O6O|cD19-S027| 27002 Vaxsseaxya’ | ole 
20 L 061 |CD19-5D3 | 3000)214ax5344x7A2" 67¢ 
20 L 062(\CD20-5D33) 3300/+7 x74," 6l¢ 
20 L 063/CD20-5D36| 3600)4744x%4x742" 65¢ 
20 L 064/CD20-5D39| 3900|4744x4x7A," 69¢ 
20 L 065/CD20-5D43) 4300/4744x44x7/a" 74¢ 
20 L 066/CD30-5D47| 4700|254ax%x19h," 74¢ 
20 L 067)CD30-5D5 | 5000|234:x%4x1%," 78¢ 
20 L 068/CD30-5D51| 5100 78¢ 
20 L 069|CD30-5D56) 5600|254.x%x'94," 85¢ 
20 L 070\CD30-5D62| 6200) 92¢ 
20-L 071 |CD30-5D68) 6800) 1,03 
20 L O72\CD30-5D75) 7500 1.10 
20 L 073\CD30-5D82| 8200|2%4.x%x'%4y" 1.21 
20 L 074/CD30-5D91| 9100 1.30 
20 L 075/CD30-5S1 |10,000; 1.41 


Silvered mica midget 
capacitors, For cir- 
cuits requiring fre- 
quency stability and 
high efficiency. All 


rated 500 WVDC 
tested at 1000 VDC 


except *300 WVDC. All units fully equal upper 


limits of MIL specifications shown. Suffix 


Jin 


MIL type indicates +5% tolerance; K indi- 
cates =10%. Av. shpg. wt., 2 oz. 


Serles 22R (CM-15) Size: Yax' %sxHe". 

Stock No. Type MIL Type Mmf EAC! 
T4L 850| 22R5Q1 | CMI5B100K 10 

14L 851 | 22R5Q15 | CM15B150K 15 

14.L 852| 22R502_ | CM15C2005 20 | We 
14L 853| 22R5022 | CM15C220) 22 

14 L 854) 22R5Q24 | CM15C240) i Be Se! 
T4L 856| 22R5Q3 | CMI5C300) 30 

14L 857| 22R5033 | CM15C3305 33 ‘ 
14. 859| 22R5039 | CM15C390) 39 | Ile 
14L 861 | 22R5047 | CM15C470J 47 

14L 862| 22R505 | ........... 50 

T4 L 863| 22R5051 | CMI5C510) 51 

14.L 864| 22R5056 | CM15C560) 56 il 
14L 865| 22R5Q62 | CM15C620) 62 ic 
14 L 866| 22R5068 | CM15C680) 68 

14 L 867| 22R5Q75_| CM15C750) B 

14 L 868| 22R5082 | CM15C820) 2 | II¢ 
14 870| 22R5T1 | CM15C101) 100 | 14¢ 
14 872| 22R5T12 | CM15C121) 120 | 14¢ 
14L 873| 22R5T13 | CM15C1315 130 | 14¢ 
14 874| 22R5T15 | CMI5CI51) 150 | 17¢ 
14 L 889| 22R5T16 | CMiSCIGL 160 | 17¢ 
14L 890| 22R5T18 | CM15C181) 180 | 18¢ 
14 875| 22R512 | CM15D201) 200 | 19¢ 
14L 876| 22R5T22 | CM15D221) 220 | 19¢ 
14L 877| 22R5725 | ..........- 250 | 20¢ 
41R, 1DR Serles (CM-30, CM-35). Type 1R, 
1% 6" sq. x %4". Type 1DR, '%e" sa. x Ke". 
ee re 
T4L 392) IR5D2 |... 2500 | .52 
14L 383] 1R5D3_ | CM30E302) 3000 | .59 
20 L 076| 1R5D39 | CM35E392J 3900 | .71 
14 397| 1R5D5 | ........... | 5000] 8 
14 L 344| 1DR3D68*| CM35E682) 6800 | 1.12 
14.L 345| 1DR3D75*| CM35E752) 7500 | 1.18 
14 L 346] 1DR3D82*| CM35E822) 8200 | 1.29 
14 L 347| 1DR3S1* | CM35E103) | 10,000 | 1.55 
Serles 56R (CM-20). Size, *Mqx"42xVh2". 

78 L O17) 5R5127 | CM20D271) 270 | I7¢ 
14.L 394| 5R573_ | CM20D301) 

14 LC 386] 5R5733 | CM20D331) 

18 L018] 5R5736 | CM20D361) 

14.L 387| 5R5139 | CM20D391) 

18LO19| 5R5T4 | CM20D401) 

18 L020] 55743 | CM20D431) 

14L 388| 5R5747_| CM20D471) 

T4L 396| R5TS =|... 

14L 389] 5R5T51. | CMZ20D511) 

18 L O21 | 5R5756* | CM20D561) 

18LO22| 5R5T6* | CM20D601) 

18 L O23| SRoto2* | CM20D621) 

18 L O24| 5R5T68* | CM20D681) 

18 L 025] 5R577* | CM20D701) 

14 374] 5R5175_| CMZ0D751) 

14L 375| oR5182 | CM20D821) 

14L 376| 5R5D1_ | CM20D102) 

14L 377| 5R5D12 | . 3 

14 L 378| 5R5D15 

14 L 379] 5R5D2 


“TINYMIKE" DISC CERAMIC CAPACITORS 


Small disc-type ceramic capacitors. Construc- 
tion assures minimized eddy current losses, low 
inductance, high stability. Type H is for low 
voltages, excellent for transistor circuits. Range: 
—55° C to +85° C except Type H, +10° to 
+85° C. All have a guaranteed minimum value, 
except *+10%; ++20%; $+100%, —0%; 
~+80%, —20%. Av. shpg. wt., 3 oz. 


Serles L. 1000 WVDC. 


Stock No. | Type jMmf Stock No. | Type | Mmf 
20 L O85/L10V33* 19 L 566\(10T2* (200 
19 L 556)L10V5* 19 L 71 1\L10T22* \220 
20 L O86)L10vé68* 19 L 567/L10T25* (250 
20 L_O87)L10V8* 19 L 568)L10T27* |270 
19 L 557|L10Q1* 19 L 569)L10T33* {330 
20 L O88)L10Q15* 19 L 5S7O}LLOT39* (390 
20 L 089)L1002* 19L 571 \L10T47t (470 
19 L_ 558)L10Q22* 19 L 572)L10T5t [500 
20 L 090)L10025* 19L 575|L10D17 1000 
20 L 091/L10Q33* 19 L 576)LIODI5¢ 1500 
19 L 559/L10947* 20L O92/L10D2+ (2000 
19 L 560)L1005* 20 L_O93/L10D33t_|3300 
19 L 562)L10T1* 20 L O94|L10D39¢ |3900 
19 Lk 563)L10T12* 20 L O95|L10D4+ (4000 
19 L 564|L10T15* 20 L O96)L10D47+ (4700 
19 L 565/L10T18* 20 L O97/LI0D5t 5000 
NET EACH oo ins. 3 2 Wea’ Ce wine's 15¢ 


* Stable Performance 


* Low Inductance 
Series BYA, BYB. 1000 


WVDC except #600 


WVDC. 

Stock No. Type Mmf Size | EA. 
30 L O98\BYA10147 |470 |%ax%n" 

19 L 577|BYA10TS S00 x5;2" 

20 L O99/BYA10D1 1000 sexs" | 12 
19 L 579|BVA10D1IMt_|1000 |%x%n2" 

TOL 580\BYAIODI5 (1500 |%4x%2" | l2¢ 
19 L 581|BYA10D2 2000 |%ex%o2" | 12¢ 
19 L 582\BYA10D3 3000 |'%ex542"| 15¢ 
19 L 583|BYA10D4 4000 |'%ex52" | 15¢ 
18 L 708|BYA-10D47M 114700 |'%2x94" | 15¢ 
19 L 584|/BYA10D5 5000 |5/x542" | 15¢ 
18 L 709|BYA10D68 — (6800 |1%x54"| 15¢ 
18 L Z10|BYA-6S1# 10000\5x%2" | 15¢ 
19 L 585|BYA10S1 10000)34x%42" | 15¢ 
19 L 586\BYBOS2# 20000|\74x%2"_| 47¢ 
Series H. Rated 50 WVDC. 

14L 917) HOSDI§ 001 |*axK" | 20¢ 
14.L 918] HOSDS§ 2005 |*14x34"| 20¢ 
14.919] HO5S1 § ‘01 |46x3g"| 21¢ 
14 L920] H05S2 § 102 |%x¥%" | 21¢ 
14 L 921] HO5S25§ 7025 |34x34” | 21¢ 
14L92 05 x" | 22¢ 
14 92 110 |Sexta" | 26¢ 


Everything in Electronics from One Reliable Source 


Aerovox Capacitors 


[A|—SINGLE SECTION 


PRS “DANDEE” MINIATURE ELECTROLYTICS 


Extremely compact high-quality tubular electrolytics 
in metal cans with cardboard sleeves. Ideally suited 
to a wide variety of applications where space is at a 
premium, and dependable service is required. Nega- 
tive leads are connected to aluminum cans. Dual and 
triple-section types have common negative leads. Sin- 
gle-section capacitors have bare, tinned copper leads, 
3” long. Dual and triple-section types have flexible 
stranded-copper leads, 5” long, with insulating sleeves. 
All are conservatively rated for temperatures to 85°C. 
Av. shpg. wt., 4 oz. 


[A] SINGLE SECTION (Cont'd) 


SRE BANTAM ELECTROLYTICS 
METAL-CASED TUBULARS 


Extremely § 
dry electrol 
metal tubular 
pacitors that 
dle full-sized 
Ideal for limited space applications such s 
hearing aids, personal portable radios, 
ceivers and instruments. Especially usel 
low-voltage miniaturized circuits. Herm o 
ly-sealed in aluminum cans and furnished 
an external wax-impregnated insulating s 
Negative grounded to can. 0°C 10 85°C at 
voltages. Available in a wide range of 


“ prock Mfd | Volts Size eed Since Mfd | Volts Size Be tances and DC working voltages. Shpg.wt.. 
T3639 | 8 | 700 | “axa | 1.29 [2 L604 | 250 | 25| Herta? | 1.00 |» Stock Noup ahead’ | Vorts 
3t$40| 10 | foo | 1%xaqr| 138 130857 | 500| 25) t¢x2% | 1:35 T3L830| 5 | 150 | %x17 
L 16 | 700 | 1%%x3%" | 1.56 13 L861 | 100 ‘Woxt 34” :71 13 L831 | 10 150 | %xi¢ 
i 642 6x3 "46 : 
13L632| 8 | 600 | %ox31q" | 1.23 13 L860 | 250 12 | %%x1%" 85 13L819| 20 150 
13 L 633 10 600 | 114x314" 1.29 13 L859 | 500 12 | 4x2" 1.00 13 L833 25 130 
13L635| 16 | 600 | 1'%4x3%" | 1.50 12 L 600 | 100 6] Mxi%" | «71 EDC a 2 
12L617| 1 | 450] xii? 165 13 C864 | 500 6 | 4x1" ‘91 13Le48| 2 50 
3Leis| 2) 450| taxi" 165 13 L863 |1000 6 | 4x2" | 112 13 L849 50 
13 L385 4 450 | M4xl ke’ 68 13 L 862 |2000 6 | 1%6x2%4" 135 13 L 827 10 50 
13 L386 8 450 | xl” 73 HE a pee a 34 
Heras] 12) a0 meni | a8 Seascale ateatoe | ce 37% 
13£368| 16| 450| “exi%" | ‘82 T I “| 1.00 130845| 10 25 312 
1310389 | 20| 450 | 1%xi%" 91 13 L392 1.18 13L846| 20 25 313 
13 t3es | 30 | 480 | igzi?| 00 | 13 tage mos | ieee] 33 | 2 a1 
450 | 1x2" | 1.06 
at37g| 20) 20) ieee. | 1:98 12 L 639 Wax3h" | 147 13.L 826 | 100 25 | 34x 316 
12620] 60| 450] 1%x3"| 1.38 12 L640 | 30-30 | 450 | itgx3%" | 1.76 13 L821 | 50 12 317 
12 L621 80 450 | 1'%x3%" 1.65 12 L641 | 40-20 | 450 | 1'4x3" 1.73 13 L822 | 100 12 318 
12 L 622 | 100 450 | 1%—ex3 34" 1.88 13 L851 | 40-40 | 450 | 11x4" 1.97 13 L823 | 200 12 319 
f2L612| 10 | 350 | 'x1%" 73 12 L 642 | 50-30 | 450 | 11gx4" 2.00 13.b842|_ 25 6 320 
13403 | 16| 330 | gxir | ‘a2 12 L635 | 10-10 | 250 | “xl” | 97 13L838| 50 6 322 
13 L404 24 350 | 1x1 %" 91 12 L636 | 16-16 | 250 | 4x2" 1,00 13 L820} 100 6 
12L613| 30| 350 | "4x24" :97 13 L852 | 20-20 | 250 | 4x24" | 1.09 13 L 843 | 250 6 
12L614| 40| 350 | %4x2%" | 1:03 12 L637 | 30-30 | 250 | 4x2" | 1:32 13 L834 | 100 3 
Gaia | 2 | 280 | Santa? | 259 130437] 88 | 150| 'gxii | ‘88 13 L835 | 200 3 
13 Lali 250 | "xl 6” °68 13 £439 | 20-20 | 150 | “oxi i" :97 13 L837 | 500 3 
, j= ’ ’ 
tataig| 12) 230 | varie | 22 | [2b 632 | doz | ts0| wgasee | 4705 TYPE P83Z MICROMINIATURE 
13414] 20 | 250 | ‘xl 4” 19 12 L 627 | 30-30 | 150 | ‘x1%? | 1.06 METALLIZED-PAPER TUBULARS 
tec eoe | a0 | 250 | gx? | as | 124628 | 40-30 | 180 | axzk? | 1.06 
12609 | 40| 250 | 14x24" ‘91 13. £442 | 40-40 | 150 | 6x2" 1.06 
1Z2L610| 50| 250| x2" | 1.00 T2 L 629 | 80-40 | 150| gx2%" | 1.29 —_Ga-—-—— 
WERE | | #83 | ath: | 198 | IEEE |S | 188] aie | 1s 
3 ; ee at 150 Teak 7 $2 : : Ultra-small (resistor size); metallized diele 
idee | 8] 18] gue | ce [g)—rripts section Bos deslecenaens So Soa ae 
4 Axl 24% : i210 650 2] tronic equipment. Hyvol K impregnate 
13 L433 16 150 ext es +68 12 L 650) 10-10-10 450 iMox ’ 1.44 Te ieceneett cases, Improved me! i 
13.443 |_20 |_ 150 Ax! ee Ta iS pecs Petes oath 25 ee, tons foil serves as both dielectric and_ elects 331 
13 Lan 24 aS eA oy ve 13 L 870] 30-20-10 | 150 wert ag 1:26 Tolerance, + 25%. Av. shpg. wt., 2 oz. 332 
I3t4se| 30| 180 | “gxi5e" 39 12 L 643| 30-30-20 | 150 1igxi%" |1:35 | Stock No. a; 
130441 | 50] 150 | xii? 782 12 L 644| 30-30-30 | 150 1é4x2%" |1.38 | 13 L492 | .004 =36/ 
120607 | 60 | 150 | '%@x1%” ‘88 13 L871 | 40-20-20 | 150 84x24" 11.32 | 13 885 | .005 32 
L42 30 | 150 | %84x2K" 94, | 12 645/40-30-20 | 150 64x24" |1.38 | 13 L886 | .01 3 é 
13 t426 | 150 180 | wexaur | sos | 126649/40-40-20 | 150__|thax2" 1.38 | 13 L493 | 02 i a7 
13.6428 | 150] 150 | 114x3” 1.12 13 L872| 40-40-40 | 150 114x2%"|1.44 | 130494 | .04 200 | V4x%er 335 
130450| 10] 50| xi" 59 12 L 646| 50-30-10 | 150 64x24" 11.38 | 13 L887 | .002 | 400 | %ex%e" 7 
130856] 20| 50 | ‘“xik”" 59 12 L 647|50-30-20 | 150 119x234" |1.44 | 13888 | .003 | 400 | %ex%or aac 
13 L451 25 50 Tgxi 4" 162 12 L 648| 80-40-20 150 1 4x2 16” 11.62 13 L495 008 _| 400° Vax de" ees 
130452| 50| 50 | ‘xi %* ‘71 12 L 659|40-20, 20 | 150, 25 |"*4x1%" |1.29 | 13 L889 | .01 400 | Yx%e" 
13453 | 100 | 50 | xi" 82 12 L 652| 40-30, 20 | 150, 25 |'%4x2%" 1.29 | 13.L 890 | .0005 | 600 | Hoxie" 
124606 | 250| 50 | ™“gxi%" | 1.03 12 L 660| 40-40, 20 | 150, 25 |1'gxi%" |1.32 | 13/L 496 | .0008 | 600 Sextet 
13460] 10 25 | ‘xiks” 59. | 12 L661 | 40-40, 100] 150, 25 |1%x2&" |1.44 | 13891 | 001 | 600 | exter 
16 25 | *exlha" +59 12 L 656| 40-40, 250) 150, 10 |1'4x2%* | 1.53 13892 | .002 | 600 
3 e7e | os | 28 | sexier | 159 | 12 662/50-30, 20 | 150, 25 |1rgxt%" 1.38 | 136497 | :0022 | 600 
13 L462 | 50 25 | ‘xi 4” +65 12 L 655| 50-50, 20 | 150, 25 |11qx2%" 1.47 | 13894 | .0047 | 600 | Yx%" 
13 L463 | 100 25 | t4xl ls” :79__| 12 € 664] 80-40, 20 | 150, 25 1x2" 11.56 | 13.895 | 005 | 600 
XPP M D METAL-CASED “PEE-WEE" CERAMIC-CASED ELECTROLYTICS 
ELECTROLYTICS Ideal For Stock No.| Type | Mfd | Volts | Size 
Miniature, her- imi 11 Lk 862) 6040 40 6 Cc 
ee eer Applicaton — | 11 E 883] $050] 433] ¢ | & = 
ubular alumi- 
4 : “eae ania 11 L 865)10002 10 A E Et 
capacitors. ications where weight an eae 7 Sa 
aoa aecratim ideal for portableradios, | Ruggedly constructed miniature electrolytics, | |! L B6G)10008 | 15 | th | Be oc! 
earing aids, etc, Feature extended life; pro- | Encased in dense, steatite tubes with special > = 367 
vide relatively high capacitance at low voltage. plastic end-fill which binds ends securely to 11 L 868)10025 25 10 Cc 
Tolerance: -—1i10%, +250%. Temperature case. Especially suitable for limited space ap- LiL 869/10040 40 10 Cc Di 54¢ 
tange: —20°C to 165°C, Av. shpg. wt., 20z. | Dlications in transistorized radios, hearing aids, | 11 L 870)10050 | 50) 10 D 36! 
3 < and other miniaturized electronic equipment. 11 L 871110100 | 100 10 F 196° 
Stock No.) Mfd. | WVDC Size NET Operating temperature range: — 30°C to +65° It L 872/25005 5 25 A 2 37¢ 
18L630 | 25 3 | Wem | 73¢ C. Capacity tolerance at 25°C: —10%, +250%. 11 L 873|25008 8}. 25 A t54: 
18 L 832 | 100 3 Yx%" | 82¢ Sizes (diameter x length): A, 4x74"; B, 44x *’s | 11 874|25010 | 10] 25 | B Bi 54¢ 
‘3 Yexis" 73 C, %x%"; D, ¥xh*; E, %x1"; F, YxlhKh’"; 25015 25 1547 
18 L 834 2 6 Hox /2 ¢ Yor 1] L 875)25 is Cc 
igt835| 3 6 | Hexisr | 73¢ | G, Yex2?. Av. shpg. wt., 2 oz. 11 6 876\25020 | 20] 25 | C 1 54¢ 
18 L 836 4 6 Hex’ | 73¢ Eke 11 © 877|25025 | 25 | 25 | C 34 
Te@ L 837 5 6 ex” 73¢ Stock No.| Type | Mfd | Volts | Size | EACH TLL 878|25030 | 30 25 D 5 
18L924 | 10 10 Ux" | 79¢ Tl £ 850) 3001 i ke ey’, 11 £ 879|25040 | 40 | 25 | D 57: 
18 L925 | 20 10 Yx%" | 79¢ it L 851| 3002 2 ie ae 11 L 880|25050 | 25 | a8 L9 
184926 | 50 10 Hx" | BBE 11 L 852) 3005 5 Si cA ee 11 881/25100 | 100 | 25 | G a5 
18 L 848 5 12 Hex” | 79¢ 11 £853] 3010 | 10] 3 | A TTL 82 7 x £37: 
1eL927| 5 15 Ux" | 82¢ 11 L854| 3015 | 15 3. s 11 6 883 2 A " 3h 
18 L 928 8 15 Yx%" | 82¢ 11 L 855| 3025 | 25 3 5 11 b 884 3 A 
18931 | 30 Yxyr | age | 110 85e| 3040] 40| 3 | a | 73 11 L885 5 B L 57 
18 L 850 5 25 xh" | e2¢ | 11857) 3050| 50] 3 | B irae 3 C “37: 
ig 85) 6 25 Ux" | 82¢ 11 L858| 3300 | 300| 3 | F 797 11 L 887 10 e 3; 
18 L852 | 10 25 Ax" | B5¢ 11 £859| 3500 | 500} 3 | G } 1:03 11 £ 888 15 D 234 
18 L 853 15 25 yx" 85¢ 1] L 860) 6010 10 6 A 73 114889 20 E 37 
18 L933 | 20 25 %x%," | BB¢ 11 L861! 6025 | 25 6 |B . _11£ 890 25 F 
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Aerovox Capacitors 


MICA CAPACITORS P84CM DURAMIC CERAMIC-CASED TUBULARS 


Ceramic-cased paper tubular ca- 


+ pacitors— for use in electronic LN 
even - equipment where outstanding per- 
low-loss formance and top dependability ps 


ROLYTIC 
BULARS 


xtremely 

ane bakelite are required. Extremely durable 

ites bir. cases and very compact with exceptional « . 

rae a capacitance stability. Molded in non-inflammable ceramic, resistant to 
> Lull-sizem moisture, high temperature and shock. Excellent dielectric strength. 


ms ee suck selection of extremely stable, molded mica capacitors. Listings Thermosetting type end-seals provide exceptional humidity protection. 
le ‘hee ? standard tolerances for general purpose use as well as precise Pigtail leads are firmly imbedded. Operating temperature range: 550 
ta pe es for critical applications. MIL types are indicated. to +85°C. + 20% tolerance, except *, +10%. Av. shpg. wt., 4 oz. 

d furnished 1469—SILVERED MICA TYPE 1468LS—MiIL-C-5A 200 WVDC 600 WYDC 


sulating WVDC. +5% tolerance. 300; WV.DG. 20% tolerance. Stock No. |_Mfd | Size) EACH 


to 85°C at 2344x%—". Shpg- wt., 2 oz. 4S£4x2 %yxHe". Shpg. wt., 2 oz. Stock No. Mfd Size EACH 
range of Stock MIL NET 12L400| 01. | 54ex1” 121.439) .0005 | ext 
Shpg.wt MIL) NET No |™mt| No, [each | 12401] ‘015 | Sx" 12. E 440): 001) ext ae 
No. | EACH 13t4o2| 02 | axiye| Se | IE S48): 0015 | ext, c 
8 T2L468| 5 |CM-20B-050 ee a nesil ietange 12L.442| .002 | %exl 
300 CM-20C-050 12L.469| 10 |CM-20B-100 12L403) 02 aA, 12.443) .0022 | 5x1" 
I CM-20C-100 “208. 12L.404| 103 | %x1% ae 
30 121470) 20 |CM-20B-200 c 12L 444) .003 | 54exl” 
32 QM-20C-120 2Ac | 120471| 24 \cm-20B-240 12L405| 033 | _%x1u4" | 15¢ 13L.445| .0033 | sexl" 
353 thnk a a [2b 472| 30 \cw-208-300| 1 B¢ Pe baae ow Yortts fe 121 446| 004 | Sex1" I5c 
Se e\—s5| cusocan |_| 13 473| 50 |Cw-20B-500 | 1 2¢ 12 48o| oes [174x1%e"| 1Be 120 447| .0047 | %exl" 
12474| 82 |CM-20B-820| 12¢ 4 12448] .005 | Sexl 
306 CM-20C-240 121475] 100 |cm-20B-101| 12¢ 12L409| 1 |'%oxl%e"| 21¢ cme an ee 
307 CM-20C-270 12L410| 15 |'%oxl%" | 21¢ 12L 449) .006 | Sxl 15¢ 
Cc 
3oo|_B|enmess| 24° | tat arel ae cer tee | aan 2 | gane| aie | tetaat| me | duke | Uae 
8 cs ¢ e he x1 
309 CM-20C-330 13478) 250 \cw-20B-251| 18¢ | 12b4!3) -25 | ,#xla |. ede 12L452| 1015 | %xi%"| 18¢ 
37i] Bletawesse| 4. | 12t9r3|_z0 lowzem| ies | 13t die) 9 |igmmete | 33 | 120953| | vn: | tee 
313 CM-20C-470 eae tr Pa ee eo 12L 418] 1.0 1x24" |_53¢ 12b 454) 07 ae yee 
—— -20B-. x. 
318 134 485) S00 fmauesn| °° 4oo wvpe 12 436) So |iyeaote| Bae 
-20B- L457| .047 |17/axl%e"| 24¢ 
315 GM-206-620 24c TYPE 1467LS Stock No. |G] Size EAGH | 121458) 0) _|V/oxl“e) 66 
“ow-200-680 | 500 WVDC except. 300. | 12U 419] 0068 | Het, | tbe | 124 459) .068 | Yen | Cae 
315 GM-206-780 = 20% tolerance Ssens%ax%e" 12420) .01 | Yexl’, | 13¢ ae) Poe liao 
320 cm-20¢-820 | 24¢ | Shps. wt., 2 oz. eae A TAN re a ob abil 2D |isanue | Bee 
322 cM 1 12L 778) 560 |CM-30B-561) 18¢ ae 8 Sipe Je 12L.463| .22  |1346x2%" | 29¢ 
Ses] im lcuaoear|—— | 12743) Se ekmeen| 18 | icazal oy [yun | tee | lat aedl | Mune] ae 
335 CM20C 181 | Sc | 12L 781 | 1000 |cm-s0B-102 | aie | 12L 426) .047 | Hext4’ | 1Be igi4eo) 3 | helene 
336 CM-20D-221 12 782| 1500 |CM-30B-152 | 24¢ A eres te es tee 1DL467\ 5 12%" | 47¢ 
bids =37|-240| cw-200-201 | «|: 12 L 783| 2000 |cm-30B-202 | 26¢ ae Sie 
327 GM-200-24 yet 783 no lemavnoes | Sey 12L431| 22 4x1 2\¢ 1000 WVDC 
NIATURS 329 cM-200-271 | 32¢ | 120 785| 2500 \cm-30B-252| Dog | 121-433) 2 | wx | 29¢ T2U B91) .0012%) ext’ | 20¢ 
UBULARS =330 CM-20D-361 12L 786| 2700 \cm-30B-272| 29¢_ | 12434) 33 | wz | 32¢ 12L 892) .018* | “xlZ" | 23¢ 
12L.435| 47 |1346x2%" | 32¢ 12.893 .025* |17/2x1%e"| 25¢ 
12 L 787| 3000 |CM-30B-302 | 35¢ 13 027% |1 742x196" 
12L 436) 5 Aex2%" | 35¢ 12L894| .027* |1742x1%"| 25¢ 
PE 1464—SILVERED MICA 124 788) 3300 |emgoB-se2 | 35¢ | j2ua3eiu0 | tn? | 53¢ | 121.895) 095° axl’ | 328 
500 WVDC, except #300. +5% | 12 790) 5000 |Cm-30B-S02 | 41¢ AFIL AND CEROL MINIATURE CERAMIC CAPACITORS 
lized dieles eelerance. SifaxS3exH%o" texcept 12L791| 5600 |CM-30B-562 | 41¢ — oe F ZA - algae - 
enced eax? hy. 2 072. 12 792\ 6200 \CM-30B-622 | 53¢ Cerafil ceramic Capacitors apgeeneneeme eee 
» 12L 793) 7500 |CM-30B- are so small that over 350 
TV and 752 | 59¢ all that A 
npregnates ae MIL 12 794| 8200 |CM-30B-822 | 59¢ | of them will fit in a cubic Actual Size (C-80V 102AM) 
se. No. FOE £93 AMEE OS TIE ae Samet ernie tite at 100 v. All values of Cerafil capacitors meet 
——— _—____-| —— _— ate trom — . Ci e 
£33! CM-30D-471 TYPE 1652L MIL-C-11015A specifications. Capacity tolerance, 20%. All rated 100 
q Sse eesypieey : (} 2500 WVDC. + 10% tolerance. | WVDC. *Cerol ceramic capacitors are designed for general applications 
+ SUD- 134x1546x%e"”. Shpg. wt., 4 oz. in bypass-coupling, filtering and blocking circuits. Extremely low series 
1334 CM-30D-621 resistance makes them ideal for computer applications. Operate at 50 
= 335 M-30D-681 Stock No. Mfd EACH VDC up to 125°C. Meet MIL-C-11015B specifications. Sizes (dia. x 
ey a ret oh i E PEE: pany 1. 12 length): .090x.320” to .400x1.44”. Av. shpg. wt., 2 oz. 
= -30D- 12 Stock No. | Mfrs Type | Mfd |EACH | Stock No.| Mfr's Type |Mfdj EACH 
ees | atte leucopus 121489 | 0004 | 1.47 | 737 268| C-aovioiaM | 0001 | 50 | 181 857| C-80v203AM | 02) 1.79 
ed ee 120491 001 71 13 L 269| C-80V221AM | .00022| °50 | 1OL 961) CR-SOVI04AM*| 1 | 4.41 
= 340} 2000 |CMm-30D-202 E 13 L 270] C-80V331AM | .00033| 550 | 10 L 962) CR-S0V254AM*) .25) 5.88 
© 341| 3000 |CM-30D-302 | 1. 12492 | .0015 2.29 13.L 271| C-80v471AM | .00047| 50 | 10 L 963) CR-SOVSO4AM*| 5 | 9.56 
s3ia| i leon | (6 | 3 tae | Sie | S38 | gt eaal Egueae | me | 42 | 18E 385) ceanesan|ea pcos 
© 346 |10000*t|¢m-35D-103 | 2. 12497 | .01 4:29 18.L 856) C-80V103AM | .01 11.05 ; a et 


TYPE AEP PLUG-IN 
ELECTROLYTIC CAPACITORS 


Plug-in type 1, 2 and 3-section elec- 
trolytic capacitors. Designed for 
continuous service applications; 
quickly changed by simply plugging 
in a new unit. Insulated, tube-type 
bases fit all standard octal sockets. 
Keyed guide pins insure correct in- 


PLASTIC-COATED, DIPPED-MICA CAPACITORS 


pact, plastic-coated, dipped-mica capacitors designed for long life and high 
Slity over wide ranges of temperature and humidity. These units meet the appli- 

MIL C-SA test standards for molded mica capacitors. Employ radial-lead 
= for insertion and plug-in assemblies—ideal for printed-circuit use and auto- 

insertion. Feature improved temperature coefficient range. Operate from —55° 
=125° C. Tolerance is +5%. Rated 500 DCWYV, except *300 DCWV. Max. size: 
DM-15, '4ox346x742”; ADM-19, 24ox'/42x72”. Av. shpg. wt., 2 oz. 


z k No. Mfr’s Type Mmf |EACH Stock No. Mfr’s Type Mmf stallation and polarity. Vented for € 
73.541 | ADM-15-050 5 13 L577 | ADM-15-151 150 safety; etched aluminum foil con- 
3542 | ADM-15-100 10 10979 | ADM-15-161 | 160 struction. Common neg. Operating ’ 
Bt 268 ADM-15-120 12 I7c 130578 | ADM-Is-181 | 180 temperatureto +65°C. Av. wt., 5oz. 
- 873 | ADM-15-201 | 2 
3967 | ADM-15-180 Cae eee 13 £874 | ADM-15-221 390 SINGLE SECTION 
93544 | ADM-15-200 20 10 L980 | ADM-15-241 | 240 tock No. | T Mfd. | W.V. i NE 
9968 | ADM-15-220 22 10 L981 | ADM-15-251 | 250 se sz jap : ‘Gi : ae shee 
969 | ADM-15-240 re Are 136875 | ADM-15-271 | 270 TS Eee Re 15 |1%4x24/13-38 
2970 | ADM-15-270 27 13 L876 | ADM-15-301 | 300 13033) 2) | 10 |480 lane eae 
3545 | ADM-15-300 30 10 L982 | ADM-15-331 | 330 13 L037] 4) | 20, | 450 |ttaxosaeee 
"3546 | ADM-15-330 | 33 13L 877 | ADM-15-361 | 36 13 L039) 85) 40 | 450 | aie a 
3.547 | ADM-15-360 36 13 t 845 | ADMas-ast | 390 13 L040) 16J | 80 | 450 [1 34x324013-18 
BE 348 | ADM-15-590 39 I7c 10 L984 |*ADM-15-431 | 430 13 L041! 2L| 10 | 600 |1’gx44Ul2.78 
HIS: Z 13 L878 |*ADM-15-471 | 470 
"3549 | ADM-15-470 47 10 L948 |*ADM-15-501 | 500 DUAL SECTION 
"SL 572 | ADM-15-500 50 18 L 879 |*ADM-15-511 10 13 L044) 22 | 10-10 | 450 | 1'4x2247)2.52 
921972 | ADM-15-510 | 51 18 L 96 | ADM-19-021 | 620 13 L045) 44) | 20-20 | 450 | 12exe Mies 
Bc373 | ABarizese | 8 | ze | taeSer | ABMcIotet | feo Pca cea toto a 
“15: I 87 | ADM-19-751 | 750 
3.574 | ADM-15-680 68 13 L881 | ADM-19-821 | 820 TRIPLE SECTION 
921974 | ADM-15-750 75 13 L 882 | ADM-19-102 | 1000 T3 L047|222) |10-10-10| 450 |154x214")2.72 
33575 | ADM-15-820 82 17 10 L 988 | ADM-19-122 | 1200 13 L048)444) [30-30-20 450 |1%x3" |3.23 
pet 272 ADM-15°910 a ize 10 989 | ADM-19-152 | 1500 18 L 935/822J |40-10-10) 450 |1%6x3"_ 13.18 
- \7¢ 10 L990 | ADM-19-182 | 1800 
$976 | ADM-15-111 | 110 20¢ 13 L 883 | ADM-19-202 | 2000 QUADRUPLE SECTION 
£977 | ADM-15-121 | 120 20¢ 10 L991 | ADM-19-222 | 2200 18 L 934) G2222J|10-10- 
L978 | ADM-15-131 | 130 20¢ 13 L 884 |*ADM-19-302 | 3000 | | 10-10 | 450 |i sgx236° 3.05 
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Sprague, Cornell, 


COMBINED 


SPRAGUE TVL MIDGET 


CAN C. 


APACITORS 


“Twist-Lok”” hermetical- 
ly sealed, aluminum can 
Eee) Capacitors. Withstand ex- 
=~ tremely high tempera- 
y tures, ripple currents, and 
surge voltages. 
for use in selenium rectifier circuits. Supplied 
with both bakelite and metal mounting wash- 
ers. All types rated +85°C. Up to 150 WVDC, 
Senet? tolerance is —10% to +100%; above 
150 WVDC, tolerance is —10% to +50%. Can 
Serves as common negative. Terminals are 
welded to capacitor cathodes and tinned for 
easy soldering. Capacity and voltage are clearly 
marked to eliminate replacement error. Av. 


Suitable 


& Mallory Capacitors 


CORNELL-DUBILIER UP 
AND UPE CAPACITORS 


Efficient, electrolytic ca- 
pacitors in hermetically 
sealed, seamless alumi- 
num cans. Ideal for use in 
all types of original equip- 
ment as well as for exact 
replacement in radio, TV, audio, and other elec- 
tronic equipment. Up to 50 WVDC, capacity 
tolerance is —10% to +250%; from 51 to 
350 WVDC, tolerance is —10% to +100%; 
from 351 to 450 WVDC, tolerance is —10% to 
+50%. Up to 450 WVDC, temperature range 
to +85°C; 500 WVDC types, rated to +65°C. 
All are UP types except *UPE types which are 
designed for selenium rectifier circuits. Av. 


Tolerances: 0-50 
100-350 WVDC, —10% to 
WVDC, —10% to +50%. All types rated 
+85°C. Insulating washer supplied. Can 
common negative exceptft can isolated fro 
negative. For mounting hardware, see capac 


LISTING OF TWIST PRONG ELECTROLYTICS 


MALLORY TYPE FP, PFP, 
AND WP CAPACITORS 


For filter, audio by-pas 
3 and TV circuits. Suita! 
for use with selenium re 
tifiers. Stable under hi 
ripple current, surge vo 
ages, and temperature 
FP types have exclusive Mallory Fabrica’ 

Plates—WP types have etched-plate anode 
PFP and PWP types are for printed circui 
WVDC, —10% to +2505 
+100%; over 3 


shpg. wt., 6 oz. shpg. wt., 5 oz, tor hardware section. Av. shpg. wt., 6 oz. 
Single Section Capacitor Size Chart 
Code} Dia. x L|Code| Dia. x LJCode Dia. x L JCode| Dia. x L [Code] Dia. x L jCode| Dia. x L JCode| Dia.x L 
A 34x2" c 1x2 44" E 1x3 4” G 1x4” 7 1% x2" | L 1% x34” | N | 1%x4" 
B 1x2” D 1x3” F 1x3 5%” H 134x2” K | 1%x3" M | 18%x3%" P 1% x4" 


SINGLE SECTION—Specify Stock No. & Mfr’s Type No. When Ordering 


c-D 


Sprague 


c-D 


FP121 


PFP122 


FP116.5 
PFP116.8 


Type 


Mallory 


Size 


DUAL SECTION—Specify Stock No. & Mfr's Type No. When Ordering 


Sprague Mallory NET Stock 
Type |Size} Type Size} Type | Size} EACH No. Type | Size} Type 
TVL-1940 | B | A0520 B } FP171 1.1 7OLL 927 TVL-1519} B | XA0291* 
TVL-1943 | C A0530 Cc FP173 1.28 7OLL 928 TVL-1535 | D 
TVL-1947 | D } XA0541 D | FPI75 1.45 7OLL 929 TVL-1540| J 
TVL-1950 | E | A0550 F | FPI77 1.62 70 LL 930) TVL-1547 | L 
TVL-1958 | K | A0560 M A 2.72 7OLL 931 ae 
TVL-1960 | L A0570 M | FP187 2.70 7OLL 932 TVL-1473 | K 
H | A0516 LS See 1.83 70 LL 933 TVL-1415 | C 
B | A0430 B | FP142 95 7OLL 934 TVL-1420| C 
B A0450 B FP143 1,13 7OLL 935 TVL-1423 | © 
B | A0460 B } FP144 1.19 7OLL 936 TVL-1425 | E 
Cc | A0470 c FP145 1.32 7OLL 937 a a heer ae 
D | A0480 D FP146 1.44 7OLL 938 TVL-1429| D 
D |} A0490 an fee 1.68 LL 939) TVGAAGON FW oo. Laas has okt crac reve, 
J A0510 K FP149 2.15 7OLL 940 TVL-1431 | N 
TVL-1750 | K | A0512 K FP150 2.42 7OLL 941 TVL-24354) bf. 5. 
TVL-1760 | N | A0514 4 a 2.93 7OLL 942 TVL-1317 | A 
TVL-1621 | B | A0380 c ‘ 1.34 7O LL 943 TVL-1330| J 
TVL-1622 | D | A0390 D | FP137 1.36 7OLL 944 TVL-1338 | L 
TVL-1630 | K XA0401* | J ; 2.09 7OLL 945 TVL-1341 | N 
TVL-1638 | L XA0411* | K | FP140 2.08 70 TVL-1210} A 
TVL-1642 | N | XA0415* | M 2.14 TVL-1220| B 
TVL-1573 | E XA0331* | D | FP128 1.47 TVL-1230| H 
TVL-1578 | G A0340 K FP129.1 1.60 TVL-1165} © 
TVL-1584 | L XA0355* | K | FP131 2.17 TVL-1168 | H 
TVL-1590 | N pe ae! eee 3.00 TVL-1170} K 
TVL-1509 | B # A0270 A 98 TVL-1115 | H 


Stock pc Sprague NET 
No. Mfd. Wkg, Volts Type EACH 
£0 LL 953 10-10 500 TVL-2933 1x24" 1.76 
2 LL 954 20-20 500 TVL-2935 1% x24" 2.11 
70 LL 955 30-30 500 TVL-2937 134x3” 2.33 
70 LL 956 40-40 500 TVL-2940 13¢x3” BO0530 134x354" 2.68 
70 LL 957 60-40 500 TVL-2944 1%x3 4" B0540 134x3%" 3.19 
70 LL 958 15-15 475 TVL-2820 1x2}4” BO485 1x24" 1.52 
O LL 959 30-10 475 TVL-2824 1x3” B0486 1% x2’ 1.67 
58 LL 960 40-40 475 TVL-2830 EG d IE ss os: 6 6 ap ENG ¢ 5 a.niptelete om 2.50 
70 LL 961 80-40 475 TVL-2850 Cade ly SABRES ea AP Ree PS 3.10 
70 LL 962 80-50 475 TVL-2851 134x4" B0489 1x4" 3.25 
70 LL 963 10-10 450 TVL-2750 1x2” B0370 1x2” 1.33 
70 LL 964 20-10 450 TVL-2754 1x24" B0390 1x2" 1.45 
70 LL 965 15-15 450 TVL-2753 1x24" B0380 1x2" 1.53 
9 LL 966 20-20 450 TVL-2755 1x3” B0400 ix3” 1,59 
70 LL 967 30-10 450 TVL-2757 1x3” B0410 I bee an HE Tt HF 1.67 
70 LL 968 30-30 450 TVL-2759 1%%x2%" B0430 13x24" 2.07 
70 LL 969 40-20 450 TVL-2762 1 B0440 50 | eee en ey yee 2.18 
70 LL 970 40-40 450 TVL-2764 0450 wi 2.33 
70 LL 972 50-50 450 TVL-2767 3°57 
70 LL 973 60-40 450 TVL-2770 asta 
70 LL 974 60-60 450 TVL-2772 2.85 
8 LL 975 80-10 450 TVL-2776 BG 
70 LL 976 80-20 450 TVL-2776.5 2.5 
70 LL 977 80-40 450 TVL-2778 2.98 
70 LL 978 100-40 450 TVL-2780 3.25 
70 LL 979 80-50 450-50 TVL-2710 2.40 
70 LL 980 80-100 450-50 TVL-2711 2.60 
70 LL 981 10-20 450-25 TVL-2701 1.27 
70 LL 982 80-60 400 TVL-2677 te 
70 LL 984 15-15 350 TVL-2625 1.3 
70 LL 985 20-20 350 TVL-2626 1.41 
70 LL 986 30-30 350 TVL-2628 1.58 
70 LL 988 100-100 350 TV. 3.00 
70 LL 989 10-10 300 TVL-2565 1.29 
70 LL 990 40-40 300 TVL-2575 1.83 
7O LL 991 80-80 300 TVL-2585 2.51 
zo LL 992 20-20 250 TVL-2515 1.28 
O LL 993 40-40 250 TVL-2520 1.74 
70 LL 994 150-150 250 TVL-2535 2.89 
70 LL 995 200-5 200 TVL-2470 XBO0196* 2.42 
70 LL 997 20-20 150 TVL-2415 1x2” X BO0091 * 1.19 
70 LL 998 30-30 150 TVL-2422 xz? BO0110 1.24 
70 LL 999 40-20 150 TVL-2425 1x2” BO0120 1.24 
70 LL 800 40.40 150 TVL-2428 1x24” XBOU4i+ ita 
7O LL BOI 50-30 150 TVL-2432 1x24" ! 80150 1 1.3 
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DUAL SECTION (Cont'd)—Specify Stock No. & Mfr’s Type No. When Ordering 


k Cc Sprague c-D Mallory T 
Ro. Wkg. Volts Type Size Type Size Type Size EACH 
802 Ee) ie. eee ree OF ee coger PFP213.1 1x2” 140. 5 
803 150 TVL-2435 1.36% 
804 150 TVL-2439 1.29 
805 150 TVL-2442 1.41 
806 150 TVL-2442.1 L51 
233 ig | iat | Bee rel |. (aa hae 
J ” a x4” : 
809 Gees] be eta pete ae ae ROR GES weal hes PFP216.4 134x3" 2135 
810 50 TVL-2320 1x2” BO0080 ix2" WP202.1 1x2” i] % 1 
Bil 100-100 50 TVL-2326 1x2” BOO85 1x2” WP202.5 1x2” 1.33 
B12 40-40 25 TVL-2210 1x2” BO0060 1x2” WP201.1 1x2” 1.16 
813! 1000-1000 15 TVL-2160 1x3 14” B0040 1%x24" WP200 134x24” 2.51 
TRIPLE SECTION—Specify Stock No. & Mfr's Type No. When Ordering 
ck Cap. De Sprague 
Bo. Mfd. Wkg. Volts Type Size 
814|~ 10-10-10 500 TVL-3952 1x3” 
815 30-20-20 500 TVL-3956 1% x3” 
816} 40-40-10 500 TVL-3965 13x34" 
817|  40-40-100 500-500-200 | TVL-3935 13¢x4" 
818] — 20-10-100 500-500-50 TVL-3928 ix4” 
820] 30-30-20 475 TVL-3840 134x3” 2 
821} 40-10-10 475 TVL-3841 Piast UAB Ot th cadanc ae « FP396.2 1%%x24" 2 
822| 40-30-30 475 TVL-3843 Dsexer’. Ale COSTE. 5) 996x883" Ts caae teow Ts Soe ae ee 3. 
309}  20-10-100 475-475-50& | TVL-3817 15fpx2® Noa p10. a Onn os td race ee Le ee ee 2 
823] 10-10-10 450 TVL-3776 1x3” FP375.8 ix2 14” t 
£824] 15-15-10 450 TVL-3778 1x3 4” C0250 1x3” FP376.1 1x3” 1 
£825] 20-10-10 450 TVL-3779 1x3” €0260 1x3” FP376.3 1x3” 1 
£826] 20-20-20 450 TVL-3780 1%x2%" €0270 FP376.5 2 
827 30-20-20 450 TVL-3781 1%x3” C0280 a 
828} 30-30-30 450 TVL-3782 134x334" C0300 2 
829 40-30-20 450 TVL-3784 13%%x3” 2 
£1830] 40-40-10 450 TVL-3785 154x346" 2.7 
i183! 40-40-20 450 TVL-3786 1%x3" 2.8 
it 832 40-40-40 450 TVL-3787 1%x3 4” 3.t2 
at 833 60-20-20 450 | TVL-3789 1%x3” 2.87 
21834) 60-30-10 450 TVL-3790 Tita) eae Ep ere 2.85 
£2835) 60-40-20 450 TVL-3791 1%x3%" 3.12 
it 836 80-40-20 450 TVL-3793 1%x4” 3.40 
£2837] 40-10-80 450-450-200 TVL-3761 134x3” 2.49 
£L 838]  40-40-100 450-450-200 | TVL-3764 SSGsAt So UN Petes Bes 3.12 
LL 639) 40-40-40 450-450-150 TVL-3758 14x34" C1100 134x354" 2.73 
£1 840| 20-10-50 450-450-50 TVL-3751 1x3” C0970 1x3? 1.75 
it 310 30-15-150 450-450-50 TVL-3753 pA in) Ce aeeiDe Pel Sener res Miers RCC 2.29 
£1841} 40-10-100 450-450-50 TVL-3754.2 13%x3” C1090 134x354" 2.75 
£L842|  80-20-100 450-450-50 TVL-3757 13% x4” C1108 1% x4" 3.02 
LL 843) 10-10-20 450-450-25 TVL-3731 1x24” 1.55 
i. 844 20-10-20 450-450-25 TVL-3735 pe xy 1.69 
£L 845] 20-20-20 450-450-25 TVL-3739 1x3" FP345.8 1:83 
47| 40-40-20 450-450-25 TVL-3744 1%%x3" FP346 13%4x3" 2.62 
48| 40-90-50 450-150-150 | TVL-3708 1% x3” FP341 1% x3" 2.48 
49} 100-10-80 400-400-350 TVL-3689.3 1%x4” FP333.85 1%x4” 3.53 
ET 50 20-20-20 400-400-25 TVL-3678 3x3" es er eet [1.7% 
ACH 51} 10-10-10 SON Hateh ener tt Gra, Soe FP33 1:53 
. 52} 30-20-10 350 TVL-3639.8 ix3? FP330.7 1.80 
6 53 60-40-20 350 TVL-3640 1%x4" 2.59 
a 855| _20-10-5 350-350-250 | TVL-3639.4 1x2” 1.56 
a 856| 100-60-20 350-350-200 TVL-3639.2 1%x4" 3.09 
68 857| 15-10-20 350-350-25 TVL-3630 1x234” 1.51 
858 20-20-20 350-350-25 TVL-3635 1x24” 1.64 
52 859 20-10-20 350-350-25 TVL-3634 1x24” Loa 
oa 860 30-30-20 350-350-25 TVL-36306.3 1% x2" C0840 13%%x2” 2.06 
‘To 861] 30-30-20 350-300-25 TVL-3620 1x3” C1310 1x3” 1.56 
‘25 311 10-50-100 350-150-50 TVL-3608 1x3” 1.66 
862} 10-10-10 300 TVL-3580 1x2’ 1.53 
33 863] 120-50-40 300 TVL-3585 134x4” 3.04 
33 864] 150-100-30 Sia a | SAPS LE NER coe eee 3.00 
23 LL 866] 100-60-20 300-250-250 | TVL-3562 134x4" XCi209* 6 2.73 
87 £1 867| 200-60-20 300-250-250 | TVL-3503 13%x4" XC1212* 1$¢x50". i ange os. oe ee 3.60 
_ tL 869} 100-200-600 300-150-150 TVL-3560.5 nd oe ae Ter eee re 3.2 
07 870] 40-20-20 250 TVL-3540 1x34” 1.72 
871| 30-30-20 250-250-25 TVL-3513 fxs) | COGTO’, | a 452399" Ol pte elon bee 1.62 
872\ 30-40-50 250-150-50 TVL-3506 134x24” 2.15 
3 873| 30-10-20 200-200-50 TVL-3471 Tash Vege coc, [pacctent kos eee ee ot ae ere ee 1.58 
ee 874]  60-200-140 200-150-150 | TVL-3461.4 1%x4" XCi202* LRT GP OS eae heh sc dese] ee ae 2.98 
875| 20-20-20 150 TVL-3433 1x2” XC0041* 1x2” FP311.2 ix2” 1:47 
876} 40-20-20 150 TVL-3437 1x2 14" XC0071* FP311.4 1x24” 1.56 
877| 40-30-20 150 TVL-3438 1x2” C0080 1.53 
2 878| 40-40-40 150 TVL-3440 1x34" C0090 1.62 
ae 879| 50-40-30 ESO las cies, oo oe tN Ro eee see ee eed 1.88 
4 880| 50-50-50 150 TVL-3442 1x3? C0105* 1.38 
ei 881 60-40-20 150 TVL-3443 1x3” C0110 SY Pe irs 1.62 
882] 80-40-20 150 TVL-3444 1x3” C0120 1x3” FP311.7 1x2" 1.69 
Fs 883| 120-120-40 150 TVL-3448.2 13%x3" XC0126* FP311.9 134x3” 2143 
ee 884| 250-200-10 IT GE sae ed (eee ey XC0129* 3.08 
4] 885] 200-100-60 150 TVL-3450 134x314" XC0127* 2.78 
a 313] 36-30-10 150-150-150 | TVL-3435 Sv 6 Ben as oe 1.47 
29 314] 100-30-10 150-150-150 | TVL-3447 125% AD se, oh 1.69 
83 886)  40-20-100 150-150-25 TVL-3423 1x3” EP307 155 
ee 887| 40-40-20 150-150-25 TVL-3426 1x24” FP310 1x2 14” 1.56 
A 888|  40-20-200 150-150-25 TVL-3423.2 re ee ais re Bee ere FP314 1x3” 1:77 
Fi 889| 50-30-100 150-150-25 TVL-3427 1x3” FP309 1x2 14” 1.61 
85 890] 50-50-20 150-150-25 TVL-3430 1x3” FP311 1x3” 1.59 
42 312}  60-40-200 150-150-25 TVL-3431.3 TR | Pe Oe oe Sa PARE teens Bama hE: 1.78 
om 892| —_70-30-100 150-150-10 Baeorr & PFP302.38 1x24” 1.65 
24 893|  80-60-250 ISONEOTO! ES, . -ecdele ae ao FP302.5 1x2 34" 1.86 
4 894] 90-40-400 150-150-10 TVL-3414.5 ib. >: ge! Ge Bw on | Aner PFP302.75 3:09 
g 895| 20-20-20 25 TVL-3210 1x2" 1.34 
a8 896| 40-40-40 25 TVL-3230 1x2” 1.44 
See Additional Sprague, C-D, & Mallory Capacitor Listings on Next Page 17 


a Sprague, Cornell, Mallory Capacito 


FOUR-SECTION TWIST-PRONG ELECTROLYTICS—Specify Stock No. & Mfr’s. Type 


it Stock Cap. pc Sprague 1 c-D Mallory N 
No. Mfd. Wkg. Volts Type Size | Type Size Type Size E 
70 LL 700 10-10-10-10 500 TVL-4940 1%x2" D0180 1% x2" Ca teh a ele 
70 LL 701 40-40-8-8 500 TVL-4944 134x4" DO0185 134x354” FP495 134x4” 3 
# 70 LL 702 30-10-150-30 |500-450-50-50 TVL-4917 134x3” D0928 Tees aay MN wee Ses Sroee hin toate cil 
70 LL 704 | 20-20-10-10 475 TVL-4832 134x244” D0179.3 134x214” FP474.5 134x214” 2 
70 LL 705 | _ 20-20-20-20 475 TVL-4834 134x3” D0179.5 134x3” FP475 134x3” 2 
70 LL 706 40-20-10-10 475 TVL-4840 134x3” D0179.7 1% x3” p4 % 14 
70 LL 707 50-30-10-20 |475-475-475-30 TVL-4827 1%x3 4” D0692 1eex3 54° : Poa nee g 
70 LL 708 15-15-80-40 |475-475-300-50 | TVL-4815 134x3” D03840 134x3” “3 2 
70 LL 710 | 20-40-100-80 |475-300-50-25 TVL-4300 134x3” D0990 13%x3" os 2 
7OLL7II 5-5-5-5 450 TVL-4759.7 134x2” DO0080 1% x2” WP433.6 3 
7OLL7I2 10-10-10-10 450 TVL-4760 134x2” D0090 13%x2” FP434 2. 
70 LL 713 20-10-10-10 450 TVL-4761 13% x24” D0120 134x2%” FP434.5 2 
Poetgia| zz |e | eda inte | Bork | iste | Epil 3 
30-30-20- z -4769. x3" poi44 134x354" FP444.8 
7OLL 716 35-35-10-5 450 TVL-4771 134x3%” DO0150 1 $ex3 yd FP445 — E 
7OLL7I7 40-20-10-10 450 Wis Apes 8 ee ay DO0170 134x3” 2. 
7OLL 718 40-40-20-20 450 TVL-4773 134x4” poi174 1%4x4h” 3 
70 LL 719 40-40-30-30 450 TVL-4774 134x4” D0176 134x414" 3 
70 LL 720 40-40-40-40 _ 450 TVL-4775 134x4” D0177 134x5" 3 
70 LL 721 40-40-10-100 450-450-450-100 TVL-4747 13x3 %” D0660 134x354” 3g 
70 LL 722 | 30-30-15-30 |450-450-450-50 | TVL-4742 134x3” D0560 134x3" 
70 LL 723 | 10-10-10-20 |450-450-450-25 | TVL-4723 154x2” D0480 {*ex2” = E 
70 LL 724 20-20-20-20 |450-450-450-25 TVL-4724.2 134x214” D0520 The ee here Wes. a lt Ete 2 
70 LL 736 | 40-30-10-20 |450-450-450-25 | TVL-4734 134x314" D0640 13¢x3” FP429 134x3” 3 
70 LL 727 40-20-20-40 450-450-450-25 _ TVL-4732 13¢x3” D0630 134x3” FP436 1%%x3” 2 
70 LL 728 40-40-10-20 |450-450-450-25 TVL-4736 134x3 4” Raat TE MSTA oes eee ETE Ae Oe 2 SL 
70 LL 729 | 40-40-40-40 |450-450-450-25 | TVL-4739 13%4x4" D0663.2 3 - 
70 LL 730 | 20-15-20-20__|450-450-25-25 TVL-4712 13¢x2” of 2. L 
70 LL 759 30-30-125-125|450-450-25-25 TVL-4712.3 | 134x3” 
70 LL 731 40-40-40-20 _ |450-300-300-150] _TVL-4703.7 |__13sx3” 5 L 
70 LL 732 | 80-40-10-20 |400-400-400-25 | TVL-4669 1 34x4” t=. 
70 LL 733 | 80-40-30-40 |400-400-400-25 TVL-4670 134x4” 3 SL 
70 LL 734 | 100-10-30-20 |400-400-50-50 TVL-4663.5 134x3%” 3 SL 
70 LL 758 50-40-100-100|400-400-50-25 TVL-4663,.2 134x4” 
70 LL 735 | 40-80-100-25 |400-350-200-50 | TVL-4654 134x314” : 3 — 
7O LL 736 | 80-60-40-20 350 TVL-4635.7 | 134x4” YP - 3 4 
70 LL 737 20-10-5-10 350-350-350-25 TVL-4620 1%x2” 1 
70 LL 738 | 40-40-20-20 |350-350-350-25 | TVL-4621.6] 134x3” nD Oe 
70 LL 739 | 60-40-60-20 |350-350-200-150] TVL-4609 F4ESISE Te? oss ee > +. 
_ 70 LL 740 | 60-100-60-40 |350-350-200-75 ]............- hae OSH PE BON 3 —_ 
70 LL 762 | 60-20-80-100 |350-350-150-50 | TVI-4608 EOL la aaa aE 
70 LL 763 40-10-100-25 |350-350-25-25 TVL-4606 134x2” 5 ee PES Bes 
70 LL 741 40-40-20-10 300 TVL-4579 134x314” p0020 
70 LL 742 40-40-40-20 |300-300-300-150} TVL-4575 134x3” D0370 
70 LL 743 | 100-10-200-30 |300-300-150-150) TVL-4561 1 3x4” D0866 
7O LL 761 | 140-10-200-30 |300-300-150-15 PVL~G561.3 | PLSGKS" Fh - Dngasnsgscces= A ie 
70 LL 744 | 200-20-100-20 300-250-50-25 TVL-4563 1aexde p0940 
70 LL 746 | 100-40-10-100 |250-250-250-50 TVL-4516 136x3 4” D0360 
70 LL 747 | 100-80-60-40 150 TVL-4445 134x3” pooi4 
70 LL 748 40-40-40-30 150, TVL-4441 13%x2’ po0010 
70 LL 760 | 250-200-10-25 150-150-150-50 TVL-4440 134x4” Ritip ate ihn yaa sy 
70 LL 749 30-30-30-40 |150-150-150-25 TVL-4415 18gx2” DO0210 aes : 
70 LL 750 40-40-30-20  |150-150-150-25 TVL-4420 134x2” bD0240 134x2” FP409 134x2” 
70 LL 752 80-40-30-100 |150-150-150-25 TVL-4430 136x214” ST IA SR: | PR Bye FP411 134x2%” 
70 LL 753 80-40-40-20 150-150-150-25 TVL-4431 13¢x2” D0325 135x2” FP411.3 13¢x2 
70 LL 754 80-40-40-100 |1$0-150-150-25 TVL-4434 134x214” D0330 KE" SY al SS eee aes: ee 
70 LL 755 60-40-20-200 |150-150-150-10 TVL-4414 134x2” D0300 136x2” FP408 1%%x2” 
70 LL 757 50-40-160-40 |150-150-25-2 TVL-4410,7 1%§x2” ere Ag tom oe eRe W ge cd hale Oe 0 LES oe 
MALLORY GEM MOLDED TUBULAR PAPER CAPACITORS 
Manufactured |° 600 VOLTS DC WORKING (CONT.) 1600 VOLTS DC WORKING (CONT 


remem tp ea trernc S Stock No.| Type | Mfd Size |EACH | Stock No, 
si ds. > 18 L753 RaxiVy? 
Rugged min- 18 L551 | 623 003 Hox” xi inr 
eral-filled bakelite cases and resin sealing assure 18 L 552 | 6233 0033 Hsxtt 8 t 523 Ge (he 
dependable service. Have high resistance to 18 L553 | 624 004 Zisx1” 15 18 L758 Bethe 
moisture and mechanical shock. Types to 2” 18 L554 eta 0047 | %exi” Cc Tee Zaxiae 
dia. have No. 20 leads; over 4” dia., heavy- 18 L555] 625 .005 Yoxi a" ae, Yxi V4" 
duty No. 18 leads. Operate efficiently at tem- 18 L556 | 626 006 axle ig L 33 Zxi ar 
Paratures to 85°C. Tolerance: 20% except* 18 L557 | 6268 0068 | 34x14” ig 362 xin 
0%. Av. shpg. wt., 5 oz. 18 L559 | 628 008, | %x1%4" | 19 ie aes Axia 
400 VOLTS DC WORKING He eet Paci 0082 ula ¢ SSE vey 
Stock No.| Type Mfd Size EACH 1a L 562 | 6112 O12 Tey a 18 Pens ¥xi "A" 
ip tase| it | tes | See We eae| aus | ai) | ates | ge | a id 
< a x ” 
18 L398 | 411 ‘o1” | Yexi" 5c He peed al cane perl ae c 3000 VOLTS DC WORKING 
1g L589 | 4115 015 | x1 %" ss 18 L 966 | 3031 | 0001 | Hexl%” | 
ABER | ti2 | te | a fet gee Se | Os | teri IgE SeE | ae | 90 | eats 
18591 | 4122 022 | %x1%’ Axl Ypxi 4" 
ig L592 | 4125 | ‘025 | Yxii4" 18 L568 | 133 | 083 | oxi ee 2lc | 180769 | 3023 | [003 | yxy" 
18 £593 | 413 03 | Axiiy” | [8c Yaxl Ya 18970 | 3025 | 1005 | 34x17" | 
18 L594 | 4133 033 | %exl'% 18 L570 | 6147 047 Yxl Vy" 18 L971 | 3011 01 Taxi” 
18 L595 | 414 04 | %ext 4" IBL571] iS | 0s | Yexl¥er | oy 18 £972 | 3013 | .03 1x24" 
- 78. 596 | 4147 047 | Hexi%" | 18¢ 18 L572 | 6156 | .056 | xii? Cc 18 £973 | 3015 | .05 1x234" | 
18 L397 | 415 0s. | Aoxligr | 18¢ 18 L573 | 616 ‘06 axlifa 
| He eee| tic, | 805 | alte: | gle | VEE aze| cree |e | Sea | 3a so00 vours pe wonkne 
x val ka % 2 v 
‘ 18 £600 | 401 ivan | 316 te E322 | eine bis | deatsee Weboe | LSE Bea loser. | feoe WAtateee 
' 18 L 60! | 4015* 15 | %xi%" | 24¢ 7 gL 6x22 | 002 | %4x1%%" 
iatLe@o2| 402% | 2 | 4x24" | 2e6¢ Tet or Oo | aa eapeaige | Ale 18998 | oaas | cos | sxziee | 
18 L 603 | 4022* 22 %4x2V4" 18 L579 | 6025* | .25 4x2" 18 L978) 6x25 005 Hx2V" | 
: 18 L604 | 4025* | (25 | %4x2% | 26¢ 18 L 980 | 6xi1_| 01 1x234” 
18 L605 | 4033* | (33 | %4x2i4" | 29¢ TE eee ee ae Rb e4 ; 
Te 606 | 4047* |—47 | 1x27 | 35e | 18 t2ea| Socse | ee | tnaser| ave 10,000 VOLTS DC WORKING 
: 18 L 607 | 405* 5 1x2%" | 35¢ 18L585| 61*  |1.0 | 1h he $2¢ 18 L 950 | 10035 | .0005 | 54x13" 
! 18 L 608 | 41* 1.0 ix2%" | 73¢ - 18 L951 10021 | 001 | 1546x214” | 
: 600 VOLTS DC WORKING 1600 VOLTS DC WORKING 12,500 VOLTS DC WORKING 
tet 248 | Sats | coors | sexi 18 328 | 1055 | cos. | Haier 1B B24 12S ON 
4 : «3 he % « Yexit 
He tsag | cs) | soe | fore | 1Se | eb 24s | teze- | | te: | 38 Hees Youre oe ont 
2 | .0022\| ext” I 50 | 16247+| -00 xi i4” 18 L 953 1150325 | .00 x2? 
18 © 550 | 6225 | 10025 | Sexi” 18 £751 | 1625* | 005 Bae 18 L984 | 13038 | -Bo03? Pera | 
; 180 Depend on Allied for All Your Electronic Needs 


“TT” MINIATURE 
ALUMINUM DRY ELECTROLYTICS 


emely small, aluminum-case, dry electro- 
capacitors. Ultra-miniature size per- 
very compact construction of portable 
mobile communications equipment, radios, 
“ng aids, etc. Ideal for transistorized 
‘sts and other equipment requiring utmost 
emy of space. Incorporate etched-foil de- 
end high-purity aluminum construction to 
optimum efficiency and stability. A spe- 
silicon rubber compound is used to seal the 
Units have very low leakage current. 
operating range of —20° C. to +85° C. 
nce is —10% to +150% to 50 WVDC. 
50 WVDC, —10% to +100%. Leads 


Mallory Capacitors — 


METAL-CASED ELECTROLYTI 


Metal, tubular dry electrolytic capacitors. A 
wide selection of highly dependable capacitors 
designed for use in radios, television receivers, 
hi-fi equipment, and many other general-pur- 
pose applications. Units rated up to 150 WVDC 
have a tolerance of —10% to +100%. Capaci- 
tors rated above 150 WVDC have a tolerance 
of —10% to +50%. All units have external 
insulating sleeves; ideal for use in crowded, 
compact chassis. Type TC has 3” tinned copper 
leads of 22 gauge wire. Types TCD and TCT 


TYPE TC SINGLE CAPACITORS 


cs 


have 8” insulated wire leads. TCS has solder 
lugs, the terminals of one section being on one 
end and the terminals of the second section 
being on the opposite end. *Indicates non- 
polarized type. All capacitors listed in the 
table below, except TC types of less than 146” 
diameter are equipped with fixed mounting 
straps. All units have an operating range of oP 
to 85° C. except TC® types 81, 83 and 84, 
which have an operating range to 65° ve 
shpg. wt., 4.0z. 


TYPE TC SINGLE CAPACITORS (cont'd) 


CLA 


Beats listed are 22 gauge, tinned copper | “Stock No. | Type | Mfd | WWD) Siza__| EA. Stock No.| Type | Mfd | WVDC | Size EA. 
eS de MB at 17L450| 92 |~10 | 600 \itgx2"%q" |2.62 | 18 342|50025| 250) 50 |'5{6xl34” |1.37 
No.) Type |MfdjWVDC) Size NET 17L.245| 81] 10| 500 |*gxt%" [1-02 | 17 L600] 22) 10) 25 Forye", | .68 
| Bi s00| reser 27 wo esqarar lr-og | 13E 38] $2] 28 | 303 ecto les | 7 ress) 38) a) Fe ate | 
Ai E30ll Tieox1 | 1} iso paerz® |ilog | 7b 247) 84) 30 | _500 |1%4x2" 11.39 17 L500] 2501] 100] 25 |'%ex134”_| .92 
£902] TTI50X2 | 2] 150 |%4ox13%6" |1.06 19 L928] 695 2 |—450 \1%exl Ve” | .83 | 19 L 933/25015| 150} 25 |t%ext%4” |1.01 
£903) TT150x3 | 3| 150 |25é4x1 146" |1.06 170452] 70] 5 | 450 |tgxihr | 89 | 17 L466) 2505) 500 25 1ox2a7 1.78 
a 799) Trisoxe | F150 [Feat yee [1.06 | 17 E29) 72] 10 | 430 |weatce [I-08 17 £ $60| 1303] 300] 13 lekeee’ [1238 
= £302) Tisoxe | &| iso l2setsa [tog | F7 L638] 73 | 12 | 450 |"exl%" [1.08 | 171 209] 1501) 1000) 15 |i%ex2%r |1.72 
© $06| TT150x10| 10 | 150 |2544x1346" |1.08 17 L622] 74) 16 | 450 |i uxi%" [1.14 | 17 L461] 605) 500| 6 |'%exl%" |1-22 
e307 Tish] | iso esemise’ [08 | Pe Abad 73 | 28 | dap assess 18a | IRE gSal Soul do § ete [gs 
ars 7 errs ox V4 ' . 
es E910) THOM | a] Bets (1:8) | 176508] 78] 40) 450 12g? 1138 | 17.4631 310] 10001 3 _hexta" 11.32 
“ie £354) trsoxs | 5] 50 \Sexiser lI 202 19 L925 mh 50 | 450 |1v6x2%" 1.57 
z72 al| | Eb t |i | WEE BBS nes | | te bea ee | | Tob COMMONANEGATIVE DUALS 
x 4 < x4” Fs = 
£508) trs0x35 | 35 |_50 |eseaase' |t:08 | 1992¢| 805 | 100 | 450 |irersr, [3:13 | 13 E209 72 oto 450 liter”, | Lee 
L789| Trz5x5 | 5| 25 [exter | 90 | 194227) 523 | 2) 330 Mele’, | 27 | 17 La7i! 74 |15-15| 430 lt Max3¥4” | 2.10 
£909] TI25X6 | 6} 25 |%ex'%e", | .90 6 es ae se 176472) 75 |20-20| 450 |114x344" | 2.26 
Fame 739) e34,| $| 2 heeeiyes (89 | it aas\—er [io [aso [eectae | 99 | to ae\—ce food se inese7| a 
x ‘ e 4x ag” e Teo: azal ae pn i717. ai2ce | See 
2 £734) TreeNS | TF | oe lesen | toa | 190928| 64] 16] 350 |rsexisge [Ist | 12 E474) G5 [20-20] 380 lias a” | sate 
2 £912) T125x25 | 25 | 25 |254ex'He" 1:03 | 174456) 05 | 20] 350 |Nuxiie” 11.14 | 170476) 55 |20-20| 250 1x2" | 1.76 
L7e6| Trisxio | 10| 15 exter | 90 | 124 244) 08 | 69 | 380 [taxt in” 11.22 | 17 L503) _ 45 20-20) 150 |!¥xi%" | 1.60 
3 © 787| TT15x20 | 20] 15 |%ax'%e", | .90 D1) _69 | 100 }_ 350 |Liexd’ __|2-00 | 17477) 47 30-30] 150 |1eaxise" (ine 
2 © 788) TT15x30 | 30} 15 |25éaxt 146" | 194 17 L 626| SOX| 5 | 250 |tt@x1%" | 77 | 150480) 485 [40-20] 150 |ts4xt3¢” | 168 
2 £913] TTI5X40 | 40] 15 |254x1346" | 94 17L627| Si 8} 250 |4xi” | 86 | 140458) 48 |40-401 150 lttgx2” | 176 
2 £914 TT15X50 | 50] 15 |2344x1 346" | 1.03 17457| 52| 10] 250 |4x1%¢" | 89 | 156485) 407 \50-30| 150 tegxa” | 1:74 
3 £915] TTI5X100|100 | 15 |2244x13%6"_|1.03 19.930] 53| 12] 250 |i%ext¥4” | 96 | oT + lso-s0l 150 |Tgeaig™ face 
i yea | 1} iz are | es | 171629] 54) 16 | 250 |oxtier [1.02 | 17 L481) 89 Bonet) tee paar | dos 
2 © 783| TT12X2 | 2] 12 |ox%e" 85 17L505| 55 | 20 | 250 |®4x1%” 11.08 | |70479| 26 \25-25| 25 |84xiig” | 1/51 
Simest us| ee | 3] Hirer. | 2B | 1 ESea] SB) $8) fee aca: lige | 1B Lobt] oo (ane nts 
. x f : x14” 1. ” 
2, £784) Troxio |10| 12 sexta | 90 | 176249/1265 | 100 | 250 | 1x3" |1:60 100_|__16 |'¥ox2 :76 
2. L917| Trl0x6 | 6| 10 |%oxt%4_” | .85 170458] 40] 5 | 150 |74x15%" | .70 
Simm eet 354) trocs |as| io sexs | So | 1zLezal 41| 8] 130 Axi | 52 TCS SEPARATE-SECTION DUALS 
L 780| TT10X25 | 25 | 10 |25éqxt14e" | 194 17L459| 42| 10] 150 \t¢xi%q | [73 | 170485) 71] 8-8 [450 114x2%" | 2.15 
+$L918| TT10x50 | 50| 10 Ben He, 1:03 17 L608] 44 | 16 | 150 |taxtts” | 178 | 171487) 75 |20-20 450) 1iix3 24” | 2.63 
“el 78! Me 2 - 10 |28 xe 1203 7 £502 45 20 150 ate 85 17.L.495| 48 |40-40 [150] 11¢x2 2:10 
L768) TT6x2 6 |Wax%er 85 1 ax hg” | . 
£799| Tr6x3 | 3| 6 |taxder 185 I7L611| 48] 40] 150 |8xi%" | 199 TCT TRIPLE COMMON NEGATIVE 
5SL769| TT6X5 | 5] 6 |%ex%e" ‘35 17L504| 49] 50] 150 |'%xi%” |1:01 L37 20-20] 1 
034770) Trexs | 8] 6 |%ex%" ‘85 17 640| 492 | 80 | 150 |'%x2" 1.15 20 
SL771| trex10 | 10| 6 \vax'%er | .85 yoogs a“ 100 | _150_|tx24" |1.24 | 1@ 1 373| 3113] 30-30 | 150 11g 
SEL 772| TrexX15 | 15] 6 |S%ox1%_" | 290 150 | 150 |1%%x2%" |1.36 : 
31573 TT6X25 25 6 ree " .90 19 L931} 499 | 300 150 Lp 2.68 18 L374) 3114) 40-20 150 
73 919] T16x30 | 30] 6 [2544x1146" | 190 19 L932) 31 1 50 |%xiver | .63 20 | 150 14x24" |1.98 
92L775| TT6xX40 | 40 | 6 |254ax1146" | 193 17 L 639) 302 2 50 |x" _|_-63 | 181375) 3115) 40-40 | 150 
JEL 776| TT6X50 | 50 6 |25h4xt 46" | .93 17 L623) 30 5 50 154 .67 40 150 |1%@x2%" |2.15 
31 777| trex60 | 60] 6 \234ax144er | 1:03 17L603| 32] 10] 50 |t¢x154" | 168 | 18376) 3116 40-40| 150 ; 
+3L 920} TTé6x80 | 80 6 |25£44x1 146" | 1.03 17 L604) 36 14x14” | 20 150 |114x24" |2.04 
SL. 778| TTEX100 |100 |__6 |25é4x"346"_| 1.03 17 L 605| 39 Wgeli¢r | 87 | 181371) 3107) 50580 | 130 les 
at 764 THO 10 3 Je 85 L7_L 6413501 (~xi%" | 196 4x24" 12.04 
L7 xt Ve J @ 
Bt Fee) trax | to) Senne | 30 | .,, HIGH-CAPACITY ELECTROLYTICS 
»3L 921) TT3X110 |110 3 \25faxt 346" 11.03 igh-quality, etch-plate electrolytic capaci- section unit. Types with suffix 
+SL 922] TT3X200 |200 3 |25g4x154e" | 1.03 tors in moisture-resistant plastic cases. HC A” are identical to others, ex- 
»3L 923| TT2X150 |150 2 |25h4xt 346" 11.03 polarized types are ideal for high-capacity, cept for smaller case size. Tem- 
Jere wolrawe Se puca tone ace See cencee, pee ere 3 ae Ge types: 
m projection equipment, etc. non-polar- =e oO . are sup- 
P TNT & STNT CAPACITORS ized types—for intermittent AC use only; ideal plied with Type VR_ vertical 
5: Sebminiature polar- replacements for welding and control gear. All mounting bracket. Capacitor 


wed tantalum elec- ee | a 
@olytics. TNT is Fig. ia . 
a; Be, is ae B. —_ 

meets vibration 
Sky meets ration [A] 
STD-202, Method =e 
met, 55° C: to 
=85° C. Tol., —15 to +75%. Tinned leads. 
TNT, %sx34”; STNT, %sxH%o”. Av. wt., 2 oz. 


Type |Mfd) WVDC, NET 
TES See en 
57| INT 25-15 | 25 | 15 2.00 


O}onono 


1.87 


0 GO & @ 00 60 | 09 CO GD GD 
Perrericer es 
WWKOWUWO/OWWO 
DONA ND) VU 
uPbWr— 


others are HC types. 1060A has aluminum 
case and lug terminals; for fence control. Oth- 
ers have screw terminals. Type 2050-50 is dual 


design permits horizontal mount- 
ing, with protector end caps and HB brackets 
listed on page 183. Av. shpg. wt.. 10 oz. 


“Stock No. | Type | Mfd | WVDC Size NET Stock No. | Type | Mfd| WVDC Size NET 
L 810/4505* 50) 450 |1"%ex3¥4" 6-30 | 18L 0985040 4000; S50 |2%ex4%" 17.32 
L811/4510* | 100] 450 |2%x43%" |7.70 | 184 431|4040 |4000| 40 |2%x4%”" 16.98 
L 820/45003t | 300) 450 |2%x444” |8.47 | 19. 937)4040A 4000) 40 /11%6x4%” |6.98 
L 428|3003A*| 15] 300 |1%6x234” |2.87 | 17 582/2510A |1000) 25 |17%6x2%4* |3.19 
L_942/3008* 300 |1%ex3%4" [5.25 | 17 L 583/2520A |2000|_ 25 |1ex3%a" |4-15 
L 943/3014A* 11%_ex334" [6.13 | 17 584'2540A (4000! 25 |11346x334” 5.58 
L 588/3025* 7.00 | 18L430/2060 6000) 20 |2%6x43%4” |6.11 
L 592/20005A 5.53 | 19 L 936|2060A |6000, 20 |113%6x434” |6.11 
L 591}15010 6.44 19 L 935/2050-50)5000) 20 |2%6x43%4” |8.00 
L_939|15010A 1136x434" 16.44 | 17 L 580|1520A (2000) 15 |1%6x234” [3.4 
L 940/1225A* Thex33n” |4.04 | 17 L 581\1540A (4000) 15 |17%6x434” |5. 

L 941/1235A* 11H6x3¥4" 4.87 17 L 589}1560A [6000 15 |1'%6x3%" |5.62 
L 805|1255A* 11}%ex454” |6.30 | 19 L 934/1020A |2000| 10 |1%6x2%4” (3.36 
L 585|5005 1%ex3%" (3.33 | 17 577|1040A (4000; 10 |17%¢x3%" 4.60 
L 938|S005A 0 |1%6x234" |3.33 | 17 L579/1060A (6000; 10 Laxey, 5.20 
L 586) 1%,_x334" |4.25 | 186 429/10100 |10M) 10 |2%6x434" |7.81 
L590 1134¢x334" |5.06 
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~ Centralab Ceramic Capacitors 


SERIES DD DISC CERAMICS 


and vibration. Av. shpg. wt., 2 oz. 
DD 1000 VOLTS 


An extensive selection of Series DD ceramic capacitors in a wide variety of values and 
working voltages to suit practically any need. Engineered for circuitry requiring high 
capacity, low inductance and reliable performance. Small in size and ruggedly con- 
structed, these ceramic capacitors are used extensively in compact radio and television 
assemblies as well as in high fidelity equipment of all types. These disc ceramic capaci- 
tors offer higher dielectric constants, greater breakdown voltages and higher capacities 
in less space than similarly rated paper or mica capacitors. Leads are No. 22 tinned 
copper. Tolerances are +20% except t+0.5 mmf, *£10%, §guaranteed minimum 
value, and **—20% to 80%. Made to withstand extreme temperature, humidity 


DD16 1600-VOLT BUFFER CAPACITORS 


__No. Type | Mmf No. |Type| Mmf Stock Mfr's Mfd. NET EACH 
11h 406 3R3t 33 11 L 706|471G§| 470 No. Type ie i le 
1L 407] 050**| 5 |11L432| 501*| 500 11L456 | 302§ 003 
11L520] o60**| 6 |IitLe6ga4 | 511*| 510 11L370 | 4028 004 
11L 408] 6rs**| 68/11 L433 | 561*| 560 IIL371 | 5028 005 
11 L522) 030** 8 J11L 536] 601*| 600 11L372 | 6028 006 
TTL 409] 100* 10 |11L434 | 681*| 680 T1L457 | 7025 007 lc | I7c 
11b 523) 120* 12 J11L 435] 751*| 750 11L373 | 7528 .0075 
11 L410) 150* 15 JI 1 L436 | 801§| 300 11L374 | 3028 -008 
11 L411] 200* 20 J11L537| 821*| 820 11L375 | 103§ 01 
11L 525} 220* 22 J11L685 | 911*} 910 TVS 76 | esas cl os 35¢ 294 
if L 412] 250* 25 111437 | 102*| 1000 - 
Hi bats| se | 3 [Itc ase) 1225 | 1200 | a OO 
fr’ Mir’ 
11414] 390* | 39 J110539| 132*| 1300 Swan | Hype | Mme | Seek [ACS | Mme 
11L 415} 470* 47 |11 L438 | 152*| 1500 TTL ear | a0 | as eT | ar] 
TTL 416} 500* 50 JI} L 709/i52c§| 1500 11 L609 | 470 47 JIL L619] 271] 270 
11L417| 560* 56 }11L 540 | 162*| 1600 11 L610 | 500 50 [11L620| 471 | 470 
{1L418| 680* 68 {11 L541 | 182*| 1800 = 
110419} 750* 75 1111439 | 202§| 2000 11Le6l2 | 680 68 [11 L621 | 501 500 
Uiks2s| aoe | so liicsaz|zal| zoo | tgt2 |e | ee [tte ga2| sue | 0m 
110420) 101* | 100 |11 L 543 | 2528 | 2500 18 
iit 4el 121* | 120 |11 L544 | 272§| 2700 Bie e ts ES AUS Ea sb 
11L 531] 131* | 130 110440} 302§| 3000 1-24, NET EACH..............s0000e 24c 
110422| 151* | 150 {11 Leoo $324 3300 £5-UG> EROHi to «02h Wag a& fake Se bes 19¢ 
11 423) 181* | 180 {11 L601 | 392§| 3900 DD60 6000 VOLTS 
110424| 201* | 200 {11 L 602 | 402§ |" 4000 Mfr" 7 
11425] 221* | 220 |11 Leos | 4328 | 4300 a ee ee eS 
11426] 251* | 250 |110441 | 472 | 4700 — a en: 
11L427| 271* | 270 Ji 1 L 710/4726§| 4700 11L 680 | 100 10 P11 475) 151 | 15 
* 11 L6si | 150 15 | 11476] 181 | 180 
11428} 301 300 |i 1037 | 502§ | 5000 i tie cee see oe WY eters | eee ooo 
111 429| 331* | 330 [11 L604 | 562§ | 5600 ILL 466 | 390 39 | 11 L480] 271 | 270 
110534] 361* | 360 |11L 605 | 682§| 6800 
I | 391* 390 5 0 11468 | 500 50 |} 11L 682) 391 | 390 
L430 11 L606 | 752§ | 750 Hy es 
It L535 401 | 400 [11 442 | 5022 | 5000 # Lace gael aioe ae ae onee 
wae 2 11L 106 ! 1032 | 10,000 L472 a0 [tt bess | zt | 730 
BEEAy. 13. 12¢ 1-24, EA....... 15¢ 473 | 10 
DD 600 VOLTS 1:24, NET EACH SR eh or 35¢ 
teal a) Mn nd belek KEP URE TTR eee 
Stock No. | Type Mmf | 1-24, EA. |25-Up, EA. = —Stock | Mfr's Sisake Ca iat : 
ere) mee | eee | ies | ld Pacts laa ie ase tela 
" 4 4 11 © 445| 102 |1000] 11 L 448 | 202 |2000 
11L687 | 303** | 30,000 | 35¢ 29¢ 
Hibess | dose | doom | 35¢ | 29¢ Va CE Ee 
110689 | 503** | 50,000 | 35¢ 29¢ 1-24, NET EACH. 


TYPE D6 BC TUBULAR “HI-KAPS" 


For bypass and coupling 
or filter applications. 
600 WVDC, +10% tol- 
erance, except § + 30% x 
*GMV (guaranteed min- 
imum value). Av. shpg. 
wt., 2 oz. 


D6 CERAMIC CAPACITOR SIZES 
Cap. Mmft Size Cap. Mmf Size 


3 to 500 |%xl2" 2000 to 4000 | 4x13" 
560 to 680 % x!H%6" 14700 to 5600 = |H%ex2%o" 
750 to 1800 axis 6800 to 10,000] 6x13" 

No. Type|Mmf No. Type| Mmf 
11 L545) 030 3 [ll L571} 271 | 280 
11 L546) 050 5 jit L572) 301 | 300 
11 L547) 100 10 JI] 6 573) 331 | 330 
11 L548} 120 12 JI l L574) 391 | 390 
11 £549) 150 }_ 15 Jil L575) 401 | 400° 
11 £550) 180 18 |11 L576) 471 | 470 
| | ts 1} 200 20 JI! L577) 501 | 500 
Ek 2| 220 22 }11 L578) 561 | 560 
1] L553) 250 25 |11 L579) 601 | 600 
11 £554) 270 | 27 Jil L 580} 681 | 680 
Ti L555) 330 | 33 [11 L581) 751 | 750§ 
1) L 556) 390 39 [11 L 582) 821 | 820§ 
11 L557) 470 47 |i 1 L 583) 102 |1000§ 
11 L 558) 500 50 Jil L 584) 122 |1200§ 
11 559) 500 | 56 fll L 585) 152 |1500$ 
11 L 560) 680 68 [Il L 586) 182 |1800§ 
1} L 561] 750 75 JI 1 L 587) 202 |2000§ 
lt L 562) 820 82 JI 1 L 588) 222 |2200§ 
tt L 564} 101 | 100 fll L 589) 252 |2500* 
1 L565) 121 | 120 [11 £591) 302 |3000* 
11 L 566} 151 | 150 Jl! L 592) 332 |3300* 
11 L567) 181 | 180 Ji 1 L 593) 402 |4000* 
11 L568) 201 | 200 Jit L 594) 472 |4700* 
11 £569) 221 | 220 J11 L 595} 502 |5000* 
11 £570) 251 | 250 
25-Up, NET EACH. .12¢ 1-24, EACH..15¢ 

No. Type| Mmft No. |Type| Mmf 
111596) 562 |5600*}1 11.598) 752 | 7500* 
11597) 682 |6800*111L 599) 103 |10,000* 
26-Up, NET EACH...12¢ 1-24, EACH..15¢ 
182 


25-Up, EACH 


CERAMIC CAPACITOR KITS 


DDK-200 Ceramic 
Capacitor K 
ic disc capacitors; pri- 
marily intended for by- 
pass and coupling or 
filter service. Consists 
of 200 Type DD disc 
ceramics (above). All 
S 1000 WVDC unless 
otherwise specified. 5 
each—5, 10, 25, 33, 47, 
50, 68, 120, 150, 180, 
220, 250, 270, 300, 330, 
390, 470, 500, 680, 1500, 
3000, 4700, 10,000 (600 v.) mmf, 10 each— 
100, 200 mmf. 15 of each—1000, 5000; 20,000 
(600 v.) mmf. 20 of each—10,000 mmf. With 
cabinet. 44%4x614x1114". Shpg. wt., 6 lbs. 


18912, NET 9.99 


HVK-150 Ceramic Capacitor Kit. Kit in- 
cludes 150 disc ceramics of the DD series 
(described above) in a single-drawer steel cabi- 
net. Types DD30 and DD60 are highly efficient 
for bypass and coupling in high frequency cir- 
cuits. Type DD16 are compact, rugged buffers 
designed to withstand heat and vibration. 
Values: DD30 (5 of each)—47, 100, 470, 1000, 
2000 mmf; DD600 (5 of each)—82, 100, 500, 
1000, 1500 mmf; DD16 (10 of each)—3000, 
4000, 5000, 6000, 7000, 7500, 8000, 10,500 
mmf; DD16 (20) 10,000 mmf. Size of cabinet, 
414x6 4x11 4". 6 Ibs. 

18 L913. NET 

D6K-200 Ceramic Capacitor Kit. In assorted 
sizes—includes 200 Type D6 BC tubular ce- 
ramic capacitors (described at left) in 1-drawer 
steel cabinet—values from 5 to 10,000 mmf, 5 
of each included, except 10 or 15 each of the 
most popular values. Cabinet size, 44%4x6!4x 
111%”. Shpg. wt. 6 Ibs. 

18 L914, NET 


Bargain Disc Ceramic Capacitor Assort- 
ment. 20 Centralab MD disc ceramic ‘‘Hi- 
Kaps”’ ranging from 15 to 5000 mmf in 600 and 
1000 WVDC ratings. 4” dia, x %:". 1 Ib. 

58 L 448, ONLY 


Depend on Allied for Everything in Electronics 


LOW-VOLTAGE CAPACITORS 


FEE 


w ceramic: 
mounting 
semned for an 


Extremely compact, high-capacity, low-vol 
ceramic capacitors. Have durable ‘‘Durez 
insulation. Designed especially for transi 
circuits and other subminiature applicat! 
Ruggedly constructed to resist the effect 
heat, moisture and vibration. All units & 
capacity clearly indicated. 


Type DA: Plate design of high capacity, 
mass weight, unusual thin styling plus inhi 
Centralab ceramic stability and permanes 
Extremely popular both as bypass and 
capacitors. 4x4x*%" thick, tolerance — 
to +100%. 30 WVDC. 

Type DDA; Disc ceramic capacitors have 
er dielectric constant, greater voltages 
higher capacities in less space than pape 
mica types. %” dia. x %2” thick, tole 
—30% to +80%, 75 WVDC. 

Type DM: Miniature plate capacitors, '"¢ 
14" thick, tolerance *—20% to +50% 
t—20% to +80%, 150 WVDC. Av. wt., 2 


TYPE DA 


Stock Mfr's 
No. Type mid 


NET EAC® 850 SI 
. for RF p 

203 : - -woltage, 
: Silver 
mic. ft} 
750 pa 
temp. c 
cemp. rise 
% tolerar 
studs Y' 
wt., 2 0: 


Mfr’s 
Type 
8508-25; 
8508-50; 
8508-50! 
3508-75! 
508-10! 
588-50 
858S-10( 


Preece. 
DBAAD! OHA 


2-502¢ 


SAWWH WWW 
—-SOVON | ouwn 


UK “ULTRA-KAP” MINIATURE 
DISC CAPACITORS 

Dise ceramic capacitors design 
meet the small size and high cag 
tance requirements of tra: itor 
™ cuitry. Specifically engineered 
low-voltage bypass and coupling 
plications. Present extremely 
power factors. Available in pop 
] capacitance values from 0,22 te 
mfd. Insulated with double co 
of ‘‘Durez’’ and impregnated 
high-vacuum wax to withst an¢ 
treme temperatures, humidity 
vibration. Extremely compact, 
44" thick with diameters from only 4 to 
Rated 3 working volts DC. Guaranteed 
mum value. Av. shpg. wt., 2 oz. 


=-YO-KAI 


NET EACH 


l 
<) 


05 (1 | 
UK10-474| .47 


DF FLAT PLATE “HI-KAPS"” 


Unusually thin, com 
ceramics in capacitance 
ues up to .1 mfd. Excel 
for use in bypass and & 
applications. Rated at 
working volts DC. T 
ance: all guaranteed 
mum value, except * + 


194"; size of Type DF-503, Type DF-403 
Type DF-303 is 14¢6x1 exo". Av. shpg. wt, 


NET EACH 


ae eo Oe (Te See 


FEED-THRU HI-KAPS 


eeramics for single- 
@eanting. Specifically 
4 for and widely used 
frequency circuits. 
500 WVDC. Type 
es 12-28 mounting nut 
0° eee oor 
s with hooked ends. 
7 bas Y%4” dia. hole and MFT FT 
to chassis (has No. 
<). Tolerance: *+ 20%; t—20 to +50%; 
; tguaranteed minimum value. Shpg. 


Il units 


capacitl TYPE FT 
Plus in 
perm: 

ass and 


NET EACH 
Mmf |"7-24 | 25-Up 


* 500 


rance ~ *1000 
te 41500] 73c| S9c 
voltaeel Tie 
han ae FT-2300 +2300 
“ke, toles YPE MFT MINIATURES 
tors, 2 MET 300 | } 100 
50% MET-500 | * 500] 29¢| 24¢ 
ve Wt MFT-1000| $1000 


) for RF power circuits in 
ewoltage, high frequency 
“ets. Silver electrodes fired 
s=amic. tNeg. temp coef- 
750 parts/million °C. 
temp. coeff. §Based on 
eemp. rise. 850 types are 
", tolerance; 858, = 20%. 

studs 1%” long, 6-32 tapped thread. Av. 
wt., 2 oz. 


SRF Load, | NET EACH 
Mmf |) WVDC )"30 Mc ‘| 1-9 [10-Up 
7 amps 

7500 | 10 amps 

7500 | 8.8 amps 

7500_ 10 amps 
5000 | 9.8 amps 
5000 |. 
§000 |.. 


Mfr's 
=| 


| 2)850S-50NT 2.65) 2.25 


m3 850S-75Nt 
D4 850S-100N 
ma? 8588-500 

ms 858S-1000 


2.65} 2.25 


sh set of 7 attachable ter- 
wsals. Ideal for service 
se—provides maximum 

ting volts DC; 35,000 volts test. Molded 

ic insulation, ‘“High-K" ceramic insula- 

= and rugged, threaded-hole terminal studs. 


@-VO-KAP UNIVERSAL CAPACITOR 
TV-207. High-voltage . ann 
|=) a0 
age with a minimum 
‘eventory. Capacitance 
Serance: —20% to +50%. Size, 1” dia. x 
v_ Shpg. wt., 5 oz. 


-20 ceramic capacitor 
oo nfs EO 
mmf. Rated _ 20,000 
L016, NET 


CORNELL-DUBILIER HARDWARE 


Centralab Capacitors — Capacitor Hardware 


CENTRALAB CERAMIC CAPACITORS 
CERAMIC-DIELECTRIC TRIMMERS 


An excellent selection of compact, 
highly stable trimmer capacitors 
with ceramic dielectric. Light- 
weight, with convenient mount- 
ing facilities. Easily adjusted by 
means of a screwdriver. Simplicity 
of mechanical design makes these 
capacitors a dependable and eco- 8 
nomical approach to fine tuning. 
Specifically designed to compensate for varia- 
tions in tube capacities. Provide a smooth, lin- 
ear rate of capacity change. Ceramic tubular 
trimmers are excellent for use in critical preci- 
sion tuning applications. Full capacity range 
with 180° rotation. Balanced rotor and heavy 
spring pressure for excellent mechanical stabil- 
ity, even under conditions of heavy vibration. 
Silver is fired to stator and rotor, which make 
contact on a flat optically ground surface to 


TYPES 820 AND 822 


829 


827 


eliminate air space. All types listed are rated at 
600 WVDC. Power factor: less than 0.2% ati 
mc. Types 820 have ceramic base, 822 and 823 
steatite base, 827 phenolic base, 829 are tubular 
ceramic (equipped with mounting screw and 
locknut). 820 E, F, G, less bracket. Letter N in 
Type No. indicates negative temperature CO- 
efficient; letter Z in Type No. indicates zero 
temperature coefficient, *body length. Av. 
shpg. wt., 1 oz. 


TYPES 823, 827 AND 829 


r 
WwW) 


OOO DMDMD 
N—-OBUN— 


Sererr 
DAOWWW 


| 


NNVIU 


NPOOWN|WAU-—O 


ereeree |e 
=—9——29|——— HO 


NUNNUIU| NY 


SERIES TCZ TEMPERATURE-COMPENSATING CAPACITORS 


Highly stable ceramic tubular capacitors. Zero 
temperature coefficient: capacitance is con- 


‘NET EACH 
1-9 | 10-UP 


2.35) 2.00 


Stock | Mfr’s | Mmf 
Size 


o. Type |Range 
/823-DN|8-50 
823-BN|10-100 
|823-AN|20-125 
|823-DZ 
'823-BZ |10-50 
823-AZ |12-60 
823-FN |5-15 
823-EN |8-25 
823-EZ |5-1 
827-A 


4 


Bex1g" 


rerrr 
Ruo-N 


DOU) UVIUIUIUT 
woow— 
C!LWOONGD)AWW 


gxi'e"| 2.30 | 2,00 


73 | 63 


> 00 
N 
ny 
w 
AGN 
w 
“ 


O| —-———| 


CScernirerriceese 
PSSDSS UII 


6000 
BWN— 
i 
R 
° 
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CAPACITOR SIZES 


stant from —20 to +85°C. Meet JAN-C-20A Cap. Mmf Size 

specifications. Tolerances: + .25 mmf for values setae fo = 

from .5 to 3.3 mmf; +.5 mmf from 4.7 to 10 rewears Y5x%", 

mmf; +2% from 12 to 100 mmf; =a from 91 to The Gg gy, 

110 to 300 mmf. Rated 600 WVDC; 1200 VDC Fah te O00 aol Meare 

Lay fase #22 tinned copper leads. Av. shpg- 240 to 300 x1 54" 

Stock No. _Mmf_ 1-24, EA. 25-Up, EA Stock No.| Mmf |1-24,EA.|25-Up, EA.| Stock No. 

11L200) 5 L203) 2 L226| 75 | 29¢ 24¢ 

11L201 68 1L 214) 24 L227| 82 29¢ 24¢ 

11L202) 1.0 29¢ 24¢ 1L492| 25 | 29¢ L228) 91 | 29¢ 24¢ 

11L203) 15 PLe2"5| -27 L 229] 100 | 29¢ 24¢ 

11204) 2.2 1L216| 30 L231] 120 | 44¢ 36¢ 

egos a] (Weal Sloe | ane HIE SSS 8 | ae | see 

\{L307| 638 | 29% | 24¢ litt 220] 43 | 29¢ L 235| 130 | 44¢ | 36¢ 

[1b 208) 10 Tbe22't|. ~ 47 L 236} 200 

11bL209| 12 1L 493] 50 L 237) 220 | 44¢ 36¢ 

11L210) 15 29, 24 1b 222) 51 29 L 238) 240 | 59¢ 45¢ 

11L211) 18 ¢ ¢ [11 L223) 56 ¢ L 239] 270 | 59¢ | 45¢ 

11L2121 20 {lL 2251 68 a L 240} 300 | 59¢ 45¢ 
E 


C-D AND MALLORY CAPACITOR MOUNTING HARDWAR 
MALLORY MOUNTING HARDWARE 


For mounting Mallory Type FP or WP capaci- 


tors use MP, BP, PS and MW-100 units listed @] 


below. For Type TC, FP, WP and other tubu- 
lar capacitors use VR brackets for vertical 
mounting, or TH spring clips where horizontal 
mounting is required. *Metal. tPhenolic. Av. 
shpg. wt., 3 oz. 


Widely used mounting hardware for all types 
capacitors. Designed for a variety of instal- Stock No. Type |Fig. Size NET 
“etions, above or below chassis. Universal clip 17 L531| PS4 F 1” 41 (kl 
ae) adjusts to fit various sizes. Av. shpg. 17 L532| PS6 F 1%" 153 
5" we. 2 02. 17 L 402| VR-1 G 1 to 11%" .09 
mock ag PK 17 L413| VR-3__| G | 1% toi%” | .09 
Oe Fig. Description lof 3 17L414| VR4 Gc 134 to 1%" ake 
SL A76l A |Mtz, Ring; 14? dia. cans) 23 | 17 L415) VR6 | G | 1% to 1m’ | .13 ‘ INSULATING SLEEVES 
+3 479| A |Mtg. Ring; 134” dia. cans| .23 17 L416} VR-8 G ae to 2 18 Fiber sleeves for FP type capacitors. Wt., 2 oz. 
#3 480) A Mee. Ring} 134” dia. cans| .35 Eas Meteo L BAUR Ue pos No. |Type| Size EACH] No. |Type| Size |EACH 
Bite! § AE cue Walco | 38 ewe | Pree ee] | et aaees ee [ee 
: 3 : -3| 1x2" 8 |1x4? 
93.483) B |Mtg. Clip; 1%” dia. cans 5 Stock Mfr’s |r; si Per Pkg. 17 L 512|CE-4| _1x3"| 6¢ {17 L 517)CE-9 14x21" 38 
13484) C ['*C” Clamp; 24-34” cans | .35 No. Type |''9 eo of 3 17 L 513)CE-5| 13%4x2" 17 L 5I8|CE-10/1%4x4" | 9¢ 
4 Race 5 Mis ha ina ae 18L414| MP-2 H* yu" 17 L SI4)CE-6| 1%4x3" 
. Strap; 1.D. %” . ’ 
#3491| D |Mtg. Strap; LD. 4” uz | (8b4la) MES ge re PL & HB MOUNTING HARDWARE 
31492) D |Mtg. Strap; I.D. %” NA 18 L417| BP-2 Kt 4a 9c Plastic end caps and mounting brackets for 
33 L493) E |For %-1%" dia. cans 35 18 L418| BP-4 Kt rt plastic-cased, high capacity electrolytics. P.E. 
930494) E |For 34-%%" dia. cans 35 18 L419| BP-6 Kt 1%" C. indicates plastic end cap. Av. wt., 3 0z. 
+ ered zor 54-114" dia. cans 35 18 L 420| TH-13 he ie 34" No Type Description |Size|NET 
$La4g For %-134" dia. cans 35 18 L421| TH-15 Ay ¥% to "4" 18 L392|PL-8 |P.E.C., 0: tor|214%6"| 18 
13497) E |For %-15%" dia. cans aos 18 L422| TH-17 J % to 14" 9c 18 L 393|PL-3A]P.E.C., oe mote ihe 13e 
19 L498) E |For 1-11” dia. cans 35 18 L423) TH-19 | J | % to 4” 18 L 396|HB-4 |Horiz. bracket |3%7| 18¢ 
93.499! E 'For 13-11%" dia. cans -35 18 L424] TH-21 | J | % to" 18 L 397|HB-8 |Horiz. bracket |4%"| 21¢ 
Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 183 
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bi {al L-505 Kepro Printed Circuit Lab. May 
be used for all printed circuit requirements 
from a single experimental circuit to short pro- 
duction runs. Produces etched circuits of highest 
quality, yet requires no photo experience or 
equipment. Kit contains all necessary materi 
als. Has 214 square ft. of single and double-clad 
materials including presensitized copper-clad 
phenolic sheets that are ready to be exposed, 
developed and etched; trays; safe light; print- 
ing frame; photo flood lamp; layout kit; con- 
nectors; brush; etching solution; developer; 
tube sockets and #52 drill. Supplied complete 
will full instructions and descriptive literature. 
Shpg. wt., 20 lbs, 7 
43 N 396. $2 Down. NET.......... 30.8 


cuit kit. Negative of layout can be pro- 
uced photographically, or manually with the 
negative materials supplied. A sensitized sheet 
of copper-clad XXXP phenolic is exposed 
through the prepared negative, then developed 
and etched. Kit contains: 2 sheets of Ye" cop- 
ie phenolic 6x3”; 2 pieces negative mask; 
Dp 


Kepro P101 Professional Kit. Etched cir- 
d 


rinting frame glass; 2 printing frame clamps; 
1 bottle developer; 2 bottles etching solution; 
1 aluminum developing tray; 1 polystyrene 
etching tray; 1 cleaning pad; and a set of com- 
plete instructions. Shpg. wt., 2/4 lbs. 

MME OMET oy ccs) cae ee eset 5.29 


Kepro-S-101 Standard Kit.(Not illustrated.) 
An economy etching kit supplied with all ma- 
terials needed for manually producing etched 
copper circuits, Kit contains: 2 sheets of Ye” 
copper-clad phenolic 6x3"; 1 bottle etch-re- 
sistant solution; 1 etching tray; 1 bottle etching 
solution; raped Rad, 1 bru ond in- 
structions. Plastic case. Shpg.wt.,1% Ibs. 

: DOES NET. cc3.5c-c 5.0 secs ese ees 3.38 


G-C PRINTED CIRCUIT 
REPAIR KIT 
: 


{c} Model 683. Save time and minimize re- 
placement of printed circuit components 
with this handy repair kit. Permits quick repair 
jobs on resistors, capacitors, coils, wiring, sock- 
ets, lugs, copper foil, etc.—a valuable service aid. 
Kit includes: foil; solder washers; solder; “‘sol- 
der ease’’ tool for tightening contacts, etc.; 
fiberglass brush; 6-oz. spray can of silicone 


Printed Circuit Kits and Packaged Circuits 


PRINTED CIRCUIT KITS 


D Techniques Kit. With this complete 
kit, it’s a very simple matter to set up 
operating prototypes of many different kinds 
of printed circuits. Kit contains all materials 
required for producing etched circuits, It in- 
cludes: 7 single-sided, copper-clad laminates; 
5 double-sided, copper-clad laminates; 1 
assorted tube sockets; roll of tape resis 
1 bottle of liquid resist; photographic resist: 
etchant; terminals; layout paper; sample of 
etched process, etc. In plastic box, 9Y%4x13x2”. 
Shpg. wt., 914 Ibs. 

43 NX 067, $2 Down. NET........ 27.00 


Micro-Circuits $31 Kit. Time-saving as- 

sortment of electrically conductive coatings 
and accessories for research and development 
program: Kit inclu s following conducting 
paints: air-drying silver; flexible, air-drying 
silver; baking silver; firing silver; inorganic, 
water-base silver. Also includes: S21 resistor 
and conductor paint kit; silver shielding paint; 
125-ohm-per-square r tance paint; carbon- 
conducting shielding paint; magnetic paint; 
fast and ag tie rd Sig irae plus informative 
manuals. Shpg. wt., IS. 
43 N 098, #5 Down. NET 67.86 
F Micro-Circuits $21 Kit. This printed 

circuit kit lets you create all kinds of 
miniature-sized electronic equipment. Make 
resistors, capacitors, connecting wires and 
many other components. Kit also allows you to 
paint your own radio circuit and make rapid, 
easy repairs on existing printed circuits. Spe- 
cial materials supplied with kit include: 
brush; silver conducting paint; low, medium, 
high and very high resistance paints; insulating 
lacquer; solvent; brush cleaner; the manual, 


ge st 


“Design and Repair of Printed Circuits,” 
plus oeher penoraatl Ye literature. In card- 
oard box. Shpg. wt., 14% Ibs. 

43 NO70, NET.... ites 17.75 


A selection of 
quality printed 
circuit materials 
either for replace 
ment use in Ke- 
pro PC kits or for 
those currently 
engaged in print- 


resin lacquer; solvent for removing solder; cd circuit devel- 
tweezers; Ungar soldering iron; instructions. opment: Have 
7x12Yex3 2". Shpg. wt., 1 Ib. PO135" thick 
.00135” thick 
: 46 N 465, List, $13.95. NET......... 8.20 copper coating. 
ea eae have foil on both sides, except 
*which have coating on one side only. Av. 
: KEPRO PL-2 PHOTO LAYOUT KIT shpg. wt. of phenolic sheets, 3 oz.; 2 oz. solu- 
ae Provides all metesial for tions, 6 oz.; pint solutions, 3 lbs. 
preparing master circuit YY" 
layouts for those desiring . mien “ PHENOLIC SHEETS ” 
the use of photographic ‘oc Mfr's 3 : 
pegetives, Eliminates No. Type Description | Size | EACH 
rafting and inking, yet 34| Pi- itized* | z 
Droduces.a negative ce | 43N 635) F122 | Unenaiiced ip | 8:93 
F, 3 $ 4 6} S$1-33 ight sensitive xe’ | 34 
ered full instructions and data. 43N 637\| $1-36 Light sonsitivet 3x6" 69 
mere NET icy: errs sper eresseer 2.89 | 43K G39] sirsiz | Lisnt sensitive | 12312"| 4°66 
43 N 649| S1-710 | Light sensitive* | 7x10"| 2,50 
KEPRO NAMEPLATE & PANEL KIT a28 649 Pe Light sensitive a 49 
Complete kit for making . Sen: SOREL NO ‘2 al Pg 
nameplates, dials, panel | 43 €45| Sota | Lient sensitive | 12112"| 6159 
overlays, meter faces, etc. | 43 6, 3 82-710 Lich re reld a0" . 
forshort-run productionand 44 S2- ight sensitive x 3.52 
rototype use. Includes: 2— 
Brio” sheets of sensitized CHEMICALS 
‘uminum plates, three sizes r - 
letters and numerals, film, 43 N 645| R-2 Paint resist 20z.| .59 
developer, printing ‘glass. 43 N 646) T-2 Resist thinner | 202. | ,49 
ete. Shpg, wt., 1 Ib. ‘ 4 43.N 647| D-1PT Developing sol. | Pint | 1.03 
BS WOOU. NET. crivescessesees ess) OB) | 430 6481 E1FT_1 Etching solution | Pint |_ .83 
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Allied Supplies Everything for Experimenters and Builders 


CENTRALAB PACKAGED 
ELECTRONIC CIRCUITS (PEC) 


Complete, printed electro 
circuits with resisto 
capacitors, and in so 
cases, inductors, Ideal 
the replacement ofentirea@ 
cuit sections in radio and 

sets. The printed-cire 

wiring and all compones 
are bound to a ceramic 
and sealed against moist 
temperature change @ 
physical shock, These dependable sub-asses 
ies are widely used in original equipment @ 


& 


Pe-3t. 


5.5: 


plications—especially in TV chassis. Excelles te 
for use by experimenters and those engaged 
new design. Offer space-saving features of mil oe foe | 


iaturization as well as circuit stability at ve 
low cost. All types listed are standard throug 
out the electronics industry, always stock 
easily replaced. Designed for quick mountis 
Only durable, quality components used. & 
shpg. wt., 2 oz. 


18 L893, PC-6 Packaged Electronic © 
cuit Guide, Contains complete data— 
CHARGE ON REQUEST, 


No, 


Type 
PC-50 
PC-51 
PC-70 


Description 
Diode Load Filter 
Diode Load Filter 
é Triode Couplate 
PC-71 |Triode Couplate 
PC-80 |Triode Couplate 
PC-81 |Triode Couplate 
PC-84 |Triode Couplate 
PC-90 |Pentode Couplate 
PC-91 |Pentode Couplate 
PC-92 |Pentode Couplate 


PC-100|Vertical Integrator 
PC-101]|Vertical Integrator 
PC-104)|Vertical Integrator 
PC-105/Vertical Integrator 
PC-106|Vertical Integrator 


PC-150)Audio/Det Couplate 
PC-151|Audio/Det Couplate 
PC-154|Audio/Det Couplate 
PC-157|Audio/Det Couplate 
PC-158|Audio/Det Couplate 


PC-159|Audio/Det Couplate 
PC-160/Pentode/Det Couplate|} , 
PC-165|Pentode/Det Couplate) |. 
PC-260|Sync Takeoff Couplate 
PC-262|Sync Takeoff Couplate, 
PC-263| Sync Takeoff Couplate 
PC-314|Retrace Suppression 
PC-327|Pentode/Det Couplate| 


CENTRALAB 4-STAGE 
PACKAGED AMPLIFIER 


An ultra-miniature, 4-stage @ 
for use wherever an extrem 
small, high-gain audio amplt 
is needed. Has 73 db gain (m 
mum) at 1 kc. Noise, 30 db bel 
signal with 25 pv input at I 
Frequency response, 2-5 db de 
at 3 ke; output, up to % 
Operates from a 1.34 v. mer 
battery. Thoroughly sealed to prevent mec 
icaland atmospheric damage.'/2” diameter. 
battery. Shpg. wt., 4 0z 

11 LG 298. $2 Down. NET...........44 


PRINTED CIRCUIT BOOK 


PRINTED CIRCUITS. By Morris M 
(Gernsback). Thoroughly covers printed © 
cuits and miniature equipment. Chapters 
clude: Techniques And Materials; Repair 
Printed-Circuit And Subminiature Assem& 
Illustrated. 224 pages. 5¥24x8\”. . 
39 K 279. Postpaid in U.S.A, ae 


AEROVOX RIGHT-ANG 
TUBE SOCKETS 


Space-saving sockets permit 
izontal placement of tubes. 
use with printed circuits. AS 
extremely compact chassis lays 
Socket prongs insert easily & 
punched circuit board holes 
ver-plated contacts. Molded Alkyd 430 
Meets MIL specs. 3142x342x%e". 6 02. 

40 H 406. Type RAQA. 9-Pin. NET....9 
40 H 403. Tyse RATA. 7-Pin. NET.... 
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Type C-751.Readscolorcodes directly in cay 
itance, tolerance, and voltage. Wt., 2 oz. 
37 K076 
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Interference Filters — Auto Suppressors 


WIRED-IN TYPE FILTERS PLUG-IN AND WIRED-IN TYPE FILTERS 
AND AUTO SUPPRESSORS FOR RADIO, TV AND APPLIANCES 


H B®8 oo OD 


CORNELL-DUBILIER “QUIETONE” FILTERS (a) {H) {kK} 
Type IF-7A. For installation at appliance. Capacitive-inductive type 
Ger for suppression of severe interference. Attaches to oil burners, AEROVOX INTERFERENCE FILTERS 


ic motors in dishwashers, disposal units, washing machines, home ; 
hop tools, etc. For single-phase 110-220 volt AC or DC. Rated Type IN-27. A simple and inexpensive plug-in unit for use where 
ps. Size, 6x6x4”. Shpg. wt., 9 Ibs. interference is slight; electric shavers, etc. Diameter, 1%"; 1%' 
2124, List, $13.75. NET......... ee eae 8.08 | tong. Shpg. wt., 5 oz. 88 
Type IF-54, General-purpose capacitive-inductive filter for use 70 B O96, List, $1.50. NET.....-.,+eeeeeeeecrerrrtsnesetecss c 
where moderate interference is present. For circuits drawing 2 amps (H] Type IN-28, For use where ground is at a considerable distance. 
‘ess from power line. Miniature size permits installation on almost any Provides most efficient filtering action when mounted on appliance, 
Seance or fluorescent fixture causing interference. Rated 110-220 volts, Supplied with convenient mounting bracket. Diameter, 134"; ” long. 


er DC. Shpg. wt., 8 oz. 1.47 Shpg. wt., 8 oz. 
M114, List, $2:50. NET... .... ccc cece ecesucee evades paar ee 70 6 097, List, $2.00. NET 


7 SPRAGUE INTERFERENCE FILTERS Type IN-30. Highly effective plug-in unit for local noise sources of 
IF. c « 3 3 : for suppreweln variable character and severe intensity; auto call systems, barber 
a ompact multi-section interference Sr te for te? Sele clippers, cash registers, billing and calculating machines, food mixers, a 
made radio and TV interference. Small and comple ay 9 fruit juice extractors, dental machines, drink mixers, fans, hair dryers, 
ined. For use on motors, thermostats, arcing devices, etc., UP to etc. Diameter, 1347; 3” long. Shpg. wt * 7 oz ; 
2 volts, AC or DC. Easily installed. Av. shpg. wt., 8 02. 70 BO9B. List, $2.50 NET ee . 1.47 
; - tT » $2.50. Saye 03:0 ones 0 ohte ts =e ag enn 
No. Type rig: -|- SEIS - ween ane ee (k] Type 1N-42. Heavy-duty unit for serious interference from power | 
8100 | (F-15 c 1x26" Triple 2 4 ! (ae \) transmission lines, vacuum cleaners, washing machines, refrigerators, ' 
8105 IF-21 E 1x2 e, Dual Lis 4 dishwashers, electric typewriters, drills, etc. Filter is plugged into ACG | 
8113 | IF-S1 D Y4x2 ne, Single 228 132 outlet—appliance or radio plugs into receptacle on filter. With mounting 1 
8112 | 1F-37 E 1x2%e' Triple 2.4 = ring. Rated at 110-120 v. AC; 6 amps. Diameter, 244"; 334” long. ik 
! erol Types. Connect in series with power supply 708099. List, $7.50. NET...... ery AAl i 


of industrial devices. Encased three-terminal net- 
& of matched, specially designed chokes and coils 
“= as one of the terminals. Select filter with higher 
eg than the continuous current rating of the device 
» which it is to be used. Type 4 (Fig. F, above) 
ides strong attenuation above 5 mc. Single-hole 


enting. Types 2 and 3 are drilled for mounting at Types 2,3 operation is secured when mounted as close to the interfering appliance 
ber side. Av. shpg. wt., 1 Ib. atin ed A as ep ones ae Shen the rg or as a bypass from line to : 
‘ kKNo.|T .AC-DC List NET ground. Size, 134x1x34" high. Shpg. wt., 6 oz. 
silty Pe|' hepa AC =o + FO ESOT List BL IS) NET eer ic coca veseceecnenecs ss OOS 
~ 8092| 2 10 115 1Ygx2x2' $14.80 8.70 
C| 88093) 3 35 115 1x27 x3V0" 27.40 | 16.11 Type 1N106. Excellent choice for stores and offices using large num- 
2 68094) 4 20 115 1” dia.x1'%¢_" long 3.05 1.79 ber of fluorescent fixtures. Perfect for radio and television salesrooms 
2 - = = depending on utmost in lighting, with least interference. Also recom- 
: CORNELL-DUBILIER NOISE SUPPRESSOR CAPACITORS mended for adding machines, drink mixers, fans, humidifiers, small 
4 a motors, radio receivers and sewing machines. Install inside equipment 
generating noise. One unit per fixture in series where power leads enter. } 
= = J) Metal fontaine! es four seetae wire leads. 125 v. AC or DC; 2.6 7 
~ ea] amps. 174x3x134". Shpg. wt., 6 oz. 
70 D306, List, $3.75) NET... -scscseeeeeeees . 2S 


P MC 


se-suppressing capacitors for mounting on generators, ammeters, NEW FEDTRO “TV TROUBLE TRAPPER” 


ftage regulators, fuel pumps, etc. Withstand severe vibration, as well Const: seq - A 
Bage reaulators, fuel PUMPS “hcmidity, Au cicctive means of climi- | Cietiaeh iapertetiace used by signals below 56m 


ag radio interference caused by ignition system, Shpg. wt., 4 oz. Quickly and easily installed at antenna terminals of 
ck No. Type _Mfd. |WVDC) ___ Size | _NET TV set. pene Aeedoh as caused a6 - eee sys- } 
%S2P1-3 ) Waxtexd a" —s tems, appliances, -ray uipment, diathermy ma- 
13 tese eae a 100 1 eieeee iis chines, etc. Attenuation of undesired signals is in i 
627 MC8D99 25 100 |1iAxtVjex5/" 1.26 excess of 40 db. 1} xaxYe Shpg. wt., 12 oz. | 20 
628 | HC870E 5 100 |2xi4x1%4" 53 70 L 184, List, $2.50. NET......--..0eeeeerele 
629 | 1C2P5C 5 200 |174x'Yex5 2" 44 ‘ 
630] INH1P5-3 5 100 | 1'Yex! Y6x2%e" 153 
631 | INH2P5-7 "5 | 200 |11Hex'Yex2"er] 53 
632 | MC9DO00 5 100 |1'Mex1x” 1.59 
633 | INS2W1-6 1.0 200 |2%ex4ex6" 1:03 


AEROVOX VBC VIBRATOR BUFFER CAPACITORS 


Geavy-duty buffer capacitors that effectively 
‘efuce vibrator hash and suppress interference. 
sits are paper in ceramic tubes. All 1600WV 
“xcept *3000 v. Resist shock, temperature, etc. Shpg. wt., 3 oz. 


Deck No. | Type | Mfd.) Size | NET | Stock No.| Type | Mfd.| Size | |NET 


7@|vec-2|.001 | %xiu" | 29¢ |18L939|vBC-23 |.0068|'7x1%"| 29¢ | [Ml Type IF-18, High 
~3|.002 ¢ * . filter for suppression of 
8 Woes ee gig, aa fewees None at eng. eee or air conditioning units, washing machines, or machine tools interfere 
37 |\VBC-6| .0033| 76x14" | 29¢ [18 942/VBC-29 “02 x2" 355 with reception on radio or TV. Bakelite case, 6x334x2/2", with line 
Salvec-sl ou Menta” | 29e Wek aa |vecase| 007 |sviee | 38¢ | Gord and Pius steer A RCIBES amps: Shp. wt. 4 be. 5 Al 
BOB (20. List, $9.20. NET... .2-.2.0cs-¢oedn, 20-0 en 
SPRAGUE “HYPASS” NETWORK CAPACITORS : ee 5 

Weed-through VHF bypass capacitors. Install in {n] eyes eee capacitive-inductive type. filter ior aed 


series with circuit being filtered. Efficient up to er 
0 mc. Reduce vibrator hash and harmonic .y to baseboard, back of receiver or any convenient 


‘“ediation. 48P18 reduces voltage regulator noise aE : i a 
= mobile applications. 80P3 is for bulkhead ground connection. Rated 115 volts AC DE. 
Ssounting. *Screw terminals. tAC volts. 2 oz. 


Stock No.| Type | Mfd. |Amps.| WV DC Size NET fa Type IF-4. Plug-in, cylindrical filter for suppression of medium- 
15 L688 | 48P18* > 40 50 1x11}%¢_" 2.23 intensity interference prod 

+5970 | 48P9* 7 20 250+ Wexl134e” 1.53 and similar devices. Well-suit 

75 L685 | 48P8* = 20 600 W4)x11346” 1.53 AC-DC midget sets, portable TV sets, etc. 

5 L683 | 40P12 -002 15 600 Y4x15" 1.26 wall; appliance or receiver plugs into filter. Rated 115 volts, 

5 5 amps. 134” diameter and 2” long. Shpg. wt., 5 oz. 

751971 | 40P8 005 | 15 600 Yxl 7a 1.26 36 B 125. List, $1.25. NET 

154972 | 47P6 -01 20 600 Yexit Vs” 1.38 7 a AS 4 ‘ : 

75 L689 | 80P3* Al 20 600 1Y4gx11%e—” 1.73 (PI Type IF-6. Convenient plug-in filter for elimination of moderate 
75 L973 | 47P12 .005 20 1000 exile” 1.41 interference. Especially suitable for suppression of interference 
T0974 | 47P13 01 20 7000 Fexi v5" 1.53 caused by fluorescent lights, electric shavers, and similar devices. Con- 
$1992 | 47P14 “005 20 2500 next, 1:71 nects between power line and appliance, or between power line and 
a3 L993 | 47P15 “01 30 3300 {aig 1782 ae. ee = 115 volts, AC-DC, 5 amps. Size, 144” diameter, so 
. : + long. Shpg. wt., 6 oz. 

5.6 697 | 47P16_| 002 _| 20 | 5000 TetSe? | 1:88 | POR TREE List! $1098. NET... .sssccsceeeeeevensseveccrorserseahelo 

Depend on Allied for All Your Electronic Needs 185 


Stancor TV Transformers 


EXACT-REPLACEMENT TV HORIZONTAL OUTPUT TRANSFORMERS 


A complete line of top-quality replacement flyback trans- identical in every respect. No alterations are required in the 
formers for all standard television receivers. Every trans- existing circuit or chassis for installation. Carefully con- 
former faithfully duplicates all of the electrical and phys'- structed of high-quality materials to assure exceptional 
cal characteristics of the original manufacturer's unit. dependability. *For 77J1 except where 6CD6 horizontal 
Manufacturer's own specifications are used; performance is output tube is used. Av. shpg. wt., 1 Ib. 
ADMIRAL GENERAL ELECTRIC (Cont'd) RCA (Cont'd) 
q No. Type |Orig. Mfr’sPartNo.| NET No. Type |Orig. Mfr'sPart No.| NET No. Type |Orig. Mfr’sPart No. 
$4 G 210|A-8128 |79C23-3, 79C28-1 | 6.88 | 61 G 210/HO-299/RTO-208 7.06 | 64 G786|A-8244 |78201, 78810 
64 G 21 | |A-8133 |79C30-1/-3 9.89 63 G 442|HO-272/972914-1, 103092 
64 G 551 |A-8134 |79C30-2/-4, HOFFMAN 61 G 258|HO-320|10389 (50-94292-1) 
vile 79C38-1, 79D38-1| 8.96 | $1 G 211)A-8137 |5035 700 | ©! G259/HO-321|104876 (972942 1), 
: $4 G 213 |A-8254 |79C60-1 5.59 | 61 G 212|HO-285/5158-A E64 | 61 @ 260|110-322|101500 WNdd0L 3), 
64 G 214|A-8255 |79C60-2/-3 2:49 | 63 G 976|HO-287|5144/45/46/48/49/55| 7.18 * aN ras ha 
63 G 460|HO-265|79C70-1 5:83 = Ae 1) 
64 G 572|A-8135 |79D41-1/-2 7.64 MAGNAVOX SILVERTONE 
\ 64 G 21 2|A-8253 |79D48-1 7.35 | 63 G472)/A-8293 |360593-2, 360552-1/| 7.60 | 64 G331/A-8230 10104/07/08/10/35 7 
63 G 459/A-8292 |79D65-1 7.06 -2/-2A, 360577/-1 64 G 332/A-8231 |10136B/37/59 7. 
{ 61 G 204/HO-301|79D65-2/-4 7.17 | 63 G473)|A-8294 |360606/-1 7.06 | 63 G 969/A-8252 |N24989 
61 G 205|HO-304|79D77-2 7:79 | 63 G 474|A-8295 |360614-1, 360623/-1| 7.06 | 61 G 21 6|/HO-274 |T80-326/336 le 
63 G 290|HO-317|79B77-6, 7.84 | 61 G 253|HO-331|320055-1/61-1/-3 | 8.24 61 G 261'HO-337|T80-368/390/411 _| SN eek 
63 G 291 HO-318 7017/22, JOETT7 | 7.47 gi G 334 HO 333 \scor00-1/2 8:34 SPARTON = 
; te 7 /-22, RA he 3 Byz 8.2 - ' 
BS 6 202)HO-sto DSS 7:33 | 81 & 389lHo-335 OL goa | $3 6 374 nO 7 BG ae 106-1275 (ore 
CAPEHART 61.G 2571HO-355)360799-1/7 7961 8.24 | 8) G 363/HO-328| PC-70019 é E216 
f 64 G 221 |A-8131 |750163A-1 5.87 MOTOROLA é| Seen ieee ee en ae ¢ +44 
: 63 G 461 |A-8285 |850285E-1 7:64 | 64 G325|A-8224 24C7112657A, poses 5 ote 7 2 a 
‘+ 
CBS-COLUMBIA 64 G 279|A-8239 24K 192153. a 64° 328/027 Leases > s ye 
\ 64 G 331)A-8230 )10104/07/08/10/35 | 7.35 REINS 6.98 | 64 G 329/A-8228 | 241-0005/-0006 | 5 5175 
i 64 G 332/A-8231 |10136B/37/38/59 | 7:35 | 64 G326|A-8225 |24K712193 9.11 | 64 G330/A-8229 | 241-0007 5 S215 
” 63 G 463/A-8283 |12000841 /51 6.92 | 64 G 327\A-8226 |27K 21301/C, 63 G 443\HO-259| 241-0011 | 
; 63 G 464/A-8284 |12001051/91 6.53 24K721517C 9.11 | 61 G 258/HO-320| 241-0046 Z eH 
s CROSLEY 63 G 971 |HO-280/24K739284 8.28 TRAVLER 3 ‘i 
7 64 G 222)A-8241 |157820 ose | 3.6975 HO-281/24K730902/03/04 | 8.82 | 1 @ 266|HO-323] TR-24 7 2178 
: 64 G 223/A-8248 |154069/-1, 154990/ Res 73 0282 eT 38699 g.37 | 61 G 267|HO-324| TR-27 ye 
‘ 64 G 20814-8263 |158481-1/-2/-5 gisp | ets 213|HO-293|24C736488 81.57 | 61 G268|HO-325| TR-28 7 3 i 
is EMERSON MUNTZ WESTINGHOUSE 183 
) ; : z 64 G 285]A-8237 | V9904-1 /-2,V10213-1 
| SSRI MON (ER, | S$ 9 8bsihae ose Gray | $4.6 dee ia-ase Wy igeit 99042) MM Lar 
§ a / . * J- a 
z 64 G 283/A-8240 |TO-0036 7 : 
' 64 G 333/A-8252 |738067/68/69/73/ | | | 83 G 436|A-8201 |TO-0039 tae 64 G 284 £8236, Vi11548-1/-2/-3/-4 |B G217 
' = re 64 G 278|A-8261 1C9.253/-1/-2/-E__| 6.63 EAS: é 13/4 Sis4 
61 G 206|HO-294|738103/109 6.53 61 G 270|HO-340493V003M03 ls © i64 
F bt S SOZ IS foals3ei19/122/128/120| “> ar ZENITH 2138 
; BOM 50 | Ere RRTNORT ESLER TSO gal | GTO TETIRIOT STILTS | Mee las 
: Et - - : -17130/40, 17233 ~ 
Wee £88 | £49 23)/No mo |sa-uon 8:43 Sete Aan 2188 
H] 6! G 249|HO-311|738155 £96" | 163:6:437|HO-270152-8024/1 8.47 $-17646/767/811, 2138 
61 G 250|HO-312|738160 4.93 PHILHARMONIC ww OETA sa Sale sae L G 
4 61 G 251 |HO-313|738162 S07 | ee | 64 S288) A-8268 S-15015/202/709, 187 
5 61 G 252|HO-314|738169 4.71 64 G 573|A-8136 |80-263/-265/-2 | 7.47 $-15710, 31g006, “4 pat 
: S- /204, 
- 4 —— oe Mo od ae RCA $-17244/699/X, J S169 
= 7 EL G A-8119 )211T. S 7 
' 64 G 27|A-8202 |RTO-131/141/- oy ea G as) 8123 aiTi/rs 7-09 | 64 G 289|A-8269 |S-18487/537/802_| 7 
63.6 466)4-8288 |RTO-140/1 8:7) | 83 G aai|fo-290)25511 am Mga kee pogcanl St 7 ati a 
f 63 G 467|A-8289 |RTO-151/3 6.31 | 64 G 789|A-8235 |75519, 75585, 76381 | 5.38 | 64G 29! A-8271 |S-19032/71 : ret 
r 63 G 471 |A-8290 |RTO-166/5 6.05 8233 |76430, 76 63 G 444| HO-267/S-20099 z = win 
, it 63 G 468)HO-252/RTO-165 6.47 e4 € 732 A o38 reso “it ee 63 G 445|HO-268|S-23049 : ee 
f 63 G 469|HO-253|RTO-175 /87 6.47 | 64 G 221|A-8131 |74951 5:87 | 63 G 447|HO-270|S-18125 5 oa 
? 63 G 470) HO-254|RTO-179/88 6.47 | 61 G 214|HO-289|104236, 972440-3 6.24 | 63 G 448|HO-271|S-22451, S-23438 : Ae 
61 G 209!HO-298| RTO-207 6.69 | 61 G 215|HO-290/104481, 973432-1 6.05 | 61 G 217/A-8276 |S-22154 a) M 
; — = | T 
A ; Mg DEFLECTION YOKES rau VERTICAL DEFLECTION OUTPUT TRANSFORMERS =P. 
be k For 70° deflection picture tubes, except §for 50°; +90°; wide selection of the most popular types of vertical deflection ous <2 p. 
“ ? Wise, 2 a 5 > transformers for replacement as well as original part use. Designe® as P-; 
q +110°. All have ferrite cores and cosine windings. Molded i i i i 
J Lash é - PB. ROS provide proper impedance matching between vertical output tub 
: SY coil forms. Av. shpg. wt., 1% Ibs. vertical coils of TV deflection yoke for Giaxianim efficiency, Cal : 
i No. Type Horizontal Vertical NET rene transformer type windings except twhich is autoformer © P. 
, ga G 338 DY-1AG ss mh, 13.5 ohms Sanh Go ohias 7.54 =. cone ee band sou coil and core. Wk 
* t h, 14.5 ohms | 50 mh, ~ - +s) 
H Pea esd jpy.sa | 8.5 mh, 14.5 ohms | 50 ma oo ina | 4°35 No. Type _| Ohms | Ohms su Lbs. 
i 64 G590 |Dy-9A | 13.5 mh, 17.5 ohms | 50 mh, 53.5 ohms | 8:40 | 64 G 522 | A-8112 | 1300 10 2x3%x1%" i a 
t 64 G589 |DY-10A | 30.0 mh, 45 ohms | 3.5 mh, 3.5 ohms | 7.22 64 ¢ 223 A-8113 700 12 2x3%4 x1 uy 1 3) 
64G 596 |DY-11A | 20 mh, 31 ohms 50 mh, 50 ohm : 2 3gxt 2x2 36" | 248 | 28 
i Meese Dv 1th (20 mb. Ht ohme | Som sO ohms | 8.01 | eee eee | Atte! gon | ‘os | Sree recote? ten 
- 3 63 G481. |DY-13At | 12.5 mh, 15 ohms 48 mh.52o0hms_ 10.17 x : 234x24x3'4" | 236 | 5. 4 
» 64 G 370 |DY-14A_ | 30 mh, 45 ohms 3.5 mh, 3.5 ohms | 7.59 64 G 557 | A-8141t) 1650 4.5 | 2144x3%4x2%” | 1% | 4. P. 
64 G 371 |DY-15A_| 25 mh, 35 ohms 40 mh, 50 ohms 7.88 ¢! S 289 A-8142 540 10.5 see. 2% 54 P 
63 G 482 |DY-16A} | 20 mh, 26 ohm 44 mh, 45 ohms | 9. 7 et Le 44 P. 
63 6482 Py ota! | ias'mb, 10 ohms | 3.1 mh, 3.5 ohms FAs Leena ae sis) iss Pees | Sec Gee Pg 
63 G 489 |DY-23At | 20 mh, 37 ohms | 45 mh,'43 ohms | 8:53 ; a a P 
63 G496 |DY-25At | 24 mh, 46 ohms 4imh,ilohms | 7.59 | 63 G977 | VO-103*) 530 5.5 | 2x1 4x34" 1% | 4.8 P. 
; 63 G 498 |DY-27At | 17.5 mh, 35.5 ohms | 12.3 mh, 13.5 ohms|10.24 ee s noe eso sey 10.3 eeite 1% 2 P 
61 G 271 |DY-28A | 24 mh, 36 ohms 3.2 mh, 3.4 oh 6.9 a yar yA ’ 2 a IP. 
61 G 272 |DY-29A | 24 mh, 36 ohms $3 mb. $4 nme | S31 | $1 S294 VOU? | 388 | 187 ATS ESTs Sa eho 
1g 34a BY Sr | 4BE 7m. | ivah' ss ote’ | 68 wagner 
- mh, 44.2 ohm: mh, m. 8.65 
Bemare oer at | 24min te zohme | 2 mh ag chms | B53 VERTICAL BLOCKING OSCILLATOR TRANSFORMERS 
7 61 G 276 |DY-33At | 30.5 mh, 34 ohms 43 mh, 50 chms 6.86 Selection of popular vertical blocking oscillator transformers for rep! 
i ment television receivers, as well as original equipment use. Primary 
61 G 277 |DY-34At | 30 mh, 45 ohms 47 mh, 42 ohms Lap secondary ratios listed permit operation in the majority of convent 
’ f pr pace AES ol AY mh, 28 ohms 45 mh, 45 ohms 6.89 vertical oscillators. Designed and built for dependable and effi 
i ec 2 Bra pe coat es matt onine ae tals A ae ana operation. *Indicates copper shield band around coil and core. 
{ 61 G 281 |DY-38At | 20 mh, 38 ohms 34.4 mh, 34 ohme| .8.78 Stock, ||) 4itrs eta Size wee 
2 t 61 G 282 |DY-39AF | 13 mh, 22 ohms 40 mh, 41 ohms | _7.94 Nowa} > tyes cEcin ho See) Lbs.| 
: 61 G 283 |DV-40At | 12 mh, 17 ohms 40 mh, Bichmat|-9.70 | 24s20t) foie 1:4.2 134x2¥4x14” | 4 | I 
61 G 284 |DY-41A_ | 13 mh) 19 ok 40 mh! 45 oh 794 .| 64 G 504) 46-3121 1:4.2 134x2°%4exl 147 | 48 
€| & Ses |py-42a¢ | 30.mh) 72 ohms 33 mn Gy ohms |1aizo | 646543) A-8122 1:4.2 iexl Spel Si" | _ 34 
61 G 286 |DY-434t | 25 mh, 41 ohms 3.4 mh, 3.2 ohms | 9.12 | 64 G558| A-8125 1:4.2 2Wexl xin” | 4 
61.G 287 |DY-44At | 20 mh, 37 ohms 32 mh, 33 ohms |13.23 | 64G a7 A-8126* AS 134x114x2” % 
61§G 288 |DY-45Aj | 19 mh, 37 ohms 13 mh, 18 0hms_ |13.23 | 61 G218| VBO-201* 1:3.33 124x2%axi%" | % 
186 Depend on Allied for Everything in Electronics 
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10 
03092 
4292-1) 
2942-1), 
7 2-942."2 
2401-3), 
973908-1 


POWER TRANSFORMERS 


Series—For 6.3 Voit Tubes. All have center-tapped 6.3 volt wind- 
ept PS-8415, PS-8416, PC-8414, PC-8418, PC-8419, PC-8420, 
=219, PM-8420 and PA-8421. *For 6AXS, 6X4, 6X5 and similar 6.3 
=sent rectifiers, and for selenium rectifier. All are Figure B, except 
is Figure A and Type PS is Figure C. ete has an extra 

nding (not center tapped), rated at 3 amperes. All primary 


8/10/35 — 
/59 


6 ees are for 117 volt, 60 cycle AC. 
) 

0/411 Mfr’s Plate | 5v |6.3V Size wt.,| NET 
Type Lbs.|EACH 
/6,-12/F 2|PS-8415* 23% x1 4x2" %| 2.32 
§|PA-8421* 24% x34%x2\%" | 134| 3.76 
16|PS-8416* 254x2%x1%" | 1 | 2.79 
77|PC-8418* 38 4x2 5x2%" | 2%4| 4.70 
54|PM-8401 24x3x2 54" 2%4| 5.65 
© 176|PC-8401 334x25%4x2%" | 2%| 5.42 
70|PM-8402 234 x2 4x3" 2%] 5.53 
77|PC-8402 ‘ 31gx2 54x234" | 234) 5.38 
@ 175\PM-8419*| 480| 70 |....|3.0A |2%x2 4x3" 2%| 5.41 
% 215|PC-8419* | 480] 70 |... .|3.0A |3%%x25%x2%" | 2%| 5.41 
& 167|PM-8420*| 520] 90 |... .|4.0A |344x274x3%" | 344) 6.56 
G 168|PC-8420* | 520] 90 |....|4.0A 3 44x3x3 V9" 3%4| 6.29 
G i71|PM-8403 | 500] 70 | 2A |2.5A 354x2 46x0" 34) 6.23 
G 178|PC-8403 | 500| 70 | 2A |2.5A |384x25<x34" | 3M) 6.23 
© {79|PC-8404 | 520} 90 | 2A |3.0A |3%x3x3 4” 4 | 6.91 
 160|PM-8404 | 520| 90 | 2A |3.0A |2%x3%x3%" | 4 | 6.91 
E & 172|PM-8405 | 540|120 | 3A |3.5A |344x3%x3%" | 5 | 9.01 
G i83\PCc-s405 | 540]120 | 3A |3.5A |4x314 x3 34” 5 | 9.01 
Vi0213-1) © & 237|PM-8423 | 600] 90 | 2A |3.5A |31%4x274x3%" | 3%| 8.11 
V-9904-2, G 155|PM-8407 | 650) 55 | 2A |2.0A 2 Gx3x3 5" 3%4| 5.88 
G 157|PM-8406 | 650] 40 | 2A |2.0A |2%x3x2%4" 2%4| 5.64 
2/-3/-4 G217\PC-8406 | 650| 40 | 2A |2.0A |3%4x254x2%" | 2%) 5.64 
2/3/4 G 184|PC-8407 | 650) 55 | 2A |2.0A |3%4x2 54x34" | 34| 5.88 
3 G 164|PC-8408 | 680) 70 | 2A |2.5A |334¢x3 5¢x3" 4° | 7.35 
S 156|PM-8408 | 680) 70 | 2A |2.5A |274x3%x3%" | 4 | 7.35 
& 158/PM-8409 | 700| 90 | 2A |3.0A |21¢x3%%x3%" | 434) 7.76 
© 185|Pc-8409 | 700) 90 | 2A |3.0A |354x3x3%" 4%4| 7.76 
G 159|PM-8410 | 720/120 | 3A |3.5A 334x333" 5%4| 9.17 
= (6\PC-8410 | 720/120 | 3A |3:5A |4x31¢x35¢" 5%4| 8.81 
G (73|PM-8411 | 750/150 | 3A |4.5A |3%x3%x4%" | 6 |12.30 
G187\PC-8411 | 750|150 | 3A |4.5A |4%4x3 54x4” 6. | 11.79 
G 161|PM-8412 | 800/200 | 3A |5.0A |33¢x414x3%" | 8%4| 12.33 
G 163/PC-8412 | 800/200 | 3A |5.0A |4x4x4 4" 8%4| 12.30 
G 169|/PC-8414§ |1200/200 | 3A |3.0A |414x434x4" 814) 14.46 


FILTER CHOKES 
All ratings are with maximum DC in winding. All are Fig. C mounting 
type, except *Fig. E, tFig. D, §Fig. A, tFig. F, {tFig. G with leads. All 
are rated 1500 v. rms. except **2000, tt3000, §§2500. 


; 
aoe EA. Hys.| Ma. |Ohms Size Wea ee 
$4 G 057| Clooity | 10.5 | 110 | 225 |2%4x4x2%" | 2% | 3,52 
64 G056| C1002 15.0] 75 | 400 |2%4x38¢x2%" | 1% | 2:82 
64 G055| C1003 16.0| 50| 580 |2x3%x1%* 144 | 3:13 
64 G 065| C1080 35| 50] 200 |154x2%x13¥" | % | Tl62 
64 G075| C1279 851 50] 400 |15¢x2%x1%4" | % | 1162 
64 G 067| Ci355* | 8.0| 75 | 290 |2%qx2%qxl%" |1 | 2.60 
04 G63] Ci4iogtt | 4.0| 175 | 100 |3%¢x25¢x25¢" | 234 | a5 
£4 G 466| C14i1stt+ | 45| 200 | 80 |35¢x3x3%" | 3% | 5.56 
64 G 455] C141281+ | 4.0] 250| 60 |35¢x3x3%q" | 4% | 6.82 
£4 G 068] C1420§ | 16.0| 80 | 360 |344x25—x254" | 2% | 4.55 
64 G 465| Cid218t | 7.0| 140 | 105 |3%gx254x2%" | 2% | 4.55 
64 G 058) C1515 20:0| 15 | 900 |15¢x2%x1 46" | 1 2:10 
64 G 050] C1706 4.5| 50| 300 |1%x2texiher | 4 | Tae 
64 G051| C1707 7:0| 50 | 550 |13¢x2sqxiser | % | 1; 
64.G052| C1708 | 13.0] 65 | 500 |axs%xis* | 4 2°35 
64 G 053| C1709 .0| 85 | 250 |2x3%x2" 1% | 2.3 
64 G054| C1710 7:0| 150 | 200 |25ex4x2K%" | 2% | 315 
64 G 069) Ci721311| §5| 200 | 120 |Srex3yexe | | 4% | 78 
64 G 456] C1722t1+ | 8.0] 300] 80 |494¢x3%¢x334" | 7% | 10, 
64 G 059] C2303" | 2'5| 130 | 100 |2xsi%xi%" 1 2:2 
64 G 060| C2304 2.3 | 150 | 60 |2x3%x1%4" T 2.20 
64 G061| C2305+ 5'0| 100 | 300 |2%14x2% x24" | 14 | 3138 
64 G064| C23085tt | 8.0] 300 | 80 |43¢x4x3%" | 734 |10,82 
64 G 457| C2309" | 3.0] 150 | 90 l2igxsuxse | 1M | 2.92 
64 G 505] C2325 2:0| 200 | 60 |3%x2i¢x2" | 2 | 2: 
64 G 520| C2326 1.0| 300 | 43 |3%x2%x2%" | 1% | 2.84 
64 G073| C2327 15| 200 | 85 |15¢x2%@x116" | % | 1.76 
64 G 458] C2328 '3| 375 | 25 |234x3%x2" 1% | 3.53 
64 G 459| C2334 2:8 | 300 | 60 |25¢x2i%¢x4" | 236 | 3146 
61 G243| C2343 T3| 300 | 32 |teax2%ext ar | % | 1.8 
61G 244| C23448§ | 15 | 10] 95 lix2yxiK" | % | 15 
61 G245| C2345§§ |350 5 | 5500 |2x3%4x2" 1% | 3:88 
61 G 246| C23468§ | 35 15 | 1850 |134x23ex1%s" | % | 21 
61G 238| C268511 | .035| 2A| 75 |2%4x2%x2%" |2 | 3.48 
£1 G 239| C2686t¢ | .028| 4A| 425|/3x33%4x2%" | 3% | 5.93 
61 G 240| C2687t7 | 01 | 8A| (15 |3%4x33%4x3%e" | 5% | 7.80 
61 G 241| C26sstt | 101 |12.5A] (11 |3i4x4iQx3K%er | 6 | 8,99 
61 G 2421 C26s0it | 1005122 5Al 103 |3%4x4iex4Ve" 112 (1318 


~~ 


TELEVISION POWER TRANSFORMERS 


«er transformers for replacement use in standard television receivers 
ened to supply 


igh voltage (plates), rectifier and filament voltages. 


FIXED-IMPEDANCE OUTPUT TRANSFORMERS 


Transformers are Fig. C mounting type, except *Fig A. Type A3337 is 
similar to Fig. H, but has leads. Type A3330 has 4.5% primary tap. 


6 
§ indi : i i , Mfr’ M Wt.,| NET 
windings are CT. Leads are stripped, tinned and color-coded with Stock ws ; a w tg. 8 
—— f _A. standards. *With copper shorting band to reduce external mag- No. Type ened eh atts) Ctrs. |Lbs./EACH 
| & ld. +Pri. for 117/107v. For 117 volts, 60 cycle. All are Fig. B 64 G 013/A2312 |14,000 CT 4 10 |2%”" ¥ 299 
3438 «| -8355 and P-8356 which are similar to Fig. A. 04 a ae rane 7,000 - me Se ss 10 tuck 1 2.20 
‘ / x 341 6, 

[5 ik | Mir's |_Plate_| Rect. wg Overall |Wt.,| NET | €q G SO7/A3311*110K CT |500/15/8/4] 25 |214x2" | 344] O.27 
RMERS . Type | V |MajV Al Vv A Size _|Lbs. EACH 64 G 296|A3327 |25K 4 5 \2 %| 1.80 
, P-5059} |675|200| 5|3|6.3 CT 5. TA xB% x4" 9% |13.06 ‘A3328° 3 ag % 
flection outs P-6315 |740/275| 5 | 3 |6.3 CT 7.0 AYaxB x44" 9%|13.68 oA € ae een pen 33 3 tie # ee 
e. Designed 6/P-8159* |720|290| 5 | 3)5/6.3/6.3 |2/8/.6 5546x3! 346x4%"|10 |17.29 | 64 G 299]/A3330 |2K 35 5 |2* % 1.94 
shabnmach 7 P-8160 |720| 185] 5 | 3 |6.45 12 4%x3%x4%" —|10_- 116.23 | 64 G 243)A3332 |2,000 3.2 3 \1% 4) 1:35 
ctor OaMEES ESE BOIZSIELSIESevealtSaora RN’ \a" (1890 | Se eozelaseuslsoon CT poe | 1 to 

= ye a je . 5 5 V6 4 . oo 
© 2/P-8167* |560|400|5|6/6.3/6.3 (4.5/8.5 exaisfeay’ fa |t9c73. | &4 & 020 5! ; 7 a 30 |2xx2" | 4 | 6.73 
© 5a3|P-8169* |760/220] 5 | 3|6.3/6.3/6.3]1.2/5/7 __|4%ax3%xdA" (10% |16.77 | 64 GO2I1|A3801*/6,600 CT |500/250/15 
431 |P-8170* |760| 220} 5 | 3 .3/1.2/5/7 4 x4xd%" 10%|16.31 — /8/4 35 |2}4x2¥q"| 494) 8.58 
539|P-8171* |750|225) 5 | 3/6. 2.0/9.0 5x3% x42" 10%|17.64 | 64 G 298/A3831 |10K CT |8/4/2 5 12%" %4| 2.65 
§443/P-8172 |540|200) 5 | 3 8.5 4%x3%x3%" =| 7 (13.85 | 64 GOI5|A3857 [25K CT 5 |2’ | 2.35 
= 413|P-8331* |620|240| 5 | 3 6.4/3 4Yx3%xd%" | 9 [14.12 | 64 G001)A3876 |2,000 4 5__|2" 74) 1.45 
23 © 415 |P-8333* |590|225| 5 | 3 11.479 44x3%x4%" |10 |14.93 | 64 G 004/A3877 |5,000 4 2 |2” 4) 1.45 
: © 416|P-8334* |550)305| 5 | 5 8.5/1.2 5Yx3%x4%" |13. 116.46 | 64 G 006)A3878 |7,000 4 > (|2” M4) 1.49 
lt © 417|P-8335* |600|325] 5 | 6 8.8/1.5 5%4x3%x4%4" [13 [17.00 | 64 GO10/A3879 |10,000 4 5 2. | 1.45 
208 H419|P-8337 |630)225) 5 | 3 8.25 4% x3% x4" 8%|14.09 64 G 138/A8094 |4,000 CT | 32/16/8 144) 340 134] 3.99 
a §421|P-8339 |650/255| 5| 3 5.25 4x3 x5" 8%|13.93 64 G 519/A8114 |7,600 3.2 Ss \2" %| 1.73 
= bad * y * 
Tims (222-2540. (7001270) 8 |G 16-378-3/69)9-5/1. 88 24 ee lis IF 3e UNIVERSAL OUTPUT TRANSFORMERS 
+ 5428 ee ee a 5 : Rae cT Bes Pipe y= 43 tee Replacement units ioe eee pet bene receivers and othe genera 
: 272|P- \ . 46Xx3V/i x35" . audio applications. ulti-tapp windings permit installation wit 
é § 273|P-8356* 540'260! 5 | 316.3 8.8 3% x3%x3%" 6%|10.95 various types of output tubes and circuits such as single-ended and 
"3 push-pull plates to voice coil or line. All are Fig. J except *Fig. H. 


YRMERS INTERCOM AND TRANSCEIVER TRANSFORMERS 


Secondary: +500 ohms; §500, 333, 200, 125, 50 ohms. Wt., 1% lbs. 


Stock Mfr’s , NET 
rs for repl re Racst is pee Fig. 3 aducisis wee a wat ois oe No. Type Primary Watts Size EACH 
. Pri - -8 an - are similar to Fig. ut with solder lug second- ai = 
SCOneA el so and f pe A 3838 is Fig, C type. ‘Type A-4749 is Big. D. | 64 G 294] Ag2508 | SH 10. 20K CT/(15 ma) Pte 
-3817 modulation and output transformer is designed especially 64 G 026| A3823 414K CT 8 15¢x2 4x1 44" 3/30 
in citizen’s band equipment. *3 watts, t8 watts §5 watts. Type 64 G 242| A3824 6-10K CT 8 2x3 14 x2" 3.33 
33 is for microphone input or plate to grid. Av. shpg. wt., 1 Ib. 4G 002| A3825 545K z gai a 358 
5-4. 4 ‘ 
Stock | Mfr's |p font—onm Ime. | geHwp | NET | 64 G028) A3830* | 310K CT 20 | 2M 4x3%qx24" | 4.4) 
~ I  ok ee adet BS Pa Tcl EA. | 646293) Assii*t| 2.5, 4,5.6.7K | 10 2iansax2 4" | 4:38 
— 4 G023| A ‘510K x2 76x 3 
G 236) A-3817 [Transceiver 3000 (6750.4 Hi Herter 2 | T:ge | 64G024| Assso* | 414K CT 8_| 2xddexl36*_| 3.25 
A-8090* Line to V.C. 45-50 3-4, 6-8}1 34x234x1 4” | 1.73 64 GO27} A3852* | 4-14K CT 18 2igxd x2” 5 aso 
A-80917|Line to V.C. |45-50 __|3-4,6-8|1 5gx2 7x1 %” | 2.06 | 64 G 025) A385e 414K CT 4 | 13x23¢x1%" | 2.84 
A-3833§|Transceiver |200&5K\60K [1 pax2 Vex 4” | 2.81 64 G029| A3870 4-14K CT 18 2x34 x2 fz 4.07 
A-4749 |\Tele. Patch [10K '500 1154x117¢x2\4"| 4.75 64 G 292] A38380 4-14K CT 15 24% x3%4%x2% 4.30 
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Stancor Transformers 


*#Maximum primary DC (fot each half if primary has center tap). §TA-14 

has two secondaries, 16 ohm series, 4 ohms parallel. tTP-1 for bridge 

rectifier power supplies; has }17 volt 60 cycle primary and 2 secondaries, 

each supplying 13 or 18 vclt3 at 900 ma. {C on preceding page. #D on 
receding page. ttA on preceding page. Av. shpg. wt., 3 oz., except: 
‘A-13, 114 lbs.; TA-14, 6% |bs.; TA-17, 3 Ibs.; TP-1, 2% lbs. 


INPUT TRANSFORMERS 


2 San TRANSFORMERS 


Stock No. | Type |Fig. | Pri. Imp. |Sec.Imp.| MA*| Watts Size NET 
63 G 952| TA-1 |Ct| 600CT 10 20 05 | 34x %ex'36"| 1.89 
€3 G 857| TAI5 |Ct| 50-100 | 10 | 50] Smw esate | La? 
63 G 860) TA-i8|K | 30CT | 50K _|.....} 150] 2%ax134ex%" | 3.65 
63 G 889) TA-47 | K | _1KCT | 200KCT 300 | 13/¢xl¥exh" 3.65 
61 G 299] TA-54|K | 20,000 | 800 CT 150 | 11A@x'34ex5e" | 3.65 
OUTPUT TRANSFORMERS 
63 G 959) TA-3 (Ct) 9800 15 2) 05 |1%x276xl%" 4.24 
63 G 960| TA-9 |Ci| 1000 | 4/8/16] 10] 2 | %xl%ex%" 4.86 
63 G 961| TA-10 |Ct| 2KCT | 4/8/16)..... 2 HAxlYexh" 5.32 
63 G 962) TA-11|Ci| 4gcT |8/16 | 275) 5  |2x33/exl” 3.65 
63 G 963] TA-12 | Ct} 20CT 8 |} 500 | 10 1¥%x1 xl ih" 1.89 
63 G 965| TA-14§| DF | 24CT | 16/4CT| 200/10  |4%ix4%x3%" [10.06 
63 G B62| TA-20|K | 350CT | 4/12 via] 50 | 2iZoxt3fex%e? | 3.65 
63 G 863| TA-21|K | 500CT | 4/8/16 150 | 214 x134—x%" | 3.65 
63 G 865| TA-23 | K_| 600CT | 4/8/16 150 | 2 Vax! Hex" 3.65 
63 G 867| TA-25|K | 825CT | 478716 150 | 2%/x'34ex%” | 3.65 
63 G 868) TA-26|K | 1250 | 4/12 150 | 2142x134ex% 3.65 
63 G 871| TA-29|K | 2500 | 4/16 “T1| 1150 | 2x1 34exe” | 3.65 
63 G 875| TA-33 | K | 1OKCT | 4/8/16| ....|__.150| 2V4axt%ex%" | 3.65 
63 G 879| TA-37 | K | 400CT Il _|.....| .150 | 2V4axt34ex%" | 3.65 
63 G 881| TA-39|K | 100CT |4/8/16|.....| 300] 13exl5x%" 3.65 
63 G 882] TA-40|K | 160 |4/8/16!.....] .300| 13exl%ex%" 3.65 
63 G 883| TA-41 | K | 400CT | 4/8/16)... 1300 | 1346x1¥x3h" 3.65 
63 G 884 TA42/K | S00CT | 478716)... 300) t3exl%xH" 3.65 
63 G 885| TA-43|K | 700CT |4/8/16|.....] .300| 134exl5ex%’ 3.65 
63 G 886| TA-44 | K {2500 4/8/16 |... -300 | 13;6xl¥exh" 3.65 
63 G 887| TA-45 | K [3000 4/8/16 |... -300 | 1346x154xih" 3.65 
INTERSTAGE TRANSFORMERS 
63 G 953] TA-2 |Ct) 100CT | 10CT| 100) .25 |1V/ex2%x1%’ 1.89 
63 G 954| TA-3 |Ct| 100 1KCT | 100] .25 |1%x27Aexl%” 1:89 
63 G 955| TA-4 |Ct| 500CT | SKCT| 12] .03 |1¥x274exl%" 2.48 
63 G 861| TA-19 |K | 100CT | 10CT |... “150 |2Yaoxt34ex%" | 3.65 
63 G 864| TA-22 | K | 500CT 50 ~.| 150 | 2Yaxt3ex%” | 3.65 
63 G 866) TA-24|K | 500CT 50K |.....] .150-| 24Aax'34ex%e" | 3.65 
63 G 869| TA-27 | K | 1200 20KCT|.....] -150 | 2t4axtS4exe” | 3.65 
63 G 870) TA-28 | K_| 1500 500 CT|.....| _-150| 2Y/oxt3ex%" | 3.65 
63 G 872| TA-30|K | 5KCT | 7500CT|... "150 | 21Aaxt34ex%" | 3.65 
63 G 873| TA-31|K | 5KCT | 10KCT 1150 | 2i4ox134—x%" =| 3.65 
63 G 874) TA-32 | K 5KCT | 80KCT].....] -150 | 2142x134—x%" 3.65 
63 G 876| TA-34|K | 10K | 200 CT 1150 | 21/ox134ex%" | 3.65 
63 G 877| TA-35 | K 10K | 2K CT “150 | 2i/ox134ex%" | 3.65 
63 G 878] TA-36 | K 10K | 3K CT 1150 | 2t/Zoxt34ex%"’ | 3.65 
63 G 880) TA-38|K | 5O0CT | 150CT |. 1150 | 2i/ox134ex%e" | 3.65 
63 G gel TA-46)K | 100K | 1500CT|.....|  .300] 134exl%exh" 3165 
DRIVER TRANSFORMERS 
63G 956] TA-5 jC | 1000 | 200CT| 10) .05 | %xl%x4’ 4.70 
63 G 957| TA-6 |Ci| 2000 | 200CT| 5| .05 | %xl%x%" 5.32 
63 G 958| TA-7 | Ct | 100 100CT | 100] .5 |1%xl134exl%" | 1.89 
63 G 964| TA-13 |D# | 200CT | 400CT | 10| .6 |3x21146x252" 4.02 
63 G 858) TA-16 | Ct 20 | 36CT | 400] 1 — |134ex2t4exl%e" | 1.70 
63 G 477| TA-52|T | 500CT | 500CT]..... 300 |1%4x2¥6x1" 3.65 
63 G 478] TA-59 | ct} 500cT | 200cTI..... 5 |14x2Mexl" 2.35 
MODULATION TRANSFORMER 
63 G 859| TA-l7 |Aft| 8CT |7.5K/5K| 120| 35 |3¥ex3x24" | 6.36 
POWER TRANSFORMERS 
63 G 479) TA-56 if 48 CT 52/8/18 | aoe l 10 |25A6x2%x2" 4.56 
Meat OGG) TP-it. \Att |... co oeshcses-- coeds» + eejed es-- ISXSK2A? 4.86 


MICROPHONE TRANSFORMERS 
Type A4350 is for mike-to-line or line-to-line. Others for mike, pickup 
or line-to-grid. A4350 and A4352 are Fig. R. A4705 is Fig. C and A4351 is 
Fig. D, both on preceding page. *Center-tapped. tSame as primary. 


Stock No. Type Primary Ohms Sec. Ohms| Mtg. Ctrs.| Lbs. NET 


64 G 094) A4350 | 500* /333 /200* /125 /50 uy 2135/6" 1 4.24 
64 G 097| A4351 | 500*/333/200*/125/50| 89,000 | 2%xl%" | 1% | 4.54 
64 G 093] A4352 | 500*/333/200*/125/50| 89,000 | 2136" 1 4.70 
64 G 096| 4705 200/70 80,000 | 2” % | 2.91 


CONTROL TRANSFORMERS 
Fig. H on preceding page, except *Fig. W_ above. 2-section secondary? for 
series or paraliel operation. For 115 or 230 v., 50-60 cycle AC. 


ants |p sccondary OS) ge mtg. | Wt, | NET 

No. Type Parallel Series Ctr Lbs. EACH 
63G 276| P6375 | EV@2A | 12V@IA | 2%x2%x2" 2%" % 4.59 
63G 277) P6376 | SV@4A_ | 12V@2A | 3%x3%ex2%" | 2%" 1% 6.23 
63G 278] P6377 | 12V@8A | 24V@2A | 3%4x3%x2%" | 3%" 2 7.88 
63G 273) P6373*| 12V@8A_ | 24VG@4A | 336x27%x3" 2¥%x2%" | 3% | 10.58 
63G 280] P6379*| 12V@I1GA | 24V@BA | 4%4x3¥4x3%" | 2%x2%" | 8 14.70 
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FILAMENT TRANSFORMERS 


Single-secondary transformers. Center-tapped except Type P6469 a 
Type P8190. Type P8191 has 6.3 v. primary, secondary for filame 
isolation. Others, 117 v., 60 cycle. *Illus. on preceding page. 


7 

ae ies Fig.| Volts} Amps|Insul. eae Re, 
64 G 141} P6133 |... 2.5 5.0 | 7500 |21%6" 3. 
64 G 301| P3060 | P 2.5 | 10.0 |10KV |21%4x174” 6. 
64 G 262| P6467 | C* 5.0 3.0 | 2500 |21%6" 36 
64 G 255) P3062 | P 5.0 6.0 | 2500 |2x2” 5 
61 G 235| P6433 | M _|5 CT | 15 2500 |2x22" 8. 
61 G 234| P6432 | M |5CT | 21 2500 |2%4x2% 10 
64 G 888| P6492 | A* 5.0 | 30.0 | 2500 |3x234” 10. 
64 G887| P6465 | C* 6.3 -6 | 1500 |2%” fe 
64 G 308| P6134 | C* 6.3 1.2 | 3000 |234” 2s 
64 G 584| P8190 | C* 6.3 1.2 | 5000 |2'}%6” 23 
64 G 585| P8191 | C¥ | 6.3 | 1.2_| 5000 |21%.” 2 
61 G 230} P6428 | A* 6.3 1.75] 2500 |2x'5%_" 6.0 
64 G 263} P6466 | C* 6.3 3.0 | 2500 |2'}%6” 3.38 
61 G 232| P6430 | A* |6.3CT| 3.0 | 2500 |2x113%.6" 5.3 
64 G 309] P5014 | P 6.3 3.0 | 2500 |2x134” 4.5) 
61 G 231} P6429 | A* 6.3 3.5 | 2500 |21%4x2%e 8. 
64 G 256| P4019 | A* | _ 6.3 | 4.0 | 2500 |2x11%6" 4.5 
64 G 264) P4089 | A* 6.3 6.0 | 2500 |214x2" 6. 
64 G312| P3064 | P 6.3 6.0 | 2500 |2x2” a 
61 G 233| P6431 | A* |6.3CT| 6.0 | 2500 |244x2%e" 8. 
64 G 313) P6308 | S 6.3 | 10.0 | 2500 |2%4x2%e" 6 
64 G 265| P6309 | S 6.3 | 20.0 | 2500 |3x2347 0. 
64 G 314| P5015 |_P 7:5 |_4:0 | 2500 |2x2i%4" 4.6 
64 G 257) P5016 | P 10.0 4.0 | 2500 |21%4x24" Si 
64 G 318) P6139 | S 10.0 8.0 | 2500 |214x234” a 
4 @ 258] P4097 | A* | 10.0 | 8.0 | 2500 |214x2%e" 7: 
64 G 142| P8130 | C* | 12.6 2.0 | 1500 |21%6" 3a 
64 G 143| P6469 | C* | 25.2 | 1.0 | 1500 |213%46" 3. 
61 G 200! P6456 | C* 1 6.3T1 6.0 | 2000 131%" 34 

AUDIO INPUT TRANSFORMERS 

For matching 7000 to 15,000 ohm impedance single plate to push-p 
grids; except* for matching 7,000 to 20,000 ohm impedance single pl 
to single grid. Maximum primary DC, 10 ma. Illustrated by Fig. 
preceding page. tSame illustration, except with cover over windiz 
Stock No. Type Ratio Size Wt., Lbs. 
64 G079 A-52-C 134x234x134" 
64 GO90 A53* 134x234x1y"” 
64 G O81 A-53-C 134x234x134"" 
64 G 082 A-63-C 154x274x1”" 
63 G 281 A4779t 134x2534x1%" 1 
63 G 282 AAT78+ 2Ax27AxlifZ" 1 
63 G 283 A4780t 2x3 Yex1%" 1 


DRIVER TRANSFORMERS 
Single plate (10,000 ohms primary impedance) to push-pull grids. B 
use between first audio and push-pull output stage. 5x5” core exa 
for A-4752 which has 34x34” core. (Fig. C on preceding page.) 


Stock Mfr's Pri./% Sec. | Max. Si Wt., NET 
No. Type Ratio Pri. DC. ad Lbs. | EACH 
64 G 076! A-4713 2:1 30 ma. | 1%x2%xl'%" 1 2.0 
64 G 038| A-4723 3:1 30 ma. | 1%x2%xl'%" 1 2.18 
64 G 039! A-4752 2/1.5/1:1 40 ma. 2x3%4x1%" % 2.8 


SELENIUM RECTIFIER TRANSFORMERS 


P} For low voltage, high current applications. Use with CT or bri 
rectifier circuits. For 117 v., 50-60 cycle AC. With wiring chart 


Range of Max. DC. Output Load 
AC Volts Resistive | Capacitive 


Stock | Mfr's 
No. Type 


64 G 372 | RT-201 
64 G 373 | RT-202 


7. wt. 
Size Lbs. 


11.7 to 29.411.2v @ 2.0A/13.8v @ 2.0A) 3%4x244x3%" | 2% 
11.1 to 28.5/23.0v @ 1.25A|30.0v @ 1.25A) 
L.lv @ 4.0A|14.7v @ 4.0A\ 3%x2%x3%" | 4 
4.3v @ 2.0A\33.0v @ 2.0A) 
2 


Ov @ 8.0A/14.5v @ 8.0A) 4x3%x4%" 6% 


64 G 374 | RT-204 {11.7 to 29. 


5 

8 

8 

2 

11.6 to 29.224.0v @ 4.0A/32.4v @ 4.0A\ 
7 
7 
2 


| 4 

64 G 375 | RT-206 {12.0 to 29.7\11.5v @ 12.0A\14.4v @ 12.0A) 44x37/ex5¥%e") 9% Ut 
{12.0 to 29.7/24.0v @ 6.0A)32.0vV @ 6.0A)_ 

64 G 376 | RT-208 |i2.1 to 29.211.4v @ 15.0A|14.8v @ 15.0A| 4%x3%x5%" [12%] 1 
12.1 to 29.223.7v @ 8.0A/32.5v @ 15.0A\ 


23/2 


64 GU 378 RT-2012 21.1 to 29.0.11.4v @ 22.5A/14.3v @ 22.5A) 5%x4%4x6%6" 


POLY-PEDANCE MODULATION TRANSFORMERS 


{N) Match Class ‘“‘B’’ modulators to Class “‘C” load impedances in 
teur and commercial transmitters. Multi-tapped primary and 
ondary windings match load impedances from 2000 to 20,000 ob 


Stock Mfr’s Max. DC Output Load r Wt, 7 
No. Type | Primary | Secondary | Watts Size 

64 G 478| A-3893 | 180 ma. | 180 ma. 60 | axauxtn" 

64 G 488| A-3894 | 225 ma. 225 ma. 125 BY xAx 45," 


TUBE CHECKER TRANSFORMER 


Type P-1834-3. Multiple-secondary transformer. Pri.: 125/115 
v., 60 cycles. Secondary output volts: 1.1/1.4/1.5/2.0/2.5/3.0, 
4.0/5.0/6.3/7.0/7.5/12/20/25/ 30/35 /50/70/85/110/117.Mtg.Ctrs.. 
Size, 254x4x2\4". t., 24% Ibs. 
64 G 139. NET 


STANCOR TRANSFORMERS 


N 
EAG 
3.2 
6.33 
EY 
54 
8. 43837 is autotransformer; operates one or more speakers in 
10.6 *Are EIA 70.7 volt types; used when various power levels for 
ue seaker in a system are needed. tPower steps in watts. 
oa a Fig.| Primary tmp. | Secondary Imp. |Watts we iy Sate 
2. 037 |A3818 1500/1000 /500 | 15/8/4 25 | 3%" | 2% | 4.82 
068/A3837 | A §00/1000 .06 to 8, .12 to 16 
1500 /2000 -18 to 24, .24 to 32 
| 2500/3000 30 to 40, 361048) 15 | 2%" | 1% | 3.93 
O98 A3883 | A 500 15/8/6/4 25 | 2%" | 1% | 3.38 
. §65\A7947 | B } 2000/1500/ 
& | 1000 /500 6-8 /3.2 8 | 2%’ | % | 2.87 
G6 |A7949 | A | 2000715007 
1000/500 6-8/3.2 12 | 2%" | 1% | 3.37 
396 A8080*) B | 5/4/3/2/1t | 8/16 SZ % | 2.85 
UAE 79 ama Rab Dd eg 
2 ; 
lt 8/16 15 | 2%" |1% |3.59 
201 \A8095 | B | 5/2.5/1.25 4/8 5 | 2° % | 2.64 
62/.31T eM fee eh ee 
B02 |A8096 | A | 8/4/2/1/0.5t | 4/8/16 8 ? % | 3.53 
203)/A8097 | A age 4/8/16 16 |21346"| 1% | 4.23 
| /0. 
089/A8101| B 500 3,2/6-8 5 2° % | 1.73 
oat oe A eS A 4/8/16 8 2 % | 3.43 
39 
1/.5t 4/8/16 16 |2134¢"| 1% | 4.85 
A8104 | A | 3000/2000/ 
asi0s*| 8 ae 16/8/4 10 | 2%’ | 1% | 3.99 
289) A8l! (/2.5/1. 
62/.31T 4/8 5 2 % | 2.78 
S90} A8106 | A | 8/4/2/1t 4/8/16 8 2 % | 2.94 
291 1A8107 | A | 16/8/4/2/1t_! 4/8/16 16 12136'l 1% 14.64 


HIGH-FIDELITY OUTPUT TRANSFORMERS 


sequency response of 20-20,000 cycles at 25 watts, +11 db. Maximum 
sng: 50 watts. Sizes: 4'4x3%x44". Shpg. wt., 7 Ibs. 


Mfr's Pri. Imp. Sec. Max. Pri. DC; NET 
Type (P=P) Imp. Per Half | EACH 
A-8053 5000 8,16 150 ma 13.36 
A-8056 6600 8,10 125 ma 13.36 
A-8054 9000 8, 16 100 ma 13.36 
A-8072 7600 4, 8,16 100 ma 16.27 


ISOLATION TRANSFORMERS 


‘or isolating transformerless (AC-DC type) radios and TV sets from 
seer line, *Primary is tapped for 105, 115 and 125 volts; 115-volt 
“tary With standard outlet. {Has 115-volt primary and tapped 
sary with 3 standard outlets for 105, 115 and _ 125 volts; includes 
‘= electrostatic shield grounded to core. §115-volt primary and 
sit secondary; standard outlet. All have line cord and plug. 


Z ck Ee 
= Sk | Wybe_|Watts ee Fig. tbe EACH 
2 Z 
G449 | P-6410§| SO | 3x2" ~x3%” | C 4 7.69 
Sc p-6160*| 100 | 4%4x4x3%4" D 7 | 16:17 
P-6371§ | 175 58 4x44 ex5 4" G 9 18.95 
P-6415+ | 350 5% x444x5 4%" E 17 23.05 
4| 8.7. 48] P-6298* | 500 754x6%x7 5%" | D 28 42.27 
4} 11.8% 
I AIR CONDITIONER AUTOTRANSFORMERS 
| 14.95 for use with home air conditioners. Convert 208-volt unit to 
230-volt line. Converting a 230-volt unit to 208-volt line is 
22.05 by a simple change inside the outlet box. Supplied with line cord, 


ard 250-volt polarized plug and receptacle. 


Geock Mfr's Rating Wt.,| NET 
Mo. Type HP and Tons Size Lbs.| EACH 
G967 | PSU-2000 \ to 1-hp 34x64 x3 4%" 9 16.39 

(% to 1 ton) 
G968 | PSU-3000 | 1 to 2-hp 4x6x44” 10 19.68 


(1 to 2 tons) 


NEW OSCILLOSCOPE TRANSFORMER 


P8178. Designed especially for use in oscilloscopes, 
ede ray tube applications, and other types of test 
ement. Primary, 117 volts, 60 cycles. Plate, 1800 volts 
at 2 ma. Rectifier filament, 2.5 volts at 1.8 amps. Fila- 
=< 1, 6.3 volts at 0.6 amps; tapped at 2.5 volts, 2.1 amps. 
erall size. 3%42x334x3'%_". 4-hole mounting; mtg. centers, 

Ae”. Shpg. wt., 5% Ibs. 
BROZACINET: ©. tat nck dy. ous awe eae 3 .. 14.35 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


Stancor, Standard, Acrosound, Dynaco, Acme 


STANDARD ELECTRIC AUTOTRANSFORMERS 
: Jaf 2 


100BU 300BU 


For laboratory and industrial applications. Ideal for use in laboratories 
and school classrooms; for light-dimming applications in homes and 
institutions, TV rooms, sick rooms; for small motor speed control, 
model railroading and hobby work. It is also used as the variable AC 
voltage control for equipment such as mixers, agitators, centrifuges, 
etc, Types 100BU, 300BU and S500BU are for back-of-panel mounting; 
Type 100BU mounts on panels up to 4%” thick; Types 300BU an 
500BU mount on panels up to 4%" thick. PA-1 and PA-3 are housed 
in metal cases ready for bench use; Type 500B has brackets for table 
top mounting. Types PA-1, PA-3 and 500B supplied with pilot light, 
switch, fuse, cord, plug and receptacle. All are for 110-120 v., 50-60 
cycle AC. All except BU types in gray wrinkle finish metal cases. 


Output 


Stocks) Mies | ee Size Wt, NET 
No. Type | Volts |Amps| KVA Lbs. | EACH 
62 G 583/100BU} 0-132 | 1.25 | 165 |2%x21%e" 2 8.50 
62 G 584|/PA-1 | 0-132] 1.25 | 165 |37%4x374x34" 6 13.50 
62 G585|PA-3 | 0-135] 3 | 400 |6%xo0%x5%"|_ 10 | 18.75 
62 G 580/300BU| 0-135 3.0 400 | 316x353!" 6 12.50 
62 G581|500B _ | 0-135 7.5 1.0 62x45" 10 23.00 
62 G 582/500BUI 0-135) 7.5 11.0 5x45" 10 18.00 


ACROSOUND HI-FI OUTPUT TRANSFORMERS 


High-fidelity output transformer for Ultra-Linear Acro- 
sound and Williamson-type amplifier circuits, Frequency 
response +1 db, 10-100,000 cps. Permissible feedback 30 
db. 4-8-16 secondary impedance except *also with 125 
and 500 ohms, 10% color-coded leads brought out through 
case bottom. Seamless steel case in gray finish with base 
flange; §with four #8 mounting lugs; tcase not illustrated. 


Stock No.|Mfr’s Type|Pri. Ohms| Watts Size 

63 G 993 | TO-300 6600 40 | 4% x3%x3%" 24.75 
63 G995 | TO-305* 6600 40 44% x3%%x34%"| 8 | 30.75 
63 G 994 | TO-310 8000 20 | 434 x35x344"| 6 | 18.75 
63 G 996 | TO-315* 8000 20 | 414 x354x3K"| 7 | 24,75 
63 G990 | TO-320 3500 20 | 41% x3%x3\%"| 6 | 18.75 
63 G 997 | TO-330t§ 3800 100 | 5i4x4x4%" | 14 | 39.75 
63 G99I | TO-340§ 5000 100 | 4x45¢x5%"_| 14 | 39.75 


TP-520 POWER TRANSFORMER 


For high-fidelity amplifiers using 6Y6's, GV6's, EL-84's. Delivers 285-0- 
285 v. at 175 ma., 5v. at 2amps., and 6.3 v. at 5 amps. Gray case, 4x3 4x 
344”. 10” wire leads. For 110-120 v., 50-60 cycle AC. 6 Ibs. 

63 G 992, NETis,.4,5< 9.255025 ARN Het 1a 97S 


DYNACO HI-Fi OUTPUT TRANSFORMERS 


Selection of high-fidelity audio output transformers for 
the discriminating amplifier builder. Provide outstanding 
audio reproduction even at high power levels. Feature 
exclusive “‘para-coupled’* windings—a special design that 
provides highly accurate balancing of coils and tight 
coupling between sections. Reserve of power handling 
capacity is provided for undistorted output. Balancing 
of output tubes is virtually eliminated. Sealed in steel 
cans. Have 12’ color coded leads. A-440 has taps for 
either screen or cathode circuits; all others have screen 
taps on primary. 8 and 16 ohm output except *4, 8, 16 ohm; 14, 8, 
16 ohm and 70 v. 


— Watts 


Stock Mfr's id ee Size Wt.) NET 
No. Type _|Ohms|30-15,000 cps/20-20,000 cps: (HWD) _ |Lbs. 
61G98l A-410 | 8000 30 15 3% x3x2%" 5 14.65 
61G982 A-420 6600 60 30 4% x3%x3%"| 7 119.55 
61G983 A-430 4300) 120 60 5x4%x4" 14 |29.35 
61G 984 A-431* | 4300 120 60 5x4%ex4" 14 |34.25 
61G985_ |A-431-70T | 4300 120 60 5x45¢x4" 14 139.15 
61 GU 986 A-440 4300) 240 120 6x4%4x5%* | 24 139,15 
61 GU 987 |_ A-450_| 2200 240 120 6x4%x5%e" | 23 139.15 


ACME VARIABLE-VOLTAGE TRANSFO 


Highly efficient, con- 
stant-duty voltage reg- 
ulators. Used as step-up 
or step-down trans- 
formers to correct for 
either low or high line 
voltage. Easily adjusted 
by manually turning 
7-position rotary switch 
until built-in voltmeter 
reads 115 volts output. 


RMERS 
IT | 


7 


Type T10306 
simple, ‘‘plug-i st I 
Ideal for localities with fluctuating voltage supplies, to assure correct 
performance of electrical appliances. Also for the radio serviceman for 
over-voltage testing—speeds location of intermittent troubles. 


Stock No. Type Watts | Fig. Size Lbs. |NET EA. 
62 G514 T8394M 300 4394x4x5” 9 riae 
62 G14 | Tepe a0. |. Ku latestaasie’l 71 185 


os 


a a 


—_ 


Transformers 


STANDARD OUTPUT TRANSFORMERS 


fa) For coupling plate of output tube to the speaker voice coil. Designed 
for class A amplifiers. Secondary impedance, 3.2 ohms, except *3.5 


and ¢4 ohms. Shpg. wt., % lb. 


) 


fF 


An excellent selection of economy-priced, high-quality Knight transform 
Constructed of quality material and carefully assembled to fully meet All 
rigid standards for performance and dependability of operation. Sele 
includes standard, universal and high fidelity audio output units; power 
filament transformers, filter chokes and line transformers. Recommende® 


replacement applications and installation in new equipment. A fine seled op 
in a low-cost line of transformers for use by radio-TV servicemen, Ama Bi) 
experimenters, students and industrial users. = 


70.7 AND 25-VOLT LINE-TO-VOICE-COIL TRANSFOR 


c 
sc 
Secondaries: 4, 8, 16 ohms, except *3.2-4, 6-8 ohms; +4-8 ohms. G 
70.7 volt except § which are 25 volt. All are Fig. D except t whic SG 
Fig. J. **Indicates extended frequency response. G 


Stock Primary Audi ' NET Stock Watt Mtg. | Wt., s9 
xe: tmp. ue Watts = =AcH 61 ise i A see Hens a nee 1 $3 
62G064| 5000 40 3 1V4x24xl%y" 1.07 Siar eo eeee leery Le 
Becioes ey ae 2 1x2 Vexl Yr 1-07 eG éay 3 2'54.25, .62, .31 13 Mae | 344 4 : 3 
62 GO093 8000 20 3 1%4x2Vgx134” 1.00 61 G 437 | 5.2.5'1.25' 625. 31 +§5 Max. | 234” ¥, ry 
Beene} 2000 a LVAx2fex1 7" £-00 61 G441 | 5; 2.5, 1.25; 625; 31 |*#5 Max. | 244" | % 69 
61 G 400 4000* 10 3 1%4x2yxl” 1.00 as : 1.29, 625, 2 x : 
61 G40! 2000 50 3 114x2iAx1%” 61 G422 | 8, 4, 2,1, 0.5 t8 Max. | 2 Y, 
f4x2 Vox Yo 1.02 62 G O77 | 10, 5, 2.8, 1.25, .62 i0 Max. | 2%" | ¥ c 
61 G 402 2000+ 60 5 134x234x1 3" 1.07 61 G438 | 105) 2'5' 1.28" 625 §10 Max 314" 14 
(= ball enna S LAxiaxif” | 107 _ | 62 G 078 | 18, 9) 4/5: 2:28" 1.12, 56 |t18 Max. | 2%" | 134 
61 G 439 | 18; 9) 4:5) 2.25) 1.12" 18 Max. | 3%” | 23 DI 
AUDIO TRANSFORMERS 62 GO079 | 24, 12, 6, 3, 1.5, .75 us Wad 3460 7% 300 
ry Provide ratios of 1:3. Cores are 44x”. Maximum primary DC, 10 et or le 
ma. *For 7000-15,000 ohm plate impedances; +7000-20,000. Wt., 4 Ib. STANDARD LINE-TO-VOICE-COIL TRANSFORMERS 
panck evartntio nh ee NET EACH {0} 500-ohm primary except *2000/1500/1000/500. +Fig. J. ‘Bock 
G1 G 415 | *Sinele plate to push-pull grid [2° 74 “No: | *Ohme”’ | Watts | Genters’| Lbs. | cagmmeses 
ingle plate to single gri a ” ae ne re ee ate ! 
61 G 442 4-8 ¥4 2” Y I ©326 
FILAMENT TRANSFORMERS a = +e8 relay ee 334" % z a, 
For a wide variety of applications. Primaries, 117 v., 50-60 cycle AC. 61 G 443 4-8 ¥*12 2H%6” 13% 2 = 328 
{Al All are center-tapped, except ft. *107 v. tap on primary. §Fig. L. 61 G 424 15/8/6/4 t25_ 2%" 1% 2 329 
k | Fe : Wt.,| NET 
SNe. V__| Amps | ams V Size Lbs: | EACH UNIVERSAL OUTPUTS Ey 
62 G 028 5.0 6.0 2500 234x3x2V4" 1% 3.03 0} CT primary, except *single-ended output. 6 taps on _S€CO" Sl 
61 G416 6.3 0.6 1500 eee red VA 1.43 Match single or push-pull tubes to speaker voice coil. tFig. J © 320 
62 GO3/1 6:3 | 3.0 | 2500 | 2x34x234" 1% | 2:46 Stack Mtg.|We., 33 
61 G417 $6.3 6.0 2500 3x2Yax2V” 2% 3.92 No. impedances Watts! cirs./Lbs./6 S321 
61 G418 | §*63 | 10.0 | 2500 | 334x213%_x27%" | 3% | 4.78 62G Pri. 2000-14,000 ohms. Sec, VG|— 4] a7 | ~4 22 
G1G4i9| 63 | 12 | 3000 | 1%x2Heat%r |) 34 | 151 | 83 S33) Bi Zotoig00 ome Seer ve| 8 | dace] HI 
Beitose | asc aaa asda A ELEM etre (Loe. 62 G 022| tPri., 2000-14'000 ohms. Sec. VG| 18 | 234" 1%) 
. 5 x x. . * ; be 3 A a” 1 
Piva asi | yee tio | 1800 | 323/2%3(40 if | 3:38 61 G 404|*Pri., 7000-10,000 ohms. Sec. VC | 4 | 2” % 
FILTER CHOKES 230-TO-115 VOLT AUTOTRANSFORMERS Beak 


(A) Excellent for receivers, low power transmitters, etc. 1500 v. RMS 


insulation, except *3000 v. tFig. L. 
k Mt Wt., | NET 
x Hys. | Ma | Ohms! Cers Lbs. | EACH 
G 405 0.8 375 25 3%’ 1%” 2.49 
ry G 406 1.5 200 60 23%” a 4 1.30 
61 G 407 3.5 50 200 234” 34". 1.18 
62 G 135 Si. 50 330 a 44” -93 
61 G 408 7.0 50 550 2° 4” 1.03 
61 G409 8.5*t 200 140 244x2\%" 4° 5.40 
62 G 136 8.5 50 400 % es -98 
62 G137| 16.0 50 550 214" 1” 1.57 
62G138]/ 15.0 75 400 314" 2” 2.09 
62 G 139 10.5 110 220 34%" 2%" 2.49 


POWER TRANSFORMERS 


A complete selection of highly efficient power supply transformers 
recommended for radio set replacement use, kit building, etc. Fully 


Well-built step-down transformers for reducing 220-250 volts, 
cycles AC to 110-125 volts. For operating tape recorders, radio 
plifiers, household appliances, etc. Shielded construction. Smooth 
enamel finish. With 8-ft. cord and plug. Female outlet on case. 


Stock No. Watts Size Wt., Lbs. | NET & 
62 G510 30 35yx3x3 V4" 3% 

62 G5/1 150 4x334x354" 454 

62 G512 250 4xsigxdV4" 74, 
62G513| 500 454x3%4x44," 11 

61 G 434 750 5 x454x5” 13% 

61 G432 | 1000 34 xd54x8 V4" 1454 

61 G435 | 1500 Oxd x55" 20 

61. G433 | 2000 6x4 4x65," 25 


VARIABLE-VOLTAGE AND ISOLATION TRANSFOR 


Isolation Transformers. Reduce shock hazard by isolating 
units, or equipment under test, from line. For 115 volts, 50-60 
AC. With 6-ft. cord, plug and output receptacle. 


shielded; heavy-duty 5” flexible coded leads. All plate windings center- Stock No. Watts Size H.W.D._ |Wt., Lbs.) NET 
tapped, except *half-wave type; for 6AX5, 6X4, 6X5 and similar 6.3 v. 61 G426 50 354x3x334" 3% 
filament rectifiers and for selenium rectifier. All have CT 6.3 v. winding 62 GO86 100 434x354x4" zi 
exceptt. All have 110-120 volt, 50-60 cycle primaries. 62 G 087 250 424x374 x45h" 12% 
Stock Fi |_Plate i6v/ 63Vv Mtg. Wt.,| NET F Variable Voltage and Isolation Transformer. Rated 150 
No. '9- \VCT) Ma | at at Centers | Lbs.| EACH F} Delivers 115 v. from sesie eeu: oo pte ag input. With 6# 
7 and plug. Mtg. centers, 3x3 1%”. pg. wt., By 
greaio| K | i254 15 Be [ak | Ag | Sees Whtinssee ec cncal ecnertiarce wal 
€3 ¢ ge ss ae an Rs ee 3 4:00 HIGH-FIDELITY PUSH-PULL OUTPUT TRANSFORME® 
61 G 427 -, 480 40 2x11%45" 2% | 4.00 For use in high-fidelity audio amplifiers. All have screen taps on p 
2 24" | 4 5.10 winding for ultra-linear type operation and have a frequency r 
61 G4l2 c pee an F oe 24" 4 5710 flat from 15 to 35,000 cps, except *which do not have screen ta 
ot 3S aa & 325 40 | 2A | 2.0A ax he” “i 2” A16 have a frequency response flat from 20 to 20,000 cps. All have 4, 8 
or G Ga; B 650 40 | 2A 200A 2x2 14" 2% 4.16 ohm secondaries. }Maximum DC in each half of primary. 
62 G042 B 650 70 A | 3.5A | 2x24” 4% 4.34 Stock Fig Watts P-P +Ma Size Wt., 
61G428| C | 650| 70 | 3A|°3.5A | 2x2%” 4% | 4.34 No: : Imp: Lbs. 
62 G 043 B 700 90 | 3A | 3.5A | 24 x21%6"| 4% | 5.75 62 G082| G 12 8000 60 | 334x3x3%” 2% 
61 G 429 c 700 90 | 3A | 3.5A | 2%4x23%” | 4% | 5.75 62G0/18| G *18 8000 65 | 334x3x3%4"” 3% 
62 G044 B 700 | 120 |} 3A | 4.7A | 24x31” 5% 6.76 62 G083 H 24 6600 75 414x354x4y"| 6% 
61 G 430 Cc 70G | 120 | 3A | 4.7A 2Yex2"%e"_ 5% 6.76 62 GO19 H 30 6600 | 100 AV, x35x4V2"| 7 
62G045| B 750.| 150 | 3A | 5.0A | 234x3%%" | 6% | 8.72 62G024| C 12 8000 | 60 | 31%4x25%x234"| 2% | 
61 G 431 Cc 750 | 150 | 3A | 5.0A | 2U4x3%_"” | 61% | 8.72 62 G058/ A *18 8000 65 | 254x4x2y” 2% 
62 G033/| B 800 | 200 | 3A | 5.0A | 3x334” 8 9.06 62G054; C 24 6600 75 | 374x3%4x374"| 6 
61 G414 Cc 800 | 200 | 3A | 5.0A | 3x2!*@" 8 9.06 62 GO59 & 30 6600 | 100 374 x3 Yax4" 6 
190 Lowest Prices—Highest Quality—Best Service 


FILAMENT TRANSFORMERS 


Triad and Superior Transformers 


TRIAD TRANSFORMERS 


POWER TRANSFORMERS 


\ fine se eperation from 115 v., 60 cycle AC. Last letter in Type indicates fig. above. *CT. For 115 v., 60 cycle AC, 
len, AD Type | Fig. | Sec. V. |Sec.Amp.jins.V.| Size (HWD) Lbs. | NET Stock | Mfr's Plate Filaments Mtg. |wt.| NET 
oe “4 Saw . ont Ue eae ie 234 No. Type | Volts ) Ma | Volts; Amps | Volts |Amps|  Ctrs. Lbs| EACH 
. Ax3' 3gx2V" a . z E y," 
F5u | U | 28CT| 10 | 7500 | ax2¥ex2%e" 2. | 5:64 | CLS QQR 2 | ie 3, [2° aye lel sae 
F-6X | X_|_2.5CT 6 2500 | 11546x3% x2" 1% | 3.18 64G 976|R-4A | 500* z 2 |1134exl%"\1%| 5.43 
F-7x | X | SCT 3 1500 | 11546x3%4 x2" 1% | 3.48 | 64G977\R-5A | 600* E 2.7 \2x1%"  |2%| 6.00 
Fax, x scr ee 1500 Ba xs Agee % 4.02 61G900|R-6A_| 480* 5 3 2 lexl%’ __-|2%| 6.15 
- - q Ax2%x ‘ % * * | 2 laxlK’ Hh 
FAK | Sor |_18 | B00 | Pauieaw| &| 2:82 | see azelere [ime $ | 2 | 8h: | Zs Baw ) eae 
Flex | X | 6.3cT| 3 1500 | 1154x3% x2" 1% | 3.33 | 64G979)R-9A | 600* | 75) 5 2 6.3* | 3 |2%x2%’ 13%) 7.50 
F-18A| A | 6.3cT| 6 1500 | 334¢x25%x2%" | 2% | 6.00 | 61G903|R-10A| 525*| 99) 5 2 6.3* | 5 |2%x2%" |4%] B.25° 
F-21A| A | 6.3CT| 10 1500 | 3%ex3x3%4" 3% | 6.96 | 64G986|R-1IA | 700* | 90) 5 3 6.3* | 3.5 |2%x2%" |4%| 8.49 
F-22A| A 6.3CT 20 2000 | 4x3%4x4346" 7 10.20 61 G 904|R-12A | 550* |110 5 2 6.3" 5 \2%x2%" (4%! 8.73 
F-25x | X | 12.6CT 1.5 | 1500 | 1154ex3%x2" 1% | 3.57 | 64G987|R-14A | 700* |125 | 5 3 6.3* | 4.5 |2%x2%" |6 | 9.81 
F-26X | X |12.6CT | 2.5 | 1500 | 2%4ox3114ex2%" | 2% | 4.17 | 61 G9O5|R-16A | 700* /160 | 5 3 63+ | 5 |2%x3%" |7 |1L16 
F-40X } X | 24CT 1 1500 | 1154—x3% x2" 1% | 3.39 | 6@1G906)R-18A | 750* /175 | 5 3 6.3* | 8 |2%x3%" |8%4/12.30 
F-41X x 25.2¢T 2.2 | 1500 | 2%4x4Y4ex2e*, | 2% | 5.04 | 61G907/R-20A 700* |200 |_ 5 3 6.3* | 8 |2%x3" _ |8%|13,20 
F-23U 10 7 1500 | 3¥x2' 346x3%' 4 7.05 61G 908 R-ZIA 800* |200 5 3 6.3* in 2x3" A 13.68 
DRIVER, INTERSTAGE, AND INPUT TRANSFORMERS A es 3° a5 aye [ml alas 
= 3000 cps except *30-15,000; +70-7000; §50-10,000. tSpade-lug mtg. | ©! G91 1)R-54X 8 ai, iL | eee 
YRMERS letter in Type No. identifies illustration. Ohms, extent as indicated. 61 GOL2ZIR-7IA 2/4 _|3x37 12 |16.74 
J Mir's Turn Mite wer | CLG 31 S|Rc68 ry 5 Pe cali el 
ide inati s 5 ! 2 6/. x2" 2 
- Type Application #Primary Ratio Ctrs. Lbs|EACH | 61G916|R-O8A | 2008 5 | 2 pa/es paz za 3,,| 8-82 
a A-1X _|line/SB mike to grid|100 lm? |ul1.98 G Re 8 : : X24" 
E ; Ls : A ° 
; Bak [ine (DB mike to grid ey /200/ ie 5-38 | 616 918|R-43¢ 2 | 3 Peer Tay 6.3/6.3 | 1/3 ema [ai 
12 67.5 CT ‘ penne Wits aie ON i ee 
2 A-5X__|SB mike-p.p. grids {100 84:1 2%" | %|2.97 
> A-6X _|speaker v.c. to grid |8/3.2 79:1 1%’ | %\2.22 TRANSISTOR POWER TRANSFORMERS 
- ne norte A 750/50 co 1 4 pigs *Rectifier output. Primaries for 12 v. DC systems. Av. shpg. wt., 8 oz, 

-' i 5 ti : ; 

A-21X_ |SBmike/plate to grid|100 & 10,000 its | 41342 | “Stock No. Type | Fig. | _*DCV_| Ma. Size — Nes 
on secos A-31X__|plate tos/p.p. grids |10,000 1:3 2 42.25 61G944 | TY-68s | S$ 250 85 Tysxd4 x11 Yaa? $.18 
|. tFig. J A-33XF [plate to s/p-p. grids |10,000 3 ry [i isoe | SlSese| Woes | S$ | Sh | il | Done 5°09 

Pe erie ee easy. om 66:1, # sec.1¥47 | 412-13 | g1Gaa7 | Ty-7S | $ | 373 | 200 2244x276! 9:18 

- 8 33:1, % sec. = ty r 

RaeKt |Gtiver (GEE, 42" 48) 40 ma. in Pri.|2.66-1, % sec. [21346 |1[3.00 | 619481 TY-MS | S 600s Eh eee 7.32 

A-89A§ |p.p. plates to grids 100 ma. each |3.1/1.8:1,%2sc.|2x174"  |2% 

side 6.81 HIGH-LEVEL OUTPUT TRANSFORMERS 

MODULATION TRANSFORMERS dati Fe yl ee pla db, 20-20,000 cps. Secondaries 4, 8, 16 ohms. 

Beek No. | Type_ Fig.) Primary | Secondary| Watts) _—Size_| Lbs.| NET No. Type Fig. | Pri. imp. |Watts Size Lbs. NET 

s HG949|TY-66A| A |GC1 GA)  |3K, 4K, 6K| 40 |37%x3%2x3%"| 4% [9.09 r ‘ | 1% 
re radii mma asgirvann| A [eereA liege] ao atusmal:| 0 B83 | Slegag | San" | x | Sime |e? |Snuaaee” | | eee 
Rees “Ss 338 mix. | % Ane Cr prog eet ite 12 1983 | 61G940)S-1420 | A | sono | I 3i4x2%x3" 3% | 12.84 
™ 2 : + . x 19. ? 

eae 7 | 5,000 (Autof'r) |6.75K, 4 10 l1itadteniis'| % 3:00 | 646834 I S-35A A | 5000CT 120 | 3%4x2%x3% 9.30 


SUPERIOR “FLEXIFORMER™ 


Type TP150. Cur- 
ent transformer and 
g@altiple source of AC 


Loam weltages in one ver- 
34.00 smcile unit! For labs, 
37.28 Gessrooms, etc. Con- 
—_—£°:& — of a packaged 
4 = ormer primary 
FORMERS ith plastic case 
isolating @elded over toroidal 
3, 50-60 « esl. User winds sec- 
aN Se 
pat, max. In- 
NETIEG set is for 110-120 v., 
5.67 38-50 cycle AC. When 
ee geed as current trans- F 2 
50 ‘ermer, unit serves as a secondary winding. -; 
: Gerrent carrying conductor passed through brush tap which rotat 
ed 15 eenter serves as primary. Maximum continuous 
Vith 6-ft eeimary current, 400 amps with 400:1 pri/sec 


sstio. Permits ammeter readings of 1% accu- 
sacy at 60 cycles of currents as high as 400 amps. 
Sepplied My etek a chart and instructions. 
Sapg. wt., 5% lbs. 

E595. Only $2 Down. NET...25.00 


a ee 


SUPERIOR MODEL UCIM VOLTBOX 


Provides AC source for 
wariable AC voltage 
eesting. Has variable 


136, and 2PF1 


z 


SUPERIOR VARIABLE TRANSFORMERS 


Powerstat variable autotransformers of toroidal core design with movable 
es to deliver a continuously adjustable output voltage 
from AC power lines. Quality voltage controls that feature excellent regula- 
tion, conservative ratings, zero waveform 
and smooth control. Deliver adjustable output voltage from AC line—out- 
put variable from zero to above input line voltage. Negligible voltage change 
from no load to full load. Maximum current ratings apply over full range 
of output voltage. Types 10B, 20, and 116U have an ay Sia 
allows connecting in the field to limit output voltage to applied voltage. 
Mountings: P indicates panel; U indicates general utility. Type 136 is for 
bench or wall mounting; has terminals for both input and output. Rated for 
50° C. temperature rise 
quency range is 50-60 cycles, except *60 cycles only. Sizes shown on types 
10B, 20, and 116U are distance back of panel and diameter; for types 116, 
izes are overall height and diameter. Types 116 and 2PF10 


0, si 


116 
distortion, rugged construction, 
terminal which 


under full load. All for 110-120 v. AC inputs. Fre- 


A soltage transformer have on-off switch, line cord and plug, fuse and output receptacle. 

7 woltmeter, fuse, line Stock Mfr's OUTPUT : : 

i LC eS custo No. Type | Volts | Amps | KVA Mounting Size 

14. Reiades wmatetiat €2G575_| 2PF10*| 0-132 | 1.0. | 0.132 U 3iaxsA" : 

+5 amp. Input 120 v. 62G536 | 10B* | 0-132 | 1.75 | 0.165 P DWhex Iie | 2 
&. $0.60 cycle AC. Output 62 G53! 20* | 0-140] 3.0 | 0.42 P BiYjex3ive" | 6 12150 
> £140 volts Size (HWD): 5 62G525 | 110 0-140| 7.5 | 1.0 U 6Y%x454" | 12 24.00 
Ht 8x81," Shpg. wt., 17 Ibs 62G524_| 110U | 0-140] 7:5 | 1.0 P 5x45," 11 18.00 
J $2 GX'533. Only $$ Down. NET.....65.00 | 62GU543 | 136 0-140 | 20.0 | 2.8 U O%ex7%"_| 25 | 50:00 
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UTC, Ohmite and Sola Transformers 


UTC TRANSFORMERS 


“DO-TS"” TRANSISTOR TRANSFORMERS 


==— Deci-Ouncer miniature transistor transformers feat: 
low distortion, excellent response. Moisture-proof ca 
Ideal for printed circuits. %6x'%2” long. Shpg. wt., 1 


Stock Mfr’s 5 4 Primary Secondary | N 
No. Type | Application Ohms Ohms |EAG 
62G 686 | DO-T1 interstage 20K-30K 800-1200 5.8 
62G 687 | DO-12 | Output 500-600 50-60 5 
62G 688 | DO-T3 | Output 1K-1.2K 50-60 5. 
AE gS ae | 
62G690 -T5 utpu z : 7 Sc 
ULTRA-COMPACT HIGH-FIDELITY AUDIOS eaaeS TAO Oaan im oa =a 23 
Max. level, +15 dbm, except t +30. *Multiple shield. Response, A-10, 62G 692 | DO-17 Input 200K ; 1K rh: a7 
A-12, A-39, +2 db, 20-20,000 cps; A-11, =2 db, 50-20,000 eps; A- 16, | 85G693| Do-18 | Reactor 3.5 hys @ 2 ma DC 4 23 
A-18, A-19, A-25, A-36, A- 37, A-38, +2 db, 40-20,000 cps; A A-35, 62G 694 | DO-T9 Out. Driv. 10K-12.5K 500-600 6a G7 
Een bo: 20; 1006 cps: A- oi #2 .4B, 10- ay 1000 ope A 3H A 0, ad db. | 62G695| DO-T10 | Driver 10K-12.5K 1.2K-1.5K 6. S67 
cps; db, PS; he s : 
10,000 cps. 2x1 4x1" case. Av. shpg. mae % lbs. weeece ae SPF Output op eres t = 
oie | sure wena oe ee 62G 698 | DO-T13 | S/PP Output | 300-400 12-16 5 G7 
ER = SES tJ 62G 699 | DO-T14 | $/PP Output | 600-800 12-16 5 ScG7 
62 G 820 A-10 SA 125-150, 200- 62G 876 | DO-TI5 | S/PP Output | 800-1070 12-16 5. 4 
e2Ga21-| ati | 50 200's00 | sok PP 12.34 | 2G 877| D0-TI6 | S/PP Output | 1K-1.33K 12-16 5. $4 
62G822 | A-12 | Same as A-10 80K 2 sect 11:76 62G 878 | DO-Tl7 | S/PP Output | 1.5K-2K 12-16 5.8 G4 
62 G 864 A-15t 10K-2.5K 500. aK - 9.70 63 G 087 | DO-Tis $/PP Output 7.5K-10K 12-16 6 G4 
- = : 63G 088 | DO-T19 | Output 300 600 5.8 67 
62 G 824 A-16 | 15K : 60K 2:1 9.70 63G 089 | DO-120 | Output 500 600 5.e a7 
Remmeoranicets | isk (Spliep pee ice ty |W tg €3G090| D0-T21 | Output 900 600 5 G7 
Setesemee | te tio | SO PE 28h 1-76 || (63q@.098 | po-122 | Output 15K 600 Ex: 
oa. G 27 Bee Basa same Saree 14.11 63G 092| DO-123 | interstage 20K-30K 00-1.2K é: = ‘ 
BEG 828 SES a ela ee ie 63G 093 | D0-124 | Input 200K 1K 7. = 
ese | a3 | 500 eon 70 63G 094 | DO-125 | Interstage 10K-12K 1.5K-1.8K 7 67 
-22 29900, split * 63G095| DO-T26 | Reactor 6 hys @ 2 ma DC 5 G? 
0 TE a yeh Bela 9.70 63G 096 | DO-127 | Reactor 1.25 hys @ 2 ma DC 4 = a7 
Pace | totes oo) Pasa? Pr. 12.64 61G 752| D0-128 | Reactor 3 hys @ 4 ma DC; 15 hys @ 20 maDC 47a Sf 
62778 Cela oe pete 11.76 61G753 | DO-129 | S/PP Output | 120-150'CT 3.2 4 5 cc: 
emer | A~2 ee ee 12:94 | 61G754) D0 130_|_S/PP Output_| 320 400¢r 324 i ae 
SER arog |2a-ooe ce 20 eDut | 500-125 eplit |! FO.0 0 T31 | S/PP Output | 640 800 CT 3.24 2c 
61 G795 | A-35  |10/000-2500 split | 300-125 split 9:70 Ee es ae ar pox 2 
61 G796 | A-36 (300-125 split 150-37.5 split 9.41 61G757 | DO-133 | $/PP Output | 1.06K-1.33KCT | 3.2-4 5 mB 
61 G 797 A-37 500-125 split 50-12.5 split 9.41 61 G758 | DO-T34 | S/PP Output 1.6K-2K CT 3.2-4 5.8 
61 G 798 | A-38  |100-25 split 40-10 split 9.11 61G759 | D0-135 | $/PP Output | 8K-10K CT 3204 $ 
61 G 799 A-39* |600-150 split 2000-500 split 10.88 61G 760 interstage TOK-12K CT ~ 10K-12K CT rz 
63 G 142 A-40 115 v. 60 cycles to two 6.3 v. CT Set 8 S 284 intorstane mak cr BK- Lineal re 
act . nterstage = spli é 
SEEN ais tye st 2, 6 obme DC; 60 63G 294 Interstage 20K-30K CT IK-1.9K split | 7.8 
620674 | A-33 | Muwetal' shield: tor any of above | $145 eaG27 anbecetaes pe RES 8 ; 
“7 e346 29 anaes 400-800 GT 120-150 split | 7. = 
NEW OSCILLOSCOPE TRANSFORMER 63G 29 Interstage 400-500 CT 40-50 split | 7 ec 2 
pe H-198. Shielded oscilloscope transformer with secondary output 63G 29 Interstage 80-100 CT 32-40 split 7 62 
ace, 1600 or 2400 volts AC. Provides 1000, 2000 or 3000 volts DC at 5 63G09 Shield, for any of above ‘e S3 
ma. 1.25 volt filament rated 1.2 amps connected to one end of HV wind- Se 
ing. 6.3 volt filament rated .6 amps. Insulation rated 5.2 KV. Size: DI-T TRANSFORMERS E3 
ears Ni jantg. ctrs., 21%4x15%%4". Shpg. wt., 4% Ibs. 26.46 Weigh 0.05 oz.; 546” dia. by %4” long. Hermeti SG 2 
1G793, NET “ sealed; meet MIL-T-27A. For printed circuit—solé G2 
melting plastic covered leads. Leads withstand 101b. pull. Shpg. wt.,1e 
Stock | Mfr’ ; Pri d N G2 
mee CG-105. pee regulation om DC power supplies. In- No. Tyne Application Ghines aay cng 
uctance increases as load decreases—varies from enrys at ma Gé4 
DC maximum rating to 25 henrys at 35 ma. Has DC resistance of 90 eaelae Ja oe eae Denon 24 | 
eens goo v; teat. Ht., 514"; cutout dia., 4” I 63G 107| DI-13_ | output 1K-1.2K 50-60 5: Ss? 
227. 61G744| DI-T5 | Output 1.2K 3.2 5: a 
63G 108! DI-T8 | _Reactor 2.5 hys! @ 2 ma DC, .9 hy @ 4 ma DC 4 + 
€3G109| DI-T9 | Out. Driv. 10K-12.5K 6 = 
63G110| DI-Tio | Driver 10K-12.5K 6 E 
63GI11| DI-Tll | Driver 10K-12K 6: Gz 
63GI12| DI-T19 | Output 300 5 ; 
63G113| DI-T20 | Output 500 5 G: 
61745) DI-121 | Output toline |” 900cT a 
63G114| DI-T22 Output 5.6 
€3G 137 | DI-T23 | interstage 2OK-30K FI é Gi 
61G746) Di-T25 | _Interstage 10K-12K CT 1.5K- 1.8K CT | 7. BG; 
61 G 747 | Di-T26 Reactor 4.5 hys @2 ma DC, 1.2 hys @4 ma DC 5 - , 
61 G 748 | DI-T27 Reactor .9 hy @ 2 ma DC, .5 hy @6 ma DC 4 : 
61G 749 | DI-T28 | Reactor 1 hy @ 4 ma DC, .08 hy @ 10 ma DC 4 = 
61G750 | DI-136 | interstage 10K-12K CT 10K-12K CT 7.25 Sc 
61G751 | DI-TSH | Shield for any of above = 
=c 
Model VT2. Unique core design permits it to deliver VARIMATCH MODULATION UNITS 
1.5 amperes at any brush setting—even at full over- = G: 


The UTC Varimatch transformer eliminates the power loss and high & 


voltage. Rugged internal stop eliminates possibility tortion caused by imprecise matching of RF load to a class B modulatis 


of damage when torque is applied at rotation limits. 


| 


2 Through use of a combination of tapped windings, unit affords Gc. 
Hagn es ae wee Soe uae (cu pecpaey Hees extremely wide range in impedance matching. Vacuum impregnated ¢ 
Daveraibie aineck: reading dial See. 2346x246". Shpg. sealed against moisture. Primary imp., from 500 to 20,000 ohms; seco: aed 
wt., 214 Ibs " SNR ae hel ‘ ary imp., from 30,000 to 300 ohms. Maximum audio ratings: CVM-0, a 
ere 345 NET 8.50 w., CVM-1, 30 w.; CVM-2, 60 w. *Maximum watts. Shpg. wt.: CVM Gc 
ere, ae abc So. Sane pa cana a ae z 3% Ibs.; CVM-1, 6% Ibs.; CVM-2, 11 lbs. 


| 


Model VT2N. As above, but 0-120 v., 1.8 amp 


BRE STENT: 52065110 cae Pete ee de ee OO ee BR 
Model VT4. Delivers 3.5 amperes at any brush set- oS = aca aa 33apnalte 2G 
ting. Designed for mounting on panel or table. Input 63 G O71 CVM.2 4s a 
aes 120 v., 60 ect sedge voltage 0- gree 20. = 2x 72 ‘ Gc 
aximum amps, ngle of rotation, ize, = G 
-; aged eq SNA. She. wt., 514 Ibs. 12.50 SOLA TV VOLTAGE REGULATORS§ © © 
ete GS ee Te ee SS ate eer tS 4 Type 72104. Protects costly components against viole 
Model eae As above, but 0-120 v., 4.75 amps. voltage surges. Will supply correct voltage input for be eG 
MSG 1352. NET... 2... cece teens eee eee e sc eeewens 13.00 reception television receiver is capable of delivering whe 
Model VT8. Has all the features of VT4 including base plate that per- poor reception is caused by fluctuating voltage. For sc 
mits 3-or-4 hole mounting. Delivers 7.5 ampere maximum output. TV set with power consumption between 165 and J 
Mounts on tables or panels. Input, 120 v., 60 cycles. Output v., 0-140/ watts. Delivers =3% stabilized voltage. No wiring neo aG 
0-120. Max. amps, 7.5. Rotation, 324°. 474x434". 10% Ibs. sary. Turns on and off with set. 81%6x4154.x7%2". For 
oS CE a Re are 18.00 130 v., 60 cycle AC. Shpg. wt., 27 Ibs. G 
Model VT8-G. As above, but in deluxe carrying case ee over-voltage 62 GU 667. NET..............se005 
selection switch, line cord, outlet, circuit ree: 144% I Type 72103. For 110 to 175-watt sets. Shpg. wt., 19 Ibs. > 
GPRS) WETS ode oh AIS oie os kc hs te aint NRE OEE MED orc, corer kee Sash fs ceca 


192 Allied Maintains the World's Largest Stocks of Electronic Components 


seristics are: 


=58-20,000 cps; 


§ 2b. Sealed in a 


opposite 


OUNCER AUDIO UNITS 
ealy 1 ounce—for al 
+#1id 
carrying DC, which are for voice from 
$100-20,000 cps. Maximum operating 
luminum housings. 
§iMe" dia., 114" high. Mount by two 2-56 screws on 1% 6" 
terminals. 


| compact applications. Response 
b 30-20,000 cps, except 0-14, 0-15. 
150 to 4,000 


74" dia., 16" high, 


Shpg. wt., 4 0z. 


No. | Type 


Primary Impedance 


Sec. Imp. 


Q-1 
0-2 
0-3 


200-250, 500-600 


50, 
200-250, 500-600 


50, 
7 


5 
5 
: 1$'000 DC in Pri e:47 
5 0. Se Coy in es 7°35 CASE DIMENSIONS 
5 0 15,000 DC in Pri. gee) Case Width Depth Shpg. Wt. 
& 0- 15,000 50, 7.64 Gi 7 
‘4 0 15,000 DC in Pri. 200-250, 7.64 G2 
6 0. 30,000 plate to plate 500-600 8.23 G3 
ce! 50, 200-250 7.64 Gt 
6 Reactor: 300 hys. at 0 DC; 6000 ohms. 6.17 G-5 
3 200 \% megohm ree G-7 
2 15,000 { megohm 7.35 G8 
3 250 CT 50,000 10.00 5 
= 10,000/2500 2000/7500 7.64 6-10 
5 10,000/2500 4000/1000 7.64 G-il 
= G4 1500 CT 500/125 6.17 G-12 
S G49 2000 GT; 4000 CT__| 8; 16 5.29 
G76! 400 CT, 500 CT 3.24 5.29 
annie 2 G 762 Reactor: 7 hys. at 3 ma DC; 230 ohms 5.00 E-TO-SPEAKER TRANSFORMERS 
5 733 Aas 1.6 hys. at 3 ma DC; 25 ohms 2-6 Stock No.| Type Watts | Primary Sec. | Case | NET 
é & : 62G769| S12 i5 7500, 2000| /2, 4, 8 Gr isa 
S765 10,000 CT 7.94 c 
73 fa 1O:000 CT 2:33 | 62.770 $-13 30 4000 \15 | G4 16 
See 700 3oe 000 CL 8:33 UNIVERSAL OUTPUTS—TO LINE AND VOICE COIL 
y S769 500/125 A Secondary impedances: 500, 15, 8, 2 ohms. 
a 500/138 33 | “Segck [ECE] rrimary impedance _ [watt Fea EACH 
< G772 100/25 94 ssn S14 * 
3.8 2G 492 Mumetal Shield; fits any Ouncer unit 47 AE S hes Be. 2500, £000, 7000.60. 10,000 ey 3 ox 
é © 422 | $16 | PP 3000, 6000, 9000 jo,000 | 30 | G-4 
2 ‘sus AND SUB-SUBOUNCER TRANSFORMERS = , 0 : 
+ iniature equipment. Fri ency respomse, +3 db 
— a Biniature cquipmen’ se, Wagxtvext iar, Wes Ye oF: FILTER, SWINGING AND AUDIO CHOKES 
; a pabouncer, Wes 4x7" Me yo stage, th1250:1- Stock No.| Type Henrys | Ma |Ohms Insul. | Case NET 
us 76 $, 2675 ohms DC resistance: SO°5, 4400 ohms. 2 oz. ce © uke Soe ral CT 3 ay 1508 2& ae ea 
t |é SUB-OUNCER TRANSFORMERS. 5,577 ee tze| ca) “e| Bl Be) ey | ea | Bee 
z ck No.) Type Use “Pri. Imp. | Ma. Sec. Imp.|N ¥ 7 a G 
a S210\t#S0-1_ | Input 200, 50 0 | 250K, |, cs 62 6 < 78 sa ze a $30 wae = 2:08 
ts =G211| SO-2 | Audio 1:3 | 10,000 0-2.5. | 90K 3°23 | 62 G730 | $29 6 175 30 | i300 vv. | G4 | 5.00 
- Si d\**S0-3 | Pitoline | 10K, 25K 3, 1.5 | 200, 500 |3.23 | $2 G731 | $30 | 4/20 175 90 | 1500V. | G-4 | $.00 
< Sc 213| SO-4 | Output__ 30,000 1 _| 50 3°33 | 62G732 | S31 225 | 100 2700 V. G-5 | 6.76 
S214|~SO-5 | Reactor 50 hys. @ i* 2.94 62 G 733 | S32 4/20 225 100 | 2700 G-5 6.76 
G215| SO-6 |.Output 100,000 0.5 60 3182 | 62 G751 | $33 300 | 100 | 4000V. | G-7 | 9.11 
€412| So-7 | mterstage | 20K, 30K 0.5 800, 1200|2.94 62 S 734 oH 4/20 300 100 4000 V Gi Pah 
G so-8 | T: ist Fe o . 
=! Bel sos to PP see. 10K 1 | 2000 cr |3.53 | 62.6 736 | $36 | 4/20_| 7 $8 | 3000V. | _G-8_|_11:26 
! Tran- -37 8 550 0 000 V. - * 
emeees) 2° [Eerie wer |g le be | Hei relat. |] 8) SRY, et | 
88 c i $ 61 G 788 | S - ! 
23s to VC AKG s _|, 12 ate 3.53 mhy. 1.75A| .5 
5.28 4773) SOIT |JTransistor | 400,500C% = |-4007500 |4.12 | 61 G789 | S81 100/8 mhy,|2.5A, 1500 Vv. | G-3 | 5.88 
5:28 G774| so-12 \interefage 400'scOCT| 8 | 120/150 |4.12 25/2 mhy | 5A _|_.6, -15 
r $776! §0-13 |{Transistor | 400,500CT 8 40/50 |4.12 
6.47 G 776|_SO-14 | \Interstage | 80. 100 CT! _16 32/40__('14.12 PLATE TRANSFORMERS—115 V., 50-60 CYCLES 
8-47 a 35611550 OS ET s50K Stock No. | Type Sec. VCT DCG Ma| Case | NET 
ce ike | OE Toa: | Geaugee| St | Gio | am | SS | Bis 
SD <> 237| Ss0-2 |Interstage 1:3) 10.000 0-25 | 90K 4.70 + : 
sae a2 G 238|**SS0-3 |Pl. to line 10K, 25K| 3, 1.5 | 200, 200 |4.12 Sy on £48 2000 S00 2000 om on 23:54 
et) eo 30.000 ; °° 3-82 | Sau 749 | S48 | 3000/2500/2000 500 Gai | 38.22 
$8 S345 $8928 |Gutput. ee ee 3:93 | 62 GU 730 S49 | 4200/3600/3000 | 309 | @-t) 35.28 
5.59 $2 G 235| #SSO-7 |Transistor 20K, 30K| 0.5 800, 1200|3.23 | 62 GU 700 | S-50_| 6000/5000 300 | G-12_| 58.80 
4:70 mm = S229 $80-8 [Transistor | 14 | 1 ___| 2000 cT |3.82 UNIVERSAL MODULATION TRANSFORMERS 
7.35 $2G 234| Sso-9 ae: 10K 74 16 2.94 Stock No Type Audio Power Case NET 
88 2G 246| SSO-10) to VC 10K 2 3.2 2:94 | @2G771 S18 iz watts —e3 | 70en 
@ G 247| tSso-11 Gransistor 500 s3 50 se 62 S 772 S19 30 watts G4 3 4 t 
jutput S . - watts Bs . 
high die RE £2 G 248) §SSO-12 Transistor 1000 3 50 62 GU 775 $-22 250 watts G-9 32.34 
ulation Output 1200 3 60 2.94 
fiords aay 62 G 249 SS0-13|Crvstal % | soo ae SINGLE-SECONDARY FILAMENT TRANSFORMERS 
et . ansistor 4] 4.4 imari x 
j, second. «2 G 498 #8S0-14 Transistor ioK CT | 2 200 CT All primaries tapped at 105, 115 volts, 50-60 cycles. *Tapped sec 
VO IM 6) .a99| #SS0-15|( Transistor toe cr | 1 S00 CE [412 | Steck Type |_Secondary (CT)_| Ins. v.| Case |_RET 
i a ransistor iy 5 G-. S 
(Hranaistor 208 CE |} |in00cr|4i2| €3¢ 703 | S38 | Weta. 1500 | G3 | 856 
NET =) G777|_ $SO-16|Output 1200, 1500| 3 32,4  |2.94 62G705 | S55 | 63V @3A 1500 | G-3 5.29 
10.29 61 G778| SSO-17|Output 10K,12.5K]| 2 500,600CT |3.23 624707 | $57 | 2.5V @10 10000 G-S 8.82 
13.52 $1 G779| SSO-18|Output TSK . ai es 62 G 708 | S58 _| 2.5V_@ 20A 10000 | G-5 9.70 
ke73 ; a is 5000 | G r 
17:64 WH <1) Gg 780|_SsO-19|Output eeecE \10 _|600'CT [3.23 62 € 708 | 30 oye ioe 1 Gy (pea 
rors aft cemeees eer]? feet Bs | earls] ee. |e on | | es | 
i al . = . 
violent crystal |ooox ct | —fro00.cT [4.70 | $2 G72 | See | 14,12, 14v @10A | 5000 | G7 12194 
t for best 61 G783 ttSSO-22|Interstage 2K, 4 1500, 
ng where 10K CT 1300 CT |3.82 MULTIPLE-SECONDARY FILAMENT TRANSFORMERS 
ABs OBS 61 G784| SSO-23)/Reactor: 8 hys. at 2 ma DC; 4 hys. at5 ma Primary tapped 105, 115 volts, 50-60 cycles. Insulation, 3000 v., except 
bye DC, 650 ohms 2.94 S-71, 10,000 v. and S-72, 5000 v. All in G-5 case except *G-7 case. 
Sor 05. 61 G785| SSO-24/Reactor: 3.5 hys. at 2 ma DC; 1.5 hys. at = 
+ BOF 7a 5 ma DC, 160 ohms 2.94 
37.50 61 G786| {SSO-25|(Transistor 10K, 10K, 
< 12K'CT | 1 12K'CT |5.00 
34 61 G 787|$§SSO-26] [Interstage 40K, 
00 soe'ct |o.s | 400/500 |5.00 


Allied Has the World’s Largest Stocks of Electronic 


~ 


Belden Cable and Wire 


SHIELDED MICROPHONE CABLE 


SINGLE CONDUCTOR—FOR HIGH-IMPEDANCE MIKES 


No. 25, tinned, stranded conductor; 3x33 copper and 4x33 copper- | Mfr's °.D Wt., 
weld wire. Covered with cellulose acetate yarn braid, polyethylene | Type | °- | 100 ¢t. 
insulation, tinned copper shield and chrome plastic jacket. *Rubber 8401 -200” |214 Ibs. 
insulation and black rubber jacket. Lengths under 100 ft. available |3410+* 245" 4 Ibs. 
only in spool sizes listed below. 8411 -144” |1% Ibs. 


60 ft. Spool 100 ft. Spool Over 100 ft. 
Type No. NET No. NET No. NET No. NET No. Per 100’ 
8401 |47 T 561| .85147 T 562] 1.18147 T 563| 2.30/47 T 560| 4.21/47 W564 4.21 
8410*/47 T 447| 1.32147 T 448| 2.06]47 T 449| 3.82/47 T 446) 7.20 47 W444) 7.20 
8411 [47 T 601) .70147 T 602] .99147 T 603| 1.71147 T 600| 3.09 47 W604) 3.09 


Mfr's 16 ft. Spool 26 ft. Spooi 


TWO-CONDUCTOR—FOR LOW-IMPEDANCE MIKES 


Shielded cable. 8422 is No. 22 stranded (16x34) tinned copper, poly- 
ethylene insulation, chrome plastic jacket. 8412 is No. 20 stranded 
(26x34) cotton wrap, rubber ins., black rubber jacket. 8428 is heavy- 
duty studio cable, No. 18 stranded (41x34) , cotton wrap, black neoprene 
jacket. 8413 and 8420 are miniature cable, No. 24 stranded (45x40) 
tinned cadmium bronze. 8413 has rubber ins. and black rubber jacket. 
8420 has polyethylene ins. and chrome-vinyl jacket. Lengths under 
100 ft. available only in spool sizes below. 


Mfr’s|__15 ft. Spool 26 ft. Spool 60 ft. Spool Over 100 ft. 
Type No, NET No. NET No NET No. NET No. 


. Per 100’ 
8428/47 T 465/ 1.71147 T 466] 2.79147 1 467| 5.29|47 1 454|10.29|47 W468| 10.29 
8412147 T 457) 1.50147 T 458] 2.30|47 T 459| 4:21|47 T 453| 8.08/47 W464| 8.08 
8422/47 T 451! 1.13]47 T 452) 1.71147 T 455] 3.18147 T 450| 5 
8413/47 T 642] 1.91147 T 643) 2.89]47 T 644| 5.29147 T 645|10 
8420/47 T 6311 1.47147 T 632) 2.20147 T 633| 4.07147 T 634| 7 


MULTIPLE-CONDUCTOR MIKE AND POWER CABLE 


For microphone and interconnecting power cable requirements. No. 20 
stranded (26x34), tinned copper conductor, and color-coded conduc- 
tors. Types 8423, 8424, 8425, 8426, 8427, and 8418 have cotton wrap, 
rubber insulation, rayon braid, tinned cea braid shield, and black 
Trubber outer jacket. Types 8403 and 8404 have polyethylene 
insulation, rayon, tinned copper braid shield, and chrome vinyl] plastic 
jacket. Types 8403, 8404, 8423, and 8424 for all low-impedance mikes; 
all others for general interconnecting power cable uses. Lengths under 
100 ft. available only in spool sizes listed below. 


Type Gonz |Mmt) 16 tt. Spoot | 60 ¢t. Spool | 100 ft. Spool | Over 100 ft. 

o. tors | foot No. NET No. NET No. NET No. Per 100’ 
8423 | 3 | 85 |47 1 461 | 1.76|47 1 462 | 4.70/47 1 460| 9.11/47 W 463| 9.11 
8403 | 3 | 45 |477554| |:42147 T 555 | 3.53/47 T557| 6:61|47 W558| 6.61 
8404) 4 | 45 [477559 | 1:47147 1565 | 3:97|47 T 566| 7.50147 W567| 7.50 
8424) _4 | 95 |47 7471 | 1.91/47 1472 | 5:54]47 T 470|10:39]47 W473| 10/39 
8425 | 5 | 80 /47 7 481 | 2.20/47 1 482 | 6.57/47 T 480|12.94|47 W 483| 12.94 
8426| 6 | 78 |477 491 | 2.65147 T 492 | 8:04|47 T 490|15.43|47 W493| 15.43 
8427 | 7 | 75 |47 1507 | 2.89147 T 508 | 8.67147 T 510|16.90|47 W509| 16.90 
8418 | 8 | 75 148 7834 | 2.89148 T 835 | 8.52148 T 836117.64148 W837] 17.64 


UNSHIELDED TWO-CONDUCTOR WEATHERPROOF CABLE 


For intercoms, speaker extensions, etc. 8205 is No. 20 stranded (10x30), 
Vinyl plastic insulation, chrome vinyl jacket; 8204 is No. 18 (16x30); 8205 | .19 [4 Ibs. | 


rubber insulation, white cotton braid. Only in lengths shown. 8204 | .220° Ibs. 
26 ft. Spool 100 ft. Spool Over 100 ft. 
Type Stock No. NET Stock No. NET Stock No. | PER 100° 
$205 47 T 861 Bl 47 T 860 2.45 47 W 862 2.45 
$204 47 T 640 1.25 47 T 639 3.67 47 W 641 3.67 _ 


2-CONDUCTOR RUBBER SERVICE CORDS 


‘Two-conductor stranded bare copper wire with cotton fillers. Highly flexible. Rubber insulation is 
VQ" on type SJ, and 44” on SV. All are color-coded for easy identification. 8452 and 8478 are No. 18 
stranded (41x34). 8472, No. 16 stranded (65x34). *Indicates type SV, tindicates SJ. U.L. Ap- 
Proved. Lengths under 100 feet available only in spool sizes listed below. 


25 ft. Spool 60 ft. Spool 100 ft. Spool Over 100 ft. L 


Mfr's zs bs., 
Type|°: +|— No. NET No. NET No. NET No. Per 100’|100 ft, 
8452*) .245"147 T 411| 1.47 |47 T 412| 2.45 |47 T 410! 4.38 [47 w a13| 4.38 | 4 
8478f| .2997147 T 401| |.62 |47 T 402| 2:89 [47 T 400| 5.29 [47 W 404) 5.29 | 5% 
84721| .325"147 T 406] 1.86 147 T 407| 3.67 147 T 403! 7.01 J47 W408] 7.01 | 6% 


MULTIPLE-CONDUCTOR WIRE 


Excellent for 3, 4, and 5-conductor wire extension speakers, public address Type | O.D. 
systems, test equipment, remote control circuits, press-to-talk intercom circuits, “R453 | 268" 
etc. Uniform quality. Tinned-copper, flexible strands; cotton wrap; rubber insula- 8454 | “268” 
tion; color-coded conductors; black rubber jacket. Av. shpg. wt., per 100-ft. spool, 8455 | ‘2807 
5% lbs, Lengths under 100 ft. available only in spool sizes listed below. |_°#» | -45l 


Mfr's 15 ft. Spool _{ 60 ft. Spool | 100 ft. Spool Over 100 ft. 
Type Cona.| Wire Size| Wo. |NET| No. |NET| No. |NET| No. | Per 100’ 
8453 | 3 | 18 (41x34)|47 T 421| 1.18|47 T 422| 3.09]47 1 420| 5.88|47 W423| 5.88 
8454) 4 | 18 (41x34)|47 T 431| 1.42/47 T 432| 3.67147 T 430| 7.06]47 W433| 7:06 


8455 5 |3-20(26x34) 
2-18(41x34)|47 T 441] 1.47147 T 442 


3.97147 T 440| 7.50147 W443! 7.50 


SHIELDED PA AND SOUND SYSTEM CABLE 


© For long runs in speaker installations. 8208 and 8209 are 2-cond. 8206, 1- 

cond.; 8735, 3-cond.All have No. 18 stranded copper conductor(except 8735), 
cotton or paper wrap, rubber insulation (except 8735), and copper braid shield. 8735 is No. 22 
stranded (7x30) and has plastic insulation. 8209 in weatherproof cotton outer jacket; 8208, 8735 
Plastic; 8206 in copper braid. Lengths under 100 ft. available only in spool sizes below. 


Mfr's’ o.D 16 ft. Spool 50 ft. Spool 100 ft. Spool Over 100 ft. Lbs., 
Type" No. j NET No. | NET No NET No Per 100’/100 ft. 
8206 | .1567147 T 831| .73 147 T 832) 1.99 147 T 830, 3.53 |47 W 833) 3.53 2 
8208 | .270"147 T 852| 1.15 47 T 853) 3.18 147 T 851| 5.83 [47 W 854| 5.83 4 
8209 | .258"147 T 847| 1.15 |47 T 848) 3.18 147 T 850] 5.83 |47 W 849| 5.83 4 
8735 | 199148 T872) .85 148 T 873 2.25 |48 T 876] 4.21 148 W 874| 4:21 3 


194 : Depend on Allied for Your Cable and Wire Needs 


JUKE BOX CABLE 


Mfr's 
Type oo. 
8783 |.250" 


8780 [ait 

8 21 
High-quality speaker 

and contro] cable for all peal SS 
juke box applications, All 

have vinyl-plastic inner insulation; ch 
vinyl! plastic outer jacket. For use as juke 
control cable. 8783 is 3-cond. color-coded. 
No, 20 (10x30), 2—No. 16 (26x30). Type 
oval is 5-cond. color-coded, No. 22 stra 
(7x30) tinned copper with copper braid s 
over 3 conductors, twisted pair unshie 
8786 oval is 6-cond. color-coded, 2—Ne 
(7x30), 4—No. 24 (7x32) tinned copper 
shield over 4 conductors; twisted ii 
shielded. 8787 is 10-cond. color coded, aa 
4—No. 24 (7x32) tinned copper braid 
over 4conductors, 2—No. 22 (7x30) unshie 


Stock Mfr's| Wt., | NET N 
No. Type |100 ft.|Per ft.| Per 16 


48 W 867 | 8783 | 4 Ibs. SY¢| 4.4 
6¢ 5.1 


48 W 869 | 8785 | 4 lbs. 
48 W 864 | 8786 | 4 lbs. 7¢ : 
48 W 827 | 8787 | 7 lbs. | 23¢ 18. 


TYPE 8782 JUKE BOX SPEAKER CA’ 


Has 2 parallel cond 
of No. 24 stranded (7 
copper wire, one 

other tinned. Web 
vinyl plastic insult 
enclosed by outer j 
of chrome viny) plastic. .058x.115” O.D. 
wt., 100 ft., 10 oz. Only in lengths sh 


DUPLEX LIGHTING CABLE 


Weatherproof 2-condua 
——- stranded copper wire. © 

jacket is chrome vinyl pl. 
1 brown and 1 red conductor parallel in 
oval sheathing. 8677 is No. ie AWG (19 
O.D., .164"x.276". 8675 is No. 14 AWG (19 
O.D., .189°x.326". 8673 is No. 12 AWG (19 
O.D., .214°x.384", Av. wt., 100 ft., 5 Ibs, 


Stock No. Per ft. |Per 100 
47 W405 6%e¢ Ae 


47 W415 8¢ 76 
47 W 425 l2¢ 9.55 


TYPE 8885 SHIELDED GRID WIRE 
SE CR ee 


No. 20 single stranded (10x30) tinned cop 
.015” rubber insulation. Cellulose acetate ¥ 
braid, fungus-resistant lacquer coating, tit 
copper braid shield. Break-down voltage, 
volts. O.D., 117”. Shpg. wt., 100 ft., 1% _ 
Only in lengths shown. = 
47 1791. 16-ft. Spool. NET..........6 — 
47 T 792. 

47 T 790, 
47W 


Type 
8677 
8675 
8673 


moma 
Oo 


co. 0000 


PHONO PICKUP ARM CABLE 


Type 8430. Feat 
exceptional flexibj 
No, 32 stranded (7. 
copper conductor. Vj 
insulated. Red 
black twisted p 
O.D., .050". Only in lengths shown. 


47 T 614. 10-ft. Spool. Wt.,40z. NET No 
47 T 615. 25-ft. Spool. Wt.,50z. NET. 6 =w 
47 T 616. 260-ft.Spool. Wt., 80z. NET .4. 2 W 
Type 8431. No. 24 stranded (16x36) tins “2 Ww 
copper, rubber covered, tinned copper sh = w 
brown cotton. Single conductor. Extrem = .W 
flexible. O.D., .095”. Wt., 100 ft., 1 1b. Only = WwW 


lengths shown. 


3 
3 


Type 8429. For stereo heads. Extremely li 
and flexible. Two No. 32 stranded (7x40) a 
Per conductors. Vinyl insulated. Tinned shie 
Red and black twisted pair. O.D., .057”. © 
in lengths shown. 


47 T 636. 10-ft. Spool. Wt., 20z. NET O 
47 T 637. 25-ft. Spool. Wt., 50z. NET [| 
47 T 638. 260-ft. Spool. Wt.,140z, NET 7. 


Type 8419. New, for stereo. As above, 
three conductor. O.D., .0637. 
47 T 647. 10-ft. Spool. Wt., 3 oz. NET 


47 T 648. 25-ft. Spool. Wt., 6 0z. NET | 
47 T 649, 250-ft. Spool. Wt.,130z. NET §& 


> 


_ Belden Wire and Cable 


VINYL-COVERED PLASTIC-INSULATED CABLE 


Mfr's D Wt., For permanent installation of speakers, control and 
Type O.D. | 100 ft. intercom circuits, and other applications requiring 
4 4 *8443 150" > Ibs. highly durable, lightweight cable. Conductors are 
= insulation. 3 *8444 168” | 21% lbs tinned copper, flexible, stranded wire, with color- 
g.: 1 tinne , . *8445 “130” | 2% Ibs. coded, plastic insulation; chrome vinyl plastic 
=; shield, 2 unshielded. Chrome vinyl +8440 | _222" 4 ibs.| jacket overall. *All conductors are No. 22 stranded 
il. 0.194” O.D. Shpg. wt., $8447 346" | 4% Ibs. (7x30). {Have two conductors of No. 18 stranded (16x30) ; the others 

k z ‘| are No. 22 stranded. Cables are waterproof, oil-resistant, weather- 


4-CONDUCTOR INTERCOM CABLE 


$734. No. 22 
, strande 
ec (7x30) with 


FOOT...... 48448 | .251” | 4% Ibs.) resistant, tear-resistant, lightweight, and easily stripped. Lengths 
ulation; *. or more, PER 100 FT... EE ge a Sr Ribas 202. 5 lbs-| Under 100 ft. available only in spool sizes listed below. 
8763. Same as Type 8734 except 2 con- 
¥ peniclaee ae 1 conductor unshielded. arc 15 ft. Spool 25 ft. Spool 100 ft. Spool Over 100 ft. 
100 ft., 34% Ibs. re NET | Stock | NET Stock | NET | Stock NET 
R40 PER FOOT..-..--e eer 5c | Type | Cond-| Steck toc oc 
+. or more. PER 100 | i 4.36 No- EACH EACH No. EACH No. Per 100" 
8732. No. 22 tinned, stranded copper Sri A a bes bal 303 Be 
‘® with polyethylene insulation. 4 con- *8445 5 5-03 la7 W382 $163 
ers: 1 pair tinned copper braid shield, 1 5 pee 4 Ee. CE ta = ee 
“nshielded. Chrome vinyl plastic jacket. +8446 6 4 5.29 147 W 312 5.29) 
-188”x.296" O.D. Wt., 100 ft., 3 lbs. p-4 +8447 7 4 6.03 |47 W 322 6.03 
w 397. PER FOOT......... iat: Voc +8448 3 4 6.27 |47 W 332| 6.27 
ft. or more, PER 100 FT...-..---- 4.41 78449 9 4 . Seis 7:01 147 W 342|_ 7.01 
SHIELDED P.A. AND SOUND SYSTEM CABLE L-COVERED CABLE 
Sety of gauges, insulations, shieldings and - For intercom and telephone wiring. No. 22 solid 
“eets for public address and intercom use: ee tinned copper; color-coded vinyl plastic insulation. 
eavetinned copper conductorsexcept 8799, — ~~ Conductors are cabled in twisted pairs; chrome vinyl plastic overall. 
Provide a quiet circuit, free from crosstalk. Vinyl plastic insulation for 


high dielectric strength and the best physical properties such as free 


seled copper. *Indicates polyethylene in- 
ve lar’ 
stripping, small diameter and tear resistance. 


sed conductors, aluminum Mylar 


Bopedshicld, stranded tinned ope era # Saniae to idea 
~ #Chrome vinyl jacket. piral-wrappe tinned, shield. rai 7 * 7 
tranded | 4 shield as jacket. {Vinyl insulated conductors. 8432 has rubber oe we eae rs| O-0- ee tk ot rae 100 en To" 
re, one Sated conductors with cotton braid. 8799 has cotton wrap, braid. No. si 5 — 
ned. W “eranded conductors: 8761, 8771 (7x30). No. 20 stranded: 8432 (10x 48 W 890 | 8740 2 150” 1% 2¢ 1.76 
tic insu! ~ 8762, 8772 (7x28). No. 18 stranded: 8760, 8770 (16x30) ; 8789, 8790, 48 W 891 | 8741 4 201" 2% 3 4¢ 2.89 
y, cuter (7x36). No. 18 solid: 8799. No. 16 stranded: 8779, 8780 (19x29). a be 78 hag : ty $4 as ae 
ngths s Stock Mfr’s Lbs., PER 100 Ft. 48 W 893 | 8743 12 305” 434 7¢ 5:88 
aths s Ne. Wine |Cond.| 0-0. | 100 ft. | FOOT For | 48 we94| 8744 |__18 35a" | 6% | 9h 7.94 
w 804 | 8432t 2 225° 3% 7y¥¢ | 8-27 48 W 898 | 8753 22 384” | 8 3 10.73 
W753 | 8700*# 2 .222" 3 5¢ 3.79 49 W 845 8754 26 409” | 11 13¢ 12.15 
W 754 | 8761*# 2 167” 1% 3¢ 2.47 48 W 895 | 8745 30 420" 10 16¢ 13.67 
w 809 | 8762*# 2 184 3 4¢__|_ 3-38 49 W 846 | 8755 38 480” | 15 23¢ 19.11 
W755 | 8770*# 3 236” 3% 6¢ 4.63 49 W 847 | 8756 46 510” 17% 28¢ 22.78 
w 756 | 8771*# 3 175” 2 3Y%e¢ 2.94 48 W 896 | 8746 54 550” 17 30¢ 24.99 
W 757 | 8772*# 3 -200” 3 4c 3.67 48 W776 | 8751 102 745” | 33 94¢ 80.85 
w ei4 | 8779tt 2 e225" 4% 6¢ 5.14 
Wels | 8730t#8) 2 266" ~+| 5 7¢ 5.59 2-CONDUCTOR SHIELDED INTERCOM CABLE 
w 865 | 87891t 2 .205” 3 5¢ 4.21 All have vinyl plastic insulation, jackets; 
w 803 8700188 2 231" 4 S¢ 4.36 except $738, 8758 have copper braid 
w 804 | 8791T? 3 236" 4% 6¢ 5.29 jackets. Tinned conductors. *Tinned cop- 
w 885 | 8799t 2 165 3 Gr sh 4.41 per spital-wrapped shield. er 50) cod- : 
ing. is No. stranded (7x30); 8758, 8759 are No. 20 stranded 
UNSHIELDED P.A. AND SOUND SYSTEM CABLE ing, 873116 NG s9 are No. 22 solid. e 
Ber PA, ee Fae speaker Cp ety cng bie oe etc. ae orga Sask Mites ae SER 100 oF more 
oem resistance ant precision cal ing assure ow-noise circuits free from “3 ° 
Sess-talk. Vinyl insulated conductors, untinned except §, t. All have a Se __ Type ee 100 ft. FOOT PER 100’ - 
‘eter jackets of chrome vinyl plastic except 481, 8482, 8483, 8460 and 48 W 877 8737*_ 7170” Came Vp Vo ae ee 3.53 
$270 which are twisted lead types. *Solid copper conductors. + Stranded 48 W 882 8738 130” 2 3¢ 2.50 
9x26), § stranded (19x29). e svt 48 W 801 8758 165” 2% 3%et 2.94 
Stock | Mfr's Wire o.D Lbs., | PER | 100 Ft. 48 W 802 8759* By AE 2%, S¢ 3.67 
: No. | Type| Cond: |_ Size -D. | 100 ft. |FOOT| For 48 W883 | 8739* 160” 2% 3i¢ 2:89 
Be W 758) 8481* 2 22 12” 1 1Y¢| 1.25 
med Gia 48 w g78 8482 2 19 115" 1% 2e 1.56 TYPE 8434 STRAIN GAUGE CABLE 
ac Z 23 879 : % 4 ¢ . Small-diameter, light weight cable for mike, power sup- 
anuge te 22 W 805| 8486*| 2 19 -162” 2 2'4¢| 2.06 ply cables, etc. Each No. 25 (7x33) Sond eer hag’ wee 
voltage, 23 W 806| 8487*)__ 3 19 -180! 2% _| 3¢ 2.60 Copperweld strands for improved tensile strength, poly- ~ 
) ft., 1% BS W 816) 8400+ 2 18 175” 1 3¢ 2.20 ethylene insulation for consistent low capacitance. Inner pair under 
28 .W 817| 8461 2 18 226" 3 4¢ 3.09 aluminum-* Mylar” shield, with outer pair and ground wire under an- 
* 43 W 818)| 8470 2 16 195” 2% | 3Y¢| 2.79 ether overall aluminum-" Mylar” shield, chrome vinyl jacket. O.D., 169”. 
a8 W619) 34718) _? io | Age | 2% | Sel 3:92 | Sing Bos Ner"pek FT...5%¢ 100’ or More, PER 100'-- 4:98 
ie “es or More <0 oe 
2-CONDUCTOR BROADCAST AUDIO CABLE ” ? 
ABC type $436 has Celanese wrap, braid. CBS a 
cypes 8: , 8441 have vinyl insulated conduc- TYPE 8868 CATHODE RAY TUBE CABLE 
sors. Standard type 8440 has enameled, cotton High dielectric strength, corona resistance and 
rapped, braided conductors. Miniature cables minimum surface leakage. No, 22 (7x30) tinned@ 
#450, 8451 have polypropylene insulated con- copper; polyethylene insulated with red vinyl 
jacket. .065” insulation; 25,000 v- working, 50,000 v. breakdown test* 


ductors, spiral-wrapped aluminum-‘‘Mylar’”’ 
shield. Others have spiral-wrapped tinned 
shield except *braided tinned shield. All have tinned dri 


slack vinyl jacket except tchrome vinyl jacket. All No. 22 AWG con- 


O.D. .150”. Shpg. wt., 100 ft., 13% lbs. 
Oe ay. SBE, Spool, NET. c...-+r--5-eecers > es one 736 
47 T 896, 100-ft. Spool. NET. .....-6¢.s. 00020507 Sse 


dactors. 
Stock Mfr's |Strand- Lbs. PER | 100 Ft. GH-! 
he Rees van on D. | 5b %.| Foor us RG HIGH-FREQUENCY CABLE 
48 W 859 | 8436 | Solid .180” 2 Sve 4.65 
48 W 886 | 8437* | Solid .200” 3% 4%¢ 3.77 iexih 
48 W 889 | 3440 | 16x34 185” 3 5Ae 4.51 Oe 
49 W 841 |: 8441* | Solid :210” 3 EAs 4.41 Ron OE 
49 W 373 | 3450 | Solid 118” 1% 3¢ 2.20 
49 W 374 | 8451_| 7x30 135 1% Bie 2.94 eer G-9/U are medium-s 
COPPER BRAID SHIELDING AND BONDING CABLE 11/Uis medium-sized? 
10 ; Flexible, braided a is ideal for radio-freque: 
eee ype 1D. _|Stranding tinned copper for shicld- z nee etc. *Solid Coppers* ot 
‘ 5500 eo est ing conductors, avid So ca = oan SMT 
S cables. Useful for form- F toc frs Lbs. |PER|100 Ft. 
ado) ashe $603 oe 160x34 ing EVI-proot, metal-to-metal bonding. No. Re. |Type|!mp-|Mmft/Ft/O. D-} 100 ft. | FT. |For 
¢ fe x rai in tubular form for easy s ip-on ] 
ned shield. $669 {> | 36x34 installation over wiring. Av. shpg, Wi» 49 ae. Pe Re sae ae? ie Cea 
- Only 3662 23/0" 576x34 per 50 ft., 1% Ibs. Lengths under 50 ft. 49 W 892|8A/U |8267 | 50 28.5 “408”| 113% | 18¢ 15.14 
g002_| “7/2 _i_°— _ available only in 10 ft, spools. 47 W 512|9/U__|8242 | 51 30.0 | .420"| 1334 | 34¢ | 29.40 
Mfr’s 10 ft. Spool 50 ft. Spool 100 ft. or more 47 W 513\11/U 8238 75 20.5 “405"| 41 T3¢ | 10.98 
Type | Stock No. ) NET | Stock No. NET | Stock No. \Per 100’ | 49 W 893|114/0 $261 | 75 ; 20.5 | .405"| 10 17¢ | 14.26 
36000 | 49 T 351 | -50 | 497 350 | 1.47 | 49 W a52i\" 23 47 W 516\58/0_|8240*) 53.5] 285 | 193%) 3% BYs¢| 4.85 
3668 | 497356 | .68 | 497395 5°63 | 49 W357 2:69 | Az.W.517|58A/U8259 | 30° | 28.5 _| 195%) $26) see ee 
$661 | 49 T 361 “67 | 49 T 360 | 2.30 | 49 W 362 412 | 49 W 895|58C/U|8262 | 50 28.5 | .195"| 3 7¢ | 5.88 
3669 | 497366 | 1.18 | 49 T 365 5139 | 49 W 367 9:76 | 47 W 552|59/U_ |8241*) 73 21 240°] 414 gat 5.68 
3062 | 497 381 | 1:55 | 49 7380 | 6-31 49 W382 | 13.52 | 49 W 896|59B/U 8263 | 75 20.5 |.242"| 4 6.61 — 
sec3. - 149 T8421 .59 149 T 843 | 1.86 49 W 844 3°23 | 47 w 518|62/U_|8254*| 93 13.5 | .238"| 4 7 6.03 


~ 
Oo 
On 


Allied Radio Corporation, 100 N. Western Ave., Chicage 80, Illinois 


Belden Cable and Wire 


TYPE MIL-W-76A SRIR THERMOPLASTIC HOOK-UP WIRE 


A general-purpose, heavy-duty, thermoplastic- 
insulated ok-up wire for critical electronic 
applications. Insulation is rated at 1000 volts 
rms. Made to conform to stringent government 
specifications. Features extremely high dielec- 
tric strength, excellent stability at high temper- 
atures and extremely low moisture absorption. 
Has high flame and fungi resistance. Vinyl 
thermoplastic insulation (.017” thick) is virtu- 
ally impervious to damage from solvents. All 
are tinned copper conductors. Available in: 
black, brown, red, orange, yellow, green, 
blue, violet, gray and white (except 8520 
and 8527, not available in violet or gray). Specify choice. Av. shpg. 
wt. 25-ft. spool, 6 oz.; 100-ft. spool, 1 Ib.; 1000-ft. spool, 5% Ibs. 


.25-FOOT SPOOLS—SPECIFY COLOR 


j Stock No. | Mfr's Type | Size| Strands | O. D. NET EACH 
47 TT 214 8530 22 Solid .059” 35¢ 
M7 11 215 8524 22 7x30 .064” 38¢ 
47 TT 216 8529 20 Solid -066” 43¢ 
47 TT 217 8523 20 10x30 072” 47¢ 
47 TT 109 8522 18 16x30 -081" 47¢ 
100 AND 1000-FOOT SPOOLS—SPECIFY COLOR 

Mfr's 100’ SPOOL 1000’ SPOOL 
Type Size|Strands| O. D. No. EACH No. EACH 

8530 | 22 Solid -059" |47 TT 218) .73 | 47 TT 222 4.41 
8524 | 22} 7x30 064” 147 TT 219] .91 | 47 TT 223 5.73 
8529 | 20 Solid 066" |47 TT 220) .94 | 47 TT 224 5.29 
18523 | 20 | 10x30 | .072" |47 TT 221| 1.03 | 47 TT 225 | 7.01 
$522 | 18 | 16x30 081" 147 TT (10) 1.21 | 47 TT 111 8.92 
8528 | 18] Solid 074" |47 TT 112) 1.13 [47 TT 113 | 7.35 
8521 | 16 | 19x29 0967 147 TT 114) 1.55 |} 47 TT 1151) 11.61 
8520 | 14 | 19x27 111% 147 TT 116) 1.96 | 47 TT 117 | 15.83 
8527 | 12 | 19x25 | .130" |47 TT 118! 2.62 147 TT 119 | 22.34 


ASSORTED WIRE KITS 


Type 8822. Contains ten 25-ft. spools of Type 
8529 hook-up wire and a convenient dispenser 
rack, Colors: black, blue, green, red, white, 
yellow, orange, brown, gray, and violet. Shpg. 
wt., 2% lbs. 

OTT caes NET. os. seve stare eee 4.31 


Type 8824. Contains eight 25-ft. spools of 
Type 8523 hook-up wire and a dispenser rack, 
Colors: black, blue, green, red, white, yellow, 
orange, brown. Shpg. wt., 2% Ibs. 

MTT 227, (NEV thas vite «a Be To 


POPULAR ANTENNA WIRE 


High conductivity copper antenna wire. Ideal for 
all receiving and transmitting antenna requirements. 
Maximum tensile strength assures minimum stretch. 
*Formvar insulation protects wire from corrosion. 
Av. shpg. wt., per 100-ft. coil, 1 lb. Supplied only in 
spool lengths shown below. 


STRANDED BARE COPPER 
Type 8000—7x22 Type 8002—7x24 


Stock No. Spool NET Stock No. Spool NET 
47 T 680 50 ft. 88 | 47 T 654 50 ft. -67 
aeaeee | sos | 18 | ae ee2 | aca | 8s 
4 t. « t. ’ 
43 T 683 | 1,000 ft. 14.36 47 T 657 | 1,000 ft. 9.55 


SOLID *FORMAR-INSULATED COPPER 
Type 8008 No. 12 Type 8009 No. 14 


47 T 670 100 ft. 2.50 47 T 740 100it. | 1.70 
47 T 735 | 200 ft. 436 | 47 1 742 | 200 ft. | 3:23 
47 T 736 500 ft. 10.68 47 T 741 500 ft 7.20 


INDOOR AERIAL WIRE $ 


Type 8014. Extra flexible. No. 25 stranded (13x36), tinned copper con- 
uctor, with chrome vinyl plastic insulation. O.D., .044”. Shpg. wts.: 
25-ft. spool, 2 oz.; 500-ft. spool, 2 Ibs. 


47 T 930, 25-ft. spool. NET3/C. 47 T 933, 500-ft. spool. NET 2.65 


NYLCLAD HEAVY MAGNET WIRE 


Type HNC. This heavy-duty Nylclad copper magnet 
wire combines the most desirable features of Formvyar 
wire with the toughness and solvent resistance of nylon 
enamel. Unexcelled for difficult and exacting windings 
of any type. Outstanding features: Withstands winding 
abuse and forming operations; resists solvent action of 
all types of thinners; resists softening and brittleness at 
extreme temperatures; infinite moisture resistance. 


"Y Ib. Spool 1 Ib. Spool 

Stock No,| Size Feet Stock No.| Size | Feet | NET 
487036) i+ 487T086| i4 80] 1.15 
48 T 037 16 48 T 087 16 126 1.15 
487038] 18 48T08s| 18 199 | 1.18 
48 T039 20 48 T089 20 315 1.22 
48 T 040 22 48 T 090 22 501 1.28 
ooo eee 24 48 T0091 24 793.) 1.35 
48T042/ 26 487092! 26 1260 | 1.49 
48T043/ 28 487T093| 28 1990 | 1.62 
me T 044 30 48 T094 39 3140 | 1.81 
Pui T045 32 48 T095 32 4880 | 1.99 
487T046| 34 48T096} 34 7860 | 2.28 
487T047| 36 48T097) 36 12400 | 2.86 
48T048/ 38 487098; 38 19400 | 3.61 
48 T049 5.37 
196 


Your Satisfaction Is Guaranteed When You Buy at Allied 


HIGH-TEMPERATURE THERMOPLASTIC HOOK-UP WIRE 


Type B Mil-W-16878-C. For general use in tempere 18 sti 


tures of up to 212 degrees F. and with voltages up ei cond 
}, 600 volts rms. Vinyl thermoplastic insulation (.010% has _v 
resists damage from solvents. Conductors are stranded 100 ft. 


tinned copper. Supplied on durable spools for most lable 
convenient storage and use. A color designation such as 
“‘wh/black” indicates white body color and black strip- 
> @ ing. Available in 9 colors: wh/black, wh/brown, 
a) wh/red, wh/orange, wh/yellow, wh/green, wh 
blue, wh/violet, wh/gray. Av. shpg. wt.: 100-ft 
arp Y lb.; 1000-ft. spool, 4% lbs. Available only in lengths shows 
low. 


100 AND 1000-FOOT SPOOLS—SPECIFY COLOR 


Mfr's 100’ Spool 1000’ Spool 

Ty pe|>'z0)Strands| 0.D. No. |EACH No. |EACH 
8501 | 18 | 7x26 | 008" |47 TT 260| 1.47 |47 TT 264| 11.12 
8502 | 20| 7x28 | ‘058° \47 TT 261| 1.29 |47 TT 265| 9.51 
8503 | 22 | 7x30 | ‘050° |47 TT 262| 1:25 47 TT 266| 8182 
8504 | 24 | 7x32 | 1044" la7 TT 263] 1:21 147 TT 2671 7.98 


CELLULOSE ACETATE HOOK-UP WIRE 


Single, tinned copper conductor, with heavy cellulose 
} acetate yarn wrap and cellulose yarn braid. Ideal for 

> ) m | RF circuits where low-loss properties are required. Has 
j | fungus and flame resistant lacquer coating. 1000 v. AC 


breakdown voltage. DC insulation resistance is 208 
eS }) megs/ft. Type 8943 is 10x30, type 8947 is 16x30, type 
. = 8942 is 26x30, type 8938 is 41x30. Type 8941 has .072" 
~<A O.D., Type 8943 has .076” O.D., Type 8945 has .080" 
O.L Type 8947 has .087" O.D., Type 8942 has .099" 

O.D., Type 8938 has .115” O.D. Av. shpg. wt. per 100 ft.: no. 20, Yy Ib. 
no. 18, % Ib.; no. 16, 1 Ib.; no. 14, 1% Ib. Only in lengths shown, 


TYPE 8941—20 SOLID 


Spool Red Biack | Blue | Green | Yellow |EACH 
25 Ft. |48 T 331/48 T 330/48 T 332/48 T 333/48 T 334 62 
100 Bt. |47 T 920/47 T 921|47 T 922/47 T 923/47 T 924 9 

1000 Ft. 148 T 351|48 T 350 48 T 352/48 T 353/48 T354| | 


TYPE 8943—20 STRANDED 


25 Ft. |48 T 361/48 T 360/48 T 362/40 1363/48 T 364) 62 
100 Ft. | 47 T 340/47 T 941 a7 19 343/47 T9 3/47 T 944 1) 
1000 Ft. [22 T 381/48 T 380/40 T 365/40 T S03|40 T 304) 1808 
TYPE 8945—18 SOLID TYPE 8947—18 STRANDED 
47 T 900. Red. 47 T 910. Red 
47 T 901: Black. sea bE, Spools af 19 9: Bed.) 100-Ft, Spools 
. Blue. NET 4 912. Blue. NET 
47 T 903. Green. | — is 47T913.G 
47 7 303- Greea. feacH 1.70 457 Sia: Sim, PEACH 1.84 
TYPE 8942—16 STRANDED TYPE 8938—14 STRANDED 
47 T 916. Black. ( 100-Ft. Spools 100-Ft. Spools 
47T 917. Red. (NET 47 T 935. Red. {Wer 
477918. Green. ) EACH 2.16 | 47 T 936. Black. | EACH 2.89 


ASSORTED WIRE KITS 


Type 8818. Handy kit contains eight 25-ft. 
spools of Type 8941 solid hook-up and lead wire 
in colors. With convenient dispenser. Colors 
black, blue, green, red, white, yellow, orange, 
and brown. Shpg. wt., 2 Ibs. 
AT tudes NER Micke ants 4.94 


Type 8820, Contains eight 25-ft. spools of Type 
8943 stranded hook-up wire and dispenser 
Same colors as above. Wt., 2 Iba. 


47 T 229. N 


Rubber-covered lead designed for use with test 
equipment where a limp, flexible conductor is 
necessary. Made to withstand extremely high 
voltages. No. 18 conductor is 65x36 stranded tinned copper with cotton 
wrapping. Type 8898 has .230” O.D. and .088” rubber insulation. 10,000 
v. working voltage, 29,000 v. puncture voltage. Type 8899 has .144* 
O.D. and .045” rubber insulation. 5000 v. working voltage, 20,000 v. 
puncture voltage. Shpg. wt. per 100 ft.: 8898, 4 Ibs.; 8899, 2 Ibs. Lengths 
under 100 ft. are available only in 10 and 25-ft. spools. 


TYPE 8898 TYPE 8899 

Stock No.| Color | Length Ea. |StockNo.| Color | Length Ea. 
47T 8I1| Red 10ft.spool] .71J/48T 911] Red 10 ft.spool| .47 
47 T 801| Black | 10ft.spool] .71]48T901| Black] 10ft.spool| .47 
47 T 812| Red 25 ft.spool]1.25}48 T912] Red 25 ft.spool| .8} 
47 T 802) Black | 25 ft.spool||.25]48 T 902] Black | 25 ft.spool] .8! 
47 T 810) Red /100ft.spool|/3.53]/48 T910| Red _ /100 ft. spool}2.35 
47 T 800) Black (100 ft. spool)/3.53/48 T 900] Black |100 ft. spool]/2,35 
47 W813) Red {Ozer 100’, 3.53) 48W913| Red {Over 100’ 

47 W803) Black \ PER 100’ |3-53148 W903| Black \PER 100’ |2-35 


LITZ WIRE 
ee, EES ee Type 8817. 5x44 stranded copper Cel- 


enamel insulated with one nylon wrap. 

Specifically made for rewinding antenna primaries, hand-winding RF 

coils, IF coils,and similar radio frequency applications. Outside diameter: 
.008”. 100-ft. spool. Shpg. wt., 2 oz. 

MOE DO INTO 1 cos gees mittens... Set ethno Gas 29¢ 

RUBBER-COVERED LEAD-IN 
(7x27), with .040” live rubber insulation. Overall diameter, 
126”. Av. shpg. wt., 100-ft. spool, 1 Ibs. 


Type 8200. Flexible No. 18 tinned copper wire, stranded 
44 Ibs. 
477746. 500-ft. Spool NET 6.32. 47 T 745. 100-ft. Spool. NET 1.62 


POSJ AND POT TYPE LAMP CORD 


8 stranded copper wire. POSJ has 


conductors and heavy rubber jacket. 
s vinyl insulation. Shpg. wt., 3 lbs. 
ft. Lengths under 100 feet are 
‘e only in 25-ft. coil. 


wf 36 ft. Coll | 100 ft. Coil Over 100 ft. 

olor |= No.) NET |Stk. No. | NET| Stk. No. /PER 100° 
Brown |48 7 761| 73¢ 3.70\48 W763| 2-70 
Black |487771| 73¢ 50148 W773| 2-20 
Gray \48 7781) 73¢ ecolae W 783\ 2-70 
Brown 65| 63¢ $23 l48 w 760, 2.33 
White 768| 63¢ $:33\48 W767| 2.33 
Gray 784\ 63¢ 2-33\48 W786 2.33 


TELEPHONE WIRE 


ductor Interior. For interior 
“eth telephones, intercoms, etc; 
@ solid, tinned copper wire. Ad 


son and glazed cotton braid. 


wt., 100 ft., 2% Ibs. 
sid. PER FOOT. .4¢. 100 ft. or More, PER 100 Fn et PAS 


ior. No. 22 solid tinned copper wire. Each conductor 
; overall black, weatherproof braid. Shpg. wt., 100 


ibs. 
826. PER FOOT..4¢. 100 ft. or More, PER 100 FT..3.38 


ductor Exterior. As above, put 3-cond. Wt., 100’, 4 Ibs. 
S25, PERFOOT.614¢. 100 ft. or More, PER 100 FT..5.08 


TWISTED-PAIR ANTENNA LEAD-IN 


suality, twisted-pair antenna lead-in wire. 
med especially for us 

t-type receiving 
match assures effici 


ROME ROFLEX CABLE 


snductor cable for indoor or outdoor use. 
y suited for long speaker lines as well as for 
«rical feeders or branch circuits in power wiring. Excellent for 
cing temporary Or permanent extension power line installations for 
ors, power tools, etc. Color-coded No. 14 solid wire conductors have 
ble, heat resistant, thermoplastic insulation with plastic sheath 
ring entire cable. Current capacity is 15 amp. Rated at 600 volts. 
L. Approved. Sizes, ~230x.410". Shpg. wt., 100 ft., 7 Ibs. 6 23 


= Ww 549, PER FOOT..7C 100 ft. or More, PER 100 FT... 
STEREO PICKUP ARM CABLES 


Sieb-quality phono picku 
sional flexibility. For r 

Seratables. No. 32 strand 

@ector with .009” vim 

@. .055”. Extremel: 

‘@ylus tracking force 

‘et 1410 have braided tinned cop: 

‘& of hum pickup. Av. shpg. wt.: 


UNSHIELDED WIRE 
" 70-Ft. Coll 25-Ft. Coil 260-Ft. Coil 
ond.lezock No.] NET|Stock No.| NET |Stock No.) NET 


Mitr's 


Type 

vars | 2 | 48 7523 | 32 |487524| -44 48 T 525 | 3.00 
2401 2 | 497526 | 381487527) .90 | 487 528 8.25 
tion | 4 | 487529| 53 | 48 7533 | 1.20 148 T 534 {11.25 


SHIELDED WIRE 


Wladividually shielded conductors. 


1479 2 48 1535 | .45 | 48 T 536 183 | 48 T 537 | 6.00 

1406 3 48 T 538 | .60 | 48 T 539 1.28 | 48 T 543 |12.00 

1407 4 48 T544| 168 | 48 1545 | 1.50 48 T 546 |13.50 

1410 2* | 487547 | .60 148 T 548 | 1.35 48 T 549 112.75 
ASSORTED HOOK-UP WIRE 

Six 25-ft. Coils. High efficiency, stranded 


eopper wire—some tinned, some untinned. Ideal 
Sor use where high conductivity with negligible 
‘ess is essential. Unusually flexible and durable. 
Ts assorted gauges, colors and insulation. De- ¢ 
szned for the chassis and sub-chassis wiring 
i radio and television receivers and transmitters 
ss well as all other types of electronic equipment. 
Especially suited where resistance to moisture 
end heat is required. Shpg. wt., 1 lb. 

ence NET PER PAG. «<4. co fost i0ds+2eWar ence oases 79¢ 
Five 100-ft. Coils. Kit includes wire in assorted gauges, insulations, 
colors. Stranded copper—tinned and untinned. Fine for hookups and a 
wide variety of other applications. Shpg. wt., 21% lbs. 

49 T 345. NET PER PKG.......--.------ sss creer tnt 


Your Satisfaction ls Guaranteed When You 


ULL. Approved. Voltage breakdown test, 10,000 
volts. Oil an 


20 STRANDED 


20 SOLID 
48 7455. Black. ) 26FOOT | 487 460. Black.) 26 FOOT 
48 T 456. Red SPOOL 48 T 461. Red. SPOOL 
48 T 457. Blue 48 T 462. Blue. 
48 T 458. Green. 29¢ 48 T 463. Green. 34c 
48 1 459. Vellow.) EACH 48 T 464, Yellow.) EACH 


STRANDED HOOK-UP WIRE 
No. 18 tinned soft drawn copper wire. Cotton wrap and colored rubber 
insulation overall. Excellent for general wiring in radio-TV chassis, 
switchboards, etc. Shpg. wt., 25 ft., 5 oz. 
Spool | Black ] Red Blue Green White EACH 
25 ft. \48 T 200148 T 201/48 T 202/48 T 203/48 T 205 48¢ 


PUSH-BACK HOOK-UP WIRE 


Highest quality tinned push-back hook-up wire, 
No. 20. Only evenly-drawn pute copper wire is 
I 


used. Insulation easily pu’ back for con- 
i iring. Available in both solid and 


stranded type. Unusually flexible and durable. 
Double-cotton covered with paraffin-treated 
damp-proof braid. 5 different colors. Shpg.- 


wts.: 25 ft., 4 oz.; 100 ft., 1 Ib. 
STRANDED TYPE, 10x30 
Spool Red Black Yellow Blue Green |EACH 
25 ft. |48T aa2lag T 440|\48 T 444/48 T 441/48 T 443) 36 
100 ft. [48 T 447/48 T 445148 T 449|\48 T 446148 T 448 1.29 
SOLID TYPE 
Spool | Red Black | Yellow Biue Green | EACH 
25 ft. 48 T 473|88 ae 470\88 T 474\48 T 471/48 T 473 34 
100 ft. [48 T 477148 T 475148 T 479 48 T 476/48 T478)_ 1.26 


HIGH-GRADE MAGNET WIRE ON SPOOLS = 


Insulated, soft-drawn copper wire of highest quality. Mi 
Specially ‘manufactured for all types of coil winding ap- 
plications—transformers, RF coils, chokes, etc. All 
sizes indicated below are standard B&S gauge. Shpg. 
wts.: 4-lb. spool, 14 oz.; 1-lb. spool, 1}4 lbs. 


PLAIN ENAMELED 1 LB. SPOOLS 


Stock No. |Size| Feet | __NET Stock No. |Size| Feet NET 
48 T 100| 14 38 .60 48 T1111 | 26| 640 wEE 
48 T 102| 16 63 -60 48 T112| 28 | 1013 ae 
487104) 18| 101 +62 48 T113| 30 | 1602 83 
487 106| 20) 159 -62 48 T 114] 32 | 2543 84 
487 108| 22 | 253 65 48 TII5| 34 | 4042 92 
48 7T 1091 24 | 402 265 48 T116| 36 | 6410 22 
SINGLE COTTON ENAMELED 1 LB. SPOOLS 
48 T020| 14 78 1.44 1481028) 22| 490 1.91 
487T022| 16| 124 1.50 48 T7029 | 24| 772 1.95 
48 T 023 | 17 156 1.56 | 487030| 25] 936 2.07 
48 T024| 18 198 1.62 48 T031 | 26 | 1209 2.19 
48 7T025| 19] 248 1.70 | 48 7T032| 28 | 1876 2.63 
48 7T026| 20! 312 1.79 48 T 033 | 30 | 2780 3.08 


HEAVY FORMVAR MAGNET WIRE 
IN 1-POUND SPOOLS 


Copper magnet wire covered with Formvar; tough, sturdy, abrasion- 
resisting film. Stable dielectric is maintained under the cumulative 
drying and aging effects of heat; does not fail after two hours at 105° C. 
Impervious to the deteriorating effects of petroleum solvents; 
acid and alkali. Takes up less winding space. Infinite resistance to mois- 
ture. Ideal for servicemen, experimenters, Amateurs, etc. Replaces enam- 
el, paper, cotton, silk, and double cotton and double silk wire.. Shpg. Wt» 


per spool, 1}¢ Ibs. 


Stock No. |Size| Feet NET | Stock No.|Size| Feet 
48 7 180 | 14 78 1.13 48 T 187 | 28 1999 | 1.59 
48 T 137 | 15 99 1.13 48 7T 144| 29 2780 | 1.77 
48 T 181 | 16 124 is 487 188 | 30 3200 | 1.79 
487138 | 17 156 1.14 48 T145| 31 4410 | 2.03 
48 T 182 | 18 198 1.14 48 T 189 | 32 4900 | 2.04 
48 T 139 | 19 246 ris 48 T 146 | 33 6441 | 2.16 
48 T 183 | 20 313 1.20 48 7T190| 34 7950] 2.19 
48 T 140 | 21 397 1.26 48 T 147 | 35 9002 | 2.51 
48 T 184 | 22 501 1.26 48 TI9I | 36 12,800] 2.54 
48 T 141 | 23 628 1.34 48 T 148 | 37 | 15,898 3.45 
48 7185 | 24 798 1.34 481 192| 38 | 20,000) 3.5! 
48 T 142 | 25 941 1.43 48 T 149 | 39 | 25,188 EEE 4 
48 T 186 | 26 | 1200 1.46 48 T 193 | 40 | 31,700 5.45 
48 T 143 | 27 | 1583 1.56 


TINNED SOLID COPPER WIRE 


Fine quality, soft-drawn copper wire, tinned for easy soldering. Excellent 


resists . 


Buy at Allied 197 - 


for circuit wiring. Av. shpg. wt-: *3 Ibs., tS Ibs. 
#100-FT. COILS 
Stock No. Gauge NET Stock No. Gauge NET 
47 1523 16 1.05 47 T 530 | 12 1.98 
47 T7520 14 1.43 47 T 540 10 4.28 
+1000-FT. SPOOLS 
477525 24 | 285 47 T 533 | 20 | 4.13 
477527 22 3.38 47 7535 18 6.75 


AMPHENOL RG COAXIAL CABLE 


Low-loss coaxial cable for RF 
applications. All meet rigid 
military and commercial specs. 
Have vinyl jacket and poly- 
ethylene dielectric except *semi-solid polyethylene dielectric and ttefion 
dielectric. Teflon types operate at temperature ranges from —74 to 
-+-200° C., making them ideal for aircraft and guided missile applications. 
All are highly resistant to weather, acid, alkalis, and gasoline. 


Stock RG imp., | _Mmt Lbs., | 1-99 Ft., |100-499 Ft. | 500-999 Ft., 

No. No. hms | Per Ft.| 0.D. | 100’ | PER FT. PER FT PER FT. 
49W 631 GA/U | 75 20 -332"| 8 wei3 195 «176 
49W 632 | 5B/U | 50 28.5 | .328"| 8% 307 -281 .253 
49W 460 | 38/U 52 29.5 | .405"} 12 128 LY 139 
49W 315) 8A/U | 52 29.5 | 405” | 12 142 132 he 
49W 470 | 11/U 75 20.5 | 405’ | 12 sit 110 «110 
49W 317 | 1IA/U | 75 20.5 | .405"| 12 132 123 «123 
49W 633 | 14A/U | 52 29.5 | .545" | 20% wor .308 -278 
49W 306 | 17/U_ | 52 29.5 | .870" | 47 -637 +583 525 
49W 318 | 17A/U | 52 29.5 | .870" | 47 -664 .608 548 
49W 634 | 19A/U | 52 29.5 |1.120" | 60 1.119 1.03 -923 
A9OW 465 | 22/U | 95 16 405” | 12 173 -158 143 
49W 637 | 55B/U | 53.5 | 28.5 | .206"| 3% 109 LOL 091 
49W 485 | 58/U Daw |, 20.5} 205") 3 053 049 .049 
49W 487 | 58A/U | 50 28.5 | .195"| 3 053 049 .049 
49W 319 | 58C/U | 50 28.5 | .195"| 3 .058 -054 054 
49W 490 | 59/U 73 21 -242"| 4% .055 O51 -O51 
49W 638 | 59B/U | 75 21 242") 4 .063 059 -059 
49W 488 | 62/U 93 13.5 | .242"| 4% .058 054 054 
49W 321 | 62A/U | 93 13.5 | .242"| 4% .067 +062 +062 
49W 312 | 63/U 125 10 405" | 12 142 130 130 
49W 639 | 71B/U*| 93 13.5 | .250"| 4% elit «101 «101 
49W 635 |108A/U | 78 23.5 | .235"| 3% -089 082 074 
49W 323 |114/U 185 6.5 | .405"| 12 55 141 «l4l 
49W 324 |122/U | 50 29.3 | .160"| 2% 063 -058 -052 
49W 473 |174/U | 50 30 100" | 2 +052 048 .048 

Stock RG Imp., Mmf Lbs., 1-99 Ft., | 100-249 Ft., 

No. No. Ohms | PerFt.| 0.0 100° PER FT. PER FT. 
49W 636 | 115A/Ut 50 29.5 415" 18 2.080 1.870 
49W 640 | 178A/Ut 50 29 075" 1 -240 +220 
49W 641 | 179A/U 75 19.5 105” 1 By g-) +24 
49W 642 | 180/Ut 93 15.5 14’ 1% +430 39 
49W 643 | 210/Ut 93 13.5 -242" 4 1.170 1.050 


Coaxial Cable, Cords and Tubing 


ALPHLEX PVC-105 PLASTIC TUBING 
Specify Color—In 25-Ft. Lengths 


A wide selection of extruded plastic tubing for prot 

tionof wire and cable from effects of heat, oil, corrosie 
fungi, and abrasion. Has excellent versatility and durability. Extreme 
high dielectric strength remains unaffected by increasing temperature 
resists temperatures from — 30°C to 105°C. Conforms to military spe 
fications MIL-631C, ASTM-D876, and ASTM-D922. Rated at 
il; resistance of over 1 million megohms. Te: e strength is 25 
P *Size indicates wire size tubing is designed to accep’ es 24 
22 have .012” wall thickness; all other sizes have .016” wall thickne 
Av ble in nine popular colors: clear, black, red, yellow, gr 
blue, brown, white, and orange. Specify color. Av. shpg. wt., 
25 feet, 2 oz. 


*Size |Nom.1.D. Stock No. NET | *Size |Nom.1,D Stock No. 
24 | .022" | 71 T1300 | 76¢ | 16 053" |71 TT 304 
22 027” | 71 TT 301 76¢ | 14 066" [71 TT 305 
20 034” | 71 TT 302 | 78¢ | 12 085" |71 TT 306 
18 1042” | 71 TT 303 | 79¢ 


Same tubing as described above. Size 10 has .016” wall thickness; 
other sizes have .020” wall thickness. Available in choice of six pop 
lar colors: clear, black, red, yellow, green, and white—spec 
color. Av. shpg. wt., 25 ft., 3 oz. 


10 06” 71 TT314| .98] 4 208" |71 TT3I7 | Ia 
8 1337 171 TT315| 1.21 | 2 263" |71 TT 318 
6 166" |71 TT 316 | 1:38 


Wall thicknesses, size 0, .020”; *.025”; +.030”; §.035”; ¢.0407; 114%”, .04 
Choice of clear or black—specify. Av. shpg. wt., 25 ft., 1¥% Ibs. 


0 330° |71 TT 324) 1.91 ] “A'S 875" |71 TT 330 | 6.8 
5e"* 312” |71 TT 325 | 2.20 | 1°§ 1.000’ |71 TT 331 | 6. 

5 Wri 375" |71 TT 326 | 2.47 | 14" | 1.250° 171 TT 332 | 9. 

he 500" 171 TT 327 | 2.97 | 1%'t | 1375 (71 TT 333 | 10) 

** 625" |71 TT 328 | 4.12] 1%" 1,500" |71 TT 334 | 12. 

n* 150" |71 TT 329 | 5.54 


VARNISHED SPAGHETTI TUBING 
ASSORTED 8” LENGTHS 


tery Highly popular with experimenters 


“SUB-MINAX” MINIATURIZED COAXIAL CABLE 


Type 21-597. Identical to full-size coaxial cable. Has polyethylene 
dielectric, vinyl jacket, braided copper shield, and stranded copperweld 
inner conductor, 7x.0056” construction. Imp., 75 ohms; capacitance, 20 
Rarer ss ft. .150” O.D. Shpg. wt., 100’, 14 lbs. 

49 W 472, 100-499 Ft., PER FT....053 1-99 Ft., PER FT...058 


POLYFOAM COAX AND MICROPHONE CABLE 


eye 21-146 is microphone cable with polyethylene dielectric. Types 
621-100, 621-111 and 621-715 are similar to types RG11/U, RG8/U 
and RG59/U respectively, but have polyfoam dielectric. 


Stock Mfr's | imp.,| Mmf 0 Lbs., 1-99 Ft, | 100-499 Ft., 
No. Type |Ohms| Per Ft. -D. 100’ | PERFT. | PER FT. 
49W313 | 21-146 |" 45 | 35 155” 2 049 1045 
49 W 337 | 621-100} 75 | 165 405” 8 1144 1132 
49 W 339 | 621-715 73 vv 195” 2 .050 045 
49 W 644 | 621-111 50 26.5 405" 10.4 156 «143 


HELI-TUBE SPIRAL-CUT PLASTIC WRAPPING 


Flexible, highly durable polyethylene plas 
tic wrapping. Provides neat appearance 
and protection for wire harnesses from 4” 
=== to 3Y,” in diameter. Spiral-cut design per- 
mits instant location of individual wires 
Extremely easy to wind or unwind. Shpg 
wt., per 100 ft., 14% lbs 


Stock No.| For Harness Dia. Description PER FT. 
1 W543 Y%" to 1%" Clear ew . Be 
Fiw3ae| rio? Clear 4¢ 
7i W347 Y%" to 134" Fire Resistant 12¢ 
71 W348 Ya" to 314” Clear l6¢ 


GENERAL-CEMENT CABLE TIES 


Made of high dielectric polyethylene 
with 45 lb. breaking point. Designed 
to withstand temperatures of up to 
+120° F. Each is 414” long. Will make 
neat, compact harnesses as large as 
one inch in diameter. Shpg. wt., 2 oz. 
50 per pkg. 


__ Stock No. 


Type | Color | PER PKG. | Stock No. | Type | Color |PER PKG. 
49 T 142 | 34-432 | Red 6l¢ 49T 144 | 34-436 | Yellow | 61¢ 
497 143 | 34-440 | Blue| 6l¢e 


WIRE MARKERS 


Flat Stran Code markers provide efficient wire and cable identification. 
Consist of 33 numeral markers (34x1 1%”) per card in numerical sequence 
from 1 through 33. On cloth or .003” soft aluminum. Pressure sensitive 
adhesive. Heat resistant. Card size: cloth, 2x9”; aluminum, ¥Y%xi yy". 


Shpg. wt., 3 oz. 
49 T 898. Cloth. 10-49, EACH....... 2I¢ 1-9, PERCARD..23C 
1-9, PER CARD...21¢ 


CABLE LACING CORD 


Waxed linen twine for cable harness lacing. Hard-twist gray 
8-cord ; 50-1b. test. 1-1b. spool, 450 yds.; /4-Ib. spool, 225 yds. 
Wts.: 1-Ib. spool, 11% Ibs.; Y%4-Ib. spool, % Ib. 

49 T 245. 1-lb. Spool. NET...... 

49 T 246. Y%-lb. Spool. NET......... 


Everything in Electronics from One Reliable Source 


builders. An assortment of 26 pieces 
viny! & cambric spaghetti tubing in vari 
colors and diameters. Shpg. wt., 3 oz. 


NET... 


ART Stock No. 

ire 

Size Black Yellow Red Green 
20 | 49T 164/49T 165/49 T 166/49 T 167 
18 | 497 1691497 170)49T 171 |} 49T 172 
16 | 497 174/497 175)497T 176149 T 177 
14 | 4971791] 49T 180) 49T 181 | 49T 182 
12 | 49T 184] 497 185] 49 T 186] 49 T 187 
10 |49T 189149 7T1901}49T 191149 T 192 


CORDOMATIC DROP-LIGHT REELS 


Unique, self-winding drop-light. Provides light w 
you want it. Ideal for garage. rvice shop, or hi 
workshop. Cord rolls up, out of the way, when li 
is no longer needed. All are equipped with No. 18, 
conductor cord, covered with tough, neoprene ins 


i lation. Have rugged, crack-proof handle with ¢€ . os 
4 venient built-in outlet and toggle switch. Chro ° 
i plated reflector has sturd swing-open bulb guae 
y Steel housing has universal mounting bracket § 
it mounting drop-light in any convenient location. L 
pat bulb. U.L. Approved. 
{515 z - 
EN} Stock No. Type Ft. Lbs. 
ey 46 NX 976| 700 20 7 
46 NX 977 800 30 8 
46 NX 978 900 40 9 


ELECTRICORD “‘REDY-REEL" 


cord on @ 

tremely use 

easily extended to po 

outlet or it can plugged into outlet and ‘‘walked of 

with reel pliance plugs into socket on reel. St ~ 

cord tangl aves time and prolongs life of cord. Id C 
<@for use with power tools, electric garden implemen§ 

lawn mowers and in garages. Contains 100 ft. of No. te 

2 

t 


2-conductor cord, covered with tough red vinyl inse 
tion. Ha: and made of 3%” steel rod, cadmium-plat 
for durability; reel is heav ~ a 


50 NX 301. NET. 
WIRE CONNECTORS 


Solderless wire connectors. Simply strip = 
wire ends, push into connector and screw « 
down. No tools needed. Wires cannot be pul 
out. Made of the finest grade of phenolic. U 
Approved. Av. shpg. wts.: Pkg. of 25,56 
Pkg. of 100, 1% Ibs. 


Wire Size 


Stock No. Pkg. of 25 | Stock No. | Pkg. of 1 
16-18 52N 874 +24 52 N 870 +89 
14-18 52 N 875 39 52 .N 871 1.21 
12-18 52 N 876 -46 52 N 872 1.38 
10-18 52 N 877 89 52 N 873 2.83 


“SNAP-IT” INTER-LINK 
ELECTRIC OUTLET KITS 


“=. easy way to add safe, extra outlets 
“ere at home, shop or factory. Simply 
ewivel cap (Fig. A) into existing outlet 
it by plugging flexible link (Fig. B) 
tvel cap—then plug outlet link (Fig. C) 
Sexible link. Flexible link and outlet 
‘ellow wall contour and fasten with nails. 
15 amps at 125 v. AC. U.L. Approved. 
6-Ft. Kit. Consists of swivel cap (Fig. 
“flexible link (Fig. B) and 3-outlet link 
vt. 13% lbs. 
12-Ft. Kit. Consists of swivel cap (Fig. 
Beuexeie may Sis B) 3-outlet link 
C). pg. wt. 2 \bs. 
451, NET 3.92 


B-Outlet Link. 
SDN 452. NET 
ACCESSORIES FOR EXTENSION USE 


No. |Type Wt. NET 
453) 161 5 oz. se 
454) 164 2 02. 41 


Description 
Inter-Link Link 
Inter-Link Swivel 

Cap Plug-In 


455) 183 | Inter-Link 3-Ft. Y% |b. fe 4B 
Fiexible Link 

456) 185 | Inter-Link 5-Ft. % ib. | 1.22 
Flexible Link 

457) 191 | Inter-Link 11-Ft. 1% Ibs. | 2.69 


Flexible Link 


Flectrical Accessories 


BELDEN GRIP-PRONG REPLACEMENT CORDS 


LIGHT-DUTY CORDS 
Type 17126S. SP-1 6-Foot Replacement 


Cord. No. 18 wire. Brown rubber-covered 
cord. Extra-flexible. Unbreakable plastic plug 
on one end; other end stripped. Grip prongs 
expand and grip sides of slot. Ideal cord for 
electric clocks, lamps, fans, radio sets and other 
small electrical appliances and implements. 
U.L. Approved. Shpg. wt. 6 oz. 
49 T 211. NET 


Type 171298. SP-1. As above, but 9 feet. 
Shpg. wt., 8 oz. 

APT 256: MET Cec cde avs hohnge 3 $ on Alc 
Type 173308. SJ 10-Foot Replacement 
Cord. No. 16 wire. For use on washing ma- 
chines, workshop tools, etc. U.L. Approved. 


Shpg. wt., % Ib. 
AD T2103. NET... cccewc nc ceeen cece 


Type 173085. SJ 8-Foot Replacement 
Cord. No. 18 wire. Black rubber cord. ULL. 
Approved. Shpg. wt., Y lb. 
49. T 215. NET... 0.6.2 eee cere eeres 
Type 17206S. SV 6-Ft. Replacement Cord. 
No. 18 wire. For use on small appliances. Gray 
rubber. Cord-holder plug. Approved. 

Shpg. wt. % Ib. 

49 T 212. NET.... ccc eeeeeeerereeees 
Type 174088. SJ_ 8-Foot Appliance 
Grounding Cord. No. 18 wire. Used for 

electric power tools and appliances. Has 3 con- 

ductor cord with 3-prong plug. U.L. Approved. 


Shpg. wt., ¥% Ib 
49 T7219. NET..... 


ROSTRIP FLEXIBLE OUTLET KIT 


gue 4-ft. 
Bical strip ULL. Approved 
al- 


. wall, 
- a4 etc. 

es 3 out- 8, 
shich may No Wiring 
evedtoany 


Needed! 
=at_along 
Has 12” cord with plug for feeding power 


» ig r % (uy) 


6-Ft. Replacement Cord Set. Heavy, 
plasticinsulated cord firmly secured insturdy 
molded plug on one end; other end stripped. 
Brown. Shpg. wt., 5 oz. 

49 T 230, 10 or More, EA..19¢. EA... 2\c 


regular wall outlet to the strip. Rated 15 
== at 125 v. AC. Shpg. wt., 1% Ibs. 


MX 696. NET........-.-.00-0eee 


“2 Outlets. For above. Shpg. wt., 3_oz. 
|N697. NET EACH 37¢ 


1 COnm 

usefay = Rubber-Handle Plug. Unbreakable soft- 

power "= rubber. Approved for power tools. Excel- 
out” =< for use with 52 N 603, right, for line cord 


-asions. U.L. Approved. Shpg. wt., 2 oz. 


Stops 

Ideal WBN =e N 602. EACH............20-000000 8c 

nents 4 ‘ 4 

jo. 16 — Bakelite Plug. With convenient finger- 

nsula- { grip. Cap size, 1Yyxl%cx19~%”" deep. Brown 

lated <h. U.L. Approved. Shpg. wt., 2 oz. 8 

er Ps, sa c 

3.95 

ae = Rubber Cube Tap. Spring-action, 3-way 
= outlet of one-piece, soft rubber. U. ob. 
Seproved. Shpg. wt., 4 oz. 

. two REN 609. EACH....5......0¢+500-0° 226 

ae > Continental Adapter. Male-female adap- 

ULL ter. Permits using standard flat-prong 

a Smerican plugs in Continental Europe outlets 


202. 


) OZ.5 ‘Sesigned for round prongs. Wt., 
MNS36. NET 6.55510 ss tee: A2LC 
100 


Use Allied’s Easy Pay Plan. . . add electri- 
cal accessories to orders totaling $20. 


VALUES 


Cube Tap Extension. 3-way extension 
tap. Rated at 15 amps 125 volts; 10 amps 
250 volts. With 6-foot cord and bakelite plug 


cap. Shpg. wt., 7 O82. 
52 N 605. 10 or More, EA..33¢. EA... 37¢ 


(@) ap=— 


HEAVY-DUTY CORDS 


Extra-flexible cord with molded vinyl cord- 
holder plug and plastic connector. Types173958 
and 173978 are ideal for electric lawn mowers, 
yard extensions. Cover: *gray rubber, tblack 
rubber, §red vinyl. U.L. Approved. 


“Stock No. |Mfr’s Type| Length Gauge | Lbs. | NET 
49 T 214 | 17270C* 20° SV 18) 1 1.08 
49 T 216 | 17361St 10’ $)16| 1 86 
49T X21 7) 17395S§ 50’ | SJT16 | 3% | 3.68 
497 X218| 17397S§ | 100’ | SIT 16 | 6% | 7.37 


CORDS FOR HEATER-TYPE APPLIANCES 


Replacement line cords for 125 volt heater- 
type appliances. ‘All have molded-rubber wall 
plugs. All are neoprene covered and self-coiling 
(extend to 6 feet) except *asbestos cotton 
wrapping and 7 feet long. Types without 
appliance plugs have terminals for screws. 
y¢on appliance plug. Av. shpg. wt., % Ib. 


Stock No. | Type |Fig.| tPin Spacing | Amps| NET 
497 539| 178868 | H |", slotted 10 {1.04 
497 540| 178878 | H |'M%er, w/o slot; 10 |1.07 
497 541| 17888S | H |1 46" 15 |I.13 
497 542| 178368 | J None 10 .88 
49T 221| *17727S | G |None 15 71 


CUBE TAP EXTENSION CORDS 


Brown vinyl covered cord with vinyl plug and 
molded 3-way connector. 8 gauge, 2-con- 
ductor wire (41x34). SPT rated U.L. Approved, 


Stock No.| Type | Length|Shpg. Wt. NET 


49 T 543) 171508 6 Yib. | 41 
49 T 544) 171598 or -Yalb. | .47 
49 T545| 17162S | 12’ 1. 1b. yaa 
49 T 546| 17165S | 15’ 1% Ibs. | .60 
REPLACEMENT 
CORD 
VALUES 


Rubber Cube Tap Extension. An all- 
rubber, solderless, 3-way extension cord 
Consists of 9-ft. cord, unbreakable cube tap 
Spring-action contacts 


in) 
set. c 
and plug. No. 18 wire. 
in cube receptacle provide positive connection 
with plugs. Shpg! wt., 8 oz. 


52 N 608. EACH 


6-Ft. Extension. Same as above, but with 
6-ft. cord. Shpg. wt., 6 oz. 
52 N 621. EACH.......---+6> bay 


8 
Be 


(w) Academy Automatic Plug. No wire strip- 
ping. Just insert through cap. Sure-grip 
‘heedles” on prongs make positive connection 
through insulation. For POSJ cable only. 
U.L. Approved. Shpg. wt., 3 oz. 

SEO NET EACH 1 ...-- 00-02 


Flat Rubber Plug. Has non-breakable 
X]| molded rubber cap. Because of their narrow 
construction, these caps are ideal for use with 
multiple AC receptacles similar to Fig. Z above. 
Easily disassembled. Screw terminal wiring. 
Rated 15 amps at 125 v.; 10 amps at 250 v. 
U.L. Approved. Shpg. wt., 3 oz. 


52 N 641. EACH 


Morse Midget Cord 
tact pull-apart type. 
phono motors, 


Connector. 2-con- 
For AC-DC cords, 
pilot lights, etc. Consists of 
plug and receptacle. 17%” long and %¢" dia. 


Shpg. wt., 2 oz. 
52 N 626. 10 or More, EA..44¢. ea...49c 


Academy 3-Way Outlet. No wire strip- 
ping. 15 amps/125 v. 10 amps/250 v. 


. (EE 20c 


EACH.. 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


IN HANDY ELECTRICAL ACCESSORIES 


(AA) pans Cord Receptacle. Rubber pull- 
handle receptacle. Dia., 1%”. 15 amps at 
T25 v. U.L. Approved. Shpg. wt., 302. 

52 N 603. EACH.........----- sees 
Adapts 3- 


(i es pee Ground Adapter. 

prong plugs for use in standard 2-prong 
~ outlets. 15 amps, 125 v. Has 3” wire with 
grounding lug. U.L. Approved. Wt., 3 oz. 

N 669. NET EACH 256 


(ecjene Fuses. U.L. Approved. Clear view— 
leasily seen when blown. Shpg. wt., 8 oz. 


5 per box. 
2 + ae: Aes a trea Milas 

171. 15 Amps 
52 B i172. 20 Amps an rene 
52 B 173. 25 Amps.....-.-- § 25c¢ 
52 8B 174. 30 Amps.......-- / 


Fused Plug. Protects equipment. Small 
uses for each side of line fit suugly in 
cylindrical receptacles—blown_ fuse easily re- 
moved for quick replacement, Interchangeable 
with any standard AC plug. Supplied less 3AG 
cartridge fuses. (See index for fuse listings.) 
1.J.. Approved. Shpg. wt., 3 oz. 
648. EACH 


UW, 
52N 


_ 


“Amphenol Connectors 


MICROPHONE CONNECTORS 


Most microphones listed in our catalog are supplied less connector. 
Choose from this complete selection of Amphenol connectors—you'll 
find one to meet any application. Series 75 are chrome-plated, ma- 
chined brass. Widely used on amplifiers, transmitters, phono-electric 
devices, home recorders, theft alarms, and coin operated devices. 
Series 91 quick-disconnect microphone connectors are easy-to- 
operate, efficient in use. Series 91 are corrosion-resistant satin nickel; 


SERIES 75 SINGLE CONTACT TYPES 
Standard connectors %”, 27 threads; *34” mounting holes. tNew minia- 


ture connectors are approximately half the size and weight of standard 
counterparts with same specifications. Av. shpg. wt., 3 oz. 


bodies are made of a high grade zinc alloy. The high conductivity 
bronze contacts are gold-plated over silver; dielectric is Amphenol’s 
famous “‘blue”’ diallyl phthalate. Series 80 precision construction as- 
sures positive connections free from noise, leaks or shorts. Note: Am- 
phenol Type 75-MCI1F (Fig. A) fits all Knight public address ampli- 
fiers. When splicing two cords, use one 75-MC1F connector and one 
75-MC1M connector for a strong, reliable joint. 


SERIES 91—3 AND 4-CONTACT TYPES 
Microphone connectors for portable equipment. Polarized to p’ 
incorrect insertion, Clamps eliminate stress on soldered conne 
*3-contact type. t4-contact type. Shpg. wt., 3 oz. 


Stock No. Type Fig. Description NET Stock No. Type Fig. Description 
“41 H 958 | 75-MCIiF A | Combination cable plug & jack | .44 41H970 | *91-MC3F K | Female cable jack 
41 H955 | 75-MC1M B | Cable plug -40 42 H 667 | *91-MC3F1| L | Female cable plug 
41 H965 |*75-PCiM C | Chassis receptacle, non-shorting| .35 41 H971 | *91-MC3M | L | Male cable plug 
41 H 962 | 75-MCIiP D | Phone plug adapter .48 42 H 668 | *91-MC3M1| K | Male cable jack 
BI W959 | 7S-MCIFA_ | E_| 90° angle cable jack 1.23 | 414972 | *91-PC3F P | Female chassis receptacle 
41 H 967 |*75-CL-PC1M)| F | Chassis receptacle, closed circuit) .50 42 H 669 | *91-PC3M P Male chassis receptacle 
42H a4 = A | Straight plug -46 41 H 977 | {91-MC4F K | Female cable jack 
42 H 659 /{75-2 B | Cable jack .28 42 H 670 | t91-MC4F1 | L Female cable plug 
42 H 660 |175-3 F | Locknut receptacle 32 | 41H 976 | {91-MC4M L Male cable plug 
42 H 672 | {91-MC4M1| K Male cable jack 
SERIES 80 SINGLE & DOUBLE CONTACT TYPES E 41H 978 | t91-PC4F Beal aterigis ctineniatecoaacte 
for shielded cables, single and two conductor coaxial cables, etc. Center 42 H 673 | t91-PC4M eZ Male chassis receptacle 


contacts are pin and socket type. *Single-contact type. tPolarized, 
double-contact type. Av. shpg. wt., 3 oz. 


SERIES 91 “QUIK” 3 AND 4-CONTACT TYPES 


1. NET 


TYPES 31 AND 82 COAXIAL CONNECTORS 


BNC Type Connectors. Small weatherproofed connectors. Low-volt- 
age, single-contact types for 50-ohm RG-55/U and RG-58/U cables ex- 
cept tfor 70-ohm RG-59/U, RG-62/U and RG-71/U. Av. wt., 3 oz. 


Stock No. Type Fig. Description NET fee pectic ee a SiGDY Sireeeiute ease button. oe 
hes! aan = > + = Over silve! ron: cr 8s. iC ect insertions are impossible 
ae i BET eo C1 S Man hee ee 2st connectors are polarized. Satin-nickel plated, zinc-alloy shells. 
42 HO8O | *80-F Hl iketiale cable jack 52¢ tact type. t4-contact type. Av. shpg. wt., 3 oz. 
42 H 662 | *80-F1 J | Female cable plug 62¢ Stock No. Type Fig. Description 
42HO8! | *80-M | J | Male cable plug 60¢ 42H065 | *91-853 Male cable plug 
42 H 663 | *80-M1 H | Male cable jack 49¢ 42 H 066 *91-854 Female cable plug 

- 42H 082 | t80-MC2F H | Female cable jack 58¢ H 067 *91-855 Male chassis receptacle 
42 H 664 | t80-MC2F1 | J | Female cable plug 66¢ 42 H068 | *91-856 _Female chassis receptacle 
42 HO83 | t80-MC2M | J | Male cable plug 64¢ 42 H069 191-857 M | Male cable plug 
42H 665 80-MC2M1)| H | Male cable jack 50¢ 42 H070 91-858 N Female cable plug 
42 HO085 | 80-PC2F G | Female chassis receptacle 57¢ 42 HO7I T91-859 R | Male chassis receptacle 
42 H 666 80-PC2M G | Male chassis receptacle 57¢ 42 H072 +91-860 s Female chassis receptacle { 
Type 75-CCC1 Cap and Chain. Seals open chassis units against Type 91-CCC3 Cap and Chain. Seals open chassis units ag 

dirt and dust, Chain has eye for securing to panel. Used with both dirt and dust. Chain has eye for securing to panel. Used for series 

seri 5 and 80 receptacles. Shpg. wt., 3 oz. 


microphone connectors. Shpg. wt., 3 oz. 
Be UBT NE a Os on cok cases Necfern gt tidede abe «.ciet puree 


SERIES 91 MINIATURE CABLE CONNECTOR: 


Compact connectors for shielded or unsh 
ed cables. Polarized contacts prevent ine 
> rect insertion. For cables up to %4” dia. 
letter in Type No. indicates: L, long (13 
S, short (1%."). Last fig. in Type No. dens 
contacts, PCG—chassis type, Figs. DD 
FF are female types; Fig. EE, male ty 
Av. shpg. wt., 2 oz. 


Type 


Fig. |NET|Stock No. Type .| i 7311 
40 H 320 |91-MPF3L | DD | 38¢ |40 H 574)/91-MPM4S 
40 H 57! |91-MPF3S | DD | 36¢ |40 H 570/91-MPM5L 
91-MPF4L | DD | 42¢ |40 H 328|91-MPM6L < 

‘i 


Sibak Mere NETEACH | 40 H 325 |91-MPM3L| EF | 35¢ |40 H 331|78-PCG4 |F 
No. Military No. Type Fig.| Description “4-9 110-49 40 H573 Roieenre ee 33¢ 140 Ly 332)78 Bae FF 
—____ — - PCG6 . 
40H 391 | UG-88/0 31-002 |W} Prue ni as 36¢ B40 H 553178-PC 
40 H 396 | UG-260/U 31-012t | W Plug 1.18 98 
40 H 395 | UG-262/U 31-011+ Panel Jack 1.29 | 1.07 


Type N Connectors. Low voltage. 50 ohms except *70 ohms. 3 oz. 


48 H 313 | UG-21B/U 82-61 Plug for RG/U 8,9, 10 1.91 ]1.59 
40H 520 | UG-27A/U 82-64 Right-Angle Adapter 4.11 | 3.42 
40H 312 | UG-58/U 82-24* | X | Receptacle 1.33] 1.11 
40H 519 | UG-107A/U 82-36 T Adapter 5.50 | 4.63 
TYPE 83 COAXIAL CONNECTORS 

UHF Small Single Contact. Widely used for RF applications. Wt., 3 oz 
40 H 357 |UG-106/U, M-360) 83-1H Y | For RG/U 8, 9, 10, 

11, 12, 13, 63 129} .24 
40 H 356|UG-363/U,PL-274| 83-IF Feed-Through Connector) 2.12 | 1.74 
40 H 354/M-358, 49199 83-1T - “T"" Adapter 2.84 | 2.33 
a H 355/PL-258, 49191 83-1) Z | Straight Adapter 1.22 | 1.02 
40 H 350/PL-259, 49190 83-1SP_ | AA ee fh th 8,9, 10, 11, > él 
40 H 352(s0-239, 49194 | 83-1R | BB| ReceptacleChassisType| 177 | (63 
Solderless Type UHF Plug Connectors. 
oO J) a 83-850 | CC | Plug for RG/U 11 2.290194 
0) ae 83-851 CC | Plug for RG/U 8, 9, 10, 

11, 12, 13, 63, 65 1.53 | 1.28 


Allied stocks a complete line of Amphenol connectors; many are not 
listed in this catalog. Write, wire, or phone us for information and 
Prices on the following connectors: Series 17, 26, 27, 31, 67, 69, 
82, 83, 97, 126, and 165. 


200 


Depend on Allied for Everything in Electronics 


21 
40 H 572 |91-MPF4S | DD | 36¢ [40 H 330/78-PCG-3 
25 


SERIES 143 PRINTED CIRCUIT CONNECTORS 


Precision connectors for printed circuit 
works. Printed circuit board acts as male p 
of connector. Molded of diallyl phthalate 
electric; has gold plated contacts. Accept 0 
to .071” printed circuit boards. *Polarizs 
keys. Av. shpg. wt., 2 oz. 


No. Type Contacts | NET No. Type Contacts {l 
41H 090 | 143-006-01 6 1.71] 40H 50] | 143-018-01 18 (II 
40 H 503 | 143-010-01 10 1.17] 40H 502 | 143-022-01 22 |2 met 2. 
42H 675 | 143-012-01 12 2.11] 42H 676 | 143-953 * i 
40 Hj500 | 143-015-01 15 1.50 


SERIES 133 PRINTED CIRCUIT PLUGS 


Matching plugs for standard 143 series print 
circuit connectors above. Have molded dial 
phthalate dielectric body, cadmium-pla 
brass guide pins, and cadmium-plated end e& 
and brass contacts with gold-over-albaloz pl 

. 5 ing. Rugged contacts are not subject to dam 
by mating or unmating at an angle. Average voltage rating, 2300 ve 
rms at sea level; current rating meets or surpasses any printed cire 
board requirement. Polarized. Av. shpg. wt., 2 oz. 


No. Type Contacts | NET No. Type Contacts 


41H 085 | 133-010-21 10 2.76] 41 H O87 | 133-018-21/ 18 |3. 
41 H 086 | 133-015-21 15 3.23] 41 H O88 | 133-022-21| 22 [3 


~ 


HARVEY HUBBELL “‘TWIST-LOCK” 
CONNECTORS 


Tp 


eo 
. § 
Seer ae 


A wide selection of heavy-duty electrical connectors for 
industrial as well as home use. Available in both midget 
and standard sizes. Feature “Twist Lock” design 88 
fast, sure connections. Just plug connectors together 
and twist for a locked connection that cannot be acci- 
dentally pulled apart. Provide a maximum of safety and 
a minimum of time-loss and inefficiency in electrical 
operation, Ideal for extension cables, portable electric 
tools, motors, and all types of electrical equipment sub- 
ject to vibration, Conform to National Electrical Code 
Standard. Av. shpg. wt., 3 oz. 


MIDGET-SIZE CONNECTORS 
2-WIRE NON-POLARIZED TYPES 

7428 male cap and Type 7427 female connector are of durable 
= bakelite with metal cable clamps for %e to 4” O.D. cords, Type 
<ale base and Type 7468 female base are of bakelite with metal 
es. Rated 10 amps at 250 volts, or 15 amps at 125 volts. 


ites Fig. Description vias 
7428 A Male Cap 42 
7427 B Female Connector -76 
7466 re] Male Base .90 
7468 D Female Base 1,09 


3-WIRE POLARIZED TYPES 

shove but for 3-conductor cables. Insulation is black bakelite. 
eps accept cords from “281 to .421” O.D, Polarization prevents 
connection. Rated 10 amps at 250 v., or 15 amps at 115 v. 


A Male Cap 99 
B Female Connector 1.42 
Co, Male Base +26 
7487 Dd Female Base 1.54 


487) ee 


STANDARD SIZE CONNECTORS 
3-WIRE POLARIZED TYPES 
«= 7572 male cap, Type 7556 male base and Type 7557 female base 
rust-resistant metal housings. Type 7555 female connector 1s 
e. Clamps take cords from .296 to .562” 0.D. Allare rated 10 amps 
159 volts, or 15 amps at 125 volts. 


meek res Fig. Description eaet 
BH 292 7572 E Male Cap civ; 
=) H293 7555 H Female Connector 1.85 
2) H294 7556 a Male Base 1,54 
=) 4295 7557 F Female Base 1.71 


HEAVY-DUTY 3-WIRE POLARIZED TYPES 
7311 cap, Type 7327 male base and Type 7328 female base have 


= housings. Type 7313 connector is bakelite. Clamps take .437 to 
O.D. cords. Rated 20 amps at 250 v., 10 amps at 575 v. *Armored. 


H 296 7311 E *Male Cap 1.68 
)H 297 7313 H Female Connector 2.59 
H 298 7327 G Male Base 1.77 
1H299 7328 K Female Base 3.06 


el fy 


“eet 2-prong cord connectors and _ receptacles. Especially suited for 
cations where space is at a premium. Types illustrated in Figures L 
M are constructed of durable molded bakelite. Others have rust- 
stant metal housings and insulation of bakelite. All units are rated at 
emperes at 250 volts. A 1” diameter hole is required for all receptacles. 
sact spacing is 1342”. Receptacle terminals are exposed. All units have 
saded covers. Types 80326 and 80328 are furnished with plate for 
—-s. at Pee 80327 and 80329 equipped with plate and lock ring. Av. 

we. wt., 5 OZ, 


Mfr's Type| Fig. Description NET 
80324 L Male cable connector -70 
80325 M Female cable connector 70 
80326 N Female flush receptacle 72 
80328 P Male flush receptacle B84 
80327 R Female flush receptacle 1.09 
80329 Ss Male flush receptacle 1,13 


Depend on Allied for Those Hard-to-Find Connectors 


—_>_ 
= — 


Cannon, Hubbell, Switchcraft, H&H Connectors 


CANNON PLUGS AND RECEPTACLES 


Allied stocks a complete line 
of Cannon connectors; many 
are not listed in this catalog. 
Write, wire or phone for infor- 
mation on Series D, DPA, 
DPX, K, MSE, efc. 


TYPE XLR CONNECTORS 

Audio connectors with clamp and resilient socket insulator, Minimize 
mechanical interference and reduce noise. Feature satin nickel finish, 
integral cable clamp, neoprene cable relief and push-action latchlock. 
First number in type column indicates number of contacts. -2G in Type 
No. indicates 2 gang. Available with three 15-ampere contacts, or four 
10-ampere contacts. *Wall-type receptacles; tpanel-type receptacles. 
tIndicates steel shell, others are die-cast zinc. Av. shpg. wt., 4 oz. 


STRAIGHT CORD PLUGS 


Stock No. Type Fig. Description EACH 
40 H 790| XLR-3-11C T | Female (socket insert) 1,03 
41 H 212| XLR-411C T | Female (socket insert) 1.42 
40 H 983] XLR-3-11SCt T | Female (socket insert) 2.24 
40 H 984| XLR-4-11SCt | T__| Female (socket insert) | 2.64 
40 H 791| XLR-3-12C W | Male (pin insert) 99 
41 H 213| XLR-4-12C W | Male (pin insert) Fe 
40 H 985 Rese W | Male ce insert) 2.2 
40 H 986| XLR-4-12SC W_ | Male (pin insert) 2.54 
WALL AND PANEL RECEPTACLES 
4l H 214| XLR-3-13* x Female (socket insert) a 
41 H 215} XLR-4-13* X | Female (socket insert) 1.4 
41 H 216| XLR-3-13Nt Y_ | Female (socket insert) he 
41H 217 XLR-4-13Nt x Female (socket insert) 1.4 - 
41 H 218| XLR-3-14* Z | Male (pin insert) 4) 
41 H 219 4-14* Z | Male (pin insert) 1.12 
41 H 223 3-14NT AA | Male (pin insert) 96 
41 H 224 4-14Nt AA | Male (pin insert) 1.29 
40 H 792 3 BB | Female (socket insert) 1,03 
41 H 225 BB | Female (socket insert) 1.42 
40 H 793 CC | Male (pin insert) a) 
41 H 226 - CC | Male (pin insert) 1.12 
40 H 987| XLR-3-35* DD | Female (socket insert) 2.90 
40 H 988| XLR-3-35-2G* | EE | Female (socket insert) 6.17 
90° PLUGS 

40 H 948| XLR-3-15 FF | 90° plugs 2.64 
40 H 949] XLR-4-15 FF | 90° plugs 3.53 


TYPE P CONNECTORS 
3-contact receptacles and cable connectors for audio circuits. For any 
size wires up to No. 10. 30 amp capacity per contact. Black phenolic in- 
sulation. *Zinc with satin-chrome finish. +Steel shells and zine cable 


40 H 707|P3-13* |..... Panel mount, female (socket)| 3.68 
40 H 757|P3-14* GG |Panel mount, male (pin 2.19 
40 H 724|P3-CG-11St| HH |Cable plug, female (socket 4-5 
40 H 701|P3-CG-12Sf]..... Cable plug, male (pin) 3.4 
40 H 709|P3-35§ JJ |Wall rotepesele, female for 

H 70 5.74 


MINIATURE MIKE CONNECTORS 


“Mini-Con” connectors designed for use with 
single-conductor cable up to ¥_” in diameter 
(single-conductor and a shield). Ideal for 
lapel microphones, musical instruments, etc., 
—wherever small cable is used. Half the size 
of standard mike connectors. Ay. net wt., % 
oz. Rugged body and coupling ring accu- 
rately machined from bright nickel-plated 
brass. Connector 5501F has coupling rin 
that is removable resulting in quick change 0! 
female connector to male type. Brai 
cable can be soldered to spring; the spring is then clamped into body by 
hollow point set screw. Panel receptacle 5501MP mounts in Ye” dia. 
hole; for insulated mounting, use insulating washers and ¥%” dia. mount- 
ing hole. Av. shpg. wt., 2 oz. 
(KK) Type 5501F. Straight connector with single contact, female type 
coupling ring. Bright nickel-plated brass. 35c 


4l (iced eh RETR Re ieee 
ype . Straight connector, single cont: ie type. 
- 26c 
single contact, 


SWITCHCRAFT 
— = 


Ail H 948, NET......-...2- cece eee ee ene 
(ian) Type 5501MP. Panel connector with male typi 
Mounts by locknut on front of panel. Nickel-plated brass. I 
LS CVC Re | 4 SOR ERE ESOT Ce EM 2\c 


Connector Cables, Connectors, Plugs 


LAB-TRONICS AUDIO CONNECTOR CABLES 
ieee | 


w= 


=| iit | Sete 


wud 


Sano 8 Be 
e) & 
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Coad Ea] 


oj p—— (ep 


Invaluable accessories for trouble-free installation of hi-fi compo- 
nents. Cables are soldered prior to molding for noise-free connections. 


= 
— — 
ees elit 


Dual pin plugs on Figs. K and M are spaced 7/¢” (standard) for stereo 
use. Bare ends tinned. *Indicates unshielded. Av. shpg. wt., 5 oz. 


te Ee) 


Stock | Mfr’s| _. ee NET Stock MFr’s|-. | 
No. Type Fig. Description EA. No. Type Fig. Description | 

99 H855/C101 A |18"; pin plug on each end 53 89 H 961|SP8410| K |10’; dual pin plug on each end rt. 
99 H 856/C102 A |36”; pin plug on each end +62 89 H 958/E803 L_ |36"; mike connector one end, pin plug othe! 088 
99 H 857/C103 A |72”; pin plug on each end 79 89 H 959/E806 L_ |72"; mike connector one end, pin plug other 
99 H 992/C104 A /|120”’; pin plug on each end 1.09 89 H 962|SP8003| M |36"; dual pin plug one end, bare other end 
94 H 456/C202 B_ |36”; pin plug one end, jack other end © 4) 89 H 963|SP8010| M |10’; dual pin plug one end, bare other end HIGH 
94 H 457/C203 B_ |72”; pin plug one end, jack other end .88 89 H 969|S3410 | N |10’; pin plug on each end 
99 H 993/C204 B_ /|120’; pin plug one end, jack other end 1.18 89 H 978/S3415 N |15’; pin plug on each end 
89 H 957|P7210*| C_ 10’; phone plug one end, clips other end 1.15 89 H 979/S3010 | P 10’; pin plug one end, bare other end 
89 H 964/P7220*,| C_ 20’; phone plug one end, clips other end 1.44 89 H 980/S3015 | P |15’; pin plug one end, bare other end 
94 H 470|C106 D_ |36”; pin plug one end, bare other end 47 89 H 981|P7310*| R_ |10’; phone plug on each end 
94 H 467|C107 D |72”; pin plug one end, bare other end .65 89 H 982|P7320*| R |20’; phone plug on each end 
99 H994/C108 | D |1207; pin plug one end, bare other end 194 | 89 H983/P7410*| S |10’; phone plug one end, pin plug other end 
89 H 952/C4406 | E /|72”; pin plug one end, phone plug other end| 1.09 89 H 984|P7420*| S_ |20’; phone plug one end, pin plug other end 
89 H 965/C4410 | E 10’; pin plug one end, phone plug other end}! .32 89 H 985|P7106*| T |72”; phone plug one end, lugs other end 
99 H997/C4415 E_ |15’; pin plug one end, phone plug other end/1.62 89 H 986|P7110*| T |10’; phone plug one end, lugs other end 
89 H 953/C4006 | F |727; phone plug one end, bare other end .94 | 89 H 987|P7120*| T |20’; phone plug one end, lugs other end HIG! 
89 H966/C4010 | F 10’; phone plug one end, bare other end 1.18 89 H 988/P6010*| W |10’; pin plug one end, bare other end 
99 H998/C4015 | F 15’; phone plug one end, bare other end 1.47 89 H 989|/P6020*| W |20’; pin plug one end, bare other end 
89 H 954/C4610 | G 10’; phone plug one end, jack other end 1.85 71 H 292|E1106 | X |72”; mike connector one end, bare other end 
99 H 999/C4615 | G_ 15’; phone plug one end, jack other end 2ae 71 H 293|E1110 | X |10’; mike connector one end, bare other ond 
89 H 956/P6110*| H 10’; pin plug one end, lugs other end 62 71 H 294|E906 Y |72”; male mike conn, one end, female other 
89 H 967/P6120*| H 20’; pin plug one end, lugs other end 91 71 H 295|/E912 eA 12’; male mike conn. one end, female other 
89 H 955/P6210*| J 10’; pin plug one end, clips other end 85 41 H911\E925 Yy 25’; male mike conn. one end, female other 
89 H 968/P6220* L 20’; pin plug one end, clips other end 1.15 89 H 990|P501* |....|10’; lugs on each end 
89 H 960'SP8403! 36”; dual pin plug on each end 2.15 94 H 472/P502* |... .|20’; lugs on each end 


SWITCHCRAFT ADAPTER-CONNECTORS 


Type €400 allows rapid connection of two lines with pin plug ends. PSSA 
allows connection of standard pin plug to phone jack. MP is pin plug 
with mike connector. C800 for two mike cables. Av. shpg. wt., 4 oz. 


Bre aie Fig Description Ay 
71 H291| C800 Z Microphone Cable Connector 59 
94H 458; C400 AA |Double-ended Phono Pin Jack 59 
71 H289| PSSA BB |Phono Pin Jack; Phone Plug we 
71 H290| MP CC __|Mic; Phono Pin Plug -59 
91 H582) A754 no Pin Jacks; Phono 
\Pin lug 1.18 For quick adaptation of plug to fit other type of jack on recorders, 
89 H99I A750 FF Phone Jack; Phono Pin Plug 1.03 plifiers, tuners, etc. Av. shpg. wt., 6 oz. 
89H992! A753 EE_|Phone jack; Phono Pin Jack 1.03 Stock No.| Type | Fig. Description E 
41 H 764) 330F | WW (2 phono jax connectors connected in) 
H.H. SMITH TV COAXIAL CABLE CONNECTORS maralliel to erandecd phone Glis- atin 
Low-cost solderless coaxial cable connectors for use 41 H 768| 332A SS |2-cond. phone jack input to female 
with RG-59/U, JRP-59 and RG-6/U coaxial cable. mike output; main body 4”. | 
Designed to use inner conductor of cable for male 41 H 769] 334A | TT |Phono jack input to female micro- 
pin. Quick, easy assembly. For multiple TV antenna phone connector output. 
installations. Positive contact. Low loss insulation. 41 H 712| 335 LL |2 cond.—input has conn. Switch-| 
Made of brass, silverplated for high conductivity. craft 2501 MP (Amphenol 75 PC1M) 
Type 1680 feedthrough adapter mates with Type 1650 |__| _andoutputconn. CannonXLR-3-11 
(ca) {i} male connector at either end. Av. shpg. wt., 2 oz. 41 H 336A | ZZ Rants: phone jack heey to 
. phono plug output; main body 2”. 
did a GO Ronnects? ‘47¢ 41H 338A | YY Eas plug one end pe mae micro- 
= 4 by ¥ phone connector other end. 
Type 1660 Female Chassis nector, 41H 339 MM |As Type 335, but output conn. 
UREN EAD REN | GOMES Acre ic cisicicia aie tvs s ample s+ 3 gSeaW eo we 47¢ Switchcraft 2501F (Amphenol 75- 
Type 1680 Feedthrough Adapter. Cable Junction. Takes 1650 MCI1F) to input conn. Cannon ck No. 
connector on each end. 40 H 302, NET..........-.+.-0+005 59¢ XLR-3-12. #153 
41H 342}. es Dual-purpose binding post/banana| #154 
AMPHENOL TYPE 71 PLUGS jack input to phone plug output. 156 
Compact, efficient, high-dielectric plugs. Excellent for trans- 41H 343 PP |Phono jack input; phone plug output. 157 
mitters, receivers, intercoms, speaker connections, etc. Securely H 344 NN Bae te limiting resistor for Ge #158 
anchored, nickel-plated brass prongs; deeply recessed to prevent 4l one jack connector input to phone “159 
shorts caused by pulled back insulation. Easily soldered. For H 346 x TD ug at ae fh 1 = 160 
cables with up to six conductors. Contacts are polarized to assure | 41 x ip jack input to phone plug output. wi6l 
proper connections. Fit Amphenol 78-S series miniature sockets 41H 348 RR |Phonojackinput to phonojack output. 162 
listed on Amphenol socket page. Av. shpg. wt., 2 oz. 40 + aon re te eed plug Sth phone jack as . #163 
Stock Mfr’s NET Stock Mfr’s NET 4l ono plug coupler mates with phono 
Pi Pi s plug at each end; gray plastic. 164 
__No. | Type | FTonss| EACH| No. | Type | *7N9*| EACH H 44 | CD |Adapts Amphenol’ Type 75-MC1F 165 
40 H177| 71-3S 3 o¢ 1H 149) 71-5S Ly li¢ or 75-MC1iF-A connectors for use| & 166 
40 H 169/ 71-4S 4 ll¢ OH 179) 71-6S 6 14¢ with %” phone jacks. 167 
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Depend on Allied for Complete Stocks, Lowest Prices, Friendly Service 


PHOTO TUBE SOCKET 


146-121. For maxi- 
eficiency in all light- 
we tube applications 
C-7026A, 921, 922 
emilar tubes, Mounts 
=» of 10 positions on 
ss or panel. Single- 
mica-filled molded 
ee construction. Shpg. 


5 oz. 
Sooi. neET.... 2.4] 


WIGH-VOLTAGE OCTAL SOCKET 


146-101. Rugged octal type 
sockets ecially designed to 
© maximum performance un- 
extremely high voltage contact- - 
3 conditions. Top-quality A@E) 
als—molded of durable arc 
sag Melamine. Constructed to 
=modate octal tubes of any size 
= diameter of 134” and a height 
2". Excellent for use with such 

as 5Y4-G, 5U4-G, 6L6-G, etc. Two 4" 
sing holes are located on 214” mounting 
= Require 1?'4" diameter mounting hole. 


= (lll 


r stereo 
+» 5 OF 


wt., 4 Oz. 


RAV WET & 0-05.00 See oe 88c 


HIGH-VOLTAGE TYPE SOCKET 


146-812. Fourcontact,above 
«mounting plate type socket 
tigh voltage applications. 
& heat dissipation is aided by 
-admium plated mtg. plate. 
‘4’ mtg. holes on 214” mtg. 
peuires 1‘\4,” dia. mtg. hole. 
wt., Oz. 

Bogs. NET......... 2.28 


HIGH-VOLTAGE 4-CONTA 


SAFETY SOCKET 


TT7A-4T. For hi-voltage 
S-base TV rectifier tubes. 
all 4-pin types with 
base diameter such as 

A. Socket is set at bottom 
Seep molded bakelite shell, 
a. holes, 1%” mtg. cen- 

m Requires 114” dia. hole. Wt., 5 oz. 
yg SRS 


TELEVISION TUBE SOCKET 


59-402. Duodecal sock- 
‘er cathode-ray tubes with 
esially spaced pins on cir- 
dia. of 1.063”. Bakelite 
+ and removable cap elim- 
= shock hazard. Shpg. 


5 oz. 
W100, NET....... 82c 


ee 


ler end 
ler end | 


BARRIER-TYPE OCTAL SOCKETS 


simum EIA working volt- 
2,000 DC. Bronze. clover~ 
removable contacts. Rated 
ps each contact. Inter-elec- 
% capacitance, 2.6 mmf. 
ew terminals. Insulat- 
iers. *Includes 4 molded- 
aded inserts for use as tie points. Size: 
1% 4x25”. Mounting centers, L'a". Shpg. 


ders, 
EAG Type Mount NET 
146-103 Top 1,44 
146-104* | Top 1.76 
ale 146-203 Bottom 1,44 
146-204* | Bottom 1.76 
TO- 
che SOCKETS AND PLUGS 
M) eele-contact sockets and ' 
11 : ees. Molded bakelite bodies. 
to ets mount in 3%” hole. 
” nlied with Amphenol 2-11 
And eaner ring. Contacts re- 
= Y" to prevent shorts 
if 4 possibility of shock from 
75, esed metal. Av. shpg. wt., 1 oz. 
ae . | Type Description EACH 
= B 153) 71-11 |Plug. Red. For 542” socket. 
con H 154! 71-1L |Plug. Black. Same as above. 8¢ 
it | H | 56| 71-1M/Plug. Red. For 4” socket. 
he  157| 71-1M|Plug. Black. Same as above. 
1¢ H | 58] 71-1S|Plug. Red. For 342” socket. 8¢ 
H 159] 71-1S|Plug. Black. Same as above. | _ 
bi H 160) 78-1L |Socket. Red. For 542” plug- 
ft H 161| 78-IL |Socket. Black. Same as above. | 1O¢ 
H 1 62| 78-1M|Socket. Red. For ¥" plug. 
no H 163] 78-1M|Socket. Black. Same as above. 
© H 164| 78-1P|Socket.Red. Std. 080" phone tin. 
LF H 165| 78-1P|Socket. Black. Same as above. | 10¢ 
se H 166] 78-15!Socket. Red. For 342° plug. 
H 167| 78-15|Socket, Black. Same as above. 


ee ee ee 


———— 
—_— 


Amphenol Sockets — 


POP 


fa) Type MIP. Bakelite body with molded-in 
steel plate. *Require 14%” hole; mounting 
centers, 154”. All others have 144” mounting 
centers. +Requires 14g” hole; others 154” hole. 
§Mica-filled bakelite. Av. shpg. wt., 4 0z. 


Stock No.| Tyne Prongs NET 
40 H 024 | 77MI1P4 4 13¢ 
40 H0O25 | 77MIP5 5 5¢ 
40 H026 | 77MIP6 6 17¢ 
40 H027 | 77MIP7S 7 Small 18¢ 
40 H 029 | 77MIP7Lt | 7 Large i8¢ 
40 H 028 | 77MIP8 Octal 15¢ 
40 H 126 | 88-8* Octal 16¢ 
40 H 030 | 88-8X* Loctal 2\¢ 
40 H 034 | 77MIP8T$| Octal 18¢ 
40 H 032 | 77MIP9 9 \7¢ 
40 H 033 | 77MIP11 il 20¢ 
40 H 069 | 77MIP12 12 20¢ 
40 H070 | 77MIP20 20 Si¢ 


{8 Type RS. Molded bakelite body with re- 
~) movable mounting plate. For mounting in 
size 1'%4" hole. Slotted mounting holes to fit 
centers from 11% to 1%”. Av. shpg. wt., 4 oz. 


Type RSS. Ultra-low-loss steatite replace- 

ment sockets. Ruggedly constructed. Adapt- 
able to a wide variety of uses, Excellent for 
use in high-frequency transmitting equipment, 


etc. All are universal type; have remov 
mounting plate with slotted holes 14 to 1h". 
Mounting hole, 114” except 40 H 079, which 
requires 1714". Av. shpg. wt., 5 oz. 


Stock No.|Mfr’s Type| Prongs NET 
40 H074| 49RSS4 4 58¢ 
40 HO75| 49RSS5 5 60¢ 
40 H 076 49RSS6 6 59¢ 
40 HO77| 49RSS7S 7 Small 67 

40 HO079| 49RSS7L 7 Large 64 

40 HO78 | 49RSS8 Octal 60¢ 


H O78 | 2ORSS0 eee 
[0] Type S. High-dielectric molded bakelite 
1D) body. Units are the same as Type RS, but 
without mounting plate. Mount quickly 
easily without screws or rivets on panel or 
chassis up to .050” thick with retainer ring 
supplied, Ruggedly built for trouble-free serv- 
ice. Socket may be positioned to line up con- 
tacts for convenient wiring. Sockets in table 
below all require 11%” mounting hole. Av. 
shpg. wt., 4 oz. 


Stock No. Mfr's Type| Prongs NET Stock No.|Mfr's Type| Prongs NET 
40 H 004 78RS4 4 17¢ 40 H 054 78S4 4 12¢ 
40 H 005 78RS5 5 19¢ 40 H055 78S5 5 13¢ 
40 HO06| 78RS6 6 20¢ 40 HO56 78S6 6 \5¢ 
40 H 007 78RS7S 7 Small 2i¢ 40 H 057 78S7S 7 Small l6¢ 
40 H 008 78RS8 Octal 19¢ 40 HO58 7838 Octal H 

40 HOIO 78RS8L Loctal 26¢ 40 H 062 8S9 ¢ 
40 HO12 78RS9 9 22¢ 40 H 060 78S8L Loctal 2i¢ 
40 H 07! 78RS11 11 24¢ 40 H072 78S11 1 19¢ 

(E) ACS SOCKET SHELL 
Body dia., 1'%46"; 2%" base. 3 mtg. holes. 


meee 23-15. Light aluminum shell, for Type 
RSS, RS and S sockets, above (except RSS7L). 
Extends sockets 16” above or below chassis. 


MINIATURE SOCKETS AND SHIELDS 


BAKELITE AND STEATITE SOCKETS 
Miniature sockets and shields. 147 series mount 
in %” hole; 7%” mtg. ctrs., with 4” holes, 59 
series mount in 4” hole and have 144” mtg. 
ctrs. with .095" holes (except 40 H 103, .125”). 
*Steatite. {Black bakelite, tMica-filled. Av. 
shpg. wt., 5 oz. 


WiTHOUT TUBE SHIELD BASE 


H i 


Gi 


Stock No.|__Tyee_—|_Pronee be [i] RETAINER RING SOCKETS 
40 H 192 *147-501 7 3l¢ Mount in 54” round or ‘‘D’’ shaped. hole with 
40 H 199 | +147-505 7 2\¢ retainer ring provided. May be used with 91- 
46 i i2e #33410 ; ape MPM ceries plugs, listed elsewhere. 5 oz. 
BLACK BAKELITE 
ic} with Tues SHIELD BASE Stock No. Type Prongs NET 
Stock No.|Mfr’s Type| Pronas NET 40H 13] eee ; jee 
] am 7 40 -S4s 
40 i 198 itty-028 7 326 40H122]| 78-S5S 5 15¢ 
40H 175 | +147.913 7 27¢ 40H130| 78-S6S 2 16s 
40H 103 139-403 $ 38¢ 40H120| 78-7P I¢ 
40 H176| 159-40 ¢ 
40 H 196 | {59-406 9 3l¢ MICA-FILLED 
40H 1241 78-7PT_ | 7 | 2l¢ 
(H] TUBE SHIELDS 40H 126) 787") 1 _*__—<— 
For 7-Contact Sockets TYPE “'S” MINIATURE SOCKETS 
Stock No. Type Height NET For modernizing any elec- 
H 5-401 1%" 15 tronic equipment. Mount 
40 H 138 5-402 iif: 18¢ in standard by chassis 
For 9-Contact Sockets Sete Oe ahs ii nepete 
Stock No. Type Length NET molded pEeONe, With re- 
40H18 5-405 1%" 13¢ tainer ring. 5 oz. 7 
40H 188 5-408 Lidge 18¢ 40 H 113. 78-A7P. 7 Pin. NET.......-. 33¢ 
40 H190 5-409 23%" 22¢ 40 H 114. 78-A9P. 9 Pin. NET.......-. 32¢ 


SPECIAL OCTAL AND MAGNAL SOCKETS 


Type 77-MIP8FK Floating Oc- 

tal. Live-rubber grommets in en- 
larged mounting holes of sturdy steel 
plate. Mounts in 1%." hole with two 
Y%" holes on 1144” centers. Supplied 
with grommets, mtg. screws, nuts, 
washers. Shpg. wt., 5 oz. 
40H 043, NET EACH........ 30c 


Type 168-015 Saddle Octal. Designed for 
below-chassis mounting. Sturdy steel plate 
is molded directly into bakelite body—cannot 
come loose ot vibrate. For 1” hole; 4” mounting 
holes on 154" centers. Shpg. wt., 5 oz. 4 
40 H 116, NET EACH l4c 


Allied Maintains the World's Largest Stocks of Electronic Components 


taining ring for onic assembly. Requires 154” 


mounting hole. Shpg. wt., 7 oz. 
mood. NET EAGH.......-.-.0284 82c 


~? 


a ed 


~ 


Amphenol and Cinch-Jones Plugs and Sockets 


AMPHENOL PLUGS AND SOCKETS 


STANDARD AND GROUNDING-TYPE AC PLUGS AND SOCKETS 


a 


a i 


D B 


Black phenolic insulated plugs and receptacles for AC use. Grounding types are recommended for 
use with appliances and tools. Rated 15 amps at 110 volts, 10 amps at 250 volts. U.L. Approved 
except Types 160-10 and 160-11 which must be grounded after mounting. Ay. shpg. wt., 3 oz. 


fa) Retainer Ring Mounting Types. For 
mounting in 11,” keyed hole in chassis up 
to 4” thick. *Include third terminal for ground 
‘wire. 


Recessed Mounting Types. Consist of 

Types 61 and 160 plugs and sockets (left) 
mounted in Type 61-61 recessed shell (left), 
*Have ground wire terminal. 


Stock No Type Description | NET Stock No. Type Description |NET 
40 H675 61-M 2-pole male sax 40 H685| 61-M10 | 2-pole male -42 

H 677 61-F 2-pole female | .25 40 H687| 61-F10 2-pole female | .41 
42H522 | 160-10* | 2-polefemale} .60 | 42H526]| 160-4* 2-pole female | _ .83 
42H 523 160-11* 2-pole male 1.09 42 H 527 160-5* 2-pole male 1.23 


in, steel mounting plates except Types 61- 
and 61-F1 which have removable ring- 
mounted plates. All require 1%” mounting 
holes and have %2” slotted holes on 114” to 174” 
centers except Type 61-MIP-61F which re- 
paises 1%.” mounting hole and has 32” holes on 
¥2” mounting centers. *Include terminal for 
ground wire. 


Mounting Plate Types. All have molded- 
Mi 


Stock No Type Description |NET 
40 H 680 61-M1 2-pole male 7] 
40 H 682 61-F1 2-pole female 30 
42H524 160-2* 2-pole female aha 
42H525/ 160-3* 2-pole male 1.12 
40 H 085 |61-MIP-61F] 2-pole female +26 


Type 61-61 Recessed Shell. Steel shell for 
converting Type 61 and 160 connectors (de- 
scribed above) to recessed mounting types 
(above right). Fits 1%” hole; 134” mtg. centers. 
Lowers connector 1%¢” below surface of chassis. 
Shpg. wt., 2 oz. 

PMMASEAINET...5 0060.5. seve essss: IIc 


Cable Mounting Type. Shielded Steel- 
shelled, grounding-type plugs and sockets for 
use with AC cords. Types 160-6 and 160-7 have 
cable clamp (Fig. D) for up to 34” cable; Types 
160-8 and 160-9 have rubber grommet outlets 
(similar to Fig. E) for up to %.” cable. 


Stock No. Type Description |NET 
42H 528 160-6 2-pole female 5 
42H 529 160-7 2-pole male Rae) 
42H535 160-8 2-pole female -82 
42 H 536 160-9 2-pole male 1.19 


Type 3-13 Steel Cap. Black enameled, 
drawn steel cap for use with Types 61 and 
160 connectors. Can also be used with Type CP 
plugs for assembling power supply cables. Out- 
let has rubber grommet for up to 4” diameter 
cable. 14.6” long. Shpg. wt., 2 oz. 
CPN ERy GR) 9 ea eee a RS Ree 12¢ 


Type 3-24 Steel Cap. Same as Type 3-13 
U) above, but outlet is equipped with an ad- 
justable cable clamp for cables up to %” 
diameter. Shpg. wt., 2 oz. 

BOSSE NEN 22.05 cc tesen o5.ee re 18¢ 


TYPE CP PLUGS 


Standard bakelite plugs 
for use as chassis conne 
with plug-in units. ‘‘CP” 
quickly and easily ins 
without screws or rivets 
means of retainer rings. 
adapter plate below for replacement mo: 

With mounting ring for 1%.” holes & 
*12%4” keyed hole. {Have guide post and 
ing key. Av. shpg. wt., 2 oz. 


Mfr’s Type|Prongs|NET 
86-CP4 4 
86-CP5 5 
86-CP6 6 
86-CP7L* |7-Large 


86-CP7S_ |7-Small 
86-CP8+ | Octal 

86-CP9+ 9 
86-CPii¢ | 11 
86-CP12+ | 12 


AN-—Oo/MVvoOU 
RRR aw. 


mO000/C000)¢ 
UNNN—|———— 


IITIT IIIT 


Nw 
en 


Type 12-001-03 Adapter Plate. Nickel-p 
steel. For use with all Type CP plugs 
except 86-CP7L. 1¥4” to 174” mounting ce: 
Shpg. wt., 2 oz. 

AG TTOSS INET. i. 0cc%56 he dese 


MINIATURE CP PLUGS 


7 and 9 pin plugs 
signed for minix 
tube sockets. Fe 
molded-in strain 

post. High-quality 
tacts are gold over 
ver-plate, for extre 
high conductivity. 
shpg. wt., 2 oz. 


transi: 
tubes 
Av. sh 


Stock 


Prongs 


86-894 |7 w/side outlet cap 
86-895 |7 with cap 

86-896 |7 
86-897 


9 with cap 


CINCH-JONES PLUGS AND SOCKETS 


OCTAL AND MINIATURE TUBE SOCKETS 


(g] Octal Sockets With 15%” Mounting 
Centers. Molded from high dielectric black 
bakelite and low-loss, mica-filled bakelite. Have 
solder-coated brass contacts and sturdy steel 
pressed-on saddle with 4 ground lugs. Mount 
in 1” chassis hole. Type 8AB is for general pur- 
pose applications; Type 8AM is for VHF appli- 
cations. Shpg. wt., 2 oz. 


Stock No. Type Description |NET 

22H 579 8AB Black Bakelite] 8¢ 

22 H 580 8AM Mica-filled l2¢ 
Octal Sockets With 114” Mounting 


Centers. Similar to above, have clinch-on 
saddle with 4 ground lugs; mount in 14%” hole. 
Ceramic unit for UHF use. Av. shpg. wt., 2 oz. 


Stock No.| Type Description |NET 
22H 581 8EB Black Bakelite o¢ 
22H 583 8EM Mica-filled I3¢ 
22H582| 8EC Ceramic 45¢ 


Miniature Sockets—Bottom Mounting. 
Molded bakelite sockets. Solder-coated brass 
contacts; cadmium plated steel saddle. Types 
7EB and 7EM mount in 5%” hole; 74” mounting 
centers. Types 9EB and 9EM mount in 7%” 
hole; 1%” mounting centers. Av. shpg. wt., 2 oz. 


Stock No.| Type |Fig. Description |NET 
o¢ 

li¢ 

< : 12¢ 

K |9 pin, mica-filled] [4¢ 


SUB-MINIATURE TUBE AND TRANSISTOR SOCKETS 


Sub-Miniature Types. For hearing aids, miniature radios, etc. 
Mica-filled bakelite with silver-plated contacts. 4-prong minia- 
ture tubes and G.E. Gil and GI1A transistors fit 2H5. *Mount- 
ing ring for Type 8SM. Av. shpg. wt., 2 oz. 


Miniature Sockets—Top Mounting. Mold- 
ed bakelite sockets for mounting through top of 
chassis. Solder-coated brass contacts; cadmium 
plated steel saddle. Types 7AB1 and 7AM1 
mount in 5” hole; 74” mounting centers. Types 
9AB and 9AM mount in 34” hole; 14%” mount- 
ing centers. Av. shpg. wt., 2 oz. 


Stock No.| Type |Fig.| Description |NET 
22H 565 | 7AB1| J |7-pin, bakelite 

22 H 566 | 7AM1 ‘Ne 7-pin, mica-filled| I1¢ 
22 H 592 | 9AB 9-pin, bakelite l2¢ 
22 H 593 | 9AM | K |9-pin, mica-filled| |4¢ 


Ring-Mounting Octal Sockets. Molded 

sockets with solder-coated brass contacts. 
Mount in 11%,” keyed hole. Retainer ring sup- 
plied. *Chassis thickness. Av. shpg. wt., 2 oz. 


Stock No.| Type |Size*| Description |NET 


22H584| 8R1 | %" | Black bakelite| 18¢ 
22 H586/ 8R3 | Me” | Mica-filled 2\¢ 
22H 587 | 8R4 fc Black bakelite| 18¢ 
22H 588 8R5 | %” | Mica-filled 2i¢ 
22H585 | 8R2 Ye” | Black bakelite) 18¢ 
22H 589! 8R6 | \%" | Mica-filled 2i¢ 
22 H 590. Type 8RO Retainer Ring. Extra 
rings for above sockets. Wt., 1 oz. NET...... 4¢ 


22 H 591. Type 8AP Adapter Plate. For use 
with ri sockets when screw or rivet mounting 
is required. Slotted 144” to 17%” mounting cen- 
ters; 1'%4” keyed hole. 1 oz. "9 


Stock No.|Type|Pins Fig.|NET|Stock No. TypePins Fig.| NET 
40 H 294) 2H3) 3 
40 H 245) 2H5 
22 H 613) 2H6) 6 
40 H 247| 2H7 


M | 20¢/40 H 242'8SM | 8 | P | .438 
5 | N | 22¢/22 H 6148SMP) 8 | R | .54 

N | 29¢/22 H 615|\2M 6 Fes fe 
71N (3i¢ { 


Transistor Types. 5-contact sockets; Type 5PC (Fig. S) for 
printed circuits; 5WC (Fig. T) for wired circuits. 


2 oz. 


Stock No.|Type| 


Size jtock No./Type| Size NET 


NE 
40 H 249/SWC|34xHox! "| .38: 


0 H 252) SPC! Hox! Haxl2"|,396 


Allied Supplies Everything for the Experimenter and Builder 


WAFER-TYPE SOCKETS 


Sturdily constru 
laminated-bakelite 
sockets. *With c 
shield. +Fits Mallo 
brators 725C, 4513, 
and 4549. 2 oz, 


Stock No.; Type (Centers; Pins 
22 H616| 4WX 1” 4 
22H 617 | 5Swy 14," 5 
22H 618 | 6WZ 14%" 6 
22H 619} 7VSt 1y,” 7 
22 H 620 WA 1%” |7(arge) 
22H 621 | 7WU 1% ‘5 
22 H 622 | 7W2A*| 7%” 17 (min.) 
22 H 623 | 7WL2* 1” |7 (min.) 
22 H 624 | 7WL4* | 15%" {7 (min.) 
22 H 625 | 8W1 1546” 8 
22 H 626 | 8W2 1" 

22 H 627 | 9W1* 14%” |9 (min.) 
22H 628 | 9W2* | 1%" |9 (min) 


TYPE 8PB 8-CONTACT PLUG 


For making up to 8 connection 
tween chassis. Molded black 6 
lite. Fits any octal socket. Use 
16F shield, (below). Wt., 2 oz. 
40 H 846, NET. 

Type 11PB 11-Contact Plug. Same as ab 
but with 11 contacts. Molded black bak 
construction. Fits 11-contact socket, 
11RB listed below. Use with type 16F sna 
shield, below. Shpg. wt., 2 oz. 
AO BAZ ANET 2220.08... ce a 


TYPE 16F STEEL SNAP-ON SHIELD 
Cadmium-plated, durable steel shield. Snz 
8PB and 11PB sockets, above. Rubber g 
met with 254” hole protects cable. 2 oz. 
40 FUBAGUNET ... 5.75... tn. J ee 


TYPE 11RB 11-CONTACT SOCKET 
Use with 11PB 11-contact 
(above). Precision molded 
high-dielectric, black ba 
Mount on Y%e" thick chassis 
retaining ring. Use with 16F 
on shield (above) on 
cables. 2 oz. 

40 H 849. NET........... 7 


CHASSIS AC SOCKET 


Type 2R2. Molded, black & 
Fe) lite. Rated: 15 amp. at 110 » 
EY amp at 250 v. Solder-Iug te 
nals. Mounts in 34x34” hole 
%a" dia. mtg. holes on 14%* 
ters. Size, 1%xY". 2 oz. 

SOMATORO ONE T 5. 765 Sessa Hes 


vis 


TRANSISTOR SO 


miniature mica 
eliminate loss 
mage from di- 
= soldering of tran- 
© pins. For 3-pin 
istors with in- 
eins or 3 and 4- 
transistors with 
en .200” diam. ci 


ELCO TRANSISTOR 
AND TUBE SOCKETS 
CKETS 


cle of any configuration. 
orm to MIL-P-14. *Ring only for 3304, 


i 3310, 3313. tPC, mounting for printed 
lee MR, mounting ring. Av. wt., 2 oz. 
2ie Mfr's ‘ NET 
i= Type_ Fig. +Mtg- |EACH 
Se 3301 A Saddle | 35¢ 
206 : 3306 B Saddle | 35¢ 
2 #245 | 3309 Cc Saddle | 35¢ 
2m 7H248 | 3312 D | Saddle | 38¢ 
PH 238 | 3303 A PC 27¢ 

H094| 3305 A PC 30¢ 

H244| 3308 B PC 30¢ 

H 247 |_ 3311 Cc PC 30¢ 

= #093 3304 A MR 26¢ 

® 4243 | 3307 B M 26¢ 

H246| 3310 & MR | 26¢ 

@ 4249 | 3313 D MR 29¢ 

= 4095 757 + MR 3¢ 


Seellent selection of sub-m 


Av. shpg. wt., 2 oz. 


INTED CIRCUIT SOCKETS 


mica filled phenolic sockets 
ese on printed circuit boards. 
transistors and sub-miniature (J 
=« tubes. All contacts gold flash- 


inia- [) 


Mfr's P 
Type. rongs 
786BC 3 
805 BC 4 
788BC 5 
815BC 6 
792BC 7 


Yeline sockets of mica filled 
‘eee. For transistors and sub 
tubes. Contacts are 


TS 


instruc 
kelite 


/ith ce hpg. wt., 3 oz. 


AINER MOUNT SOCKETS 


d. Require retainers listed. 


phe- 
mini- 
gold 


Mallory 
» 4513, 


IZ. 


Mfr's 
°. Type Li 


rongs 


799BC 


4 
= 0 | 803BC 
| 
| 
6 


770BC 
813BC 
790BC 


NOU Aw 


me! RY oe 


RETAINER 


s 


Mfr's 
Type 


Stock 
No. 


For Ty 


pe No. 


=) H099| 768 


HH 097| 777 |799BC, S03BC, 770BC) 3¢ 


#) H098| 834 813BC 
790BC 


RARRRAARS|& RL 


Dependable 7 and 
Sein miniature, 
ead octal-type 
weckets specially 
Sesigned for use in 
Meented = circuit 
epplications. All 
Sere low-loss mica 

@eulation. *Bot-(L] 
Me solder; ttop 


nections 


“Uf 
te) 


wentact. All units 
Sects 
WE3BC, silver-plated beryll 
PSP, silver-plated bronze. 


PRINTED CIRCUIT TUBE SOCKETS 


weder; §shield base; {ground contact; #shield 
have tin-leaded brass con- 
except 612PH, tin-lead plated bronze; 


ium copper; 622- 
Avy. shpg. wt., 3.02. 


Gteck No Type Fig. | Pins | EACH 
27H 551 | 612PH* L | Octal | 36¢ 
ies, 22H 410 | 646*f L 7 13¢ 
a S2HA12 | 648+*# L 7 14¢ 
22H 414 | 658tt L 9 18¢ 
22H 416 | 660t# L 9 18¢ 
424 417 | 623BC§ M 9 9l¢ 
#24418 | 622PHSP§ |_M a 78¢ 


@ecommended for UHF use. 
Bigher steatite body gives 
‘wenger leakage path between 


; eentacts. Mounting centers, 
1M". Shpg. wt., 4 oz. 

lack bal 

110 v Stock No. Type Prongs EACH 

72 H 060 33004 4 
724 06! 33005 5 
72.H062| 33006 6 A5c 
72 H 064 33008 8 


Allied Radio Corporation, 100 N. W 


All-Purpose Sockets | 


—————- 
— 


E. F. JOHNSON TUBE SOCKETS 


SPECIAL SOCKET TYPES 
Type 122-105. 7-pin VHF steatite socket 


for 5894, 6524, 6252 tubes. Ventilated 
aluminum shell. Shpg. wt., 10 oz. 
73 H 996. NET... 2.5. c ee eee eee 1,45 


(F Type 122-244, 4-pin steatite for ‘‘super 
jumbo” tubes. Takes 8008, BR6, $C22, 
5C22, GL146, GL152, GL159, GL169, ROS8S, 
RH507, SR50, SR53, SK60, FG105. Wt., 44 Ib. 
73H 997. NET......-..00- secretes 1.60 
F Type 122-275. Steatite socket for giant 5- 

pin base tubes. Takes 4-125A, 4-250A, 
RK28, RK48, 125M, 803. Shps. 10 
73H 998. NET..........:---- 
iG) Type 122-101. 7-pin steatite with base 
G] shield and retainer springs. For use with 
4-65A, 826, 829, 832, etc. Shpg. wt., 34 Ib. 
73 H 245. NET......-.-eeeee reer 2.35 
Type 124-113 Capacitor-Mount. 1450 
mmifd mica screen by-pass. Tested 1000 v. 
. For 124-109 and 124-114 sockets. 6 oz. 
H 999. NET.......-.-+-- 5,00 
Type 124-114. Socket for 4X 150A, 4X250B, 
7034, 7035, etc. Shpg. wt., ¥% Ib. 


VECTOR SOCKETS 
PLUG-IN UNITS 


Consist of standard tube socket, 
tubular terminal post, octal plug 
and shield can. Can sizes; B10M an 
BiON, 1.37”. square, 2.5” long; 
C10M’ and C10N, 2” square, 2.5” 
long. Av. shpg. wt., 5 0z. 


Stock No.| Type |_ Description | NET EA. 
40 H 237|B1i0M |7-pin Miniature 1.87 
40 H 238|Bi0N |9-pin Noval 1.91 
40 H 241|C10M |7-pin Miniature 2.17 
40 H 239|C10N |9-pin Noval 2.20 


TUBE ADAPTER TEST KIT 


Type T-789. Ideal for making 
voltage, resistance and wave 
form measurements from tube 
side of chassis. A valuable aid 
for on-the-spot repair. Set con- 
tains 1—7-pin, 1—9-pin minia- 
ture, and 1 octal adapter in plas- 
tic carrying case. 42” diam. holes 
in recessed tabs for test prod 
points. Adapters will fit into 
tube shield bases. Shpg. wt., 6 02- 
40 H 210. NET 


SOCKET-TURRETS 


Terminal structures for use in 
single or multi-stage sub-assem- 
blies. Components mount on 
phenolic form. Turrets are V2” 
diam. Octal units mount in 1” 
hole; miniatures, %” hole. Av. 
shpg. wt., 3 oz. 

2%” Turret. Has 9 terminals in two rings 
spaced 134” apart. 


Stock No. ee Socket NET 
40 H 211 |10-0-9T Octal 62¢ 
2” Turrets. 9 terminals in two rings, 1” apart. 
40 H 212 8-0-9T Octal 59¢ 
40 H 217 | 8-M-9T | 7-Pin Min. 68¢ 
40 H 233 | 8-N-9T | 9-Pin Noval 68¢ 
114” Turrets. Have 6 terminals in one ring. 
40H 213 | 6-O-6T | Octal 53¢ 
40 H 218 | 6-M-6T | 7-Pin Min. 59¢ 
40 H 234 | 6-N-6T | 9-Pin Noval 62¢ 


Shield Bases. For miniature sockets above. 
Fasten above chassis on socket mtg. centers. 
Use with standard bayonet type shield. 2 oz. 


Stock No.| Type Description NET 
40 H 235 | S7 For 7-pin sockets 9o¢ 
40 H 236 | S9 For 9-pin sockets o¢ 


ct 
RAY-PAR ANTI-CORONA SOCKET 


Octal socket for 1B3_high- 
voltage rectifier tube. Corona 
ring minimizes breakdown. ] 
Laminated bakelite. Mounts 
on insulator or high-voltage 
capacitor with screw type ter- 
minal. Shng. wt., 3 oz. 

40 H 446. NET 


te. 4Ac 


BAYONET SOCKETS 
aye 123=209. For tubes with 4 a | 
“UX” base; 852, 860, 866 tubes, etc. 
mtg. holes. 25%” centers. Shpg. wt., 10 oz. 
73H 195. NET 3 ne 


(kK) Type 123-211. Porcelain base socket for 
use with ‘‘jumbo'’-type 4-pin tubes. Takes 
Zi, 872 tubes, etc. Mounting centers are 
spaced 218%”. Shpg. wt., 1 Ib. 
73 H191, NET........ 


STANDARD WAFERS 


Steatite wafer sockets design- 
ed to meet general require- 
ments of receiving, low-power 
transmitting tubes. All types 
have cadmium-plated con- 
tacts. Basesare glazed steatite. : 

Size, 2546”x1'M%5". Sockets have 134” mounting 
centers. Shpg. wt., 4 oz. 


Stock No.| Mfr’s Type | Prongs NET 
73 H 238 122-224 4 3 

73 H 239 122-225 5 ; < 
73 H 241 122-227 y, 296 
73 H 243 122-228 Octal 97¢ 


EBY SOCKETS. 


Type 
49 


Above-Chassis Type. One-piece molded bake- 
lite construction, for top-of-chassis or pai 


mounting. Contact designations molded in 
base. Mounting centers, 1'1%”. Shpg. wt., 2 oz. 
StockNo.| Type |Prongs|i-9,EA. 10-49, EA 
40 H 254| 12-4 4 30¢ 28¢ 
40H 255| 12-5 5 32¢ 30¢ 

40 H 256) 12-6 6 34¢ 32¢ 

40 H 261/12-7-N-O|7L&7S 35¢ 32¢ 

40 H 258] 12-8 | Octal | 39¢ 36¢ 
TV Tube Socket SaPe 49-13 DD. All-molded * 
bakelite, duo-decal tube socket for magnetic 


or electrostatic focusing tubes. Complete with 
18” leads. Shes, wt., 4 oz. 
40 H 291. 10-49, EA... .43¢1-9, EA... .47¢ 


CRT TEST SOCKET ADAPTER 


TV picture tube socket adapter, 
easy to install or remove. Ex- 
ternal lugs permit checking all 
CRT pin voltages while set is in 
operation. No wiring or solder- 
ing required. Wt., oz. 

40H 373, 1-9, EACH...94C 
10-49, EACH a 84¢ 


POMONA SOCKET SAVERS 
Rigidly-mounting socket savers of 
durable phenolic material with long- 
life metal contacts. Protect your 
tube tester sockets from wear caused 
by repeated tube insertions. Does 
away with time consuming socket 
replacements. Prevents tube tester 
sockets from developing loose, worn 
contacts which cause inaccurate test 
readings, No wiring or soldering is 
necessary—the socket saver plugs 
into original socket. With threaded bolt and 
nut. For 7 and 9-pin miniature and octal sock~ 
ets. Av. shpg. wt., 3 oz. 


StockNo.| Type | Description NET 
40 H 668| SS-7 |For 7-pin min. 
40 H 669| SS-8 |For 8-pin octal 171 


40 H678| SS-9 |For 9-pin min. 


POMONA 110° 


CONVERSION ADAPTERS 
Model 110-S. Sylvania Type. 
Efficient conversion adapter sock- 
et for duo-decal test equipment. 
No rewiring necessary—plug in 
adapter to convert for 110° socket. 
Has 0.820” pin circle dia. 7 pins, 
Shpg. wt., 4 oz. 


40°R 683. NET...220:. 00s (52. 


Model 110-R. RCA Type. As above but has 
0.600” pin circle dia. 8 pins, .040” dia. Wt., 5 oz. 
40 H 684, NET......-.-.----0-+ ee eee 1. 


| 


t 
t 


CinchJones Strips, Terminals, Sockets 


FANNING STRIPS 


For neat, highly dependable terminal wiring. Insure 
correct, positive firm connections. Ideal for cable or 
harness wiring. These units simplify assembly—con- 
nections can be made before putting strip into assem- 
bly. Facilitate disconnecting sub-assemblies for servic- 
ing. Last letter in Type No. indicates right or left mount- 
ing hole position. Laminated bakelite. Terminals made 
of .032” thick brass. Av. shpg. wt., 3 oz. 


Series 160. Fit Series 140 barrier terminals below. Terminals are mount- 
ed on #2” bakelite, 44” wide and on 3%” centers. 


SERIES 300 PLUGS & SOCKETS 


Compact units rated 730 volts rms 
10 amps. Metal caps; bakelite bo 
Phosphor-bronze socket contacts 
gage both sides of plug contacts. U: 
are polarized; plugs with 24 or m 
contacts have positioning pin. P 
contacts are 54” wide by *%%," thic 
*Round shell; others rectangular. 

shpg. wt., 3 oz. 


TYPE AB FOR CHASSIS MOUNTING 


Stock No. | Type |Term.|NET Stock No.| Type |Term. | NET ny 
giteng | gictt) 7 | 08 fagnass) tice! y |e | Ore ee 
41 HBI12 4-160L mt ‘16 140 H958| 4-160R 4 16 Contacts|/Stock No. Type NET]Stock No.; Type N 
41 H813 | 5-160L} 5 |.21 |40H959| 5-160R| 5S 21 2 40 H 870 |P-302-AB*| .19 140 H 880 | S-302-AB* 
3 40 H 871 |P-303-AB -24/40 H 881 | S-303-AB 
41 H814 | 6-160L 6 | .25140H960/ 6-160R 6 «25 4 40 H 872 |P-304-AB "27140 H 882 | S-304-AB 
41 H817 8-160L 8 -33 140 H 96! 8-160R 8 33 5 40 H 873 |P-306-AB 133 140 H 883 | S-306-AB 
REM oouprte [en 1.40 1-262 | 10-1008) 1) | 88 8  |40 H 874 |P-308-AB | .39 |40 H 884 | S-308-AB 
- eoURE SO IES - sag 10 40 H 875 |P-310-AB -45 140 H 885 | S-310-AB 
Series 161. Fit Series 141 barrier terminals below. Terminals are mount- 12 40 H 876 |P-312-AB -49 140 H 886 | S-312-AB 
ed on %2” bakelite, 54” wide and on 1%” centers. 15 40 H 816 |P-315-AB -66 [40 H 864 | S-315-AB . 
41H822 | 2-161L 2 09 18 |40H 817 |P-318-AB | .82]40 H 865 | S-318-AB 553 
41 H823 | 3-161L 3. [ste 21 |40 H 818 |P-321-AB | 1.03 |40 H 866 | S-321-AB 554 
41H824 | 4-161L 4 17 24  |40 H 819 |P-324-AB | 1.24 ]40 H 867 | S-324-AB 6l1 
sures Gar s_iiel | 3) BRB ese eae (125 14 0 88s | Ske Sis 
x 30 40 -I90-: . " 
41 He28 reise (: se 33  |40 H 822 !P-333-AB | 1.89 140 H 877 | S-333-AB 232 
41 H832 |10-161L 10 43 
41 H833 |12-161L 12 3] TYPE CCT WITH CABLE CLAMP 573 
: 5 zs SOCKETS 613 
Series 162. Fit Series 142 barrier terminals below. Terminals are mount- 3556 
ed on 32” bakelite, 54” wide and on %%” centers. Type NET StockNo. Type 719 
41 H834 | 2-162L 2 |-11 }40H972| 2-162R) 2 tt 2 40 H 802/P-302-CCT*| .45 1/40 H 852)S-302-CCT* 617 
41 H843 | 3-162L) 3 | 5 140H973| 3-162R) 3 5. 3 40 H 803/P-303-CCT | .48 |40 H 853/S-303-CCT 
41 H844 | 41621}; 4 | .19 ]40H974/ 4-162R) 4 “19 4 40 H 804|P-304-CCT 0 H 854/S-304-CCT 
41 H845 | 5-162L} 5 | .23 ]40H975| 5-162R/ 5 se 6 40 H 806 E eaapen 2 # SEE SEG 
41 H846 | 6-162L 6 |.28140H976| 6-162R 6 128 8 40 H 808 |P-308- | 3 
41 H847 | 8-1621L} 8 | .36]40H977| 8-162R| 8 36 10 40 H 810/P-310-CCT 0 H 860/S-310-CCT 
| H 848 10-162. 10 | .45 |40H978| 10-162R| 10 | .45 mi ae ~ ne tae in Hn HES pale 
~GARRIER TERMINAL STRIPS | __a_ (20 41 SB5/ESHEGEE | 1:99 83 8 SELISSIT-CES | a 
BARRIER TERMINAL STRIPS 21 40 ae oe 
: ; we 24 |40 H 811 |P-324-CCT | 1.73 40 H 857|S-324-CCT man 
Barriers between each terminal provide increased insula- 7 40 H 813)|P-327-CCT | 1. 40 H 859/S-327-CCT HO55 
tion. Excellent for industrial and experimental applica- 30 40 H 814|P-330-CCT i 140 H 861|S-330-CCT H55 
tions. Barriers follow edge of strips and terminate at 33 40 H 815|P-333-CCT | 2.45 140 H 863/S-333-CCT 
base. Make a long leakage path and prevent direct shorts B56 
caused by frayed wires at the terminals. Base is molded SERIES 170 TERMINAL STRIPS B36 
bakelite, with mounting holes at ends. Eyelets and ‘5 Terminal strips with extra~heavy solder ter + ze 


binder screws of nickel-plated brass; terminals of hot 
tin-finish brass. Barrier-type terminals and fanning 
strips, when used together, insure positive contact and 
firm connections. No. 140 terminal strips have 5-40x'%” binder head 
screws, '{” metal-to-metal spacing. No. 141 terminal strips have 6-32x)4” 
binder head screws, %4” metal-to-metal spacing. No. 142 terminal strips 


nals. Ideal for industrial users, experimental 
etc. Black molded bakelite insulation, '%” wide, 

thick. Terminals are mounted on %” cente 
Mounting holes are 3%” from center of end terminz 
Terminals are .032” brass, tin plated. Double-notched solder termin 
for rapid soldering or wrap-around connections. Av. shpg. wt., 5 


ee eee binder head screws, %” metal-to-metal spacing. Av. Stock No.| Type |Term.) NET )Stock No.| Type |Term. 
Series 140. Metal-to-metal spacing over bakelite %". Base 74” wide an - Ban Ban a aa "i gee fare “ 
x2" high. 3%” centers. Use with Series 160 fanning strips. 40 H 992 | 3-170 3 40 H997 | 8170 8 
Stock Mfr’s NET Stock Mfr's + NET 40 H 993 | 4-170 4 40 H998 | 9-170 9 
No. Type |'e"™-/EACH] No. Type |TeP™-lEACH | 40 H 994 | 5-170 5 1_ 140 H 999 |10-170 | 10 
1-140 1 -09 | 41 H 806] 12-140 12 -67 
4i tt Boo -140 2 14 4\ H 384 13-140 13 23 SERIES 2000 TERMINAL STRIPS 
H 3-140 3 ° 4 . Terminal: .019” in-plate 
41 H 803 4-140 4 25141 H586/ 15-140 15 +84 in gee pegs San. Molded bake 
41 H807 | 5-140 5 -31 [41 H 587) 16-140 | 16 -89 epee os fame | benckots are made 
H 6-140 6 -35141 H588/ 17-140 17 94 cadmium-plated steel. ounting holes at e: 
4 H 837 7-140 7 .41 141 H589]| 18-140 18 1.00 end of bracket. Av. shpg. wt., 2 oz. 
41 H804 8-140 8 -46}41 H590| 19-140 19 1.05 Stock |Mfr’s + Mtg. NET Stock |Mfr’s 
41 H582| 9-140 9 -52|141 H591]| 20-140 | 20 1.10 No. |Type| ‘°™|Ctrs. No. |Type|rerm 
41 H805 | 10-140| 10 | °57]41 H592| 21-140 | 21 | 1.16 | Gp>wmea7| 2002; 2 |1" |.06 |41-H 691) 2006 
apises | ie di 6e0] St) 2 fog | 85 1h 68a) 8 
Series 141. Metal-to-metal spacing over bakelite 34”. Base 114” wide x (eri * 
%" high. al erie. Use with Series 161 fanning strips, 41H 690! 2005] 5 |1'%4"| .09 141 F697] 2012 
aruea5| 2141) 2 | .12) 41 840 10-141 | 10 23 CABLE CLAMPS 
4! i Bae eas : sie a H Bae 14.141 14 rg Cable anine he Se strips above. Made of nickel-plat 
4) H 842 5-141 5 39141 H877| 16-141 16 1.14 Sd ios -3 aoe ead screws. Serve as strain relief 
41 H838 6-141 6 “451/41 H878| 18-141 18 1127 anchor cable securely. Sizes shown are I.D. Shpg. wt., 2 
41 H 839 8-141 8 -59141 H879| 20-141 20 1.41 pe NVES Size Bee Stank Mfr’s Size | NE 
? : : . °. ype . o. Type E 
Series 142. Metal-to-metal spacing over bakelite '%”. Base 154” wide x ¥ 
>" high. ¥%4" centers, Use with Series 162 fanning strips. ai iase lecaeeal fe Vele-haee 857 |CC-161-10 oe 
H670| 2-142) 2 | .22|41H680| 12-142) 12 |1.06 | 41H 854 |CC-161-8| 14” |: “161- y3 
41 H 671 3-142 3 -31 1] 41 H 881 | 13-142 13 1.14 _ 4 be ESN B29 IEC tole 792 
41H672| 4-142 4 | .39]41H882/ 14-142 | 14 | 1.22, SERIES 101 PLUG AND SOCKET 
41 H 673 5-142 5 47141 H 883 | 15-142 15 1.31 Low-l igh-& 
41 H674| 6142| 6 | 755141 H884| 16142] 16 | 1:39 Gobcty DAE tovl Dohicoee or cha 
41 H 676 8-142 8 -72|41 H886| 17-142 17 1.47 cond. Cadmium-plated brass; prong, 
4| H 678 | 10-142 10 89 tacts, silver-plated. Shpg. wt., 4 oz. 


ADAPTER SOLDER TERMINALS 


Adapt barrier strips (listed above) to permit top-side or 
underside solder connections. Type 34W permits top-side 
soldering to barrier terminals; Type Y is for underside 


solder connections. Made of brass; hot-tin finish. Assure 
positive solder connections. Fasten securely under binder 
Y WW head screws. Av. shpg. wt., 3 oz. 


TYPE Y¥ 


Description 
1” Socket 


Stock No.|Type Desoription| NET]|Stock No.| Type 
40 H 825 |P-101| 4” Piug_{.70 140 H 635/S-101 


SERIES 262 PLUGS AND SOCKETS 


Cadmium-plated brass plugs 

sockets. Type P-202-CCT is pols 
ized. Knurled nut. Type S-202 
socket mtg. holes, No. 30 drill 
1” centers. All units have %* 


TYPE %W thread. Type P-202-CCT 
Stock Mfr's For | NET Stock Mfr’s For | NET S-202-CCT-THR have cable clamp. Shpg. wt., 3 oz. 
No. Type | Series} EACH No. Type | Series;EACH Stock No. Type Fig. Description N 
22 H 640| %4W-140| 140 -030 | 22 H269| Y-140 | 140 .030 H a walee ¥ E | Pl 
22H 641 ywaidt 141 | [035 |22H270| v-141 | 141 | 1035 | 49389 $302.8. F Sorker: ibave sagauting ve 
22 H 642| %4W-142) 142 | .040 122 H271 1! Y-142 | 142 -040 40 H 981 | S-202-CCT-THR | G | Socket, extension -87 
206 = Allied Stocks All Cinch-Jones Products—Write for Price on Any Types Not Shown Here 


ee ee eee 


Switchcraft Plugs and Jacks 


“LITTEL-PLUG" PHONE PLUGS 
ize phone plugs; fit standard %4” phone jacks, except *Types 

$280, .206” sleeve for S-11 ‘‘Littel Jax" and for Bell and Howell 
eat; tT ype R280 which has short sleeve for Revere recorders. 
with solder terminals feature built-in cable clamp; others do not 
cable clamp. Metal (shielded) handles are nickel-plated brass. 


“L|TTEL-JAX" PHONE JACKS 
Take standard 4” phone plugs, except *S-11, which takes 5250, 
$280 and 385 ign and C-12B_ which takes 480 Military-type, 

Littel-Plug” 34” dia., 1%" overall, with a 34” dia, threaded shank, 

long. L-i1 and L-12A_ have bushing %%” long. SCC indicates sing! 

closed circuit: OC indicates open circuit. Av. shpg. wt., 3 oz. 


STANDARD PHONE PLUGS 

-size 4%" phone plugs. Metal (shielded), red or black bakelite 
es; 2'4” long, 34” dia., except *1” long. Type 170 is similar to 70, 
‘es 2-piece handle with cable clamp for 4” cable. No. 190A is 
co 90, but has same handle as 170. Av. shpg. wt., 5 oz. 


aes Fig. | Cond. cane 


NET 
Ter. EACH 
Screw 44 
Screw * 
Solder -62 
Screw 7 
Solder 
Screw 
Screw 
190A} _C Metal Solder 


“LUG-PLUG” PHONE PLUGS 
eset, two-conductor, phonsyiuge. All fit 4” jacks except, *fits S-11 
Jax. Have solder terminals. Exterior parts bright nickel plated. 
ee black handles are 154” long, 44” diameter. Types 380 and 385 
sbielded handles 1” long. Av. wt., 4 02. 


A 
A 
A 
B 
E 
E 
Cc 


UU) Ur Ute Un) © 
Wh—O0] OONIN 


DRO) UV 
SNNB! NANND 


hole. OC, open circuit; CC, closed circuit. Av. shpg. wt., 2 oz. 


es are 11%6" long; 14” dia. Av. shpg. wt., 4 oz. 
Mfr's Handle NET No. Type Diag. | Cond. | Circuit |JAN Type NET 
g Type Fig. | Cond. Goler Ter. EACH aH 622 aa ae T 2 OG —— 
553 A 2 Black Screw 44¢ 41 H 623) C-11 I 2 oc 
Bet et) eae | See | He [Reese |b | a | 8 
ac’ solder 3 
@6l4 A 2 Black Solder 44¢ 41 H 624 12A Ir 2 oe 
B6l2 A 2 Red Solde: 4i¢ 41 H 631) C-12A II 2 5 
m 555 A 3 Black Sotaer 7\¢ 41 H 469| L-12A Il 2 scc 
= 6l6 A 3 Black Solder 62¢ 4| H 632| 12B Tit 3 oc 
=m 573 B 2 Metal Screw! 62¢ 41 H 633 oa at = Dee 
= $2 Pig wea. eae |p| es 
cal ase “TINI-JAX" SUB-MINIATURE PHONE JACKS 
7 Meta ta ” ” 
od 4 B 3 ae aenes 5ee Extra-small 2-conductor jacks for “Tini-Plugs”. "4" long; fit 14* 


41 H 516| 41 1 2 oc 24¢ 

41H 219 42A II | 2 cc | 26¢ 
New Type 126 “Tini-Extension Jax". Two-conductor; solder lug 
terminals. Mates with “‘Tini-Plugs”’, below. Wt., 2 oz. 

TT APES MET ccc tie docs pn edta taps 0 r> 5c 73¢ 


“T|NI-PLUGS” SUB-MINIATURE PHONE PLUGS 


For use with ‘‘Tini-Jax”. 154” overall length. 2-conductor. Han- 
(N\(r) dles are ‘‘Ethocel” plastic or nickeled brass. Shpg. wt., 2 oz, 


ee ee 

Stock No. Type Fig. Ter. Handle NET 

H 8 740 N Screw Black 4¢ 
4| H 215 745 N Screw Red 446 
41 H 520 750 N Solder Black 4i¢ 
41 H 521 755 N Solder Red 4ai¢ 
41 H 522 770 4 Screw Shielded 62¢ 
41 H 523 780 P Solder Shielded 59¢ 


“EXTENSION JAX" CABLE EXTENSION JACKS 


Fit standard 4” plugs. 1%” O.D.; 2°" long. 121 and 131 44” 
(r}{s\{r) O.D.; 244” long. Black handles are durable plastic '‘Ethocel;" 


shone plugs featuring flat, space-saving handles. Ideal for applica- 

where conventional plugs would protrude too far and interfere 
operation of equipment, prevent installation in tight quarters, 
Essily removable plastic handle. Screw terminals on Types 220 
725 will accept standard phone tips. Terminals and body are 
mically interlocked. Shpg. wt., 4 oz. 


Beoek Mfr's Fig. Handle 


F 
235 F 


ARY-TYPE “LITTEL-PLUGS” AND EXTENSION JACK 


exacting industrial and military 

pements. =haae are made in ac- 
Mmace with IL-P-642A specs, 
475, made to MIL P-642(1). 
$20 extension jack is designed to 
MIL-J-641A specs. Firm internal 

; parts. Black plastic handles; 

handles. Extension jack fits 
430 ‘Littel-Plug.” All have screw 
cals. {Built-in cable clamp. Av. 
wt., 5 oz. : 


#621 
& 567 
mB 568 
m 569 


Mfr's JAN 

Type | Fig. | Cond. Type S.C. No.| EACH 
0 430 G 2 PJ-054B PL-54 82 
8 440 G 2 PJ-055B PL-55 82 
9 470* G 2 PJ-055M PL-125 1.18 
i 475*+| H 2 PI-6565 |. ee vis 1.15 
2 480 H 3 PJ-068 PL-68 2.12 
9 820 Ff 2 Jj-026 JK-26 1.18 


SERIES 500 JACK COVERS 


spring-loaded jack covers. Snap over jack openings 
plug is removed; provide dust and moisture-proof seals. 
«ith conventional %*-32 threaded bushing type jacks. 
ssut seals into molded rubber washer when closed. 3 oz. 


% Type Color NET No. Type| Color NET 
490} 510 [Olive Drab 62 (a1 H 492) 515| Black 262 
491! 512 |Bright Nickell 62141 H 493! 520! Navy Gray! .62 


Fig Handle NET shielded handles are nickeled brass. All are open circuit type. 3 oz. 
< a Color ran Stock No.| Type | Fig. |Cond.| Ter. || Handle NET 
Black 32¢ H 80 Ss 2 Screw Black .68 
‘A Red 32¢ snes} ss | 2 | Solder | Black 39 
seu, z Metal is 41 4 572| 120 ¢ 2 Screw | Shielded 31 
1 ana at | | 3 | Sue | Sever | te 
4 er elde . 
FLAT PHONE PLUGS 41.4717] 1230 | 7 3 | Serew | Shielded | 1:15 


“MT-JAX" SWITCHBOARD-TYPE JACKS 
Meet Military specifications. %" wide, 31%" 
ine Fit Tee hole. CC, closed circuit; OC, 
open circuit. Shpg. wt., 3 02. 


open circuit. Shpg. wt. 9 0%, ee 
Stock No. Type Diag. Cond, | Circuit _ SAN | NET 
41 H 603) MT-331 I 2 oc JJ-086 88 
41 H 604| MT-332A Il 2 ce JJ-024 1,00 
41 H 606| MT-332B Ill 3 oc JJ-022 1,00 
41 H 477| MT-332C VI 4 CC;OC| JJ-016 {13 
41 H 478| MT-334B Vv 4 2—CC JJ-042 1.18 


New, easily-installed 
phono jacks and 
plugs. 3501FP for 
front panel mounting 
in 4%” hole—fits panel 
up to Y%" thick. 3501- 


mounting in ¥%” hole (w] 


Av. shpg. wt., 3 oz. 

4H 758. Type 3501FP Jack (Fig. W). NET....-.-...-0s00005 2\c 
41 H 759. Type 3501F R Jack (Fig. X), NET........- 7 

41 H 778. Type 3503 Extension Jack (Fig. Y). NET.. 
41 H 762. Type 3502 ays (Fig. Z). NET... 22. eee es ; 
41 H 763. Type 3501MC Plug (Fig. AA). NET.......00cee8 ipecte ¢ 


JACK SCHEMATIC DIAGRAMS 
its i 1 = nt 
a 
Vv wes VI 


Iv 


B) —— 
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INSULATED TIP PLUGS 


Type 229 Heavy Duty Phone 
Tip Plug. Molded bakelite 
fandle. One-piece, nickel-plated 
brass construction for heavier-cur- 
rent use. 244” long. Shpg. wt., 3 oz. 
41 H 536. Red 


41 H 537. Black 1-9, 

41 H538. Yellow NET EACH 
41 H 539. Green 5c 
41H 540. Blue 

NERAGH 5. .,i2....-05-50 13¢ 


(B| Ty pe200"'Senior” Solderless 
Phone Tip Plug. Knurled nut 
tightens against wire, making sol- 
dering unnecessary. Plug is made 
of nickel-plated brass; bakelite 


handle. 24” long. Shpg. wt., 3 oz. 
41 H 285: Black 2 
. ac 
41 H415. Yellow NET EACH 
41 H 416. Green 5c 
41H 417. Blue 
ASS EACH. «oy. crerercesns 13¢ 


10- 
Type 201 “Junior” Solder- 
less Phone Tip Plug. Has 
same tightening assembly in body 
of plug as Type 200, above. Bake- 
lite handle; nickel-plated brass. 2” 
long. Shpg. wt., 3 oz. 


41 W343 Brack S39 
. ac 
4| aaa. Yellow NET EACH 
41 H 545. Green 5c 
41 H 546, Blue 
10-49, EACH.................+ 13¢ 


Phone Tip. %4” O.D. bone 
handle. Nickel-plated brass 
tip. 1%” overall length. 2 oz. 
41 H547. Red 1-9, 
41 H548, Black NET EA.I8C 
10-49, EACH.. 16¢ 


(O) Pion 270 Subminiature 


41 H260. Red 1-9, 
41 H 261. Black NET EA. lOc 
10-49, EACH..,.........-- -9¢ 
Type 203 Short Phone Tip 
Piug. Shoulderless tip per- 
mits insertion all the way up to 
insulated handle. Handle is mold- 
ed bakelite. Nickel-plated brass 
tip. 1144” long. Shpg. wt., 3 oz. 


41 1358 Black 1-9 
. ac h 
41 H577. Yellow NET EACH 
41 H 578. Green 2c 
41 H 579. Blue 
esd, BACH: .<.......006.00+% li¢ 


NON-INSULATED TIP PLUGS 


Type 105 ‘‘Senior’’ Solder- 
less Phone Tip Plug. Has 
urled nut for fastening wire. 
1154” long. Shpg. wt., 2 oz. 
4H 240. 1-9, NET EACH.10c 
10-49, EACH.............0.+-+5 9¢ 
Type 106 “Junior” Solder- 
less Phone Tip Plug. As 
above, but 18%” long. 2 oz. 
41 H 230, 1-9, NET EACH.IOc 
10-49, EACH. 
Type 123 Heavy-Duty Cord 
Tip. Fits standard phone tip 
jacks. 1”long. Shpg. wt., 2 oz. 
41 H125.1-9, NET EACH. .3C 
10-49, EACH.........,.-6--++ 2%e¢ 
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NON-INSULATED TIP PLUG 


ik] Type 108 Standard Cord 
Tip. For instruments, test pa- 
nels, headphones, etc. Length, 1”. 
Shpg. wt., 2 oz. 1 

41H 200.1-9. NETEA...2'/2¢ 
00-40; EAGI, .: 00. 07.-c53405 002 2¢ 


MOLDED METER PLUGS 


Type 255 Banana-Type Me- 
ter Plug. Four-leaved phos- 


Tip is 44" long. Wt., 2 oz. 
41H467, Red 1-9 

41 H 468. Black NET EA. 39C 
10-49, EACH:’.>... ..5%,2..4-55 31¢ 


ol Type 235 Meter Tip Plug. 
Molded in two halves for easy 
assembly with screw and nut. 
Nickel-plated tip is 14” long. 2 oz. 
41H 203. Red 1-9, 

41 H 204. Black NET EA. 26C 
40°49, EACH. 3... 00.2. -- 24¢ 


BANANA PLUGS 


Type 212 Insulated, Spring 
Tip. Molded Bakelite handle. 
Wire can be soldered to brass stud 
supplied, or directly into plug. 
Length, 1%”. Shpg. wt., 2 oz. 
41 H593. Red 


41 H 594. Black 1-9, 

41 H595. Yellow NET EACH 
41 H 596. Green lc 

41 H597. Blue 

10-49, EACH..........200-- + 19¢ 


Tip. Nickel-plated, cross- 
jotted tip. Wire can be soldered 
to brass stud supplied or directly 


fF) Type 253 Insulated, Split 
8 


41 H 427. Black -9, 

41 H 067. Yellow NET EACH 
41 H 068. Green 18c 

41 H069. Blue 

10049, EAGH.,....5.5..-b50:0+ 16¢ 


Type 236 Insulated, Spring 

Tip. Tenite handle. Silver- 
Plated tip. Fits all standard ba- 
nana jacks. Four leaved spring 
provides lasting contact. Has 
curved contact area to assure 
high current handling capacity. 
Length, 11%”. Shpg. wt., 2 oz. 
41H 407. Red 1-9, 
41 H 408. Black NET EA.32C 
910-49, EACH..........-..20%' 28¢ 
{s] Type 204 Insulated, Spring 

Tip. Solderless; has set screw 
in bakelite handle. Nickel-plated 
tip. Length, 11%". Wt., 2 oz. 
41 H 405. Red 


41 H 410, Black 1-9 

41 H 402. Yellow NET EACH 
41 H 403. Green 18c 

41 H 404. Blue 

1049s EACH is. .,2.csecheo es 16¢ 


Type 213 Insulated, Split 
Tip. Solderless; set screw in 
le. 1%”. Shpg. wt., 2 oz. 


=) 


1-9, 
NET EACH 
3. Green 18¢ 


ZaBARD 
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Everything in Electronics from One Dependable Source: 


H. Smith Plugs and Jacks 


TIP PLUGS, BANANA PLUGS AND MATCHING JACKS 


BANANA PLUGS 


(w] Type 211 Insulated, Spring 
Tip. Nickel-plated brass tip. 
Wire can be soldered to brass stud 
supplied, or directly into plug. 
Length, 154”. Shpg. wt., 2 oz. 

41 H 462. Red 


41 H 463. Black 1-9, 

41 H 464. Yellow NET EACH 
41 H 465. Green 18¢ 

41 H 466. Blue 


cng Oe 


X Type 103 All-Metal, Spring 
x] +72 Has solder lug. Four- 
leaved spring. Body and tip are 
nickel-plated. 6-32x}4” stud. 
Length, te Shpg. wt., 2 oz. 

41 H 400. 1-9, NET EACH IOC 
10-49, EACH...............++ 13¢ 


(¥ Type 100 All-Metal, Spring 
Y Tip. As above, but internal 
Lene bs use on all size 
panels. 114”. pg. wt., 2 oz. 

41 H 486. 1-9, NET EACH .15c 
10-49, EACH...............-+ 13¢ 


Type 102 All-Metal, Spring 
Tip. Nickel plated, one-piece 
construction. 6-32x%” stud. 
Length, 174”. Shpg. wt., 2 oz. 

41 1489. 1-9, NET EACH .1OC 
40-49 TENG. 3. one tanne ire 13¢ 


TIP JACKS 


Type 1505 Miniature 

Nylon Tip Jacks. Silver- 
plated, beryllium copper contact. 
Fits 4” hole; panels to 14” thick. 
Overall size, %4"x3" dia. Wt.,2 oz. 
41 H 495. Red 


41 H 496, Black 1-3 

4l H 497. Yellow NET EACH 
41 98. Green 

41 H 499. Blue 26c 
WOCAG, EACH .nt5.s.0aceneoas 24¢ 


B Type 240 Nylon Tip Jack. 
B Completely insulated; phos- 
bronze contact. 11%" }4" dia. 


SHPAASDDA NY 
: oteahememar 4 
g 


Type 202 Insulated Tip 
Jack. Body is nickel-plated 


oO 
izJ 


brass. Mounts in §%” hole in panels 
up to %” thick. Size, 114"x1%" 
O.D. Shpg. wt., 2 oz. 
tHe Bt ete 

- Blac A 
4| H 432. Yellow NET EACH 
41 H 433. Green I3c 
41 H 434. Blue 
10-49, EACH................. l2¢ 


Type 241 Insulated Tip 
(pp Jack. Molded nylon head 
and insulating washer. Nickel- 
plated brass body. Mounts in '%" 
hole. Shpg. wt., 2 oz. 


1-9, 
NET EACH 


g 


4 


waaeaely ne 
folelelele) 


Fyag 

phosphor-bronze spring co 
Shpg. wt., 2 oz. 

41 H 100.1-9, NET EACH 
10-49, EACH)... ..2:.....00m 


BANANA JACKS 
FF Type 205 Insulated 
nana Jack. With 
lug and removable insulated 
Requires '%” hole; for pane 
3%”. 114” long. Shpg. wt., 26 


GG) pana Jack. oe 
plastic head. Recessed body 
sures snug contact. Fits 4" 
hole; %” max. panel thick 
Shpg. wt., 2 oz. 
41 HO33. Red 


41 H 034, Black 
41 H0O35. Yellow 
41 HO 

41 HO 

10-49, E 


Type 221 Insulated 
nana Jack. Molded 


tinned lug. 4” mtg. hole; ‘4* 
panel thickness. Shpg.wt.,2 om 
41 H047.1-9, NET EACH 
10-49, EACH....... 
Type 109 No 
Banana Jack. 1%" 
hole; 44” max. thickness. 2 oz 
41 H 470. 1-9,NET EACH 
10-49, EACH........... : 


COMBINATION JACK 
Type 206 Insulated G 
bination Jack. Wil 

mmodate all standard 


INSULATED SPADE L' 
Type 218 Banana PI 
Spade Lug Adapter. 
jack in rear of handle to alle 
sertion of banana plug. a 
steel hot-tinned lug .03' 
for extra durability. Size: 
long, %” O.D. Shpg. wt., 2 0m 
41 HO48. Red 1-9, 

41 H049. Black NET..E 
10-49, EACH 


Eo 
Alligator Clips, Binding Posts, Plugs 


MESH TEETH TEST CLIPS 


general purpose use. *Solid Copper. 
Selid bronze. §Cadmium-plated steel. ¢In- 


MUELLER UNIVERSAL CLIPS AND FLEXIBLE INSULAT 


er high-frequency equipment, experimental setups, electroplating, 
“eentless other uses. Quality springs maintain firm grip; lead-plated 


INSULATED ALLIGATOR CLIPS 
§Cadmium-plated steel; *solid copper. Vi- 
nyl plastic insulation. Shpg. wt., 3 oz. 


er moderately heavy current work, in- 
ding battery charging, electroplating, 
= ight welding. Av. shpg. wt., 4 oz. 


24A 25 2%" | 22¢ 
21A 50 | 4’ 39¢ 
040} 11A 100 6" 98¢ 


SOLID COPPER CLIPS 


Geavy-duty, high-conductivity, solid cop- 
ser clips. Shpg. wts.: 24C, 3 0z.; 21C, 5 0z.; 
$ oz.; 33C, 1 Ib. 


25°) 24C 50 2%" 33 
100 4” 89 

45 200 6” -67 
mo50| 33C 300 734" | 3.19 


3-SIDED MESH TEETH CLIPS 


§Cadmium-plated steel; *solid copper. Jaws 
epen 54”. Shpg. wt., 2 oz. 
I3¢ 


MOIS §27 
| 208 


| 20 214" 
mO97 | *27C 40 


24" 


Oy e) 


Type 209. Dual binding post assembly with 
metal heads. Accommodates single or dual 
a plugs, wire and phone tips either for- 
3 or sideways. Mounts in two }4” holes on 
mounting centers in panels from 14” up to 
thick. Body: brass, nickel-plated. Head: 
ive-type, hex brass, nickel-plated. Washer: 
Sted black styrene. With wrap-around solder 
= Has %{xi}4” rounded black base. Sup- 
=< meth hex nuts and two flat washers. 
ps. wt., 


Oz. 
Dk ET cc Vocanet fae8 8% Fn es ovc 


Type 208. Five-way metal binding post. 
(Can accept banana plug, phone tip, spade 
alligator clip or wire strand. Mounts in 
¥ hole in panels from 1%” to 4” thick. 
y: brass, nickel-plated. Head: captive, hex 
s nickel-plated. Has wrap-around solder 
E Supplied complete with 2 mounting nuts. 
pe. wt., 5 OZ. 


Type 224. Dual 5-way binding post assem- 
bly with black, insulated fluted heads. Ac- 
single or dual banana plugs. Mounts in 
= 4” holes on 34” mounting centers in panels 
to 4%" thick. Has solder stud. 34x14” base. 
“A egh nickel-plated. 4 mounting nuts. 
pg. wt., 4 Oz. 


tas NET. tet des thee 53c¢ 


Five-way binding post offers complete in- 
sulation. Current capacity, 30 amperes; 
king voltage, 1000 volts. Take spade lugs, 
sana plugs (have jack in top), clip leads, and 
= to No. 12 wire. Insulated with nylon plastic; 
components are recessed. Mount in 4” 
+s in panels 1% to 4” thick. Metal parts 
d-plated. Shpg. wt., 4 oz. 


em-piercing needle. Av. shpg. wt., 3 oz. Stock No.| Type Amps Size NET 
No.| Type Amps | Size | NET 45 N 140 §63 5 2%" | 24¢ 
945 5 1%" 7? 45 N 141 *63C 10 24%" | 25¢ 
vie | ds ao antes 70 SERIES ALLIGATOR CLIPS 
¥*48C 10 Qo” 14¢ *Cadmium-plated steel; §solid copper; 
tt50C 10 2%" 25¢ tsolder connection; {screw connected. 3 oz. 
senirel rose | 2 [ing | 8s 
LEAD-PLATED BATTERY CLIPS 4oNi7i | 7o8ct.| 10 Line | ate 


INSULATED BARREL ALLIGATOR CLIPS 
(| Made of cadmium-plated steel, except *sol- 
id copper. Jaws open *%”. Av. wt., 2 oz. 


Stock No.| Type | Size] Description| NET 
45 N070| 6OHS |2114"|Red handle 12¢ 
45 N075| 60HS |2'44”|Black handle 12¢ 


45 N 090|*60CHS|2114”|Red handle 15¢ 


45 N095|*60CHS|2!14"Black handle | 15¢ 
CROCODILE CLIPS 
{F] *Solid copper; §cadmium-plated steel; 
tPhone tip on one jaw. Shpg. wt., 2 oz. 
45 N 060/§85 |234”|Screw Connection 9¢ 
45 N 062|*85C)2 34”|Screw Connection | 1 6¢ 
45 N 098|{85T|25¢”|Tip-Clip 2\¢ 


NON-FERROUS R.F. TEST CLIP 
Phosphor bronze clip with brass screw. 

Ideal for tapping small transmitter coils; 
also for work in crowded chassis. Shpg. wt., 2 02. 


45 N 055) 88 | 1'%” | Ideal for coils | 22¢ 


H. H. SMITH BINDING POSTS 


SELES: 


8 § 0 WM Ww YW 


fa Type 269. Dual 5-way binding post assem- 
bly with black hex-grip insulated heads. 


Accepts dual banana plug. Mounts in 2—% 
Has solder 


holes on %” ctrs, “%-4” panels. 
studs, 34x1}4” rounded base. 4 oz 
41 H329. NET 
4) H 324. Type 269RB. As 
one black, one red head. NET... 

MULTI-PURPOSE POSTS 


Multi-purpose molded bindimg posts. 


Rated 
2000 volts, 30 amps. Have banana-plug jack 
in head. All metal parts insulated from panel. 


For panels 4%” to 14”. 257 has wrap-around 

solder stud; 220 and 377 are grounding type. 

*Locking edge. tClosed. Av. shpg. wt., 2 02. 
Stock |Mfr’s|ri, | Mtg.| Total NET EACH 
No. Type “| Hole | Leth. 1-9 110-49 


368)*257R| R | 4” | 12342"|Red  |35¢ 
67|*257B| R | %” | 12342"\Black |35¢ 
30] 220R| S |1144"| 1%4" |Red |18¢ 
35| 220B] S |" 144" 
88|*260R| T | 6" Red 26¢ 
89|*260B] T | S46"| 1%4" |Black |26¢ 
34o"| 1%" jRed |25¢ 

1%” |Black |25¢ 
1%" |Red |25¢ 
g! 378B] W | 342"| 1%" |Black |25¢ 
pe 110. For heavy-duty use. 154” long. 


” mtg. hole. Shpg. wt., 2 oz. 
NET EA.1SC 


Color 


ww 


PPHDA/PHRHDAL 


9 
Be 378R| W | 342° 


< |WWwWwWW) ww 
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= 


H 
H 
H 
H 
H 
H 
H 
H 
H 
H 
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8 


1H 371. 10-49, EA.13¢. 1-9, 


» 


SUPERIOR BINDING POSTS 


clips resist battery acid. Solid copper types have low resistance, are 
non-magnetic. Slip-on insulators (Fig. K) are listed for all types. 


ORS 


ALLIGATOR CLIPS 
Steel, except *Solid copper; tSolder type; 
“S’'_screw type. Slim jaws for close work. 
Jaws open 5%’. Shpg. wt., 2 oz. 


Stock No.| Type Size] Description |NET 
45 N 200 |t60 2” | Fit banana plugs| 7¢ 
45 N065| 60S | 2” | Fit banana plugs 8¢ 
45 NO80 |*60CS! 2” | Fit banana plugs 12¢ 


“MINI-GATOR"™ CLIPS 
Miniaturized—*%” jaw opening, 4%” O.D. 
tip. §Cadmium-plated steel; *solid copper. 
Shpg. wt., 2 oz. 


Stock No. | Type Amps Size NET 
45 N 142 §30 ae 114” 7¢ 
45.N 143 | *30C 10 11%” 8¢ 


SLIP-ON INSULATORS FOR CLIPS 
fa Tough, flexible plastic. High dielectric 
strength; resistant to oils and grease. Cov- 
ers entire clip except for end of nose. Av. shpg. 
wt. per pkg., 5 oz. 2 insulators per pkg.; one 
red, one black. 


Stock Mfr's For Use NET 
No. Type With PER PKG. 
45 N 167 13 Series 11 1.67 
45 N 164 vd Series 21 90 
45N 163 26 Series 24 45 
45 N 166 29 Series 27 +29 
45N 144 32 Series 30 mur: 
45 N 162 35 Series 33 5.74 
45 N 160 47 Series 45 12 
45 .N 161 49 Series 48, 50 18 
45N 165 62 Series 60 h2 
45N 168 87 Series 85 ae 
45.N 169 | 93 | Series 88 124 _ 
H. H. SMITH CLIPS & PLUGS 
ALLIGATOR CLIPS 
Clips for posi- 
tive, depend- 


able electrical 
contacts. Plas- 

tic insulated 
handles avail- 

ane a ae or 

ack. Type 

numbers 304 

and 305 are Fig. Z; 336 and 337 are Fig. AA. 
Clips are steel cadmium-plated. Quality springs 
maintain firm grip. Types 336 and 337 are all- 
insulated to insure against shock or grounding. 
All types accept standard phone tip or banana 
plug except type 337 which has solder connec 
tion. Av. shpg. wt., 2 oz. 


EAC: 


2 
2 
8 
8¢ 


= 


Stock No. |Type |Color| Description 

H 300! 304 |Red |With tip jack adapter. 3 
305| 304 Black! With tip jack adapter. 3 
168| 305 Red |Withcomb.tip & banana jack.| 3 
169) 305 [Black Withcomb.tip & banana jack.| 3 


aaa 


H 
H 
H 
H 
H 
H 
H 


PPAA/HAHDAS 


373) 336 Red With tip jack adapter. 35¢ 
374| 336 |Black| With tip jack adapter. 354 
one 337 \Red |Solder type connection. aa 


337 |Black| Solder type connection. 4, 


DUAL BANANA PLUG 
Type 210. Single molded unit on 
standard 34” ctrs. Polarity indi- 
cated on top and side. Can be 
stacked for multiple connections. 
Body, 1%6x". 3 oz. 

41325. NEF, 600, aA 


SUPERIOR “DUB-L-PLUGS” 


Dual contact plugs. 
Conducting parts 
gold-plated. En- 
cased ininsulating ‘N 
nylon shells except 
*shielded and 


h : — 
Shrew son. Chrome Nylon 
Stock No. Color EACH 
41 H 205 Chrome* 4.50 
41 H 228 Black 2.50 
41 H 209 Yellow 2.50 
41 H 206 Red 2.50 
41 H 207 White 2.50 
41H 227 Green 2.50 
41 H 208 Blue 2.50 


Stock No. Type Coior |NET EACH 
41H 172 | DF30YC Yellow 

41H 173 | DE30GNC| Green 

41 H174| DF30WTC| White AOc 
41 H177 | DF30BC Black 

41 H178 | DF30RC Red 

41H 198 | DF30BLC | Blue 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


Plugs and Jacks 


MALLORY STANDARD PHONE JACKS MALLORY PLUGS AND JACKS 


JUNIOR PHONE JACKS 
Compact “Junior” jacks for standard 14” phone plugs. Require 
only 1%%" behind panel. Cadmium-plated frames with nickel- 
Plated brass shank, springs, and mounting hardware. %” diameter 
threaded shank for mounting in panels up to 4” thick. Silver contacts. 
*Column head ‘‘Cond.” indicates number of conductors in mating plug. 
Av. shpg. wt., 3 oz. 


75N 75A 100 100A 
STANDARD PHONE PLUGS 


8 


ock 
¥ 1d Standard *, 2 and 3-conductor, phone plugs for use with headp No. 
Stock No. type | | FGond. Ciroult Diagram | NET handsets, microphones, and for aemerone other audio applications HO3 
41 HO54 | 701 2 Open I 44¢ standard 4” phone jacks. 2-conductor plugs have built-in tie-cord #03 
4l s 058 Wes 3 Open TE 56¢ for terminal strain relief. Type 75A and 76A have a cable clamp =408 
4! H 052 Bho . Open 1 Iv 59¢ into the handle to provide terminal strain relief. Shielded handles #02 
4l er 059 ee 5 Spee > VI zee nickel-plated brass with knurling for sure grip; others are molded #02 
41H 060 losed-Transfer ¢ polic. Saew tyne ee Recor mare ee ae jeenews wire. bo B02 
an not i ra similar an . Av. 8 . wt., 
MIDGET AND INFANT PHONE JACKS Mae gas ee by pn iat ge 402 
[B} Extremely small ‘Midget’ and ‘‘Infant’’ type jacks for limited- Stock Mfr's Handle NE SH 02 
space applications. All take }4” phone plugs, ‘‘Midget’’ type jacks Type | Cond. |Terminals|“Type | Lenath | © #04 
eee only 1%4” mounting space behind panel; ‘‘Infant’’ type requires ——_—_ |S SS OS OO TTT Ta #03 
ly %” behind panel. Cadmium-plated steel frames with nickel-plated Earns #03 
brass shank, springs, and mounting hardware. 34” threaded shank for Shielded #02 
mounting in panels up to 14” thick. *Column headed ‘‘Cond.” indicates Shielded #04 
number of conductors in mating plug. All are ‘‘ Midget"’ type except A-1 Scone #04 
“Infant” type jack. ({Not illustrated). Av. shpg. wt., 2 oz. Shielde: 
Stock No.| Type | *Cond. Circuit Diagram | NET STANDARD EXTENSION JACKS 
41 HO50O | tA-1 2 Open I 38¢ T Seis 
" ype 100. 2-conductor, fiber handle extension jack for standaré 
41 HOS! A-2 2 Shorting vil 47¢ phone plugs. Length, 34”. Screw terminals. Shpg. wt., 4 oz. 
41 HO053 A-2A 2 Closed I 56¢ 41 H 938. NET 
41 HO56 ASA 2 lobe rranefer 4 VIL 65¢ EMMMMEMIE' W's cfd Sauce os aja els ie faa h coh ree Mash Ra 


dali ont 2 coniiuience Siaradee ‘ig with : Bod co 
MILITARY-TYPE SC JACKS rass handle an uilt-in cab le clamp. Screw terminals. For stam 
Type SC phone jacks are commercial equivalents of military types com- 4, Rion plugs. per aerie ? ng ‘Shpg. Wy + ax ae 
lying with JAN-J-641 specification. Both require #4” mounting space f r A REED ee 
Ronin’ panel. Type SC-1A has %” diameter threaded shank, 3%” long. Type 100N. 2-conductor extension jack with shielded, nickel-p 
Type SCA-2B has '%” diameter threaded shank, '%” long. Av. shpg. bow eet mee standard 4” phone plugs. Screw terminals. Les 
wt., 2 oz. . Shpg. wt., 6 oz. 
4. WEA 

(o) Tee, Sez14;, Houivalent. to, military ack, No. Wasedocentl| Peet 
circuit. 2-conductor jack, see Diagram I. Takes all standard 4” 
plugs including Mallory 75; Western Electric Nos. 47A and 47B; Nos. 
PL-47, PL-48, PL-55, PL-148, PL-155, PL-125, PJ-055, PJ-155, PJ-634, 

PJ-636, and PJ-047. 

MENON DINED i7..35...025 005002808 aah Meee cau} View's 35¢ 
Type SCA-2B. Equivalent to military jack No. JJ-033. Open cir- 
cuit, 3-conductor jack, see Diagram III. Takes all 3-conductor plugs 


with .206" diameter sleeves, including Western Electric 109; Military LONG-FRAME STANDARD PHONE JACKS 


mites ease PJ-068, PJ-168, and PJ-309 Industrial-type, long-frame jacks offering a variety of switch com 
bs ses Hes: ee my Sep g mere plugs. aypet Nos. 1, 2 Pe 
ig. are x1}4x wide. Mount in panels up to thi 
JACK SCHEM TIC DIAGRAMS ee AM “opr f readed wpe ee ye ig. i), are 3% 
“%" wide. Have 1%" diameter smooth shank %%;” long and mount 
screw and nut. *Column headed “Cond.” indicates number of condus 
in mating plug. t{Diagram indicates switching arrangement (sho 
column at left). Av. shpg. wt., 4 oz. 


*Cond. Circuit tDiagram| NE 


Closed & Transfer! 


Open 
Closed 
Transfer 


H. H. SMITH PLUGS AND JACK 


Standard %” 2-conductor phone 6 
and jack. Plugs have screw-type te 
nals and are available with either 
black bakelite handle; all metal p 
except screws, have nickel plating; 
all length, 22142”. Open-circuit jack 
34," dia. threaded shank %2” long; req 
1” behind panel. Av. shpg. wt., 3 oz 


SHIELDED PHONO PIN PLUG AND JACK k Fig. Description Ne 
For auto radios, record players, etc. Pin plug fits standard phono 41 H O17 M_ |Standard Phone Plug (black) 3 =} spe 
jack on radio. Pin dia., ¥%”, length, %.6”. Single prong jack on 6” 41 HOI8 222R M Standard Phone Plug (red) 3 eatit 
41 H O19 L Standard Phone Jack F wid 


bakelite disc. 146” mtg. centers. Av. wt., 1 oz. 3 per package. 275 
46 H 212. Pin Plug. 10 or More Pkgs., Per Pkg. | I¢. Per Pkg.13C 
46 H 213. Pin Jack. 10 or More Pkgs., Per Pkg. |4¢. Per Pkg. | 6¢ 


H, H. SMITH NO. 1200 MOTOROLA-TYPE PLUG 


F) Antenna lead-in plug designed for connecting coaxial lead-in antenna 
wire to auto radio. Split brass shell has serrated edge to provide 


GENERAL RADIO DOUBLE PLUG 


Ty pe 274-MB, Dual plug for standard banana jacks. Me 
as a unit on %{” centers. Recessed top forms double 3 
allowing units to be used in tandem. Banana plug pre 
Holes in body accept phone tips or wires up to No. 12;8 


secure ground connection. Pin dia., 4”. Shpg. wt., 2 oz. i 1 duct ly. 
41H 152. 10 or More, EACH...9¢ 1 to 9, NET EACH....... eee « Oi Se ee ee emer: ane 
H. H. SMITH NO. 1207 MOTOROLA-TYPE JACK BY 242 NBT oc awh dys ian slo ihcles o swiss se pe gc oe sine FE 
Mates with standard Motorola-type plugs. Mounts in 1%42” hole. 
Has 1%." mounting centers. Shpg. wt., 2 oz. 13 BATTERY BINDING POST 
41 H 144. 10 or More, EACH..12¢ 1 to 9, NET EACH...-....10C Heavy-duty, universal-type battery binding post 
H. H. SMITH NO. 1214 DOUBLE PHONO JACK ee ee tacectera, tiaarere ticeaied Sal 
. A. . variety of post diameters. ‘parate threa: ern 
fH! Two standard phono jacks on common base. Fit standard phono pin for connecting cables equipped with terminal } 
plugs on record players, tuners, preamplifiers, etc. Insulated base f Large wing-nut can be finger-tightened. Shpg. wt., 
drilled for mounting screws. Base size, 1346x1”. Shpg. wt., 2 oz. 
41 H179. 10 or More, EACH..7¢ 1to 9, NET EACH......... 8c 41-4785.) NET 2. occ: oo. os oe eles ibis sw o Bis WRI Siig ols 0p Te oe oe 
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(8) 


‘wide selection of handsomely styled plastic knobs. For replacement 


Knobs, Plugs, Jacks, Terminal Strips, Lugs 


HARRY DAVIES MOLDED KNOBS 


shaft; other types are equipped with setscrews to permit use with 
either round or flatted, 4” shafts. §Indicates types not manufactured 


A} 


ee on majority of radios and TV sets. Figs. B and C are excellent for 
e=all radios. *For knurled shafts only; tscrews on to §4” threaded by Harry Davies. Av. shpg. wt., 3 oz. 
=. |Fis-| Size ER | EAm | ONo. (Fis. TR [EAS | Sot [Fis | stz0 "TAL 
Bo3i;A aS | stt7 55 HO8!I| D oll | 099 55 HO72| P 072 
#032|A 14] .126 55 HOI8) E ell | 099 55 H 073) P -081 
#080) A 10 | .090 55 HO19| E 12 | .108 55 H078| P 117 
#022| B 10 | .090 54 H 964/*F -16 | .154 55 HO074 R 90 
#025) B 108 55 H024| G -10 | .090 55 H070| S 144 
™027| B 108 55 H050| G S17 153 55 HO7I1| S tes 
#028\*B 045 55 H O82ifH -06 | .054 55 H079| S -180 
=029| 8 -108 54H 982| J -10 | .090 55 H 006) T 153 
= 043)/*C .036 54H 980| K 10 | .090 55089) T 162 
= 035| C 063 54H 981| K -10 | .090 55 056) V 126 
m036| C -063 55 H 067| L 25) .3k5 55 H057| W -135 
® 023) C .090 55 H 083) M «10 | .090 55 H058) V 1Y hae 
= 040) D -063 55 H084| N 10! .090 55 H O59/V&WIh” +243 
= 042/*D 1%" | Black | .04 -036 

FAHNESTOCK SPRING CONTACT CLIPS 


excellent selection of high-quality 
«t knobs. Functionally designed to 
= custom, professional appearance 
emateur, as well as test and experi- 
al equipment. Sturdily constructed 
Serable, high-gloss bakelite. All have 
“ inserts to assure a precise fit on 
flatted or round %” shafts. Set 
locks knob to shaft. *Indicates 
X; tsimilar to Fig. X but less pointer; 


HARRY DAVIES FLUTED BAKELITE KNOBS 


YH 3 LG. 


Positive contact clips. *Made of bronze. All others brass. Av. shpg. wt., 
per pkg., 3 oz. 10 clips per package. 


Max.|Mtg.|NET PER PKG. 


es are Fig. Y. These knobs are available made to Mil spec MS-91531 = 
special order; write for prices. Av. shpg. wt., 4 oz. Stoc Mfr’s Fig. |Length Width a 
No. Type Wire|Hole| 1-9 10-99 
Stock Dia, ED EAGE]. {Stok PI TL rere Dee A mr | #0 | #8 | «IZ 7 
No. * | 1-9 No. 1-9 | 10-49 4| H 702 3 eS 1%, a, nto e ate 13 
=Hoe5 | 1% | .34 55H 094 | 1%} | -23 | .207 | 41 H 705 | 10 4, ale 3 s 
ae | 1%4"* | 235 BB 1034 | typrt | 232 | 382 | ain ros} s [Aa | tie | fe | 81 i | tla 4 
Be | 1yort | -37 333 | 3 H 997 | 2%: 38 | :342 | 4! H 7074] 15 | AA |__36"_|_“ a 4 _|_.10 =) 7009 
A” 5 ) ae -42 | .378 ~ 9 | BB 24%" %” #10 #8 69 62 
= 9 114"t | 22 | .198 | 55H 090 | 2%6” -51 | .459 aI Hy 316 9C | BB | 1%” 4° #10 | #8 1.50 1.35 
; 7 a) 718) [88] te | ae |B | he] BB | 3 
. -! 1 H 708* gz . . 
= F. JOHNSON NON-INSULATED PLUGS AND JACKS | 4! 1 798°] 30 155 | "se | ser | nz | vo | ci? | 115 


a type have nickel- 


er springs; *jacks are 

skeled brass with phos- 

bronze spring sleeves. 
740 


750-2 has long screw 
mounting on ceramic 
steatite plug-in coil 
as. Av. shpg. wt., 2 oz. 


is 


750 753 
760 750-2 


ff. 


plug for two-com 


ck No. Type Fits Length NET 1%” by Ma diameter. Ti De ete aor 

4200 | 108-740* 750, 750-2, 753 a" 12¢ plated. Nylon insulator. 55S. W™s =) 30 
4201 | 108-750 740 114" 13¢ 59 J 243, NET i: Gloee 

H 202 108-750-2 740 144” 14¢ brass, re plated. Mor 

H 203 108-753 740 1546" 14¢ tors. Beryllium copper, sliver Plated ©" 

#204 | 108-760* 770, 771 1" 3i¢ SO ee A aerate 

H 205 108-770 760 12542” 30¢ open-circuit type. Shpg. wt., 2 oz. 

H 206 | 108-771 760 114” 34¢ BO 0 254. NET....ceeeeeeeseeeeees 


TELEX SUBMINIATURE JACKS AND PLUG 


Miniature plug and jacks. Ideal for computing de- 
vices, dictating machines, a 
recorders and similar applications. 


x PM-01 Plug. Extremely 
ear ductor cable up to .150” diameter. & 


p and sleeve—brass, silver 


Type JPM-01 Jack. Closed-circuit type for plug above. Mtg. bushing— 


transistor radios, tape 


small phone-type 


“CINCH-JONES TERMINAL STRIPS 


Lug Types. Solder coated steel lugs 

spaced on 3” centers with 140 dia. 
“ssunting holes. Bakelite strips are Ye” thick, 
* wide. Av. shpg. wt., 2 oz. 


Gtock No. Terminals| NET EACH 


WH 644] 51 1 2¢ 

2H 645 | 52 2 2¢ 
H 646 | 53E 3 fine 
647 | 54 4 4%e 

648 | 54C 5 4¢ 

643 | 56B 6 10¢ 


Screw Type. Solder coated brass termi- 
nals spaced on %¢” centers. All have -136” 
ameter mounting holes. Made of 6” bakelite. 


TIE POINTS, TERMINAL STRIPS, SNAPS, STUDS, LUGS 


(a) 
NU-WAY SNAPS, STUDS, AND LUGS 


Make and break contacts for temporary or 
permanent connections. Size: Snap, Ye” dia. x 
74” L; Stud, 6-32x¥2"; Lug Yax%ex"- Nickel- 
plated brass. Snap has solder lug, Lug has hole 
for 6-32 screw. 12 oz. 100 per pkg. 


Stock No. |Fig. Description PER PKG 
44H 450] GG [Snaps for lugs and studs. 7.90 
44H 452| HH |Stud for panel or chassis mtg. | 5.00 
44H 451)| 3) |Lug for flush mounting. 5.00 


MINIATURE TIE-POINTS 


[Kk] Bakelite strips handy for supporting re- 
sistors, condensers, etc., in circuit wiring. 
Tinned terminals on 4,” phenolic. With ground 
lug. Wt., per pkg., 8 oz. 10 per package. 


mind oF a 


HEAVY-DUTY STRIPS 


Black *4” bakelite. Cadmium-plated screw 

terminals. Tinned lugs. Ideal for antenua- 
ground connection on receivers; speaker con- 
nections, power supply terminals, and similar 
applications. Bakelite base drilled for 2-hole 
chassis mounting. Av. shpg. wt., 4 oz. 


Stock No.| Terminals | 1-9, EA. 10-49, EA. 


41 H 875 2 14¢ 13¢ 
41 H 880 3 \7¢ 15¢ 
41 H 885 4 2\¢ 19¢ 
41 H 890 5 24¢ 22¢ 
41 H 895 6 27¢ 24¢ 
41 H 897 7 3l¢ 28¢ 
41 H 898 8 34¢ 3l¢ 


TERMINAL LUGS & PIN PLUGS 


Write for Prices on Larger Quantities, 


Se Stock No. |Terminals| PER PKG. 
2 41 H 510 7 15¢ Av. shpg. wt., per pkg., 4 oz. 10 per pkg. 
4 a * au “ eee Stock No. | Fig. Description PER PKG. 
5 41 H 513 5 31¢ 41H 767|MM| Terminal lugs. 53¢ 
6 4| H 514 6 36¢ 41H 777\NNI_ Black, insulated pin-plug 86¢ 


8 et 


ADMIRAL KNOBS PHILCO KNOBS Iv: 


Stock No.| Fig. Use Color NET | Stoo i “ ae eo 

55 H 400| A |Channel Selector Mahogany 97 4 — ley gS b 

55 4 401] B  |On-Off Volume Mahogany 73 ee pene aa Ae pace 

55 H 402) C_  (|Channel Selector Mahogany and Gold ||.09 55H Channel Selector, UHF|Ivory and Gold 

55 H 403) D = |On-Off Volume Mahogany and Gold | .82 55H Channel Selector’ Mahogany ' 

55 H 405) E  /On-Off Volume Mahogany and Gold |1.32 55H Channel Selector Dark Brown ' 

55 H 406]; F_ |Channel Selector Mahogany and Gold |1.73 H Ct 1 Sel Mahoags 

55 H 407} G_ |Channel Selector Mahogany and Gold |1.73 ae H Channel Saco, Hepa if 

55 H 410| H_  |Channel Selector Mahogany and Gold |1.15 5S H Channel Selector Mahogany and Gold 

55 H 4I1| H_ (Channel Selector Beige and Gold 1.56 55H Channel Selector Mahogany and Gold 1 
55 H Channel Selector Gold and Tan i 
55 H Channel Selector 1 
55H Channel Selector, UHF 
55 H Channel Selector 


MOTOROLA KNOBS Av. shpg. wt., 5 
Use Color 


AAA |Channel Selector Mahogany and Gold 
BBB |Contrast Mahogany and Gold 


PERRET CTE CEES Oe eeeealy 


OOOO! HHOOAM| OPOP DH) —— NN | oe hae 


DO) PPD) III ee | NPS] APUIOD|UUNCDc@W| Z| > 3. 


I CCC |Fine Tuning and Volume| Mahogany and Gold 
+ 7 DDD|/Channel Selector Mahogany and Gold| § 
~ EEE |Contrast Mahogany and Gold |} 
RCA KNOBS Av. shpg. wt., 3 oz. 

Stock No.| Fig. Use Color NET = 
55H 454) J Channel Selector Dark Mahogany and Gold 44 a 
55H 455) K Fine Tuning Brown w/Polished Brass Shell 1.53 + 
55H 456) L Channel Selector Red w/Polished Brass Shell 1.47 4 
55H 457) M On-Off Volume Black, Polished Brass Shell 1.53 4 
55H 458) N_ | Fine Tuning Gold, Maroon .97 > 
55H 459| P_ | Channel Selector Amber, Gray, Maroon & Gold 1.15 - 
55H 460) R Channel Selector, UHF | Maroon and Polished Brass 1.82 + 
55H 461| S_ | Fine Tuning, UHF Clear, with Gold Edge 1.23 = 6: 
55H 462| T Channel Selector Brown LE =Py 
55 H 463] W_ | Channel Selector Dark Wine 97 V7 
55H 464; X | Fine Tuning Gold and Maroon 2 “Ty 
55H 465) Y | Channel Selector Dark Wine 9 401 
55H 467| 2 Fine Tuning Gold and Maroon = 0; 


WESTINGHOUSE KNOBS Av. shpg. wt. 
ig. Use Color 


wy 
* 
° 
° 
x 
ba | 


Channel Selector 
On-Off Volume 
On-Off Volume 


Mahogany and Gold 2 
Dark Red and Gold 
Mahogany and Gold 


s < e 
55 H 473|FFF Channel Selector Gold and Mahogany @ : 
55 H474 Channel Selector Mahogany go | : 
55H 481 Channel Selector Black and Gold 2 

55 H 482 Channel Selector Gray 

55 H 475 Channel Selector Rust 

55 H 483|G Channel Selector Maroon 

55 H 485/G Channel Selector, UHF |Maroon 

55H 476 Channel Selector Gold and Mahogany 

55 H 484 Channel Selector, UHF |Gold and Maroon 

55 H 477) _Channel Selector Green and Gold 

55 H 478)) Channel Selector Tan and Gold 

55 H 479 Channel Selector Green and Gold z 

55 H 480 Channel Selector Mahogany and Gold @ 

55H 486 Channel Selector Mahogany 

55 H 487 Channel Selector Dark Red and Gold | 

55 H 488 

55H 489 

55 H 490 

55 H49I 

55 H 492 

55 H 493 

55H 494 

55 H495 


On-Off Volume Mahogany 
On-Off Volume Dark Red and Gold 
On-Off Volume Mahogany 
Fine Tuning Rust 
Fine Tuning Gold : 
G.E. KNOBS Av. shpg. wt., 30z. 
Stock No.| Fig Use Color NET 
55 H 417) AA Channel Selector Black and Gold 88 
55 H 418) AA Channel Selector Black and Silver -88 
55 H 419) BB Fine Tuning Silver 88 
55 H 420| CC Channel Selector Green and Gold 1.23 
55 H 421; DD Channel Selector Clear and Gold 1.47 
55 H 422) EE Fine Tuning Fawn 56 
83 Ht 434| GG | Channel Select Fawa 85 
anne lector awn “ 
55 H 426) HH Off-On Volume Brown and Fawn | .97 ZENITH KNOBS Av. shpg. wt., 
55 H 427| JJ Channel Selector Brown and Fawn |1.47 Use Color 
55 H 428) KK Channel Selector Brown and Gold 1.88 Channel Selector Gold and Ivory it 
55 H 429) LL Channel Selector Brown 2.79 Channel Selector Gold and Mahogany | 
55 H 430|/ MM Channel Selector Brown and Gold |2.06 Channel Selector Gold and Gray 
55 H 431| MM Channel Selector Fawn and Gold 2.23 Channel Selector Gold and Mahogany 
55 H 432) NN Channel Selector Brown 1.76 Channel Selector Gold } 


Depend on Allicd for Complete Stocks, Lowest Prices, Friendly Service 


N 
rh 


D) 


4s from 80 through 10 meters. R-33 series chokes are two-section; power factor plastic cores; 


ss glass. National suffix ‘‘U”’ following type number indicates re- henries. **Microhenries. 


RF Chokes—Coil Forms—Coil Winder 


POPULAR RF CHOKES FOR EVERY PURPOSE 


below may be used in transmitters, receivers, test equipment, movable standoff insulator at one end. 
7) H 160 is recommended for transmitters with plate supply of up tite forms. *Indicates iron- 
» volts modulated or 4,000 volts unmodulated. It may be used on +Shielded. The four highest freau 


core type. 
ency Ohmite c'! 
the other thr 


series chokes are 3 and 4-section. 71 H 149 choke is hermetically tubes. $Mounted on standoff insulator for vi 
‘Av. shpg. wt., 2 0z- 


National chokes wound on isolan- 

Have round aluminum shields. 
hokes are wound on low 
ee units are wound on steatite 


ertical mounting. ¢Milli- 


No. M Type Fig. | {Mh Ma |Ohms|NET Stock No.| Mfr. Type ig. Ohms |NET 
750 | National | R-100 Canons 115,| 44 | .40 | 72H 134 Millen | 34300-100| & TA | .42 
= 138 | National | R-100 CS 5 70 | 90 | .40 | 72H 135 | Millen 34300-250 | K 11 -42 
189 | National | R-100 E | 10 60 | 130 72H 186 | Millen 34300-25 | K 3.4 | 42 
152 | National | R-300 Sw | 400 | 11 | .44 | 724 187 Millen | 34300-50 | KB 5.2 | .42 
127 | National | R-100Us | _D |_2 5 115 | 44 93 4 188 |_ Millen 34300-300 | K 0.1 | .42 
<a6 | National | R-100ug | D | 5 50° \ 290.) shee te ibee |. Mien 34300-500 | G 2.3 | 42 
187 | National | R-100U§ | D | 10 70 | 130 | 148 | 72.4 190 | Millen 34300-1000) G 21.7 || eae 
153 | National | R-300U p|1 ya ak al We td a aegis be 34225 159 184 
181 | National | R-100S aero 115 | 44 |. 454193 | Millen | 34280 336 “96 
478 | National | R-100S$ RARE 13") 908 (2048 | 72.4 U94o) Sees 7300-100 | B 4.0 | 42 
179 | National | R-100S$ E | 10 60 \130|.48 | 72m 195) Millen ¥300-250 | B 62 | .42 
162 | National | R-300S$ Bei it apo (ott, (48. lo Z2ge! |S hee 7300-500 | B 44 | 9a 
164 | National | R-300ST | F 2.5 375 | 17 | .46 | 72H 197 B 3.7 | 42 
159 | National | R-33 G | 10** 350 1.8) 140 | 72H 198 B 8 42 
158 | National _| R-33 G | 50** 225 3.5| .40 H 417 L .. (3.85 
= 163 | National | R-33 G |100** 200 5.0) .40 H 406 Pp -60 
| 148 | National | R-33 G 1** 100 .06| .40 H 407 2 60 
d 149 | National | R-33 G |750** 125 | 16 | .40 H 408 bi -60 
d = 198 | National | R-SO Aa ee 125 | 38.0| .40 H 409 P 60 
d 250 | National | R-50 A ‘5 150 | 15.0| .40 H 410 R 60 
a S251 | National | R-50 Beh et 135 | 23.0) .40 H411, R 
352 | National | R-50-I A | 10 115 | 36.0] .61 H4l R 
553 | National | R-60 ‘A | 2** | 1500 06) .40 H 41 R 
156 | National | R-154U M 600 6.0\1.61 H4l R 
160 _National_| R-175A_ s 145 800 5 .0|3.56 H 41 R 
644 N a 125 | ti | .85 H41 R 
N 1.0 125 | 17 | .85 
L 155 200 | 21 | .70 ck 
2.5 125 | 28 | .9l | 74M4 
N 5.0 125 | 45 | 91 74 “ 4 
N | 7.5 125 | 58 | .94 r 
N i0 Lear Nicol ee 4 
N 25 125 | 130 |1.06 | 74M 
N 50 100 | 190 |1.18 | 74M 
N 75 i00 | 190 |1.68 | 74M Obmite 
D 2.5 48 | 71H National | B20407-1 
J 2:5 42 71H National | B20407-2 
c 2.5 “42 | 71H National | B20407-3 
J 1 142 | 71H National | _B20407-4 
“ ” 
NEW MORRIS COILMASTER STANCOR RF C 


oil winder will 
universal and 

olenoids, single- 
i -saver and 


coils, 
== your wor 
estor counts turns. 
ei spacing and various 


No. 40 wire; 3 


Wound on low-loss forms and impreg- 
nated with moisture and fungus-re- 
sistant varnish. Operate at frequencies 
up into the UHF region. 
iron-core form (Fig. T)s é 
phenolic (Fig- W). tindicates 3-section 


*Indicates 
others are 


Qs windings, others are single layer. ae 


x 


Accepts No. 22 to : ap BE 
sa beara orm winding eugily egh ed 300 ma, excent Ssect 0m OB 
of coils. Less wire, forms. © Ast * aE S leads. Sizes: phenolic forms, 46" dia by ¥%4” long; iron-core, Ya" dia. by 
Nos Hes eee 6.95 @ 7A" long. tMillihenries. **Microhenries. 3 02. 
Stock Mfr’s Frea., NET 
Mh 
“MIN-SPRING” TUBE HOLD-DOWNS No: type piel = each 
* tubes securely in place. Prevent breakage and assure = SO ql a\2 Et 0.22** 48¢ 
er stability. Valuable where tubes are mounted upside 60 H 426 RTC-8513 0.47** 48¢ 
‘or in a horizontal position; also excellent for equip- 60 H 427 RTC-8514 0.75** 59¢ 
== subject to vibration and shock. For 7 or 9 pin minia- 60 H 428 RTC-8515 1.00** 59o¢ 
tabes. Mount with nut and bolt, or may be installed = ee 59¢ 
SB Svet. Av. shpg. wt., 3 0z. 3 per package. ey “ ee ah pete yi 25¢ 
ie ene | epi age | RIC HEIS | 3s ws | Be 
121| 562 | 2%” GAQ5, 6X4, 35B5, 35W4, 50B5, etc. are: “" 
122)| 561 | 14" 1R5, 6AGS, 6AT6, 6BEG, 6C4, etc. 26c 60 H 438 _RTC-8520 6.20** 96 59¢ 
123) 560| Ye AE AR 69 11439 | Ricesze, | 100". 3 | 398 
, 1 etc. - i 7 
eB 484 | Eh aeae: | ig eet 3 | 38s 
POLYSTYRENE COIL FORMS $0 433 RTE Se25e | 24.0"* 32.1 | 59¢ 
low-loss, polystyrene coil forms for winding RF 60 H 454 | RTC-8667* 39.0** 25.2 59¢ 
Excellent for winding plug-in type regenerative 60 H 457 RTC-3668* | 55.0** 21.0 59¢ 
late, grid or tank coils in O's or low-power 60 H 458 RTC-8526* 62.0** 20.6 59¢ 
nit d-dip meter coils; and VHF equipment coils. way 60 H 459 | RTC-9171* 82.0** 18.6 59¢ 
5, and 6 prong standard forms fit standard tube sockets; 60 H 466 RTC-8669* |100** 14.7 59¢ 
6 prong miniature forms fit Amphenol Type 78-S5S and H RTC8527 0.10 14.4 59¢ 
S6S miniature sockets (see socket listings). Av. shpg- wt., : oy Hes er! ote 1s Sad 
D ipti Size EACH 60 H 469 RTC-8529F 0.24 9.3 59¢ 
ee Mia is 3 00 Have | RTC-91721 | 0-39 72 | 59¢ 
S-Ptone e Les ue HG $5 H 476 | RTC-9173t |__0-55_ 6.2 | 59¢ 
4-Prong Std. 2x1" 30¢ 60H 477 | RIC-8530t | 0-62 6.0 | 59¢ 
5-Prong Std. 24x14" 25¢ 60 H 478 | RTC-8531t | 0.75 5.1 | 59¢ 
246P 6-Prong Std. 24x1K" 36¢ 60 H 479 | RTC-8532T 1.00 48 59¢ 
Alfied Radic oroses estern Ave. Chicago 80, Illinois 213 


a 


| 
: 
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J. W. Miller Coils and IF Transformers 


RF COILS AND IF TRANSFORMERS 


(w) (N) 
455-KC IF TRANSFORMERS 


Double-tuned ‘air-core, universal input, in- 

terstage or output transformers. Excellent 
‘or replacement or experimental use. Universal 
wound primary and secondary tuned by mica 
insulated compression-type trimmers for mini- 
mum temperature-capacity drift. RETMA 
(BIA) leads. Size, 11 3x1 3gx254”. Wt., 4 oz. 


Stock Mfr's 
No, Type 


Application EA. 


60 H 739 | 512-Ci/Input IF 

60 H 740 | 512-C2|Interstage IF 

60 H 741 | 512-C3|Full-waveoutput IF |I.76 
60 H 512 | 512-C4/Half-wave output IF 


"MINIATURE IF TRANSFORMERS 


B) Shell core, permeability tuned IF trans- 
formers. Designed for experimental use and 
‘or general replacement in “‘personal"’ radio re- 

ceivers. Tunable powdered iron cores; tuning 

from top and bottom of shield. *Built-in 
diode filter capacitors. Size: 34” sq. x2”. With 
mtg. hardware. Shpg. wt., 4 oz. 


No. |Type Use NET 
60 H 727/12-C1| 455 kc IF Input | 59 
60 H 728)12-C2) 455 kc IF Output ]1.59 
60 H 787/12-C6) 455 kc IF Output* {1.68 
60 H 71 6/12-C7| 455 ke [Input (Batt.) [1.59 
60 H 71 7/12-C8) 455 kc [Output (Batt.)}1.59 
60 H 718)12-C9| 455 kc |Input(AC-DC)]1.59 
60 H 71 9/12-C10) 455 kc |Outpt.(AC-DO)]1.59 
60 H 729/12-H1) 262 kc Input 1.71 
60 H 73 1|12-H2| 262 kc IF Output {1.71 
60 H 788|12-H6| 262 kc | IF Output* |1:76 
60 H 732) 1463} 10.7 mc [Input or Inter.|1,.9] 
60 H 733) 1464) 10.7 mc |Discriminator |2,20 
60 H 734) 1465| 10.7 mc |Ratio Detect. |2.29 
60 H 789) 6203| 4.5 mc [Input or Inter.| 1,94 
$8 H 790} 6204] 4.5 mc |Discriminator |2.20 
60 H 791) 6205| 4.5 mc |Ratio Detect. |2.20 


MIDGET IF TRANSFORMERS 


{¢) Air-core mica trimmer tuned IF’s, Excel- 
lent gain and selectivity. 6-32 spade-bolt 
mtg. 144x1%x2”. Shpg, wt., 4 oz. 


No. Type \Freq’cy Use EA. 


MIDGET OSCILLATOR COILS 


Cover 540-1600 with a 365 mmf capaci- 

tor. Series 5480 (Fig. H): single-section 
secondary with high-impedance primary; for 
use with pentagrid converters. Series 5481 (Fig. 
G): no primary, secondary tapped for cathode 
return; for use with 6BE6 and similar mixers, 
and with separate oscillator and mixer. Size, 
1x1”. Shpg. wt., 4 oz. 


No. 4 Type iF Padder |EACH 
60 H 742} 5480-K| 175 ke |.001_ mfd 
60 H 884/ 5480-H| 262 kc |.0006 mfd 


60 H 743) 5480-C| 455 ke |.0004 mfd 1.03 
-0004 mfd} ** 

6 c |.0006 mfd 

60 H 981] 5481-K| 175 ke |.001_mfd 


DELUXE BANK-WOUND COILS 

(3) Shielded antenna RF and bandpass coils. 
Cover 540-1740 kc with 365 mmf capacitor. 
Two-bank Litz secondaries. High impedance 
primaries. 174x3”". Shpg. wt., 4 oz. 

60 H 783. Type 242-A. Ant. NET 

60 H 784. Type 242-RF.RF. EACH 1.32 
60 H 797. Type 242-BP, Bandpass.NET 1.18 


MINIATURE RF COILS 
ig Shielded iron-core coils for compact re- 


ceivers. For 365 mmf tuning capacitors. 
ntenna and osc. coils have tapped sec. %4” sq. 
x 2”. *Requires series pad. Shpg. wt., 4 oz. 


No. Type Use KC Range EACH 


60H 798 | X-121-A | Antenna | 140-425 

60H 785 | X-121-RF RF 140-425. | |.47 
60 H 786 | X-121-C Osc. *120 mmf 

60H 706 | A-121-A | Antenna | 540-1700 

60 H 707 | A-121-RF RF 540-1700 | 32 
60 H 708 | A-121-C | Osc. 455 ke |*400 mmf | *+ 

60 H 709 | A-121-H | Osc. 262 kc |*600 mmf 


UNIVERSAL ADJUSTABLE 
BROADCAST BAND COILS 


Compact, variable-inductance iron-core 

coils for replacement use. Shielded type. 
Use with 250-450 mmf variable capacitors. 
Oscillator coils have tapped secondary. 1%«x 
144x234”. *IF frequency. Av. shpg. wt., 5 oz. 


OH 735 | 112-Ci| 455 kc |input 

10 H 736 | 112-C2] 455 kc |Interstage 

0 H 737 | 112-C3| 455 kc |CT Ontput|I.76 
0 H 738 | 112-C4] 455 ke loutput 


SUBMINIATURE 455KC 
IF TRANSFORMERS 


Extremely small IF transformers with ex- 
cellent gain and bandwidth characteristics. 
Ferrite-shell cores provide high efficiency. Pri. 
and sec. mica-trimmer tuned. Only }4” square 
a 114” high. Shpg. wt., 3 oz. 
60 H 860. Type 10-C1. Input. NET 
60 H 861. Type 10-C2. Output.EA....1.65 


TRANSISTOR IF TRANSFORMERS 


{s) Subminiature. A tiny 455-kc IF trans- 
former with cup-core construction for top 
performance. Only %%” square by 5” high. Pri- 
tary impedance, 25,000 ohms; secondary im- 
pedance, *600 ohms, +1000 ohms. Will match 
CK760 and CK761 transistors. Primary is 
tuned and tapped. Shpg. wt., 3 oz. 

60 H 802. Type 9-C1*. Input. NET 

60 H 803. Type 9-C2t. Output. EA..2.35 


Miniature. High-quality 455-kc IF trans- 
former for compact transistor receivers. 
rimary impedance, 25,000 ohms; secondary 
impedance, *600 ohms, +1000 ohms. Will match 
CK760 and CK761 transistors. Primary is 
tuned and tapped. Shpg. wt., 3 oz. 
60 H 896. Type 2041*. Input. NET 
60 H 973. Type 2042+. Output. EA.. 2.06 


BANDPASS COUPLING COIL 


Negative mutual coupling coil for hi-fi TRF 
receivers. 174x2”. Shpg. wt., 4 oz. 
H 761, Type EL-56. NET......... 88c 


214 Your Satisfaction Is Guaranteed When You Buy at Allied 


No. Type Use KC Range | EACH 


73-A Antenna |500-1800) 
73-RF RF — |500-1800| |. 88 
73-OSC| Oscillator |*100-550 


ANTENNA AND RF COILS 


Untuned. Broadly self-resonant from 540 to 
1700 ke. No tuning capacitor needed. Can, 


2'4x1%%". Shpg. wt., 4 oz. 
60 H 758. Type 472-UA. Ant. NET...1.62 
60 H 759. Type 472-UT. RF. NET..... i.91 


HIGH “Q” BROADCAST RF COILS 


High-efficiency, unshielded, iron-core coils. 

For replacement purposes or for new re- 
ceiver design. Adjustable core for tracking 
desired frequency range. Range indicated ob- 
tained using 365 mmf variable capacitor. Coils 
mount in }4” hole. *Padder values shown are 
for 455 kc IF. Size: 34x2”. Shpg. wt., 4 oz. 


No. Type Use KC Range | EACH 


60 H 862 |A-5495-A | Antenna | 550-1700 

60 H 863 |A-5495-RF RE 550-1700 ] 47 
60 H 864 |A-5495-C | _ Std. Osc. |*400 mmf | #* 

60 H 865 |A-5496-C | Tapped Osc. |*400 mmf 


MINIATURE ADJUSTABLE RF COILS 


Variable-inductance RF coils. Use with 
tuning capacitors of 250 to 450 max. capac- 
ity. Type 70-OSC coil has tapped secondary. 70 
series installed self-supported. 71-OSC has 2- 
tap primary. Both track 100 to 550 ke IF, 
Max. size: 544x144” high. Av. shpg. wt., 4 oz. 


No. Type Use KC Range | NET 
60H 866 | 70-A Antenna | 540-1600 | 1.03 
60H 867 | 70-RF RF 540-1600 | 1.03 
60 H 868 70-0SG Osc. 540-1600 | 1.03 
60H 869 | 71-0SC Ose. | 540-1600 | 1.47 


Ut & 
5 


W 
TRANSISTOR OSCILLATOR COILS 


R Type 2020, For use in a converter oscil 
J circuit using only one transistor. 
mmf tuning capacitor, 455 KC IF. 
Shpg. wt., 3 oz. 

BO FUG 9S IN Beaia kp uraipiecsaly t AO 


Type 2022. Similar to above, except for 
with variable capacitor 78-100 mmf max 
GONG 74, NEV 7.25.5 ew et 39 00 


SUBMINIATURE TRANSISTOR OSC, © 


Type 2021. Shielded. For use in conys 
circuits using one transistor for oscill 


recei 
Sannel. 
essing i 
are th 
iy prece 


mixer. Use with 100 mmf variable capa 
Size, 4%” high x 4,” sq. Shpg. wt., 2 o: 
GO RIGS NET iis tose kate 


ADJUSTABLE CERAMIC 


RF INDUCTORS 

Adjustable coils for the most e 

Ww] ing requirements. Wound on sili 
impregnated ceramic forms. Tuned by powaet 
iron core. Fig. T is single-layer wound, Fig 
is twin-pi wound, Fig. X is single-pi we 
Standard. High ‘‘Q” units with a wide 
of inductances. Require !4” mtg. hole. F 
size: 3x11%”". Av. shpg. wt., 3 oz. 


No. Type| Fig. |Microhenries 
60 H 982) 4400 |...... Form only 
60 H 983) 4403 Py 0.9-1.6 
60 H 984) 4404 EY 1.5-3.2 
60 H 985) 4405 a 3.1-6,8 
60 H 986) 4406 c% 6,7-15 
60 H 987! 4407 x 14.8-31 
60 H 988) 4408 x 30-69 =826 
60 H 989) 4409 x 68-130 #827 
60 H 990| 4410 | x 126-250 mace 
60H991| 4411 | X 245-475 $29 
60 H992| 4412 | X 450-800 = 830 
60 H 993) 4413 WwW 750-1400 =83! 
60 H 994) 4414 Ww 1300-2100 - ass 
Miniature. For limited space. +” mtg. #834 
Form size: 14x". Av. shpg. wt., 3 oz. #835 
60 H 870) 4500)...... Form only = 898 
60 H 871| 4502 9 1.0-1.6 
60 H 872) 4503 rT 1.6. G 
60 H 873] 4504 | .- HI 
60 H 874) 4505 | T 3. St 
60 H 875)| 4506 T- 9- y 
60 H 876| 4507 Ww 6 ze 
60H 877) 4508 | W | 24 Sex 
60 H 878| 4509 Ww 35 = 754. 
60 H 879) 4511 x 
60 H 880| 4512 X 4526 
60 H B81! 4513 x triple 
60 H 882| 4514 x 320-500 = 757 
Subminiature. For ultra-compact equipz 
114" mtg. hole. Form: %x54". Wt., 3 oz. VIDE 
No. Type| Fig. |Microhenries 
60 H 995} 4300 |...... Form only 
60 H 996] 4301 ei 0.17-0.27 
60 H 997) 4302 T ‘ 
60 H 998} 4303 - 
60 H 999) 4304 i? 
60 H 927) 4305 T 
60 H 928) 4306 oo 
60 H 929) 4307 x 
60 H 930! 4308 
60 H 931) 4309 x 
60 H 932) 4310 x 
60 H 933) 4311 x 
60 H 934) 4312 x 
60 H 941| 4313 x 
60 H 942) 4314 x 
60 H 943! 4315 x 


TYPE 20 ECONOMY TRF COILS 
Unshielded TRF coils for 540 to 1750 

For use with 365 mmf variable capas 
With L mtg. bracket. Low impedance pri 
on adjustable sleeve over secondary. 1 \y 
high. Shpg. wt., 3 oz. 
60 H 753, 20-A. Antenna Coil. NET.. 
60 H 590. 20-RF. RF Coil. NET...,... 


"Id 


TV COILS, INDUCTORS 
& TRANSFORMERS 


Go 


1 DETECTOR AND OSCILLATOR 
TRANSFORMERS 


lity TV components. Type 6192 for 
* receivers with separate 21.25 mc sound 
Seeanel. Type 1468 are for 4.5 mc IF in 
essing inter-carrier sound system; Type 
ere the Foster-Secley type and are nor- 
preceded by one or two limiter stages. 
#468 are for use in ratio detector circuits. 
6194 has tapped coil for horizontal oscil- 
Synchro-guide circuit. Type 6183 dual 
: sees for Sync. Frequency and Phase cir- 
Siuminum shields with 6-32 spade bolt 
ng. Sizes: Type 6192, 14 x1 4x24"; 
1468, 134x14x2'%"; Type 6194 and 

6183, 17¢x174x2 4”. Shpg. wt., Sax 


Mfr's NET 
Type EACH 


6192 1.94 
6183 Hor. Osc. 1.91 
Hor. Osc. 82 


6194 1 
1468 Ratio detector | 2.20 


Description 


Discriminator 


© STABILIZER (RINGING) COIL 


Type 6210. Has bakelite form with 1.” 
‘seanting clip. 16-42 mh range. Size, %x 


Shpg. wt., 2 oz. 
BME NET: ©... vlesetinie eres 1.47 


HORIZONTAL LINEARITY AND 
WIDTH CONTROLS 


tron-core variable inductance coils for hori- 
sental sweep circuits. *Have AGC winding. 
esting clip fits 6” hole. 6300 series are 

%{" long on phenolic forms. Shpg. wt., 4.02. 


J. W. Miller Components — CTC Kits 


W 


ing performance. 
stations. Extremely easy to a‘ 


the coil along the ferrite rod to peak the an- 
tenna. Seat ne Becker any loop an- 
tenna. 3%x' if pg. wt., 5 oz. 

at MOS INET. 13--fen 5. dees eo 1.76 


Inductor is tapped to match the 600 ohm input 
impedance of the transistor. 4 
is 540-1650 kc when used with a 365 mmf vari- 
able capacitor. 1 4x9". Shpg. wt., 30z. | 76 
60 H 894. NET . 


TRANSISTOR ANTENNA RODS 
Type 2001. Matches 600 ohm input imped- 
ance. Inductance, 240 ph. Tunes with 365 

mmf. 34x334”. Shpg. wt., 4 02- 
60 Hi 976. NET...0 200. 0654 o ee cee rns 


STRIP TRANSISTOR ANTENNA RODS 
Type 2004. Matches 600 ohm input imped- 
ance. Inductance, 240 wh, Tunes with 365 
mmf. %4x3/4x334". Shpg. wt., 4 oz. | 62 
60H 978. NET...0 5. wins sors se nentines 4 
Type 2005. As above, but 700 microhenries. 


Use with 125 mmf capacitor. 
60 H 979. NET 


SUB-MINIATURE ANTENNA ROD 


Type 2002. Adjustable from 35-300 wh. Hi- 
500 mmf. Mounts in %6” 


hole, or bracket supplied. Matches 600 ohm 
input. Size, 4x24”. Shpg. wt., 3 oz. 1.00 
DH 980. NET. .-0----0e0eeeer tt . 


xk No.| Type Millihenries NET 


po 
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WNoO 
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HIGH-VOLTAGE RF POWER 
SUPPLY TRANSFORMERS 


Type 4525. RF power supply transformer 
Sor TV receivers, scopes. Up to 5,000 v. DC. 
3354x1%4". Wt., 4 oz. 

Tech catechins ett 5.44 


Sepe 4526. Up to 10,000 v. DC, (30,000 in rec- 
er-tripler circuit). Size, 6x24” diameter. 


Palen tive De 8.82 


VIDEO PEAKING & FILAMENT 
CHOKE COILS 


Type 6175 is filament choke. Reduces stray 
coupling, feedback, etc. Others are video 
ing coils for proper. bandwidth and wave 
Se of video signals. Coils without shunt re- 


+ wound on plastic forms; shunt types 
snd on resistor. Over-all size: Type 6175, 
.” diameter; all other types, 34xHe_e" diam- 
‘Av. shpg. wt., 2 oz. 
No. Type | uhys Shunt | EACH 
BH792| 6172 None 
©4889 None 
5H 793 22K | 90¢ 
DH794 None 
at 228 ae 
= one 
DH777 None Oc 
DH778 None 
BH779 22K 
5H 780 30k | 50c 
2H 781 None 
+h = 
¥ one 
7H 891 sree is 


DUO-LATERAL FILTER CHOKES 


J 

Effective line filters. Duo-lateral wound for 

low distributed capacity. Ideal for use in AC 
lines to filter RF or noise pulses from Amateur 
or commercial transmitters; from power sup- 
plies, sign flashers, diathermy equipment, and 
all intermittent switching systems. 7825 is 17x 
1%” wound on bakelite form. 7827 is 24x4", 
wound on ceramic forms. 


No. (|Type Amps|Ohms 


H 185| 7825, 2 7 |_5 |.600 
H 887| 7827| 10 | .15 |16 1.370 


CENTER-TAPPED CHOKE 
Duo-lateral wound, single section RF 
chokes wound with silk-covered enamelled 


Oz.| Mh| NET 


1.44 
3.53 


70 
60 


(} 


copper wire on impregnated ceramic dowels. 
1%x%" high. Shpg. wt., 4 oz. 

Stock No. | Type Mh | Ohms | Ma| NET 
60 H 594 | 670-T 10 67 125 ei 
60 H 588 |691-T| 20 100 |125| .88 
60 H 595 | 693-T| 60 200 1100] 1.18 


CAPACITY-OPERATED RELAY COIL 


For alarm systems, window displays, etc. 
With diagram. 74x2'4” high.Wt., 4oz. 
60 H 589. Type 695. NET.........-- 2.06 


(P] Type 1890-P1. For input or interstage. 
314x134x174". Shpg. wt., 4 oz. 
iy TRESS NE Tce oct cas + ts a nel* 3.07 


Lowest Prices—Highest Quality—Best Service 


MIDGET RF COILS 


Type A-320-A. Permeability-tuned 
broadcast band coils enclosed in alu- 
minum shields. For receiver antenna 
stage use. Adjustable iron core per- 
mits accurate alignment. Frequency 
range, 540-1700 kc. 1%" sq.x2%” 
high. #6-32 spade bolt mounting. 


Sipgoacty: 40m: 
SOTA 604. NET. .c.ccbs ee 1.47 


Type A-320-RF. Same as above except for 
RF stage use. Shpg. wt., 4 02. 
60 H 809. NET...........--- seers eens 1.47 


PRINTED CIRCUIT RF CHOKES 


High-quality, air-core RF chokes 
for use on printed circuit boards. 
Available in a wide range of 
inductances for transmitters, 
receivers, test equipment, etc. 
Printed-circuit type mounting 
lugs for quick, easy soldering into circuit. Coil 
forms are 7%” long. Av. shpg. wt., 2 07. 


Stock No. | Type; Mh | Ohms Ma Dia. | EACH 

60H 610| 970| 1 172 | 125 | '%e' | .50 
60H 611] 971 12| 198 | 125 | 234") .50 
GOH 612| 972) 15] 218] 125) Ke 50 
60H 613| 973 | 18] 247] 125) %° 53 
COH6I4| 974] 22) 27.4) 125 | 25/2" | 53 
60H 615) 975 J | 31.2) 125 13/6" 52 
60H 616| 976 | 33) 348|125| 1%6 | .36 
COH6I7| 977 | 39| 389 | 125 | 2%" | «36 
60H 618| 978 47| 43.2 | 125) 56 
60H 619| 979 | 5.6} 48 | 125 | 22/2" 56 
60H 628) 980 6.8 | 53.6 | 125 15/6" 59 
60H 629) 981 g2| 60.8 |100| 2742" | .59 
60H 630| 982 | 10 68 100 | %’ .65 
60H 631) 983 | 12 77 | 100| 2%" | .68 
60H 632) 984 | 15 87.7 | 100 | 15/6" 71 

60H 633) 985 18 97.9 | 100 331A)" 74 
60H 634| 986 | 22 | 108 75 | 314” | .82 
60H 635| 987 | 27 121 75 | 1%" 85 
60H 636] 988 | 33 | 209 75.) 1" 31 

60H 637) 989 | 39 231 75 | 146" 94 
60H 638) 990 | 47 263 50 | 2%" 97 
60H 639| 991 | 56 292 50 | 1546" | 1.00 
60H 641| 992 | 68 | 326 50| 1° 1.06 
60H 642| 993 | 82 368 50 | 142" er 
60H 643! 994 | 100 394 50 | 1146" 1.18 


For use in Amateur and 
commercial equipment, 
Feature low distributed 
capacity and accurate in- 
ductance values. Multiple 
section, duo-lateral es 
wound on ceramic forms. a 
Rigid brass terminal ae 

Snap-in mounting brackets. 46-32 tapped holes. 
4” dia. x 24” long. Shpg. wt., 4 0z. 


No. Type jmh|Ohms| Ma NET 
60H 597| 4550 |2.0| 65 400 | 1.62 
60 H598! 4551 _|4.0 10.0 | 400 1.76 


Kit. With 10 PLS6 coil forms 
from 
2 wh to 800 ph, Contains complete operating 
data of coils included. Frequency ranges from 


X2060 Coil t 
wound in overlapping inductance ranges 


0.2-50 mc. Shpg. wt., VY |b. 


92 ATI. NET. .np ote scram 10.95 


X1897 Coil Form Kit. Includes 15 coil forms 
(3 each of 5 different types), 19 powdered iron 
slugs, 5 silver plated brass slugs, and complete 
set of mounting hardware. Coils covering 50 
ke to 200 mc can be wound with the coil 
forms and slugs supplied. All are ceramic, with 
silicone fiberglas collars. Wt., 13 oz. 5 
72 H 280. NET Ne 
X2082 RF Choke Kit. 
Contains 14 RF chokes 
on LPB-3 phenolic coil 
forms. Body size 542” di- 
ameter by 14” long. Ax- 
ial pigtail leads. Fixed 
inductance from 6.8 ph 
to 1000 ph following 
preferred component 
values. DC resistance 
from 1.1 ohms to, 2.6 
ohms. Color-coded. 
Shpg. wt., 1% Ib. 

72 HW 472. NET....-5000ees-ser cere 


Coils and Coil Forms, Insulators, IF Transformers 


ene 


For broadband RF amplifiers, TV traps, HF circuits, 
etc. HF paper base phenolic bodies, except fceramic. 


CTC COILS AND COIL FORMS 


Vertical mounts, except 2270 and 2271, horizontal. §Unassembled 
forms. All parts non-ferrous and electro-plated. Av. shpg. wt., £ 


COILS COILS COIL FORMS FOR 1-20 MC 
Stock No.| Type Mc. | LxDia.|NET Stock No Type Mc, | LxDia.| NET Stock No. Type Lx Dia. 
72 H 283 | LSM 1 6x4" | 1.05 72 H 438 | 2060-5t 1-20 | 74x" | 1.13 72 H 462) SPC-12A-4LT§ | 134x134." 
33 Haid | Lom 3 |uéxee| {103 | 734439 | s0c0-c¢ | 0.24% |ozis~ | 1:33 | 22 8 463| 2270-248 ale 
72 H 284 | LSM 5 ex" | .99 72 H 440 | 2060-7+ | 0.2-1.5 |74x”" | 1.30 2 H 464) 2271-2+§ 134.34" 
72 H 293 | LSM 10 14x" | 196 72H 4a) ves $d O34-5 My oe 1-39 72 H 282| LSM/E 
H LSM 30 iD | 93 ie eae | ene ‘ 294| LS3/B 14x" 
33 ty 309 | Lem 60 worite | ‘ap | 72H 443 | 2000-10t | 0.2-1'5 |"axige | 1750 5aa| Csi ovat’ 
72 H 295 | LS3 1 134x%%"! 1:05 289] PLSS/Bt 16x34" 
72 H 420 | LS3 3 134x%%"| 1.02 COIL FORMS FOR 1-20 MC 292] PLS6/Et Box Va? 
33 5 1%x%"| .99 ee 
33h 399 | Les 10 iiixs+| ‘90 | Stock We: Type LxDia. | NET COIL FORMS FOR 20-50 MC 
72 H 298 | LS3 30 134x%"| .93 | 75 4 4a6| PLSS-2C4L/BT | imexe” | 77 «| ‘Stock No. Type Lx Dia. 
£2 1 299 | LS3 60 1yex's"|_.87 | 72 H 448] PLS6-2C4L/Et | 27axi4" | 172 | 72 H aqa|PLST2C4L/NT | eae 
72H 421 | 2060-17 | 20-50 |"¢x37" |" .98 | 72 H 457| PLS7-2C4L/Ht Whig,” :89 72 H 445|/PLST-2C4L/Pt | 1% xihe" 
72 H 422 | 2060-2+ | 20-50 |*%¥gxz" | °98 | 72 H 459| SPC-1A-41§ Hx? | 123 72 H 447|PLS5-2C4L/N} | 1%46x34" 
72 H 423 | 2060-3 | 1-20 |*¥gx%"| 1:07 | 72 H 460] SPC-2B-41L§ Wx | .23 72 H 449/PLS6-2G4L oF | 2%xi4" 
72 H 424 | 2060-4+ | 1-20 |x" 11.07 | 72 H 461] SPC-11A-414§ | %xI3" | 736 72 H 458/PLS7-2C4L/Ot | 11x14" 
F. JOHNSON INSULATOR 


Oeeee eeaeey 
WWW] WWW WW 


Stand-Off Insulators. High-glaze porcelain, bpentieh eee naee Hor cae me and ay Fos sen ing vo he ede et ie nee . 
ete te Miceb for trenamitter applica- | tor oltage terminals. 135-50, 135-81) 135-404 celain, except tsteatite. *Have Type 108 
eee 08 leakage eth a ay. bag fom f Sema res ey pagans ees ce ae rod ane jack, see jack listing. Shpg. wt., 12 oz. 

i , nuts; 135-53 an -54 are porcelain, less ; 
Sees EE Te eT, | hardware Av. we, box Segek | Mrs lrg | TeplPanelHara 
others ‘have drawn bases. Indicates banana | —Seocq [Mire Top |Max,|Panel|NET | 73 H 225 K 10-32 
Mandard 166" inser dis, cad 4760 is jumbo | _No. | Type |F'9-| HE.| Dia.| Hole |EA. | 73 H 296 L * 
.277” banana jack. *Like Fig. C, but square | 73H 160|135-50| H |1%" 154” |33¢ 33 H 227 135-424 | K 10-32 
base and 4 mtg. holes. Av. shpg. wt., 1 Ib. 73H 161)135-51| H | %"|1%"| 2%" |54¢ find 

. _ Baas Thana 73 H 162/135-52|) H |144"|134"| 1%" |798¢ 3 HET 135-44¢ aoe 
Stock fr's ‘ody ard- 73 H 163/135-53) F {134” | 219" |124" | 390¢ 3 a 
No. _|_ Typo |F!9-| He. | ware |NET | 53H | eglt35-54| fe ae | 313" [anes | $8 73 W231 * 
73 H 120) 135-208 A [Tar | 40-32 | aoe | 73H 1651135-551 G | eel el war | 31e Ze 233 Y-20 
73 H 121) 135-20-2| B | 1%” 
73 W122) 135-228 | A | 1° Son | 13¢ Ultra-Steatite Cone Insulators. Non- 73 H 223 
33 H 123 Lt x ers Has nee ribbed high-grade insulators. Ideal for 73 H 224| 135-48-2 
73 H 139 135-245 WAS. oe EG mounting coils, capacitors, etc. Threads tapped 
73 H 125] 135-60 * | aie" 4-20 98¢ directly into steatite. Width shownis maximum eae FEEDER SPREADERS 
73 H 126| 135-62 wor age -20 | 60¢ (base). With hardware. Wt., 5 oz. Low-loss, moisture-proof, unglazed porcels 
73 H 127| 135-65 | C age 6-32 30¢ For constructing transmission lines with 3 
73 H 128] 135-65-2] C | 136" | 740+ | 39¢ No Type |Height| Width | NET 600-ohm impedance. 3x", Av. shpg. wt., 5 
73 H 129) 135-66 |_D | 2%" | %-20| 87¢ | 73150] 135-500| 5%” 4" 23 
H 35-66-2) D | 2%” | 760+ | 98¢ 73 H 151} 135-501] 1” 34” oa Type Length 
73 H 130) 1 % 
93 H 131/ 135-67 | D | 434" | 4-20 | 98¢ | 73H 152) 135-502] 136" | 1” ‘51 136-122 
73H I3e| tases | = | 2° 0-32 | 46¢ | 73 H 153] 135-503| 2° 14° | i771 136-124 
73 H 137) 135-68-2| * | 2° 740+ | 54¢_|_73 H 154) 135-504 | 3° 1%" | 1120 130436 
R RF COILS AND IF TRANSFORMERS 


“Sa 


STANCO 


[R} Miniature RF Coils. Shielded, iron-core. 
For compact receivers. For 365-mmf var- 
iables. *Series pad required for 455 kc; tpad 
required for 262 kc, %4x34x2”. 3 oz. 


4.5-Mc Miniature IF Transformers. (© 
illus.) Shell core; built-in silver-mica capaci 
With mtg. clip. 34x34x2". 3 oz. 


any r ES ee Sfock No. | Type Description 
; Stock No.| Type _|Use|Freq. Range) NET | 914599] RIC-8545 | Input or Interstao | 2 
60 H 527|RTC-8756|Ant.|140-425 ke | 1.65 | 60H 661 | RTC-8618 | Discriminator 22 
60 H 528/RTC-8757|RF |140-425 kc | 1:65 | 60H 662| RTC-8620| Ratio Detector 22 
60 H 529/RTC-8758|Osc.|*120 mmf | 1:65 | 60H 663| RTC-9242 | Ratio Detector 2: 
© i] | 9 H B32/RTC-8631)Ant.|540-1700 ke| 1:03 | 60H 664| RTC-9243 | Ratio Detector 25 
(P] [R] [s] '} | 60H 533/RTC-8759|RF |540-1700 ke| 1:47 | 60H 6671 RTC-9244 | Ratio Detector 123 
<8760|Ose.|*400 mmf | 1 Miniature IF Transf -*With ds 
Riteiitas} Tuned: tapped puma uatueed | OOH SSP RTE ar Soc ltae oe | 1:82 filter capacitors; tbatt. radios; JAC 
secondary. %4” sq. x 4%” high. Shpg. wt., 2 oz. on 7 eae eee we eee mie Mae oes core; mtg. clip 
Stock No.| Type | UTP: | Use |NET | 60 H544/RTC-8764\Osc,/*1600 mmf | 1147 cS ee re a Maleathe - 
Bee hor 20s4|10kOK [Input |3.23 | (5) Miniature Printed Ciroult IF Trans- | ov 669] RTC-#639 | 262 ke | Output I. 
60 H 482 | RTC-9084)10K-1K |Output/3.23 formers. *With diode filter capacitor; Tfor 60H 672| RTC-8640 | 262 kc | Output* 1. 
60 H 483 | RTC-9085|25K-.6K |Input |2.06 rae Ree radios; IS, interstage. 34x 60H 673] RTC-8632 | 455 kc | Input I: 
60 H 496 | RTC-9086|25K-1K |Output|2.06 4x2". Shpg. wt., 3 oz. 60 H 674| RTC-8633 | 455 kc | Output I. 
60 H 497 | RTC-9087/100K-1K|Input |2.35 Stock No. Type Freq. | Application |NET EA. 60H 677| RIC-8634 | 455 ke | Output® = 
j ils. Pow- | 60H 548] RTC-8644 | 262 kc | Input 1.91 60 H 678) RTC-8675 | 455 kc | Inputt I. 
(P] Beets one oer fee Hr. For | 60H 549 RTC-8685 262 kc | Output, 1.76 oe ec2 pees 3S a patel iq 
¥%e6" mtg. hole. *With hardware and core. 3 oz. Sate BES er i pote bs 2m 60H 6853| RTC-8637 | 455 ke | Output I! 
Son age RTC Ia tearm ony | 1-05 | Soyrgesl treet | ke |Oumt_| 2:55) SOF gaa] Eg Sie | naraman| 
60 H 498) RTC-9137| *Form only A nt ¥ = ‘c | Tapped Primary) 2.2 
60 H 499] RTC-0138| 0.4t00.8 | 1:50 | 60H 332) RIC-B6IS | 456 ke | Output 1-82 | 60H 686] RTC-8678 | 455 kc | Discriminator | 2: 
60 H 503} RTC-9139| 1 to 1.6 1:50 GOH 339) RrG-sea2 | 458 Ke | Ontortt 1776 | €QH 687| RTC-8686 1500 kc| InputorIS | 1. 
60 H 504) RTC-9140 1.6 to 2.8 1:36 80H 562} RTC-8683 | 455 ke | Inpatt 1:76 | 60H 688] RTC-8687 |1500 kc] Output iE 
int eet : z utpul i : 
soHsosRrcora| sess [ree | Seies| mess | sk |Giinis | 1:78 | SDuSeReg In me mows 71 
oo a IRS eat 1:33 60H 564) RTC-8546 | 4.5 mc) Inputor IS | 1.91 60H 693] RIC-9052 |10.7 me| Discriminator | 5 
60 H 513) RTC-9143) 9 to 1 1.73 60 H 567| RTC-8619 | 4.5 mc | Discriminator | 2,20 60H 694! RTC-8600 |10.7 mc| Ratio Detector 3. 
SOM SI7/ RIC O43] 2t05 | {gg | SOH5E8| Rroaezi| 45c| Rat Deteor| 2:47 | GOH Gog] nroaose (oy me pane pete | 
¥ a . -5 mc | Ratio Detector | 2, 4 
SO°H 318) RTC-9146)__35 to 60 1:85_ | 60H 572) RTC-9243 | 4.5 me Ratio Detector | 2.50 | 60H 697) RTC-B545 | 4.5 a 
60 H 519) RTC-9147| 60 to 120 1.88 60H 573} RIC-9244 | 4.5 mc) Ratio Detector | 2.94 | 60H 699] RTC-8620 | 45 mc | Ratio Detector | 2.2 
Bouress) ercoras| 13922398 | 1:3! 60 H 574/ RTC-9046 |10.7 mc} Inputor !S_ | 1°91 | 80H 902 RTC-9249 |21.25mc| Input or IS | 2: 
60 y 223 RTC.0150| 320 10 Seo Mes 60H 577) RTC-9050 |10.7 mc| Discriminator | 2.20 60H 903) RTC-9250 |21.25mc| Discriminator | 2. 
oO 3s4 re oa “b6 | 90H 578] RTC-2053 |10.7 mc| Ratio Detector | 2:20 | goi904| -RTG-S0ST laLDeme| Retin het IS 
SOM 5251 RICSISH 480 to 800_| 2.06 | 60H 581] RTC-9245 | 44 me | TV Converter | 2:06 | GOH 304) RIC-oz5t 4a me | TV Converter | 1: 
RTGC-8648 Adjustable Oscillator Coil. (Not | 60H 582| RTC-9246 | 44 mc | TV Ist IF 2.06 | 60H 909) RTC-8558 | 44mc | TV First IF | 1 
illus.) 500-1800 kc; for 100-550 kc IF’s. Pri- | 60H 585| RTC-8560 |42.5 mc| TV 2nd IF 2:06 | 60H 910] RTC-8559 |42.5 mc| TV Second IF | | 
mary has 2 taps. 54x11". 3 oz. 60H 586] RTC-8562 |45.5 mc| TV 3rd IF 2.06 | 60H 911| RTC-8561 [45.5 mc| TV Third IF | 2/2 
60 H 526. NET... LAZ | 60H 587) RIC-8564 1 44 me | Tah IF | 3°06 | GOH O12! RTCREES | Ad me | TV Fourth if | 7 
216 Use Allied’s Catalog as Your Guide to Everything in Electronics 
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TRIMMERS AND PADDERS 


mer and padder 
. Treated to as- 
ance to humid- 
germanence of ca- 
“ttings. Low-loss 
base. Clear India 
Tbe adjusting plates 
ween rigidly con- 
so permit bending soldering lugs with- 
sing capacity. Size, “Ngk%x%". Mtg, 
"s*. Ranges indicated below are mmf. 
) cerns open trimmer to tight setting. 
wt., 2 oz. 


No. | Min. Mmf |Max.Mmf NET 
347 1.5 15 12¢ 
340 2.0 30 l2¢ 
341 5.0 80 12¢ 

9.0 180 14¢ 

25 280 15¢ 

50 330 17¢ 

80 480 19¢ 

110 580 23¢ 

140 680 24¢ 

349 170 780 27¢ 


PANEL BEARING ASSEMBLY 


with rigid or flex- 
splings for mount- 
“me controls, etc., 
from the panel. 
has short stub 
>; long shaft extending back for cou- 
Made of brass. Take panels up to 7%” 
For standard 4%" shafts. Supplied with 
‘esulating washers. Wt., 3 oz. 
325, Overall length, 3". NET.....d2C 
386, Overall length, 6”. NET...... 
390, Bearing only. WET. ase 9o¢ 


F. JOHNSON FLEXIBLE SHAFTS 


sting phosphor- 

flexible shafts oso "9 
“* hubs. Ideal for 
ting out-of-line shafts together. Handy 
~ for Amateurs, experimenters, labs, 
Permit up to 90 degrees angular control. 
wt., 2 oz. 
350, 116-263. Length, 3”. NET.. 50¢ 


291. 116-264. Length, 6”. NET... .75¢ 


SHAFT 
FITTINGS 


ie 
— 
— 
Coupling 
ings for extending shafts of volume con- 
«witches, capacitors, etc., or for ganging 
enits, even when shafts are not of the 
Sameter. Available in insulated and non- 
d types. Insulated types are made of 
phenolic. Extenders for decreasing or 
“sing shaft diameter and for extending 
length. 60 H 366 has %” opening, 4” 


Extender 


Shaft length on all extenders, 54"; overall 
14". Av. shpg. wt., 4 oz. 
Insulated Type Size 
60 H 350 | Coupling | 4 to 4” 
ieee Coupling | % to 3” 
60 H 352 | Coupling | 14 to %” 
60 H 355 |Extender| % to 4” 
> Pl we Bs Extender! % to 4” 
 IEEACR. 05.0. cede 8c 
NET oe 
| 7% 
| 78 HAMMARLUND COUPLINGS 
a » FC-46S. Sturdy, slip- 
176 insulated coupling. Excel- 
= for providing flexible link- 
1.45 eenangularly misaligned 
a Maximum torque is lim- 
75 only by holding power of 
| 7 4 set screws (2 on each side) . 
7 ‘ese on all standard Y,”-diameter shafts. 
| 47 = clearance, 52”. Flash voltage, 6000 v. 
2.28 1%4x'%e_". Shpg. wt., 3 oz. 
2.SOMMEEM 496. NET... 0.000 o cee 1.00 
76 FNC-46S. As above, but non-insulated 
1.98 Durable, heavy-duty construction. Main- 
2°26 ; firm, slip-proof grip. Has flexible arms 
2.4? compensate for shaft misalignment. 
2.35 polated brass ring. 114” diameter x 22”. 
. wt., oz. 
Se Rays NETe sh ese sicoee tee 75¢ 
2.20 
2 WSULATED COUPLING 
2:35 coupling drive shafts to ca- 


sors, gang switches, controls 


za other components. Bakelite 

1:76 ation. Hubs drilled to fit 

1.76 shafts; set-screws hold rigid- 

2:20 Shpg. wt., 2 oz. 

ne BE Se NETS U6, onset Bac 
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Capacitors & Accessories 


RECEIVER-TYPE VARIABLE CAPACITORS 


MIDGET SUPERHET AND TRF TYPES 


Midget Superhet. Miniature 
size without sacrifice of per- 
formance makes these 2-gang 
variables perfect for portable 
and midget sets. Capacity: 
RF section, 14.5 to 368 mmf, : 

27 plates; osc. section, 11.6 to 136.6 mmf, 15 
plates. Capacity increases with counter-clock- 
wise rotation. For use with 455 ke IF. With 
trimmers. Size, 1 4gxilgxite’. 4’? diameter 
shaft extends i” beyond frame. Ball-bearing 
mounted shaft. Shpg. wt., 6 oz. 

PT POD SccMMN sos iacs ca sone Conteh 1.05 


Miniature Superhet. RF section is 10.8 mmf 
to 232.4 mmf. Oscillator section is 8.5 mmf to 
106.3 mmf. 15¢4x1 %x1 84". 5 oz. 
61 HOII. NET 
Midget T RF. Compact, 33-plate, 
single-gang capacitor. Variable 
from 15 to 409 mmf. Capacity in- 
creases clockwise. Size: 134” deep, 


1%” wide, 1%" high. 4” diameter 
shaft extends %4” beyond capacitor 
frame. Shpg. wt., 5 oz. 
61 H 009, NET 


Midget Superhet. Compact, 
variable, two-section capaci- 
tor designed for use wit 
broadcast band transistor re- 
ceivers. Ideal for small table 
models and portables. Count- 
er-clockwise rotation for ca- 
pacity increase. Each section 
includes a trimmer for precise adjustment. 
Oscillator section designed for 455-kc I 
Oscillator capacity: 7.2 to 66 mmf. Antenna 
section capacity: 7.5 to 81 mmf, Shaft diameter 
4%". Size: 134x1 24x54". Wt., 4 oz. 

61 HOl2. NET 1.00 


Miniature Superhet. Two sec- 
tion, variable capacitor designed 
particularly for the special needs 
of miniature transistor receivers. 
Although small in size, accuracy 
and precision are not sacrificed. 
Complete with trimmers. 4” shaft 
has ball-bearing mount. Capacity. 

ranges; Oscillator section, 6.1 to 3.4 mmf; RF 
section, 7.0 to 123.1 mmf. Size: 1%x1%x%’". 


ene OTS. NET... pets ys 10s SEUa 1.04 
CARDWELL CAPACITORS 
se 


VHF BUTTERFLY CAPACITORS 


90° capacitors with butterfly rotor plates. 

Electrical symmetry; low inductance; n0 
moving contacts. Isolantite insulation. Remov- 
able plates. Air gap, .030”. Shpg. wt., 10 oz. 


Stock Mfr's Max. | Min. | NET 
No. Type Mmf| Mmf |EACH 
75 HOO!| PL-6076 5 1.5 | 2.07 
75 HO0O02| PL-6077 7 2.0 | 2.32 
75 HO003| PL-6078 13 3.0 | 2.64 


“TRIM-AIR” MIDGETS 


(B} Universal mounting. Isolantite insulation. 


Shaft has rear extension for ganging;_¢x- 
cept*. tAir gap, .02”; others 03”. Shpg. wt., 7 oz. 


Stock Mfr's Max. | Min. ) NET 
No. Type Mmf| Mmf |EACH 
eis Phctdbiid® beset 

75 HO010| PL-6000 10 1.2 1.35 
75 HOI) PL-6001 1s 1.5 1.65 
75 HO12| PL-6002 25 2.0 1.85 
75 HO13| PL-6003 35 2.5 | 2.03 
75 H014| PL-6004 50 2.8 2.18 
75 HOI5 PL-6O16f 75 2.7 1.89 
75 HO! S| PL-6017T 100 3.0 2.48 
75 HOI7! PL-6018t* 140 5.0 3.45 


BUD MIDGET TRIMMERS 


Type MT-833. For antenna 

coupling, interstage coupling 

and receiver tracking applica- 

tions. Has screw adjustment. 

Max. cap., 36 mmf; min. cap., 

3 mmf. Shpg. wt., 4 oz. 

BH aE MNCEDE. © Oo vie p50 152 ue I5¢ 


SUPERHET CAPACITOR 
AND MATCHING COILS 


Two-Section Superhet 
Variable. 19-plate oscil- 
lator section with 172.6 
max.—10.6 min. mmf; 
has one 2-17 mmf trim- 
mer. 27-plate RF section 
with 434 max.-14.5 min. 
mmf; has one 2-17 mmf 
trimmer. Provides 455 ke 
frequency difference in 
combination with oscillator coil and loop an- 
tenna, below. Capacity increases in counter- 
clockwise direction. 154x11%%x2%". Shaft, 4" 
diameter. 34” long. Shpg. wt., 10 oz. 

GLH O65, NEV... e550 eoaeueneela 1.06 


Oscillator Coil for Above. Shpg. wt., 4_02. 
55 H 507. NET... ce ee seer nsec crerets 36¢ 


Antenna for Above. Shpg. wt., 8 oz. 
sn ewiae 330 dew 0a an 53¢ 


Loo 
5| © 040. NET 


TRF TYPE CAPACITORS 


2-Gang. For use in superhets 
without RF stage or in 2-stage 
TRF receivers. Each section 
has 29 Mees Range of 15.5 
to 467.8 mmf, each section. 
Counter-clockwise rotation 
increases capacity. With trim- 
mers for each section. End plates slotted to 
permit easy tracking adjustments. Sprii brass 
wipers. Requires series padder for oscillator 
use. Has 3” diameter shaft. Use with shaft ex- 
tender No. 60 H 366 (listed in the left-hand 
column) for conversion to * shaft. See coil 
and I. F. transformer section for coils. Size: 
1 Pax een he Shpg. wt., 10 oz. 

61H 059, NET.......0 vests) 


2- and 3-Gang Capacl- 
tors. Compact TRF varia- 
ble capacitors. Have trim- 
mers on side of frame. Outer 
rotor plates are slotted for 
tracking adjustment. Tay 
holes in frame provide 
secure mounting. Range: 12 
to 367 mmf. Shaft diameter, 
%". Size of 2-gang: 2*%x 
1x1 2": Size of 3-gang: 
336x1'86x1 4". Av. hat wt 
60 H 725. 2-gang. T 
60 H 726. 3-gang. NET 


BUD VARIABLE CAPACITORS 


“MC" MIDGETS 


Sturdy, highly efficient 
midget variables. Single 
and double-bearing types; 
*double. Fit %” dia. 
mounting hole. Cad- 
mium-plated brass rotor 
and stator plates. Stea- 
tite insulation. .024” air- 
gap. Shpg. wt., 7 oz. 


Stock |Mfr's|Max4Min. No. of | NET 
No. Type |Mmf|/Mmfj Plates EACH 

61 H 142/1850* 1.78 
61 H 143)1852* 1.84 
61 H 144/1853* 2.43 
61 H_145/1855* 2.65 
61 H 146)1856* 2.72 
6] H 147|1858* 2.94 
61 H 148)1859* 3.38 
61 H 149)1860* 3.67 
61 H 150)\1870 1.76 
61 H 1151/1872 1.84 
61 H 152/1873 hod 
61 H 154/1875 2.06 
61 H 15511876 2.35 


61 HW 15511876 | Pe) Sn 
NEW TINY MITE 3-GANG CAPACITORS 


Compact, 3-gang ca- 
pacitors useful for 
Hams, radio con- 
structors and experi- 
menters. Designed 
particularly for high 
frequency use, these 
capacitors are ideal for use im converters, pre- 
selectors and receivers covering the Amateur, 
TV and FM bands. Soldered brass plates and 
ceramic brackets 4%” long. Rotor shaft ex- 
tend 4” at the rear. All metal parts are cad- 
mium plated. Av. shpg. wt., Y% Ib. 


Mmf/Section__|Piates/| NET 
Max. Min. |Section| EACH 
il 5 5 |5.14 
vv 5 7 Sis 
25 6 9 16.14 


aie 


TYPE MC 


Siliconized steatite base, nickel-plated brass 
plates. Panel or chassis 
capacity characteristic; ot 
characteristic. Air gap: M and S types, .0 
MX and SX types, .0715". Tested at 1000 v. 
and 1750 v. (60 cycle rms) respectively. Capac- 
ity increases with clockwise i 
have rotor stop. Size: S type, 


mtg. *Straight-line 
hers have mid-line 


rotation. All 


m 
> 
3) 
=x 


ALDON 


NNNN] NNNN|NNNNN 
NNNN| NNN |NNNNN 
TITT|IITL/ITTIT2 
PSSADSAS/ HARSH 
WWW) WWWW | rmMMNNy 


TYPE MCD DUALS 


Panel-mount. Steatite base; nickel-plated 
L brass plates. Tested at 1000 
line characteristic; others mid-line characteris- 
Type M, 11%6x2%2"; Type S, 1%x2%’. 
Shpg. wt., 11 oz. 
Mfr's 
Type 
MCD-50-M 
MCD-100-M' 
MCD-100-S) 
MCD-140-M' 


DOUBLE-SPACED DUALS 


9 {MCD-35-MX 
0 |*MCD-35-SX) 


equipment. Bridge- 


type, 2%42x1%%”". Shpg. wt., 10 oz. 
Mfr's Max, 
Type Mmf| Mmf 
5 |*MC-20-S 20 
6 |*MC-35-S 35 
7 |*MC-50-S 50 
8 | MC-50-M 50 
9 |*MC-75-S 80 
0 | MC-75-M 80 
1 |*MC-100-S | 100 
2 | MC-100-M| 100 
3 | MC-140-M | 140 
4 |\*MC-140-S 140 | 1 
5 | MC-200-M | 200 | 1 
6 | MC-250-M} 250 | 1 
7 | MC-325-M | 320 | 1 
DOUBLE-SPACED MC's 
*MC-20-SX 20 
2 |*MC-35-SX 32 
3 | MC-35-MX|__ 32 
4 |*MC-50-SX 53 
MC-50-MX 53 
*MC-100-SX| 100 


Max. 
Mmf |Mmf|EACH 


50 


100 


31 | 6. 
31 6. 


TYPE “M" MINIATURE VARIABLES 


Excellent for design of compact VHF and UHF 
qd type stator terminal pro- 
vides low inductance; oversize bearing, 
d stator supports insure rigidity. 
1 mtg. space, 4” hole. Slotted shaft 
takes *%@” knob. 1250 volts approximate peak 
break-down. Low-loss steatite insulation. 
Wickel-plated. Av. shpg. wt., 2 oz. 


SINGLE 


cra] PAR 
NOOh 
NUIUIO! OWWPO 


NOW| OUWWs| CHUSH 


wNOO| oN 
WWNND 
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Max.| Min.| No. of] NET 
Mmf|Mmf|Plates| EACH 


NAN 


Mfr's 
Type 
= 5Mi1 1.5 
5 9Mi1 1.8 
5 15Mi1 2.4 
5 20M11 27 
5 30M8 3 
(k] BUTTERFLY 
3MBi1 KS 
5MB11 1.8 
OMBI1L 2.2 
11MB11 ant 
DIFFERENTIAL 
6MA11 1.5 
9MA11 1.8 
15MAi1 | 353 
19MAI1 | 2.7 


TYPE “‘R"’ VARIABLES 
(ui) For transmitting and receiving. Feature 
extra heavy steatite stator support insu- 
lators. Corrosion resistant, nickel-plated parts. 
Double bearing construction. Plate spacing 


Variable Capacitors 


HAMMARLUND CAPACITORS FOR AMATEUR, INDUSTRIAL AND 


TYPE MAPC 


| Midget padding, trimming and general-pur- 

pose capacitors. Similar to APC, but smaller. 
Tdeal for small space applications. Gap, .0135”. 
Rotors and stators are nickel-plated brass. 
Nickel-plated beryllium copper wiper contact. 
Tapped (4-40 thread) brass studs in steatite 
base permit mounting without grounding rotor. 
Tested at 600 volts rms, 60 cps. Overall size: 
254." wide, 1#%” high. All units listed below have 
slotted shafts. Shpg. wt., 4 oz. 


Stock Mfr's Max. | Min. | NET 
No. __Type Mmft| Mmf| EACH 
72 H 208|MAPC-15 15 2.3 1.10 
72 H 209\|MAPC-25 25 2.6) 115 
72 H 210|MAPC-35 35 2.9 1.20 
72 H 211|MAPC-SO 50 3.2 1.30 
72 H 212|MAPC-75 75 3.9 1.45 
72 H 213|MAPC-100! 100 45 1.65 


TYPE HFA 


p) Sturdy capacitors, similar to HF, but larger 
plates and wider air gaps. For general- 
puree and transmitting applications. Single- 

ole panel mounting. Also bracket for base 
mounting. End letter Ain type no, denotes .02” 
air gap, B—.03”", E—.07”; 800, 1200 and 1750 
test volts respectively. 11%x17/2". Wt. 1 Ib. 


Stock Mfr's Max. | Min. | NET 
No. Type Mmf | Mmf| EACH 


72 H 224| HFA-10B 9 2.3 | 2.10 
72 H 225| HFA-15B 16 2.8 | 2.20 
72 H 229| HFA-1SE | 16 4.0 | 2.50 
72 H 226) HFA-25B |_ 25 3.0 | 2.30 
72 H 227| HFA-50B | 50 4.3 | 2.50 
72 H 228) HFA-100B 100 75 13.30 
72 H 222| HFA-100A/ 102 4.5 | 2.60 
72 H 223) HFA-140A 145 6.0 ' 3.10 


TYPE MAC 


(Not illustrated.) Extremely small variable 
capacitors. Excellent for use as VHF trimmers. 
Steatite base; only 4x5’. Screwdriver adjust- 
ment. Have threaded sleeve for convenient 
panel mounting. Shpg. wt., 4 oz. 
Stock Mfr's Max. | Min. | NET 
Type Mmft EAC 
MAC-5 
MAC-10 S 
MAC-15 14.2 
MAC-20 19.6 


024". 1414” high and 15%” wide. Bearing 
threaded %’-32 for panel mounting. Shaft 
diameter, 4%". Av shpg. wt., 1 lb. 
Stock | Mfr's |Max.| Min. |No. of] NET 
No. Type | Mmf| Mmf|Plates EA. 
75 H053/ 20R12| 20 5 
054| 35R12| 35 = 


NNN 
WONOARWN 
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TYPE “'S" VARIABLES 
{n) Ideal for use in VFO's, receivers, and trans- 
mitter tuning circuits. Steatite end frame, 
nickel-plated brass plates. Plate spacing, .013”. 
2—mtg. studs tapped 4-40 on 11g” centers. 
394x384" panel space. 14” hex shaft. Av. shpg. 
wt., 1 Ib. 
Stock Mfr’s | Max.|Min. |No. of] NET 
No. Type |Mmf|M mf|Plates EACH 


6 1.10 
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Ideal for critical high-frequency cir 
Isolantite insulation. *Double-spaced 
HF: 1%2x1%e"; HFD: 14%2x1”". Shpg. wt.. é 


MILITARY USE 


TYPE HF 


Mfr's 
Type 


Max. | Min. | NE 
Mmf| Mmf| EAS 


HF-15 E 3 1S 
HF-35 ‘ 1. 
HF-50 ie 
HF-100 . 2. 


NNNN 
NNNN 
nore s 
NNN 


NNN 
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HFD-50 $2 3. 
HFD-100 | 102 5. 
HFD-140 6. 
*HFD-15-X| 16 3. 
*HFD-30-X1 28.5 | 5. 


Isolantite base. Screwdriver or hex-wre 
adjust. 1/42x'*%". Wt., 4 oz. 


HF-140 \e 2.5 

*HF-15-X i 1. 

*HF-30-X 2g sct 
HFD SPLIT-STATOR = 088 


TYPE APC 


NEUTRALIZING CAPACITOR 
ype NZ-10, Rated, 3000 v. AC peak. 
justment. Capacity, 2.3-10 mmf. 
. Shpg. wt., 1 1b. 


Mfr's 
T. 


APC-140 
BFC BUTTERFLY TYPES 


Straight-line capacity type, 90° miniz 
to maximum. Spacing - 

v.rms., 60 cycles between rotor and each s 
Tapped (6-32 thread) studs in steatite 
permit mounting capacitor without groun 
the rotor. Silver contact. 134x134”. Wt. 2 


”. Tested at 


Type | Ma Min. |_ NE 


“BFC-12 | 14.5 f 
BFC-25 | 27.3 | 4.8 
BFC-38| 40.1 | 6.2 


TYPE “‘L" VARIABLES 
Top-quality, general purpose capacitors. § 
tite end frames. Plate spacing, .030", bears 
threaded %"-32. Shaft diameters, wy’. 1%n 
panel space. Av. shpg. wt., 1 Ib. 


(P] SINGLE SECTION—ONE END PLA’ 


Mfr's |Max.|Min.|No. of 
Type |Mmf|M mf/Plates 


NNN 
UTI 
aWN— 


10L15} 11 2.8 3 
25L15| 27 3.5 
50L15| 51 4.6 
75L1i5| 75 5.7 


INGLE SECTION—TWO END PLA 


Oo) pw |OWwow): 


“Is 
UU 
rz(2)\zrr2|z 
er 


100L15 02 | 6.8 | 25 
200L15| 202 | 11.6| 51 


(| BUTTERFLY 


T0LB15| 10.5] 2.8 
25LB15| 26 
50L B15} 51 


DIFFERENTIAL 


10LA15| 11 2.8 
25LA15| 27 
S50LA15| 51 


[Ww] DUAL SECTION 


100LDi5 


50LD15| 51 


25LD15| 27 
99 


Allied Radio—Everything in Electronics from One Reliable Source 


National Components, Antenna Insulators 


CALIBRATED AND UNCALIBRATED DIALS 


3k 
e 


ICN MCN CALIBRATED DIALS 


eraDes, a SE dials cae smooth neo and depends ae 
ommended for all types 0! equipment. We can supply any ational 
VERNIER DIALS FOR INDIVIDUAL CALIBRATION ora mantly——specify type number for models not listed. Gray, §Black. 
~ blank ihe So) vets ey SSE Nene with 5:1 aete Stock Mires We.,| NET 
‘ointers have centered hairlines and pinholes for accurate cal i- 0 F - 
+a of each scale. Black-wrinkle finish, clear-view plastic windows. No. Type Fig.| Ratio sais bed Oz. EACH 
© extra scales, hardware, and hub for %” shafts. 71 HO72 | AM-2 0-100; 180° i 10 | 3.93 
71 H073 | AM-3 100-0; 180° a 10 | 3.93 
ACN. The famous original of this type with smart styling. Large- 71 HO76 | AM-4 150-0; 270° | 3° 10 2 
Sexier dial for easy direct calibration of 5 blank scales. Knob has 71HO077 | AM-5 200-0; 360° | 3° 10 | 3.93 
“brome insert. 5” high, 74” wide. Shpg. wt., 14 lbs. 71 HO078 | AM-6 0-150; 270° a 10 | 4.41 
MMO, WET oc ccae nse cccse crested eececcverreesesocesiee 704 71H 067 | BM-1 0-100-0; 180° | 3” 10 | 4.88 
see at ; bd 4 > 71 H 068 | BM-2 0-100; 180° 10 | 4.64 
SCN. Vernier dial same as above but intermediate in size. 4%" 71 H069 | BM-5 200-0; 360° 3° 10 c 
*4* wide, Ideal for use where space is limited. Shpg. wt., 1 Ib. 71 HO63 | N-5S 200-0; 360° a" 12 | 6.41 
BEPINET. cisiovc ences cro Jee riche Gerben seh 6.47 | 71 #091 | 0-100; 180° | 3367] 12 | 1-7 
Bes Sincere cnspenat baal vipaisacdil jer dial, 536" 71 HO58 | HRS-3$ 0-10; 300° 114" 2 58 
. Similar to above but has large, illumina' vernier . , 7 -10: e Lyra 
%" wide. Lights in upper corners. With standard bayonet sockets A HH ee Bees) M4 eras pe ite A if 5 28 
meunting screw Less lamps. Shpg. wt., 14 Ibs. 71H 219 | HRS-4t | D | Fixed 1-line; 300° Lig’ 2 ‘58 
ME POET 5. a8 oc cgns as nfo cneseaoeyes cncsesnmen sess 6.90 71 H 082 re) B grec 0-100: 180° 346 4 2.85 
MCN. Small size vernier dial. Similar to above but not illumi- poral Hee) ee 4 - 
1%," high, 374” wide. Perfect for mobile gear and other small units. Type ODD Pinch Drive Mechanism. For Type O dial above. Same 
scales. Mechanism extends 4%” below frame. 10 oz. as used on “K” dial (Fig. C). With knob. 14x". Shpg. wt., 2 oz. 
BNE NEST. cc ch at is.s svc see nthe atohend chs 9 TREAD 3.99 | 7) Hoss. NET... Rimmer Reso 48c 
AN Vernier Dial Drive Mechanism. (Not illus.) Smooth operat- Type NPW-O Precision Gear Drive. Ruggedly constructed, gear- 
a! drive with 5 to 1 ratio. Same as used in above dial assemblies. driven, precision dial mechanism featuring accuracy to one part 
*’ drive shaft and output hub for coupling to 4” shafts. 2154” di- 500. Offers smooth control and high reset accuracy, Dial finished in black 
by 1194” overall. Shpg. wt., 12 oz. with white numerals. Diameter, 44%". Shpg. wt., 3 Ibs. 20 45 
MEMEMNE TS 08. a Aircc ie rn at gina Ones Mire BOD Frese NET sccv.:. 004A «chins tpeemag anes ee eee .. 20.45. 


ONT-PANEL RIGHT-ANGLE DRIVE EQUIPMENT DESIGN COMPONENTS 


panel con- 

© variable 
itors, po- 
@meters, 
st right an- 
= to panel. 
space by permitting greater 


C) Cy 


= in parts layout. May be 
to eae two anite, tps aig aluminum Description ° 5 
: and gears, 22x" shalt. 0 02. 7IHI7 Terminal Jack Assembly—Binding Post...... 4 1.1 
MOEA. TET vc cnceds comeus ess vcviot 4,3) cf HI7 Jack Assembly—As FWH, for jacks only... . a 87 
PRAD. As above, but deluxe precision 7IHI5S Plug for FWH and FW) terminal strips. 3 1.56 
with brass gears, stainless steel shafts 71H 20 Knob, Black; white dot........- sity 2 Br 
shings,_ bronze bearings a a die-cast 71 H20 Knob, Gray; same as above......---- 7 33 
using. Gears are protected by removable oy eS knob wi >i Ht Lae 
cover. Backlash less than 144%. Vs" gt eozt ae i e Rg yt eg Axi 3 ‘86 
= is 2%” long. Shpg. wt., 3 02. T] 3] 71 H0O57| HRT G | Knob, Gray; chrome int 3 86 
247. NET.....00.-0serseeees veoh 41H 242| CFA | H | Chart frame; 1%" steel; 24x34". 6 140 
71 H116| TPB K | Threaded Polystyrene Bushing....----+++:: | ae 07 
STANDOFF INSULATORS 71H 228| XR-50 | L_ | Coil Form, iron-slug tuned. Mica-bakelite. 2 1.04 
se insulators for RF cir- 71 H 229| XR-60 | M | Coil Form, jron-slug tuned. Ceramic. 2 1.32 
= Cap and base are nickel 71 H 241| XR-62 | M | Coil Form, iron-slug tuned. era 3 138 
a figs gay age ais 71H i3e Ob tae Se AREER TTC 2 114 


ebsorption of moisture. Base 
eerminal assembly are remov- 


to form single-screw_ pillar VARIABLE CAPACITORS 
a 


=<. Three mounting holes, spaced 120° ac- Type VHF-2S. High ca- 
632 machine screws. Shpg. wt., 3 oz. pacity, PA ile Hi ie 


ST TRANSMITTING CAPACITORS 


Compact, rigid construc- 
tion. Steatite insulation. 
Provisions for panel, chassis 


dual split-stator capacito: 
Type |_Ht._| Dia. |_NET_ | for general acecage. Hae or standoff insulator mount- 
GS-1 1%6" Y," 27¢ shaft extension at rear for ing. Air Gap and Peak Volt- 
aa 14" % 35¢ ganging, ball bearings front age: TMS types, .026”, 1000 
xi 3 | 21%6" Ad 69¢ and back, brackets for mounting 2—7-pin min- volts; TMC types, .077%, 
3000 volts; ST types, 


jature tube sockets, and wide, low-inductance 026", 
stator-strap connections to “raise frequency 1000 volts texcept .018”, 600 volts. Length, 37; 
180° rotation. Wt., 1 lb. ; 


ANTENNA INSULATORS 


limits. Coil or tank can be connected to straps. 


Te 
Each split-stator section has a maximum ca- 
NE pacity of 22.5, minimum of 3.0 mmf. Airgap: ___ SINGLE SEARING) 
AC 0.016”. Shpg. wt., 2 Ibs. 93 07 Stock Mfr's Max. | Min. | NET 
T 72 H596. NET........ apestsesees . __No. | Type _| Mmft| Mmf| EACH 
I Type VH F-1S (Not illustrated). Single section 71 H O30\STHS-15t 15 « 
if version of. Type VHEF-2S above. Same rigid 71 HO31|STHS-25¢ 25 3.25 3:37 
2. construction and same poaxitnyss and mini- 71: HO32\STHS-5S0f 50 3.5 24 
mum capacity. gz. wt., . 
be Fe W S97. NET.-.-tees esses eens 13.08 TYPE ST—DOUBLE BEARING 
3 Stock fr’s ax. in. 
4 UM MINIATURE CAPACITORS Teslsse Mit | Mm [ence 
180° ee Tae 71 H034|ST-50 50 7 4.83 
capaci tes. 017" ai * x 
51 © 224, White porcelain strain insula- capacity plates, 017" aif gap. | 71H 0321S 75, | 100 | 9 24 
tor, 134x74" dia. Breaks up guy lines into protrude for ganging. Low 71 HO37|ST-140 140 10 6.51 
resonant lengths. Wt., 20z. 4 per pka-99 minimum capacity. Ceramic aasenn | a en ~ 
WT: eae Pt Cc base for 4-hole mounting or | 7! H 038 SD. Be qos bee 
‘ ‘ single 94° hole. Ax2xx2'a". | $14 033)STi 250; | 250 | 138 | $199 
51 C 225, Standard nail knob for single Shpg. wt., 5 oz. 7! ae Se: 300 is 7°69 
ae 1%4x1%4" dia. Shpg. Sick] Mis | Max. | Min. [NET | $1 Hoae Stis3si | 335 | 17 | 7.01 
PERPKG......... veseerereeeed9G | oN | eee Mmt EACH ST—SPLIT STATOR DOUBLE BEARING 
51 C 226. Porcelain insulator for 300-ohm | Ly Z76 Beis z= ae. ts tod wire mat: HES paca 
twin-lead. Nail knob construction for easy 71 H 278 | UM-75 75 3.5 1.67 
llation. Shpg. wt., 5 oz. 4 per pkg. ! 2 a 45 id 71 H043/STD-50 50-50 5-5_| 7.50 
BER PWGiesacctees ranmendian te 27¢ | 7H 279 | UM-100 | 100 : 1.84 | 7| H 044|STHD-100t|100-100|5.5-5.5 | 6.21 
Allied Maintains the World's Largest Stock of Electroni¢ Parts 219 


Shields, Caps, Dials, Accessories 


CRONAME DIAL & SWITCH PLATES 


SW SQUARE DIAL PLATES 


Attractive anodized alumi- 
num dial plates with black 
scales. Available in a_large 
\ variety of designations. Excel- 
A lent for installers, hobbyists 

= </ and experimenters. Use with 
14” bar knob. Provide the finishing touch that 
gives a custom-built look to high-fidelity and 
Public address amplifiers, preamps, tape re- 
corders, etc. Size, 2%—6x25”, with 2” center- 
hole. Shpg. wt., 2 oz. 


ll (= 
RECEIVING TUBE GRID CAPS AND SHIELDS 


A complete selection of grid caps and shields vent oscillation, hum pickup, etc. Also use 
for receiving-type tubes. Shields are used ex- shield oscillator and converter tubes to ay 


center-hole. Shpg. wt., 2 oz. 
Stock Mfr's 


No. Type Description NET 
55H 141 25 Volume 37¢ 
55H140| 569 0-100, 180° 37¢ 
55 H108/| 905 0-100, 270° 27¢ 


“OFF-ON" SWITCH PLATE 
Economy-priced ““Off- 


On’*’ switch plates. 
Etched aluminum with 
black background. Has 
polished aluminum let- 
ters and border. Size, 
1%x1114%". Shpg. wt., 2 oz. 
60 H 338, NET EACH............ nab 


CRONAME “TAILORED” 
TUNING ASSEMBLIES 


“Croflex” dials are ‘‘tailored"’ to fit any aver- 
age chassis. The tuning knob can be located 
at either end of the dial or along its lower edge. 
To install, simply position dial assembly and 
mount on chassis, string dial cord, set the 
pointer, and make shaft hole and dial cutout 
On panel. Capacitor pulley is furnished with 
each dial assembly—assemblies accommodate 
either clockwise or counter-clockwise capaci- 
tors with shafts up to }4” in diameter. Modern 
“3-dimension” edge-lighted glass scales are 
calibrated horizontally and are extremely easy 
to read. Supplied with gold-bronze finished 
aluminum escutcheon and two clip-on, minia- 
ture-base, screw-type pilot light sockets (less 
bulbs). AM calibration covers 550-1600 kc, FM 
covers 88-108 mc, shortwave covers 6-18 mc. 
Series CR-1: 9:1 tuning ratio, 3%” pointer 
travel. Series CR-2: 17:1 tuning ratio, 634” 
“ee travel. Series CR-3: 18:1 tuning ratio, 

%” pointer travel. *Has 0-100 logging scale 
for shortwave applications. Shpg. wts.: Mfr’s 
Type CR-1, 1 lb.; CR-2, 144 lb.; CR-3, 1 Ib. 


Stock Mfr’s| Appli- NET 
No. | Type| cation | Cutout |Facn 
55 H 318 |CR-1A| AM-FM|\ | 7.35 
55 H319 |CR-1B| AM __|j1"*“x4?a"| 7°35 
tier aol) | Et 
55 H 324 |CR-2B| AM ert! 8117 
55 H 357 |CR-2C| FM 8:17 
55 H 326 |CR-3A| AM-FM|\2x834" [10.58 
55 H 327 |CR-3B| AM ___|f 10.58 


Stock Mfr’s eee tensively with high-gain RF and audio ampli- radiation. Tube caps provide positive, dep 
No. Type Description fier tubes to minimize microphonics, and pre- able contact. Av. shpg. wt., per pkg., 3 
5H 160 | 448 | Treble, 0-10 aa = j 
55 H 161 447 Bass, way 5 fe Fig. Description and Application Antti ie 
Mmeeaioscce || nicole, 3-0 42H510 | A | Goat G1332-3 tube shield for GT tubes, 2546" high, 7a" hole. 4 25¢ 
55 H 164 416 Microphone, 1, 0-10 42H5i1 B | Goat G1332-5A. Same as 42 H 510, but with closed top. 4 25¢ 
55 H 165 417 Microphone, 2’ 0-10 42H512 C | Goat G1700 tube shield for miniature T54% with G1710-B base. .865°x1%".| 3 l4¢ 
55 H 126 415 Microphone, 0-10 eu pie “4 National Type ns poe igre als: oh caps. 5 20¢ 
7 g National Type 8. For octal tubes, 4%" diameter grid caps. 5 20¢ 
Remteea al) 419, | censter Gain. 0-10 42H 507 | £ | Gost G1222K-5 tube shield for GT types. 1%" dia., 2254." high. 4 i4¢ 
55 H 127 422 Gain’ 5-0-5 42H 509 E Goat G1222L-4 tube shield for loctal type tubes. 1942” dia., 2%4¢” high. 4 13¢ 
55 H 123 411 Tone, 0-10 42H 508 |....... (Not illustrated). Goat G1004-2 ground clip for grounding shields on octal 
ee 42H 506 (Not a tratet!). Goat G1307-2 double clip for octal base tubes (fit . = 
55H 125 414 Record, 0-10. ~~ ~—Ss«Y_ #2506 |....... jot illustrate). Goa! -2 double clip for octal base tubes (fits on 
55H 135 | 427 | Fader, 5-0-5 ola, J 7¢ 
2311138 | 49 | Eases 
ono, O- 
55 H 131 423 | Increase, with arrow : TRANSMITTING TUBE CAPS : : , 
ls MR 410 No title, 0-10 An excellent selection of pldte and grid caps 36011 cap is for mobile or industrial use 
for transmitting tubes. Listing includes heat- a tighter-than-normal grip is required; equi 
a ee 5lc dissipating types; fins provide large metal sur- with self-locking, snap-button release. 
face area for rapid radiation of heat; have use with wire leads. All others listed are 
ROUND DIAL PLATES machine screw for secure connection. Millen type. Av. shpg. wt., 3 oz. 
< Ere i 7 i icati Quantity NET 
aay ee hn tobe Fig. i atliitad and Application Per Pkg. | _ Per P 
134” diameter. Type 25 has F* | Eimac HR-3 heat dissipating cap for 35T, 250TH, etc. .070" hole. 1 77¢ 
clockwise arrow labeled ‘‘Vol- F Eimac HR-6 heat dissipating cap for 4-250A, 304TH, etc. .359" hole, 1 80¢ 
ume.”’ Simple, one-hole mount- F Bud TC-487 heat dissipating cap for UH50, HK24, 304B, 829B, 832A, 834. 
ing. Ideal for use on amplifiers, -062" hole. J 67¢ 
modulators, phonographs, trans- Bud TC-488 heat dissipating cap for HK24, 3C24, 24G, 25T, etc. .052” hole. 1 67¢ 
mitters, etc. Use with 114” bar knobs. 1342” Bud TC-489 heat dissipating cap for 35T, HK54, etc. .072" hole. x 67¢ 


Bud TC-1920 heat dissipating cap for 100T, 807, 4-125A, 2-150D, 250TH, 
4-250A, 6146, 1625, 4D32, 807W, 1B3GT, etc. .375” hole. 

Bud TC-1921 heat dissipating cap for 866, 7125, HF100, 450TH, 750TH, 
809, 811, 812, 813, 828, 866, etc. .570” hole. 


Millen 36011 industrial snap-action plate cap. %¢". 
National SPP-9 ceramic-insulated grid and plate cap. %¢". 
National Type 12 grid and plate cap. %.". 


Millen Type 36002 steatite tube cap, 


() 
Millen Type 36004 steatite tube cap, 4". 
Millen 36001 steatite plate cap for 866, etc. %4.". 


WALSCO DIAL CORD SPOOLS 
—— An excellent selection of 


uu dial cord covering 80% of 
the replacement demand. 


All types have either a fi- 
berglas or a linen core. 
Pre-stretched; maintains 
proper tension. Has durable 
nylon-braided sleeves. Av. 
shpg. wt., 4 oz. 


No. Type (Dia.|Strgth.|Lgth. EA. 
60 N 490/652-Med.|.0407| 35 Ibs. | 25 ft. 
60 N 49 1/656-Thin |.025”| 15 Ibs. | 25 ft. 73 
60 N 492/654-Std. |.028”| 20 Ibs. | 25 ft.) * 
43N 197|652-Med.|.040*| 35 Ibs. |100 ft. 

43 N 195|656-Thin |.025*| 15 Ibs. |100 ft|2 32 
43N 196|654-Std. |.028*| 20 Ibs. |100 ft.|** 


G-C DIAL POINTERS 


Will fit most radio sets. 
Can be cut shorter for 
small dials. Wt., 2 oz. 


Type 6810. Kit of 10 
pointers in plastic case. 


IS 
My ee 


{kK} () (M) {ni 60 H 449 NET..... 


6802. 5” rotary for 4” shaft. Has gold and 


red finish. 
60 H 446. NET EACH.............. +..24¢ 
6801. 3” rotary for 4” shaft. Gold. 
60 H 445. NET EACH............. 24¢ 
6804. 2” slide pointer. White enamel. 
60 H 448. NET EACH............. 24¢ 
6803. 234” slide pointer. Red translucent. 
60 H 447. NET EACH..;.......... 24¢ 


JOHNSON ANTENNA INSULATORS 


High-quality, strain-type 
insulators for use in an- 
tenna construction. 
Glazed porcelain surfaces resist moisture ab- 
sorption. High breaking strength to support 
long antennas. 107 and 112 wet-process porce- 
lain; 800 lbs. breaking strength. 104 dry-proc- 
ess porcelain; 400 lbs. breaking strength. 
Stock No.| Type Size Wt. NET 
73 H 215|136-104) 4°x54" sq. | 4 oz. -26 
73 H 216/136-107| 7*xi” dia. {10 oz.| 1.18 
73 H 217(136-112|12"x1" dia. |1%1b.| 1.25 


220 Allied 
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as the World's Largest Stocks of Electronic Components 


ee ee 


AMPHENOL “TUNING-EYE" 
ASSEMBLIES 


Comple 
mounting 
semblies fo 
stallatio 
electron 
tube “m 
eye”’ tuni 
dicators. Ideal for installation in FM or 
receivers (equipped with automatic vo 
control circuits) to provide an extremely 
curate, visual tuning aid. Can also be use 
modulation indicators in recorders; voltage 
dicators in test equipment; tuning indicate 
transmitters. Mounting assemblies are sup 
complete with color-coded wiring and a 
megohm target plate resistor attached to 
socket. Adjustable mounting brackets aos 
modate a variety of tube types and permit 
stallation on any panel. Hood escutd 
mounts on front of panel to provide a p 
sional-looking installation. With hardware 
instructions. Less tube. 


Type 58-MEA-6. For 6 
6ES5 and 6U5. Shpg. wt., . 
45:  G5a- WE Face ce cacao utes og 


Type 58-MEA-8. For octal base tubes sud 
6AD6G, 6AF6G and 6AL7GT. Shpg. wt., 
SS TESG. NE Fens n es cho 


JOHNSON BEVELED DIALS 


Distinctive dials offering excel 
grip: g surface and attrae 
functional styling. Have etd 
) beveled satin aluminum skirts 
anodized finish and deeply eta 
and filled contrasting marks 
Calibrations are always eas 
read. Knobs use black phenolic molded 
that meet specifications of MIL-P-14. Ha’ 
curately centered brass inserts for ¥%4" § 
Both types are identical in size: 14%” dian 
knob, 114” skirt diameter, and 34” depth 
Model 116-222-1. With calibration of 
over 180°. Shpg. wt., 3 oz. 
Paes T WE te SAGES: 2. - 2's. Soe 


Model 116-222-2. Same construction as a 
listed above, but with calibration of 10-0 
300°. Shpg. wt., 3 oz. 

73 H 246, NET EACH.......ccceec008 


el, = 


aT 


a 
owe aod & @a ae 


Prone tubes sud 
oz 


MINIATURIZED COUPLINGS 


ted space use. M003 
M006 (illustrated) 
joint style made 
ated brass with 
insulation and 
gers. M008 is an 
si coupling with 
eeerts. 39003 is solid 
for Y%” shafts; all 
ere for Ye" shafts. Av. shpg. wt., 2 oz. 


Mfr's) Description lencH 


PLICATION’”? COMPONENTS 
Type 


SS 
ee fl a 
> || 
728 | saa brass counling| 33¢ of 


M006 |Univ. joint coupling] 75¢ eos ° 
Moos |Inculated coupling | $1¢ Precision Components for Finest Performance 
jolid brass coupling| 24¢ A selection of most widely used Millen | —copper slug reduces inductance when it 
-XIBLE COUPLINGS “Designed for Application” components— moves into coil; iron slug increases induct- 
famous for their outstanding quality among ance. Form dimensions indicate diameters 
= 39000 series of flexible industrial, Amateur, and experimental and winding lengths. Series 80000 cathode- 
. Designed to provide users. Excellent for original-equipment ap- ray bezels have satin-black finish, neoprene 


FOR AP 


femesibility. a0 backer plications, as well as for replacement, pur- cushions and green lucite filters. Refer to 
ster and accurate align- N j poses in existing units. All are made to Manufacturers Index for page numbers 
In addition to improve: Se f/ exacting specifications to provide maximum — of RF chokes and the many other Millen 
of conventional types, dependability. Included in this listing are products listed in this Catalog. “Items 
include such exclusive Series 69000 slug-tuned ceramic coil forms not illustrated. 


39001 with insulated uni- 


#) designs as 
joint and 39006 with “slide-action” 
= 4 for out-of-line or eccentric shaft mo- Stock No Type_| Fig. Description Oz. |_NET_ 
005 (high torque) similar to 39001 but 72 HO85 10012 H | Right Angle Drive........-0++eseeeeeeeeee dom 5 5.00 
esulated. Type 39016 (illus.) molded as 72 HO87 10050 K oe a 54 
t and features higher resistance to 72H099 10061 F Shaft Lock, for 3” Bushing; 4” shafts... 4 45 
Senical shock; has solid insulating barrier 72 H 668 A061 F Shaft Lock, for 4” Bushing; 4” shafts.. ee 4 39 
Sragm. All are for 4” shafts except *for 72 HO88 | 10062 G | Shaft Lock with Knurled Nut.....-.---+--+--> 4 254 
sbait. Av. shpg. wt., 2 02. ra Hy 38 ee ent a% esp Yoktage Terminal and Then Basa. Black 4 _s 
i oltage i =. ing, . 
No.|Type|__ Description _|EACH | 7344260 | 40305 | * be a ee 5 inperrS 3 769 
39001 | Universal joint 72H 261 | 41305 * | 5-Prong Steatite Jack Bar for above...... ~= 1 84 
39002 |Fixed joint 72 H 057 |_37202 + | Bakelite Plates (2) for 37222 below, Black......|__2 36 
39005 | Universal joint 48¢ Pa a aL a cy a 
39006|Slide action 72 H059 37222 D Binding Post.............--+ ¥ vone 6 30 
39016| Barrier 72 H 130 69041 Cc Ceramic Slug-tuned Coil Form, 
3901 7 |$Mintature of $9016 724131 | 60043 | A | Ceramic Siug-tined Coil Form, 54: 3 | 14 
& 0 74% 7 . 
72 HO84 69045 B Ceramic Slug- d Coil 4 1 
DRIVE MECHANISM RTE SRE 3_|_ 105 
10000 Worm Drive. A 72 4 132 69046 B Ceramic Slug-tuned Coil Form, Wxie", tron 
edly constructed drive HOSS dhs cc- s+ sage ah gees hetets Set ete 3 1.05 
nism offering a 16-to-1 72H 133 69048 * Ceramic Slug-tuned Coil Form, 4x%", 3 1.05 
down ratio, Cast-alumi- 72 H 669 69051 E Ceramic Slug-tuned Coil Form, x%" 
frame ‘drilied for secure SORE | 2.4659 | ooos2 | & | Ceramic Slug-tuned Coil Form, $4254’, iron Siug 3 87 
ting 2 pane LS ai 72 H 670 69052 E Ceramic Slug-tuned Coil Form, %x%", Iron Slug 3 «87 
pring-loaded split gears + x — 7 
S coth operation and minimum backlash. 72 H 671 69055 E eae Slug-tuned Coil Form, 4x1*4", Copper 5 1,05 
ieft and right-hand shafts. Size, 3x2x2 34’. 72 H 672 69056 E | Ceramic Siug-tined Coil Form, 122113¢" iron Slug 3 1.93 
of 73. NET 72 H 673 69057 E Ceramic Slug-tuned Coil Form, 4x", 
Beers stator ress fuesyly oN GHips cs cekicn. » oor gis cee wap at 192 Se en a 3 87 
YE" 72 H 674 69058 E Ceramic Slug-tuned Coil Form, 4x", Iron Slug 3 87 
MOLDED COIL FORMS 72H 675 | 69061 E Ceramic Siug-tuned Coil Form, %x%", Copper R ob 
45004, Molded-mica, phenolic AG - : 
type coil forms. Four-prong type, 72H 676 | $0067 | E | Gctal Base and Shield textes, aoe 19 | 4-40 
transmitters. Size: 1” diameter; 72H 150 30042 j|iL Nicoloi Shield for 2AP1i and sues 2” CR Tubes|_ 10 7.2 
¢ ening length; 2%” overall. 72H 151 80043 L Ne ee for use with either 3AP1 or 3BP1 +6 970 
ee wt., 2 OZ. DM... a0.o's yale tie Ratio cle ‘ . 
Beith NET: <5. <0 08 seernd 5lc ouiz7| soos |S Nicoloi Shield for SCBA 5 ie 12 | 18-30 
ezel, Cushion and Filter for 2” . 
sean00s. Same a0 45004, but hens PROM |, 72 We 15s | SUNS | Sd Beeel: Gushion and Filter for 3” CR Tube 5 | 4.35 
tae. MET cri ovee hes veene th BOR 72H 155 80075 * Bezel, Cushion and Filter for 5” CR Tube.. if 8.40 : 
45000. As above, without prongs. Screw 
ting. Shpg. wt., 2 oz. VARIABLE CAPACITORS MULTI-SCALE DIALS 
a BE ee NE Ti: bees rence osha! 39¢ Series 20000 Ulera- Midgets. a 
- ‘op-quality, steatite-insulat- if 
ae a INSTRUMENT DIAL ed variables. For use in appli- i 
ets acon 10007. Handsome dial meses nea ieee | 


bearing type with .015” air gap et 
(rated 600 volts peak), except 
*double-bearing type with 

.045” air gap (rated 1400 volts peak). All have 
Ke" round shafts, 1” long. &@”-32 thread mount- 
ing bushing. Av. shpg. wt., 5 oz. 


permit ® accurate 0-10 clockwise 
escutch sie spread over 180° for easy, 
e a proe et calibration and high legi- 
dware = . Lends professional ap- 

nce to test instruments, 
esivers, etc. Highly useful for 

neers, Amateurs, experimenters, etc. Black 


es such 


2 ed numerals; black plastic knob. Dial dia. Stock Mir’ : 
«he es ae . rs | Max. | Min. | Overall | NET 
co ue? Way no cee 3 No. Type | Mmf | Mmé | Length | EACH 
ig) Ree treet 4 2 8'y «OSS eS 72 H 030 | 20015 20 28 1%" | 1.77 Type 10035 Multi-Scale Dial. A deluxe- 
Pee 2 72 H 044 | 20025 28.5| 3.0 | 214° 1/86 type illuminated slide-rule dial. Ideal for 
MINIATURE KNOBS 72 H O32 | 20050 se | 35 | 254" 2°04 home-built Amateur receivers, VFO's, etc. Two 
i 72 H 033/ 20100 | 111 5.2 | 22%%° | 2.43 teat pee lights Bees abs Byer e 
* % ver ul over dial. Unit is self-contained. Large er- 
72 H 045121389 epee ate Se WSF grip knob control. Has 12 to 1 drive ratio, Had 
4 blank scales for calibration and one 0-100 


re | i H 33087 TUBE BASE CLAMPS logging scale. pene Be ecale supplied vena 

i ea - j i F used on both sides. Clear plastic dial win 7 

ay ea bs 2 : pace yy a ee Ample panel space provides room for 2 small 
: clamps. Hold tubes in controls. Size, 84x614”. Black finish. Shpg- | 


marking 
-» 2% Ibs. 
72'H 123. NET vioshg ee 7.26 


S easy sockets and protect 
ace paz me damage from sud- seeee 
ave en jarring and shock. Ex- : . H 
” shats cellent for use in mobile equipment and for {n} Lal Hotes: Panel Oe ee : 
reducing vibration of oscillator tubes. 2 oz. ey ny model. a measurement equipment, } 
Stock Mfr’s NET Drive ratio is 8 to 1. Totally self-contained 
No. Type Diameter |EACH suboneslens eliminates, back-of- pane hee | 
i i ence; quick, easy installation. Compac esign. 
. 69 : AE CT AMEE =e - es 72H178 330874 1.125” Comfortable, finger-grip knob. Has 5 blank 
A019 Pp Y" dial dia. | 36¢ 72H179 33087B 1.165” scales for calibration and one 0-100 logging 
72 H 273 | A0i8| R | %% dial dia. | 39¢ 72H 180 | 33087C 1.250° 36c scale. Attractive black finish. Size, 4x57%4"- 
272 | A007 S | %&" dial dia. | 42¢ 72HI81 33087D L275" Shpg. wt., 13 oz. 
271 | A006 | T | 34” dial dia. | 48¢ 72H 182 | 33087E 1.375” 72H O50. NET.....-c.eesee ener ee 3.24 s | 
: 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 
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Potter & Brumfield Relays: 


PR HEAVY-DUTY POWER RELAYS 


For industrial control ap- 
plications. Heavy screw ter- 
minals. All have 25-amp sil- 
> ver contacts except PRi1- 
y AL5 with 20 amp contacts. 
*Auxiliary SPDT 5-amp 
contacts. Sizes: all are 24” 


AB APPLIANCE RELAYS 


Ideal for appliance appli- 
cations requiring long-life 
and quiet operation. 
DPDT silver contacts rat- 
ed at 10 amps. Size: 11%2x 
3x1'1%_". Have2—No. 8-32 
tapped mounting holes 


AG SHOCKPROOF REL 
Shockproof relays in dust-p 
covers. Screw terminals, 
nolic bases. Silver DPDT e 
tacts rated 5 amps. Size: 2° 
352x156". 2—3%e” mounting h 
on 2%x%" diagonal cents 
Shpg. wt., 9% oz. 


wide; PR3, PRS, 27%2x214"; on 114” centers. *UL ap- Stock No. Type Volts N 
ww PR7, 2%x2%¢"; PR11, 2x i proved. Av. wt., 8 oz. 76P773 | AGIiID 24DC | 9.16 
334”. Av. shpg. wt., 12 oz. 76P774 | AGitay | 115 AC | 9:28 
Stock No Type Volts | Action|NET Stock No Type Volts NET 
ET atts _| Astion|NET | 75 p 399 | ABLIAY® 6ACG | 5.30 KA GENERAL-PURPOSE RELAYS 
75 P 847 |PRSAY 6 AGC] SPDT |4:35 76 P 767 | AB11D 6DC 5.20 Compact, general p 
75 P 848 |PR7AY 6 AC| DPST [4:90 76 P 768 | AB1iID 12 DC 5.20 relays for transmitters, p ss at 1 
75 P 849 |PRI1AY 6 AC| DPDT 6.45 75 P 418 | ABILAY* 24 AC 5.30 er supply control, etc. M ve loa 
76 P 750 |PRSD 6DC| SPDT [4:35 | 788769 | ABIID | 24DC | 5.20 Reinier ae Shy 
76 F508 |PRIID 6Dc|DPpT |6.45 | 426413 | ABA Eel [cae AC coils for 60 cycles. 
75 Pa7e |prsay | 13Ac| sppr |a'az | 75° 448 | apttave | 230AC | 5:70 cegattas eet Thee 7 
P PR7AVY PST |4: 1154". Shpg. wt., 6 oz. 
Fe P 752 |PRItAY | 12 ac| DPDT |eas ABC MEDIUM POWER RELAYS Votes {Action| HEMMER 752 
76 P 509 |PR3D 12 DC|} SPST /4.15 For small motors, industrial 6AC | SPDT | 3 2727 
ay P 510 |PR5D 12 DC| SPDT /4.35 controls, etc. Have DPDT 75 P159| KA11AY| 6AC| DPDT| 3 ?728 
wees oe ie 2s Bee past: silver cOneaEse zara at 10 | 75 Pp 160| KA14AY| 6AC| 3PDT | 4 =502 
¥ amps. Snap-on and screw P KASD 6DC| SPDT | 3 > 
75 P 961 |PR3AY 24 AC| SPST [4.15 Fe Se a ia P fee KA11D 6DC| DPDT] 3 Boos 
P PR. 2 PDT /4. ust covers. Size above >507 
$5 965 |PRIAY, | 24 4C| Dest [4:30 | chassis: 1ax2eyx2%e". Single No. 6-32 | 736 169| KAl4D |" 6 DC| SPDT | 3ammeee 507 
Pb oee Ritay, | 2286) Debs AS | eselag ne aGeene spaomene ab OL | 78 78h) AeA] 12 AC | Ser] Samm al 
c . Av. .Wt., 7 oz. 76 P779| KAI4AV| 12 AC | 3PDT | 4 2729 
76 P 754 |PR5D 24 DC| SPDT |4:35 KASD 12 DC} SPDT | 3 ? 730 
— Stock No Type Volts NET 75 P 170 73 
febala line | epe Bros ess | tee 4a [SBCA] ac | gaa” | ZERIT RMI | HPC) DEPT 3 
75 P600 |PR3AY |115 AC] SPST |4.15 | 76P770 | ABCIID SDE lees 52 Let] AS D4 AC | SPDT | 3 
75 P 602 |PRSAY | 115 AG| SPDT |4135 | 78P 77! | ABCI1D AZ De ees $2 B [es] RALIAY| 34AG | DEDTI 3 
75 P 603 |PR7AV_| 115 AC| DPST |4:90 es : $32 aaw1w i ae 40 $2 [85| KAl4ay| 24 AG | SeDT | & 
76 ose |PRILALS | 11 Ac] DpDre(s:42 | 73433 | ABCIIAVs| 115AC | 6.40 | 756 173| KASD | 24 DC| spb | 3 
75P 968 |PR3D  |110DC| SPsT |4:75 | 728465 | ABCIID | 110DC | 6.80 2p 1g5| KAD | 24DC| SPDT | 3 
75P 969 |PR5D | 110DC|SpprT |4.95 | 75P 464 | ABCitAv*! 230 AC | 6.80 oop lel Kasay l1is ne | spor 3 
75 P.970 |PR7D 110 DC| DPsT _|5:50 75 P 165| KAI1AY] 115 AC | DPDT| 3 
75P97! |PRIiD |110DC|DPDT |7.05 MB MINIATURE DC POWER RELAYS 75 P 166| KAI4A¥| 115 AC | 3PDT | 42 
75 P 652 |PR3AY 230 AC} SPST |4.50 Rugged telephone tyne relays. 76 P 782| KA5D 110 DC | SPDT | 3 
75 P966 |PR5AY | 230 AC| SPDT 14:75 Designed for very high current | 76 P522| KA11D |110DC| DPDT| 4 
33 P 654 |PR7AY 30 AC| DPST |5:35 applications. Contact arms are | 76 P 523| KA14D | 110DC| 3PDT | 4 
" eavy brass with large silver 76 P78 A11A 4 
te P $22 PRILATS 330 Xe DPDT* 8:53 p= tier cee. Rate SLEAUAY| 230 AC EDPDT 
ed 60 amps, SPST, double ENCLOSED TYPE RELAYS 
MR MEDIUM-DUTY POWER RELAYS break, normally open. Size: 1 54x i] Completely enclosed os 


For general applications. 
Silver contacts rated 8 ae 
except MR3 types rated 10 
amps. AC coils for 60 cycles. 
ST actions normally open. 
Size: MR3 and MRS, 1!%ex 
1%x23¥Q"; MR11: 2x25ex 


SSP 21947; MR14: 134x21 
; $ Ax2Vex 
23%". Av. wt., 4 oz. 

Stock No.| Type | Volts | Action|NET 
75 P975 |MR3A 6AC| SPST |3.85 
75 P 610 |MRSA 6 AC] SPDT [3.45 
75 P 612 |MR11A 6 AC| DPDT |4.85 
75 P 976 |MRI4A 6 AC| 3PDT |5.80 
75 P983 |MR3D 6 DC/ SPST {3.50 
75 P 618 |MRSD 6 DC| SPDT |3.20 
75 P 985 |IMR11D 6 DC} DPDT |4.60 
75 P 986 |MR1i4D 6DC|/3PDT |5.45 
76P 757 |MRSA 12 AC} SPDT |3.45 
76 P 758 |MRI1A 12 AC| DPDT /4.85 
76P 759 |MR14A 12 AC} 3PDT {5.80 
75 P 187 |MR3D 12 DC| SPST {3.50 
75 P 188 |MRSD 12 DC| SPDT /|3.20 
75 P 190 |MR11D 12 DC| DPDT |4.60 
75P 191 |MRi4D 12 DC] 3PDT {5,45 
75 P 978 |MR3A 24 AC) SPST |3.85 
75P979 |MRSA 24 AC| SPDT |3.45 
75 P 981 |MRIIA 24 AC| DPDT |4.85 
75 P 982 |MRI4A 24 AC| 3PDT {5.80 
75 P 988 |MR3D 24 DC| SPST {3,50 
75 P 989 |MR5D 24 DC| SPDT |3.20 
75P991 |MR11D 24 DC| DPDT |4.60 
75 P 992 |MR14D 24 DC|3PDT |5.45 
75 P 665 |MR3A 115 AC] SPST /|3.85 
75 P 614 |MRS5A 115 AC] SPDT |3.45 
75P 616 |MRI1A | 115 AC| DPDT |4.85 
75 P 972 |MRi4A 115 AC] 3PDT |5.80 
76P 760 |MRSD 110 DC} SPDT 3.70 
76P 761 |MR1iD | 110DC| DPDT |5:10 
76P 762 |MR14D |110DC| 3PDT |5.95 
75 P 657 |MRSA 230 AC] SPDT |3.85 
75 P 659 |MRI1A 230 AC] DPDT |5.25 
75 P 974 IMRI4A 230 AC} 3PDT_ |6.20 


MOTOR STARTING RELAYS 

8 For starting capacitor-start, in- 
duction-run motors. Armature gap 
may be altered to change pull-in. 


All types are normally closed. M S2 


*Have double- 
break contacts. Meet UL require- 
ments. 214x2'7/2x2%”. Av.wt.,50z. 


Stock No.| Type Volts | Action|NET 


76P 763 |MS2AY | 115 AC] SPST |3.55 
76 P 764 |MS4AY | 115 AC] SPST* |4.15 
76P 765 |MS2AY | 230 AC} SPST |3.95 
76 P 766 |MS4AY | 230 AC} SPST* [4.55 


aa: 


114x1%". Mounting: Four No. 
3-48 tapped holes on %x%” 
centers. Av. shpg. wt., 5 oz. 


Type Volts NET 
MB3D 6DC 5.40 
MB3D 12DC 5.50 
MB3D 24 DC 5.50 
MB3D 110 DC 5.90 


MC SERIES RELAYS 


Yeu Ideal for RF switching applica- 
ia tions—have only 1.5 mmfd max- 

L imum capacitance between SPDT 

= 6palladiumcontacts. Long-lasting 

| contacts are rated at 2 amperes. 
PY Size, 125/2x1'¥ax3%4". Av. wt., 


2 oz. 
Stock No Type Volts NET 
76P 741 MCSA 6 AC 5.00 
76P 742 MC5D 6DC 4.40 
76 P 743 MCSD 12 DC 4.40 
76 P 744 MCSD 24 DC 4.40 
76 P 745 MCSA 115 AC 5.00 


LM PLATE CIRCUIT RELAYS 


For photoelectric and similar 
circuits. Adjustable for volt- 
ages or currents. Silver con- 
tacts rated 5.amps, 115 v., 60 
cycles, non‘inductive load. 
Have 100 milliwatt sensitivity 
for single-pole, 200 mw _ for 
double-pole. *SPDT;+tDPDT. 
Sizes are: LM5, 2%6x1 4x26"; 
LM11, 2%x2542x24". Av. 
shpg. wt., 9 oz. 


Stock No Type Ohms | Ma | NET 
75 P 673 | LMS* 2500 | 6.3 | 3.90 
75 P 674 | LMS* 5000 | 4.5 | 4.10 
75 P 675 | LMS* 10,000 | 3.2 | 4.40 
75 P 682 | LM1it 2500 | 9.0 | 5.55 
75 P 683 | LM11¢ 5000 | 6.3 | 5.75 
75 P 684 |LMiit | 10,000 | 4:5 | 6:30. 


RELAY CASES 


For PR Relays. Steel 
base with aluminum cov- 
er, 4—knockouts for 4” 
conduit. Mtg.: 3—No. 10 
holes on 174x414" centers. 
Size, Pid tae Be Shpg. 
wt., ie 

76777. NET..3.00 
For MR and MS Relays. Steel base with 
aluminum cover. 2—knockouts for 44” conduit. 


Mounts on pre-drilled holes. Wt., 1 Ib. 
TOTITES NET Nae ae ee we 1.90 


Allied Features Complete Stocks of Relays for All Applications 


pact relays in hi-imps 
transparent, polystyre 
cases. Fully dust-p 
and weather-proof for 
~ surance of long life 
dependable operatie 
Types KRPS and KERP11 plug into stand 
octal sockets; Type KRP14 plugs into 11- 
socket. Heavy silver contacts are rated at 
amps with non-inductive load. Size, 11342x1* 
2". Av. shpg. wt., 5 oz. 
StockNo. Type 


75 P 214;/KRP5SA 

75 P 920/KRPI1A 
75 PO91|KRPI4A 
75 P 217|/KRPSD 

KRP11D 
KRP14D 
KRPI1A 
KRP14A 
KRP5D 

KRP11D 


KRP14D 
EKRPS5A 
KRP11A 
KRP14A 
KRP5D 
KRP11D 
KRP14D 
KRPSA 
KRP11A 
KRP14A 
KRP11D 
KRP14D 
KRP11A 


Action| NE 


VVV VV) VUD UU) VDT U0 
WUOW!/ OW! NON! NO/NMNO|N 


DOO!) WW) WI) iT) UU) UT 
WOU ON]—OF/ bO|——O/ b 
NON | W—| Wont] UP] OUT] Oo 


NINN | NN NNN NN SINAN 
PCO AD | SOS | VIN | | IN| |) ION OU 


BS SERIES 
Long-coil telepho 
type relays. Especi 
suited for computer 
automatic test equ 
ment applicatio 
Have tinned solder 
minals for rear of pas 
mounting. All have 6PDT contacts exce 
*4PDT. Twin-palladium contacts rated at 
amps on all types. BS17L_and BS23L are pi 
circuit relays; ¢5.5 ma, §7.6 ma operating 
rent. Two No. 8-32 tapped holes on 34” mows 
ing centers. Shpg, 11 oz. 

N 


Shes eee Volts |Ohms = 


No. Type 
76 P 646) BSi7D 24 DC*} 1000 | 7 


76 P 647; BS23D 24 DC 1000 | 8. 
76 P 312) BS23D 48 DC 1600 | 9 
76 P 313} BS23D | 110 DC 6500 | 9 


71 |10 
10,000 | 8 
10,000 | 9 


BS23A | 115 AC 
BS17L t* 
BS23L $ 


76 P 648 
76 P 649 
76 P 499 


Potter and Brumfield, Advance, B-T Relays — 


ADVANCE RELAYS 


Is the Advance Relay You Require 
Listed on This Page? If not, remember 
that Allied stocks many other types 
of Advance relays not shown here— 
write, wire or phone us for intorma- 
tion and prices. 


POTTER AND BRUMFIELD RELAYS 


SED CAN SUPPLY THE COMPLETE POTTER AND BRUMFIELD LINE. Only the most widely 
2 Potter and Brumfield relays are shown on this page. Contactus for prices 


ether information on any t reply. 


TYPE PC IMPULSE RELAYS 


types not listed—you will receive a promp 
GP “PIC & BUILD” SERIES 


Units available can be com- 


aq pulse one re ee ee to as ewrenpy wage 
rf = erent relays, each eas 
_ Eee aesttreed cepwerted ae er erative TYPE CE COAXIAL RELAYS 
Sat ee eas 1d-fi shed sensitivity or switching ar Small, compact relays for co- - 
Reoatac geo: 5 RRR ere Ma eh The axial ‘line switching where 
ORR Se Rag Space is hited. Deane es, 
2 yy pecially for use wit ohm 
E06, 'cod0 ana Lio one Bessa nee buemay ested 
circuit applications and can be adjusted to ones linen ith ofee wee 
Action | Volts |NET ee sis ge eS se ene ee peth mobile, aircraft, marine, 
2 = + diameter sw fo e Ta S. A EC A 
PC1iA | DPDT 6 AC | 5.50 Has tapped core to permit mounting with single experimental and fixed-station 
PC17A | 4PDT 6 AC | 7.60 s coaenar a eal W 254," A communications equipment. 
- 75¢| PCD DPDT 6DC| 5.35 8-32 screw. Size, 1x1'4)x125%2”. Av. wt-, 4 oz. Features extremely low stand- 
z 727) PC17D | 4PDT 6 DC 7.45 | Stock No.|Mfr's Type’ Item NET ing wave ratio for maxim mtinuous-duty id 
2 728 PCIIA DED u Ss 3.50 | 76 P333| GPA 6 v. AC Coil | 1.65 eration in any position, All have internal 
‘4 S02| PC1iA | DPDT | 24AC | 5.30 | 76 P337| GPD 6 ¥. DC Coil | 2:10 | SPDT contacts rated at 2 amps. In addition 
3 *503| PC1I7A 4PDT 24 AC | 7.60 76 P539 GPA 12 v. AC Coil | 1.65 SE/1C2C/115VA, CE, G 
< ; 5 See Types CE/ / , CE/1C2C/6VD, ani 
3 506| PC11D ony oh DC | $.35 76 P 338 GPD 12 v. DC Coil | 2.10 CE/1C2C/12VD also have external DPDT 
5 = 507| PCi7D_| 4PDT DC| 7.45 | 76 P334| GPA iv AC Coil | 1.65 | contacts, rated at 2 amps, fot auxiliary circuits. 
2 500| PC11A DPDT | 115 AC 5.50 76 P 339 GPD 24 v. DC Coil | 2.10 Have 2 tapped mounting holes, 6-32 NC-2; 
2 ®501| PCi7A 4PDT 115 AC 7.60 76 P 335 GPA 115 v. AC Coil | 1.65 .750” centers. Overall size, 11346x2Yex2'o"« 
‘4 ®729| PC11D | DPDT 110 DC | 5.85 | 76 P 340 GPD 110 v. DC Coil | 3.15 | Shpg. wt. 6 oz. 
> ®730| PCi7D | 4PDT 110 DC! 7.95 76 P 336 GPA 230 v. AC Coil | 2.10 Stock No Mir's Type Ohms 1. Welle NET 
3 : p Soi r 
3 AP RATCHET IMPULSE RELAYS we ey if <n AO Gde thes Call 5-30 | 7ep o25|ce/ic/lisva | 750 | 15 v. A 73.2 
3 ee ‘ 76 P 343 GPil DPDT Switch | 1.70 76 P 926|CE/1C2C/115VA| 750 115 v. AC|14.3 
3 extremely fast acting P GP17 4PDT Switch 76 P 921 |CE/1C/6VD 20 6v. DC|12.90 
4 for applications re- 76 P 344 A DT suite 2.95 Sse 
- oreo or reversing 76P 922\cE/iczc/evo | 20 | 6v.DC|I3.75 
3 fon alternate im- KCP ENCLOSED RELAYS 76 P 923)CE/1C/12vD 80 | 12v.DC}12.90 
3 = Operates on, jane Plate circuit relays. Tn ae Sep o2alcesiczc/izvo | 80_| 12v.DCI13.75 
= sas short as ms. igh-impact, weatherproo! 
; Emittent, Me ees cellulose:acetate cae et TYPE CB COAXIAL RELAYS 
are %e" fine silver, std. octal or 11-pin socket ; 
4 5 amps. Coils are (below). 2 a! ssistive, Designed to meet the problems 
34 eed on Tnolded bobbins. Phenolic cams, pene Coneabtes lig’ 8 ‘ of coaxial cable switching. For use 
4 Sened steel pawl and ratchet with pi by 2”. 5 oz. : y with 52-ohm RG coaxial cables 
- <4 armature. Tinned solder terminals. Stock N T het oh Ma NET at RF outputs of up to 800 watts 
4= ting: Three 342” diameter holes on 33x74" | Stock ype | Action |_Ohms on lines with low SWR. For use in 
cular centers. Size: 246x2%4x3%". Weight, | 75 P 287) KCP5 SPDT | 2500 7.2 | 5.90 mobile, aircraft, and fixed-station 
we AC is for 50-60 cycles. Shpg. wt., 12 oz. 75 P 288] KCP5S SPDT §000 5.0 6.00 installations. SWR is extremely 
75 P 289) KCP5 SPDT | 10,000 3.6 | 6.40 low—less than 1.08: 1.00 at 150 
Type Volts |Action| NET 75 P 290| KcPil DPDT | 2500 10.0 6.3 mc. Extremely low-loss at very 
Pe AP1I1A g.70 | 75P 291 KCP11 | DPDT } 5000 7.2 | 6.40 ya requencies carne used oe ; 7 
-. — a “Wy, a equencies up to megacycles. t 
- AP17A 10:50 | 75P 292| KCPil | DDT | 10,000 | 5.0 6.80 contacts are made of heavy quarcer-inch Ane 
. APILD oe rae Dez Hate! ca ane ae vie silver. All have SPDT internal contacts direct- 
pant S - : 3 y connected to Amphenol 83-1R tor. 
P APIA g.70 | 75P099 KCP14 | 3PDT | 10,000 6.1 | 8.25 ly connected to ter CIC/ 115A, CB/VCaGy 
API7A 10:50 | Amphenol 77MIP8 Socket. For KRP and 6VD, CB/iC2C/12VD, and CB/1C2C/24V 
KRP14 and have external DPDT contacts for use wit 


AP11D KCP relays. For all relays except e nal. 
auxiliary circuits. All contacts, both internal 


Se 
uN 
oo 


KCP14. Octal type. Requires 152” hole. Mtg. yo 

centers, 144”. Wt., 5 0z. and auxiliary, are rated at 5 amps. Designed to 

40 HO28, NET......----seeeereseee Se operate equally well in all positions. Units have 
two tapped mounting holes, -32 NC-2; and 


AP17D 


AP11A 
API7A 


ONN— 
ins 
fexeor=) 


Zz 


Amphenol 77MIP11 Socket. For KRP14 and 0" centers. Size (HWL): BWexl x31" 


DMODOD 
nun 


P 
Pp 
Pp 
mS P995 
mS P996 
Samy =e 778| arp 9 
r . KCP14 types. Molded bakelite. Mounts in 
$ 75993 | APIIA _8.70 152” hole; has 142” mtg. centers. Wt., 2 0z 20 Shpg. wt., 11 oz. 
re OG APITA 59 40 HOSS. NET +s. cc eceererrenrett ¢ | scccno] irs Type] Ohms | Volts) NET 
6.08 75 P 645|CB/1C/115A 30 | 15 v.AC\12.15 
‘= 4 4 339 ee LB-5 PLATE CIRCUIT RELAYS 76P 254 GB/162C /II5A 380 iis 4 AC 12-48 
6.05 me P5984! API7A Small, fast-acting circuit re- eb 329 Hay a ee aes Piped eo 
7s lays. For any circuit supply- Pie la: 13,00 
or KT ANTENNA SWITCHING RELAYS ing only a few milliwatts of 76 P 917|CB/1C/12vD 70 | 12v.DC|12,00 
6.68 h x - DC. Breakdown: 500 volts rms 76 P 918/CB/1C2C /12VD 70 12 v. DC|13.00 
ex both receivers and transmit- egees9 | minimum. Silver contacts are 7EP 919|CB/IC/24VD | 280 | 24v.0C)12.00 
745 Designed for RF applica.  |famrais rated 5 amps at 28 volts DC, 7eP 920\cB/1C2C/24v0 |_ 280 | 24v. DC113.0! 
a Sine fe 5 insulation. Wir p with a non-inductive load. All = 
= ch 300-ohm line. Al are : units have SPDT action. Adjusted b: bending 
ied 6-32 stud. Fine silver, ane tail-spring hook. Size, Tvecd Vani te". For DC TYPE SO RELAYS 
eetacts. 1Y%x1%xl'%c". Shpe- operation only. Shpg. wt., 5 oz. Extremely sensitive, adjustable, 
SPDT DC relays. Miniature size 


NET EACH permits use in extremely small 


Stock No. Ohms 
spaces. Excellent for transistor ap- 


Volts | NET EACH 


FAG 75 P 625 2500 2.45 aces nsis 
P(e AC 75 P 626 5000 3.65 plications. Feature sensitivity and 
11D | 6DC 3.70 75 P774 10,000 2.85 versatility equal to relays costing 
EAD | 12. DC : three times as much. Standard 
NEW DIACROM RELAY adjustment is 10 mw, Cah pe aa 
justed to as low as 2 mw. Maximum coil ratin: 
BLONDER-TONGUE THERMO RELAY CLEANING SPATULA 3 watts. Contacts rated 1.5 amps, 28 v. Dee 
ei a3 ia npg See Overall size, 1%46x1 4x1 %". 
*Turns Booster or Converter — Ss Soe eae 
Gn ond OF With TV Set Soa: |_| ae 
r ane " e 6. 5.45 
ip "Adjustable Silver Contacts ® Uses Abrasi f Di d Partiel 76 P 261) S0/1C/4000D 4000 | 3.2 | 5.85 
wuip ses rasive of Diamon' articles 76 P 262| S0/1C/6500D 6500 | 2.5 | 6.35 
r ter Model T sae Replacement re- ® Leaves Clean, Perfectly Polished Surface | 76P $85! s0/1c/10,0000 | 10,000 | 2.0 | 6.70 
panel ‘ay used in boosters and converters ow Rast eee Lifeti 
cog =sich automatically turn on and ear-Resistant Design-Lasts A Lifetime TYPE AM RELAYS 
at € | Leet ey ue aN oes bed ee on, Makes cleaning of relay contacts a quick and 
plate mere eth Be Me ae ee atid sarees thermal easy operation. Utilizes the superior abrasive Compact ‘‘transmit-receive’’ & 
cur _ a 5 ie aS yee and causing the | power of diamond particles to do a thorough antenna relays. For low-power 
unt tl OR RHORSS 2 oe; supplyifaen TV. to the and efficient job. Requires much less pressure RF use. DPDT silver contacts 
> = 7 pact lee erre! ae Ce is | than ordinary cleaning methods—leaves the | rated 2 amps at 115 VAC or 
NET ey ss , athe rea se DOW Jt a the the contact gap unchanged and removes very little 6.5 VDC resistive. Mounting 
ACH cand = Ae te ae aria toed ant Re pare of the contact material. Exclusive particle stud. Size, 1%6x'6x1'%e"- 
740 Bites cx booster 252 urned off. Relay’s | bonding method prevents clogging, keeps spat- | Shpg. wt., 6 oz. S Zc: 
. siver contacts are adjustable for time delays ula clean and effective. 6” long. Wt 20z pie hee 
fo a erase lito oe one will Peniie up 3 : a s Stock No.| Mfr's Type Volts NET 
30 « 5 amp at volts or amp at volts, Stock No. in Si To Ci : NETEACH 
9.56 ac. Relay provides ‘anifornl operation over a poeta. | rein Sis < =e 76 P 624|AM/2C/6VA 6 v. AC |4.70 
0.5 current range of from .1 to 3 amps. Size, 2%4x 77P 328) 200 Industrial Relays 76 P 625|AM/2C/6VD 6 v. DC |4.20 
0.50 TE ir shpe we. 2 02. Moe, tux | 35B338| 30 | intermediaterelays| 4.95 | 76 P 62elAM/ZE/ttyh, 12 v, DC |4.20 
5°50 $1. C210. List, $2.00.NET.....0++++ 1.27 | 77? 330 400 Sensitive Relays 75 P 644/AM/2C/115VA 4 45 ve AC (5.05 
—2s 
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Guardian, Dow-Key and Amperite 


GUARDIAN RELAYS 
AND SOLENOIDS 


ALLIED CAN SUPPLY THE COMPLETE GUARDIAN LINE. Only the 
most widely used Guardian relays are shown on this page. 


Contact us for prices and other information on any types not 
listed—you will receive a prompt reply to your inquiry. 


UNIVERSAL “‘200" SERIES 


Universal interchangeable parts for assembling custom relays. Listings 
include AC, DC, and plate coils, and switch contact assemblies. Complete 
relay requires one coil and one contact assembly. For additional contacts 
use the contact ‘switch parts kit. Contact ratings given are at 115 v. 60 

cle AC, non-inductive load. Use two 6-32 screws for mounting. Overall 
size: With standard contact assembly 2%x1 x1 3%"; midget contact as- 
sembly, 21% x1 14x14”. Av. shpg. wt., 4 oz. 


AC Coils DC Coils 
Stock No. Volts NET Stock No. Volts NET 
75 P 709 6 1.75 75 P713 6 1.90 
75P710 12 1.75 75 P7114 12 1.90 
75P7I1 24 1.75 oe rio 24 1.90 
wo P ZA2 115 2.05 75 P716 32 1.90 
75 P 888 230 2.70 (EDA all 2 110 2.50 
75 P779. Type 200-5000 D. 5000-ohm plate coil. EACH...... 2.20 
SERIES 200 SWITCH CONTACT ASSEMBLIES 
Stock No. Type Description NET 

75 P707 |200-1 SPDT contact assembly. 8 amps. 1.50 
75 P708 |200-2 DPDT contact assembly. 8 amps. 2.00 
75 P724 |200-4 DPDT contact assembly. 12.5 amps. 2.25 
75 P889 |200-5 4PDT contact assembly. 8 amps. 3.50_ 
Be P718 |200-Mi| SPDT midget contact assembly. 8 amps. 1.40 

5P719 |200-M2| DPDT midget contact assembly. 8 amps. | 1.75 
75 P 826 |200-M5| 4PDT midget contact assembly. 8 amps. 2.85 
Type 200-M3. Switch parts kit—adds up to 2 poles to 200-M1, 200-M2. 
D2 FOB a 5A doe pia le nie 10%4.510 via gig Ste arp aidie os + 1.50 
Type 200-3. Switch parts kit—adds up to 2 poles to 200- 
DeresO, MEDs.......46....-. ae inne Sree ee. oe 


IMPULSE RATCHET RELAYS 


For break-in control; phone to CW switching etc. Momentary coil ener- 
gization locks contacts. Each impulse reverses contacts. 4%” silver con- 
tacts rated 12.5 amps; handle 1500-watt non-inductive load; 1000-watt 


_ inductive load, at 60 cycle AC, Size, 174x2%_x3 4". Av. shpg. wt., 8 oz. 


Stock No. Type Contacts Volts NET 
75 P 727 RC-100-AR 4PST 115 6.00 
75 P 827 RC-100-BR SPDT & DPST 115 6.25 
76 P 322 RC-100-CR SPDT £15 ere: 
75 P 887 RC-100-GR DPDT 115 5.85 


X300-ER OVERLOAD RELAY 


Protects against surges or overload. Has remote electrical reset and over- 
load adjustment. Adjustable from 250-750 ma, DC. 3000 v. insulation. 
Auxiliary contacts for pilot light indicates “overload” or ‘‘clear”’ position. 
For industrial panel installation for remote protection of machines and 
replacing fuses. Contacts rated 1500 w. non-inductive; 1 kw inductive, at 
15 v. 60 cycles. 2000 v. insulation. 434x1%6x2”. 1% lbs. 
«SSIS ae a ee are tm ne re 8.85 


“se DOW-KEY COAX ANTENNA RELAYS 


6 Type DK60-G. New, lightweight, compactly de- 
Mini signed antenna relays. Magnet provides high con- 
Uillilllii¥tact pressure—prevents intermittent failure in 
closing receiver circuit. Patented receiver protec- 
tion connector provides shield between receiver and 
transmitter line greater than 100 db. Has silver 
contacts rated at 1000 watts; breakdown voltage rated over 1000 volts 
rms. Low VSWR—less than 1.15:1 from 0 to 500 mc. Weighs less than 
9 oz. Size, 234x334x14%”. Shpg. wt., 11 
75 P 955. For 110 v. AC. NET. 
75 P 953. For 6 v. DC. NET. 
75 P 958. For 12 v. DC. NET 


DK60-DPDT Switch. Auxiliary DPDT switch. Mounts externally on 
Dk 60-G relay above; is actuated by built-in plunger in relay. 2 oz. 5 
ee 25 cola ly cniny ioe no gee ve de eee 1.9 


Type DKF-2 Connector. Double male. Mounts relays directly to out- 
put of transmitter. Heavy silver plating. For indoor use. Locking type. 


Shpg. wt., 3 oz. 
0 US SE Rr ne eer ee 1.25 


12V DC Coil. Model DK60-M. 12 volt relay coil for converting DK60-G 
6 volt DC relay or DK60-G 110 volt AC relays for 12 volt DC use. 
Ideal for 12 v. automotive systems. Shpg. wt., 3 oz. 2 0 
ENON AUNT ct ©, korea ra ark 2-07. CL ee fe 


&. MER-115 


2200 AND 2210 POWER RELAYS 


Heavy-duty power relays for motor starting, heater loads and o' 
heavy-duty uses. Series 2200 are DPDT; Series 2210 are DPST, norm 
open. All have contacts rated at 25 amps, continuous duty, 230 v. 
with 75% power factor load. Operating power requirement, 9.5 va; o 
drain, approx. .080 amps at 115 v., 60 cycles. Size: Series 2200, 334x2 
2%e"; Series 2210, 2'%6x2gx2%e_". Av. shpg. wt., relays, 12 oz. 


2200 Relays 

Volts | —- »*5___| volts 

Stock NET 
Ae. No. EACH Ac 

6 | 75 P 083 6.10 
24 75 P 084 6.10 
115 | 75 P085 6:10 
230 | 75 P 086 6.50 


2210 Relays 


Stock NET 
No. 


75P185 
75 P 186 
75 P 187 
75 P 188 


or “‘right’’ means as viewed at armature end, contacts up 


75 P 563. Left Assembly. NET 
75 P 564, Right Assembly. NET.. 


1-18 SERIES INDUSTRIAL SOL 


ENOIDS 


Intermittent-duty types are for applications not requiring energization 
coil for more than 5 consecutive minutes with sufficient time betwe 
cycles for cooling. Should not be permitted to rise more than 85°C abe 


StockNo.|Type Stroke |Lift Oz. 


iN 
iW 
v 
led 
wo 
o 


24°C ambient without sufficient time to cool. Continuous duty types 
not rise more than 85°C above the 24°C ambient temperature wh 
operated at rated load. *Intermittent Type. tContinuous Type. 


Size Lbs.|NE 
1igxl {xK" 
114xl 34x84" 
154x144x114" 
15¢x1%%x1"%" 
154x2x114" 


cooo 


maexa| 


CORRE Heer. 
eas 


4 |vvv) gy 


at: 


154x2x114" 

nf ext Sex tge 
11%x1 44x15" 
12 x1 §4x1274” 
126xl 246x1 274” 
12x15 4x1274" 
peed 

x2 Vex: 

aS apa ion 
1714x1 5¢x1 14" 


4 


vuvU sy 
wu © 


NNNNN | NNANNN| NANNY NSN 
UII UT] UIUTUT OY U1! OF UTUT UT UT} UTUTUT UT 
VUVUVVVD VVVUD| DVUDUY VUUD 
IWO—WO| — DOW) WIDOW) O—— 
NOUN) NWO— 0} —ONMNO0 OUI 
=—FPNOW| DULODT! ONOOW! NUD— 


17x1 4x1 4" 


2146x2 4x1 184" 
2 yex2 4x1 184" 


pig oe| S a 
aK reper | 
Pray waunny|yapul www 


MER-115 MIDGET STEPPING RELAY 


Electrical-reset stepping relay with 21 active positions; resets from & 
ternal control or own contacts. Contacts rated 1 amp at 115 v., 60 ¢: 
non-inductive. Stepping and reset coils 115 v., 60 cycle AC. Minime 
set pulse, 50 ms; reset, 10 ms. Recommended for experimental purpose 
original equipment, or replacement. 3144x2%%4x3{". Wt., 13 oz. 


75 P 282. NET EACH 


AMPERITE DELAY RELAYS 


Hermetically sealed in glass envelope with octal b 
Heater draws 2 watts and may be operated contiz 
ously. Contacts: SPST. 3 amps at 115 v. AC, 1 a 
at 220 v. AC. Voltage Breakdown: Contacts, 1000 © 
Heater-to-Contact, 1500 v., except* 250 v. and 
v. for delays of 10 sec. or less. Ambi temperat 
from —55° to +70° C. Size, Dia., 1%’; Height te 
prongs, 2%". Av. shpg. wt.,40z. Be sure to specify t 
number as well as stock number. 


[sara saaee 
VUD VD) VOUT 


Delay 


Type No. Normally Open [Type No. Normally Clo 


Seconds/6.3 v. AC-DC| 115v.AC-DC [6.3 v. AC-DC| 115 v. AC-DE& 


2* 6N02 115N02 6C2 _ 

3* 6NO05 115N05 6C5 = 

10* 6N010 115N010 6C10 =F 

15 6N015 115N015 6C15 © ix 

20 6N020 115N020 6C20 ier 

30 6N030 115N030 6C30 115C30 AS 

45 6N045 115N045 6C45 115C45 aod 

60 6N060 115N060 6C60 a 

75 6N075 115N075 6C75 ior 

90 6N090 115N090 6C90 by i 
120 6N0120 115N0120 6C120 “ty 
150 6N0150 115N0150 6C150 a 
180 6N0180 115N0180 6C180 + 
Pe eee ed eee INR ES RE ney ata a od GE 4 Sips aid rials align 2's bets Fs | 
Miniature Relays. All types above also available in miniature 4 | 
except 115C150, 115C180, 115NO150, 115NO180. 9-pin, 34x2%%". Shp 35 | 
wt., 3 oz. Specify type no., adding letter ‘‘T" following type nw 7s 
Example: 6NO2T. 7% 


75'PP 296: NET EACHY cc 40-0054 sos 
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SENSITIVE SIGMA RELAYS 
Ruggedly Built 
For Long Service 


Series 42. DPDT rel: 
base and dust cover. 
under 0.25 watt on DC and un 
on AC. Silver contacts rated 
DC or 115 V- AC for 100, 

units are designed for 60 cyc 
Type No. indicates for AC. 
are on cover. Dexl Aexl se" - 


Series 22. Miniature hermetically-sealed 
relay. Silver contacts rated 2 amps for 28V 


=w. sensitivity app’ icat 
rated 2 amps. 14%x1 544x154’. 3 07. DC or 120 V- AC resistive load. 
at 20 mw sensitivity, except *DPDT at 40 mw. 


ok Mfr's Ma. | {3{x1x1”. Shpg. wt., © o2- 
Ma. DC | NET 


Type 4F. Plate circuit relay for any 20 
lication. SPDT con- 


Series 26. SPDT plate circuit relay. Type 

CDS extremely rugs ; S, sensitive, G; 
stable. 4-10 mw. sensitivity. Contacts rated 
0.5-2 amps. 1x1 xis" high. Wt., 4 0z- 


81 |SF-2500-S/SIL 2500 A 
92|5F-5000-S/SIL 5000 0 
393|5F-10,000-S/SIL 10,000 | 0.7 


es 
Stock Mfr's 
No. Type Ohms . 
2379 \4F 2.0 76 P 384) 22RIC-1000-G/SiL tooo | 45 | 13-00 V/Ohms NET 
P 285 |4F- 56 P 385| 22RJC-2500-G/SIL 2500 | 28 | 13.50 Pera eal $.20 
56 Pp 386| 22RIC-5000-G/SIL 5000 | 2.0 | 14.00 715 
Type SF. Rugged SPDT, DC relay with- | 76F 387 22RJC-8000-G/SIL___| 8000 16 | 14.50 620 : 
«ands 100 G shock. 5 mw. sensitivity. Con- 76 P 388 22RICC-1000-G /SIL* 1000 63 14.50 715 - 
sated 1 amp. 1%(x1'“x1'6"- 5 oz. 76 P 389 22RICC-2500-G/ S11 2 7 at nee oe : 
76 P 390\ 22RICC-5 IL y ; ‘ 
F300 /SF-1000-S/STE [1009 | T3 76 P 391 ZaRICE SOG /sic | 9000 | 23_ | 16.00 a 
1 6.20 
6.20 
6.20 


ohm, SPST nor- 


Series 6. 3-position, 
St > amp contacts. Of in ype o. in- 
ss dual coil. 176x3'4xi 74". 12 07 Stock Mir’ Ma. 51FB-5000G/SIL, 5000 
4 Tine Gams) Mado] NET NO- Type ohms | pc _| NET mally closed, DC relay. 10amp, double-break 
| : Fe P 504) eF-1000-s7sit | 1000 | 73 7.80 amas tS EAC! yx1'A" 402: 14 90 
79 F 308) zer-eo00-cos/sit| 8000, | 02 955 . Bee e es vo cae . : 
76 P906 26F-12000-G /SIL 12,000 | 0.9 10.80 Series 61. Magnetic latching power relay. : 
Switches on momentary signal of proper Z : 
. 1 se | 


arity. Has 2 sets 20 amp DP. 
4.3 94) 


relay. SPDT 
normally open, other closed. 


6K | 3.0 3 
5K/5 3.0 |31.60 @ Series 41. Quiet. bogea Fe ey) 
Type 11F. Small, low-co t DC relay. 50 contacts rated: *2; 15 ans, reat 
=w. sensitivity; SPDT at ces rated 1 mw, DC; 0.2 VAL RE: 2xl x14 yee se T 
= i84xit;xi" high. Shpg. wt., 3 0z- Stock Mfr's Volts (AC) Paid FATS, 
N T r 
D ype Ohms (OS), 7 P all |61FZ2A2B-10000GD 3 


Series 72. Magnetic latching relay. Will 
“f SPDT .06 ami 


ee ee ee 
75 P 076 MiFZ-10-ACG/SIL 6 v. t 
switch 500 pulses secon D 

B°vpc. 114x2%". 5_02- 


68 {iF-1000-G/SIL 1000 | 7.0| 1.7 


or) 5 
= © 069) 11F-2300-G/SIL 2300 | 4.6 | 1.75 
= © 074| 11F-6000-G/SIL| 6000 29 | 1195 | 76P 392 41FZ-35-ACS/SIL_ \6v. 
S > 075| 11F-9000-G/SIL| 9000 94\ 2.15 | 73 P077 AIFZ-200-ACG/SIL |24v. f 
wee mye senea i, vt ae 
T F ; -5000- v. : 7 
ype 11FZ Small, low cost AC relay for 78 P 334 tir Z- 1000-408 tt us | poor waar | ud we S00 
1FZ-12000-ACG/SIL|290 vt 76 P 913|72A0Z-1601G /TCP 3.6 3:00 


26F-8000-C DS/PAL Relay. Similar to 4F 
series relay but more efficient. SPDT, con- 
tacts rated 0.5 amp @ 28 v.DCor 115 v. AC.8000 


ive on-off operation. SPDT contacts 
420 V. AC. ixisaxi'a”. 3 02. 


ee 
76 P 395\41F-5-S /SIL 


amp at 
76 P 396\41F-50-S/SIL 


%. Mfr's Type Ohms NV. AC 

? 547 TiFZ-25-ACS/SIL 76 P 397|41F-200-S/SIL 200 ohms 

SP 548 11FZ-150-ACS/SIL 76 P 398\41F-1000-S/SIL 1K ohms 

™P 549 11FZ-550-ACS/SIL 5 2 76 P 399 41F-5000-S /SIL 5K ohms ohm coil. Operating current, 0.7 ma. 7 Oz. 5 
P568 11FZ-9000-ACS/SIL 9000 120 76 P 400 41F-10000-S /SIL 10K ohms 75 P 284. | eee 9.7. 


Gighly effective protection fo ntrolling inductive 
ecuits. Suppress ar’ R te the costly prob- 
Sem of contact ero contact points. For 
AC or DC circuits; igi ffect on circuit operation. 

i k in a small tubular case- 
imes per second. Have 


CONTAC 


seeber ( 
Tessist of seleniu 


= 
yous, loa i 
Do . Letter P in Type No. indicates paper, letter H in Type No. 
OSes. metically sealed. Shpg. wt., 6 oz. 
Mfr's Max. Max. Min. ‘ NET 
08 Type Volts Ma. Volts Size |EACH 
7s 8A2PS2 52 AC 200 97 AC | ®4x%" 1,08 
™s 24\ 15A2PS2 52 AC 400 27 AC ax? ed 1.14 
Pal 26| 8A5PS5 130 AC 200 105 AC | #4x* Ul 1.42 
2a Se we P 327| 15A5PSS 130 AC 400 105 AC Bx, 1.58 For Hea’ 
ie Sep 328| 8A2PSi |_44 DC 2.00 23 DC | *ax%s” 90 4 § Duty thee: 
SP 329| SA2Hsi| 44DC 200 73 DC | 4x4” | 2-30 2a ; : 
Ss P 330| 1SA2PS1 44 DC 500 23 DC | 4x% 94 High-quality electric counters for commercial and industrial applications. 
a 33) 1sAeBS & ae she ie De wate aoe For 60-cycle operation. 
7, Prefix CE-4. Small counters for coin-operated equipment and light to 
7s P 325 1SA3PS2 66 DC 500 45 DC | 4x4" 1.14 moderate-duty industrial applications. Minimum make time 0.04 sec., 
break time 0.06 sec. Rated at 600 CPM. Enclosed in tamper-proof case. 
Reset units count to 4 digits, non-reset to 5. Shpg. wt.. 1 lb. 3 
dustrial applications. Have 


HURST MOTORS 


nchronous motors 
lications. For use 


Prefix CE-6. Small counters for general in 
e and break time of 0.030 sec. Enclosed in dust-resistant 
at 1000 CPM, 50-million count life. Have continuous- 


duty coils. 6 digits. Shpg. wt-. 1 lb. : 
Prefix CE-8. Heavy-duty counter. For use on drill presses: punch pres- 
ses, etc. Min. make and break duration, 0.03 sec. 1 CPM. Tanper- 
proof aluminum case. 6 digits. Continuous duty coils. 5 Ibs. i 


) 
: all not overheat even 
) @ imch-ounces of torque at 1 RP iock- 
} wise rotation. Start instantly at full torque. 
rs — car is ea but ein! ay ctaible RESET TYPES J 
s jinch-ounces © torque. other 7 
apecds than those listed are desired, write for No. Type Fig. \V. AC Size . Mount! Mtg. a NET. 
} ixformation. Size, 244x134". Shaft, Ye" dia. 77 P 099|CE-40BS401 R | 24 \1¥5Aex2! ox2! Hoe Panel |1%6x27/A6, 
0 by i’ long. Power drain: 7 watts. For 110- 77 P 049 CE-40BS402 R | 120 115,6x213/6x2" 3/2" Panel 1%6x2 Ae, 
50 15 v. 60 cycle AC. Shpg. wt., 1 tb. as Bose CE acetl Me yi Bey ike eee 
30 Stock | Mfr's | Qutput NET| St Mir's | Output| NET z jal pba ‘staeon 
see ouee SE" SRS" (oes Sear (om. | ean cimaaa [ial (i aan 
= 6 6 
me ae Boers RSM-4 pee 74 p 239 |CE-s0Bs602 | S$ | 120 Di Spexk 70x46, Panel |41Aoxli4" 
2BbM | 8.10\76 P 679|RSM-6 eae) ja 120 [4rsjexsiax5! Ye" _[Base [S4x2¥8 
M-10 | 10 RPM 76 P 680 RSM-10| 10 RPM 
30 +6 P 681|RSM-30| 30 RPM 
76 P 682 RSM-60] 60 RPM 17P 033|CE-40AN502 1 
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COMPLETE STOCKS - 
OF SELECTED SWITCHES 


A wide selection of finest quality, 
famous-name switches for re- 


placement use, or for the experi- 
menter or hobbyist. Allied can 
make immediate delivery, in 
quantity, from the most exten- 
sive stocks in the country. 


STANDARD AC-DC TYPES 


Light-duty toggle switches featuring exceptionally small size and unu- 
sually high ratings. Ideal for small motor loads, radios and many other 
similar applications. Quick make and break contacts are suitable for AC 
or DC use. Units are designed for convenient one hole mounting on 
panels, housings and other flat surfaces of machines and appliances. 


Contacts are totally enclosed in an insulating black bakelite case. All 
have '542” diameter threaded stem. *Indicates 6” wire leads; tscrew 
terminals. 7140-K6 is center-off type; rated 10 amps at 24 volts, DC. All 
Switches shown in table below are U.L. Approved except § which is mili- 
tary type JAN-S-23, series ST52; also rated 30 amps at 28 v. DC. Av. 
shpg. wt., 3 oz. 


Stock | Mfr’s _Amperes_ NET EACH | 
No. Type |Action|Fig.| 426\) 260V|Length| 1-9 | 10-Up 
34 B 500|8280-K16| SPST | A |- 1g" | 52 | .43 
34 8 527/8280-K14| Spot | A yr 52 | 143 
4B 508/8381-K8 | SPST | A iter | 160 | '50 
34 B 501|8282-K14| SPDT] A wer | 166 | 155 
34 B 528|8282-K12| SPDT] A Ved 266 | 155 
34 B 522|7140-K6 SPDT| J 1A” 47 45 
34 B 502|8360-K7 | DPST| A “Zs | 4" |95 | 79 
34 B 529/8500-Ko | DPST| A 3 4" 95 | '79 
34 B 530|8303-ko | DPDT| A 3 | ir 1109] <91 
34 B 503|/8303-K7_ | DPDT| A 3 | tg | 109} %9 
34 B 749|8280-Kis | SPST | A 3 | ug | i521 243 
34 B 783|8290-K15*| SPST | C 3 | te" | .64| .52 
34 B 784|8290-K16*| SPST | G 3 | 134" | 164) 152 
34 B 785|8295-k7t | SPST | B 3 | 154" | 164] 152 
34 B 786|8295-k8t | SPST | B 3 | Were) 641 52 
34 8 787|8381-k7 | SPST | a |"'6''| 3 | 4" | ‘60 | ‘50_ 
B 786|8391-K7* | SPST | Cc |6 | 3 | "14" 
34 B 7289/8391-K8*| spst| CG | 6 | 3 | wer | 72c|59c 
4B 791|8396-K8t | SPST| B | 6 | 3 | ter | 
34 B 792|8s70-K7 | DPSTT A | 6 |" 3 | wer | 1.02 | 85 
4B 632|8373-k7 | DPDT| A | o | 3 | we | ie | [97 
34 B 794|8373-K8 | DPDT| A | 6 | 3 | 4 | 118 | 297 
34B 795 $315-K7} DPpT)....| 6 | 3 | wer |ics1 | 1:24 
34 B 555/8825-K5§| DPDT|'E'| 20 |..... we" | 1.27 | 1.05 


MINIATURE AC-DC TYPES 


{0} Miniature, 2 and 3-position, single and double-pole switches for AC 
or DC use. Designed for aircraft, missile and electronics applications. 
‘These precision made switches have gold-plated contacts that open and 
close with a wiping action for good contact even on low-energy circuits. 


Contact bounce is extremely low. Sealed lever and panel permit long- 
life and reliable operation under adverse weather conditions. Exception- 
return springs assure positive momentary action. All types 
are rated 2 amps at 28 volts, DC; 1 amp at 50 volts, DC; 2 amps at 115 
volts, AC. Feature extremely light weight: *single-pole types (others are 
double-pole) weigh only 5 grams; double-pole types weigh 6.5 grams, All 
have %4” diameter threaded stem, %,” long. Shpg. wt., 2 oz. 


Provide I 
applicatic 


HEAVY-DUTY AC-DC TYPE. 


[H] For control of moderate horsepower motors on many small appliaz 
and other similar applications. Incorporate C-H snuffer-type con’ 
mechanism which is designed to minimize Pitting caused by arcing 
stalled rotor currents or by heavy overloads. Rugged bakelite b 
completely encloses the mechanism and terminals are separated by 
insulating barrier. Have 1542” threaded stem. All switches are U.L. 4 
proved. Av. shpg. wt., 3 oz. 


NET EAC 
1-9 


Amperes 


Stem 


NNWYYY 


Action 


© 0) HO | ~~ OY OD 
Duwwwn—|—oowdl 
bY Swo—-lon—2o 
PNHLPHN OO NVWNWHKY| 


8680-K1 
7360-K7 | DPST 
7402-K3 3 


6 1 f 
B408 6 | 
B 520 6 \ | 
BS16 0 4 | 
BSi7 | 7402-K4 0 7 
B714 | 7361-K5 0 4 
B715 | 8690-K2 i) 6 
B717 5 7 
B71i8 0 4 
B719 0 7 


BNL ON) BS 


STANDARD AC TYPE 


(E] Slow make and break AC switches. Simple contact structure é 
sign for long, dependable life. All are rated 6 amperes at 125 vo 
and 3 amperes at 250 volts. Single-pole switches are illustrated by Fs 
L; double-pole are Fig. E. tIndicates center-off positions. All hi 
threaded stem diameter of 1%”; stem length, '%2”. All switches are US 
Approved. Av. shpg. wt., 3 oz. 


7 NET EACH 
pps ro. Action bs r 
34 B 640 7580-K4 SPST 
34 B 641 7580-K6 SPST 
34 B 642 7581-K4t SPDT 
34 B 643 7581-K6t SPDT 
34 B 644 7582-K4 SPDT 
34 B 645 7582-K6 SPDT 
34 B 646 7590-K4 DPST Screw 
34 B 647 7590-K6 DPST Solder 
34 B 648 7591-K4t DPDT Screw 
34 B 649 7591-K6t DPDT Solder 
34 B 689 7592-K4 DPDT Screw 
34 B 690 7592-K6 DPDT Solder 


HEAVY-DUTY AC TYPE 


Small, ruggedly built switches intended primarily for AC use. Provi 
long, dependable service. Reduction in arcing permits use of the sie 
make, slow break mechanism. All have '%2” diameter threaded ste 
1342” long. tIndicates center-off. All have nominal rating of 10 amp 
at 250 volts AC and 15 amperes at 125 volts AC. All are U.L. Approve 
Av. shpg. wt., 3 oz. 


Stock Mfr's Description NET EACH 
No. Type |Opp. Keyed Side) Ctr. | Keyed Side | 1-9 |10-Up Stock Mfr's Ree Teun Fi NET EACH 
35 B 528/8860K1* On Off On 4.56 |3.72 No. Type erent oN ect dake Wd 10-Up 
35 B 529|8866K4* On None On 4.56 (3.72 34 B 534 | 7501-K13 SPST Solder K 52 36 
35 B 530/8866K5* On Off None 4.56 |3.72 34 B59! 7500-K14 SPST Screw K 6! 50 
es B 531 |/8866K6* None Off | Mom.-On |5.14 |4.20 34 B 592 | 7502-K13+ | SPDT | Screw L «59 
5 B 532|8866K7* On None Off 4.56 |3.72 34B 536 | 7505-K4 _SPDT Solder| L 
35 B 533/8807K1 On Off On 5.70 |4.66 34 B 593 | 7504-K4 SPDT Screw L 
5 B 534/8807K4 On None On 5.70 |4.66 34 B 537 | 7561-K4 DPST | Solder] E 
5 B 535/8867K5 On Off None 5.70 |4.66 34 B 594 | 7560-K5 DPST Screw E 
5 B 536|8857K6 None Off | Mom.-On |6.65 |5.42 34 B 538 | 7565-K5 DPDT | Solder| E 
35 B 537(|8867K7 On None Off 5.70 14.66 34 B 595 | 7564-K6 DPDT | Screw E 
ab a2 | secee | Beer |euue| E | 78 
4B596 B Tew 
PUSH-BUTTON AC-DC TYPE 34 B 543 | 7611-K2 3PST | Solder| N 66 
Push-button type switches to control current by opening or closing Ra 4 wee vets tae ES Boe 7 Be 
(F) door. Automatically turn lights on and off in refrigerators, telephone = w= 
booths, closets, vaults, etc. Momentary contact type. Solder lug 34 B 598 | 7612-K2t 3PDT Screw N 45 
terminals, Normally-open type is ‘‘on’’ with door closed; normally-closed 34 B 796 | 7503-K13+ | SPDT | Solder} L 60 
type is “on” with door open. Have 1542” stem length and black button, 34 B 798 | 7615-K2 3PDT Solder| N 04 
except $411-K6 has 4%” stem, red button; § 'M%e” stem, push-push type 34 B 799 | 7614-K2 3PDT Screw N 45 


(Fig. G). U.L, Approved, Av. shpg. wt., 3 oz. 


Amperes NET EACH 

tock | Mfr's 

ae Type Action 795 v| 250 V|__1-9 | 10-Up 

348 519) 7208-K4§ | SPST 6 3 Ble 68¢ 
34 B 548| $411-K4 75 | .25 36¢ 32¢ 
34 B 631| 8411-Ko i7Si5 bunes 36¢ 32¢ 
34 B 547| 8411-K8 75 | (25 25¢ 21¢ 
34 B 549| 8440-2 3 1 73¢ 6l¢ 


Type 7196-Ki Momentary Type Normally Open Switch. (Not 
illustrated). SPST action. Rated at 3 amps, 250 volts AC or DC; 6 amps, 
125 volts AC or DC. With screw terminals. Threaded stem diameter, 
i¢4”; stem length, !4”. U.L. Approved. Shpg. wt., 4 oz. 
ees 129, EACH. Nils cons ass 

WOsUp, EACH. rece cescreerseretice 


Depend’on Allied for All Your Electronic Needs 


SPST MIDGET TYPE 


(ul Type 8098-K3. Midget switch. 3 amps at 125 volts AC, 0.75 amg 
at 125 volts DC, and 6 amps at 24 volts, DC. Screw termina 
Threaded stem diameter, !*4"; stem length, '¥4”. Has bat-handle; hand 
length, ‘%@" from end of threaded stem. Shpg. wt., 2 oz. 

TRO OM ed a eee re ec rt 
Ee Rs erie o's oa ie REN y ak Ss 06.0 eee ce vwerevedsresess 3 


ON-OFF PLATE 


Type 827-228F3. Switch plate for ‘‘On-Off’”’ indication of 
toggle switches. Designed to fit slot in threaded stem. Se- 
cured in_position by mounting nut of switch. Mounts ver- 
tically. Shpg. wt. per pkg., 2 oz. 

34 B504, Per Pkg. of 2...., aed sree ices BO 


Arrow-Hart and Hegeman Switches 


(c| 
BAT-HANDLE TOGGLE SWITCHES 


: BALL-HANDLE TOGGLE SWITCHES 

Provide long life and dependability in radio and fractional horsepower Ruggedly built A-H and H bat handle toggle switches. Underwriters’ 

seplications. All have bakelite insulation; with laminated phenolic Laboratories Approved. ‘All have bakelite insulation. Silver-plated lug 

= s and are nickel-finished. Solder lug terminals. Positive action terminals, except for 34 B 106 and 34 B 109 which have screw type ter 

With one hex nut and one knurled nut. 184” diameter shanks. minals. Shank, 1%2” dia., 134)" long, except *1¥42” long, §'542” long. tCen- 
ter-off. With mtg. nuts. Shpg. wt., each, 3 oz.; 20 switches, 3 Ibs. 


Approved. Shpg. wt., 2 oz. 
k Mir’s MS Amps NET EACH Stock Mfr's 2 . NET EACH 
_. Type Action|42sv | 260V aor 40-00 No. Type Fig. | Action | Amps|Volts)—q 9") f0-' 
3 Po ee ee | ° Aa 34 B195 20994-EW F SPST 3 250 -60 49 
3 "52 x 34 B 196| 21350-BP F SPDT 3 125 fa -61 
3 326137 aporos | & [Boon | 3 |1as | Ish |e 
3 67 ee = : = 
1 1g? .67 ws 34 B109 80607-BJ§ B SPST 12 125 1.01 .83 
1 yr 81 67 34 B 106 80602-CA§ B DPST 15 125 1.74 1.44 
1 rig? “96 A) 34 B 103| 82024-D*t G DPDT 6 125 | 1.58 +30 : 
1 ig? 95 79 
t Mer | 1b9 | 1230 COMPACT POWER-TYPE BAT-HANDLE TOGGLE SWITCHES . 
1 1° 1.23 1.02 Extremely high capacity, slow make and break toggle switches designed 
for AC power applications. Feature small phenolic bases and fine silver 
POWER-TYPE TOGGLE SWITCHES contacts plus rugged, ball-joint construction for long life expectancy. 
Compact, toggle-operated power switches for motors and appliances. ike touuie cer eg eae ay ie lated finish. jaxl” deacon ina. | 
- Quick make and break with wiping blade action. 34 B 136 is rated Approved. Shpg. wt. “3 oz. r ‘ peri ss ee 
=>, 250 volts. U.L. Approved. Bakelite case. Screw terminals. Shank, oe et ras E 
dia. 546” long. With mtg. nuts. Shpg. wt., 2 oz. Stoc Mfr’s . Amperes NET EACH 
mire | pce: Amps NET EACH No. Type | Fig: | Action |126 vj260 V)_1-8 10-Up 
Seton 125V 250V 1-9 10-U 33 6858 82615 H 3Pp1T | 15 | 10 | 2.04 1.69 
DPST e - Ol ° 336828 | s2634 (om |! appt | 15 | 10 | 3008 2.52 
SPST 12 6 A d 
spst. | 2 | 6 83 PUSH-BUTTON SWITCHES 
ROTARY sisreuiks All me momentary, contr eye tout ene a Be Me . 
normal y open. ~ , except only. ave iameter shanks; 
bintained contact, rotary switchs (ofoat is a direct TeDls equipment Fg ee re ey type terminals heve solder [iG ae 
5 ‘ ye is a direct replacement for 2 tet! " 
wall-type and desk-type lamps. It is equipped with 6” wire leads, NET EACH : 
= brass finished metal handle, and a 4%" diamet hi ” E Stock Mfr's von| butter aaa 
sos $1715-G and 81727-G are ideal ae Sear BcaOe No. _|_Type | Fie. Action| ‘Color |Ampe |Volts| 1-9. | 10502 
tle ances, They are equipped with solder lug terminals, a molded 34 B 159|3391-GL| E SPST* | Black + 125$| .74 .61 
50¢ ic bas¢, an 1%" diameter shank 3” long, and a Y%’ spindle | 348 119|3392 J. |SpP2 Ag 1 125$) .73 +60 | 
ile action 74” long. Av. shpg. Wt., 2 oz. 34 B 1 24/3392-AE| E SP2 Black 125§| .90 .75 : 
fg eon eset mer even | SB Se |S [ieee |_| | Beles Sg 
Se tock | Mfrs | Fig. | Action |iz6 viz60 v|_1-9 | 10-U lhe 7 A : 
cs sie 165 Evian a | — _1-9_| 10-Up | 34 B 152 80630 kK |DPST* 12 125 | 1.49 | 1.23 ; 
Basin (ce | 2 Sele be seb leone | lSeeet| war | 3 eerie] ge | 
. J + D e A . 
‘ig 34 B 144 | 81727-G €._| DPDT |_ 6 3 1.86 L. 34 B 162|86710-C | E_|SPSTT Black 3 250 | 1.12 92 : : 
FEDERAL ANTI-CAPACITY SWITCHES STEVENS-WALDEN SPINTITE A-H&H SPST SLIDE SWITCH H 
ay cect gered SWITCH WRENCHES bi 81569. Indicating type. : 
’ i e ° . F AE ; 
Te eches, PE eS a cnaity Specially designed spintite wrenches for ion! piety amps @ 
various audio-switch- easy installation of toggle switches. Fea- cutout. U.L. Approved. 2% 
‘x applications Widely ture a very deep recess to accommodate x3" 2 ‘oz . 20, uy Tb: pei 
Sei by broadcasters in even bat-handle type toggle switches. TAB 135° 10-Up, EA..79 
“2dio control boards, consoles, and other Lepeiee inside surface tapered to accom- 1-9, NET EA. a: ses bee 
Seipment. All normally open. Lever action is Wr ate different sizes of ring nits 
‘em-roller type, with graphite-impregnated wren equipped with wood handles. 
rr peering turning on see ar axles. Provides DE-Wt-5/0'02: A-H&H LOCK SWITCH 
‘Up s=ooth, easy action under all atmospheric con- Mere’ F i 81715-L. Lockswi h ith key. 
36 Scions. Round and flat master spring blades ee Toe For Use With PACH sPSt. 3 amps _ @ 250 v.5 Gamps @ 125 ¥. 
50 ‘ee silver-plated phosphor bronze with pure —————— |on Sleeve dia., 1542”. For panels to %2”. 1 4x12" 
59 ever contacts. Insulating block is molded 46 N056)3480 A-H&H 2.58 Switch must be open to remove key. 2 ‘Oz. 
50 tekelite; attractive chrome faceplate. Alumi- 46 N 167|3481 Cutler Baan 2.58 34B156. 10-99, EA. 1.34 | 1-9, EA.....1.63 
Te eam frame, 24x5x%4". Av. shpg. wt., 5 oz. 50 N 208|36KB625 Switcherait LEV-R 5 34 B 128. Extra key. 2 oz. NET.......-- | 
57 Stock No T Acti 3000 Series 2.58 Type 81715-LE. As above, but key removable 
rg . ype ction NET in open or closed position. 
348480 | 1427 DPST ECONOMY AC-DC SLIDE SWITCHES 348 158. 10-Up, EA. 1.34 1-9, EA....-1+ 
e a4 B ace ver DPDT 2:73 A PCO Se, of Seas Se : a : 3 i 
om 4PDT 2.86 pendable switches pro uce 
a 346483 | 12494 | 8PDT 6.20 by leading manufacturers, Re A-H&H INDICATING SWITCH PLATES 
37 quire Very y ‘uses in appli 
: - pii- 
20 ances, hi-fi equipment, radios, 
3 EAGLE KNIFE SWITCHES ie Leia aay fae ster ue . ni 
> é ousing. Size, wide x ong. ount- 
0 3 eee Pee ee heaeye ing centers, 134”. Type S$-110-S is heavy duty; . 
3 Suty applications in making aes S a a2 sous ERE pee ee (] fl 
— and breaking power circuits. at 795, 0-8 amps; Type 81574, 3 amps; Type 
Ruggedly built and compact S60A, 4am’ aa * . 3008 4 am: Ts pe sao For Toggle or Rotary Switches. 1%” 
ia size. Ideal for limited 0.5 amps. Type aR has 346” BN iia with 0) diameter polished aluminum plate for use 
space applications—for any ss5) prong guide, solder lug terminals, spring return. with toggle or rotary switches. Has 4” hole. 
mps power control such as motors, transmitters, Type $-110-S has screw terminals; all others Attractive appearance; etched on black back- 
ala ae or for stage lighting equip- | have hot-tinned solder lugs: UL, Approved. | ground, Shpg. wt. 2 oz. 
idle ent. Provide smooth, easy action. All units *Indicates Wirt; + Stackpole; gA-H&H; all 34 B 151, NET EACH 
rated 25 amperes, 125 volts AC. All have screw 2 rli i, v 20-Up, EAC 
a : others made by Carling. Av- shpg. wt,. 3 oz. p, EACH......---> 
Alc ey secs abel eae ESTE Stock | Mfr's NET EACH Ws Toggle Switches. Nickel-plated “O 
35¢ which is porcelain. Av. shpg. Wt., 9 02- No T Acti ae or Toggle Switeh’s- ‘ickel-pla' m- 
5 ype on 10-24|25-Up | Off plate. Has %2 diameter hole for 
——______—__ ner EAcH | 34 B496|SS-6f |SPDT switch shank. 
Boek Lied Action| Size 1-9 |10-Up as pane S05 oT ll¢ i 8¢ 33 4 bee 2 oie Bobet oe ot an eae 59 
Sab G84\ 612 SPST liar” [ge | Ive | 348 148/StIeS Spst_| 49¢ | 44¢ | 39¢ wig 2pss0teneeee eee 
34 B Bag) o13 [SPDT Pent | 338 42¢ | Sae1eals-aio |DPDT | 70¢ | 63¢ | 52¢ (P] 78s 2888s ease stamping. Keyed to fit 
3 4 887| 614 |DPST Lyxt #4!) 32¢ | 29¢ 34 B491|SW724*|SPDT | 22¢ 20¢ | 18¢ switch shank. Reads “On-Off.” For 144" diam- 
a = pee Bis Baek 2%x1 7%) 36¢ | 33¢ 34 B 492|SW725*|DPST | 22¢ 20¢ | 18¢ eter shank. Shpg. wt. per pkg. of two, 2 oz. 
sHexie"l 24¢ | 21¢ 33 B 9531815748 |SPST_ | 24¢ | 20¢ 17¢ 34 B |57. Package of | EN 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, lilinois 


Carling, Ohmite and J-B-T Switches 


CARLING SWITCHES 


MOMENTARY AC TOGGLE SWITCHES 


A selection of dependable bat-handle toggle switches designed for 
AC: applications. Circuit maintained only while switch handle is 
held in position. A spring returns handle to previous position when 
handle is released. Excellent for test equipment, control panels, 
instrumentation, etc. §3-position with center “Off,” momentary 
’ either side. t3-position with center ‘‘Off,’’ one side momentary, 
other side maintained. Handle is 114” long. Stem length, 154”; dia. 
154,"-32 thread. Screw terminals. U.L. Approved. Shpg. wt., 3 oz. 


Stock Mfr’s _Amperes | 4.9, | 10-Up, 

No. Type |Fig-) Action [55/260 v| EACH | EACH 
34 B 056) 6FA54-73 | A |SPST noo. | 15 10 68 -61 
34 B 388) 6FC54-73 A |SPDT§ 15 10 -78 ont 
34 B 059) 6FC58-73 | A |SPDTt 15 | 10 178 ‘71 
34 B 062) 6GK54-73 | B |DPST n.o.| 15 | 10 mel 1.00 
34 EB 065| 6GMS54-73 | B |DPDT§ 15 | 10 tie. | late 
34 B 392] 6GM58-73 | B |DPDTt 15 | 10 laze ‘1.40 


MOMENTARY SPST AC-DC TOGGLE SWITCH 


(@ Type 110-M-NO-93. With trigger handle. For instrumentation 
and test equipment use. Normally open. Lugs are silver-plated. 
AC-DC rating: 6 amps, 125 volts; 3 amps, 250 volts. Stem length, 
1%". Stem dia., 1542”-32 thread. U.L. Approved. 3 oz. 

34 B 149. 10-Up, EACH............. 6i¢ 1-9, EACH........ 68c 


HEAVY-DUTY PLASTIC-TOGGLE AC SWITCHES 


iD} Extremely compact AC switches for limited space applications, 
Require only 44” behind panels. Ideal for instrumentation and 
development use. Rated 15 amps at 125 v. and 74% amps at 250 v. 
Solder lug terminals. !54”-32 threaded stem; 14” stem length, U.L. 
Approved. Shpg. wt., 2 oz. 


Stock Mfr's 1-9, 10-Up 
0. Type Color | Action | EACH EACH 
34 B312 | AA252-BL | Biack SPST 48¢ 44¢ 
34 B 313 | AA252-RD | Red SPST Si¢ 46¢ 


PUSH-BUTTON SWITCHES 


All are single-pole single-throw, normally open switches except * 
which is normally closed, and + which is a “‘push-push’’ switch 
(maintains open or closed contacts). § Doorbell type. 1542” dia. stem, 
%e" long. Shpg. wt., 3 oz. 


NET EACH 


J-B-T NON-SHORTING ROTARY SWITCHES 


An excellent selection of rotary selector switches. 
All moving contacts are fully enclosed to minimize 
dirt and corrosion, except *SS-14-1 laminated 
plastic type with open contacts. Made of durable, 
molded bakelite, with rigid 3-post deck suspension. 
Average contact resistance only 0.007 ohms; in- 
sulation resistance above 50,000 megohms. Current- 
carrying capacity, 1 amp; momentary, 5 amps. 
Rated 2000 volts rms between contacts and ground. 
All are continuous rotation type. *SS-14-1 has 13 circuits and 1 “‘off” 
position. Type MS-14 has 13 circuits and 1 ‘‘off’’ position per deck. 
lar indexing, 25°43”, MS-20 will handle up to 19 circuits and 1 
“o) ”' position per deck. Supplied with knob. Av. shpg. wt., 6 oz. 


Stock Mfr's Total|Positions NET 
No. Type Gang8/pojes| Per Pole | DePth) EACH 
35 B 258| *SS-14-1 sf 1 14 14” 2.10 
46950) MS-14-1 1 1 14 eo 2.20 
B951| MS-14-2 2 2 14 1%" 2.80 
468952) MS-14-3 3 3 14 1%" 3.40 
34 B 953| MS-14-4 4 4 14 | 1s | 4°45 
4B 954) MS-14-6 6 6 14 2%" 6.50 
B955| MS-20-1 1 1 20 15%" 2.80 
4B956| MS-20-2 2 2 20 1” 3.60 
34 8B 958| MS-20-4 4 4 20 13%” 5.90 
34 B 959! MS-20-6 6 6 20 23%” 8.30 


ETCHED DIAL PLATES. For the J-B-T rotary switches listed above. 
Raised bright metal numerals are easy to read against the dull black 
finish of the dials. Diameter, 234”. Shpg. wt., 1 oz. 


Stock No. | Mfr’s Type| Calibration | Angular Indexing | EACH 
B960 EP-13 Off thru 13 25° 43” 

34 B96! EP-14 1 thru 14 25° 43” 

34 B 962 EP-19 Off thru 19 18° 23¢ 

34 B 963 EP-20 1 thru 20 18° 

228 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Hlinois, 


AC AND AC-DC TOGGLE SWITCHES 


A large selection of rugged, highly dependable toggle switches for 
wide range of medium and heavy-duty power applications, # 
toggle switches in the table below are maintained-contact sty! 
Have bat handles, 154)” stem length, except Types 110-25, 112-25 
216-25 and 316-25, which have ball-handle construction, with 7 
stem length. Stem diameter is 1542”-32 thread on all toggle switches 
*Indicates 3-position switches, with center off. All others have & 
positions only, and no center position. tIndicates switches havin 
screw terminals with 6-32 binding-head screws; thas wire leads 
others have solder lugs. U.L. Approved. Av. shpg. wt., 3 02. 


AC TYPES 
Stock Mfr’s Amperes 1-9, |10-Up. 
No Type |Fig-| Action [i557 260 | EACH | EACH 
34 B 183| 2FA53-73_| A | SPST | 15 
34 B385| 2FA54-73t | A | SPST | 15 
34 B 425| 2FB53-73 | A | SPDT | 15 
34 B 386| 2FB54-73t | A | SPDT | 15 
34 B 184| 2FC53-73 | A | SPDT*| 15 
34 B 387| 2FC5473} | A | SPDT* 
34 B 187| 2GK53-73 | B | DPST 
34 B 389| 2GK54-73t| B | DPST 
34 B 188| 2GL53-73 | B | DPDT 
34 B 167| 2GM53-73 | B | DPDT* 
34 B 391! 2GM54-73t| B | DPDT* 
AC-DC TYPES 
34 B 380) 2DA25-73}| H | SPST | 12 6 
34 B092| 110-25 J 6 3 
34 B 093| 112-25 J 3 1 
34 B094| 216-25 j 3 1 
34 B 095] 316-25 J 3 1 
34 B 096| 2BB62-73 | J 6 3 
34 B 097| 2BK62-73 | J 6 3 
34 B 098] 2BL02-73 | J Oe fei 3 
34 B 180} 111-16-73} |.... 6 3 
34 B 175| 110-73 j 6 3 
34 B 177| 112-73 j 3 1 
34 B 178| 216-73 j 3 1 
34 B 179] 316-73 J 3 1 


OHMITE POWER-TAP SWITCHES 


Rugged, highly dependable power tap switches for 
wide variety of high-current applications, Feat 
large, solid silver-to-silver contacts. All ceramill 
body construction for extra strength and troubl 
free performance. Model 111 is rated at 10 ampere 
@ 150 volts, AC; diameter is 1344”. Model 212 is rat 
ed at 15 amperes @ 150 volts, AC; diameter is 2% 
*Two-in-tandem types, rated same as single units 
U.L. Approved. Shpg. wt., 111, 5 0z.; 212, 10 as 


MODEL 111 MODEL 212 
Stock 
No. Taps) Rotation each enon Taps | Rotation 
34B226| 2 | 30° 3.63 |34 B238| 3 x 
34 B 227| 3 60° 3.74/34 B239| 4 t% af 
34B228| 4 90° 3.86/34 B 322+ 4 8.13) 
34 B229| 5 120° 3.98]34 B240| 5 7.6 
34 B220*| 5 120° |11.19|34 B241 6 7 “= 
34 B 230/| 6 150° 4.10|34 B321*| 6 ge -_ 
34 B 231 | 7 180° 4.21|34B242| 7 7.9 
34 B232| 8 | 210° 4.33134 B243| 8 8.1 
34 B 233 | 9 | 240° 4.45|34 B244| 9 8.3 
SEB RS 1 | ide | 465182 Bade | 19 cag 
34 B 293+| 11 300° 11260 oy maT A Mee ; oa 


CO DELAYED-ACTION WALL SWITC 


“Path of Light” wall switch provides illuminatie 
for you to walk out safely before lights go off. Hels 
prevent accidents from groping and stumbling in the 
dark, Ideal for the shop, basement, garage, office, porc& 
etc. Turns lights out about a minute after thrown 
“off’’ position, Easy to install. Capacity: 10 amps @ 129) 
volts. Shpg. wt., 5 oz. 

ONE il oe. vie « Saisie Taw's s dve ks 


EAGLE FLUSH-MOUNT PUSHBUTTON SWITC 


Type 188. Momentary contact. 6-leaf spider secures swit 


& in ¥%” hole, Ideal for signalling bells, lights, similar us 


Y,” shank depth. Screw terminals. Shpg, wt., 2 oz. 
Set Bk PINs 9, PET) BACH cis) 2c Ss ice aN Ava edad 
OS Ee, ay Senay age 


Switchcraft and Acro Switches 
SWITCHCRAFT QUALITY SWITCHES 


itches. Flat frame construction provides frame Ultra-compact lever-action switches. Require 
sable to any stack of contact springs. Simple, less than half the space normally required for a 
et action movement. Excellent for replacement lever switch. Long springs without “forms” at 
% electric appliances and in the design of new 

‘aces, Conventional spring stack assembly with 
— 4 Tees Silver gees rated aes amperes 
wolts One-piece, black button and shaft. $4” diameter threaded | amps, 120 volts, non-inductive load. Length, 
%* long. With locknut and washer. §n.o. means normally open; mexas normally open. *3-position type. Types 3034 and 30341, are 
‘seans normally closed. Shpg. wt., 3 oz. operated to close either of two circuits keeping t 
Mfr’s Action§ NET 3035 and 3035L 
Type Pol Di A 

xP ores ae EACH 1542” mtg. hole. Shpg. wt., 3 oz. 

1001 SPST n.o. I 62 m 

Spring Return Locking Action§ NET 


1002 ce + 
1003 L Stock No.|_ Type Stock No.| Type Poles Diag. | EACH 
1004 0. . 34 .B465| 3001 [348 471| 3001L |SPST, n.o. I 1.15 
1006 ye 34 B466| 3003 [34 B 472| 3003L |SPDT Ill 1.32 
1009 34 B467| 3004 [34 B 473| 3004L |DPST, n.0. 1.47 
E ae 34 B 468) 3006 }34 B 474| 3006L |DPDT Vv 1.62 
Pe itcnse, ae limited ee ee oa One niees 34B485| 3009 |34 B 484 3009L |3PDT XIL 2.00 

and s! . ac utton; Tr utton. Nickel silver 
contacts. Spring sections are insulated. %” threaded fue a4 BEP nat aA = ave ra SUD Pee ae 1 ae 
% pie Recommended for low-level currents only. 34 B 464) *3035 34 B 477| *3035L |DP 9-Cktt VIII 1.53 
S mounting hardware. Shpg. wt-, 3 0%. 348 478| +3036 |34 B 479) *3036L |DP 2-Ckt TX 5 ae 
Action 34 B 470| *3037_ 134 B 476| *3037L |DPDT, n.o. x 1.73 
Diagram 
“TINI-SWITCHES” 


Subminiature push-button switches for limited space 


SPST applications. I eally suited for use in microphones, radio 
SPST m0, ll and automotive test instruments, inter-communication 
S ae I 53¢ systems, electro-therapy equipment, etc. Quality con- 
P Il 59¢ structed throughout. 34” threaded shank, 14" long. 
For low-level currents only. Require °%” ‘behind panel. *n.o. means nor 


mally open; n.c., normally closed. Shpg. wt., 3 oz. 


Action* 
Stock Type Stock Type |___“c8"* ___ NET 
No. (Rea) No. (Black) Poles Diag. | EACH 
34 B 831 951 34 B 834) 961 SPST n.0o. I ae 
34B832| 952 |34 B 835 962 |SPST n.c. Il ae 
34B833| 953 134 B 836 963 |SPDT IIL 259 


si mounting; Types 923, CORD-TYPE PUSH-BUTTON SWITCHES 
Hand-held switch for use on control cords. Consists of a Type 903, 


front of panel. All are ra 
imum). Shpg. wt., 2 oz. i 
Action | NET 903D, 913, or 913D momentary-action “button” switch (left), 
threaded into one end of a bright nickel-plated sleeve. Action is 


load, AC (30 watts maxi 


Stock Type | —__— 
No. (Black) Poles Diag. SPDT; Diagram III. A precision, easily operated switch for re- 
Ill mote control of recorders, lights, counters, many other devices. 


SPDT 

SPDT XI F{ Sleeve is 1%” diameter and 2%.” long. Shpg. wt., 4 oz. 
SPDT III FY 35 B 422. Type E903 Reds NET... occ. 00 0 ves <)-es sey 
SPDT 35 B 424. Type E913 Black. NET......0.++5 5400350 eee 


SWITCHCRAFT STACK SWITCH KIT ACRO SNAP-ACTION SWITCHES 


Wedel K-101. Kit of com- 

ment parts for assem- 
“Weng or repairing stacking 
‘itches. Used in relays, 
‘emote control units, elec- 
‘wenic organs, etc. Kit 
“eesists of 74 springs in 9 
“S@erent thicknesses, over 
05 phenolic spacers and 
‘esulators in 7 variations 
@ design, hard-rubber in- 
eelating tubing, two dif- 
Gerent sets of stack assembling pins, two roller 
eeemblies, assorted contacts, lifters, pushers, 
‘=c. Shpg. wt., 1% lbs. 9 70 


34 B 837. NET.......:. cece rere eee . 


SUBMINIATURE 
SWITCHES 


Ki 
Precision-built, snap-action switches. Current ratings given are 


at 125 volts AC. Pre-travel given in inches; operating force in 
ounces, except *grams. All switches are SPDT except 3D05-5P 


a 


K SWITCHCRAFT 
=~ hich is SPST normally open, and 3DC5-5P which is SPST 
27 noriall closed. All have solder terminals, except }screw ter- 
aS SCHEMATIC DIAGRAMS minals. *p-48L has hinged leaf actuator ‘and is designed for 
13 very light pressure applications requiring a full rated switch. 
5 ony 
b2 1MD1-IA and 2MD3-1A are standard pin plunger types; can be ganged for multiple circuits. 
30 “ - 1C@MD1-2AXX_ and 2CMD1-2AXX are pin plunger coin machine types; operate on extremely 
34 - 7 light pressure. 1@MD1-2AXX-A22 has hinged wire leaf bracket assembly; 2CMD1-2AXX-A24 
Ie : j has hinged flat ribbed leaf actuator assembly. QPD-1000 is a panel mounting, overtravel plunger 
iS type; BRD2-5L is standard leaf actuator type; BRD2-1A-1S is a basic switch—step_ base style; 
= BRD2-2M-1S has roller leaf actuator; BRD2-5L-1S has plain leaf actuator, BRD2-70-1S is 
33 
51 , short overtravel plunger type; BRD2-1P-1S is panel mounting, overtravel plunger type. tin 
36 | a a iv inches. Av. shpg. wt., 4 0z. NET EACH 
Stock Mfr’s ; Oper. Pre- i eS 
No. Type Fis. | Force | travelt ee ged 
35 B0O16| TD-48L A 12* Yo 2Hox Yex 1! He” 10 2.02 
= 35 B009| 1MD1-1A B 3-60z.| Ye 10 | 1.45 
35 BOI9 2MD3-1A B | 6-100z.| Ve 10 1. 
Co aed 35 BO20 1CMD1-2AXX C | 20-27* | .040 SU 4x Hox Ha” 3 i 
oo 35 BO2!I 2CMD1-2AXX C | 33-44* | .040 > | 
ry ool 32 B 024| 1CMD1-2AXX-A22|_D |_2.5*_|_.040 fa 
35 B 030 2CMD1-2AXX-A24 E | 33-44* | .040 SH 4x Hox "3h" 3 | 
VII Vill 35 B 028) 3DO5-5P F |10-150z.| .06-.09 Sex? %2" dia. 12 | 
35 B 029] 3DCS5-5P F |10-150z.| .03-.06 5x2%2" dia. 12 | 
35 B 394| QPD-1000 G _|20 oz. .050 3Yox23/2" dia. 10 | 


B SERIES SWITCHES WITH MICRO EQUIVALENTS 


Stock Mfr’s Micro Fig. Ores aay, Size Amps 


—_— — 
No. Type Equiv. 
33 B 968|/BRD2-5L BZ-2RL H |45 oz. V6 1x! Yex1'%e" 10 
3 BRD2-1A-1St|BZ-2R-A2 J. |9-130z.| .020 1x13/4x2%e" 15 
i 2 156  |1x134x2%e” 15 
M 


33 B 969 

33 B 970| BRD2-2M-157|BZ-2RL2-A2 

33 B 971|\BRD2-SL-1St |BZ-2RL-A2 Zoe. | 156 |1x134x2%e6" | 15 
33 B 972|BRD2-70-1St |BZ-2RD-A2 9-13 oz.|.010-.025|1x134x2%e" | 15 
33 B 975(BRD2-1P-15t |BZ-2RO1-A2 | N_|9-1302.].010-.025 ixtoxl Ho” 


oo 
» 4 Xll 
Write, Wire or Phone for Prices on Quantities Larger Than Those Indicated 


Centralab Switches 


PA-2000 Series. Precision ceramic rotary 

switches. High Q, low-loss steatite body. 

Rated 2amps @ 15 v. DC, 150 ma @110v. 

AC. Oval-shaped, 114x1%.—” diameters; 2" 

P spacing between sections. 30° indexing. Shaft 

: 17%” long, 4” diameter; bushing 3°-32 thread, %” long. *Type 2042 
has 1 off and 9 progressively shorting positions. Includes mounting nut, 
lock washer and 1%” black pointer knob. Av. shpg. wt., 6 oz. 


Shorting Non-Shorting Sec-|Total| Pole NET EACH 
StockNo.|Type|Stock No.|Type/tions|Poles| Pos. 1-4 6-Up 
5 B095/*2042).........]..... 1 1 2-10 | 2.12 | 1.80 
4 B 900) 2000/34 B 921| 2001) 1 1 2-12 | 2.32 1.98 
4B 901/ 2002)34 B 922) 2003) 1 2 2-6 2.32 1.98 
34 B 902) 2004/34 B 923) 2005) 2 2 2-12 | 3.32 | 2.83 
34 B 903| 2000/34 B 924| 2007) 1 3 2-5 2.32 1.98 
34 B 904/ 2008/34 B 925] 2009/3 3 2-12 | 4.23 | 3.60 
34 B 905) 2010/34 B 926) 2011) 2 re 2-6 3.32 | 2.83 
34 B 906| 2012/34 B 927) 2013) 4 4 2-12 | 5.09 4.33 
' 4B 907| 2014/34 B 928) 2015) 1 § 2-3 2.32 | 1.98 
34 B 908) 2016/34 B 929) 2017) 5 5 2-12 | 6.09 | 5.18 
7 B 909} 2018/34 B 930; 2019) 1 6 2 2.32 1.98 
4B91 2020/34 B 931} 2021) 2 6 2-5 3.32 2.83 
BQI1| 2022134 B 932) 2023) 3 6 2-6 4.23 | 3.60 
4B 912) 2024/34 B 933) 2025) 6 6 2-12 | 7.06 | 6.00 
4 B 913) 2026/34 B 934) 2027) 4 8 2-6 5.09 | 4.33 
34 B 914! 2028/34 B 935 2029) 3 9 2-5 4.23 | 3.60 
34 B915| 2030/34 B 936) 2031) 2 | 10 2-3 3.32 | 2.83 
ae B 919} 2038/34 B 940| 2039) 3 | 15 2-3 4.59 | 3.90 
B 920! 2040134 B 941| 2041) 3 | 18 2 4.59 | 3.90 


MINIATURE PHENOLIC SWITCHES 


PA-1000 Series. Rated 2 amps @ 15 v. DC, 
150 ma @ 110 v. AC. 30° indexing, adjustable 
stop. 1%4x1%_" diameters; 4%” spacing between 
sections. Shaft, 17%4x4"; bushing Axf. Mtg. 
hardware and 1%" knob. Shpg. wt., 5 oz. 


UNIVERSAL AND INTERCOM SWITCHES 


— High-quality rotary action switches. Have laminat 
phenolic sections §4” thick. Voltage breakdown is 1 
volts rms to ground. Rating: 2 amp at 15 v. DC; 1 
ma at 110 v. AC. Metal is cadmium-plated. All are 

indexing except 1443 and 1445 which are 15°. Shafe 
17%" long, 14" dia. full round. Bushing, 34"-32 thread 34” long. *1” behing 
panel. +4” behind panel. §Positive in 2 pos., spring return in 3rd. All ai 
non-shorting except ¢. Av. shpg. wt., 4 oz. 


’, 
sf a rece Description 

34 B 088 | 1443*t | SP, 23 pos., with stop 

34 B 085 | 1450t 4PDT 

34 B O87 | 1451t 4PDT, spring-return 

34B071 | 1448* 6P, 3 pos., spring-return 

34 B 072 | 1449*§ | OP, 3 pos. 

34 B074 1445*} SP, 23 pos., cont. rotation - 


INTERCOM AND RADIO SWITCHES 


’ NET EACH 
ots mrs Description 1-4 6-Up_ 
34 B O80 | 1460 SPDT phono-radio switch. 
346081 SP-3-position selector 1.06 -90 
34 B 082 DPDT bandswitch 


34 B 083 
34 B 084 
35 B 235 


34 BO073 


SPDT spring return 
DPDT spring return 
DP 3-position 


SP-4-position W/AC sw. 


1.06 +90 


1465+ 1.76 1.50 


LEVER-ACTION SWITCHES 


Low capacity. Use singly or in groups. *Shortim 
type; others non-shorting. Front plate and ley 
cadmium-plated. Index: tPositive; §Spring-Returm 
1466, 1467 are Positive and Spring Return; $1475 
tube tester replacement switch. 174x%6x1¥2". Mts 
ctrs., 154”. Knob and mtg. screws. Av. wt., 3 om 


SEPARATE ASSEMBLIES FOR MAKING MINIATURE SWITCHES 


Type PA Phenolic Sections Only. Carry the same ratings as above 
miniature switches. Excellent RF characteristics. Adjustable stop. With 


hardware. Shpg. wt., 2 oz. 


Shorting Non-Shorting | Total | Pole NET EACH 
StockNo.| Type |StockNo.| Type | Poles | Pos. 144 6-Up 
BOs80| 30 |35B085) 31 1 2-11 
280m) 2 secs 2 | 2 | 23 | ose | ze 
32 Bogs3| 36 135 B088| 37 a 2 


Type PA Steatite Sections Only. Custom and standard switches can 
be assembled by using these sections. For use with PA-300 Series index 
assemblies, shown below. Shpg. wt., 2 oz. 


Shorting Non-Shorting | Total | Pole NET EACH 
StockNo.| Type |StockNo.| Type | Poles |_ Pos. 1-4 6-Up 
35 B 040) PA-0 |35 B 045|PA-1 1 2-12 

5 BO41| PA-2 [35 B 046|PA-3 2 . 1.18 1.00 
5 B042| PA-4 |35 B 047|PA-5 3 2-5 . A 
5 B 044| PA-8 135 B 049/PA-9 6 2 

35 B 240/PA-18 1 2-11 


35 B 238/PA-i1 


PA-300 Series. Shaft and Index Assemblles. Contains index, pointer 
knob, adjustable stop plate, spacers and fibre washers, tie bolts, nuts, 
lock washers and instructions. 30° indexing. Shpg. wt., 3 oz. 


NET EACH 
Mfr's Shaft 
<e Type Length Sections 1-4 6-Up 
B 300 2° 1-3 1.35 1.15 
- a B ee 301 a 4-6 1.76 1.50 
33 B 094 302 or 7-9 2:32 | 1198 


SERIES 2500 SWITCHES—STEATITE INSULATION 


Rotary switches. Excellent for RF use. Switch, 1 54x 

1%" diameter. }4" spacing between sections for 1 

¢ 5 and 2 section switches; 1” spacing for switches over 

2 sections. Bushing, %" dia.x%” long. Shaft, 17%”. 

Positive 30° index; adjustable stop. Includes mounting nut, lockwasher, 
and 11%” black pointer knob. Av. shpg. wt., 6 oz. 


Shorting Non-Shorting | Sec-|Total| Pole |NET EACH 
StockNo.| Type Stock No.| Type |tions|Poles| Pos. 1-4 | 6-Up 
5 B 214| 2500 [35 B 225| 2501 1 . 2-6 
5 B 215) 2502 }35 B 226) 2503 1 1 2-11 32 | 1.98 
33 B 216} 2504 |35 B 227) 2505 | 1 1 | 25 |2 ‘ 
5 B 217| 2506 |35 B 228) 2507 1 3 2-3 
35 B 218] 2510 [35 B 229) 2511 2 2 2-6 
35 B 219| 2512 [35 B 230) 2513 2 2 2-11 3.32 | 2.83 
a2 B 220] 2514 |35 B 231| 2515 2 4 2-5 .; w 
B 221| 2516 |35 B 232| 2517 2 6 2-3 
5 B 223| 2522 135 B 201} 2523 3 3 2-11 
f 32 B 224| 2524 135 B 202! 2525 | 3 6 | 25 | 4-23 | 3.60 


Shorting Non-Shorting | sec. |Total| Pole NET EACH 
StockNo.|Type| Stock No.|Type/tions/Poles Pos. 1«4 5-Up 
B 1000}35 B 065| 1001; 1 1 2-11 1.73 1.50 
33 B 630 1002]35 B 066] 1003) 1 2 2-5 1.73 1.50 
35 B 052! 1004/35 B 067) 1005) 2 2 2-11 | 2.53 2.15 
3 B 053| 1006/35 B 068) 1007) 1 3 | 2-3 42 |, tpO 
' 38 B 054) 1008/35 B 069) 1009/3 3 2-11 | 3.18 | 2.70 
B 055} 1010/35 B O70} 1011/ 1 4 2 1.73 | 1.50 
ee0eg Wee eer| is) | 2/38. $9] gle | ae Bozita 
BE 027) 1014/32 B opal ioe] 2 | 6 | 23 | 2:53 | 215 | 34B 095|45 
8B 1020/35 B 075| 1021) 3 6 2-5 3.18 | 2.70 
33 B bee 1024)35 B O77} 1025| 2 8 2 2:45 2.18 
35 B 063! 1026]35 B 078) 1027] 4 8 | 25 3.73 | 3.18 a 


Allied Gives You Lowest Prices—Highest Quality—Best Service 


Po EA. | 6-Up, EA. 
3 

34 B O27 |1455 3 

34 B 025/1456*$/34 B 030 /1457§ 2 

34 B 024/1459*7}34 B 029 /14587 2 

34B0 ; 


23|1466* 134 B 028 |1467 


4 
4 
2 
wevegeiis shown 0s 35 B 19811475 2 


MOUNTING PLATES. For single or multiple mount: 
of lever-action switches. Black wrinkle finish steel. *Chrome 
plated. Av. shpg. wt., 4 oz. 


Stock No. Type Switches Size 1-4,EA.|5-Up, EA 
34 B 050 P1755 1 34x2 54" 29¢ 25¢ 
34805! P1756 2 144x254" 29¢ 25¢ 
34 B 052 P1757 3 24 x2%" 29¢ 25¢ 
34 B053 P1758 4 3x2 54" 29¢ 25¢ 
34 B 060 P221* 2 2% x44" 62¢ 53¢ 
34 B O61 P222* 1 24% x44" 62¢ 53¢ 


SERIES 1400 SWITCHESPHENOLIC INSULATION 


Laminated phenolic-insulated rotary switch for use in bam 
change and general tap switch applications. Compact d= 


sign. Size: 154x174” dia. Bushings, 4x3". Shafts, 174° — 
4" spacing between sections, except 1” on 3 and 4-section switches ™e 2 
ating: 2 amps at 15 v. DC; 150 ma at 110 v. AC. Has positive 30° iz 
dexing. With mtg. nut, washer, 134” knob. Av. shpg. wt., 6 oz. MIN 
Shorting Non-Shorting |so¢-\Total| Pole |_NET EACH Bech-! 
StockNo.| Type |StockNo.| Type |tions|Poles) Pos. | 1-4 | 5-Up Gocs- 
35 B 182| 1400 |35 B i63| 1401; 1 | 1 | 2-6 — 
35 B 183| 1402 (35 B 164/ 1403, 1 1 2-11 dd 
35 B 184) 1404 135 B 165| 1405| 1 | 2 | 2-5 | 2.06] 1.75 a 
35 B 185| 1406 [35 B 166) 1407 1 3 2-3 oi 
35 B 186| 1408 35 B 167| 1409 | 1 rate: a 
35 B 187/ 1410 [35 B 168) 1411 2 2 2-6 
35 B 188] 1412 35 B 169) 1413 2 2 2-11 Stoc 
35 B 189) 1414 [35 B 170] 1415 | 2 4 2-5 2.53 | 2.15 ME 
35 B 190| 1416 [35 B I71| 1417 2 6 2-3 34 FE 
35 B 191| 1418 [35 B 172| 1419 | 2 8 2 34 
35 B 193) 1422 [35 B 174/ 1423 | 3 3 2-11 18 | 2.76 a4 Ft 
35 B 194) 1424 )35 B 175| 1425 3 6 -S 3.18 | 2.70 
35 B 197| 1430 [35 B 178) 1431 4 8 2-5 3.75 | 3.18 


|e 


P-270 Series. Shaft and Index Assemblies. Complete hardware for 
1400 Series switches, above. Also fits 2500 series steatite sections 
(Spacers, tie-rods, etc.). 30° indexing. Shpg. wt., 3 oz. 


Stock No. Type Shaft Sections |1-4, EA.|5-Up,EA 
35 B 497 P-270 a 1-3 1.35 1.15 
35 B 499 P-272 af 6-10 2.32 1.98 


AUTO RADIO SPEAKER SWITCH 


Type PK300 Switch Kit. Contains a complete assembly 
for switching between dual speakers such as auto rear 
i seat and front seat. Etched dial-mounting plate; dust 
speaker switch. Pointer knob is black, split knurl. Wit® 
screws, instructions. Shpg. wt., 4 oz. 

34 BOs, NE Mle. co, cast fuck: ee ee, Baaay 88e 
34 BO86. Type 1483 Switch. SP 3-pos. switch for rear_deck aute 
speaker. 2 amp @ 15 v. DC. Silver-plated contacts, 2 0z. NET ....7 


176C 


161C 


.-<¢ 
oO 


contact ceramic-section selector switches. For minimum RF losses. 


Mallory Switches 


TYPE 1200L & 1300L MULTI-GANG SWITCHES 


Versatile multi-gang switches 
for servicing and industrial ap- 
plications. Have 1 fixed and 1 
adjustable stop, silver-plated 
contacts, solid silver rotor con- 
tact slugs, and phosphor-bronze 
springs. 3- and 4-gang spaced 1”; 
all others 4”. 2” notched shaft. 
Shorting-type make before break. Require %¢” mtg. hole. Wi 
and hardware, less mtg. plate. Use 34 BB 600 plates below. 
tional ‘‘off’’ positions with all circuits open. Av. shpg. wt., 8 oz. 


th bar knob 
*With addi- 


NET... 
LEVER-ACTION SWITCHES 


tive-indexing, lever action switches— 
& shorting or non-shorting contacts. In- 
sing in 2, 3 or 4 positions with 20° spacing 
een positions. Types 142, 6143 and 
have mounting brackets with round 
es spaced for 15%” centers. 5124 and 5224 
elongated mounting holes in the brack- 
spaced 236" to 234" apart. Phenolic resin 
siation. Maximum non-breaking current resistive load, 
s> and hardware. Shpg. wt., 4 oz. 


o 
o 
a 
a 


5 amps. With 


NET EACH 


Positions 
Per Pole 


SHORTING 


NON- 
SHORTING | Poles 


No. Type No. 
SEB 382) 5124 | 34 B383 


MB 365) 6142 
Eo 


B366 6143 
“HAMSWITCH" TYPE 151L 


Two-section, 5-position switch; 1 pole per 
ection. Non-shorting type. Excellent for 


see eeitching meter circuits. 2%" spacing be- 
Be Seeen sections. Rated at 1000 volts AC (rms) 
4 “= 1500 volts DC. 60° indexing between po- 
£74 “sions. With brass bushing 4” long, 3” dia. and 2” long, 4%” dia. shaft 
36 geoved at popular lengths for easy cutting. Complete with knob, nut 
St Sed lock washer. Shpg. wt., 6 oz. 

34 B 318. 5-Up, EACH........- 2.25 1-4, EACH.........- 2.65 

ee 

band TYPE 13124L 24-POINT TAP SWITCH 
ct de Single circuit, 24 position, non-shorting switch. Continuous rotation. 
1%" |" bushing. 2” grooved shaft. Useful in test equipment. 15° indexing 
chen ‘etween positions. With knob, dial plate and hardware. 6 oz. 
0° in. 34 B 295. 5-9, EACH.............. 2.3 1-4, EACH........-> 2.71 


MINIATURE PUSH-BUTTON SWITCHES 
Pesh-button switches for limited-space applica- 
Sens. Eight circuit combinations. All switches 
sted below are non-locking; contact is madeonly 
hen button is depressed. Silver contacts. Frame 
« cadmium plated. Mount in single hole, He” 


“75 ameter, on panels up to 44” thick. Mtg. radius 
i 1Y%6". Mtg. depth is %»” min. (Type 1011) and 
——— 4” max. (Type 1018). Voltage breakdown, 500 v. DC. Shpg. wt., 3 oz 
Stock No. | Type Action 1-4, EA. |5-Up, EA. 
AS 4B 432 | 1011 | SPST—Make -67 Wy 
34 B 433 | 1012 | SPST—Break -67 7 
34 B 434 | 1013 | SPDT 77 -66 
70 34 B 435 | 1014 | DPST—Make 2 -84 ae 
ie 34 B 436 | 1015 | DPST—Break 2 84 72 
“A 34 B 437 | 1016 | DPDT 1.02 87 
34 B 438 | 1017 | DP—Make 2, Break 1 .02 87 
ek 34 B 439 | 1018 | DPDT—Make before break 1.41 1.20 
100s. 
TYPE 3122 TV ANTENNA SWITCH 
,EA, Eficient, high-quality antenna switch; for applications where 2 separate 
Ss entennas are used with 1 set. Just turn the switch to select desired 
1B antenna. Easily mounts on TV rear safety panel. 11%4” dia; shaft, 1346”, 
solder terminalis. Complete with bar knob and all mounting hardware. 
_—— Shpg. wt., 4 oz. 
BALE 296) NETindovs caweeh ot oeerceha tocseogeestnerepapaeee 1.06 
nb TYPE 1400L CIRCUIT OPENING SWITCH 
dual Opens any one of 12 ‘‘lines’’ for insertion of current reading meter while 
Vith “through” circuit is maintained on other 11 lines. Multiplying resistors 
can be wired so that when switch opens line, proper resistor is insert 
8¢ in circuit. For test sets, tube checkers, etc. ‘Shaft, %” dia.; length, 2”. 
wte With bar knob, dial plate and hardware. Shpg. wt., 6 oz. 
73¢ 34 B 290. 6-Up, EACH..... 3.90 1-4, EACH.......--+++- 4.59 


& 
5-Us 
1.38 non-shorting. Silver plated contacts. Maximum non-breaking cur- 3 - 
1.05 resistive We Be ae 2 gong have pate mocen eqD ee Shorting Non-Shorting | Gangs| Total noe NET EACH 
za ned 174"; all others have 1” spacing between waters- indexing, Poles 
a = Hoe: Mn base dia.; use slmtes below Gad at Might: 2” grooved Stock No.) Type |Stock No.) Type "S| Pole| 1-4 | 5-Up 
1.65 knob and hardware. *Additional “Off” position. §Rated 1000 v. 34 B 201/12111 |34 B 251 1311L 1 1 11 
1.80 Sad 100 watts. Av. shpg. wt., 8 oz. 34 B 202/1215L*34 B 252/1315L* 1 ee 5 
34 B 203|1213L*/34 B 253|1313L* 1 3 3 | 2.05 | 1.74 
Mtr's | Gangs | Tota! | Positions NET EACH 34 B 204/1212L%434 B 254/13121*) 1 4 2 
a Types Poles | per Pole 1-4 5-Up 34 S 206 12211 | 34 5 256 16351 3 z 1 = a 
1 1 il 4 ~ 57\1325 
3338 1 2 5 2.33 1.98 34 B 208|1223L*34 B 258/1323L* 2 6 3 | 2.53 2.16 
B329 1 3 3 34 B 209|1222L*134 B 259 1322L* 2 8 Z 
B33! 2 2 il 34 B 211\1231L |34 B 261 1331L 3 3 T1 | 3.18 | 2.70 
@ 8 332 2 4 3 3.31 2.82 34 B 212\1235L*/34 B 262/1335L* 3 6 5 | 3.18 | 2.70 
3 B 333 2 6 3 34 B 214\12411 [34 B 264/1341L 4 4 11 | 3.74 | 3.18 
eB 335 3 3 11 34 B 215|1245L*134 B 265|1345L* 4 | 8 |.s 3:74 | 3.18 
Se B 336 3 6 5 4.23 | 3.60 34 B 216\1251L 34 B 266/13511 3 5 | 41 | 4.02 | 3.42 
a8 337 1 1 a 2.12 1.80 34 B 217\1250L 134 B 267)1356L 5 10 6 | 4.45 | 3.78 
<2 B 338 at 2 4 S00 | 2.55 34 B 218|1261L [34 B 268)1361L 6 6 11 | 4.72 | 4.02 
Ss B 339 3 3 a 3'88 "30 34 B 21911206L 134 B 269 1366L 6 12 6 | 5.40 | 4.59 
348340 | eset : - a 4-72°| Sao 31003 & 3200) SINGLE-GANG SWITCHES 
5 Cc 5 losed, low-vol! i : a 
488 Dial Plate. For 160C switches, above. Shpg. wt.. 202. 19¢, peeing ter 7224 ow voltae See Brg oe 


With bar knob and nut. All 11%." base dia. types 
have adjustable stops. For band switching, etc. 
Use plates listed below. Shpg. wt., 4 oz. 


Storng__Wom-SPonss pu olfe] Bee [MEE ue 
Stoc °. ype oc °. ype tions a - -Up 
34 B 300) 3115]|34 B 350| 3215J| 1 | 5 | 1%" 

34 B 301/31112) 34 B 351/32112J 1 12 14" 

34 B 302] 3122)/34 B 352) 3222J| 2 | 2 | 1% 99c| 84c 
34 B 308) i eails4 B 353| 3223)| 2 | 3 | 14° 

34 8 302] 31203/34 B 354| 3220)| 2 | 6 | 1%" 

34-8 305| 3134)|34 B 355| 3234J| 3 | 4 | 1%" | 1.02) 87 
34 B 302) stias[a4 B 356| 3242)| 4 | 2 | 1%" | 102] .B7 
34 B20) stassfa4 B 357) 3243)| 4 | 3 | 14", | 1.02) 87 
34 e207) siti7sfad B 358|32117)) 1 | 17 | 1%%er | 1.52) 1.29 
34 B 309) 31295|/34 B 359| 3229J| 2 9 1N4e" 1.52] 1.29 
34 B 310| 3136J/34 B 360| 3236] 3 6 1146" 1.63| 1.38 
34 8 319] 3tesi34 B 361 3263y| 6 | 3 | ie" | 1.63! 1.38 


Shpg. wt., 2 oz. 


30° SPACING 
FOR 11” BASE SWITCHES 


Type| Marking] Type) Marking 


20° SPACING 
FOR 111" BASE SWITCHES 


eS 
Type! Marking | Type Marking 


372 | 1 to2 384 |Off 1 to4 | 453 | 1to3 474 | Off 1 to4 
373 | 1 to 385 |Offito5 | 454 | 1to4 475 | Off 1toS 
374 | 1to4 386 |Offi1to6 | 455 | 1 to 476 | Off 1 to6 
375 | 1toS 387 |Off1to7 | 456 | 1 to6 477 | Off 1to7 
376 | 1to6 388 |Off1 to8 | 457 | 1to7 478 | Off 1 to8 
377 | 1to7 389 |Of 1 to9 | 458 | 1 to8 479 | Off 1 to9 
378 | 1 tos 390 |Off 1 to 10] 459 | 1 to9 480 | Off 1 to 10 
379 | 1to9 Bidin Dale siess 60 | 1 to 10 | 481 | Off 1 to 12 
380 | 1 to 10 461 | 1 toll | 482 | Off 1 to 12 
381 | 1 toil 462 | 1 to 12 | 483 | Off 1 to 13 
382 | 1 to 12 467 | 1 to 17 | 484 | Off 1 to 14 
383 |Off 1 to 3I. 473 |Off 1 to 31 486 | Off 1 to 16 


34 BB 650. Specify Type. 12c 


7 
aeper rds Description ace 
34 B 670 369 0-100 plate for volume control 2i¢ 
34 B 620 391 Increase type plate for volume control 2i¢ 
34 B 622 393 0-10 plate for rheostats and pots 2\¢ 
34 B 624 396 0-10 plate for wire-wound controls 2\¢ 
34 B 623 394 1-24 position; 15° opening l2¢ 


RB254 UNIVERSAL MOUNTING BRACKET 


“L" shaped Universal Mounting Bracket for baseboard or rear support 
mounting of all Mallory circuit selector switches, volume controls and 


jacks. Shpg. wt., 2 oz. 
34 8420. NET 15c 


LARGEST STOCKS—BEST SERVICE 


Make Allied your headquarters for all your electronic 
finest order- 


needs. Our largest stocks and world’s 
handling facilities assure you of efficient, personalized 
service and immediate shipment. 
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Time Switches and Program Timers 


“SKIPPER” 
TIME 
SWITCHES 


Handle up to 12 
On-Off operations— 
Can be set to skip 
one or more days— 
U.L, Approved 


Type T171 


Permit ‘‘skipping” control cycle. Have 2 
dials: a time dial and a day dial. To skip 
any days, small skipping screws are in- 
serted into the day dial. ‘‘On’’ and off” 
trippers are set in the time dial. Special 
“cutout’? tripper advances the day dial 
every 24 hours. Up to 12 on and off opera- 
tions per day can be obtained by adding 
extra ‘‘on and off’ trippers. Range: mini- 
mum “on” or ‘‘off’’ time, 1 hour; maxi- 
mum, 23 hours. Switch may be operated 
manually. Automatic reset resumes time 
cle, Silver contacts are rated 35 amps at 
125 volts (4000 watts). Steel case; gray 
finish. With three skipping screws, one on- 
cutout and one off tripper, and_instruc- 
tions. 734x5x3”. U.L. Approved. For 110- 
120 volts, 60 cycle AC. Shpg. wt., 4 lbs. 


StockNo.|Type|Action| List NET 

78 B315| T171| SPST | $17.95 11.67 
8 B316| T173| DPST| 19.95 | 12.97 
8 B317| T175| SPDT | 19.95 |_ 12.97 


TRIPPERS & SKIPPING SCREWS 


Type 107T19A. On-Cutout Trippers. 
Replacement for “Skipper” types only. 


Bina we. 3 oz. 
3398319, NET EACH............ 20c 


Type 79T8A. Skipping Screws. For 

SPS per” types only. Shpg. wt., 8 oz. 

78 B 364. Pkg. of 2, EACH PKG... .9¢ 

Type 107TBA, Set of ‘On and Off” Trip 
ers, For all Inter-Matic switches (except 
185). Shpg. wt., 2 oz. 

78 B 324, NET PERSET.......... 26¢ 


919 


© Ruggedly Built 
® Easy to Use 
© U.L. Approved 


MODEL 919 PORTABLE PLUG-IN 


Portable, 24-hour, plug-in time switch—fully 
automatic. Accurate, rugged, dependable. 
Operates air conditioners up to % ton, TV sets, 
house lighting, any appliance. Can be set for 
periods from 45 minutes to 23 hours, 15 
Minutes, in 15 minute intervals. Large face is 
easy to read; extremely simple to set. On-off 
levers for manual setting. Heavy-duty timing 
motor. Capacity 10 amps, 1100 watts. 54x 
ole U.L. Approved. For 110-120 v., 60 cycle 
AC. Shpg. wt., 3% lbs. 


78 B 304, List, $14.95. NET......... 9.72 
Extra Trippers. For above. Pair, 3 oz. 
78 B309. NET PER PAIR........... 35¢ 


MONTGOMERY PROGRAM TIMER 


MODEL M-24. Synchro- 
nous program clock provid- 
ing schools, factories, with 
automatic control of buz- 
zers, bells, etc., on a 24- 
hour schedule. Easily ad- 
justable; also has manual 
operation. Signals are ad- 
justable at 5 minute in- 
tervals; variable duration 
from 4-20 seconds. Mech- 
anism set to correct time by 
turning clock hands. 10 amp 
contacts. Easily installed by 
a anyone with some practical 
Wiring experience. With instructions. 11x8x4". 
U.L. Approved. For 110-120 v., 60 cycle AC. 


Shpg. wt., 12 Ibs. 
73°'6x'3 7 je BF 4 


X 351. $5 Down. NET.. 


232 


TYPE T101 TIME SWITCH 


Inter-Matic SPST time switch turns equip- 
ment ‘‘on”’ and “off’’ once in 24 hours. With 
extra trippers (uses Type 107T8A, at left) will 
operate up to 12 times a day. Trippers can be 
added without removing the dial. Minimum 
time between settings is 1 hour. Manual opera- 
tion does not interfere with settings. 35 amp 
contacts will handle a 4000 watt load at 125 v., 
60 cyc. Gray steel case with knockouts. Size, 
5x3x774". U.L. Approved. For 110-120 volts, 60 


cycle AC. Shpg. wt., 4 lbs. 

98 B 322. List, $11.95. NET......... 747 
Type T103. As above, but DPST. 

78 B 321. List, $13.95. NET........... 9.07 


Adapter Kit. Handy adapter kit makes the 
above units portable. Consists of 6 ft. cord, 
plug, etc. 10 amperes. Shpg. wt., 1 lb. 2 
Fo aas NET. 5. heehee sek Ll 


TYPE P101 TIME SWITCH 


Portable type, SPST plug-in time switch. 
Simple to install. Improved version carries a 
much heavier load than earlier models. Will 
handle any appliance that plugs into regular 
outlets. Provides many uses in the shop, 
store, or home. Easily set for from 1 to 12 
on-off operations per day. Minimum ‘‘on"’ or 
“off” time, 1 hr.; maximum, 23 hrs. Controls 
lamps, signs, electric roasters, radios, TV sets, 
etc. Can be used with up to twelve trippers 
May also be manually operated. Capacity: 10 
amps at 125 volts. 5x3x7%”. U.L. Approved. 
For operation from 110-120 y., 60 cycle. AC. 
Shpg. wt., 4 Ibs 

7@ 8314. List, $13.95. NET......... 9.07 


TYPE T185 TIME SWITCH 


Versatile switch that provides up to 14 “om 
off” cycles. Each cycle is independently com 
trolled and can vary from 5-60 min. Minimum 
interval between cycles, 13% hrs. Can be used 
SPST normally open; SPST normally closeé 
or SPDT. Perfect for applications requiring 
more than one “‘on-off’’ cycle in a 24-hom 
period. Up to 12 combination trippers may be 
placed on the 24-hour time dial at one time 
Rated 35 amps, 125 v., AC. Supplied with # 
trippers (1 for each ‘‘on-off’’ cycle). Size, 74m 
5x3”. U.L. and C.S.A. Approved. For 110-12 
volts, 60 cycle AC. Shpg. wt., 4 Ib: 

78 B313. List, $17.95. NET.......... 


Extra Trippers. For above. 4 o: 
78 BS36., NET SACK i... in.2d-scee 


78105 | 


® Depen 
— turnin 


TYPE T1965 TIME SWITCH 


Program timer for up to 96 operations in a 
hour period. Minimum ‘‘on”’ or ‘‘off’’ period 
15 minutes. Can be used for 24 hour control 
heating, ventilating and air conditioning sy= 
tems. Ideal for programming industrial muse 
systems. Easily set by depressing trippers loca 
ed on dial face. Trippers are permanently 
attached—cannot be misplaced. Large termi 
screws on bakelite board allow easy hookup 
Switch is SPST type, rated 20 amps. Will r= 
peat timing cycles without resetting. Sym 
chronous motor is low speed, high torque type 
774x5x3". U.L. Approved. For 110-120 v., 
eycle AC. Shpg. wt., 3 lbs. $2 Down. 
78 B 395, List $37.50. NET........ 


TORK TIME SWITCHES—INTERVAL TIMERS—PROGRAM TIMER 


4100 
MODEL 8001 PROGRAM TIMER 


Provides almost any timing combination of in- 


tervals which are multiples of 15 minutes. 
Combination repeats each 24 hours. 10-amp 
single-pole switch. 814x534x44%”. U.L. Ap- 
proved. For operation from 110-120 v., 60 cycle 
AC. Wt., 4 Ibs. 

78 B 299, List, $27.95. NET......... 18.17 


MODEL 948 “TORKMASTER" 


Recommended for low-cost installations where 
the same on-off time is required every day. 
Automatically turns electrical equipment ‘‘on”’ 
and “‘off’’ once over a 24-hour period. Minimum 
setting of timer is 2 hours. Easy to read, 24- 
hour dial is calibrated in 15-minute intervals. 
Switch is single pole with contacts rated at 35 
amps. Ideal for window lights, hallways, coal 
stokers, etc. May be opened by hand without 
disturbing adjustments. Screw terminals. 82x 
534x444". U.L. Approved. For 110-120 v., 60 
cycle AC. Shpg. wt., 4 Ibs. 

78 B 308. List, $11.95. NET......... Vira 6 


MODEL 4100 “HOURMASTER" 


Here’s a highly versatile, heavy-duty, SPST 
time switch. Features combination 1-hour and 
24-hour timing operation. Provides up to 24 
hourly ‘‘on” cycles. Each ‘‘on” cycle may be 
accurately set in 1-min. intervals for durations 
from 2 to 55 minutes. The operation as set on 
the 1-hour dial, may occur at any hour or hours 
of the day as set on the 24-hour dial. Can op- 
erate every 1, 2, 3, 4, 6, 12, or 24 hours. Use to 
control poultry feeding, crop curing, pumps etc. 
30 amps. 814x534x4¥4". U.L. Approved. For 
110-120 v., 60cycle AC. Shpg. wt., 9 lbs. 

78 B 295, List, $29.95. NET.. 19.47 


Your Satisfaction Is Guaranteed When You Order From Allied 


2925-P 1191 
SERIES 2925-P INTERVAL TIMERS 


Interval timers for automatic timed operation 
of electrical appliances rated up to 1100 watts 
Can be set for any time interval up to the max> 
mums shown below. Ideal for timed control of 
roasters, waffle irons, sun lamps, etc. Set 
ting pointer to desired time closes SPST 16 
ampere switch and starts interval—when time 
has elapsed, switch opens automatically. B ~ 
in AC receptacle. White enamel finish. Wit® 
cord and plug. 444x34x3". U.L. Approved 
For 110-120 v., 60 cycle AC. Shpg. wt., 2 Ibs. 


del T-5 
© series 


8538. 


trom: 


Stock No.| Type | oMax-)| List [EACH 
78 B 362/2925-1P | 1 Hour 


78 B347(/2925-4P | 4 Hours 
78 B 348/2925-12P/12 Hours 
78 B 349|2925-24P/24 Hours 


MODEL 1191 “LITTLE GIANT" 


Automatically turns electrical gear ‘‘on and 
off” at any pre-set time, once every 24 hours 
On-off dial calibrated in 15 minute intervals. 4 
min. required between settings. For 35 amp_ 
3500 watt lighting load (4000 watts heating 
load) or 1 h.p. single phase motor. Manus 
operation also. 814x534x4Y4”. U.L. Approved 
For 110-120 v., 60 cycle AC. 4 lbs. 

78 B 302. List, $14.95. NET......... ug 


MODEL 7D1191. As above, but dial revolvet 
once a week; automatic control each day or any 
combination of days. Min. setting, 2 hours. 
78 B 296. List. $27.95. NET......... 18.17 


MODEL 1191SK. Similar to 1191, but can 
set to skip 1 to 6 days a week. 
78 8B 297, List, $17.95. NET.....666.. 11 


$24.95 |16,22 


MODEL 2090 UTILITY TIMER 
Tompact, tip-resistant manual timer at 
tew cost. Accurately times countless 
sehold activities up to one hour. Has 
to-read dial calibrated in minutes. At- 
e white finish blends with any sur- | © 
ng. 344x3x214”. Shpg. wt., % Ib. t 
3 262. List, $3.95. NET........-2097 


05 PROFESSIONAL TIME SWITCH 


Dependable timer for automatically 
warning electric equipment off at any 
set time up to one hour. Rated 10 amps. 
. ULL. Approved. 334x3x314”. For 
125 v., 60 cycle AC. Shpg. wt., 1 Ib. 

8 263. List, $7.95. NET.......... 95 
el 78174 Photographic Time Switch. As 
se, but times up to 60 seconds, Has ad- 
able stop for repeat settings. 

3 264. List, $8.95. NET.........6.72 


9706 PORTABLE TIME SWITCH 


Excellent timer for automatically con- 

trolling electrical home appliances. Sim- 

plug appliance into unit, set timer for up 

“)-minute duration—shuts appliance off 
red time. Rated 10 amps, 33% x2x1%”. 

er 110-120 v., 50 cycle AC. % lb. 

B 265. List, $5.95. NET........ 4.56 

del 9702 Time Switch. As above, but for 

to 12 hours. 

TSB 266, List, $6.95. NET........- 


t 


I 


(0) 


and “off” at pre-set times. Also excellent for 


MODEL A-501 “*CLOCK-TIMER™ 
Combination clock and time switch, For 
automatically turning appliances “on” 


ontrolling radio, TV and high-fidelity sys- 
ems. Built-in alarm can be set to sound 10 


minutes after electrical unit is automatically 


urned “on”. A 0-60 minute sleep switch 


can be set to turn appliance or radio off as 
desired. Housed in a smart plastic case, 
finished in beige to blend with any decor. 


Jas built-in appliance receptacle rated 15 


amps, 1875 watts. 6 foot cord. 414x434x 
24%”. U.L. Approved. For 110-120 v., 60 
cycle AC. Shpg. wt., 2 lbs. 

78 B 267. List, $11.95. NET.... 


ig 


interval from 1 min. to 4 hrs. Pleasant toned 
buzzer sounds at end of interval and keeps 
going until turned off manually, An excel- 
lent signalling device. Timer is accurate 
within seconds and easily set with large, 
easy-to-read pointer. Plastic case. Clock 
and timing interval are both set from front 
panel. No installation is necessary—just 
plug the timer in. U.L. Approved. Has 6-ft. 
cord and plug. 414x434x2%4”. For 110-120 
v., 60 cycle AC. Wt., 2 Ibs. 


ee TA 


MODEL A-301 “TIME-MINDER” 


Combination electric clock and signal 
timer. Can be set to time any pre-set 


78 B 342. List, $8.95. NET......... 9997 


FOOT SWITCHES 


® linemaster Model T-51-S “Treadlite’. A 
compact, ruggedly constructed foot 
h at low cost. For low amperage loads. 
DT momentary contact; may be wired 


tion eermally open or normally closed. Rated 5 
it ts. wmps, 110-250 volts. Has rubber treading; 
a “id-proof rubber base pad. Black crackle 
Sete 7 on 

IGM SBS. NETS... oi. decce hemes aa a) 


Wedel T-51-S. As above, but with 6’ cord 


It : 
‘ith end series plug. Shpg. wt., 7% oz. 
red BD OGACINET (22s 54 phalanges 4,00 


lectromatic Model 
10. Snap-action foot 
ewitch. Provides an 
elficient means of 
ewitching electric 
motors and machines 
en and off. Promotes 
ssiety—operator can 


(G Recora “Announcemat”. Low-cost, prac- 
tical alarm system for stores, homes, 
offices, etc. Signals the presence of visitors 
or intruders. %” thick, heavily ribbed 
brown vinyl plastic. Completely protected— 
resistant to cleaning compounds, oils, acids, 
and most chemicals. Lies completely flat on 
floor, Plugs easily into wall outlet. With 
18x30” commercial-type Switchmat, trans- 
former with 6-f{t. cord and plug, 25-ft. cable 
and chime signal alarm. For 110-120 v., 
60 cycle AC. Shpg. wt., 19 Ibs. 

78 BX 358. $2 Down. NET....... 


{H] Recora Type NF-2 “Neptune” Switch. Easy 
operating foot switch—frees both hands 
for work. SPST contacts rated 7 amps at 
110 v. AC. Waterproof, brown plastic con- 
struction. Use indoors or out. With 6-ft. 
cord. 34x6x8”. Shpg. wt., 2 Ibs. 

TOG 292s NETS. . cB aay 2s 5.49 


Type PSN-2. As above, with addition of 
series plug-socket—allows switch to be 
plugged into AC outlet with controlled ap- 
paratus plugged into socket. 2% Ibs. 

7S BONG WETi ges ck ae PSe~ 88 6,27 


ind =stantly stop machine 
rs. by releasing pressure on switch. Normally 
Be epen SPST switch, 10 amps, 115 v. AC, 
on Metal case, 1x3x414”. Complete with 6’ 
ual Gne cord. Shpg. wt., 1 Ib. 
ed. MNNPO B°382. NET...5..0000srceeeees 5.48 
y 
2 Recora “Switchmat". (Not Illus.) Stepping 
ves en the “‘Switchmat” closes circuit that may 
ny be used to ring bells, operate door-opener, 
17 etc, Durable, corrugated vinyl-plastic mat 
conceals SPST switch (normally off). For 
be ese on bare floors, platforms, etc. Sensitive 
67 to any force over 5 Ibs. Resistant to oil, 


acid, most common chemicals, etc. 


The “Switchmat” provides highly reliable 
operation both indoors andout.Controls 110- 
volt circuit with non-inductive loads up to 
100 watts. Brown color; available in choice 
of two sizes. Mats are ¥” thick. Both mats 
come supplied with 10-foot leads. 
78 BX 355. 14x23”. 6% Ibs. NET. .15.20 
78 BX 356. 18x30”. 10 Ibs. NET....21.60 


Lowest Prices—Highest Quality—Best Service 


Js 7 twee a i eee ee eee 


® Exceptionally Easy to Operate 
® No Special Installation Required 


ee oa ee een 


MODEL A-211 “TIME-ALL” 


Time control switch for office, store or home, 
Excellent for controlling lights or ap- 
pliances, etc. Has manual control with auto- 
matic reset. Turns lights ‘fon” and “‘off’’ at 
pre-set times—gives house a “lived in” look 
to discourage prowlers while owners are out 
or away on a vacation. To revert to control 
cycle, simply release manual control from 
“permanent” position. 


Min. ‘‘on’’ time, 15 min.; max., 23 hrs., 45 
min, AC outlet for equipment to be con- 
trolled. Switch contacts will handle 15 amps, 
1650-watt load. Supplied complete with 6-ft. | 
cord, plug and instructions. Size, 5x4x214”. | 
U.L. Approved. For 110-120 volts, 60 cycle 

AC. Shpg. wt., 2 lbs. 

78 B 311. List, $11.95. NET........ 792) 


Model A-221. Same quality time switch unit 
as described above, but designed to handle 
7 amps, 875-watt load. Excellent for use in 
such light-duty applications as the auto- 
matic control of hi-fi music systems, home 
lights, etc. Shpg. wt., 2 Ibs. 

78 B 397. List, $10.95. NET....... 7:29 


TELECHRON CLOCK-TIMER 


® 


Electric 
Clock and 
Automatic 
Time Switch 


Turns on TY, 
Radio, Hi-Fi 
Music System, 
or Appliance 
At Pre-set 
Time 


An excellent value in a famous-name, com- 
bination electric clock and automatic time 
switch. Unit can be used for control of an 
AC radio, hi-fi music system, air condition- 
er, coffee-maker, hot plate, etc. Plenty of 
uses in the shop, Amateur station and lab- 
oratory, too—warms up” equipment at 
any pre-set time. The built-in SPST switch 
is rated 15 amps at 125 volts AC, 


All controls are located on the front panel, 
One of the switch controls permits selecting 
manual “‘on’’ and “‘off’’ operation, or auto- 
matic turning on of the controlled device at 
a preselected time within a 12-hour period. 
Automatic operation can also be employed 
with a signal alarm sounding 10 minutes 
after ‘fon cycle’ begins. The other switch 
control permits selecting a definitely timed 
“on cycle’ of up to one hour duration—can 
be used with radio as a “sleep switch.” 


Beautifully styled front panel has attractive 
gold finish. 314” square; 11346” deep. May be 
easily custom mounted. Has four mounting 
studs. Requires four %¢” holes 3%6” apart. 
For operation from 110-120 v., 60 cycle AC. 
Shpg. wt., 2 lbs, 
78 B A438, NET (Includes F.ET)......9.98 
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General Electric Lamps — Socke 


Precision 
manufactured, 
top-quality 
lamps de- 
signed and 
built for top 
Performance. 


Abbreviations under Base mean: S. C., F.—single contact, flanged; tubular; B—lemon shape; TL—Lens end, tubular (pre-focus 
.C., Bay.—single contact, bayonet; D. C., Bay.—double contact, type); FE—flat end; RP—reflector, pear shape; S—as P Fig. F. 
bayonet; Cand.—Candelabra. Under Bulb Style; G—globe; T— Types 1847, 1891 are for Ford and Chevrolet automobiles. 


a GENERAL-PURPOSE MINIATURE - ese eat NEON GLOW LAMPS 
miniature, except: *Midget flanged type; tpre-focused candelabra. For 105-600 v. i A Y 
Av. shpg. wt.. 1 lamp, 2 oz; box of 10, 4 oz. te ng a igh tg ee ag Silanes 
Stock Mfr’s | ce: Bulb NET EACH peccseee 2 base—for 105-125 v. operation; others require exte! 
No. _| Type | Fi8-] Volts | Amps Som | TH apes (Tee | fitch bcigheness tere ee hee eee es ae bes ot 10. a 
52E 344|PR2| A | 24 | 0.50 B-3%4| .20] .13 | -!2 ee : . = 7 
Mfr ; NET EACE 
BoE S37 | PRa| A|23 | 02 B34) -20) -13 | 12 | “ow _| Type_| Fie. | Watts | vote | aoe 
52E 338] PR9] A | 27 | 0.15 B-3%| .25] .16 IS 52E 370) NE-2 M 65 Wire Term. 10 Serie: 
52 E 387 | PR-12| A | 5.95 | 0.50 B-3%4| .20] .13 |_-12 32 E 396 TNE2H | M | |..2.- Wire Term. 12 $ 
E98 2 |..|63 |0.15 G-3%| .25| . WIS 3 55 ~ Wire Term. ts 
Besant bits | 030 34) -23) -16 | :1g | S2E 826|sne-16 | s 367 | T-4% | D.C. Bay. Gand. | [63 
S52E30!| 14 | H | 25 | 0.30 G3%] 117] wth | 10 52E 827) NE-W7 | S$ 55 D.C, Bay. Cand. 90 
52£303| 27 | H | 49 | 0.30 G-4%4] 117] 11 | 10 52E 822| NE-21 | T 55 $.C. Bay. Cand. 95 
52E302| 31 | H | 62 | 0.30 G-4%| .20] 13 |_.12 52E 801| NE-30 | W 60 Edison 1/20 
526385 | 39 |c|63 | 0.36 7-3%| -30| .20°| -l83 | 225 Std) NES | x D.C. Bay. Cand. | 1.20 
52£305| 40 | B| 68 | 0.15 | Screw T-3%! .15| .10 | .09 SZE:809/ NEM. ¥ Edison 1:85 
BZE306/ 41 | 8 29 | 0.50 | Screw 1-34) .13) «10 93 52 E 806) NE-40 | Y Edison 2.70 
07 B | 3.2 | 0.35 | Screw -3%4| 120) .13 | - 52E 816| NE-42 | Z k. D.C, Bay. Cand.| 2. 
52E308| 43 | ¢ | 25 | 0.50 | Bayonet T3%| 15] 210 | _:09 52E 807| NE-45 | R Cane, a as 2-82 
ere2rs| |e ($2 [8 [Geet [Esl as S3bSis| NES | be eet | 28 
d i jayone'! ss % eee Oe sens . 
BeEsti| |B) e8 | 02 Screw 34 I5| 10 | O9 | 52€395|+NE-5IH) ON S.C. Bay. Min. .23 
47 - 15 ‘ayonet S 52 E 360) tNE-56 Ww i * 
52E313| 48 | B | 20 | 0.06 | Screw 13h —— | 526 3¢! NES? R a 
52E314}| 49 | C | 2.0 | 0.06 | Bayonet T-3% 362) {NE-58 Cand. Screw 95 
52E315| 50 | H |} 68 |1c.p.| Screw G-3% 52E 397) NE-77 | M 3-Wire Term. «55 
Be es2) HES LIEB Bevonet =| eas) IS] IO | OF | 52£060! Ness | M 2-Wire Term. :20 
52E369| 53 3 | 144 |0.12 | Bayonet G-3% 
52E320| 55 | J | 68 |2c.p.| Bayonet G-4% ARGON GLOW LAMPS a 
52E660| 57 | J | 12-16|2c.p.| Bayonet G4%} .15] .10 | -09 P; lue-violet light—near- i iati *Av.& am pl: 
Bee eo) 87 | [36 |2e.0 Bayonet | SAT 338] 1S | :12 | 1000 bivees tev. tie, 3000 bres Av. we. SP ee toaer kee ae tt 
52E06! | 67K| H 13.5 |4c.p.| Cand. G6 | .30] .20 | -!8 z : 4 . = : Coil 
BDE321| 81 | 3168 |6c.p|S.c. Bay. | G6 | 25) 16 | -!3 SZE 81) [ARs | R |e ete lieea a pe soc 
25E317| a |3|68 |6c. G6) asl “te “13 52E810 |taR-1 | Z| 2 | 65|S-14 | Edison 1.90 | 1. cies 
52E325| 2 | dD | 12 | 0.2 ¥L-S.1| oR] = sles mpl 
Se327 | 18 |e] 12 [os | sce | bar — AC-DC LAMPS © Serie 
22: a .25 | Screw - R t 1500 h i \ F 
B5E 331 | 223 |..|22 | 0.2 | Screw |Fe3%| 17] ll FO ee te ileal far ase tehtiad amall panel opcaliage, os indicator all 
52 E 333 | 224 E | 2.15 | 0.22 | Special TL-2% etc. All lamps are for 120 volts except * which is for 230 volts. tH 
52 E 334 | 233 | H | 2.2 #| 0.27 | Screw G-3% tubular lamp—all others, G-E. Av. shpg. wt., 4 oz. 
52E339| 248 | H | 25 | 0.80 | Screw G5%| .20] .13 | .12 KNo.| T ig.|W. = .|50-Up, & 
256319) 313 | c | 28 |o.17 | Bayonet | 1-3%| 135| (23 | [21 StockNe.|_Type _|Fia-(Watte|— Base ee ae 
52 £ 323 | 327 |. | 28 | 0.04 | S.c.mid* |T-1%| :90] .59 | .55 52E349| 686 JAA) 6 Cand. Screw 
52 £377 | 328 6 |020|SC.Mid* | 7-1%| :70| :46 | :43 52E352| 6S6DC)/AA| 6 |D.C. Bay. Cand. 
526378 | 425 | H|5 | 0.50 | Screw G-4%] 117] 11 | 210 SEE PS Ales ye Sate ete 
52E 658 | 428 | H | 12.5 | 0.25 | Screw 64%! 17) wt) | .10 E 77 | BE| 7 |\Gand- Sa 
52 332 | 432 | H | 18.0 | 0.25 | Screw G-4%| 20) .13 | -12 ecb eee Goria 
52E 652 | 433 | J |18 | 0.25 | Bayonet G-4%| 120) 213 | 12 52E£356|§ 7c7W | BB) 7 |Cand. Screw 
52E 342 | 605 | H | 6.1 | 0.50 | Screw G-4%| .17| st1 | 210 52 £351| 10C7DC/ BB| 10 [D.C. Bay. Cand. 
52 E664 |1129 | F | 6-8 |21c.p.| S.C. Bay. $-8 | .35| .23 | .2! 52 E 350!t es SEE 
52E 650 |1133 | G | 6-8 |32c.p.'S.C.Bay.  |RP-11 | .40| .26 | .24 
SpE So! lum | ¢ | s3 fbosieo nce Wu |1-09) “66 | ek TOR NEON, ARGON AND PILOT LAMPS 
oe he .C. Pret. " e . . 
52E 659 |1446 | H | 12 | 0.20 | Screw G-3%| .20] .13 | .12 FRR “ 
52E 341 |1447 | H | 18.0 | 0.15 | Screw G-3%| .20) .13 olh2 
52E 661 \i449 | H| 14 | 0.20 | Screw G3%| .15| .10 | .09 Ss 
BSE 662 \1458 | J | 20 | 0.25 | Bayonet |G-5 | -20) 213 | -12 sOr 
52E 653 |1477 | B | 24 | 0.17 | Screw T-3 | .40| (26 | .24 at A, 
52 E 654 |1487 | B | 12-16 | 0.20 | Screw T-3%| [20] (13 | .12 3 Z | — 
52E 655 \1488 | C | 14 | 0.15 | Bayonet | 1-34] .20) .13 | .12 ae © : 
52 E 340 |1490 | C | 3.2 | 0.16 | Bayonet T-3%| .17| .11 .10 
52E 656 |1493 | F 16.5 | 2.75 | D.C.Bay. |S-8 |1.05| .69 | .64 
52E399 list | F |5 |060]|S.c.Bay. |S-8 | .60) .39 | .37 (ee) (HH) 
52 E 326 (1768 B/6 0.20 | Mid. Screw | T-1%| .75| .49 46 Reducer fits into socket to convert to most commonly used types 
52 E 657 |1815 € | 12-16 | 0.20 | Bayonet T-3%| .20] .13 12 bulb bases. *Socket with hard rubber insert in metal shell. Av. s 
52E 324 |1820 | c | 28 0.10 | Bayonet T-3%| .40| .26 24 wt. for sockets, 3 oz. Av. shpg. wt. of reducers, 2 oz. f 
Be oe> Ve 2 aS oe Bevcnet ven aa sea < StockNo.; Fig. Description 1-49, EA.|50-Up, { 
z Bt ayone' “3%) a s . F rae a 
Reeees tes | clase loz | mabey. Itoe! ciz7l ci | Oe | So 6 Beel Ge | Minsture ectew socket ie ; 
52 E 852| DD | Candelabra screw socket 45 
TUNGAR BULBS 52 E 855| CC Candelabra screw socket AS 
S Ms * : : 1 52 E 853| EE*| D.C. bay. candelabra socket 29 
Used in battery: soot a ‘For movie projectors. 1% anes 52 £ 856| FF YC hawt canddlabia. socket 35 
No. Type Fig. |Amps| NET No. Type | Fig.) Amps | NET 52 E 857| FF S.C. bay. candelabra socket 459 
9E 900 | 12x825 2? |4.41 |9E 904) 199049 | L | 6 | 4.77 | 52 E606] GG | Edison-to-Cand. reducer 19 
6£901 | 2060501 | K | 2 | 4.41 | 9 905|*217283| L | 15 | 9.19 | 52 E 639) HH | Candelabra-to-Min. reducer AS 
9 E906 | 20x672 5 15.52 |9E 907) 16x897| .. 22a 52 E 634| HH | Intermediate-to-Cand. reducer .07 
$e 903 | issoas | LC | 6 | 4.7719 908) 45x674| .. | 6 114.70 | 52 £638! JJ__| Edison-to-Inter. reducer 15 
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LF INCH ENCLOSED ASSEMBLIES 


Geries 81410X. Rugged, aviation-type 
eecket shell with smooth jewel in 4” holder. 
T-3% miniature bayonet lamp. Size, 
‘ ; requires 1%” mounting hole, Fits 
hick, Black nickel finish. 
T-3% miniature lamp; 


Mfr's | Cap | 1-9, | 10-Up 
q Type_ Color |EACH EACH 
196) tit Red ; : 
197| it yreen 
196; 135 | white | 19 | 1.07 
199| 113 Amber 


Mfr's | Jewel | 1-9, | 10-Up, 
5 
6} 81-112 | Green 
Sa 
8 = 
HALF-INCH OPEN ASSEMBLIES 
Jsup to 4” thick. With mounting washer. 


acement Jewel Caps for Above, Wt. 2 02. 
Type | Color EACH| EACH 
81-111 | Red ‘ 
31-135 | white | 16c | 4c 
81-113 | Amber | 
Series 857B. Requires an '%” mtg. hole. 
s" lens. 2” long. Tinned solder terminals. For 
lamp. Uses type 44, 47 or 51 bulbs; see 
=. bulb listings. Shpg. wt., 4 oz. 


ok Mfr's | Jewel | NET \100r More, 

2. _Type Color |EACH| EACH © 
£545 yey SS, 
reen 

433 |Amber|44¢| 40c 
434 Blue 


a oe 


PILOT LIGHT SOCKETS 
Seeular Dialco assemblies. Rust-resistant cad 
m plating on all brackets. Have terminal 
‘ees of tinned brass to facilitate rapid solder- 
Coil spring construction on all bayonet 
;. Supplied complete with high- 
eeeie insulating washers. See G.I. bulb listings 
«complete selection of miniature screw lamps 
‘er Series 500), bayonet lamps (for series 700), 
sea candelabra lamps (for Series 600). Av. 
wt. per pkg. of 5, 6 oz. 5 per package, 


MINIATURE SCREW 


i 


— er 
ono . 


Mfr's! Fi Per \5Pkgs.or More, 
. Type" '9*| Pkg. Per Pka. 
400} 501 | N 35¢ 3i¢ 
401) 507 | P 3a¢ 29¢ 
402) 504] R 35¢ Bl¢ 
410] 505] S 35¢ 3l¢ 


CANDELABRA SCREW--115 VOLTS 


~{Mfr's| -. Per |5Pkgs.orMore 
| Type Fig.| Pkg. Per Pkg. i! 
601 | N 
408| 004| R| 45¢ Alc 
409) 605 |S 


MINIATURE BAYONET 


Stock |Mfr’s Per |5 Pkgs. or More, 
Type|Fig.| Pkg. Per Pkg. 
4) 701 | N 39¢ 35¢ 
5| 707 | P | 32¢ 28¢ 
3| 704 | R | 39¢ 35¢ 
6| 705 | S | 39¢ 35¢ 


PILOT LIGHT LENS CAPS 
An economical selection of all-purpose 
faceted-jewel pilot light lens caps. In 
three popular sizes—34”, %” and 'Vo” 


2 diameters; choice of red, green and 
14 amber. Attractively finished holders 
41 are polished nickel-plated brass. Mount 
14 is panels up to %” thick. Require "M6", Ae” and 
26 %:" mounting holes, respectively. Av. shpg. 
x4 mt., 2 oz. 

\ Stock No. 4-9, |10-Up, 
ye a Red | Green | Amber |EA.| EA. 
6 Wa"\52 E 444/52 E 445/52 E 446 |24¢| 22¢ 
4 "52 E 490/52 E 491/52 £492 |ll¢| 10¢ 
ae Mo"l52 E 447/52 E 448/52 £449 |13¢! lee 


Dialco Indicator Lights 


ONE-INCH ENCLOSED ASSEMBLIES 


115-volt, enclosed pilot 

p assembly. Black bakelite and brass. 
Tlas faceted jewel in chrome-plated holder. 
Candelabra screw socket. 1” mounting hole. 
*Not recommended for neon; all others for 
neon or incandescent. For type S6 bulbs. U.L. 
Approved. Shpg. wt., 4 02. 


{c} “ee. es 313101. 


“Stock | Mfr's | Jewel | 1-9, | 10-Up, 
Boe! tam Type Color |EACH EACH 
52E460| 431 | Red | =e 
225984) 255 | Keaber 
mber 
B25 a08| 437° | ciear | 22| 110 
52 E511 434 Blue* 
52 E512) 435 | White i 


| Series 312901. As above, except with 6” 
wire leads instead of solder lugs. Has fric- 
tion-fit, chrome-plated cap. 1” mtg. hole. U.L. 
Approved, Less S6 candelabra lamp (see G.E. 
bulb listings). Shpg. wt., 4 oz. 


Stock | Mfr's | Jewel | 1-9, | 10-Up, 
No. _Type | _Color EACH| EACH 


sprigs il |e 

Treen 
eee day isis Amber | hO2)| Loe 
25 £488] 117 | Clear 


ONE-INCH OPEN ASSEMBLIES 


(E] Series 75. 115-volt open-type pilot lamp 
assembly with faceted jewel in chrome- 
plated brass holder. Candelabra screw socket. 
Solid brass construction. Friction-fit chrome- 
plated cap. 1” mounting hole. Less S6 lamp 
(see G.E. bulb listings). Shpg. wt., 5 oz. 


Stock | Mfr's | Jewel | 1-9, | 10-Up, 
__No. _Type Color |EACH| EACH 
52 E500/ C-431 | Red 
25 E301| C432 | Green |7Oc| 63¢ 
52 E502| C-433 | Amber 


REPLACEMENT JEWEL CAPS 
For Series 312901 Indicator Assemblies. 
Shpg. wt., 2 oz. 


| Mfr's | Cap | 1-9, |) 10-Up 

_|_ Type _Color EACH EAC 

eieiceat st ae 
~ sTeen 

6| 31-113 | Amber] 42c] 38c 

8| 31-117 | Clear 


Red 
Green 
Amber 
Clear 


Series 75, 910, and 313101 
4 
4 


42¢| 38c 


PILOT BULB REMOVER 


Designed to expedite 
installation or re- 
moval of miniature 
and candelabra 
lamps. High-grade rubber. Wt., 2 oz. 
52 E550, NET 


DRAKE NEON INDICATING LIGHTS 


Type 110 “Flushlite.”’ Neon indicating 
light, enclosed in translucent plastic base. 
For operation from 110-125 v., AC or DC. 
Size, Yaxl74x%e"- Has 14%” mounting centers. 
Shpg. wt., 2 oz. 
78 E061. 10-Up, EA...41¢ 1-9, EA..45¢ 
Type 105 ‘‘Post-lite.”’ Panel light for oper- 
ation from 65-130 v., AC, or 90-130 v., DC. 
Length overall, 24%”. Requires 2” mounting 
hole. Complete with mounting nut. Shpg. wt., 


2 oz. 
78 E062. 10-Up, EA...58¢ 1-9, EA..65¢ 


Type R115 ““Taperlite.” 
Neon lamps with resistor 
installed inside, for opera- 
tion from 110-125 volts, AC 
or DC. Require ¥%” dia. 
mounting hole. Shpg. wt., 2 oz. 

53 E 192. 10-Up, EA...71¢ 1-9, 


Ea,.79C 


See Page Preceding for a Complete Selestion of Bulbs Available From Stock 


NEON INDICATOR LIGHTS 
(i) Series 95408X and Series 95408XH. Hn- 
closed neon indicator lights. Series 95408X 
have built-in 56,000-ohm, 4 watt resistor for 
NE-S1 neon lamps in 105-125 v. AC-DC cir- 
cuits. Series 95408XH (*) have built-in resistor 
of 18,000 ohms for use with NE-S1H ee 


brightness” neon glow lamp on 105-125 v. 
2Ye" long, 6” hole. Black nickel finish. Meet 
MIL-L-3661, CSA and U.L. requirements. 
Less lamp (see G.E. bulb listings). With mount- 
ing nut. Av. shpg. wt., 3 oz. 
Stock |Mfr’s| Stock Mfr’s | Cap 

No. Type No. Type | Color 
52 £504 | 931 | 53 E 142| 931H* |Red 
52 £ 505 | 933 | 53 E 143) 933H* |Amber 
52 £ 506 | 935 | 53 E 144| 935H* |White 
52 £507 | 937 | 53 E 145] 937H* |Clear 
1-9, NET EACH.........45 a) 
10-Up, EAGH.-@s 6.5 0us0ame REAR - 1,07 


NEON PANEL ASSEMBLIES 


except * with 18,000 ohm resistor for NE-51 
lamp for use with 105-125 | 


shpg. wt., 3 oz. 


Stock |Mfr’s| Stock Mfr's | Cap 

No. Type No. Type | Color 
52 £581 | 931 | 53 E 146] 931H* Red 
52 £ 582| 933 | 53 E 147) 933H* |Amber 
52 £583 | 935 | 53 E 148) 935H* |White 
52 © 584| 937 | 53 E 149| 937H* [Clear 


10-Up, EA.....61¢ 1-9, NET EA.....68¢ 
Replacement Plastic Caps For Above. 2 oz. 


Stock Mfr's 1to9,| 10-Up, 
No. Type | Color |EACH| EAC 
52 £565 (95-931 | Red | eae 

25 E 566 |95-033 | Amber 
25 E 67 (95-035 | white] 19c| I7c 
33 E568 |95-937 | Clear 


MINIATURE AND CANDELABRA SCREW 
OPEN TYPE ASSEMBLIES 


Series 510, 610 and 710, Open-type visual 
indicator light assemblies, with faceted 
sean Require 46” mounting hole. With solder 
ug terminals. Series 510 uses T-3% miniature 
screw-base lamp; 610 takes G6 candelabra 
bulb; Series 710 uses I-34 miniature 


screw 
bayonet type. Less lamp. Av. shpg. wt., 2 oz. 
Series |___. Stock No." ae 
_No. |_ Red Green | Amber |EACH 
510 |52 © 475|\52 E 476|52 E477 
210 |83 © $40|S2 £ 541152 E542] 2IC 
_710 152 € 480/52 E 481/52 E 482 


Series 810. Screw and Bayonet Typos. 

With faceted jewel. Require '%6” mounting 
hole. With solder lug terminals. Use miniature 
bulbs. 810M takes T-3%4 miniature bulb with 
screw base; 810B uses T-3% miniature bayonet- 
base bulb. Less lamp; see G.E. bulb listings. 
Av. shpg. wt., 2 0z. 


Stock No. 
No. Red Green | Amber |EACH 
BIOM |52 E 450/52 £ 451/52 E452 32 
810B |52 £ 453/52 E 454152 E455 c 
(u) Series 910 Screw Types. Open miniature 
and candelabra screw types. Chrome-plated 
brass jewel holders and faceted jewels. 114” 
long; require 1” mounting hole. Miniature screw 


types take T-3% bulb. andelabra screw types 
use S6 bulb. Less bulb. Shpg. wt., 3 oz. 


NET 


Series 


Min. Cand. NET | 10-U 
Color Screw Screw |EACH| EAC 
Red 52 E 430|52 E 440 
Gea, (23 £43182 £441| Ze | 64¢ 


Amber [52 E 432 52 E442 


Series 910 Miniature Bayonet Type. 

Open assemblies with chrome-plated brass 
jewel holders and faceted jewels. 114” long; 
require 1” mounting hole. Take T-3% bayonet- 
base bulb. Less bulb. Shpg. wt., 3 0z. 


tock NET 10-Up 
rte Color | EACH EACH 
52 420| Red 
35 £421| Green 7\c 64c 
33 £422) Amber 


235 


Littelfuse Fuses and Mountings 


CARTRIDGE FUSES FOR RADIO, TV & INSTRUMENTS 


TYPE 3AG STANDARD FUSES TYPE 4AG SLO-BLO FUSES 


Series 312000. Quick to medium i 3 
acting fuses for short time-lag uses. sat eal Peet oea sige | ae 


High operating temperatures do not quirements. Open within 1 hour 


affect fuse characteristics. 1}4x}4”. oa cht hs 
Pkg. wt.,20z. 5 fuses per package. ones 26 hag Cobre SRS 
BUDE, Eas UR ae as- 
20 Pras. : 20 Pkes. sembly takes up thermal expan- _. Fi lizati tea = 
sion and contraction; eliminates cyclic fatigue, crystallization an $3 
ens Hab es re Per Pkg. bs fertck sae Ld Per Phe, ing link fracture. Size, 1%4x%2”. Shpg. wt., 2 oz. 5 fuses per ai = 
B 3/4 | 250 |528 20 Pkgs, 33 
Ve 35 33 B 336 ts 250 238 $33 $ig a Amps | Max.| Stock Per | or more,} Amps | Max. stock vad of me 53 
15/100| 250 |52B671|O2C| D3c | 1% | 250 [528 235| 25¢| 2I¢ Volts} No. __| Pkg. | Per Pkg. Volts |__No.__| Pkg. | Per 53 
75 | 250 |52B 672 2 250 |52B 236) 25¢| 21¢ 2/10 | 250 |52B994 3 250 |52°B 989 53 
3/16 | 250 |52B 161 3 250 |52B 237| 22¢| 19¢ 1/4 | 250 |52B985 32/10] 250 |52B 947 2 
B231 4 |\250 \52B 2308 3/10 | 280 (358 995|1.09| .93 | 5 | 32 |528990|.8 
1/4 | 250 |52B 23 52 3i¢| 26¢ 
3/10 | 250 |52B 673 5 | 250 |52B239| 31¢| 26¢ 1/2_| 250 |52B 986 6% __|_ 32 |52B 949) __ 
3/8. | 250 |528 243|41c| 35c| 6 | 250 [528 240) 31¢| 26¢ 6/10 | 250 |52B 997 8 
1/2 | 250 |52B 232 8 125 |52B 248] 44¢ | 38¢ ih a Eade 1.09 93 ua 
2 7\I. . 
TYPE 3AG SLO-BLO FUSES 1%_| 250 |52B999 20 
13000. Slo-Blo fuses with high time-lag to stand heavy surges. 1-6/10 | 250 |52B 945 25 
nee for eerie having Bist inductive pr eeueetltye avi hiss 50 152 B 988 1.09 93 30 
i its havi eavy starting currents, su as moto! a 
for circuits having ups are ULL. Approved. Size: 114° long and 14 TYPE 3AB FUSES _ 
diameter. Shpg. wt., per pkg. 2 oz. 5 fuses per package. Series 314000. Steatite enclosed, arc-quenching, powder-filled fuse 
20 Pkes 20 Phas Sep eae suniise aulkk dhartasM elute lag. since 
. proved fuses in ratings this high. For current circuits when spa 
Amps | Max.| Stock Per | or more,} Amps | Max.| Stock Per | or more, limited. Size, iaxia” aes Lhaenee 15 amps, U.L. ‘Approved am 
Volts No. Pkg. | Per Pkg.| Volts No. Pkg. | Per Pkg. wt., per pkg.. 2 oz. 5 fuses per package. 
7/100) 125 |52B185\1.15| .98 1 125 |52B 220) .82| .70 20 Pkgs. 20 P 
1/32 | 125 |52B186/!1.15| .98 | 1% | 125 |52B 253) .76| .65 Amps | Max.| Stock | Per | or more,| Amps | Max.| Stock | Per 
1/16 | 125 |52B 187| -82| .70 | 1% | 125 |52B 198) .76| .65 Volts} No. | Pkg. | Per Pkg. Volts| No. | Pkg. 
82) .7 1.6 125 |528 254! . . = 
Va | 125 258 188) 182 70 | 2° | 105 [2B 179 58 63 Vy] ee ee oral antl aae ke lomtlese sae 30¢ 
15 /100| 125 |52 B 189 2% | 125 |52B 257 2 | 280 jaa 678) 23¢) 42s | ie | 360 [sop o46) Bae 
175 | 125 |52B675 3 125 |52B 181 A 50 
3 128 |S B 182 250 |52B681| 50¢| 43¢ | 20 | 250 |52B247| 53¢ 
B/G | 15 |32B 120/82) 70 | 4? | tos [8o8 297|-02| 03 8 | 250 |52B241| 50¢| 43¢ | 30 | 125 |52B 682) 62¢ 
1/4 | 125 |52B921 5 125 |52 B 223 TYPE 8AG FUSES 
6} BI 
ee a ee 132 82 70 Fg 2 238 183 62 53 Series 361000 Fast Action Instrument Fuse. For protection of mew 
1/2 | 125 |52B923)° . 10 32 |52B226|*' . movements and delicate electronic equipment. All rated 250 max. vol 
6/10 | 125 |52B 195 — |—_——_ 1 32 528224 — ey except * which is 32. 1x4”. 2 oz. per pkg. 5 fuses per package. 
3/4 | 125 |52B 196 by Blow 20 Pkgs. Blow 20 P 
8/10 | 125 |52B 197 82} 70 30 32 23 B 67702 Amps Point, Stock Fer or more, [Amps Point, Stock Par or P 
a 0. g. |Per Pkg. a 0. g. |Per 
LIMITED-CURRENT BAYONET FUSES 17500 | 3 |52B 199| 4.09| 3.48 | 1/2 | 520|52B 208 .38 | .33 
TV fuses for 346000 series bayonet-lock fuse holders only. Series 333000 1/200 8 152 B 200| 1.71 | 1.45 | 3/4 309! ; 33 
are Slo-Blo; 332000 are regular. Shpg. wt., 2 oz. 5 fuses per pkg. 1/100! 16 |52B 201/1.53| 1.30] 1 210 w25 
333000 Series (Slo-Blo N Type) 332000 Series (Regular © Type) i ‘ 28 & ene ! 32 13 4 1950_ Dab 22 25 
20 Pkgs. 20 Pkes- | 17/8 | 155 |52B 3 J 
Max. | Stock Per 205| .62) .53]3 213 
Amps| War:| Siok | Fer lor more.) Amps| ort; | “No. | Phe. |Su Tie’ | 1/4 | 270 |52B 206) 138) 33 | 5 314|.29| .25 
we | 125 |52 B 167 2% | 250 |52B 732 ses _— : ; 
kc 3 250 |52B 168 Series 362000 Medium-Lag Fuse. Same characteristics as stand 
> ie 33 B 933 87c 7Ac 375 | 250 |52 B 733 50c A3c 3AG type, but smaller. Size, 1x4”. 2 oz. per pkg. 5 fuses per pack pomp 
52 BO58. Type 8AG-UL %4-Amp. NET PER PKG............ é 
| 1s |52 162) 2 whl py aeweel 52 BO59. Type 8AG-UL 14-A NET PER PKG 4 
trier bot is | He 938 182] Bee) at his ae ae 
7 125 B le 
Fe | ie 236 931/87c| 74c] 15 | 250 |52B 736) 28¢| 24¢ ; TYPE 3AG PIGTAIL FUSES 
10 125 |52 B 164 2.0 250 |52B051| 28¢| 24¢ | *Series 315000. }Series 318000. Series 315000 are Slo-Blo ty 
| 125 |52 B 166 - 25 250 152 B 163| 28¢| 24¢ ! spy: me eee fast-acting type. All have 114” tinned copper les 
16 125 |32 B 056 79 68c 70 125 |52 B O52| 37¢ Si¢ Size, 14%4x%4”. Shpg. wt. per pkg., 2 oz. § fuses per package. 
20 | 125 |52 B 057 Stock | Per |20 Pkes. Stock | Per 
MENT Amps} Volts No Pkg is tre, Amps | Volts No Pkg 
% - |Per Pkg. : 
oxy seatee inet we ular Fuses %* | 125 |52 8B 216] 1.03 38 %t | 250 |52B 215] .62 
ncludes oxes: id %* | 125 |52 B 282) 1.03] .88 ’t | 250 |52 B 279) .62 
© Rack Holds Up to 60 Fuse Containers 2* | 125 |52B217| :97| ‘83 | 1t | 250 |52B 928] (47 
® Gives Complete Fuse Inventory at a Glance ae 125 |52B 219] .82!1 .70 
Type 094047. 100 assorted fuses in a clear plastic 
rack. Ideal for service shops; inventory control LITTELFUSE MOUNTINGS—EXTRACTOR POSTS 


etd eS 


LITTELFUSE FUSE CADDIES (E) [H] 


Bee epet. poepeces ae in AB he aret Contains 1S ogee (oar Fuse holders for every application. *With fuse. Av. shpg. wt., 3 02. 
er box re imited-current fuses marked by * in table be- Fi. z er) = 
neh Rated 250 v., enact 7 stor 125 v. Clear plastic case has 3 spare * “Stock No. |_Type_| Fig. For Fuses: Description 
compartments. Size, 174x3x414”. Shpg. wt., 2 lbs. 41B 720 | 341001 | M 3AG, 3AB Panel mount, screw slot 4 
IES POINT sec ota a dive ws ac a wo'e vic0ie ote 0 0 t/o niece pein dite sens 10.58 41B721 | 371001 | M ae Panel mount, rae , 4 
Type 094037. Fuse caddy as above but contains 14 boxes of fuses (types ri eS 739 ae ; ae 3AB oe ear Shed bach - 
indicated by symbol). Also includes emergency kit with various radio | 4} B 728 | 372001 | J BAG Panel mount, thumb knob 4 
ee in Paes: Shpg. wt., 2 Ibs. 7.88 526292 | 357001 | G 3AG, 3AB Singls fase ie = 1 
ESP Os NEV. occ cic eee tle cen Mae nein ee cet gisionieisia se “ 23 8 222 | 37001 | G eae’ eae d sala } 
Type Amps Type Amps Type Amps 52B gon ent < are ae epee a Saye seem. 2 
* = * 3, 40B4 ir ingle fuse mounting 
Perens | 3s Ny raooy oe aac 3t | 526296 | 37002] N | __ 2-846 Double fuse mounting 
C (Regular) .75* N (Slo-Blo) | 1*T 3AG oot 528 297 | 357002 | N 2-3AG or 3AB Double fuse mounting 2s 
a ey 2* N (Slo-Blo) | 1.25*t ]|3AG (Slo-Blo) 2 52B 295 | 383002) K 8AG ‘Meter-back” mounting 2 
C (Regular) | 2.5*t N (Slo-Blo) | 1.6* 3AG (Slo-Blo) 5t 526291 | 353001] H 3AG, 3AB Panel type mounting 3 
C (Regular) 7* N (Slo-Blo) | 2* 8AG-U.L. or 41B788 | 155009] L *SFE, (9 .} Inline fuse retainer for autos | 3 
N (Slo-Blo) 254*T 3AG -25¢ 8AG-U.L. St 4186798 | 155014) L *SFE, (14 a. Inline fuse retainer for autos | 3 
N (Slo-Blo) ae 3AG Of 4186789 | 155020} L *SFE, (20 2.) Inline fuse retainer for autos | 3 
N (Slo-Blo) St 3AG 1t 41B795 | 342012 | F 3AG Miniature fuse extractor post |_ 3 
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TYPE MDL FUSETRON FUSES 


«me-lag prevents needless blows from start- 
“errents or surges. Operates instantly on high 
ads or shorts. Thermal cutout opens slowly 


tion necessary to protect delicate instruments. 
Carry 110% of rated current; open in one hour 


at 135%, 2. 


joads. Size, 14x". U.L. A oved. 
ee cor pke. bys 5 ises per ndtkaue: pie 4%. We., 100, 15 oz. § fuses per package. AGC 
~ 950 VOLTS MAX 250 VOLTS MAX 

PER PKG. OF 5], Stock JPERPKG. OFS | ams | Mfr's | Stock PER PKG. OF 5 Stock PER PKG. OF 5 
5-7 BdUe [AMPS] No. | 4-19] 20-Up_ Type | No. _| 1-19 )20-Up No. | 1-19 |20-Up 

‘ : ay | A bea Ses | 2s sietas| 276 ie 

< 

43| ':a3 | ‘70 2 33 Basa % | AGC \53B422| 41e | 35¢ MTH |53 B43!) 31¢ | 27¢ 

4 “79 «| 6/10 \53 B455 82c | 70e % | AGC |53B423] 41¢ | 35¢ MTH \53 B432| 31¢ | 27¢ 
53 B456 % | Ace |53B424| 41¢ | 35¢ 53 B433| 49¢ | 43¢ 

53 B46! % | AGG |53B425| 4l¢ | 35¢ 53 B569| 49¢ | 4 

AGC |53B426| 24¢ | 21¢ 53 B570| 53¢ | 4 

1% | AGC |53B427| 24¢ | 2l¢ 53B571| 53¢ | 4 

2 | ace 153B4281 24¢ | 2le 53 B5721 53¢ | 4 


125 VOLTS MAX 
32-VOLT FUSES 


For circuits operating at 32 volts or less. 142%". U.L. Approved. 


Shpg. wt., 1 oz. per pkg. 6 fuses per package. 
15 |AGC at 16¢ 138 


AGC | 53 B 435 25 |AGC |53 B 439 19¢ 
Ace 183 baae| 16c | 14c | 5 Acc |53B440| 19¢ | 16¢ 


AGG [53B 437] | _Weewesa Venessrke nes steesteneeueauenna uae 
NEW TYPE SFE 32 VOLT AUTO FUSES 


For 32 volts or less. Have different lengths to prevent using wrong rating. 
All are %” diameter. Av. shpg. wt., 100, 1% lbs. 5 fuses per package. 


« [PER PKG. OF 5 Stock |PER PKG. OF6 


76c | 65c [>-8740 23.8 466| 62c | 55c¢ 
32 VOLTS MAX 
B2c| 55c|12 [RBs 62c | 55c 


TYPE MDX 125-VOLT FUSETRON FUSES 


a 


1% 
10 


same thermal delay action as Type MDL above, but open in Stoc 
Seoximately half the time. 34 gecond. 142°. UL. ic opeved, | Amps| Stock |—7 57 20-Up [am Ps|_No. 7-19 | 20-Up 
Fe NS SFA] Be per vacoer ove | 4. eesaicl tet | let | as ies B4iz| tae | i2e 
Stock . Stock | - 
ps /-—_—___—__—— | Amps  [74e49 | 20-Up 7% \53B4i1| 16¢ 14¢ 30 \53 B415| 19¢ 16¢ 
| “No. | 4-19 | 20-Up No 9-19 -|.20-Up_ 9” \53 B412| le¢ | 14¢ 


FUSETRON TYPE FNM LONG TIME LAG FUSES 


Dual-element type. Fuse link operates only 
on high overloads or short-circuits; thermal 
cutout functions on low overloads. Thermal 
cutout cannot operate quickly on any load— 
provides long time lag. Fiber tube. U.L. Ap- 
proved. 1}%42x1¥%". 250 volt maximum, except 


*125 volts; +32 volts. 5 oz. 10 fuses per pkg. 
—— cock [PERPKG.OF10Q), ; |PER PKG. OF10 


10\53 B 408 
53 B 503 
53 B 504 62c | S5c 


TYPE N TIME-DELAY FUSETRON FUSES 


blowing glass tube fuses. Time-delay 
ols “on; unaffected by harmless surges 
‘ch might blow ordinary fuses. Y% and 2 


6% |53 B 505 
9 \38 B 504 69c | 60c 


fuses, %x1%”; thers, 14x16". 250 
ap fuses, Yaxi Yai} Ot ttes Av shpg.wt. per Dkg.,202.6fuses per PKS: | amps) Stock PERPKG.OF10), | Stoc 
PER PKG. OF 5 Stock |_PER PKG. OF 5 | No. | 4-0 [10-05 | _ 1-9 | eee 
or} Amps 7197 120-0 7 53 B 485 6% |53 B493 
3y, |83 B 489 1) (33.8495 
_ 
2 3-3/0\23 8 490| 2-44 | 2.07 | 15* [53 B 498 2.44 | 2.07 
70 a \53 B 491 20+ \53 B497 
34 10t 5 |53B492 30t_|53 B498 
TYPE HKL AND HKR INDICATOR FUSEHOLDERS 


NEW SP-1 STAK-PAK 


For 14x" fuses. HKL has neon indicator which 
Neat, Convenient Way to Carry Fuses lights when fuse is blown. HKL for use in 100 to 
250-volt circuits. HKR is for 32-volt circuits; has 


Compact Design; Sturdy Metal Construction i 4 So iicat UL A +4 
assortment of 50 fuses in a compact, unbreakable neandescent indicator. UL, Approved. © 07: 

2 ad a : — 53 B501. Type HKL. 10-Up, EACH....1.08 1-9 EACH....1.26 
eal case. Ideal for the serviceman er Be 4 ae 33 B 502. Type HKR. 10-Up, EACH.._.1.75 1-9, EACH....2.06 


=e loose fuses scattered about. Consis 
es boxes (5 fuses per box) of the most-needed types. 
Meeludes 1 box each: AGC Y%-amp; AGC ¥%-amp; AGC 
amp; AGC 1-amp; AGC 3-am ;AGX %-amp; L 
"Vamp; MDL_\Y%-amp; MDL 2-amp; MTH 5-amp. 
x15”. Shpg. wt., 1 Ib. 

18, NET 


HOUSEHOLD PLUG FUSES 
FUSETRON TYPE T DUAL-ELEMENT FUSES 


Dual-element plug-type fuses. Provide an additional meas- 
ure of protection against “blowing” during motor starting 
cycle. 20, 25 and 30-ampere types are for use on appliance 
circuits or mains; 15-ampere fuse for smaller appliances. 
For up to 125 volts, AC or DC. U.L. Approved. Shpg. wt. 


per pkg., 5 oz. 4 fuses per package. 


zie 


BUSS AND G.C, FUSE MOUNTINGS 


1749 
HCM oh 
HKP 
4405 HPC 


HJM 


Provide a convenient way 


Ou 


k |PER PKG, OF 4 


Stock |PER PKG. OF 4 Stock |PERPRKG. SE” 
Amps| Sf0c* |—7-49 7 20-Up |°™P%| No. | _1-19 | 20-Up 


—is_|53 B 521 75 |53 B 523 
do \23.B522| 30c | 28c | 30 |53 8524 30c | 28¢ 


TYPE W PLUG FUSES 


Finest quality plug-type house fuses. Condition of fuse is 
visible at a glance—extremely large window area with 
white background behind fuse element shows when fuse is 
blown. Fine quality porcelain and first-cut mica used in 


2 of mounting fuses on radio, TV, instrument, 
gatomobiles, etc. All are Buss, except *G-C. Fuse always easy to remove 
@ it projects beyond holder body. ¢Screw terminals. Av. shpg. wt., 1 oz. 


Type For Fuses NET | Stock No. | Type For Fuses NET 


HPC | 84x14" B 4405 | 1 <f 
HCM ay Ve 43 Baer Pi Beats sos b3¢ construction. 125 volts max. Edison base. U.L. Approved. 
HKP | 4x1? 30¢)41B735| 1749* 214x%%" 14¢ Shpg. wt., per pkg., 6 oz. 5 fuses per package. 
HIM | 1x34* 30¢1 41 B737 | 4513t) 14xd4" 34¢ Stock |PER PKG. OF 5 Stock |PER PKG. OF 6 
Amps ock |-—_______ |Amps OOK |———. 1 anna 
” No. 1-19 20-Up No. 1-19 20-Up 
BUSS 4121 TWIN CLIPS FOR 4" FUSES —vZ |53 B560 “30c. 28° 15 |53B565 “96e4 24 
For rep! igtail TV 3 wi 8 |53 B563 Cc c 20 |53 B566 c c 
replacement of pigtail TV fuses with standard 10 \83 B 564 30 «\33 B 568 


eeep-on type. No cutting or soldering. Less fuse. 
a4 wt. per box, 10 oz. 10 per package. 


ATG PNET PER PKG.....--. 00000005 60c TYPE S$ FUSTATS 


Reliable time-delay plug fuses for circuits equipped with 
Fustat adapters. Physically designed to prevent overfusing; 
units cannot be replaced with fuses of higher value without 
changing adapter. Do not blow on motor starting. Allow 
circuit loading to capacity. Color-coded. Body is porcelain. 
125 v. max. Wt. per pkg., 2 oz. 4 fuses per package. 


LITTELFUSE FUSE MOUNTINGS 
7q Phosphor Bronze Clips. For use with 


Be ae Ss She a fuse types. Shpg. wt. ‘ 

pe pkg., 5 oz. clips per package. % 
i. $2 B 685. NET PER PKG,, 0s .enes 17 [A] S Amps | Stock No. | Body Color|Amps| Stock No. | Body Color 
31e. Pkgs. and Up, PER PKG......-.--.14¢ vy: 15 | 428900 Blue 25 42 B902 Green 
3i¢ 350130 Sna p-On Holder. For fast replacement of “pigtail” fuses. 20 42 B 901 Orange 30 42 B 903 Ses 
3l¢ One side clips onto blown fuse; new fuse fits into other side. 2 oz. NET PER PKG............- Tr Bh ge caea Bee Sane nae ¢ 
31¢ | B 733. 10 or More, EACH 15¢ 1-9, NET EACH.......-..+ 18¢ 20 or More Pkgs., PER PKG. oe Ss wouaednat ens =a 
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Bud Metal Products 


STANDARD CHASSIS BASES 


Have one-piece construction; corners are | Allied stocks the 


reinforced and spot-welded. The four sides | plete Bud line of me o-piece 
are folded at the bottom for additional goods. Even if the E y Hamn 
strength; bottom fold also permits easy P Partict 


equipment you requ 
is not listed in this cai 
log, Allied can fill 
order quickly. 


wy be use 
SF conv 
© measul! 
tion p 
nts ar 
icing o 
low 
al-pur, 
Aluminum ernie 


addition of bottom plate. Aluminum types 
are spot-welded. Steel chassis gauges: *No. 
22; tNo. 20; §No. 18. Aluminum chassis 
gauges (aluminum gauge): fNo. 18; **No. 
16; TtNo. 14. Less bottom plates. AC-403: 
2x914x5”". 

Zinc-Plated Steel 


Black-Wrinkle Steel 


Stock No. Stock No. Type Lbs. k No. Type Lbs. 
a 2A 6 te el I Re aE Rae 930 AC-431} Size 
CB-628* i12 | AC-402}  4xcxB 
CB-644* : 113 AC-403t TH? 
CB-788* Beery cnn MESS eek Ea ee, 
‘AC-430} THe 
z 2 4 EA nha wee m3 AC-429#* 2%" 
AC-421t mms x14" 
CB-604* AC-404t m2" 
ER taste b's Uva oot eidPbe ses poe co's AC-422f . ; 
CB-755+¢ BEB ISO ZA LCR GSHEL eras tl ee.GiM LS auc, Aone elle wel ae Ng 
oor 3d) AE Se BRE Rees 86 93 AC-433#* 
80 P 461 CB-789+ 1% 1.18 [86 CB-1191t 1% 1.47 [86 5 
80 P 462 CB-790t 1% 1.37 |86 P 273 CB-1192+ 1% 1.56 [86 6 
80 P 463 CB-791+ 144 1.42 [86 P 274 CB-1193+ 1% 1.64 186 iz, 
80 P 464 CB-792+ 1% 1.54 [86 P 275 CB-793t 2 2.01 |86 8 
80 P 465 CB-646t 2 1.51 6 P 276 CB-1194+ 2% 1.88 |86 9 
80 P 466 CB-647 1% 1.73 [86 P 908 CB-1198+ 2 AT Fa (an eee eee al Racere an ie 
80 PX 467 | CB-649 2 1.96 6 PX 909} CB-1189+ 2% 2.35 
80 PX 468 ne 2% 2.20 6 PX 910} CB-666+ 2% BOOP USocinm Seek cs Cas he eek Atlee 
80 PX 469 | CB-1068+ 2% 1.76 [86 PX 911} CB-1066t 2% 2.10 
AS 80 PX 470 | CB-648+ 244 1.95 [86 PX 912) CB-1199+ 23% ACE TR SR Seen: he es oe ae 
3x17x7 80 PX 47] | CB-757 1% 2.11 6 PX 913) CB-758+ 2 2.54 
2%4x10x8 80 CB-701 2 1.69 6P 914 CB-702+ 2% ey a So AP, » PRP 1 ery ein 
24%x12x8 80 CB-703 2% 1.71 6 PX 915| CB-7047 2% gL (ESS SRS, aca en is IF gt Peienc he 
3x12x8 80 CB-759+ 1% 1.81 6P 916 CB-760t 2 2.29 
2x17x8 80 CB-650 2% 1.67 6 PX 917| CB-774} 2% 2.29 AC-425** 
3x17x8 80 CB-651 3% 2.01 6 PX 918) CB-775¢ 3% 2.57 AC-412** 
3x12x10 80 P CB-652 3 1.85 6P919 CB-1195t 3% 2.20 AC-413** 
3x14x10 80P4 CB-653 4 2.00 |86 P 920 CB-779+ 44 2.39 AC-4144* 
2x17x10 80 PX 4 CB-654¢ 3% 1.96 [86 PX 278) CB-769} 3% 2.34 AC-415** 
3x17x10 80 PX 4 CB-636+ 4 1.96 [86 PX 921| CB-1196§ 54 2.99 
3x17x10 80 PX 4 CB-655 5 2.49 |80 PX 385| CB-637t+ 4 Be TEN ER ARRAS) Y SEES) be Ae 
3x23x10 80 PX 4 CB-656 5% 2.80 [86 PX 922) CB-1197§ 6 ERR ARNON SS a (OMe peal (ie 
2x17x11 80 PX 4 CB-657 4 2.30 186 PX 923) CB-770 4% 2.7 
3x17x11 80 PX 4 CB-658 4 2.71 6 PX 266) CB-771 4% 3.4 
2x17x12 80 PX 485 | CB-663§ 444 2.39 6 PX 925 erty | 434 pions Pieos ayere scl|lcde en ce setenrat cei] Sa 
3x17x12 80 PX 486 | CB-664§ 5% 2.85 {86 PX 268] CB-662 5% 3.6 
2x17x13 80 PX 487 | CB-659 3 2.85 |86 PX 269) CB-772§ 5% 3.6 
3x17x13 80 PX 488 | CB-660: 5% 3.34 |86 PX 270} CB-773§ 6 3.9 
4x17x10 80 PX 489 | CB-640§ 64 2.86 186 PX 926] CB-641§ 7 3.4 
4x17x13 80 PX 490 | CB-642 7% 3.84 6 PX 927] CB-643 8 4.5 
5x17x10 80 PX 491 | CB-623 7% 4.42 [86 PX 928) CB-624 8 a SEE A, Pores Nek SS 
5x17x13 80 PX 492 | CB-625 8 4.83 186 PX 929] CB-626 84 oh eel PRC ae) Ares er 
BOTTOM PLATES FOR CHASSIS BASES 
Bottom plates to fit the chassis bases listed above. Ideal for shielding. In raised bosses in corners to prevent marring and scratching of tab! 
zinc-plated or black ripple heavy-gauge steel plate and aluminum. Four or shelves. Drilled for use with No. 6 self-tapping screws. 
Black Wrinkle Zinc Plated Aluminum 
+ Stock N Type No. Stock No. | Type No. NET Stock No. Type No. 
} 80 P 386 BP-705 80 P 406 BP-706 -68 80 P 426 BPA-1589 
! 80 P 387 80 P 407 BP-667 73 80 P 427 BPA-1590 
i 80 P 388 80 P 408 BP-538 PY 4 80 P 428 BPA-1591 
} 80 P 389 80 P 409 BP-668 95 80 P 429 BPA-1592 
i 80 P 390 80 P 410 BP-669 97 80 P 430 BPA-1593 
} 80 P 391 80 P 411 BP-670 1.05 80 P 431 BPA-1594 
j 80 P 392 80 P 412 BP-539 1.10 80 P 432 BPA-1595 
80 P 393 80 P 413 BP-671 1.18 80 P 433 BPA-1596 
9 80 P 394 80 P 414 BP-672 Lets) TSAR 97 | ae eee meee e Be Hag 
[ 80 P 395 80 P 415 BP-1067 -05 
80 P 396 80 P 416 BP-673 34 
80 P 400 80 P 417 BP-708 -03 
P 397 80 P 418 BP-710 31 
P 398 80 P 419 BP-674 51 
P 399 80 P 420 BP-675 54 
ri P 401 80 P 421 BP-514 30 f.-.......... ae 
P 402 80 P 422 BP-676 57 1% 
0 P 403 80 P 423 BP-677 Cy / (poe aoe Pe 
P 404 80 P 424 BP-678 83 
P 405 80 P 425 BP-679 20 1% 2 
IMINUM CHASSIS 


OPEN-END CHASSIS MINIATURE ALU: 


Open-end, heavy- 
gauge aluminum 
chassis. Have U- 
shaped construc- 
tion with ends 
folded over 3%” to 
provide additional 
strength. Available in a wide variety of sizes to 


Open-end alumi 
chassis for limited 

applications. Exce 
for use with mini 
tubes and for s 
semblies. Have 

mounting flanges 
low addition of bos 
plate. Natural 


| 
: 
| 
| 


accommodate nearly every construction re- 4 . 
: quirement. Excellent for use with Bud cabinets | Bum finish, Av. shpg. wt., 34 lbs. 
Ruggedly constructed chassis bases for heavy specified in table, below. Natural aluminum Stock No. | Type H.W.D. |For Cabinets 
duty applications. Formed of one-piece heavy finish. Av. shpg. wt., 14% Ibs. 80 P446| cB-1624 | Ixa%x1%" 
1%” steel. Corners are spot welded and sides Stock No. Type HLW.D. For Cabinet NET 80 Pass) cbaer | Laie 
are folded over at bottom. Electro-zinc plated. . : = 80 P 449 have aa We 
Supplied complete with bottom plates and 80 P 437| CB-30 | 1¥x7x5" |... ses 95 80 P4533 cB.ieie a 72 eh 
mounting screws. 80 P 438) CB-41 | 1%x7x7" |C-973 Lee a x4ex = 
80 P 440| CB-996) 144x9x5%4" |C-993 1.07 80 P 454| CB-1619 | 1x5%x4" C-1608 
Stock No. | Type H.W.D. | Lbs. |NET 80 P 441 | CB-976| 14%x9x7%" |C-999, CD-1481 | 1.37 80 P 455| CB-1620 | 1x6¥%x4" 
B6 PX 240 |CB-1765 | 3x17x8” | 8 4.66 | 80 P 443) CB-997/ lexlIx7"_ |C-994, CD-1482 |1.27 | 80 P 445) CB-1623 | 1x2%x2%" 
86 PX 242 |CB-1767 | 3x17x11" | 914 |4.74 80 P 444| CB-998) 14x13x7" |C-995, CD-1483 | 1.56 80 P 450] CB-1628 | 14x6%x3" 
86 PX 243 |CB-1768 | 2x17x13” |10 5.23 80 P 436) CB-38 | 2x6x7" C-1584 -98 80 P 449] CB-1627 eoraier 
86 PX 244 |CB-1769 | 3x17x13” |104% |5.32 80 P 439) CB-39 | 2x8x7" C-1585 1.15 80 P451| CB-1629 | 14x4%x5%" 
86 PX 946 |CB-1770 | 4x17x13" |11}4 15.73 | 80 P442|CB-40 | 2x10x7"__|C-1586 1.34 80 P.447| CB-1625 | 2x4%4x3%" 
* 
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ALUMINUM MINIBOXES 


sece aluminum boxes with handsome 
Hammertone or natural aluminum fin- 
Particularly suited for sub-assemblies. 
be used for phono amplifiers, 
converters, low-pass TVI filters, 
‘measurement units, etc 
sion permits easy inst: 
and easy access 
“ng or wiring modifications. Flanges 
= low RF leakage and 

p locks permi 
permit use wi' 


high rigidity. 
t quick assemb! 


VHF and 
test 
. Two-piece con- 
allation of com- 
to circuitry for 


ly and disassembly of units; 


. 


Ni [we Ne 


be 


WINNIE. « 
i 


Babs [ai 


Wp PWwe: lw: 


th self-tapping screws (supplied). 
Gray ., ’ 
Mfr’s NET Mfr's 
Hammer- Type | EACH | Aluminum Type 

80 P 342 |CU-210A| .73 | 80 P 360 CU-3000A 
80 P 359 |CU-2117A| .7' 80 P 377 |CU-3017A 
80 P 343 |CU-2101A| . 80 P 361 |\CU-3001A 
80 P 357 |CU-2115A| .90}] 80 P 375 CU-3015A 
80 P 344 |CU-2102A| .78}] 80 P 362 GU-3002A 
80 P 345 |CU-2103A| .88] 80 P 363 CU-3003A 
BO P 358 |CU-2116A) .9 BO P 376 |CU-3016A 
80 P 346 |CU-2104A| .93| 80 P 364 CU-3004A 
80 P 347 |CU-2105A| |.) 80 P 365 |CU-3005A 
80 P 348 |CU-2106A| 1.00} 80 P 366 CU-3006A 
BO P 349 |CU-2107A| 1.4 BO P 367 |CU-3007A 
80 P 350 |CU-2108A| |. 80 P 368 |CU- 

80 P 351 |CU-2109A) 2. 80 P'369 |CU-3009A 
80 P 355 |CU-2113A| |. 80 P 373 |CU-3013A 
80 P 352 |CU-2110A| 2 80 P 370 |CU-3010A 
80 P 356 |CU-2114A) | 80 P 374 |CU-3014A 
80 P 353 |CU-2111A| 3. 80 P 371 |CU-3011A 
80 P 354 |CU-2112A| 3. 80 P 372 |CU-3012A 


mitters, etc. Wel 


sits. Two removal 
& self-tapping screws. 


METAL UTILITY CABINETS 


cabinets for all types of electronic 
xcellent for housing receivers, moni- 
VFO's test equipment, frequency meters, 
t . adapted for shielding of 
gain preamplifiers, RF sections, other special 
ble panels attach to flanges 


Stock No. (Steel) 


NUINWN) OU 


m 
i) 


Gray 

86 P 200 80 P 332 

86 P 201 80 P 333 

86 P 202 80 P 334 

86 P 203 80 P 335 0 

86 P 204 80 P 336 2 

86 P 205 80 P 337 2 

86 P 207 80 P 339 9 

86 P 206 80 P 338 2 

86 P 208 80 P 340 on 

86 P 209 80 P 341 4 

Etched Gray N 
Lbs. Aluminum Hammertone | E 

AU-1083 88 P 543 88 P 548 
AU-1028 88 P 544 34 88 P 549 
AU-1029 88 P 545 7 88 P 550 
AU-1039 88 P 546 88 P55! 
AU-1040 88 P 547 88 P 552 


Bud Metal Products 


STREAMLINED CABINETS 


Ideal cabinets for electrical or electronic 
devices not requiring excessive depth. 
Feature rece: hinged cover with con- 
venient finger lift; panels fit flush with 
embossed, rounded corner fronts. All 
components built into cabinets are easily 
accessible. A 334” high opening across 
the back for cables or rear controls. 
Louvered sides provide ample ventila- 
tion. All are 8” high and 814” deep except 
¥12” high and 12” deep. CD-1485 has 4” 
vertical chrome strip fastened to corners. 
Bud open end chassis are recommend 
for use in these cabinets. Choice of gray 
hammertone or black wrinkle finish. 


Size Mfr's Gray 


ee a 
Width Panel Type Hammertone 


Black 
Wrinkle 


104" 8x8" CD-1480 88 PX 650 
124," 8x10" CD-1481 88 PX 652 


STREAMLINED FOUNDATIONS 


Deluxe foundation units for use where an 
especially neat, pleasing appearance is 
required. Ideal for all types of electronic 
equipment. Feature modern styling and 
rigid construction. 

Each unit consists of a removable top 
cover mounted on a chassis. Foundation 
covers are designed with louvered sides 
and perforated tops to provide proper 
ventilation and attractive styling. 
Strong aluminum handles are solidly fit- 
ted to each end of chassis to allow safe, 
convenient movement. All chassis are 


plementary chrome trim. 


Size Mfr's Black Mfr's 
H.W.D. Type Wrinkle Type 


——___— 


SLOPING-PANEL CABINETS 


3” high. Streamlined units ate 
available in either black wrinkle or gray wrinkle enamel finish, with com- 


Gray 
Wrinkle 


9x10 Yexs’ | CAI750| 80 P 493 CA17506 | 80 P 497 

9x12 (4ex7” | CAL751 | 80 PX 494 CAL751G 
9x17 tex7” | CAI752| 80 PX 495 CA17526 
9x17 14ex10"| CA1753 | 80 PX 496 CA1753G_ | 80 PX 696 


Sloping panel steel cabinets with hinged top 
for easy access to tubes and top-of-chassis 
components. Removable front panel permits 


easy attachment of chassis, Fit followii 


ng sized 
chassis: Type C-1584 7x6x2"; Type che 


892, 


8n12x214": Type C-1893, 10x17x3"; Type C- 


UNIVERSAL SLOPING-PANEL CABINETS 


stile, streamlined sloping-panel cab- 
s available in steel or aluminum. Offer 
house a two or three mini- 
; lifier or gadget. Sides and 
piece detachable back fasten to the 
~ with self-tapping screws for easy 
wice and replacement of components. 
y enclosed to exclude dust and mois- 
Easily accommodate most small chas- 
All units 4” high, 414” deep in gray 
=mertone finish. 


Mfr's 
Type 


Shpg. Aluminum 
shpe-| NET 


C-1606 
C-1607 
C-1608 
C-1609 


A 
1% 
1% 


Lbs. | EACH 

% | 1.42) 88 

% | 1.52] 88 
1.62] 88 
1.86 | 88 


mtr’s | SHPE- 

Type Lbs” 
AC-1610 | % 
AC-1611 | % 
AC-1612 | % 
AC-1613 | % 


& panels in blemis 
sovered on both sid 


, SHIELDED SURFACE RACK PANELS 


naturally bright aluminum alloy relay 
h-free mill finish. Each panel 
es with sturdy pressure sensi- 
er to protect against damage. P 
face for indicating size and position 


drilling or milling. All are 19” wide with 
wadard notching. 


Shpg. Mfr's Stock 
Wt., Lbs. Type 

Ve SFA-1831 PX 662 

% SFA-1832 PX 663 1.31 
1 SFA-1833 PX 664 1.76 
1% SFA-1834 PX 665 2.17 
z SFA-1835 PX 666 2.61 
2% SFA-1836 PX 667 aa? 
2% SFA-1837 PX 668 3.77 
3 SFA-1838 PX 669 4.36 
3% SFA-1839 PX 670 4.87 
4 SFA-1840 8 PX 671 5.36 
4%, SFA-1841 88 PX 672 5.87 
5 SFA-1842 88 PX 673 6.37 


Allied Supplies Everythin 


Qa 


Size Wt.,| Mfr's Stock No. Mfr's 

H.W.D. Lbs.| Type Black Type 
6x7 VYex7 He" | 3 C-1584 | 86 P 900 G-1584HG | 88 P 576 
G14 x9 SAexTS 3% | C-1585 | 86 P 901 C-1585HG | 88 P 577 
6x11 "ex? 30" | 4 C-1586 | 86 P_ 902 C-1586HG | 88 P 578 
8x13 46x82" 5% | C-1892 | 86 PX 903 C-1892HG | 88 PX 581 
10x18 1A6xl0%" | 9 C-1293 | 86 PX 904 | C-1893HG 88 PX 582 
8x8 6x8" 3% | C-1587 | 86 P 968 C-1587HG | 88 P 579 
8x10 146x8" 3% | ¢-1588 | 86 P.969 | C-1588HG | 88 PF 580 
8x14 1A5x8" 4% | C-1894 | 86 PX 970 C-1894HG | 88 PX 583 
9x18 tAex8¥s" 7% | G-1896 | 86 PX 971 | C-1896HG 88 PX 584 


ALUMINUM AND STEEL CARRYING CASES 


Ideal housings for portable transceivers, test instru- 
ments, power supplies, radio-control units, field strength 
meters, phono oscillators, etc. Ruggedly constructed to 
withstand hard usage. Front and back panels mount 
with self-tapping screws. Panels are easily removable to & 
provide access to interior; can be used for mounting 
components such as meters, relays, transformers, power 
resistors, etc. Available in either welded steel for max- 
imum strength, or in aluminum for light weight. Steel 
units in black wrinkle or gray hammertone finish; 
aluminum units in natural, or gray hammertone finish. 


PORTABLE STEEL CASES 


for the Experimenter and Builder 


Size Mfr's Wt., Stock No. 
H.W.D. Type Lbs. Black 
9x6x5° CC-1095 3% 80 P 798 8! 
6x9x5" CC-1091 3% 80 P 799 8 
12x7x6” CC-1096 4 80 P 808 8 
7xi2x6" CC-1092 4 80 P 809 8 
15x7%4x7" CC-1097 5 80 PX 810 8 
10x10x8" CC-1100 5 s0PX 8li | 8 
9x15x7” CC-1093 5 g0 PX 812 | 8 
PORTABLE ALUMINUM CASES 
Size Mfr’s Wt, Stock No. NET 
H.W.D. Type Lbs. Natural EACH 
9x6x5° ACC-2095 2 88 P 567 3.03 
6x9x5" ACC-2091 2 88 P 565 3.03 
12x7x6” ACC-2096 2 88 P 568 4.4) 
7x12x6" ACC-2092 2 88 P 566 4.41 


DANDN) SO 
WOUNYW) = 
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Bud Metal Products 


MINIATURE UTILITY CABINETS 
WITH ATTACHED CHASSIS 


Sturdily-made, unusually 
compact, steel utility cab- 
inets with a built-in chas- 
sis attached to the front 
panel. Especially suitable 
for standing-wave bridg- 
es, frequency meters, 
small transistorized re- 
ceivers, code practice os- 
cillators, decade boxes, 
crystal sets, and many 
other types of small, self-contained units. Re- 
movable front and rear panels fastened with 
self-tapping screws permit easy access to com- 

ments and provide maximum layout flexi- 

ility. Black-wrinkle enamel finish. 


Stock Mfrs |Cabinet) Chassis |Wt.,) NET 

No. Type | H.W.D. H.W.D. Lbs.| EACH 
BOP 326) C-1793| 4x4x2"| 1x3%x1%" %) 1.31 
80 P 327| C-1794| 4x5x3”| 1x4%4x2%" | 1 | 1.45 
80 P 328| C-1795| 5x4x3"| 1%4x3%x2%"| 1 | 1.59 
80 P 329) C-1796| 6x5x4"| 1%4x4%x3%"| 1%) 1.67 
Sor 330] C-1797| 5x6x4”| 14x5%x3%"| 1%| 1.88 
80 P 331| C-1798| 6x6x6"| 1%x4%x5%"| 2%| 2.13 


PANEL-MOUNTING CHASSIS 


Ideal for vertical 

chassis installa- 

tion where space 

in depth is limit- 

ed or front serv- 

ice is desired. 

Open-side chassis 

for standard 19” 

“ mounting. 2” 

aluminum with reinforced corners. 1” flange on 

ends, with 4 elongated holes for mounting to 

any rack with std. panel notching. All other 

edges have %” flanges. All models 17” wide, 
excluding flange, and 5°4” deep. 


Stock No, Type Height |L 
86 PX 185| CB-1370| 1%” |i Zs 
sere tee cei | 38° |i! 254 
86 PX 188| CB-1373 | 7 | 2% | 3:19 
86 PX 189| CB-1374 | 8%’ 2 j 
86 PX 190) CB-1375 1055" 34 3:88 
86 PX 191| CB-1376 | 124%" |3% | 4.74 
86 PX 192) CB-1377 | 14” 3% | 5.23 
STANDARD AMPLIFIER 
FOUNDATIONS 
Ideal for most 
4 amplifier require- 
ments. Founda- 


tions consist of 
regular chassis 
with rugged met- 
al covers. Solid 
pieces are used 
on ends of each 
cover for bracing 
and a snug fit to 
chassis. Heavy- 
gauge metal screening assures proper protec- 
tion and ventilation of components. Metal 
handles provide portability. Types CA-699, 
CA-1125, and CA-1126 have 214” high chassis; 
Type CA-1128 has 3” high chassis. All units 
have a black wrinkle finish. 


Stock. No. Type H.W.D. 


80 P 697 CA-699 |85/46x954x5)2" 3 

EBEy ons] Alte Recenter: |] $79 
a x < . 

80 PX 656) CA-1128 Bi Saexl2bex10¥4" if ay 


SLOPING CHASSIS 
AMPLIFIER FOUNDATIONS 


Each foun- 
dation con- 
sists of a 4” 
sloping front 
chassis on 
which is 
mounted a 
removable 
top cover; 
sloping front 
provides am- 
ple space for 


Lbs.| NET 


= 


“PRESTIGE” STEEL CABINETS 


Hinged cover 
swings back com- 
pletely; may be re- 
moved. Snaps 
tightly closed by 
means of pressure 
fasteners. Have 2 
supporting channels 
which can be moved 
to accommodate 
chassis of different 
widths. 16-gauge 
steel; gray hammertone. Have perforated coy- 
ers. Width, 21%”; Depth, 1474”. Clear inside 
depth, 131%”. Rear opening, 18x3”. Cover open- 
ing, 21%6x1234”. Av. wt., 22 lbs. 


Stock Mfr's Panel NET 
No. Type |Height|Space EACH 

86 PU 647| C-1550| 91%47| 7” 29.95 
Be PU 648| C1551 | 1114" | 8%" | 32.08 
86 PU 649/ C-1552 | 13” 1014” | 34.86 


UNIVERSAL METER CASES 


For use with 2” or 3” 
meters. With front 
panel for 2” meter. 
Knockout ring enlarges 
hole for a 3”meter. Have 
one-piece back and side 
attached with 4 screws. 
Top has two 4” knock- 
outs for terminal posts 
or feed-through insula- 
tors. Steel or aluminum; 
gray hammertone fin- 
ish. 44%4x4x4". 


Stock No. Type Material |Lbs.|NET 
88 P 541| CM 1935 Steel 1 }1,20 
88 P542| CMA 1936 | Aluminum| % |1.44 


INSTRUMENT AND RECEIVER CABINETS 


Ruggedly con- 
structed steel 
cabinets.Havere- 
cessed hinged 
cover for easy ac- 
cess. Front panel 
is held securely 
in place with self- 
tapping screws. 
Panel extends 
full width of cab- 
inet—provides 
maximum space 
for controls. Louvers on each side assure ample 
ventilation. Black wrinkle enamel finish. 


DELUXE ENCLOSED RACKS 


Ruggedly constructed rac 
16 gauge steel with %” pz 
el supports. Feature fe 
sturdy supports at the be 
tom so casters may be 
tened directly to base 
sides and the door ar 
louvered to provide exa® 
lent ventilation. The door 
hung on strong, loose-jo 
hinges; is held closed by 
aluminum die-cast fl 
type snap-action catches 
Unusually handsome 
pearance is achieved ¥ 
rounded corners and = 
lined chrome trim. 


Accurately drilled @ 
tapped for 19” pan 
Shipped knocked down 
complete with hardw 
necessary for assembly. 

plied in gray hammerte 
finish only. 


Stock Mfr's Overall i 
No. Type Size Height|Lbs,| EAS 
PZ 503|CR-1774|42 46x22xl72" 36%"| 90/44 
PZ 500|CR-1771|475A6x22x174" 42" 95/50. 
Z 501 \CR-1772|66946x22x17'4"| 614" 122\6 
Z 502|CR-1773|825A6x22x17 4" 77” | 150/75 
Z 868 /CR-2072 665 jex22x22" 61%"| 150/87 
Z B69 |CR-2073|825A6x22x22" | 77" | 1754 


DESK-TYPE RACKS 


A strong chassis ideally sult 
for mounting heavy co’ 
nents. Perfect for table m 
ing of low and medium pe 
transmitters, P.A. syste 
and other electronic eq 
ment. Designed for use 

standard 19” panels. No 
posed edges. Supplied 
plete with all necessary moe 
ing hardware. In handse 
gray hammertone finish. 


wt., 
Lbs. 


Sa 


AMIN 
wy 


PaneliWt., 


P 
P 
P 
P 


Overall 


Stock Mfr's |Panel) e 
Size 


No. Type | Ht. Lbs. 
86 PU 879/R 48\ 21” |24x20%x12”| 15 g 
86 PU 880] RR-1249| 28” |31x20%x12"| 17 | 16 


CHASSIS MOUNTING BRACKETS 


Anexcellent accessory for a 
ing racks and cabinets to spes 


Stock No. | Type | H.W.D.| Lbs. NET needs. = rugged, Mee 
80 P 378 | C-973 | 7x8x8" 5 | 4.10 Seer ye NET 
80 P.379 | G-993 | 7x10xs" | 534] 4:74 ee eh pee piste ee 
oe RS oer cone babies 3% 3h Ki High: Permits mounting & 
i. zie: 2 sis flush against panel. Fini 
80 PX 382| C-1190] 8xi6x8” w 7.45 in high-grade black enamel. | 
80 PX 383) C-975 | 9x15x11” 3 9.01 be easily mounted. *Indicates racks for 
80 PX 384| C-999 |12x1i8x12"| 15 9.72 with 4” chassis. Av. shpg. wt, 3 Ibs. 
StockNo,| Type Ht. |Depth) Per 
MINIATURE AMPLIFIER FOUNDATION S 
86 P 219|/MB-458) 614” 8” | 
Type CA-1754. Meets 86 P 220/MB-448] 614” | 107 I 
foe. reamissments ot 86 P 218|/MB-459] 614” 11” H 
ullders m 1 —_—— 
builders employs | 86P 221|MB-449| 647 | 127 |" I 
nents. Chassis is only 86 P 224|MB-460} 6%” 13” 1 
2” high, 7” wide, and 86 P 222|MB-450/ *8 14” 10” 
~ 86 P 223/MB-451| *84” 13° 


5” deep. With cover 
fastened in place, en- 
tire unit stands only 
6” high! All-steel con- 
struction. Removable 
cover includes a car- 
rying handle. Cover 
is heavily perforated; 
fastened to chassis sides by 4 self-tapping 
screws. Black wrinkle enameled finish. Shpg. 
wt., 2 lbs. 

86 P 214. NET EACH............-: 3.92 


STANDARD RACK PANELS 


Heavy-duty rack panel 
constructed of 4%” alu- 
minum. All are 19” in 
width and have notched 
edges to fit mounting 
screw spacing of all 
standard telephone type 
relay racks. Supplied in 


mounting of - durable, attractive light 

controls or instruments. Ventilators on front | St@¥ hammertone finish. 
panel and louvers on sides allow circulation of Stock No. Height |Wt., Lbs. NET 
air for dissipation of heat. Top cover has gray $8 PX 601 1K" ha a 
wrinkle finish with deluxe chrome trim; chassis 88 PX 602 316" 9 1,07 
hee Bonireeing black wrinkle finish. gee pa 88 PX 603 $e. 2 : as 

les for easy, convenient carrying. veral : € 
height, 934". Cover, 6” high. Base, 336” high. | 88 FX 604 ‘he 2 2.37 
Dimensions given below are: TWC—top depth 88 PX 605 834" 3 2.78 
by chassis width by chassis depth. = ey a6 eee 3 3.52 
Stock No.|MirsType|_ Size Lbs, NET | sa Px608| 147° 4 466 
88 P 585 CA-1980 |5x10x8” 5 | 8.51 88 PX 60 15%" 
88 PX 586) CA-1981 |7x12xi0" 6 | 9.16 88 PX at tke 3 3°33 
88 PX 587) CA-1982 |7x17x10" 8 {10.48 88 PX6lI 194" 6 6.30 
88 PX 588| CA-1983 |10x17x13"| 10 |10.97 88PX612/| 21” 7 6.87 


240 


Allied Stocks the Complete Line of Bud Relay 


vn 


acks and Accessories 


Strong handles 
comfortable grip. 3 


UTILITY HANDLES 
for mounting on 


g nets to afford 


ity. Made of tubular aluminum wit! 
finish. Shpg. wt., 2 oz. 


StockNo.| Type |Lgth. 


86 P 849/ UH-70A| 5%” 
86 P 899! UH-71A] 3%” 


Mtg. Ctr. 
45%" 
3" 


PLASTIC CASES AND PANELS 


Molded black plastic cases 
panels designed for test insm 
ment mounting. Sturdily 
structed to protect meter 
components. Cases have reces 
corner bosses for flush mous 
of panels. Pre-drilled for 642" 
tapping screws. Case walls 
panels are %” thick. 


CASES 


Size Wt., 

-W.D. Lbs. 
614 x334x2” 1% 
6136x519 4x2 5%” 2 


MATCHING PANELS 


Stock Size Wt., NE 
No. H.W. Lbs. E 
86 P 288 6x3” % 
86 P 289 634x5” w 


TELEPHONE 


exciting news on the next 55 pages... 


about the world’s finest 
easiest-to-build electronic equipment 4g 


1961 knighk-kits 


A PRODUCT OF ALLIED RADIO 


ie 
~ FUN T0 BUILD Building it yourself is always 


satisfying fun...it’s fun at its best when you build 
Knight-Kits—they're so beautifully engineered, so much 
easier and more pleasurable to work with... 


YO U SAVE You save substantially because 


you buy direct from Allied at our money-saving 
big-volume-production prices—and because you 
do the easy building yourself... 


- YOU OWN THE BEST vou s0 glad you 


built a Knight-Kit, because you'll own and enjoy with pride 
a true custom-built product, professionally engineered 
and styled—designed for superior performance... 


- EASIEST TO BUY omty s2 nown 


on orders up to $50; $5 down up to $200; $10 down over 
$200--up to twenty-four months to pay... 


Vown Fayment 9. 
If you send currency, be sure to regleter letter 
¥ id ¥ 0 register Ist" | PLEASE SEE REVERSE SIDE FOR BASY PAYMEN 


Merchandise ordered 


from Allied 
Cateleg No 


satisfaction guaranteed or your money back 


From original concept to final design; each Knight-Kit Is 
produced by and comes directly to you from ALLIED RADIO 
—pioneer in electronic kit development... 


Bin 


how knight-kits guide your hands YY 


to easy, enjoyable building 


“CONVENIENCE ENGINEERING” COVERS EVERY SMALL BUT VITAL DETAIL 


| 
“Convenience Engineering” is the extra thorough- It covers every step in assembly, from the 

ness found only in Knight-Kits. It goes far time you first open the carton, all the way to ac 
: beyond circuit design—it is special engineer- your finished working model. Here is what ex- finen 
: ing that makes Knight-Kits easiest to build. clusive “Convenience Engineering" means to you: exce 


€ EXCLUSIVE “SHOW HOW" MANUALS 


Never any guesswork, and no doubts with 
these clearly written booklets—they guide 
you through assembly of your kit like a good 
instructor working at your side. Loaded 
with illustrations too! 


DIAGRAMS THAT “TALK" >= os 
“CAN'T MISS" INSTRUCTIC 
You always know where you 


aerren ' with these “do and check,” step 
2 step instructions. They’re the be 


Wall-sized picture diagrams that 
can be tacked over your work 
table for ready reference—show 
you where every part goes. 


CARDED 
RESISTORS 


Resistors—the most nu- 
merous single part in 
most kits—are neatly 
mounted on cards, each 
with identifying number 
clearly marked. No need 
to know the color-code. 


PRE-PUNCHED 
CHASSIS 
Heavily cadmium-plated, 
with all holes already 
neatly punched out— 
sockets, controls, anc 
other parts fit perfectly 
into place. No meta- 
working necessary! 


““VISI-PACKED” 
PARTS 
You'll appreciate this > 
feature. You can see 
right through the clear 
plastic bags in which 
small parts and hard- 
ware are packed—elim- 
inates searching. 


QUICK-SET SOLDER} 


Eutectic solder helps over- 
come “cold” solder connec- 
tions by passing directly , 

froma molten toa solid state. } = 


@ PRE-CUT WIRE 

No measuring—no_ untan- 
gling.Wireis pre-cut to correct 
lengths, stripped, tinned and 
color-coded to save you time. 


““READY-SORTED" PA 


Groups of small parts 

hardware are in several cs 
+ plastic bags—not in a sir 
~ paper bag. No time-cons 
yo Ss ing sorting to delay kit ass 
c ai bly; everything is right at he 


eee 


COMPLETE— 
READY TO ASSEMBLE 


IDENTIFIED > 
PARTS VALUES 


Values are clearly marked 


on all capacitors; other 
parts and components are 
also marked for easy iden- 
tification at a glance. 


742 There is an outstanding Knight-Kit for every electronic need 


Knight-Kits come to you in 
perfect order, ready for easy 
assembly. There’s nothing 
else to buy—not even solder! 


Expert Engineering - - - Advanced Features 


A staff of skilled specialists, with years of kit-develop- 

ment experience stands behind every Knight-Kit. Each 

kit is designed by these experts to provide unsur- : 
passed circuit performance, and then thoroughly .4 
field-tested under actual operating conditions. Latest ‘ 
advancements in electronics are employed—including i 
printed circuits, exclusive printed circuit switches, 

and plug-in modules—to make them easier to build 

and the best value for your money. 


ality Control at every 
ge of development, and 
rough laboratory testing by 
ly trained technicians, is 
er assurance of flawless Leading designers have 


Professional Styling 


aan 
be ation from your Knight- developed Knight-Kits into 
Rigid inspection stand- components of lasting 
are always maintained. beauty. You'll be proud of 


your kit's appearance—it 
fits in any setting! 


% Premium-Quality, 
Famous-Name Parts 

You'll find the most 
»senowned names in 
ewectronics on Knight- 
parts, many of which 
we custom-made to our 
gid specifications. 


FREE CONSULTATION SERVICE 


COMPLETE FACTORY CHECKING FACILITIES 


Free Examination Privilege. You E : ‘ 5 ‘ 

be the judge! Order any Knight-Kit. Our staff of Knight-Kit technical consultants and com- 

Examine it on arrival. Inspect the pletely equipped servicing facilities are at your com- 
mand. If you have any questions about Knight-Kits, 


quality of components, the circuitry, : 
the instruction manual. If you are not before you make a selection or after assembly of your 
satisfied in every way, simply return kit is completed, we'll be glad to send you a prompt, ia 
it for full refund! detailed reply. You can also have your Knight-Kit 

expertly checked or serviced—charges are nominal. ] 


Allied fully protects your Knight-Kit purchase. 
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STEREO HI-FI 


- n knight-kit 


Announcing a brilliantly engineered new addition to the 
renowned family of stereo high-fidelity Knight-Kits— 
the magnificent Knight-Kit 70-Watt Stereo Amplifier! 
Its feature-packed design incorporates every function 
necessary for maximum flexibility and finest perform- 
ance in the reproduction of stereophonic sound. This 
mighty ‘70-watter” represents a truly outstanding 
value, too—since it’s yours in remarkably easy-to- 
assemble, money saving Knight-Kit form. 


Included in the highly flexible control stage is a special 
stereo ‘‘Blend” control. By gradually decreasing or in- 
creasing channel separation, this control electronically 
“moves” your speakers nearer together or further apart 
to provide optimum stereo effect. In addition, a special 
full-range “center channel” output is provided for add- 
ing a third stereo speaker and/or connecting mono- 
phonic extension speakers—without any need for addi- 
tional mixing transformers, etc. 


6 pairs of stereo inputs are included to accommodate 
all possible sources of sound. Clutch-type concentric 
bass and treble controls permit individual or simulta - 
neous adjustment of channels for proper tonal response. 
A single-knob balance control lets you adjust for correct 
stereo channel balance—regardless of where you sit in 
relation to the speakers. 


For tape recording fans, this powerful unit features 
tape outputs and inputs on each channel which func- 
tion independently of volume and tone controls. A 
“Source-Tape” monitor switch on front panel permits 
comparison of recordings with input source. A separate 
switch provides equalization for 744 or 334 ips tape 
speeds when playing tapes directly from playback head 
into ‘Tape Head” input of amplifier. 
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Super-Power 70-Watt Stereo Hi-Fi Amplifier Kit 


FEATURE-PACKED STEREO POWERHOUSE...TOPS FOR TODAY'S LOW-EFFICIENCY SPEAKER: 


Look to Knight-Kit for Leadership in the Field of Electronic Kits 


SPI 


Power O 
5 watts ¢ 


quent 
mes at 35 
7.000 cp 


stortic 


A DO-IT-YOURSELF STEREO MASTERPIECE 


Expert design plus step-by-step instructions make 
this top performer fun to build—assure accurate 
assembly and years of dependable performance. 


Other features include: input paralleling switch for p 
ing monophonic records from stereo cartridge—elin 
nates vertical noise components from record; d 
channel RC rumble filters; dual-channel RC scrate 
filters; ganged master volume control with switch 
convert to loudness control; separate tuner level = 
controls for each channel; unusually high sensitivity 
Phono and Tape Head inputs; DC on all preamp © 
ments; low-noise resistors in critical parts of cire 


Handsome steel case, supplied, has Cordovan 
vinyl covering—}4” thick, extruded aluminum panel « 
Desert Beige and Sand Gold. Complete with wire a 
solder. 44% (plus 54” legs) x 1714x1314”. Knobs exte 
114”. For 105-125 v., 60 cycle AC. Shpg. wt., 31 
83 YU9S4.S5.Dawn. ONLY soo cos eased, o's 119.8 


Special ‘Blend '’Control. 
Increases or decreases 
channel separation for op- 
timum stereo effect. 


Two Phasing Switches. 
Permit phasing stereo chan- 
nels to center channel as 
well as to each other. 


KER: SPECIFICATIONS 


Power Output: 70 watts (140 watts peak); 
© watts per channel. 


eequency Response: +1 db, 20-30,000 
“=s at 35 watts per channel;+1 db, 18- 
000 cps at half-power. 


@istortion: Harmonic, 0.5% at 35 watts 
»-ec reference signal); IM, less than 1.0% 
= 35 watts (60 cps and 4 kc mixed 4 to’1). 


om and Noise: Better than —75 db be- 
~~ 25 watts for all high level inputs; better 
sn —55 db below 35 watts for magnetic 
ono inputs; better than —45 db for tape 
»ead inputs. 


teputs (6 pairs): Tape Head; Magnetic 
ono; Ceramic Phono; Tuner (with sep- 
rate level controls); Auxiliary; Tape. 


Sensitivity: All high level inputs, 100 mv 
“ss full rated output; Magnetic phono, tse. 
=v, Tape Head 1.0 mv for full rated output. 


Controls: Selector (Tape Head, Tuner, 
=hono, Aux); Blend; Bass (dual-concen- 
“sc); Treble (dual-concentric); Balance; 
Yolume; Rumble Filter Off-On; Scratch 
=tter Off-On; Tape Monttor (Source-Tape); 
Senter Channel Off-On; Tape (3% and 7% 
es equalization); Stereo, Reverse/Mono- 
shonic L, Monophonic R; Parallel/Stereo/ 
Monophonic L-R; Loudness Off-On; Power 
O#-On. 


impedances: 4, 8, and 16 ohms each 
-nannel; center channel, 8 or 16 ohms. 


Tubes: 2—12AY7; 2—7025; 2—UF86; 2— 
=CC83/12AX7; 4—EL34; 2—-GZ34 rectifiers. 


—----------+}----------__- 


Full-Range Center Chan- 
nel. Lets you adda “center” 
stereo speaker or mono- 
phonic extension speakers. 


Stereo Paralleling Switch. 
Cancels vertical noises 
when playing monophonic 


discs with stereo cartridge. i 


Tape Equalization. Switch 
permits equalizing for 7% 
or 3% ips tapes when play- 


Tape-Source Monitor. Se- 
lects playback from tape head 
or sound source—you hear 
your tape while recording! 


ng from tape head, 


The Perfect “Heart” for a Super-Power Stereo Music System 


Ideal as the basis for a top-quality 
stereo music system, this deluxe 
70-watt stereo amplifier kit in- 
cludes input provisions for every 
possible sound source. Its out- 
standing array of features provides 
professional-type control flexibil- 
ity that’s sure to please the most 
critical audiophile, tape recording 
fan, and quality-conscious music 
lover. Nothing’s been overlooked! 


Additionally, through expert en- 
gineering, this high degree of flex- 
ibility has been combined with 
amazing simplicity of operation. 
Carefully planned panel markings 
indicate the function of each con- 
trol at a glance—making it possi- 
ble for anyone, whether technical- 
minded or not, to enjoy the re- 
markable performance of this fine 
stereo amplifier. 


curve represents just one example of 


This 

PROOF OF the superiority of the Knight-Kit 70-Watt 
PERFORMANCE Stereo Amplifier—compare before you buy! 
z * 0.7 
Los 
205 = 
3504 
ge 0.3 
eo 
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z 70 12 «4 
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sa Whomete Ficter 


For years-ahead features and outstanding performance 
—for styling of lasting beauty—the Knight-Kit Deluxe 
40-Watt Stereo Amplifier Kit represents a superlative 
value. Remarkably easy to assemble, this expertly 
engineered amplifier will deliver 20 watts output per 
channel into each of two speaker systems for a full 
40 watts of brilliant stereophonic sound. Includes two 
fully integrated, built in preamplifiers to accommodate 
any stereo or monophonic source. 


Offering everything necessary for thrilling 2-channel 
stereo, this sensational unit incorporates an important 
“plus” feature—a specially designed center channel 
output. Unlike many center-channel arrangements, 
this expertly designed circuit is not an ordinary “‘sum- 
and-difference” arrangement—but actually a full-range 
output which carries the “sum” of both stereo channels. 
Permits feeding the full audio range to a center speaker 
when the two stereo speakers are widely spaced—also 
permits easy hook-up of extension speakers for remote 
listening in other rooms. 


Dual-concentric clutch-type tone controls are employed 
to permit a high degree of flexibility in ~adjusting 
your stereo system for optimum tonal color. The special 
friction-clutch mounting of these controls permits 
setting either channel separately—or both simul- 
taneously—for proper bass and treble response. 


Other deluxe features include: five pairs of jacks 
for stereo inputs, including tape head; hum balance 
controls for each channel; stereo balance control; 
mode switch that selects regular stereo, reversed stereo, 
and permits playing either the left or right channel 
alone or through both speakers at once. 
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| Custom-Quality 40-Watt Stereo Hi-Fi Amplifier H. 


RENOWNED FOR PERFORMANCE AND STYLING ... TRULY A LEADER IN ITS CLASS 


Knight-Kits Are Famous for Their Easy-to-Follow Instructions 


qt 


so easy to build... 


Knight-Kits come to you 
complete and in perfect 
order, ready for the easy 
step-by-step assembly. 
There's nothing else to 
buy—not even wire or 
solder! 


A special ground post is included to eliminate any hu 
producing ground loops. Has output jacks for stereo ts 
recording; RCA 6973 special hi-fi audio output tub 
rumble and scratch filters; heavy, extruded alumins 
front panel; compensated loudness-volume control. 


With the world-famous Knight-Kit step by-step instra 
tions and giant-sized pictorial diagrams, you'll & 
this top-performing amplifier fun to build—even if y 
have no previous electronic experience. Beautife 
styled metal cabinet is finished in attractive Cordow 


Gray vinyl; front panel is Desert Beige and Sand Ge 


extruded aluminum. Ideal companion for the Knight-® 
Deluxe Stereo Tuner Kit listed in this section. 


Complete with cabinet, wire and solder, all parts = 
hardware, and detailed instructions. 41%” (plus 54” is 
x 1514 x 1114”. Knobs extend 114”. For 105-125 val 
60 cycle AC. Shpg. wt., 26 Ibs. 
83 YU 774. $5 Down. ONLY..-.-----2 52-207 765 


Full-Range Ce 
Channel Gulput 


Printed Circuit 


Permits adding “cent 4 i 

Per ; er : Switch € 

Reston ac peanerto stereo . Printed “cites eat 
gystem nci/er remote ex- : and “PAC” resistor-and. 
eotion neni 9 han- e Capacitor units insure fast, 
eet no- : remarkably easy assembly. 
hee eer eee 


. 
Creer eroorsececcecs 
2 


Out Tuner Mag. Phono 4 
2 
° 
e 
: 
fe 5 
Cer. Phono Tape Heads 
Amazing Versatili : 
a ity. ° 
d ott ie Pf inputs n Front ponajuminum 
ir . el. 
ot case ae ° Deluxe styling includ 
me, reo . extra-hea i - 
corder outputs— yt ate 


ed-aluminum front panel 


Provide complet 
plete flexibil- —actually 4%” thick. 


SPECIFICATIONS 


The Ideal ‘‘Heart” for a Stereo System 


ted Power: 40 watts, (80 watts peak); 
watts per channel. 


Speaker A & 


Sequency Response: +1 db, 15-35,000 
=e at 10 watts; +1 db, 10-50,000 cps at 298 
waits. ag 


stortion: Harmonic less than 0.75% at 
watt output per channel; IM, less than 
™ at 20 watts per channel. 


and Noise: Tuner input —70 db; Optional 
snetic phono input, —55 db. eA Center 
Speaker 


Speaker B 


ts (5 pairs): Tape Head (NAB), Mag- 
© Phono, Ceramic Phono, Tuner and 


wliary. 


msitivity: Tape Head, 2.2 mv; Mag- 
© Phono, 2.2 mv; Ceramic Phono, 300 
- Tuner, 300 mv; and Auxiliary, 700 mv. 


Record Player 
The ideal ‘centerpiece’ for any 
high-quality stereo music system, 
the Knight-Kit 40-Watt Stereo 
Amplifier has input facilities for 


Auxiliary, ready-to-use full-range 
speaker output terminals permit 
connecting optional ‘‘center- 
channel” stereo speaker, if desired 


every conceivable sound source. In 
addition, it’s fully equipped with 
outputs for stereo tape recording. 


trols: Selector (Tape Head, Mag- 
ssc or Ceramic Phono, Tuner, Aux.); 
se (Stereo, Stereo Reverse, Left Chan- 
Right Channel, Left or Right Chan- 
to both outputs); Bass; Treble; Bal- 
= Level; Rumble Filter Off-On; Scratch 
sr Off-On; Loudness Off-On; Power 
On. 


remote speakers which handle both 
channels monophonically. 


—also may be used to operate | 


This curve clearly illustrates the superiority 
of the Deluxe 40-Watt Stereo Hi-Fi Amplifier | 
Kit—compare for quality before you buy. a; 


PROOF OF 
PERFORMANCE 


Geedback: 38 db of negative feedback 
= each channel. 


sedances: 4, 8 and 16 ohms right and 
+= channels; center channel output may 
connected for 8 or 16 ohms. 


osstalk Between Channels: Better 
» 40 db down on all inputs. 


bes: 4—12AX7; 2—6CM8; 4—6973; 
=2& rectifier. 


knight-kit' 
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Incomparable Stereo Hi-Fi FM-AM Tuner Kit 
SUPERIOR PERFORMANCE... AMAZING DSR CIRCUIT... FINEST TUNER VALUE ANYWHE Sensit 
= quie 
Dynamic Sideband Regu- Separate FM and AM sections Pre-aligned RF coils and IF Continuously variable © Bar 
lation reduces distortion —plus provision for building transformers—no further AFC for precise contro! 
to insignificant levels in Multiplex adapter adjustments necessary over “pull-in'' power Sum | 
Famous for its versatility and quality, this magnificently General Features. All circuitry is on printed circ pect 
styled stereo tuner kit represents a distinguished boards for fastest, easiest assembly. Since alignmes]) tmage 
example of far-sighted engineering. Featuring Dynamic _ is a critical factor in the reception quality of all tune 
Sideband Regulation—an Allied-pioneered advance in the Knight-Kit Deluxe Tuner features IF transformes *eten 
tuner circuitry—this superb unit sets new standards in that are carefully sweep-aligned at the factory—s 
distortion-free FM reception. Unquestionably one of extremely accurate procedure. Includes Multips 
the most noteworthy developments in tuner circuitry, adapter jack, and separate FM and AM cathor 
DSR provides a form of pada inverse feedback follower outputs with level set controls. -_— 
that reduces to insignificance both overmodulation Styli : : . : menial. 
ke . ; ; ri tyling matches Knight-Kit 40-Watt and 70-We 
ae nee distortion resulting from fringe-area Groreg A, mplifiers, Stereo Preamp and Tape Recoraagy = 
8 e+ Preamp. Supplied with Cordovan Gray, vinyl-cover ax 
Separate FM and AM sections provide high flexibility steel case—extruded aluminum panel in Desert Beg <s 
you can tune each separately, or both at once for and Sand Gold. With FM and AM sections, all parts, wa mag 
FM-AM stereo broadcasts. Also included is a provision — solder, instructions. 444(plus 94” legs)x1534x15”. Kne 


for building in a Multiplex adapter—no need for an extend 114”. For operation from 105-125 volts, 60 
external unit in order to receive stereo programs under AC. Shpg. wt., 25 Ibs. 
the forthcoming Multiplex system! SIVU'731. $5 Down ORIN: . <5 ieee one 875 


FM Section: Dual limiter-discriminator circuit for ex- 
tremely sensitive reception—2)4 microvolts; continu- 
ously variable AFC that permits adjusting the ‘‘pull- 
in’? power—lets you tune weak stations that are ad- 
jacent to strong ones, etc.; pre-aligned RF coils and IF 
transformers; separate, moving bar-type “‘magic eye”’ 
tuning indicator; weighted flywheel tuning; etc. 


AM Section: Latest, highly efficient circuitry with excel- 
lent sensitivity—see specifications on next page; narrow 
and wide IF bandwidth for sharp or broad tuning—a 
custom feature; separate, moving bar-type ‘“‘magic-eye” 
tuning indicator; weighted flywheel tuning; 10-kc 
whistle filter; built-in loopstick antenna, with connec- 
tions for external antenna; etc. 


248 Knight-Kits Are Available On Allied's Easy Pay Plan 


RS-AHEAD F 
EATURES ... EASY TO BUILD... TREMENDOUS SAVING 
Ss! 


With Remarkable 
DYNAMIC SIDEBAND 
REGULATION 


Distorted FM FM with DSR 


Offering the same advan 
1 ta 
that inverse feedback at 
= amplifiers, DSR produces 
“se equivalent of wider IF and 
Nahai bandwidth— 
rtually eliminates th is- 
“ertion problems in ue 
eak signals and signals that 
= overmodulated by the FM 
tion. Switch operated, you 
en easily demonstrate the 
ference DSR can make in the 
ality of your FM reception. 


SPECIFICATIONS 


FM Section 
Sensitivity: 2% microvolts for 20 db 
= quieting. 
on © Bandwidth: 200 kc at 50% Down. 
Sum & IF Noise: 60 db below 1v. 
AFC Pull-In: + 150 kc, variable. 


Ime: tmage Rejection: 60 db. 


inet 
rm Antenna Impedance: 300 ohms. 
a 
tiple AM Section 
hode 
Sensitivity: 3 microvolts for 10 db 
J =anal-to-noise ratio. 
-Wam 
Oras Sum Level: 60 db below 1 volt. 


VET Ke Whistle Filter: 40 db rejection. 
_ wire image Rejection: 20 db. 


Frequency Response: Narrow IF— 
7,000 cps, 6 db down at 3.5 kc; 
7 5 wide—20-10,000 cps, 6 db at 6.5 kc. 


Tubes: 4—6BA6, 2—6AU6, 2—12AU7, 
=356, 6AW8, 12AT7, 6AL5, 2—EM84 
“magic eyes'’; EZ81 rectifier. 


Unique New 
“MAGIC EYE" TUNING 


i 


i re itr Re? 


AM Section Provision for Multiple: 
OBSOLESCENCE PROOF 


A Knight-Kit first—a deluxe 
stereo tuner kit divided into 
threeseparate sections. Allows 
you to purchase the FM sec- 
tion only, and add other 
stages at your convenience. 


For pin-pointtuninga 
premium-quality Shadic one 
tubes are employed. A moving 
beam of light glides up and 
down the dial—closes to a 
narrow slit when you're pre- 
asd se ea You'll 
ri ° a 
— nem n the head 


Deluxe High-Fidelity FM Tuner Kit 


FEATURE FOR FEATURE—THE BEST IN VALUE 
Obsolescence-Free Design— 

Low in cost—tops in quality— 

handsomely styled to comple- 

ment any decorative scheme. 

You simply cannot find a finer 

tuner value anywhere. 


Completely obsolescence free 
in design! You can actually 
build-in AM section, Multiplex 
adapter (when available), or 
both, at your convenience. 


onscious, budget-minded music lover—a deluxe FM tuner 
that's definitely “in a class by itself.” Here’s the very same feature-packed 
tuner kit illustrated on the opposite page—but simply minus the AM 
section. AM section, below, may be added any time you wish—the perfect 
arrangement for anyone interested primarily in FM now, but who may 
want to incorporate AM later on! Also incorporates provisions for building- 
in a complete Multiplex adapter (see below, left). 


Deluxe features of this superlative FM tuner include: amazing DSR circuit 
for distortion-free reception; continuously variable AFC; “magic eye” bar- 
type tuning indicator; cathode-follower output; and all the excellent 
specifications listed in column at left under “FM Section”. Unit is supplied 
with the same handsome case and extruded aluminum panel as FM-AM 
tuner kit on opposite page, but has FM dial calibrations only. If you decide 
to add AM section later on, a substitute FM-AM panel is supplied with 
AM “add-in” kit, below. 444(plus 5%" legs)x15}ox15". Knobs extend 144’. 
For 105-125 v., 60 cycle AC. Shpg. wt., 22% Ibs. 

83 YU 732. $5 Down, ONLY.....:....--se sree reser rete ee 67.50 


For the quality-c 


“ADD-IN” AM SECTION. For use with FM tuner kit, above. Converts unit to 
same deluxe FM-AM tuner kit shown on opposite page. Includes all 
necessary components, wire and solder, and replacement escutcheon with 
FM and AM calibrations. Shpg. wt., 3 Ibs. 

83 ¥ 733. $2 Down. ONLY.......--+--200eeerrsce essen 22.50 


Knight-Kits Are Available on Allied’s Easy Pay Plan 


knight-kit 


STEREO HI-FI 


Me 
| 
SELECTOR EQUALIZER 


RUMBLE FILTER 


‘srenme PREAMPLIFIER 


OuDNESS 


SCRATCH FILTER 


Incomparable Deluxe Stereo Preamplifier Kit 


OUTSTANDING VERSATILITY. ..FINEST QUALITY COMPONENTS...EASY TO PUT TOGETHER 


Loudness Control Main- 
tains Tonal Balance at any 
Listening Level 


DC on Filaments Reduces 
Hum and Noise to the 
Vanishing Point 


Conveniently Compact— 
Fits Easily on Standard 
8” Bookshelves 


Here, in easy-to-build kit form, is one of the finest preamplifiers available 
today. This versatile, integrated control center is an outstanding example 
of advanced engineering techniques. Incorporates every desirable feature 
for stereo as well as monophonic reproduction—yet is offered at far 
less than the cost of comparable factory-wired units. In addition to 
the exceptional quality of its circuitry, styling is smart and modern, 
and the easy assembly is typical of the simplicity for which Knight-Kits 
are world-famous. Provisions have been made for every source of sound— 
simply flick a switch to choose any desired program source. Any type of 
stereo or monophonic operation is at the listener’s fingertips—including 
reversed stereo channels and either channel through either or both out- 
puts for monophonic use. Never any need to interchange cables. In addition, 
6 equalization positions for monophonic records are incorporated to 
prevent obsolescence of existing collections of older LP’s. 


Special dual-concentric, clutch-type controls are utilized for the adjust- 
ment of bass, treble, and level. The volume and tonal quality of each 
_ channel may be regulated separately or simultaneously. Utilizes low-noise, 
premium-type 12AY7 tubes in the input stages, DC on all filaments, 
shielded power supply, etc., to minimize hum and noise. Also contributing 
to its top-quality performance are: dual-ganged, continuously-variable 
loudness controls; special, LC-type scratch filter; rumble filter; cathode- 
follower outputs to match any basic amplifier; separate tape recorder out- 
puts; and 2—AC convenience outlets. Heavy steel, vinyl-covered cabinet 
is styled in attractive Cordovan Gray—}4” thick extruded aluminum panel 
in harmonizing Desert Beige and Sand Gold. Assembly is truly a marvel of 
simplicity. Complete with wire and solder; step-by-step instructions. 
44 (plus 5%” legs)x1314x734”. Knobs extend 14”. For operation from 
110-125 volts, 60 cycle AC. Shpg. wt., 14 lbs. 

83 YX 768. $5 Down. ONLY 


SPECIFICATIONS 


Frequency Response: +'% db, 7- 
120,000 cps through tuner input; +% 
db, 10-80,000 cps through microphone 
input (1-volt output). 


Harmonic Distortion: Less than 
.25% from 20-20,000 cps at 1 volt. 


IM: Less than 0.7% at 1-volt output. 


Hum and Noise: —80 db at 1 v. 
(Tuner input). 


Stereo Inputs (Five Pairs): Magnet- 
ic Phono (RIAA), Ceramic Phono 
(RIAA), Tape Head (NAB), Tuner 
(Flat), Auxiliary (Flat). 


Monophonic Inputs: G.£., Pickering, 
and Ceramic Phono (choice of RIAA, 
FFRR, Eur, 250-cps, NAB, or AES); 
Microphone (Flat). 

Input Sensitivity for 1-Volt Output 
Per Channel: Tape Head and Mag- 
netic Phono (2.5 mv), Ceramic Phono 
(70 mv), Tuner (150 mv), Auxiliary (500 
mv). 


Bass Controls: Boost or attenuate 15 
db at 20 cps. 

Treble Controls: Boost or attenuate 
15 db at 20,000 cps. 


Crosstalk Between Channels: —45 
db or better. 


MAXIMUM FLEXIBILITY—SINGLE CONTROL SELECTS ANY MODE OF OPERATION 


[—Anp. AHO, 
[Ane 8 +0] 


Nor-al Stereo 


[ Amp. A__}-K] 
[_Amp.8 _}1K] 


Channel A to Both Outputs 


[_ Amp. A__ FOX] 
A 


Reversed Stereo 


[ Amp. A }-OK( 
[ Amp. 8 _}-K] 


Channel A Monophonic 


[ Ans. A HX 
Le 
Channel B to Both Outputs 


Channel B Monophonic 


250 Pace-Setting Knight-Kits Are Your Best Values in Stereo High-Fidelity 


Switc! 
Outpt 
ohms, 
Tube 
33/12) 
SAR4 


_ Chassis—Optional Gray 


Gleaming Chrome-Plated 


Metal Cover 


Deluxe 60-Watt Basic Stereo Amplifier Kit om 


379% 


$ 
DOWN 


TRULY THE FINEST IN ITS CLASS... MEETS CRITICAL PROFESSIONAL REQUIREMENTS 


0 watts each 


Rated Power: 60 wat 
hannel; 120 watts peak. 


Frequency Response: Each chan- 
el, +0.5 db, 10 to 42,000 cps at 15 
vatts, 15 to 31,000 cps at 30 watts. 


Distortion: Harmonic, 0.15%; IM, 
15% at 30 watts output per channel. 


Sensitivity: 0.54 v. for 30 watts out- 
st per channel. 


Hum & Noise: 90 db below 30 watts 
utput per channel. 


Controls: Level A; Level B; Stereo- 
Monophonic Switch; Monophonic 
Sain Balance Test Switch; Off-On 
Switch. 


Output Impedances: 4, 8, 16 and 32 
ohms, each channel. 


Tubes: 2—EF86/Z729/6267; 2—ECC 
23 /12AX7/7025; 4—EL37; 2—GZ34 
AR4 rectifier. 


Rated Power Output: 25 
watts (50 watts peak). 
Response: +0.5 db from 14 tc 
45,000 cps at 25 watts. 
Distortion: Harmonic, less 
*han .25%; IM, less than .4% at 
25 watts. 

Hum & Noise (inputs 
shorted): 96 db below 25 
watts. 

Damping Factor: 4-ohm out- 
put calibrated 0.5 to 10; 8-ohm, 
0.75 to 20; 16-ohm, 1.0 to 50. 
Controls: Variable Damping; 
Balancing Adjustment; Level 
Set Adjustment; Off-On 
Switch. 

Tubes: EF86/Z729/6267, ECC 
83/12AX7, 2—EL37; GZ34/ 
5AR4 cathode-type rectifier. 


95-Watt Basic Hi-Fi Amplifier Kit 


A deluxe, single-channel basic ampli- 
fier of superlative quality—the ideal 
“add-on” basic for stereo conversion. 
Delivers a full 25 watts of virtually 
flawless high-fidelity output. Incor- 
porates variable damping control, 
with calibrated scales for each speaker 
impedance, to assure optimum match- 
ing to any speaker. Has custom- 
quality output transformer, balance 
control for output tubes, low-noise 
resistors in critical stages, printed 
circuitry for ease of assembly. Less 
cover, below. Size, 714x14%x43q". For 
105-125 v., 60cycle AC.Wt., 21 Ibs. 

83 YU 793. $2 Down. ONLY. ..44.50 
83 YX 794. Metal Cover for Above. Black- 
and-gold styling. 214 lbs. ONLY. 475 


Powerful 30-Watts-Per-Channel Out- 
put Assures Peak Performance with 
Today’s Low-Efficiency Speakers 


Higher Quality—More Features— 
Greater Flexibility than any other Basic 
Stereo Amplifier in Its Price Range 


A superb stereo basic amplifier that surpasses the expectations of even 
the most critical audio connoisseur! From its sensitive input stage to 
its custom, high-fidelity output transformers, the Knight-Kit 60-Watt 
Stereo Basic Amplifier kit employs only the very finest components avail- 
able. Its powerful 30-watts-per-channel rated output makes it the ideal 
amplifier for use with the new high-compliance, low-efficiency speaker 
systems, as well as all good-quality, high-efficiency speakers. A perfect 
partner for the Knight-Kit Deluxe Stereo Preamp kit, at left. 


Highlighting the features of this performance-acclaimed unit are: superior 
high-fidelity tubes; low-noise resistors in all critical circuit stages; 35 db 
of negative feedback per channel to reduce distortion to insignificance; 
convenient switch for quick stereo-monophonic changeover; etc. Employs 
two printed circuit boards for remarkably easy, accurate assembly. Deluxe, 
heavy-gauge chassis in gleaming chrome and black. Complete with wire 
and solder; instructions. 814x14x9". For operation from 110-125 volts, 60 
cycle AC. Shpg. wt., 39 Ibs. 

83 YU 777. $3 Down. ONLY.... 


83 YX 779. Attractive Metal Cover for Above. Wt., 5 Ibs. ONLY. 
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Outstanding-Value 32-Watt Stereo Hi-Fi Amplifier Kit 


SUPERLATIVE PERFORMANCE... EXCEPTIONALLY LOW COST ...ULTRA-SMART STYLING 


A remarkable value by any standard of comparison, Inspired styling keynotes this value-packed performer 
this newly developed stereo amplifier represents a Its attractive Desert-Beige and anodized Sand-Go 
notable achievement in high-fidelity component design.  escutcheon and Cordovan Gray case harmonize beaut 
Its impressive, smartly styled exterior encompasses fully with any decorative setting—you'll take pride & 
a unit capable of pure, powerful stereo reproduction. _ its professional elegance. In addition, its unique, edg 
as 16 watts per channel for a fab 32 watts of _ spaced front panel provides ample ventilation. 
ull-range, panoramic stereo sound. Includes two 7 : rs : : eg 
fully integrated preamps, with RIAA equalization, World-famous Knight-Kit Pee wy tie), athe hee 
: F : = eet with giant-size picture diagrams guide your ever 
which accommodate magnetic stereo cartridges. Also mnevelami cliniiiate goeeswork=—you'll find. asiell 
incorporates stereo inputs for ceramic cartridge, tuner, sacgcs : er y en Oe 
‘ cence ’ ° of this high-quality amplifier fast and enjoyable, ev 
tape, tape head, and auxiliary. Its extremely versatile if you have had no previous kit-building experien 
controls give you total command of stereo reproduction ee ae ROE Sa ns . BB eEP 
Di icwnclied ease and. precision Circuit utilizes simple point-to-point wiring methoe 
PB x Only a few common tools are required for assembly 


Incorporated in this brilliant performer's advanced- _ soldering iron, screwdriver and pliers. 
design is a special center channel output. Requiring 74. Knight-Kit 32-watt amplifier is supplied comple 


{ no external transformers or other aes devices, this with cabinet and all other parts you need for assembly 
output permits connecting a full-range ‘center channel : : 7) 
{ Smet: rv . . »» even includes wire and solder. One of the finest value 
b stereo speaker to eliminate any “hole-in-the-middle : A . + a 
Bie an) -widely’ spaced >speakers.. Also rmits ever presented—you're sure to be delighted with + Pho 
8 er ES : ne top performance as well as its deluxe appearan ay 


connecting remote speakers in other rooms to handle 414 (plus 54” legs)x1434x1134". For 105-125 v., 60 cy 


- both stereo channels monophonically. AC. Shpg. wt., 24 Ibs. 

- Also included in its array of fine features are: NAB tape 83 YU 933. $5 Down. ONLY.........-.-.----+- 59.9. 

: equalization for top-notch accuracy in reproduction; 
convenient, ganged bass and treble controls that boost Judge Knight-Kit Value for Yourself... s 
or attenuate each channel simultaneously for complete ie sli 
control of tonal color; single knob balance control for Order the feature-packed 32-Watt Stereo Amplife 
optimum adjustment of stereo playback; front-panel kit, above, or any other famous-for-quality Knight-K 
operated slide switch for paralleling channels when Inspect the careful packaging—the high-quality cos 
playing monophonic records; DC on preamp tube fila- ponents—the advanced circuitry—the easy-to-undes Act 
ments to eliminate hum and noise; easy accessability stand assembly manual. If you are not complete” 16 ol 
to all inputs and outputs from rear apron of chassis: satisfied in every way, return the kit for full refu 
two accessory AC outlets (one switched on and off exchange, or credit. We’re confident that you'll agree 

j with amplifier); tape recorder outputs which function Knight-Kits are the finest electronic equipment in mon 

. independently of tone and volume controls. saving kit form. 


252 Knight-Kits are the Finest Values in Do-It-Yourself Hi-Fi Components 
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SPECIFICATIONS 


@eted Power: 32 watts (64 watts peak); 


= watts per channel. 


Sequency Response: +1 db, 20-20,000 


ss per channel at half power. 


“ermonic Distortion: Better than 1.0% 
= full power output. 


Som and Noise: Better than 65 db per 
znnel below full output at high level 
outs: better than 50 db per channel be- 
‘~ full output in magnetic phono input 
wth 10 mv input reference signal; better 
en 45 db per channel below full output 
= tape head input with 10 mv input refer- 
ence signal. 


souts (5 pairs): Tape Head, Magnetic 
®eono, Ceramic Phono, Tuner, and Aux. 


Sensitivity (per channel at full power): 
Weanetic Phono, 2 mv; Ceramic or Crys- 
“=! Phono, 150 mv; Tape Head, 2 mv; 


Tener, 200 mv; and Auxiliary, 500 mv. 


Controls: Selector (Tape Head, Phono, 
=oner or Auxiliary); Volume; Treble; Bass; 
«-d Balance. Mon-L/Mon-R/Stereo Re- 
serse slide switch; Parallel/Stereo/Mon 
LR slide switch; Power (Off-On) slide 
switch. 


Output Impedances: 4, 8 and 16 ohms 
sch channel; center channel matches 8 
or 16 ohms. 


Tube Complement: 4—7189; 6—ECC83/ 
*2AX7; 1—GZ34 rectifier. 


ower Consumption: 110 watts. 


Power Requirements: For operation from 
05-125 volts, 60 cycle AC. 


Assemble Your Own Quality Stereo System 


Knight-Kit hi-fi components always 
give you professional performance 


You'll enjoy the exceptionally fine 
performance that’s yours at amazing- 
ly low cost with a Knight-Kit stereo 
music system. Choose from the 
complete selection of custom-quality 
amplifiers, tuners, and tape recorders 
in money-saving kit form; select the 
speaker systems of your choice. 
You'll marvel at the fun and ease of 
assembling a Knight-Kit ensemble. 


and attractive styling—harmonize 
beautifully with any of the fine speak- 
er enclosures and equipment cabi- 
nets featured in the high-fidelity 
section of this Catalog. Your satis- 
faction is assured when your music 
system features Knight-Kits—avail- 
able on Allied’s Easy Payment Plan. 


SEE ALLIED-RECOMMENDED KIT SYSTEMS 


You save more—in two important ways 


when you choose an Allied- 


recommended “Do-It-Yourself” stereo hi-fi system. You save by buy- 


ing at 


Allied’s special system price; and you pocket big savings by 953 


building the kit components yourself. See listings in this Catalog. 
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Super-Buy 20-Watt Stereo Hi-Fi Amplifier Kit 


REMARKABLY LOW-COST, HIGH-QUALITY STEREO. ..HANDSOME STYLING ... EASY TO BUILD 


The famous Knight-Kit 20-Watt Stereo Amplifier Kit— 
in its attractive, decorator-styled case and panel— 
represents value supreme! You'll really enjoy assembling 
this top-performer, with easy-to-follow Knight-Kit 
instructions to guide your every move. Ideal as the 
“heart” of any budget stereo music system, this 
superb unit delivers 10 watts per channel into each of 
two speaker systems for a full 20 watts of panoramic 
stereo sound. Remarkably complete—yet amazingly 
low in cost—it includes two fully integrated, built-in 
preamps, that accommodate magnetic stereo cart- 
ridges. The simplified control facilities offered by 
this preamplifier section enable you to regulate and 
balance your stereophonic sound with exceptional 
ease and accuracy. 


Highlighting the simplified, yet flexible design of this 
unit is a special clutch-type, dual-concentric level 
control. The friction-clutch mounting permits either 
knob to be rotated by itself for individual channel 
adjustment, or both knobs to be rotated simultaneously 
to let you raise or lower overall volume without 
upsetting channel balance. A unique, single-knob 
selector switch is incorporated to permit convenient, 
simplified selection of both the desired input source and 
the function—stereo, monophonic, stereo reverse, etc. 


Also included are separate, ganged bass and treble 
controls which boost or attenuate both channels 
simultaneously for complete control of tonal color. 


The expertly designed push-pull output circuitry in- 
corporated in the unit includes four ECL82 output tubes 
for ultra-clean high-fidelity output over the entire 
audible range of sound. All preamplifier tube filaments 
operate on DC voltage for hum-free performance. 


254 Depend On Knight-Kits for Unsurpassed Value and Performance 


For proper response from both stereo and monophonie 
LP’s, preamplifier section has built-in RIAA equaliza- 
tion. As an added convenience, a switched AC accessory 
outlet is included to permit switching record player of 
tuner on and off from amplifier. Beautifully styled, the 
Knight-Kit 20-Watt Stereo Amplifier features « 
tasteful, modern appearance that harmonizes wit 
any decorative scheme. Case is finished in Cordovas 
Gray with front panel in rich-looking Desert Beige 
and Sand Gold. Trim, knurled knobs are black with 
gleaming gold inserts. 


Assembly is a marvel of simplicity with simplified 
point-to-point wiring and special two-piece chassis 
construction—assures perfect performance as soon as 
your kit is completed. No special tools are required— 
all you need are a screwdriver, a pair of long-nose 
pliers, a pair of diagonal cutters, and a_ soldering 
iron. Supplied complete with wire and solder; step 
by-step instructions 414 (plus 54” legs) x1334x8}4". For 
105-125 v., 60 cycle AC. Shpg. wt., 17 Ibs. 
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FREE EXAMINATION PRIVILEGE 


Thousands already know the en- 
joyment and satisfaction that's 
part of every Knight-Kit—why 
not see for yourself? Order the 
Knight-Kit of your choice—in- 
spect the quality components, 
the brilliant circuitry, the easy- 
to-understand assembly man- 
ual. If you are not completely 
satisfied, your entire purchase 
price will be refunded. 
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QUALITY FEATURES AT 
AMAZINGLY LOW COST 
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SPECIFICATIONS 


Power Output: 20 watts (40 watts 
oeak); 10 watts per channel. 


Response: +1.5 db, 20-20,000 cps 
at 1 watt; £1.5 db, 35-15,000 cps at 
full rated power. 


Harmonic Distortion: Less than 
1.5% at 20 watts. 


Hum and Noise: Better than 75 db 
below full output. 


inputs (4 pairs): Magnetic Phono, 
Ceramic or Crystal Phono, Tuner, 
and Auxiliary. 


Sensitivity: Magnetic Phono, 6 mv.; 
Ceramic Input, 0.4 v.; Tuner and 
Auxiliary, 1 volt. 


Negative Feedback: 13 db. 


Controls: Selector (Stereo: Phono, 
Phono Reverse, Tuner, Tuner Re- 
verse, Aux, Aux Reverse; Mono- 
phonic: Phono, Tuner and Auxiliary); 
Bass (boosts or cuts 10 db at 35 cps.); 
Treble/Off-On (boosts 5 db or cuts 
7 db, at 10,000 cps); Volume. 


impedances: 4, 8 and 16 ohms. 


Tubes: 2—ECC83/12AX7; 4—ECL82, 
£Z81/6CA¢4 rectifier. 


Phono System At Tremendous Savings 


Designed for the budget-minded “do-it-yourselfer” 
—a beautifully balanced stereophonic phono sys- 
tem featuring the highly popular, easy-to-build 
Knight-Kit 20-Watt Stereo Amplifier Kit. 


Beautifully Styled, 
Money-Saving 
Knight-Kit 20-Watt 
Stereo Amplifier 
Kit 


Garrard RC210 Chang- 
er and Base; Knight 
KN-500 Cartridge with 
0007” Diamond Nee- 
dle; FREE 12” Stereo 
Demo Record 


2—Knight KN-820 
12” High-Fidelity 
Speakers for Cus- 
tom Installation 
(Plans Included) 


’ 


YOU SAVE IN TWO BIG WAYS 


You save in two important ways: you save because the 
cost of this system is far less than the total cost of 
the individual components purchased separately— 
and you save by assembling the amplifier yourself. 


Knight-Kit 20-Watt Stereo Amplifier Kit. Saas one $39.95 
Garrard RC210 Record Changer & Base.......--- 48.99 
Knight KN-500 Cartridge—Diamond Needle.....-- 12.95 
2—Knight KN-820 12” Speakers......----------: 33.90 
TOTAL REGULAR CATALOG PRICE...... $135.79 

ALLIED SYSTEM PLAN PRICE......-. 124.95 


YOU SAVE..... $10.84 


Changer base in mahogany, limed oak or walnut—specify choice. System 
operates from 110-120 v., 60 cycle AC. Shpg. wt., 48 lbs. 
20 HF 503. $5 Down. ONLY. ....---- +--+ se sere ere 


SEE HI-Fl SYSTEM PAGES FOR MORE 
KNIGHT-KIT STEREO ENSEMBLES 


Knight-Kits Are Finest by Design 


age , 
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HIGH-FIDELITY 


Super-Value High-Fidelity FM-AM Tuner Kit 


HIGHLY SENSITIVE . . . BEAUTIFUL NEW STYLING . . . UNSURPASSED FOR ECONOMY 


AFC Provides Drift- 
tree, “‘Lock-In” Tuning 
of FM Stations 


Pre-Aligned RF and IF 
Coils—No Need for 
Further Adjustments 


High Sensitivity—2.5 
Microvolts for 20 db 
Quieting on FM 


First choice for the budget-minded high-fidelity enthusiast, the Knight-Kit 
FM-AM Tuner is truly an amazing value by any standard of comparison. 
This beautifully styled tuner brings you genuine hi-fi performance at far 
less cost than comparable factory-wired units. It’s easy to assemble 
because most of the wiring is done for you on the printed circuit board— 
just install the parts on board and solder them in place. Simple instructions 
take you through the entire assembly, a step at a time—you'll point with 
pride at your accomplishment. An ideal companion for any Knight-Kit 
amplifier, or any other quality hi-fi amplifier. 


The many advanced features designed into this tuner combine to make it an 
exceptional value. A tuned RF stage on FM provides high sensitivity—2.5 
microvolts for 20 db quieting. Wide-range, flat frequency response guar- 
antees true high-fidelity reception. Built-in ferrite AM antenna may be 
rotated for best reception in your location. Flywheel tuning enables you 
to glide from station to station, effortlessly; automatic frequency control 
(AFC) locks in FM stations, eliminating distortion due to mis-tuning. An 
AFC defeat switch helps tune distant stations. 


In addition to the above features, the tuner has a cathode follower output 
plus an output which can be wired for ‘‘off-the-air” tape recording—or 
wired for an external multiplex stereo adapter to receive multiplex stereo 
broadcasts. Pre-aligned RF and IF coils mean that you can play the 
tuner—without further adjustment—as soon as assembly is complete. No 
special tools are required for assembly—the entire job can be easily ac- 
complished with a soldering iron, screwdriver, and long-nose pliers. 


You'll be proud to place this tuner where everyone can see its smart styling; 
it is completely enclosed in a smart Cordovan Gray case, with soft plastic feet 
to protect furniture. Centered on the Desert Beige and Sand Gold control 
panel is an easy-to-read slide rule scale; stations are located by the self- 


illuminated neon glow pointer, as it moves across the scale with jewel-like 
orange brilliance. 


Famous Knight-Kit precision engineering assures easy, simplified assembly 
and saves hours of construction time. Everything is supplied—all parts, wire 
and solder, tubes, output cable, the attractive Cordovan Gray steel cabinet, 
and detailed Knight-Kit step-by-step instructions with wall-size picture 
diagrams. Size, 414x1314x8”" (plus 54” legs). For operation from 105-125 
volts, 60 cycle AC. Shpg. wt. 13 Ibs. 

83 YX 928. $2 Down. ONLY 


256 Knight-Kits Use Premium-Quality Components 


SPECIFICATIONS 


FM Section 
Sensitivity: 2% microvolts for 20 
db quieting. 
Response: 20-20,000 cps. 
Hum and Noise: 60 db below 
1-volt output. 
IF Bandwidth: 200 kc at 50% 
down on curve. 

AM Section 
Sensitivity: 3yv for 10 db signal- 
to-noise ratio. 
Hum and Noise: 60 db below 
1-volt output. 
IF Bandwidth: 8 kc at 50% down 
on curve. 


General Specifications 
Controls: Selector (AFC, FM, 
AM, and OFF); Tuning. 

Outputs: (2): Amplifier; stereo 
multiplex adapter or tape recorder 
(may be wired for either). 

Tube Complement: 6AN8; 
6BE6; 6BA7; 12AT7; 2—6AU6; 
ECC82/12AU7; 6AL5; plus 6X4 
rectifier. 
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SPECIAL FEATURES OF 
THESE KNIGHT-KIT TUNERS 


MULTIPLEX & MAIN OUTPUTS 


Featured are cath 

a ode follower 

= output plus an output for a 

ae ree of multiplex adapter—can be 
ired as a tape output if desired. 


EASY FLYWHEEL TUNING 
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] ) es the neon- 
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ABOUT MULTIPLEX... 


At the present time, the Federal Com- 
snications Commission is considering 
ous proposals for a system of Multi- 
x stereo FM transmission. As soon as 
> system is standardized, Allied will 
> available a Multiplex adapter kit for 
ur Knight-Kit hi-fi tuner. The purchase 
this adapter will permit you to receive 
> single-station FM stereo broad- 
sts on either of famous Knight- 
tuners. Another example of how 
ght-Kits provide obsolescence-free, 
‘ ndable service! } : 


Economy FM Tuner Kit 


Pre-aligned RF and \F 
coils—no further ad- 
justments necessary 


Features drift-free 
AFC control for “lock- 
in” FM tuning 


All-new, deluxe mo- 
dern styling harmo- 
nizes with any decor 


For high-fidelity FM that anyone can afford—for outstanding per- 
formance and finest-quality components—choose this famous Knight- 
Kit budget-priced FM tuner kit. A marvel of assembly ease, this 
popular performer utilizes a full 7-tube circuit for unusually clean, 
first-rate FM reception. Enjoy it with any Knight-Kit amplifier, or 
any other quality amplifier—unmistakably your best budget buy! 


In addition to its excellent specifications, the tuner also features: 


superb styling, which is both attractive and functional; printed cir- 
cuit for ease of assembly; automatic frequency control (AFC) for 
‘Jock in’’ tuning of stations—with disabling feature for tuning in 


weak stations adjacent to strong stations; pre-aligned RF and IF 
sections to eliminate any need for adjustment; front ventilation, an 
integral part of panel design—no perforations in the top or at the 
sides of the handsome cabinet; easy flywheel tuning that permits 
you to glide from station to station smoothly and gently; cathode 


follower output; FM multiplex output for FM stereo broadcasts. 


an Gray steel cabinet has a control panel fin- 
ished in Desert Beige and Sand Gold—blends beautifully with any 
decor. Also includes soft plastic feet that prevent marring furniture 
—you'll be proud to display the tuner anywhere. Supplied complete 
with cabinet, all parts, tubes, wire and solder and hardware. World- 
famous step-by-step ‘astructions and wall-size picture diagrams 
guide your every move. Assembly is fun and easy—you can’t go 
wrong. Size, 414x1314x8" (plus 54” legs). For 105-125 v., 60 cycle AC. 
Shpg. wt. 13 lbs. 

83 YX 931. $2 Down. ONLY.....-- 


SPECIFICATIONS 
Controls: Tuning; Function Switch 
(Off, FM, FM/AFC). 


Outputs (2): Amplifier; stereo multi- 
plex adapter which may be wired as 
tape recording output if desired. 


The attractive Cordov 


Sensitivity: 4 microvolts for 20 db of 
quieting. 

Hum Level: —45 db (from 1-volt 
output reference). 

Output Voltage: 4 volt at 100 micro- 
volts input, 30% modulation; 2 volts at 
4000 microvolts. 

Response: + ¥, db, 20-20,000 cps. 


Tube Complement: 6BQ7A, 6BA7, 
12AT7, 2—-6AU6, 6AL5, 12AU7; also 
6X4 rectifier. 


Select Knight-Kits for Deluxe Hi-Fi at Lowest Cost 251 
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18-Watt Monophonic Hi-Fi Amplifier Kit 


MORE FOR YOUR DOLLAR IN FEATURES, PERFORMANCE AND STYLING ...SO EASY TO BUI 


RCA 6973 High-Fidelity 8 Inputs to Accommodate 
Audio Output Tubes for Every Possible Sound 
Top Performance Source Required 


Wide, Smooth Frequency 
Response from 20 to 
30,000 cps 


Introducing an all-new, deluxe modern styling for the renowned Knight-Kit 
18-watt high-fidelity amplifier kit! Here is an amplifier designed to bring 
flawless high-fidelity sound into your home at about one-half the cost, of 
comparable commercially assembled units—an excellent unit around which 
a- fine music system can be built. Ideally suited, too, as an “add-on” 
amplifier for stereo use. Delivers a full 18 watts at a remarkable low 0.5% 
distortion; employs RCA 6973 hi-fi output tubes. 


Two special printed circuit boards contain the wiring for all tubes except 
the rectifier. Since the major part of the circuitry is on the printed circuit 
boards, assembly time is reduced to a minimum. Construction is even 
further simplified by the use of the exclusive Knight-Kit printed circuit 
switch—a valuable aid to the beginning kit builder. You're sure to find 
assembly a pleasant and rewarding experience—and you'll be proud of the 
high quality and strikingly smart appearance of the complete unit. 


Among the many outstanding features of this fine amplifier are: 7 record 
equalization settings to compensate for different recording characteristics; 
separate tape recorder output for recording any program source inde- 
pendently of amplifier controls; equalized input for tape head; four high- 
gain inputs, four low-gain inputs; AC convenience outlet, etc. Finished in 
attractive Cordovan Gray with harmonizing Desert Beige and Sand Gold 
panel to complement any decorative scheme. 


With the world-famous Knight-Kit step-by-step instructions and wall- 
sized picture diagrams, you'll find this top-performing amplifier fun to 
build—even if you’ve had no previous electronic experience. Highest 
quality parts are used—your assurance of dependable service. Kit is sup- 
plied complete with tubes, all parts, wire and solder, easy-to-follow instruc- 
tions. Size: 414” high (plus 5¢” legs), 1314” wide, 8” deep. For 105 to 125 v., 
60 cycle AC. Shpg. wt., 15 lbs. 
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This picture shows the complete cir 
and parts for the built-in preamp and 
clusive Knight-Kit printed circuit selec 
switch. You simply snap switch o 
printed circuit board, insert leads 
other parts, and solder. This is just * 
example of the speed and ease 
which you'll be able to assemble 
fun-to-build Knight-Kit. 


SPECIFICATIONS 


Rated Power: 18 watts (36 peak). 


Frequency Response: +1 db, 2 
30,000 cps at half power. 


Harmonic Distortion: 0.5% at 
rated output. 


Hum and Noise: Better than 65 & 
below 18 watts (high-level inputs). 


Sensitivity (For Full Output): Tam 
Head and G.E. Phono, 5 my; Pickering 
Phono, 12 mv; Mic., 35 mv; Aux., 1.85. 
Ceramic Phono, 0.5 v.; Tape Player: 
0.4 v.; Tuner, 1.8 v. 


Controls: Selector-Equalizer—M= 
Aux, Tuner, Tape, Magnetic, Ceram= 
NAB Tape Head Equalization, anc ~ 
phono equalization positions (RIA® 
FFRR, NAB, AES, RCA, 500 cps, Cay 
Bass; Treble; Off-On/Volume; Ta 
Head-Phono switch. 


Output Impedances: 4, 8, 16 ohm= 


Tubes: 2—ECC83/12AX7; EF86/Z7™ 
2—6973/6CZ5; EZ81/6BW4 rectifier. 


Knight-Kits Are Available on Allied's Easy Payment Plan 
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Features Built-In Equalized 
Preamplifier for Magnetic 
Cartridges, Plus Separate 
Bass and Treble Controls 
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Seated Power Output: 12 watts (24 
watts peak). 

Response: +1% db, 30 to 15,000 cps 
* half power. 


*armonic Distortion: Less than 1% 
full power. 


@um & Noise: Beiter than 65 db be- 


Sensational Value 12-Watt Hi-Fi Amplifier Kit 


ABSOLUTELY UNSURPASSED FOR HI-FI QUALITY AT Low COST 


45 db of Negative Feed- 
back for Remarkably 
Clean Reproduction 


Employs Push-pull EL84 
High-Fidelity Audio 
Output Tubes 
Anyone can build it—everyone can afford it! Exceptionally compact yet 
custom-engineered for quality, the famous Knight-Kit 12-Watt Amplifier 
represents a superlative hi-fi value. Features push-pull EL84 output tubes 
for smooth, clean audio over the entire audible range. 15 db of inverse 
and hum have 


feedback assures exceedingly low distortion, while noise 
Includes inputs for phono and tuner; 


Perfect for Monophonic 
Systems or Low-cost 
Conversion to Stereo 


‘irc 
ide » full power (Tuner input). been reduced to the vanishing point. 
lec a preamp stage equalized for magnetic cartridges; and separate bass and 
= Sensitivity (for full power output): treble controls for complete control of tonal color. For economical conver- 
oa ener input—1 v.; phono—10 mv. ae to eee use this low-cost unit in conjunction te any other es 
a ; ; phonic amplifier. For added convenience, incorporate the stereo control kit, 
ye mputs: Tuner and Magnetic Phono. below. Unit is supplied complete with all parts, wire and solder, and world- 
sontrols: Bass (9 db bass boost or famous Knight-Kit easy-to-follow, step-by-step instructions. Smart black 
% at 40 cps); Treble (9 db treble finish. Less cover, below. Size, 5x914x6". For operation from 110-125 
sost or cut at 10 kc); Tuner-Phono volts, 60 cycle AC. Shpg. wt., 1\% |bs. 
»itch; Volume; Off-On switch. 83 Y 784. $2 Down. PAT es ete ee Or enh maya puree mS ST 19.95 
Segative Feedback: 15 db. METAL COVER FOR ABOVE. Attractive French-gray and chrome-trimmed 
perforated cover. Size, cover plus amplifier, 514x914x6". Shpg. wt., 2 Ibs. 
. Sutput Impedance: 4, 8and 16 ohms. DAN FAS, OME nna a Ie ae tee cae ee 95 
. s . 
r Universal Control Kit for Stereo Conversion 
“ap For easy centralized control of 
ring any stereo system using sepa- ONLY 
By rate monophonic amplifiers. $4995 
NS Handles up to 20 watts of pro- 12 
gram material. Controls: Vol- 
Mic ume; Balance; Selector (Stereo, 
mic B-Channel, B-Monophonic, Channel Reverse, | 
re Outstanding for stereo con- A-Channel, A-Monophonic); Phase Reverse. 
Col sersion! Puts any mode of ~ Lets you balance speakers; serves as master 
ape ai tha t ne mono- volume control; allows playing either channel 
ont the listener's monophonically; permits channel phasing and 
gertips. Connects in min- 
“tes between speakers and channel reverse. Smart Cordovan Gray case 
ams sonophonic amplifiers— vith Desert Beige and Sand Gold front panel. 
7128 sbsolutely no rewiring of 414x734x4". Shpg. wt. 3% lbs. 
RS VOSII ONLY so zteecce ort 12.95 


amplitiers is necessary! 


Knight-Kits Are An Exclusive Product of Allied Radio Corp. 
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Stereo Tape Record-Playback Preamp Kit 


COMPLETE RECORD-PLAYBACK PREAMP FOR ANY 2 OR 3 HEAD STEREO TAPE TRANSPORT 


VU Meters—Tape-Source 
Monitoring—Adijustable 
Bias & Erase Voltages 


Provides “Sound-on- 
Sound” and “Echo” 
with 3-Head Transports 


Contains Separate, Dual- 
Channel Recording and 
Playback Preamplifiers 


Announcing another Knight-Kit-pioneered ‘‘first’—a complete, ultra- 
versatile stereo record-playback preamp ina single, compact unit! Designed 
for universal use, it actually provides highest quality recording as well 
as playback performance with any stereo tape transport—ideal for use with 
the Knight Stereo Tape Transport on opposite page. In a class with pro- 
fessional-type equipment costing far more, this expertly engineered unit 
incorporates a superlative array of features. Concentric clutch-type micro- 
phone and auxiliary recording level controls permit individual channel 
regulation plus master gain adjustment—also provide mixing of mike and 
aux inputs on each channel. Accurate VU meters read recording level of 
each channel at a glance. 6-position selector switch chooses left channel, 
right channel or stereo record and playback functions—permits A-B 
switching to compare left and right channel recorded material, etc. Also 
incorporates concentric clutch controls for playback volume and balance. 


When used with 3-head transports, flexible front panel switch allows 
“sound-on-sound” multiple recording—also permits ‘‘echo-chamber” effect 
to be added during recording. Playback level controls regulate strength 
of echo effect. Individual adjustment is provided for bias and erase voltages 
on each channel—assures exact matching of preamp to any tape heads 
(supplied pre-adjusted for Knight Stereo Tape Transport on opposite page; 
with instructions for matching to other heads). Has equalization switch on 
front panel for 74 and 334 ips speeds. Equalizes in both playback and 
record functions to insure full tonal response—even at the slower 334 ips 
speed! Also has A-B monitor switch for comparing tape with source. 
Printed circuitry assures easy, accurate assembly. Extruded aluminum 
panel in Desert Beige and Sand Gold. Complete with wire and solder; less 
case, below. 4% (plus 54” legs) x 1514x9”. Knobs extend 1}4”. For opera- 
tion from 105-125 volts, 60 cycle AC. Shpg. wt., 15 Ibs. 

Ramm oao=85 Down. ONLY: 9.2. n% 00 oss pial tae ba Oe 79.95 


83 YX 936. Metal Case for Above. Shpg. wt., 5'lbs. ONLY............4.95 


APING” 


_. see tistin 


section 
70-W att 


gin this 


SPECIFICATIONS 


Preamplifiers Only 


(The following are specifications 
independent of transport). 


Response: +2 db, 18-22,000 cps. 


Harmonic Distortion: Record pre 
amps, less than 0.3% at maximum re 
cording level; playback preamps, less 
than 0.3% at 2 volts output. 


Input Sensitivity (for maximum 
record level): 0.5 mv at microphone 
inputs; 80 mv at auxiliary inputs. 


Equalization: NAB at 7% ips (play 
back). Internal adjustment permits 
matching any recording head to pro 
duce NAB equalized tapes. Separate 
equalization for 3% ips recordings. 


Bias Oscillator: 100 kc, (Voltage @ 
current internally adjustable to matc® 
any head). 


Tubes: 4—12AX7; 4—12AT7; 12AU7. 


Overall Record-Playback with 
Knight KN-4000 Tape Transport 


Frequency Response: +2 db, = 
19,000 cps at 7% ips; 42% db, & 
13,000 cps at 3% ips. 

Hum & Noise: Better than 52 a 
below peak recording level. 


Adjust 
Voltag 
heads « 


a 
Tape-: 
Switch 


and p 
quality 


Quality Stereo Tape Recording 


PACKED WITH ‘‘PLUS” 
FEATURES LIKE THESE: 


Clutch Controls. Provide mix- 
a of Mike and Aux inputs on 
each channel, channel balance, 
end master gain adjustment dur- 
‘eg recording. 


Adjustable Bias and Erase 
Voltages. Matches preamp to 
»eads on any tape transport. 


Knight KN-4000 Stereo Tape Transport 


3 HEAVY-DUTY 4-POLE MOTORS ... 3-HEAD OPERATION 


Provides Up to 8 Hours 
of Monophonic Recording 


Provides 4-Track Stereo 
and Monophonic Erase, 


1S 
Record, and Playback on a7” Reel of Tape 
tions An all-new, highly-versatile stereo tape transport that 
brings you professional-type operation and perform- 
ae a ‘at an amazingly low price! Combining handsome 
Z a styling with outstanding quality and ease of operation, 
onal gp et aages oe genie this superlative unit is ideal for use with the Knight-Kit Universal 
vil end playback head for direct Stereo Tape Recording Preamp (listed on preceding page). 
less quality check. Dependable, precision-built drive mechanism incorporates 3 separate 
motors—2 direct-drive spooling motors and idler-wheel capstan 
ee motor. DC dynamic braking is employed on spooling motors for 
Hee smooth, sure stops without spilling or breaking tape—even at fast 
: forward and reverse. All mechanical functions of the tape transport 
are controlled by seven convenient “keyboard” type controls. Func- 
‘play tions include speed selection (7% and 334 ips), Off, Run, Fast For- 
rmits ward, Reverse, and Standby. Standby control disengages idler from 
| pro 4 g capstan but leaves capstan motor in operation for instant starting 
arate craiagiaranas re see for either record or playback function. 
fi recordings from channel to chan- Features separate 4-track erase, record, and playback heads—the 
som sel—adding another “part” each same head configuration used in professional recording units. Plays 
vate RS a nant 4-track stereo tapes through any amplifier equipped with tape head 
= your favorite band—etc. It's a inputs. In conjunction with the Knight-Kit Universal Stereo Re- 
Beslainaw:worldoffunt © cording Preamp (opposite page), this feature permits both stereo 
U7. and monophonic 4-track record and playback (not 2-track) as well 
ith as thrilling special effects—‘‘sound-on-sound,” “echo-chamber” re- 
oi cordings, etc. In addition, the separate playback and record head 
2 arrangement lets you monitor from the playback head while record- 
, 5 ing. You know exactly how your finished tape will sound! 
sie Employs convenient digital-type tape counter to “pinpoint” record- 
. ings—resets to zero with handy thumb-wheel. Flutter, less than 
2 db “Echo Chamber’’. Professional- 0.25% at 7% ips. Attractively styled in Desert Beige and Sand Gold 


‘ype echo effect may be switched 
at any time to enhance your 
recordings. 


sins 4 complete preamp sections 
—2 record and 2 playback—for 
maximum stereo recording and 
playback flexibility. 


—top plate covered in durable, bonded vinyl. Less record-playback 
preamp. 1314x154x7". For 1 10.120 v., 60 cycle AC. Shpg. wt., 23 lbs. 


35 DU 709. $5 Down. ONLY......-.---002 cere rete eters 134.50 


PORTABLE CASE. Highly attrac- 
tive portable carrying case for 
Knight Stereo Tape Transport, 
above, and Knight-Kit Universal 
Stereo Tape Recording Preamp 
(opposite page). Durable wood 
construction—contrasting, two- 
tone cream and beige styling. 
20x1614x1114”. Shpg. wt., 20 lbs. 
35 DU 783. ONLY......-. 24.95 
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knight-kit 


HOBBYIST KITS 


SPE ETI 


THRILL TO EXCITING SHORTWAVE LISTENING 


Complete AM Broadcast 
and Shortwave Coverage 
from 540 KC to 30 MC 


Four Tuning Ranges Plus 
Convenient Bandswitch 
Range Selector 


Peak-Efficiency Tube Per- 
formance Provided by AC, 
Transformer Power Supply 


The “Span Master” is much more than just a receiver kit—it’s actually 
your passport to a hobby that will fill your leisure time with new adven- 
tures in shortwave listening every time you operate its controls. Its highly 
efficient, 4-band regenerative circuit provides thrilling world-wide reception 
plus favorite local broadcasts. Easy to assemble and fun to operate, the 
“Span Master” brings a new world of listening pleasure into your home. 
You can tune in on fascinating foreign broadcasts, listen in on ships-at-sea 
and aircraft—and receive exciting Amateur stations on the 80, 40, 20, 15 
and 10 meter bands. Whether you’re a beginner or have had years of elec- 
tronic experience, you'll find the operation of this beautifully performing 
unit a rewarding experience. 


The heart of this peak-performing receiver is its expertly engineered, ex- 
ceptionally sensitive regenerative circuit. Bandspread dial and fine regener- 
ation control simplify tuning—provide excellent high-frequency reception 
Coils for each tuning range have their own antenna windings to assure 
maximum sensitivity. Controls: calibrated Main Tuning; Bandspread 
Tuning; Bandswitch; Volume; Coarse and Fine Regeneration. Also has 
headphone terminals and speaker cut-out switch to permit private head- 
phone reception if desired. Power transformer for highly efficient tube 
operation. Employs a 6BZ6 detector and a dual-purpose 6AW8A tube 
which serves as an audio and power amplifier; also selenium rectifier. 


A listing of foreign broadcasting stations included with this kit is a valuable 
aid in tuning in on transmissions from all over the world. In addition, the 
instruction manual includes the International Morse Code to help you 
learn to receive radiotelegraph messages sent by press stations, Amateurs, 
government stations, etc. Supplied with pyroxylin-covered cabinet, tubes, 
speaker, wire and solder, all parts, and step-by-step instructions. Less 
antenna, listed at right, below. Size, 614x14x634”. For operation from 
105-125 volts, 60 cycle AC. Shpg. wt., 8 Ibs. 

83 YX 258. Complete with Cabinet. $2 Down. ONLY.......-.-.-.--- 25.95 


COMPLETE WITH HANDSOME CABINET 


Fabulous “Span Master’’® 4-Band Receiver Kit 


THESE CONTROLS MAKE 
TUNING SURE AND EASY 


1 Main Tuning—provides fast, 
general-coverage tuning on 
any of the four bands. 


2 Bandspread Tuning—sim- 
plifies tuning of crowded 
shortwave stations. 


Bandswitch—saves time; no 
coils to change. 


Regeneration—may be set for 
voice or code. 


wo 


> 


o 


Volume—includes built-in 
Off-On switch. 


6 Fine Regeneration—for pre- 
cision adjustment. 


Complete your shortwave “liste 
ing post” with these accessories 


(See description at right) 


262 Knight-Kits Are Famous for Their Step-by-Step Instructions 
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ends. 


~ 


Fame 


Yi; LOG THE WORLD! 


: ch of the highly popular 
= ght-Kit receivers shown on 
se pages is supplied with 
“escinating list of short-wave 


aa | tions from all over the world. 
\ ~eu'll spend countless fun-filled 
eurs “logging ‘em in’’ and 
~~} smparing your log sheets with 
ends. 
Ce 


Famous Low-Cost “Space Spanner’’® 2-Band Receiver Kit 


THRILLING WORLD-WIDE SHORTWAVE RECEPTION 


Covers Shortwave from Built-in 4” Full-toned Sensitive Regenerative 
6.5 to 17 mc and AM Band Speaker—Efficient Beam- Circuit Pulls in Distant 
from 540 to 1700 kc Power Output Stations with Ease 


Imagine the thrill of hearing broadcasts from overseas on a short-wave 
receiver you've built yourself! Then, just flip a switch to tune in your 


E favorite local programs. It’s like having a private “ear to the world’’! The 

Y sensitive ‘‘Space Spanner” circuit—acclaimed by thousands of enthusiastic 

a STANDOUT FEATURES owners—tunes short-wave from 6.5 to 17 megacycles, bringing you the 40 

én Po os ie eanbe and 20 Amateur bands, international broadcasts, plus maritime and air- 

P : ; craft communications. You'll spend hour after fun-filled hour logging ex- 

i 2 Speaker-Headphone switch citing broadcasts from every corner of the earth. Standard broadcast cover- 
ed 3 Headphone connectors. age is complete—from 540 to 1700 kilocycles. 

4 Bandspread capacitor. 

ia 5 Spacious chassis—plenty of Building the “Space Spanner” is an ideal way to learn about radio—and 

room to work in. an economical way to own a fine receiver. You'll enjoy working from the 

an clear, detailed instructions supplied. Big picture diagrams show you 

¥OU BE THE JUDGE OF VALUE exactly where to put every part; an 8-page section explains the principles 

ee of radio, and shows you how to get the most from your ‘Space Spanner”. 


Order any Knight-Kit and examine it. If | 
seu are not completely satisfied, return The radio itself is loaded with features: headphone connectors on rear 
re- **or full refund less only transportation. panel allow private listening; speaker cut-out switch provides instant 
control for private or non-private listening. Built-in 4” PM speaker and 
50C5 beam power output tube deliver plenty of volume; sensitive circuit 
employs 12AT7 regenerative detector and audio amplifier; 35W4 rectifier 


= ANTENNA KIT. 50° of tube. Six controls allow precise, accurate tuning: Band-spread, Main ' 
(A A acters) Dake Tuning, Antenna Trimmer, Bandswitch, Regeneration, and Volume. 
tenna wire, 25’ lead-in, } 
; i a ” 
| alee 14 es Everything is considered to help make the building of the “Space Spanner ' 
Sires 4 ae r a rich, rewarding experience—you'll find assembly a marvel of per cre 
, : : Kit is supplied complete with all parts, tubes, cabinet, wire, solder an 
8} pip a Hier oney easy-to-follow step-by-step instructions. Sturdy wood cabinet has gray 
list “us M ne ee ts oF pyroxylin covering. Size (HWD), 77%x11x554”. Less antenna, headphones 
a Dane AEL EE 2 OF SES (see listings at left). For operation from 105-125 volts, 50-60 cycle AC or 
sories Spanner’’. 12 oz. . - 3 
59 Y 110. NET 2.00 DC. Shpg. wt., 634 lbs. 
S Pe ee 83 Y 259. Complete with Cabinet. $2 Down. ONLY... ..-+---- 025229 19.95 : 
Only the Finest Components Are Used in Knight-Kits 263 
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knight-kit 


HOBBYIST KIT 


\ 


A portable you & 


be proud of—off 
crisp, clear te 
and strikingly s 
appearance. 


Latest-Design 5-Transistor Portable Superhet Radio Kit 


WITH RCA DRIFT-FIELD TRANSISTORS FOR EXTRA SENSITIVITY 


Modern-Design Printed 
Circuitry Makes Assembly 
Fast, Easy and Fun 


Push-Pull Output and 3%” 
PM Speaker Provide Full- 
Toned “Big-Set Sound" Ever Sensitivity 
Precision-engineered and neatly styled, this up-to-the-minute portable 
easily ranks with the best of battery-operated radios. Its smart appearance 
and big-set performance will make you proud to own it—and even more 
proud to have built it yourself. Pull-out handle and 22-ounce carrying 
weight make this personal portable easy to carry wherever you go. 


Outstanding features include: RCA drift-field transistors and other pre- 
mium quality component parts, to give you the high sensitivity and top 
performance you'd expect only from expensive, factory-wired models; 
Class B push-pull audio output stage, for crystal-clear voice and faithful 
music reproduction; built-in ferrite loopstick antenna, to bring you top- 
notch reception indoors and out; phone jack output, to permit private 
listening with optional earphone. Extremely efficient circuit design has 
very low battery drain, for longer playing time. Uses popular 9-volt flat 
battery, available everywhere. For maximum playing time, use mercury 
battery listed below. The advanced-design printed circuit board makes 
assembly fast, accurate and easy for you. You'll build this fine kit quickly 
and easily—with only a few basic tools. You'll have fun building it—and 
you'll enjoy its big-set quality performance. 


Attractive new high-impact case is virtually unbreakable. Styled in eye- 
pleasing ivory, with ebony black panel trim and gleaming satin-gold 
finished endplates. Two controls: Off-On/Volume and Tuning. Volume 
control is handy, recessed thumbwheel. Size, 334x8x2”. Complete with all 
parts, wire, solder, easy-to-follow instructions and wall-size diagrams. Less 
battery and earphone, below. Shpg. wt., 214 lbs. 

Cae 2 Se UOWRAONLY nee sieeve © ses So ute siorsibeles 8 BU eee oe 25.95 


83 Y 925. Standard 9-v. Battery. For 
above. Shpg. wt., 4 oz. NET..... 95c 
83 Y 926. 9-v. Mercury Battery. 

Extra-long life. 4 oz. NET.......1.74 


59 Y 198. Earphone. For private 
listening with above transistor port- 
able. Equipped with cord and plug. 
Shpes wt, 3:02; (NER-o? sc 7 2 1.57 


MAGNETIC DASHBOARD RADIO MOUNT 


Make an auto radio out of your Knight Kit Transistor Portable. Handy 
mount magnetically holds radio securely on dashboard or other steel 
surface. Easy to use—no screws or bolts. Shpg. wt., 4 lb. 

OLR ORO Nl i? tht ten ise, ce Selva Sess ane els as ZL, 


264 Knight-Kits Have Easiest-to-Follow Instructions 


RCA Drift-Field Transis- 
tors Provide Better-Than- 


Handsomely Styled High- 
Impact Case Has Handy 
Pull-Out Top Handle 


LATEST PRINTED CIRCUIT 


FOR EASY ASSEMBLY 


Improved, modern printed circuitry 
and neat chassis layout reflect the 
painstaking care devoted to the de- 
sign of this fine portable. RCA 
drift-field transistors in the RF cir- 
cuitry assure remarkably good sen- 
sitivity—push-pull output and 314° 
speaker provide clear sound repro- 
duction. Printed circuit board makes 
assembly a fast, easy and pleasant 
operation. You'll be proud of this 
portable's big-set performance. 


YOU BE THE JUDGE... 


Order the Knight-Kit of your choice 
and examine it. If you are not com- 
pletely satisfied in every way—re- 
turn the kit for full refund of your 
entire purchase price. 
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$ 95 | 
_“ _2-Transistor Radio Kit 


FUN-TO-BUILD POCKET RADIO 


Easy-to-Follow 
Step-by-Step 
Instructions 


Lightweight 
Pocket-Size 
Portable Radio 


Efficient-Design 
2-Transistor 
Printed Circuit 


You'll find dozens of uses for this low-cost 2-transistor 
-adio. Carry it wherever you go—it’s perfect for base- 
ball and football games, picnics, hikes and other out- 
door activities, as well as private listening at home. 
This efficient little set fits easily in your pocket—but- 
ton-down flap lets you suspend it from your belt, leaves 
your hands free. 


Extremely efficient reflex-type 2-transistor circuit ac- 
tually does the work of 3 transistors. Transistors use 
very little power, so you'll get months of dependable 
service from the single long-life battery (listed below). 
Works beautifully from the built-in high-gain, ferrite- 
-ore antenna—no external antenna is required to pick 
sp local stations. Patterned after professional hearing- 
sid types, the miniature dynamic earphone provides 
exceptionally good tonal quality. Two simple centrols 
sermit fast, precise tuning: Off-On/Volume and Tuning. 
Carrying weight is only 11 ounces. 


Printed circuit board makes assembly fast and easy. 
Step-by-step instructions won't let you go wrong, even 
i you have no previous wiring experience. Size, 37x 
334x134". Includes 2 transistors, case, earphone with 
3-ft. cord, wire, solder and all parts. Less battery, be- 
low. Shpg. wt., 114 lbs. 
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Attractive 
Cabinet Included 


95 
‘Ocean Hopper’ Receiver Kit 16 


SHORT WAVE, LONG WAVE, BROADCAST 


Pee ey Bae A eae Ce 


Easy to Assem- Highly Sensitive Tunes In Planes, 


ble, Simple to Circuit Has Wide Ships, Ama- 
Operate And Frequency teurs, Foreign 
Fun to Own Range Stations 


You'll have a great time building and using this top- 
performing regenerative receiver. The “Ocean-Hopper’s”’ 
time-tested design and quality components assure you 
outstanding results. This set literally “hops oceans” 
to bring clear headphone listening adventure into your 
home from all over the world. Its wide tuning range, 
using coils below, includes all bands from 165 ke to 


35 mc—the only low-cost set that receives the long-wave 
international distress and radio-beacon frequencies. ms 


You'll tune in virtually every type of radio transmission: 
ships, aircraft, Coast Guard weather reports and storm 
warnings, Amateurs, local broadcasts, radio beacons 
and foreign stations. You'll even hear calls on 500 kc, 
the international distress frequency for ships at sea. A 
large main tuning knob and electrical bandspread help 
make tuning simple and precise. 


Controls: Main Tuning, Bandspread, Antenna Trim- 

mer, Off-On/Regeneration. Tubes: 12AT6 detector and 

50C5 audio output stage; 35W4 rectifier. Can accom- 

modate a 3-4 ohm PM speaker for receiving strong sta- 

tions. Includes standard broadcast plug-in coil, gray 

Ler aa sarge wood cabinet with handy “trap | 
oor” i 


for fast coil changing, wire, solder, and instruc- 
tions. Less extra plug-in coils, headphones and antenna, 


BIAS CNL > sore carcke ait Pea sree eee eee erene 9.95 below. Requires antenna and headphones, below. 634x 
1014x514”. For 105-125 v., AC or DC. 6% lbs. 
83 Y 264. 9-v. Battery For Above. 4 oz. NET.....-.-. 193” 99-749: ONLY 08.5.5. cathe: - = su re oeeraee 16.95 
PLUG-IN COILS FOR ABOVE. Shpg. wt., 3 oz. 79 
: 83 Y 741. Long Wave, 165-540 kc. ONLY........-- « 
Easy To Guild 83 Y 742. Short Wave, 1.65-4.1 mc. 
You can assemble this handy 83 Y 743. Short Wave, 2.9-7.3 mc. | EACH 

radio in just one evening—with 83 Y 745. Short Wave, 7-17.5 mc. ONLY... tenes 65 . 
no previous experience. Printed 83 Y 744. Short Wave, 15.5-35 mc. ' 
circuit board parts fit together 83 Y 748. All 5 Coils. 144 Ibs. ONLY.......-.---- 2.95 
easily on the unusually compact . 1 } 

chanale,-Yeu'll onioy bulbdicd 83 Y 100. Antenna Kit. 114 Ibs. ONLY......-.-->- 1.03 
it—you'll enjoy using it. 59 Y 112. 1000-Ohm Headphones. 8 0z. ONLY..... 1.08 
: 

Knight-Kits Are Famous for Their Easy-to-Follow Instructions 265 
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XPERIMENT WITH THE WONDER OF TRANSISTO 


a CIRCUITS IN MINUTES! 
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HOBBYIST KITS 
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N ELECTRONIC MARVE 

You'll go from one practical, 

exciting project to another— 
~~ quickly and easily 


HEADPHONE! 
_ INCLUDED 


COMPLETE 
WITH 
BATTERY 


$153 


BUILD ANY ONE OF THESE 
10 FASCINATING CIRCUITS 


} s = . > 
10 Circuit Transistor Lab Kit :2sssane"n ode 
=~ Te « Light-Operated Relay simp 
* Wireless Broadcaster AU! 
USEFUL, FUN-FILLED PROJECTS . . . INCLUDES BATTERY «Code Practice Oscillator Helk 
Employs Exclusive 10 Genuine Separate All Circuitry Mounts * Electronic Switch . ELE 
Plug-in Leads for Un- Projects—No Duplica- on Highly-Durable e 2-Stage Audio Amplifier Tur 
equaled Simplicity tion of Circuits Printed Circuit Board ° Body-Capacity Burglar Alarm ae 
‘ $ , F j * Electronic Timer 
Every plus feature has been designed into this fabulous lab kit to provide + Volee-Oparated Rel > VO! 
you with unlimited enjoyment—an outstanding outfit to give or receive. VOLS POs SS ENeIOy Lets 
A marvel of electronic versatility, this sensational kit takes you from one * Electronic Flasher spe 
fun-filled project to another—there’s no duplication of circuits! Heart of col 
this kit is its printed circuit board, clearly marked to indicate where all Lets 
components go. Once the basic components are soldered into place, there’s SO EASY TO ASSEMBLE you 
no further soldering. Exclusive ‘‘plug-in’’ leads from each component take Vad cimoieeciderihe babk A 
all the guesswork out of each project. You simply place any one of the 10 Miata Sygate aes Parte » AU 
guide-cards on the printed circuit board and plug the leads into the number- _ pace eo change from “one Am 
coded jacks—just like a simplified telephone switchboard! Engineered for exciting circuit to another quickly ing 
unmatched assembly ease—peerless in its field. and easily by merely unplugging .BR 
Entertaining and easy to follow, it demonstrates how transistors operate and plugging in leads. Gre 
by means of 10 circuits that really work. One after another you'll build: fror 
an AM radio that gives loud, clear headphone reception—a wireless broad- 
caster that lets you “broadcast” to any nearby radio—an electronic » ELE 
switch of many uses—a voice-operated relay that controls the operation of For 
a device through the use of sound—an oscillator for practicing code— . BO 
an audio amplifier that lets you speak or play music through the head- Tu 
phones—a photo-electric relay that operates a device when a beam of light - 
strikes it—and three other exciting circuits. 
Includes a clearly written explanation of what each circuit does and offers 4 o* 
a working demonstration of each completed project—there’s no finer kit 2 
devised for the beginner, student, hobbyist, or experimenter. Supplied Sat SS BEE tral 
complete—nothing else to buy. With dual headphones which also serve as a SPECIAL GUIDE CARDS . BE 
microphone, plug-in circuit leads, 10 individual guide cards, 2 transistors, FOR EACH EXPERIMENT Tu 
solder, he Ba pena os oA ee ane manual. Battery Simply place any of the 10 guide act 
powered; includes battery. Shpg. wt. S. ; SS 
Be) 'O9.¥ 299. ONLY..............--2 05. Cpa Od IS ANS nt 5 Ae ee ee EL 
j and plug in the circuit leads where Us 
| SCHOOL INQUIRIES INVITED. Nationally famous as a marvelous educational indicated Sots Pmkpen circuit! rail 
aid for science and shop courses in which the fundamentals of electronics Jacks for “plug-in” leads are mi 
are taught, the Knight-Kit 10-Circuit Transistor Lab Kit is available to number-coded—it’s easy—and it's ~ ” 
| schools. Write to Allied’s Educational Division for details. a whole new world of fun. — 


266 Knight-Kits Are Famous for Their Easy-1o-Follow Instructions and Wall-Size Diagrams 


First choice for fun! Go 
‘om circuit to exciting circuit! 


BUILD ANY ONE OF THESE 
FASCINATING PROJECTS 


go from project to project by 
simply shifting wires! 


. AUDIO CODE OSCILLATOR 
Helps you learn the code. 


ELECTRONIC FLASHER 

Turns indicator light on and off at 
pre-set intervals. 
VOICE-CONTROLLED RELAY 
Lets you turn device on and off by 
speaking through mike. 


CODE TRANSMITTER 

Lets you send code signals through 
your radio. 

AUDIO AMPLIFIER 

Amplities voice or music for play- 
ing through headphones. 


BROADCAST RECEIVER 
Great for private radio listening 
from 550-1300 kc. 


ELECTRONIC TIMER 
For timing up to 30 minutes. 


BODY-CAPACITY RELAY 
Turns light on or off when you step 
on metal plate. 

WIRELESS “BROADCASTER” 
Be your own radio announcer— 
transmit through your radio. 


BEAM OF LIGHT RELAY 
Turns on appliances, etc., when 
actuated by light. 


ELECTRONIC SWITCH 
Use it to sound an alarm when it 
rains—amaze your friends. 


MAGIC MUSIC OSCILLATOR 
Have fun “making music” by using 
hands to control beam of light. 


> 
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A THRILLING ADVENTURE IN ELECTRONICS ONLY |- 


a |e 
12-in-1 Electronic Lab Kit | 


THE WORLD-RENOWNED KIT OF FUN-FILLED PROJECTS 


Absolutely Safe—No Permanent Mounting No Circuit Duplication 
Voltage in Circuitry of Parts—dJust Switch — Actually 12 Separate 
Exceeds 25 Volts Leads to Change Circuits Successive Projects 


Here’s the world-famous Knight-Kit ‘12-in-1” lab—acclaimed by kit 
builders everywhere as the most enjoyable, most fun-filled way to learn and 
apply the basic elements of electronics. A special safety-design transformer 

completely enclosed in a special safety housing—reduces all voltages to 
25 volts or less. Completely safe, the kit is ideal for young and old alike— 
no previous electronic experience is necessary. 


One after another, you'll build all of the exciting, practical circuits listed 
at left. Once you solder the basic components into place, there’s no need 
to change their position—the same basic parts are used for all 12 circuits. 
It’s amazingly simple to change from circuit to circuit—all you do is 
relocate a few wires according to the clear instructions given in the manual. 
You go from one interesting project to the next—each performs a practical 
function and graphically demonstrates important electronic principles. 


The informative manual included with this ingenious kit tells you exactly 
what to do, and clearly explains how each circuit works. Step-by-step 
instructions guide you through each thrilling project——you actually see 
how each electronic principle operates! In addition to schematic diagrams 
and circuit descriptions for each project, the manual has informative 
sections on commonly used schematic symbols, International Morse Code, 
and capacitor and resistor color code markings. Includes 8x11” mounting 
board, 12K5 tube, photocell, mike, hardware, solder, wire, and clearly 
detailed instructions. Less headphone, listed below. For 105-125 v; 
50-60 cycle AC. Shpg. wt., 4 Ibs. 

SA TD. MUN Lo fins das Reon ton Pens ee TOR oe 14.95 


59 Y 112. Headphone for Above. With 44-ft. cord. 8 oz. ONLY...---- 1.08 


BASIC ELECTRONICS BOOK. Based on the circuits featured in 
the 12-in-1 Kit, above, this booklet serves as a first-course 
SSeS, study and experiment guide in radio and electronics. Pre- 
pared by Allied’s expert editorial staff, it’s great for private 

=< study—ideal, too, for classroom use. 
— 39 K 092. Postpaid in U.S.A... .-------5-eerr 25¢ 


Schools: Write to Allied’s Educational Division for Quantity Prices 267 
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HOBBYIST KITS 


“Ranger” Clock-RadioKit... Easiest to Assemble 


FEATURES TELECHRON CLOCK, AUTOMATIC SLEEP SWITCH, CONVENIENT APPLIANCE OUTLET 


Printed Circuitry and Provides Crystal Clear, Highly Dependable, 
Plug-In Modules for Standard AM Broadcast Multi-purpose Clock 
Unbeatable Assembly Ease Band Reception Timer Unit 


You’ll be amazed at how quickly and easily this expertly engineered clock- 
radio kit goes together—and you'll be delighted with its first-rate per- 
formance. In addition to excellent reception of the standard AM broad- 
cast band, the Knight-Kit ‘Ranger’? Clock Radio features a built-in 
Telechron clock with a sleep-switch timer. You drift off to a musical 
dreamland at night (it shuts off after any desired time lapse up to one 
hour)—then wake up to refreshing music the next morning. In case you 
oversleep, an alarm is included which sounds 10 minutes after the radio 
goes on. Another ‘“‘plus” feature—a 1200 watt outlet at the rear of the 
set—lets you turn on your coffee-maker, lamp, or other appliance auto- 
matically. This feature may be used to help safeguard your home by set- 
ting the timer to turn on lights while you’re out for the evening. 


Nothing has been overlooked in making the “Ranger” clock radio a fasci- 
nating experience in kit-building—it’s fun to build! Thanks to its unique, 
modularized circuit, anyone can do the easy assembly in surprisingly little 
time. The specially designed module units (pre-assembled resistor and 
capacitor assemblies) are simply plugged into a matching printed circuit 
board and soldered in place. The quick installation of two modules actually 
eliminates the need for individually wiring and soldering into place sixteen 
separate resistors and capacitors. 


No special tools are required for putting your clock radio together—all you 
need are a pair of long-nose pliers, a screwdriver, and a soldering iron. 
The clearly written step-by-step instructions for which Knight-Kits are 
famous tell you exactly how and when to mount each part. Wall-sized pic- 
ture diagrams clearly show you every construction detail—it’s just like 
having a fine instructor at your side! 


The beautifully styled cabinet is attractively finished in ebony and white 
to harmonize with any surroundings. Luminous clock hands give you the 
correct time at a glance. Miniature tubes include: 12BE6, 12BA6, 12AV6, 
50C5; and 35W4 rectifier. Size, 514x954x534%”. With tubes, cabinet, wire 
and solder, all parts, Telechron clock, hardware and instructions. For 
operation from 105-125 v., 60 cycle AC. Shpg. wt., 6 Ibs. 

RR RAMEN oc OMENS Ron ae Salita woth axe sieges 24.95 
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PRINTED CIRCUIT BOARD 
A printed circuit board, contaim 
ing virtually all of the circuit we 
ing, makes assembly of this ™& 
remarkably easy and precise. 


PRE-ASSEMBLED 
RESISTOR-CAPACITOR 
PLUG-IN MODULES 


Resistors and capacitors in plug 
in module form—a miracle @ 
simplicity—one of the latest am 
vances in kit design. Saves vale 
able time—simply plug the me 
dules into the printed circa 
board and solder them in place 


YOU BE THE JUDGE. Order % 
Knight-Kit of your choice and examine 
it. If you are not completely satisfiee 
you may return it for full refund © 
your entire purchase price. 
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Toned Sound 
Modern Styling 


camous-Value ‘Ranger Ill’ Superhet Radio Kit ——— 


EASY-TO-BUILD, TOP-PERFORMING BROADCAST BAND RECEIVER AT LOW cost 


Seaturing finest quality parts and expert design, this 
<sndsomely styled table radio provides outstanding 
sperhet reception of standard AM broadcasts. You're 
sre to enjoy its top-notch performance—and you'll 


=arvel at the easy, fun-filled assembly. 


“overs the entire broadcast band for exciting reception 
your favorite programs. Top-quality Alnico V speaker 
ed acoustically designed cabinet provide clear, full 
ne. Sensitive superhet circuit includes automatic 
jume control to reduce blasting and fading. Has 
sdmium-plated steel chassis, smooth-tuning ball bear- 
= capacitor, smart black case accented in white to 
mplement any decor. 


‘Ranger Ill-PC’” AC-DC Radio Kit 


Sere’s a beautifully styled, top-perform- 
= table radio in famous Knight-Kit oe 

-ssy-to-assemble form. You'll be amazed $ 95 

- its excellent tonal quality and crystal- 1 
ear reception over the entire broadcast 

sand. The use of printed circuitry makes 

essembly a marvel of simplicity—you'll be 

--oud of the results. In addition to time-saving printed 
rcuitry, this radio also features: sensitive superhet 
rcuit with automatic volume control; cadmium-plated 

«eel chassis; smooth-operating, ball bearing tuning 
apacitor for easy “dialing”; high-quality Alnico V 

sseaker: 4 tubes plus rectifier. 


“abinet is ivory with brown speaker mesh. With all 
sarts, cabinet, speaker, wire and solder, and easy-to- 
slow, step-by-step instructions with wall-size picture 
fiagrams. 514x10xS”. For operation from 110-125 v., 
30-60 cycle AC or DC. Shpg. wt., 434 lbs. 

BEN F3GOMET. oir nt tek ek ee ares Chee ser 


Knight-Kits Have Easiest-to-Follow Instructions 


Miniature tubes include: 12BE6, 12BA6, 12AV6, and 
50CS. Rectifier is a 35W4. Highly efficient, built-in 
hi-Q loop antenna is provided for maximum sensi- 
tivity. Unit is supplied complete with tubes, cabinet, 
all parts, wire and solder, and world-famous Knight- 
Kit easy-to-follow step-by-step instructions plus giant, 
wall-size picture diagrams. Size, 534x854x454". For 
operation from 110-125 volts: 50-60 cycle AC or DC. 
Shpg. wt., 414 lbs. 

BF. Fab COME oiled ye ER aie oe i 


SCHOOL INQUIRIES INVITED. Knight-Kits are offered at 
special quantity prices for classroom use in schools— 
write to our Educational Division for details. 


Easy-to-Assemble 
Sensitive Superhet Radio 


knight 


z CABINET INCLUDED 
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HOBBYIST KITS 
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Includes 
Master and Remote 


2-Way Intercom System Kit—Easy to Assemble 


“The Intercom That Responds to a Whispe 


Priced for Every Budget 


You'll be genuinely impressed with 
the exceptionally high sensitivity of 
the amplifier circuitry used in this 
budget-priced Intercom System kit. 
It picks up the slightest sound—even 
a whisper can be heard! 


LOW-COST INTERCOMMUNICATION FOR THE HOME, STORE, OFFICE AND SHOP 


High-gain Audio Amplifier 
Incorporates 2 Complete 
Stages of Amplification. 


Complete—includes One 
Master and One Remote 
Station, Plus 50’ of Cable. 


This complete 2-station intercom is one of the most 
useful kits ever designed. Consisting of a Master station 
and a Remote station, it has hundreds of uges in the 
home, office, store, shop, school, etc. Master station 
features a high-gain, 2-stage audio amplifier circuit, and 
both the Master and Remote are equipped with a high- 
quality 4” PM speaker. 


Skillfully engineered throughout, this smooth-working, 
dependable intercom system can be quickly and easily 
built by anyone. Here are some of its time and 
step-saving uses: in the home, you can install a Master 
station and communicate with the Remote station in 
the basement, nursery, bedroom, playroom, or garage. 
The system can accommodate up to 3 Remote units in 
parallel . . . all Remotes can communicate with each 
other when Master is turned on. 


Perfect for electronic ‘baby-sitting’, Remote unit 
(with switch left in ‘'Talk’” position), can be installed 
in the nursery to permit continuous listening in. Thanks 
to its extremely high gain, it picks up the slightest 
sounds—actually responds to a whisper! 


Manager H Assistant Living Room } Nursery 
\ a Ee 
1 
—— H 
Master | Remote Fae = | Remote 
H H 
Press to talk: Press to talk iteningne 


With switch in “Talk” position 

on Remote station, all noises 

from baby’s room are picked 
up clearly. 


To talk, either station 
presses switch— 
communication is private— 
there's no “‘listening-in”. 


Tops in Versatility—Utilizes 
Highly Flexible Switching 
Functions and Circuitry. 


With Remote switch in “Talk” 
position, Master and Remote 
can communicate without Re- 


Simplified Step-by-Step 
Instructions — Anyone 
Can Assemble It with Ease. 


In the office or shop, communication can be private @ 
non-private by simple manipulation of the ‘‘Press-t 
Talk”’ switch on Master unit and ‘‘Talk-Listen” swite® 
on Remote station. Master station can communica®® 
with Remote regardless of the position of switch on the 
Remote station. Master has volume control to adjus 
loudness of system; only the Master station need ™& 
plugged into a power outlet. 


Size of each unit, 5x654x414”. Metal cabinets are style" 
in ivory with attractive brown speaker grilles. Twe 
tube audio amplifier circuit; 35W4 rectifier. Comples 
with all parts for building a Master and a Remote st 
tion, 50-ft. cable, solder, etc. For 105-125 v., 50-@ 
cycle AC or DC. Shpg. wt., 714 Ibs. 

83 Y 297. Master and 1 Remote. ONLY............ 14.95 


EXTRA REMOTE STATION KIT. For use with above. Les 
cable, below. Shpg. wt., 214 lbs. 


BBY QI. ONE 2 cts ase itd a ees aegis teks 3 
EXTRA CABLE. Shpg. wt., 100 ft., 214 Ibs. 
49 Y¥, 604: NET PER FOOT 2 to ores .S ate oe & 


(EERE ER eS ES oe S m —a" 


Office : Warehouse 
fae 
—_ 
Master Remote 
Press to talk! Noswitching 


Add Remote stations for @ 
creased usefulness. Remotes 
can talk to each other; Master 


mote operating switches. can talk to all. 
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Photoelectronic Relay Kit 


SPERATES FROM % FOOT-CANDLE OF LIGHT 


Seild your own fast-acting, ultra-sensi- [ 

e photoelectronic relay—quickly and ONLY 
<<ily at low cost. Here’s a swift, silent | 
eerkman that does 1001 jobs in the home, | $ 95 | 
sere or plant. You'll find all kinds of 
«es for this light-controlled switching | 
*~ice—automatically controlling lights, \—— —s 
ening doors, counting, burglar alarm, “announcer”, 
ee. Use any light source to activate it—auto headlights, 
vlight, even light energy from molten metals. 


| 
| 
| 
| 


E=ploys highly sensitive cadmium-selenide (more sensi- 
see than sulphide) photocell in a thyratron circuit. 
Selay contacts rated at 1.5 amps. Ideal as a depend- 
vole, accurate counter when attached to a counting de- 
=ce on a production line (see electronic counters listed 
“sewhere in this catalog). Makes as many as 600 counts 
ser minute. Absolute sensitivity, 250 millifoot candles; 


Pi sewer consumption only 3 watts. 

ity a : ed 

1 this Seatures selectable operation: ‘“Trip” for burglar alarm 
kit. —provides continuous ringing of alarm even though 

eves struder steps out of path of light; and “Auto” if relay 


= to operate each time light is blocked. Supplies 6.3 v. 
&C at 0.6 amps at terminals for direct operation of 

Jarm, counters, etc. The relay kit is supplied complete 
sith cadmium-selenide photocell, metal case, wire and 

solder and all parts. 4x3x5”. For operation from 105-125 
sits, 60 cycle AC. Shpg. wt., 3 Ibs. 

EYE AOD ONLY se. ctor ea de tes ne 2 ee ge 12.95 


OPTIONAL LIGHT SOURCE KIT. 
Sealed-beam unit that actuates 
relay fromover 500-ft. Removable 


®p red filter, supplied, makes beam 

es invisible by day, barely seen at 
z night. 6x6x414". For 105-125 v., 
: 60 cycle AC. 5 Ibs. 

hice . 83 Y 703. ONLY..........7.79 

Swill 77 Y 035. Chime. 2 Ibs..... .4.70 

unica® 

on the ‘a ” < : 
ag R Radio-Int Kit 

eed be anger a 10- Nl ercom | 

ae 2-WAY INTERCOM AND RADIO RECEIVER 

tre This 2-station radio-intercom kit, con-[ 

‘ 50-48 sisting of a Master station and Remote ONLY 


sitive radio for receiving standard AM 
broadcasts; an efficient 2-way intercom- 5 ae 
munication system; a music distribution | $2 
system that enables you to transmit AM 

broadcasts to the Remote unit. Remote | 
station can receive broadcasts from the ——— — 
Master unit, and call the Master station (automatically 
muting radio). With the Remote switch in the ‘Talk’ 
position, it transmits sounds to the Master—the per- 


fect electronic “‘baby sitter” for use in child’s room. 


snit, offers top flexibility. Serves as a sen- $9 7* 
14.95 


DOWN 


Master station can originate calls and distribute radio 
broadcasts to as many as three Remotes in parallel. 
Two volume controls on Master permit separate radio 
and intercom adjustment. Only the Master station need 
be plugged into an AC power source. 


y., 50-60 cycle AC. Shpg. wt., 814 lbs. 


Master, 514x10x5"; Remote, 5x65¢x414”. Smart, ivory 
color-styled cases with brown speaker grilles. With 
all parts, solder, wire and 50 feet of cable. For 105-125 
83 Y 739. Master and Remote. $2 Down. ONLY...27.50 
83 Y 298. Extra Remote Kit. Less cable. 21% Ibs...-.3.95 
47 Y 372. Extra Cable. Wt., 100’, 214 lbs. PER FT... .5c 


Maximum Sensitivity. Photo- 
cell is finest-quality, super-sen- 
sitive cadmium selenide — re- 
sponds to glimmer of light. 
Highest Speed. Tracks almost 
instantaneously—relay actuates 
devices up to 600 times per 
minute. 

Rugged Design. Engineered 
for utmost durability — that’s 
why sturdiest thyratron circuitry 
is used. 


For Protection 


It’s a Radio! It’s an Intercom! 


VERSATILE 3-IN-1 OPERATION 


Radio broadcasts can be distributed to Remotes; 
switch on Master cuts out broadcasts without affecting 
intercommunication. Remotes can talk with each other 
and with Master. Pressing “Talk” switch on Master or 
Remote silences radio. Remote station may be left “on” 
for listening in by the Master. Only the Master need be 
plugged into AC outlet. 
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Kenight-kit 


NO LICENSE 
REQUIRED 
TO OPERATE 


Radio-Broadcaster / Amplifier 


| NEARLY 100% MODULATION—JUST LIKE A REAL RADIO STATION 


ONLY 


Puts Out Strong, 


: Your family and friends will have hours and hours of 
Clear Signal 


fun with this highly popular, combination broadcaster- 
amplifier kit. Use it with a mike or phono to make 
announcements or play music through radios anywhere 
in the house—without any need for direct connection to 
the sets! You can actually broadcast your own radio 
shows—complete with music. Has input for magnetic 
cartridge—also accepts crystal cartridge or a crystal 
or high-impedance dynamic mike. In addition, you can 
use it as an audio amplifier by simply attaching it to any 
PM speaker (3.2 to 16 ohms). 


Microphone 


Plays Through 
Any AM Radio 


Fun to Assemble 


Use with Phono or ! 


IT’S AN EXCITING RADIO BROADCASTE 
IT’S A QUALITY AUDIO AMPLIFIER 


DOZENS OF THRILLING 
FUN-FILLED USES 


Broadcasts 
Through 
Radio 


A RADIO BROADCASTER... 


You'll have fun making special 
broadcasts to any radio in your 
home—sing, speak, play records 


| or-even a musical instrument. # 


- 
. 


AN AUDIO AMPLIFIER... 


Enjoy a low-cost, quality audio 
i amplifier by simply attaching re- 
cord player to input of Broad- 
caster/Amplifier and connecting 
output to any PM speaker (3.2 to 
16 ohms). May be used with any 
type of cartridge—even magnetic! 


Puts out a clean, full-toned signal. Provides nearly 
100% modulation—just like the professional broadcast- 
ing stations. Transmits over distances of up to 50 
feet. Broadcasting frequency is adjustable from 600 


Has equalized input for magnetic cartridge—needs ne 
external preamp. Equalization may be disconnected for 
use with mike. Complete with wire, solder, and easy 
instructions. 444x5x6”, Less mike, below. For 105-125 
v., 50-60 cycle AC, or DC. Shpg. wt., 234 Ibs. 


to 1600 kc—easily tuned to any clear frequency on your 83 Y 706. ONLY............--.-.-- 0000+ - 205 12.95 
radio set. No license or permit is required to operate, 

since unit’s output is well within the FCC limits for 99 S$ 519. Crystal Mike for Above. Attractive gray 
transmission of unlicensed broadcasts. case; 5-ft. cable. Shpg. wt., 1 Ib. NET............ 2.93 


® Sensitive Crystal Diode 
¢ Smooth, Easy Tuning 

« Loud, Clear Reception 
¢ Efficient “Hi-Q” Coil 

e Anyone Can Build it! 


ONLY 
Sz 


S. Thousands of beginners have started 
in electronics by building this fa- 
mous, low-cost crystal set kit. It de- 
livers loud, clear headphone recep- 
tion of local broadcast stations. 
Circuitry employs a fixed-type, pre- 
set germanium crystal—requires no 
adjustment as do old-fashioned 
crystal detectors. 


Fun to Build— 
Fun to Use 


Popular, Fun-to-Build Crystal Set Kit 


Features high sensitivity combine’ 
with simplicity of operation. Eas 
to wind, special Hi-Q coil assures 
excellent efficiency and selectivity 
Ball-bearing, variable capacitor pre 
vides smooth tuning. With all parts 
wire, solder and baseboard. Les 


headphone, antenna kit, below 
Shpg. wt., 1 Ib. : 
BELY-2EIRIONLY,, 0.02 sone soe 2.5 
1000-OHM HEADPHONE. 114 lbs. 

SF MANDI NEE fo os oe ke, oe 1.0 
ANTENNA KIT. Shpg. wt., 14 lbs. 

BSL al OOS NEI e cont etooes 1.03 


Knight-Kits Are an Exclusive Product of Allied Radio Corporation 
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12-Volt Ammeter-Voltmeter Kit 


SHOWS CHARGE-DISCHARGE RATE 
AND VOLTAGE 


Illuminated Meters 
Read at a Glance 


Replaces Red-Light 
adicator in Cars 


adicates Both Charge and Discharge 
Current and Battery Voltage 


chly accurate and dependable, this easy-to-build 
meter-voltmeter is perfect for motorists who want 
se than a flashing red light to tell them how their 
-omobile’s electrical system is working. It’s an ex- 
“nt accessory for boating enthusiasts, too. Shows 
=» at a glance the slightest malfunction of battery, 
serator or voltage regulator—eliminates all guesswork 


giving precise indication of voltage and charge or 
harge current. 


‘itmeter incorporates a special, easy-to-read expanded 
sle—provides accurate indications of voltages from 
<> 15 volts. Ammeter has 0 center scale—reads from 
% to +30 amps to indicate rate of charge and 
sharge. Attractive meter faces are illuminated by 
ration-proof pilot lights—have large, white numerals 
rich-looking sky-blue backgrounds. Both meters 
- mounted side-by-side on a handsome, chrome- 
ted panel with contrasting black rubber trim. 
mbly and installation are a marvel of simplicity— 
adjustments are necessary after unit is completed. 
»= ready to use the minute it’s installed! May be used 
ch either negative or positive ground systems. 


it is supplied complete with #10 cables (for all cars 
ept rear-engine types), mounting panel, all parts, 
mous Knight-Kit instructions, and information for 
sng the ammeter-voltmeter in making voltage regula- 
- adjustments. Shpg. wt., 1% lbs. 

OA.) ONLY 2200.2 Be enslaie S.A'08 2 s.< Sain eee eles 9.95 


“Trans-Midge’”’ Radio Kit 


LOW-COST MIDGET TRANSISTOR RADIO 


| ONLY | 
| ‘oF | 


‘iny, 1-transistor radio kit that provides a fascinating, 
s=-filled evening for both experienced and beginning 
- builders. This efficient radio will give clear head- 
ne reception throughout the standard AM broad- 
est band. Using a high-efficiency transistor, the ““Trans- 
ge” has excellent selectivity and displays remark- 
Se sensitivity—pulls in local stations loud and clear. 
sansistor serves as a detector and an audio ampli- 
for greater audio volume. Requires the use of head- 
snes and an external antenna (below). 


Amazingly Easy 
to Put Together 


Smart, Compact 
Modern Styling 


Operates from a Single Penlight Cell— 
Has Handsome, High-Impact Plastic Case 


epertly designed, this ultra-compact radio incorpor- 
sa highly efficient, slug-tuned coil for high sensitivity 
4 excellent separation of stations. Its low-drain tran- 
‘or provides months and months of operation from 
% single penlight battery, supplied. Durable case at- 
«tively styled in red. Supplied complete with wire 
i solder, battery, and instructions. Less headphone 
i antenna kit (see below). 354x254x13¢". Shpg. wt., 


eee ERE Soe ne ee ere 2.75 


OHM HEADPHONES. Shpg. wt., 134 Ibs. 

tA ET Seo or a te. dice Liege git enw, o> 3s be 8 2.15 
TENNA KIT. Shpg. wt., 114 lbs. 

RTS ES Ge OR Sor COE ie ie arg 1.03 


Know What Your Generator Is Doing... 


Get Accurate Readings Instantly 


Meters Mounted Side-By- 
Side on Handsome, Chrome- 


5% ACCURACY Plated Panel. 


Supplied complete with ail 
hardware and universal-type 
mounting panel—attaches 
with amazing ease to any 
dashboard. 


Excellent selectiv- 
ity and sensitivity 
—really “pulls ’em 
in” loud and clear. 
Operates for 
months and 
months on the sin- 
gle penlight bat- 
tery supplied. 


Ultra-compact 
design—only 
slightly larger than 
a package of 
cigarettes. 
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CITIZENS RADIO 


NO LICENSE EXAM... 
JUST MAIL FORM YOU 
GET WITH KIT TO FCC 


Full 5-Watt Transmit- 
ter—Sensitive Super- 
regenerative Receiver 


Here’s highly-dependable, 


you big dollar savings over 
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C-11 Low-Cost Citizens Band 


Everything You Need 
to Go on the Air for 
Only $39.95 Complete 


amazingly low-cost, 27-mce Citizens Band com- 
munication. Featuring a full 5-watt transmitting section and a sensitive, 
super-regenerative receiver, the popular Knight-Kit C-11 is priced to bring 
the cost of comparable factory-wired units. 
Receiver section manually tunes all 22 Citizens channels. A convenient, 
intercom-type switch selects ‘Transm 
incorporates two ‘Transmit’ positions—one 
turn to ‘‘Receive’’ position, the other to lock unit in ‘Transmit’ func- 
tion. Also has Off-On/Volume control. 


Unit is complete with built-in AC po 
operation, use 6-12 volt power supp 


it’”’ and “Receive” functions. Switch 


wer supply for indoor use—for mobile 
ly kit and mobile mounting bracket 
listed at right. Supplied with mike, wire-type doublet antenna, and trans- 
mitting crystal (specify choice of channel 1-22). 614x1134x714”. Less DC 
: mobile power supply. For 105-125 v.,60 cycle AC. Shpg. wt., 12 Ibs. 
: 83 Y 713-2. $2 Down. ONLY......--- 


Citizens Band Transceiver Kits 


QUALITY 2-WAY RADIO EVERYONE CAN AFFOR 


If you are a U.S. citizen, 18 or older, you can enjoy pers 
2-way radio communication—with no license examination 
quired! Either of the money-saving Knight-Kit transcen§ 
shown on these pages provides top-notch Citizens Radio o 
munications in countless business or private applications. 


Any U.S. citizes 
or older, may oo 
a license on @ 
cation. 


¢ | caTtEns BO 


nigh 


FLEXIBLE DE 


Ideal for mobile 

in cars, boats, 

with optional 
| power supply. 


vot yet 


Covers Up to 20 Miles— 
Depending on Location 


Transceiver Kit 


MOBILE ACCESSORIES 


ae 


Receiver Manually 
Tunes All of the 22 Cit- 
izens Band Channels 


MOBILE MOUNTING BRACKET. 
For under-dash mounting of 
C-11 in cars, boats, etc. 3 Ibs. 
83 724. ONLY. .0'... 2. x Jo 


ets 


6-12 V. MOBILE POWER SUPPLY 
KiT. For C-11. Shpg. wt., 5 Ibs. 
88° ¥ 937. ONLY 2) 0555 9.95 


with automatic spring-re- 


39.95 


SELECTED CITIZENS BAND ANTENNAS FOR C-11 AND C 


{al 83 YX 729. Back-of-Transceiver 78 CZ 182. Mobile Body-Mount 
Whip Antenna. For limited-range tenna. 102” stainless steel © 
communication with C-11 or C-27. _ with mounting spring and univ 
3-ft. length. 1 Ib. NET.........-5.45 swivel base. Less cable. Shpg- 
516s; NEI sad eee oe 


78 CZ 189. Mobile Bumper—Mount 

Antenna. 102” stainless steel whip 
and mounting strap. Chrome-plated 
hardware. Less cable. Shpg. wt., 
41% Ibs. NET......-------+++> 10.56 


(0) 78 CZ 190. Coaxial Antenna. 
roof mounting on 144” TV m 
ing.Less cable; mounting mast.Ts 
PL-259 connector. 5 lbs. NET. . 1% 


See Page 407 for Complete Listings of Citizens Band Antennas, Cable & Accessories 


You 
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MOB! 


its {out Own Low- 


aR, 


Sho = o-to-Auto... Auto Farming Uses 
-Aansces Some or Office 
adic 


tions 


Ship-to-Shore 


al Trucking... 


may © teestructionWork 


_ YW 
rong) 


MOBILE ACCESSORIES 


A CKET. 
ing of MOBILE MOUNTING BRACKET. 
A Rubber lined. C-27 slips in or 
i out in 10 seconds. 4 Ibs. 
- ivdray etel 8 eee bo} 8) 
SUPPLY 
, 5 Ibs. 
9.95 MOBILE POWER SUPPLY KIT. For 
es ee operating C-27 from 6 or 12 v. 
With connecting cables. 6 lbs. 
ND C-Z Ber Y 7 23e ONLY. : uaa 12.95 


ff] PRESS-TO-TALK MIKE. 
‘way Ceramic-type—has 
self-coiling cord. Shpg. 


h 
= = 4 wt., 1 Ib. 
83 Y 719. ONLY..9.50 
itenna. © 
TV mas TELEPHONE HANDSET. 


Cuts out C-27 speaker 
when lifted from cra- 
dle, supplied. With 
coil-cord. 2 Ibs. 

83 Y 722. ONLY 19.95 


Cost 2-Way Ratio 


C-27 Superhet Citizens Band Transceiver Kit 


ras PS ae To ee ne ipa ae ie 
BS Fe to ne : ae. aS fe 3 < <a 
eee tt was y oe tote: Pesce 


or ess Use 


EASY TO ASSEMBLE . .. EASY FOR ANYONE TO OPERATE 


The 27-mc Citizens Band—allocated by the FCC for use by U.S. 
Citizens 18 or older—provides 22 radio channels for applications where 
two-way radio communication has formerly been too costly, or even 
prohibited. In money-saving, easy-to-build Knight-Kit form, you have 
your choice of two high-quality Citizens Band transceivers that pro- 
vide dependable operation in countless personal and business uses. 
Ideal for the home, office, car, boat—practically anywhere! 


LOW-SILHOUETTE 
STYLING 


(mu)? 


Manual Tuning—Plus 2- 
Channel Crystal Trans- 
mitting & Receiving 


Highly Sensitive—Less 
than % uv for 10-db 
Signal-to-Noise Ratio 


Selective, Dual-Conver- 
sion Superhet—Only 3 
kc Wide at 6-db Down 


The first deluxe-quality, genuine dual-conversion superheterodyne Citizens 
transceiver to be offered in easy-to-build, money-saving kit form! Amaz- 
ingly sensitive and selective, it features a superlative array of outstanding 
features. Transmitter operates at the maximum legal power input of 5 
watts—transmits on any two crystal-controlled channels; one crystal is 
supplied with the kit. In addition to continuous 22-channel manual tuning, 
a switch permits changeover to lock-in crystal reception—has provision 
for two optional receiving crystals (listed below). Channel switch on front 
panel provides instant selection of desired transmitting and receiving 
crystals. Automatic noise limiter cuts interference—continuously variable 
squelch control provides silent standby operation. 


The C-27’s sensitivity is better than 14 pv for 10 db of quieting. Super- 
selective, its adjacent channel rejection is 30 db. Features convenient, 
press-to-talk intercom-type operation; built-in speaker also serves as mike. 
Also accepts accessory press-to-talk mike or telephone-type handset, at 
left. Has gray, high-impact styrene case—black cover and contrasting white 
grille—edge illuminated panel. Also includes: voltage-regulated, drift-free 
oscillators; pre-aligned IF transformers; dependable printed circuitry; 
7 dual-purpose and 2 single-purpose tubes, VR and rectifier. With 1 trans- 
mitting crystal (channels 1-22—-specify), wire-type doublet antenna, wire 
and solder. For mobile use, requires power supply listed at left. With 
built-in pore supply for 105-125 v., 60 cycle AC. 516x127¢x15%". Shpg. 
wt., 20 Ibs. 

83: YX 712-2. $5. Down. ONLY. 0... 2 eee eee See oe ne Ee aes 79.95 


83 YY 769. Optional Receiving Crystals. For fixed-frequency reception. 22 
channels—specify. (C-27, above, accommodates 2). 3 oz. EACH.....-.- 1.99 


83 YY 921. Optional Extra Transmitting Crystal. Choice of channels 1-22— 
specify. Shpg. wt., 3 oz. NET EACH... ..... 2-6-2 020s eee tenet eet é 
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Low-Cost Model R-55 Shortwave All-Band Receiver Kit 


IDEAL FOR SWL’S—BEGINNING HAMS—TECHNICIAN LICENSEES ON 6 METERS 


Electrical Bandspread— 
Calibrated for Ham Bands 


General Coverage to 36 Mc 
—Plus 6-Meter Ham Band 


All-new from Knight-Kit—a feature-packed general- 
coverage receiver in low-cost, easy-to-assemble kit 
form! Ideal for shortwave listeners and beginning Hams 
alike, this versatile superhet covers the broadcast band 
and shortwave from 530 kc to 36 megacycles. Also has 
an additional range which covers the 50 to 54-mc Ama- 
teur frequencies—just the ticket for Hams with techni- 
cian licenses who want economical 6-meter coverage! 


Incorporates electrical bandspread on all Amateur 
bands from 80 to 6 meters—individual scales calibrated 
to read direct on each band. Main tuning and Band- 
spread are flywheel loaded for smooth tuning—large, 
edge-lit scales are easy to read. 


Expertly designed circuit includes AVC (Automatic 
Volume Control) to reduce fading and blasting. Noise 
limiter cuts down annoying pulse-type interference. 
Includes BFO to permit CW and SSB reception—con- 
venient front-panel control for adjustment of BFO 
pitch. Built-in PM speaker provides loud, clear recep- 
tion. Also has handy headphone jack on front panel. 


Receiver is highly popular superheterodyne type with 
2 IF stages for high sensitivity. IF frequency is 1.65 
megacycles for excellent image ratio. Chassis includes 
provision for building-in optional Knight-Kit Crystal 
Calibrator kit, below. Front panel switch includes 
“Calibrate” position. Also has taps for powering Crystal 
Calibrator kit from R-55. Additionally, the carefully 
engineered circuitry features a fused, transformer-type 
power supply with filter choke for excellent voltage 
regulation. ‘‘Stand-By”’ terminals on rear panel for use 
with an external relay or switch. 


216 Knight-Kits Cost You Less—Serve You Better 


AVC—Noise Limiter—BF® 
—Built-In PM Speaker 


1650-kc IF Frequency for 
High Image Rejection 


You'll find building the Knight-Kit R-55 a rewar 
experience. World-famous Knight-Kit step-by-step 
structions make assembly a marvel of simplicity. G 
wall-size picture diagrams clearly illustrate every des 
of construction. Simplified point-to-point wir 
throughout is easy—even if you’ve had no previous 
building experience whatsoever! A soldering iron, ag 
of long-nose pliers and a screwdriver are all you neee 
assemble this top performer and enjoy hour after ! 
filled hour of thrilling shortwave listening. Stee® 
metal cabinet in gray—has attractive charcoal & 
panel. Complete with wire and solder, and eas 
follow instructions. 8x1414x11". For 105-125 + 
cycle AC. Shpg. wt., 22 Ibs. - 
83 YU 935. $5 Down. ONLY.........---- 0-000 673 


CRYSTAL CALIBRATOR KIT 


100-kc crystal calibrator kit for R-55, above. G 
marker every 100 kc up to 54 mc. Has trimmer for a= 
beating with WWV. Obtains power from R-55. € 
plete with wire and solder. Shpg. wt., 12 oz. 

BFF Done CINE cscs ee regres apts gee Ue 


YOU BE THE JUDGE OF VALUE 


Order the Knight-Kit of your choice and examine © 
spect the easy-to-follow, step-by-step instructio 
careful packaging of components—the easy ic 
cation of each top-quality part. If you are not coms 
satisfied in every way—return the kit for full re 
your entire purchase price. 
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S SET FEATURES 
T REMARKABLY LOW COST 


Provision for Adding Accessory, Built-In 
Crystal Calibrator Kit 


Separate, Edge-Illuminated Slide-Rule 
Dials for Bandspread and Main Tuning 


Antenna Trimmer For Peak Sensitivity at 
Any Dial Setting 


SPECIFICATIONS 


Tuning Ranges: 530-1900 kc (stand- } 
ard broadcast) 


'3-6.4 mc (shortwave, 80-meter Ham 


r—BFO 
aker band, etc.) 
= =0-20.5 mc (shortwave, 40-meter Ham 
a sand, etc.) 
step 
. Gias "25-36.0 mc (shortwave, 20, 15, and 
'y det "meter Ham bands, etc.) 
wir 
‘ious & 7-56 mc (6-meter Ham band) 
1,a pe 
heed =) mtermediate Frequency: 1650 kc. 
ter fu 


Sturél image Rejection: From 42 db down 
=80 meters to14db down at 6 meters. 


Tube Complement: 6BE6 converter/ | 
escillator; 6DK6 1st IF amplifier; 6(AW8 | 
67.50%) td IF amplifier/ist audio amplifier; | 
®AL5 detector/noise limiter; 6AW8 | 
sudio output/BFO; EZ90 rectifier. i 


Controls: Main Tuning; Bandspread; 
Antenna Trimmer; Bandswitch; Mode } 
Switch (Standby, MVC, AVC, Cali- | 
108 trate); BFO Off-On; BFO Pitch Con- | 
sol; Volume; Noise Limiter Off-On. / 


Sensitivity: 80 meters, better than 
4 uv; 40 meters, better than 6 yy; 
® meters, better than 8 pv; 15 meters, 


Sav; 6 meters, betterthan 10 pv. (These 
Soures indicate exceptionally good 
sensitivity for a receiver in this price 
Sass.) 


Here’s the Big-Value Buy in 


& 


an All-Band Receiver Kit 


Whether you're a beginning Ham or a 
shortwave listening fan—the Knight-Kit 
R-55 was designed for you! You'll find 
countless new thrills in store the minute you 
“spin the dials” and hear the world at your 
fingertips. It's easy to build and low in 
cost—a top performer in its class. 

A WORLD OF EXCITING 


SHORTWAVE LISTENING 
AT YOUR COMMAND! 


setter than 7 uv; 10 meters, better than 


A WORLD OF FUN TO ASSEMBLE AND OPERATE 


2 IF STAGES. The expertly de- 
signed circuitry of the Knight-Kit 
R-55 Communications Receiver Kit 
incorporates two IF stages for in- 
creased sensitivity. An intermediate 
frequency of 1650 kc is employed to 
provide an unusually high degree 
of image rejection. 


MODULAR COILASSEMBLIES. 
Contributing to remarkable ease of 
assembly are two special modular 
coil assemblies. The coils conven- 
iently mount on two metal ‘L” 
brackets, and are assembled before 
mounting in chassis. “‘L" brackets 
also provide excellent shielding be- 
tween coil banks. 


FLYWHEEL TUNING. For unex- 
celled tuning ease, two heavy fly- 
wheel assemblies are employed. 
Just spin the large, easy-to-grip 
knobs—and glide smoothly and 
effortlessly along on both the Main 
Tuning and Bandspread edge- 
illuminated slide-rule dials. 


sh Knight-Kit priced from 
require just $2 down—kits priced above $200, only 


DOWN 


Only the Finest Electronic Components Are Used in Knight-Kits 


Only $5 down buys this feature packed receiver, or any other 
$50 to $200. Kits from $20 to $50 
$10 down. 
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+ R100 Amateur Communications Receiver Kit } s* 
Freque 
AN ULTRA-SENSITIVE, DELUXE RECEIVER FOR THE HAM .. . A REAL “DX-GETTER"! ee 
Better Than 1.5-Microvolt | Continuously Variable Se- Specially Designed Calibrated Electrical Band- 

Sensitivity on All lectivity from 300 cps to Printed-CircuitBandswitch spread on 80 through 10 Sensit 
Shortwave Frequencies 4.5 Kilocycles —a Knight-Kit exclusive Meter Ham Bands db s/n 
An outstanding achievement in communications receiver Controls: Main Tuning, Bandspread Tuning, Bas Variab 
engineering, this superb kit has gained phenomenal ac- Selector, Q-Multiplier Selectivity, Q-Multiplier Tune m Pea 
ceptance—there is no other receiver like it! Has all Peak-Off-Null, BFO Pitch, RF Gain, AF Gain, BFO pusly @ 
the features, selectivity and sensitivity of high-priced MVC-AVC-ANL, Off-Stdby-Recv-Cal, antenna tris 300 cp: 
commercial units. Use of printed circuitry throughout mer and headphone jack. Coaxial and screw-termins des 6 
assures stable, reliable operation and reduces assembly antenna connectors for 50 to 300-ohm lines. Close ejectic 

time—it’s an unsurpassed value! tolerance coils assure minimum alignment time. 455 
, gs . ke IF. Gray metal case; chrome trim and black knobs 2 Mul 
Covers 540 kc to 30 mc in 4 ranges; calibrated electri 954x1614x1034". Complete with case, tubes, all parts ase 


cal bandspread on all Ham bands from 80-10; slug- wire, solder, and instructions. Less speaker and & 


tuned Hi-Q coils; continuous VR tube-regulated B+ ; . : 
applied to HF oscillator lets you switch from standby err Shoat io ee ae _ 


to receive with no drift; built-in Q-multiplier peaks = . + 
“eG signal or eK peg “wai notch really a la a a 99.93 od 
takes out interference); delayed AVC; built-in noise : P ea 2 
limiter; provision for “building in” crystal calibrator Hote Se tac _ KIT. cg RS 4 Sines b mo—6i 
listed on the facing page. An1g t- It ommunications | eceiver. eatures = £412. 
cially designed cone for peaking voice frequencies am on hig 
Exceptional sensitivity is the keynote of this top- reducing ORN. In matching gray metal cabinet wag) 2 db 
notch receiver—better than 1.5 uv sensitivity for a chrome trim. Voice coil impedance is 8 ohms. Sas 
10:1 signal-to-noise ratio, even on 10 meters. On 40 624x654x55g". Shpg. wt., 314 Ibs. ® tube 
and 80 meter bands, its sensitivity is actually 4% to 34 83 Y 728. ONLY......-- 22+ seer reeset sees 973 eG 
uv for the same signal-to-noise ratio. Broadcast band ae 
sensitivity is 4 uv. Selectivity is variable from 300 cps M-5 S-METER KIT. For the Knight-Kit Communicatioss Resi 
to 4.5 kc at 6 db down. Exalted BFO injection provides Receiver Kit, above. Calibrated in nine “S" units @ =.We 
high-quality SSB reception. approximately 6 db each so that each step is double = =CC8 
signal strength of the preceding one. The last two c Baye 


Only a little wiring experience and a few ordinary {tations read +10 db and +20 db over S9. With @ “ 


tools are required for anyone to construct this fine e i egu 
communications receiver. Carefully written, step-by- parts, wire and solder. Shpg. wt., 12,02. — 

: ‘ ; x : : SBS. V. ZIT MONLY snare epee eee tts 1293 ° 
step instructions and giant, wall-size picture diagrams Audi 
make assembly an easy matter. See Crystal Calibrator Accessory at Right For P 


218 Knight-Kits Are Famous for Their Easy-To-Follow Instructions 


This outstanding receiver kit 

corporates the most up-to-date 
ivances of modern receiver engineering. 
was designed by engineers, who are 
emselves licensed Amateur operators, 
meet the highest standards of 

mateur performance. As a result, 

ey have produced an excep- 

onally capable receiver that 

s truly worthy of the 

4vanced Ham—it's easily comparable to 
tory-built units costing far more. 


E PROOF OF OUTSTANDING SELECTIVITY 


| ‘The Knight-Kit receiver offers 

| excellent selectivity charac- 
F teristics. Note the selectivity 
i curves shown at right: 1) Nor- 
3 mal selectivity curve with the 
e 
q 


“Q" multiplier in the off posi- 

tion. 2) “Q" multiplier in the 
Peak position provides single- 

Si signal CW reception—makes 
_|__ stations “pop out" of the inter- 
\ ference; “Q" multiplier Tune 
ra contro! lets you slide the 
| "peak" across IF bandpass. 


SPECIFICATIONS | UNSURPASSED 
Frequency Range: Continuous cov- i 


erage from 540 kilocycles to 30 mega- DESIGN FEATURES 


cycles in 4 ranges. 4 Unique Printed Circuit 
i Bandswitch. A Knight-Kit 


and- 
h 10 Sensitivity: Better than 1.5 wv for 10 innovation—reduces assembly 
db s/n ratio; 4 uv on BC band. time to a minimum. Simply 
plug the bandswitch into the 
, Band Variable Selectivity: Q-multiplier, yet RF printed circuit board— 
r Tune a Peak position, provides continu- makes 32 error-free connec- 
1, BFE susly adjustable IF bandpass from ba tions simultaneously! Elimi- 
1a trim 300 cps to 4.5 ke at 6 db down; pro- ', nates critical lead dress—you 
erming vides 60 db notch in Null position for q can't go wrong. 
ae ejection of interference. | Two Printed Circuit Boards. 
Sie ee 2 | Virtually all circuitry (RF, 
il call Q Multiplier: Choice of peak or null =| oscillator, converter, voltage 
and # across IF bandpass. ') regulator, IF, audio, BFO and 
Dita : x | rectifier stages) is on two 
’ intermediate Frequency: 455 kc. "| _ printed circuit boards. Greatly 
99.95 : | simplifies construction, and 
77. Image Rejection: 540-1650 kc—80 _| makes an extremely important 
a ache end, 40 db on high; 1.6-4.6 "contribution to stability and 
Ker iG mc—68 db on low end, 40 db on high; overall performance. } 
res Spe 4.4-12.4 mc—30 db on low end, 25 db ' } 
cles am on high; 12-30 mc—40 db on low end, \ 
let Witt 20 db on high end. ee | | 
is. Size : = eres 
975 Tube Complement: 6826 RF Ampli- . . | 
TEM er, HG Mixer and HFO, 6AZ8 13 Low-Cost 100-kc Crystal Calibrator Kit 
ication F Amplifier, 6AZ8 2nd IF and ‘st : 
units @ ok ne ae Low-cost frequency standard for Knight-Kit or | 
uble the =CC83/12AX7 Q Mu tint: nt Lal other receiver. Gives marker every 100 kc up to i 
wo cal Be Rectifier ‘aod Ono Matias 54 mc. May be powered by R-100 receiver or any | 
Nith af a | source of 6.3 v. at 0.15 amp and 150-300 v. DC 
esulator. Stes | at 3-6 ma. Trimmer for zero-beating with WWV; 
12.95 3 —grestas Cuno on-off switch. 314x214x114”. Complete with wire 
Audio Output Impedance: 8 ohms. A so and solder. Shpg. wt., 12 oz. 


For PM speaker. 


93 «¥ 256) ONCY Ia. 3 castes oe 10.95 
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illustrated Complete with SSB and Scope Accesso! 


T-400 Amateur 400-Watt Transmitter Kit 


OVER 3 TIMES THE POWER OF MOST FACTORY-WIRED TRANSMITTERS IN THIS PRICE RANGE 


The greatest transmitter value ever offered! Unique 
modular design, a tremendous array of advanced fea- 
tures, high power, and professional styling put the 
outstanding T-400 in a class all by itself—no other 
transmitter can give you so much for your money! 


The basic unit consists of a complete 400-watt CW 
transmitter which provides excellent coverage of the 
80, 40, 20, 15 and 10-meter bands. In addition, the 
basic unit has provision for the inclusion of easy- 
to-build AM modulator, SSB generator, and speech 
amplifier accessory kits listed below. With these modu- 
lar units installed, all three modes of operation, CW, 
AM, and SSB, can be used. 


Built-in, low-freyuency, heterodyne-type VFO, with 
crystal oscillator features precise dial resetability and 
high stability—after 15 minute initial warmup period, 
drift never exceeds 50 cycles. VFO has silver alloy con- 
tacts. Operates at 4.9 to 5.5 mc for 80-20-meter opera- 
tion; 3.8 to 5.6 mc for 15 and 10-meter operation. 


Unique keying network provides excellent shaping of 
CW waveform—eliminates thumps, chirps, and key 
clicks; provides an outstanding CW note. On AM, ad- 
justable speech compression maintains high modulation 
level. Gated-screen, controlled-carrier modulation sys- 
tem approaches plate modulation in its efficiency; 
maintains full carrier power only during moments when 
speech is directed into mike; other times carrier re- 
mains at a low output level—results in less QRM to 
other stations, longer life for the 7034/4X150A output 


Silicon rectifier power supply provides cooler per 
formance and better regulation. Tap in rear of unit 
provides —70 volts DC whenever transmitter is oper 
ating; when connected to receiver’s AVC circuit permits 
fast break-in operation. Wide-range, adjustable p 

network output matches 40-600 ohm transmission lines 


Front panel meter reads final grid, screen and plate 
current; also indicates RF output. Edge-lit, slide-ruk 
type VFO dial on front panel is 14” long and 4” wide— 
permits highly accurate frequency settings. Attractive 
steel cabinet, with heavy steel panel and rugged cast 
aluminum frame, is perforated on top and sides for 
adequate ventilation; has provision for panel mounting 
an optional 3” modulation monitoring scope (see below 


Size, 12x24x20”. Ready for CW—includes VFO with 
heterodyne crystals for all bands. Less SSB and Ad 
accessories (see listings below). For 115 or 220 volts 
50-60 cycle AC. Shpg. wt., 140 lbs. 


83: YZ-7'16. S10 Dow SONING 2046 soca be De 495.00 
SSB GENERATOR. Shpg. wt., 25 Ibs. 3 
BSOYIGTAT. OM ate ook ein}. al ree 79.93 
AM MODULATOR. Shpg. wt., 10 Ibs. j 
BSme¥: ZOD OND od oan ite eRe hy lege 29.5 


LOW-LEVEL SPEECH AMPLIFIER. Required with eithes 
SSB or AM modules above. When both are installe 
only a single amplifier is necessary. Has 300-3000 
audio bandpass filter. Shpg. wt., 314 lbs. 


: 4 95 
tube, and less power usage. For SSB operation, phasing neplhife hn Sapte sg tn aiee® ace k gies Cady bee oe 4.98 
type SSB generator provides 50 db carrier suppression; © MODULATION MONITOR SCOPE. With 3” CRT. 10 Ef 
35 db unwanted sideband suppression. G2 N-ZABN ONIN Sor soos tates ies ae ees 37.9% 
280 Knight-Kits Are An Exclusive Product of Allied Radio Corporation 
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Efficient Speech 
Amplifier Provides 
Adjustable Speech ~ 
Compression 


Husky, Conserva- | 
tively Rated, Low < 
Voltage Power 


This Sensational Transmitter Offers A Choice of CW, SSB, or AM 


Pi-Coupler Output Matches 
40 to 600 Ohm Loads 


Gated-Screen 
Controlled-Carrier 
Modulator Pro- 
vides Efficient 
Modulation at Low 
Cost 


All Coils—Final 
Plate, Drivers, 
VFO, are Silver- 
Plated 


7034 Output Tube 
Operates Conser- 
vatively for Pro- 


High Voltage 
Power Supply with 


Silicon Diode Rec- 
tifiers 


Optional Modula- oe, 


tion Monitor Scope” 
—SSB Generator 
Module Fits Under- 
neath 


UNIQUE MODULAR DESIGN of the Knight-Kit 400-watt 
transmitter allows you to have any combination of three operat- 
ing modes: CW, AM or SSB. Addition of AM and SSB modes 
to the basic CW unit is easily accomplished by assembling and 


installing the required modules. 


reaching type of o 
whenever you are ready, ins 


longed Life 


Velvet Smooth 


MORE FEATURES THAN YOU'LL FIND IN ANY OTHER TRANSMITTER 


Provides Outstanding SSB, AM, & CW Opera- 
tion on the 80 Through 10-Meter Amateur Bands 
Operates at 400 Watts Input Power on AM and 
CW; 600 Watts P.E.P. on SSB 

Has Low Operating Frequency, Highly Stable, 
Heterodyne VFO with Large 14” Slide-Rule Dial 
“Zeroing” Position of Standby Switch Allows 
VFO to Operate While Final Amplifier is Off— 
Permits Zeroing VFO to Receiver 
Screen-Clamp Keying on CW; VFO is Keyed 
for Break-in 

Speech Amplifier has Adjustable Speech 
Compression for Maintaining High Modulation 
Levels; Has 300-3000 cps Speech Filter for 
Crisp, Clear Voice Communication 

AM Modulator Provides High-Efficiency, Gated- 
Screen, Controlled-Carrier Modulation—As- 
sures Less QRM to Other Stations, Longer 


Life for Final Amplifier Tube 


Controlled-Carrier Modulation is Fully Adjusta- 
ble from Low Carrier Level to Full Carrier Output 


Has VOX Circuits for SSB Operation—When 
SSB Module is Installed, VOX Can Also Be 
Used on AM 


All SSB Controls, Including VOX and Anti- 
Trip Level Adjust, are Located on Front Panel 


Terminals on Back of Unit Provide Receiver 
Standby Operation; Supply 110 VAC to Operate 
Antenna Relay; Connect Speaker to VOX Relay 


Has Front Panel Switch for Operating Trans- 
mitter at Low Power Input During Tune-up 


Copper-Plated VFO & Final Amplifier Chassis, 
as well as RF By-Passes, Protect Against TVI 


Ceramic Coil Forms Throughout, Except Final 
Which is Airwound—All RF Tube Sockets are 
Ceramic and Other High-Frequency Types 


IT'S EASY TO OWN THIS GREAT T-400 TRANSMITTER 


Big Trade-Ins. Allied’s liberal Easiest Terms. 
trade-in policy makes it easy for Pay Plan lets you own the ex- 
you to own the outstanding T-400 citing new T-400 transmitter, 
transmitter shown above. We are shown above, 
prepared to give youagianttrade- down. Enjoy the use of this fine 
in allowance on your present unit now—extended terms allow 
Ham gear. Write today—describe you to take up to 24 months to pay 
your trade-in—you'll get a terrific | the balance. See back section of 
this catalog for details. 


deal from Allied. 


Allied’s Easy 


for only $10.00 


Make Allied Your Headquarters for Everything in Amateur Radio 


High Efficiency Air 
Blower Forces Power- 
ful Airstream Through 
the 7034 Cooling Fins 


VFO 


Tuning with No Back- 
lash, Obtained Thru 
Use of Planetary Con- 
trol and Stainiess 
Steel Chain Drive 


Start with the basic CW unit and enjoy the dependable, far- 
peration that this mode provides. Then, 
tall the AM modulator module and/ 
or the SSB generator module and enjoy clear, high-power 
phone communication. 


i 
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$49 


The Ideal Transmitter for the Novice 


QUALITY COMPONENTS 


1 Popular, Time - Proven 

807 Transmitting Tube 

2 Low-Loss Ceramic Coil for 
High Mechanical Stability 


3 Transmitter-Type Variable 
Capacitor in Final Amplifier 


| =~ Model 1-50 50-Watt CW Transmitter Kit 


AN EASY-TO-BUILD “FIRST RIG’'...LOW IN COST... COMPLETE BANDSWITCHING 


Effective TVI Suppression Convenient Bandswitching 


No finer value than this complete bandswitching CW 
transmitter kit—perfect for Novices and an excellent 
choice as a dependable, low-power rig for the advanced 
Ham. Employs 807 tube in final, ceramic coil forms 
and double-spaced tank capacitor. Important TVI 
suppression features include: heavy copper-finish 
chassis; firm metal-to-metal seals at all junctions; 
rugged metal cabinet; filtering and bypassing of AC, 
meter, keying and heater circuits. Can be operated 
crystal-controlled, or with VFO, such as the highly stable 
Knight-Kit Model V-44 Self-Powered VFO kit, below. 
Features a 6AG7 as a modified-Pierce tuned-plate oscil- 
lator-multiplier when crystals are used; as a buffer- 
multiplier when used with a VFO. Delivers 50 watts 
input to an 807 final on 80, 40, 20, 15, and 10 meters. 


Power supply 

i} mounted above 
oscillator to keep 
heat from 
frequency- 
determining 
circuits 


Calibrated 80-10 
meter Ham bands— 
output on 80 and 40 


Outfit Your Amateur Station With Knight-Kits 


Full 50-Watts Input to Final Pi-Network Antenna Coupler 


Complete with built-in, pi-section output circuit for 
matching antenna impedances from 50-2000 ohms— 
may be used directly with a wide variety of antennas 
without any need for using an external antenna tuner. 
Has bandswitching on all bands; cathode keying of os- 
cillator and final; metering of final plate and grid 
circuits; provisions for easy connection of an external 
AM modulator; power socket for supplying 6.3 v. AC 
and B-+ to accessories. Controls: Oscillator Tuning; 
Amplifier Tuning; Antenna Loading; Grid-Plate Meter 
switch; Off-On switch. Key jack, VFO and crystal 
sockets. Complete with wire and solder. Supplied less 
crystal and key. 814x1114x84". For operation from 
105-125 volts, 60 cycle AC. Shpg. wt., 18 Ibs. 

83 YX 255. $2 Down. ONLY.........--00ee sees 42.95 


Model V-44 Self-Powered VFO Kit 


The VFO with an Es- 
tablished Reputation 
for Stability! 


Function Switch Has “Cali- 
| brate” Position for Zeroing 
VFO to Receiver 


You’ 
ment 
serve 
of re 
signe 
1.5-3 
brat 
extre¢ 
on a 
how 
aligt 
and 

term 
oscil 


Color-Coded Coils Match Dial Ranges 


Finest Grid Dip Meter In Its Price Class 


CONVENIENT 
NE-HAND OPERATION 


NTS 
oven 
e PACKED WITH FEATURES 
oi! for No other grid dip meter in this price class 
ility has all these superlative features—high- 
riable grade, molded coil socket; variable hairline 
plifier cursor; best system of coil color-coding; : 
high stability across each band; range to 300 } 
megacycles. | 
| 
. 2 . ; 
DOWN 
World-Famous Model G-30 Grid Dip Meter Kit 
} 
MEASURES RF RESONANCE—SERVES AS SIGNAL GENERATOR, WAVEMETER, ETC. i 
yler é I 
f Lightweight and Compact Covers 1.5 to 300 Mc Movable Hairline Cursor Complete With Set of Coils H 
t for i 
ms— You'll find hundreds of uses for this invaluable instru- _ Ranges are color-coded to match coils. Has undamped |} 
nnas ment in and around your Amateur station. It not only meter movement for quick response and variable sensi- 
iner. serves as a grid dip oscillator to determine the frequency tivity control for optimum grid current adjustment. 
f os- of resonant circuits, but as an oscillating detector, Stable oscillation—entire band may be tuned with one 
grid signal generator, and absorption wavemeter. Covers adjustment of regeneration control. It’s small—it’s light 
2rnal 1.5-300 mc in 6 overlapping ranges. The finely cali- — it’s the handiest grid dip meter available! 
RE brated dial, with its movable hairline cursor, allows : ; 
1ing; extremely precise setting and highly accurate readings High-grade molded socket withstands rugged use— 
{eter on any segment of its frequency range. You'll wonder _ holds plug-in coils securely. Phone jack permits use as 
ystal how you ever got along without it! Use it for receiver modulation monitor and regenerative detector. 6AF4A 
Jess alignment, determining the exact length of transmitting oscillator; selenium rectifier. Size, 634x314x154”. In- | 
from and receiving antennas, adjustment of wave traps, de- cludes plastic case with 6 coils, all parts, etc. For 110- — 
termining inductance and capacitance, finding parasitic 120 v., 50-60 cycle AC only. Wt., 2 Ibs. | 
95 oscillations, adjusting antenna matching stubs, etc. 89-¥ 721. $2 Downs ONUVS 2.5 scp cea ogee 22.95: 4 
it Model Z-52 SWR and Z-Bridge Kit} ony | 
nee For achieving peak antenna efficiency. Measures SWR from | $85 
atiaa 1 to 150 mc. Also measures impedance on frequencies up to | 
100 mc. Use your own VOM as a null indicator. Has coaxial 
connectors. Can be used with 20 to 400-ohm lines. Accurate ; ae 
com- dial gives direct impedance reading. 1% precision resistor for calibration 
0. 15 use. 214x314x4". With chart for converting meter readings to SWR, wire 
tek and solder. Less meter. 134 lbs. 
itput WENO SSMONLY. ek os Tye thats stewed seer Ce pate ee os 5.85 
ge of » 6 . . To 
T-s0 Transistorized Code Practice Kit | omy | 
, | 
lator Advanced-design code practice oscillator at unusually low | $ 95 | 
ctric cost. Uses transistor circuit—powered by a single penlight | 
jack cell! Amazingly low current consumption—one battery oper- | 
refu ates unit for months. 500 cps tone. Has output jacks for ~_ 
lirect standard headphone tips; screw type terminals for key. Housed in bakelite 
6X4 case with aluminum panel. With all parts, battery. Less phones and key, 
6 Lex below. Size, 234x334x14". Shpg. wt., 1 Ib. 
GY TSOMOMBN ete on 2 echt Dre ee cael Naat Sp oe eee os 3.95 
9.95 59 Y 112. 1000-Ohm Headphone. Shpg. wt., 114 Ibs. NET........---- 1.08 
778908 Practice Key. Shpg. wt., 8 oz. NET........6--- see eee errr 69c 


Knight-Kits Have Easy-To-Follow Instructions 


kenight-kit 


INSTRUMENTS 


World’s Finest DC Scope in Kit Form 
WITH PLUG-IN PREAMPS 


(Ey kates LAB OSCILLOSCOPE 


VOLTAGE CALIBRATOR 
WATS Pe. 


CAUBRATOR MULT 


HORIZONTAL ——————, 
‘TRIGGER LEVEL 


D ecaaiid 


Vertical Response from 
DC to 10 Megacycles 


Triggered Sweep—05 
sec/cm to 0.05 « sec/cm 


Built-In Voltage Calibrator 


Crystal Controlled Markers 
from 10 # sec to 1 Millisec 


Accepts Wide-Band, Dua® 
Trace or High-Gain Plug 
In Interchangeable Vert 


_ = 


cal Amplifiers 


PACE-SETTING LAB IN- 


»/ STRUMENT IN MONEY- 
SAVING KIT FORM... 


DC Lab Scope Kit.. Interchangeable Vertical Amplifiers 


A revolutionary product in the field of precision test 
equipment—a 5” DC Lab Scope in famous Knight- 
Kit easy-to-build form! Employing highly versatile 
Interchangeable Vertical Amplifiers—previously used 
only in the most costly laboratory equipment—it offers 
unlimited flexibility. “IVA" sections slip in and out in 
seconds—match scope to any application. 


Check this brilliant array of features: crystal-con- 
trolled timing markers—externally available for other 
uses; DC vertical and horizontal amplifiers; DC- 
coupled triggered sweep; electronically regulated 
power supply; extremely linear sweep—within 3% on 
all ranges; sweep timing accuracy adjustable to 1% 
with built-in markers; externally available voltage 
calibrator from 0.0001 to 50 volts peak-to-peak; two 
ranges of sweep expansion to allow observation of the 
smallest waveform detail; graph screen with high- 
legibility, edge-illuminated markings; provision for 
camera mounting; printed circuitry in critical stages; 
exclusive printed circuit switches; many others. 


284 


A unique new cathode ray tube, built exclusively to 
rigid Knight-Kit specifications, is also incorporated 
Both horizontal and vertical plate connections are 
brought out through the glass to achieve maximum 
band pass. All circuits are frequency-compensated— 
may be adjusted with the built-in voltage calibrator 
A VTVM or 20,000 ohms/volt VOM is all you need 
to align the “IVA” scope for precision performance. 


Extremely wide sweep range—0.5 sec/cm to 0.05 
»sec/cm—provides an almost unlimited range of appli- 
cation for this unit. Three plug-in vertical ampli- 
fiers (available separately, see opposite page) cover 
virtually all laboratory scope applications. In addi- 
tion, a blank plug-in chassis is available, into which 
the user can install any special-application preamp 
he may devise. Complete with wire and solder, and 
easy-to-follow instructions. 16x1234x1914”. Less ver- 
tical amplifiers. For operation from 110-120 volts 
50-60 cycle AC. Shpg. wt., 50 Ibs. 

83 YU 611. $10 Down. ONLY.................295.0€ 


Knight-Kits Are First in Imaginative Engineering and Design 


Convenient camera mounting studs 
sccept standard camera mounts. 


a Special application of P-2 phosphor 
s¢/cm ting on CRT provides sharp trace 
| en on fast displays. 

brator 

Plug-in vertical preamps for high- 


arker: versatility and convenience. 


illisee 
alibrated triggered sweep from 
Bsec/cm to 0.05 usec/cm. 


rystal-controlled oscillator pro- 
S markers from every 10 micro- 
onds to every millisecond. 


Voltage regulated p-p calibrator— 
ence voltages, 100 uv to 50 v. 


SPECIFICATIONS 


dee SWEEP GENERATOR 
F Sweep Range: 0.5 sec/cm to 1 

‘<< usec/cm(without expansion); 0.025 
sec/cm to 0.05 nsec/cm (with x20 

‘ expansion). 

| Sweep Expansion: x5 and x20. 
Sweep Linearity: Within 3% on 

to all ranges. 

ed. Sweep Timing Accuracy: With- 

are in 5% overall (can be adjusted to 

i 1% by use of built-in markers). 

tor. HORIZONTAL AMPLIFIER 

eed Sensitivity: 1 v. p-p/cm 
Frequency Response: DC to 

05 750 ke (3 db down). 

pli- GENERAL 

pli- Time Markers: 10, 100, 1000 

di. psec. intervals, accurate to 1%. 

a (Marker output available at front 

om panel provides highly stable, crys- 

dee.» tal-controlled frequency source 

a for other applications.) 

Its, Voltage Calibrator: 0.0001 volt to 
50 volts peak-to-peak. 

00 Tube Complement: 30 tubes; 


25642 HV rectifiers; 7 silicon 


diode rectifiers; 5CXP2 CRT. 


Genuine Laboratory Quality at Remarkably Low Cost 


TRUE LAB-QUALITY FEATURES 


YEARS AHEAD IN QUALITY AND VERSATILE DESIGN 


More than two years of expert 
engineering stand behind 
every detail of the Knight-Kit 
DC Lab Scope. Its heavy steel 
cabinet and rigid girder frame 
construction—its highly ver- 
satile Interchangeable Verti- 
cal Amplifiers—its outstanding 
operational flexibility and 
highest quality components— 
place it in a class with top- 
quality, factory-wired lab in- 
struments costing far more. 
No other DC scope kit offers 
you so much for so little! 


HIGH-GAIN PREAMPLIFIER. Differential- 
type high-gain preamplifier incorporating 
two separate input facilities. Permits ac- 
curate scope readings of the difference 
between two signals, cancelling DC from 
signals in order to read AC ripple, etc. 
Sensitivity: 0.001 v. p-p/cm. Response: 
DC to 100ke within 3 db down. Differen- 
tial Ratio: 5000:1. Input Impedance: 1 
meg shunted by 40 mmf. Shpg. wt.. 5 Ibs. 
83 Y 612. $2 Down. ONLY........ 35.95 


WIDE-BAND PREAMP: Precision preamp 
for high-frequency use of the Lab Scope. 
Excellent for high-frequency applications 
including color TV, etc. Frequency Re- 
sponse: DC to 10 megacycles within 3db 
down. Sensitivity: 0.01 v. p-p/cm. Rise 
Time: Approximately 0.04 micro-seconds. 
Input Impedance: 1 megohm shunted 
by 40 mnf in all positions of the attenu- 
ator. Shpg. wt., 5 lbs. 

83 Y 613. $2 Down. ONLY........ 24.95 


DUAL-TRACE PREAMPLIFIER. Designed for 
comparing of two separate signals. Rapid 
electronic switching permits both signals 
to be viewed simultaneously. Sensitivity: 
0.05 v. p-p/cm. Frequency Response: DC 
to 10 megacycles within 3 db down. 
Switching Rate: Choice of 10 ke or alter- 
nate sweeps. Input Impedance: 1 megohm 
shunted by 40 mmf. Shpg. wt., 5 Ibs. 

83 Y 614. $2 Down. ONLY........ 48.95 


Low-Capacity Probe Kit 
A low-capacity accessory 
probe for use with the 
Knight-Kit 5” DC Lab 
Scope. Its use permits ob- 
{ servation of signals with- Be & 
“wa, out overload and oan 
distortion. 10:1 attenua- 83 Y 615. Blank 
tion; variable capacitor. Preamp Chassis. 
Input impedance, 10 megohms; input With knobs. Wt. 


capacity, 12-15 mmf. 2 Ibs. 2% lbs. 
G2 ¥.4616. OMY. 5 iiwis.- ce ees 5:95) 7 ORLY.c.,. seks 


Knight-Kits Are Available On Allied’s Easy Payment Plan 285 
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knight-kit 


INSTRUMENTS 


Laboratory AC VIVM with Automatic Range Selection 


THE ONLY AC VTVM WITH REVOLUTIONARY SELF-SEEKING RANGE SELECTOR 


Setting new standards in performance, speed, and economy, the revolu- 
tionary Knight-Kit AC VITVM represents a major breakthrough in test 
equipment design. This remarkable unit features Automatic Range Selec- 
tion—an exclusive Knight-Kit innovation. The instant you touch the probe 
to the circuit, an electronically-actuated motor-driven selector ‘‘seeks out” 
the correct range automatically. This unique mechanism races through all 
11 ranges in less than 24 seconds—reversible motor provides average access 
time of only 1 second! Easy-to-read panel lamp indicators show range in 
use at a glance—operate at lower-than-rated voltage for long life. Special 
output terminals permit simultaneous scope observation of wave shape 
while measuring voltages. In addition, the range selector and built-in 
wide band amplifier may be used separately as an automatic vertical at- 
tenuator for scopes, etc. The AC VI'VM is ideal, too, for use as a null 
indicator in AC bridge circuits, and countless other applications. 


Incorporates printed circuitry to insure easy assembly and precision per- 
formance. Has precise trigger circuits for positive switching; Auto/Manual 
switch for holding on any range; 100-”a meter movement; finest coin- 
silver switch contacts; double shock-mounted components to prevent micro- 
phonics; regulated, adjustable power supply. Highly stable 3-stage ampli- 
fier has cathode-follower output. Jacks are G.R.-type with 34” spacing. 
Easily calibrated with parts supplied—a DC VM is all you need. With 
rugged, vinyl-covered steel cabinet; 4-ft. coax cable with probe and 
standard G.R.-type 34” spaced plug; all parts; instructions. 10x7x113¢.". 
For 105-125 v., 60 cycle AC. Shpg. wt. 22 Ibs. 

83 YU 608. $5 Down. ONLY 119.50 


SPECIFICATIONS 


Ranges (Full Scale): .003, .010, - 
0.1, 0.3, 1, 3, 10, 30, 100 and 300 ve 


Scale Readings: 0-1 v. (with @ 
divisions) and 0-3 v. (with .1-v. & 
sions); also —15 to +2 db. 


Decibel Range: —65 to +52 i 
ranges. 


Response: +1 db, 20 cps to 25 
absolutely flat, 50 cps to 500 kc. 


Accuracy: +3% of full scale # 
with line voltage variation up to 79 


Impedance: 10 meg shunted by 
mmfd, 3-300 volts; 25 mmfd, 
1.0 volt. 


Amplifier Section: Cathode ‘o 
er output. Available output, 0% 
(84 db gain). Response: +1 o& 
cps-1.5 mc; flat, 30 cps to 300 ke 


Tubes: 3—6DK6, 6AW8, 2—1247 
12AX7, 2—6DR7, 5651; EZ90 rect 


286 Write for Free Detailed Specification Sheet and Schematic on Knight-Kit AC VTVM 
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Famous-For-Quality Electronic VIVM Kit 


ACCURATE AND DEPENDABLE FOR SERVICE, LABORATORY AND EXPERIMENTAL USES 


SPECIFICATIONS 


DC Voltmeter 
ges: 1.5-5-15-50-150-500-1500 volts 
i scale. 
put Resistance: 11 megohms (1 
segohm in probe) all ranges. 
curacy: +3% of full scale. 


AC Voltmeter 
MS Ranges: 1.5-5-15-50-150-500- 
7500 volts full scale. 
ak-to-Peak Ranges: 4-14-40-140- 
00-1400-4000 volts. 
ibels: —10 to +65 (7 ranges). 
ponse: 30 cps to 3 mc. 
curacy: +5% of full scale. 


Ohmmeter 
langes: 0-1000-10,000-100,000 ohms; 
1-10-100-1000 megohms (center 
ales at 10, 100, 1000, 10,000, 100,000 
ms; 1, 10 megohms). 


ubes: 12AU7 twin-triode meter 
idge; 6AL5 twin-diode full-wave rect. 


Here’s the kind of VTVM performance demanded by the quality-conscious 
technician, serviceman, and experimenter. You save too, because you do 
the easy assembly yourself. Ideally suited for use in a wide range of service 
applications—as well as in the construction of original equipment—the 
Knight-Kit VTVM offers an array of features usually found only on much 
costlier factory-built units. In addition to measuring AC rms and DC 
voltages to 1500 volts, resistance to 1000 megohms, and decibels from — 10 
to +65, it provides true peak-to-peak AC readings up to 4000 volts. Its 
response to frequencies from 30 cps to 3 mc make it an ideal unit for use in 
resting amplifiers, preamps, and other audio units for frequency response. 


High input resistance—11 megohms—prevents loading down the circuit 
during test. Also features film-type 1% precision resistors, polarity reversing 
switch to save time during trouble shooting, printed circuitry for ease of 
assembly, etc.With 3 test leads (see illustration), battery, wire and solder, 
and easy-to-follow instructions. 754x5S 34x414", For 105-125 v., 60 cycle. AC. 
Shpg. wt., 7 lbs. 

83 Y 125. $2 Down. ONLY 


ACCESSORY PROBES FOR VTVM 


HIGH-FREQUENCY HIGH-VOLTAGE PROBE 
PROBE KIT. Extends KIT. Extends DC 
AC range to 250 mc. range to 50,000 v. 
1\% lbs. 1% Ibs. 

83Y127. ONLY 3.75. 83Y126. ONLY 4.75 


Depend on Knight-Kits for Years-Ahead Features—Today 


HIGH 
BUILD YOUR OWN SCOPE AND SAVE! 


 knight-kit 


INSTRUMENTS ba 


Wiring 


2 Printed 
Circuit 
Boards 


SS 


RESPONSE + 3 DB,5 CPS to5 MC...iIDEAL FOR LAB OR SHOP 


An incomparable value at an attractive low price, this oscilloscope per- 
forms as well as or better than many commercially wired wide-band scopes 
costing far more. Extremely wide sweep range, broad response and high 
sensitivity make it ideal for color TV servicing and hundreds of other 
high frequency applications in laboratories, shops and factories. 


Push-pull vertical and horizontal amplifiers with cathode-follower inputs 
assure minimum circuit loading and almost zero wave-form distortion. 2nd 
anode voltage of 1400 volts provides a high-intensity trace. Excellent 
synchronization on complex waveforms is achieved by positive and nega- 
tive locking. Gives faithful square wave response. Includes frequency- 
compensated input attenuator, one-volt peak-to-peak calibrating voltage 
and internal astigmatism control. Z-axis input permits intensity modula- 
tion of trace. Directly coupled positioning controls allow overshoot-free 
trace positioning. Retrace lines are effectively eliminated by blanking circuit. 


Handsome gray steel case, 1414x1014x15 14", has highly attractive charcoal 
gray front panel. Complete with: test leads; 5UP1 CRT with molded rubber 
mount; wire and solder; step-by-step instructions and easy-to-follow, giant- 
sized diagrams. Optional special-purpose probes are listed on opposite page. 
For 105-125 volts, 60 cycle AC. Shpg. wt., 28 Ibs. 

EPA M5: DOA MONLY 21. coi cowie osiolass% winip + pur vistanes Bot clapton 65.75 


VOLTAGE CALIBRATOR KIT. Makes any scope a precision AC 
voltmeter. Puts .01-100 v. square wave on screen. Switch 
position for comparing external signal. 74gx53¢x4}4”. For 
105-125 v., 60 cycle AC. Shpg. wt., 434 lbs. 

BRAVE SOMONE YER iti ond.) stds s Berita tee 12.95 


Two up-to-the-minute printed c 


cuit boards for quick, easy, e 
free assembly; laced wiring ha 
further reduces assembly time. 


High-frequency vertical re- 
sponse matched by high- 
speed sweep. Can even 
make RF stand still. 


Lab-quality design: cath- 
ode-follower input; direct 
coupling to CRT deflection 
plates, 


Excellent for color TV serv- 
icing and hundreds of other 
high-frequency applications. 


SPECIFICATIONS 


Vertical Amplifier 
Sensitivity: 0.025 volts (rms) per 
inch. 

Response: +3 db, 5 cps to 5 me 
only 1 db down at 3.58-mc color 
burst frequency. 

Input Impedance: With x1 sen 
sitivity—2.9 megohms and 21 mmf 
x0.1 and x0.01 sensitivity—3.4 meo 
ohms. and 12 mmf. 


Horizontal Amplifier 
Sensitivity: 0.6 volts (rms)/inch 
Response: Down only 3 db at 6 
kc; 4 db at 1 mc. Locks in as high as 
9 megacycles, 


Sweep Generator 

Range: 15 to 600,000 cps. 
Synchronization: Internal Pos 
tive, Internal Negative, External ane 
Line Frequency. 
Power Supplies: Low-voltage sur 
ply has 6X4 full-wave rectifier with 
6C4 voltage regulator. High-voltage 
supply 1V2 half-wave rectifier sus 
plies approximately 1400 volts to C 
tube for high-intensity trace. 


oom | High-Sensitivity 5° Wide-Band Oscilloscope Kit) 10) 


s 


Kit Top Value 5° General-Purpose Oscilloscope Kit | °° 


HIGHEST GAIN 5” SCOPE AT THIS LOW PRICE 


ideal scope for 90% of applica- 

s involving waveform observa- 

. Perfect for all audio work, for 

and FM sweep alignment, and 
y general-purpose work, 


Scope employs modified 
phantastron sweep circuit, 
for high sweep linearity. 


Easy to build with clear, 
simple step-by-step instruc- 
tions anyone can follow. 


This economy scope has 3 
times the vertical sensitivity 
of similarly priced units. 


SPECIFICATIONS 


Vertical Amplifier 
Sensitivity: .025 volts (rms)/inch. 
Response: +3 db, 3 cps to 1.5 mc; 
+6 db, 3 cps to 2.5 mc. 

Input Impedance: 3.3 megohms 
shunted by 45 mmfd, constant at all 
attenuator positions. 

Calibrating Voltage: 1 volt peak-to- 
peak square wave; regulated. Inter- 
nally injected with spring-return slide 
switch on front panel. 

Horizontal Amplifier 
Sensitivity: .07 volts (rms)/inch. 
Response: +3 db, 3 cps to 500 kc; 
+5 db, 3 cps to 700 ke. 

Input Impedance: 2.2 megohms 
shunted by 30 mmfd. 

Sweep Generator 
Range: 15 to 150,000 cps in 4 ranges; 
high-linearity phantastron-type circuit. 
Blanking: Retrace blanking on all 
ranges. 

Power Supply. Fused. Has copper- 
banded transformer to eliminate AC 
hum. 


2 


HIGH VERTICAL SENSITIVITY ...25 MILLIVOLTS PER INCH 


An unexcelled oscilloscope value at this low price—this instrument is 
excellent for general-purpose radio-TV servicing, audio work, and hundreds 
of other test uses. Featuring versatility and dependable performance 
normally found only in factory-wired units costing far more, this high-gain 
5-inch scope meets at least 90% of all oscilloscope requirements. 


Circuit features include: vertical and horizontal picture-centering controls 
DC-coupled to CRT deflection plates—the proper centering adjustment is 
immediate, with no overshoot; blanking circuit to eliminate retrace lines 
on all ranges; frequency-compensated vertical input attenuator; internal 
and external, positive and negative synchronization; phantastron-type 
sweep generator; and high second-anode voltage for high-intensity trace. 


Printed circuit board and laced wiring harness assure minimum building 
time—and maximum performance. Easy-to-follow instructions and picture 
diagrams guide your every move. Rugged gray steel case has disappearing 
handle; charcoal gray panel. Size, 1354x9}4x1774’. Complete with test 
leads, 5” CRT with rubber gasket, wire and solder. Optional special-purpose 
probes are listed below. For 105-125 v., 60 cycle AC. Shpg. wt., 27 Ibs. 

83 YU 146. $2 Down. ONLY.......-.0- 000 e cece renee eee rete ees 44.95 


250-MC. RF DEMODULATOR PROBE 
KIT. Shpg. wt., 8 oz. 
DSH ABONLY: of. ate 3.95 


12-MMF LOW-CAPACITY PROBE 
KIT. Shpg. wt., 10 oz. 
BOY VAT MONET: aan bis. us steals 3.95 
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INSTRUMENTS 


— 


RF Signal Generator Kit 


160 KC—112 MC OUTPUT ON FUNDAMENTALS 


Provides Modulated, Unmod- 


| Employs Precision-Wound 
. ulated and 400-Cycle Output 


Coils—Needs No Calibration 


Build this wide-range, extremely stable RF signal gen- 
erator and pocket big dollar savings over the cost of 
comparable factory-wired instruments. You'll find as- 
sembly fun and easy, too—thanks to step-by-step 
Knight-Kit instructions and detailed, wall-size picture 
diagrams. This top-performing signal generator’s wide 
fundamental output range is divided into five separate 
bands—has large, clearly calibrated semi-circular dial, 
planetary drive, and easy-to-grip knob to permit high 
accuracy in the setting of individual frequencies. 


Also serves as a TV marker generator when used with 
your sweep generator—excellent for use with unit 
listed at right. In addition to providing output on 
fundamentals from 160 kc to 112 me, it has a useful 
harmonic output to 224 mc. Output can be modulated 
at 400 cycles—has handy, built-in audio oscillator with 
jack for 400-cycle output. 


Features the high-stability Colpitts circuit. Jack for 
external modulation. Maximum audio output, 10 volts. 
RF output, over 0.1 volt on all ranges. Step and con- 
tinuous-type attenuator controls permit precise adjust- 
ment of output. Ready to use the instant you assemble 
it—no calibration needed. With all parts, tubes, wire, 
solder and instructions. 714x1014x514”. For 105-125 v., 
60 cycle AC. Shpg. wt., 11 Ibs. 

83 Y 145. $2 Down. ONLY...- 0.2.06. - eee ee eee 19.75 


DEPENDABLE TWINS 
FOR ACCURATE TV 
AND FM ALIGNMENT 


Superb combination! Simply plug the RF Signal 

Generator into the external marker input of the 
~ Sweep Generator—variable markers will be visible 
ae: on your scope for accurate TV and FM alignment. 


rj 
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Sweep Generator Kit 


HIGH-LINEARITY TV-FM SWEEP AT LOW COST 


Fundamental Output te 
250 Mc—Flat Within 1 Db 


Special Circuit Provides 
Extreme Sweep Linearity 


An outstanding, low-cost instrument for TV and FS 
alignment—provides sweep linearity on a par with cost 
laboratory instruments. Continuous frequency coverage 
from 300 kc to 250 mc in 4 bands—all on fundamentals 
Additional top features include: an exclusive Knight 
Kit sweep system designed for exceptionally eas 
assembly and adjustment, plus high accuracy ane 
linearity; electronic retrace blanking; and automat 

gain control circuit which keeps output level constas 

over the swept range—flat within I db on all bane 

RF output is in excess of 0.15 volts. 


Selectivity curve of TV or FM sets appears as true wave 
form on a scope—alignment of the set is more precise 
Sweep width is continuously variable from 0 to 13 m 
Has built-in crystal-type marker oscillator with dus 
crystal socket and convenient switch for selecting either 
of two marker crystals (not included). Crystal and e 
ternal markers can be mixed. Phase control provides 
blanking shift from 0-180°. Step-type and continuows 
output controls, plus marker amplitude control. Filteres 
power transformer prevents RF leakage. 


Output filter connected to 0-50 mc range output jac 
provides 20-db attenuation of undesirable harmon 
above 50 mc. 5 volt rms, 60 cycle sine-wave horizonts 
sweep voltage (for scope) available from front pane 
With all parts, wire and solder. Gray steel cas 
charcoal gray panel, 85¢x12¥%x7". For 105-125 5 
60 cycle AC. Shpg. wt., 15 Ibs. 

83 YX 123. $2 Down. ONLY... 2. 5. <2. 22 - oe. 2 44.95 


4.5-MC MARKER CRYSTAL. + .005%. Shpg. wt. 3 oz. 
GOVE SCAOWNEX Preis ons oe ie td i eat ee sa 


5.0-MC MARKER CRYSTAL. + .02%. Shpg. wt., 3 oz. 
GON TRS SONE Virgin ae ee ay ote a elt ome pe ads oe 5 en re 3 


10.7-MC MARKER CRYSTAL. + .02%. Shpg. wt., 3 oz. 
OD YaPAS ONLY ets: cris oe eta ay tire grees 
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You Can Depend on Knight-Kits for Accuracy 
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; Sine Wave Audio Generato 


ubstitution Box Kits 


RESISTANCE SUBSTITUTION KIT 


$95 Find the correct resistance value re- 
5 quired in a circuit—in seconds—with 
| this convenient resistance substitution 

box. Saves valuable time in radio and TV 

servicing as well as in equipment design. Provides 36 
salues in 2 ranges. Low range: 15-10,000 ohms; high 
range, 15,000 ohms to 10 megohms. Slide switch se- 


S 


ONLY 


lects either range. Accuracy within + 10%. 18-position 
rotary switch for rapid setting. Compact, bakelite case; 
aluminum panel 614x334x2". Complete with 18” leads, 
alligator clips, wire and solder. Shpg. wt., 134 lbs. 

Mery 139: ONL Yaris 2s ties See ae Sere le 5.9 


CAPACITANCE SUBSTITUTION BOX 


DOWN sat 


Audio Generator Kit 


BRIDGED-T R/C OSCILLATOR FOR HI-FI USE 


OST ONLY 
95 | Cuts time and effort in finding correct Less Than 0.25% Distortion Frequency Range: from 20 
it te $ | values for replacement of badly dam- for Dependable Testing cps to 1 mc in 5 Ranges 
| Db Heo ape s 
: aE gE EIA (RETM Pisce A highly dependable audio generator kit featuring an 
i — {8 standard values from .0001 mfd to .22 mfd. Accuracy up-to-date circuit developed by the U.S. Bureau of 
eee +20%. All values are 600 volts, except 15 and .22 mfd. Standards. Its excellent specifications and. lowest 
erage WS hich are 400 volts. An 18-position switch permits fast Bets it ideal for precise testing of high-fidelity ampli- 
fe <election. In sturdy bakelite case with anodized alumi- ae tone control aah pense ot i other tie 
night = 1 3 tat. . . plications requiring calibrated, continuously variable 
|um panel. 64x374x2". Kit is supplied complete with audio signals. Performance equals or surpasses far 


all parts, 18” leads, insulated alligator clips, wire and 
solder. Shpg. wt., 134 Ibs. 


costlier factory-built units. Operates into high-imped- 
ance or 600-ohm line. 


ate BRAY 138). ONLY2s.<. oe os © Seer Bee Seba agit 5.95 
er : 7 s Uses 6CB6 Bridged-T R-C oscillator. Frequency Range: 
Transistor & Diode Checker Kit 20 cps to 1 mc; continuously variable in 5 ranges. High- 
Impedance Output Voltage: 10 v., £1 db to 1 me. Output 
wave >. Impedance: as low as 600 ohms. Distortion: less than { 
ecise ——_—— — 0.25% from 100 cps through the audible range into high inf 
3m . | oNLY | OnlyLow-CostCheck- impedance; less than 0.5% when driving 600-ohm load } 
dual $50 er with Adjustable at 2-v. output. Both a step-attenuated output voltage \j 
oi ther | 8 | Forward Gain—In- control and a continuously variable level control are 
id ex Be | cludes 22%-V. Battery provided in the output stage. Optimum isolation be- ‘ 
— bina pi load is provided by means of a a 
1U0ws oe “ - : second cat e-follower stage, resulting in exceptional 
tered © pre ae tesa eae pene oP stability. Tubes: 6CB6, 2—6CL6; 5Y3GT rectifier. 7 
rail a Current ps pearing pre- Gray steel case, 744x10Mx8}9", with charcoal gray i 
al “a Che ane “te mas Fp front panel. Supplied complete with all parts, pre-cut if 
na ; 1€CKS lea: wit Sali rae asl wire, solder and step-by-step instructions plus pictorial i 
= g noise level of all types of junc- and schematic diagrams. For operation from 105-125 v., \ 
ane. tion, point-contact and barrier 60) cycle AC. Shpg. wt., 15 Ibs. \ 
case transistors. Can also check ger- _g3 YX 137. $2 Down ONLY 35.95 i 
S ¥ manium and silicon diodes, forward and reverse-current ; Pe a eet s,s ¥ \ 
, conduction of selenium rectifiers. Makes continuity and i 
A.95 short checks. Features: spring-return Leakage-Gain | I 
switch, calibration control, and separate sockets for YOU BE THE JUDGE! | 
: PNP and NPN transistors. Has rugged, bakelite-cased, Order the kit of nee bicheee 
4.8 easy-to-read meter. The noise level test makes it possible | FREE it é ge haile +n spat ite canal enten 
, to select low-noise transistors for use in high-gain \ ti the circuitry, the assembly and oper- 
3.95 stages. May be used in conjunction with signal tracer or | nspection ating manual. If you are not complete- 
headphones, if desired. 614x3 34x214". With all parts and Privileges _ ly satisfied in every way, return the kit 
a battery. Shpg. wt., 134 lbs. for full refund. 
3.95 BREY “149s ONE Yrs traaenes ois sues git eral 8.50 LE 
Y Allied’s Famous Knight-Kits Cost you Less and Serve You Better 291 
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knight-kit 
INSTRUMENTS 


Tests Capacitors at Rated Voltage 
—Measures Resistance to 5 Meg- 
ohms— Has ‘Magic Eye” Bridge 
Null Indicator Balanced 


Bridge Circuit 


No Unsoldering 
of Capacitors 
—Checks Them 
“In-Circuit” 


“Magic-Eye” In- 
dicator Shows 
Shorts & Opens 


Checks Filter, 
By-Pass, Block- 
ing and Coupling 
Capacitors 


| Checks Capacitors 
= from 20 Mmf to 
2000 Mtd 


Checks Horizontal 
Output Transform- 
ers—Deflection 
Yokes—Linearity 
| and Width Coils 

for Shorted Turns 


_ Checks Continuity 
of Circuits from 
0 to .5 Megohms 


Checks Inductance 
Quality by “Q” 
Measurement 
Method 


Resistor-Capacitor Tester Kit 


ONG DEPENDABLE BRIDGE-TYPE UNIT 


$4995 | An extremely useful instrument—skillfully 
| ...-... | engineered for top-notch performance in the 
$2 | service shop and laboratory. Measures resis- 
| DowN | tance and capacitance by the highly depend- 
=| able bridge method; checks for opens and 
shorts in paper, mica and ceramic capacitors; and indi- 
cates the power factor of electrolytics. Its large, easy- 
to-read dial, used in conjunction with the ‘magic eye” 
null indicator, shows resistance and capacitance at 2 
glance. The “magic eye” is also used in testing for opens 
shorts, intermittents, and in checking power factor 
Capacitors are tested at actual working voltages. 


SPECIFICATIONS. Test Voltages: 50, 150, 250, 350 and 
450 volts. Capacity Ranges; 10 mmf to .005 mfd, .001 te 
0.5 mfd, 1 to 50 mfd, and 20 to 1000 mfd. Resistance 
Ranges: 100 to 50,000 ohms and 10,000 ohms to 5 megohms 
Accuracy: +10%. Power Factor Range: 0-50%. Uses 6ES 
“magic eye"; 6X4 rectifier. Gray steel case; charcoal gray 
panel. 714x10{x514”. Complete with wire and solder, and 
test leads. For 110-125 v., 60 cycle AC. Shpg.wt.9% lbs. 

83 Y 124, $2 Down. ONLY 19. 


“In-Circuit” Capacitor Checker Kit 


ae) CHECKS WITHOUT UNSOLDERING! 


|... ONEY The Knight-Kit “in-circuit” capacitor checker 
5] 235 actually permits testing capacitors while 
they are wired in the circuit! This valuable 

— —! time-saving feature is a real boon to service- 
men, technicians, hobbyists who maintain electronic 


equipment. No need to unsolder connections—saves a tre 
mendous amount of time and bother in testing the many 
capacitors found in TV sets, radios, hi-fi components, ete 


Just press a button, and the “magic eye” indicator shows 
opens and shorts (not leakage). Checks by-pass, blocking 
coupling and filter capacitors. The test for opens ane 
shorts can be made on any capacitor of 20 mmf or greater 
capacity, even if the capacitor is in parallel with a re 
sistance as low as 50 ohms. The test for shorts can be 
made on any capacitor up to 2000 mfd, even when shuntee 
by as low as 20 ohms. Gives accurate readings at a glance 
Sturdy steel case is finished in attractive gray—front pane 
in contrasting charcoal gray. Size, 734x53¢x5”. Extremely 
easy to assemble, the unit comes complete with all parts 
pre-cut wire, solder, test leads, and step-by-step instruc- 
tions which include giant, wall-size picture diagrams. Fer 
110-120 v., 60 cycle AC. Shpg. wt., 514 Ibs. 

O3HV THOS ONE Foo nc eet ates keene 12.93 


__ Low-Cost Flyback Checker Kit 


| ONLY | 
$49 | for bigger-than-ever servicing profits—wit® 
| ; the Knight-Kit Flyback and Yoke Checker 
$2 Checks all types of horizontal output tram 
DOWN formers, deflection yokes, and linearity ane 
_! width coils. Indicates shorted turns in at 
coil with a “Q” greater than 1, and inductance from .00® 
to 2 henries. Determines continuity of circuits with 0 to 4 
megohms resistance. Checks a wider range of inductances 
than any other similar unit! 444” meter has 400-ya move 
ment. Uses 6S4A tube in pulsed oscillator arrangemem 
Power supply is isolation transformer type. 734x534x3" 
With all parts, test leads, wire and solder, and instructions 
For 110-125 v., 60 cycle AC. Shpg. wt., 534 lbs. 2 
83. 018i, Ses. Dowt, CONEV Gudea 3! aot. Pat ae 19.93 


Outfit Your Service Bench with Knight-Kits 


Race through TV deflection circuit repairs— 
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High-Gain Signal Tracer Kit 


HIGHEST GAIN AT THIS PRICE "ONLY 


For speedier servicing and bigger profits. | 396° 
equip your shop’s service bench with the | xe 
Knight-Kit High-Gain Signal Tracer. | $2 
Highly versatile, this instrument features | powNn 
special binding posts attached to the inter- |_—_—_—— 
sal componentry for “substitution servicing.” The in- 
ternal speaker, output transformer, and B+ supply may 
be connected to unit being serviced, when these items 
are suspect, and diagnosis made by substitution. 


Permits fast, accurate servicing of radios, TV sets and 
amplifiers—checks RF, IF, video and audio circuits. 
Employs pentode front-end for remarkably high ampli- 
fication—has gain of 91,000—the highest in its price class. 


“Magic Eye” tube with calibrated attenuators clearly 
indicates signal presence and permits stage-by stage gain 
measurements all the way from the antenna to the 
speaker. Only 6 mmf input capacitance. In addition to 
“Magic Eye" indicator, tracer has 4” speaker to permit 
audible signal tracing or use as a general-purpose audio 
amplifier. 2-position RF-AF probe supplied affords 
complete testing versatility; one position of probe is for 
checking RF, IF and video stages; other position is for 
checking audio-frequency stages. 


Noise test—applies DC to volume controls for amplifi- 
cation of noise characteristic. Built-in wattmeter is cali- 
brated from 25 to 1000 watts—wider range than any other 
kit. Has provision for external oscilloscope or VIVM. 


Binding posts provide 280 v. B+ for external uses; 
permit easy output transformer or speaker check in 
audio amplifiers. Attractively finished gray steel case 
and charcoal-gray panel. Size, 714x101%x514". With 
disappearing carrying handle. The Knight-Kit High- 
Gain Signal Tracer Kit is supplied complete with all 
parts, tubes, probe, pre-cut wire and solder, easy-to- 
follow, step-by-step instructions, pictorial and schema- 
tic diagrams. Tubes: 6AU6 high-gain amplifier, 6AV6 
amplifier and wattmeter rectifier, 6V6GT power am- 
plifier; 6E5 “magic eye"; 6X4 rectifier. For 110-125 v., 
60 cycle AC. Shpg. wt. 1134 Ibs. 

83 Y 135. $2 Down. ONLY.......----- 5000-207" 26.50 


GV-12V Battery Eliminator Kit 


DEPENDABLE DC POWER SUPPLY [ oNLY 


This heavy-duty DC power supply is ideal $37% 
for testing auto radios, as well as Ama- 

teur and commercial mobile radio equip- $2 
ment. Also perfect for use in the servicing | powN 

of portable transistor radios and hybrid — _ 
as well as full-transistor car radios. Continuously vari- 
able output from 0 to 8 or 0 to 15 volts at higher 
current than any similarly priced battery eliminator 
kit. Handles current requirements of any 6 or 12 volt 
radio. Efficient filter provides low-ripple output. Charges 


any 6 or 12-volt battery overnight. 


Provides DC output of 0-8 volts or 0-15 volts. Con- 
tinuous current ratings are 15 amps at 6 volts and 10 
amps at 12 volts. Intermittent current ratings are 
17.5 amps at 6 volts and 12.5 amps at 12 volts. Two 
meters provide current and voltage readings. Meter 
ranges are 0-15 volts DC and 0-20 amps DC. Rugged 
steel case has attractive gray finish—front panel is in 
charcoal gray. Complete with all parts, wire and solder, 
and step-by-step instructions. 854x12x714". For 105- 
125 v., 60 cycle AC. Shpg. wt., 1744 lbs. 

83 YX 129. $2 Down. ONLY.......-----+55007> 37.95 


Knight-Kits Are Best By Design 
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knight-kit 


INSTRUMENTS 


I 


1000 Ohms/Volt VOM 


READS AC-DC VOLTS, CURRENT, RESISTANCE 


400-Microamp 
Meter Movement 


10002/v Sensitivity 
on AC and DC 


Complete with Test 
Leads & Battery 


Another outstanding value in an easy-to-build Knight- 
Kit test instrument. Versatile and accurate, this 
first-rate 1000 ohms-per-volt VOM features a big 414” 
meter with large, easy-to-read scale calibrations. Use 
of a 400-microamp basic meter movement provides 
1000 ohm/volt sensitivity—even on AC! All multipliers 
used are precision, 1% film-type resistors that maintain 
extremely high stability. 


Other top features include: separate jacks for use when 
taking readings with l-amp and 5-kv scales; color- 
coded jacks for easy identification; convenient db 
conversion table printed on meter face; large, easy-to- 
read two-color meter scale; ohms adjustment control; 
rugged, genuine leather carrying strap; etc. 


Unusually easy to put together, this economy-priced 
VOM can be D ietopied and ready for use in a matter 
of a few hours. Step-by-step instruction manual is 
clearly written and illustrated to guide your every 
move. In addition, a ‘‘How to Use” section in the 
manual helps you take advantage of all the capabilities 
of this versatile test instrument. 


SPECIFICATIONS. Ranges: AC, DC and output volts, 
0-1-5-10-50-100-500-5000; resistance, 0-1000-100,000 
ohms and 0-1 megohm (center scale at 60, 150, and 1500 
ohms); current, AC or DC, 0-1-10-100 ma and 0-1 amp; 
decibels, —20 to +69 in 6 ranges. Black bakelite case; 
with carrying strap. 634x514x234”. With battery, test 
leads, wire and solder. Shpg. wt., 3 lbs. 

EG SEES et ee 17.95 
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20,000 Ohms/Volt VOM 


REDUCES LOADING FOR ACCURATE CHECKS 


44", 50-va Meter— 
2% Accuracy 


One-Knob Range- 
Function Switch 


Uses 1% Precision 
Multiplier Resistors 


You'll get the most for your money—and you'll get 
outstanding quality and performance with this carefully 
engineered, highly sensitive Knight-Kit VOM. Its 
50-microamp meter sensitivity provides 20,000 ohms- 
per-volt input resistance on DC to assure accurate 
measurements in high-resistance circuits. This enables 
you to read voltages in high-resistance circuits—with 
little affect on circuit operation. For AC voltage measure- 
ments, input resistance is 5000 ohms/volt. An indis- 
pensable test instrument for the radio-TV serviceman, 
Amateur, laboratory technician and experimenter, it 
soon pays for itself in time and trouble saved. 


All multipliers are 1% precision resistors to assure 
accurate measurements. The meter is an integral part 
of the molded panel. Meter size is an easy-to-read 414"; 
movement is accurate within 2% of full scale deflection. 
Has front panel ‘zero adjust’’ control; single switch 
for selection of function and range. 


SPECIFICATIONS: Ranges: AC, DC, and output volts, 
0-2.5-10-50-250-1000-5000; resistance, 0-2000-200,000 
ohms and 0-20 megohms (center scale readings at 12, 
1200 and 120,000 ohms); DC milliamps, 0.1-10-100; DC 
amps, 0-1-10; decibels, —30 to +63 in six ranges. 


Building the Knight-Kit VOM is a pleasant and reward- 
ing experience with famous Knight-Kit step-by-step 
instructions. Black bakelite case, with leather carrying 
strap. 634x514x234”. Complete with test leads, batteries 
wire and solder. Shpg. wt., 4 lbs. 

83 Y 140. $2 Down. ONLY 


You Can Depend On Knight-Kits for Up-To-The-Minute Circuit Design 


Knight-Kit keeps the builder in 
mind with special “plus” fea- 
tures like this one-piece, pre- 
assembled switch bank. You 
install one simplified unit—not 
10 individual switches. 


“Model 600 Deluxe Tube Checker Kits 


VERSATILE ...16 FILAMENT VOLTAGES... CHECKS VIRTUALLY ALL RECEIVING & HI-FI TUBES 


Tests Emission as Well as 
Shorts, Open Elements, etc. 


Actually Checks Over 700 
Different Tube Types 


COUNTER MODEL. An accurate and highly dependable 
tester, this easy-to-build unit actually tests over 700 
different tube types. Amazingly low in cost, it features 
first-rate performance plus exceptional ease of opera- 
tion—making it the ideal tube tester for any radio-TV 
serviceman, experimenter, technician, etc. In addition 
to testing 4, 5, 6, and 7-pin large, regular and minia- 
ture tubes, octals, loctals, 9-pin miniatures and 
pilot lamps, this quality unit also tests series-string 
AC-DC and TV types. Checks TV picture tubes, too, 
when used with adapters listed below, right. 


Tube performance is accurately measured by the amount 
of cathode emission. The large, easy-to-read 416” meter 
has a three-color “GOOD-?-REPLACE” scale. Incor- 
porates testing facilities for shorts, open elements, 
and cathode-to-filament leakage. 


The versatile Knight-Kit tube tester also provides an 
easy means of running continuity checks on wiring, 
electrical appliances, motors, etc. Features a convenient, 
built-in line voltage adjustment control to compensate 
for any line-voltage variations—adjustable from the 
front panel for each tube test. The user is provided 
with facilities for selecting 16 different voltages from 
0.63 to 117 volts—facilitates checking virtually all 
receiving and hi-fi tube types. 


A blank panel socket is provided to accommodate future 
tube types. The universal-type selector switches permit 
setting up for any new tube-type in the future— 
without any need for wiring changes. Illuminated roll 
chart spins easily for quick readability. 


Accommodates Future Tube 
Types—Always Up to Date 


Incorporates Built-In 
Line Voltage Adjustment 


Your Knight-Kit counter-type Model 600 Tube Checker 
is supplied complete with all parts, wire and solder, 
and world-famous Knight-Kit easy-to-follow, step-by- 
step instructions with wall-size picture diagrams. Size, 
514x144%x10%". For operation from 105-125 volts, 
50-60 cycle AC. Shpg. wt., 1414 lbs. 

83 YX 143. $2 Down. ONLY 


PORTABLE MODEL 


Incorporates all of the deluxe features of the Knight- 
Kit counter-type Model 600 Tube Checker Kit, above, 
but has fabrikoid-covered portable wood case. Easily 
transported by handy, durable carrying handle, this 
unit is just the ticket for servicemen “on the go.” 
Size, 614x1414x1014". For operation from 105-125 volts, 
50-60 cycle AC. Shpg. wt., 13 lbs. 

83 YX 142. $2 Down. ONLY 


TV PICTURE TUBE HARNESS. For checking 
picture tubes up to 90° on tube checker 
kits, above. Shpg. wt., 4 Ib. 

83 Y 141. ONLY 


110° ADAPTERS. Adapt TV tube harness, 
above, for checking any 110°picture tube. 
Shpg. wt., 2 oz. 

83 Y 271. Set of 2. ONLY 


REPLACEMENT ROLL CHART. For use in Knight-Kit Model 
600 tube checkers purchased before April 1, 1960. 
Lists over 700 tubes. Shpg. wt., 2 02. 

83-¥.117. ONLY. coke va waren tans ters ieee 1.00 


Allied’s Famous Knight-Kits Cost You Less—Serve You Better 
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INSTRUMENTS 


kenight-o©  Qutstanding Tube Checker Value! 


Switches connecttube 
elements for emission 
check of tube quality. 


| Model 400 Low-Cost Tube Checker Kit 


receiving tubes 
including latest 
hi-fi types. 


Smartly styled, wedge-shaped cab 
net has a wrap-around top pane 
which is interlocked with the base 
for greater mechanical strength ane 
rigidity. Slide-out metal drawer 
snap-lock holds “Flip-Card” tu 
charts and instructions for use 
loose-leaf binder—insures availabe 
ity at all times. 


CHECKS MORE THAN 400 TUBE TYPES. ....1DEAL FOR HOBBYISTS AND EXPERIMENTERS 


An easy-to-build tube checker offered at a price so low 
that no hobbyist, part-time radio-TV serviceman, or 
experimenter can afford to be without one. Not a ‘“‘con- 
tinuity tester,” the Knight-Kit ‘400” is a genuine emis- 
sion tester of amazing versatility—permits accurate, 
comprehensive checking of all tube elements. Measuring 
only 244" high, 954” wide, and 8” deep, and having a 
carrying weight of only 514 pounds, this compact unit 
can easily be taken anywhere. Checks over 400 of the 
most commonly used radio, TV, and hi-fi tubes for 
cathode emission, shorted elements, as well as filament 
continuity. Has sockets for 7 and 9-pin miniature, octal 
and loctal-type tubes. 


ONLY 


Slide-out metal drawer holds tube charts in a loose-lea 
binding; step-by-step operating instructions are cor 
veniently imprinted on inside cover of tube charts 
Quick-setting selector slide switches with obsolescence 
proof switching circuitry permit connecting any com 
figuration of tube elements needed for testing emis 
sion. Other features include: easy-to-read meter with 
red-green (replace-good) scale, plus scale for checking 
diodes; control knobs with easy-to-set transparent 
skirts; voltage regulating switch. Gray with beige from 
panel. With easy instructions, wire and solder. For 11 
125 v., 50-60 cycle AC. Shpg. wt., 614 Ibs. 

89, Y°707. $4 Down OWN. c7 fol cos cen ts eer atte 19.95 


Low-Cost 1000 Ohm/Volt Pocket VOM Kit 


e Compact, Lightweight 
and Low in Cost 


$ 95\ ° 1000 Ohms-Per-Volt 
we DC Sensitivity 


e 13 Ranges—Reads Vol- 
tage, Current, Etc. 


The 214” meter has an easy-to-reac 
two-color scale; clear plastic window 
protects meter face from accidenta 
damage. Compact size (only 4” high 
27%" wide, and 114” deep) and rug- 
ged plastic case make unit highly 


Checks all popular 


Tool 


Fits in the 
Palm of 


Your Hand @ 
‘8 


Here’s an easy-to-build, pocket- 
sized 1000 ohm/volt VOM that’s 
hardly larger than a package of 
cigarettes—and at a price that is 
unusually low for a VOM of this 


# sensitivity. Unit’s 1000 ohm/volt 


sensitivity insures only moderate 
loading of the circuit under test— 
provides more accurate readings 
when making measurements in high- 
resistance circuits. The. Knight-Kit 
Pocket VOM is an excellent choice 
for home hobbyists, Hams, experi- 
menters, students—anyone who 
wants to equip his workshop with a 
sensitive VOM at extremely low cost. 


suitable for field work. pri 

sta 
RANGES. DC Volts: 0-5-15-50-15@ 40 
500. AC Volts: 0-15-50-150-500. DC 46 
Milliamperes: 0-1-10-100. Resist - 
ance: 0-30,000 ohms (1200 ohms (F) 
mid-scale). Input Resistance: 108 <ol 


ohms-per-volt on DC ranges. Has 


front-panel zero-adjust. Employ: 4é 
5% multipliers and shunts. Simp 
point-to-point wiring to input jack (cl 
which are already installed in case z 
makes assembly quick and easy ler 
With test leads, 114-v. battery, et 45 


Shpg. wt., 1 Ib. r 
RSV VOR ONE =< ots ho Stee 993 


Tools for the Kit-Builder 


SPECIAL VALUE TOOLS & KITS 


(al TOOL CHEST KIT—INCLUDING 
SOLDER GUN. 6-piece tool set. 
Includes these most-often-used 
tools: Weller Model 8100 100-watt 
solder gun; Knight 6” long-nose side- 
cutting pliers; Knight 5’ diagonal 
cutters; Xcelite 6” screwdriver; 
Xcelite 4” narrow-blade screwdriver; 
metal chest. Wt., 9 lbs. 

GIN 27.62 ONLY: 0.5... a. 2+ gies 9.95 


con 
a a) TOOL CHEST KIT—INCLUDING 
oan SOLDER IRON. As above, but with 
five the Wall 14T 40-125 watt pencil- 
with type iron. Wt., 8% Ibs. 
king 5O N 277. ONLY....6 00-025 0%> 9.95 
rent WEN MODEL 199 SOLDER GUN. 
front Instant heat, 130-watt gun. 
110- Shpg. wt., 2% lbs. 

AGN SSS. NETOc.. = eee see 5.83 
9.95 


KNIGHT 6” PLIERS. Long-nose, 
side-cutting pliers. 10 oz. 


t RO NG1a2. NET. :. ne tase bee 210 


real ‘Dp KNIGHT 5” DIAGONAL CUTTERS. 
High-quality carbon steel. Shpg. 


' wt., 10 oz. 

oe es 604 SA ED: , Rai aN 1.84 

rug- (E] WALL MODEL 14T SOLDER IRON. 

ghly Pencil-type; for close work on 
printed circuit boards. Thermo- 
static action—heating range from 

150- 40 to 125 watts. Wt. 7 oz. 

DC AGNTG52. NET... 2205-5 sree? 5.78 

Sist- 

aa SHOPMATE MODEL 315 SOLDER 

1000 IRON. Lightweight, 60-watt 

Has soldering iron for general-purpose 

loys use. %” pyramid tip. Wt., 12 oz. 

nple ABN 521. NET... 2c eee eee 1.87 

acks KNIGHT 6” SCREWDRIVER. 

"aS€, Chrome-vanadium steel. Overall 

asy. length, 9%”. Shpg. wt., 4 oz. 

ete. 45 N 378, NET.....----+ 02 000* 64c 

OS 


Allied Supplies Everything for the Experim 


SEE THE ACTUAL PROOF OF 


KenighE-FiE superiority 


EXAMINE OUR COMPLETE INSTRUCTION MANUALS 
check the design and quality for yourself 


These are the same manuals that are supplied with Knight-Kit 
electronic kits. Including full construction details, complete specs, 


and all diagrams, they offer you an inexpensive preview of the 


outstanding features that these fine kits provide. 


37 K 292. 12-Watt Hi-Fi Amplifier. 
38 K 871. Stereo Control. 
38 K 188. In-Circuit Capacitor Checker. 

38 K 184. Resistance-Capacitance Tester. 

38 K 148. Capacitance Substitution Box. 

38 K 147. Resistance Substitution Box. 

38 K 928. Flyback Checker. 

38 K 166. RF Signal Generotor. 

38 K 099. Scope Voltage Calibrator. 

37 K 294, Economy "400" Tube Tester. 

38 K 199. Transistor and Diode Checker. 

38 K 183. VOM; 1,000 ohms-per-volt. 

38 K 884. Pocket-Size VOM. 

38 K 050. Crystal Set. 

38 K 943. “Trans-Midge” 1-Transistor Radio. 

38 K 936. 2-Transistor Pocket Radio. 

38 K 161. “Ocean Hopper” Receiver. 

38 K 298. 4-Band “Span Master” Receiver. 

38 K 187. 2-Band “Space Spanner” Receiver. 

37 K 290. “Ranger Ill” Table Radio. 

37 K 293. Ranger" Clock Radio. 

37 K 291. Printed Circuit “Ranger Ill" Radio. 

37 K 299. “Ranger” Radio Intercom. 

38 K 197. 2-Station Intercom. 

38 K 297. Radio-Broadcaster /Amplifier. _ 

38 K 934. Photoelectronic Relay. 

38 K 935. Light Source. 

38 K 853. Ammeter-Voltmeter for Cars and Boats. 
37 K 289. 12-in-1 Electronic Lab. 

38 K 295. 10-Circuit Transistor Lab. Se 2 
38 K 296. 100-kc Crystal Calibrator. 

38 K 198. Model Z-52 Impedance and SWR Bridge. 
38 K 146. Transistor Code Practice Oscillator. 

39 K 282. Power Supply for C-11 Transceiver. 

39 K 093. Power Supply for C-27 Transceiver. 


ANY MANUAL ABOVE. Postpaid in U.S.A. CAG. 5 oc vate a otine 7 terre 


38 K 299, 18-Watt Hi-Fi Amplifier. 

38 K 883. 20-Watt Stereo Amplifier. 

37 K 298. 25-Watt Basic Hi-Fi Amplifier. 

39 K 283. New 32-Watt Stereo Amplifier. 

37 K 390. 40-Watt Stereo Amplifier. 

37 K 296. 60-Watt Basic Stereo Amplifier. 

39 K 286. New 70-Watt Stereo Amplifier. 

37 K 295. Hi-Fi Stereo Preamplifier. 

39 K 285. New Stereo Record-Playback Preamp. 
38 K 126. Hi-Fi FM Tuner. 

39 K 044. Deluxe Hi-Fi FM Tuner. 

38 K 941. Hi-Fi FM-AM Tuner. 

37 K 391. Deluxe Stereo FM-AM Tuner. 

38 K 895. 5-Transistor Portable Radio. 

38 K 169. Audio Generator. 

38 K 196. TV-FM Sweep Generator. 

38 K 097. 5” General Purpose Oscilloscope. 

38 K 167. 5” Wide-Band Oscilloscope. 

38 K 165. Deluxe “600” Tube Tester. 

38 K 170. High-Gain Signal Tracer. 

38 K 168. YOM; 20,000 ohms-per-volt, 

38 K 185. Vacuum-Tube Voltmeter. 

38 K 098. 6-12 Volt Battery Eliminator. 
39 K 284, New Model R-55 “‘Ail-Wave Superhet Receiver. 
38 K 944. R-100 Amateur Communications Receiver. 
38 K 095, T-50 Amateur 50-Watt CW Transmitter. 
38 K 180. Model V-44 Amateur Variable Frequency Oscillator. 
38 K 852. Model G-30 Grid-Dip Meter. 

38 K 186. Model C-11 Citizens Bond Transceiver. 

38 K 045. Model C-27 Citizens Band Superhet Transceiver. 


ANY MANUAL ABOVE. Postpaid in U.S.A. EACH. ...-.---+--++ one 0+ oe 25c 


37 K 394. Laboratory Automatic AC VIVM. 

37 K 393. 5” DC Laboratory Oscilloscope. 

37 K 392. Model T-400 400-Watt Amateur Transmitter. 

ANY MANUAL ABOVE. Postpaid in U.S.A. EACH. .....--+-+ssreseee eee" 50c 


enter and Builder 
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Make ALLIED Your Tool Headquarte 


| 


COMPLETE SELECTIONS OF TOOLS AND SOLDERING EQUIPMENT 


Allied always brings you the biggest savings and the lowest prices... WE! 
Y' iv 9 P' 
Make Allied your tool supply center for all electronic and home worksho} 
pply p 
needs. Equip your shop on our Easy Pay Plan—See page 436. 
Py y Fay P GUI 
a at 1) ) ' SOLDERING 
TOOL KITS M 
Heats in 
for faster 
rable to s 
Has stee 
TOP BUYS IN SOLDERING KITS . ates 
Exclusive Weller Dual-Heat feature ae 
saves time, gives greater convenience a ; Bip, 3°. 
and substantially increases tip life. t6 N35 
Switches $ 7] 8250AK Bor Mo 
to: 8200K DUAL HEAT SOLDERING KIT 
125 Watts Stock 
90 Watts As $ 19 ® Kit Includes Gun, Solder-Aid Tool, 8250AK HEAVY-DUTY KIT—250 WATTS Nex 
a Cleaning Brush, Solder Versatile’ heavy-daty soldering ne includes 7 4 a 
e a A ‘ ode} 50/ -watt gun (with trigger 
Pre-focused Spotlight Lights Work switch cpntia sual spotlights) 1 coil oe oe Model 
A top-value outfit containing everything you need for fast professional soldering. Includes COre solder for meta work (for electrical WOrks iced 
Model 8200 gun with dual-heat feature; solder-aid tool; cleaning brush; coil of Kester a seer Core” eS al SES listing); 1 aa 
Resin Five” solder. Gun has ‘‘triggermatic’’ control—instantly selects high (125 watt) 1 as Rese ODES Ss ee ep: tip; ame abot cate jo’ 
or low (90 watt) heat. Spotlight illuminates work area. Tip is copper for superior heat +.“ uy 111 PeOige ree fio tae A ell Dats in 
transfer. For operation from 110-120 v. 60 cycle AC. Shpg. wt. 2% lbs. cae ree aren tea cua ate and off \ 
50 N 280, List $7.95. NET EACH 46 N 677, List, $14.95. NET........10.99 Pecan 
mr more, EACH. /.... 2 dieses Bor Mate EAGH 6.3...) <0 iceten es ess 9.77 overall- 
For ope 
Shpg. v 
46N3 
3orM 
/ 46N3 
Model 
LENK SOLDERING IRONS heats i 
repair ' 
oT heavy 
———_—_—- ew and bu 
im Ny 
L. ay 
Dual-Heat Se | | -————_—— Length 
ees socty 1C.1 20 =| a ra 
Gun or 
Advanced-design “sage irons Gee built-in 
a temperature control. Automatically maintain 
MODEL D-550 correct soldering temperature for reliable 


© Operates ot 200 and 
275 Watts 


® Dual Spotlights—U.L. 
Approved 


| ji! 


soldered connections; precise heat is always at 
the tip. Reach full heat quickly. Premium- 
quality construction; all structural parts are 
stainless steel. Cool-operating handle. Models 
602-3A and 120-3A are supplied with industrial 
3-wire cord and plug, others with standard 2 
wire cord and plug. Av. shpg. wt., 10 oz. For 


251 


ECONOMY PISTOL-GRIP IRON 


Model 375. All-purpose 80-watt pistol 
grip iron. Dependable, heavy-duty ele- 


Stoc 


1a fi 4 3 hj 0 3 4 ~ ment. Chrome-plated barrel. Tip dia. Ideal 
tone Rea teiine civcmled mention: operation from 110-120 volts, 50-60 cycle AC. ¥%”. U.L. Approved. With individual dering 
er and prefocused dual spotlights for throwing Stock Mfr's | NET att Sores, ram agTe solder. operat 
Bites ispr-comt, eaally replaceable, Ises- Ne. __| _1ave_}|_Weete oxen Mie. fo ee tion 
~ . SI e Ce . ng- re ty 
life tips for economical operation. Convenient 50 N 494 | TC-552-2B 55 8-61 46 N 638. NET EACH....... 2.49 grip. | 
istol-grip has trigger switch for selecting a5 } a9 ier ak rae f-33 reach 
ther 200 or 275 watt heat. Streamlined design <8 “19 PENCIL-TYPE IRONS : bousir 
permits reaching tight difficult spots for easy, 50 N 213 | TC-120-3A FB. Model 251 Pencil Type 25-Watt 110-1: 
Professional-type soldering in crowded chassis. Soldering Iron. Lightweight, com- 50 N 
U.L. Approved. For operation from 110-120 EXTRA TIPS FOR TC IRONS pact and extremely sturdy. Has 4%" | Jor! 
Be Nests List, $16.25 NET...--.....1].7] Av.shpe. wt., 3 02 Sins Sips Weluaey only & Se. Sia Seem t 
x . Beet Ps Whi P ns Serene 28:0 we = = —*. _ — an ip permit access to tig! spots. 
i Stock No. Type Description NET Perfect for printed circuits. For 110- Unive 
MODEL 8250A. Has all the same quality fea- — “ DC Mod 
- : -552-A | 346" Screwdriver (700°)| .57 120 v., AC-DC. 8 oz. ode 
Md Cyecraies ot 50 vente cola Shon: BON 495 | wreseac | 34S Screwdriver (200% | “87 46 N940. NET EACH....... 4.29 | conta 
wt., 4 Ibs. 50 N 498 | WT-552-B| %" Screwdriver (700°) | | .57 Type 256. As above, but for heavier s0'N 
46 N 678. List, $12.95. NET........... 9.52 50N 496 | WT-602-A|%" Screwdriver (700°) | 1.14 work—rated 40 watts. Shpg. wt.,80z. | Sse 
MODEL 81008. Offer: it - 50 N 393 | WI-120__| %"_Chisel 11.52 46. N941. NET io. oft oaces 4.2 | 
. ering excellent perform- } 
oe ata eels ie price, this arelltys VERSATILE ACCESSORY TIPS 3 oz. REPLACEMENT TIPS : 
‘watt single-heat soldering gun is well-suit- = | 
ed for the hobbyist, experimenter, or for many Stock No. | Type | Descrip. For Models EACH Stock No. | For Model No.| Dia.) Wt. | NET : 
mall jobs around ‘the home workshop. This 46N 681 | 6110 |Cutting |/WS-100, WOES. 48N S49} asia | te | Sor late | 
get-priced unit incorporates all of the regu- 400, D-440, > A” 02. 
lar Bashy of the poems SMe stee pies a Heke HEE finn Faaedea bs tt a 35¢ 46N 946! 251, 256 %" | 302. | 45¢ : Pe 
new long-lasting tip. Provides 100 watts of heat utting =| WS-200, 5-500, AC 
instantly—no waiting. Also features comfort- 46N 684 | 6140 | Setting alt D-550, 8250A LENK BLOW TORCH ati 
able fitting pistol-grip with convenient finger- : in 
tip “‘on-off’’ control plus a bright spotlight for CHISEL-POINT TIPS Model 108, Small-size alcohol hi 
illuminating working area. Length with tip, 2 per Pkg. Av. shpg. wt. per pkg., 3 oz. torch for light jobs. Fits coat 4 
8%”. U.L. Approved. For 110-120 volts, 50-60 Stock No. | Type Use With Models NET pocket or tool chest. Features | Ste 
cycle AC, Wt., 2% Ibs. - instant starting. Screw caps per- N 
50 N 465. List, $6.44. NET........... 4.73 46N 574 | 7135 | WS-100, WD-135, S-400, mit quick filling and prevent ZEN 
WaneD v.40. M N 46 573-7250 Weoon West a s00 +25 leakage. ouble barrel, a re 46N 
-440. edium-duty, dual-heat LOY, WEI, O- IU, erating. Burns commercial or N 
coos gun. Trigger switch selects choice of 46N 579 | 7300 | $ eo rR ister 35 aeeac ures ee SYyx2x1" | BON 
ther 100 or 150 watt heat. Specially designed eke We . is shpg. wt., a —-- 
for homecrafter and all hobby uses. When used changeable with above. | .25 43 N 701. NET......... 1.99 
port cutting and smoothing tips (right) it per- 5ON 209 | 8125 | 8100B, 8200 25 i 
Orms a wide variety of household applications, 
including furniture repair, cutting plastic tile, SOLDER GUN REPLACEMENT PARTS 3 oz. Y | a d Allied Dp 
‘ heat-sealing and smoothing of plastic ‘articles, Stock No. | Type | Descrip. | Use With Models ) NET pore See SAD Dee lle MC ie gh Sto. 
_ putty removal, etc. as twin spotlig! = ip- = eo — 
ing action of ti-fastened nut eliminates con- ABINIG2S: | 7a2s | TO) Bit.) DS Sean 2100, |e gs your one reliable source for all 46 | 
tact resistance and oxidation; assures fu ; é . . 
constatit heat. For operation from 110-120 v.,  46N 630 | 7417 | Tip nut. |D-550,5-500,8250A) «15 electronic and tool needs. Com- 46 | 
60 cycle AC. Shpg. wt., 3 Ibs. 46N 626 | 7323 | Switch. |Allsingle-heattyne.| 1.22 A 46 | 
(46 N 644, List, $12.98. NET...... 9,52  46N 627 | 7324 | Switch. |All dual-heat type. | 1.37 plete stocks—same day shipment. = 
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See Following Pages for a Complete Selection of Solder Accessories ‘ 


‘ 
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‘Soldering Guns and Irons 
SOLDERING GUN KITS by : 


MODEL 199K SOLDERING GUN KIT 


* Quick-Hot—130 Watts 
* Heats Up in 214 Seconds 


CS = we WEN 
GUNS All-purpose solder gun kit. Includes Model 199 
130-watt gun at left; 3 tips; 5 feet of rosin-core 
solder; attractive heavy-gauge metal case. 
Trigger controls spotlight and heat—tip reaches 
operating temperature in 21%4 seconds. Tips: 
Model 19-B-4 long-nosed standard tip for wir- 
Beats in just 214 seconds. Excellent balance ing jobs; 19-F-33 flat iron tip for removing 
Ser faster, easier soldering. Efficiency compa- dents in furniture, heat-sealing waxpaper and 
: ble to guns of much higher wattage ratings. plastic bags; 19-C-1 for cutting plastic and as- 
steel nose long-life tip. Spotlight focuses phalt tile. For 110-120 v., 60 cycle AC U.L. 


Model 199 
MODEL 199—130 WATTS 


5 work. Rated at 130 watts. Lightweight; Approved. Shpg. wt., 4 Ibs. 
aly 14 Ibs., for use over long periods of time 4EN 319. List, $9.95. NET........-- F393 
without fatigue. Heat and shock resistant 3 or More, EACH.....--.---++-se0e? 6.49 mie P 
Combining proven design with 


sherry-red plastic handle. Overall length less 


Sp, 5”. 6 cord, U.L. Approved. For 110-120 100K SOLDERING GUN KIT 
volts, 60 cycle AC. Shpg. wt., 2% Ibs. A a 5 
46 N 358. List, $7.95. NET.......- e Includes Plastic-Cutting Tip 


Gor More, EACH............--+-++ e With Coil of Solder 


latest engineering features for 
high efficiency at low cost. 


OAK REPLACEMENT TIPS Features Model 100 transformer-type gun at 
"7 left, plus extra plastic-cutting tip and 5-t. coil 

Stock Mfr’s | Description NET of solder. Long steel-nosed tip easily reaches 

No. Type EA. hard-to-get-at places—heats up in 22 seconds. 


Built-in spotlight. Extra tip, Model 19-C-1, for 
cutting rubber, plastic, asphalt tile. For_110- 
120 v., 50-60 cycle AC. U.L. Approved. Shpg. 


wt., 244 Tbs 
50'N 191. List, $7.95. NET 5.83 
3 or More, NET EACH........---- 0 ae 


&% N 359 | 19-B-4 | Standard Tip | 34¢ 
46 N 328 | 19-C-1 | Plastic-Cutting] 41¢ 


potlight goes on MODEL 250K SOLDER GUN KIT a Y 
nly bal- F “ - . ‘ A 
fat; $ ‘ . Shat- An outstanding value in a highly versatile solder gun kit. Excellent for home electrical renee 
Ee eee aes tasontiie ine radio and TV work, furmiture repair, plastic tile cutting, repair of toys, etc. Includes Model 
7 : si . a * ariety ef uses, deuble-end nickel-plated wrench, 


gun that heats up im 5 secends, three tips for a v 2 1 : 
§-ft. roll of solder, amd metal carrying case. Built-in spotlight; handle is shock-resistant plastic. _ 


Case, 8x9x3”. UL Approved. Fer 110-120 v., 60 cycle AC. Shpg. wt., 5 Ibs. 17. y 
CASE; O50. List, $12.05. 3 or More, EACH....10.43 NEY..-.---------+4-* coo t 


everall—4¥4” without tip. U.L. Approved. 

For operation from 110-120 v., 60 cycle AC. 

Shpg. wt., 3% lbs. 

46 .N 324. List, $0.95. NET........ 733 
] 


3 or More, EACH.....:....-+--2 06 
WALL souperinG Tools 


46 N 331. Extra Tip. 3 oz. NEY 255 4i¢ 


Model 250—250 Watts. Heavy-duty gun 
SOLDERING PENCILS 


beats in 3 seconds. Excellent for radio-TV 
repair work and provides plenty of heat for 
N Ideal for fine and heavy production-line work. 
SOLDERING GUNS Thermostat gives quick heating—hi h aa 


heavy soldering jobs. Straight line design 
and built-in spotlight for illuminating work 
area. Nickel plated corrosion-resistant tip 


pu. See rear 60 cycle. AC. gh w: 
ngth, 642”. Shpg. wt., S. Wall ‘‘Trig-R-Heat” guns feature for heavy soldering, lower for li ht jobs. U..: 
46 N 325. List, $12.95. NET....... 9.52 Wty aehic action + aud {sbi 10 aay ee eee ASD, 1%) ght Jore Set, 
Zor More, EACH........+..-++ +++ 8.47 weight, tronsformerless design. 1714". For 110-120 v., AC-DC. *Pencil types. 
ip, heats in seconds to soldering —— 
REPLACEMENT TIPS = temperature—automatically providing correct Stock Mfr's | watts | Tip Shpg. NET EAC! ee 
Stock Mfr’s Descrigtt NET wattage for individual seldering job, whether No. Type Wt. 1-5 
No. Type_ pecrighicn EA. heavy or light. The lightweight, balanced guns SQN 394) 1sHD |25 %"| 7 oz. | 5.78] 531° 
6 N 326\25-A-4 |Standard Tip 17¢ permit continuous, fatigue-free operation. Nar- 46 N BS2\ 14T* [40 to 125] 4") 7 oz. 5°78| 5.31. 
46 N 327\25-X-20|Feraloy Tip 34¢ row, 6Y%4”-long barrel reaches easily into tight, 46 N 854| 38T |80 to 200| %"| 2 Ibs. 7.181 6. 
N 46 N 330|25-C-1 [Plastic Cutting Tip! 34¢ Sou bay one eget agian pe 
- ae —s ssemblies have simple plug-in, e-screw - 
Bs MODEL 100 BUDGET GUN stallation. Steel-clad tips assure long service REPLACEMENT TIPS 
a life. Black plastic housing. U.L. Approved. For +Walloy-Red tips for production line use. y 
of ' Ideal 100-watt gun for general purpose sol- 110-120 v., AC-DC. Guns use replacement tip- NET EACH of 
* i dering jobs around shop and home. Reaches element assemblies listed at right, below. Stock Size For | Shps- 
oe ane See in 24% seconds. Built- Model 212LT. Wattage range, 300-650. yy," he. i Wt. 15 ‘ 
en in spotlight illuminates work area. Easy-ac; steel-clad tip. Built-in 7-watt ‘spotlight con- 46N 874, %’ | 18Tt | 202. -88 
9 tion trigger switch on comfort-styled pistol steel G by a separate, rear-mounted switch. 46N875| 4 | MTT 20z. | .98 
grip. Extra-long, steel-nosed tip for hard-to- Shpg. wt., 1% lbs. 46N 876| %*" 38Tt | 3oz. | 1.15 
ech pierce: Saas CGE eee ee 46 WRAG, NET. Fo. le wes 11.07 46N 873) %’ 18T 2 02. 14 
using. Length, ; 4%” without tip. For 3 ut 4 a 
it 110-190 v., 50-00 cycle AC, Wt., 2 Ibs. Model 214L TN. to above, but has 48 B52) yr | 3et ju: | 338 ; 
‘a 50 N 025. List, $5.95. NET........ 476 Y,” tip. 150-400 watts. Shpg. wt-, 1% veal) 77 — 7 See 
” Dera Mabe EMGAy 0k G7... oor ace 4.46 46 N 889. NET ‘ TIP-ELEMENT ASSEMBLIES : 
at Me Model 238LT. Designed for lighter soldering heen A “4 
a U-4 FINE SOLDERING TIP KIT jobs. 75-150-watt range. 1%” steel-clad tip. Replacements for guns at left, *Fits 212LT> 
D- Universal fine soldering radio tip for Wen gun Built-in 7-watt spotlight has separate, rear and 214LTN; thts 238LT and 238T.__ay 
9 Models 100, 199, 288, and 250. Package also mounted switch. Shpg. wt., 1 Ib. 5 87 Stock 7 Shpg NET EACH —¢ 
gonteins 2 couplers and 5 ten inch lengths of 46 N 853. NET... . No Watts | Tip | “we” | 1-5) 6-Ups? 
or No. solid copper wire. Wt., 8 oz. Model 238T. Same soldering gun as described - 7 3455 
Z. 50 N 192, NET.... Sete TNT above, but less spotlight and rear-mounted ASNE7E 3 8)-650 he q by. 3.03 33 > 
$ 3 or More, EACH “47¢ switch. Shpg. wt., 1 Ib. 46N 849) 7300-650) @, hee <6 
SH PET x ooo: dotansmeeas 5.5] 468.8971 t 75-150] 4” | 1002, | 2.94 | 2:70 
54 


ORYX MINIATURE IRONS AND TIPS 2 
Y4-OUNCE SOLDERING IRONS : 


Perfect for the most delicate soldering. Quick heating, low-voltage design. Operate from 6v. 
AC or DC. Use with step-down transformer (at right) or other 6-v, source. All are % oz, 
and 6” Jong, *except % oz. and 74%” long. All have replaceable tips, except fixed tip shown 
in solder iron illustration, right. Tips are described in table below. §Develops 813° F. for 
high-temperature applications. {Develops 1000° F. Av. shpg. wt., 2 oz. 


== —— I sere \\\ e 


Piaeead 


Stoc! Tip 1-11, |12 or More, Stock Tip 1-11, 12 or More, 
No. _| Model | (ig.) | Watts) EACH EACH tock | Model | cris.) | Watts) EACH | EACH 
ZEN 617| 16 | fixed | 6 | 4.85) 4.36 6 if 
46N 818) 6A B | 6 | 4.85 | 4.36 oon ees = : 4 4 rue ¢ =r {al } fa (al {i 
46N 819| 9-6 A 3.3 | 4.85 | 4.36 46N 830| *18 3 , wi 
fenazel si | bd li | 681! 6:32  46n909! 325 | H 12 | 7.84 7.40 oe 
att 
REPLACEMENT TIPS _ Step-Down Transformer. For irons at a? 
Replacement tips for above irons, except fixed-tip Model 6. Tips made of special nickel- except Model 25. Has holder for iron. R; af 
f plated copper alloy. *Pure nickel tip end, for long life. Av. shpg. wt., 2 oz. a watts. 414-ft. AC cord. 24%4x2%4". For 11 120 
Stock No.| Fig. [Fer Medel) Dia. |EACH Stock No.| Fis- For Medel) Dia. [EACH 2 "553° AC Wis 2 ibe 
aeueni 3 | cvoe | me | 3 Seago | te | bee | | 
, 9-6 Ha! . Ye” . = boy: 
: 46N 844) C 12-6 yer | 1490 46.N $98 | Fe | asias > | Ge: [tee ee aeosans. Model 25. 45 aaee 
| 46N845| p* | __ it ser lize 46N912| H 35 Ver 250 EES Soa NET. co.0v ene 
Allied Gives You the Fastest Service in Electronic Supply 


: - ‘ - 


MODEL 3128—60 WATTS 


Designed for light work. Includes %4” copper 
tip. With stand. Length, 1214”. For 110-120 
volts, AC or DC. Shpg. wt., 1 Ib. 

46 N 674, NET 
Peneere, BAGH s,..0.0 22.500 cccee ee’ 4.45 


REPLACEMENT TIPS AND ELEMENT 


For Model 3128 iron. Type 9272 replacement 
element has mica insulation; includes handle- 
spring, tube and terminal assembly. 


3158 
200 Watts 


Super 
Hot 


MODEL 3158—200 WATTS 


For medium-heavy factory and production 
work and for industrial electronics. 5” dia. tip. 
With stand. Length, 1354”. For 110-120 volt 
AC or DC. Shpg. wt., 3 Ibs 

46 N 650. NET. ....8.60 
6 or More, EACH. s <0 s0s20 


REPLACEMENT TIPS AND ELEMENTS 


For 3158 iron. Tips are 54”. Element is chrome- 
nickel wire on. mica insulated steel rod. 


“KWIK-HEAT” IRONS 


AAS 


fal MODEL 200 160-W. THERMOSTAT 
CONTROLLED SOLDERING IRON 
Small, lightweight production tool for close 
tight soldering on electronic components ane 
printed circuits. Designed for production lime 
use. Heats up to full operating temperature 
within 80 seconds. Built-in thermostat maim 
tains correct temperature, delivering fast power 
when required er conserving heat during stand 
by periods. Core assembly and outer shell are 
corrosion resistant, stainless steel. Length 
1234”. With chisel tip. For operation from 11® 
125 volts, 60 cycle AC. Shpg. wt., 12 oz. 

46 N 634. List, $9.95. NET.......... 6.97 
2 OF More, EACH 60505 5. «Gish sid. alae ¥ 


Type 403¢ 
2059, silv 
92: 


Stock No.| Type | Description |Oz.|NET StockNo.| Type | Description |Lbs.)NET 
46 N 675/3728 Copper tip 3 33 46 N 652/3758 Copper tip 1 1.08 
46 N 820/3728-IP| Iron-plated tip | 3 75 46 N 822/3758-IP| Iron-plated tip| 1 1.71 
46 N 670)9272 Element 6 |2.55 46 N 665/9275 Element 1% |4.10 


MODEL 3138—100 WATTS 


An excellent general purpose iron for home use. 
Also widely used in TV, radio, telephone and 
switchboard work. 3” dia. copper tip. Polished 
chrome-plated metal parts. Has cooling baffle. 
With stand. Length, 1274”. For 110-120 volts, 


MODEL 3178—300 WATTS 


Not illus. Heavy-duty iron. For service and 
production work. Standard equipment in fac- 
tories and shops. Length 1434”; tip dia., 7%"; 
net wt., 2% lbs. With cord, stand and tip. For 


B MODEL 300 225-WATT THERMO- 
STAT-CONTROLLED SOLDERING 
1 RON. As above, but 225 watts for heavy duty 
use. Heats in 90 seconds. 13” long. With 4" 
chisel tip. Shpg. wt. 
46 N 560. List, $1 
3 or More, EACH 


TIPS FOR MODELS 200, 300 
*For Model 200, Av. shpg. wt., 5 oz. 


AC or DC. Shpg. wt., 2% Ibs. 715 SEG Lae pelea eee OV SnDE. ia ee ALAS | Seeee ee ees: Description N 
AGN 655. NET. ....... sees eee eees . ; he cSt en 10.90 | 46 N 561 | C |Smail taper point ; 
ac RRs wae a anc aunt TIPS AND ELEMENT 4¢ N S65 | & leave ‘apes, point (3 
3778 R eavy, with chiseltip |]. 
3138 REPLACEMENT TIPS AND ELEMENT 46 N 566| F |Melting pot; holds 1 oz.| 1.38 
Stock No.| Type | Description |Oz.|NET Stock No.| Type Description |Lbs. NET 46 N 633 )....|Chisel point* 77 
46 N 656 [3738 Copper tip 6 | .46 46 N 672/3778 Coppertip = |2 (2.15 
46 .N 821 Beer Iron-plated tip | 6 | .86 46 N 823 Hh os a i aay Tip ty, ret CHEMALLOY FLUXLESS 
46 N 666 |92 Element 16 |2.90 46 N 673 emen  \5. ALUMINUM SOLDER Beka 
enplatec 
2 Ss SS sig i SUPER HOT pike tot ae No'Fluic Nested ore. 
'vanced-design, -watt transformer-type ycle i pg. wt., iS. 
soldering oh: Maintains even haat for heavy- 50 N 050. 6-Up, EA. 13.65 1-5, ea.14 30 
duty, precision jobs, With pre-tinned, ¥"-dia. 50 N 051. As above, but with 4%” tip dia. 
pyramid tip; 7-it. cord. For 110-120 v., 50-60 6-Up, EACH....13.65 1-5, EAC -. 14.30 
REPLACEMENT TIPS, For Model T-30 iron above. Wt., 2 oz. 
Stock No. | Tip-Element 1-11,EA. 12-Up,EA. | Stock No. | Tip-Element | 1-11,EA. | 12-Up,EA. ® For Aluminum, Brass, Copper 
iO NO52 | 14" Pencil 2.50 2.00 50 N054 ¥," Pencil 2.50 2.00 © Extremely Strong Joints 
* Chi p 6 2.00 
0 N O53 4" Chisel 2.50 2.00 50NO055 %" Chisel 2.50 ® Safe and Easy To Use 


REGULATING STAND AND SOLDER POTS } 


200 


SHOPMATE SOLDER POTS 


Model 200—300 Watts. Heavy-duty produc- 
tion type solder pot. Excellent for dip soldering 
wires, plugs, coils and printed circuits, 242” 
x2’ deep well holds up to 2 Ibs. solder. With 
detachable cord and plug set. Extension lip 
protects cord from solder. For 110-120 v., AC 
or DC. Sore: wt., 6 Ibs. 

46 N 555. List, $12.00. NET.........7.20 


Model 100—160 Watts. Ideal solder pot for 
general light-duty work. Excellent for tinning 
wires, component leads, plugs, etc. 1/2” dia.x1” 
deep well holds 1 Ib. of solder. With cord. For 
110-120 v., AC or DC. Shpg. wt., 3 Ibs. 

46 N 556. List, $9.50. NET.......... 5.70 


S$P-250 


SP-200 
LECTROHM SOLDER POTS 


Solder pots for work requiring individual dip- 
ping pots. For tinning small wires, leads, etc. 
Sizes—SP-200: 234" ht., 2%” dia., 7%” cup 
depth; SP-250: 334” ht., 2” dia., 134” cup depth. 
Complete with 6 foot detachable cord. For 110 
volt operation, AC or DC. 


Stock No.| Type |Capac.|Watts|; Wt. (NET 
46 N880/SP-200)1% Ibs 200 [3% lbs| 4.98 
46 N881|SP-250) 2 Ibs. | 250 |314 Ibs.) 4.98 


Replacement Nickel-Chrome Elements. 
Shpg. wt., 3 oz. 

46 N 882. Type A. For SP-200. NET..1.42 
46 N 883. Type B. For SP-250. NET. .1.42 


“AMERICAN BEAUTY 475" TEMPERATURE REGULATING STAND 


Thermostatically controlled soldering iron rest. 
Maintains soldering iron temperature—even 
while the iron is connected to current and not 
in actual use. Eliminates tip burning and neces- 

for frequent retinning. Plastic body. Has 


BLONDE TAPE SOLDER 


40/60 tin-lead rosin flux 
tape solder. Tape is 
wrapped around wires; 
heat from match or light- 
er is applied. 28” long— 
makes 100 connections. 


Shpe. wt., 2 oz 
RE NG7S ist, 25c..NET..s.cc..cc 05: I7¢ 


300 


heater cord and plug-in receptacle. For use 
with irons from 80 to 660 watts input, up to 
oo volts, AC ote ee not include a 
soldering iron. Shpg. wt., 4 \bs. 

RE NIGSUSNET Coos cite este oO 


KORMAT SOLDER DISPENSER 


Dispenses all solder 
#| sizes from .028” to .074”. 
Easy to load; uses drop- 
in spool. Lightweight, 
balanced design. 6%" 
long. Less solder. Shpg. 
wt., % Ibs. 
50 N 459, List, $5.95. NET... 


SS 


See Complete Solder Listings in This Section ° 


Joins aluminum, copper, and brass surfaces 
without need for metal cleaning or special 
fiuxes. Use heat source like propane SebeHS hot 
plate or heavy soldering iron. Metals can be 
either soldered or welded, depending on appli- 
cation time of heat. Joints can be made stron; 
than the metals themselves. Use 500° solder for 
thin-gauge metal, 800° for heavy work. Cas 
also be used on coatings, deposits, etc. 


Sask |_ Unie _ [Tomo SHR ese 
50 N 083/2—2 oz. bars} 500° |6 oz, 59 
50 N 314|/2—2 oz. bars} 600° |6 oz. on 
50 N 085/2—2 oz. bars} 800° oz. 59 
50 N 086)1-Ib. bulk 500° |1% Ibs.| 1.39 
50 N 087/5-lb. bulk 500° 15% Ibs.| 5.95 
50 N 31} 5j1-Ib. bulk 800° [11% Ibs.| 1.49 


PROPANE-GAS “TORCH” KIT 


TURNER 


Safe, highly ver- 
satile propane 
torch kit. For 
light and heavy- 
duty soldering, 
heati ng: ane 
burning. All-brase 
torch has heavy- 
duty valye wit® 
drag spring om 
knob for positive 
control of flame 
Provides a hot. 
clean flame. Has 
pencil point burm 
er for general ap 
plications; heavy-duty burner for big jobs. All 
brass flame spreader spreads flame to a full 2 
inches for paint burning or heating asphalt tile 
Solid copper chisel point tip screws into brase 
socket for easy attachment to burner. Sup 
plied complete with tank of fuel and handy 
Sheds pepren Lene! storage case, 3x10%4x@_ 
Shpg. wt., 6Y2 Ibs. 

50 NO8/. List, $9.95. NET.......... 6.65 


REPLACEMENT FUEL TANKS. For above 
torch kit. Shpg. wt., 5 lbs. 2 per package. 
50 N 270. NET PER PACKAGE...... 2.89 


ELEMENT TIPS 


ps; 
4036, jron-clad copper; Types 4033 and 


a) 


ron ti 


ELEMENTS 
Element 
threads into 
776 handle 
(listed at 
right), sol- 
dering tiplet 
threads into 
element. Pro- 
vides easy 
interchange- 
ability. 


i 


Thread-In Elements. 
dies and 260 Pistol. 1235, 4035 and 4045 


AND TIPLETS 


U 
(i 
HO W 


Fit all Ungar han- 


= 


ype 
, silver-plated, iron-clad copper. Types i ilver-plated steel shanks; 535, a silver- 
TAS 33’ and 4033 have a 134” long x %4" dia. tip; piensa! hank. 535, 1235 and 4035 elements 
Om and, 4035 have 3 1 4039, 1¥4x¥0"; Types | Bre for 300, PL300 series tiplets below. 4045 for 
“lose, 539 and 1236, 1 Vex%a"; Type 533, 154x%s". | 800 series tiplets, de-soldering tiplets below. 
| ane L. Approved. For 110-120 v., AC-DC, Av. For 110-120 v. AC-DC. U.L. Approved. 1 oz. 
,— gZ. wt., 2 oz. as = NET EACH 
— i Myla tesa 
ater TD 231, WATTS—650-700° F. TIP TEMP. Stock |Mfrs| mp. |Watts| 4-9 [10-Up 
ower NET EACH 7 
i Stock | Mfr's sinth 46 N 605) 535 600-050°F | 23% | .98) 81 
ae Pita |$s53|Fte-|Devrison|s-5 asus | 48 6 609 1335 | fon aaoce | a (a.35| 198 
nga N400| 533 | A |Long Chisel 4 avi lo. s 
11ie& N582| 536 | B |Pyramid 98¢| Ble 50 N 105) 4045 800-850°F | 472 |2.35) 1.95 
97 N585| 539 | C |Chisel PL300 Series Plated aplets. Bee sub mie 
Z ture work. For use with 535, an 
6.63 37 WATTS—750-800° F- TIP TEMP. elements above—thread into end. Nickel-plated 
MO- N 401|1233 | A jLong Chisel jiron-clad copper. %” O.D. Tapered needle has 
ING N 5592/1236 B |Pyramid 1.18 | .98 Ye" point, microneedle is 344”. PL331, PL333, 
d N 593|1239 | C [Chisel PL338 have 1” unthreaded length; PL332, 
: 114"; PL340, 9". 2 oz. 
47/2 WATTS—850-1000° F. TIP TEMP. . NET EACH 
AF Wee N 647/033 | A [Lone Chisel) Stock | Mfr's | Fig. | Description 7-9 )10-Up 
3,96 N 648|4036 | B |Pyramid \2.35 1.95 ot ee ? 
46 N 649/4039 C |Chisel 46N 495) PL331 N |Pencil 
‘ 4 46N 496 ie A vee! Pencil ayets9 
= “ % ” 46N 497| PL333 isel ¢ ¢ 
READ-ON ELEMENTS, ‘“MINI-TIPS' 46 N 101 | PL338 | M {Tapered Needle 
NET For high-speed 50N 409! PL340 | Lb Micro-Needle | 
1.26 gedustrial repeat 300 Series Unplated Tiplets- Same as those 
1.38 soldering. High of the corresponding Type Nos. listed in the 
HE AAS PL300 series above, but unplated copper. 
men cs CK- —. - 
‘ ¢ Z@N 606 | 331 | N Pencil 
Tee Piated copper. ZEN 607 | 332| J |Ofset Pencil | 16¢| I3¢ 
AC-DC. U.L. Ap- 46N 608 | 333 | K |Chisel |__| __1 __ 
proved. PL tips PL-800 Series Plated Tiplets. For general- 
sickel-plated purpose work. Use with 4045 element above— 
;, others, A thread into end. Nickel-plated iron-clad copper. 
@nplated copper. Ye" O.D. for high heat transfer. PL823 and 
Av. wt.: tips, 4 0z. per 10; elements, 2 oz. PL824 have 1” unthreaded length; PL833. 
PLS834, 134” unthreaded length. ti oz. 
p a 
a sowainen| Coe” | ae | 3 
ise J ; 
Stock [Mfr's] Tip Watts! 2ON 412|Pis33 | K Chisel | -78 | 68 
x Naas ype Temp. || ZON 413| PL834 | J OfsetChisel_ | .78 | .65 
1237 | 750-800°F | 37% |1.18| .98 
50 N 403) 4037 | 850-900°F 47% |2.35] 1.95 270 DESOLDERING KIT 
“ . Compete kit for = 
“MINI-TIPS quick rena s of EY 
= INET EACH components from 
faces Stock |Mfr’s|rig.|_Tip Lo tu Fs ae : 
aces Site [Moe |F'| shape| Bie. 1-9 10-Up | boards.776 han NN 
1, hot 50 N 404/PL111| E | Pencil -59| .49 dle, (not shown) : 
in be 50 N 405|PL113] F | Chisel \y%x%y"| 59 49 4045 element, tip- 
ppli- 50 N 406 111] E | Pencil S20) sC7 lets shown (listed 
on; 50N407| 113] F | Chisel .20| .17 below). Cups melt 
or for solder on tube 
Caz 250 DELUXE SOLDERING KIT emg gr 
‘Tad Th ‘ der and straightens wires and tabs. Bar for 
ps oe en straight-line melting. 114x734x47/4" metal case. 
eel npg. wt., 3. 
See Lit SON 109. 1-6, NET EACH.......... 5.24 


59 soldering kit 
“3a that offers Gain; EACH. .f2sces cn tra et 
max 
38 convenience DESOLDERING TIPLETS 
95 and versatil- 
49 ity. This 
co tee act 
combination 
KIT is perfect for 
shop use— 
ver- provides the 
pane perfect tip 
For and element for any soldering job. Includes the 
avy- 776 handle (see above, right) and sixteen dif- 
ring, ferent-sized interchangeable tips, element units 
ane oe tiplete—a quatity collection of precision 
mae 20 rE DG. Sees tbe ot oe Designed for fast, easy printed circuit rework- 
with 50 N 408, 1-5, NET EACH.... 22 05 ing. Thread into 4045 element. Cup tiplets melt 
, on iia, AGH. ows vei: oH ik fees 20.00 solder on tube sockets—use 
itive s 855 for 7 So peed es apts °s a 
¥ lets melt solder on ani straighten tabs an 
“hoe NO. 400 “KLEEN-TIP” KIT leads—use offset for close-to-board work. Bar 
Has Quick, efficient way is for straight-line melting. 
burn- to remove oxides and trolytic capacitors. Drilled cube removes center 
1 ap- excess solder from pins of tube sockets and harness leads. 
ate tip. Insures better shpg. wt., 1 Ib. per 10. ERC 
u connections and | - } tal \NE ACH 
tile. tip. Me. Tacludes rare re S\Fig.| Description’ 4_9 140-Up 
DT ass special sponge, phe- — ype | Ld 
Sup- nolic tray and bench 50 N 414 854| R 
andy bracket. Shpg. wt., 1 50 N415| 895 | R 
4x6". Ib. per 12. 50 N 416) 856 | R 
65 50 N 42]. 1-9, NET EACH 50 N 108) 857 | S 
' Ne. 456. Ret 30 N18 soi | 1 
bove No. 455 Refill Sponges. 1 lb. per 24. N4l 
Bs 50 N 422. 1-9, NET EACH..........- 50 N419| 862 | W 
10-Up, EACH end 50 N 420) 863 | X 


Depend on Allied f 


854 for 8 and 9-pin, 
5-pin. Slotted tip- 


Triangle is for elec- 


Av. 


59¢| 49¢ 


‘or Complete Stocks, Low Prices, Fast, Friendly Service 


e Include 776 Handle & Tip 

« Ideal for Printed Circuits 

e Handle Accepts All Ungar Elements 
and Element Tip Units 


Here are three complete, compact soldering 
irons suitable for general purpose work, 
printed circuitry, miniature and sub-minia- 
ture systems. Each isa combination of the 
redesigned 776 handle listed below and one 
of the element-tip units listed at left. Han- 
die can also be used with any of the other [> 
elements and element-tip units on. this page. 
The 23%-watt 536 delivers 650-700° F. to 
a copper pyramid tip. The 37 Y-watt 1236 
element-tip, also pyramidal, delivers 7. 

800° F.—tip is of silver-plated solid iron. 
The 4033 is an 850-1000° F., 47 Ya-watt ele- 
ment-tip with silver-plated jron-clad cop- 
per chisel tip (long taper). U.L. Approved. 
For 110-120 v. AC-DC. Av. shpg. wt., 602. 


Stock 
No. 
50N 302 Has 536 Element-Tip | 2.16 
50N 303} Has 1236 Element-Tip | 2.35 
50.N 305| Has 4033 Element-Tip 3.53 


Description 


Ce ta 


New, improved 776 handle for exacting indus- * 


trial soldering requirements. Wide selection of 
easily changed thread-in element units and tip~ 
lets make the 776 unique in its versatility for 
printed circuitry, miniature and Sub-miniature 
systems. Durable, fatigue-free, lightweight > 
extremely cool—perfect for continuous use on’ 
the production line. Low initial cost, high dura-* 
bility and simple maintenance—an extremely 


economical choice. 


Spring socket holds element unit solidly in. 
place—assures full electrical contact. Internal , 
ceramic and glass insulator for lowered handle , 
temperature. Has stainless steel heat deflector. » 
“Soft-Touch” cork grip, cord protector al . 
thermo-stabilized phenolic housing. Equip; 
with 6-ft. polyvinyl cord. 5” overall length.= 
U.L. Approved. Less tip and element (see list- 
ings at left). Shpg. wt., 4 oz. 
50 N 304. 1-9, NET EACH 
10-Up, EACH.....-- 


NEW SOLDERING IRON HOLDER 


Type 8000. Cleverly 
designed soldering 
iron holder that will 
make all soldering 
jobs safer and more 
efficient. Special 
guard protects op- 
erator against ‘‘hot 
tip’ burns. This 
versatile holder can 
be fastened to the 
top or side of a 
bench, to a wall, or even to the underside ofa 
bench. Angle is adjustable so that iron may bet 
best positioned for maximum convenience and )— 
instant reach. Shpg. wt., 8 oz. 
47 N 024. NET.......- 02.” ida 
» 
i 


ANTI-SEIZE COMPOUND 


Type 8001. Special lubricant for use on solder- * 

ing tip threads. Prolongs life of tips and heating, 
units by reducing seizure and corrosion. An 

extremely valuable soldering aid that quickly# 

pays for itself. 2 oz. can. Shpg. wt., 3 02. As 

54c:! 

o> ’ 

* 


47 N 025, NET EACH 


ORDER YOUR TOOLS 
ON ALLIED’S 
EASY PAYMENT PLAN 


Include Them On Any Order 
Totaling $20.00 or More | 


See Page 436 For 
Full Information 


fot are. wade a A) ie A 


Selected Tools and Solders 


BURGESS DE 


an 
50. 


50 N 434. 


50 N 235. Mod 
fine gun 
nozzle, 


LUXE ELECTRIC SPRAYER KIT 


® Sprays Paints, Insecticides, 
Most Other Liquids 


© 4 Precision Sapphire N 
® Complete, Ready to Use 


ozzles 


painting— * 
fences, screens, id 
Ideal for insect! 


ire oesing) 3 

i Re ae ar oe ae Oe OO, 
ol VS-800 Spray Gen Or sine 

oo in ee it. BY, Ibs. NET i 


line cord. 


HIGH-QUALITY “‘SPEEDGRINDERS” 


MODEL 128 /3-HP GRINDER 


Highly efficient Deluxe ''SpeedGrinder,” for all heavy 
grinding jobs around the shop, garage, home and farm. 


KESTER SOLDERS 
“RESIN FIVE” CORE SOLDER: 


Features ‘‘Resin-5"" act 
vated flux core. Ncn-co; 
sive and non-conducti 
Does perfect job on 
metals, including zinc 
nickel-plate. Makes sold . 
ing easier, faster, clean 

40% tin, 60% lead exce 
*60% tin, 40% lead. The 60/40 Ye"-dia. type 
also excellent for copper-etched printed circui 
Spools, except thandy 3-oz. coil. 


Stock No.|Size|Spool Wt.|Shpg. Wt. 


50 N 310] %2” 5 Ibs.* 5% lbs. 7.2 
46 N 916 Pe 1 Ib. 1% Ibs. 1.8 
46 N 900} \%c" 3 oz.t A} Ib. -f 
50 N 3111] Me” 5 Ibs.* 5% lbs. 7x 


Printed-Circuit Solder—60/40 Type. Co: 
pounded of 60% tin, 40 % lead. For coppes 
etched printed circuits. Ye” dia. | = 
46 N 926, 1-Ib. Spool. 13% lbs. NET...1, 


ROSIN-CORE SOLDER 


Plastic rosin-filled thin solder. Flux filling fi 
easily for neater and quicker soldering. 4 
solder is recommended for general-purpe 
radio-TV and electrical work; 6” for 

delicate work. All units are 40% tin and 60 
lead, except *50-50. 


Stock No.|Size|Spool Wt.|/Shpg. Wt. 


warrying a 


Is 


mplete 
Power-Pac 
Home 
ondymen 


wrdy Stee 
orrying 
ase 


Oy 


Efficient, 
& the reat 
hobbyist < 


ependab! 
al %” dr 


Wo. 20 dr 
provides a 
and attac 
essures fil 


46 .N 901| "| 1ib. 1% Ibs. f 
46 N 902! %2” 5 Ibs. 5% Ibs. eecessorie 
46 N 930| %«"”| 1 Ib. 1% lbs. i 
46 N 931) Me” 5 Ibs. SY lbs. 

46.N919| %e"| 1lb.* | 1% tbs. ox 

46 N 939) Ye” 5 Ibs.* 51% lbs. Kit inclu 


ACID-CORE SOLDER 


Acid-core solder for all general soldering othe 
than electrical connections. 4%” dia. Acid 


Bits; 41,” 
backer pl 
edapters 
Case size, 


Lightweight, portable cast-aluminum body has rubber 
feet—can be used anywhere without marring bench or 
tabletop work surface. 2 grinding wheels included (46 

rit and 75 grit). Industrially rated Y%-hp motor has 
Sis0-rpm no-load speed. Smooth-operating, self-align- 
ing bearings need no oil. Includes adjustable tool rests 
with angle guides; eye shields; 7-foot, 3-cond. cord; 2 
wheels, 6x34”, with 4” holes. Length, 16”. U.L. Ap- 
proved. For 110-120 v., 60 cycle AC. Shpg. wt., 24 


50 NX 488, NET 
MODEL 118 “SPEEDGRINDER" 


Bench-type power grinder for the small shop, garage, 
or home workshop. Widely used by model makers, 
hobbyists, schools, etc. Designed for medium or light 
work loads. Light in weight for easy portability. Comes 
complete with 2 grinding wheels, 1—40 grit and 1—70 
grit. Wheels are 44x34” with ¥%” center hole. Depend- 
able motor provides 3450 rpm, no-load speed. In cast 
aluminum body with parts tray, water cooling tray, tool 


rests 


110-120 v., 60 cycle AC. Shpg. wt., 9 Ibs, 
50 NX 321. List, $19.95. NET............ 


and eye shields. With 6-ft. cord. Length, 94%”. For 


14.00 


SHOPMATE SOLDERING 


=e f-TIM- 


ECONOMY MODELS 


Model 5A—40 Watts. Low-cost, light-duty 
soldering iron. Length, 10”. With 546” screw- 
On pencil tip and stand. For 110-120 volts, AC- 
DC operation. Shpg. wt., 10 oz. 
46 N 505. List, $2.00. NET........... 1.33 


(A) Model 315—60 Watts. General-purpose 
soldering iron. For light and medium-duty 
applications. With screw-on type 4” pyramid 
tip and stand. For operation from 110-120 v., 
AC-DC. Shpg. wt., 12 oz. 

46 N 521. List, $2.80. NET........... 1.87 


MODEL 400 INDUSTRIAL—60 WATTS 


[B] Small, continuous-duty 60-watt iron for 

close work. Only 9” long, with 14” tip. Baf- 

fie plates radiate heat away from handle. Sup- 

plied complete with 6-ft. heater cord, rubber 

Bod oie For Le eee from 1160-120 v., 
-DC. - wt. 14 oz. 

46 N 538, List, $0.00, NET.......... 4.00 


MODEL 360 “PEE-WEE”"—=35 WATTS 


35-watt iron for delicate work. Supplied 

J with %_” pyramid tip and stand. Heat radi- 

ating baffles. 714” long. Designed to fit tool kit. 

For operation from 110-120 volts, AC-DC. 
Shpg. wt., 8 oz. 

46 N 532, List, $4.75. NET........... 3.17 


302 


IRONS—TIPS—CONTROLS 


=< lp 


MODEL 325 STANDARD—100 WATTS 
(0) General-purpose soldering iron. Overall 

length, 13’. ¥%” adjustable pyramid tip. 
Supplied with stand. For operation from 110- 


120 v., AC or DC. Shpg. wt., 1% Ibs. 
46 N 523. List, $6.50. NET 


REPLACEMENT TIPS 


Copper tips. *Indicates set of two tips. 


Stock No. Nl Description Oz. | For tron | NET 
46N 535) %” pyramid | 225, 325, 
; 6 | 326, 625'| .50 
46N 514! %" pyramid 6 315 -60 
46N 533} Ye" pyramid* 2 360 | .20 
46N513) 47 pyramid 2 | 400 | .33 
46N 547| %" straight pencil* | 2 | 350 | 217 
46 N 548) %" 45° pencil* 2 350 17 


TEMPERATURE CONTROLS 


Accurate controls for keeping iron 
temperature constant for delicate 
soldering. Variable from 300 to 600° 
F. For 110-120 v., AC or DC. 


Stock No. Model For Iron Oz. | List | NET 
50N221| 40 | 40-watt | 12 | $3.00 | 4.80 
50N222| 60 | 60-watt | 12 | $9.00| 5.40 


saves time; makes a lasting jcb. Contains 409 AC. Shp; 
tin and 60% lead. 50 NX3 
46 N 905, Handy Coil. 30z. NET...... 
46 N 906. 1-Ib. Spool. 1% Ibs. NET... It) 
SOLDERING PASTE THOR 
Gives fine, even distribution of fluxing ing 
dients. For easier, non-corrosive soldering. 2 o& 
cans. Shpg. wt., 5 oz. P | 
46 N 915, 10-Up, EA. 104¢. 1-9, EA.... ecb rfut 
KESTER TINNING BLOCK Bepact 
r Mine ‘ Wrench 
Cleans and tins soldering irons quickly. Replaces 
sal ammoniac. Will not crumble or cause amy 
corrosion. Shpg. wt., 1% lbs 
46 N 922. NET 
ERSIN MULTICORE SOLDER 
5-core ee for Bighoeed he 
cision soldering. Melts rapidly 
with less heat. Pure tin, lead, and eer 
non-corrosive Ersin flux. 40% Com bina: 
tin, 60% lead. In 14-gaugeQ 
(.0807), Aer (.064”), and 
18-gauge (.048”) 1-lb. spools. Powerfu 
Manufactured in England, used internationally Baal, S 
Shpg. wt., per spool 1% Ibs. * aus 
Seas NET PER SPOOL Babi; 
No. Gauge 1-27 28-Up erect: 
46N995 14 1.41 1.17 chiner 
46 N99] 16 1:43 119 rectly 
50 N313 18 1.47 1.22 powerfu 
eervee cane 18-gauge, 60/40 5-core soldex wie’ 
Shpg. wt., 12 oz. rill. C 
46N997 NETO 22: :4t trae SOG ori o! 
saw, et 
ERSIN “SAVBIT” SOLDER 1014x111 
High-strength copper-tin-lead alloy solder. Haw DC. W 
virtually same melting point and greater SONU 


strength than tin-lead alloys. 


Stock No. | Gauge | Spool Wt. | Shpg, Wt. NET 
50 Ni2i 14 1 |b. 1% |bs. 1.75 
SONI22) 14 7 Ibs. 8% Ibs. | 11.97 
50 N123) 16 1 Ib. 1%, Ibs. 1.77 
50 N124 16 7 Ibs. 8% Ibs. 12.18 
47 NO56) 18 1 Ib. 1% Ibs. 1.8) 
47 N057 22 1 Ib. 1% Ibs. 2.05 


G-C SOLDERING AID TOOL 


G-C 9088 Soldering Aid Tool. A ‘‘must” far 
faster, easier soldering. One end has a stiff wie 
brush for cleaning wire and terminals befom 
soldering; other end is specially shaped to haat 
wires securely during soldering. Solder will nae 
stick to chrome-tipped, probe end of toa 


Especially handy for printed circuit repaing 
neat solder connections, etc. Overall length, & 
Shpg. wt., 4 0z 

BATS DOG Te NET wich. cs use v ke heneb ins eal 


Make Allied Your Headquarters for Hand and Power Tools 


20UK 4” DRILL KIT 


Wht mm 


uh 


cient, economy dril! kit. Ideally suited 
the requirements of the home handyman, 
bbyist and others requiring the use of a 
ndable electric drill. Consists of a power- 
1 1%," drill, accessories and a sturdy, steel 
rrying and storage case. 
No. 20 drill, with powerful 2.5-amp motor, 
erovides ample power for all drill accessories 
d attachments. Geared chuck with key 
ures firm, non-slip grip on drill bits and 
scessories. Can be used as an efficient sand- 
. polisher and buffer, as well as a powerful 
rill—ideal for do-it-yourself jobs. 
Kit includes: No. 20 drill; 9 assorted drill 
bits; 414” wool polishing bonnet; 4” rubber 
backer plate; 10 sanding discs; all necessary 
edapters and flanges; steel carrying case. 
ase size, 105/4x634x3%4”. For 110-120 volts 
AC. Shpg. wt., 9 Ibs. 
50 NX 323. List, $20.95. NET..... 14.35 


1.08 
THOR 60 IMPACT WRENCH-DRILL 
Ls ing rN 
pe 12 9 Pieces 
Sh Powerful 
impoct 
Replaall Wrench 
use amy 
65¢ 
Wrench-Drill (Q @ laaal > 
Combination Gi Q @ 


Powerful impact wrench-drill combination 
tool. Supplied with 6 most commonly used 
nut-driver sockets; 3-jaw, impact-type Y, 


foot chuck; steel carrying case. As impact 
es wrench, is perfect for assembly work or ma- 
1.17 chinery repair and maintenance. Couples 
: a directly to nut-driver sockets—providing 
: powerful torque. By use of sturdy impact 
solder chuck, wrench is easily converted to Y” 


A complete } 

‘ ete home worksh 
vig all the attactinen 
do-it-yourself j $ 
oitaial: Me saps 

uffing, paint mixi i 
pulfing, pa xing, polishi 
Thor No. 20 power aril; 0 drill: bit 
stand; circular saw and jigsa 
sci 10 sanding discs; grin 
jonnet; cloth buff; rubber t 
set; paint stirring tool: steel 


table and bench; rugged steel tool box. 


Powerful 
ings to assure smooth o 


Heavy-duty 2 
a y 2.5-amp mo’ 
without overheating, All et for.co 


rmeyer 


HOME WORKSHOP SET 


Highly versatile home workshop. Drills, 
saws, polishes, grinds, sands, buffs, etc. 
Includes: Model SD-3, %” drill; vertical 
drill stand; horizontal drill stand; port- 
able saw attachment with rip fence and saw 
blade; saw table; 12 sanding discs; sand- 
paper pattern; buffing wheel; 7 drill bits; 
6-pe. arbor set; S-pc. saw attachment 
mounting assembly; steel carrying case. 

Smooth-running 2.6-amp motor has self-lu- 
pricating bearings. Steel-geared chuck se- 
curely grips drill bits and attachments. 
Built-in switch locks drill on—releases in- 


drill. Can be used with attachments to do 
work of screwdriver, polisher, sander, hole 
saw, etc. With 3-cond., 10’ cord. Case size, 
104x1134x16%”. For 110-120 v., AC or 


stantly. Comfortable pistol grip for easy 
handling. No-load speed, 2200 rpm. U.L. 
Approved. For 110-120 v., AC or DC. Shpg. 


DC, Wt., 21 Ibs. $5 Down. 
50 NU 018. List, $89.50. NET....66.82 


Durable 
High-Torque 
AC Motor 


repairas 12-Piece Kit 
gth, 8. 


ITE 


DREMEL MODEL 60 “‘FLE 


wt., 23 lbs. $2 Down. 
WS MU 227 0NEI oo nt. See ae 36.97 


X-O-TOOL”’ POWER UNIT 


Powerful, portable motor with 36” flexible 
shaft for driving, grinding, drilling, sand- 
ing, engraving, polishing tools. Ideal for 
shop, home, farm or lab. Plastic handpiece 
has steel grip for close detail work. 3450- 
rpm motor in carrying case, with rubber 
suction feet. With extra collet and instruc- 
tions. vat 110-120 v., 50-60 cycle AC. Shpg. 
wt., 6% lbs. 

A5 N 237. List, $34.50. NET..... 23.00 


Model 574 12-Piece Tool Kit. For above. In- 
cludes: 1 steel cutter, 1 twist drill, 2 wheel 
points, 2 brushes, 1 sander, 3 sander bands, 
2 collets. Plastic box. 2 lbs. 

45 N 234. List, $5.15. NET....---- 3.49 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


“SUPER” V4” DRILL KIT 


COMPLETE 42-PIECE HOME WORKSHOP 


P consisting of a powerful 
plgie — for hundreds 
irself proj tandles almost 
job—sawing, grinding, drilling the 
; Kit contains: 
9 drill bits; sturdy drill 
= attachments; steel saw 
ing wheel; wool polishing 
acking pad; 6-piece arbor 
post tor use between saw 


N P : 
Model 20 drill has self-aligning oilite bear- 
peration even under full load. 


mtinuous operatio. 

" @ n 
ye gear-type chuck takes 
omentary-contact trigger 


ye 


Power Tool Kits — 


Ideal Set for 
Shop, Home and Farm 
Sands, Polishes 
Saws, Buffs, Mixes 
Grinds, Drills 


sanding, 


| 
| 
DK-6 1%” DELUXE DRILL KIT 


[new 
cs 


°, 
ve] 


ET 


VV,” DRILL 


® Has Plenty of Extra Power to Handle Any Attachment 

® Ball-Thrust Bearing for Extremely Smooth Operation 

® Drills 4” Holes in Steel, Up to” Dia. in Hardwood 

® Dependable Gear-Type Chuck and Key—U.L. Approved 


A truly outstanding value in an efficient 1%” electric drill. Lightweight and 
economical—a ‘‘natural’’ to meet do-it-yourself requirements. Husky, 2.5 amp 
motor will provide years of dependable service. Gear-type chuck takes all drill 
shanks up to %” in diameter. Precision, ball-thrust bearing assures extremely 
smooth operation. Has locking pin on momentary-contact trigger switch. 
No-load speed, 2400 rpm; full-load, 1500 rpm. Overall length, 9”. With chuck 


key, 6-ft. cord. For 110-120 v., AC, DC. 3% Ibs. 


Pees Let, $18.95. 199, NET EACH 2.0... . 0c ce veecscsecerecres 
IIR OED cis Sciin ac oo oc ulv cio tus Sure Qaln canes ses sia davewee ss chee eree 


POWER DRILL ACCESSORIES ARE 


LISTED ELSEWHERE IN THIS SECTION 


“DRILL OF 
THE YEAR” 


® Drills ¥%” Holes in Steel 
—%" Holes in Hardwood 


° > 
Powerful 3.1-Amp Motor INDUSTRIALLY RATED. 


MODEL 32. A new 3%” drill from Thor that looks and performs like 
much more costly professional models. Engineered to handle countless 
jobs in shops, on the farm or heavier-than-usual jobs around the home. 
Super-powered 3.1 ampere motor features a statically and dynamically 
balanced armature for freedom from vibration. This modern drill in- 
eorporates heavy-duty sealed radial thrust spindle bearing, 22 bar com- 
anutator, precision-hobbed steel gears, 3-jaw geared chuck, ball and 
oilite bearings, plus many other outstanding features. Has glistening, 
+ie-cast aluminum housing. No-load speed, 925 rpm; full-load, 610 rpm. 
Momentary-contact switch has convenient locking pin for continuous 
operation. Overall length, 84%”. Supplied complete with 6-ft. 3-conductor 
cord, geared chuck and key. CSA and U.L. approved for industrial ap- 
plications, For operation irom 110-120 volts, 50-60 cycle AC, or DC. 
Shpg, wt., 5 lbs. Only $2 Down. 

50 N'476. List, $27.95. NET............ giekessct tes tants 19.61 


MODEL 1276. Designed and built to conform to rigid government 
specifications, this heavy-duty 34” drill will effortlessly handle most any 
job you'll come across. Employs extra-rugged, oversize components for 
withstanding lots of usage and tough, rugged drilling jobs. Has plenty 
of power to handle a wide variety of attachments for other jobs too. Has 
all sealed ball and needle bearings, 22 bar commutator, heat-treated 
alloy-steel precision gears, heavy-duty switch with locking pin for con- 
{tinuous operation. Husky 3.1 amp motor. No-load speed, 1000 rpm; full- 
load, 650 rpm. Length, 934”. Meets federal specification W-D-661b. U.L., 
CSA approved for industrial use. For 110-120 v., 50-60 cycle AC, DC. 
Shpg. wt., 54% Ibs. $2 Down. 

50 N 477, List, $48.00. NET............ 
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OUR TOP VALUE INA 


2.5 Amp FULL POWER 


Model 20 Budget Drill 


Aluminum 
Housing 


® Extra-Rugged for Industrial Use 


® Powerful 2.5 Amp Motor—U.L, 
Approved 


MODEL 22. Top-flight, modern design plus quality materials 
and construction throughout, combine to make this new 4” im 
dustrially rated drill the value leader in its class. A perfect unit 
for use in shops or for heavy-duty use around the home. Power- 
packed 2.5 ampere motor features a 22 bar commutator for extra 
power and dependability. Other stand-out features contributing 
to the excellent quality and value built into this drill include: 
lightweight, perfectly balanced, highly polished, die-cast alu- 
minum housing; all-steel heat-treated gears; sealed ball bearing 
on spindle; precision geared chuck. No-load speed, 2400 rpm; 
full-load speed, 1500 rpm. Smooth operating momentary -contacs 
switch has convenient locking pin. Overall length, 734”. Sup 
plied with chuck key, 6-ft. 3-conductor cord. U.L. and CSA 
approved for industrial use. For operation from 110-120 volts 
50-60 cycle AC, or DC. Shpg. wt., 414 Ibs. 

50 N 480, List, $20.95. NET... ...ccecceccseee ees 14,99 


NEW... .INDUSTRIALLY-RATED 
MEDIUM-DUTY 
V4" DRILL 


NET 973 


MODEL 1301. An efficient, all-new 3 amp drill with a host of 
features that any tool craftsman will really appreciate. Has ball 
bearings on spindle and armature; precision gears packed im 
lifetime grease; geared chuck; sturdy, die-cast, polished alumi- 
num housing. No-load speed, 2200 rpm; full-load speed, 1400 
rpm. Has 22 bar commutator. Overall length, 834”. Supplied 
with 10-ft. 3-conductor cord and 2-prong plug adapter, chuck 
key. U.L. Approved. For operation from 110-120 volts, 50-60 
cycle AC, or DC. Shpg. wt., 5 Ibs. $2 Down 

50 N 479, List, $39.50. NET......0...c.csseeeseee 27.99 


MODEL 1261. Similar to Model 1301 above, but has 3.1-amp 
motor. Meets government specifications for heavy-duty use 
Oversize switch with locking pin. Has ball and needle bearings 
throughout. U.L., CSA approved for industrial use. 5 Ibs. 
$2 Down. / 

50 N 484, List, $46.00. NET..........0c0ceeeee eee 31.99 


INDUSTRIALLY RATED 


Powerful 6.5-Ampere 
Reversible Motor 


NET $9930 


MODEL 43R. A tough, powerful 14” drill that is easy to handle even in 
close quarter work. Handy reversing action allows safe, easy drill bit or 
auger removal out of heavy steel and wood. Features sturdy, precision 
construction. Two-position rear handle and removable top handle permit 
efficient, easy handling. Full 6.5 amp motor has 28 bar commutator—runs 
cool even under heavy load—has plenty of reverse power. Armature is 
statically and dynamically balanced. Gears of helical heat-treated steel. 
Large push-button safety switch and reversing switch are conveniently 
built into the handle. Has heavy-duty 3-jaw geared chuck. Aluminum 
housing. No-load speed, 600 rpm; full-load, 400 rpm. Overall length, 14347. 
With safety lock and neutral release, 6-ft. 3-conductor cord, U.L. and 
CSA approved for industrial use. For operation from 110-120 volts, 50-60 
cycle AC, or DC, Shpg. wt., 12 lbs. $2 Down. 
BO N76. Last, PUROS NET os Ascie.ns iit cokdabeey ta, eae 29.90 


SPEEDWAY MODEL 40. Low-cost, Y%’ drill built to professional 
standards. Features high power and exceptional handling ease. Rear grip 
handle revolves to vertical or horizontal position; locks securely in either 
position—or removes completely. Has heavy-duty sealed tadial thrust 
ball bearing on spindle. 6.5 ampere rating. No-load speed, $50 rpm; full- 
load speed, 400 rpm. Also features safety switch with push-button lock 
for continuous cperation; removable top handle. Has polished aluminum- 
alloy die-cast housing. Overall length, 143%”; less rear handle, 1114”. With 
6-ft. cord, chuck key. U.1.. Approved. For operation from 110-120 volts, 
50-60 cycle AC, or DC. Shpg. wt., 12 Ibs. $2 Down. 

SOIN.475; Litt, $3498.\NEVS.;:cuseshogis oe te vaiieigens «os Gola 


Equip Your Shop on Allied’s Easy Pay Plan—See Page 436 
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¥%" DRILL 


Deluxe 
Industrial 
Model 


3.5 Amp 
Motor 


er-packed Y” drill with && 
ed 3.5 amp motor and 3 

rate handles. 
increased power 


shanks. Drills holes in steel up to 


“contact switch with locking pin. 


top handle an 


. Heavy 3-conductor rubb 


a AO Case included. Shpg. wt., 
Ibs. $2 Down. 
50 N194, List, $49.95. NET...... 37.49 


Tse ALLIED'S 


FASY PAY PLAN | 


Use Allied’s Easy Pay Plan 
to buy the tools you need, 
You can buy them as 
part of any order 
totaling $20 or more. 


WEN MODEL 808 


3000 RPM 
1000 RPM 
Dual Speed 


Unique, extremely versatile, 2-speed drill 
featuring dual power take-offs. Works 
efficiently with any high or low speed at- 
tachment. Simply insert chuck into high- 
apeed power take-off for effortless drilling 
through steel, wood, aluminum, brass, or 
copper; insert chuck into low-speed power 
take-off for drilling such materials as 
masonry and concrete. 


Streamlined full 34” capacity drill with 
genuine geared ¥%” chuck featuring ball 
thrust bearings and high torque motor. 
Removable extra grip-handle included for 
maximum ease of handling at either 
speed. Squeeze-type momentary contact 
switch with convenient ‘‘lock-on"” but- 
ton; comfort-grip ‘‘D''-type handle. 
Easy-to-change speed—no gear shifting. 


The 1000 rpm speed is for heavy drilling 
and for polishing without danger of burn- 
ing fine finishes. The 3000 rpm speed is 
highly efficient for drilling small holes, as 
well as for rotary sawing, sanding and 
wire brushing operations. The chuck will 
take any standard attac hment for sand- 
ing, grinding, polishing and buffing. Lus- 
trous silver-gray finish. Overall length, 
1214"; 6-ft. heavy-duty, 3-conductor rub- 
ber-covered cord. 2 amperes. U.L. Ap- 
as Bee 10-120 ol tes AC-DC. Case 
included. Shpg. wt., 5 Ibs. 

46 N 947. Lisi, $25.95. NET...19.97 


Industrial model designed 
for tough drilling jobs in 
d metal. Heavy-duty end- 
st bearings and self-aligning bronze bear- 
Precision helical gears for smooth, effi- 
ke-off. Gear-type chuck takes up 
Y,” in 
1” in wood. Pistol-grip handle has momen- 
Remov- 
d rear spade handle offer 
No-load speed, 500 
er cord. With 
ration from 


MODEL 549 
HEAVY-DUTY 
Y4"” DRILL 


Compact, Lightweight, 
Rugged 3 Amp Motor 


Motor develops u 

to} 
top performance ia ate} 
by professional craftsmen, 
bolita] gears trans 
on chuck spindle for lon; 
shanks up to %”. Chuck 
ening. Self-adjusting br 
No-load speed, 2 


ath 83%". U.L 
complete with case. 
50 N 193. List, $29 


MODEL 503 


Use with Snap/Lock 
Attachments 
Described Below 


Heavy-duty %? drill features lar, 


Has over-sized fan for cool-runni 


‘ , 2500 i 
trigger has locking pin, With cha vod 
Approved. For operation 
Shpg. wt., 41% Ibs. 

-95. $2 Down. NET. 


OUTSTANDING VALUE! 
ECONOMY 


. Heavy 


ONLY 342% 


drill accessories—preferred 


fe of drill, Precision 


. Sturdy gear-t 
5 ype chuck fit 
bite Securately aligned with no hand tenes 
? utator: contact and motor efficiency, 
using with Pistol aio: Momentary contact 
— ctor rubber cord. C 
from 110-120 v., AC or DC. Supplied 


Snap | Lock Tools 


‘cessories. Gives 


-ball thrust bearing 


Overall 


Combination 1%” drill and power unit for Skil’s revolutionary new Snap/Lock 


Shpg. wt., 414 Ibs. 
50° N 298. List, $17.95. ONLY.. 


torque. No-load speed, 2500 rpm. Powerf 
Heavy 3-conductor rubber cord with p 


r off in 3 seconds. An exceptional value in 
drill; powerful motor delivers extra power 


SNAP/LOCK SANDER 


Model 22503. Sands close to cor- 
ners; has the same 25 square-inch 
sanding pad used on deluxe Skil 
sanders. New Skil Snap/Lock 
power drill attachment snaps on 
or off in 3 seconds. No wrenches, 
bolts, clamps, yet unit is extremely 
sturdy and secure. This deluxe at- 
tachment handles the most rugged 
jobs with case. Fits Skil Model 503 
Y%” drill, Skil Model 549 (type 5 
and later) Y%” drills; B& D Models 
U-1, U-3, U-15, U-100 and U-400 
Y, “drills. Includes long-life Perma- 
Grit tungsten carbide sanding 
sheet; uses 354x9” sandpaper 
sheets. Weighs only 2% Ibs. In- 
cludes metal wall-holder cradle 
(Supplied less drill power unit; see 
models listed above.) Shpg. wt., 3 


Ibs. List, $16.95. 
DN 4 12.65 


50 N 425. NET........-- 


SKIL SNAP/LOCK 


POWER DRILL 
ATTACHMENTS, 


SNAP/LOCK 5” SAW 


Model 22501. This smooth- 
working circular saw cuts 
through 1” lumber at 45°, 1%” 
lumber at 90°. Easy-to-adjust 
depth and bevel controls for 
accurate cutting of lumber, ply- 
wood, etc. Circular saw fits Skil 
Model 503 %4” drill, Skil Model 
549 (type 5 and later) 4%” drills; 
B & D Models U-1, U-3, U-15, 
U-100 and U-400 4” drills. Fea- 
tures telescoping lower blade 
guard for extra safety; retracting 
handle for pocket cuts. Carefully 
designed and light in weight to 
assure easy handling. Weighs 
only 2% Ibs. Includes rip fence, 
5” combination blade, %” arbor 
metal wallholder cradle. (Less 
power unit.) Shpg. wt., Ibs. 


List, $16.95. 
ry 12.65 


50 N 423. NET...... 


Your Satisfaction is Guaranteed When You Buy at Allied 


SNAP/LOCK JIG SAW 


Model 22502. Jig saw cuts 
anything from 1” dressed 
lumber to steel, inany shape 
from straight lines to small 
circles. Automatic blower 
keeps line of cut clean, A 
revolutionary new Skil 
Snap/Lock tool that just 
snaps on power unit in 3 sec- 
onds. Jigsaw fits Skil Mod el 
503 Y%" drill, Skil Model 549 
(type 5 and later) 44” drills; 
B & D Models U-1, U-3, 
U.15,U-100 4" drills. Starts 
hole for **pocket” cuts; 
oversize saw foot for stabil- 
ity. Weighs only 2% lbs. 
Includes metal wall-holder 
cradle. (Less power unit 
listed above.) Shpg.wt., 3 
s. List, 93 
50'N 424, NET...12.09 
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Convert a portable power-drill into a complete home workshop. 
The accessories attach to your drill easily and quickly to become 


Arco 550 Jig Saw. Versatile jig-saw attach- 

ment—has adjustable circle-cutter and rip- 
Rauge. Fits any 1%” electric drill. Cuts perfect 
circles up to 20” in diameter; rips up to 10” 
wide. Does work of jig, keyhole, coping, rip, 
crosscut, band and hacksaw. Cuts plywood, 
plastic, etc.—even 2x4 lumber, Air-blower keeps 
sawdust away from blade. Cuts openings for 
Plumbing, switch-boxes, etc., without boring 
parting. hole. Has right-angle drive. With 
blade. Shpg. wt., 21% Ibs. 
50 N 231. List, $9.95. NET 


Extra Blades. For above jig-saw attachment. 

ssortment of six blades—2 coarse; 2 medium; 
2 fine-tooth. For cutting plywood, wallboard, 
hard and soft woods, etc. Shpg. wt., 2.0z. 
50 N 232. List, $1.95. NET............1.39 


Arco 456 Circular Saw. Converts any 4” 
drill into a power saw. ‘“Dado-Arbor” 
swivels saw blade to cut any groove up to 2” 
wide by 1” deep. Graduated depth gauge is ad- 
justable for cutting to depth of 134”; bevel 
gauge is accurately calibrated for making cuts 
tom 0 to 45°. Rugged, right-angle steel gear 
drive, Gear case contains self-lubricating bear- 
ings. With rip guide, yoke, and 5” ‘‘Arco Safe- 
cut”’ blade. Shpg. wt., 4 lbs. 
50 N00. List, $12.95. NET......... 8.63 


REPLACEMENT BLADES. 5” blades for 
Arco 456. Tempered tool steel; 44” bore. Y% lb. 


Stock No.| Type Description EACH 


50 NOO1 | 250T | Safecut blade 
50 N 002 | 252T | Crosscut blade 
50 N003 | 2537 | Rip blade 1.43 


50 N 004 | 255T | Combination blade 


Skil 19781 Hole Saw. Attachment for any 
%” drill. Cuts holes from 14%” to 214”. For 
cutting adjustment, simply loosen clamping 
mut and rotate or “‘dial’’ bottom plate for de- 
sired diameter. Steel cutters bore wood, plastic 
and composition. Wt., 114 Ibs. 
50 N 269. List, $4.95. NET.......... 3.99 


Erwood 355 3%” Dial Saw. Use with 
electric drill, drill press, lathe, milling 
machine. Has 34” shank. Dials and cuts holes 
of any size, 114” to 34”, in metals, woods, 
plastics. Also rotary wood planer and groove 
cutter. With set of high-speed metal cutting 
blades, one %¢" Pilot drill. Wt., 14% Ibs. 
50 N 373, Vist, $9.70. NET.......... 6.72 


Rotex ‘‘Roto-Plane’’ Attachment. 

Planes at any angle—with, across or against 

n of wood. Depth of cut is adjustable (0” 

to 46"). Guide edge provides automatic planing 

at a true . Diagonal shearing action elimi- 

nates deflections from knotholes, etc. Specially 

designed, 6-flute, spiral steel cutter is deep 

ened and precision ground. Planing width, 
174", Die-cast aluminum housing. 3 lbs. 

N 872. List, $11.95. NET.........8.78 
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Power Drill Accessories 


(F) Babco Knife and Scissors Sharpener. 
Attachment fits into the chuck of any 4%” 
electric drill. Beveled groove between 2 grind- 
ing wheels sharpens any knife quickly and effi- 
ciently. Cup guide located on end of shaft holds 
scissors securely at proper angle for sharpening. 
Shpg. wt., 5 oz. 

50 N 377. List, $1.50. NET............ 1.15 


G-H 826 Drill Grinding Tool. Drill-hold- 

ing jig. Holds drill in correct position for 
accurate repointing and sharpening. Use with 
either hand or electric grinder. Jig bolts to table 
or bench. Handles these drill sizes: Fractional— 
Ye” to ¥%”; Number size—No. 30 to No. 1; 
Letter size—A to Z; Millimeter size—3.0 to 
19.0. Attachment is fully adjustable and rug- 
gedly built. Shpg. wt., 2 Ibs. 
46 N 106, List, $6.60. NET........... 5.17 


Huot Drill Cases. Sturdy drill cases for 

compact storage and quick, convenient selec- 
tion of the right drill for the job. Ideal for shop, 
school or home. Prevents misplacing drill bits 
and protects them from dirt and moisture. 
Holds drill bits securely even when bits are 
shortened by long use. Cases are made of du- 
rable heavy gauge steel. All include a convenient 
index which clearly shows drill sizes at a glance. 
Supplied less drills. 


60- Drill Capacity. Accommodates one each of 
standard drill sizes 1 to 60. Ideal for safe, loss- 
proof storage of a large assortment of the most 
commonly-used small drill bits. Decimal equiv- 
alents and machine-screw tap information is 
included on the heavy steel case. Size, 3%x 
4x1”. Shpg. wt., 1 Ib. 

AGAMTSONINET 7 ,<!..5 lo tee z on oo 1.84 


15-Drill Capacity. Similar to above, but ac- 
commodates 15 bits from Ye" through 4” in 
diameter in 2” intervals. Overall size, 4x7x 
14%". Shpg. wt., 2 Ibs. 

BAGG ONE ces <8 cg Ces t Tat 1.84 


29-Drill Capacity. As above, but takes 29 
bits from Ye” to Y” in steps of Ys’. Includes 
U.S.S. and S.A.E. tap information. Size, 4x7x 
1%”. Shpg. wt., 3 Ibs. 

50 N 084. NET 


13-Drill Capacity, Same as above, but holds 
13 bits from \%.” through %4” in %s” steps. Size, 
2M%ex454x54". Shpg. wt., 1 Ib. 

34 WADE. oer cof resets. 1-451 - 8lc 


em Chuck Key. For gear-type chucks. 
ade of highest quality materials for ex- 
cellent service. Shpg. wt., 4 oz. 


SN HOS SNE Tay «<n aaanit eis dees 70¢ 


Y4" Chuck Key. Same as above, but for 4” 
chucks. Shpg. wt., 5 oz. 
50 N 197. NET............ Sain 7, (ORG 


Allied Supplies Everything for the Experimenter and Builder 


a power saw, a power screwdriver, power planer, sander, buffer 
or polisher. Ruggedly built for years of dependable service. 


ik) Babco 742 Right-Angle Drive. Use with 
Y%” electric drills for drilling in confined 
spaces such as between joists or shelves, crowd- 
ed radio and TV chassis, ete. Fits directly om 
3¥4"-24 threaded spindle (male or female). 
Choice of 2 speed ratios; half drill speed for 
polishing and double drill speed for sanding. 
Shpg. wt., % Ib. 

50 N 375. List, $4.49. NET........... 3.31 


Babco 730 Right-Angle Drive. Heavy duty, 
for 4” drills. Shpg. wt., 2 lbs. 
50 N376. List, $19.95. NET........ 14.70 


Babco 825 5-1 Speed Reducer. Fits any 

Y,” electric drill or any drill press. 5-to-1 
gear reduction produces large torque increase, 
more power at slower speed. Exceptionally 
versatile device drives or removes up to No. 14 
screws. Drills masonry or wood. Reverse fea- 
ture allows tapping up to 5 holes per minute 
Supplied complete with 4%” and Y” adapters, 
pera sleeve, screwdriver bit with sleeve. 


1S. 
50 NOOS. List, $13.95. NET........ 10.25 


Babco 30 Foam Disc Sander Kit. New 5* 

foam rubber backing pad with 4” ‘‘rubber- 
flex’’ swivel drive. Spindle fits any 4%” electric 
drill. Perfect for sanding flat, curved or irregu- 
lar surfaces—no gouges or swirl marks. The 
soit foam backer gives the sanding disc a vibra- 
tion-free contact with wood. Supplied complete 
with 6 assorted sanding discs for wood of 
metal. Shpg. wt., Y% Ib. 
SO N 236. List, $2.25. NET... 2.0.45. 1.65 


Babco 509 Replacement Discs. Pkg. of © 
sanding discs. Shpg. wt., % Ib. 
SO NAS 9s MOEA. > oats ators bd CO 37¢ 


Babco 912 Horizontal Drill Stand. 

Sturdy one-piece metal drill stand clamps 
or screws firmly on any bench or shelf. Ideal for 
converting any 4” electric drill into a handy 
bench tool. Increases efficiency in any work- 
shop. Perfect for sanding, buffing, grinding and 
wire brushing; both hands are free to do the 
work. A heavy-duty clamp holds drill securely 
in position on stand; an adjustable nut keeps 
drill at a level working position. 2 lbs. 
50 N 379. List, $2.95. NET........... 217 


Babco 946 Drill Press Stand. Drill stand 

converts any %” pistol grip electric dri 
into a lever operated drill press. Has positive 
action locking to hold drill at height selected 
Has 244” stroke. Drill press head stays in post 
tion—only slide moves. Take-up gib on slide 
maintains precision fit for smooth operation. 
Handle provides up to 15-to-1 leverage. Lever- 
age is set with thumbscrew adjustment. Ad 
justable depth stop for drilling holes to idem 
tical depths. Shpg. wt., 6 Ibs. 
50 N 233. List, £13.98. NET,.......10.25 
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Power Tool Kits—Drill Accessories 


CENTURY “MAGIC BLACK” HIGH-SPEED DRILLS 


COASTAL WIRE WHEELS 
AND BRUSHES 


A 
i 


ea 


We | 


Wire wheels and brushes for home and servic- 
‘jg uses. For any electric drill or grinder that 
will accept a 14” shaft. Both wheel and cup 
eype brushes are stocked in fine and coarse 
des. Type Nos. ending with “C" are coarse. 
hose ending in ‘‘F," fine. Excellent for remov- 
‘gz rust and oxide coatings before painting or 
plating. *Similar to Fig. A, but has shank. 


Stock Mfr's Wt, | NET 


7-Drill Set 13-Drill Set. Drill Only High-Speed Drills Masonry Set 
Complete assortment of top-quality drill bits. SPECIAL-PURPOSE DRILL BITS 


All sets feature special ‘‘Magic Black"’ temper 

to insure extra long life and keep points sharp tree aap tl Drill Sot. 14" Ke Ye ls. 

longer. Supplied in hand containers. A”. V4" shanks standar A,” electri js 
se : “f Carbide tips for drilling concrete, bricks and 


7-Drill Set. 7 drills, Ye" to Ye" in Vir" gradua- plaster. In plastic roll. Shpg. wt., 5 oz. 3 7 


No. Fig. | Type Dia. Mte. Oz. |EACH peep ety aes Saute Ps gets STISIe Te: 46 N 718. NET... cece reese tenes 
SONO23| * |91cF| 2° |%"Shank| 4 | .39 upplied in handy, hinged, clear plastic con- | Chrome Steel Drill Bit Set: Set of 5 chrome- 
SONO024| * |91Cc| 2° yr Shank} 4 | .54 telnet Oe a it conveniently hat edt alloy steel bits for electric drills. For use on 
SONO26| * |SIEF| 3” |”" Shank] 6 69 ately. Shpg. Wt.» 60% aluminum and other soft metals. Sizes, Ys", Her» 
SON027| * |91EC| 3° |%4*Shank| 6 | .67 Pe Lae 3.29 | "76 and y,". Have ¥%4” shanks. In hinged, 
$oN028| B |92C | 2 |4"Shank| 4 | .89 46 N 784, NET.....------00022 000+ : Glear plastic box. Shpg. wt., 1 Ib. 318 
BONS) & | Peer a a 99 | 5- Drill Set. Includes 5 drills, ¥4" to Ya" ig yer | 46.N 787. NET.. Pe a 1 
0 ‘ ‘ aoe 3 . fin} 

$3N 201] A [roe| & lHcsoe | | 33 Fie: eMac entuinpnnie | :¥ AO a os INDIVIDUAL DRILLS 

“ * Bore . drill bits are easily visible for quick se ction. High-speed drill bits in sizes from Ye" to %"- 
30N 203! A |P96c| 6° |’ Bore | 12 1.03 Shpg. wt., 11D. bi q pay Feature ‘Magic Black” super-hard temper. 

8.69 Sizes over V4" have %" shank. Av, wt., 3 02. 


46 N 785, NET..... re oe 


Muslin Buff. High-quality 6” muslin buff- - 
GI ing wheel and bar of jewelers rouge in | 13-Drill Set. Includes 13 drills, Ys” to Y%4" in StockNo,| Size | NET |StockNo. Size |NET 
Saled plastic bag. Ideal for the craftsman or 4" graduations. Packed in Huot index Drill | 49 N 656| 4s" 26 149 N 667| "3a" |. 70 
the hobbyist. For buffing and polishing silver, | Case, Opens like a book with every drill in- 49 N657| 54" | .26 149 N 668 V4" B43 
copper, brass, etc. Has 4 * bore, can be used stantly accessible and identified. Case size, 49 N658| %”" | .27 N 669) “11.02 
, with arbor listed below. Shpg. wt., 4 oz. 434x2x34". Shpg. wt., 9 oz. 49 N659| "| .30 N 670| “co” 1-26 
BO N.204. NET,......6++-++-- 2 at) op ONE Le Ce 5.A4 | 49.N660| 1%" | .36 49 N 671) Wnt 1.4 
%" Ya" 
mass Butts Identical to above, but has 4” 16-Drill Set. 15 quality drills, Ye" to Yo" in 43 “ ee) a ae pe wer LB 
diameter SET magi 32nds, Sizes over Y%4" have %4* shank. Huot | 49 N 663) "Mu" | .45 N674| Ye" |2.49 
J lly Bit ie veveeeer ss AOE Case has space for 14 more drills in 4s" gradua- | 49 N664| %e” | 92 N 675] 542” |2.85 
726 Arbor. For holding wire and tions. Case, 7x4x154". Shpg. wt., 3 Ibs 18.95 49 N 665| 14" | 59 149 N676) 2" 3-24 
or puens Phare rag on above. ues Yr 46 N 766. NET.........0-00- eee 9 49 N666! %” | .62 
e. ank, %” body. Can be use wit - E = 
any. 4 capacity electric drill, Has 60- Drill Set, Compile ator ene Steel Huot HIGH-SPEED INDIVIDUAL DRILLS 
> with eheris ene pcre te bess, Index Drill Case for protection and maximum For wood, plastic, thin aluminum sheets, etc- 
nfines Shoe. we, 8.08 SRE RANE, eee dex ‘bility. Case opens like book for auick | Drills have 4" shanks. Av. shpg. Wt. 3 0% 
rowd- 50'N 206. NET.. 32c¢ on of desired bit. Size of case, 47x3%/x Supplied in plastic sleeves. 
tly om 2%". Shpg. wt., 1% Ibs. StockNo.|/Size|NET|Stock No.| Size NET 
male Bag of 6” Assorted Sanding Discs. Set BEG ge NTL TOME choca c sae: 20.95 SON 351i %4"| 73¢ [50 N 358 “ar l Soe. 
= for ecine oa Sapplled: in uegulpisatic hag. | ———$<—<—<—— 20 N 352 ihr| 76¢ |50 N 357 Ker 92¢ 
nding pg. wt., 8 oz. ” ” 
3 3) BOW 207, NET.....-00.ccecceetseesers 23¢ LONG-SHANK MASONRY DRILLS 30 N 323) %:| 836 139 N 358| 74" | ze 
: 2a Ee ae BON 355! Merl B9G!.-..-.- tee , 
ARCO SCREW-DRILLS 6-Piece Hi-Speed Power Bit Set. %", VW", 


Type L-56. 18” carbide-tipped drill for %4” 54", 4", 4", 1". For wood, sheet metal, ete. 


Combination pilot hole drill and countersink. hole. With wide flute. Shpg. wt. 1% lbs. fe ; 

eat proper size hole for rapdectens ania 47 NOO7. NET......5-.---00t eee eeee 3.36 ae ae gener Deets sleeves, 3 be 540 
; also drills counterbore. Adjusta le to lengt s 5 pe eae Pa SS 

a, A ate Og” Type L-56. As above but for 4%” hole. 12” Bit Extension. 4%” With hex key, 7 oz. 
of screw. Vanadium steel bit; 4" shank. | 47'N 008. NET Br Bolt 4.09 | 50 N 360. NET.. se ewes ree 


*Wood-screw size. Av. shpg. wt., 2 oz. 
Stock No.| Type| *For | 1-5, EA. |6-Up,EA. 
50 NO10| 1106 46 


50 NOI1| 1108 #8 
BON Ole itio| #10 | 75e | 65¢ 
leeve. 50 N O13) 1112 #12 
).25 50 NO14, Set of 4 drills above. 6 oz. 
7 to § Sets, PER SET... 3 2.84 
lew S* 6 or More Sets, PER SET....... 2.46 
ibber- 7 EE ne 
lectric 
i BEAVER HIGH-SPEED SAW DRILL 
vibra- 
nplete BITS 
od or 
_ of 6 
® Drills, Saws, Ream 
. .37¢€ ¢ Ab v Re . ss oa I BURGESS V-760 TOOL KIT DREMEL MOTO-TOOL KITS 
ene EGEVE RES ORES Marking, engraving and craftsman’s kit. Ideal Moto-Tool Kit No. 2. Offers a powerful tool 
(aan for many industrial identification applications for heavy-duty jobs. Features a sturdy, 27, 
at foun A remarkably versatile all-purpose bit for use | 38 at 3 servicing sa0 Sophy it uses. Kit pm rotary motor—operates dependably under 
handy with any 4" or 4" electric drill, including drill | 18° sine urgess Vibro-Tool, ten all-purpose jong periods of continuous use. Self-aligning 
works presses. Made of the finest abrasive-resistant attac seed &nd sturdy steel storage case. Ex- hearings are mounted in felt oil retainers— | 
g and steel, it drills, saws and reams in practically any bs hs compact and easy-to-carry. Uses in= — ynjnimizes oiling: Attachments include: quick- 
Oo tke material. Use it for angle iron, pipe, wood, eh jewelry engraving; tool and instrument — action chuck and 3 collets; finger-grip; 4 emery . 
~ulely plastics, sheet metal, radio chassis, rack panels, marking; decorating and engraving metal and Wheel points; dressing stone; 8 hig -speed steel 
keeps etc. Easy to use since it drills its own starter glass; embossing metal; marking bottles and cutters; high-speed steel saw; 5 bristle brushes; 
hole. Cuts circles, ovals, squares, scrolls and all glass slides; copper and steel plate etching; steel brush; shoulder mandrel with sanding 
217 types of unusual holes. Works on objects too leather tooling and cutting, etc. For 110-120 isc; screw mandrel with felt wheel; drum | 
large to put on a jig-saw. An extremely helpful volt, 60 cycle AC, Shpg. wt. 3 V2 Ibs. 9 77 sander. Complete with compact steel carrying 
stand foo} for ce eae, serviceman, wood worker, 46 N 290, List, $14.95. NET......--- 7 am ie operaHicr from 110-120 volts, AC or 
: <1 custom installer, electrician an obbyist. Ex- dc. pg. wt., iS. 
tite cellent for making cutouts in record changer THOR G-A-K TOOL KIT 46 N 378. List, $27.50. NET.....-. 20.53 
is boards, speaker enclosures and equipment pan- Low-cost, 28-piece power tool kit. Speedway 7 A je 
: posi- els. Made of finest abrasive-resistant steel to SpeedGrinder has powerful AC-DC 20,000 Moto-Tool Kit No. 1. Similar to above, but 
ide assure long life. Flutes designed for non-clog- rpm motor; self-aligning bronze bearings. Slide- for light-capacity work. Includes: chuck and 3 
ation. ging operation at high speed. The three models type switch. Ideal for precision cutting and collets; 8 high-speed steel cutters; 4 emery 
es listed below have cutting edges especially grinding of intricate parts. Kit includes: 4— wheel points; ¥” drum sanders; dressing stone; 
 Ad- shaped for the recommended types of material grinding stones; 4—cutting burrs; 3—brushes; 4 mandrels; 3 bristle brushes; 3 cut-off wheels; 
‘deme to be cut. Av. shpg. wt., 3.0z. 1—polishing tool; 2 mandrels; and 12 sanding 2 polishing wheels; 5 sanding and polishing 
46 N 795, All-Purpose Bit. discs. With case and manual. For 110-120 v., accessories; steel carrying case. For 110-120 v., 


60 cycle AC or DC, 21% lbs. AC or DC. 3% lbs. 
46 N 365. List, 706 NeT........12.56 46 S95: 2G S33.50.. NET......17 0S 


Your Satisfaction is Guaranteed When You Buy at Allied 307 


).25 


46 N 796. Wood Bit. NET 
46 N 797; Heavy-Metal Bit. EACH...1.65 


<< TT 


MODEL 537 7%” SAW 


A new heavy-duty saw from Skil incorporating 
all the quality and design features that have 
ped to make Skil power saws popular in 
me workshops and in industry. Use this 
super-powered saw to speed up construction on 
extra room, garage, porch or any other 
major building project. 


Big, powerful 10-amp motor delivers over 14% 
jower—more than enough power to han- 
die the toughest lumber-cutting jobs. Giant 
7%" blade cuts 2” lumber at 45° even after 
Several sharpenings. Important features in- 
le; exclusive sawdust ejection system for 
blowing dust away from operator and line of 
cut; exclusive blade lock for fast, safe blade 
changes; ‘‘vari-torque” clutch disengages saw 
shaft if blade binds or jams while cutting, for 
protection against ‘‘kick-back’’ and motor 
burn-out; conveniently located depth control 
for firmly locking saw at any desired cutting 
depth; full-view blade for high precision and 
accuracy during every application. 


Also features bind-free lower guard. When saw 
base is tilted, guard automatically retracts 
allowing bind-free starts even on compound 
miter cuts. No-load speed is 5400 rpm. Momen- 
tary contact switch is built into safety retractor 
handle. Depth of cut: at 90° 2347; at 45°, 174”. 


3-wire cord and connector. Overall length, 12”. 
For operation from 110-120 volts, AC or DC. 
Shpg. wt., 17% lbs. Only $2 Down. 
50 NX 486. 


44.95 


ist, $59.95. NET 


~ Power and Jig Saws 


POWER SAWS 


Buy these saws 
on Allied’s 
Easy Pay Plan 


Husky 6300 rpm 
1-hp motor—variable 
torque clutch 


MODEL 536 64” SAW 


Famous the world over for its many deluxe 
features and attractive price, the Skil Model 
536 is popular with home craftsmen and pro- 
fessional builders everywhere. Efficient 1-hp 
motor delivers substantial power. 


Variable-torque clutch provides built-in motor 
protection—saw shaft spins free if blade binds 
or jams in cut. Telescoping lower guard shields 
blade; retracts as blade enters cut. 644” blade 
cuts 2%—” deep at 90°; 134” at 45°. 54” round 
arbor. Equipped with safety retractor handle; 
enclosed momentary contact trigger switch; 
all-sleeve bearings. 


Easy-to-read bevel calibrations allow accurate, 
adjustable bevel-cut setting from 0° to 45°. 
Overall length 914”. Included are combination 
blade, blade wrench, 2-wire cord and connector. 
U.L. Approved. For 110-120 volts, AC or DC, 
Wt., 12 Ibs. $2 Down. 

45 NX 224, List, $49.95. NET...... 37.29 


Model 17984 Rip Fence. For Model 536 saw 
above. Shpg. wt., 4 oz. 
50 N 278. List, $2.95. NET.......... 2.34 


Model 576 Saw Table. Converts Models 536, 
537, 553 to bench saws. 21x1634” top. 14” high. 
By adjusting blade height, can be used for 
grooving, notching, dadoing. Adjustable miter 
and rip guides. Shpg. wt., 151% lbs. 

45 NX 226. List, $19.95. NET....... 14.89 
Model 18606 Steel Carrying Case. For 536 
saw. 11x11x12%4”. Shpg. wt., 8% Ibs. 

45 NX 225. List, $16.00. NET........ 1S, 


7 
: Complete with combination blade, blade wrench, 


MODEL 450 6%” SAW “ » i 


A heavy-duty, power hand saw meeting all 
professional requirements—ideal for home use 
too. Rugged 114-hp (9 amp) motor has no-load 
: speed of 5500 rpm. Automatic blade guard with 
4 lifter handle for plunge cuts; exposes only por- 
) tion of blade required while cutting. 644” blade 
\ cuts to 2546” depth at 90°; 11%.” at 45°—cuts 

“2-by-4’s"” at 45°. Minimum depth of cut 4%”. 
i Graduated angle adjustment easily set to any 

angle between 90° and 45°. Momentary-action 
’ igger switch with locking pin and guard. 
With combination blade, 10-ft. cord with 
: ground wire. Universal motor, ¥%” round arbor, 

adjustable rip guide. U.L. Approved, For op- 

Sli 110-120 v., AC or DC, Wt., 15 

own. 

46 NX 788, List, $49.95. NET...... 34.97 


POWER SAWS 


Industrial-rated, 
heavy-duty saws 
for home or shop 


2 amps. 
3 Ibs. O. 


50 NU 074, List, $39.95. NET..29.99 


SPEEDWAY MODEL 70 7” SAW 


10-ampere motor provides 1.5-hp for both home 
and workshop use. Tackles the most rugged 
jobs with ease. Features heavy-duty motor, 
6000 rpm speed. Built-in calibrator for 0° to 45° 
cutting; gives easy, fast-locking “‘one-point”’ 
adjustment. Smooth, effortless cutting even 
through a ‘2x4’, yet this low-cost saw is 
lightweight and perfectly balanced. Cuts 13%4” 
stock at 45° and 214” at 90°. Safety slip-clutch 
avoids motor burnout, excessive Wear on gears 
and bearing; gives extra safety against saw 
“kick-back.” Telescopic guard shields blade— 
automatically retracts as blade enters work. 
Wide range cutting vision. With 7” combina- 
tion blade, all-purpose blade. For 110-120 v., 
AC-DC. Wt., 17 Ibs. $2 Down. 

50 NX 274. List, $30.00. NET..... 26.66 


SKIL POWER 


Skil Perma-Grit 
Blades. Speed 
cutting time and 
decrease chance 
of accidental 
damage. Will not 


SAW BLADES 


Steel Alloy Blades. Highly dependable, 
smooth-cutting blades. Special nickel, chrome, 
molybdenum steel alloy. *Fits 54” round arbor. 
+Fits diamond arbor. Shpg. wt., % Ib. 


——)-_—_— --:~—s seh Sh, CU rr ,CCCS:™SCS 


308 


| a i 


chip thin veneer, ei - Stock Blade Fie e e OETA 
lywood, masonite, ed ae etc. Medes last No. Type Saw 1-5 | 6-Up 

for wee; Dever neeca sharpening. or saw- 45N 217|*6%" Combination| 536 

eee eens. = 45N 239|*7%4° Cross Cut | 537 |[.64||.48 
Stock No. ; | Fits Saw We. NET  —--45.N.219/*6%" Cross Cut_ | 536 _ | = 

45N2i2 il 536 Woz. |2.84  45N 240|*7%" Rip 537 

45N 246, *19512 | 537 1% Ibs. | 2.86 45,N 221 |*6%4" Rip 536 1.64 | 1.48 

ABN 214) 120155 536 % tb. |3.54 — 50N 327/*7%4" Combination] 70, 537 | |. I 

45N 247\ 120156 | 537 | Lib. 14.30 © 50.N007/+6'4" Combination| 450 


Depend on Allied for a.Complete Line of Experimental a: 


SKU ORBITAL-ACTIO 


JIG SAW 


> Hundreds of Uses 
°* For Home or Shop 
¢ Weighs Only 3% Ibs, 


Value-priced i 

V e » yet built 
liable service, the i 
efficient orbital 


Exclusive 
blade adde 


nip SE C, DC. Shpg. wt. 


REPLACEMENT BLADES 


Use For 


[Blade |Lbs./Set of 5 
\Coarse) % [3.72 
Fine | % |3°72 
Fine |% |3 
[Coarse] 4 

Fine 


SKIL PERMA-GRIT TOOLS 
HAND SANDER KIT 


Outlasts 
Hundreds 
of 
Sandpaper 
Sheets 


50 NO6I. List, $2.25. NET........... 1.64 
Extra Sheets. For above. Shpg. wt., 3 oz. 
Stock No. Type Description | EACH 
50 N 150 18764 Very fine 

50 N 151 18973 Fine grit 

50N 152 | 13982 | Medium | .79 
50 N 153 18763 Coarse 


PERMA-GRIT FILES 


Feature Perma-Grit tungsten-carbide abrasive 
for faster, easier filing ef wood, plastics and 
composition. Self-cleaning action. Flat file & 
coarse on one side, fine on the other. 14” over 
all length. Shpg. wt., 8 oz. 


Stock No.| Type Description EACH 
50 N 062 | 18730 | Flat file 
50 NO063 19859 Contour, 

coarse 1.07 
50 _N 064 | 19860 Contour, fine 


PERMA-GRIT SAND SHEETS 


Long-life tungsten-carbide sand sheets for ele 
tric oscillating sanders. Standard 33x9". Com 
venieatly pre-formed. Shpg. wt., 5 oz. 


50 N 154] 18700 | Fine 
N155| 18701 | Medium 
N{56| 18702 | Med. Coarse | LI3 
N 157 18703 Coarse 
N 158 18704 Very fine 
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HANDLES ALL 
SAWING JOBS 
WITH EASE... 
FROM 6” LOGS 
TO SCROLL WORK 


Jig Saws an 


| 


| 


* Versatile—8 
Saws in One 


® Powerful 1.8 amp 
Rotary Motor 


A versatile power saw for shop 


or home use. Has universal 1.8 A 
mp rotary motor for delivering 2650 strokes Equipped with rip guide Powerful 
minute under load; power to spare for mak- . 
: s short work of those extra tough cuts. and circle cutter for Heavy-duty, 
ngth of stroke, 5”. This deluxe unit is actu- straight and pattern work Yo-hp motor 


ally 8 saws in one—can be used as a rip saw, 
sping a die Fae roan saw, pene ans WEN 
st saw, hacksaw, and keyhole saw for profes- “ ” 
$ sonal looking carpentry, electrical or cabinet ss 909 ALL-SAW An extra-powerful, heavy-duty saw for every kind of sawing. 
= ork. Cuts any material including 1%” cold- Has circle gauge for easily cutting arcs and perfect circles. Cuts curves, straight cuts, or fine pattern 
Slled steel and 2x4 lumber. Makes all sorts of work in masonite, bakelite, wood, metals, tiles, formica, wallboard, plexiglass, plasterboard, 
Satricate cuts including starting holes and in- asbestos. Cuts all metals—from thin gauge to Yy" thick. This fast-cutting saw even cuts logs up 
ide cuts. Air stream keeps guide line free of to 6” in diameter, makes 90° cuts in 6x6’s, 45° cuts in 4x4’s, and cuts 2” pipe. Curved foot plate 
Gust. With 6-ft. cord; fine, medium and coarse enables saw to start its own inside cut anywhere. Features /-hp, 6-ampere motor, finger control 
saw blades. Length, 6%”. U.L. Approved. For 
‘gperation from 110-120 volts, AC or DC. Shpg. 
wt., 4 lbs. $2 Down. “vEe 
46 'N 362. List, $26.95. NET........ 19.81 pa ears pipe ee ae Approved. For 110-120 v., AC, DC. 8% lbs. $2 Down. 33 05 
46 N 363.Extra Set of 3 Blades. Same as » List, A90. WOURL s,Q eee wi nels aera re eens et sa aug ved cele: Vata Ve 
with 505 saw. 4 oz. List, $1.20. NET.....82¢ by a Pas ale lg vt NLY. With protractor, jointer, circle cutter, rip fence, front switch, 
fy". . Wt., " 
WEN 605K SABRE SAW KIT. Includes 50 NX 320. List, $14.95. NET.........---. ++ ee eeee 10.99 
Model 505 saw and 3 blades, described above; MODEL 900 REPLACEMENT BLADE SET. 7 aseorted blades, Incluc 7) On \ a 
plus © blade for non-ferrous metals and one for bibs aed BOF Sib CEMENT BLADE SET. 7 assorted blades. Including coarse, medium and 
etrous metals and asturdy metal carrying case. ; eb aed Say 
Shpg. wt., 6% lbs. $2 Down. git fos GO N 237. List, $3.40. NET........cccccceteeesrerecsececrtacsennsese gees essay yy 
45 N 999, List, $29.95. NET......... 


ee 


Lightweight aluminum 


body—polished 
ball bearings 


* High Speed 
* Heavy-Duty Motor 
© Orbital Type 


has been de- J 
0 SANDER i ling 

Miuable addition MODEL i . it is one of the world’s fost sander 
€ ersatile unit 18 ore combine to me € ‘surface for 


y 
H es anding s ‘ “ ” or 
6200 rpm motor; °° d long life. Sanding sv nient ‘off-on “a? wi t. Ke 
for, smooth Oper yA x6Ya" eann pera ooetoa | ody; S%xa Se 3 ihxs". For operation from 
Me, rh ndle. Durable cas\"'19-120 volts, = . vt. 7 1bB. Pr Pere eH 
ewitch ttn at ft. Pasaductor cord. For 110-1 vir N 375. List, $24.95. N 
A" bs. $2 Down, memete eataet 
Shpg.- wt., 8 94.95. NET-.- 70-8 
List, $34.99. 


MODEL 592 ORBITAL SANDER 
O-SHOP KIT Highly versatile orbital sander. The ideal electric sander for 
* the professional wood craftsman, or the do-it-your-self hobby- 


Multi pErpose =<" ist. Can be used for coarse or fine-finish sanding; also for 
home workshop Frill» Se polishing and buffing with the polishing pad listed below. 

. Shape of sanding surface allows sanding all the way up to 

Large capacity vertical edges and into inside corners. Powerful rotary motor 
delivers 5500 rpm and is practically stall-proof. Die-cast 


aluminum alloy housing is lightweight and rugged. Trigger- 
type switch has convenient “lock-on” button. Extra handle 
facilitates added pressure and better control when sanding 
rough surfaces. Less mindine sheets. Uses standard 334x9” 
sheets. 614x954x3%. For 11 -120 v., AC or DC. Shpg. wt., 


15” jig saw 


7 lbs. $2 Down. 
Model 572 50 NX 079. List, $49.95. NET osetia: et ORO 
Polishing Pad. For above. Wt., 3 Ibs. 


Low-cost power 50 N O96. List, $1.50. NET. ....eereeereerereereesee 1.12 


workshop featur- : 
ing large capacity 15” Jig Saw with power 
takeoff and disc sander attachment. 23 acces- MODEL 405 BELT SANDER 
oe eg ot res Se Ae oe hes Professional-quality sander with the speed and power to 
action saw has tilting table, 3450 rpm rotary quickly smooth down rough lumber, remove old paint and 
motor, blade guard. Flexible plastic shaft varnish or put a flawless finish to cabinet or furniture 
adapts to hand-—grinds, drills, carves sharp- jobs. An outstanding tool for hobbyists, carpenters and 
ens, etc. Accessories include: plastic handpiece; cabinet makers. Belt moves at rate of 1350 ft. per minute. 
rubber backing pad and adapter; 3 sanding Husky universal motor transmits full power through pre- 
discs: grinding wheel; cloth buffing wheel; wire cision-cut gears and rugged cog belt. Has ball and sleeve 
brush wheel, wheel guard adapter polishing bearings for smooth, extremely dependable operation. 
compound stick. Kit has 42-piece set for use Uses. extra-wide 4” sanding belts. Flush design allows 
with flexible shaft. Contains abrasive wheels, sanding right up to vertical edges. Simple locking device 
collet adapters, router, brush, drill. Saw ban. | for quick, easy belt changing. Rugged, die-cast aluminum 
dies any job—from intricate scroll work to full- housing. 63%4x634x12%2 _ Less sanding belts. For 110-120 
size furniture. Completely portable. For 58 60 cycle AC-DC. Shpg. wt, 16 lbs. 67.02 
operation from 110-120 volts, 60 cycle AC. 50 NX 328. List, $89.95. NET........ evangvae Sf 
Box of 10 Assorted Belts. Wt., 1% lbs. 


Shpg. wt., 17 Ibs. $2 Down. 
SON 952. List, $49.95. NET......87.30 | 50 NO78. List, $3.25. NET...... PARR TET T, « 
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Hand Tools — 


— 


MILLERS FALLS HAND TOOLS 


fh) Model 1710 Brace. Low-priced brace for 
ee A Square shank bits. Has adjustable forward- 


g head mount. Hardwood head and 
. Shpg. wt., 23% Ibs. 
N 022, List, 66.50, NEP. 2.25.26 
Model 170 Automatic Drill, Has con- 
venient, quick-action chuck. Locks or 
with slight forward thumb pressure. 
ited, red plastic handle has 4 compart- 
ts—holds up to 12 drill bits. Complete with 
i: Sha", Kea”, Ka” and 1% 4". 1044” long. 
= Wt, 


¥Y, Ib. 
46 307. List: $4.25. NET...:.....+: 


7) Model 1425 Hand Drill. High quality drill 
Ay has double pinion gears for smooth action. 
ive gear and pinions have precision-cut teeth. 

ck takes drills up to %4” india. Nickel 
frame and chuck. Hollow handle stores 


. Shpg. wt., 2 Ibs. 
N 174, List, $4.95. NET.......... 


erse ratchet control for use in limited space. 
a chuck with alligator jaws. 10-inchsweep. 
- Ball bearin; 


py Model 29 Spiral Ratchet Screwdriver. 
Easy-action, automatic screwdriver. Ye" 
bit drives or draws #4 to #8 screws. Care- 
fully machined spiral; dependable ratchet and 
reverse mechanism. Hardwood handle, forged 
steel blade. Length, 10’. Shpg. wt., % Ib. 

50 N 189. List, $3.50. NET....//°... 


Model 10 Awl. Has 
Pointed alloy steel blade, 


2%” long. Ni & 
ferrule. 47%” long. Shee Stet meuckel plated 


SO SRO C/E. Girne obec. 


HANSON ECONOMY HAND DRILL 


(E) Inexpensive hand drill with knurled, hard- 
J, ened steel chuck. Will take drill bits up to 
Ys” in emiaters Hardwood handle, with screw- 
0D Cap; has convenient storage space. Overall 
length 1114”. Shpg. wt.,1% Fes ‘i 

46 N030. NET....... 


ALL-PURPOSE HAND SAWS 


Coping Saw. Excellént, all purpose cop- 
’ © ing saw. Natural hardwood, lacquered han- 
al ratchet locks blade in position. 
“Supplied with 614" blade. Throat depth, 434”. 


4 . wt., % Ib. 
MUMSSIGZGLNET...........56.0.....56 45c 
ae + CS2. Replacement Blades. Wt., 2 oz. 

BN ove. Pig oe PER PKG. O¢ 
Perber Tubular Hack Saw. Sturdily 


4 


1" 
7 


Versatile 


SO N171. NET PER 


constructed hacksaw, adjustable for 10 to 

” blades. Rigid, chrome-plated %* tubular 
steel frame; chip-resistant baked enamel finish 
on grip handle. Blade can be set to vertical or 
leone cl Saeed Supplied with 10” blade. 


5 wt., i; 


*A7 NOOS. NET EACH..............- 1.49 


us placement pene See onains eae and 
> blade, bot . Shpg. wt., Z 
6 NO91. NET. PER SET OF ee AE 4 


m Forsberg V-35 Four- Way Keyhole Hack- 
saw. Handy lightweight saw for all gen- 

eral purpose work. Cuts metal, wood, plaster, 

conduit, etc. Blade is 7%" long, 24 teeth/inch— 

can be faced in 4 directions. Wt., 6 oz. 

46 N34], NET. fal 


Extra Keyhole Saw Blades. Wt., 2 oz. 
46°N 342..NEF EACH...... 0... cere ll¢ 


Millers Falls Model 526 Keyhole Hack- 

saw. Cuts metal, wood, plaster, etc. Has 
a replaceable 12” blade; 10 teeth per inch. 
Blade can be rotated and locked in any of § 


positions for easier odd-angle cuts. Handle fits 
blades below. Shpg. wt., 9 oz. 


46 N 102. List, $2.20. 'NET....... eos 
12” ACCESSORY BLADES 


No. Type| Teeth Per Inch| Oz. EACH 
46 N 1@3| 24 | 24 (Formetal) , 3 | 45¢ 
46 N 104| 27 | 7 Uror wood) | 3 | 496 


HAND-HELD REAMERS 


= 


“Henry Hanson Type 120. For enlarging 
holes in chassis, panels and other materials. 
shandle provides firm grip for heavy work; 
Ghee for use in drill chuck. Precision ma- 


(/) Master Reamer. Tapered from 1%” tip to 
” . Made of. finest tool steel. Plastic han- 
le. A very handy tool for the radio and TV 


wepairman, experimenter, electrician, etc. 


a WER. 88c 


NET 
MILLERS FALLS UTILITY KNIFE 
Mode! 333. 


cutting elges. 5” 
46 N 308. NET 


Replacement Biades. Package of 5 blades for 
ve. .018” thick. Shp a 1 oz. 


Gevsecesessrcdle 


10 


KNEISLEY MINIATURE DRILL SET 


Type KS-1115 Carbon 
Drill Set. An excellent ad- 
dition to any plant or home 
workshop. Set consists of 20 


ing. Component parts are 
manufactured of the high- 
est grade carbon steel, Units 
are hardened by a unique 
method, assuring precision production. Includ- 
ed with the set is a 4-jaw chuck with 4%” shank 
for using drills in standard chucks. Entire set 
is covered by transparent molded lucite case. 
Various drilis are always in sight for fast, con- 
venient reference. Handy container fits any- 
where, takes little space. Wt., 6 oz. 

LE LOL 2 ence sepa 6.29 


ULSTER K-29W ELECTRICIAN’S KNIFE 


Rugged knife for the 
electrician, service- 
man, etc. Two blades; 
combination screw- 
driver-wirescraper; 
spear-shaped blade. 
Brass center safety 
lock prevents blade 
from closing acci- 
dently. Each blade is 
2%” long of carefully tempered steel. Black, 
crt agi handle. aoe of knife when closed, 
34%”. Shpg. wt., 5 oz. 

AGN BAS AMET 557 2spnig sd oars abe, 


46 N 218. NET. 


Make Allied Your Headquarters for Hand and Power Tools 


BRINK & COTTON CARRIAGE CLAM 


Sturdily-constr 
ed “C" clamps 
high-grade mall 
ble iron. Haw 
greater than us’ 
throat depth a: 
two heavy rei 
forcement ridges 
corners, Permi 
deeper reach 
greater pressure 
clamping. Clamp screws have standard 
threads and vise-type handles. Maximum 
quired pressure may be applied by hand alo: 
Rocking swivel pads at screw ends for equali 
ing pressure when clamping on irregular s' 
faces. Type 141 has screw diameter of % 
Type 142, 54", Type 143, 


Model 1434. Kit of 4 
pertly designed wood chi 
els. These carefully m 


which permit deeper, more 
efficient cutting action and 
neater work. Blades are 
high-carbon chisel sted. 
Handles are durable, 
transparent plastic, firm 
ly bonded to blades. Di 
cove design for comfort 
able, sure grip. All chiselx 
have handle length of 3%" 
Overall length, 674”, Blade 
widths are 4%", 4%", %" 
and 1”. Supplied with convenient gray and red 
plastic carrying case. pg. wt., 14% Ibs. 5 44 


50 N 217. List, $7.25. NET. 
QUALITY HAMMERS 


Vichok HM-16 Soft-Face Hammer. Plastic- 
faced hammer for driving bushings and wrist 
Dins, body bumping, straightening bent chas- 
sis, etc. Steel head has 1%” dia. faces of red 


vinyl and amber tenite. Will not mar aluminum 


or soft metals. Hickory handle. Length, 1234". 
Shpg. wt., 1 Ib. 
S@N161. NET.. 


Great Neck R-16C, Deluxe, well balanced 
claw hammer. One-piece construction elimi- 
nates head loosening. Precisely tempered claws 
for easily pulling small nails. Rubber cush- 
ioned handle for secure grip and excellent shock 
absorption. Length, 13”. We, 1} Ibs. 

45 N848.........0..05. ake 3.53 


MILLERS FALLS COUNTERSINK 


Model 710. Made of fine-grade high- 
speed steel. For use in any material or- 
dinarily machinable with a high-speed 
cutter. Cuts fast and clean in soft steel, 
iron, wood and similar materials. Has 
5 carefully ground flutes for fast cut- 
ting at 82° angle for wood and machine 
screws. Shank, 14". Fits any brace or 
drill. Overall length of unit is 214", 
Shpg. wt., 6 oz. 

46 N I56. List. $1.75. NET.......... cae 


G-H CENTER PUNCHES 


Model 79. Hand pressure on 

handle triggers pore e spring 
which drives punch. Extremely valu- 
able builder’s aid. Simply turn top of 
handle to adjust tension for light or 
heavy punch. Size, 4” dia. x 5”. Re 
placeable point. Wt. oz. 
46N 195. NET...”... 3.10 
46 N 196. 79P, Extra p . 44¢ 


Model 806. For use with hard- 

ware having countersunk mount- 

ing holes—hinges, switch plates, ete. 

() {n} Tapered end fits into hole, automat- 

ically finds correct center. Just tap 

pin and work is accurately marked. Punch and 
pin made of steel. Shpg. wt., 2 oz 

«+ SBE 
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COMBINATION DRIVER SET 


A complete nut and screwdriver set, ina 

handy pocket-sized roll. Multi-purpose, 10- 
piece tool set contains 6 nut driver blades, 3 
screwdriver blades and a clear amber plastic 
handle with an aluminum adjustable screw 
chuck. Blades are made of hardened and tem- 
pered tool steel, nickel plated to prevent Tust- 
ing. Nut driver blades are for hex sizes %e”, 
V4", 546", Ya", 4", Ye". 3. screwdriver blades: 
4x6" mechanic, %4x5'4" recess No. 2, Yex3Ve” 
cabinet type. Each tool kept in place in its own 
transparent compartment. Plastic roll case has 
size markings under hex blade compartments 
for easy identification. Convenient tie string. 
A low-priced extremely useful kit for the serv- 
iceman. Shpg. wt., 1 lb. 


46 .N 463, NET.......... 


5-IN-] SCREWDRIVER SET 


(B] Screwdriver set containing five most-com- 
monly-used screwdriver types. Interchange- 
able blades are easily inserted into aluminum 
screw chuck of the shockproof, unbreakable 
amber plastic handle. Hardened and tempered 
tool steel blades are nickel plated. Set contains: 
Yex3 Vy" cabinet blade; %ex3¥2” cabinet blade; 
Phillips No. 1 (%x4¥%”) blade; Phillips No. 2 
(%4x4V4") blade; %x4%" keystone blade; plas- 
tic handle. Includes durable plastic roll-up 
holder with handy tie string. An economical, 


extremely versatile addition to the shop or 
home too! chest. Shpg. w' 
46 N 096, NET 


SSS 


“MAGIMMICK JR.” 


 ———_] 


A very useful tool when working in restricted 
space. Consists of permanent magnet mounted 
on a swivel-joint extension handle. Retrieves 
nuts, bolts, etc. in hard-to-reach places. In- 
dispensable when working on miniaturized 
units, in corners or other tight places, in dim 
light, etc. Swivel joint permits adjustment for 
reaching around close spaced components. 10” 
long. Shpg. wt., 6 oz. 

PEN UBA NET nett garn.c fess soe 1.20 


HANDY STEEL TWEEZER 
Finely tempered, —— 
nickel-plated steel 


tweezers. Size, 642” long. For all types of deli- 
cate work. Aids in servicing transistorized 
equipment. Holds wires, nuts, screws, etc. Easy 
to hold. Shpg. wt., 4 oz. 
46 NO95, NET..... 


——_—_——— 


TRI-TAP TOOLS 


Tools made of tough, 
heat-treated steel, 
plated to resist rust. 
One tool taps 3 thread 
sizes. Choice of 3 
models, each with replaceable tap. Plastic han- 
dle fluted for non-slip grip. Tap easily removed 
for compact storing. A precision tool for use by 
the electronic technician, journeyman electri- 
cian, and the radio-TV repairman. Av. shpg. 
wt., 8 oz. 


Type HT-24. Taps 3 thread sizes: 6/32, 8/32, 
10/32. With replaceable tap. 


45 N 354. NET EACH..............2.06 


Type HT-25. Taps 3 thread sizes: 6/32, 8/32, 
10/24. With replaceable tap. 
45 N 355. NET EACH 


Type HT-29. Taps 3 thread sizes: 6/32, 10/24, 
¥,/20. With replaceable tap. 
45 N 356, NET EACH 


EE 


Outfit Your Shop on Allied’s 
Easy Payment Plan — Any 
Tools Totaling $20 or More 
May Be Purchased with Only 
a Small Down Payment. 


SCREW EXTRACTOR SET 


Model 20. For clean, easy removal of 
broken screws, bolts, studs and pipes that 
resist regular methods. A hole is drilled into 
broken piece, using correct drill size marked 
on extractor. Turning extractor counter-clock- 
wise removes broken piece on its own threads. 
No damage to threaded hole results. Set con- 
tains 4 extractors in polished hardwood box. 
Removes screws ¥2 to 5” in dia. Also, Ye” and 
Y%” pipe. Extractors are constructed of tough, 
highest quality alloy steel. Scientific heat treat- 
ment of steel makes screw extractors practically 
unbreakable. Shpg. wt., 1 Ib. 

b Can ey Bat. ee ee 1.88 


INDIVIDUAL TAPS AND DIES 


High-quality taps and solid dies for all-purpose 
use. Made of tough carbon steel to insure long 
life of tool and clean, accurate threads. Right- 
hand thread. Shpg. wt., 2 oz. 


Size | Tap_ | EACH Die EACH 
4-36 46 N 700, 30¢ 46 N 706 
6-32 46 N701| 30¢ |46 N 707 
8-32 46 N702| 30¢ |46N 708) Adc 
10-32 |46 N 704| 34¢ 46 N7i0 
10-24 |46 N703| 34¢ |46 N 709 
%-20 '|46 N 705! 38¢ 146 N71} 


Tap Wrench. “T” handle tap wrench for 
above taps. Sliding bar handle with spring ten- 
sion gives plenty of leverage. Can be adjusted 


for one or two hand operation. Wt., 4 oz. 
46 N713. NET 


TAP AND DIE SET 
© 39 Tools in Popular Sizes 


Model 614V. Complete set of high-quality, 
popular size taps, dies and accessories—: ) 
pieces in all. Contains 1 each tap and die: 4-36, 
6-32, 8-32, 10-24, 10-32 and 12-24(MachineScrew 
Standard), %4-20, 46-18, 3-16, Ye-14 and) 
NC (U.S. Standard), Va-28, e-24, 34-24, Ao-2 
and Y%-20, NF (S.A.E. Standard), Y" pipe; 
Includes die stock, tap and reamer wrench, "1" 
tap wrench, screwdriver and screw pitch gauge. 
Dies are V-notch adjustable. Green plastic case. 
Shpg. wt., 4 lbs. 
$BPK 34s. Outs 82 Down, NET....+.- 2600 


RADIO TAP AND DIE SET 

Model 21. 12-piece set covering basic 

threads most often used in radio work. An 
excellent, low-cost set for the radio serviceman, 
hobbyist, experimenter, or engineer. Includes 
1 each plug tap and die, sizes 6-32, 8-32, 10-24, 
12-24, %4-20. Dies are solid type, 1” dia. et Js 
carbon, tempered steel assures long tap life. 
In mahogany box. Shpg. wt., 3 lbs. 
46 N 025, NET ee 


HIGH-SPEED DRILL BITS 
iG Model 113. Set of 13 high-speed drill bits, 
Ye’ to %” in Ya" graduations. Carefully 
tempered and precision-ground to assure long 
life. Complete with convenient, hinged plastic 
case. Shpg. wt., 6 oz. 
50 N 059. NET........ phat Rp is, 


665A 


Model 665A Vise. An excellent tool for the 
home workshop. Three rapid-acting vises— 
woodworking, metalworking and pipe vise all 
rolled into one. Removable fiber-board jaw 
faces clamp wood without marring. 5” wide 
serrated steel jaws provide powerful grip for 
metal jobs. Built-in pipe jaws hold pipes of Ye” 


to 24%" dia. Jaws are 3%” deep. Max. jaw 
opening, se Sour base. Enamel finish. 
Shpg. wt., 35 Ibs. 

AGLHU OES METS: ire sce op eset 16.20 
Model 664 Vise. As anes but 4” jaw. Opens 
to 414%”. Shpg. wt., 28 lbs. 

BO NX 490. NET c5...-05-0 20500 14.27 


Model 364. Vise and Positioner. Ruggedly- 
built utility vise mounted on famous Pow Rarm 
positioner. Excellent combination for work on 
small electronic assemblies or parts. Single- 
handed release of positioner level-bar permits 
rotating or tilting work to any desired angle. 
Tightening of lever bar freezes work solidly 
in place. Provides a second pair of hands for. 
production workers, servicemen or home crafts- 
men. Permits single clamping of work in vise. 
Positioner is cadmium-plated steel. Capacity, 
15 lbs. Vise jaws are smooth steel, 24%” wide; 
open to a maximum of 24%”. 5 Ibs. 
50 N 149. NET 


364 


Model 1126. Removable steel jaws open to a 
maximum of 24%”; jaw width, 2M". Ope 
and closing controlled by slide-bar, Thumb- 
screw locks ewes pare in place. 2 mtg. holes in 
base. Shpg. wt,, 5% 1bs. 

46 N 896. NET.......- cena vere 


Model C5314. Econ- 
omy model $i," jaw 
vise. Quality con- 
structed to handle 
most types of light, 
general work. kea- 
tures removable steel 
insert jaws, built-in 
pipe jaws, precision 
machined screw. " 
Swivel base allows 

unit to be swung instantly to any desired posi- 
tion. Thumbscrew locks base securely in place. 
Large anvil with forming horn. 4 mounting 
holes in base. Shpg. wt., 12 Ibs. 
SO\N 407. WET: .<-0 eee vor ORD 


Model C54. As above, but 4” jaw. 15 Ibs, 
50 N 488, NET ee Ge 


Model C55, As C531% abo but 4%” 
width. Shpg. wt., 19 ee: ve, but Sa 
50.N 469, NET... ces weer 


ee 


MILLERS 


For holding 
work on drill- 
press bed or 
work bench. 
Radiomen find 
it perfect for 
holding parts 
to be soldered, 
sawed or drilled. 
Sturdy steel jaws are 234" wide. Have parallel 
faces extending to 34%”. Removable swivel jaw 
is provided for holding odd-shaped parts. Slide- 
bar type handle and fine thread on screw give 
excellent leverage for solid, reliable grip on 
work. Shpg. wt., 5 Ibs. 

46 N 064, NET......... taicts eae 


Allied Radic Corporation, 100 N. Western Ave., Chicago 80, Illinois 


BRINK & COTTON NO. 149 VISE 


Sturdy, practical and efficiently 
constructed clamp vise ideally 
suited for radio work. Securely 
holds small parts for soldering, _¢¢ 
filing, cutting, etc. Smooth, easy § 
action. Compact unit can be 
clamped to any bench or table 
up to 2” thick in just a couple of 
seconds. Transfers to another 
table in moments. Jaws are 13%” 
wide, open to 134”, and are ma- 
chined to meet squarely for a firm, safe ip. 
Wise sree Aightenios ape connect to 
rive screw. . wt., 2% lbs. 
46NO15. NET. © se 


A complete selection of famous Kraeuter tools for radio-TV work, servicemen, technicians, 

uction lines—anywhere high-quality, dependable tools a 

_ from high grade tool steel and precision finished. All have resilient, acid and grease resist- 
' ant, vinylite “‘Cushion-Grip" handles and polished heads. Av. shpg. wt., 1 Ib 


» required. Hammer forged 


Fig., Type Description | 1-5, EA, (6-Up, EA, 
A |\CCG4625'5* Needle Point Diagonal Cutters with Spring 3.45 3.13 
CG4501 |4%4” Narrow Head Diagonal ‘‘Oblique’’ Cutters 2.17 1.96 
CG4501 |5” Narrow Head Diagonal ‘‘Oblique’’ Cutters 2.35 2.13 
CG4501 |6” Narrow Head Diagonal ‘‘Oblique’’ Cutters 2.72 2.47 
\CG2612 64" Wire-Stripping Diag. Cutters (w/spring) 3.39 3.08 
CG5627 |514” Resistor Terminal End-Cutting Pliers 3.63 3.30 
356 |5¥%” Combination Pliers 1.95 Py gr 6 
CGi641 |5” Short Chain Needle-Nose Pliers (with cutter) 2.46 2.24 
CG1661 |6” Long Chain Needle-Nose Pliers (with cutter) 2.68 2.43 
\CG1671 |6” Long Chain Needle-Nose Pliers (no cutter) 2.09 1.90 
33 CG1i781 |7” Long Chain Needle-Nose Pliers (with cutter) aes 2.93 
4l CG1i663 |6” Radio and Ignition Nose-Cutting Pliers 3.56 3.23 
tt CG1650 |6” Long Jaw End-Cutting Pliers (w/spring) 3.56 3.23 
4) CG1741 |6” Long Flat-Nose Pliers (no cutter) 2.26 2.05 
33 CG1801 |6” Linemen’s Side Cutting Pliers 3.12 2.84 
CG1801 |8%4” Linemen’s Side Cutting Pliers 3.79 3.43 
614" Electrician's Side Cutting Pliers 2.43 2.20 
7” Heavy-Duty Diagonal Cutters __ 2.62 2.38 
8” Long Reach Short-Jaw Nose-Cutting Pliers 3.66 3.32 


® 8 ® 


jsion-made pliers effective for work on 

fiaturized electrenic assemblies and all 

_ types of delicate mechanisms. These favorites 

, widely used by hobbyists, experimenters, 

latchmakers—various types of craftsmen. All 

drop-forged from high quality steel and 

sh-finished. Grips are cushioned for com- 

ble, fatigue-free use. Type 81 is specially 

designed for close cutting of small, soft wires. 

‘Type 82 is for end cutting as in printed circuit 

_ assemblies. Types 83, 84, and 85 have smooth 
jaws. Ay. shpg. wt:, 5 oz. 


Type | Description | 1-5, EA. 6-Up, EA. 


CGai |Diag. Cutting 2.50 | 2.27 
- CG82 [End Cutting | 2.91 | 2.64 
CG83 Chain Nose | 2.35 | 2.13 
CG85 Round Nose | 2.35 | 2.13 
CG84 Flat Nose | 2.35 | 2.13 


‘ KRAEUTER JEWELERS’ PLIER SETS 


® Cushion-Grip Handles 
® Pliers Matched in Size 
® Machined From Tool Steel 


Type CG90. Complete set 
of 5 jewelers precision pliers 
in durable black zipper stor- 
ing case. Contains every 
popular type pliers. Used 
extensively for delicate, pre- 
_ cision work on miniature mechanical and elec- 

tronic equipment. Set consists of 1—Type 81 


y liagonal cutters, 1—Type 82 end cutters, 1— 
pe 83 chain-nose pliers, i—Type 84 fiat-nese 


J ers, and 1—Type 85 round-nose, round jaw 
‘3. Tools are 414” long. Supplied complete 

with case. Shpg. wt. 

46 N 423. NET. 


1% Ibs. 


14.34 


e as above except 
Set includes 


KRAEUTER PLIERS & SNIPS 


5-POSITION 
SLIP-JOINT 
PLIERS 


No. CG710, 

Precision 

crafted, ex- 

tremely versa- 

tile, slip-joint 

pliers. Made of 

sturdy, drop- 

forged tool 

ee Five par- 

allel adjust- 

ments allow 

settings from 

He” to 15%". “‘T"' section provides for added 

strength in lower jaw. Milled teeth assure firm, 

non-slip gripping. Recommended for use by 

technicians, experimenters, hobbyists, auto me- 

chanics, etc. Precision-machined with polished 

finish. Grips are cushioned for comfort during 
extended use. Length, 10”. Shpg. wt., 10 oz. 


SEN AZL NET 5.0205 ican oe Zor 


PATTERN SNIPS 


Type CGS3. Precision, rugged, multiple 
action snips for cutting sheet metals up to 
18 gauge cold rolled steel. Drop-forged tool 
steel blades are serrated. Blades stay sharp at 
all times and have uniform cutting action over 
entire length of cutting edge. Comfortable 
cushion-grip handles. 10” long; cut 144”. Shpg. 


ee tA 
EOIN, SASRNETC colle ss cscc vo cam 323 


Type K-13. Combination pattern snips. 
Designed to cut either curved or straight 
lines in sheet metal, plastics, rubber, leather, 
etc. Drop forged from top-quality tool steel. 
Blades stay sharp and have uniform shearing 
action over entire length. Pocket sized—only 
7” long. 15%” cut. Shpg. wt. oz. 
46 N 422. NET.. 


ADEL METAL “NIBBLING” TOOL 


“‘Nibbles”’ holes, 
slots or openings 
in sheet metal. A 
real time-saver; 
leaves smooth, flat 
edge on holes. Eas- 
ily munches 18- 
gauge steel, or 
alumioum and 
other soft metals up to %," thick. Minimum 
hple size, %e” diameter. Durably constructed; 
easy to use. Shpg. wt., 8 oz. 
43 N 863. 12-Up, EA.3.60 1-11, EA..3.85 


Replacement Punch for Above. Easy to in- 


Q 


stall. Shpg. wt., 2 oz. 
SON 130. NED... gos ew ckien oe «1,67 


UTICA ADJUSTABLE WRENCHES 


Type 91 Adjustable Wrench. Thin de- 

sign. Easily slip into tight places. Drop- 
forged from tough alloy steel. Thumbscrew 
adjustment holds jaws firmly. Chrome finished 
head. *Tip thickness. 


Stock |*Thick-|<,__| Jaw | Shpg. | NET 
0 ieee Size! open we CH 
46N481| 4" a |" \Doz. | 1.93 
46N482) Se" | oF | 4", lays o2.| 1.93 
ae aes] ee | E| elt (ag 
46 N484 4 "\1 Ib. : 
SEN 488) Ye | ioe | ise live ios alae 


UTICA STRAIGHT CUT TIN SNIPS 


(Z| Type 270. Sturdy tempered, forged steel 
(z] construction. Cutting edge holds sharpness. 
Powerful, lever action makes cutting easier and 
faster. Ring-type handles provide firm, com- 
fortable grip. Length, 7”. Shpg. wt., 12 oz. 7 

ee Mita. WET. oe ics we: tee ee 1.79 


DIAMOND ADJUSTABLE WRENCHES 


Type DB-76. Double-ended 6’ wrench. 
Drop forged “Diamalloy”’ tool steel. 
Capacities are Y%” and 3%”. Y2” jaws are ¥%” at 
tip with 546” maximum head thickness; 34” jaws 
are ote tip me 1342” maximum head thick- 
ness. Shpg. wt., 6 oz. 

ASIMTZOANGNT, isc te, e650: i ogres 2.74 


Type DB-78. As above but % and '%_" capac- 


ity. Shpg. wt., 10 oz. 
BO NAPS) NET. oc enna ta Oe 


DIAMOND SLIP-JOINT PLIERS 


Slip-joint combination pliers with handy 

wire cutting groove. Excellent for all gen- 
eral-purpose work. Precision milled jaws pro- 
vide a firm, non-slip grip on large or small ob- 
jects of any shape. Nickel-chrome plated. 
Knurled handles. *Indicates side cutting action. 


Stock No. | Type Description Wi. 


SON | 16! K-15 |5” Long, %4” JawCapacity|10 oz.| .80 
46N 460) K-16 |6" Long, 1” Jaw Capacity |120z.| .87 
50ON 337) *P-17|7"Long, 1%" Jaw Capacity! 8 oz.|1.41 
5ON 1 17| K-18 |8' Long.1%" JawCapacity|14 oz.|1.11 


VLCHEK DOUBLE END WRENCH SETS 


Type X2664. 5-piece open-end wrench set. 
Made of tempered carbon steel. Ten openings, 
Va and Ye, Ae and ¥%, %e and Y2, % and oh 

ust 


and 1%". Sizes marked on wrenches. 
resistant. Wt. 


_% 1 
46 N 265. NEY . 


Type X3412. 5-piece combination box and 
open-end wrench set. 3%" to 4%". 4%" and %*; 
Ye” and Ye"; 2" and ¥2"; Me” and %e"; 5" and 
54". Sizes marked on wrenches. Wt.,%% Ib. 

50 N 120. NET 


“TRU-CUT" LOCK WRENCH 


ang tN NE 


Type 10-DC. Rugged, heavy-duty tool. Ap- 
plies tremendous pressure with minimum 
effort—up to 1000 ibs.! Non-slip grip holds 
objects of any shape. Can be used as quick- 
clamp, pipe wrench, toggle press, or hand vise. 
Finger-tip release opens wrench instantly. 
Kuurled-head adjustable bolt sets tool for 
sizes up to 114”. Nickel-plated hardened steel. 


10” long. Shpg. we t 
BON 454, RET eee, ss cesseeehZ2 
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A top quality line of hond tools mad 
leading domestic tool manufacturers. 


Cy 


e Unsurpassed Tool Values © Have Plastic Cushion Grips Top auhrome-vanadium steel shafts imbedded 
4 e ision-. in rugged ‘‘Ambery!” plastic handles. oO. 

. an Padberg ree” ee ab egrie Accurate and ip rugged, Ame Pnillips. $With pocket clip. 

e High-Grade Carbon viet ere Siock No. |Fiz. Shaft | Leth.| Wt. | 15, EA. 6-Up,EA. 

e Made by Leading Manufacturer © Forged from Selected Tool Steel GEN374\ 1 lave | ou" Zor] al | «ee 
Knight pliers offer exceptionally high quality Precision-made pliers for work on miniaturized 45.N 375) J |%x6" 8%" 202.) .34 pr 
st an economy price. Listed below are the most electronic assemblies and all types of delicate 45.N 376| J |¥%x8 10%" 202.| .4' a} 
fully designed and Ae 377| J |“x4" | 7%" | 402.) « so) 


popular types used in service 


Jeading tool manufactu 
exacting specifications. 
conditions throug! 


KNIGHT HAND TOOLS 


e especially for Allied by on extremely low price. 
Carefully manufactured to obtain substanticl savings 


Allied’s rigid specifications, these fine tools offer high quality at 
KNIGHT TOP-VALUE PLIERS KNIGHT JEWELERS’ PLIERS 


shops, labs, and mechanisms. Units are care! 
oduction lines. Made by one of the nation’s built to Allied’s exacting speci 
rers to meet Allied’s ter craftsmen. Feature comforta' 
Rigid quality control cushion grips 

h step of production fatigue-free use. Widely used by engineers, 
electronic technicians, watchmakers, hobbyists, 


etc. Pliers are drop. forged from high-quality 45N 
tool steel and heat treated for maximum hard- 2 eS 


ness and durability. Tempered to resist abra- 
d wear—provide years of dependable KNIGHT HEX NUTDRIVERS 


sion an 
ccurately hined for top perform- . 
ccurately machined fa Quality hollow shaft nut drivers. Have steel 


service. A 
ance and easy 
polished finist 
have smooth jaws with no cutters; both have 
1%" inside length, chain nose tapers to ¥2" Stock No. |Nut Size| Length | Wt. 


Industrial plants, schools, and shops can 
by taking advantage of the quantity 


prices shown below. 


SCREWDRIVERS—-NUT DRIVERS 


) 


KNIGHT SCREWDRIVERS 


Top-quality, round shaft screwdrivers. Have 


fications by mas- 5 

ble plastic 45 
for long hours of continuous, 45 
45 

45 


K \¥x3"§ | 4%" | 202.| .20 | « 
L |34ex3"*| 64" | 202.| .56 | 49 
L |yx4a't | 7%" | 602] .67 | 99 


handling. All have full, machine- r se ” 
*Chai . liers shafts set in rugged Amberyl” plastic 
iy *Clsalts nose AUS es Tee have handles; hardened sockets for extra long wear. 


1-5, EA.|6-UP, EA. 


quality tools. Utica supplies a wide va 


- =a i 4 5 Sho” poi ; : 1 ie Prabhat 

‘goed Fig. Description point, flat nose to %2" point Av. shpg. wt., 5 0Z. a5N384| %! eR | Zan | ee “56 
i ing pli Stock NET EACH | 45N 385| %’ | 6%" | 202.) .64 | .36 

SON 131| A (6%” Side-cutting pliers 4 Description Te eUp 4oN 382) she | 6He pes Ei ae 

SON 132] B |6” Chain-nose with cutters sd - * -Up 42 N 387 iis oH |S ornled 138 

5ON 210) B (6° Chain-nose Pliers 45N 370| E |4%’ Diagonal Cutting Pliers 2.05|1.82 = - | | 

SON 133) C [5” Diagonal cutting pliers GEN 371| F 4%" Chain Nose Pliers* § |1.92 172 | 45N 388) 34° oh" 2oz.| .64 7 

SON |34) C 6° Diagonal cutting pliers 45.N 372| G |44" Flat Nose Pliers* 1'92|1.72 | 45.N 389) “%° | 6%" | 407.) . iz 

SON 135) D_|7" Chain-nose with cutters’ 2.50" 2. 42 N 373| H [4i4" End Cutting Pliers |2.3512.12 | 45 N 3901 4%" | 6%" | 402.) 

STEVENS-WALDEN TOOL SETS Z 


Model 3100S 14. Com- 
pact, 14-piece socket set 
covers majority of hex- 
head bolt and nut sizes 
encountered in radio, tele- 
eae hi-fi Bervicine 
Ideal for carrying in too! 
A selection of special-purpose scissors and boxes. Set includes: unt 
shears. Type 925 are electrician’s scissors. Made ae joint handle with 
of finest cutting steel—nickel plated. 925C sli tei - ff i 
same but has wire stripping notches on back of straig sess A he Sabet “ oe ¥\%e V4" Yo” 
blade. Type 4217 (not illus.) tnd astetal with amber plastic handle; %42”. He", %"- 2". i > 
hears; 4218 id je: 1b iti ed daaples She”, Ya", Ye” and Ye” hex sockets; 3’double. | following sizes: %6", %", He", "V2", Ye", Ye" an 
shears; are identical but larger. Square sockets in He", V4” and He" sizes. Uni- Y"; three screwdrivers; one combination ream-— 
Wt.| NET versal joint in handle makes it easy to reach er and awl; and one universal handle which 
. |EACH hard-to-get-at places. Tools have bright chrome 2 1 to f 3 
1%” 3 1.84 finish. a sturdy steel caer in handsome red pliers, 5” diagonal cutters, and insulated screw-, 
yr enamel finish. ~ Wty S. 
A 2.14 | sean oe NET PER SET.......... 5.52 | 46.N055. NET PERS 


“T" bar; one 


Electrical wiring, repair work and assembly jobs are easier with fine- 
riety of pliers, cutters and snips provide free, positive action un 


Model 3800B15 
“Spintite.” Deluxe 
15-piece radio and 
electrical set. An 
extremely handy 
kit—covers a ma- 
jority of the jobs 
encountered by 
radio-TV repair- 
men, electronic 
technicians, and 

home hobbyists. Includes 7 hex wrenches in 


holds all tool shafts. Also includes 6” long-nose_ 


driver. With tool roll. 24% Ibs. 
ET... .1.58 geen 


and uniform quality. Prec’ ion-fit joints 
der all conditions of operation. Accurate, 


d gripping are assured by careful alignment of jaws and 


finest tool steels assure superior 


that are jdeal for use by manufacturers, servicemen, Amateurs—any easy cutting an 
who insist on tools offering the utmost in smooth action, dependability cutting edges. Handles are of proper size and shape for comfortable grip 
and long life. Scientifically controlled heat treating and hardening of the and balance. Av. shpg. wt., 10 oz. 

Stock No. Fig. Type Description NET Stock No. Fig. Type Description NET 
46N 425 R 101 4%" Midget, Scissors-Type Snips 2.81 46N 478 Y 2291 6’ Insulation Skinning Pliers 2.58 
46N 466 S 470-5 5° Printed Circuit Cutting & Crimping Snips | 3.46 46N 489 z 3950 6” Linemen's Side Cutters 3:38 
50N 167 T 775 5%" Long Nose Pliers 2.53 46 N 470 AA 45 6" Aviation Diagonal Cutters 2.8: 
46N 475 a 77 6” Long Needle Nose Pliers 2.38 46 N 471 BB 40 7” High Leverage Diagonal Pliers 2.59 
46N 476 WwW 883 6” Curved Needle Nose Pliers 2.70 46N 474 cc 260 7’ End Cutting Nippers oat 
46 N 426 x 896 6" Cutting and Stripping Pllers 3.09 46N 477 oD 82 8° Assembly Pilers, Needle Nose { 


Allied Supplies Everything for the Experimenter and Builder 313° 


ee ee ee 


XceLite Nutdrivers & Screwdrivers 


SCREWDRIVERS 
a Dy} 3} ee High-quality, rugged scr 
[F) drivers in choice of blade si 
> pai lengths. Re cee pol 
c me vanadi 
rn imbedded in Wong Sool 
visas bandlee a not | 
| under rigorous us 
( A) a) Zz @ turning of blade in handle. He 
Z) ; dles fluted i yr Li 

(A) aeps Sh PAS et see of embedded end of blade prevent ws fesro-duy ws “a 

zandle. Available in lengths from 414” 2", hill 
feck tes ate ee sce om V4" to 12”. ) Phillips Screwdrivers. *Stubby type. {With pocket clip. 
A ype Gin, Coser pg. NET Stock Mfr’. s 

43 N 845 | K-182 ye |e ea! Sa a No. Type Te yt Cength| we.’ | EACE 

ae N 845 R182 i ry 44" Tor = Se aise Pins p ength|Length| Wt. EACH 

a ae ee ee: 

ashaws| tie |G | eae ts | 2s BREE] Sih | REL) ee) ae) 

E 1s c X-102 No. re Ks 

45 N79 2 A 4 # [6 43 .N o2 or _| 13% : 

a@5.N797 | Riss i & |i [ee 33 Seweer | xo Ne ca a Auber 

oz : 43 Nee2 | Sx-10 pe oe | oe | | es &, 
Set-S ; ; 1 | Noi * y ; dics Jae 

[B] ewasivers Benet ee iauality | Drecision-ground narrow-blade a5 8 582 ae Nea : si Soe ets 

couplers, Mere wcetnyeniont perce. Seo in knobs, pulleys, E) uate eens Screwdrivers. Fit clutch head screws used i sizes 4", 

a : if assemblies, elect ic g icti ‘a Pi i ‘ 

gi [SES le | ELE v= Se BMH] GS | ©) ee el saree 

es : G5324 5 oe |) a st 

iG Square Shaft. : 2? SON 146 | G3164 | ee rg er _| ton ‘BI . 

aft. Available in lengths from 754" to 18” (F Stubby Screwdri Ye" : - pe R= a 

. r 

Baucs re Shaft Size Overall) Sh F in cramped space. ver Vaca nere bhatt pots ed Plate: Son aa Type TV 

es ener ois henge |kenath npg. | NET 43.N944 | Sil [Regular] 1%" | 3%" | Sox | 5 Yer” and 
yi ‘ 

3 ; 632 Side i £ ie Tox. 66 {a Combination-Blade Screwdrivers. { W 

4 Ee oz ‘81 Stoék 7 ~~ Syerall aiipo ante crewdri 

43 N 634 |" S148 Ys A A eg Re, | eee Camhinm Prerell Shee NERME Phillips: 

N837 | S-388 % 8° oy a om |) 096 45.N 74 rico Kength| WE. | EACH 4 ere 

43 Nese | 83812 | 8 | 12%" fi. | 138 45 N 746 | CRI | er Regular #1 Phillips |" 7” Deigstey 

a eR ee ee ee 

HEX NUTD 4c” Regular #3 Phillips | _7* | 10 0z.| " aa 

pg. wi 

; RIVER SETS tke 

FLEXIBL 

SOCKE 

Excellen 

around 

and out 

way pla 

tremely 

i a a = = the ra 
Son: 137 

Sea sesh T & SCREWDRIVER SET MODEL 137 NUTDRIVE a ¢ ious 

oe plastic Be ea toe sar ee: 7 color-coded nutdrivers with a mid Ranaies 99% of Service Call eee 

s oa iM , : ’ page: : 

Male ince Fea fines: Hing A Shade ONE GUA Sas | eer ae tie Veratle  Fe 
3 No. i: stand- — ,red—%", yellow—He" nee! , 46 | 
Shanile: Shog. wt 2 be. rugged plastic Poliched steel ehanke THe V0 brownie most every radio-TV servicing heed he 
345 N 738, List, $14.45. NET......... 8.67 have hollow shafts forges whin tiettent vated ig are es Apa pa 
» Model 99X10 8"~Extension. For above. 5 9S Ne screws. Shpg. wt., 3 lbs. png rts Dliers; 6” adjustable wrench, nine regular FLE: 
245 N 787. List, $1.45. NET. ea 734, List, $10.70. NET.. 6.42 Var stubby nutdrivers Se? seubey. aa aig 

bitty: a tes it's vst by nut! river; He” stubby nut 
eS seven MODEL 17 NUTDRIVER SET chive 74” stubby nut anver: ie diotted [UB iar 
; : ; rivers in the most Teg rae Spee mer, adi 
Versatile et of quality tools with shoskproof, ae Esai EN iit valnable eadition to ay Teatape; OF extetalen, fogaiee ben He Soe 
Randles indicate socket iz ed plasti¢ plastic handles and polial durable color-coded peneepo Dye ects) ander 
r . lis r flex 
ete cite gets cag, imteny, Seton oer gtemesecmry | Aiea eal ae ea oie 
: Ben ie shatt hole 19e Tacha 4 ewe Sake. —M orange," amber $4", aresoeaiva" Rah he nickel-chrome finish. pe pl 
Say : ‘ 4". Se : is included. Sh ; ; 
j plated. Sturdy metal holder ‘ne See holding nutdrivers in ras AS paged eae ay tool is included . Shog. wt. Porte eels 50 NZ 
Vv ie Can be fastened to wall for added con. 45 N'733. Shpg. wt., 2% lbs. a ates 43.N 984 List, $37.29. WET. 22.95 
: epee sneed cover can be closed over tool Seen tates OOS NET stp oe 5.43 aL 
. om 23 i Dasilocked. Size, 714x7%4x14". eee Nutdriver Set. Same as Model 17 ere - Mibpengicteyesintnge hie 
45_N 735. List, $9.60. NET 5.76 pt with hollow shafts. 2 Ibs. Serna sete (OOPR and OOSM lived cn chie none 
rie oy MAN GSOIN foci css 0 7.17 Handieiuscd interchangeably with ecrewtria a 
Si ee v sed interchan: bly wi iver 
and nut driver blades i Cae 
ee Type Description NET Excelle 
99-1 | Regular hand “bated 
45 N 3261 99-6 | ye Nutdriver® Sae opie 
| “ an MECH es ee Nutdriver 54¢ For 
— ” Nutdriver 34¢ iA) sh 
% 45 N331| 99-9 | $4” Nutdriver ne 
|22-7 54¢ 
45 N 332| 99-10 | 4” Nutdriver es 
54¢ 
haa . 45 N 333) 99-11 | 14” Nutdriver 54¢ ee 
its } 45 N 334| 99- yy" i 8 
Sita chomereention Sec tune ganterd woe. tig ci guy error © REE Seal Aus | a 
; sly. ceLite - ; imited. Fig. is a kk Peed : 
ae ar ave color-coded, plastic fhe dite Se cS 8 Re eapou fiexayotial hens 45 N 337| 99-81 ee ey = Tet 
Rebtiching Mth Bak paving a hollow shaft for Shpg Are 6 be wd “ach wolame oaeS ae screwy oes Lipa: 
: long screws. Fig. J is 12, whi * “grant matiele: S-5,.5-10, B- OU ae 8 aN 
Siock ae 4 Wat a , Which are 5 oz. j j Pritt rs ah socket 
swe Type | F'®) Size | Handle jLeneth) cacy Stock | Mfr's Jrig.| Ut | Handie |Length| NET 45 N339| 99-83 | 4" and Su" Reed || = poe | 
45n779\ use || ui | Ree | | a7 6 45NG seo aE | —r {eae aS NTO fension | O76 or 

45N 720 | Hs.10 H . Feo an ids 8 87) 48N GSP de | k Ye") Rew” | ne | 28 ina ac ovis = con 8 

‘e 16 mber 6’ i . if se $4, : i 
43N781 | HS-11| H | tye" | Green | 6° $5 San oeclsae | nat | aoe au-| ‘3% |VLCHEK HEX for fa 

RAE ED el ee a ea Sean eee ca Je 

A Pica rown | 7" | 1. — mber | 3%" | proenes Micke. a at 
45N 794 | Hs-16| H |—%* | Rea T|1:02 45N32stra [Lt [K" | Red | 3%: el eear peiddahen Sioa ie 4% 
aoN7ea| sie) Wr Rea | 7 [1.05 | 45N S26] p45 | | oar! Amber | 3 fr | +48 steel frame like pocket-knife atten 
euros lieu | |e | tame] 7 (198 SON Tai || | Re) ae] 8 [bet Pia fom 50" sate 
: ye * ~ L | 546° ” ¥ ". Plasti 4 sion 
TL Sel Back | & 1153 BON basi pas | el | Amer | 3g: | 48 50 N 128. NET... atthe 
314 U i in 
se Allied’s Easy Pay Pl ae 
an on Tool Orders Totali 
ing $20 or More 


HANDY COMBINATION KIT 


Type RT-14. All blades fit the shock-proof 
Amberyl handle provided. Kit includes: Han- 
dle; 6” extension piece; 7 nut drivers, sizes 
Me", Va", Ke", Va", VB", Ve". 2"; 2 Phillips 
drivers, No. 1 and No. 2: and 3 regular drivers, 
sizes 4", Ke” and 14”. All drivers are of high- 
quality chrome-alloy steel. With 14-section 
leatherette tool roll. Shpg. wt., 11% Ibs. 

45 .N 829, List, $11.20. NET... 8.78 


27-PIECE TV AND RADIO KIT 


Type TV-27. Includes: 1 medium and 1 heavy- 
duty handle; #1 and #2 Phillips bits; YY", 
6’ and %” regular bits; 6” bit extension; 
6”, Va", Se”, "142", 0", Ke” and Y2” hex-nut 
its; 1 medium and 1 small offset regular 
screwdriver; %4" stub; 32” pocket-clip; #1 
Phillips; ¥%” screw-holding; %" insulated-blade; 
%e" screw-holding; %e” insulated-blade screw- 
drivers; %¢” metal-tip aligner; "x10" non- 
egenctic ark a 5/2” fiber television aligner. 
pg. wt., 2% Ibs. 
36 N O31. List, $24.70. NET.........19.36 


_ FLEXIBLE-DRIVE 
SOCKET SET 


Excellent for use 
around corners 
and out-of-the- 
way places. Ex- 
tremely handy in 
the radio-TV 
service shop. Shaft is made of tough, laminated 
steel wires. Transmits full twisting power from 
handle to hex nut. Thick cadmium plating. 
Shockproof amber handle. 834” overall length. 
Includes 6 hex sockets, sizes: ¥4". 46”, "V2", 76”» 


satile He", %”. With plastic case. 10 oz. 

ale ep ObT UNETI ox oee sees. oty 1.96 

a FLEXIBLE-SHAFT SOCKET DRIVER 

1 A"; A versatile flexible-shaft /%4” square driver for 
nut socket wrenches. Flexible shaft permits work- 

otted _ing around corners for driving or removing 


bolts and nuts in hard-to-get-at places. Idea! 
for radio-TV servicemen, industrial repairmen, 
Hams, hobbyists and homeowners. Has rugged, 
hardened alloy steel head set on a laminated, 
flexible steel shaft. Handle is made of unbreak- 
able plastic for dependable service. 65%” long. 
Driver only. Shpg. wt., 6 oz. 94 

BO N 224. NET.........--0- 0s eee eee c 


OFFSET SCREWDRIVERS 


ge,» ——- i 


Excellent for spots inaccessible to standard 
types. Heat-treated and tempered steel with 
screwdriver blade at each end. 


For Phillips screws, sizes 1 to 9. 44%” long.” 
Shpg. wt., 4 oz. 5l 
45 N 835. NET.........- ba 8 phar Cie oe' c 


For standard screws. 34” blades. 4 4” long 


Shpg wt., 4 oz. 
43N 843. NET 046 


10-PIECE SOCKET SET 


Handy 10-piece 
socket set. Con- 
tains 8 popular- 
sized heavy-duty 
sockets; 3-posi- 
tion handle; and 
31,4” extension bar 
for hard-to-reach places. Five 6-point sockets 
fit commonly used hex nut sizes: 46", 2", Ys 
%" and %.". Three 12-point sockets: 12", Ye” 
and %e". Rugged, versatile handle locks in 3 
different positions: ni left and straight. Has 
unbreakable amber plastic handle. 
sion adds extra length, for reaching imto out- 
of-the-way spots. 614” long, plus 314” exten- 
sion. Shpg. wt., 1 lb. 

aie GGe, MET S50 exes icaegee sets oem 


Screwdrivers and Hex-Nut Drivers — 


VACO TOOL SETS 


NUT DRIVER KIT 


Type SP-500. New, 5-piece set of high-quality 
nut drivers. Contains drivers for the five most 
popular hex nut sizes. Sizes are: %e", He", Ya", 
Y%4" and 1%". Have full polished chrome shafts 
and extra large, colored-for-size, comfort-de- 
signed handles. Specially treated sockets assure 
long-wearing use—fit long bolt extensions. Fur- 
nished in durable two-tone plastic box with 
hinged cover. A valuable service aid. Size of 
box, 5x7x2”. Shpg. wt., 2 lbs. 

43 N 982. List, $9.00. NET.......... 3.88 


HOLLOW-SHAFT HEX DRIVER SET 


Type K-7. This high-quality set includes 7 hex- 
nut drivers with color-keyed handles. Permits 
immediate selection of correct hex driverfor the 
job. All-hollow shafts. Sure-grip handles; extra- 
hard sockets. Supplied in convenient, plastic 
tool roll with individual holders marked for 
size and color. Shaft length, 3°. For hex-nut 
eee He", eh tee Vo", Ve", Ke” and V2". 
pg. wt., 4 |bs. 
43 N 906, List, $8.00. NET.......... 6.29 


“HOLD-E-ZEE” SCREWDRIVER KITS 


RT-52 


Type RT-52. Top-quality screwdriver kit for 


Special Bit 


use. Includes one each: TR-4, with 
blade; PR-4, 2x4”, for Phillips head 
R-6,; 542x6"; TR-8, %42x8"; TS-7, Hox 
21 gripper holds screws for start- 
ing in difficult-to-reach places. Handles have 
exclusive ‘‘lock-block”’ construction to prevent 
blade from twisting. Blades are chrome-vana- 
dium steel. In handy, easy-to-carry roll pouch. 
Shpg. wt., 1% Ibs. 

43. N 972. List, $4.50. NET........:.. 3.31 
Type TK-5. Similar to above, but for mechan- 
ics and car owners. Has 1 each: TS-4, 4ex4"; 
PS-4, %ox4”, for Phillips head screws; H-6, 
S46x6". Also one each of TR-4 and PR-4 de- 
scribed above. 114 Ibs. 

43 N 971. List, $5.25. NET.......... 3.86 


MINIATURE WRENCH SETS 
WALSCO HEX & SPLINE WRENCHES 


electronic 


An extremely 
useful assortment 
of hex and spline 
wrenches. Con- 
tains 11 of the 
most commonly 
used sizes in elec- 
tronic equip- 
ment. Key-type, L-shaped wrenches fit screws 
ranging in size from No. 2 to 3”. 7 are hex or 
Allen type (see Figure C above). The remainder 
are 4 different sizes in spline or Bristol keys (see 
Figure. D). Precision-forged from high-grade 
carbon steel for exact fit. Neatly packed in a 
leatherette case. Shpg. wt., Y2 Ib. 


AG W 166: List($2.25: NETs.-;.°.--. 1.32 


H. H. SMITH WRENCH SET 


Excellent set of 6 L-shaped 
wrenches to fit 7 most. popular- 
sized Allen-head screws. Nos. 4, 
5, 6, 8 and 10 as well as 4" and 
5%” sizes. Made of extremely 
tough “Alenoy”’ steel. Keys are 
neatly packed in convenient, 
leatherette case which fits into 
pocket. Shpg. wt., 3 oz. 


46 N 072. 1-11, NET EACH 
12 sets or more, EACH.. 


alc 
64¢ 


Allied Stocks a Complete Line of Tools and Instruments 


‘Var, 


~ att 


baca 


ZA-70— 


P550 


7-PIECE ALLEN SET 


Type ZA-70. Kit contains the 6 most popular 
hex key sizes—Yo", 54”, ¥42", Ya", Fa" and Hers 
Furnished with a 7-section plastic tool pouch 
and an Amberyl handle which holds the 6 in- I 
terchangeable blades. Blades are D 
tool steel. Shpg. wt., 10 oz. : 
BON 383. List, $1.78. NET........-.004 

x 


PHILLIPS SCREWDRIVER SET 


Type P550. Contains five of the most popular 
Phillips screwdrivers. Easy-grip handles are 
constructed of shockproof Amberyl. Rugged, — 
wear-resistant vanadium steel blades. Set sold 
as complete kit only. Shpg. wt., 1% Ibs. ‘ 


4 
For Screws 
No. 4 and smaller 


Type |Overall| Blade 
P1 614" |%—x3” 
p2 | 754" |iaxd" —|No. 5 to No.9 
P3 10” 7x6" No. 10 to No, 16 ‘ 
PS 37%" Y,x13%," |No. 5 to No. 9 
P6 3 Hexi4" |No. 4 and smaller 


A a i 


43 N 880. List, $5.72. NET.........4- +4649 


VACO HIGH TENSION 
TESTING SCREWDRIVER 


i 
Type AN-2, Handy pocket-clip model with” } 
neon bulb in handle. Glows bright or dim to test ? 
auto ignition or any other high voltage AC/RF 
source. Ideal for testing flyback transformers. 
5" long, 4%" dia. blade. Wt., 2 oz. 

43.N 745. NET sent OS 
Type AN-44. As above. 7%x!4" dia. blade, 
43 N 746. NET bolts aia REIT 


VACO INSULATED SCREWDRIVER” 


Type VR-261. Useful screwdriver for work in 
crowded “live” circuitry. Prevents shorts. 
6x14" blade fully insulated with break-resistant 
plastic. Ambery! handle. Wt., 3 oz. 


TaN B61. NET). o.oo nee LodZle 
VACO DOUBLE-END NUT DRIVER 

Type DE- ; 

810, The two (J ; 

most popu- ‘ I 

lar hex nut drivers combined into one toolthat ~~ | 

fits in the breast pocket. Single tool takes care { 


of most jobs. Has %” hex nut driver on one end. 
other end has %.” hex nut driver. Overall 
length, 6”. Shpg. wt., 4 oz. 

50 N 381. List, $1.00. NET...... «eo 


Vinyl Plastic Grip A 


Extremely rugged, quality-made screwdrivers, 
Special comfort-designed vinyl plastic grip is 
permanently locked into an unbreakable plas- 

tic handle—will not slip, slide, twist or come 

off in use. Fits hand perfectly—permits high 
torque to be applied against stubborn screws. ~ 
Shockproof handle is highly resistant to oil, 
water, gasoline, etc. Hot-forged steel blade is 
nickel-plated for extra durability. Precision 

cross ground points and blades assure perfect 
matching with screw slot. 
Types 557 and 558 are electrician’s typess a 
types 559 and 560 are mechanic's t = 
type 561 is Phillips type with No. 1 point; 

562 is Phillips type with No. 2 point. 


Stock | Mfr's, Blade |Shpg. We.,) NET 
No. Type| Size Oz. ACH 
50 N385 | 557 | 4x3" 2% 44¢ 
50 N 386 | 558 | 6xi%¢" 3 48¢ 4 


50 N 387 | 559 | 4x% 
60 | 6x%" 24 


315° 
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Alignment Tools and Servicing Aids 


G-C TV ALIGNMENT AND TUNING TOOLS 


(a) 
= vane a, 
4 @ 


a Description Oz.| NET Stock No.| Type |Fig. Description Oz.) NET 
42 N 378 | 8276 | A | Short duplex aligner 3 | 50¢ 42 N386 | 8607 | H | 124” nylon tip ali 
42 N38! | 8275 B | Zenith universal aligner 3 50¢ 42 N 387 |8608-E)... ec kaserabat et tip for above 
42 N 383 | 5097 | C | K-tran and IF aligner 3 | 76¢ 42 N 397 | 8273 All-purpose TV aligner 
42 N 391 | 8274 D | 9 nested core aligner 3 73¢ 42 N 399 | 8272 K | IF and oscillator aligner 
42 N 382 | 8271 E Stackpole stud-type core aligner 3 56¢ 42 N 348 | 9298 | L 2” blade ali 
geneee) ui | & | euler Re aula | 3) Ge | 220353 | 2s | | Oe A 

uplex stu igner ¢ y* T *M 

42 N 395 | 8277 | G | 24" duplex aligner 3| 50¢ eB) VBR RES ube Ses 


Won) wom 
fo} 
2 


Ww 


Description 


Oz.| NET 


NUT STARTER =—=-——s 


i D>) o=—S a0--&) 


CaaS 


42 N 377 | 8606 | P | Zenith-Admiral nylon hex wrench| 3 47 12” blade plasti 

42 N 380 | $282 | R | Zenith wrench and aligner 3} 335 42 N 385 | 8989 | Z | 16° blade viaatis ecrew dite iat 
42N 372 9091 | S | .125” hex nylon wrench 3 47 42 N 388 /|8728-A| AA | 7” long bone-fiber screwdriver 38 
42 N 346 | 9296 | T | 11” nylon hex (.075”) wrench 4 |_ .62 42 N389 | 8728 | AA! As above, but 12” long 144 
42 N 347 |9050-L| W | Zenith nylon hex wrench 3 47 42 N 390 | 8729 | AA| As above, but 16” long 56 
42 N 349 | 6035 | X | RCA VHF channel selector wrench} 3 | 1.06 42 N 420 | 9347 | BB| 7* ticht spot steel screwdriver 2.20 
42 N396 | 5000 | Y | Alignment screwdriver 32 42 N 409 | 9147 |CC| yw & “oe” hex nut starter 1.50 
8 G-C TOP-QUALITY ALIGNMENT TOOL KITS WALSCO TEL-A-TURN 

Ic ALIGNMENT TOOLS 

Pal 

~~ 

w 

33 

x 


Type 9200 Panel Kit. A convenient, wall- 
mounting ee kit of the most-needed align- 
ment tools. Contains 27 different tools for all 
popular makes of TV sets. Each tool has sepa- 
rate slot identified by shape and size number. 


Tools in this kit are selected to cover most 
alignment jobs on all popular radio and TV sets. 
The finest materials are used—low-loss plastics, 
nes of hardened spring steel, extra-hard bone 
fiber that can be re-ground as tool wears. 


Includes: Alignment screwdrivers in various 
lengths, special short tools, alignment wrenches, 
channel tuners, core aligners, oscillator adjust- 
ment tools, trimmer and IF aligners, solder 
probe tool, stainless steel brush and scraper, 
nylon replacement tip, special hex tools, etc. 
Tools are stored in three-color steel panel, 
Grilled for two-hole mounting. 3 lbs. 

42 NX 341. List, $27.50. NET....... 16.22 


é G-C CHASSIS CRADLE 
rs Model 6212. Easy- 
to-use, adjustable 
cradle holds chassis 
securely. A valuable 
accessory for the serv- 
iceman, builder_and 
experimenter. Elim- 
inates fumbling with 
makeshift setups to 
hold bulky chassis— 
prevents breakage of 
tubes or other above- 
chassis parts and equipment. Complete 360- 
degree rotation permits tilting work to the most 
convenient angle. Ideal for working on power 
supplies, TV sets, transmitters, record changers, 
ec SS hoe ao ee long, 14” 
i 4" wide. . wt. ° 
NX 034.Llst, $12.50 NET,.......17 39 


316 


8283 
Type 8283 Master Deluxe TV Tool Kit. 
A complete service alignment tool kit 


for television repair work. Contains 25 high- 
quality alignment tools not over 9” long. Flex- 
ible tool-case has heavily stitched edges and 
fold-over flap. Includes: TV K-Tran tool, TV 
Core Aligner, TV Long Reach Aligner, TV 
Flexible Wand, TV Short Tool for IF, etc. 
Leatherette roll case. Shpg. wt., 1 lb. 

42 N O05. List, $22.50. NET........13.23 


Type 8280 Deluxe Television Alignment 
Tool Kit. Handy roll-type durable leatherette 
case with 16 specially engineered TV tools. 
The steel tips are all extra thin and are made 
of the best grade of hardened spring steel. In- 
cludes TV ‘“‘Shorty,”” Duplex Aligner, TV Tun- 
ing Wand, TV Core Aligner, TV Oscillator Tool, 
TV Long Reach Aligner, etc. 8 oz. 

42 N 006. List, $13.50. NET.......... 8.10 


JFD “REPAIRACK" 
~. Model 79-3. 
Sturdy, cast- 
iron rack for 
supporting 
chassis. Se- 
curely holds 
any chassis of 
up to 200 lbs. 
Full 360-degree 
rotation per- 
mits position- 
ing work toany 
convenient an- 
gle. Accommodates practically any chassis up 
to 32” in length. Allows faster, more efficient 
repair work, Separate chassis clamps on each 
side have thumb-screwsgfor positive holding 
action. 1434x32x15". Wt., 18 Ibs. 
G6 NX 036. List, $45.00: NET......26.46 


[Dp] No. 2587 Tel-A- Turn Screwdriver. Tun- 

ing tool of tough fiberglas. Automati- 
eally counts turns. Standard tips on one end, 
small %4” tip on other end. Shpg. wt., 3 oz. 

AZ N SAaRiNE Tie ras nce Rea ot 97 
No. 2586 Tel-A-Turn IF Aligner, Fi- 
berglas tuning tool that automatically 

counts turns. One end fits #4 stud, the other fits 

#6 stud. Shpg. wt., 3 oz. 

42 N343. NET 


No. 2588 Tel-A-Turn Hex Aligner. Val- 
uable tool of fiberglas that automati- 
cally counts turns. One end is .100” hex, the 
other end is .125” hex. Shpg. wt., 3 oz. 
ABWSALE) WET isos ay he cate 97¢ 
No. 2589 Concentric Color-TV Tool. 
New non-conductive tool for concentric 
type color-TV control shafts. Separate knobs for 
outer and inner controls. Shpg. wt., 3 oz. 
42 N 345. NET 


REAR CONTROL TV TUNING AID 


Highly useful fingertip tuning aid for remote 
adjustment of television rear panel controls. 
No mirrors needed. Has sturdy alligator clip 
attached to one end of long-life cable; small 
knob at other end for tuning. Simply attach 
clip to any rear mounted control—bring cable 
around to front of television set and turn knob 
to make adjustments. Flexible—rolls up to 
carry. Overall length, 5 ft. Wt., 8 oz. 

46 N24. NET Rey 


“Allied Has Complete Stocks of Alignment and Service Tools 


< 
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A All-Steel Utility Hammer. Claw handle 
for pulling nails, dismantling cabinets, 
etc. Made of finest hardened and tempered 
steel—withstands roughest use. Excellent for 
use in workshop or home. Ideal size for carry- 
ing in tool box or belt. Overall length, 942”. 
Shpg. wt., 1% lbs. 

Bt GOD WET). cccc-c2h.p0pesewusr? 87c 


iB] G-C 5090 Inspection Mirror. For in- 
specting parts, connections, etc. in tightly 
wired radio and TV sets, auto radios, etc. 
Handy for reading parts numbers and inspect- 
ing solder and wire connections in out-of-sight 
places. 8” length allows user to get into crowded 
chassis with ease. Indispensable for radio and 
TV servicemen, Amateurs, experimenters, etc. 
Mirror dia., 1". Shpg. wt., 5 oz. 

42 N 121. NET.... woe 


G-C 8726 Illuminated Inspection Mir- 
ror. Permits inspection of parts otherwise 
hidden from sight. Consists of anodized alumi- 
num flashlight with 6” lucite rod and 1” hinge- 
mounted mirror. Plastic housing prevents 
shocks. Locking switch allows one-hand opera- 
tion. With bulb. Requires 2 penlight cells 
(below). 12%". Shpg. wt., 6 oz. 
42 N 130, NET 1.91 
Burgess Type Z Cell. 1%4-volt cell for use 


with 42 N 130, above. Shpg. wt., 3 oz. 
53 J03]. NET EACH....... Bei e.n- AOC 


) Miller 345 Pick-Up Tool. Invaluable 
for the serviceman. Press button to open 
claws—release to close over object. Flexible 
14” shaft. Shpg. wt., 1 Ib. 

ASTID eee ee 89c 


Hunter 10TV-12 Tuning Slug Retriev- 
er. Retrieves Standard Coil slugs without 


removing chassis from cabinet. Automatic 

holding mechanism. 11” L. Wt., 2 oz. 

42 N O21. List, $2.70. NET........... 2.16 

40TV-16. As above but 15” long. 3 oz. 

42 N 022. List, $3.25. NET........---- 2.60 
NEW G-C TYPE 9525 TOOL CADDY 

End tool 


clutter in the 
shop, home, 
garage, etc., 
with this ul- 
tra-conven--} | 
ient tool 
rack. Holds 
odd-sized 
tools and 
utensils— 
from ham- 
mers totwee- | j 

zers. Simple 

to mount and use. Tools are held by spring- 
locked brackets. Just snap in and snap out — 
tools are always firmly held; never any danger 
of slippage. Accommodates twelve tools of all 
sizes and shapes. Use it for screwdrivers, pliers, 
soldering irons, saws, probes, etc., all hand 
tools. Occupies only a minimum of space. 
Length, 107%”. Shpg. wt.,% Ib. 
45 N 665. NET 


G-C 8943 “TUX” TOOL HOLSTER 


A perfect accessory for serv- 
icemen, electricians, etc. Ex- 
cellent for service calls and 
antenna installations; the re- 
quired tool is always available 
at your side. Attaches to belt 
by two metal loops. Has two 
narrow compartments and one 
full-size compartment. Plenty 
of room for securely holding 
most needed tools, such as 
wrenches, wirecutter, screw- 
drivers, pliers, tube puller, 
etc. Made of tough, flexible 
polvetiteae plartic, Holds its 
ape. pg. wt., 6 oz. 
Cg ae EY 7 


G) 
ALL-PURPOSE SERVICING TOOLS 


Allied Radio Corporation, 100 N. Western Ave., 


™ 


(Fl New G-C 9299 Color TV Tool. For con- 
centric shaft, color TV convergence con- 
trols. Outer sleeve fits into O.D. adjusting slot; 
inner drive to inner slot. 3 oz. 7 
RG WG622 WER Moi vane: 8-253: ak 


@ G-C 705 Handy Trouble Light. [llumi- 
nates dark corners in chassis—excellent for 
visual inspection of components in cabinets, etc. 
Casts light without glare; small size won't get 
in the way. With bulb and 414-ft. cord. For 110- 
120 v., AC or DC. Shpg. wt., % Ib. 

42 N'120. NET gee 


(H] G-C Type TL-201. Scissors-type tube 
puller with rubber tips. Unusually handy 
tool. Shpg. wt., 12 
46 N092. NET 


G-C Type 5093 Tube Puller. For use with 
7-pin miniature tubes. Consists of durably 
constructed aluminum body with rubber cup. 
pg. wt., 2 oz. 


Sh: 
6 W004: NET. 3. -2.> iaseteo eee. 1.06 


G-C Type 8106. As above, but designed for 9- 
pin miniature tubes. Shpg. wt., 2 oz. 
46 N 155. NET... 2... eee eeee dice (06 


(k G-C Type 9130 Tube Gadget. 3 tools in 
one. Quickly and easily straightens 7 or 9 


lls tubes. Extremely 


jniat ure tube pins; At, : 
een bent. 3 oz. 65 
c 


bet ul where Poe ave 


2 
42 NOI6. 


G-C Type 6191. Precision-built pin 

straightener for 7-pin miniature tubes. Fea- 
tures a ruggedly constructed steel die for last- 
ing service. Shpg. wt., 6 oz. 


AG N27, NET Co... t tee 73c 


G-C Type 8105. As above, but for use with 
9-pin tubes. Shpg. wt., 6 oz. 
46 N 228. NE 


G-C Type 8655. (Not illustrated.) Valuable, 
dual-service pin straightener. Accommodates 
both 7-pin and 9-pin miniature tubes. A “must” 
for radio-TV servicemen. Shpg. wt., 6 oz. 


46 N 230. NET... 11. ence eee eee eee 1.47 


fF) 


(n) Knob-Puller. A very helpful tool kit item. 
Knob-puller easily removes all types of 
hard-to-grip, push-on knobs. Simply place 
blades in back of knob, close handles, and pull 
forward. Prevents damaging either knob or 
cabinet. Shpg. wt., 4 oz. 
46.N 077. NET. ...;. 1050083 Mies 
(nj Pres-To-Oiler. Press on plunger to re- 
lease one drop of oil. Prevents over-oiling. 
ransparent fountain-pen reservoir holds oil 
supply. Also ideal for dispensing radio and TV 
chemicals in hard-to-reach places. Contains 
oil—ready to use. Shpg. wt., 3 oz. 
46 N065. NET 95c 
P| New G-C Type 5650 Color TV Cheater. 
Allows bypass of interlock on early modi 
RCA color sets. Hi-voltage probe is placed 
through ‘‘cheater”. Shpg. wt., 2 02. 
45 N 660. NET. .....2.-:0e- on .58c 


New Xcelite Type 42H “‘Seizer.”’ Con- 

venient straight nose ‘third hand’’ that 
holds dial cords, wires for soldering, etc. Stain- 
less steel. Shpg. wt., 3 oz. 


AS N 666.,.NET-. 01s csncoe rane sp Ale 
Type 43H. As above, with curved nose. 
45 N 667. NET ...:.......2.--s000e esos 4.42 


New G-C Type 8872 C-Ring Tool. Re- 
moves and inserts ‘‘C” washers and retain- 
ing rings on tuners, detent and control shafts. 


Le Se ee 
a5°N obi. NET. oie 


(7 New G-C Type 9317 Degaussing Coil, 
Demagnetizes magnetic fields set up ie 
color CRT. Concentrates field—readily di 
pates heat. Complete with 9-ft. cord and off-on 
switch. Shpg. wt., 6 lbs. 

As N 604: NET.....-:c:.-.0aee 17.61 


New G-C Type 9309 Color TV Viewer, 
Allows adjusting color phase and matrix 
without oscilloscope. Consists of three trans- 
SS aeP optical filters sealed in plastic. Just vi 
ar signal through one of the filters and make 
necessary saturation and hue adjustments. 
yo | wt., 2 oz. 
45 Wi G63.NET..<.3 cs. eae . 47 


MOODY WRENCH AND SCREWDRIVER SETS 


SC-5 SCREWDRIVER SETS 


Set of miniature screwdrivers contains 
4 interchangeable hardened steel blades 
in sizes .010’, .055", .070” and .080” 
plus 1 awl. Blades insert quickly and 
securely into screw type chuck. Excel- 
lent for camera and watch repairing, 
radio and appliance work, etc. Com- 
plete set includes 4 blades, awl, handle 
and handy plastic base with transpar- 
ent dust cover. Base keeps blades in 
place, easy to find. Shpg. wt., 8 oz. 
43 N859. NET PER SET...........- 
12 Sets or More, PER SET ..........-- 


Type PA-5. Combination Phillips head screw- 
driver set and Allen head wrench set. Contains 
No. 0 and No. 1 Phillips type driver and Nos. 
4, 6 and 8 Allen type wrench. With handle, 
stand and cover. Shpe. wt., 7 Oz. 

43 N 857. NET P ae 1.64 
412 Sets or More, PER SET ra Be 


JEWELERS SCREWDRIVERS 


Type JS-6. A 
complete set of 
six precision-built 
jeweler’s screw- 
drivers packed in 
a sturdy box. 
Blade sizes _in- 
cluded are: .025”, 
040", .055", .070", .080”, and .100". Chuck 
noses are grooved for blade size indication by 
touch. Knurled_nickel-plated handles for firm 
grip. Made to Government specification GGG- 
S-121d, as amended. Overall size of box, 74x 
44,x33/4,". Shpg. wt., ¥2 Ib. 

50 N 384. NET PER SET....... raaA 
12 Sets or More, PER SET.........-- 2.69 


BW-5 MAGNETIC SOCKET WRENCH SEF 
u 


Wrench kit containing five tiny, in- 
terchangeable hexagonal socket 
wrenches with magnetized swivel 

top handles. Provide easy means of 
removing or inserting small-sized 

nuts in hard-to-get-at places— 

magnet retrieves small, metal parts. 
Particularly suitable for close work 

in crowded radio and TV chassis. A 

valuable tool kit for the repairman, 

hobbyist or experimenter and build- 

er. Wrenches are quickly and easily 
interchangeable, fit securely in screw 

type chuck. Socket wrench sizes: 

Ska", 52", ha’, Ye" and %". Wrenches 1 
are made of heat treated steel. Handle is nickel- 
plated brass. In transparent plastic container 
with attractive colored base. Wt., 5 oz. 

43 .N862, NET PER SET............2.01 
12 Sets or More, PER SET 2 


OE-5 OPEN END WRENCH SET 


Shpg. wt. 


32.3 OF. 
43 N 804, NET PER SET. 
12 Sets or More, PER SET. 


Chicago 80, Illinois 


1,64 
317 
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G-C Hardware 


Ornamental Head Screws. For use on panels, etc. *G-C part num- 
ber for 100 and 1000 lot pkgs. only. Shpg. wts.: 4 oz.; 13 oz., 6 Ibs. 


100 Lot Pkg. | 1000 Lot Pkg. 


GENERAL 


35¢ container 


Size SS eee eee 

No.  |Quan.| No.* No. NET No. NET 

6-32x 3%" |44 N 573) 25 | 1097 142 N 721|1.05 [44 N 672) 8.38 

8-32x1%4" 144 N 575) 12 1099 |42 N 722)1.57 144 N 678)12.50 

(0) Binding Head Machine Screws. Plated. 4 0z.; 7 02.; 2Y% lbs 

“6-32x%4" |44.N576| 35 | 7152 (42 N723| .52 [44 N 694| 4.15 

6-32x34"  |44.N577| 35 7153 42 N 724) .55 144 N 696) 4.41 

fa) 6-32x" 42 N 725) .63 }44 N 622) 5.01 

eee 42 N 726! .71 [44 N 624) 5.64 

General hardware for radio-TV construction and repair. Available in 8-32x2" 42 N 727) .77 144 N 625) 6.13 

35¢ quantities packed in plastic boxes or in lots of 100 and 1000. 

Nuts, screws and washers are nickel plated except Fig. C (brass finish). (E) Hex Nuts. Plated steel. Shpg. wts.: 4 0z.; 8 oz.; 3 Ibs. Cut holes 
35¢ container with hardware in handy, reusable, hinged plastic box. plastics, e 
*G-C part number for 100 and 1000 lot pkgs. only. 4-30x%4" 444 N 584) 30 6041 |42 N 728] .65 }44.N907| 5.18 press; sau: 
Prompt shipment from stock onal! radio-TV hardware listed below. erie 579) 30 | 1930 48 Ngee) 22 ee old 2:99 Beacts as ce 
Round Head Screws. General-purpose type in most sizes required 10-32x3%4" [44 N 585] \30°'| 6044 |42 N731| .94 144. N919 7:53 Srrsonta 
i xGe Benes ond een 3008 in rang i de aes and electronics. “6-32x%" |\44.N 586) 30 6042 |42 N732| .68 [44 N 953| 5.40 Seatly ad 

ge eve wee (3 02-5 14 02-5 and 5 Ibs. 832xi4" |44.N 5871 30 | 6043 l42 N 7331 .72 144. N 9541 5.73 


Polished « 


36¢ container 100 Lot Pkg. 1000 Lot Pkg. 


Size Stock No 
No. |Quan.| No.* No. NET No. NET ‘ . . 

“E-36x%4" |44.N 502) 40 a2. N 700| 40 [44-N 7421 3.79 (F) Split Lockwashers. Tempered steel. Wts.: 2 oz.; 4 0z.; 2 Ibs. 45 N 60 
f3sx/4" 44N503) 35 42 N701| .51 144.N745| 4.10 #4screw |44N197| 60 6503 |42 N797| .48 44N199| 3.82 45.N ree 
4-36x34"_|44.N 504) 35 42.N702\ 160 |44.N748| 4.76 | # Oscrew (44N 588) 65 | 6504 |42 N 734 .45 [44 N 663) 3.56 45 N 60: 
6-32x4" 44 .N505| 40 a2 N703\ 52 laa N7odt ae | f,88crew (44.N 589] 55 | 6505 |42 N 735) .37 [4a N 666) 2.94 8 45 N 33° 
o3ari3. Peuegell 45 43 N Goal “er GEN ote] atas | fOscrew |44.N1961 60 | 6506 42 N 796) .53 144 N 198) 4.22 45.N 351 
6-322" 44N 507; 30 42N705| .71 44N717| 5.68 Replace! 
6-32x 44.N 508) 30 42 N 706) .82 144.N 722) 6.53 iG) Internal Star Lockwashers. Shpg. wts.; 2 oz.; 4 oz.; 1% Ibs. Hardened 
6-32x1Y%4"_|44 N 509) 30 42.N707\ .98 144 N727| 7.83 : 45 N61! 
32x," laa N516| 30 42.N708\69 laa N739/543 | f femew 44N 187 SO | 7324 42 N798) .45 [44 N 188) 3.56 
832x354" |44.N519| 25 42.N 709 (73 44 N754\ 5:86 # Oscrew (44 N597| 50 | 7326 |\42 N 736) .45 }44.N 924) 3.56 
32x00" \4a N S291 23 45 NN e988) 58 GEN 524] ac8e | f,8screw [44.N 598) 50 | 7528 42 N737| .49 [44 N 929) 3.90 J cy Type 
8-32x%4" [44g N535| 25 42 N711\ 29 4N 762) 7.27 #10 screw (44N599) 45 | 7330 142 N 738) .49 44 N 934) 3.90 C} metal 

« x rAd 
8-32x 44 N 546] 20 42 N 7121.04 144 N 769) 8.32 Extruded Fiber Washers. Fiber washers in choice of 4 sizes. Over- sale. 

10-3204" 44 NSa9 30 Meno alicraiiea noite all thickness %e". Av. shpg. wts.: 3 oz.; 14 oz.; and 5 Ibe. us N 62 

wosastr 44.0553] 7 |oois AZM PIS I-22 Wa N Ped 8:84 | NEG RENT TY A [Gots GaN fal cea LEN TT Bee 

Self-Tapping Screws. Flat-slotted type. Ideal for panel and rack No. 10 42.N775\ 35 | 6527 42 N741| .92 142 N776| 7.39 G-C 

mounting. No tapping of metal required. Plated steel. Hex head— Ad 42 777| 35 6528 |\42 N 742) .92 142 N 778) 7.39 Provide 

with deep screwdriver slot. Shpg. wts.: 4 oz.; 12 oz.; and 4% Ibs. hard-t 

to 3 Cup Finishing Washers. Nickel-plated. Wts.: 3 oz.; 14 0z.; 5 Ibs. per ier: 

oxi4r Nov6 2 N779| 43 | 6161 42 NT43, 39 42N7GO Bld wp ates,” 
8x4 No. 8 42N781| 45 | 6162 |42.N 744) 141 142 N 782 |3.31 neede 

10x” No. 10 42 N 783! 35 6163 |42 N745|_ .54 142 N 784 |4.37 Deter 

Most-o 

fo) needed 

ware in 

Pa 6 © r=) plastic t 

8 oo Wa 'D = 

Solder Lugs. Sturdy, tinned solder lug units. Easily accommodate the | Snap Hole Plugs. Fill hole size listed. All are Fig. T with solid top, generou 

screw numbers given below; No. 8 holes also take No. 6 screws. *Part no. | except + which is Fig. W with screen vent top. *G-C part number for Particul 

for 100, and 1000 lot pkgs. only. Shpg. wts.: 2 oz.; 4 oz.; 1 Ib. 100 and 1000 lot pkgs. only. Shpg. wts.: 3 0z.; 1% Ibs.; 10 Ibs. panels, 
1000 Lot Pkg. Size [_20¢ container | pare |_100 Lot Pkg. | 1000 Lot Pkg. ct pry 
No. z@ | No. |Quan.| No.* No. NET belts ve 
rE eee ! Yi \44Ne59/ 8 1711-A |42 N759 16.80 lar sizes 
744s 142 N 747 4 44.N679| 8 |1711  |42.N 760) 2: 22/30 minal 
42.N 749 Z, (\44 N689| 6 1712, |42 N 761) 2. 23.81 etc. Shy 
42 N750| .85 74" 44 N 699 5 1714 =|42 N 762) 3. 28.22 43 N3 
ol. ie |44N 707) 5 | 1715, |42.N 763) 4: 38:80 No. 91” 
mca es mee ase 1” |44N 396 1 1708t 142 N 766/20. 167.58 springs 
ly. 8.: 2 oz.; 8 02.; i S: 
42 N751|1.10 44 N437| 8 (x] Cable Clamps. Fit cable sizes below. Wts.: 3 oz.; 12 0z.; 5 Ibs. aes 
42 N752\l.23 144 N 440| 9.88 |  y¥7144N 708, 25 | 6251 | 42N767| .96/44 N334) 7.68 Ss 
ae N oealtcee (a4 N44e ae He Varia N713| 20 | 6252 | 42 .N 768) 109144 N337| 8.71 No. 91 
42 N 755|2.81 4 N 449|25.87 Y-%e"|44 N 732) 15 7503 42 N 769) 2.04/44 N 342/16.32 700 she 
42 N 75013.46 [42 N 786127.69 He-V2"l44 N 733|_ 15 6253 42 N770| 1.24144 N 345) 9.93 ante ie 
42 N 75715.63 142 N 788/45.02 Rubber Feet. Take screws, nails, etc. For wood or metal cabinets. 50'N | 
Rubber Tack Bumpers. Tacks molded-in. For wooden cabinets, Shpg. wts.: 3 oz.; 9 oz.; 4% Ibs. No. 9 
etc. Shpg. wts.: 2 oz.; 8 oz.; 4 Ibs. Ye, OD. |44N763/ 8 | 1075B (42 N 764) .89/44 N 155) 7.15 Screws 
HR" O.D. 144 N774\ 10 11075 142 N 758)1.81 144 N 164114.49 %" O.D.\44.N 764) 6 | 1075F nuts f 


42 N 765) 2.18144 N 158]17.35 


pieces. 


e 50 N 
‘ G-C HANDY PLASTIC BOXES OF MOST-OFTEN NEEDED SERVICING HARDWARE aie 
o. 
A wide selection of most-often needed hardware used in radio, television or spillage. All items are made from high-quality materials to insure Assor: 
and electronics—packaged in convenient clear-plastic boxes. No loss dependable service. All are assortments. Av. shpg. wt., 4 oz. sortme 
ee See ter, ser 
2 pe Description eee ry a Description pperox ‘ eee Description ae oes 
" . " Quant, : " hy 
43 N 650|Extra small size escutcheon 25 43 N 659|Asstd. internal lockwashers. 50 43 N 670)Insulated spacers for 46&8 iz plated 
and wood screws. 43 N 660|Asstd. hex nuts. 30 screws. Shpg. 
43 N 651 |Assorted wood screws with 25 43 N 661 |Hex & ring mounting nuts. 12 43 N 671\Assorted hair pin cotters. 50 50 N 
round heads. For controls, switches. 43 N 672|Cable clamps, % to %¢". 20 
43 N 652|%4-1" mach. screwsw/round 35 43 N 380/Asstd. extruded fibre wash- 30 43 N 673|Large compression springs. 15 
& flat heads: #6, 8, 10. ers. 43 N 674|Small compression springs. 20 
43 _N 301|Nos. 2 & 4 screws & nuts.|_35__ | _43_N 662|Assorted flat fiber washers. 35 43 N 337|Regular dial drive springs. 8 s 
43 N 653/Sheet metal screws, No. 35 Nos. 6 to 1%”. 43 N 338|Small dial drive springs. 10 Ved 
4x4", 43 N 663|Assorted metal washers 80 43 N 675|Radio knob springs. 18 Po DD. 
43 N 654|Nickel-plated rack screws} 15 Nos. 4 to %6". 43 N 676|Rubber feet w/wood 8 See 
& cup washers. 43 N 664/Rings & C-washers for %e- 25 screws oe te 
43 N 655|Sheet metal screws, asst.— 25 %" shafts. 43 N 677/Cord strain relief for POSJ 5 cate 
4,6,8,10.Hex.&slotted. 43 N 665/Snap-hole plugs—4"-114". 8 type wire. eet 
43 N 656/Assorted phono needle set} 12 43 N 666|Assorted ventilating hole 4 43 N 315) Rubber chassis mounts. 12 ware: 
a ON plugs. 55 43 N 678|Rubber grommets. For 15 man, 
43 N 657|Spade bolts; #6, #8 holes. 15 43 N 667|Assorted rivets. 30 cables, metals to Ye". Inclu 
43 N 306/Assorted set screws—6-32, 15 43 N 668/Solder lugs.— #6-10. 12 43 N 679|Standard thin dial cord. 10 ft. um-p 
8-32, 10-32. 43 N 669| Metal spacers. For #6 & 8 43 N 336/Standard dial cord. 10 ft. minu 
43 N 658|Tinnerman speed nuts. 30 screws. 43 N 680/Asstd.radioknobset screws. 15 Shpg 
PPE BOM 6s sicerscveceeut yess eRe | RET PER BOX paces crise srccece eee + NES PER BOX, ciscccscacsecns utes essen 44h 


318 Allied Promptly Supplies All G-C Hardware 
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Mpinw 


Cut holes accurately in wood, sheet metal, 
ics, etc. Round shank type for use in drill 
are shank type for hand brace. Drill 
Gcts as center pilot, keeping cutter in align- 
sent. Removable pilot drill and cutter blade. 
Horizontal cross-bar and cutting bits are in- 
tantly adjustable. Blade of hardened tool steel. 
Polished cutting edges. Shpg. wt., 8 oz. 


Stock No.|Fig.|_ Shank Hole Size |NET 


35 N 600| A | Round %” 7h" to 4” | 
5 N 602| B | Square 1”? to 5%” |2 
N 603| A | Round %"| 1% to 5%" |2. 

5 N 350| A | Round 4” 1” to S4 2 
1| A | Round "| 1%” to #! 
Replacement Cutter Blades. For above. 


Hardened tool steel. Shpg. wt., 4 oz. 
45.N 610, NET EACH..........-..- 44Ac 


CLARK HOLE CUTTER 


| Type 100. Cuts holes %” to 14" in dia., in 
C} metals up to Y%" thick. %4” pilot drill with 


GREENLEE CHASSIS PUNCHES 


SERIES 731 SQUARE PUNCHES 


Square punches in most popular 
sizes for mounting square chassis 
components. Precision made of 
high grade tool steel. Punch has ¢ 
4 cutting edges for quickly cutting 
smooth openings in sheet metal, 
bakelite or hard rubber. Do the 
job in minutes—saye hours of te- 
dious hand labor. Cuts holes in metal up to 16 
gauge. Leaves no burrs. Drive screw requires . Lat 
14” hole. Operates with an ordinary wrench for Fits all standard punches — 
drive power. Oblong-shaped or large square from 2" to 3” and all 
holes for power transformers can be made by Ml Greenlee No. 730 punches 
overlapping cuts. Shpg. wt., 2 Ibs. 1%," and larger. é 


46 N 269. For Ys" hole. NET 4.10 — 
46 N 276. For sin hole. NET. * RATCHET KNOCKOUT PUNCH DRIVER J - 
46 N 277. For 34” bole. NET..........4. Lightweight knockout punch driver for use 
46 N 278. For 1” hole. NET..........- With at Arto 3” and ipsess : 
oO. 0 punches '%.” and larger. Fast cutting 
SERIES 732 KEYED PUNCHES action in 10-gauge or lighter material. Includes: 


knockout driver assembly; leverage H 
ratchet handle; 3 adapter screws for y 73 
knockout punches and round punches ee 
22542”. Packed in metal carrying case. (Punches © 
not included.) Shpg. wt., 13 lbs. - 
47 NOI7. $2 Down. NET......---+ 48.51 


SERIES 730 ROUND PUNCHES 


Keyed chassis punches cut holes for 
keyed sockets and other components— 
simplifies and speeds mounting of radio 
parts. Punches cut clean accurate holes 
—no sawing or drilling, reaming and 
filing needed. A simple, fast way to cut 
smooth, accurate openings in metal, 
hard rubber, plastics. Simply insert 
punch in small drilled hole, turn with an ordi- : F 
nary wrench. Require 2” hole except §%" For rapid cutting of round holes for 
hole. Av. wt., 14 Ibs. sockets, controls, plugs, panel lights, 
etc. Punches cut through sheet me- 
Stock ui Size | NET|Stock No.|Size| NET tal, bakelite or hard rubber. Cut 
| | 


46 N 186/1"&" 4.98 through metals up to 16-gauge. Op- 


¥%” round s ank for electric drills. Fully ad- 


table. Shpg. wt., 5 0z. 
META ES0, WET cree paceaaie 0.6/7. 


G-C HARDWARE ASSORTMENTS 


Provide many 
hard-to-get 
screws, springs, 
solder lugs, 
nuts, bolts— 
meeded by ex- 
perimenters 
and servicemen. 
Most-often- 
needed hard- 
ware in handy 
plastic box. 


No. 9116 Solder Lug Assortment. Includes 
generous Suen e of different size solder lugs. 
Particularly suited for radio chassis, control 
panels, test instruments. 1% lbs. 97 
ma N 370. NET... 21.2.2 ee cree c 
No. 9117 Screw and Nut Assortment. Con- 
tains various size screws, nuts and bolts. Popu- 
lar sizes used most frequently for mounting ter- 
eal ats ibe yg ae relays, switches, 
etc. Shpg. wt., 1% Ibs. 

Reina? 1. NEM en ae yah 97¢ 
No. 9118 Spring Assortment. Different type 
springs for use with dial cords, push-buttons, 
etc. ae both gta and compression 
springs. Shpg. wt., 4 \bs. 

eee oe MET... jis. oes eee 97% 
No. 9193 Sheet Metal Screw Assortment. 
700 sheet metal screws in 8 assorted sizes from 
4xY%” to 8x1”, Easily selected from compart- 
mented plastic box. Shpg. wt., 2 Ibs. 24 
ROEN APO NET, cio kodetes es 3: 
No. 9199 Machine Screw Assortment. 
Screws from 4-40x¥4” through 8-32x14". Hex 
nuts from 4-40x%” through 8-32x%4". 675 


50 N 173. NET......+---++reeee 


No. 7060 Screw and Nut 
Assortment. Two-pound as- 
sortment for Ham, experimen- 
ter, serviceman. Nut sizes from 
4-40 to 8-32, screw sizes from 
Y4" to 1”. Nickel and cadmium 
plated. In plastic container. 
Shpg. wt., 2% lbs. 

50 N O30. NET.......87C 


BARGAIN HARDWARE KIT 


Save on this amazingly low 
priced assortment of rivets, 
rubber grommets, nuts, 
screws, lock washers, right 
angle brackets, self-tapping 
screws, eyelets, and other 
useful radio and TV hard- 
ware. For electronics repair- 
man, hobbyist and Ham. 
Includes nickel and cadmi- 
um-plated, and solid alu- 


bS. MET 2). 4-. v0 ; 


pieces. Shpg. wt., 1% Ibs. 3 24 atoee Size | Thick- Shpg. |. 
. . °. 


en 


minum pieces. In convenient plastic container. 


Shpg. wt., 1% Ibs. 5 
aah tbe 7 es! "| %" | 3oz. | 25¢ | 226 b 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, lilinois 


46 N 214 | $1542" |4.41 y ip to 16-1 : 
46 8 Fh4 | NEE LAcGulGe W LeSiicrisaao | state, wih ordinary mur™SRi car 
BALL-BEARING DRIVE SCREWS & equ tout: Ay, BEDE wis 278 - 
Ball-bearing cap screws for drivin Stock Hole Lead NET 
Type 730 punches that have a yr an ‘ __No. Size Size EACH 
screw. Ball bearings reduce friction for 3 | 46 N 169 4, Ya" 2.29 
easy operation of punches with mini- 46N177 5/3" Y,” 2.29 
mum effort. Av. shpg. wt., 1 Ib. 47N014 He" %", 2.29 — 
AV322-BB. For 1%", %4”, He” hes. 46 N 000 V6" Me 2.29 
Nee NET en aeg ee | S68 ZO ws At 2.29 
Type AV112-BB. For 1”-14” hes. 46 N00} Ae" 4" 2.29 
pe Ltt iat 3 sane © ry “, ie ae, 
Type AV249-BB. For 17a", 154" and 1%" | 46 N72 rae ir 3:2 
round chassis punches. 46N178 1%" in 365. 
SO Lede MET sctadee nctcen eke au | Za4eS ie oe 42 
Type AV304-BB. For 2?%2” chassis punch. 46N179 15 “at fe 2.65 
BON 169. NET. eon e gs? .. 2030 | 46N174 ee i" 2.65. - 
Replacement Cap Screws. For round hole 46 N 175 1%" g, woe 
punches listed above. Av. shpg. wt., 4.02. ae N 128 tie ie a8 
Stock No.|Size| For Punch Size NET 46 NOI1 rer uF 438 
46 N 182 | 4” |Y%" and %” 26¢ 46N110 13%” %" 4.84 2 
46 N 183 | %” |'%e" to 74” 26¢ 46N 116 2” 4" 6.52 | ‘ 
46 N 168 | $4” [17 to 114" (except 1%")| 30¢ | 46 .N 181 2Y%4" ir 7.02 of 
46 N 299 | 3%” |1/2", 154", 134” 44¢ 47 NOI6 2," %4" Azo 
46 N 343 | %” |174” to 22%2" 53¢ 46 N 209 22%2"* yn 11.02 


wal 


POLYSTYRENE SHEETS, RODS AND TUBING 


An excellent selection of high-grade polystyrene 
sheets, rods and tubing. Ideal for AC, DC, and 
RF applications including VHF, UH and SHF. 
Rods and tubing are excellent material for mak- 
ing insulators or coil forms. Sheets may be used 
for shielding or dial and gauge glass. 

All have extremely low-loss factor at ultra-high 
frequencies. Have high dielectric strength, excel- 
lent arc resistance and insulating properties. No 
moisture absorption. Highly stable under varying 
climatic conditions. Always retain original dimen- 
sions—will not stretch or warp. Easy to cut any size. May be sawed, drilled or tapped. Sheets are 
transparent. All tubing has satin finish except *clear; all rods are frosted except fclear. S 


~ 


i 


rend) 


POLYSTYRENE SHEETS 
NET EA. |. Stock | size |Thick-| Shes. NET EA. ~ 
ness Wt. | 1-9 |10-49 No. _|_ness Wt. 1-9 | 10-49 
7TH 865] i2x12"| Yer |S oz. | 4.07| 3.66/71 HX 870|12x24"| “Yer (1 Ib. | 7.64) 6.88 
J | Hgeel12x12"| Yer [10 02. | 4:70] 4:23]71 HX B71 12x247| Yor |1¥%4 Ibs.) 8.37 8.0% 
al Heerii2ei2"| ier |i2oz. | 5.39] 4.85171 HX 872 12x24"| Ye" |1%2 Ibs.|10.39| 9.2% 
71H 868\12<12"| Mw" | 11. | 7.01] 6.31]71 HX 73 12x24"| He" |2- tbs. 12.89] 11.60 
at eeslissio-| ie |1v% tbs.| 7199! 719171 HX 874 12x24" Yo" 13 Ibs 115.34113.81 
12” POLYSTYRENE RODS . 
Stock Bla. Shpg. NET EACH Stock Shpg. NET EACH 
No. is We. | 4-9 | 10-49 | No. Dia. | “We.” |~ 1-9 | 10249 
7iHe7Ss| wt | 20. | .03 | .02 |71H 880) 4%” 6 oz. AT |. ee 
71 H876| %e" 302. | 107 | 106 |71H881| Att | Boz 71 
714877| 4" Boz. |esta| oh P20 gee) 340 80 ‘9 
71H878| %e" 602. | .18 | tle |71H883| %” Soz. | 1.39 
71879] 447 Goz. | :25 | :22 [71H 984 1% Soz. | 1.86 : 
12’ TUBING 
Stock | Shpo,| NET EAL Stock | Sheg 
Now [02 be | SPs | ween) 4-8 pi0-40] “No 0.D. | 1D. Wel qe 10-49 
7 Hees! Mw | Yr | 2oz.| toe | 9¢ Zoz 
| 71 H 886) He"* y | 3oz.| tae) 13¢ 4 oz. 
| ZhHe87) %" | 3 oz: | 18¢ | 16¢ 6 oz. | 55¢ 
| 71 888 | 5 hare 


a ‘ i! 


~ Solderless Terminals — Installation Tools 


TERMINALS FOR EVERY USE 


> 


(6) 


VACO SOLDERLESS TERMINALS & TOOLS 


fH})6= of] fk & 
VACO SOLDERLESS TERMINALS 
IN HANDY PACKAGES 


(E 


Wide assortment of terminals for general-purpose use, radio-TV servicing, production, 
and automotive servicing. Terminals form a perfect, electrical connection between ter- 


minal barrel and stripped wire. Use with Type 1930 or 1902 crimping tools listed below. ; 766 

Available in a wide variety of types and sizes to meet practically any wiring requirements. ® Popular Types and Sizes 

Of copper alloy for maximum conductivity and minimum voltage drop. Primary terminal © For Limited Quantity Users re iota 

connects quickl d easily with only one crimp. *Included in 2195 kit shown below F f Rane ets 
3 s quickly and easily with only D. it shown below. @ Used in Major Appliance Wiring tugging 


+4" male tab. §Female tab socket. 14” angle male tab. #Angle female tab socket. **4%4” 


snap terminal on other end. ++Female tab socket from all 


Strip wire 


Selection of popular Vaco terminals in quan- 


ale tab on one end; takes Fig. C %2” 
ae Me erie: CN tities of less than 100. These handy packagea 


‘e one end; takes Fig. C %2” snap terminal on other end, Av. shpg. wt., per pkg. of 100, 


oz. 100 terminals per pkg. 


are ideal for small workshops, experimental 
labs, and for appliance repair shops. For larger 


Deluxe I 
turn acti 


NON-INSULATED INSULATED quantities of these types, see listing at left. Av. stranded 
s ]) NET PER PKG. OF 100 NET PER PKG. OF 100. | Shp. Wt. per pkg. 3 oz. into jaws 
aut Stud| (oth. | Fig.| Stock Mfr's |_NET EER TAS: _—_} Stock =| Mfr's) "> -_" r steel cutt 
ize | Size No. No. 1-9 10-49 | 50-Up No. Type) 1-9 10-49 | 50-Up Stock _ |Mfr’s| Wire Stud Cutt, Pkg.  eophaekes 
A |42N 800|2300* | 2.18 | 2.00 | 1.08 J42 N 8286300! 3,97 | 3.65 | 1.97 __No. __|Fig.| No. |Size |Size Qty. Stock Ni 
A \45.N BOl|2301* | 5:18 | 2.00 | 1:08 J42N 829|6301| 3.97 | 3.65 | 1.97 [44 N 476] A [2300 22-16 4-6 | 1%" | at 4% N 22: 
A \a2N 802|2302* | 2:18 | 2.00 | 1:08 |42N 8306302] 3.97 | 3:65 | 1:97 ]44 N 481) A [2301 22-16 4-6) Yar | A 46 N 226 
x \42N 03|21008 |-9-1@ | 2.00 | 1.08 |42N 831 6100 3.07 | 3.65 | 1.97 [44 N 482) [oa06 ete fol tee | at 
A |42N 804/2401* | 2.18 | 2.00 | 1.08 ]42N 8932/6401) 3.97 | 3.65 | 1,97 44 N 485| A | 2401 \16-14| 4-6 aun 41 Standar 
A \42N 805|2402* | 3:18 | 2:00 | 1:08 |42 N 833 6402) 3:97 | 3.65 | 1.97 188 Ty lteia eral ete without — 
a laaw G06|205|-D-71 | 2-50 | 1.35 |42N B34 6403| 4.67 | 4.29 | 2.32 [44 N 48S) A eget dal see | a2 operating 
A |42N 807\2502 | 2.71 | 2.50 | 1.35 142N 835|6502| 4.67 | 4.29 | 2:32 [44 Nn 4a9| A |2502/12-10 8-10] 3 3 esc 
A I49N 808|2503 | 3:61 | 3:33 | 1:80 |42N 836\6503| 5:73 | 5:27 | 2.85 44 0 483) & | 523 12-10 / 
B I45N 809|2600* | 1:94 | 1:78 | 96 |42N 837|6600| 3:97 | 3:65 | 1:97 144 N goa] 1 | 2000 (22-16 
B |42N 81 0\2601* | 2:18 | 2:00 | 1,08 [42 N 838|5601| 3.97 | 3:65 | 1:97 | 4 a eer liga 
Blan 6112600" | 2.18 | 2.00 | 1.08 |42N 839|6602| 3.97 | 3.65 | 1.97 144 N 432) Bs petal § 
B \45N 81 2\2700 | 1.94] 1.78| .96 |42N 840\6700| 3.97 | 3.65 | 1:97 |44 N 4oal B | 2702 12-10 
fc |42N 13/3202 | 1:69 | 1:55 | 184 Be 8g elo iee etal | 
D |42N 814|2802 | 2,18 | 2.00 | 1.08 44.N4 D | 2902 |16-14) most ser\ 
D 142N 815|2902 | 2:18 | 2.00 | 1-08 | saree Bon tine 
€ /42N 816|3101_| 1.69 | 1:55 | .84 |42N 841 \6101|_ Tat Ee Be al: 
£ |42N 817(|3102 | 1.69 | 1.55| .84 |42N 842\6102 12-10) described 
E 142N 81813103 | 2:18 | 2.00 | 1.08 |42.N B43/6103 22-16) ferent siz 
F |42N 81913300" | 1.94 | 1.78| :96 |42N 846\6701 Blades in 
& I43N B20l301+ | 2:18 | 2.00 | 1108 |42.N 847\6801| 3.97 | 3:65 | 1:97 | NET PER PKG................5- For wire 
H |42N 821 (34028 | 2.18 | 2.00 | Ios}. ie pai ae ap to No 
x (2B gale | 28 | 2:99 | 1:88 ie ee was 
. . . ” 7 
IGEN Saaiseet.| $09 | $98 | 1:80, WALSCO “TWISTO" WIRE STRIPPER J) 01 box 
M \42.N 825|360211| 3.61 | 3.33 | |.80 3 yy p09 2-001 ae 
A N |42N 826/3701**| 3.30 | 3.03 | 1.64 speak a Tepie res Type 80 
adapter | 49%," |P |42.N 827|37021+! 3.30 | 3.03 | 1.64 moval of toughestiiimmaticall; 


serted into 


and quic 


rf chassis without removing wire. Ni 
1 VACO SERVICE KIT Adjustment for wire sizes 12 to 22. Buitt-is aoe. 2 
Model 2195. Handy Model 1930. Designed stop for production stripping. Spring steel automat 
kit contains $5.00 especially for crimp- blades. 442” long. Shpg. wt., 8 oz, Has prec 
worth of solderless ing insulated solder- 46 N 440, List, $4.50. NET........05 2.65 Shpg. wi 
terminals in assort~- less terminals. S 50 N34 
ed sizes in addition bolts and n 592-03. Replacement Blades. Wt.. 2 oz. 
to Type 1902 crimp- screws as 46 N44). List, $1.00. NET PER SET. .59¢ 
er-cutter tool de- crimps terminals. Tapped for machine screws 
ae at hae: in sizes 4-40, 6-32, 8-32, 10-24, 10-32; strips Stock 
ie wide selection insulation from #22, #20, #18, #16, #14, #12, 
£ on Ln ane pene and #10 AWG wire. Has 2 Fa dies. Steel MPC WIRE STRIPPER aw 
4 rmit makin) 4 aws with red plastic handles, . i 
With ost any type of He Nida aoe Alé cmeema An easy-to-use spring- 50 N 34 
Crimper lug connection in . Tree eee re i 3 a | steel, wire stripper ———- 
, radio or TV work. | 04. 4014009, Asabo races. a pes Tet Has screw By Pe 7 
with* in listing above included in ode 2. As above, except for non-insulate " or adjusting cutting Serves a 
peepale wit i Sb 4 solderless terminals. ‘With 3 crimping dies. | blade gap for any size wire to No. 12. Length, 4 =raper, 


na Clear asec container. Size, 8%x6x1%4’. 
pg. wt., 3. 
Si 8.77 


Shpg. wt., 1 Ib. 
44 N 643, NET.......2... 


53%". Shpg. wt., 5 oz. 
SCM OSE NET OES fhe eee 79¢ 


Trips it 
eutting \ 
43 .N 9 


* A-MP CRIMPING TOOLS AND SOLDERLESS TERMINALS = 

E “SUPER CHAMP” CRIMPING TOOL TERMINAL KIT GENERAL WIRING TERMINALS K. Mil 
Eliminate soldering. Simple crimping operation Model 

Terminal kit con- provides extremely strong, neat, vibration- Combi: 

taining an assort- proof connection. Inside of connector ribbed. wire st 

ment of the 12 most *Insulated terminals—plastic outer sleeves. end cutt 

popular terminal Wire size, 14 to 16, except {16 to 22. U.L. Ap- sasts tt 


types ee general proved. Shpg. wt., 8 oz. 100 per pkg. sasulatic 
wiring. 230 insulat- ~Stnak’ ". i 
ed, soiderless termi- aie Fig mite 5 | Type eke oxen 
nals are supplied = - - - — = 
plus the heavy-du- 45 N301| R |34149*+|Ring 8-10 | 6.25 
ty “Super Champ" | 45 N 302 R |34142*t|Ring 4-6 6.25 
, crimping and wir- 45 N 303| E |34070*t|Butt |...... 7.50 
ing tool described 45 N 304) R /34158* |Ring 4-6 6.25 
49835-1 at left. Terminals | 45 N 305)_R_/34161* |Ring 8-10 | 6.25 
and tool come in N S |34165* - 125 
Type 47100-1. Versatile hand_tool for electri- one handy, compact 42 N 305 S |34167* STF 10 o-32 
cians, maintenance men, etc. Crimps insulated transparent plastic | 45 N 308) E /|34071* |/Butt |...... 7.50 
solderless terminals, shears machine screws, case which makes a | 45 N 323] S |34154*t|Spade| 5-6 6.25 
pressures stud sizes, cuts and strips wire. handy storageorcarrying box.Idealforradio-TV | 45 N310} A_ |33214+ |Ring 8-10 | 4.46 
hears machine screws: 4-40, 6-32, 8-32, 10-32 and electrical servicemen, automobile repair- ; “A |34194+ |Ring pt 
d 10-24. Separate notches strip insulation men, hobbyists, etc. Eliminates need for solder- 45 N31] 3 et Ring 4-6 3.91 eeaxial 
rom #18, $16, #14 and #12 AWG wire. Meas- ing—will save time and labor on many _occa- 45 N312 Ey ee oe eA Sa 4.66 mnppel 
ures stud (machine screw) sizes: 4, 6, 8, 10, sions. Compartmented plastic box makes it 45 ee, i 33217 Bing 4-6 4.46 and s! 
12, %”, %e” and ¥%”. Designed for heavy-duty easy to select the proper terminal—also shows 45.N 314 33477 ing 8-10 | 3.98 strips 
use—made of hardened tool steel, has insu-| at a glance when it is time to order more. As- 45 N 315) Bs Spade | 4-6 | 4.99 without 
lated yellow plastic handles for a secure and sortment includes ring, spade-butt and nylon 45 N316| B [33219 |Spade| 8-10 | 4.99 
comfortable grip. Shpg. wt., 1 Ib. closed-end connectors. For al! wire s from | 45 N 317] W |31762t |Knife 9.23 
PRED IED 5.5 oo haces we aie ae oes 4.95 10 LS 22 and most-often used stud 2s. An | 45 Wet bad ate es 3:22 
Type 49835-1. . | invaluable outfit for general wiring. Box size, | 45 19 ur- . 
ing won-inoujaied terminals.” but for crimp-| 9y,.6x2". Shpg. wt., 2 Ibs. . | blue 
N453.NET..........cececeeeees M951 45 .N 322. $2 Down. NET ......... -AY.GS | 45.8320)... 36840° |Recep.|---+.-! 6.96 
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Staplers and Wire Strippers 


G-C WIRE STRIPPERS 


Jaws Will 
Not Crush Wire 


766 


Completely eliminate damage from pulling or 
tugging on wire ends. Remove insulation only 
from all types—no crushing or nicking of wire. 
Strip wire ends or any spot along wire. 


802 


Deluxe Models. Equipped with ‘‘delayed re- 
turn action’ to prevent crushing of fine 
stranded wires. Easy to use. Just insert wire 
into jaws and squeeze handles. Has hardened 
steel cutting blades. Shpg. wt., 1% lbs. 


Stock No.| Type |For Wire Size|NET EACH 
46 N 225 | 766 12 to 20 
46.N226| 766A | _ 14 to 30 5.82 


Standard Models. Same design as above, but 
without ‘‘delayed return action.’’ A smooth- 
operating, highly efficient tool at very mod- 
erate cost. Hardened blades. Shpg. wt., 1% Ibs. 


Stock No.| Type |For Wire Size|NET EACH 
46.N 003 | 733. | 12 to 20 
46.N 004 | 733A | 14 to 30 4.66 


Type 766K Kit. A com- 
plete, versatile kit to fill 
most service and produc- 
tion line needs. Contains 
the Deluxe Wire Stripper 
described above and 7 dif- 
ferent size hardened steel 
blades in special steel box. 
For wire sizes from No. 8 
up to No. 30. Inside cover 
of box contains a guide listing of blades to use 
for various wire sizes. A practical addition to 
tool box. Shpg. wt., 2% Ibs. 

46 N 229. NET 


Type 802 Speedstrip Wire Stripper. Auto- 
matically strips insulation from wires neatly 
and quickly. For wire sizes from 10 to 22. Has 
“stay-open”’ feature to prevent crushing fine 
wires. Strips end or any point along wire. With 
automatic stop return and built-in wire cutter. 
Has precision-ground blades of hardened steel. 


Shpg. wt., 8 oz. 
BGS Al NET, S55. ugh en ss sdet 5.82 
STRIPPER BLADES 
Stock |Mfr’s For Wire 
No. Type Size 
50 N 344 | 812 10 to 22 
50 N345 | 813 8 to 14 


Type 757 5-in-1 Stripper. 


Fits hand 
comfortably—easy 

to operate. Does 
hundreds of jobs 
around home or shop. 


WITH ALL 
ATTACHMENTS 


MODEL JT-21 JR ECONOMY STAPLER 


Efficient easy-action staple gun at an unusually 
low price. Combines speed with ease of opera- 
tion. Ideal in the shop for tacking down twin- 
line, grille cloth, and acoustic padding. Excel- 
lent for many home uses such as screening, 
upholstery, shelfing, lining, etc. Drives staples 
firmly in place with minimum squeeze pressure 
—employs special non-jamming mechanism. 
Built-in staple lifter allows easy removal of 
driven staples. Gun handle locks in place for 
safe, easy carrying—pre vents accidental opera- 
tion, All-steel construction—precision built for 
dependable service. Has loading capacity of 100 
staples. pe lt ei Less staples, listed 
below. Shpg. wt., 1 Ib. 

45 N 653. List, $4.95. NET.......... B97. 


CABLE STAPLERS 


Model T-25. For wires or cables up to Y%4” dia. 
Grooved guide assures exact fit of staple. Loads 
85 staples. 5Yy4x7x4". 2Y% Ibs. 

46 N 491. List, $15.00. NET........ 12.49 


Model T-76. For non-metallic sheath cable or 
objects up to Y2” in dia. Groove in gun envel- 
opes wires and cables for clean, damage-free 
stapling. Automatic stop-guard for uniform 


ARROW STAPLE GUNS AND KIT 


T-50MP GUN TACKER KIT 


Wire 
Attachment 


Attachment 
Shade 
Attachment 
Plus Staple 
Lifter 


T-50MP GUN TACKING KIT 


This handy, multi-purpose tacker gun kit has 
1001 fastening uses—it includes 4 attachments 
to make your work easier. Ideal for use in the 
home, shop or store. Kit includes a T-50 heavy- 
duty tacking gun, and attachments for re- 
pairing window screens, tacking down wire ani 
cable, and tacking ,window shades on_ roller 
Also included is a convenient staple lifter ft 
removing driven staples. 

T-50 gun has rugged, all-steel constructio: 
with chrome finish; patented non-jammi' 
mechanism. Uses double leverage action for 
powerful drive with minimum squeeze pressure. 
Kit is supplied complete with 2000—%” rice 
1000—34" staples, 1000— 4" staples, and 1000 
—Ceiltile staples. Shpg. wt., 5Y% Ibs. A 5 
50 N 466. List, $17.50. NET........ 4.07 
T-50 TACKING GUN ONLY. Ideal for elec- 
tricians, repairmen, and home hobbyists. Loads 
85—.050" staples, listed at left. 5¥ax7¥ex%". 


penetration of staples. Load capacity, 53 
.075” staples. 534x7x74". 2 Ibs. 
46 N 493. List, $15.00. NET........ 12.49 


ARROW GUN STAPLES 


| | | 
ee pts |Width Length|Quantity) Wt. | NET 
45 N 654 37-21 JR}'342"| 4%" | 1000 | 4 oz. 49 
45.N 655)T-21 IR)1342"| Se" | 1000 | 4 ov. 49 
45 N 790) T-25 "1%" |5000 |11b. |3.33 
46 N 492) T-25 Ys" | He" |5000 |1lb. (3.33 
45N791| T-25 Y* | %e" (5000 | 1b. [3.74 
47N096| 1-32 | %e"| %" | 5600 | Lib. | 1.87 
46 N 063) T-32 | %e"| He" 5000 | 1 Ib. | 2.08 
45N793/T-50 | %"| %" (5000 | 1lb, |2.08 
45N 789) T-50 | %" | %e" |5000 | 1b. |2,20 
45N792/T-50 | %’| %” |5000 | lib. |2.29 
46 N 294 T-50 %" | We" | 5000 1b. 12.92 
45 N 798) T-75 %" | %e_" | 1000 (1% Ibs. 1.88 
45 .N 799| T-75 r. a ie | 100 1% Ibs. 1.88 
46 N 494| T-75 %" | %" |1000 {1% Ibs.| 2,08 


Shpg. wt., 2 lbs. 
46 N 292. List, $12.50. NET......... 10,41 
T-50 ATTACHMENTS 
Stock Mfr's For Shpg.| NET 
No. Type| Stapling; | Wt. EACH 
52.N701 | T-50)}Window 2 oz. | 85¢ 
Screens 
52 .N 702 | T-50/Wires and 2oz. | 85¢ 
Cables 


52 N 703) T-50|Window Shades/2 oz. | 85¢ 
52 N 704 |SL-50|Staple Lifter |30z. | 85¢ 


T-32 MEDIUM-DUTY STAPLER 


Excellent for 300- 
ohm twin-lead, inter- 
com cable, screens, 
shades, upholstery, 
light insulation or 
plastic sheeting. Non- 
{praening. mechanism 
has double leverage 
action. All steel con- 
struction with chrome plating. Safety-lock 
handle. Loading capacity of 150—.032” staples. 
Size, 5x7x¥%”. Wt., 1% lbs. 


46 N 062. List, $10.50. NET......... 8.74 


Serves as wire stripper, cutter, 
scraper, winder, and screwdriver. 
Strips insulation easily without 
eutting wire. Wt., 3 oz. 

43 N 905, NET......... 29¢ 


K. MILLER WIRE STRIPPERS—CUTTERS 


Model 101-S. Sprin 

Combination py 
wire stripper 
and cutter. Ad- 
justs to strip 
insulation from 
any wire up to 
No. 8, solid or 


stranded. Calibrated adjustment for conven- 
ient resetting to exact jaw opening for any wire. 
. Spring lock holds blades 


Hardened steel blades 


closed when not in use. 5” long. 4 oz. 


BNISAG, NET ci¥-5. ohccss is sodeca 1.17 
Model 100. As above, but without spring ac- 


tion. Shpg. wt., 4 oz. 


BIS 36;. ME Dac c¥ yi oe sei atest 196 87¢ 


Model 200. 
Combination 
eoaxial cable 
stripper, cutter 
and slitter. 
Strips clean 
without nick- j 
ing center con- a 


ductor or fraying shield. Adjustable blades are 

c vu cable. 3 step op- 
eration leaves cable ready for installation of 
coaxial connector. With hardened tool steel 


factory adjusted for RG59/ 


blades. Shng. wt., 8 oz. 


50 N 339. NET... ceseceeeeeee ee O47 
Make Allied Your Headquarters for Hand and Power Tools 


SCOTCH PLASTIC BACKED TAPE 


Type 335. Plastic-backed 
electrical tape. .007” thick; 
10,000 v. dielectric 
strength. Molds easily to 
irregular surfaces, allow- 
ing neat, compact insu- 
lated wrappings. Highly 
resistant to chemicals, 
abrasion, oil, salt water, 
weather. Av. shpg. wt., 
per roll, 6 oz. 


Stock No.| Size | Per Rollji2-Up, EACH 
52 N 613 | 47x20" 54 49 
52 N616 | %4"x60'| 1.47 1.32 


Type 88. All-weather, 8.5 mil plastic-backed 
electrical tape. Makes splice wrapping easy in 
cold weather, yet retains body for easy applica- 
tion at normal temperatures. Abrasion, oil, and 
flame resistant. Wt., 6 oz. 

52 N 700, ¥4"x60'. NET PER ROLL..1.75 
TOSI RO et ad: Bor te ee cs 1.58 


G-C “SPEEDEX" FUSE PULLERS 


Designed for quick 
removal of car- 
tridge-type fuses. 
Features non-slip 
construction, Lam- 
inated insulation of high dielectric material 
prevents shock from dangerous high voltages. 


Stock No.| Type | For Fuses | We. | NET 
45 N 836 | 5525 | %" to % 6oz.| 41¢ 
45 N 837 | 5520 | Hr toi" | 7oz.| 97¢ 


DUTCH BRAND TAPE 


Friction Tape. Very pop- 
ular standard width tapes. 
Find widespread uses in ra- 
dio, electrical, home and 
shop applications. Have 
tough, long-wearing fabric 
base which resists the effects 
of abrasion and weathering. 
Makes tight insulated wrap- 
pings. Av. wt., 7 oz. 


NET PER ROLL 


Stock 
No. Size |"-29 ] 30-99 )100-Up 
S2N610| MrxIy | ae | 13e | 12e 
S2N6I1 | 47x32’ | 22¢ | 21¢ | 20¢ 
5D N612| %*x68' |42¢ | 40¢ | 38¢ 
52N620| %7x60' | 21¢ | 20¢ |~19¢ 


Plastic Tape. Strong, black vinyl plastic 
electrical tape. Stretches and conforms to ir- 
regular surfaces. Clings tightly—forms tight, 
compact insulated wrappings which do not 
unravel, even after long periods of time, Its 
high-dielectric strength and excellent adhesive 
qualities make it a favorite with radiomen and 
electricians. 34” type is only .007”, Rated 7000 
volts. 14” type is .010". Rated 10,000 volts. 
Av. shpg. wt., 6 oz. 


52 N 614. 34’x44/. NET PER ROLL..1.00 
46249, BACH. 5A. .nvinn cess wre 92¢ 
G0-Up, EACH: cec2.05 os oS See 82¢ 


52 N 623. 147x108’. NET PER ROLL, 1.864 
$247, /EACH. 5.2. .0.5 esbcrn ts) on 
48-Up, EACH. 22.202 ccc e coe nein eee 3 
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STORAGE CABINETS 


_ GENERAL 


— 

Le 
9No. 11. 18- Drawer Cabinet. Ideal for storing 
mall parts in easily accessible order. Especially 
a @uited for radio-TV service shops, machine 


Shops, labs, home workshops, offices. c 
grower is equipped with two removable cross- 
iders—adjustable to any 1” interval of 


inven length. Jam-proof drawers have large, 


mvenient handles. Instant-visibility label 
‘ . ders on drawers and dividers. Heavy-duty 
» il-steel frame, Olive-green finish. Drawer size, 

WaxS%exii”. Overall size, 1334x34x12”. Units 
may stacked for greater storage space. 


Shpg. wt., 62 Ibs. 
BENZ O11. Only $2 Down. NET....27.90 


No. 22, 18-Drawer Cabinet. As above, but 
VY deep, 31x53gx17" drawers. 95 lbs. 
NZ 099. Only $2 Down. NET......37.90 


. 8. 8-Drawer Cabinet. As No. 11 above, 
it with 8 drawers, on 2 levels. Size of drawers, 
W4x594x11", Overall size, 10x251x12”. Shpg. 


wt., 33 lbs 15.95 


lbs. 
Demeni2, NET...............-- 


Sfype 8505 Drawer. Same drawer as in cabi- 
-néts No. i1 and No. 8, above. Popular for use 
@i& parts trays on open shelves. Less dividers, 
“shown below. Shpg. wt., 2% Ibs. 

MMPEGGO, NET. 000... o cece ee 90c 


‘Type 8711 Lengthwise Dividers. For cabi- 
4 ts No. 8 and No. 11; and No. 8505 drawers, 

t ve. Shpg. wt., 9 oz. 5 per package. 

86 N 871. PER PACKAGE ~. 50 


ae 8720 Cross Dividers. For cabinets No. 

©. 11, No. 22; and No. 8505 drawers, 
ve. Shpg. wt., 6 oz. & per package. 

6N872. PER PACKAGE....... HOC 


-UNION 410 4-DRAWER STEEL CHEST 


Sturdy, all-steel 
chest for keeping 
often-used radio- 
TV hardware and 
small parts with- 
in handy reach. 
Ideal for repair 
shop, home work- 
shop, experi 
menter, hobbyist, 
etc. Four easy 
slide drawers, 2x 
9x11'\4”. Drawers 
have label hoiders 
and enough re- 
movable dividers 
to make from 2 
to 12 compartments per drawer. 10x10x112”. 
Shpg. wt., 1014 Ibs. 

MISO IOUNET,...............5-- 4.97 


WALL TOOL RACK KIT 


Model 102. Rugged, attractive pin-up rack 
keeps your tools in easy reach. Four Vax 18x24 
miptated hardboard squares make 12 square 
eet of handy storage space. 62 specially de- 
signed fixtures hold saws, hammers, pliers, 
wrenches, planes, ‘files, screwdrivers and many 
other tools and accessories, Includes four 4-o0z- 
nail and screw jars, 2 sheif brackets, mount- 
ing screws, spacers, and complete instructions. 
Shpg. wt., 15 lbs. 5 39 
86 NX 178. List, $7.98 ere 
Model 102W. Workshop Uni above, but 
less perforated hardboards. Includes 62 fix 
tures, all hooks, brackets, jars, spacers and 
mounting hardware. Shpg. wt., 3 lbs. 
BOUIN 27. List, $3852.00... sadam us Zao 
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- Steel Cabinets — Stands — Trucks 


EQUIPTO METAL PRODUCTS 


No. 12. 18-Drawer Cabinet. This deluxe 
2-in-1 cabinet combines extra-large storage 
capacity of standard-drawer units at left with 
safe, convenient tiny parts storage features of 
“Little Gem’’ drawers below. 14 standard-size 
drawers have dividers for 3 compartments each 
—4 “Little Gem"’ drawers have dividers for 
12 compartments each. Large label holders on 
all drawers for rapid identification of contents. 
Rugged steel construction, with olive-green 
baked enamel finish. Standard drawers are 
31%x534x11”. “Little Gem" drawers, 1/x11x 
11”. 1314x34x114%4”. Shpg. wt. 68 lbs. 


86 NZ 096. Only $2 Down. NET.....39.30 
“LITTLE GEM” CABINETS 


ae 


Perfect for stor- 
ing tiny, often- 
used parts you 
want to keep 
handy. Pieces 
stay where you 
put them—can't 
“creep’’ under 
snug-fitting 

u drawer dividers. 
Large label holders permit labeling entire 
drawer front, for easy identification of con 
tents. Individual cabinets lock together when 
stacked. Drawer-stops prevent spilling parts. 
Dividers adjustable on 114” centers. Drawers 
114x11x11", with dividers for 12 compartments 
each. Additional dividers can be added (see 
below). Olive-green enamel finish. 

Stock {Type| No. of Size 
No. No. |Drawers| _(HWD) 


Wt., | NET 
Lbs. | EACH 


86 NX 065| 1 2 |3%xilxll”| 7 | 6.95 
86 NX 066| 2 4 |6%xlixil’| 15 |13.90 
86NU 067! 3 6 |9%xllxil"| 23 |20.85 


4 


ype 8730 Dividers. For above, to provide up 
28 compartments per drawer. Size, 114x 
§ per package. 


STURDILITE STEEL DRAWER 


Creates extra stor- 
age space by utiliz- 
ing wasted area un- 
der top of work - 
bench, desk, cabi- 
net, table or shelf. 
Excellent for spare 
parts, tools, acces- 
sories. Ideal wher- 
ever storage space 
is needed in a hurry 
—at low cost and little effort. Steel frame and 
thick hard-board bottom hold a heavy load 
without warping. Never-stick steel slides have 
stopping device, to prevent spilling. Mounts 
quickly and easily under bench, tabletop, desk, 
etc. All hardware included, Blue-gray baked 
enamel finish. 5” high, 15” wide, 18” deep. Shpg. 
wt., 10 lbs. 

SGINK 206) NET; cota cote reeiane? 5.97 


DIXIE INTERLOCKING DRAWERS 


These economical little aluminum trays provide 
excellent storage for a wide variety of radio 
and TV small parts and hardware. Drawer 
housings have interlocks on tops, bottoms and 
sides—they lock together into one large single 
unit when stacked. Any number of drawers 
may be assembled to fit irregularly shaped 
spaces, or may be used individually Label 
holders on front of drawers make it easy to 
identify contents without looking inside. Ideal 
for radio-TV repair shops, machine shops, home 
workshops, etc. Drawer dividers, below, may 
be added to make individual compartments, 
for keeping smail parts separated. Size 2 4x 


1-9, EACH 


Drawer Dividers. For Dixie drawers, above. 
Shpg. wt., 4. 0z. 3 per package. 
86N179. PER PACKAGE............ 10¢ 


STEEL STANDS AND TRUCKS 


STURDY STEEL TRUCKS 


Rugged steel trucks, with round beaded 
edges for extra strength and rigidity. Ideal 
for heavy trucking in narrow aisles—wherever 
strength and rolling ease are a must. Husky 5* 
solid-rubber-tired wheels are smooth, quiet— 
rear wheels swivel, for easy steering. 4”-deep 
trays carry up to 600 Ibs. Top tray becomes 
tabletop when inverted. Olive-green baked 
enamel finish. Paper shelf, below, can be fixed 
to push bar—for filling orders, keeping 
records, etc. 


“Stock |Mfr’s Size Wt.,| NET 

__No. Type (HW D) Lbs. | EACH 
B86 NZ 090| 150 | 36x24x36” | 70 |39,90 
86 NZ 092\ 145 | 36x16x30" | 60 | 29.90 


Type 146 Shelf. For above 84x11”. 5 lbs 
86 N OSS. NET... 2... eee ites 2.50 


CHASSIS AND TEST UNIT STANDS 


Handy stands for moving or working om 

radio-TV chassis, electronic equipment, 
heavy test instruments. Ideal for service shops, 
factories, labs. Rugged steel construction, with 
quiet, smooth-rolling 21%” solid-rubber-tired 
wheels. Excellent for narrow passages. Lower 
shelf space for carrying or storing tools, parts, 
extension cords, accessories. Both stands are 
34” high, 18” wide, 24” long. 


“Stock |Mir’s| pos cription | Vt | NET 
No, _|Type| Description |_bs. |EACH 
Nz087| 710 | Metaltop | 55 | 16.30 


86 
86 NZ 088! 711 


STORAGE CONTAINERS 
LS Glass Jar. 


Wood top 57 |17.80 


Ideal storage 
for small parts. 
Metal screw cap 
keeps out dust, 
moisture. Ideal 
for use on the 
radio-TV service 
bench, in the home workshop, etc. 214” high; 
2” in diameter. Shpg. wt., 7 oz. 
44 N500. NET EACH.. 
12 or More, EACH 


Plastic Container. Durable, clear-view 

plastic container for small parts. Perfect 
for use on the service bench for storing resistors, 
capacitors, screws, nuts, washers, etc. Smooth 
operating sliding covers keep out dust. Sizer 
2Y%yx1Yyx2VYy". Shpg. wt., 2 oz. 
44N501. NET EACH. 
12 or More, EACH 


VIS-A-PART BOARDS 


Ideal low-cost stot 
age for small resis 
tors, condensers, 
nuts, bolts, screws, 
etc. Jars keep small 
parts in full view, 
within easy reach. 
Contents always 
visible, yet remaim 
clean, dry—cant 
get mixed upor lost. 
Jars slide out easily, 
already open. Metal 
holders cover jar 
—no lids to screw off. Rugged, space-saving 
masonite board has 4 holes for easy wall mount- 
ing—doesn’t take up valuable bench spac® 
Perfect for use by radio-TV repairmen, ma 
chinists, and hobbyists. 


Stock No. _Type Size Lbs. | NET 
86 NX 246) 12-Jar 834x18" | 4% | 1.91 
86 NX 245] 24-Jar 18x18” 9 3.53 


Replacement Jars. Individual replacement 
jars for Vis-A-Part Boards. Shpg. wt., 2 oz. 
46 N 207. NET EACH.............-+-+- 8¢ 


Holder Clips. Same as jar holders in Vis- 
Part boards above. Shpg. wt., 2.Oz. Pkg. of 2 


Allied Supplies Everything for the Experimenter and _Builder 


46 N 204. NET PER PACKAGE...... 20¢ 
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AKRO MILS CABINETS 
J-SERIES SMALL PARTS CABINETS 


Beautifully Styled —Clear Plastic Drawers 


New, improved, space-conserving cabinets for 
small parts and hardware storage. Ideal for 
the home workshop. Clear-plastic drawers, 
1%6x234x574", are separated into three sections 
by removable transparent plastic dividers. 
Dividers have clamping effect when pushed 
into place; avoids ‘‘creepage’’. 


Parts are clearly visible for easy identification. 
Convenient, press-on labels for drawers are 
furnished. Handles located at top of drawers 
provide easy grip without blocking view of 
labels. Backstop prevents accidental pull-out 
of drawers; contents cannot spill. Additional 
cabinets can be attached to back, side or top. 
Rubber feet prevent damage to tabletop, 
shelf, etc. Welded, all-steel cabinets have 
silver-gray Hammertone finish. 


Stock Mfr’s | No. H.W.D Wt.,| NET 

No. Type | Draw. ‘ * |Lbs.| EACH 
BONX 047 | J-16 | 16 | 8%x12%x6"| 8| 6.48 
BENX 144 | J-24 24 = |12x12%4x6" 10 9.48 
BENX 048 | J-32 | 32 [15%x12%x6"| 13 | 11.98 
BENU 039 | J-64 | 64 |15%x25%x6"| 25 | 23.98 


METAL SMALL PARTS CABINETS 


An excellent selection of metal cabinets for 
storage of small parts. Feature extra-large 
plastic drawers, 2” high, 11” deep and 4” wide. 
Drawers may be partitioned into numerous 
compartments with snap-in-place dividers 
provided. Supplied with index labels. Suffix 
in Mfr’s Type number indicates number of 
drawers in cabinet. All cabinets are 177%” 
wide and 11” deep. 


Stock Mfr's Wt.,| NET 
No. Type |Heisht)ibs.| EACH 

86 NX 579| M4B-8_ | 0%" | 11 | 10.98 
86 NX 597| M4B-12 | 8'%e" | 15 | 15.98 
86 NX 398] M4B-16 | 11147 | 18 | 20:98 
Be NX 599| M4B-24 | 16%" | 24 | 31.98 
Be NX 622| M4B-32 | 2414" | 31 | 41:98 
86 NX 623| M4B-40 | 2754" | 38 | 52.98 


“E.Z FIND FULL-VIEW” CABINETS 


Convenient cabi- 
nets for storing 
small parts. 
Drawers are 
crystal-clear sty- 
Tene, 1%6x27%x 
574”. Each draw- 
er is divided into 
4 compartments 
—can be divided 
further with di- 
viders supplied. 
Drawer pulls out 
with full grip, 
centered handle. 


Safety catch pre- 
vents drawer spillage. Cabinet is of double-wall, 
heavy-gauge steel. Ali corners are completely 


together, or hang on wall. 4 ball feet are 
stamped into each cabinet base with matching 
depressions in top. Gray enamel finish. 


Stock No. | Type |Drawers| H.W.D. Lbs. | NET 
B6ENX759| V-12 | 12 | 6x12%x6" 6 | 3.79 
S6NX 767| V-24 24 = |10%x12%x6") 9 | 6.61 
B6NX 773| V-32 32 «(|14x12%x6" | 12 | 8.49 


rounded. Cabinet will stand on bench, stack 


Too! Boxes —Parts Cabinets 


HAMILTON UTILITY BOXES 


Model 1501. 
Sturdily construct- 
ed, drawn-metal 
tool and general- 
utility box. Ex- 
tremely compact 
and easy to carry— 
fits anyplace, In- 
dispensable for the 
radio and TV serv- 
iceman, kit builder, 
experimenter, etc. 
Easily accommo- 
dates a soldering | 
iron, screwdriver, pliers, wrenches, test leads, 
etc. Handy cantilever tray rises and slides 
aside when lid is raised for easy access to 
articles in bottom of box. Tray has 3 compart- 
ments: 1—234x6", 1—174x6", 1—-974x6”. Com- 
partments are extremely handy for the storage 
of hardware, resistors, capacitors, screws, etc. 
Case has snap-type lock with eye for padlock. 
Folding, fingertip handle is securely attached 
to cover. An excellent value at a remarkably 
low price. In green baked enamel. Overall 
size, 414x6%4x1414”. Shpg. wt., 3 lbs. 

BOM SGM MIT caren Thou cates 8s 1.50 


UNION “STACKMASTER” CABINETS 


Ideal for the home workshop, radio and TV 
service shops, factory, office, etc. Convenient 
“Lok-Tabs” enable cabinets to be stacked in 
any direction. Cabinets can be quickly and 
easily detached from one another. as additions 
are made. Frames are of heavy-gauge welded 
steel. Clear, all-plastic drawers have built-in 
index cardholder and removable partitions. 
Safety-stops hice accidental spilling. All 
drawers are 54%” long, 234” wide, 14%” deep. 
In silver Dentone baked enamel. 


Modal Alben tt Mlegs cabinet. Size, 11x6x 
*. pg. wt., Ss. 
86 NX 783. NET.........0.005 SvOiee 


Model U-12. 12-drawer cabinet. Size, 534x6x 
1244”. Shpg. wt., 6 lbs. 
86 .N 784, NET 


Model U-18, 18-drawer cabinet. 11x6x124’. 
6 middle drawers, 514” wide; 12 side drawers, 
24,” wide (6 ea. side). Wt., 9 lbs. 

86 NX 158, NET Ones 


** QUA-DROR"” STORAGE CABINET 


Compact, four-drawer, three-way interlocking 
cabinets. The ideal solution for storage of small 
parts, tools, etc. Perfect for limited-space appli- 
cations. For the radio and TV serviceman, 
mechanic, hobbyist, etc. Each cabinet is a 
complete unit with four, individual, one-piece 
drawers. Cabinets can be stacked vertically 
or horizontally and locked together. For 
stacking on workbench or table. 


Frames have countersunk locking devices on 
top and both ends, Each drawer has metal 
snap-in separators for up to four individual 
compartments. Separators will not shift or 
slide—each is completely rigid. Drawers have 
folded, reinforced corners with strong tubular 
and folded sides. 


Safety stops prevent spilling. Individual 
drawer size, 1%6x234x5 4"; cabinet, 134x11% 
x6”. Gray finish Sbpe. wt., 1% Ibs. 

BOON: 7ilic HETABACH 42 cee -c5 te 1.42 


Lowest Prices—Highest Quality—Best Service 


UNION UTILITY BOXES 


WATERTIGHT 
TOOL BOX 


Perfect For 
Radio and TV 
Servicing 
Technicians 


Type 6414. A 
ruggedly con- 
structed, wa- 
tertight utility chest with two cantilever- 
mounted trays. Extra-large tray capacity 
makes it ideal for storing tools or small parts. 
Upper tray is divided into seven compart- 
ments of equal size. Lower tray contains orfe 
full length, one 34 length and two smaller 
compartments. Full grip steel handle. Green 
enamel finish. Overall size, 7x74x14y”. Shpe- 
wt., 5 lbs. 2 16 
86 NX 045, NET........- oo. ea 


Type 6419. As above, but longer. 9 sections | 
upper tray; 6 in lower. Both sides latch. 7x7} 
19”. Shpg. wt., 7 lbs. 4 45 
B6 NX 154. NET ...:5 0+: 00s oe see 
rm 


“SUPER STEEL” 
TOOL CHESTS 


Carefully Bal- 
anced For Easiest 
Carrying—Handy 
Removable Tray 


Type 6119. Sturdy steel chest with removabte 
tray. Has two heavy-duty drawbolts plus cen- 
ter padlock eye. Continuous hinge welded 40 
cover and case. Beautifully balanced and easy 
to carry. Easily accommodates commonly- 
used tools—soldering iron, screwdriver, pliers, 
etc. Has ruggedly designed steel handle. Has 
blue, hard-baked enamel interior; silver-gr, 

Hammertone exterior. Size (HWD), 7x19x17*. 
Shpg. wt., 7 Ibs. iy 
86 NX O17, NET.....5..- 008 cOea 5.14 


ayers NBs 4 gees but. calle Coe size 
. 6x16x6". pg. wt., 3. 
S6:NX ONS. NET...2.-. 209005 scam 4.89 


VLCHEK PLASTIC BOXES 


Sturdy, clear 
plastic, hinged- 
top storage 
boxes. Divided 
types are ideal 
for keeping 
parts sepa- 
rated. Excel- Was 
lent for storing ING ie 
resistors. a iS 
capacitors, a= fl 
screws, small EN 


ea 
household arti- tal 
cles, fishing tackle, etc, Perfect for servicemen 
—permits quick selection of fuses, bulbs, etc., 
while on a service call. Type P2506 has remov- 
able cover. 


Type P260. One compartment. Size, 6Y%4x4x 
1%". Shpg. wt., 6 oz. 
44 N 362. NET....... Laven 


Bye tt 
ize, x: 
44 N 363. N 


Type P212. Five compartments. 4 are 1 WYax23" 
plus 114%4x3%¢" center compartment. Overall 


size, 714x334x134”. Shpg. wt., 8 oz. 
4S NET... 37¢ 
ype P203. Six 114x414” compartments. Size, 


T 
834x414x134". Shpg. wt., 12 oz. 
Sa er ee ae oS a 5le 


Type P210. Nine compartments. 8 are 1Y%x 
114”. Center compartment, 1x3%¢". Overall size, 
714x3%4x134". Shpg. wt., 8 oz. 

44.N 355. NET.......0.+-+1-a0eae 


Type P201. Twelve compartments. Has four 
2x1%4” compartments: two 14%x4"; six 1Y%4x 
14%”. Overall size, 834x414x134". 12 oz. 5| 

44 N 358. NET Cc 


Type P612. Twelve compartments. Has six 
11%49x2"; six 116x444”. Overall size, 11x634= 
134”. Shpg. wt., 14 Ibs. 

44.N 354, NET.......... tue) 


Type P618. Eighteen 11%6x2” compartments. 
11x614x154". Shpg. wt., 1% Ibs. | 
Ad NOSE RMET OS Gee see +4128 


P [ueKIn TAPE RULES 


al 


WHITE CLAD “‘MEZURALL” TAPE RULES 
(A) White clad %-in. ‘““Mezurall’’ steel tape- 
rules. Practical, all purpose tape rules for 
construction and general home use. Easy-to- 
read jet black markings against a durable, snow 
white background on bonderized, tempered 
_ steel blade. Self-adjusting end hook for accurate 
“putt end and hook-over measurements. Marked 
on both edges, one side. First 12 inches of upper 
edge graduated to 32nds; balance to 16ths. 


Stock No.| Type | Feet | Oz. | List |NET 
50 N 175 | W926 6 4 $1.19} .80 
50 N 176 | W928 8 5 1.39} .93 
50 N 177 | W9210| 10 6 1.69] 1.13 
50 N1i78 | W9212| 12 1” 1.98] 1.32 


“MEZURMATIC” TAPE RULES 
Quality tape rules with touch control blades, 
ball bearing rewind governors, heavy-duty 
end hooks, and non-slip design cases. Have jet 
black foot and inch graduations to 16ths of an 
inch on both edges; first 12 inches are gradu- 
ated to 32nds on one edge. Have snow white 
background, except *satin chrome-plated. 


Stock No.| Type |Feet| Oz. | List | NET 
50 N179| W728 8 (7 $1.69 | 1.13 
50 N 180 | W7210 | 10 | 7% | 1.98 | 1.33 
50 N 181 | w7212 | 12 | 8 2:20 | 1753 
50 N 182| C728* 8) 7 2.40 | 1.60 
50 N 1831 C7210*| 10 | 7% 2.70 | 1.80 


- BANNER WHITE-CLAD TAPES 


3%” wide steel tapes fea- 
turing durable construc- 
tion and accurate, highly 
legible markings. Have 
easy-to-read jet black fig- 
ures and graduations on a 
snow white background. 
Hard, triple-baked finish 
is easy to keep clean, ex- 
tra mar-proof. Hook ring 
on free end for ‘‘walk- 
away” measuring—one person can measure un- 
assisted. Folding flush handle is opened by push 
pin. Durable, vinyl covered, steel case. 


Stock No.| Type Ft. Lbs. | List |NET 
50 N 184 |HW223) 50 1 | $5.49] 3.67 
50 N 185 |HW226| 100 2 7.49| 5.00 

MICROMETER 


e Positive Lock 
e Easy to Read 


Model 12RL. A high-quality, 
moderately priced 0-1” microme- 
ter designed for the critical 
user. An ideal tool for the ma- 
4 _ chine shop, auto shop or the 
hobbyist. Spindle has ratchet that adjusts to 
any touch for accurate measurements. Extra 
space between large graduations for easy, ac- 
curate readings. Has precision ground and 
highly polished spindle and anvil. Black steel 
frame and knurled, chromium plated thimble. 
Can be locked at any setting. Pre-adjusted 
with gauge blocks. Wt., 8 


$0 .N 060. List, $14.00. NET........... 10.95 
HANSON ECONOMY 1” MICROMETER 
— i> : Pre-Tested 


and Adjusted 


Precision-made micrometer. Has 
full-range accuracy of .0005”. 
Carefully designed to assure 
minimum frame distortion. Em- 
ploys smooth-operating, screw-type anvil to 
permit simplified zero adjustment. Includes 
_ spring-friction stop for improved accuracy. 
tame, thimble and ratchet are fully chrome- 
plated to inhibit rust. Each micrometer fac- 
tory adjusted. Shpg. wt., 7 oz. 
ame a9, NET:............. 2-00 3.37 


VLCHEK PUNCH AND CHISEL SET 


Type 3256. Excellent low-cost 
set. Forged from high carbon 
tool steel. Set contains 14” and 
54” edge chisels, 4%” and 4” 
solid punches and 4” center 
punch. Bright plated. Set is 
supplied in clear face plastic 
pouch. Shpg. wt., % Ib. 

50 N 125. NET......... 1.32 


DIETZGEN SLIDE RULES 


Model 1734L Decimal Trig Type Log 
Log. Precision-made 10” slide rule features 
exclusive ‘‘Microglide” action. Slide rides on 


LABELON “WRITE-ON-IT” TAPE 


Plastic labeling tape with special carbon writ- 
ing surface sandwiched between 2 layers of 
acetate. Writing stays legible; surface is pro- 
tected by plastic. Resists dirt, water, oil, etc. 
Sticks firmly to any surface without moisten- 
ing. Border color, color in which writing appears 
—*black, tred, §blue. Av. shpg. wt., per 

in. roll, 5 oz. 


“SPRA: 
Wrinkle \ 
dried or bz 
Snish come 
oven-baked 
fect for che 
Makes cor 
bakelite pa 
Snish steel 
that emplo 
on P.A. ea 
16 fi. oz. In 
Wt., 1% it 


Stock 
No. 


43 N028 
43 N029 


grooves of “‘Tefion’’ for reduced friction—per- 
mits making smooth, effortless settings. Scales 
on one side: LLO2, LLO3, DF, CF, CIF, L, CI, 
C, D, LL3, LL2. Other side: LLO1, K, A, B, 
T<45, T>45, ST, S, D, DI, LL1. The S, ST, 
and T’ scales are divided to read degrees and 
decimals of degree. Supplied complete with 
genuine leather case and easy-to-understand in- 
struction booklets. Shpg. wt., 1% Ib. 
50 N 435. List, $26.50. 1-5, EA. 
6-Up, EACH 
Model 1734. Same slide rule as Model 1734L 
described above, but supplied with handsome 
simulated leather case. Shpg. wt., 1% Ibs. 

50 N 436. List, $23.50. 1-5, EA....... 19.98 
6-Up, EACH.........-- cere eeeeeee 18.80 


Model N1725L Vector Type Log Log. 
Accurate slide rule with smooth-working 
‘“Microglide” action. Includes all scales found 
on Model 1734L rule above, plus Hyperbolic 
Sine and Tangent scales (Shi, Sh2, Th) which 
are particularly useful in solving electrical en- 
gineering and physics problems. With genuine 
leather case and easy-to-understand instruc- 
tion book. Shpg. wt., 11% Ibs. 24 23 
- +. «22.80 


50 N 437. List, $28.50. 1-5, EA... 

6-Up, EACH..........---e eee eee 

Model N1725. Same slide rule as described 
above, but supplied with simulated leather 
case. Shpg. wt., 1% Ibs. 

50 N 438. List, $25.50. 1-5, EA....... 21.68 
6-Up, EACH 0.4 


() Model 1776 Pocket Slide Rule. Handy 5” 
rule can be used to solve almost any engi- 
neering or scientific problem. Scales on one 
side: DF, CF, CIF, CI, C, D, L. Other side: K, 
A, B, T, ST, S, D, DI. Supplied with all-leather 
case with pocket clip, and instruction booklet. 


Shpg. wt., 5 oz. 
BON 436. List, $6.45. 1-5, EA....... 5.50 
SLUR EASE Pee eric anrae 5.17 


ACU-MATH SLIDE RULES 


(F] Model 1311 Professional 10” Slide Rule. 
Easy-to-read, high-quality 10” slide rule. 
plastic sheet 
face; lucite cursor; inlaid calibrations and nu- 


Features include: white vinyl 
merals; Trig and Log Log numerals in red. 
Scales on one side: LLO1, L, K, A, B, T, ST, S, 
D and LL1. Other side: LLO2, LLO3, DF, CIF, 
CI, C, D, LL3, and LL2. With leather sheath 
and instructions. Shpg? wt., 1 Ib. 

46 N 333. List, $13.95. NET......... 9:93 


Model 1211 5” Pocket Slide Rule. Pre- 
cision-made, easily readable pocket slide 
rule. Same features as the Model 1311 above, 
but with fewer scales. Scales on one side: K, A, 
B, CI, C, D and L; S and T on other. Fluid-ac- 
tion slide assembly; clear lucite cursor. With 
leather sheath and easy-to-follow instruction 
book. Shpg. wt., 5 oz. 
46 N 332. List, $3.95. NET.......... 2.99 


EXACT ALUMINUM “HANDYLEVEL” 


Model A-9. Ruggedly constructed aluminum 
type level. Ideal for both the professional 
craftsman and the home hobbyist. 3 indicator 
vials for vertical, horizontal, and 45° use. 
Grooved base aligns level on cylindrical sur- 
faces. With heavy-gauge protective carrying 
pouch. 9x1%_x34". Shpg. wt:, 8 oz. 

BO NGAGU NET ee, ooo gaia Sages 1.49 


Stock | Mfrs |wigum] atl, | 23, |. 24 ar 
No. Type |Width) EACH | EACH’ |More, EACH 
SON772 | 315*| %e| 1-52|1-39| 1.3! 
BIN 751 | 335+ | 5%6| 1-52|1.39] 1-31 
BON 753 | 415*| %4"| 1:71 | 1.57] 1.48 
25N 754 | 425§| %"| I:z!|t:57| 1:48 
BSN 755 | 430+ | %°| 1:71 | 1.57] 1.48 
52N757 | 515*| %| 1.91 |1-725| 1-65 
33N773 | 5258 | %7| 1:91 | 1.75| 1.65 
BSN 774 | 5357 | %'| 1:91] 1:75] 1.65 
22.53 | 82N761| 6i5*| 4"! 2:11 11.931 1.82 


TABLETS FOR TYPEWRITER USE 
Each has 45, 3-inch strips. Write black; colors 
given are borders. Av. wt., 5 0z. 


StockNo.| Type | Width| Color | NET EA, 

swore ar | i [Er | oec 
e 

Se N7e| Gt | Yi | Gteen| 786 

MC “LABELON” LABELS. Self-sticking 


Mylar-covered labels. For outdoor or perma- 
nent indoor use. Writing surface accepts ink, 
pencil, or typing. Designed to resist effects of 
rain, dirt, grease, heat, acids. Withstands tem- 
peratures of —100 to 300° F. Wt., 2 oz. per box. 


Stock No. 


Mfr’s|No.Per 
Type| Box 


Size 


%x3"_|MC44) 56 JSON 361/50 N 362/50 N 363 
%x1%"\MC53} 100 |50N 364/50 N 365/50 N 366 
%x2” |MC6ll 66 |50N 367/50 N 368/50 N 369 
112%” |MC82] 40 |50N 370!50 N 371/50 N 372 
22 
10 


1-11 Boxes, PER BOX............... Be 
6 2. ! 


12-23,PER BOX,!.1 4-Up,PER BOX 


Multi-purpose Steel Rule. Can be used 
as 4” scale in 32nds and 64ths, drill point 
gauge, square, bevel protractor, center finder, 
circle divider, tap-drill table. Made of stain- 
less steel. In leather case. Shpg. wt.,4 oz. 
46 N 153. NET 1.34 


6” Steel Rule and Wire Gauge. Stainless 

steel. Graduated in 32nds and 64ths, also B. 

& S. wire gauge. Has decimal equivalents. Iden- 

tifies No. 8 to 20 wire. 2 oz. 

AB 'N.O61 MET os coc. nese es ... 44¢ 
Gauges 


Drill and Steel-Wire Gauge. 
machine screw taps, 1 to 60. Shows decimal 
equivalents. Lists taps with tap-drill and body- 
drill sizes, %4-28 to 2-56. Heavy-gauge steel, 
hardened and tempered. 5 oz. 
AIR DAGT NEN ess eh Saeeereed 1.39 


Combination Steel Rule. 12” etched- 
steel combination square. Graduated in 
8ths and 16ths on one side, 16ths and 32nds om 
the other. Head locks on 1” blade. Scriber ia 
head. Shpg. wt., 1% Ibs. 

BH NSOSANED . oos-.> tesa 84c 


(u] Steel Dividers. Stiff tempered, bow 
spring and tapered fulcrum spoon to as- 
sure rigidity and accurate measuring. Needle 
points are replaceable. Split adjusting nut. 
Length, 6”. Shpg. wt., 6 oz. 

AGN O89 NERS pote 5 2 


{n} 9” Scriber. Two-point machinists’ scriber 
with knurled finger-hold. Wt., 3 oz. 

BOW S098 NED Sat cas ccunss hag Adc 

12” Stainless Steel Bench Rule. (Not illus 

trated.) Has two sides graduated in 8ths, 16ths, 

32nds, and 64ths. 74” wide. Shpg. wt., 2.0z. 

AG. MQBB INET stows Seti ata wel 75¢ 


Allied Supplies Everything for the Experimenter and Builder 


Telephon 
enamel. Te 
control ar 
gives prof 
ment, etc 
Provides 1 
metal, 16 f 


Stock 
No. 


43 N033 
43 N034 


faulty ca 
solder and 
that fails 


36 NOS: 


“SPRA 
Type 866 
tacts—cle 
control a: 
6 fl.oz. S 
43 N02! 


NO. 
Air-dryin 
plifiers, | 
etc. Give 
appearan 
eriginal 
air-dried 


Black 


GN 480 | 
GN 483 
GN 486 


SILIC 
No. 14. 
resin spl 
placing 
Forms a 
prevents 
lates, w 
Sarrier | 
is simpl 
cop of cz 
by man 
pendabl 
circuits. 
mo baki 
wt., 10: 
43 N0. 


PRINTE 
No. 21 


pare sil 
manufa: 
designs. 
printed 
circuits 
and ot 
service 
Brush-i 
43N1 
No. 20 
2 A. oz. 
43.N0 


“SPRA-KOAT” PAINTS 
Varnish, Can be air- 
baked—gives a wrinkle 
nish comparable to professional 
en-baked jobs either way. Per- 
for chassis, panels and racks. 
Makes composition board and 
elite panels look like wrinkle- 
nish steel panels. Same finish as 
that employed by manufacturers 
P.A. equipment, transmitters. 
16 fi. oz. In convenient spray can. 
Wt., 1% ibs. 


Stock Mfr's 
No. Type 


Color 


RADIO-TV SERVICING CHEMICALS 


An extensive listing of switch contact clean- 
ers, control lubricants, solvents, cements, 
liquid insulation, and various other chem- 
icals for simplifying and speeding up servic- 
ing of radios, TV sets, record changers and 
turntables, tape recorders, and other elec- 
tronic equipment. Available in sizes to meet 
the requirements of any serviceshop. 


NET EACH 
1-5 


LUBRICANTS 


43 N028 | 60-12 | Black 
43.N029 | 60-13 | Gray 


metal. 16 fl. oz. Shpg. wt., 1% Ibs. 


Stock Mfr's 
No vine Color 


1.80 


Telephone Black and Gray. A satin-finish 
enamel. Telephone black is perfect for power 
control and meter panels. Telephone gray 


ives professional appearance to test equip- 
ment, etc. Dries quickly after spraying. 


Provides moisture resistance. For wood or 


NET EACH 
1-5 


33 N 033 | 62-12 | Black 


43 N034 | 02-13 | Gray | 1.80 


16 fil. oz. Shpg. wt., 1% Ibs. 


Stock Mfr’s 
~ be Ty Color 


43 N035 | 83-12 | Brown 


43 N 036 | 84-12 | Blue 1.80 | 1.71 


43 N 037 | 85-12 | Silver 


35 WBS Wey 


6 fl. oz. Shpg. wt., 10 oz. 


Air-drying wrinkle varnish for am- 
plifiers, test equipment, chassis, 
etc. Gives a professional-looking 
appearance—same type as used by 
original manufacturers. Can be 
air-dried or baked. 


Hammer Finish, For applying professional 
hammer finish to panels, racks, chassis and 
instrument cases. Protects metal from mois- 
ture. Perfect for refinishing scratched and 
scarred metal surfaces. Air-dries quickly. 


NET EACH 


Ships Description 
1% lbs. Control cleaner and lubricant 
3 oz. Lube-Rex cleaner in tube 
2 oz. Contact Dope in tube 
3 oz. “Sta-Put” Phono Lubricant 
4 oz. Cap Needle Injector w/bottle 
2 oz. Radio-TV oil; vial dispenser 
CEMENTS AND THINNERS 
. Sheds Description 
43 N456 6 oz. Radio and Speaker Service Cement 
43 .N 166 11% Ibs.| Radio and Speaker Service Cement 
43N156 2% lbs.| Radio and Speaker Service Cement 
43 N451 5 oz. Radio Service Solvent 
43 N 163 1% lbs.| Radio Service Solvent 
43 N 452 10 Ibs. Radio Service Solvent 
43 N 296 6 oz. Bakelite Cement 
47 N043 6 oz. All-Purpose Plastic Cement 
43 N 465 6 oz. Rubber-to-Metal and Phono Drive Cement 
43 N 466 Y Ib. Rubber-to-Metal and Phono Drive Cement 
43 N 467 
43.N 210 
43 N211 
43 N 450 


“ZERO-MIST" SPRAY 


Type 8667. Permits instant location of circuit 
components that are intermittent with tem- 


perature changes. Merely spray suspected com- 
nents and junctions one at a time with ‘‘Zero- 
ist’’—cools immediately. Quickly pinpoints 
faulty capacitors, resistors, transistors, cold 


solder and oxidized junctions—any circuit unit 
that fails with a temperature variation. 16 fi. 


“SPRA-KLEEN” CONTACT CLEANER 
Type 8666. Efficient cleaner for electrical con- 
tacts—cleaner is simply sprayed on contacts or 


control and mechanism is worked a few times. 


CTR GfaL oc Sa Gs eee 
NO. 60 “RUF-KOAT” VARNISH 


43.N 480 |43 N 481 | 43. N 482| 4 fi. oz. 
43:N 483 [43 N 484 | 43 N 485 | 16 fl. 02. 
43 'N 486 |43 N 487 | 43 N 488 | 32 fl. oz. 


Biack Brown Gray Size 


CLEANERS 
4 Shes Description 
43 N 479 10 ibs. Non-Toxic ‘‘Electro-Tet’’ Cleaner 
43 .N 127 4 oz. “De-Ox-Id"’ Contact Cleaner 
43 .N 128 6 oz. ““De-Ox-Id”” Contact Cleaner 
45 N 203 53 4 oz. Recording Head Cleaner 
45 N 204 53 5 oz. Recording Head Cleaner 
43 N 463 | 127 Y |b. Contact and Crystal Cleaner 
43 N 464 | 127 2% Ibs.| Contact and Crystal Cleaner 
43 N 160 | 210 6 oz. Electronics Contact Cleaner 
43 N 161 | 210 Y Ib. Electronics Contact Cleaner 
43 N 468 | 210 2% lbs.| Electronics Contact Cleaner 
47 N044 | 211 Y% Ib. Carbon Tetra-Chloride 
43 N 453 | 840) Y Ib. ““De-Ox-Id’’ Kit—Contact Cleaner 
MISCELLANEOUS CHEMICALS 
4 ht at Description 
N 472 6 oz. “‘O-Dope”’ (Coil Dope) 
v4 1% Ibs.| ““Q-Dope’’ (Coil Dope) 
7 10 Ibs. “‘O-Dope” (Coil Dope) 
6 6 oz. “Q-Dope” Thinner 
4 6 oz. TV High Voltage Corona Dope 
5 1%, Ibs.| TV High Voltage Corona Dope 
4 2% \bs.| TV High Voltage Corona Dope 
7 6 oz. “TV Tube Koat”’ seat picture tubes) 
1% Ibs.| “TV Tube Koat” (recoats picture tubes) 
6 oz. “Red-X”’ TV High Voltage Corona Dope 
6 oz. Insulating and Dipping Varnish 
5 oz. Fungus Varnish 


1% lbs,| Fungus Varnish 
10 Ibs. Fungus Varnish 
6 oz. Red Glyptal Insulating Varnish 
1% Ibs.| Red Glyptal Insulating Varnish 


SILICONE RESIN SPRAY 


is simple—pressing of 


no baking. Spray can. Contents, 
wt., 10 


22222| 222222\/22222\2222 
COCOA ASPAAOC/PARKOD|—HAH 


ODPAD/ DONNNA/| VIN 


No. 14. Use this clear, silicone 
resin spray after repairing or re- 
placing parts in printed circuits. 
Forms a protective coating which 
prevents shorts and arcing. Insu- 
lates, waterproofs and provides 
barrier against dust. epee 
utton at 
top of can releases the spray. Used 
by manufacturers to assure de- 
pendable performance of printed 
circuits. Dries rapidly and requires = 
6 fl.oz. Shpg- 


oz. 
43 N 027. NET........- ec ere eeeeeee 


DPDAHA/ADAAADAA/PHADA/ HHHSA 
WANN | WWWWWN] WW WN | WWW 
DODNN| —CONDD)| UUPUD | UO—W 


PRINTED CIRCUIT PAINT 


No. 21 Silver Print. The same 
pure silver compound used by 
manufacturers in printed circuit 
designs. Use it to repair all 
printed circuits and to touch up 
circuits around eyelets, rivets, 
and other parts. Handy for 


2 fi. oz. Wt., 4 


thing needed for professional repair- 
gs or scratches oe your elas Bae: 
Assortment 0! shades of shellac : 

fight and dark oil stain, metal 43 N 111. List, $5.40. NET 


sticks, bottles o' 
“Magic Scratch Re- 


shading varnish, polish, 


up brushes, steel wool, sandpai and wiping 
cloth. In metal storage box. 3 Ibs. 5 73 
43 N 115. List, $9.75. NET 


Type 677 EIA Color Coding Kit. Fast- 
drying lacquer enamels—all standard EIA 
colors: black, brown, red, orange, yellow, green, 
blue, purple, gray and white. Supplied with 
brushes. Shpg. wt., 11% Ibs. 

43 N 112. List, $2.45. NET 


servicemen, experimenters and eng 
Brush-in-cap. 1 Troy oz. Shpg. wt., 4 oz. 
43N 159 List, $7.75. NET.......... 


No. 20 Copper Print. As above, but copper. 
oz. 
43 N079. List, $2.00. NET..........-. 1.18 


Depend on Allied for Everything in Electronics 


10 Ibs. Red Glyptal Insulating Varnish 
1% Ibs.| Creme-O-Wax Cabinet Polish 


6 oz. Liquid Non-Slip (drive cables, belts) 
134 Ibs.| Koloid K-29 Hi-Voltage Spra-Koat 
2 oz. Transistor Silicone Compound 


mover,” alcohol lamp, alcohol, spatula, touch- Type 66-5 “ Dial-Lite” Coloring Kit. For 
0 bulbs, dials—instant drying. Includes: red, 
green, blue, amber, solvent. Bulbs may be 
phed'e tos ‘ ored by dipping. Wt., 4 oz. 
43 N 110. List, $1.85. NET.........-- 


43 ie ace. ape tS ely Bad de: 
4 . e =1, Oak. i 
1.44 a 


List, 80¢. NE 


oO. 


fon & 


Nino 
—a——0!—ROON 


cS wissleSain 
NDRNOA NG BWW! 


ji Type 184-0 Luminous “Lite-Koat” Kit. 
901 Cabinet Repair Kit. Includes AT long Tikes non-poisonous coating that 
emits light in the dark. Powder, thinner, pro- 
tective compound. Shpg. wt., 2% Ibs. 


Scratch Sticks. For wood scratches, 5 oz. 
43 N 113. Type 909-M. Mahogany. 


9 
EACH.,....... a ase peed 


Saves time and mon- 
ey for radio-TV serv- 


Ps and preserves elec- 
tronic equipment, for 


KRYLON PLASTIC AND ENAMEL SPRAYS 


icemen. Protects 


h-up” jobs. 


Handy spray cans 
of clear plastic 
orcolored enamels 
for small area 
jobs in all 
workshops. 


bh CLEAR PLASTIC SPRAY 


Can sprays a crystal-clear acrylic that dries 

jm minutes to form a hard, waterproof coating 

pf high dielectric strength. Eliminates co- 

gona and arcing when sprayed on high voltage 

s, coils, and connections. Ideal for use on 

-voltage rectifier sockets, RF transform- 

, ignition wiring, etc. Dielectric strength: 

volts per mil. Weatherproofs antennas 

outside lead-in connections. Has many uses 

und shop and home, also on installation and 

ice jobs. Comes in handy, ready-to-use, 

16-0z. spray can. Wt., 1% Ibs. | 2 7 
N 133.1-LI, NET EACH. Sek, 

42 or More, |; RA eRe 


c RAPID “BRUSHPLATER” 


. For quick, easy elec- 
tro-plating of small 
metal items such as 
hardware, trim, met- 
alknobs, etc. Includes 
1 oz. metal cleaner, 1 
oz. metal polish, plat- 
ing compound, ¥%” 
brush wires and clips, 
and polishing stick. 
Requires 2 or 3 No. 6, 
114-volt cells (see bat- 


tery pages). Shpg. wt., 1 lb. 


ihe te 


Stock Mfr's Piating NET 
4 No. Type _Compound EACH 
“a3 N 080 200 Nickel 
43 NO8I 202 Cadmium 
43 N082 | 204 | Copper 1.67 
43.N 083 | 205 Brass 
43 N084 206 Silver 2.66 
43 N085 207 24 K Gold 4.61 


G-C CONTROL GUN 


Type 9280. Handy device for cleaning and 
inbricating noisy volume controls. 7%x%”. 
Less fluid. Shpg. wt., 8 oz. 3 75 
43 N 045. List, $6.25. NET.....-.-.-- . 


a N 062. Type 9282 Control Gun Adapter. 
‘or extra long shanks. 2 oz. List, 75c. NET 45¢ 


43 N 063, Type 9281 Control Gun Adapter. 
Converts 9280 Gun for special auto radio con- 
trols. 2 oz. List, 75c. NET... 45¢ 


ENAMEL SPRAYS 


Highly attractive, non-fading, enamel sprays. 
Excelient for both interior and exterior use. 
Handsome, durable finish in wide variety of 
colors. Dry in just 3 minutes. Non-clogging 
spray valve. 16-oz. can. Shpg. wt., 1% Ibs. 


No. Color No. Color 
43 .N 134) Bright Silver [43.N 109 Bright Gold 
43 N 064, Bright Copper [43 N 107) Hunter Green 
43 .N 059| Flat White 45 .N 208! Surf Green 
43,.N 137) Glossy White }43 N 054) Chrome Yellow 
45 N 206| Antique Ivory J43 N 384) Champion Blue 
43.N 106) Flat Black 43N 055} Regal Blue 
43 .N 138) Glossy Black J43 N 056) Cherry Red 
43N O78 Light Gray 143 N 044! 0. D. Khaki 
43.N 108] Machine Gray }43 N 043) Intl Orange 
45 .N 207] Dove Gray 43 N 383) Brass 


12 or More, EA..1.07 1-11, NET EA...1.17 
NEW “RUST MAGIC” PRIMER 


Phenolic resin, anti-rust metal primer. Pierces 
existing rust and prevents further corrosion by 
locking out air and moisture. Forms tough 
union. Dries in 20 minutes. Cover with nearly 
any finish—lacquer, enamel, etc. 16-0z. aerosol! 
spray-on can. Wt., 1% lbs. 
43 N 385. 1-11, NET EA. 
12 or More, EA 


ZINC-CHROMATE PRIMERS 


Metal primer dries rapidly to form a strong 
bond with metal. Resists peeling or cracking. 
Retards rust. Accepts finish coats readily. 
Ideal for prime coating metal gutters, towers, 
masts, etc. Comes in handy 16-oz. spray can. 
Choice of 2 colors. Shpg. wt., 1/2 Ibs. 

45 N 210. Yellow Primer. NET 

42 NDI 1. Green Primer. EACH....... Fav 
42 or More, EACH a eak Ree 


G-C GUN TYPE SPRAY CAN HANDLE 


Inexpensive spray can handle 
attaches to any spray can— 
converts the can into a spray 
gun! Useful in home, shop or 
office for applying paints, serv- 
ice chemicals, cleaners, etc. 
Shpg. wt., 3 oz. 


45 N 201. NET..... 


G-C SPRAY CAN EXTENSION 


Spray can attachment for 
concentrating and direct- 
ing spray. Ideal for clean- 
ing controls and tuners 
without removing from 
chassis. End of 9” exten- 
sion tubing will fit the 
qoacis of Say spray can. 
Shpg. wt., 2 oz. 

45 N 202, NET...88¢ 


Type 18-K. Syn- 

GEA thetic plastic high- 
es 

E 3 of pliers, screw- 

drivers, etc. Tubing is applied by treating with 

shrinks and remains firmly in place. Contains 

12 ft. of tubing and expanding solution. Easy 


WALSCO PROTECTO-TUBE 
voltage tubing for in- 
sulating the handles 

expanding solution which swells tubing for 

application to tool handles. Tubing then 
to apply. Shpg. wt., 12 oz. 

re AL. 3 eee Be 1.08 


ARGOS TELEVISION TUBE CADDIES 


Super Tube Caddy. A ruggedly built, double-door type tube 
caddy that provides quick accessibility to tubes, tools and 
smali parts. Designed to carry up to 325 tubes—one of the 


largest tube caddies available on the market today! Contains 
plenty of extra space to accommodate meters, probes, solder- 
ing gun or iron, assorted leads, tools—plus fuses, bulbs, and 
miscellaneous small parts. Has convenient, removable tool 
tray. ‘Egg crate’’ design for smaller tubes and parts. Re- 


inforced corners for maximum service. Handsomely styled in 
gray tweed leatherette. Strong, comfort-grip handle. Size 
(HWD), 1612x24x8%". Shpg. wt., 19 lbs. 

B6 NX 153. List, $30.00. $2 Down. NET......... 2hkol 


Carry-All Caddy. Exceptionally versatile tube caddy. Carries 
up to 262 tubes—with plenty of space for a soldering gun, 
meter, probes, and assorted small 
away” design—-opens outward from the center to permit easy 
access to contents. Has reinforced, metal corners for durable 
service. Handsomely finished caddy is covered with gray- 
tweed leatherette. 8x15x21". Shpg. wt., 13 Ibs. 
86 NX 129. List, $26.50. NET... . 


arts. Features “break 


Junior Tube Caddy. Smaller version ot Carry-All Caddy 
listed above. Easy-to-carry size for quick trips, Carries up to 
143 tubes 
(HWD), 1534x1212x8". Shpg. wt., 10 tbs. 
86 NX 155. List, $18.25. NET 


Depend on Allied for Everything in Electronics 


with ample room for meter, tools, etc. Size 


en feerr 10.73 


FOST 


Model DS 
ble Stand 
sifier. Mur 
magni 
wiewer inct 
production 
ad accuré 
recision » 
x6” opti 
ound ac 
is provid 
in. disto 
tree viewin: 
justable 
inationis 
amps. Fle 
antly pos 
€ unit su 
)” tubular 
dandsome 


SERVICING CHEMICALS 


“NO NOISE” SOLUTION 


Remarkably effective chemical fom 
mula for cleaning, lubricating amg) 
protecting TV front-ends, contro 
switches, etc. In 6 oz. aerosol sp 
can. 2 oz. bottle is complete wit 
dropper. Shpg. wts., 6-oz. can, 1 - 
oz., 2-0z. bottle, 6 oz. 
43 N 142. 60z. NET. ! 
43 N 143. 2 0z. NET......... 


MERIX ANTI-STATIC SOLUTION 


Prevents accumulation of static cha 
es on smooth-surfaced substances a 
as plastics, metals, records, recording” 
discs, etc. Treated surface becom 
stat ree and no longer attracts du 
or lint. Removes static caused crack 
ling noise on all types of records. Singke 
bottle treats approximately 400 re 
ords. Non-inflammable. Can be safe 


used on face of TV tube. 4 oz. plastic bott EM 
Shpg. wt., 8 oz. 

VES WET Co ureters een Miri Model T 

Burgess! 

QUIETROLE CLEANER AND LUBRICA Aad 

Radio-TV general-purpose lubricant End the 

cleaner. Eliminates noise from TV froz easy mon 

end tuners and volume-tone contre that ofte: 

without removal from chassis. Non company 

flammable and non-corrosive liquid; tm failure © 

mains effective indefinitely. Also reco: this new, 

mended for use on switches, pushbuttons, bes nomical 

ings, dial shafts, contacts, etc. Anindispensab able lan 

tool box item for the radio-TV servicem: Simply 

Shpg. wts.: 2-0z. bottle, 7 0z.; 4-0z. bot it into 
14 oz. *With eye dropper. 110-v 

43 N 102, *2-oz. bottle. NET......... outlet ‘ 

43 N 103. 4-oz. bottle. NET oa Tyee 

4 relay ins 

CHEMTRONICS CHEMICAL! ly swit 

No-Arc Hi-Voltage I on a p 

sulator. No. 501-1. Use ful bear 

by servicemen and m: area. Ea 

ufacturers to prevent a (one-yez 

ing and toeliminatecoro hours of 

shorts. Non-inflammab mounts 

fast drying—with higt With 6- 

voltage (20,000 v.) ins battery: 

lating properties. 2 & 78 J2i 


Model © 
with lon 


78 J 2i 


bottle. Wt., 1 Ib. 
44 N 398. NET... 876 


hi 

C Tun-O-Lube. No. 505-4 
Used by servicemen to clean and lubricate a 
types of television tuners. Easy to apply. Ne 
inflammable. Will not affect electrical prope 
ties of insulators. Bottle contains 2 fluid 
Shpg. wt., 1 Ib. 
44 W399. WEDS ce erst. 


INSL-X TOOL DIP 


A red liquid plastic that harder 
into a tough, insulating coati 
when applied to handles of plier: 
wrenches and other tools used 
electrical work. Minimizes shod 
hazard. Dielectric strength, 1 
v. per mil. Remove cap from co 
tainer and dip handle of tool in 
liquid; may be dipped repeate 
if heavier coating is desired. Dra 
in 24 hours. Resists acids, alka 
or other corrosive compounds. Shpg. wt., 6a 
can, 10 oz.; 32 oz. can, 2% Ibs. 


Stock NET |24 M 
No. | Contents /EACH EACH 
42 N 400 6 oz. 1.25 : 
42N401| 320z. | 3.40 4:06 


INSL-X E-26 INSULATING SPRAY 


Highly effective, clear-plastic electrical ins’ 
tion in handy spray-can dispenser. Provides 
unusually convenient and dependable meths 
for insulating electronic components, terminal 
circuit wiring and tools. Tough and durab 
Has dielectric strength of 800 to 1200 volts B 
mil. In 12-oz. can with non-clogging valve 
Shpg. wt., 1% Ibs. 

42 N 402. 1 to 23, NET EACH........ : 
2% ov More, EACH)... 5c 68 6nd le Ped 


ECCOBOND 26 EPOXY CEMENT 


All-purpose epoxy rest 
patch kit used in repair ¢ 
tools, hardware items, f 
niture. Also as a bondi 
agent for metals, plasti 
wood and ceramics. FB 
consists of two separall 
tubes; equal amounts 
resin aresqueezed out, mi 
and applied. Cure is con 
plete in 4 hours at 
temperature or in minute 
at 150° F. 1 lb. 

44 N 397. NET... 


FOSTORIA MAGNIFIER LAMP 


Model DS Port- 
ble Stand Mag- 
eifier, Mluminat- 
magnifying 
ewer increases 
oduction speed 
md accuracy in 
precision work. 
$x6” optically 
round acrylic 
=ns provides 36 
=. in. distortion- 
free viewing area. 
Adjustable _ illu- 
ination is afforded by 2—4-watt TS fluorescent 
mps. Flexible friction collar disc joints in- 
ntly position lens and light. Lens and light- 
g unit suspended on sturdy portable stand of 
%” tubular stecl construction with rubber feet. 
dandsome hammerine metallic-silver finish. 
Size, bem ca For ag a volts, 60 cycle AC. 
ess amps. Shpg. wt., S. 
TNX 171. $2 Down. NET........89.20 


EMERGENCY FLOODLIGHT 
Model TW6E 
Burgess Port- 
able Power- 
FailureLight. 
End the un- 
easy moments 
that often ac- 
company light 
failure with 
this new, eco- 


nomical port- GS S 

able lantern. Bll 
Simply plug cil il 4 
it into any » 
110-v. wall Rodas: Bi 


outlet. When i 
power fails, | es 
an automatic % 
relay instant- 
ly switches - S 
on a power- 
ful beam. Lens diffuses light over a wide 
area. Easy-to-replace steel-encased battery 
(one-year shelf life) provides more than 15 
hours of continuous operation. Floodlight 
mounts anywhere with bracket supplied. 
pith een rote and TW1 6-volt 
attery. Shpg. wt., 61% lbs. 
78 J 219. List, $30.25. NET.....13.48 


Model TW4E. Same as TW6E above, but 


with long-range, spot beam. 61% Ibs. 
7 J 217. List, $20.25. Net. 13.48 


lode! 457,”A'\4-cell flashlight with lantern 
Z piste Se GS Ooi lamp. Less 
0. atteries. Shpg. wt. y 

Bd 204, List, $3.09. NET.........,.2.20 


Bi iodel 459. As above, but uses 3 No. 2 cells 
.06 d PR3 lamp. With lamp. Less cells. % Ib. 
RAY S779. List, $2.95. NET... ...:...... 1.95 
Li odel 257.. New ‘Satellite Junior”’ is ideal for 
il insule se or glove compartment. Uses 2 No. 1 cells. 
vides am ith lamp. Less cells. Wt., % Ib. 
methos W973 J 206. List, $1.75. NEES ot ad 1.20 
durable. fodel 159. Sturdy, chrome-plated ‘‘Magnet 
volts per ight’ with Alnico permanent magnet that 
g valve sids fast to steel. Red “ brite-glo”’ head. Uses 2 
10. 2 cells. Supplied with lamp; less batteries. 
LIP papg. wt b. 
lop BSS J 107. List, $1.79. NET............ 1.24 


lodel 350. A fine 2-cell flashlight. Fiber bar- 
si with rubber cushioned head, end cap. Pre- 
used and weatherproof. Uses two No. 2 cells. 
ith lamp. Less batteries. 1 Ib. 

J229. List, $1.90. NET.............. 1.31 
odel 450. As above, but uses three No. 2 cells 
d PR3 lamp. Less batteries. 1% Ibs. 

8 J 235. List, $2.15. NET... 1.47 
Tu-Tone 


odel 152 Sliim-Line Penlight. 
d chrome finish. Uses two No. 7 cells. With 


eparate es 
unts of 


t, mixed 
is com 9. 224 bulb. Less batteries. Wt., 5 oz. 
room JC 245, List, 88¢. NET.....0.....0.- lc 


minutes | 


1.98 


ode! P92 Heavy-Duty Penlight. (Not 
lms.) With pocket clip. Uses two No. Z cells. 
ith No. 222 bulb. Less batteries. 5 oz. 

BG 220, List, 88¢. NET.......+.. esl 


Fluorescent Fixtures — Lanterns — Flashlights 


MITCHELL FLUORESCENT FIXTURES 


Industrial 


RAPID-START INDUSTRIAL FIXTURE 


Model 2098RS. All-purpose high-intensity 
lighting. Excellent for a wide variety of indus- 
trial applications. Uses two 48” Type T-12, 
40-watt fluorescent lamps. High-gloss gray 
enamel for maximum light reflection. Power 
factor corrected to reduce inductive effects. 


Has knock-outs to permit flush or stem mount- 
ing. Fixtures may be hung on chains, fiush- 
mounted separately, or mounted end-to-end in 
rows. 4814x1114x5%6". Supplied with reflector 
and ballasts. Less lamps and chains. U.L. Ap- 
proved. For operation from 110-125 v., 60 cycle 
AC. Shpg. wt., 17 lbs. 

91 NU 315. NET EACH...,.....-+-. IL18 
3 or More, EACH 


STANDARD INDUSTRIAL FIXTURE 


Model 2098. As above, but standard starter 
type. With starters. Less lamps, chains. 

91 NU 260, NET EACH............ 9.43 
3 or More, EACH 
Model 949. Same as Model 2098, but uses two 
75-w. 96” fluorescent lamps. Wt., 35 Ibs. 
91 NU 187, NET EACH..........-- 
3 or More, EACH...... 2.2.25 0s s enue 17.45 


Strip 
Light 


Circline 


CIRCLINE FLUORESCENT FIXTURES 


Model 665C. Low-cost, single-lamp, chrome- 
plated fixture with “‘instant-start” feature. 
Provides clear, glareless illumination—equiv- 
alent in light produced to a 100-watt incandes- - 
cent bulb. For use in average-size kitchens, 
basement work areas, small offices, dens, etc, 
Handsome chrome finish. With 12” diameter, 
32-watt Circline lamp. U.L. Approved. For 11 
120 v., 60 cycle AC. Shpg. wt., 9 Ibs. 2 
91 NX 279. NET EACH.... 
3 or More, EACH..... éalee 


Petey A 

? 
Model 841¢. Chrome-plated 2-lamp fixture 
Improved light diffusion. With 12” dia. 32-watt 
and 8” dia. 2o-watt rapid-start lamps, hardware 
and glass pendant. For 110-120 v., 60 cycle ACL 
U.L. Approved. 11 Ibs. 
91 NX 262. NET EACH.... 
3 or More, EACH...... te 


Model 847C. Deluxe model with three self- 
starting lamps for greater light diffusion. 
Chrome plated.With 40, 32 and 22-watt lamps, 
For 110-120 v., 60 cycle AC. U.L. Approved. 


Shpg. wt., 15 Ibs. 
SOR va NET EACH,.....0.--22000 


FLUORESCENT STRIP-LIGHT FIXTURES 


Each fixture has provision for secure locking 
to adjacent units. Designed for easy installa- 
tion anywhere. Handsome white, baked 
enamel finish. Types 316 and 318 are normal 
power factor; 265 has high power factor. 9308 
and 9328 are Slimline-type units. Less lamps. 
For operation from 110-125 v., 60 cycle AC, 
U.L. Approved. *Types 316, 318 and 265 
equipped with starters. 


“RADAR-LAMP” LANTERN 


Model TW7. Here’s an outstanding portable 
lantern with super-intensity lamp. Com- 
pletely leakproof and weatherproof. Simple to 
operate and convenient to carry. Battery can 
be replaced in seconds—two insulated knurled 
nuts hold battery firmly to head assembly. 
9%4x5%4x2%" (including battery). With TW1 
6-v. battery. Wt., 41% Ibs. 

80 J 686. List, $9.25. NET........... 373 
TWw34 Flasher Light. Head assembly for 
‘Radar Lamp’ above—attaches to top of 
TW1 battery. Provides red iat which flashes 
on and off. Chrome plated. 4x234x51%”. Less 


battery, below. Shpg. wt., 1 ib. 
80 J 687. List, $3.95. NET. 28S 


“RADAR-LITE” LANTERN 


Model TW3. A super-power, all-purpose lan- 
tern with sealed-beam lamp. Automatic red 
flashing signal swings 90° on movable arm. 
Battery is lantern body—can be changed in 
seconds. Chrome handle. 11144x934x34”. Lamp 
has 434” dia. With TW1 6-volt battery. Shpg. 


wt., 6 lbs. 

78 J 270. List, $12.70. NET.......... 7.83 
Model TW4. Same as Model TW3 above, but 
less flasher. Shpg. wt., 6 ibs. 
78 3228. List, $10.25. NET......-..+. 6.33 
Medel TW12. As above, but with rugged TW2 
12-volt battery. Shpg. wt., 6 ibs. 

79.8 780. List, $10.95. NET... ....% 6.75 
TW1 6-Volt Battery. For TW3, TW34, TW4, 
TW4E, TW6E and TW7 lanterns. Wt., 3% lbs. 
80 J 680. List, $2.75. NET 3 
TW212-Volt Battery. For TW12. Wt., 31% lbs. 
79 J 753. List, $2.75. NET............ 1.83 


BURGESS QUALITY LANTERNS AND FLASHLIGHTS 


3 or More, EACH...... MTT 
5 NET EACH 
Stock |Mfr’s} No. |we. ee 
No. Type|Lamps Watts Leth ibs, Single | 3-Up 


“RADAR-MATE” LANTERN 


© Brilliant, Longer Light Beam 
© Quick, Easy Push-Pull Loading 
© Portable, Compact, Lightweight 


Model JR-1. A new addition to the famous 
Burgess Radar-Line, the Radar-Mate is a rug- 
ged, powerful portable light for the discerning 
user. Ideal for the outdoor enthusiast or the 
homeowner; for motorists, repairmen, campers, 
youngsters. Heavy-gauge steel construction, 
corrosion-resistant design, plus a life-time 
switch, assure years of trouble-free service. The 
adjustable head has a special multi-facet vapor- 
ized reflector, providing a brighter, longer 
beam, with peak distribution of light. 


The Radar-Mate reloads easily—a quick, sim- 

ple slide metion removes the entire light head 

from battery. No spring contacts to engage, 

no wires to attach. Separated head and battery 
container design banishes expensive corrosion 
damage. Stands solidly on its flat base—no 

rolling away at the wrong time! Weatherproof 

switch has silver contact points for positive 

action. Head moves 135° up and down. Gleam- 

ing chrome plate case. Requires three No. 2 
batteries (below). Shpg. wt., 1% Ibs. a 32 } 
81 J 057. List, $4.98. NET......-.-.- . 

No. 2 Battery. For JR-1 above. Wt+ 6 oz. { 
53 8009. NET EACH.... 14¢ 


RL22 Storage Bracket. Bracket with spring 
clips firmly grips all Radar-Line lanterns usin: 

TW1 batteries. Holds unit on flocr or wall of 
truck or car, yet keeps it readily available with- 
out unsnapping or tying down. Wt., 1 Ib. | 00 
80 J 688, List, $1.50. NET..........-- . 


£. 


Te 
x 


MODEL 4303 ALL-PURPOSE LAMP 


_A well-designed, all-purpose la 
etc. Head tilts vertically 180° 
vertical arc; lower elbow 


~ swings in 160° 


Extends to 36”. 


} Easily 


L, App: 


Absolute 
Rigidity 
in any 

position 


attac 


91 NX 296. 
3 or More, EACH 


MODEL 5600 “COOL-SHADE" LAMP 


_ Adjusts to any position or angle. Shade vented 
Is at base, shade and each joint. Entirely spring- 
Maximum extension 42”. 


Low-cost bench lamp 

for cool handling. Swive! 
controlled in base, middle joint and_shade. 

Off-on. switch on shade. Shade dia., 5%”; 7” deep. Universal base for 

i clamping or screw mounting—either vertical 
bulb. Gray finish. 
1 NX 142. List, $11.95. NET EACH 
or More, E 


instantaneous fingertip adjustment, yet 
anced to maintain any position. 


Ideally suited to 
for the service shop or work bench. Swings 
from a straight vertical position to within a few 
inches of the floor. 
turned with a touch of the fingers. Has two 
extension arms 4. 
Swivel joints are spring-loaded; knurled nut 
controls overall tension. 


Porcelainized shade has large vents for heat 
dissipation. Off-on switch conveniently located 
at top of shade. Supplied with clamp 
ment to bench, table, or desk up to 
thick. Dove gray 
weight. U.L. Approved. Requires one standard 
light bulb. Less bulb. Wt., 5 Ibs. 
List, $23.50. NET EA.. 


ACH 


Spring-controlled swivel join 
a installed—two bolts clamp base firmly 
thick. Bolts removable for surface screw mountin 

uires two T8, 15-w 


U.L. Approved. Shpg. wt., 


MODEL L-1A 
ALL-ANGLE LAMP 


Extremely popular, all-angle 
work lamp. Made in Norway, 
it is famous for its precision 
construction and exceptional 
flexibility. Provides Feceuent, 

al- 


furnish glare-free illumination 


May be raised, lowered, or 


5” long and a 360° sweep. 


for easy 
134” 


finish. Durable and light- 


‘att fluorescent lamps. For 105- 
‘a. rroved. Less lamps (below). 
9) NX 225. List, $20.95. NET EACH 

3 or More, EACH oa 


4 Adjustable Lamps and Accessories 


FLEXO ADJUSTABLE LAMPS 


Knight 
standin 


1 or horizontal. Less standard 
3% Ibs. 


Bronze finish. U.L. 
T8, 15-watt lam 


MODEL 4324 PORTABLE: DESK LAMP 
r rr Similar to Model 4303 (left, above) but 
weighted base. For desks where screw clamp cannot be used. Raises 
lowers, extends and tilts in any 
position. Double arm extends 32". 
Approved. For 105-125 v., 60 cycle AC. Requires 
(below). Less lamps. Wt., 23 lbs. $2 Down. 
91 NU 226, List, $28.95. NET EACH. 


3 or More, EACH.... 


Portable desk model. 


<i 
Glare-Free ces 

Light in Any B 
Direction bo) ate 


—to p! 
coverd 
compo 
duces 

MODEL 4444 “FLEXARM" TWIN-LIGHT 
mp for the service bench, home workshop A two-light, adjustable, fluorescent lamp. Flexible arm permits sh All Ki 
and turns 300° on its axis. Upper elbow adjustment to any height 8” to 14”. Ideal for fine precision work, serv with tt 
swings in 110° vertical arc. bench use, industrial assembly lines, etc. Sturdy, non-magnetic m 
ts. Push-button switch. base. Hea auge steel shade, 2x42x18". Washable, white-enam Selec 
to any surface up to 3” reflector. Push-button off-on switch. Rubber bumpers on base. Req speak 
g. Bronze finish. Re- two T8, 15-watt fluorescent lamps. Less lamps (see below, left). E P : 
125 v., 60 cycle AC. ished in oven-fired bronze. U.L. Approved. For operation from 105- and | 
Shpg. wt., 10 Ibs. ¥ v., 60 cycle AC. Shpg. wt., 10 Ibs. . ives 
; 15.40 | 91 NX 146. List, $14.95.NET EACH........ : 10. give 
3 or More, EACH......-----+2-0+2s2 088 ts nae 
supr 


direction. Fingertip control—stays: 
Pen and pencil grooves in b 


High-quality starters and sockets for 
all types of fixtures. *Circline. 
+Circlarc. Av. wt., 3 oz. 


(a) STARTERS 


Stock |Mfr's 1-9 10-U 
MODEL FL-1A FEATHER-TOUCH No. _|Type |_ state EACH | EACE 
- LUORESCENT LAMP 78 N 850| FS2 | 14,15,20 | 20¢ 18¢ 
ALL-ANGLE F UNE Cc : 78 W820) Fes | s0'or 40 
An all-purpose fluorescent lamp featuring 78 N 854| FS12 
“feather-touch” positioning—may_ be_ raised, 78 N 855| FS22 
lowered or turned with finger tip. Unique, yr 20.22 28¢ Guar 
spring-loaded extension Sea a end 4: Ps 
osition. Lamp housing is also adjustable. Shade ne 
Pond". Push-button starter. Has clamp for (8) LAMPHOLDER SOCKETS Def 
desk, bench, or table mounting. Extends to 45”. Stoc 7-9 10-U erec 
Dove gray finish. U.L. Approved. For 110-120 No. Watts | Color EACH EAC 
ne 60 aie Wari ese, Lape reise two T8 7a N B60| {14.15.20 | Black | 38¢ 346 
s below). Wt., S. own. 15, c 
lainps below)..Wt.. Ors WET EA...22.12 | 78 N 8611130 or 40 | White | 40¢ | 368 
3 or More, EACH.........-.--+-- ..20.01 


MODEL LFM-1A MAGNIFIER 
A new illuminated magnifier combining large 
cool fluorescent light, and ma- 
neuverability into one versatile unit. Large, 57 
distortion-free view of 


positioning. Two extension arms; 360° sweep; 
45” reach. With clamp for bench or 
mounts. Gray finish. For 110-120 v., 60 cycle 


‘L. Approved. Requires Circline T9 lamp Bipor Watt! Col 1-95 ae 

(below). Less lamp. 8 lbs. $2 Down. No. ¥ eke o'er |EACH| EA 

eer SOT, Last, $44.50. NET EA..33.38 | 78N 865 |(44-45.20 | Black | S2¢ 47¢ 
C septate <"uetrte ne ear 30.28 78 N 866/130 or 40 | White | 54¢ 49¢ 


3 or More, EACH 


STARTER SOCKET 
Standard Dual-Loc remote starter socket. 


78N858, 1to9, NET EACH......... 
410 or More, EACH 


[0] STARTER SOCKETS & LAMPHOLDERS 


Combination Flex-Loc lampholder and Dus 
Loc starter socket. 


popular fixtures. 


ADVANCE FLUORESCENT BALLASTS 


Wide selection of high-quality ballasts for all 
Normal power factor types 
are 55-65% corrected. High power factor types 
are 90-100% corrected. = 
105-125 volts, 60 cycle AC. *Lamp watts. +For = 
use with rapid-start lamps. 


1-LAMP BALLAST—NORMAL POWER FACTOR 


U.L. Approved. For 


i a No. Type Watts* Size Ctrs. | Lbs. 
T12 (40 w. se—for ae oe 
LO) below sre dul ue OT er osm | eNee| ce || Bl dee, Be 
‘oc % u 5 * n 5 - x2xK . re 1 
No. Type | watts|Size| Dia, | Color | Pkg. | ubs.| EACH |PkeneA. | 78N893) tad | 14 0 Bx 134e014" e 3 
5 7 >| hr whi ry) y _ -14-20- 15, Yexl25/ax1 hr" 4" % 
geal e| e je | meer | | | ae Lge | eee meee? [Meal Sie IF Is 
SIN Sit| riz | um | ist| 14" | Cootwhite | 24 |1 | 1-10) 88 
aN 208 Le 15_| 18") 1 paver 24 jd 1.15 |_ .92 2-LAMP BALLAST—NORMAL POWER FACTOR 
| as | ae" | 14" | Coorwhite | 24 (1 | 1.10] .88 , 
"| LAr 7EN898) 1-220 20720] BUxDRL a mT Ie 2 
: 
gisele | |r| Be | Soman | (ty / UNS | 8 | nee] eee [ea [Beka TE LTD 
SIN Ziel toe | 32 | 12° | 1%" | Coo-white | 12 | 1% | 3.50 | 2.80 
ginxs34| Ty | te | 14 | Soocwnne | 2) 2 I-25 | 1-09 2-LAMP BALLAST—HIGH POWER FACTOR 
1 * | 1g | Daylight, : ; FaN 896) S-240 MAD | TxD Ye” | We’ | 4 | Se 
SINK too] Tz” | 75 | 96° | 1%" | Cool-white | 12 |3 | 3-20 | 2-36 FEN 397| Sao | wre | erase | ae | a | 68 
QINX 162| 1 | FB | ce | ie | bayient | 12 13 |3:301 2:64 | 7aNe29] +RoM2s40 | 40/40 | 94xr4xII Ve" 82%" 14 16.0 


Ww 
iw 
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Depend on Allied for Your Fluorescent Lighting Needs 


It’s Easy 


Knight P. A. equipment offers out- 
standing quality and unbeatable value 
—to provide you with superior sound 
coverage. The use of highest quality 
components and first-rate design pro- 
duces rugged, dependable amplifiers. 


All Knight omplifiers ore equipped 
with the specially-designed Impedance 
Selector for fast, easy change of 
speaker arrangement. More copper 
and iron in the output transformers 
gives better sound quality. The Knight 
name is your assurance of PLA. 


supremacy. 


FREE CONSULTING SERVICE—I5 DA 


BUY ON EASY TERMS 


Sound equipment is readily 
available on our Easy Pay 
Pion. Full details in last sec- 
tion of this catalog. 


Guaranteed For 
One Full Year Against 
Defects In Material And Workmanship — 


| to Select a Knight Sound System 


FIRST CHOOSE THE SPEAKERS : 
Read ‘How to Select @ Public Pa nS 
Speaker” at the beginning of the P.A. 
speaker section. Afterward, decide eo 

exactly how many speakers you ll neec 

to cover your particular area. 


NEXT—SELECT THE AMPLIFIER ; 
It’s easy to determine the power rating 


if y lan to 
'd. For example, if you P! 
pets with 10 watts m4 — 
, mulitply 5 times 10. Power 
rece See of 50 watts. 


required is a minim 


JHEN—SELECT THE MICROPHONES 
i ami stal 

Any high-impedance dynamic or crys! 
ped ein give excellent performance. 
f{ microphone listings.) 


i 1 See first page © t stings.) 
islce of mike is determined primarily 


by its intended use. 


Y MONEY BACK GUARANTEE 


wae 


A PRODUCT OF 
ALLIED RADIO 


Versatile KNIGHT Professional 35-Watt Amplifier 


HIGH FIDELITY 


SPECIFICATIONS 


Power Output: Full 35 watts. 
Response: +2 db, 20-20,000 cps. 
Distortion: 2% at rated output. 
Hum: —7! db. 


Inputs: 3—mike; 2—high level 
phono; 1—magnetic phono. 


Controls: 3— Mike Volume; 2— 
Phono Volume; Bass; Treble; 
Master Volume; Mike-Mag- 
netic switch; On-Off; 6-posi- 
tion meter range Selector; 
High-Low Impedance. 


Output Impedance: 4, 8, 16, 250 
and 500 ohms; 70.7 volt. 

Styling: Black metal case with 
brushed-chrome panel. 


NET 


§|]939 


only $5 down 


e Bass and Treble Controls—Master Volume Control 
e Noise-Free Connectors For All Microphone Inputs 
 Six-Range Level Meter For Instant Power Check 

e Three Mike Inputs—Three Phono Inputs 


A P.A. amplifier of outstanding versatility, suited to even the most demand- 
ing applications. Engineered for exceptional convenience and highest 
quality, this deluxe unit delivers a full 35 watts of audio output with 
genuinely impressive high-fidelity reproduction. The extensive array of 
“plus” features include complete mixing of 3 microphones, with remote 
mixing facilities (below); plug-in transformers for converting mike inputs 
to low impedance; easy-to-read output meter with 6-position range 
selector switch; tone controls which boost or attenuate; etc. Special trum- 
pet protector switch attenuates response sharply below 150 cps. Has con- 
venient output impedance selector socket; output tube balancing control; 
tape recorder output jack; auxiliary AC outlet. 676x117 %x11”. U.L. Ap- 
proved. Made in U.S. For 110-120 v., 50-60 cycle AC. Shpg. wt., 28% Ibs. 
35 DU 793. Only $5 Down. NET........---- +022 202020500 -. MW9.9S 
PLUG-IN LOW IMPEDANCE TRANSFORMER. Matches 50-600-ohm micro- 
phones. 1 Ib. 

G35 O68. MET. owe che gent. ¢ Ae Pay et ees ya : 13.50 
REMOTE CONTROL UNIT. For use with KN-3035 only. Fades and mixes 
3 mikes up to 1000 ft. away. With 50-ft. cable 5x24x1". 1% Ibs. 
93,5070. MEE. hy... + Foes ie tall ee nda 


For Free P.A. Consultation, Write to Allied’s Audio Division 329 


TWO MIKE INPUTS 


Inputs for 2 micro- 
phones—with in- 
dividual volume 
controls for add- 
ed convenience. 


HIGH-GAIN TUBES 
Employs the latest, 
tuggedized high- 
gain tubes—for 
reliable service. 


PHONO-FADER 
CONTROL 
Voriable control 
increases or de- 
creases volume of 
either phono input. 


COVERS UP TO 
2000 PERSONS 


NET 


$9395 


$5 down 


Adaptable To Every Sound Need 


i Amp 7. 7 
CLEAR, POWERFUL SOUND 
WHEREVER YOU USE IT 


GYMNASIUMS CHURCHES 


pl 


FACTORIES, WAREHOUSES 


e Includes One Magnetic and Two Crystal Phono Input 
e Tone, Phono Fader, and Two Microphone Controls 

« Two Microphone Inputs; Five Tubes Plus Rectifier 

e Functional Styling Matches Any Application 


The Knight 32-Watt Amplifier is perfect for music, paging, general coverage 
under high-noise conditions and a multitude of other uses. Provides clear 
sound—response is +2 db, 30-20,000 cps. 2 mike, 1 magnetic phono ané 
2 crystal phono inputs for great versatility. Has output taps of 4, 8, 16, 
250 and 500 ohms plus 70.7-volt for use with up to 32 speakers. Features: 
phono-fader control for selection of either of 2 high-level program sources 
(tape recorder, changer or tuner) and phono, with volume control of eack 
from a single knob; tape output for simultaneous recording and P.A< 
impedayce selector for greatly simplifying speaker hook-up; trumpet protec 
tor feature—protects trumpets from low-frequency burnout. Charcoal 
black case with aluminum-luster panel. Size, 6%x15¥%2x11". With all input 
plugs. Less record player, below. U.L. Approved. Made in U.S. For 110-120 
volts, 60 cycle AC. Shpg. wt., 26 Ibs. 


35 DU 791. NET 


MODEL KN-3132 32-WATT AMPLIFIER WITH 4-SPEED RECORD PLAYER IN 
STALLED. As above, but with record-playing attachment. Shpg. wt., 28 Ibs. 
35 DU 792. Only $5:00 Down. NET... . 2-2... eet eee 79.50 


KNIGHT 32-Watt Deluxe Sound System 


LESS RECORD PLAYER 


| 3] 


only $5 down 


YOU SAVE $20.00 


e Complete—Nothing Else To Buy 
e Provision For Tuner, Recorder, ete 
e Heavy-Duty 12” Loudspeakers 


Designed for medium-power applications—perfect_for 
average-sized auditoriums, schools and churches. Sys- 
tem includes: Knight KN-3032 32-Watt Amplifier; Two 
Quam 12A10 Speakers; Two DWB-12A Baffles; Shure 555 
Dynamic Microphone; Microphone Cable; Knight 3-section 
Microphone Stand; 50-Ft. Speaker Cable and Plugs. Sys 
tem price offers substantial savings of $20.00. 


The Knight 32-watt amplifier has provisions for future 
plug-in expansion of the system; controls and input 
jacks provided permit the addition of a tuner, tape 
recorder or extra microphone at any time. The deluxe 
wood wall baffles are finished in walnut to harmonize 
with any decor; heavy-duty 12” speakers. Shure’s mi- 
crophone has a cardioid pick-up pattern—excellent for 
both voice and music. For operation from 110-120 volts, 
60 cycle AC. Shpg. wt., 70 Ibs. 

20 PA 705. Only $5 Down. NET..........-.--- 137.44 


SYSTEM WITH 4-SPEED PHONO. As above, but has record 
player installed on amplifier. Wt., 72 lbs. 
20 PA 706. You Save $20.00. NET.........-++ 156.99 


All Knight P.A. Equipment Is Guaranteed for One Full Year 


LESS Rt 
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16.99 


Simple to operate— 
system sets up in a 
matter of minutes 


All Components Fit Into” 
Two Compact Cases 


LESS RECORD PLAYER Save $20.00 on Cost of Individual Components 


] 648! ® Powerful KN-3032 Amplifier Delivers Excellent Performance 


* Heavy-Duty Jensen 12” Hi-Fi Speakers Provide Clean 
Response 
only $5 down « High-Quality, Cardioid-Pattern Dynamic Microphone 


Combining power with versatility, this deluxe sound distribution system 
covers 90% of all portable P.A. requirements—and saves you $20.00. Two 
perfectly balanced carrying cases contain the entire system, making it easy 
to transport and set up in a jiffy. System includes: Knight KN-3032 32-Watt 
Amplifier; E-V 664 Dynamic Microphone; Microphone Cable; Atlas CS-33 Mike 
Floor Stand; Two Heavy-Duty 12” Speakers, each rated at 25 watts, installed 
in a Carrying Case that comes apart to form two separate baffles for the 
speakers within; and two 30-Ft. Speaker Cables with Plugs. 


BO PA 70S nhyS5eDotn INET. oo coca a ewes ... 164.87 


SYSTEM WITH 4-SPEED PHONO. As above, but has record player mounted on 
amplifier. You save $20.00. Shpg. wt., 86 Ibs. 
20 PA 704. Only $5 Down. NET........... + .... 184.42 


LESS RECORD PLAYER YOU SAVE $15.00 


5426 ° ® All Gear Packs In A Single Case 


* Complete With All Cables, Plugs, etc. 
only $5 down ° Amplifier Guaranteed For One Full Year 


A complete, one-case 32-watt portable sound system 
at $15.00 savings on the individual prices of compo- 
nents. Sets up in just a few moments; packs away 
easily. System includes: popular Knight KN-3032 32-watt 
Amplifier; E-V 951 Crystal Cardioid Microphone; Atlas CS-33 
Mike Floor Stand; Mike Cable; two powerful Quam 12A10 
12” P.A. Speakers with 25-Ft. Cables and Plugs. 


Carrying case separates into two individual baffles when 
opened. Speaker-amplifier case has attractive blue-green 
and ivory leatherette covering, with matching plastic 
grille. Size (HWD): 24x18%x12%”". For operation from 
110-120 volts, 60 cvcle AC. Shpg. wt., 55 Ibs. 

20 PA 701. Only $5 Down. NET............- 126.83 


SYSTEM WITH 4-SPEED PHONO. Same as above, but with 
4-speed record player mounted on amplifier. Ceramic 
cartridge, installed in player, is unaffected by heat and 
humidity. System is ideal for general indoor or outdoor 
P.A. use. Allied’s famous system price brings you sav- 
ings of $15.00. Shpg. wt., 57 Ibs. 

20 PA 702. Only $5 Down. NET...........--- 146.38 


2000 PERSONS 


ne . System Features the Powerful KN-3032 
GS) © -” a Amplifier—Guaranteed For One Year 


”ALLIED’S Finest 32-Watt Portable Sound System 


Write to Allied for P.A. System Price Quotation on Components of Your Choice 


COVERS 
UP TO 


SCHOOL GATHERINGS 


KNIGHT Standard 32-Watt Portable Sound System 


\ COVERS UP TO 


2000 PERSONS 


al 


Shure “Commando” 
§ All-Directional 
4 Microphone 


COMPLETE WITH MIKE, 
LAVALIER AND GOOSENECK 


KN-3500 All-Transistor Cordless Sound System 
NET « Speaker-Baffle Converts to Podium With Gooseneck Supplied 


$5 down 


® Sets Up Immediately—No Warmup Time Required 
* Lightweight and Easy to Handle; Carry It Anywhere 
* Fully Guaranteed Against Defects In Parts And Workmanship 


The sensational KN-3500 ‘‘cordless” system now makes P.A. simpler and 
more convenient than ever before. This complete, battery-operated system 
does not need wires, cords or cables—it gives long service using two popular 
lantern batteries. No waiting till it ‘“‘warms-up,” either. As soon as unit 
is turned on it is ready for immediate use. Gives excellent service in a 
wide variety of applications, including meetings, trade show exhibits, 
rallies, etc. System includes: battery-operated transistor amplifier with 
over 10 watts output; Shure “Commando” microphone with lavalier cord; 
carrying case with built-in baffle and 8” wide-range speaker, plus adapter 
for easy attachment of gooseneck. Just place microphone in “‘gooseneck”’ 
and carrying case becomes attractive speaker’s podium. 


35 DU 799. Only $5 Down. NET... 79950 


BATTERIES FOR ABOVE 
Burgess TW-1, six-volt lantern battery. Two required. Give months of 
service under normal operating conditions. Easily replaceable. Size, 5 ¥%x 
2%x4'%". Shpg. wt., 3% Ibs. 
8045680. NETEACH...... Pee 4 


AC POWER SUPPLY 


35 D733. NET. . 


Unique Podium Sound System 


CORDLESS—BATTERY-POWERED 


All Knight Sound Equipment is Guaranteed For One Full Year 


READY FOR USE IN SECONDS 


ae system 
ever! No wires, cords 
or cables. Entire 
system is complete 
in a single case. 


ANTI-FEEDBACK CHAMBER 
WITH 8” WIDE-RANGE 
SPEAKER—NO HOWLING! 


Truly outstanding, 

functional design. 8” 
wide-range, heavy- 

duty speaker installed 

in special anti-feedback 
chamber produces clean 

sound without 

annoying howls and distortion. 


PERFECT FOR 
CONFERENCE ROOMS 
FOR USE BY 


See te 


jb be 
= eer oe 


FOR USE BY 
HOTELS 


Add the KN-3500 to your hotel or motel 
facilities. When you rent your confer- 
ence rooms, you can also offer patrons 
this efficient sound system. It's sure to 
pay for itself quickly. For better meeting 
room utilization— bigger profits—get the 
KN-3500. 


FOR SALES PROMOTION N 
AT TRADE SHOWS ' 
Gets your message 9 
across clearly to ex- 
hibit visitors. Light- $2 
weight and easy to ‘ 
carry, it occupies a auc 
minimum of precious ing 
space. Boost your 10 
firm's sales potential Be 
with the KN-3500. tric 

Mi 

imy 

USE ALLIED’S = 
A 

EASY PAY PLAN AC 
35 


SEE PAGE 436 


KN-3016 16-Watt Amplifier 


Less Phono Dependable performer for use in small- 
5 95 er auditoriums and halls, school recre- 
49 ation rooms, etc. Tape output jack 
allows simultaneous recording and PA 
$2down use; phono fader allows increase or 
decrease of volume of either phono in- 
put. Accommodates up to 16 speakers. Response, 
+2 db, 30-15,000 cps. Microphone and two phono 
inputs. Output impedances, 4, 8, 16, 250 and 500 
ohms, plus 70.7-volt. Case is black with alumi- 
num and white panel. 614x1514x11”. With all 
input plugs. Less record player (below). For 110- 
120 v., 60 cycle AC. Made in U.S. 25 Ibs. 
35 DU 789. Only $2 Down. NET........-. 49.95 


KN-3116. Above, with phono installed. 28 Ibs. 
35 DU 790. Only $5 Down. NET...... . 69.50 


Medium-Power Systems 


ts ee Compact, 
Lightweight 


ideal For 
i” Cofeterias, 
Hl Meeting 
Rooms, etc. 


Low-Level Sound Systems 
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New KN-3010 10-Watt Amplifier 
NET Compact, low-cost amplifier that’s 

$ 95 ideal for use in low noise-level areas. 
29 Skillfully engineered, it delivers 
smooth, clear reproduction of speech 


$2down 2nd music. Excellent for carnivals, 
bazaars, sales demonstrations and 
auctions, etc. Tape output jack for direct record- 
ing while in use. Frequency response, +2 db, 70- 
10,000 cps. Single mike input; single phono input 
accepts any crystal or ceramic phono car- 
tridge, radio tuner or tape recorder. Controls: 
Mike volume, phono volume and tone. Output 
impedances, 4, 8, 16, 500 ohms and 70.7-volt. 
Styled in charcoal and aluminum. 64%x10x 
514". For operation from 110-120 v., 50-60 cycle 
AC. Made in U.S. Shpg. wt., 12 Ibs. 
35 DX 788. $2 Down. NET 


Dependable Allied P.A. Systems are Always Your Best Buys in Sound 


Heavy-Duty 


Speokers 


16-WATT PORTABLE SYSTEM 
FEATURING KN-3016 — 


System savings, $10.00, Top P.A. 
coverage wherever you go. In- — 
cludes: Knight KN-3016 Amplifier; 
two Quam 12A]lQ0Heavy-DutySpeak- 
ers; KN-4500 All-Directional Dynamic _ 
Microphone; Atlas CS-33 Microphone 
Floor Stand; Knight Combination 
Speaker-Amplifier Case; and 50-ft. 
Speaker Cable. Case separates to — 
form two baffles. For 110-120 
v.. 60 cycle AC. 61 Ibs. : 


20 PA 709. $5 Down. NET.117.67 
ABOVE WITH RECORD PLAYER IN- 


STALLED. Shpg. wt., 64 Ibs. 
20 PA710. $5 Down. NET. . 137.22", 


16-WATT INDOOR SYSTEM 
FEATURING KN-3016 


System savings, $11.00. Excellent 
coverage in medium-size areas. 
System includes: Knight KN-3016 — 
Amplifier; two Quam beebe t ~ pit 
Duty P.A. speakers; Knight Ee ae | 
AlLDirectional Dynamic Microphone al 
supplied with desk stand; Two Argos 
DWB-12A Wall Baffles; and 50 ft.of 
Speaker Cable. Baffles have wood- 
grain pyroxylin covering; may be ; 

; 


repainted. For 110-120 yolts, 60° — 
cycle AC. 47 Ibs. ad 
20 PA 707. $5 Down. NET.105.24 — 
ABOVE WITH RECORD PLAYER IN- 
STALLED. Shpg. wt., 50 Ibs. 

20 PA 708. $5 Down. NET. 124.79 


LOW-COST 10-WATT Faia 
PORTABLE SYSTEM 


System savings, $6.00. Ideal for i 
auctioneers, sales demonstrations, . 
etc. System includes: Knight KN- } 
3010 Amplifier; E-V 727 Ail-Direc- i 
tional Mike; Heavy-Duty 8” Speaker; ; 
50° of Oye remy and —o 

tion Baffle-Carrying Case. For 

eration from 110-120 v., 60-cycle : 
AC. Shpg. wt., 30 Ibs, 

20 PA712.$5 Down. NET..66.45 


: 

INDOOR 10-WATT . 
PERMANENT SYSTEM : 

System savings, $6.09. For dining 

rooms, halls, etc. System includes: 

Knight KN-3010 10-Wait Amplifier;._ 

E-V 727 All-Directiona! Mike; two 

Heavy-Duty 8” Speakers; 50’ of 

Speaker Cable; and two Argos 

DWB-8A Baffies. For 110-120 v.,60 

cycle AC. Shpg. wt., 27 Ibs. : 

20 PA711. $5 Down. NET. .66.21 


10-WATT INDUSTRIAL 
SOUND SYSTEM 


System savings, $5.00. Excellent — 
for small plants, workrooms, 
yards, etc. System includes: Knight 
KN-3010 Amplifier; Electro-Voice 
727 AilDirectional Mike; 50’ of — 
Speaker Cable; plus two 

MIL-A8 Trumpets. For 110-120 v., 
50-60 cycle AC. Wt., 20 Ibs. 

20 PA713. $5 Down. NET..71.41 
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Super-Power 60-Watt Paging Systems 


Featuring the Versatile 
KN-3060 Amplifier 


OUTDOOR SOUND SYSTEM 


COVERS UP TO 
50,000 
SQUARE FEET 


FOR Voice. 
~A ND... 
SOUND systems “USIC 


cont 


Spec 
Sound systems (below lene $8. 
: 18. 

120 


20 F 


INDOOR VOICE-AND-MUSIC SOUND SYSTEMS 
SAVE ON COST OF INDIVIDUAL COMPONENTS 


6-SPEAKER SYSTEM. A splendid choice for indoor paging 
and music distribution. System includes: Knight KN-3060 
60-Watt Amplifier; Shure 520SL Microphone on Stand; 6 
Utah 70.7-Volt Speaker-Baffle Combinations, each with 
separate volume control. Less speaker cable below, 
right. Specify mahogany or blonde baffle finish. For 110- 
120 v., 60 cycle AC. Shpg. wt., 84 lbs. 

20 PA717. Save $12.00. NET. 99 


6-SPEAKER SYSTEM WITH COLLARO TSC-740 CHANGER. 
Includes cartridge. Specify mahogany, blonde or walnut 
base. Shpg. wt., 102 Ibs. 

mee 1G. Save $15.00. NET... 0... lees os 252.54 


12-SPEAKER SYSTEM. Identical to 6-speaker system but 
with 12 Utah Speaker-Baffle combinations. 126 lbs. 
20 PA719. Save $15.00. NET.............. toy 2S BT 


12-SPEAKER SYSTEM WITH COLLARO TSC-740 CHANGER. 
Specify mahogany, blonde or walnut base. 144 Ibs. 
20 PA 720. Save $18.00. NET............-. .. .»345.24 


OUTDOOR VOICE PAGING SYSTEMS 
SAVE ON COST OF INDIVIDUAL COMPONENTS 


6-SPEAKER SYSTEM. Designed to provide exceptional 
coverage where large outdoor areas must be blanketed 
with sound. System includes: Knight KN-3060 60-Watt 
Amplifier; Shure 520SL Microphone on Stand; 6-University 
IBA-8 Trumpets with 70.7-Volt Transformers. With speaker 
mounting brackets, operation from 7-{t. mike cable. Less 
speaker cable, below right. For 110-120 v., 60 cycle 
AC. Shpg. wt., 72 Ibs. 

BORA 715. Save $17.00, NET... o.oo. 02 es. 234.61 


12-SPEAKER SYSTEM. Identical to 6-speaker system 
above, but with 12 IBA-8 trumpets. 102 Ibs. 
20 PA716. Save $29.00. NET................... 358.81 
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Write to Allied for P.A. System Price Quotation on Components of Your Own Choice 


KNIGHT KN-3060 60-Watt Amplifier 


NET e¢ Tremendous Power—Low Distortion 
$9895 e Screwdriver Speaker Connections 
e Fills the Need for Any Sound Job 


$5 down 


Expertly designed to give you the most for your P.A 
dollar, this 60-watt amplifier is recommended for 
stadiums, plants, schools—wherever maximum coverage 
is necessary. There's hardly a job it cannot do—and 
with the aid of the 60-watt power booster, listed on the 
facing page, its P.A. uses are nearly limitless. Superior 
features include: protector switch to guard against 
trumpet burnout; fader control for smooth transition 
between phono inputs; hum balance adjust; etc. 


Response: +2 db, 20-20,000 cps. Hum: 71 db below 
rated output. Controls: Mic (2); Phono Fader; Bass: 
Treble: Mic/Mag switch; Off-On. Impedances: 4, 8. 
16, 250, 500 ohms plus 70.7 v. All-metal black case: 
white and aluminum panel. 6%x17%x11". With input 
plugs. U.L. Approved. For 110-120 v., 60 cycle AC 
Made in U.S. Shpg. wt., 37 Ibs. 


« Overcomes High Noise Levels 


MODEL KN-3160. Same as above. 
but with 4-speed record player 
installed for added versatility 
Shpg. wt., 39 Ibs. $5 Down. 

35 DU 795. NET.........108.50 


RECOMMENDED SPEAKER CABLE 
In humid or dusty atmospheres, use outdoor type 


OUTDOOR SPEAKER CABLE. 100-ft. coil. 7 Ibs. 

A7-MEBAD. MET, Per 1 00 feats = 5-0 a ee 
POSJ INDOOR SPEAKER CABLE. 100-ft. coil. 3 Ibs. 
ASW TEAe MET; Per:100 feet. Sl 


wag 
ESPECIALLY SUITED FOR QUIET 


AREAS WITH MANY PARTITIONS 
32-Watt Background Music System 60-Watt 


COVERS UP TO 1 
SQUARE MILE AREA 


“Church Tower System 


NET Tailored to provide low-level, full-fidel- Designed for electronic chime or carillon NET 

$ 08 ity background music throughout offices, installations in church towers. Offers $ 4? 
: ee and vie lg medical centers, ample onagaevone mages 4 “e dig 1 mile 
etc. System includes: Knight KN-3032 32- area with pleasing, high-quality repro- 

$5 down wat aenaiitens & Utah 70.7-Volt Speaker- duction. Save $30.00 over the total cost $10 down 

Baffle Combinations; Collaro TSC-740 4-Speed Record of individual components. This matched system in- 

Changer on Base; Sonotone Ceramic Cartridge with Dia- cludes: Knight KN-3060 60-W att Amplifier; 4—E-V 848CDP 

mond and Sapphire Styli Installed. Specify mahogany, Speakers; Collaro TSC-740 4-Speed Changer on Wood 

blonde or walnut base. Each speaker has its own volume Base; Sonotone Ceramic Cartridge with Diamond and Sap- 

control and is pre-wired and ready for quick installation. _ phire Styli Installed. 

Specify mahogany or blonde baffle finish. Less speaker Less speaker cable, see outdoor type on opposite page. 

cable, see facing page. Allied’s system price saves you Changer base in mahogany, blonde or walnut—specify 

$18.00 over the individual cost of components. For 110- choice when ordering. For operation from 110-120 v., 60 


120 volts, 60 cycle AC. Shpg. wt., 86 Ibs. cycle AC. Shpg. wt., 123 Ibs. 
20 PA 714. Specify Finish. NET........------- 194.08 20 PA721. Specify Finish. NET..........-.--- 309.42 
60-Watt Add-On Power Package 
KNIGHT KN-3061 60-WATT BOOSTER AMPLIFIER aeaness 
ee. : 60-Watt 
Step up your existing P.A. system by a full 60 watts of ‘ 


audio power with this versatile booster-amplifier! For 
use with any P.A. amplifier that delivers 0.5 volt or 
more at its speaker terminals. Output: Full 60 watts. 
Hum: —7\ db. Frequency Response: +2 db, 20 to 20,000 
cps. Input for 60-Watt Output: 0.4 volt. Output Imped- 
ances: 4, 8, 16, 250 and 500 ohms; plus 70.7-volt out- 
put. Controls: Off-On, Volume; also has hum balance 
adjustment. Trumpet protector switch; tape output 
jack. Size, 7%x15x8%". ULL. Approved. For operation 
from 110-120 volts, 60 cycle AC. Shpg. wt., 24 Ibs. 
35 DU 798. Only $5 Down. NET................69.50 


LOW-LEVEL 60-WATT TRUMPET SYSTEM 
For extending P.A. distribution to another building. 
Includes: Knight KN-3061 60-Watt Booster Amplifier; 6— 
University IBA-8 Trumpets; 6—70.7-v. Transformers. Less 4 
cable. For 110-120 v., 60 cycle AC. 54 Ibs. . 
20 PA 722. System Savings $14.00. NET......... 191.70 


HIGH-LEVEL 60-WATT PROJECTOR SYSTEM 


Ideal for adding chimes, etc. to church P.A. systems. In- 
cludes: Knight KN-3061 60-Watt Booster Amp.; 4—E-V 
848 CDP Projectors; 4—70.7-v. Transformers. Less cable. 
For 110-120 v., 60 cycle AC. 96 Ibs. 

20 PA 723. System Savings $25.00. NET...... 250.34 


oo 


St a FE: 


ADD-ON SPEAKERS FOR ANY OF THE ABOVE SYSTEMS 


70 D 271. UNIVERSITY MILA8 TRUMPET. UTAH SPEAKER-BAFFLE COMBINATION. For 
For noisy shop areas. Requires transformer, indoor. use. Can be mixed in_ same PLA. 
below. 7x63" dia. 3% Ibs, NET... .- 16.67 system with MIL-A8, at left. With 70.7-v. 


transformer and volume control. Specify 

; 62 G 077. 70.7-VOLT TRANSFORMER. For mahogany or blonde. igure Me + 
a above. Shpg. wt. tb. NET....5..-+- 2.41 90 DX 073C. NET... 22....92:- 19 54 
All Knight P.A. Equipment is Guaranteed for One Full Year 335 


ae fae te - 


packag 


availal 
rugged 
Two E-V 848-CDP Projectors Stoc 
No. 
Use on Boats, Cars, Trucks; SAVE a heh 
* Delivers BIG Sound From 93 SX 
Superior KN-3225 — Any 12-Volt DC Source $33.82 at 
= —" —— 93 SX 
Amplifier Features 93 SX 
Allied ‘“Electioneer” Mobile 25-Watt P.A. System 93 SX 
Ruggedly constructed to 93 SX 
deliver dependable service ONLY Designed to operate from any 12-volt DC source, the eae 
24 hours a day—guaran- 50 “Electioneer” P.A. sound system is perfect for political 
teed for one full year. $179 campaigning, sales demonstrations, advertising  promo- 
tions, or any other outdoor sound system application. Sys- 
1. Low battery drain—idling $5 down tem price saves you $33.82 on total cost of individual units . 
current of only % amp. if purchased separately. This matched system includes: RP-7 
Knight KN-3225 Transistorized 25-Watt Mobile Amplifier; two Electro-Voice Progr 
2. Plugs in quickly to ciga- 848-CDP Fiberglas Diffraction Projectors; Electro- Voice 602 Dynamic Microphone; a 
rette lighter receptacle. plus 50-ft. Speaker Cable tipped with phone plugs. Amplifier features 6- ates 
transistor circuit of extremely low battery drain (see complete description an x 
3. Compactly designed for below, left). Idling current is only % amp. Conveniently plugs into ciga- Sagi 
limited-space applications. rette lighter receptacle. E-V's noise-cancelling mike will not pick up sounds ae 
more than 2” away. May be used with battery-operated phono, listed below, ae 5% 
{ at left. Shpg. wt., 52 Ibs. 88 SX 
SOIPA Paks OnLy So DOURMET hs wheat gee mre vendre 179.50 
ee BT2 
 KN-3225 AMPLIFIER ean 
WITH PHONO TOP AC ee pie 
me ; 6 wa 
Easy to Connect one { 
for AC Power 1% 
10% 
4¥%x 
88 S 


CAR-TOP PLATFORM 
Sturdy, Weatherproof— 
Perfect for Mobile Use 


KN-3225 Mobile 25-Watt Amplifier Plug-In AC Power Supply for KN-3225 


full 25 watts of audio power anywhere you 
go—in autos, boats, etc. Designed to oper- 
ate from any 12-v. DC source, its power 
cord plugs into cigarette lighter receptacle. 
Highly-efficient transistor circuit has extremely low 
battery drain—idling current of only % amp. Response: 
+3 db, 100-10,000 cps. Hum & Noise: —67 db. Inputs: 
1—Mic, 1—Phono. Controls: Mike Volume, Phono Vol- 
ume, Tone, Master Volume, Off-On; Trumpet Protector 
switch. Impedance: 4, 8, and 16 ohms. Black cabinet; 
aluminum panel. 3%x10%x6". Made in U.S. Less record 
player, below. Shpg. wt., 11 Ibs. 


NET The ultra-modern Knight KN-3225 6- 
$7995 transistor mobile P.A. amplifier provides a 
Less Player 


35 DU 796. Only $5 Down. NET................ 79.95 
KN-3200 RECORD PLAYER. Shpg. wt., 5% Ibs. 

35 DU 797. Only $2 Down. NET...............- 37.50 
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Quickly converts the Knight KN-3225 Mobile 25-Watt 
P.A. Amplifier for 110-volt, AC use. No internal wiring 
necessary—conversion is completed by simple, plug-in 
connection. Hum level inaudible at full amplifier out- 
put. Unit is supplied complete with plug-in cable— 
ready to use. For operation from 110-120 volts, 60 cycle 
AC. Shpg. wt., 22 lbs. 

35 DX 734. Only $2 Down. NET.... 


Wood Car-Top Speaker Platform 
Sturdy, waterproof car-top utility carrier. Excellent for 
mounting baffles or horns with bases up to 8” in di- 
ameter. Quickly, easily installed—no holes to drill in 
car—fits any car roof. Secured with straps and anchored 
to rain gutter with rubber-insulated clips. Size, 72x46". 
Shpg. wt., 9 Ibs. 

SSSR AZO MET aga: Sn. tare MSc 2. aS ceaera ete 6.45 


P.A. Equipment Is Available on Allied’s Easy Payment Plan 


eannon 


jal a 


Give your P.A. equipment al appearance and central-— 
ization by prs Knight P.A. components in standard relay _ 
racks; everything you need is in these quality, durably con- 
structed panel kits. Handsomely finished in brushed chrome, 
easy to keep clean and new-looking. When your Knight units 
are mounted in this way, they make a compact, integrated 
package—provide full ventilation. Matching blank panels also 
available. Each kit includes a brushed chrome dress 
rugged steel U-pan assembly, and mounting hardware. 


s Stock | “Description | Height | .Shps- | NET clean and 
No. | :. | Wee's. | EACH neronetaperd 
93 $x 058 | For KN-3035 Amplifier eee 6% 9.95 
VE 93 sx 059 | For KN-3032 Amplifier | 7” | 7% 9.60 
93 SX 060 For KN-3060 Amplifier | he | i"’% | 9.75 
82 | 935x061 | For KN-3061 Booster | 8%" | 7% | __—9.40_ 
93 SX 063 | Phono Drawer on Slides | 10%" | 14 | 12.90 
93 SX 064 | Blank Panel ae) ee ae 3.60 
93 SX 065 | Blank Panel | 5%".|  -8¥e. 4.73.90 
| 93 SX 066 | Blank Panel so eee | 4.35 
ie 93 SX 067 | Blank Panel | 8%" | 4% | 4.60 
tical 
mo- 
Sys BOGEN PROFESSIONAL-QUALITY P.A. EQUIPMENT 
nits 
des: RP-2 Low-Noise Program Preamplifier 
loice : x 
‘one Program preamp designed for use at remote pickup 
me points. Has separate input channels for one mike and one 
‘iam phono; separate volume controls for each channel per- 
oa mit mixing. Bass cut-off switch (20 db) for speech clar- 
ai ity. 5Yx11x7%". Less cage, below. For 110-120 v., 60 
an cycle AC. Shpg. wt., 5 Ibs. 
88 SX 856. List, $90.00. NET.............------ 54.00 
50 88 SX 857. CAGVU2. Cage and meter. 2 Ibs... .. . .18.75 


BT25 25-Watt Mobile P.A. Amplifier 


Hum-free, transistor P.A. amplifier for mobile use. Pro- 
vides 25 watts of audio power from a 12-volt battery, or 
6 watts from a 6-volt battery. Inputs for one mike and RP-2 Preamp with CAGVU2 
one program source. Current drain: 3 amps at 25 watts; Cage and Meter—low-noise ~ oA : 

1% amps at 6 watts. Gain, 103 db. Distortion, less than professional-quality unit for 

10% at full power. Impedances: 4, 8 and 16 ohms. 6 %x remote pickup BT25 Transistori 


4%x3%". Shpg. wt., 5 lbs. zed 
Be S962. List, $190:00. NET... .... 06.5. oe 72.00 Mobile P.A.. Amplitieg > 


MUSICAL AMPLIFICATION AND TELEPHONE ACCESSORIES 


KNIGHT CONTACT MICROPHONES 


Smooth-performing, quality contact mikes 
for use with piano, cello, guitar and other 
musical instrument amplification—offer 
excellent service at low cost. 


High-impedance coil units designed to 
permit recording both sides of a tele- 
phone conversation. Require no electrical — 
or physical connection to the telephone. 


50 
(a) High-Impedance magnetic type_mike with built-in 99 R482. Electro-Ducer. With 12’ cable. Size, 
volume control. Response from 50-10,000 cps. With 1x6 ¥%2x9%". Shpg. wt., 1 Ib. NET............. 7.35 
ren get gps connector. Shpg. wt., 1 Ib. 7.50 +s R mn spp aes With Ago and 3-prong 
d- RRM Bal 8 chee ane ehh ar +n Nas oo Sep meee : Jones plug. 1%x5%x8%". 1% Ibs. NET........ 7.35 
in ° ; 
ed {p] As above, but less volume control. (E] 99 R 486. Kord-O-Koil. With 6-ft. cord and phone 
” SEES PAL geen, eae een tan mrent earn. fee 5.95 plug. 5%x%x9%". Wt., 1% Ibs. NET.......... 5.88 
15 75-MC-1P. Phone plug adapter for above. Wt., 2 oz. (F] 99 R478. Magnetic Recording Industries VM-938. 5’ 
URC 3 ee aR tate a SRO Oe rar eee 30c cord. 1%x%x4". Less plug. 8 oz. NET.......... 2.98 
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~ FLEX-PAK M Series P.A. Amplifie 


Incorporating all the latest refinements, M Series P.A. amplifiers give you 
top flexibility. Portable, lightweight units with: leather handles for 
carry-about use; thumbscrew-fastened, slide-back cases for access to 
chassis; and handy, write-in space over gain controls to prevent errors 
in settings. 


30-WATT AMPLIFIERS 60-WATT AMPLIFIERS 


ee LA SIE se Include all of the features of the 30-watt 
equalized phono input; separate bass amplifiers at lef 


$2 


. and treble controls; Cannon XL connectors; 

seas! = sen Spear ‘ : “ taps, separate peas and treble controls; A prof 
MX30, iemege leyel markers; etc. Response: +2 Cannon connectors; same response and hum a card 
x60 db, 35 to 20.000 cps. Output: 30 watts at specifications; etc. Ontpui: 60 watts at less record 

M less than 2% distortion. Output Imp.: 4. 8, gy ‘ 
mand ay eabiedsedieeeor akba= than 1% distortion. Oulput Impedances: 4, built, 
16 and 163 ohms; balance 5-volt line, 70- 8, 16 ghee 83 ohms; balanced 25-volt line Wide | 
volt line. Hum: —60 db. For 110-120v., 50-60 70-yolt line. Size, 534x161%4x13”. For 110- music 
cycle AC. 120 v., 50-60 cycle AC. Shpg. wt., each in P.2 
MODEL M330. Three mike channels (one con- amplifier, 37 Ibs. pickuy 
yerts to phono) ; 6 tubes, GZ34 rectifier. 5%X MODEL M60. Three mike channels (one con- when 
1414x13”, Shpg. wt., 29 Ibs. Only $5 Down. verts to phono); 6 tubes, 3—GZ34 rectifiers. Two : 
88 SU 853. List, $187.50. NET...112.50 Only $5 Down. espa 
MODEL MX30 DELUXE. Four mike channels 88 SU 852. List, $231.25. NeT...138.75 nat 
(one converts to phono); Master gain con- MODEL MX60 DELUXE. Four mike channels stand: 
trol; wired for optional remote control (one conyerts to phono); Master gain con- Incluc 
M330, accessory (available on Special Order); 7 trol; wired for optional remote control ac- 93S 

M60 tubes, GZ34 rectifier. Size, 534x16%x13”". cessory (available on Special Order) ; 7 tubes, 
Shpg. wt., 31 Ibs. Only $5 Down. 3—GZ34 rectifiers. Only $5 Down. easily 
88 SU 851. List, $225.00. NET..135.00 88 SU 850. List. $290.00. NeT 174.00 93S 
Useful “FLEX-PAK” A oes 
‘ = seTu | ccessories 

Let Us Design Your P.A. Installation bape 


Our audio experts will be 
glad to design special P.A. 
installations for you, cen- 
tered around Bogen ‘‘Flex- 
Pak’’ components, at low 
cost. If necessary, we'll con- 
sult with Bogen’s Custom 
Division plant engineers for 
the make-up of any special 
sound system, There is no 
charge for this service, and 
the complete assembly will 
be checked by Bogen engi- 
neers. All necessary cables 
and connectors are supplied. 


M AND MX SERIES PHONO TOP KITS. Include: 4-speed phono top, mtg. 
brackets, hardware, cartridge with sapphire needles. For 110-120 v.. 
60 cycle AC. 6 Ibs. 

91 SX 717. LPB-4. For MX60, MX30. M60, MXM. NET...... 41.40 
91 SX 715. LPA-4. For M330 amplifier. List, $69.00, NET.......41.40 
“CONTROL-GUARD” LOCKING PLATE. Covers control panel; prevents 


tampering with settings. Includes two keys. Shpg. wt., 2 Ibs. 


2 


‘“‘Flex-Pak"’ amplifiers, mix- 


cetawaieehe in. a. tack: 91 SX 718. Model LK-1. For M330. List, $7.75. NET............4.65 $2 
mounted installation, as 915X719. Model LK-2. For MX60, MX30, M60 and MXM: AK 
shown at left. Special fea- Fak: GRR OUR AOR oe soe ie an Ps oo Mo ..,.4,80 micr 
ete a. Nor 91 SX 720. Model LK-3. For M330 when siete on LWM wall mount- be ie 
1 VI Ss, 1 hol 
music distribution facilities, Bree ESS LO, 20s INET 5 Sig ns 2s: : -6.30 50% 
ss can be included in your sys- 91 SX 721. Model LK-4. For MX60, MX30, M60 aad MXM when iat 
Q tem, Similar equipment is used on LWM wall mounting. List, $11.00, NET................6.60 
s presently saving time and MODEL LWM WALL MOUNTING KIT, For M, MX amplifiers and MXM The 
nets rage eatin hy = mixer-preamp. Units fold neatly against wall when not in use. 3 Ibs. of t 
s, schools, hos s, ter- tion 
minals etc, Write’ to our 91 SX 722. List, $15.00, NET... 6.222666... wes: .9.00 mi 
Audio Division today—con- PLUG-IN INPUT TRANSFORMERS. (Not illus.) For connecting iow sin pel ee 
sultation service is free, ance microphones to ‘“Flex-Pak” units. Av. shpg. wt., 1 Ib. ore 
99 S 184. Model T-155. Impedance, 200 ohms. List, $15.65. NET. 9.40 Prd 
91 S 725. Model 1-156. Impedance, 500 ohms. List, $21.25. NET. 12.75 Wi 
91 S 726. Model T-157. Impedance, 50 ohms. List, $18.75. NET.11.25 duc 
1% 
MODEL MXM MIXER-PREAMPLIFIER CONTROL UNIT sty 
94 


*® Highly Accurate Level Meter Monitors All Channels in Use 
® Blends Five Separate Inputs with Precision Control 


For critical P.A. applications, or high-quality, professional recording on loca- 
tion. Five independently controlled mike inputs—one converts to phono or 
tuner input. An accurate level meter permits continuous monitoring of the 
combined output of all channels in use. Built-in sockets accept plug-in low 
impedance transformers listed above. Output is high impedance, or may be 
easily converted to low impedance with T-165B 500-ohm transtormer, below, 

for remote broadcast or recording work. Hi-Z output for connection to sup- 
plementary booster-amplifiers. Ouéput: 30 milliwatts at less than 1% distor- 

tion; 45 milliwatts peak. Controls: 5—Gain; 4—Speech Filter; Mike-Tuner- 

Phono; Bass; Treble; Off-On-Master Gain. 8 tubes; 6X4 rectifier. Response: +1 db, 20- 
20,000 cps. Hum: —60 db. For 110-120 v., 50-60 cycle AC. 534x161%4x13”. 21 Ibs. 


88-SU 854. List, $237.50. Only $5 Down. NET..........-.--0-0- +: 2g ae 
88 S 996. Model T-165B Output Transformer. Converts output came of MXM to 
500-ohm broadcast standard. Shpg. wt., 1 Ib. List, $20.00. NET.. VST ES 12.00 


MO SERIES BOOSTER-AMPLIFIERS 
Skillfully designed: for use wherever undistorted high power is required. Input signal of 
only 2 volts drives any of the 3 boosters to rated output. Used by labs to drive ‘ ‘shake™ 
tables. Offer abt 3 power from 50 to 20,000 cps with less than 2% distortion. 


Stock No. | Model | Rated Output | Size, HWD lbs. | _List = Down | EACH 
1 


88 SU 338 MO-30 | 30 watts | 734x17%4x6¥4" | 21 | $119.88 gs | 71.93 
88 SU 859) MO-60 60 watts | 734x17%4x614" | = | 167.50 bk $5 |100.50 
88 SU 861| MO-100| 100 watts | 7%x17%4x9"_| 35 |_215.75 1129.45 


Allied Can Fill Any Special Sound cas Requirements 


Allied’s Top-Quality Microphones 


KN-4550 Cardioid Dynamic Microphone 


AS LOW AS se Unexcelled for P.A. and Recording Use 


$3533 * Super-Cardioid Anti-Feedback Pattern 


® Smooth, Wide Response; 50-13,000 cps 
$2 down ® Includes Dual-Impedance Feature 


A professional-quality unit, the KN-4550 is an outstanding value in 
a cardioid pattern, dynamic microphone. It’s perfect for use with 
recorders as well as public address systems of all types. Ruggedly 
built, it stands up under the roughest usage, indoors or outdoors. 
Wide frequency response gives you faithful reproduction of voice and 
music in recording. Its lack of “peaks” aids in minimizing feedback 
in P.A. use. Highly directional pick up pattern greatly reduces 
pickup of undesirable stage or audience noise and reduces “howling” 
when the KN-4550 is being used as a P.A. mike in “live” rooms. 
Two separately tuned chambers in mike housing maintain smooth 
response and directivity—provide astonishing clarity and trueness 
of tone. Employs virtually indestructible acoustalloy diaphragm— 
withstands extreme heat, cold and humidity. Fits all floor and desk 
stands; 547-27 thread. Satin chrome, cast case with Off-On switch. 
Includes 18-ft. cable. Dia., 174”; 7%” long. Made in U.S. 2 Ibs. 


93 S$ 479. KN-4550 Mike, Less Connector. Wired for high-impedance; 


easily changed to low-impedance (50-250 ohms). NET 3 38.93 
93 S 477. KN-4550 Mike with Screw-Type Connector and Phone Plug 
Adapter. Wired for high-impedance. NET : fe: ...39.84 


93 S 478. KN-4550 Mike with Cannon XLR-3-11C Connector. Wired 
for low-impedance (50-250 ohms). NET.......-- Tus, Re: 


Low-Cost Knight Crystal Mike 


For experimenters or home recording use. High 
output level, —45 db. Shock-mounted crystal. Re- 
sponse, 60 to 8500 cps. Plastic case, 2Yex2%ex1”. 
aaa 5-ft. cable. Less connector. Shpg. wt., 1 
b. 
99S 519. ONLY........ RG aay ES, 


KN-4500 High-Impedance Dynamic Mike 


L 
a ® Includes Attractive, Matching Desk Stand 


$9,435 * High-Quality Dynamic Element Provides 


Excellent Voice and Music Reproduction 


$2 down ° Screw-Type Connector & Phone Plug Adapter 


An unexcelled value in an all-directional, high-fidelity dynamic 
microphone. The low-cost, versatile Knight KN-4500 mike comes 
equipped with desk stand, 10-ft. cable, and screw-type connector and 
phone plug adapter already attached. It can be readily connected to 
90% of all tape recorders— standard-thread base (34”-27), allows it 
to be quickly connected to any standard microphone floor stand. 


The omni-directional pick-up pattern and wide frequency response 
of the KN-4500 make it perfect for such general purpose applica- 
tions as paging and P.A. use, home recording, recording of confer- 
ences, lectures, panel discussions, etc. Home recordists will appreciate 
the truer, clearer tone it gives to recordings—P.A. users will ap- 
preciate its ruggedness. Its moving-coil dynamic element is virtually 
indestructible and immune to climatic variations, as well as humidity. 
Wide-range response, from 60 to 12,000 cps assures natural repro- 
duction of both yoice and music. High-impedance output. Size, 
16x74”; tip-proof, die-cast base is 51%” in diameter, Die-cast case, 
styled in gold and black. Made in U.S. Shpg. wt., 4 Ibs. 

94 S 097. Only $2 Down. NET 2493S 


The data below is supplied to help you choose the type of micro- 
phone which is best suited to your specific requirements. Should 
you need any additional information, write to our Audio Division. 


CRYSTAL, CERAMIC, DYNAMIC? Each 
Ze PA) type of mike has specific advantages 

—cerystal mikes are low in cost and 

offer wide frequency range, but can 

be damaged by extremes of temperature. Ceramic mikes offer 
similar performance, but withstand wide climatic variations. 
Dynamic mikes have wider, smoother response; are indispensable 
for high-quality professional use: are shock and weather proof. 


Ing STANDS & CONNECTORS. All of the mike 
stands in this Catalog have %"-27 


threads that fit any threaded mike or 
adapter. Most mikes are supplied less 
connecting plug for attaching the mike cable to the amplifier. 
This is because the type of connector on the amplifier varies with 
the manufacturer. For connectors used to attach mike cables to 
amplifier and recorder inputs, check Index under “Connectors.”" 


IT’S EASY TO SELECT A MICROPHONE BEST SUITED TO YOUR EXACT NEEDS 


4550 
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High Front-to-Back Pickup Ratio 
Reduces Effects of Audience Noise 
—Picks Up Sound Only From Front 
of Mike 


Hi-Z Ci bol 


The KN-4550 is available with your — 
choice of high-impedance (Hi-Z) screw. 7 
type mike connector with phone plug 
adapter, or low-impedance (Lo-Z) Can- 
non XLR-3-11C quick relecse connector. — 
Ready to plug into amplifier, ; 


Screw-Type Connector and 
Phone Plug Adapter Are Already 
Attached—No Soldering Is Re- 
quired 


Low Cost Includes | 
Attractive Metal 
Desk Stand; Has 
Tip-Proof Base 


Tell us what you have in mind—home or professional recording, public 
oddress use, etc. You'll get a prompt reply. There is nc charge Oo 
obligation— consulting service is free. 


a DIRECTIONAL CHARACTERISTICS. All- 
— directional mikes (also called omni 
x and non-directional) pick up sounds 


from all directions. Bi-directional 

mikes pick up sound from front and 

back only. The most directional mike is the cardioid 
(uni-directional), which picks up sound from the front only. 
It is used by singers, speakers, etc., and is ideal for P.A. use. 


® TONG MIKE LINES, DB RATINGS. Most P.A. amplifiers 
and tape recorders have high-impedance inputs. A 
high-impedance mike can be used with cables up to 
45 ft. in length. For longer lines, use a low-impedance 
mike and line-matching transformer. Db ratings give 
you an idea of the relative sensitivity of a mike. Since 
the numbers are negative, —50 db provides a louder 
output than —55 db. 


Allied—Your Best Source for Everything in Audio — = « 


Variable Cardioid Mikes 
MODEL 666. Superior dynamic mike for 
broadcast and TV use; variable “D” design 
for effective cardioid pattern—discriminates 
against unwanted sound from sides and 
rear. Response is flat from 30 to 16,000 cps; 
average front-to-back ratio, 24 db. Output 
level, —55 db; adjustable to 50, 150 or 250 
ohms. 1%4x7”. With clamp-on adapter 
for %%” and %”-27 stands and detachable 
20-ft., 3-conductor shielded cable. Shpg. 
wt., 1 Ib. Only $5 Down. 

99 S 593. List, $255.00. NET....149.94 


MODEL 667. Adjustable response curve to 
compensate for the acoustics of any location. 
For network TV and other critical uses. In- 
cludes special transistor preamp providing 
20 response characteristics, individual bass 
and treble control, and four levels of atten- 
uation. Response is uniform, 35 to 16,000 
cycles. Output level, variable, —30 to —48 
db. For 250, 150 or 50-ohm circuits. Noise 
level is —123 dbm; dynamic range at maxi- 
mum gain setting is 120 db. Mike, 134x74”; 
preamp, 9x374x3' >”. With 50-ft. and 20-ft. 
cables and connectors, 4” pipe thread with 
5/,”-27 adapter. 4 Ibs. $10 Down. 

94 SU 093. List, $600.00. NeT..352.80 


MODEL 665. Similar in design and function 
to Model 666 mike, but for less exacting 
applications. Response, 50 to 14,000 cps. 
Output, —55 db. Recessed switch selects 
50 or 250 ohms. Dia., 174”; 7%6” long. 18-it., 
3-cond. shielded cable and adapter for 4” 
and 5%4”-27 stands, 2 Ibs. $5 Down. 

99 S 530. List, $150.00. NeT.....88.20 


MODEL 366 BOOM SHOCK MOUNT. For 666 
or 667. Wt., 12 oz. $2 Dewn. 

94 S 057. List, $40.00. NET....... 23.52 
MODEL 524 WIND SCREEN. For 666 or 667. 
Shpg. wt., 2 oz. 

_ 94S 083. List, $8.00. NET.......... 4.70 
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“Slim-Trim” Dynamic Mikes 


MODEL 654. This moderately priced dynamic 
mike performs beautifully in an extremely 
wide variety of applications. Essentially 
flat frequency response from 50 to 16,000 
eps. All-directional pickup pattern. Switch 
selects 50 or 250-ohm impedances. Output, 
—55 db. Dia., 1327; 10%,” long. 547-27 
thread. With detachable, 18-ft., 3-conductor 
shielded cable. 1% Ibs. $5 Down. 

99 S 583. List, $100.00. NET.....58.80 


MODEL 655C, Deluxe, studio-quality ‘“Slim- 
Trim” dynamic mike for exacting profes- 
sional recording and broadcasting applica- 
tions. Wide frequency response, all-direc- 
tional pickup range, and light weight (only 
7 oz.), make it ideal for TV staging and 
audience participation. Can be used on 
stand, in hand or on boom; easily concealed 
in studio props. Breath-blast filter head. 
Essentially flat from 40 to 20,000 cps. Out- 
put, —55 db. Quickly changed impedances 
of 50, 150 and 250 ohms (connected for 50 
ohms when shipped) on terminals in case. 
Has cast-aluminum case; non-reflecting 
gray- Dia., 14%”; 1034” long. With clamp- 
on adapter for 14” and 54”-27 stands; de- 
tachable, 20-ft., 3-conductor, shielded cable. 
Shpg. wt., 1% Ibs. $5 Down. 


99 S 579. List, $200.00. NET..... 117.60 


DESK STANDS FOR E-V MIKES 
MODEL 419. Illustrated above with 665 
mike. For use with 665, 664 and 654 micro- 


phones. Shpg. wt., 3 Ibs. 
94 S$ 082. List, $10.00. NET....... 5.88 


MODEL 420. Similar to 419 desk stand, with 
clamp for mounting 666, 655C, 646 and 
647 microphones. Shpg. wt., 4 Ibs. 

94 S 056. List, $20.00. NET....... 11.76 


Lavalier Dynamic Mikes 


MODEL 646. All-directional, TV and broad- 
cast dynamic mike. Highly versatile—com- 
pletely inconspicuous. This unusually small, 
7-oz. mike can be hung frorff neck, hand- 
held, used in desk stand or suspended from 
boom. Particularly suitable wherever con- 
cealment of mike, mobility, or freedom of 
hands is desired. An exceptionally fine 
choice for TV panel shows, ‘‘man-on-the- 
street” interviews, audience participation 
shows, etc. Extremely rugged—can be used 
indoors or outdoors. Grille is designed to 
avoid effects of wind and_ breath blasts. 
Response, 50-10,000 cps. Recessed screw 
high-frequency adjustment. Output level, 
—57 db. Low-impedance—works into 50- 
250 ohm inputs. Aluminum case in non- 
reflecting gray. Diameter, 1”; 65%” long. 
With 30-ft. cable, carrying bag, neck cord, 
belt clip. Shpg. wt., 1 Ib. $5 Down. 

93 S 408. List, $147.50. NET.....86.73 


MODEL 649A. An ultra-small lavalier micro- 
phone—only 34” in diameter and 3%,” long. 
Weighs only 3 ounces. Response, 60 to 
12,000 cps. Output, --60 db. Low-imped- 
ance—works into 50-250 ohm inputs. All 
other specifications same as Model 646, 
With 30-ft. cable, carrying bag, neck cord 
and belt clip. Wt., 1 Ib. $5 Down. 

93 S 476. List, $105.00, NET...... 61.74 


WE'LL BE GLAD TO ORDER 
OTHER E-V MIKES FOR YOU! 


if you haven't found the E-V mike 
you're looking for, write to us giving 


the Model No. or Type. We can supply 
any E-V microphone not listed on these 
Pages, as a Special Order. Address 
our Audio Division. 


Model 664 Variable “D’’ Dynamic Microphone 
NET ® Perfect for Auditoriums Having High Reverberation 


$4998 


Only $2 Down 


This skillfully designed, ruggedly construct- 
ed mike is a superb P.A. performer. Picks 
up from front only—provides high front-to- 
back discrimination against unwanted 
sounds, without close-talking boominess. 


Employs variable ““D"” (variable distance) 
construction to produce cardioid pattern. 
Highly useful for PA where ambient noise 
and severe reverberations exist. 


Provides natural reproduction of voice and 
music—increases working distance from 
microphone—provides greater protection 
against feedback problems. Equipped with 
a “pop-proof”’ wire mesh grille, the 664 
minimizes wind and breath blasts—excel- 
lent for outdoor public address use in fixed 
or mobile installations. Diaphragm is shield- 


° Performer Can Work Twice As Far from Microphone 
® Does Not Boom When Performer “Crowds” Microphone 
* Excellent for Outdoor Use—No Street Noise Pick-Up 


ed from dust and magnetic particles. Rug- 
ged construction and use of non-metallic 
diaphragm permits smooth response over a 
wide frequency range. Withstands high 
humidity, temperature extremes and severe 
mechanical shock, Virtually indestructible 
under normal use. Can be used on floor or 
desk stand, or carried in the hand. 


Response from 40 to 15,000 cycles. Output 
level, —55 db. Has 150-ohm and high-im- 
pedance output. Supplied wired for high 
impedance. 34”-27 thread. Cast zinc case, 
finished in glistening chrome. 

With on-off switch; and detachable, 18-ft. 
2-conductor cable. Diameter, 17%”; 7%" 
long. Shpg. wt., 2 Ibs. 

99 S 531. List, $85.00. NET.......49.98 


For Free Consultation on Selection of Microphones, Write to Our Audio Division 
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All-Directional 


Dynamic Microphones 


MODEL 636 “SLIMAIR.” For P.A. use and tape 
recording of individual and group singers 
and speakers, choirs, orchestras, etc. Wire 
mesh blast-filter. 90° swivel. Response, flat 
from 60 to 13,000 cps. 150-ohm or high 
impedance (connected for high-impedance 
output when shipped). Output, —58 db. 
Chrome-plated steel case. 144” dia.. 10% 

long. %”-27 thread. On-off switch. With 
detachable, 18-ft. 2-conductor shielded 
cable. Shpg. wt., 2 Ibs. $2 Down. 

99 § 581. List. $72.50. NET...... 42.63 
MODEL 636G. As above, gold finished. 

99 S$ 591. List, $77.50. NET....... 45.57 


MODEL 623. Low-cost, slim-styled mike for 
P.A., recording and communication use. 60 
to 12,000 cps. Output, —56 db. 150-ohm or 
high-impedance output (connected for high- 
impedance when shipped). On-off switch. 
Chrome-plated. Dia., 1%6"; 7¥2” long. y”- 
27 thread. With 18’, 2-cond. shielded cable. 
Shpg. wt., 2 Ibs. $2 Down. 

99 § 595. List, $57.00. NET......33.52 


MODEL 630. Popular mike for P.A., dis- 
patching call systems, industrial uses, re- 
cording and general use. Response, 60 to 
11,000 cps. Output, —55 db. 150-ohm model 
has detachable 18-ft., 2-cond. shielded cable; 
high-impedance model has detachable 18- 
ft., single-cond. shielded cable. Chrome- 
plated. On-off switch. Dia., 2”; 6%" long. 
5/4"-27 thread. Shpg. wt., 2 Ibs. $2 Down. 
99 S 347. 150-Ohm impedance. 

99 S 336. High-Impedance. 

List Each, $52.50, NET EACH...... 30.87 


POPULAR ECONOMY MIKES 


MODEL 605 DYNAMIC. All-directional; 65- 
8000 cps. For paging and call systems. High- 
impedance. 2x3¥%”. 18-ft. cable. 1 Ib. 

99 S 592. List, $32.50. NET... 


MODEL 715 “CENTURY” CERAMIC. Humidity- 
proof element; output, —55 db. 60-7000 
cps. High imp. 3x2%,x1”. %"-27 stand 
adapter. With 5-ft. cable. 1 Ib. 

99 S 586. List, $13.00. NET 


MODEL 715-S. As above, with Off-On switch. 
PSS 227 2 Lint, S15 :00, NEF. casi 2 8.82 


MODEL 415 DESK STAND. For ‘‘Century”’ 
mikes. 15° tilt for desk use. Shpg. wt., 6 oz. 
‘94'S:050.: Lint, $1)75, NET... -.55. 1.03 


“Mercury” Crystal Microphone 


MODEL 911. For low-cost P.A. applications, 
home recording, Amateur use, etc. All-direc- 
tional pickup pattern becomes slightly direc- 
tional with increased frequency. Response, 
50 to 9000 cps. Output level, —50 db. High- 


impedance output. Chrome-plated case, 
2344x3'%yx0%" long. Upright swivel mount- 
ing; Off-On switch. 44”-27 thread. With 18- 
ft. detachable cable. Shpg. wt., 2% Ibs. 

99 § 554. List, $32.50. NET. 19.11 


Lavalier Dynamic Mike 


MODEL 647. Small, rugged all-directional 
mike for P.A. use. Can be hand-held, sus- 
pended from neck, used on desk stand or 
boom. Excellent wherever concealment, mo- 
bility or free use of hands is desired. Peak- 
free response from 60 to 10,000 cps. Output 
level, —55 db. Non-reflecting gray. Dia., 
1”; 5” long. With neck cord, belt clip, 2 
wrenches and detachable, 18-ft. 2-conduc- 
tor cable. Shpg. wt., 1% Ibs. $2 Down. 

99 S$ 538. 150-Ohm Impedance. 

99 S 585. High-Impedance. 

List Each, $82.50. NET EACH 48.51 


MODEL 418 DESK STAND. Similar to Model 
419 on opposite page. For 951. 911. 636, 630 
and 623 mikes. Cast iron; gray. Albs. 

94 $ O59. List, $10.00. NET........9.88 


MODEL 502 MATCHING TRANSFORMER (Not 
illus.) Allows connecting long-line, low-im- 
pedance mikes to amplifiers with high- 
impedance input. With connector and 2-ft. 
single cond. cable. Shpg. wt., 1 Ib. 
94 S$ O84. List. $17.50. NET 
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NOISE-CANCELLING MIKES 


All have press-to-talk switch for mike and 
relay control. Rugged, black phenolic cases. 
602 DIFFERENTIAL DYNAMIC. For 2-way radio, 
mobile P.A.. etc. 100-7000 cps. —55 db. 
High-imp. 21%4x2x4”. 5’ coiled cable. Shpg. 
wt., 10 oz. $2 Down. 

93'S 224. List, $57.50. NET.......33.81 
600-D DYNAMIC—LOW-Z. Not differential: 
250-ohm impedance. $2 Down. 

90 S 206. List, $47.50. NET......- 27.93 
600-D DYNAMIC—HIGH-Z. As above; hi-imp. 
90 S 209. List, $47.50. NET....-- .27.93 
205KK—DIFFERENTIAL CARBON. For high 
noise, 100-4000 cps. —50 db. 24x2x4". 
Mtg. bracket, 5’ coiled cable. 1 lb. 

99 S$ 590. List, $45.00. NET......- 26.46 


Depend on Allied for Everything in Sound Equipment 


P.A. & GENERAL-PURPOSE 
MICROPHONES 


Low-Cost Crystal & Ceramic 
Cardioid Microphones 


MODEL 951 CRYSTAL. Excellent crystal micro- 
phone using exclusive variable “D—D"” princi- 
ple to achieve cardioid directivity and 
uniform frequency response. Designed to 
provide the wide-range reproduction re- 
quired in many P.A. applications; pop-proof 
wire mesh grille minimizes wind and breath 
noises. Uniform polar response makes it 
highly suitable for noisy locations, or where 
much echo is present. Response, 50 to 
11,000 cps. Output, —60 db. Chromed, die- 
cast case. 134x534”. With 18-ft. shielded, 
single-conductor cable. 1% Ibs. $2 Down. 


94 $ 092. List, $49.50 NeT........29.11 


MODEL 7298S CERAMIC. Exceptionally _low- 
priced uni-directional cardioid mike. Offers 
high front-to-back discrimination. With- 
stands extremes of temperature and humid- 
ity. For P.A. use, home recording, Amateur 
radio, call and paging systems, etc. Re- 
sponse, ‘60-8,000 cps. Output level, —60 db. 
High-impedance. Handy On-Off switch. 
Gray die-cast front, plastic back. With desk 
stand, plus floor stand adapter. Dia., 1%6": 
8742” long. With 10-ft. cable. Shpg. wt., 1 Ib. 


93 S$ 223. List, $26.50. NET. ASB 
MODEL 729. As above, less switch. 
93 S 222. List, $24.50. NET. 14,41 


MODEL 727 CERAMIC. All-directional, with 
desk stand, plus floor stand adapter. Re- 
sponse 60-8,000 cps, Output level, —55 db. 
High-impedance. 774x1Vax1 V4". 5-ft. cable. 
Shpg. wt., 1% Ibs. 

93 § 226. List, $18.00. NET 10.58 


Model 644 “Sound Spot” 


Microphone 
NET 


$9488 


Unique uni-directional 
dynamic mike that al- 
lows you to stand 4 
times as far away as you 
would with a conven- 
tional mike. Combina- 
tion cardioid and dis- 
tributed front opening 
allows pickup from front 
only, cancels out noise 
from side and rear. 
Reverberation and feed- 
back reduced to vanish- 
ing point. Tops for out- 
door use. 40-12,000 cps. 
Output. —53 db. Dual 
high and low imped- 
ance selected by changing MC4M_ con- 
nector. Die-cast zinc case with ¥%” aluminum 
tube. Dia., 2 A¢”; length. 16”. With 18-ft. 
cable. Shpg. wt., 22 Ibs. $5 Down. 
90 § 207. List. $110.00. Net.....64.68 
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“MODEL 545 


Cardioid 
Dynamic Microphone 
* Smooth, Wide Response 


* Easily Changed From High 
to Low Impedance 


NET 
$4998 


$2 Down * includes Swivel Adapter 


No finer choice for use in sound systems of 
any type, or for tape recording applications, 
than this new and beautifully styled dy- 
namic mike from Shure! Extremely effec- 
tive in minimizing feedback problems where 
sound reinforcement speaker is located in 
the same room with the microphone; also 
gives you greater contro! of sound in tape 
recording. Highly directive, the 545 picks 
up sound mainly from the front. 


Slender design and small size recommend it 
for hand-held use; includes A-25 swivel 
adapter (see next page). Adapter has 44”-27 
thread. Dual-impedance; can be changed 
from high to low impedance by moving one 
wire in plug (wired for high-impedance when 
shipped). Response, 50 to 15,000 cps. Out- 
put: Hi-Z, —55 db; Low-Z, —57 db. Size, 
514%6” long; 114” in diameter. Attractively 
styled in satin chrome and gleaming black. 
With A-25 swivel adapter and 18-{t.. 3-con- 
duetor shielded cable. Shpg. wt., 3 Ibs. 

90 § 402. List, $85.00. NET...... 49.98 


“Commando” 
Microphones 


All-directional mikes (also called omni- 
directional) respond equally well to sounds 
from all directions (360°). Controlled mag- 
nétic construction. Response, 60-10,000 
eps. Output, —52 db. 


MODEL 415. Die-cast metal case, satin 
ehrome. High-impedance. 5%”-27 swivel 
adapter, 7-ft. single-cond., non-detachable 
shielded cable, 6'34¢” long. 1 Ib. 

94 S 085. List, $27.50. NET........ 16.17 


MODEL 420. Dual-impedance—150-250 ohms 
and high-impedance. Gray polystyrene case. 
With 20-ft., 2-cond. shielded cable and lava- 
lier cord with clip. 3'V%4xi ey”. Wt., Y% ib. 
94S 086. List. $30.00. NET....... 17.64 


NEW MODEL 425. Same as Model 420, but 
fitted for mounting on goose-neck. 7-ft., 2- 
cond., shielded cable; less lavalier cord. 

90 S 403. List, $30.00. NET.......17.64 
MODEL 430. Same as 415, but with press-to- 
talk switch. 150-250 ohms and _ high-im- 
pedance. Chrome, die-cast metal case.yWith 
detachable 15-ft.. 2-cond. shielded cable and 
cover plate. 61V4¢” long. 54”-27 swivel adapt- 
er. 1% Ibs. $2 Down. 

94 S 087. List, $38.50. NET......, 22.64 


EJ True Sound Reproduction 


“Unidyne”’ Cardioid 
$2Down Dynamic Mike 


MODEL 55S. Rugged, dynamic mike; with- 
stands severe mechanical shock as well as 
heat and moisture. Cardioid feature per- 
mits placement at a distance from _per- 
former 75% greater than all-directional 
mikes. An ideal singer's or announcer’s mike. 
Response, 50 to 15,000 cps. Switch selects 
impedances of 35-50 ohms, 150-250 ohms, 
and high impedance. Output is —S7 db at 
high impedance. Swivel mtg. Satin chrome 
finish. 4”-27 thread. Detachable, 18-ft., 2- 
conductor shielded cable. Size, 4x2%—x3V4_". 
Shpg. wt., 4% lbs. 

99 S 395. List, $83.00. NET......48.80 


MODEL 556S. Deluxe version of above. Built 
to extremely close tolerances to give im- 
proved response (40-15,000 cps), and direc- 
tivity. Live rubber isolation unit in stand 
connector deadens vibrations. With Cannon 
XL-3. Wt.. 4% Ibs. $5 Down. 

99 S$ 396. List, $135.00. NET. ...79.38 


525 


Model 51“Sonodyne”’ Dynamic 


Moderately priced, semi-directional micro- 
phone for recorder and public. address ap- 
plications. Immune to effects of temperature 
and humidity. Frequency response from 60 
to 10,000 cps. Has multi-impedance switch; 
35 to 50 ohms, 150 to 250 ohms, and high 
impedance selected by screwdriver adjust- 
ment. Output, —52 db. Satin chrome finish. 
54”-27 thread. Swivel mount. Detachable, 
15-ft., two-conductor shielded cable. Size, 
5H%ex3 Vex2y”. Wt., 344 lbs. $2 Down. 

99 S 378. List $49.50. NET........29.II 


Model 525 Studio “Slendyne” 


All-directional. professional dynamic mike. 
Dynamic range of 125 db. Response, +2.5 
db from 40 to 15,000 cps. Switch selects 
impedance of 50, 150 and 250 ohms. Cus- 
tom-built for hi-fi reproduction of voice 
and music. May be used on a floor or desk 
stand, hand held, suspended from neck or 
clipped to belt. For indoor or outdoor use— 
unaffected by temperature and humidity. 
Output, —61 db at all impedances. Case is 
bronze; head is beige. With lavalier cord, 
belt-elip, A-25 swivel adapter for ¥%”-27 
thread stands, and detachable 20-ft. shield- 
ed cable with Cannon XL-3. 84” long; 11%” 
dia. Wt., 3% Ibs. $5 Down. 

99 S$ 454, List, $200.00, NET..... 117.60 


“Popular P.A. and Broadcast Microphones 


MODEL 330 “UNITRON.” Rug- 
ged, ultra-cardioid studio- 
quality =mike—primarily for 
indoor use. Ribbon element; 


NET 
710 superb voice and music repro- 


duction. Reduces pickup of 

$5 Down random and background nois- 

es by 73%. Response, +2¥% db, 30-15,000 

s. switch selects 50, 150 or 250-olim 

Output, —60 db. Wind and 

blast filter, etc. 54”-27 thread. Satin-chrome. 

3% x1 144x134”. Detachable 20-ft. cable with 
Cannon XL-3. 4 Ibs. 

94 S$ 090. List, $120.00. NeT.....70.56 


MODEL 333. Deluxe version of above; Voice- 
Music switch, non-reflecting bronze. 


99 S$ 456. List. $250.00. NET..... 147.00 


DELUXE BI-DIRECTIONAL MODEL 300. Has 
shock mount and Voice-Music switch. 40- 
15,000 cps. 30-50 ohms, 150-250 ohms, and 
high-imp. Output, —57 db at high-imp. 
Bronze. With 20-ft. shielded cable and Can- 
non XL-3. 6x1%x13%/2”. Wt., 33% Ibs. $5 
Down. 


99 S 397. List, $150.00. NeT.....88.20 


MODEL 315. As above; less shock mount and 
Voice-Music switch. 50-12,000 cps. Chrome. 
52.63 


99 S 398. List, $89.50. NET 


535 


Model 535 ‘‘Slendyne” 


Moderately priced. all-directional dynamic 
mike. Ruggedly designed: unaffected by 
temperature extremes, Unusually practical; 
excellent for indoor and outdoor sound sys- 
tem applications. Can be hand-held, used 
on floor or desk stand. or hung around neck 
with lavalier cord and clip assembly (sup- 
plied). Response, 60-13,500 cps. Dual-im- 
pedance switch selects 50-250 ohms and 
high-impedance. Output, —61 db. With 
swivel adapter, 44”-27 thread. Detachable. 
18-ft. 2-cond., shielded cable with Amphe- 
nol MC3 connector. 71%” long; 14%” diam- 
eter. Shpg. wt., 3 lbs. $2 Down. 

99 S 657. List, $72.50. NET......42.63 


Communications Microphones 


MODEL 520SL “DISPATCHER.” Ruggedly-built, 
controlled-magnetic microphone. Has grip- 
to-talk, slide-to-lock switch bar that oper- 
ates microphone and relay circuits. Re- 
sponse, 100-9000 cps. Output, —52.5 db. 
High impedance. Chrome and green with 
7-it., 2-cond. shielded cable. 914” high; 5” 
base. Shpg. wt., 5 Ibs. $2 Down. 

99 S 388. List, $45.00. NET..... 26.46 


NEW MODEL 520SL-B “DISPATCHER.” As 
above, but low-impedance—150-250 ohms. 
90 S 404. List, $49.25. NET.......28.96 
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Semi-Directional Mikes 
MODEL 710A “REX.” Crystal microphone for 
home recorders, Amateur radio, etc. Re- 
sponse, 60-9000 cps. Output. —50 db, high 
impedance. With 7-it. cable. Burgundy-red 


metallic finish. 3%42x2'Y%exl%". %"-27 
thread. Wt., 11% Ibs. 
99 S 386. List, $12.00, NET 7.05 


MODEL 710S. As above, with Off-On switch. 
99 S 387. List, $14.00. NET. 8.23 


MODEL 510C “HERCULES.” Controlled-mag- 
netic mike. For indoor or outdoor use. Re- 
sists effects of heat and humidity. Respons, 
100-7000 cps. Output, —52.5 db, high im- 
pedance. With 7-ft. cable. Green finish. 37%42x 
21Y4_ex1 ”. 54”-27 thread. Shpg. wt.. 11% Ibs. 
99 S 384. List, $17.00. NET......10.00 
MODEL 510S. As above, with Off-On switch. 
99 S 385. List, $19.00. NET 11.17 


MODEL 715 “STARLITE.” Extremely popular, 
high-output crystal mike; ultra-smart de 
sign. For home_ recording. intercom, etc. 
Has a retractable, built-in stand. Output, 
—50 db, high impedance. Response, 60- 
10,000 cps. Impact-resistant, polystyrene 
case; gray and black finish. 3542x2%6x1%2". 
5-{t.. single-cond. cable. Wt., 1¥ Ibs. 

94 S 089. List, $8.00. NET 4.70 


MODEL 215. As above, but ceramic element. 
Output, —56.5 db. 
94 S 088. List, $8.00, NET 4.70 


With Plug 


Sonotone’s ‘“‘Ceramike” Tape Recorder Mikes 
OVER Ys MILLION NOW IN USE 


ONLY 


$4 


MODEL CM-10. A remarkable value at this low price. the CM-10 is 


ideal for use with tape recorders and P.A. 
exceptionally wide frequency response: 


cps. Provides full fidelity reproduction of voice and music. All-direc- 
tional pickup pattern, Output level of —62 db. Ceramic element is 
extremes of temperature. High-im- 
pedance. Solid, die-cast metal case, satin chrome plated; stainless 
t. cable, terminating in 


impervious to moisture and 


steel grille. 5%” long; 1%." dia. With 7-f 
phone plug. Shpg. wt.. 2 Ibs. 
93 S 416. List, $19.50. NET. ... re 


NEW MODEL CM-11. As above, but has narrower frequency response 
(+ 2 db, 50-8000 cps), and higher sensitivity (—57 db). 


MODEL CMS-10 MATCHING TABLE 


Padded base. By removing base, swivel socket can be attached to 
any standard %%”-27 threaded mike floor stand. Shng. wt.. 2% Ibs. 


93 S 417. List. $5.00. NET.. os < 


Depend on Allied for Those Hard-to-Find Sound System Accessories 


* Employ Temperature-Proof Ceramic Element 
* Outstanding Reproduction of Voice, Music 
® includes Shielded Cable, Standard Phone Plug 


Model 777 ‘“‘Slim-X" Mike 


Multiple-purpose crystal mike. Can be worn 
as a lavalier, hand held, or mounted on 
stand. In vertical position. pickup pattern 
is all-directional. Response, 60-10,000 cps. 
Output, —62 db. High impedance. Satin 
chrome. Detachable, 7-ft. cable. With neck- 
strap holder. ¥%”-27 thread. 434x1”. 1 lb. 
99 S 616. List. $25.00. NET.. 4.70 
MODEL 7775. As above. with Off-On switch. 
99 S 617. List. $27.00, NET 15.88 
$-38 BASE. For above. Requires A-25. below. 
Shpg. wt.. 1% Ibs. 

94 § 038. List, $4.50. NET.. 2.65 
A-25 SWIVEL ADAPTER. For 777 mike and 
any stand listed in this Catalog. %”7-27 
thread. Swings 90° in vertical plane. 8 oz. 


94 S$ 039. List. $5.50. NET 3.23 


Replacement Mike Cartridges 
MODEL R5. Not illus. High-impedance, con- 
trolled-magnetic type. 100-9000 cps. Out- 
put, —51.5 db. Fits Shure mikes: 405, 510 
and 520. Depth 2742”; dia. with mtg. ring. 
21544”; dia. less ring. 174”. Shpg. wt., 4 oz. 
41 § 934. List. $11.00. NET 6.47 
MODEL R7. High-impedance crystal type. 
50-10,000 cps. Output, —50 db. Used in 
Shure 707A, 708A and most other Shure 
crystal mikes. Depth, 34"; dia. with rubber 
ring. 234.6"; dia. less ring, 13142”. 5 o7. 

41 $945. List, $8.25, NET 4.85 


Hand-Held or 
Desk Mounted 


Includes 
Portable 
Case 


Complete System 


ONLY 
sound systems. Offers 250 
43 db, from 50 to 13,000 $10 down 
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Receiver 


“Ten-Four” Series Mikes 
NEW MODEL 405B. Controlled magnetic 
mike. Response, 200-8000 cps. Output, 
—50 db at 250 ohms. High-impact, ‘*“Armo- 
Dur” plastic case; blue-gray. With mtg. 
bracket and 5-it., 4-cond,. cable. 31 i4gx2 Vax 
14944”, Push-to-talk switch. 1% ibs. 

90 § 401. List, $32.00. NET 18.81 
NEW MODEL 405C. As above, but high im- 
pedance. Output, —50.5 db. With 5-ft. 3- 
cond. (one cond. shielded) cable, 
90 § 400. List, $32.00. NET.... 18.81 
MODEL $-36A STREAMLINED DESK MOUNT. 
Fits all Shure mikes except Series 405, 100, 
76B and 420. Similar to base on 520SL mike 
on previous page. Wt.. 1% lbs. 

94'S O35. List, $6.50. NET..... .. 3.82 
MODEL A86A TRANSFORMER. For running 
lines from low-imp. mikes to high-imp. in- 
puts. Matches 35-50 or 150-250 ohms. +1 
db. 20-20,000 cps. 27%4x1%". 2 Ibs. 
41 § 917. List, $17.50. Net...... 10.29 
MODEL C15C RETRACTING MIKE CORD. 
Heavy, rubber-covered 4-conductor (not 
shielded) cable for use in mobile transmit- 
ters, etc. Extends to 5 ft. Wt.. Y% Ib. 

Al S 932. List. $6.25. NET. ...... 3.07 
MODEL CIOC RETRACTING MIKE CORD. Not 
illus. Tinsel-coiled; for use with any dy- 
namic or magnetic mike where a shielded 
cable will prevent pickup of hum. Extends 
to 6 ft. With Amphenol MC4M. ¥ Ib. 

94 S 439. List, $12.00, NET 7.06 


WIRELESS Mike System 


5 Transmitter 


* Allows Complete Freedom of Movement— 


No Trailing Wires Underfoot 


*® System includes All-Transistor FM ¢ 


Transmitter, Mike and FM Receiver 


MODEL CR-4. With a useful range of over 500 
feet, the Sony Wireless Mike is a “D 
broadcasting stations in remote pickups; auc- 


“natural” for: 


movement; re- 


corded interviewing; auditing firms taking physical inventories with 


FCC license re- 


namic microphone; 8-tube FM receiver; 


and portable carrying case. Transmitter is powered by two easily 


Receiver operates from 110-120 v., 50-60 cycle AC. Shpg. wt.. 8 Tbs. 


93 SC 409. Only $10 Down. NET... 
80 J 785. Battery for Above. 2 required. 3 07. NET EACH... _- 1.74 
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Model 77 
Cardioid Mike 


$485! $2 Down 


High-tidelity uni-directional 
dynamic cardioid microphone. 
Features extremely high tront- 
to-back cancellation of 18 db 
for highest resistance to pick- 
up from the rear—virtually 
eliminates possibility of feed- 
back. Other outstanding fea- 
turesinclude: rugged, dynamic 
cartridge, suspended to mini- 
mize unwanted mechanical vi- 
brations; easy positioning of 
mike head—tilts 90° back- 
ward; Off-On switch that can : 
be locked in ‘‘on” position. Essentially flat 
frequency response, 30 to 15,000 cps. “Pop 
and “blast proof” ‘Mylar diaphragm. Has 
output level of —52 db. Multi-switch im- 
pedance selector permits choice of: id Pat 
30-50 ohms; ““M”, 150-250 ohms; and “H", 
high impedance. 5%%”’-27_ thread. Satin- 
chrome finish. 8” high, 2%” wide, 254” deep. 
With detachable, 20-ft. 2-conductor shielded 
cable. Shpg. wt.. 3 Ibs. 

93 S 269. List, $82.50. NET 48. 5l 


SLIM 330 
SERIES 


All Fit A-7 Stand 


New, beautifully styled series of mikes. All fit acces- 
sory A-7 stand (described below); all have positive 
Off On switch, except Model 331, which has momen 
tary “on”, spring-return switch. Include lovalier 
cord assembly for “no hands” use. 4x1 ¥exl%”. 
Wi, | tb. 


MODEL 332 CRYSTAL. Wide response: 30 to 
15,000 cps. Output level, —57 db. Great for 
general-purpose tape recording, sound sys- 
tem and communications use. High-imped- 
ance. Black and chrome styling. 


90 S 211. List, $17.90. NET....... 10.52 


MODEL 331 CERAMIC. Voice range unit, 
designed for communications use, paging, 


* Citizens band use. Momentary push-to-talk 


switch with provision for controlling relays. 
Response, 300-5000 cps. Output, —56 db. 
High-impedance. Black and chrome styling. 
Has hang-up bracket. 

90 S 218. List. $17.90. NET....... 10.53 


MODEL 333 CERAMIC. Similar to 332, but 
response is 30-12,000 cps. Output, —58 db. 


90 S$ 219. List, $17.90. NET...... 10.53 


MODEL 335H DYNAMIC. For high-quality re- 
cording and P.A. uses, etc. Response, 50- 
12,000 cps. Output, —56 db. High-imped- 
ance. TV gray and chrome styling. 

90 S 220. List, $26.50. NET....... 15.58 


MODEL 335L DYNAMIC. Same as 335H, in- 
cluding response, but low-impedance and 
output is —57 db. TV gray, chrome. 

90 S 221. List, $23.50. NET.......13.82 


MODEL A-7 DESK STAND. Has adjustable 
swivel. Satin black plastic. Shpg. wt., 5 oz. 
90 S 253. List, $2.45. NET.......... 1.44 


— 


MODEL DN-HZ DYNAMIC MIKE 


A top-performing, all-directional high-im- 
pedance microphone. Ruggedly constructed, 
the ‘‘Commentator”’ features a handy, tilt- 
ing-head swivel mount. An ideal unit for all 
general purpose semi or non-directional ap- 
plications. Frequency response, 50-7000 cps. 
Output level, —52 db. Handsomely finished 
in opalescent gray baked enamel with gleam- 
ing chrome ny - trim. 5g”-27 threaded 
mounting. 10-ft. cable. Wt., 244 Ibs. 

99 S 304. List, $39.70. NET...... 23.34 


POPULAR “SPOKESMAN” MIKES 


MODEL JT-30. A budget-priced. all-purpose 
microphone. Ideal for P.A., recording, com- 
munications, etc. High impedance. Supplied 
with removable hand grip and interlocking 
desk-type stand. Detaches easily from hand 
grip for mounting on standard floor stands. 
Response. 30-10,000 cps. Output level, —49 
db. Opalescent gray Hammerlin finish, with 
chrome grille. Includes 8-it., single-conduc 
tor shielded cable. Wt., 24% Ibs. 

99 § 302. List. $18.40. NET 10.82 


NEW MODEL JT-30F CRYSTAL MIKE. Same 
crystal mike as above, but less handle and 
base—mike head only. 54”-27 thread; fits 
any standard desk or floor microphone stand. 
Wt., 1% Ibs. 

90 S 212. List, $15.90. NET 


9.35 


M-150 


formance! 


MODEL M-150 CRYSTAL. Top-value in a high 
output crystal mike featuring smart, ultra 
modern design. Offers a semi-directional 
pickup pattern and smooth, wide range 
frequency response. Stands upright on desk 
or table top—fits comfortably into palm of 
hand for convenient carry-about use. At- 
tractively styled case is made of high-impact 
gray plastic with rigidized, gold metal grille. 
Unit is remarkably lightweight—only 344 
ounces. Frequency response, 30 to 10,000 
cps with 5-megohm load resistance. Output 
level, —44 db. Overall size, 2%6” high, 2%._” 
wide, 14%4” deep. Supplied complete with 
5-foot extra-tlexible, single conductor shield- 
ed cable. Shpg. wt.. % ib. 
90 S 250. List, $6.50. NET 3.82 


NEW MODEL M-151 CERAMIC. As above, but 
output is—48 db. Color-styled in gray plastic. 
90 S$ 222. List. $6.50. NET 3.82 


Dynamic, Crystal & Ceramic Microphones 


REPLACEMENT 
MICROPHONES 


Low-cost units, ideal for 
use with tape recorders, 
Paging or intercom sys- 
tems, etc. Tops in per 


= - t 


MIKES FOR SINGLE SIDEBAND 
MODEL 10-C CERAMIC. New semi-directional 
mike with “tailored response’’ feature. 
Designed for radio Amateurs using single 
sideband equipment. Provides greater intel- 
ligibility by reducing sibilance toa minimum 
for clean signal with less splatter. and greater 
attenuation of unwanted sideband. Re- 
sponse, 300-3000 cps. Output, —52 db. 
Size, 4x3”; 2” dia. Includes F-11 adapter 
and 5-ft., single-cond., shielded cable. Shpg. 


wt., 34 Ib. 
90 S 213. List, $29.70. NET 17.46 


MODEL 10-D DYNAMIC. As above. but has 
dynamic, moving coil circuit. 1 1b. $2 Down. 


90 S 214. List. $39.70. NET. 23.34 


NEW LOW-COST CRYSTAL MIKES 
MODEL 200. An all-purpose crystal mike tor 
home recording, paging, Amateur commu 
nications, etc. Response. 30-10,000 cps. Out 
put. —50 db. High-impedance. Includes 
detachable base. with %”-27 mounting. 
Gold and chrome. With 8-ft. single-cond. 
shielded cable. 14% Ibs. 

90 $ 215. List, $19.50. NET 1.47 
MODEL 200-S. As above, with off-on switch. 
90 S 216. List, $21.50. NET 12.64 


MODEL 241-S. Same as Model 200-S, but has 
rising response of 1500 to 5500 cps. 
90 S 217. List, $21.50. NET 12.64 


D-104 


MODEL D-104 “PREMIER” CRYSTAL. High im 
pedance mike. Popular among Amateurs 
Response, 30-7,500 cps. Output level, —45 
db. Produces the maximum amount of 
speech in the voice range. ¥”-27 thread 
With 5-ft. cable. Shpg. wt.. 13% Ibs. 

99 S 309. List. $31.00. NET 18.23 


MODEL T-3 “PIONEER” CRYSTAL. Attractive 
all-directional high impedance mike. Has 
metal seal crystal for protection against 
moisture and humidity. Response. 30-10,000 
cps. Level, —52 db. Handy swivel hinge for 
head. 54”-27 thread. 10-it. cable. 2 Ibs. 

99 S 300. List, $29.30. NET....... 17.23 


MODEL G STAND. For use with T-3, DN- 
HZ, D-104, and other mikes. 54”-27 thread. 
Has convenient grip-to-talk, slide-to-lock 
switch. With 6-it. cable. 2% Ibs. 

94S 011. List, $24.95. NET.......14.67 


ALLIED HAS A MICROPHONE FOR EVERY PURPOSE 
From budget-priced general purpose microphones, to the finest of broadcast studio 


microphones — Allied has the microphone to meet your requirements. Check the wide 
selection of Allied mikes shown here —if you don’t find the microphone you're looking 
for, simply write to our Audio Division. We can order it for you as a “Special”. 
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MODEL CS-42 COLLAPSIBLE BASE STAND. 
Base consists of three legs—permanently 
fixed to the stem—that can be quickly fold- 
ed or unfolded and securely locked in place. 
Chrome-plated stand adjusts from 34” to 
62”; has ‘“‘velvet-action™ clutch. Cast-iron 
base in gray. 54”-27 thread. Wt., 9 Ibs. 

88 SX 860. List. $12.50. NET... .. 7.35 


MODEL MS-11C FLOOR STAND. ‘Full Grip” 
clutch mechanism—allows stand to be 
quickly adjusted from 35” to 65”. Base 
has self-leveling, shock-absorbing pads and 
“anti-tip’’ points. Chrome. Base dia., 10”. 


54,”-27 thread. Shpg. wt., 12 Ibs. 
94 SX 012.2. List, $13.00. NET....7.64 
MODEL MS-25 “AIR-LOCK" MIKE FLOOR 


STAND. Controlled escape oi air allows only 
slow. quiet collapse into lower section. Ex- 
tends irom 37” to 66”. Base is 17” dia.; pro- 
vides firm support for boom arm attachment. 
Chrome-plated stem. Gray base. %”-27 
thread. Shpg. wt., 20 Ibs. 

94 SU 029-2. List, $26.00. NET.....15.29 


E-V 428 TOUCH-TO-TALK STAND. Has 644” 
touch-to-talk bar on side of stem with 
locking button at top. Slight pressure closes 
circuit. DPDT switch for controlling relay 
or shorting out mike. Switch assembly re- 
movable trom base. Satin chrome finish; 
gray plastic switch lever. Stem height, 7”. 
Die-cast base; dia., 51%”. %”-27 thread. 
Shpg. wt., 2 Ibs. 
94 § 053. List, $17.50. NET 10.29 
Chrome-plated 


ATLAS DS-5 DESK STAND. 
stem. 4” high. Cast-iron base; 6” diameter. 
Rubber pads. 54”-27 thread. 2 Ibs. 

94 S 077. List, $3.00. NET 1.76 


ATLAS DS-7 ADJUSTABLE DESK STAND, Clutch 
adjusts from 8” to 13”. 2-section, chrome- 
plated stem uses %” and 74” tubes. Gray 
crackle base, 6” diameter. Rubber base 
pads. 54”-27 thread. Wt., 3 Ibs. 

94S O14. List, $5.00, NET 2.94 


SELECTED ATLAS MICROPHONE STANDS AND BOOMS 


MICROPHONE DESK, BANQUET & SWITCHBOARD STANDS 


%"-27 threaded, unless otherwise noted. * Not illustrated. 


MODEL BB-1 “BABY BOOM" STAND ATTACH- 
MENT. Converts any floor stand having a 
54”-27 thread toa boom-type stand. Permits 
fixed positioning of mike anywhere within a 
5-ft. circle. Heavily chrome-plated; 32” long. 
Adjustable, counter-balance. 4% Ibs. 

94 SX 019. List, $7.50. NET....... 4.4l 


MODEL BS-36 PROFESSIONAL BOOM STAND. 
Similar to Model MS-25 (at left), but with 
removable 62” boom arm. Gyromatic swivel 
joint at end of boom allows mike to hang in 
the proper position regardless of how boom 
arm is moved. Vertical height adjusts from 
48” to 72”. Heavy, padded base; dia., 17”. 
Chrome- plated. 33 Ibs. $2 Down. 

94 SU.021-2. List, $03.00. NET...37.04 


MODEL CS-33 DEMOUNTABLE FLOOR STAND. 
Chrome-plated, 3-section mike stand for 
portable uses. Fully collapsible; rubber- 
tipped legs are held in place with “finger- 
operated” spring lock. Adjusts from 26” to 
64”. 54”-27 thread. Shpg. wt., 4 Ibs. 

94 SX 016. List, $13.50. NET.......7.94 


ATLAS NS-1 “CHESTY” NECK AND CHEST 
SUPPORTED MIKE HOLDER. Includes neck 
cord, non-rolling chest support and remov- 
able, flexible goose-neck mike holder. Dou- 
bles as desk stand. Reduces feedback. 10 oz. 


93 S729. List, $5.00. NET... 2.94 


ATLAS TS-6 BANQUET STAND. Not illus. For 
speaker's table. Extends from 141% to 26”. 
Full-grip clutch. Base dia., 8”. 6 Ibs. 


under chrome trim. ari metal enamel 
finish. 54”-27 thread. Wt., 14 lbs. 
94 S 073. List, $5,00, NET.. 2.94 


MICROPHONE ACCESSORIES 


Cael aA 


ATLAS MIKE ¥.. ADAPTERS. An PRSETE: assortment ot quality 


94S 024. List, $9.00. NET.........5.29 

NEW ATLAS SB-1 SWITCHBOARD STAND. Ss 
Supports mike atop telephone or dis 4 & 
patcher’s switchboards. Has 12” flexible j 
gooseneck arm (5”-27 thread). Cast metal 

base, 9x614”; gray finish. Wt., 13 Ibs. 

90 § 251. List, $14.00. NET........8.23 

ATLAS DS-10 DESK STAND. Cable fits in slow DS- 


BEST-BUY KNIGHT MIKE STANDS 


THREE-SECTION MODEL. An outstanding yal- 
ue in a highly popular, compact microphone 
stand—carrying height only 25”. Accommo- 
dates most desk-type and floor-type mikes. 
Can also be used with lavalier-type mikes 
having adapter. Two smooth-action cluteh- 
es provide adjustment from 25” to 61”. 
Ideal ior portable use. Chrome-plated stem; 
gray, cast-iron base has 10” diameter. 547-27 
thread. Shpg. wt., 10 Ibs. 

94 SX 001-2. NET........ 


TWO-SECTION MODEL. Exceptional value in 
a quality-constructed microphone stand. 
Features a smooth-operating clutch that 
provides convenient adjustment of two-sec- 
tion stand from 35” to 64”. Accommodates 
all of the floor-type and desk-type micro- 
phones listed in this section—perfect for use 
with lavalier-type mikes having adapter. 
Attractive chrome-plated stem; cast-iron 
base, 10” diameter. Standard 54”-27 thread. 
Shpg. wt., 10 Ibs. 

94 SX 004-2. NET..... 


adapters for desk and floor-type microphone stands. All are chrome- 


Stock No. | Tyg ; D 
Boss en ea MS ae =, “ os plated for dependable, long use. Shpg. wt.: Models ADIs 
Beer N cy Ele ADI, 
oe 027 GX i} 8 lel ee. | 8% ADS, ADS, ADS, and AD10, 2 02; ADI1 and AD12, 6 o7._ 1 
94 $075 19} As above, 19” long 1% Ibs.) 2.35 fi NET 
94 5 017/SO-1_| C Snap-on Mike Attachment 1 1b. 1.62 {fis | Maes nt EACH 
94 $076\CH-1 | D |Cable Hanger; fits all stems $e at 415928 | ADI iy , For adapting RCA mikes. 14” male) 
! 7%” to 14%” in diameter \“’lb. | 1.47 | | to ¥”-27 female. 50¢ 
41 H 946!329 E | Mike Volume Control; Hi-imp. 6 oz. 4.09 948060; AD2 ; Ki’ pipe female to 54”-27 male. | 35¢ 
41 $913;AD-7 | F 3” Extension Rod; %”-27 ends/3 oz. .35 948061 | AD3 M ; 4" pipe female to 54”-27 female. 35¢ 
41s 907 /AD-8 | F_As above, 6” long 4 on 41 94 S 062 | AD4 +....1 34" long. i” -27 male coupling. 18¢ 
oe: ‘Push- to-Talk Switch with lock'6 oz. 1.85 948063 ADS M | %7-27 to %”-27 female coupling. | 35¢ 
| , “Save-Ur-Mike’’ Plastic Cover'2 oz. 69 945066| ADiO |... i Adapts W.E, mikes. ¥”-24 female / 
94 S$ 028) BC-1 7 |Bracket Clamp; 6” stem i Ib. 2.06 } { to 54”-27 female. 7ile¢ 
94S 067/SW-1 : id 'Gyromatic Mike Lock Swivel;) 418906 | AD11 P + Mike base flange. Female. 54”-27. 4i¢ 
Se _locks mike at any angle \Y Ibs.| 2.65 418905! ADi2 | N | Mike base flange. Male. 5%"-27. | 4l¢ 
All Stands on This Page Fit Any Microphone Having Standard ¥%"-27 Thread 345 


Professional dynamic microphones from 
this renowned, high-fidelity name. Beauti- 
fully “trim-line” styled, these lightweight 
mikes are tops for highest quality recording 
and sound system applications. Employ 
exclusive new ‘‘Unilar’’ diaphragms that 
are shock, heat and weather-proof, Feature 
“modular” construction for the last word in 
flexibility—can be used with or without 
switch; with cable connector for hand-held 
use; with cable connector and slide-on stand 
adapter; with adapter for Cannon plug; 
with screw-in stand adapter; etc. All models 
except small lavalier mikes, have built-in 
adjustment for two low-impedance, and one 
high-impedance connection. 


MODEL 401 ALL-DIRECTIONAL DYNAMIC. Re- 
sponse, 40 to 20,000 cps. Output level. —55 
db. Impedances: 30-50, 150-250 and 20,000 
ohms, 63%” long; 1342” O.D. Less cable; see 
adapters in box at right. % lb. 

90 S 223. List, $72.50. NET......42.63 


MODEL 402S ALL-DIRECTIONAL DYNAMIC. 
Shock-mounted. Response, 40 to 20,000 cps. 
Output level, —55 db. Impedances: 30-50, 
150-250 and 20,000 ohms. 834” long; 1342” 
O.D. Less cable; see box. % lb. 

90 § 224. List, $79.50. NET......46.75 


403L 
Lavalier 
Mike 


MODEL 403L TELECASTER LAVALIER. Small 
lavalier type. Response, 50 to 18,000 cps. 
Output level, —55 db. Built-in adjustment 
for 30-50 or 150-250 ohm impedances. 314” 
long; 1Y%46” O.D. With 25-ft. cable and neck 
clip. Shpg. wt.. 1 Ib. 

90 S 225. List, $87.50. NET . SLAS 


MODEL 404L BROADCASTER LAVALIER. Some- 
what larger lavalier-type mike. Response, 
50 to 20,000 cps. Output level, —55 db. 
Adjusts for 30-50, 150-250 or 20,000 ohm 
impedances. 414%” long; 142” O.D. With 25- 
ft. cable and neck clip. % Ib 

90 $ 226. List, $95.00. NET......55.86 


MODEL 501 CARDIOID DYNAMIC. Uni-direc- 
tional pattern; for deluxe sound system use. 
Response, 35 to 15,000 cps. Output level, 
—54 db. Adjusts for 30-50, 150-250 and 
20.000 ohm impedances. 6%2” long; 14%” 
O.D. Less cable; see box. Wt., 1 Ib. 

90 § 227. List, $125.00. NeT.....73.50 


MODEL 502S CARDIOID DYNAMIC, Uni-direc- 
tional pickup pattern; shock-mounted. Re- 
sponse, 30 to 16,000 cps. Output level, —S4 
db. Adjusts for 30-50, 150-250 and 20,000 
ohm impedances. 7%” long; 1%” O.D. Less 
cable; see box at right. 1% lbs. 

90 § 228. List. $145.00. NeT.....85.26 


VERSATILE 
MIXER-PREAMPLIFIER 


Model MX6 


“Challenger” 
® Both Mixes and Preamplifies 


® Mixes Radio or Phono with Voice 
* Put 4 Mikes Into Single Amplifier 
or Recorder Input and Control Each 


Permits mixing four high-impedance mike 
inputs for an amplifier or tape recorder (up 
to four mikes cau be fed into the Aux input 
of hi-fi amplifier or tape recorder). Also 
mixes radio and/or phono signals with mike 
signals. Gain control for each input channel 
to permit precise adjustment of signals being 
mixed. Gain of 59 db for mike; 30 db for 
phono. Response, +2 db, 50-15,000 cps. 
Hum is —70 db. Input impedance: mic, 0.5 
megohm; phono, 0.5 megohm. Output im- 
pedance: less than 1000 ohms (cathode fol- 
lower). 54%4x8x434”. For 110-120 v., 60 cycle 
AC. Shpg. wt., 5% Ibs. $2 Down. 

88 SX 855. List, $65.00. NET.....39.00 


UNIVERSITY MIKE ACCESSORIES 


90 S$ 230. SA-10 Slide-On Stand Adapt- 
er. 3x14”. Wt., % tb. NET.......4.12 
90 S 229. SSP-10 Stand Adapter with 
Switch. Has receptacle for Cannon plug. 
4x14". Wt., Y% Ib. NET eo . 10.88 
90 S 232. CC-10 Cable Assembly. With 
18’ cable. 2x1”. 1% Ibs. NET.....5.88 
90 S 231. SP-10. Switch Cannon Plug 
Adapter. 34%4x1". % Ib. NET.......6.76 
90 S 233. PA-10 CannonPlug Adapter. 
3Y%x1". Wt., % ib. NET wnip OLD 
90 S 234. CA-10 18’ Cable for SS-P10, 
SP-10, PA-10. % Ib. NET... -5.88 


STEREO MIXERS 


MODEL 306. Extremely versatile mike mixer 
with four monophonic channels that convert 
to 2-stereo channels with flip of handy lever 
switch. Perfect for providing stereo music 
accompaniment to narration of your home 
movies. Four input jacks on rear panel; high 
impedance circuitry. Two phono jacks for 
output to amplifier or tape recorder. Color- 
styled in tan; has brown knobs with gold 
inserts. Case has rubber feet. Size, 2x3x6”. 
Shpg. wt.. 1% Ibs. 

93 § 218. List, $22.50. NET.......13.23 


MODEL 306TR. Same as above, but with two 
battery-operated transistor amplifiers. With 
battery. Shpg. wt., 1% Ibs. $2 Down. 

93S 219. List. $37.50. NET....... 22.05 


MONOPHONIC MIXERS 


MODEL 301. Ultra-modern, 4-channel, high 
impedance microphone mixer. Completely 
shielded. Permits mixing of four signals such 
as mike, phono, tuner, etc., into a single 
output. Inputs accept standard 2-conductor 
phone plugs; standard phono jack output 
to tape recorder or amplifier. Completely 
self-contained. Tan panel, brown knobs with 
gold inserts. Case has rubber feet to prevent 
scratching table top. etc. Size, 2x3x6”. 
Shpg. wt.. 1% Ibs. 

93 § 216. List, $19.50. NeT........1L47 
MODEL 301TR. As above. but with transistor- 
powered amplifier for best high frequency 
response. Powered by battery supplied with 
unit. Shpg. wt., 1% Ibs. 

93 S 217. List. $30.00. NET.......17.64 


41H 341. Audio Connector Cable. For above. 36”. Phono pin plug on one end, phone piug 


on other. Shpg. wt.. 4 oz. NET EACH........ 
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BENE A ce Solara 88c 


Add Musical Highlights and Sound Effects to Your Voice Recordings 


Even though your recorder may have only a single microphone input, you can increase its ver- 
satility and provide separately controlled inputs for up to four sound sources with a mixer. 
Feed signals from TV, radio, phonograph and microphone to your recorder—you can blend in 
or fade out signals from these sources for professional-type voice recordings. 


MINI-MIX AUDIO MIXERS 


Accommodate 2 high impedance inputs. 
With separate gain controls, recessed_in- 
side housing. Very low loss factor. Size, 
2px t' Hoxie”. Shpg. wt., 4 07. 


TYPE 310. Phone jack input, phone plug out- 
put fitting standard jacks. 
41H953. NET..... 


TYPE 311. As above, but with longer output 
to fit recorders with recessed jacks. 
41H 988. NET...... 


TYPE 316. Miniature unit with pin plug in- 
put, phone plug output. 
MA ESAS INET; cates 4.67 


TYPE 320. Male inputs, female output for 
54,"-27 screw-type mike connectors. 


E160 SAA NET os. oh Fs Soc one 4.67 
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SLANTING FRONT BASS REFLEX CORNER BAFFLES 


DELUXE SERIES. Handsomely styled, extremely versatile bass reflex 
enclosures. Excellent for music systems, P.A., etc. Simple installa- 
tion—speaker bolts are already installed. Rigidly constructed cf 
reinforced plywood, covered with plastic-coated fabric in simulated 
wood finish, Acoustically padded. Plastic matching grille cloth. 
Specify blonde or walnut when ordering. 

MODEL SCB-8A. For use with 8” speaker. Volume, 680 cubic inches. 
Size (HWD): 15x1734x914”. Shpg. wt., 6 Ibs. 


inches, Size (HWD): 2014x21x10'4”. Shpg. wt., 8 Ibs. 
EDR AGRO. (NEG oo acs.0 nn eo ak i aa Ro a 10.73 


ECONOMY SERIES. As above, but have open backs. Available in 
blonde or walnut—specify choice when ordering. 


MODEL SKB-8. For 8” speaker. 15x1734x9'4”. Wt.. 4 Ibs. 


70 DX 485C. NET........ taal a as ot) Oe 
MODEL SKB-12. For 12” speaker. 2014x21x1014”. Wt., 8 Ibs. 
70 DU 486C. NET.... ....... See eee 


Attractive wall-type baffles for quick, easy installation of 8” or 12” 
speakers. Handsome wood-grain pyroxylin-covered enclosures fea- 
ture latest “‘forward-front” design for pleasing effect and efficient 
dispersion of sound. Grille cloth styled in modern woven decorator 
pattern. Include speaker mounting hardware and convenient knock- 
out plug for installing individual speaker volume control. Available 
in choice of two beautiful finishes to complement any decorative 
surrounding. Specify blonde or walnut. 


POON ROZC AMET Pt Ae os 5 : ....5.44 
MODEL PB-12. For 12” speaker. 1334x181%4x9”. Wt., 6% ibs. 
ZO.DX AVEC. NEV). 2o eee. ccc Sk OS ct ate 7.64 


HOW TO SELECT THE CORRECT PUBLIC ADDRESS SPEAKER. Study the informative suggestions outlined below— 
they're designed to help you clarify the application yor nave in mind. If your specific requirements are not covered in 
these notes, simply write to Allied’s Audio Division, Our experts will recommend sound system components best suited to 


your individual needs. 


FOR QUIET INDOOR AREAS 


Offices, classrooms, lounges, etc. 
Select cone-type speakers, and wall 
or ceiling type baffles for housing 
the speakers. A variety of these 
speakers and baffles is offered on the 
following pages. 8” speakers are 
most popular for these applications; 
use 12” speakers where you need 
more bass sound. Wattage ratings 
given for speakers indicate max- 
imum power (volume level) they 
can handle without distortion. Aver- 
S= age-size classrooms, private offices, 
} =" oe, etc., normally require no more than 
Watts for adequate sound coverage. Large warehouses, audi- 
toriums, etc., will require as much as 10 watts per speaker. Cone- 
type speakers are not recommended for use under conditions of 
high humidity or where corrosive vapors are present. 


IN CORROSIVE VAPOR AREAS 


Plating factories, chemical labs, etc. Select a fiberglas horn. 
Write to our Audio Division for recommendations that call for 
submergence-proof, explosion-proof, or other special speakers. 


HOW MANY SPEAKERS TO USE? 


Average offices require flush-mounted ceiling speakers spaced 
about 15 feet apart. Large indoor trumpets (using about 15 
watts each), should be placed 25 to 50 feet apart. In noisy areas, 
use small trumpets (about 5 watts each), placed near specific 
locations to be covered. 


by 


| Allied Radio Corporation, 100 N. Western Ave., Chicago 80, llinois 


Include Speedy 
Mounting Clip 


DELUXE WOOD WALL BAFFLES 


Feature white birch veneer construction. Attractive plastic grilles. 
With hardware. Specify blonde or walnut when ordering. 


MODEL DW8-8A. For 8” speaker. 1014x934x614”. Wt., 3 Ibs. 


FO.DX: 49 1C, NEV... chases oss ye Haley een 5.88 
MODEL DWB-12A. For 12” speaker. 14x1314x9”. Wt., 5 Ibs. 
ZO DAG ZC. METS. coco oy cd va ee oe ile 8.23 


LOW-COST WALL-MOUNTED BAFFLES 
Economical wall baffles constructed of wood. Have attractive wood- 
grain pyroxylin covering; can be painted. With hardware. Specify 
blonde or walnut finish when ordering. 


Stock No. | Model | Size Spkr.Size| Lbs. | EACH 
704936 | WB-4/SC (oxox | 45" | 1A | are 
70D499C | WB-6C |8%4x7%x5”— | 6” «| 2 3.33 
70D494C_ | WBSC_ |1014x9%x6%" | 8" | 3 | 3.97 
70 DX 495C | WB-10C |12%4x117%4x7%"|_ 10" | 4 | 4.70 
70 DX 496C | WB-12C |14x1354x9” }. 12% | 5) 7) ae 


STRAIGHT FRONT BASS REFLEX CORNER BAFFLES 


DELUXE SERIES. Fully enclosed baffles :or corner installations. With 
hardware. Specify blonde or walnut when ordering. 


MODEL CB-8C. For 8” speaker. 14x1214x614”. Wt.. 4% Ibs. 

70 DX 489C. NET... Se. hu rr 7.26 
MODEL CB-12C. For 12” speaker. 20x18x9”, Wt., 9 Ibs. 

70 DU 490C. NET............ ee 10.29 


of blonde or walnut—specify when ordering. 


MODEL KB-8, For 8” speaker. 934x1074x6%4”. Wt., 3% Ibs. 

70: DK:ASSC, NETEL o os sone ke vita ee 4.85 
MODEL KB-12. For 12” speaker. 1434x1934x101%4”,. Wt., 8 Ibs. 

70 DU 484C, NET......... OE yf 


FOR NOISY INDOOR AREAS AND OUTDOORS 


For these applications, select a 
trumpet-type speaker (weather-proof 
speakers are best for outdoor uses). 
The diameter of a trumpet bell de- 
termines its bass response— the 
larger the bell, the greater its bass 
response. Horn size determines the 
angle of sound coverage—as the 
horn size increases, the sharpness 
of the dispersion angle and the pene- 
trating power increase. Unless other- 
wise specified, trumpet-type speakers 
require drivers. When animpedance- 
matching transformer is needed. ay 

select a driver with a built-in transformer to simplify installa- 
tion. Drivers listed in this Catalog have screw terminals or 
binding posts. If you have a special problem with an extremely 
noisy area (indoors or outdoors), write to our Audio Division. 


OUTDOOR AREA COVERAGE 


Weather conditions and terrain are major influences. To cover 
spectator gatherings, place speakers near the audience. For dis- 
tant coverage (% to % mile), as from church towers, use 4 
projectors in a cluster. 


USE OF TRANSFORMERS 


Recommended when extensive lengths of cable, or more than 4 
speakers, are employed. Drivers with built-in transformers are 
listed on following pages. Write for Allied’s free “Multiple 
Speaker Installations’’ bulletin, a helpful. informative release. 
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UTAH INVERTED SPEAKER 


STANDARD SPEAKER 


NET Aremarkable achievement in sound distribution—a fine performing speaker- 
$995 baffle combination only 24%” thin! Eliminates the need for making ceiling 
ai restaurants, department stores, etc. Full, clear response in a unit of this 

small size is a result of an outstanding innovation in speaker design. The 8” speaker has 
speaker has efficiency and power-boosting dual-diameter design. Employs a specially- 
machined, permanent magnet that combines two magnetic field alignments into a single, 
ES a re er rere eee er 8.95 
70 D OBS. Inverted Speaker Only. Shpg. wt., 3 Ibs. NET 


EXTRA-THIN CEILING BAFFLE WITH DUAL-DIAMETER SPEAKER 
cut-out—quickly mounts on ceilings 44” to ¥%” thick with the mounting 
hardware supplied. Perfect for use with tiled or regular ceilings in homes, 

been inverted—magnet and voice coil have been shifted to the front of the cone—producing 

fuller utilization of the speaker area without any loss of frequency response. In addition, 
dual-diameter unit. Delivers twice the sound per watt. Capacity, 6 watts. Impedance, 

8 ohms. Beige finish may be repainted. Size, 24x94x914”. Shpg. wt., 3 Ibs. 

r . * 
UTAH Wall Speaker-Baffle Combinations 


eliaiitiainen |: perlite nll 
8” Speaker Installed in Baffle 
With L-Pad Volume Control 


8-OHM SPEAKER-BAFFLE COMBINATION. Completely wired, ready-to-use wall speaker-baffle 
combination featuring dual-diameter construction. Excellent choice as an extension speaker 
in the recreation room or den—or as part of a sound distribution system in schools, hospitals, 
: offices, etc. Distinctively-designed baffle encloses heavy-duty, wide-range 8” speaker with 
: L-pad volume control installed. Allows controlling sound level of individual speakers. 
Speaker magnet unit attains efficiency and power nearly twice that of conventional speaker 
magnets—delivers twice the sound per watt. Exceptionally easy to install; handy screw 
' terminals. Speaker has efficient 4.64 oz. Alnico V magnet. Power handling capacity, 10 watts. 
Impedance, 8 ohms. Size, 914” high, 12” wide and 6” deep. Available in choice of mahogany 
or blonde finish—enhances the beauty of its surroundings. Shpg. wt., 6 Ibs. 

| NTO Navafy Finssh, NET 42-22 96. See shea ccs se Puen on apleicipae ona 13.95 


. WIRED 8-OHM SPEAKER—LESS BAFFLE. For installation in the baffle of your choice. Includes 
. screw terminals for fast, easy installation—no soldering required. L-pad has 18” cable 
attached. Shpg. wt., 3 Ibs. 

ES ESR ae Sioa es a Aare SEI ra 6.65 


70.7 VOLT SPEAKER-BAFFLE COMBINATION. Ready-to-use speaker-baffle combination with 
built-in transformer for use with sound systems having a 70.7 volt output. Screw-type 
terminal strips permit selection of 10, 5, 2.5, 1.25, or 0.62 watt output for predetermining 
maximum speaker volume at each speaker in the installation. Pre-wired L-pad volume 
control permits adjusting volume of each speaker to the exact level required. Employs the 
same high-efficiency speaker and ruggedly constructed baffle as combination above. Size. 
914” high, 12” wide and 6” deep. Available in choice of mahogany or blonde finish. Shpg. wt., 


UTAH Speaker-Baffle Combinations 


aes 


EXTRA THIN. 


WALL SPEAKER-BAFFLE 


*® With Exclusive Inverted, 
Dual-Diameter Speaker 


Thin-silhouette wall speaker-baffle combi- 
nation. Features remarkable 8” inverted 
speaker with dual-diameter design that 
gives twice the sound per watt. Stream 
lined, sloping baffle can be hung anywhere. 
Comes complete with hardware and instruc- 
tions. Convenient screw terminals. Power 
handling capacity, 6 watts. Impedance, 8 
ohms. Natural finish may be repainted at 
any time to match surrounding decorative 
motif. Size, 9” high, 12” wide and 444” deep. 
Available in choice of three handsome wood- 
grain finishes: mahogany, blonde or walnut~ 
specify when ordering.Wt., 3% Ibs. 

70 DX O86C. Specify Finish. NET. .8.76 


UTAH CORNER BAFFLES 


MODEL DC-8. Outstanding contemporary 
styling and time-proven acoustic design key- 
note this deluxe corner baffle. Distinctively- 
crafted by master woodworkers, it accom- 
modates any 8” speaker. Beautifully lacquer- 
finished in choice of mahogany or blonde. 
it’s an eyecatcher in rumpus rooms and dens, 
clubs. schools, churches, offices, restaurants. 
etc. Provides the fresh modern look de- 
manded by today’s furnishing schemes, 


Unit is constructed of solid, five-ply %” 
and 4” veneers throughout that keep it 
free of disturbing vibrations and rattles. To 
maintain this solidity, parts are mortised 
and secured with waterproof glue. Taste- 
fully-styled grill cloth complements the 
satiny finish. Size, 14” high, 1514” wide and 
81%” deep. Available in choice of mahogany, 
blonde or walnut—be sure to specify choice 
when ordering. Shpg. wt.. 4 Ibs. 

70 DX 083C. List, $12.10, NET.....7-55 


7 Ibs. 
. mere O7 SC. Specefy Finish NET. : 2 ow 2. i oe ee ee eee le rte te sense 15.95 MODEL DC-12. Same as above, but accom- 
! WIRED 70.7 VOLT SPEAKER—LESS BAFFLE. Above unit, less baffle. Includes speaker, 70.7 volt modates 12” speakers. 1774x1914x10%4”. 
P transformer, and L-pad volume control on 18” cable. Screw terminals—no soldering re- Specify choice of mahogany, blonde or walnut 
quired. Shpg. wt., 4 lbs. when ordering. Shpg. wt., 6 Ibs. 
RET ROR CET Ce Diary We ba nN eMail alo cage gw Rieu BE 8.65 70 DX 090C. List. $17.25. net.....10.14 
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BL, AL and RS baffles are available in smart anodized 
decorator colors—Gold, Copper, Pink, Blue and Black. When 
ordering, use the word “Special” in place of Stock No. and 
specify color. For BL baffles, add $3.00 per unit; for RS baffles 
add $1.50 per unit; for AL add $2.25 per unit. 


SURFACE-MOUNTING BAFFLES 
BL SERIES— AVAILABLE IN HANDSOME COLORS. BL baffles are designed 
to enclose and conceal the speaker without the necessity for cutting 
holes in the ceiling. Constructed of spun aluminum, they're ideal 
for use in hotels, restaurants, department stores, lounges, wired 
music installations or any normal height ceiling area. Provide 360° 
sound coverage—quickly and easily installed flush to the ceiling 
with 4 toggle bolts. Housing has pressure-relief vents and is internal- 
ly lined with 34” jute to eliminate resonance. Note colors, above. 


“Stock No. | Type | Description _ | tbs. | NET 
95 DX 223) BL6-A | For 6” speakers. 6%x12%” dia. 3% | 7.64 
95 DX 224) BL8-A For 8” speakers. 744x14%” dia. 4 12.94 
95DU225/ BLI2-A | For 12” speakers. 9%x18%" dia. | 6% 115.88 


FLUSH-MOUNTED SPEAKER BAFFLES 

MODEL JG-8 SQUARE PERFORATED METAL TYPE. May be installed in 
either wall or ceiling. Made of heavy-gauge steel with 4.” folded cor- 
ners. Fits CP8 and XCP8 enclosures at right. 144%4x14%x3”. 1 Ib. 
89 DX 993. NET...... F A ..8.62 
MODEL JG-12. As above, but 18x18x374”. Fits CP12 and XCP12 
enclosures at right. Shpg. wt., 1% Ibs. 

89 DX 994. NET..... 12.01 


BUY IN BULK AND SAVE! 
Package of 5 only $7.95 


FLUSH-MOUNTING BAFFLES 
MODEL 51-8 TRIM RING BAFFLE. Low-cost steel baffle for extremely 
fast installation. Offers attractive flush appearance when installed— 
may be painted to suit any decorative motif. Hole size required in 
ceiling, 8%”. For use with 95-8 protective enclosure listed at right. 
Outer dia., 1234”. Shpg. wt., per pkg., 1 lb. 5 per package. 
70 DX O89. NET PER PACKAGE..............-..0---00005 7.95 


MODEL 67-8 LOUVERED BAFFLE. Similar to air diffusers in appearance. 
Welded construction; carefully checked for vibration and rattle. 
For 8” speakers only. O.D., 12”. Hole size required in ceiling, 1044”. 
Use with 95-8 enclosure, at right. Shpg. wt., 144 Ibs. 

89 DX 971. 5to 19, EACH.....4.29 1 to 4, EACH..... Af 7 


SERIES 61 TRIM RING BAFFLES. Highly polished, 20-gauge steel trim 
ring baffles. Offer attractive flush appearance when installed; will 
not buckle or “give” when bolts are driven in place. Less speaker. 
Hole size required in ceiling: 61-8, 814”, 61-12, 1214”. ates 

Stock No. | Model | Speaker | Enclosure | 0.D. Lbs./1-4, EA.|5-19, EA. 
89 DX 973/ 61-8 | a” | 95-8 112%”| 1 | 3.11 | 2.80 
a9 DX 974) 6-212” | 95-12 | | 1 | 4.251 3.82 


SERIES 67-95 CEILING BAFFLE-SPEAKER-ENCLOSURE COMBINATION. 
Combination includes: 67-8 baffle; 95-8 enclosure; Quam 8A4 8” 
heavy-duty speaker. Requires 10” dia. hole. Impedance, 8 ohms. 
Shpg. wt., 10 Ibs. 

70 DYE O87 Save BROOM: 2 chi. oso hoo os 13.89 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


Recessed XCP Ceiling Enclosure 
with AL Baffle Installed 


——— 


CP & XCP SERIES FLUSH-MOUNTING BAFFLE ENCLOSURES. For mount- 
ing AL and RS baffles, below. CP types for new construction; have 
steel can and plaster ring. All have sound deadening material, 
Shpg. wt.: CP6 and XCP6, 314 Ibs. each; CP8 and XCP8, 414 Ibs. 
each; CP1012 and XCP1012, 7 14 Ibs. each. 


Stock No. | Type | Description NET 
95DX 235| CPG | For ALGA, RSOA. 7” 1.D.x4"x114"0.D. | 4.28 
95Dx 236) CP8 | For AL8A, RS8A. 8%” 1.0.x4%"x13” 0.D. | 5.29 
95 Dx 237! CP1012 | For ALI2A, RSI2A. 12%” 1.D.x7”x17%” 0.D.| 7.25 
95 DX 232  XCP6 | For AL6A, RS6A. 7” dia.x4” deep. | ote 
95 DX 233  XCP8 | For AL8A, RS8A. 814” dia.x4%” deep. | 4.73 
95 DX 234 XCP1012| For ALI2A, RS12A. 12'4” dia.x7” deep. | 6.39 


RS & AL WALL AND CEILING BAFFLES. Attractive. modern-styled 
baffles that are ideal for general sound installations in offices, shops, 
restaurants, night clubs, etc. May be quickly and easily installed. 
Aluminum with 4” mtg. flange. Have satin finish. RS types for 
recessed wall mounting; AL for recessed ceiling mounting. Both 
require baffle enclosures, above. 


Stock No. | Type | Description Lbs. NET 
95Dx 240 | RS6-A For 6” speakers. 10% x’A5” 1 2.94 
95Dx 238 | RS8-A For 8” speakers. 12%x4”. | 1 | 3.26 
95Dx 239 | RSI12-A | For 12” speakers. 164x%". | 1% | 4.47 
95 DX 226 AL6-A | For 6” speakers. 10%" dia. | 1% | 4.41 
95DX 227 | AL8-A For 8” speakers. 12%” dia. | 1% 7.14 
95DX 228 | ALI2-A | For 12” speakers. 16%” dia.| 3% | 9.00 


esouncdatian 


SERIES 61-95 CEILING BAFFLE-SPEAKER-ENCLOSURE COMBINATION. 
Combination includes: 61-8 baffle; 95-8 enclosure; Quam 8A4 8” 
heavy-duty speaker. Requires 10” dia. hole. Impedance, 8 ohms. Wt., 
9 Ibs. 


70 DX O88. Save $2.00. ONLY............. 


SERIES 95 PROTECTIVE ENCLOSURES 


Protective enclosures (cans) for installation in new or existing ceil- 
ings. In order to install in existing ceilings. enclosures are mounted 
through four holes in flange. For new construction, 4 straps allow 
use in any thickness of plaster. Protected by undercoating and jute 
lining. Less speaker. 


~ Stock No. | Model For Use With:| 0.0. Depth Lbs.|1-4, EA.|5-19, EA. 
B9 DX 975| 95-8 |61-8,67-8,68-8, 9%” | 44" | 7 | 5.12) 4.61 
89 DX 976) 95-12 (61-12, ‘114%"| 7” | 8 | 7.38) 6.64 


MODEL 68-8 LOW-CEILING BAFFLE. Attractive modern styling. Fea- 
tures a brushed aluminum sound diffractor for elimination of beam- 
ing in low-ceiling installations. Satin brushed aluminum. For 8” 
speakers only. O.D., 1234”. Hole size required in ceiling, 814”. Use 
with 95-8 enclosure, above. Shpg. wt.. 2 Ibs. 

89 DX 972. 5 to 19, EACH...... 6.56 1104, EACH.....7.29 


Write for quantity prices on 20 or more 
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* Specially Designed for P.A. Use; 1” Voice Coils 

* Heavy-Gauge Steel Basket; Baked Enamel Finish 
Feature U-shaped field coil pot for an unbroken flux path of sut- 
ficient cross section to carry the full energy of the magnetic field. 
Quam‘s Adjust-A-Cone suspension consists of a clamping ring se- 
curely fastening the spider to the basket by means of two machine 
screws rather than cement. Assures precision centering of voice coil. 
Alnico V magnet. With bracket for matching transformer. *Ring- 
type magnet structure instead of U-shaped pot. 8A6PAOT is 
weather-proofed for outdoor use. All have 8-ohm voice coils. 


Stock No. | Mfr's Type | | Watts Magnet Wt. Lbs. | EACH 
81 DOe! | 8A2iPA | 8” | 8 | 21502, 1% 4.82° 
81 D062 | 8A31PA 8” | 10 | 3.1602) 2% | 5.59 
81 D335 | 8A4PA | 8” | 12 4.6402. 2% 6.47 
81 0336 | 8AGPA | 8” 12 | 68 o2| 3% 7.64 
SiDo48 | 8AGPAOT) 8" | 12 | 68 oz | 3% | 8.06 
81 DOES | 10A31PA | 10” | 12 | 3.1607., 2% | 6.76 
81 D064 | 10A10PA*| 10” 20 |10.0 oz | 3% | 10.58 
B81 DX065| 12A31PA | 12” | 12 | 3.1602., 3% | 7.03 
81 DX 337) 12A4PA Ves 4.6402. 4 8.38 
81 DX 338 12A6PA | 12” 6.8 oz) 4% 9.38 

12A10PA* 1: 10.0 oz. 4% | 11.73 

Speaker / Amplifier 


Case; Holds Two 
12” Speakers and 
Amplifier 


Speaker Case 
Only; Holds Two 
=, 12” Speakers 
Case for 
Amplifier Only 


Allied Has Everything for | 


erglass Baffles 


Provide the strength of steel, the light weight of aluminum, and 
the beauty of wood. Naturally non-resonant and fire-resistant! 
Attractive neutral finishes; can be painted any color. All per- 
forations are slotted for wider dispersion angle. 


MODEL ACR-8-DS CLOCK-BAFFLE. Attractive, combination electric 
clock and speaker baffle for 8” speaker. Slotted grille in clock face 
distributes sound evenly. Designed for wall installation in 10x10x6" 
deep pull box (not supplied). Desert sand finish clock face is 12” 
square. For 110-120 v., 60 cycle AC (24 v. AC clock available on 
Special Order). Shpg. wt.. 4 Ibs. 

70 DU 373. Only $2 Down. Price includes F.E.T. NET....20,64 


MODEL ACS-8-DS CLOCK-BAFFLE. As above, but for mounting in 10x 
10x4” deep pull box. Clock face is 1234” square. Shpg. wt., 5 Ibs. 
70 DU 374. Only $2 Down. Price includes F.E.T. NET..... 24.39 


70 DX 375. Model FS-8-DS Square Face Plate. Desert Sand finish. 


Sine, 12x12"; Stipg, WE., 2.1. MET. oon... oe ees 2.94 
70 DX 376. Model FR-8-DS Round Face Plate. Desert Sand finish 
1074” in diameter. Shpg. wt., % Ib. NET...............-.-- 2.21 


70 DX 377. Model RH-8-W Housing. Accommodates any 8” speaker: 
does not limit speaker response. White finish. Wt., 1 Ib. NET.. 2.94 
70 DX 378. Model RHP-8-DS Cover Plate. Desert Sand finish. Has 
7%" knockout hole. Shpg. wt., 9 oz. NET...............-...4. 69 


70 DX 379. Model RPR-8 Round Plaster Ring. Mounts from either 
side of ceiling surface; can be cut to fit 10” cutout. 10 02z. NET. 2.21 


@ 
epensen 
PROFILE SERIES 
P. A. SPEAKERS 
CERAMIC MAGNETS 


New, Shallow 
Design 


New series of 8” and 12” speakers featuring Syntox-6 ceramic 
magnets and new shallow-depth design. 8” models can now be 
mounted in walls with standard 2x4” studs. Moisture-proofed 
cones for long life expectancy. 120° sound dispersion area. Fea- 
ture 1” voice coils. Impedance, 8 ohms. 


Models C8-SC and C12-SC are recommended for use in low-level 
music distribution systems, and for sound reinforcement systems im 
school rooms, offices, stores, restaurants, and similar applications 
C8-RC and C12-RC offer higher efficiency and greater power 
handling ability 


MODEL C8-SC 8” SPEAKER. Magnet wt., 6 oz. Baffle cutout, 634° 
in diameter. Depth. 21%”. Capacity, 11 watts. 2% lbs. 
70 D 396. NET Dh ano Sur See 5¢ et ea AOR 


MODEL C8-RC 8” SPEAKER. Magnet wt., 8.5 oz. Baffle cutout, 634" 
in diameter. Depth, 3”. Capacity, 12 watts. Shpg. wt.. 3 Ibs, 
70 D 397. NET 


MODEL C12-SC 12” SPEAKER. Magnet wt., 6 oz. Baffle cutout, 1044" 
in diameter. Depth, 47%”. Capacity, 13 watts. 5% Ibs. 


in diameter. Depth, 41%4”. Capacity, 14 watts. Wt., 6 Ibs. 


70 DX 399. NET..... .9.4T 


New All-Wood, P.A. Speaker-Amplifier Cases 


Ruggedly built, all-wood cases, designed to take years of 
wear. Covered with washable, charcoal-gray pyroxylin fabric; 
matching, gray Saran grille cloth. Have metal-reinforced cor- 
ners. Cable wind-up brackets in speaker cases are plated to 
resist rust. Have compartments for loose parts. 


SPEAKER-AMPLIFIER CASE. Accommodates two 12” speakers, and 
Knight 16 or 32-watt P.A. amplifier. Features clips for securely 
fastening Atlas CS-33 mike stand, storage compartments for = 
crophones and loose parts, plus convenient, cable wind-up brackets 
HWD: 24xt8Yyx12Y%4”. Shpg. wt., 21 Ibs. 


Pe Pi Cre age A ee ge 15.93 
CASE FOR AMPLIFIER ONLY. Accommodates either the Knight 1 
watt, or 32-watt P.A. amplifier, with or without phono tops. Am 
plifier is safely anchored to bottom—cannot shift position whes 
being carried. HWD: 12x1644x9%”. Shpg. wt.. 8 Ibs. 

Cs SP a PAL 3 Oe en ge ne ee.) ae 


industrial P.A. Installations 
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MODEL 848 CDP 30-WATT PROJECTOR. Unique coaxial projector with 
single driver. Virtually indestructible, weatherproof spun fiberglas 
construction; high-quality sound. Two horns: large horn for low 
frequencies from 150 to 1000 cps; small horn for highs—1000- 10,000 
cps. Low-end is augmented by 100 cps horn taper for one-half 
octave added bass. Coverage, 120°. Capacity, 30 watts. 16 ohms. 
Mesa Tan, 2014x1044” mouth; 20” deep. Wt., 15 Ibs. $2 Down. 
81 DU 490. List, $82.50. NET................-.--...-.-48.51 
MODEL 847 CDP 25-WATT PROJECTOR. Smaller version of 848 above. 
Has two coaxially mounted diffraction horns for 120° distribution 
at all frequencies from 250 to 10,000 cps. Capacity, 25 watts. 
{mpedance, 16 ohms. 1500 cps crossover. 1134x734” mouth; 10742” 


ELECTRO-VOICE HIGH-EFFICIENCY SOUND PROJECTORS FOR INDUSTRY 


MODEL 844 RE-ENTRANT PAGING SPEAKER. Die-cast re-entrant horn, 
detachable 30-watt driver and universal mounting bracket. Ideal for 
police and fire vehicles, etc., as well as paging systems. Tropicalized 
and weatherproofed. Response, 250 to 13,000 cps. Capacity, 30 
watts. Impedance, 8 ohms. Dispersion, 90°. Dia., 974"; 8446” deep. 
8% Ibs. $2 Down. 

82 DX 921. List, $36.50. NET............-.-. 21.46 


NEW MODEL PA-15 PAGING SPEAKER: Attractively-styled, die-cast 
horn offering wide response: 350 to 13,000 cps. Dispersion, 120°. 
Capacity, 10 watts. Built-in transformer housing; single driver. 
Imp., 8 ohms. 8%4x534x832”. Shpg. wt., 5% lbs. 

17.64 


deep. Wt.. 10 Ibs. $2 Down. 
81 DX 851. List, $51.00. NET... .. 


DRIVERS & TRUMPETS FOR SPECIAL APPLICATIONS 


COMPOUND HORNS. Dual horn assemblies 
for wide response. Large horn for broad bass 
response; small horn for high frequencies. 
Less drivers, select from listing below. 


MODEL FC-100 RECTANGULAR. Tan fiberglas. 
Cutoff, 100 cps. 90x120° dispersion. 1044x 
2014”. Wt., 12% lbs. $2 Down. 

70 DU 437. List, $50.00, NET....29.40 


MODEL AC-100 ROUND. Low frequency dis- 
pesson, ae Bagh Spr: sr Sabha at 1000 
cps. jia.; 16” deep. 1314 Ibs. 
70 DU 438. List, $47.00. NET....27.64 


Convertible Drivers for Above Units 


High efficiency drivers that can be used in- 
terchangeably in both compound and re- 
entrant horns. Indox (ce- 


82 D 925. List, $30.00. NET...... f seg 
82 D 926. Model PA-15-45. As above. but 45 ohms, NET... _. 18.37 


29.99 


RE-ENTRANT HORNS. Single horns with pre- 
cision die-cast tube. FR-150 has Mesa Tan 
fiberglas horn; AR-150 has spun aluminum 
bell. Less drivers, select from listing below. 


MODEL FR-150 RECTANGULAR. For broad 
coverage. Distribution, 70x100°. Cutoff, 
150 cps. 1014x2014”; 21” deep. 12 ibs. 
70 DU 439. List, $39.00. NET....22.93 


MODEL AR-150 ROUND. Deep, narrow-angle 
penetration. Cutoff, 150 cps. Distribution, 
85°. Dia., 21”; 17” deep. Wt., 8 lbs. 

70 DU 440. List, $34.00, NET.....19.99 


Pa FC-100 


Stock No.| Type |Ronge, Cps| Watt Taps |Watts) Lbs. | List | NET 

70 D441)/DC30A! 150-10,000 wearers] 30 | 4Y% | $31.00) 18.23 

70 BD 442|/DC30T) 150-10,000) 167, 333, 1K, 2 , 15, 5,2.5| 30 | 53% | 41.00) 24,11 

70 D443/DC40 140-27, G00). 35 5 2 tse eettes ers = $Me 40 | 6% 40.00) 23.52 

70 D444/DC40T)} 140-11,000)125, 250, 500, 1K |40, 20, 10, 5 | 40 | 8% 52.50) 30.87 DC40 
70 DB 430)DC50 TAB-1) DOO Lo 5 2a ace Ee eS ar he 52.50| 30.87 

70 D431 DCSOT! 140-11,000/100, 143, 200, 500 |50, 35, 25, 10| 501} 9% 63.50) 37.34 


fq) HC1000 CONCENTRATING HORN. Converts FC100 or 848 to 
concentrated (30°) coverage above 1000 cps. 4 Ibs. 


82 D 923. List, $10.00. NET. 


fp) AP-1 PIPE STAND ADAPTER. Adapts “‘U"” bracket to 4” pipe. I Ib. 
—~ 70 D 433. List, $2.50. NET....... Roedee 
{c} RA-] RADIAL ADAPTER. Adapts FC100 or 848 to “radial” appli- 


cations. 1 Ib. 
70 D 434, List, $6.00. NET 


HD1000 DIFFRACTION HORN. Converts AC100 to wide angle 
coverage (60°x120°) above 1000 cps. 11% Ibs. 


70 D 432. List, $6.00, NET........... 


ENJOY Hi-Fi 
OUTDOORS 


MUSICASTER 


Weatherproof Speaker 
3. 88 Unique one-piece, weatherproof speaker system. Employs a die-cast 
aluminum, back-loaded folded horn as an integral part of its struc- 
ture—extends bass response to 60 cps. Compact and lightweight, 
the “Musicaster’ provides remarkably clean and highly realistic 
reproduction of voice and music. Ideal for square dances, school use 
or for the home. Rubber feet allow placement on any flat surface 
during portable use. Response, 60 to 13,000 cps. Impedance. 8 ohms. 
Dispersion, 120°. Capacity. 30 watts. HWD. 21x21 Yyx8YVy". 
Shpg. wt., 34 Ibs. $2 Down. 

82 DU 922. List, $90.00, NET...........-02-¢002 000092 52.92 


MUSICASTER Il. Same fine unit as above plus VHF tweeter. Smooth 


3.53 


879 JOINING KIT. Joins 848, FC100 or FR150 projectors in arrays. 
One kit required for each additional projector. 1 Ib. 
81D 495. List, $2.75. NET.. 


RE-35 TWEETER. Not illus. Mounts in FC100 or 848 (above). Response 
3500-18,000 cps. 16 ohms. Shpg. wt., 414 Ibs. $2 Down. 
82D 924. List, $40.00. NET. Ua eg 2 He: 


flat against wall 


response from 60 to 18,000 cps. With crossover. 36 lbs. $2 Down. 
70 DU 435. List, $125.00. NET.......--- 255025502005: 73.50 
MODEL MB-1 MOUNTING BRACKET. Allows mounting of ‘“‘Musicaster” 


standard ‘‘U” bracket. 1 Ib. 
70 D 436. List, $4.50. NET.......-.---- +--+ y0-- 


Write Allied for Free Consultation on Selection of P.A. Equipment 


for neat, unobtrusive installation. Replaces 


. » hind 


NARROW-ANGLE, DEEP-PENETRATION TRUMPETS 


A selection of P.A. trumpets designed to provide deep sound pene- 
tration with a narrow distribution angle. Excellent for all appli- 
cations where an exceptionally ‘long throw’ is required or for 
areas where it is necessary to over-ride very high ambient noises. 
The large horn diameters of the units listed below provide a sharper 
distribution pattern than would be obtained with smaller units— 
provide more sound intensity along the speaker axis. In addition, 
the load on the driver diaphragm is distributed more uniformly, 
resulting in smoother overall frequency response and greater pro- 
tection against low-frequency overload. 


Model GH has 85-cps cutoff for excellent music reproduction. 
Models LH and PH have higher cutoff for general use. Model SMH 
for voice only. Supplied with ‘““U" mtg. bracket, less driver. 


& 2WP : 
_ 2-Way 


COBREFLEX-2 WIDE-ANGLE REFLEX TRUMPET. Provides 120° 
horizontal sound pattern. 200-cps cutoff. For voice only. With 
swivel-joint bracket. 94%4x1814x104%4”. Less driver. 10% Ibs. 

95 DX VO4: Lint, S40:25 NET A. oe Sodan eta eden 23.67 
MODEL CLH WIDE-ANGLE TRUMPET. Features 414-ft. air column. 
120-cps cutoff. 2114x11%¢6x20%4_" dia. Less driver. 15 Ibs. 

OB DUST. Gist $46.505 NET! oo oo ee 27.34 
MODEL RPH RADIAL TRUMPET. For ceiling use; 360° coverage. 140 cps 
cutoff. 4-ft. air column. 25%” dia. Less driver. 19 Ibs. 


95 DZ 162. List, $47.00. NET Sas, oa 27.64 
MODEL RLH. As above, but with 5-ft. air column. 25 Ibs. 
95 DZ 042. List. $59.00. NET........ SNE hee 34.69 


2WP 2-WAY CORRIDOR SPEAKER. Dual horns, 180° opposed for 
economical coverage of two oppositely located areas. For school or 
hospital corridors, railroad stations, etc. Use with ID Series driver 
from table below. Dispersion, 120° each horn. Power and impedance 
ratings depend on type of driver used. With adjustable bracket. 


10-60 


1D-40T 


Stock No. | Type | Dia. | Length jlow Cutoff| Lbs. | List| EACH 
95 Dz 158 | GH | 30%” } 2774” | 85 cps | 22 $75.60 | 44.45 
95 DZ 155 | LH | 2554” 19" | 120 cps | 16% | 46.73 | 27.48 
95 DZ 156 | PH_| 20%” | 15%” | 150 cps | 11% | 34.13 | 20.07 2014x8” dia. Shpg. wt., 4 Ibs. 
95 DX 157 | SMH| 16%” | 12”_| 200cps | 8 | 28.88| 16.98 81 DX 860. List. $29.40. NET 


Drivers For Heavy-Duty Trumpets 


Wide-range response, breakdown-proof 
drivers for any trumpet listed above. All are 
PM type, hermetically sealed to assure the 
ultimate in efficiency. These drivers provide 
that extra punch needed to cut through 
heavy noise; give clearer more intelligible 


P.A. Use either indoors or out, in any cli- 
mate, under any environmental conditions. 
ID-40T, ID-60T have built-in multi-im- 
pedance line transformers with power taps. 
All have 16-ohm voice coil impedance. *In- 
dicates wattage of taps for 70.7 v. systems. 


Stock No.| Type Cps |_ Pri. Ohms | *Watt Taps |Wacts| Lbs.| List NET 
70 D 364| ID-20 | 120-6500 | : | 20 | 3 {$23.50 | 13.82 
70 D 365) ID-30 | 100-7500 | 30 | 3% | 31.50 18.52 
70 D 366) 1D-40 | 80-12,000 | mm | e | 40 | 4% | 39.50 | 23.23 
70 D 368) ID-60 | 70-12,000 | ; i P | 60 | 5% | 52.75 | 31.02 
70 D 367) ID-40T | 80-12,000 |45, 122, 250, |40, 20, 10, 5, | 
| 500, 1K, 2K 2.5 |} 40 | 5% | 52.75 | 31.02 
70D 369) ID-60T 70-12,000 16, 80, 165, 256,|60. 30, 20, 10,| | | 
i 500,1K,2K | 5, 2.5 | 60 | 6% | 63.25 | 37.19 


Units, Complete With Drivers, For Special Jobs 


MODEL 1B-A8 GENERAL-PURPOSE SPEAKER. 
Compact, highly efficient, economy-priced 
reflex-type with built-in 15-watt driver unit. 
Offers maximum speech intelligibility in 
high-noise areas—can even be mounted on 
heavy machinery where sound source must 
be brought close to personnel. 90° dis- 
persion angle. Frequency range, 300-13,000 
cps. Impedance, 8 ohms. 814” bell diameter, 
9” long. Complete with mounting bracket. 
Shpg. wt., 4 Ibs. Only $2 Down. 

70 DX 270. List, $34.50. NeT....20.29 
MODEL 1BA-45. As above, but has 45-ohm 
voice-coil. Recommended for talk-back use. 
Shpg. wt., 4 Ibs. Only $2 Down. 

70 DX 363. List, $36.00. NET...... 21.17 


MODEL MIL-A8 LOW-POWER SPEAKER. Simi- 
lar to Model IB-A8 above. For use with low 
power systems. Refiex-type 5-watt driver. 
Range 400 to 13,000 cps. Dispersion. 120°. 
Impedance, 8 ohms. Size, 7x6” diameter. 
Shpg. wt., 3% Ibs. 


70 D 271. List, $28.35. NET....... 16.67 
MODEL MIL-A45. As above, but 45-ohms. 
70 D 362. List, $29.66. NET....... 17.44 


MODEL CIB-A8 WIDE-ANGLE SPEAKER. Per- 
fect for paging, announcing, etc. Has rein- 
forced fiberglass bell. Capacity, 15 watts. 
Response, 300 to 13,000 cps. Horizontal dis- 
persion, 120°; vertical, 60°. Impedance, 8 
ohms. 7 ¥x14x12”. With mtg. bracket. Shpg. 
wt., 5% Ibs. Only $2 Down. 

70 DX 356. List, $42.00. NET....24.70 
MODEL CiB-A45. As above, but has 45-ohm 
impedance. Only $2 Down. 

70 DX 357. List, $43.50. NET....... 25.58 


Write Allied for Free Consultation on Selection of P.A. Equipment 


MODEL IBR-A8 RADIAL HORN. Compact 
speaker and driver for installations requir- 
ing a minimum of speakers. Delivers 360° 
dispersion where speakers can be ceiling 
suspended. 15 watts. 300-10,000 cps. & 
ohms, 10%x13” dia. With ceiling ring. 54% 
Ibs. Only $2 Down. 

70 DX 360. List, $48.83. NET..... 28.71 
MODEL IBR-A45. As above, but 45-ohms. 
70 DX 361. List, $50.40. NET......29.64 


MODEL CMIL-A8. Same as Model CIB above. 
but has 5-watt capacity. Frequency re- 
sponse, 400 to 13,000 cps. Size, 6742x9 Vex 
8%”. Shpg. wt., 4 Ibs. 

70 D 358. List. $32.73. NET.......19.25 
MODEL CMIL-A45. As above, but 45-ohm 
impedance. Only $2 Down. 

70 D 359. List, $34.10. NET....... 20.05 


USEFUL ACCESSORIES 

CTR TRANSFORMER HOUSING. For tranm= 
formers 244x274x274” max., and mounting 
centers. 1% to 234”. Weatherproof alum- 
num. Shpg. wt., 2 Ibs. 

93 D 379. List, $8.80. NET.........5.17 
PB-1 TRANSFORMER HOUSING. For trams 
formers with 2” mtg. ctrs., -not over 1's 
154x154". Size, 31%” high, 25%” dia. 1 ™ 
93 D 385. List, $4.13. NET........ 2.43 
PMA PIPE ADAPTER. For mounting trumpets 
on 14” pipes. % Ib. 

95 D 160. List, $2.20. NET......... L29 


2YC “Y" CONNECTOR. Connects 2 drivers & 
one trumpet. 1 Ib. 


95 D 159. List. $13.20. NET....... 7.76 
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SWIMMING POOL SPEAKERS 
Deliver Crisp, Clear Audio Reproduction 


Underwater 
Paging and Music 


High-Quality Underwater Speakers 
NET * Perfect for Water Ballet Use 
$ 66 ® Added Luxury for Your Guests 
* 100 to 10,000 cps Response 
© Guaranteed for One Full Year 
MODEL MM2-FUW. Excellent speaker specifically designed for 
underwater use. Perfect for background music and instructions in 
water ballet. Also useful for experiments in underwater sound trans- 
mission and for underwater paging. Distinctly reproduces voice. 
music, special sound effects. Special mylar diaphragm easily 
accessible for cleaning. Response, 100-10,000 cps. Capacity. 25 
watts. 150° dispersion. Guaranteed for one year. With 18 ft. 3-wire 
cable. Flange for flush mtg. O.D., 74%”; Depth, 34”. 6% Ibs. 
70 D 426. List. $74.25. Only $2 Down. NET 43.66 


MODEL MM2-UW. As above, but with bracket for pipe mounting. 
O.D., 6"; Depth. 5”. 

70 D 427. List, $74.25. Only $2 Down. NET.. -43.66 

ELECTRONIC SIREN SPEAKER 

MODEL MM2L-50. Similar to MM2-FUW above, but has 50-watt 
rating. Designed for use with electronic sirens on police and fire 
equipment. Omni-Lock mounting. O.D., 61344”, Depth, 674". 7% lbs. 
70 D 405. List, $74.88. Only $2 Down. NET .. 44.03 


oe 


RADIONIC “ULTRASONIC” 


MODEL 2400. Heavy-duty, self-contained portable P.A. system. 
Easily transmits %4 mile. Instant operation. Av. battery life, 6-12 
months. With case, speaker, mike, 8-ft. coiled cord and plug. 4 
6-volt batteries. Has carrying handle and adjustable shoulder strap. 
Weather and rust-proof steel case; gray hammerloid finish. Case, 
1014x6x4%4”. Shpg. wt.. 15 lbs. 

93 SX 886. List, $99.50. NET...... scat ..66.33 
53 J 011. Replacement Batteries. 1% Ib. ea. EACH... . 


HOLMIN “VOICE GUN” 


Easily-held, compact ‘‘Voice Gun” employs powerful 3-transistor 
amplifier and 8 standard penlight batteries for amazingly loud, 
clear voice “throw.” No warm-up—ttiermistor allows instant indoor 
or outdoor use from —20° F to 120° F. Weighs only 3% Ibs. with 
batteries (included). Shpg. wt., 5% Ibs. 

SGX OOK. Links S119:95- NET. vais. coe me ae 89.96 


EXPLOSION-PROOF SPEAKERS 
7101. For use where flammable liquids, gasses, etc. 
present. 200-10,000 cps response; 30-watts. 95° disp. 


16-ohm y.c. Built-in transformers have 45, 165, 200, 250, 
500, 1000, 2000 ohm taps. 70.7 v. taps for 30, 25, 20, 10, 5, 
2.5 watts. Dia., 1534”; depth, 19”. U.L. Approved for Groups 
C and D, Class I. 23% Ibs. 

ZO: DX MOZ26s Down MEL rts ere. 42 6h0 A. 80.85 
70 DX 408. Type 7102. As above, but for use in combus- 
tible dusts; Groups E,F,and Gof Class II. $5 Down. NET 97.02 


Allied Is Headquarters for Everything in Sound Equipment 


BATTERY-POWERED PORTABLE P.A. UNITS 


PP-2 “Powrpage” 


Hi-Fi Speakers For Outdoor Or Indoor Use 


AS LOW AS 
® Infinite Rear-Baffle Chamber 


$330 
* Excellent Music Reproduction 


MODEL BLC. Full-range. weatherproof coaxial speaker for delivering 
high-fidelity sound. For bandshells, lawns, pools, etc.—great for 
indoor use too. Ideal for use in place of P.A. type trumpet /driver 
units except where maximum penetration is desired. Features light- 
weight design, shallow depth. easy handling. Woofer cone is built 
into infinite rear baffle chamber—provides clean efficient bass re- 
sponse. 70-15.000 cps; 2000-cycle crossover. Dispersion, 120°, 25 
watts. Imp., 8 ohms. 22%4x9%”. Shpg. wt., 21 Ibs. 

95 DU 186. List. $89.50. Only $5 Down. NET. .. S268 


MODEL WLC. Larger version of above. Brings hi-fi performance to 
concert halls, stadiums, etc. Provides exceptional uniformity of 
response and dispersion at higher output levels. 50-15,000 cps. Dis- 
persion, 90°. 30 watts. 8 ohms. 3314x200”. 72 Ibs. 

95 DZ 181. List. $250.00. Only $5 Down. NET 147.00 
MODEL MLC. Similar to BLC above, but for lower power applica- 
tions. 150-15,000 cps. Dispersion. 120°. Capacity, 15 watts. Im- 
pedance, 8 ohms. 1234x9%x10%". Wt.. 10 Ibs. 
93 DX 378. List. $57.50. Only $2 Down. NET 


* Completely Weatherproofed 
* Full-Range, Coaxial Design 


: Saupe 


PP-1; PP-1T 
“Powrpages” 


UNIVERSITY “POWRPAGE” 


MODEL PP-2. Lightweight. battery-powered P.A. system—has range 
of up to % mile. Weighs only 35% lbs. with batteries (not included, 
see below). Batteries fit into handle—employs 6 penlight type. 
Push-to-talk switch. Has jack to permit use with external 6-volt or 
12-volt DC source, such as truck or car battery. Horn is 8” in diam- 
eter. Shpg. wt., 5% Ibs. 

93 SX 780. NET “x 
53 J 031. Penlight Battery. For above. 6 required. 2 oz. EA....10¢ 


NEW UNIVERSITY TRANSISTORIZED “POWRPAGE” 


MODEL PP-IT. Fully transistorized portable P.A, system delivering 
25 full watts of sound power. This compact unit is designed for high 
stability under all conditions—perfect for police work, sporting 
events, disaster areas—has CD approval for matching funds. 
Dynamic mike has controlled response for excellent speech intelli- 
gibility. Press-to-talk “Powrsaver” switch gives instant operation; 
saves batteries. Input jack for record player, tuner, etc. Talk /over 
feature reduces music program level 6 db when mike is used so voice 
can easily be heard over music. Unit also operates as sensitive 
listening device—a tremendous aid in locating buoys, injured per- 
sons, fog-horns, etc. Weighs only 13 Ibs. with batteries (not included; 
uses 4 Type F4H lantern batteries). Supplied with leather carrying 
strap. Shpg. wt., 13 Ibs. 

70 DX 394. List, $283.25. Only $5 Down. NET........-. 166.55 


MODEL PP-1. Non-transistorized version of above. “Powrsaver” 
switch. Requires four F4H batteries. Shpg. wt.. 8 Ibs. 


70 DX 410. List, $104.50. Only $5 Down. NET.........-.- 61.45 
53 J 028. Batteries. For PP-1T (4 required), and PP-1 (6 required). 
Shpg. wt., ea., 1% Ibs. NET EACH........--.- 2-0 - +220 eres 87 


= Li ana 


NEW! 


Radio and 
Intercom 


MASTER 
STATION 


INSIDE 
REMOTE 


Feature extreme 
flexibility; 
low-cost; compact 
design; printed cir- 
cuitry; modern, 
contour styling. 


Deluxe FM-AM 


5-Station Intercom and FM-AM “Broadcaster” 


$ 67° Distributes Music to 3 inside Remotes and 
1 Outside—Remotes Can Originate Calls 


$5 down 


MODEL 2015. Now you can economically equip your home or office 
with this complete music distribution and 5-station intercom sys- 
tem—and installation is so simple you can do it yourself! This 
versatile unit permits “‘broadcasting’’ FM or AM radio programs to 
any room, and also outside, plus two-way conversations between all 
Remote stations. Perfect for listening in on the nursery, sick-room, 
etc.—also lets you talk to strangers without opening door. 
Simplified Master control is designed for easy operation by the 
“average homemaker’—no complicated controls. All Remote sta- 
tions can originate calls. Inside stations have individual volume con- 
trols plus a privacy switch to avoid ‘‘eavesdropping.”” Master has 8 
station-selector switches for easily adding 4 extra remotes. Built-in 
FM-AM receiver pipes full-fidelity music to speakers—does not 
affect intercom operation—special circuit permits voice to be 
readily heard above music. Has tone control; phono jack. 
Screw-type terminals permit easy hook-up. Terminal board is con- 
veniently located on top of Master. Wire markers are provided for 
identification of each room. Front panels easily cover roughly cut 
holes. Supplied complete with Master, 3 inside Remotes, i outside 
Remote, antenna, 200-ft. of cable, instructions. Master is of stainless 
brushed chrome; Remotes are Desert Sand; outside Remote is an- 
odized gold. Sizes: Master Box—934” H, 1334” W; inside Remote 
box—-5 14” H, 7” W; outside Remote box—54” H, 414” W. Fit 4” 
thick wall. For 110-120 y., 50-60 cycle AC. Wt., 26 Ibs. 

90 RX 603-2. Only $5 Down. NET. a. 124.67 


90 RX 604-2. Model 2016. Same as above. but Master panel is of 
copper anodized aluminum. Only $5 Down. NET..........124.67 
90 R 605. Model 2024. Extra inside Remote. For 2015 or 2016 sys- 
tem. Shpg. wt.. 2% Ibs. NET.............. Sas ee 
90 R 606. Model 2005. Extra Outside Remote. For 2015 or 2016 sys- 
tem. Shpg. wt., 1%4 Ibs. NET....... Naidk h 9.07 
90 R 609. Extra 3-Cond, Cable—100-Ft. Roll. 2 Ibs. NET.......4.67 
90 R 610. Extra 3-Cond. Cable—1000-Ft. Roll. 8 Ibs. NET.... 22.50 
90 RX 611-C. Model L-70 Door Chime. Operates with intercoms 
above. Relays door chime signal to any room of the house. Easily 
heard above music or intercom. Walnut or limed oak cover— 
specify. 1194x734x33/4". 6 Ibs. $2 Down. NET 25.17 


® Full-Fidelity—No Hum or Distortion 


CHALLENGER “FUTURA” INTERCOM 


ALL-MASTER SYSTEM. A top-value intercom system using up to 6 
CHM6 or up to 12 CHM12 Masters. Any Master can call any other, 
and, in a CHM6 system, all simultaneously. Masters have volume 
control, press-to-talk button and selector switch that includes 
“mute” position. 2 tubes, 1 selenium rectifier; printed circuitry. 
Size, 54%4x1014x434”. Less cable (see below)—use cable with one 
more conductor than the number of stations; measure from station 
1 to 2, 2 to 3, etc. For operation from 110-120 y., 50-60 cycle AC 
or DC. 

MASTER-REMOTE SYSTEM. Consists of one CHM6 Master and up to’ 
CHR Remotes. or one CHMi2 Master and up to 11 Remotes, or 
any combination of Masters and Remotes when CHX-12 Intermix 
Master is used. (Masters are described above.) Master can call any 
Remote, and in a CH M6 system, all simultaneously. Remotes have 
press-to-talk bar, but can also be used for non-private operation 
(controlled by jumper). ‘Mute’ position on Master silences back- 
ground noise from Remotes, Remotes can still originate calls te 
Master. Size of Remotes, 314x554x35%”. Less cable (see below)— 
use 3-cond. cable between Master and each Remote, 

MODEL CHM6 MASTER. Shpg. wt., 5 lbs. 

92 ROS List GIS O50 NERS vas wg ads neon eee ES 27.20 
MODEL CHR REMOTE. Can be used to iainale ~ call to one Master 


only; can be called by any Master. Shpg. wt., 11% Ibs. 
92 R 696. List, $12.95. NET...... Pil ae IAN es 


MODEL CHM12 MASTER. Shpg. wt., 5 Ibs. 
D2 RBIS: Likt, SARS ONE Tk cyt epee ahd: he 


MODEL CHX-12 INTERMIX MASTER. Permits mixing of up to 12 sta 
tions using any combination of Masters. see wt., 5 Ibs. 

90 R 607. List, $63.00. NET.. ere ead 2 tei aes 37.80 
MODEL CHX-R 6-STATION REMOTE. Can originate calls to any one 

6 Masters. Shpg. wt., 2 Ibs. 

WO R608. Viet, Sty SOO NET. . a nd 1d Po ..10.50 
47 W 686. 1203S 3-Cond. Cable—100-Ft. Roll. 2 Ibs, NET.....4.95 
47 W 687. 1207S 7-Cond. Cable—100-Ft. Roll. 414 Ibs. NET . 10.20 
47 W 688. 1220S 20-Cond. Cable—100-Ft. Roll. 8 Ibs. NET... 29.90 


354 Write Allied for Any Assistance You Require in Planning Your Intercom System 
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FANON ... Step-Saving Intercom Systems 


U. L. Approved 
“MANAGER” SERIES 


i i ... styled 
ersatile, low-cost intercoms 
be blend with the finest of decors. 


“Manager” Series Intercoms 


ALL-MASTER SYSTEM 


Consists of up to six FX-6 (or twelve FX-12) 
Masters—up to 3 (or 6) private conversa- 
tions can be carried on simultaneously. In- 
dividual slide switches on FX-6 permit 


Designed for Modern Living... 
Styling — Performance — Quality 


WIRELESS 


= 


Just plug into wall 
outlet for quick, easy 
communication—no wiring! 


rat ese 


FW-50 READY-TO-OPERATE 2-STATION SYSTEM 


conference calls including all stations. FX- ONLY * Requires No Installation or Wiring of Any Kind rs 
12 has 12-position rotary switch. A Master $ jo ¥ | 
can be called even if its power is off. Stations 10 Plug into Any AC or DC Outlet and System Is i 
may be eg Spite ae nee we: Ready for Immediate Use ; 
out any loss in efficiency. Use 7-conductor z , <i i f; 
cable rite first FX-6 to second, second to $5 down * Will Operate Between Adjacent Buildings } 
Se Pega use 18-conductor cable between A complete, wireless 2-station deluxe intercom system that requires positively no installation 
X-12's. of any kind—no wires to hook-up. Just plug each station into any AC or DC wall outlet and { 
the system is ready for immediate operation. Perfect for home, offices. stores, etc. One unit 
MASTER-REMOTE SYSTEM can even be placed in a baby's room and the other carried with you to a neighbor's home— | 
Consists of an FX-6 Master and up to 5 operates between adjacent buildings that are on the same electric-company line transformer. 
Remotes, or an FX-12 and up to 11 Remotes. Features a power-line noise silencing control. 3 tubes, plus rectifier and germanium diode 
Use 3-conductor cable from Master to each detector. Has Talk-Listen-Dictate switch. Handsome brushed brass cabinet. Each unit. 
Remote. 414x8x44", For 110-120 v., 50-60 cycle AC. Shpg. wt., 9 Ibs. $5 Down. 
92 RX 640. List, $89.50. NET Pte = best oe 


FX-6 MASTER. Finished in attractive gray 
and white. Less cable, see below. Size, 4x8x 
4”. For operation from 110-120 volts, 50-60 
eycle AC. Shpg. wt., 33% Ibs. 

93R 425. List, $34.95. NET .....20.95 


MODEL FX-12 MASTER. Similar in appear- 
ance to above. Shpg. wt., 3% Ibs. 


92 R641, FW-51. Extra station. 5 Ibs. List, $44.75, NET 


MODEL TWIN FX-2 
TWO-STATION INTERCOM 


* Remote Requires xo Power 


93 R426. List, $37.50. NET.......22.50  ° Underwriters’ Approved 
A budget-priced system offering 

MODEL FC REMOTE. 4x8x4”. 21% Ibs. smart styling and clear, depend- 

93 R427. List, $13.25. NET. ...7.97 able communication. Includes 


Master, Remote and 50-ft. of 3- 
cond. cable (more can be added, 
see ‘Manager’. listing at leit). Remote 
needs no power—can be placed anywhere. 


INTERCOM CABLE, High-quality cable suit- 
able for either indoor or outdoor use. 


Highly Attractive Stylin 


"Stock | No. of | Lbs, | Per Remote can also answer calls from a dis- 
No. Gas his 100: 100-Ft. tance without using Sspamyer switch— and Unusually Low-Cost 
pte te tan ag ee he ee eee = excelient for listening-in on child's room. 
ae - aoe | 4 | iu 7H Handsome, two-tone fray a ria Sibviendeibee aks Ke cane 
j 9 nets. For 110-120 v.. 50-60 cycle AC. Shpg. . Use 3-conductor cable, a 
48 W 894 | = 18 ed OVS - 7.94 wt., 6 Ibs. left, to Master. 2 Ibs 
95 RX 914, List, $29.95. NET......18.75 94 R923. List, $12.50. NET 3 fo 
NEW! VOCATRON 2-Station System ; ae 
ONLY * No Installation—Simply Plug Into CC-60 Wireless Intercom—beautifuily a 
§ 95 Electrical Outlet styled—for home, office or plant 
* Portable—Built-in Carrying Strap 
$5 down * High-Quality Sound Reproduction 


Simply plug this newly-designed, dramatically styled wireless intercom into 
the nearest electrical outlet and instantly you’re in touch with all other 
Vocaline units in the building. There is no wiring or installation of any kind 
required. Move units around as needed; built-in carrying strap, compact 
size and lightweight construction assure easy portability. These economical- 
operating units draw so little power they can be left on continuously. Pat- 
ented circuit eliminates squawk and chatter; units remain silent until a call 
comes through. Engineered to provide natural, crystal-clear, voice repro- 
duction. Volume can be controlled at all units. All units are Masters—each 
can call any other; eliminates switching calls to various points to locate an 
individual, Talk-Lock position permits extended periods of use without 
holding down switch—also allows monitoring other rooms—makes an ideal 
“baby sitter.’ Smartly styled case fits any decor; fits on any desk or table- 
top. Pilot light shows when unit is operating. 6x8x3”. For 110-120 y., AC 
or DC. Shpg. wt., 7 Ibs. 


90 RX 602. Only $5 Down. NET................ ian ate eee VS 
MODEL CC-30. ADDITIONAL STATION. 314 ibs. For above. 
90 RX 612. Only $2 Down. NET........ Pn fea ee 39.95 


Truck or Express Shipment Recommended for Intercom Equip 


Master 


OPTIONAL 
CRADLE 
PHONE 


You can order a Talk-A-Phone Master sta- 
tion equipped with built-in cradle phone. 
Just select the Master you want, and in place 
of its regular stock number, insert the word, 
“Special.” Example: Special Talk-A-Phone 
Model T-C-4906 Master with Cradle Phone. 
Add $35 to the net price of the Master. 


““Chief’’ All-Transistor Master Stations 


Deluxe, all-transistor universal Master stations—feature maximum 
convenience, top versatility and superb styling. Can be used in 
either all-Master or Master(s)-Staft(s) systems. Systems can be 
set up with a capacity of 6, 12, 20, or 30 stations (40, 50 and 60- 
station Masters with only 14 pushbuttons, are available—write for 
prices). Masters can talk with Staffs and other Masters; Staffs can 
talk to Masters, but not to other Staffs. Pushbutton selector on 
Masters permits conference calls with any number of stations. Mas- 
ters can be set for private or non-private operation. 


Built-in signal indicates whether a selected line is busy—executive 
priority calls can override a busy line. Masters have two incoming 
call signals—a light and a chime. Includes pushbutton selector, 
push-to-talk bar, dictation control, and volume control. Cradle 
phones for Masters are available—see ordering information above. 


Stations may be placed several thousand feet apart. Relays to oper- 
ate horns, sirens or lights can be put in a system and any Master can 
operate relays. In high-noise areas, if horn or siren is operated 
instead of chime in Master station, the Master is still fully opera- 
tional—trelay does noi take the place of a Master. Each Master has 
. junction box with power supply, 6-ft. cable. Steel cases in leather- 


| texture gray vinyl. 314x14x83%4”. For 110-120 v., 50-60 cycle AC. 
Stock No. |__Type | Capacity | Lbs. |_Ust | NET 
92 RX 680 | T-C-4906 6 stations | 13 | $136.00 | 79.50 
92 RX 68! | T-C-4912 | 12 stations | 14 | 154.00; 89.80 
92 RX 682 | T-C-4920 | 20 stations | 14 184.00 | 107.40 
92 RX 683 | T-C-4930 | 30 stations | 16 | 2 | 125.00 


“Chief’’ Extra-Power Master Stations 


Use *‘Redi-Power” Masters in any *‘Chief”’ 
system where extra power is needed for 
many stations or for overcoming noise. Ideal 
for use in warehouses, light assembly plants. 
docks, outdoor areas. Return speech from 


T-C-4912 


* Busy Signal—Priority Break-In 
* Light and Chime Call Signals 
* Extra-Power Units Available 


Built-in amplifier provides 20 watts of audio 
power. Network automatically adjusts out- 
put to preselected level—when a number of 
stations are called, the volume at individual 
stations is not affected. Same size, finish 


FINEST “CHIEF” 
INTERCOM SYSTEMS 


VERSATILE, ALL-TRANSISTOR UNITS 


* Staff Stations Can Originate Calls 
* Operation of External Devices 
*® Charcoal Gray—Satin Chrome Sides 


“Chief”’ Staff Stations 


Staff stations for use in mixed systems with Masters listed at left 
Staffs can originate calls to the 1 or 2 Masters to which they are 
connected, and can answer any Master in the system, whether con- 
nected to it or not. Any Staff can speak to a Master it has called 
or any Master that has called it, but cannot speak to other Staffs 
Can be set for either private or non-private operation—in private 
operation the Staff must press Talk-Listen switch in order to be 
heard by calling Master; in non-private operation, the Staff cam 
answer calls from a distance without using any controls. Any Sta 
can be private with respect to one or more Masters and non-private 
to the other Masters in the system. 


Staffs have a light to signal that another station is calling. Busy 
signal indicates whether a selected Master is busy. Staffs require ne 
connection to outlet and consume no power. High-power stations 
for greater volume in noisy areas are listed at left, below. Units with 
““M”"’ in type number have a painted gray finish; others have leather- 
texture gray vinyl finish. Metal case size, 3x7 12x84”. 


Stock | Mfr's. 


| No. of Masters to Which | Wt. | |; + | NET 

No. _|__ Type | Staff Can Originate Calls | lbs. I ZZ EACH 

92 RX 6sa\T-C-41 | one 5 ($36.50/21.50 

92 RX 689\T-C-41M/ one 3 | 29.95}17.50 

92 RX 690\/T-C-42 | two 5 | 45.00/26.50 

92 Rx 691IT-C -42M)| ake. 3 | _38,50/22.50 
93 R O49. TW-1 Wall Mounting Brackets. Two used for each 

station. 8 oz. List, $1.25 NET PER PAIR................... Te 


CABLE FOR “CHIEF” SYSTEMS 


For connecting Master to Master, in either 
an all- Master ora Master(s)-Staff(s) ‘Chief 
system, measure from the first Master ® 
the second Master only, from the second 
Master to the third Master only, etc.; thes 


~all Ce ae ived a . : 2 a A fn 4 add all : of the measurements together 
called stations is received at normal volume. and power rating as Masters above. Order this total length of 6214 cable if your 
Stock No. Mfr's Type Capacity | Wt., Lbs. List system is using 6-station Masters, 6226 
eo RUE -RP_so Shaan? ot = | sys is usi 2-station Masters. If your 
92 RU 685 T-CRP-5912 | 12 Stations 17 $235.00 138.00 yet 18 ae ee ne z ; 
92 RU686 | T-CRP-5920 | 20 Stations | a7 265.00 155,00 system uses 20-station Masters, use 6226 


cable, but double the total measured length 
{two equal lengths of cable run parallel » 


High-Power Stations and Origination Switches 


HIGH-POWER STATIONS. Can answer Master, and with 
origination switches listed below, can originate calls. Use 
with any “Chief” system. 

T-C-20 TRUMPET TYPE. 9”, weatherproof re-entrant horn. 
“ Power-handling capacity, 15 watts. Trumpet is finished 
in charcoal gray. Shpg. wt., 5 Ibs. $2.00 Down. 
92 RX 679. List, $44.95. NET........... 26.50 
'B T-HP-3 INDOOR TYPE. 8” speaker in charcoal-gray metal 
“) baffle. Power-handling capacity, 5 watts. Baffle size, 
12x12x8”. Shpg. wt., 9 ibs. 
G2RX G78) List, $28.00. NET... 2s. et eek 
Th ORIGINATION SWITCHES. Make T-C-20 or T-HP-3 
operationally equivalent to T-C-41 or T-C-42. With in- 
coming call and busy lights. Shpg. wt., 2 Ibs. 
TYPE T-S-101. Calls 1 Master. 
PP M6921 tt) SIL OS.NEP ToS. fog sono 6.95 
TYPE T-S-102. Calls 2 Masters. 
92 R 693. List, $19.95. NET.......... 


356 


each other between Masters). For 30-sta- 
tion Masters, triple the total length. 

Use a single length of Type 6206 cable for 
connecting T-C-41, T-C-41M, T-C-42, T-C 

42M Staffs to the Master(s) to which they 
are to originate calls (Staffs are not connect 
ed to each other, or to any other Master 

Just as in connection of Staffs, connect 
high-power stations to each Master to whick 
they are to originate calls with Type 6208 
cable—if the origination feature is being 
used. If high-power units are not being used 
to originate calls, connect each one to near 

est Master with single length of 6902 cable 


TALK-A-PHONE INTERCOM CABLE. For indoor 
or outdoor use. Last two digits in Type me 
give number of conductors. 


___No. __|__Type__| Lbs./100’ | PER FT 
49weié|) 6214 | 5 | tae 
49 wW6l5| 6226 | 9 | 286 
49 W622 | 6206 | 2% | Bie 
49 W613 | 6902 | 2 2¢ 


Write to Allied for Assistance in Planning Your Intercom System 
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8 oz. 


THE TALK-A-PHONE ALL-TRANSISTOR COMPLETE 
HOME INTERCOM AND MUSIC SYSTEM 


Step-Saving and Time Saving 


System Outline—Central Master and Staff Units 


Up to 8 stations can be accommodated in the deluxe Talk-A-Phone all- 
transistor home radio-intercom system. Each system must include a Cen- 
tral Master unit and either a 4F6H battery or an HI-PS AC power sup- 
ply. Besides the Central Master, the other stations in the system can be 


any combination of Staff units and Indoor and Outdoor Sub units. 


Staffs, and Central Master(s), can originate calls to and converse with 
any other station, Subs can converse with any other station except another 
Sub, but cannot originate calls. All station units other than Outdoor Subs 
can be switched for either private or non-private operation. Set for private 
operation, a station must depress switch in order to be heard by other 
stations. In non-private operation, a station can be listened to without its 
operating any controls—a valuable feature for nursery or sick-room. Out- 
door Subs, for use at doors, are always non-private. If an HI-9R Central 
Master is used, any station except an Outdoor Sub can listen to AM radio 


programs by flicking a switch. 


Front panels in gold and satin-silver, Flush mounting. Central Master, 
Staff supplied with approx. 4% @x14lex3'4" plaster rings. U.L. Approved. 


HI-9 CENTRAL MASTER. 3 audio stages; p-p output. 7 Ibs, 


93 RX 241. List, $99.50. $5.00 Down. NET. . <ai59 8:00 HI-1 Outdoor 
HI-9R CENTRAL MASTER. As above, but with AM radio. 8 Ibs. Sub 

93 RX 242. List, $154.00. $5.00 Down. NET. . Seas OF OO 

93 RX 244. HI-8 Staff. 7 Ibs. List, $54.00. $2.00 Down. NET 31.50 


HI-2 Indoor 
Sub 


CHOSEN FOR 
EXHIBITION AT THE 
U. S. PAVILION, 
BRUSSELS 
WORLD'S FAIR 


Sub-Stations, System Accessories and Cable 


Outdoor Sub has illuminated name-plate and pushbutton for con- 
nection to doorbell system. Subs do not require plaster ring for 
mounting—mount in 2” square x 2” deep wall opening. Housing 
Assembly permits Central Master or Staff unit to be placed on 
table top, or mounted on wall or cabinet. AC supply, if used, is the 
only unit in the intercom system that requires connection to an AC 
outlet. Use of junction box explained at right. 


No. | Type [ Description _{|__Size | _Wt. | List | NET 
93 R 245HI-1 (Outdoor Sub 5A" (1% Ibs|$27.50 15.95 
93 R 246HI-2 indoor Sub \554x3%”" (1% lbs! 27.50, 15.95 


93R 24S A SMHousing Assembly (6x15¥4x4” 2% Ibs.| 19.00 11.00 
93 R 248HI-JB Junction Box 114.x8% x8%"!1 Ib. 7.00 4.00 
93 R 249HI-PS |AC Power Supply 3x5x2” 5 ibs. | 27.50) 15.95 


53 J O334FGH 9 v. Burgess Battery8%x44x5%"19 Ibs. 7.50 


Medel T-LC-2 Two-Station Intercom 


NET * Highly Attractive, Modern Styling 

$ 00 * Built to Provide Long, Dependable Service 

® Stations Can Be Up to 2000 Feet Apart 

* Only a Fraction of a Cent a Day to Operate 
Ruggedly constructed, gracefully styled 2-station intercom system— 
deluxe combination provides everything necessary for 2-way com- 
munication. Gives dependable service in office, home, farm, or fac- 
tory. Complete system includes one Master unit, one Sub unit, and 
50 feet of interconnecting cable (more can be added, up to 2000 
feet). Both Master and Sub can originate calls to each other and 
carry on a 2-way conversation. Sub unit can be set for either private 
or non-private operation. When Sub is set for private operation, 
Master cannot listen-in to Sub station; when non-private, persons 
at Sub station can answer calls at a distance without operating con- 
trols. Only Master need be connected to an AC outlet. 


Master has volume control, pilot light. Rigid steel case of Master 
finished in charcoal gray vinyl, with side panels in brushed chrome— 
designed to resist corrosive industrial atmospheres. Sub is of same 
color, but has a highly attractive baked enamel finish. Unit sizes: 
Sub, 34%x7'%4x834"; Master, 34x10 14x8%”. U.L. Approved. For 
110-120 volts, 50-60 cycle AC, or DC. Shpg. wt., 13 Ibs. 

92 RX 665. List, $62.00. $2.00 Down. NET.........---- 36.00 


TYPE 5303 EXTRA CABLE FOR ABOVE. Up to 2000 ft. can be added 
to Model T-LC-2 listed above. Shpg. wt., per 100 ft.. 3 Ibs. 
OW 604, NET PER FT: ot one 5 2 o< = so Mees 6 A -eaat aee +82 3c 


93 R O49. T-W1 Wall Mounting Brackets. Pair required per station. 
8 oz. List, $1.25. NET PER PAIR... . - 


Intercom Systems Are Convenient and Time-Saving 


CABLE REQUIREMENTS. Central Master and Staffs: Connect with 6226 
cable using one of two methods. 1) Measure from ist unit to 2nd, 
2nd to 3rd, etc. (but not from last back to first), and total. 2) Use 
one junction box, which may be placed anywhere, and measure 
from each station to the junction box. Subs: Connect to nearest 
Staff or Central Master. Use 6206 cable for Indoor Sub, 6202 cable 
for Outdoor Sub. Battery or Power Supply: Connect to Central Mas- 
ter only with 6202 cable. 


TYPE 6226 CABLE. Shpg. wt., per 100 ft., 12 Ibs. 
AOW 615. NET PER FT. Pans Sea ee 
TYPE 6202 CABLE. Shpg. wt., per 100 ft., 4 Ibs. 
AOW 621. NET PER FT... 5 aoe a * 
TYPE 6206 CABLE. Shpg. wt., per 100 ft., 3 Ibs. 
4OW 622. NET PER FT. : ia Pess 


RUGGED, PRECISION CONSTRUCTION 


Master Unit x 
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You can order a Talk-A-Phone Master 
station with built-in cradle phone. 
Choose the Master you want, in place 
of its stock number, insert “Special”, 
and add “H"’ to Model No. Example. 


ALL CALLS 
TO OR FROM 
CENTRAL LOCATION 


STANDARD-POWER MASTERS AND SUBS. For use in a Master Selec- 
tive system consisting of 1 Master (only) and from 1 to 10 Sub 
stations. Master can call and listen to any one Sub, several Subs or 
all Subs simultaneously. Any Sub can call the Master and converse 
but cannot communicate with other Subs. Subs can be set for 
private or non-private operation. When a Sub is set private, Master 
cannot listen-in, but can still originate calls to the Sub. In non- 
private operation, Master can listen-in to the Sub, allowing the 
Sub to reply to calls and converse at a distance without using con- 
trols. Subs can originate calls in either mode of operation. Only 
the Master requires outlet connection. Masters have press-to-talk 
switch, volume control, slide switches for station selection. *Leather- 
texture, gray finish and brushed chrome. +Baked. grained enamel 
finish. Subs are 344x714x834”; Masters, 344x1014x8%”. For 110- 
120 y., 50-60 cycle AC, or DC. U.L. Approved. §Per pair. 


seen No.) Type | ____Description ___jbe.|_Ust_|_NET_ 
92 RX670/T-LM-5 | Master for upto5 Subs* | 8 |$59.95/34.95 


EVERY STATION 
: CAN CALL 
EVERY OTHER STATION 


® Up to 5 Simultaneous Private Conversations 
® Slide Switch Station Selector for Conference Calls 
* Designed for Dependable, Continuous Operation 


SUPER SELECTIVE STATION UNITS, The Super Selective is a highly 
versatile, low-cost intercom system consisting entirely of Master 
units. Any station in the system can originate a call to any other 
station or stations and converse with them—several separate con- 
versations can be carried on simultaneously without interference to 
each other. Conversations can be either two-way or conference for 
maximum convenience. System is ideal for use on farms, in factories, 
homes and offices. Saves steps, saves time. and takes the load off of 
your switchboard. You can begin a Super Selective system with as 
few as two stations—wiring arrangement permits easy installation 
of more stations as needed. 


Special Talk-A-Phone Model T-LM-8H F 
with Cradle Phone. Add $35 to net € 
price of the Master. “SC 
2. 
t 


instan 
ductio 
“Sonic 
circuit 
needec 
ceive 

point. 
cable, 
same | 
“Uni- 
transr 
in. Ur 
leathe 
chron 
3x1 
50-60 


92 RB 
NET P 
T-LC-1 
92R 


92 RX671/T-L.M-10 | Master for up to 10 Subs* | 8 |$75.00|44.00 Super Selective Masters have a translucent indicator which is 
92 RX664/T-LR-3__| Sub Station* 6 |$27.50)15.95 lighted when the unit is in operation. Units have an individual slide 
92 RX674/T-LR-3M|! Snb Station + 6 |$21.00)11.95 switch for each station in the system, a spring-return press-to-talk N 
93 R 049\T-W1§ | Wall mtg. brackets for | %| lever, and a volume control to permit adjustment of the incoming Sub 
oC! Subs (except'C-20, HP-3)) i$ 1.251 .75 voice level. 
- i Compact case with its clean, modern design blends with any sur- 
HIGH-POWER MASTERS. For paging, or large or ie Sad ham ape hears roundings—employs rigid steel construction. to withstand abuse. 
so eed or High-Power Subs. Same as Masters above, but Units can be placed anywhere—occupy about as much desk space 
with 10-fold volume output. For 110-120 v., 50-60 cycle AC. as a telephone. Beautifully finished with bonded, leather-texture, High 
T-AC-5404. Use with up to 5 Subs. 8 Ibs. gray vinyl and brushed chrome. Resists corrosive industrial liquids inter 
92 RX 672. List, $75.00. $2 Down. NET 44.00 and atmospheres. Cases have four rubber feet to protect desk top. to at 
T-AC-5411. Use with up to 10 Subs. 8 Ibs. Stations in the Super Selective system can be placed over 1000 feet clusi 
92 RX 673. List, $89.95. $5 Down. NET.... _., 52.50 apart. Units are supplied less interconnecting cable (listed below). Swit 
System is designed to stand up under continuous day and night stati 
HIGH-POWER SUBS. Can answer Master and with origination switch operation—power consumed costs only a fraction of a cent per day calls, 
below, can originate calls to Master. For large or noisy areas. or ‘Size of cases is 3¥%x10%x83%”. For operation from 110-120 y., 50-60 non- 
general paging. Can be intermixed with standard Subs. nb aed or oe U.L. Approved. Shpg. wt., 7 Ibs. tanec: 
a hee: r MODEL T-LS-5. For up to 5 stations. unit. 
icetcteray. hte m. 5 na Seehteaut horas 1S Watts 92. BX'S66 Gx Liat $5095.82 EloweANEN:. 7 an cols es 34.95 Se 
92 RX 679. List, $44.95. $2 Down. NET................ 26.50 MODEL T-1S-10. For up to 10 stations. ated 
q 92 RX 667. List, $75.00. $2 Down. NET..........-.- 44.00 finis! 
T-HP-3 oa TYPE. 8 speaker in gale gray metal baffle. 5 grail 
watts. Baffle, 12x12x8”. Shpg. wt., 9 Ibs. 7Vax 
92 RX 678. List, $28.00. NET... 16.50. ee ee aa rie, Sr aee Tcl. 
or systems with T-LS- asters, use Type 5506 interconnecting 
T-S-100 ORIGINATION SWITCH. Shpg. wt., 2 Ibs. cable. For systems with T-LS-10 Masters, use Type 9911 cable. 24, 
P2 R645. List, $6.00. NET............. aera 3.50 Measure from ist Master to 2nd only, 2nd to 3rd only, etc., and 921 
total. It is not necessary to connect last Master to the first. 
CABLE REQUIREMENTS TYPE 5506 CABLE. 6-cond. Shpg. wt., 100’, 4 Ibs. : 32 | 
Measure the distance from each Substation to the Master and total. 49 W 605.-NET PER FT.... 0.22222 eee a5 TVae | 
TYPE 5303 CABLE. Shpg. wt., per 100’, 3 Ibs. TYPE 9911 CABLE. 11-cond. Shpg. wt., 100’, 12 Ibs. eA 
AQ W 604. NET PER FOOT............02.2..0--.. io Me Bi AAO ME BOS NET PERPT 5 ie oo eT oS ee l4c 
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TALK-A-PHON. 


~ 


Featuring the 
“SONIC GATE” 


2-STATION WIRELESS SYSTEM 


T-LC-33. Quality carrier- 
current type intercom sys- 
tem for reliable commu- 
nications where perma- 
nently wired installations 
aay ol oees practical. Just 
plug each station into any 
$5 down wall outlet and you have 
instant 2-way communication. Voice repro- 
duction is clear and distinct—units feature 
“Sonic Gate’ hum and noise suppression 
circuit. More stations can be added as 
needed—all stations in the system will re- 
ceive any message transmitted from any 
point. Since the AC line is the transmitting 
cable, stations must receive power from the 
same power-company line transformer. 


“Uni-Trans” switch lock, for continuous 


Your voice goes through—hum 
and noise are screened out. Full 
30-db suppression. 


Master 


WIRELESS ! 


JUST PLUG IN 
- . . THEN TALK 


Place Anywhere! — 
No Cables Necessary 


Selective Wireless Systems 


ALL-MASTER SYSTEM 


All-Master system—any Master can selec- 
tively call any of 5 other Masters. If more 
than six Masters are used in the system, 
several Masters will hear the same message. 
As many as three separate conversations 
can be held simultaneously. Push-button 
selector permits conference calls. Merely 
plug into electrical outlet All outlets must 
be on the same electric-company line. 


Masters employ the “‘Sonic Gate”’ circuit to 
suppress hum and line noise. Steel cases are 
handsomely styled in leather-texture gray 
vinyl and brushed chrome. 3 xl4x834”. 
For 110-120 v., 50-60 cycle AC, or DC. 


MASTER-AUXILIARY SYSTEM 


Consists of one or more T-LCM-8806 Mas- 
ters (left) and as many Auxiliaries (below) 
as desired. Masters can call on aty of 6 
channels—all stations on channel selected 
will hear call (Auxiliaries are on fixed chan- 
nel; Masters can be on any channel). Aux- 
iliaries can reply, but not originate. Last digit 
in Type no. shows operating channel. 2 Aux. 
on same channel can be used as 2-way sys- 
tem, less Master. 34%4x101x8%”. 110-120 
v., 50-60 cycle AC, DC. 7 Ibs. 


93 RX 072. T-LCS-801. » 


transmission, permits dictating or listening 
in. Units have volume controls. Cases are 
leather-texture gray vinyl and brushed 
chrome—resist corrosive atmospheres. 
344x10Y%4x8%", each unit. For 110-120 v., 
50-60 cycle AC, or DC. Shpg. wt., 16 Ibs. 


92 RX 668. List, $138.00. 
NET PER PAIR. . SNe eat BOQ 


T-LC-17. ADDITIONAL STATION. 8 Ibs. 
92 RX 669. List, $69.00. NET. 


COMBINATION 


39.95 


SYSTEMS 


Masters Can Call Any Station 
Subs Reply—Do Not Originate Calls 


Sub 


MASTERS AND STANDARD SUBS 


High-flexibility combination Systems—Masters and Subs can be 
intermixed as desired. Masters can originate calls to each other and 
to any Sub in the system selectively. One or more Subs can be ex- 
clusive to only one Master if desired. Subs cannot originate calls. 


Switch for private or non-private operation of Masters—other 
stations cannot listen to a private Master, but Master can receive 
calls, and originate them by using the press-to-talk switch. In the 
non-private mode, Masters and Subs can reply to calls at a dis- 
tance, without controls; calls can be answered up to 40 feet from 
unit. Subs require no connection to a wall outlet. 

Master units have sturdy steel cases, finished in leather-texture 
gray vinyl and brushed chrome. Model T-LR-2 Sub case has same 
finish as Masters, Model T-LR-2M is of same color, but finish is 
grained, baked enamel. Sizes: Masters, 31/%x1012x834"; Subs, 27x 
744x834". For 110-120 v., 50-60 cycle AC, or DC. U_L. Approved. 


T-CL-5 MASTER. For up to 5-station systems. 7 lbs. 
42.00 


92 RX 675. List, $72.00. $2 Down. NET 
T-CL-10 MASTER. For up to 10-station systems. 84% Ibs. 


92 RX 676. List, $87.00. $5 Down. NET........--.---+++- 51.00 
92 RX 663. T-LR-2 Sub. 5 Ibs. List, $27.50. NET............15.95 
92 RX 677. T-LR-2M Sub. 5 Ibs. List, $21.00. NET.......... 11.95 
93 R049. T-W1 Wall Mounting Brackets. For T-LR-2 or T-LR-2M 
Subs. 8 oz. List, $1.25. NET PER PAIR........-..-.--.--.--5- 75¢ 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


Shpg. wt., 13 Ibs. Only $5 Down. 


MODEL T-LCM-8806 MASTER. 
93 RX 071. List, $136.00. NET....79.50 


A wireless Master-Auxiliary intercom system provides selective area paging for 
commercial and industrial operations—without installation costs that usually run 
well into four figures. Several Channel 1 Auxiliaries could be placed in the sales 
room, several Channel 2 units in the stock area, several Channel 3 Auxiliaries in 
the service department etc. Master station could then page any desired area. 


93 RX 073. T-LCS-802. } List Each. 
93 RX O74. T-LCS-803. $77.00. 
93 RX Heb ricsa05. | NET EACH, 
93 RX 076. T-LCS-805. 

93 RX 077. T-ics-806.7 45.00 


SELECTIVE AREA PAGING 


HIGH-POWER SUBS 

Designed for paging, or communication in noisy areas. Use in a 
Combination System with Masters at left (can be intermixed with 
standard Subs if desired). Illustrated on preceding pages. 

MODEL T-C-20. Nine-inch weather-proof re-entrant horn. Power 
capacity, 15 watts. Charcoal gray. 5 Ibs. 
92 RX 679. List, $44.95. $2 Down. NET. oe 
MODEL T-HP-3. Eight-inch speaker in charcoal gray baffle. For in- 
door use. 5 watts. 12x12x8”. 9 Ibs. 
92 RX 678. List. $28.00. NET........ 


CABLE FOR COMBINATION SYSTEMS 


Use 6210 5-pair cable for interconnecting T-CL-5 Masters, 6226 13- 
pair cable for T-CL-10 Masters. Measure from ist Master to 2nd, 
2nd to 3rd, etc. (but not from last back to first). Add measurements 
and order this total length. Connect Sub to the nearest Master only 
with 6902 2-cond. cable, whether Sub is to be exclusive to one Mas- 
ter or common to the whole system. 


49 W 617. 6210 Cable. 6 Ibs. per 100’. NET PER FT... . 
49 W 615. 6226 Cable. 12 Ibs. per 100’. NET PER FT.........- 
AQ W 613. 6902 Cable. 2 Ibs. per 100’. NET PER FT........-..- 2c 


‘Subsidiary of 
| Sperry Rand Corp. 


Mining Construction Disaster Areas 


RELY ON WHEELER “SOUND-POWERED” TELEPHONE SYSTEMS 


For maintenance-free use in the home, plant or outdoors. Ideal 
where AC power is not available. Voice generates current—no bat- 
teries required. Provide undistorted communication to 20 miles. 


INDIVIDUAL HANDSETS AND HOLDERS. Handsets are self-contained. SPT-102 comes with 
3-ft. neoprene cord, insulated clips, less interconnecting cable (below)—uses 2-cond. 
twisted pair. *4-ft. retracting cord. {Up to 3 usable in a common ringing system. : 
Stock No.| Type Lee ae _itbs.|_List_| NET 
59 R350| SPT-102 | A | Handset. Up to 12 can be paralleled. 114|$15.15 12.88 
59 R360; SPT-123*; A | Hi-level handset for noisy areas (less clips) 14! 16.95)14.41 
59 R361| SPT-150 | A | Same as SPT-123 but with insulated clips. 1Y%) 17.60!1 4,96 
59 R355) F-5308 | B Wall mount handset holder. For installations | | 


| with separate ringing systems. 274x554x3”. 1%4| 15.5013.17 
59 R356) F-4182¢ .| Same as F-5308 but with bell. 1¥4) 21.43)18.21 
59 R420) B-5446 | i Yi 1.75) 1.49 


Subs can ring and converse with Master direct—or reach Subs through Master. Up to 12 
units can be used in either all-Master, or Master-Sub systems. For cable: measure from Ist 
station to 2nd, 2nd to 3rd, etc. *Conductors equal no. of stations plus 2; tno. of Subs plus 3 
59 R353. Type SPS-205-MI. *Master station. 5 Ibs. List, $67.70. NET............50.75 
59 R 354. Type SPS-205-SI. tSub station. Not illus. 5 Ibs. List, $57.45. NET........43.09 


RECOMMENDED PHONE CABLES 


Ideal cable for both indoor and outdoor use {p] 2 & 3-PHONE SYSTEMS. Basic intercom systems consisting of either 2 or 3 phones on @ 


with Wheeler telephones. 


common ringing, common-talking circuit. 3-phone system limited to 500-ft. distance 


Stock No. | Cond. |Lbs., 100’/PER FT.|PER 100’ Use 2-cond. cable, below. Measure from phone 1 to 2, and from 2 to 3._ 

48 W ve 2 onl. devi 338° __ Stock No. | Mfr'sType | Description | ve List NET 
~ 48 W 825 3 4 | 5c! 5.08 59 R351 | SPS-205 | 2-phone system 7 | $80.47 | 68.40 

48 W 892 6 3% Se | 3.82 59 RX 352 | SPS-205-3 | 3-phone system 10 | 120.75 102.64 

48 ws93; 12 6 | 7c | 5.88 _59 R362 | SPS-205-H | As SPS-205, but for hi-noise areas. | 7 | 92.00 | 78.20 


Model TQ-6 


Series “TQ” Telephones 


Deluxe Bogen telephone units for versatile, efficient systems in the 
plant, home or office. Keeps your outside telephone free for calls, 
provides time-saving, private replies. Phones have selective ringing 
with a common talk-line—permits conference calls, but only one 
conversation at a time. To make a call, simply lift receiver and press 
buttons to ring stations to which you wish to speak. Phone system 
powered by a single PRS-1 supply (below). TRA Phone-Page 
adapter at right, permits paging through your present P.A. system 
from any phone. 

Phones may be used on desk, or can be wall mounted. Handsets have 
4-ft. retractile cord. Supplied less cable and power supply (see 
listings below). Number of conductors in cable between phones is 
three more than number of phones in system—measure from station 
1 to 2, 2 to 3, etc. Size, 9YAx3 Yax3 4". 


TQ-6 PHONE. For systems of up to 7 stations. 5 Ibs. 


Page Through 
Your PRESENT 
P.A. System 


Use Any Phone . . 
Music Automatically 
Stops 


TRA Pushbutton Phone-Page Adapter 


Adapts Bogen phone systems for convenient. push-button paging 
through your existing public address system. Easily connected be- 
tween phone system and P,A. system (use 3-cond. cable listed below be- 
tween adapter and phone system). To page, merely press the station 
button reserved for page. Music program equipment can be com 

nected to TRA adapter to feed into P.A. system—music auto 
matically stops during paging. Yolume control permits different 
levels for paging and for music. Powered by PRS-1 power supply 
(listed at left) in phone system. Size (HWD), 4x4x2”. Shpg. wt 


3 Ibs. 
93 R 221. List, $40.00. NET.. 24.00 


RECOMMENDED POWER AND PHONE CABLE 
Cable for use im Bogen phone systems described above. 3-conductor 


cable is for connecting power supply to system (connected at any 
92 R643. List, $27.95. NETEACH.................. 20.95 junction box in the system). Cable listed for between-phone use 
TQ-12 PHONE. For systems of up to 13 stations. 5 Ibs. (vinyl-covered) gives optimum operation over distances to 500 feet 
92 R 6AA. List, $29.95. NET EACH.......... ‘ 22.45 between power supply and the farthest phone. 
TQ-1 PHONES. Pair of phones for 2-station set-up. 9 Ibs. Stock No. | Use With Cond. a per 100’ eeu Per 100 
92 R 642. List, $49.95. NET PER PAIR................. ie ae Pry supply a 3u, oie [ae 

-1 syste: i fy | i y 

93 R 259. PRS-1 SUPPLY. For above; use one to a system. 4x6x1- 48 W893 TQ-6 system 12 | 6 i 7e 5.88 
5”. For 110-120 v., 50-60 cycle AC. 4 Ibs. List, $30.00. NET.22.50 _48 W894 | TQ-12 system 18 | 6% | 9¥%c | 7.94 
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A WEATHER-WORN ANTENNA 


CAN SPOIL YOUR TV ENJOYMENT ’ i 
ENJOY THE BEST PICTURE QUALITY ALLIED S Catalog IS Your 


your set can deliver. Weathering of Complete TV Antenna Guide 


the antenna can cause gradual de- 
crease of picture quality. So before \ 
blaming your TV set, check your Use Allied’s Easy Pay P - on 
ssories 


antenna. A new antenna can re- 
store picture brightness and detail. Antennas and Acce 
Totaling $20 or more 


Bent, Broken, 
Weather-Worn Elements 


DEPEND ON ALLIED for your antenna 
needs. Whether your location re- 
quires a simple indoor type or 
fringe-area array, Allied has the j F 
antenna you need. Our stocks ¢ Enjoy Sharper, Clearer TV Pictures ¥ 
include a full selection of anten- s j 
nas and installation accessories. 
See the following pages for listings. 


@ World’s Largest Stock of Antennas and ‘ 
Installation Accessories ‘ 


Corrosion Around 
7 Connectors e For Metropolitan, Suburban or Fringe Areas 
K ¥ 


How to Select Your TV Antenna 


T 
38 , 3 a 
+ ‘ : To assist you in selecting an antenna for your par- 
Installation Accessories ticular location, the antennas on this page and the 
17 following pages have been identified with 1, 2, 3 or ; 
ee 4 stars to indicate range as given below. When im ‘ 
= doubt, select an antenna in the next higher group. 
wn. 
“ + Metropolitan-Suburban (up to 40 miles). 
3 4 & Semi-Fringe (up to 60 miles), 
5 * * * Fringe (up to 85 miles). 
44 Outdoor * & & & Deep-Fringe (up to 125 miles). 
a Antenna You can depend on z v 
- Allied for a complete Stacking two of the same type TV antennas gives up 
\ f) | selection of quality to 50% more signal to your set. Stacking is highly 
7) Ind fy TV antennas and a full recommended in installations located over 125 miles 
4 » <i 6 line of antenna in- from the TV station or where obstructions such as 
o crsnne stallation accessories. hills or tall buildings weaken TV signals. 
:4 
| ALLIED’S OWN KNIGHT FRINGE-AREA ANTENNAS 
; 
ee ; 
CE? Replace Your | ae 
~~ gts < Weather-Worn oe ‘ 
SP a ewWZy ‘ = 
AZ ASK ee Antenna ; 
ee \ Now | 
ONLY y 
$ 23 ONLY 
P 2 me] $1R26 
ly 150 Miles Up to | 
$2 down toto 100 | 
DEEP-FRINGE CORODIZED ANTENNA FRINGE-AREA CORODIZED ANTENNA . 
© 24 Elements Provide High Sensitivity e 17 Elements Provide High Signal Gain 
ig e For Color As Well As Black and White © Designed for Color and Black and White 
2 High-gain, twin-driven VHF antenna; equals or sur- Superior fringe-area reception is obtained from this 
% passes performance of many higher-priced arrays. twin-driven, high-gain VHF antenna, Equals or sur- 
. Offers extremely high sensitivity on channels 2 to 13. passes _many higher-priced antennas 1 performance. 
it All-aluminum construction with gold corodized finish Multiple directors and dual reflectors for high front-to- 
y resists corrosion. Sag-proof construction features a — back ratio. Gold corodized finish prevents corrosion and 
et heavy-duty square boom suspended from sturdy braces. maintains top antenna efficiency. Simple, “snap-out” 
¢) “Snap-out” assembly for easy installation. Less mast assembly. Less mast and 300-ohm twin line. Shpg. wt., 
and 300-ohm lead. 8% lbs. By express or truck. 7 Ibs. By express or truck. 
BCP RAI NET ic Pig sindsb chiles ageing Ae P23. 91 CU 3330NET.. 00). .s cece eh SoS 15.26 
“4 kkk DEEP-FRINGE NON-CORODIZED ANTENNA kk FRINGE-AREA NON-CORODIZED ANTENNA 
* As above, but not corodized. Shpg. wt., 8% Ibs. Same as above, but not corodized, Wt., 7 \bs, 
AIC A328 NEL Sas ae peeiete ska ties Sue ts ape wa 18.70 91 CU 334. NET... .. 0.2 seen cece seer cece meres . 14,02 
é STACKING KITS FOR ANTENNAS LISTED ABOVE 


GOLD-CORODIZED TYPE. For stacking two corodized NON-CORODIZED TYPE. For stacking two non-corodized 


antennas for greater gain. Shpg. wt., 2 Ib. antennas for greater gain. Shpg. wt., 2 Ib. 
ECK SSR INET 6 Stes Sgn s tye le 1 ge iE 1.47. 91.CX 336. NET..... eee eee ea | tos bi 
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Allied’s Own Knigh 


DELUXE FRINGE ANTENNAS (TO 150 MILES) 


* Quick and Easy Installation 
* For Color or Black and White 


* Complete with All Hardware 
¢ With Detailed Instructions @ 


‘ * Choice of 20, 30 or 40-ft. Mast * Top Quality Throughout CE 
¥ KNIGHT 4-STAR AND 3-STAR ANTENNA KITS * 
if Complete With Mast and All Accessories VH 
Pe IN-LI 
Each kit includes: 
All Wire and 
Hardware Up 
Easy-Locking ap 
“Slip Up” 
Mast GO 
All Installation 
Accessories siRedi 
tok e Rug 
DEEP-FRINGE FRINGE-AREA e Qui 
ANTENNA ANTENNA 
/ * IN 
For Up To For Up To N 
150 Miles 100 Miles 59) 
‘ 
OPTIONAL ROTATOR PACKAGE Get the finest TV reception—at big savings, too. Package prices are throt 
actually less than the total cost of components purchased separately. struc 
These value-packed kits meet practically any TV antenna requirement, alurr 
resis 
“| CHOICE OF PACKAGES. Kits for “Semi-Fringe,” “Fringe,” and ‘Deep- smo! 
| Fringe” areas are listed with a choice of 20, 30 or 40-foot masts. The dis- Kit 
=| i) tance to TV stations determines which antenna to use, and local terrain steel 
UNG con core BE (hills, trees, tall buildings, etc.) determines mast height. Rotator permits 5 s¢ 
pointing antenna in any direction for excellent reception of any station. arre 
AR-22 Rotator & Control J : : : ‘ and 
et ioe) Man f All kits are complete with rugged, weather-resistant antenna; telescoping Shp 
ee ee St, mast of heavy, galvanized steel; all-angle mast mount; guy wire; 100 ft. of 91 ¢ 
Rotator Cable, Lightning twin line; 50 ft. of ground wire; ground rod; twin-line lightning arrester; 
Arrester and Mounting guy wire hook-eyes; mast standoff insulators; woodscrew standoff insu- * 
Accessories lators (plus 6 turnbuckles in 40-ft. antenna kits). Kits with rotator also include Sar 
10-ft. antenna mast; 100 ft. of rotator cable; and rotator cable lightning arrester. ang 
Complete instructions with each kit. Rotators are for 110-120 v., 60 cycle 91 | 
Automatic Rotator and Rotator Control AC. Shipped by truck or express only. 
ek AW DEEP-FRINGE ANTENNA KITS eK FRINGE ANTENNA KITS Sa 
KIT €-20. Complete deep-fringe antenna kit with all KIT B-20. Complete fringe area antenna kit with all in- a 
installation accessories. Kit includes: Knight 4-Star — stallation accessories. Kit includes: Knight 3-Star gold- oy 
gold-corodized antenna for clear, snow-free pictures on corodized antenna for outstanding performance and 
channels 2 to 13, even in the most difficult deep-fringe peak reception of pictures and sound on channels 2 to 
areas; two-section, 20-ft. heavy-gauge steel, telescoping 13, even in difficult fringe areas; two-section, 20-foot 
mast; heavy-duty, fully-automatic CDR Model AR-22 telescoping mast of rugged steel; heavy-duty, fully- 
rotator (for mast, tower or platform mounting); and automatic CDR Model AR-22 rotator; and all installa- * 
all installation accessories. Shpg. wt., 55 Ibs. tion accessories, Shpg. wt., 50 Ibs. Cc 
91 CZ 383. Only $5 Down. NET.............00.. 71.60 91 CZ 389. Only $5 Down. NET.................65.63 ch 
KIT C-20-L. As above, less rotator package. 31 Ibs. KIT B-20-L. As above, less rotator package. 26 Ibs. wi 
91 CZ 384. Only $2 Down. NET..............004- 32.60 91 CZ 390, Only $2 Down. NET............00005. 26.63 gc 
KIT C-30. Same as Kit C-20, but with 30-foot mast. KIT B-30. Same as Kit B-20, but with 30-foot mast. ¢ 
Shpg. wt., 71 Ibs. Shpg. wt., 66 lbs. - 
91 CZ 385. Only $5 Down. NET..............000. 75.67" SACL BMBOnly $5 Down: NET of.00 soe e oe 69.60 A 
KIT C-30-L. As above, less rotator package. 47 Ibs. KIT B-30-L. As above, less rotator package. 42 Ibs. rc 
' miee386. Ouly $2 Down, NETI:.......0.2...0405 36.16 91 CZ 392. Only $2 Down, NET... 0c. ee ce 30.19 : 
: KIT C-40. Same as Kit C-20, but with 40-foot mast. KIT B-40. Same as Kit B-20, but with 40-foot mast. 
) Shpg. wt., 82 lbs. Shpg. wt., 77 Ibs. 
Mine 387. Only $5, Down. NEV... ek. co. s va ee es 81.09 . 91 CZ 393. Only $5 Down. \NET..: 23.0. bs eek ee 74.52 A 
c 
. KIT C-40-L. As above, less rotator package. 58 Ibs. KIT B-40-L. As above, less rotator package. 53 Ibs. bs 
91 CZ 388. Only $2 Down. NET.................. 41.61 91 CZ 394. Only $2 Down. NET.................. 35.04 9 
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Antenna Kits Are Available on Allied’s Easy Payment Plan 


METROPOLITAN AND NEAR-FRINGE ANTENNAS (TO 75 MILES) 


* 


VHF 
CONICAL 
Up to **Quick-Rig” Design; 35 Miles 
35 Miles Swing Elements in i aioe his 
Place and Tighten 75 Miles 


GOLD ANODIZED IN-LINE 
ANTENNA KITS 


@ Resist Corrosion and Rust 
e Rugged %2” Aluminum Tubing 
e Quickly, Easily Installed 


de IN-LINE KIT WITH CHIMNEY MOUNT 
kit at a low, money-saving 
$937 price. Time-proven in-line 
pictures on channels 2 
through 13. Elements are con- 
aluminum tubing. Gold anodizing 
resists highly corrosive chimney 
Kit includes: antenna assembly; 5’ 
steel mast; 50’ of 300-ohm twin line; 
arrester; 2 mast standoffs; straps 
and clamps for chimney mounting. 
DHEK 926. NEl......5.--5-- 9.37 
+e IN-LINE KIT WITH ROOF MOUNT 
angle roof mount. Wt., 10 Ibs. 
ICR S27) NEWO....5 0.7 Paed te 8.98 
Same gold anodized antenna as 
91 CX 327 above, less accessories. 
DIRGX SPOCMETI occ ens 5.84 
STANDARD IN-LINE 
> IN-LINE KIT WITH CHIMNEY MOUNT 
Complete VHF antenna kit with 
with 91 CX 326 above, but without 
gold anodizing. Wt., 10 Ibs. 
> IN-LINE KIT WITH ROOF MOUNT 
As above, but- with universal-angle 
cluded. Shpg. wt., 9 Ibs. 
92 CX 041. NET... 
Above antenna; less accessories. 
Shpg. wt., 5 lbs. 


NET Complete VHF antenna 

design providessharp, clear 

structed of rugged, anodized 2” 

smoke, soot and ravages of weather. 

5 screw-in standoffs; lightning 
Shpg. wt., 10 Ibs. 

Same as above, but with universal- 

%& IN-LINE ANTENNA ONLY 

Shpg. wt., 5 Ibs. 

ANTENNA KITS 
chimney mount and accessories listed 
cy CONS | 2 ee ea 
roof mount. Other accessories in- 

ke IN-LINE ANTENNA ONLY 
92: CX 042. NET). yee: 25 22S Al9 


Items with U or Z in Stock No. Shipped Truck or Express 


7.99 | 


CONICAL ANTENNA KITS 


e “Quick-Rig” Installation 

e Highly Efficient Reception 
On All VHF TY Channels 

¢ Rugged, Trouble-Free Design 


+ SINGLE-BAY CONICAL KIT 
WITH CHIMNEY MOUNT 


NET _-Value-packed antenna kit 
for excellent reception on 
$ 96 all VHF TV channels. Rug- 
gedly designed elements 
of %” aluminum tubing. 
Kit includes: conical antenna; sturdy 
5’ steel mast; 50’ of 300-ohm twin line; 
2 mast standoff insulators; 4 screw- 
in standoff insulators; lightning ar- 
rester; straps and clamps for chim- 
ney mounting. Everything necessary 
for a complete, first-class TV an- 
tenna installation is included at one 
low price. Wt., 7 lbs. 
SCM ITA NET oe ose eee 6.96 


> SINGLE-BAY CONICAL KIT 
WITH ROOF MOUNT 
As above, but with universal-angle 
roof mount. Shpg. wt., 6 Ibs. 
PQIGMIOTUNEN eat ks Sag 6.27 


*k* TWO-BAY CONICAL KIT 
WITH CHIMNEY MOUNT 
Same as 92 CX 174, but 2-bay array, 
for excellent near-fringe VHF TV re- 
ception. With 10’ mast. 10 Ibs. 
OP CKATISNET A ed Gar aes 9.54 


ik%& TWO-BAY CONICAL KIT 
WITH ROOF MOUNT 
As above, but with universal-angle 
roof mount. Shpg. wt., 9 lbs. 
DOCH 1335 NE rcs om he 8.58 
+ SINGLE-BAY ANTENNA ONLY 
Above antenna; less accessories. 


Shpg. wt., 3 Ibs. 
OVICRMOSANET Ee Tes ely 2.66 


STACKING KIT. To stack 2 single-bay 
conicals into 2-bay array. 8 oz. 
97°CK 389.\NEF.o 5. oe co as 64c 


STACKING KIT. To stack two 2-bay 
conitals into 4-bay array. Shpg. 
wt., 1% lbs. 

G7 CX BB7 MINED os Sie adap os ore gee Bes) 


FOR CHIMNEY, ATTIC 
OR ROOF MOUNTING 


Quickly and 
Easily 
Installed 


COMPLETE 
WITH ALL 
HARDWARE 


For Better 
High and 

Low-Band 
Reception 


HIGH-LOW ANTENNA KITS 


e Highly-Efficient 2-Band Design 

e Receptors “Aim” Separately— 
Give Best Signal on Each Band 

e Mounting Hardware Included 


xe HIGH-LOW ANTENNA KIT 
WITH CHIMNEY MOUNT 


NET A highly efficient two- 
$ 95 band VHF antenna kit, 

at a remarkably low price. 

Separate directional ad- 
justments permit “aiming” high and 
iow-band elements individually. 
Gives peak performance and mini- 
mum “ghosts” in areas where high 
and low-band signals come from 
different directions. Elements are 
y," aluminum tubing. Kit includes: 
antenna; 5’ steel mast; 5 screw-in 
standoffs; 2 mast standoffs; 50’ of 
300-ohm twin line; lightning ar- 
rester; all chimney mounting hard- 
ware. Shpg. wt., 10 lbs. 
92° CX 048. NETO... 5 ean 7.99 


%* HIGH-LOW ANTENNA KIT 
WITH ROOF MOUNT 
Same as above, but with universal- 
angle roof mount. Wt., 9 Ibs, 
92 CX OATHINET.. 42> ae 6.92 
te HIGH-LOW ANTENNA ONLY 
Above antenna; less accessories. 


Shpg. wt., 5 lbs. 
92 CX O16. NET... iw nas + oes Al? 


: Famous-Name TV Antennas 


ALL-CHANNEL “REMBRANDT” ANTENNA KITS 


i_t—£_ 


“Riviera” 


"125 Miles 


tet ke “RIVIERA” VHF KIT 
NET All-directional, 2-bay an- 
tenna with accessories. 16— 
60” elements for excellent 
$ deep fringe reception. 12- 
position switch meunts at 
TV set—selects proper ele- 
ments for best feception 
$2 down. from any direction, without 
rotator. Durable aluminum 
construction with 4—45” stacking bars. 
Elements are preassembled—simply fold 
out for quick installation. Accessories in- 
clude 2—5-foot masts; 100 feet of 4-conduc- 
tor lead-in; 3 mast insulators; 5 wall insu- 
lators; chimney mount. 14”-dia. diamond- 
embossedelements. Shpg.wt., 151bs. 
$2 CU 137. $2 Down. NET....... 32:92 
“RIVIERA” ANTENNA AND SWITCH. As above, 
but less installation accessories. 10 Ibs. 
98 CU 495. $2 Down. NET........ 19.85 
WIRE FOR “RIVIERA.” 4-conductor lead-in 
wire. Shpg. wt. 100 ft., 2 Ibs. 
47 TX 589. 100-ft. Coil. NET......... 8.90 
47 W 599. Over 100 ft., PER 100 FT..8.90 


Accessories Supplied with 
“Riviera” Antenna Kit 


12-Position Switch 
selects proper an- 
tenna elements to 
get clearest picture 
from any direction 
—without rotator. 


® Feature All-Direction Electronic Rotation 
* Powerful Reception From Any Direction 


near-fringe antenna with 8 
—45” flip-out elements (pre- 

assembled) in each of 2 bays, 

4—45” stacking bars. With 
$2 down 

elements; diamond-embogsed 
for extremely efficient signal pickup. In- 
cludes 70 feet of flat transmission line lugged 
and wired to antenna, 2—5-foot mast sec- 


eke DOUBLE-BAY “ATLAS” KIT 
same 12-position selector 
switch as ‘Riviera’ de- 
tions, 4 standoff insulators, 4” wall-mount 
brackets. Shpg. wt., 14 Ibs. 


NET UP TO 85 MILES. “Atlas” 
scribed at left. Has 4”-dia. 
91 CU 337. $2 Down. NET....... 22.45 


%&%& SINGLE-BAY “ATLAS” KIT 
NET UP TO 60 MILES. For metro- 
politan and suburban areas. 
95 As above, but single 8-ele- 
ment array. With 12-posi- 
tion switch, 70-foot lead-in, 
iba Se oe 4” wall- 
mount brackets. Shpg. wt., 8Y4 Ibs. 
RY COOKE MET Si ck, 2 NAS 


TELCO “IMPERIAL” 
VHF TV ANTENNAS 


Barrier 
Up to Disc 
A8126 60 Miles Insulator 


wk*%& MODEL A8126. Extremely popular 
“Tmperial” 2-bay VHF conical antenna for 
all TV channels. Advanced design provides 
very high gain on all channels in fringe and 
high signal strength areas under all kinds of 
weather conditions. Has excellent directiv- 
ity and sensitivity—provides unusually clear 
picture reception. Employs weather-proofed 
terminal structure. 


The “‘Imperial’’ can be used in sea coast or 
heavy industrial areas. Features a barrier 
disc type insulator with 2” of air space be- 
tween the terminals. Salt, moisture, soot, 
corrosion, etc., will not affect the gain or 
picture quality. Contact surfaces and ter- 
minals will never rust or oxidize. Stainless 
steel, front-end hardware prevents signal 
losses through corrosion. 


Front-end elements are pre-assembled to 
holding plates which fasten to insulator 
with one wing nut. Just fold elements in 
place and fasten wing nut. Less twin line 
and mast. Shpg. wt., 8 Ibs. 

98: GU AOA MERE PS. 5 cts sh 10.73 


* hep A81 Ties MILES. ene as above, 
but single-bay. Shpg. wt., 4 Ibs. 

SB QUAO SaNELefrkes ine seas os 5.06 
STACKING KITS. For stacking 4060-F single- 
bay antennas. Av. shpg. wt., 1 Ib. 


Sa | Mace! [berntion | SE 
98 CX 406) A8126-1 For 2-bay .88 
98 CX 407| A8127-1 For 4-bay | 3.29 


FINNEY ““GEOMATIC” FRINGE AREA TV ANTENNAS 


For Peak Performance 
in Remote Signal 


Areas 


For Up To H-10 Series 
125 Miles 10-Element 


H-10 SINGLE-CHANNEL ANTENNAS 


*& & *& & Customized 10-element yagi ‘‘Geo- 
matic” VHF TV antennas, Provide maxi- 
mum gain, sharp directivity, and high front- 
to-back ratio in deep fringe areas. Have 
solid-rod construction for up to 300% 
greater wind and ice-load resistance. Pre- 
assembled; ‘‘box girder’’ brackets; heavy, 
square aluminum boom; solid aluminum 
elements, and saddle brackets. Less mast 
and 300-ohm line. Av. shpg. wt., 414 lbs. 


Stock No. Model ; For 

92 CU 552 H-10-7 Channel 7 
92 CU 553 H-10-8 Channel 8 
92 CU 554 H-10-9 Channel 9 
92CU 555 H-10-10 Channel 10 
92 CU 556 H-10-11 Channel 11 
92 CU557 H-10-12 Channel 12 
92 CU 558 | H-10-13 Channel 13 
List, $9.95. NET EACH............., 5.85 


kw w MODEL H-10-713. Similar to above, 
but covers channels 7-13. 434 Ibs. 
92 CU 559. List, $12.95. NET....... 7.61 
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For Up To 
85 Miles 


Antenna 


H-5 Series 
5-Element 


H-5 SINGLE-CHANNEL ANTENNAS 


*& & &Popular, 5-element, high-band VHF 
antennas. Have famous “‘Geomatic”’ design 
for high gain and clean directivity. Same 
superior construction as Series H-10; fea- 
ture solid-rod aluminum construction. Less 
mast and twin line. Av. shpg. wt., 2% Ibs. 


Stock No. Model For 

92 CX 560 | H-5-7 Channel 7 
92 CX 561 H-5-8 Channel 8 
92 CX 562 H-5-9 Channel 9 
92 CX 563 H-5-10 Channel 10 
92 CX 564 H-5-11 Channel 11 
92 CX 565 H-S-12 Channel 12 
92 CX 566 H-5-13 Channel 13 
List, $6.65. NET EACH.............. 3.91 


eke & MODEL H-6-713. Twin-driven 6-ele- 
ment yagi. Similar to above, but covers 
channels 7-13. 2 34 Ibs. 


92 CX 567. List, $8.75. NET........ 5.14 
MODEL A STACKING KIT. For all Finney Se- 
ries H-5 and H-10 antennas. 8 oz. 


92 C 086. List, $2.10. NET......... ek: 


‘ 


Popular, High-Efficiency 


For Outstanding 
Performance on 
Low-Band Channels 


125 Miles 


“GEOMATIC” LOW-BAND ANTENNAS 


*& kkk “Customized” Series L ‘‘Geo- 
matic”’ television antennas for outstanding 
“deep fringe’ reception on the low-band 
channels. Model L-26 covers the entire low 
band; all others cover specific portions. 


Have high gain, sharp directivity plus high 
front-to-back ratio. Pre-assembled. 

May be stacked to achieve higher gain— 
see Model C Stacking Kit. Less mast and 
300-ohm twin line. Av. shpg. wt., 814 Ibs. 


Stock No. Model Channels 
92 CZ 283 L-26 2-6 
92 CZ 284 L-25 2-5 
92 CZ 285 L-24 2-4 
92 CZ 286 L-36 3-6 
92 CZ 287 L-35 3-5 
92 CZ 288 L-46 4-6 
92 CZ 289 L-45 4 and 5 
List, $24.90, NET EACH............. 14.64 


MODEL C STACKING KIT. For Finney Series 
L antennas above. Shpg. wt., 1 Ib. 
92 CX 087. List, $3.10. NET........ 1.82 


Items with Letters U or Z in Stock Number Shipped Express or Truck Only 


—_——— 
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kk M 
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91 CZ 


kk 
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91 CZ 


An 
ar 


NEW VHF BROAD-BAND TV 
ANTENNA KIT 


Mounts on: 


End of 
Roof 


Side of 
Roof 


Peak Roof 
Flat Roof 


NET 
ee MODEL B-213KT—60 Miles. A brand 
new, compact, twin-driven antenna with 
excellent gain on both low and high bands. 
Modern design provides performance rival- 
ling that of more costly stacked conicals and 
many yagi-type antennas. “Fidelity-Phas- 
ing” assures remarkable reception on both 
color and black and white. Has extremely 
narrow pick-up pattern and very high front- 
to-back ratio. Features unique “Quad-Pod” 
universal mount for easy installation on any 
type of roof. All-aluminum pre-assembled 
construction. Reinforced sleeve elements on 
both directors and reflectors—withstands 
heavy icing. With mast and mount; less 
300-ohm line. Shpg. wt., 5% Ibs. 

91 CZ 395. List, $17.20. NeT....... 10.11 
%& % MODEL B-213—60 Miles. As above, but 
less mast and universal mount, 4 lbs. 


91 CZ 396. List, $11.85. NET....... 6.97 


*& %&% MODEL B-213S—85 Miles. Same as 
B-213KT but stacked for extra gain. 6 lbs. 
91 CZ 397. List, $24.00. NET...... 14,11 


For Up To 
60 Miles 


Antennas and Accessories 


are Available on Allied’s 
Easy Pay Plan. 


CO-LATERAL UHF-VHF ANTENNA 


Pre-Assembled 
Antenna 
For All 
Channels 


For Up To 
125 Miles 


MODEL 400-A ANTENNA 


* *& & &K—125 Miles. A deep-fringe double 
co-lateral antenna for outstanding recep- 
tion on all UHF and VHF TV channels. 32 
driven elements achieve extremely high 
gain, directivity and signal-to-noise ratio. 
Permits excellent reception on VHF chan- 
nels at distances of 125 miles and more. 
Lightweight construction—weighs only 8 
lbs. Element brackets self-locking and self- 
aligning. Rugged all-aluminum construc- 
tion and stainless steel hardware to with- 
stand high winds and heavy icing. Ideal for 
use with rotators. Only one lead-in required 
for both UHF and VHF (tubular type 
recommended). Requires 10-ft. (minimum) 
mast. Less mast and 300-ohm line. Shpg. 
wt., 12 lbs. Shipped by express or truck only. 
$2 Down. 

97 CZ 104. List, $43.65, NET.....25.67 


Items with U or Z in Stock Number Shipped Express or Truck—See Page 434 


® High Front-to-Back Ratio From 2-13 
® Pre-Assembled for Easy Installation 
® High Gain—Sharp Directivity 


ek kk MODEL GB-8—125 Miles. Gold- ONLY 


corodized, deluxe twin-driven ‘‘Geomatic”’ 
antenna—provides topnotch performance 
in deep-fringe areas. Gold-corodizing 
process lengthens life of antenna. Has 3 
directors and 2 reflectors for maximum 
front-to-back ratio and extremely high 
directivity. Very effective in eliminating co-c 


Finney Fringe-Area TV Antennas 


TWIN-DRIVEN “GEOMATIC” VHF ANTENNAS 


hannel interference and ghosts. Ideally suited 


for color TV reception—has extremely flat response; less than 1 db variation across any 
channel. All ‘‘Geomatic”’ antennas have twin-driven elements and exclusive “Fidelity Phas- 
ing’; self-locking and self-aligning construction. Oversize, extra~-heavy-gauge aluminum 
boom plus “‘lock-tite, no-tilt’” saddle bracket assure fast installation and high strength. 
“Box girder’ element brackets prevent bent, twisted elements. Less mast and twin line. 
Shpg. wt., 10 lbs. Shipped by express or truck only. 


92 CZ 594. List, $43.25. NET..........-5-+- 


ek kek MODEL B-8—125 Miles. Same as above, without gold corodizing. Shpg. wt., 10 1bs. 


Express or truck. $2 Down. 


92 CZ 085. List, $39.00. NET........+---+ 


eee 


eek ke - MODEL B-7—125 Miles. Has same features as Model B-8 above, but with 1 re~ 
flector. Shpg. wt., 6%4 lbs. Shipped by express or truck only. 


92 CZ 093. List, $25.90. NET........-..+-- 
*& %& %& MODEL B-6—85 Miles. Has same features as Model B-8 above, but has 1 reflector 


et oy Er IOS seen eevee ae aaa 


and 1 director. Shpg. wt., 5% lbs. Shipped by express or truck only. 


92 CU ODA. List, $19.65. NET.............- 


SINGLE-DRIVEN “GEOMATICS” 


All of the antennas listed below incorporate 
“fidelity-phasing” for extreme efficiency on 
both high and low VHF bands. Ruggedly 
constructed and completely pre-assembled. 
Not mailable; shipped by express or truck only. 


eek ke ~MODEL B-5—125 Miles. Super 
fringe antenna. Shpg. wt., 94 Ibs. 
92 CZ 074. List, $33.25. NET......19.55 


ek ~MODEL B-4—85 Miles, For fringe 
areas. Sharp directivity. 6 Ibs. 


92 CU 076. List, $18.20. NET......10.70 


ek ke MODEL B-3—85 Miles. For suburban- 
fringe areas. Wt., 5 lbs. 
92 CU 078. List, $14.00. NET...... 8.23 


sk %& MODEL B-2—60 Miles. Metropolitan, 
suburban semi-fringe. 3% Ibs. 


92 CU 082. List, $7.65. NET....... 4.50 


“GEOMATIC” TWIN-DRIVEN 
2-BAY VHF ANTENNAS 


kk ww MODEL B-66-A" 
Deep fringe antenna featur- 
ing very great front-to-back 
ratio and high gain on all 
channels. ‘‘Fidelity Phasing” 
et Mant the low- 

and folde ipole opera- 
$2 down tion and high-band 3-ele- 
ment colinear operation without compli- 
cated phasing harnesses. Low-band reflec- 
tor, high-band colinear reflector and com- 
bination director further increase gain and 
sharpness of directivity. Completely preas- 
sembled. Less mast and twin line. Wt., 10 
lbs. Express or truck. 


92 CU 568. List, $41.40. NET....24,.34 


MODEL B-66-C. For maximum F/B ratio on 
channels 2 and 3, and maximum gain on 2-6. 
Wt., 10 Ibs. Express or truck. 


92 CU 569. List, $42.40. NET.... 24.93 


ee 


STACKING KITS 


MODEL A. For stacking all Series B antennas 
above and at left. Gives increased gain on 
Chs. 4, 6-12 with» Model B-4; Chs. 4-6, 8- 
13 with Model B-5; Chs. 3, 7-13 with Models 
B-6, B-7; Channels 7 through 13 on all 
other models. Shpg. wt., 8 0z. 
92 C086. List, $2.10. NET........-h23 


MODEL B. Stacks Models B-2, B-3, B-4, B-5. 
Boosts Chs. 2-6 with Model B-2; Chs. 2-6, 
13 with Model B-3; Chs. 2-6, 12, 13 with 
Model B-4; Chs. 3-8, 13 with Model B-S. 
Shpg. wt., 12 oz. 

92 CX 075. List, $2.60. NET........ 153 


MODEL C. For stacking GB-8, B-8, B-7, or 
B-6 antennas. Gives increased gain on Chs. 
2-6 with Model B-6; Chs. 2-6, 11-13 with 
Model B-7; Chs. 2-6, 10-13 with Models B-8 
and GB-8. Shpg. wt., 1 Ib. 

92 CX 087. List, $3.10. NET.......- 182 


SUPER-FRINGE ANTENNA 


“Fidelity 
Phasing” 
Design 


kk ke MODEL F4. A super-fringe VHF an- 
tenna with exclusive “Fidelity-Phasing.” 
This antenna engineering discovery pro- 
duces superior combined performance on 
VHF channels from 2 through 13, Excellent 
reception even at locations extremely dis- 
tant from TV stations. Highly suitable for 
color-TV reception—has very flat frequency 
response; less than 1 db variation in fre- 
quency response on any channel. 4 driven 
low-band, in-phase folded dipoles, plus 12 
driven high-band, in-phase, folded dipoles 
form a highly effective colinear array. 


Extremely high sensitivity and directivity. 
Rugged, lightweight, aluminum construc- 
tion. Pre-assembled for quick, simplified in- 
stallation. Less mast, 300-ohm twin line. 
Wt., 13 lbs. Express or truck. 

92 CZ 072. List, $47.85. NET...-.. 28.14 
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SRT SRT Earn e 


JFD Fringe-Area TV Antennas 


SHRINKS THE MILES—FLATTENS THE MOUNTAINS 


eek MODEL AX1111 “SATELLITE HELIX” 


Up to 
150 Miles 


*31-Element Design 
*® Gold-AnodizedAluminum 
* High Gain on All Channels 


A deluxe antenna for supe- 
rior TV reception in diffi- 
cult, deep-fringe areas. 
Shrinks the miles—for use 
in locations as far as 150 
miles from TV _ stations! 
Brings out the best picture 
in any TV set, whether 
black and white or color. 
Features sharp directivity, 
yery high gain and extreme- 
ly wide vertical beam width. 
Exceptionally rugged con- 
struction minimizes the effects of high winds, storms and heavy 
icing. Gleaming gold-anodized finish is attractive—provides high 
resistance to tarnish and corrosion, too. Super-sensitive array 
employs 25 multi-function physical elements operating as 31 working 
elements with a special helical highband section. Gain averages 10 
db on high bands and 7 db on low bands. Sharp directivity con- 
tributes to better ghost interference rejection. 
Multiple directors and reflectors provide an outstanding front-to- 
back ratio—up to 25:1 on low and high bands. Wide vertical band 
width assures high gain, even in mountainous terrain. 
All long elements are reinforced with aluminum dowels. Heavy-duty 
U-bolt assembly locks 1” square boom to mast—boom has two 1” 
tubular braces for extreme rigidity. Antenna is preassembled for 
fast and easy installation. Less mast and 300-ohm twin line. Shpg. 
wt., 15 lbs. $2 Down. 

ME SOP Ligt, $55.00 QNET. 205m ss ss cscivccesnesess 32.34 


MODEL VX1111 “SATELLITE HELIX”. Same as Model AX1111 above, 
but has natural silver aluminum finish instead of gold anodized 
finish. Shpg. wt., 15 lbs. Only $2 Down. 

EIS AE CORT TS 29.11 


tek «MODEL AX911 “POWER HELIX” 

* 125-Mile Range 

* 26-Element Design 
* Gold-Anodized 


Delivers the extra- 
high sensitivity you 
need for clear, snow- 
free pictures, in deep- 
fringe areas. Performs 
equally well for black 
and white or color. 
Helical high-band sec- 
tion combined with 
straight and folded di- 
pole low-band sections provide top-quality performance across the 
entire VHF band. Unwanted signals and multi-path reflections are 
minimized by acute horizontal forward response. Exceptionally high 
front-to-back ratios of up to 22 db on low band and up to 28 db on 
high band screen out ghosts and interference—give high-resolution 
picture detail. Gold anodized to resist oxidation and corrosion. 
U-bolt assembly locks 1” square boom to mast—two 1” tubular 
braces for rigidity. Preassembled for ‘flip’ installation. Less mast 
and 300-ohm twin line. Shpg. wt., 10 lbs. Only $2 Down. 

MepereeOOs, Dict, $44.50. NET, .... 6... 2-.. 00 secres cars 26.17 


MODEL PX911. As above, but has silver aluminum finish. Shpg. wt., 
10 lbs. Only $2 Down. 


Meares, Last, $36.95. NET. oo... oes oe vce cow ecle es 21-73 


® Narrow Beam Width 
® Good High-Band Gain 


Provides an extremely high 

front-to-back ratio for ex- 

3 cellent rejection of unde- 

f sired signals. Delivers top 

NET : performance on all VHF 

Q channels in semi-fringe areas 

; —can also be used in strong- 

= ties ht brs a 

Up to ard gold-anodized surface 

$2 down for resistance to tarnish and 

Z corrosion. Long elements are 

reinforced with aluminum dowels—heavy-gauge boom is full 1” 

square. Designed for reduced wind resistance and ice loading. 

tenna is completely pre-assembled—just flip elements into grip- 

locking brackets. Constructed of rugged, solid-drawn aluminum. 
Less mast and 300-ohm twin line. Shpg. wt., 8 Ibs. 


tek kek «~MODEL ANS400 “BANSHEE” 


* 30-Element Design 

* Gold Anodized 

* Powerful Twin- 
Driven Elements 


sid ager 


Engineered to bring sharp, clear pictures to deep-fringe TV viewers. 
The ANS400 employs powerful twin-driven elements with preci- 
sion cut and spaced directors and reflectors that extend high-gain 
response across the entire VHF band. Its low silhouette produces 
low wind resistance—its gleaming gold-anodized finish offers long 
protection against weathering and corrosion. 


Increased sensitivity is obtained through use of loading coils on the 
director elements. These coils provide an efficient match on both 
high and low VHF bands for maximum TV signal pickup. Two 
braces of 1” aluminum tubing solidly support entire length of 1” 
square boom. Driven elements are rugged 1” and 34” diameter tub- 
ing with ends capped for weather protection. Dipoles are ‘‘sleeve” 
reinforced for added strength. Less mast and 300-ohm twin line. 
Shpg. wt. 9 lbs. $2 Down. 

7@.CZiSQ5, list, $44.20, NET 2 2ich, 5s sa sc dee ee 25.99 


ke %&%& MODEL AN400 “BANSHEE” 


19 Elements—For Up To 85 Miles—Gold Anodized==Low Silhouette. 
Twin-driven elements with phased detectors and reflectors. Mini- 
mizes snow and ghosts in near fringe and fringe locations. Same 
rugged construction as ANS-400, above. Less mast and 300-ohm 
line. Shpg. wt., 8 Ibs. 

78 CZ 506, List, $28.50. NET........ Ne eR aA 16.76 


etek te “MODEL ANS300 “SUPER BLITZ BANSHEE” 


27 Elements—Up To 125 Miles—Gold Anodized—Low Silhouette. 
High performance antenna employing efficient multi-function ele- 
ment design. Features twin driven elements in a super-sensitive 
broad-band array. Includes two 1” diameter braces for support. Less 
mast and 300-ohm twin line. Shpg. wt., 9 Ibs. Only $2 Down. 

Ol CZ S52 List, $4070. NET. et. On = 23.93 


eke MODEL AN300 “BLITZ BANSHEE” 


17 Elements—Up To 85 Miles—Gold Anodized—Low Silhouette 
Efficient VHF antenna for TV channels 2 to 13. Features same twin 
driven dipole and multi-function element design of Model ANS300 
above. Less mast and 300-ohm twin line. Shpg. wt., 9 Ibs. 

91 CZ 353. List, $26.10. NET 


Up to 
125 Miles 


* 24-Element Design 
® Gold-Anodized 


we) 
LF > * Rigid Construction 
PF expertly engineered 


broad band array for supe- 
rior reception in subur- 
ban, fringe or deep fringe 
areas. Produces high gain 
signal with flat response 
over the entire VHF band 
for sharp, clear pictures 
with rich, deep contrast. 
Popular inline design 
utilizes separate low band 
and high band collectors, reflectors and directors that achieve excel- 
lent front-to-back ratios for extremely high signal to noise level. 
Tough gold-anodized surface affords high protection against corro- 
sion and oxidation. Completely preassembled for simple installa- 
tion, With rugged 1” square crossarm, reinforced elements, ‘‘Perma- 
Lok"’ brackets, double U-bolt. Less mast and 300-ohm twin line. 
Shpg. wt., 10 Ibs. $2 Down. 


7EEL5O7 “Viste $45 OO NED wt. ob ks de oles. 26.46 
MODEL FB520. As above, but silver aluminum finish. 
78 CZ:608 hist, $37:50° INERT o eo eS 2 22.05 


keke ke MODEL AB510 “DX FIRE-BALL” 


(Not illustrated). Gold-anodized, 14-element inline unit. For use in 
areas up to 100 miles from TV station. Low band and high band 
dipoles work both individually and jointly. Exceptional directivity 
on all VHF channels. Less mast and 300-ohm twin line. 8 lbs. 


Panel, Bist: $3430: NET. <5 04 wai e -\. 6s 2a eae 20.17 
MODEL SX711. Same as AX711, but silver aluminum finish. 
mee JS. List, $29.35. NETS. Ry oi ota cadicaceie rs 17.26 
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78 CZ509 tact o$3140- WEE close oR ted 18.46 
MODEL FB510. As above, but silver aluminum finish. 
78 CZ 510. List, $27.50. NET............ sce g:sieo eines ore Lae 


Items with U or Z in Stock No. Shipped Express or Truck 
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*) 
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length 
Very s 


eee 


“PACE- 
SETTER” 


125 Miles 
10 Element 


Extremely High Gain 


““PACE-SETTER” YAGI ANTENNAS 


Yagi type antennas offer extremely high 
gain characteristics and exceptionally sharp 
directivity for maximum signal reception in 
deep fringe areas. Each antenna listed be- 
low is specifically designed for a single chan- 
nel, in order to provide maximum perform- 
ance on that channel. All feature rustproof, 
seamless aluminum crossarms with 1” O.D. 
“Pace-Setter’’ antennas are completely pre- 
assembled for quick and easy installation. 
Any of these Yagi type antennas may be 
stacked for even greater signal gain by using 
specified harnesses, listed below. Less mast 
and 300-ohm twin line. 


{al kkk SINGLE CHANNEL 10-ELEMENT 
TYPES—125 Miles. Will provide 52% 
more signal gain than conventional 5-ele- 
ment type yagis. Ten elements on a full 
length crossarm deliver over 1144 db gain. 
Very sharp directivity. Y-type boom brace 
supplied with low band antennas (for chan- 
nels 2 to 6) for additional support. Av. 
shpg. wt., 9 Ibs. 


No. Type 3 List EACH 
98 CZ 231|10z2 | 2 ($22.94) 13.48 
98 CZ 232 | 1023 22.24 | 13.07 
98 CZ 233 | 1024 21.41| 12.59 
98 CZ 234 | 1025 20.57 | 12.09 
98 CZ 235 | 1026 20.16} 11.86 
98 CZ 236 | 10Z7 a 
En | 
98 CZ 239 | 10Z10 9.25 |5.44 
98Cz240| l0z11_| 11 
98 CZ 241 | 10Z12 
98 CZ 242 | 10213 


3 & & SINGLE CHANNEL 5-ELEMENT TY PES— 
85 Miles. Similar to above, but have 5 ele- 
ments. High-gain, single-driven-element 
yagis. Provide 9 db gain on all channels. 
Consists of 3 directors, 1 reflector and 1 
folded dipole. Av. shpg. wt., 5 Ibs. 


No. Model | Chan. List EACH 
98 CZ 322 | 522 2s "| Seay MeoS 
98 CZ 323 | 523 3 12.25 | 7.20 
98 CZ 324} 524 4 11.85 | 6.97 
98 CZ 326} 525 5 10.60} 6.23 
98 CZ 327 | 526 6 10.45 | 6.14 


“PACE-SETTER” STACKING HARNESSES 


Matching harnesses for stacking any of the 
5-or 10-element yagi antennas listed above, 
for extra gain. Av. shpg. wt., ¥% Ib. 


No. Type For Ch. EACH 
92 CX 253 YT2 2 
92 CX 254 YT3 3 
92 CX 255 YT4 4 1.03 
92 CX 256 YTS 5 . 
92 CX 257 YT6 6 
91 CX 380 YT713 7-13 13 


Up To 
40 Miles 


iG 


“VEE 
BEAM" Up To 
60 Miles 


QUALITY “VEE-BEAM"” VHF ANTENNAS 


x MODEL Q800—40 Miles. Vee-Beam 
antenna—covers channels from 2 to 13. 
Engineered for increased gain, especially on 
high band. ‘‘Quick-Rig” pre-assembled de- 
sign for rapid, easy installation—entire 
array slides out of package readily for flip- 
assembly; elements automatically lock in 
place. Simply slip each section of the an- 
tenna in place; mechanical grooves and 
locks secure them permanently. Line ten- 
sion reliever protects twin-line connection. 
Features corrosion-proof, aircraft aluminum 
construction throughout. Supplied complete 
with 1%” boom. Includes built-in lightning 
arrestor. Less mast and 300-ohm twin line. 
Shpg. wt.. 3% Ibs. 
98 CU 166. List, $6.25, NET....... 3.67 


4 & MODEL Q801—60 Miles. Two-bay, Vee- 
Beam antenna. Consists of two of the above 
Model Q800 vee-beams stacked together to 
provide an additional 3 db gain. Includes 
half-wavelength, mast-supported jumper 
harness for 300-ohm impedance match. 
Gives excellent reception in metropolitan- 
suburban areas and in near-fringe localities. 
Its high sensitivity and sharp directivity de- 
liver clear, steady pictures, Less mast and 
300-ohm twin line. Shpg. wt., 7 Ibs. 

98 CZ 167. List, $12.40. NET...... Tone, 


NEW TRANSLATOR UHF ANTENNAS 


4 %& MODEL TR612— 
60 Miles. New, 12- 
bay UHF antenna 
designed especially 
for reception over 
long distances. 
Sharply directive 
and highly sensitive 
on UHF channels 
70-83, Average 15 
db gain is obtained 
from 12 horizontally 
and vertically wide- 
spaced and phased 
“cardioid’’ dipoles 
working off an over- 
sized reflector. Re- 
flector also shields antenna from undesir- 
able rear signal and noise pick-up. Has 
rigidly constructed galvanized wire screen 
with precision-formed 1%” solid aluminum 
dipoles. Factory preassembled for quick, 
easy installation. Less mast and 300-ohm 
twin line. Shpg. wt., 10 Ibs. 

78 CZ 500. List, $24.95. NET......14.67 


+ MODEL TR606—40 Miles. Similar to Model 
TR612 above, but has 6 wide-spaced and 
phased ‘‘cardioid’’ dipoles working off an 
oversized reflector. Provides an average 
signal gain of 12 db. Less mast and 300- 
ohm twin line. Shpg. wt., 7 Ibs. 

78 CZ 501. List, $11.95. NET...... 7.03 


%& LOW-COST CONICAL WINDOW ANTENNA 


MODEL C119. Low-cost, all-aluminum conical window 
antenna for strong-signal areas. Ideal for apartment 
buildings, hotels, etc., or wherever roof-top installations 
are not practical, but where the greater signal gathering 
power of an outdoor antenna is desired. Extremely simple 
to install. Easily fits on the outer frames of most windows 
—adjustable from 32” to 42” in width. Antenna can be 
adjusted to proper position for best reception. Comes 
complete with all necessary mounting hardware—ready 
for quick, convenient installation. Less 300-ohm twin line 


for connection to TV set. Shpg. wt., 7 Ibs. 


O7 GX OSAINEL te cess sins ee os 
Items with U or Z in Stock No. Shipped by Truck or Express—See Page 434 


UHF -VHF 


85 Miles 


UHF AND VHF-UHF ANTENNAS 


%ex& = UN105. UHF-VHF antenna for 
channels 2 to 83. 4-bay for extra gain 
and signal sensitivity for semi-fringe 
areas. Features Redwood crossarms. Pre- 
assembled. Simply swing sections open 
and tighten. Has anti-rust, anti-corrosion, 
all-aluminum elements. Less 300-ohm line 
and mast. Wt., 51% lbs. 
92 CU 107. List, $11.60. NET.....6.82 


p) xxx MODEL UHF212. 12-bay, UHF 
bowtie antenna for fringe area reception. 
Designed to provide extremely high gain 
over all channels. Screen is engineered for 
efficient shielding of conical sections. Pro- 
vides sharp directivity; greatly reduces in- 
terference. Pre-assembled for quick, easy 
installation. Less mast and 300-ohm twin 
line. Shpg. wt., 10 lbs. 

92 CU 551. List, $33.50. NET..... 19,70 


*& & MODEL UHF208—60 Miles. 8-bay, UHF 
bowtie antenna for semi-fringe area recep- 
tion. Uses wire mesh reflector and matched 
elements to provide optimum gain on all 
channels. Rigidly constructed; solid alu- 
minum rods and galvanized screen. Pre- 
assembled for simplified, rapid installation. 
Less mast and 300-ohm twin line. Shpg. 
wt., 8 lbs. 

92 'CU 550. List, $23.50. NET......13.82 


se MODEL UHF202—40 Miles. 4-bay UHF 
bowtie antenna for suburban areas. 
Provides high gain on all channels and 
reduces snow and troublesome reflec- 
tions. Features ‘““Custom-Channel”’ 
calibrator—permits peaking individual 
channels for optimum response. Precision 
spaced elements and phasing harness for 
maximum gain, Galvanized grid wire screen 
with %” O.D. solid aluminum rods. Pre- 
assembled for fast installation. Less mast 
and twin line. Shpg. wt., 6 Ibs. 

92 CU 151. List, $8.95. NET....... 5.26 


xe MODEL UHF410—40 
Miles. UHF corner re- 
flector provides excel- 
lent suburban reception, 
High front-to-back and 
front-to-side ratio mini- 
mizes co-channel and 
adjacent channel in- 
terference and ends 
“ghosts”. The twin-an- 
gled multi-grid reflec- 
tors trap maximum sig- 
nal strength and reflect 
it back onto the bowtie 
dipole with greatly in- 
creased intensity. Fea- 
tures extremely sharp directivity. Provides 
optimum beam width for maximum gain, 


Rigidly constructed of solid, lightweight, 
rust and corrosion resistant aluminum, 
Flips open like a book for quick, easy instal- 
lation. Less mast and 300-ohm twin line. 
Shpg. wt., 6 lbs. 

92 CX 152. List, $8.25. NET....... 4.85 


TELEVISION ANTENNAS 
AVAILABLE ON ALLIED'S 


EASY PAYMENT PLAN 
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HIGHLY EFFICIENT VHF & UHF AMPHENOL TV ANTENNAS 


114-005 


VHF 


INLINE VHF ANTENNA 


*MODEL 114-005. For all VHF chan- 
nels. Ideal for metropolitan and suburban 
use. Unusually broad frequency response. 
Uni-directional pattern and excellent im- 
gig match on high and low-bands re- 
ces stray reflections and ‘‘ghosts.”’ 
Antenna elements constructed of sturdy 
aluminum tubing. Mast is heavy-gauge steel. 
Includes one 5’x34” mast, guy ring, mount- 
ing bracket, hardware, stand-off insulators, 
75 feet of high-quality 300-ohm twin line. 
Shpg. wt., 7 lbs. Express or truck only. 
97 CU 438. List, $19.50. NeET......1L70 


%*MODEL 114-009. Same antenna as 114-005 
above but less 300-ohm twin line. Shpg. 
wt., 6 lbs. Express or truck only. 


97 CU 439. List, $17.00. NET..... 10.20 


MODEL 114-040. Same as 114-005 above, 
less mast, twin line and stand-off insulators. 
Shpg. wt., 5 lbs. Express or truck. 

97 CU 492. List, $13.95. NET....... 8.37 


INLINE STACKED ARRAY 


%AMODEL 114-314—60 Miles. Ruggedly 
constructed, 2-bay stacked antenna, Con- 
sists of a top and bottom bay properly 
phased for all VHF channels, Each bay 
consists of 2 folded dipoles and a low-band 
reflector element, and is similar in construc- 
tion and performance to Model 114-005 in- 
line antenna shown above. Low-band folded 
dipole of each bay acts as reflector for high- 
band dipole when receiving channels 7-13. 
Less 300-ohm line and 10-ft. mast. Shpg. 


BA: 17.40 


' wt., 12 lbs. Express or truck. 


97 CU 454. List, $29.00, NET 


Time-Proven Design 


Channels 
14-83 
114-026 114-058 


“PIGGY-BACK" VHF ANTENNA 


% MODEL 114-026. Amphenol’s extremely 
popular ‘‘Piggy-Back’’ antenna—a par- 
ticularly fine choice for locations where 
high and low-band TV signals are received 
from different directions, Eliminates the 
need for compromising low-band reception 
in order to obtain good high-band recep- 
tion, and vice-versa. Consists of individual, 
2-element high-band and low-band antenna 
sections to permit separate directional ad- 
justments for peak performance and min- 
imum “‘ghosts’’ on channels 2-6 (low band) 
and 7-13 (high band). Includes: 5-ft. mast, 
clamps, guy ring, harness, mounting sup- 
port, stand-off insulators, 75 feet of 300- 
ohm twin line and complete, easy-to-follow 
installation instructions. Shpg. wt., 10 Ibs. 
Shipped by express or truck. 


97 CU 360. List, $19.50. NET...... 1.70 


UHF CORNER REFLECTOR 


* MODEL 114-058, Engineered for high gain 
over channels 14 through 83. UHF corner 
reflector design has proven most efficient 
antenna for both strong and weak signal 
areas. Excellent horizontal and vertical 
characteristics reduce “‘ghosts” and inter- 
ference. Spacing and dimensions of the 
elements and reflectors assure maximum 
broadband reception. Ascending signal gain 
of 18 to 13 db across entire UHF range. 
Impedance matches 300-ohm twin line. 
Electro-galvanized steel reflectors designed 
to resist corrosion. Fits masts up to 114” 
O.D, Complete with all necessary mounting 
hardware and easy-to-follow instructions. 
Less mast and 300-ohm line. Shpg. wt., 8 
Ibs. Shipped express or truck. 


97 CU 263. List, $12.50. NET...... 7.50 


| VHF antenna utilizes 7 


< Amphenol, Taco, Davis, RMS Antennas 


TV ANTENNAS AND 
ACCESSORIES ARE 


AVAILABLE ON OUR 
EASY PAYMENT PLAN 


NEW RMS TV ANTENNA 


y 


Up To i! 
nique 
125 Miles Decide 


ek He MODEL 1007. New, ‘‘Wavebooster” 
folded dipole ele- 
ments for increased signal gain and greater 
mechanical stability. Provides excellent 
color and black and white reception on all 
channels from 2 to 13. Elements are de- 


| signed for decreasing impedance from feed 


point to front end—each element receives 


| an equal amount of current for maximum 


total gain. High front-to-back ratio and 
close line impedance match provide sharp, 
clear pictures—very effective in minimizing 
ghosts and interference. 


Has “snap-lock” design for quick, easy in- 
stallation. Unique, ‘‘quadro-grip"’ U-bolt 
assembly secures antenna to mast 4 times— 
prevents turning and slipping. Less mast 
and 300-ohm line. Shpg. wt., 16 lbs. 

78 CZ 546. List, $44.30, NET 


*& & *& KMODEL 1007S—150 Miles. Consists 
of 2 of above Model 1007 antennas stacked 
together for greater gain. Shpg. wt., 32 Ibs. 
78 CZ 547. List, $90.00, NET...... 52.92 


He %& KMODEL 1005—85 Miles. Similar to 
1007 above, but 5 dipole elements. 12 Ibs. 
78 CZ 548. List, $31.40, NET..:... 18.46 


/ NEW TACO T-BIRD TV ANTENNAS 


ee AMODEL G707-8. Gold anodized “‘T- 
Bird” TV antenna. Eight specially designed 
elements provide up to 124 db signal gain 
on channels 2 to 13, Gold anodized surface 
assures maximum protection against corro- 
sion and weathering. Shpg. wt., 12% Ibs. 


78 CZ 550. List, $61.95. NET....:36.43 


*& & & KMODEL 707-8—150 Miles. Same an- 
tenna described above, but non-anodized. 
Shpg. wt., 1214 Ibs. 

78 CZ 551. List, $54.95. NET...... 32.31 


*New Design Provides Increased Sensitivity, 
Sharp Directivity 
*ldeal for Black and White or Color TV 


Newly designed ‘‘T-Bird’’ TV antennas pro- 
vide extremely high gain, sharp directivity, 
and high front-to-back ratios. Provide up to 
12% db gain for bright, clear TV pictures. 
Minimize interference and permit excep- 
tionally good fringe area reception on chan- 
nels 2 to 13, Extremely flat response across 
all channels assures full picture definition— 
makes antenna ideal for use with color TV. 
Models G707-8 and 707-8 have double 
trussed crossarm for extra mechanical 
strength. Less mast and 300-ohm twinline. 


*& &*wKMODEL G707-6—125 Miles. Gold 
anodized ‘‘T-Bird” antenna. Same as Model 
G707-8 above, but has 6 elements and single 
crossarm construction. Gold anodized sur- 
face protects antenna against weathering 
and corrosion. Shpg. wt., 9 Ibs. 


78 CZ 554. List, $43.95. NET.....25.84 


kk A MODEL 707-6—125 Miles. Same an- 
tenna described above, but has non-ano- 
dized surface. Shpg. wt., 9 Ibs. 

78 CZ 555. List, $37.95. NET...... ZLad 


*& & &KMODEL G707-5—85 Miles. Gold anodized “‘T-Bird"' antenna. Same as Model G707-8 
shown above, but has 5 elements and single crossarm. Shpg. wt., 6% Ibs. 


VSCZ 552. List, $31.95. NET. :...05..-5.4- 


ek *AMODEL 707-5—85 Miles. Same as G707-5 above, but non-anodized. Wt., 6% Ibs. 


78 CZ 553, List, $26.95. NET............. 
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DAVIS UHF-VHF TV ANTENNA 


Lj 


\ 
AN 


\\tar: 


Y 


125 Miles 


& & & & MODEL SV-ZR-I “ZIG-RIG.” Provides 
excellent deep-fringe area VHF reception 
and excellent UHF reception in metropoli- 
tan and suburban signal areas. Delivers 12 
db or more gain of high channels. Features 
electric dipole separators. Antenna is equip- 
ped with 2 matching harnesses—permits 
peaking antenna on weakest channel and 
still maintain good all-channel coverage. 
Shipped preassembled for quick and easy 
installation—just flip the elements in place. 
Less mast and 300-ohm line. Shpg. wt., 12 
lbs. By express or truck only. 

92 CZ 210. List, $29.95. NET....... 17.61 


MODEL SK-1 STACKING KIT. For horizontal 
or vertical stacking of 2—SV-ZR-1 (listed 
above). Shpg. wt., 1}4 Ibs. 

51 CX 054. List, $3.25. NET......... 1.91 
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KNIGHT ALL-DIRECTION 
FM ANTENNA KIT 


Uniform 
Gain 
From All 
Directions 


® Superb Reception 

® Ideal for Hi-Fi 

® Includes Mounting 
Hardware 


Gain 


FM Antennas and Antenna Kits 


FINNEY FM ANTENNAS 


gr Se. 


“Geomatic” 
Design 


= MODEL FM-3 ANTENNA 
, A top-quality FM antenna kit at a money” All-direction FM antenna kit. Provides un- (Not illustrated.) An extremely effective 
saving price. Two folded dipoles mounted usually fine reception over the entire FM broad band fringe-area FM antenna at a 
at right angles to each other provide uni- band, 88 to 108 mc. Incorporates two stur- very moderate cost. Features a highly direc- 
form gain from all directions. Eliminates dy, well designed folded dipoles mounted at __ tive 4-element yagi design for outstanding 
need for rotator. Excellent response across right angles to each other for complete 360° gain on the FM band, 88 to 108 me. All- 
the entire FM band. Elements constructed coverage without rotation. Dipoles are aluminum construction with square boom, 
of heavy walled, extruded aluminum for matched with a special quarter wave phas- Folded dipole driven element for closer im- 
maximum weather resistance. ing stub for optimum match to 300-ohm line. pedance matching and maximum energy 
Complete kit includes: rugged 5-ft. mast; Simplified installation. Each folded dipole transfer. Double wall reinforced elements 
50 feet of 300-ohm twin line; sturdy, uni- attaches easily to pre-drilled 5-foot mast. have snap-out brackets. Elements lock in 
jue versal mounting base; 1 mast stand-off in- Universal base will mount on any surface open position. Less mast and 300-ohm twin 
gn sulator; and other necessary hardware— from horizontal flat roof to vertical sidewall lead. Shpg. wt., 5 Ibs. 
at one low price. Instructions included for and allow mast to be adjusted to vertical 92 CU 281. List, $13.00, NET.....- 7.64 
=< easy assembly. Shpg. wt., 734 Ibs. 6 pean Sit eclons Oats 300-ohm trans- 
le- mission line; heavy-duty 5-ft. antenna mast; 
ia arGil SA SsINEL it stk cate ak RAT: univers 24 mounting base; 2 mast stan dof MODEL EM-5 ANTENNA 
nt insulators; an screw-eye stand-off insu- Superb 10-element FM antenna for peak 
all TACO FM ANTENNAS lators. Shpg. wt., 6 Ibs. peace in remote and weak signal areas. 
te- 92 CU 278. List, $14.50, NET.....- 8.53 Features twin driven elements and precisely- 
ed MODEL FM-2 ANTENNA KIT spaced enor ict pose ater 
bind y across the entire and fro 
ae A particularly fine choice for use where all mc. Gold-corodized finish on all aluminum 
nd signals are received from approximately the parts resists weathering and assures reten- 
Be: signals fection. Employs an efficient FM tion of original charactettst =. Heavy-duty, 
ng dipole plus a reflector element to achieve square boom with suspension-type bracing 
high signal gain and good directivity. Gain phe aged ats support, Sn: ae 
monet 6445 6 ELEMENT FM ANTENNA | #2 25,40. Features rugged, witittrinum postion i venag lock” brackets Less mas 
alt Single-bay, 6-element yagi antenna for top boom and elements are completely pre- and twin lead. Shpg. wt., 8% lbs. 
— FM performance in weak signal areas. Uni- | assembled with “‘snap-out,” self-aligning 91 CZ 329. List, $36.35. NET....- 21.37 
st ea one wa ol ar fos aluminum brackets—designed for quick, 4 
gain. Completely assembled. Elements «moli : : : i 
5 ae ama eee inant S00. | Smplied airiace: Kit supplied with MODEL FM-4 ANTENNA 
ohm twin line. Shpg. wt., 7 Ibs. 8 ft. antenna mast, heavy-duty mounting (Not illustrated.) Deluxe 6-element FM 
a 92 CZ 546. List, $20.20. NET..... AL88 | base, 50-ft. 300-ohm twin line, 2 mast-type antenna. Twin driven elements offer high 
‘ stand-off insulators, and 3 screw-eye stand- ain across entire and. Less mast. an 
¥ MODEL 610 10-ELEMENT FM ANTENNA | off insulators. Shpg. wt., 672 Ibs. 4 $00-ohm twin lead. Shpg. wt., 62 Ibs. 
2 Single-bay, 10-element yagi antenna for 92 CU 279. List, $14.50. NET...... 8. 92 CZ 280. List, $24.90. NET....-- 14.64 
* neeyt pad Ba ig a FM reception. | FMS STACKING KIT. For stacking two FM-2, FM-3, FM-4 or FM-5 antennas. 1 Ib. 1.97 
O gain. Sharp directivity—extreme- sab 2°95 * WET... os occ cece c des eeeeam sds *6G ea 3) 5 eee . 
; ty high : (5 rai, Comple ‘ely covemniied for 92 CX 597. List, $3.35, NET.....-.-- 
simplified installation. Arms swing out— 
7 lock in place, Less mast, 300-ohm twin line. MODEL FMT-A FM ANTENNA KIT 
A Shpg. wt., 1014 Ibs. Enjoy the finest FM reception your tuner or FM Mounts On 
92 CZ 547. List, $29.25. NET..... 17. 20 radio can deliver with this all-directional antenna Your Present 
MODEL 646 STACKING KIT. Phasing line, in- ap beta a ruggedly repre preassem- TV Mast 
sulators, hardware. Permits stacking two ae gaat i ae ee t SS tarsi oe Aas 
644B or 610 antennas. Wt., 1 lb. install upplied with special TV mn et “ts SimDIE : SS — 
92 CX 548. List, $2.65. NET........ 1.56 | installation on your present TV a ee The two SSS 
: need for ee additional mast oe gece Mee we —— 
antenna elements are accurately matche: with a 
MODEL 624STL FM ANTENNA special quarter-wave phasing stub for optimum Pre-Assembled 
An excellent value gain and approximate circular, all-direction radia- fe) 
in a unique, stacked tion pick-up pattern. Provides strong reception Snap-Out 
FM antenna—com- over the entire FM band. Kit includes an FM Design 
bines an all-direc- antenna, 50-ft. of twin line, two mast insulators, 
tional pickup pat- 3 screw-in insulators, plus mounting bracket. Shpg. wt., 6 Ibs. 
tern with high gain. 91 CX 330, List, $14.50, NET.......cc-ssseee cess cenenseeseeaueeesceneestaas 8.53 
enalste' of, two 4 : 50, NET. ¢..paccc cscs cose evens deine sasettaensee 
2 Cea toe 
s ipoles connecte 
n with a phasing net- AMPHENOL 114-010 FM ANTENNA KIT 
"4 ls eed ae rs Amphenol’s highly popular, all-directional FM dipole antenna, 
5 Hon: raleaet Si Provides gain equal to that of an efficient folded dipole across 
. the entire FM band, 88 to 108 mc. Widely used where stations 
= are particularly 2 - a " rs 
3 suited to locations are received from many different directions. Elements are of ¥ 
i where stations must O.D. aluminum tubing to resist weathering and corrosion. An- Recvives 
tenna is ruggedly constructed to withstand high winds and icing. : 


be received from 


several different di- Employs 2 folded dipoles mounted at right angles to achieve an FM 


essentially circular pickup pattern. Quarter wave phasing stub 


— 


: rections. S d- ' (suis . 

) Sieaicak Pi hemp ie precisely matches both elements to 300-ohm twin line. Stations 

' vides unusually good gain across the entire Supplied complete with full set of accessories for easy, time- From All 
FM band. Sturdy, all-aluminum construc- | saving installation. Includes conyenient, universal, swivel-type 


mounting base bracket for simplified mounting of antenna on Directions 
‘ either a flat or sloping roof, 75 feet of quality 300-ohm twin line, t 
line. Shpg. wt., 714 lbs. all hardware, and sturdy 5-ft.x34” O.D. mast. Wt., 7 lbs. 9.75 


92 CU 039. List, $14.95. NET...... 8.79 | 97 CU 434. List¥$16.25. NET.........200e 20ers eee f 
Items with U or Z in Stock#No. Shipped Express or Truck 


tion. Antenna is supplied with heavy-duty, 
10-ft. aluminum mast. Less 300-ohm twin 


_ FM and Indoor TV Antennas 


JFD AFM FM ANTENNA KITS 


All-Directional 
Design 


AFM-100 


One-Package 
FM Installation 


K-G DELTA-BEAM ANTENNA 


An efficient all-channel indoor antenna provid- 
ing excellent reception on VHF channels 2-13 
and UHF channels 14-83. Six-position switch 
matches line impedance, tuning antenna to 
match receiver input. Also has highly effective 
“ghost” chasing switch. Dipoles are easily ad- 
justed to the length and angle which provides 
the best picture. Has tip-proof brown bakelite 
base. Size: 9” high; each arm extends to 15”, 
Supplied complete with 6 feet of 300-ohm twin 


For Up To 
75 Miles 


e Pre-Assembled 
© Gold-Anodized 
@ Universal Mount 


AFM-175 


AFM-100—75 Miles. A sensitive, all 
directional FM antenna complete 
With roof mount and all installation 
accessories—at an exceptionally low 
price. Ideal for locations where FM 
reception is available from more 
than one direction. Turnstile design 
insures that antenna elements are al- 
Ways correctly oriented to pick up 
‘optimum signal strength from the 
station desired. Gold-anodized all- 
aluminum weather-resistant con- 
struction. Preassembled for quick, 
easy assembly. Kit includes every- 
thing necessary for complete instal- 
lation; antenna, 5’ aluminum mast, 
galvanized steel guy ring, universal 
base mount for wall or roof installa- 
tion, 4 woodscrew standoffs, and 50 
feet of 300-ohm line. 5% Ibs. 

91 CX 987. List, $15.95. NET...9.38 


AFM-175—75 Miles. Similar to above, 
but for installation on existing TV 
antenna mast. With supporting 
mast and brackets, 50’ of 300-ohm 
twin line and 4 stand-offs. Shpg. 
wt., 4 Ibs. 

91 CX 219. List, $13.95. NET...8.20 


KNIGHT VHF ANTENNA 
Here’s a popular in- 
door television an- 
tenna at unusually 
low cost. Features 
efficient, time- 
proven ‘‘rabbit ear” 
design. For use on 
VHF channels from 
2 to 13—quickly 
and easily adjusted 
for clear picture 
with a minimum of 
ghosts and interfer- 

ence. Also excellent for FM recep- 
tion. Uses sturdy, 3-section, brass- 
plated telescoping elements for con- 
venient adjustment to desired length. 
Bakelite base is weighted to prevent 
tipping. Felt padding on base pro- 
tects TV set. With 3 ft. of 300-ohm 


line. Shpg. wt., 2% Ibs. 
O2:CiO1'3. MET.) Sst Sea tee nee 5.85 


“Picture Boost” 
Matching Circuit For 
Extra-High Sensitivity 


“EMBASSY” VHF ANTENNAS 


Extremely popular indoor TV an- 
tenna. Features a patented internal 
circuit for increased gain, and pro- 
vides excellent reception in metro- 
politan areas, Exclusive 12-position 
switch assures sharp, clear pictures 
on all channels from 2 to 13—elim- 
inates annoying ghosts and inter- 
ference. Four-section, all-brass tele- 
scoping arms extend to 102”; pro- 
vide the increased signal gain re- 
quired for reception in unfavorable 
locations. Complete with 6 feet of 
300-ohm twin line, Size, 14x4x3 2”. 
Shpg. wt., 2% Ibs. 

92 CX 066. Mahogany finish. 

92 CX 574. Maple Walnut finish. 

92 CX 067. Ebony finish. 

92 CX 068. lvory finish. 

List Each, $19.95. NET EACH. .9.95 


ALL-CHANNEL 
ANTENNAS 


@ 12-Position Switch 

¢ 4-Section Brass Arms 
Increased Gain 

e Beautiful Finishes 


“Radar Loop” 
Design 


a a 


“REMBRANDT” UHF-VHF ANTENNAS 


Indoor antenna featuring ‘radar 
loop” design plus all-angle telescop- 
ing dipoles. Delivers clear all-chan- 
nel reception. Convenient 12-posi- 
tion switch permits adjustment of 
antenna for maximum efficiency— 
highly effective in eliminating ghosts 
and interference. ‘‘Radar”’ loops are 
inductively coupled to the telescop- 
ing dipoles. Dipoles and loops can 
easily be adjusted to provide best 
reception. Has luminous numerals 
which are easily visible in darkened 
room. Wide rectangular base pre- 
vents tipping. Complete with twin 
lead. Shpg. wt., 3% Ibs. 

92 CX 062. Mahogany finish. 

92 CX 064. Ebony finish, 

92 CX 065. Ivory finish. 

List Each, $16.95. NET EACH. .9.95 


TRICRAFT ANTENNA 


Tip-Proof 


Base Channels 


y) 2-13 


Highly efficient VHF indoor an- 
tenna for bringing in sharp, clear 
pictures in metropolitan areas. Care- 
fully engineered helix coil, rigidly 
mounted on sturdy, mahogany plas- 
tic base. For all channels from 2-13. 
Minimizes ‘‘snow,” ‘“ghosts,’’ and 
interference. Requires no adjust- 
ment. Tip-proof base. Height, 14’; 
width (span), 32”. Easy to assemble. 
Complete with 6-ft. length of 300- 
ohm twin-line, tipped with spade 
lugs, for quick, easy installation. 


twin-line. Shpg. wt., 2 Ibs. 
meee O25. NET 2%. ches» os 1.32 
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Shpg. wt., 2 Ibs. 
92 CX 126. NET 


HI-LO ANTENNAS 


AAA REA? 


Channels 


Requires No 
2-83 


Adjustments 


Gold-Finish 


MODEL 202. UHF-VHF SPIRAL-TENNA. 
This popular indoor TV antenna 
provides excellent gain over the en- 
tire UHF-VHF bands. Minimizes 
“ghosts” and interference. Gold fin- 
ish. Tip-proof base. Height 14”; 
width (span), 32”. Supplied com- 
plete with 6-foot length of 300-ohm 
twin lead attached. Shpg. wt., 2 lbs. 
98. CX 449. NEM. Jhansi eee 5.85 


MODEL 101. VHF. Similar to Model 
202 described above, but for VHF 


reception only. 
97 CX 391. NET.. Geeeoe 


Antennas Are Available on Allied’s Easy Payment Plan 
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MODEL TA-147 UHF-VHF ANTENNA 


Famous indoor 
antenna featuring 
smart styling and 
outstanding per- 
formance. Has 
high signal gain; 
minimizes inter- 
ference and ghosts. 
Employs 6-posi- 
tion impedance 
matching switch; 
permits adjust- 
ment for maxi- 
mum efficiency on 
channel being received. Adjustable, 
3-section brass dipoles easily posi- 
tioned for clearest picture. Base is 
weighted to prevent tipping. Has 
felt pad; will not mar finish. Includes 
5 ft. of 300-ohm twin line and spade 
lug terminals for quick attachment 
to TV set. Shpg. wt., 2 Ibs. 

Q2IGM AE NET «00.0 bee ene 204) 


MODEL TA-149 UHF ANTENNA 


Carefully con- 
structed indoor 
antenna for ex- 
cellent reception 


twin-bowti 
dipoles and a 
screen reflector [+ 
for superior pic- 
ture clarity. Can 
be used in any 
strong-signal area. Antenna attrac- | 
tively finished in gold anodizing and 
jet-black satin enamel. Has tip- 
roof base with four extremely short 
egs. Supplied complete with 300- 
ohm twin lead, tipped with spade 
lugs for quick connection to TV set. 
Overall size (HWD) is 12x12x6”. 
Shpg. wt., 2 lbs. 
Dre OVO NET s- . «cuts oe 


“HIDE-A-WAY” VHF ANTENN 


Compact, plastic- ; 
cased ‘‘Hide-A- 
Way” antenna. 
Provides excellent 
all-channel metro- 
politan-area re- 
ception. Telescop- 
ing elements are 
made of durable, 
nickel-plated brass 
tubing. Elements 
are mounted on 
ball-joint swivels; 
rotate 360° for ex- 
cellent signal pick- 
up from any direction. Case is com- 
pletely concealed behind TV set— 
all you see are the elements. 5-sec- 
tion elements telescope to 37”. Re- 
tract out of sight when not in use. 
With spade-lug-tipped 300-ohm twin 


line. Shpg. wt., 1 lb. 
be -CLODO ONE Bia ios waynes 3 1.88 


Depend on Allied for Complete Stocks, Low Prices, Friendly Service 


JFD Indoor TV Antennas — 


EXACT REPLACEMENT TV ANTENNAS 
FOR PORTABLE TV SETS 


| For Admiral, Emerson, G.E., Philco, 
Silvertone, Westinghouse and Zenith sets, below. Av. wt., 


Magnavox, Motorola, RCA, 
34 lb. 


TAI55 


TA370 TA371 TA360 


TA361 


a! 


TA359 


TA385 TA386 TA383 


TA369 TA373 
ADMIRAL . MAGNAVOX 
Stock JFD Orig. Mfg. Stock JFD Orig. Mfg. 
__No. Type Part No” NET No. _Type Part No. NET 
91 © 374| TA155 | All 1956-57 sets 3.91 | 91 © 375| TA359 | 1957-58 17” sets 2.65 
#8 © bal] FAses | egeaze: CaS 2) wee iF and Hae 1 
5238- 6 
78 © 523| TA371 | 69C234-1 3.67 e375 aA ana ; at 
toil : n 3 
___ EMERSON TKIG” ota 
3 € 335 Eyer tT 1003 471069 3:39 eee 
Vv. KH . a2 panes == 
; ; 91 © 375| LTA359 | 973447 2.65 
is LL SINS 38 € 527! TA369 | 962344-1 thru 10 _14.85 
GENERAL ELECTRIC _ | SILVERTONE-SEARS 
91 © 377) TA442 | For Tee sets 2.32 91 © 375| TA359 | 82-116-0 2.65 
sold less antennas 91 © 376| TA360 | 82-127-0 4.50 
91 © 376| TA360 | P125J438-1 4.50 A383 | 82-137-0; 82-139-0; |5. 
78 € 524| TA302 | P1251590-2 4-59 | 78¢528| TASS | OE geri 
78 C531 63 | P125J590- 5.73 WESTINGHOUSE 
. PHILCO _ | 91, 374) TAI55 | 1956 and 1957 sets_|2.91 
78 C 525) TA385 7610734-2; 3.67 ZENITH 
76-10734-5" 78 © 529| TA373 | $46709 4.85 
78 €526| TA386 | 76-11538-1 3.23 | 78 € 530) TA380 | 545260 and $43280 Sor 
“MERLIN” UHF-VHF ANTENNAS 


e Convenient Back-of-Set Mounting 
e 12-Position Rotary Selector Switch 
e Elements Have Ball-Swivel Bases 


Highly-efficient, fully-adjustable indoor an- 
tenna—provides excellent reception on both 
UHF and VHF channels in strong-signal 
areas. Features up-to-the-minute back-of- 
set design—mounts with only the rotary 
selector switch and elements in view. Em- 
ploys smooth-working, 4-section elements + 
that adjust for best picture; each element is Rear View 
mounted on a ball-swivel to permit position- Front View on TV Set 
ing for angle of optimum reception. 38” elements telescope conveniently out 
of sight when not in use. Large, easy-to-read dial has twelve positions to pro- 
vide extra-sharp pictures and clear sound, Lustrous plastic construction 
blends well with the styling of any TV set. Attaches easily and securely to 
back of set with screws supplied. Includes 300-ohm twin line with spade 
lugs attached and easy installation instructions. Shpg. wt., 1 lb. 
92 C572. Model L20. Mahogany. NET 

92 C 573. Model L10. Ivory. EACH 


Four 
Sections 


i6 


4 


Blonder-Tongu 


MODEL HAB VHF AMPLIFIER 

[a] Efficient, high-gain VHF television 

and FM aniplifier. Provides more than 
23 db gain on all channels from 2 to 13, and 
on the FM band. Ideal as a preamplifier for 
home or small master TV antenna systems. 
Permits brighter, sharper pictures and in. 
creases number of TV stations set can pick 
up. Uses one 6DJ8 and two 6EW6 tubes to 
provide highest possible signal-to-noise ratio 
with maximum reliability and long life. 


Features “no strip’ 300-ohm terminals and 
75-ohm solderless coax connectors for input 
and output—can ‘use 300-ohm twin line or 
72-ohm coaxial cable. 


In compact, sturdy, ventilated metal cab- 
inet. 6x534x434”. For 110-120 v., 60 cycle 
AC. Shpg. wt., 41% lbs. $2 Down. 

93 T 078. List, $69.50, NET...... 40.87 


MLA-B VHF TV SIGNAL AMPLIFIER 

-[B] The *‘Masterline’’ VHF TV signal am- 

Plifier. Provides an effective signal boost 
of not less than 40 db. Assures a maximum 
output of 1.7 volts rms on each band—flat 
within 2 db. It is excellent where very long 
transmission lines weaken signal. May be 
installed in coax line going to single TV set, 
or used with antenna distribution system 
such as the DA8-B at right in installations 
feeding 2 or more TV sets from 1 antenna, 
Several ‘Masterlines”’ may be placed in 
Cascade when extremely long transmission 
lines are used. 


Offers maximum fidelity for color TV as well 
as black-and-white sets. Gain is adjustable 
‘on high and low bands. Response flat within 
+.5 db over any 6 mc channel. Unit is 
self-powered and employs seven tubes. 


Cascode amplifying circuits assure min- 
imum noise level. 75 ohm coax input and 
output connectors. Overall size, 9x6x5” 
deep. In perforated gray metal cabinet. For 
operation from 110-120 y., 60 cycle AC. 
Shpg. wt., 9 lbs. $5 Down. 


92T 090. List, $142.50. NET...... 87.71 


B24 TV BOOSTER-COUPLER 

(c} Highly efficient booster-coupler unit. 

Permits using a single TV antenna with 
two TV sets. Provides excellent isolation be- 
tween sets to assure minimum interaction. 
Boosts signal strength of VHF stations 
(channels 2-13) up to 10 db when using one 
or two TV sets on a single antenna. Wide 
frequency response assures excellent per- 
formance when used with black-and-white 
and color TV sets as well as FM receivers. 


Has low noise broadband circuit—requires 
no tuning. Quickly, easily installed—simply 
attach to antenna terminals. Extremely 
compact chassis; may be installed out-of- 
sight at rear of one of sets, or may be placed 
in any other convenient location, Input and 
output impedance, 300 ohms. Size. 3 24x 
6 \,x2 9". lor operation from 110-120 volts, 
60 cycle AC. Shpg, wt., 1! Ibs. 

927 342. List, $24.95. NET... 15.63 
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e IV Equioment 


TV BOOSTERS AND DISTRIBUTION SYSTEMS 


(g] lH) 


DA8-B VHF DISTRIBUTION SYSTEM 


(0} A versatile, combination booster and 
isolation-distribution system for use with 
up to 8 TV sets. Features exclusive low- 
noise all-triode circuitry. Requires no tun- 
ing, matching devices or preamplifiers, Ideal 
for use in small apartment buildings, hotels, 
motels, and other small master TV systems. 
Permits operating up to 8 TV sets from a 
single antenna. 22 db minimum isolation 
between output circuits prevents interaction 
between TV receivers. Provides 10 db gain 
to each TV set to assure full-strength sig- 
nals. System overload is prevented through 
a 10-1 gain control range. Has inputs for 
75- or 300-ohm line. Eight outputs ac- 
commodate 75- or 300-ohm line; one of 
these outputs may be used to feed another 
DA8-B to permit hook-up of additional TV 
sets. Unit includes power supply, terminat- 
ing resistors and grounding clamp. Screw 
terminals permit fast installation. Designed 
for long life, continuous duty operation. 
Overall size, 5x9x5%”. For 110-120 v., 60 
cycle AC. Shpg. wt., 6 Ibs. $5 Down. 

98 T 220. List, $94.50. NET......57.33 


MODEL AB-2 VHF BOOSTER 


(E] Antenna mounting booster amplifies all 

VHF stations (channels 2-13) up to 12 
db. Weatherproof amplifier may be located 
up to 500 feet from remote control at TV 
receiver. Installation at antenna permits 
amplification of TV signal with no increase 
in line noise picked up on lead in. Operating 
power is delivered to booster by the same 
line that carries TV signal from antenna to 
TV _set—no separate line is required. Uses 
6DJ8 tube to provide highest possib ig- 
nal-to-noise ratio with maximum reliability. 
Operation is automatic—booster turns on 
and off at remote control. 300-ohm input 
and output; has stripless 300-ohm terminals 
for all connections. Extremely easy to install. 


Amplifier unit is fully enclosed in a sturdy, 
metal weatherproof housing. Amplifier size, 
674x374x414", Remote control size, 5x274x 
33%”. For operation from 110-120 v., 50-60 
cycle AC. Shpg. wt., 7 Ibs. $2 Down. 

92 T 545. List, $53.95. NET.......31.75 


MODEL AB-FM FM BOOSTER 


(E] New antenna mounting FM booster for 

improved listening in weak-signal or 
fringe areas. Provides more than 16 db 
gain over the entire FM band (88-108 mc) 
with better than 5 db noise figure. Weather- 
proof amplifier may be located up to 600 
feet from remote control unit at receiver, 
Mounting booster at antenna permits boost- 
ing signal without increasing noise picked 
up on twin lead. 


Operating power is carried to booster by 
300-ohm twin lead from antenna—no sepa- 
rate lead is required. 300-ohm “no-strip” 
terthinals. Amplifier, 674x374x414”; remote 
control, 5x274x334”. For 110-120 v., 60 
cycle AC. Shpg. wt., 7 Ibs. $2 Down. 

93 T 104, List, $53.95. NET....... 31.75 


Use Allied’s 
Easy Pay 
Plan 


MULTIPLE TV CABLE TAPOFFS 


[F| “Masterline’’ solderless TY antenna 
cable tapoffs for use in multiple TV 
set installations. Available for flush-mount- 
ing (Fig. F), or surface-mounting (Fig. G). 
All have 75-ohm coaxial input and output 
connectors, except * 75-ohm input and 300- 
ohm screw-type output terminals; and 
{300-ohm input and output. Use 17 db 
isolation (to prevent interaction between 
TV sets) at strong signal points—use less 
isolation at weak signal points or where sets 
are not ‘operated simultaneously. With 
coax connector plugs. Sizes: Fig. F, 44x 
244x114"; Fig. G, 2x2x1”. Av. wt., 4 02. 


‘Stock No.| Type _ )Fig.jIsolationjOutlets) EACH 
93T 105|TF-771B | F | 17db | 1 | 2,30 
93T 106/TF-772B | F | 17 db 2 3.43 
937 107\TF-771 F | None 1 1.57 
93T 108/TS-772 G 3 db 2 3.04 
93T 109/TS-774 G 6 db 4 | 4.41 
93T 11 0\TF-731* | F | None 1 2.55 
937 111/TF-731B*| F | 17 db 1 1.76 
93T 1141A-331¢ |G] ildb/ 1 | 1.57 
{H] Model MT-11 Outdoor TV Cable Tapoff. 

Weatherproof, spliceless, coaxial TV 


cable tapoff for multiple TV set installa- 
tions. Features simplified 3-piece < 
for quick and easy connection— either 
RG11/U or RG5S9/U cables. Provides 17 db 
isolation to minimize interaction between 
TV sets operating simultaneously. Less than 
Y db insertion loss. Has a built-in blocking 
capacitor ar electrical protection. Size, 
2%x1x2Y%4”". Shpg. wt., 6 02. 

93 T 112. List, $4.95, NET.........2,89 


Model P-59S Male Connector. For use 
on “Masterline’’ Model MLA-B signal 
amplifier. Fits'Type R G-59/U coaxial cable. 
Shpg. wt., 3 oz. 

51113. List, $1.55. NETEACH..... 98c 
Model P-11S Connector. As above, but for 
RG-11/U coax cable. 

51114, List, $1.55. NET EACH..,.98¢ 


CB SINGLE-CHANNEL TV BOOSTER 


An excellent, single-channel, antenna- 

mounted TV amplifier for improving 
reception in weak-signal areas. Used in- 
doors, it provides ample gain as a booster 
for a single TV channel, Provides more than 
15 db gain on any one of 12 channels from 
2 thru 13. Can be used in series, one for 
each channel. Input is 300 ohm no-strip 
terminals for attaching twin lead; output is 
two 75-ohm_ solderless coax connectors, 
Uses one 6DJ8 tube for extremely high 
signal-to-noise ratio. 
Metal weatherproof housing fully encloses 
amplifier unit. Amplifier size, 7x534x434". 
For 110-120 volts, 60 cycle AC. Shpg. wt., 
3% lbs. Amplifier offered in 12 different mod- 
els, each tuned to a different channel. Specify 
channel desired. $2 Down. 


93 TT 113. List, $52.50. NET...,, 30.87 


Television Accessories Are Available on Allied’s Easy Pay Plan—See Page 436 


FOR 


< 


® Ideal 


°38d 
MODE 
plifies s 
to bran 
splitter: 
motels, 
undisto 
distane 
systems 
eration. 
ohm in 
imum i 
need fo 
for colo 
protect 
cycle A 
93 TO 


#25 


® For 
MOD 
for us 
for de 
garde) 
mechz 
pictur 
mum 
Input 
5500 § 
may | 
nals. I 
is div 
Units 
powe! 
cycle 
93T 
Mot 
excep 
outpt 
60 cy 
93° T. 


TV DISTRIBUTION AMPLIFIERS 


Jerrold TV-FM A ecessories 


LOW-COST TV-FM DISTRIBUTION SYSTEM 


FOR MULTIPLE TV INSTALLATIONS 


. 
‘ 
- 
' 
MODEL HSK-300 TV-FM DISTRIBUTION SYSTEM KIT 1 
A complete low-cost TV-FM Contains all equipment necessary for a com- 
td ec sacha ate a NET signal distribution svete for plete economy priced signal distr: Dubope Tia j 
e inimum in—0O. ut the home. Provides high-qual- installation. onsists of: highly | efficient 
MODEL 2300 are ng el oP Am- ity TV and FM signals at con- HSA-46 Home Amplifier, five FS-140 flush- 
plifies signal from master ‘antenna and feeds it venient outlets in every room mounting outlets and twelve HS-36 strap | 
to branching system. See Model 1562 and 1514 of vour house. Entire system insulators (described below); and 100-foot coil 7 


splitters below. Ideal for large systems—hotels, 
motels, and apartment buildings. Provides 
undistorted reproduction of signals over long 
distances of coaxial cable in community cable 
systems. Designed for continuous 24-hour op- 
eration, Simple installation, 300-ohm or 72- 
ohm input; 72-ohm output. 38 db gain. Max- 
imum input: 26,000 uv. Output: 0.3 volts. No 

need for external line equalizers. Flat response [a] 
for color operation. Ground clamp for lightning 
pepe bisa tenes a Bor 110-120 v., 60 
cycle AC. Shpg. wt., 10 Ibs. $5 Down. 

93 T 098. List, $164.00. NET....... 98.40 


$2 down 


Ideal for 
Small Motels 
and Hotels 


® 25 db Minimum Gain—0.1V Output 


® For TV Dealer Display Rooms 

MODEL ABD-1. Low cost TV signal amplifier 
for use with master antenna systems. Ideal 
for dealer display rooms, small hotels, and 
garden courts. Latest cascode circuitry—top 
mechanical design. Delivers strong, snow-free 
pictures. Covers entire VHF TV band. Mini- 
mum gain 25 db. Undistorted output of 0.1 v. 
Input either 72 or 300 ohms. Maximum input: 
5500 wv. Separate high and low band antennas 
may be used. Output is 72 ohms. Screw termi- 
nals. For multiple trunk line applications output 
is divided with Model 1562 or 1514 splitters. 
Units may be cascaded. Has _ self-contained 
Ri basta 1 ge fei 110-120 v., 50-60 
cycle AC, Wt., 74% lbs. $5 Down. 

93 T 096. List, $99.50. NET........ 59.70 
MODEL ABD-8. Same circuitry as ABD-1 
except output. 15 db gain at each of eight F-01 
Sa ks epee ate aor 110-120 v., 50- 

cycle AC. Wt. 4 \bs. $5 Down. 
93 T 097. List, $99.50. NET........ 59.70 


without stepping up 


93 T IIS. 


is carefully matched for clear, 
sharp pictures and excellent 
FM radio reception. System 
electrically isolates all TV and FM sets from 
each other—prevents interference between sets. 


Low-noise, high-output amplifier for distri- 
buting VHF TV and FM signals from one 
antenna. Helps give clear, undistorted recep- dual _triodes. 
tion in fringe areas. May be used with inputs 
up to 30,000 microvolts. Response is flat within 
+1db. Output VSWR is 1.8:1; gain, over 15 db. 


{B 93 T088. HS-21, Surface-mounting tap. 

10 db isolation. 2 oz. NE 

93 T089. HS-22. Ring for flush-mount- 

ing HS-21 in outlet box. 2 0z. NET...18¢ 

(0] 93 T 090. HS-23. Ivory cover plate, in 
standard outlet size. 2 oz. NET 30¢ 

E 93 T091. HS-24. Twin-line plug. Attach- 
es without stripping. 1 oz. NE 


ANTENNA-MOUNTED TV BOOSTER 


MODEL DSA-132. Antenna-mounting booster for increasing TV signal 
“snow” or amplifying interference picked 


antenna lead-in. Covers all channels, from 2 through 13. Can also be used 
to boost only the high or low-band signals. Has both 72 and 300-ohm im- 
pedances. Power supply delivers 24 volts to booster through same line that 
brings in signal. Provides 25 db gain. Turns on and off with TV set switch. 
Booster size, 5x5x10%4"; power supply, 24%x5 Yx7%". For 110-120 v., 
50-60 cycle AC. Shpg. wt., 12% lbs. Only $5 Down. 65 70 
92 TX 095. List, $109.50. NET.......-0eeeeeeeeeee Dacian ae . 


NEW FM RANGE EXTENDER 


® Improves Distant FM Reception 
® Boosts FM Signal 18 Times 


MODEL 406A-FM. This new signal booster greatly improves FM reception. 
Amplifies weak signals from distant stations—extends receiving distance 
of your FM set. Ideal for weak signal areas. High gain, low noise. Under 
1.4:1 VSWR. 72 and 300-ohm input, 72-ohm output. 
10-120 v., 60 cycle AC. With mtg. screws and cable 
4V% Ibs. Size, 4x3x10Y%4”. Only $2 Down. 


TERS LDR NET: 5 oe Leone tava. at eee ee 38.55 


U.L. Approved. For 1 
connectors. Shpg. wt., 


of 300-chm twin-line lead. Installation is quiet ¢ 
and easy—all you need is a screwdriver. UT. 
Approved amplifier. For 110-120 v., 50-60 
cycle AC. Wt. 6 lbs, Only $2 Down. 

$$ TX 094. List, $67.75. NET...... 43.98 


MODEL HSA-46 HOME AMPLIFIER 

Printed circuit uses silicon rectifiers for con- 
tinuous, trouble-free service. Has 2—6BK7A 
00-ohm input and output. 
9%4)x554x3%4". U.L. Approved. For 110-120 v., 
50-60 cycle AC. Wt., 3 Ibs. $2 Down. 

33 7 O87. List, $49.95. NET....... 90.00 


i shane ale mo 87¢ 


wt., 40z. N 


93 T 093. HS-36. Strap insulators—to install 
twin lead indoors. 1 oz. Pkg. of 24..... 1.08 


=e 30¢ 


up by 


® Simple Indoor Installation 
* Covers Complete FM Band 


sray hammertone case. 


SOLDERLESS COAXIAL CABLE CONNECTORS 


Carefully machined brass solderless connectors. Can be permanently 
bonded to coaxial cable with simple crimping tool. All ‘'F’’ series units 
accurately matched to 72-ohm impedances and can be wrench tightened. 
VSWR is less than 1.05:1 up to 200 me. All exposed surfaces heavily 
silver-plated. *With cable ferrules. Av. wt., 3 oz. 


" No. Type Fig. Description NET 
71 C 833) *F-59 G |Male conn. For RG-59/U, cable. 

Mates with F-81, F-61 & A-61- 48 
71 C834| F-61 H |Female chassis fitting. Mates with 


F-59, AF-101, TR-72F. 34” mtg. hole. 55 
Female feed thru. Mates with F-59, 
AF-101, TR-72F. 34” mtg. hole. 75 
Adapter. Allows F-59, AF-101 or 
TR-72F to mate with C-61 female.| .05 
Adapter. RG-11/U cables to plug 
end of F-59, AF-101 or TR-72F. 1.46 
Male conn. For RG-11/U. Mates 
with F-61, F-81, F-101-59, A-61. 1.26 
72-ohm terminating resistor. Mates 
with F-61, F-81, A-61, F-101-59. -90 
Type PL-602 Crimping Tool. For use on types F-59, F-101-59, and 


AF-101 above. No impedance mismatch or cable distortion. 1 lb. 
71 © 840. List, $8.17. NET Be 821 


71.¢835| F-81 J 
71. © 836| A-61 K 
71 © 837| *F-101-59 | L 
71 © 838| *AF-101 | M 
71.€839| TR-72F | N 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Ill. 


AMPLIFIER OUTPUT SPLITTERS 


MODEL 1562. A two-way splitter for branching distribu- 
tion amplifier outputs into two or more trunks with 
minimum loss, no overload, and no distortion. Only 3 db 
forward loss in each leg. Isolation between outputs is 15- 
20 db. Coax bushings do_not need cable connectors. 
Bi eae Degree Quick, easy installation. Size, 
x3x¥%”° Shpg. wt., oz. 
93 1079. List, $7.50. NET.........0.0..000 00 4.50 


Model 1514. A four-way reactive splitter with only 6 db 
forward loss to each output. 12 db isolat ion between out- 
puts minimizes interference between sets. Supplied com- 
plete with five F-59 cable connectors. (Unused outputs 
must be terminated with TR-72F terminating resistors— 
see table at left.) Quickly and easily installed. Size, 
3x3x¥4". Shpg. wt., 8 oz. 

93 T O83. List, $14.50. NET............. a oReORe 


MATCHING TRANSFORMERS 
MODEL TO-374. Antenna matching transformer for out- 
door mast mounting. Matches 300-ohm antennas to 72-ohm 
line. Highly efficient performance across the VHF TV band. 
6db voltage gain between 72 and 300-ohm lines. VSWR is 
1.26:1. Supplied complete with all necessary hardware— 
mounting strap and F-59 coaxial cable connectors. Size, 
2V4x2V4x1". Shpg. wt., 8 oz. 
71 C83 List; $10.00. NET... 22......05..5 2505 


MODEL T-375. Matching transformer designed 
for indoor use. Matches 72-ohm line to 300-ohm line. 
Also isolates antenna when used with AC-DC tele- 
vision sets. Has crimp-on coax bushing. 2%4x2%x1". 
Shpg. wt., 4 oz. 

7) C832. List, $4.85. NET............ ers) 


IV Rotators, UHF Converter, Televerter 


CORNELL-DUBILIER-RADIART TELEVISION ANTENNA ROTATORS 


MODEL AR-22 ROTATOR 
WITH AUTOMATIC-TYPE CONTROL UNIT 


Popular, fully automatic rotor for TV antennas up to 150 lbs. For 

mast, tower or platform mounting. Heavy-duty precision gears 
hold even large TV arrays steady in high winds. Rotor unit employs 12 
large ball-bearings in two 614” races. Motor reverses instantly—does not 
drag or coast. Overshoot of desired direction is prevented by magnetic 
brake. Streamlined bell-shaped housing is die-cast and heavily rein- 
forced. Weather-sealed and factory lubricated for life. Reversible clamps 
on rotor unit take masts from 1)” to 2” O,D. 


Control unit dial is marked in compass points: N, S, E, W, NW, NE, 
SW, and SE. Operation is extremely simple: Set control unit pointer to 
desired direction, and antenna then automatically rotates to this position 
and stops. Eliminates necessity of watching control unit dial until 
antenna has rotated to desired direction. Control unit is housed in 
attractive brown plastic cabinet which is equipped with rubber feet to 
protect TV set finish. Complete with rotor, control unit, and full set of 
instructions. Requires 4-wire cable (see listing below). For operation 
from 110-120 volts, 50-60 cycle AC. Shpg. wt., 14 Ibs. 7 
Bente, 14k, $55)74. NET. 8... ...02.0.0...0000a ee 3277 


MODEL TR-4 ROTATOR 
WITH METER-TYPE CONTROL UNIT 


(B| Heavy-duty antenna rotor; same as above except with meter-type 
control unit. Dial calibrated N, E, S, W, and N. Lever at front of 
control box permits forward or reverse movement of antenna. Dial 
pointer begins to turn as soon as starter lever is actuated, and can be 
stopped at any desired direction. Mahogany plastic cabinet. For 110-120 
v., 50-60 cycle AC. Uses cable below. Wt., 16 lbs. 

98 TX 393. List, $53.64. NET.. # 
4-Conductor Cable. For use with the AR-22 or the TR-4 rotators. 
Shpg. wt., 100 ft., 3 lbs. 

97 T 365. 100-ft. coil. NET....... 
mew ovoy Over 100°, PER 100’.............5..0 065 fu e278 


MODEL TR-2 ROTATOR 
WITH ILLUMINATED-COMPASS CONTROL UNIT 


Heavy-duty rotator, same as the two above but uses illuminated 
(E] control box with compass-type dial. As antenna rotates, letters 
N.E.S.W. light up—clearly indicating direction. Bar lever at front 
permits start, stop or reversing action. Less cable. Uses 8-wire 
cable listed below. For operation from 110-120 v., 50-60 cycle AC. With 
handsome plastic control cabinet. Shpg. wt., 16 lbs. 
BME MOAG Ss Vist, $49.43. NET...........-. 20.0.2 ste eee ee 29.07 


8-Conductor Cable. For TR-2 rotator above. Handles current for rotor 
and illumination circuits. Shpg. wt., 100 ft., 5 Ibs. 


Bernese. NET. ooo fo a es eb ode veel 4.20 


MODEL AR-2 ROTATOR 
WITH AUTOMATIC-TYPE CONTROL UNIT 


(F] Automatic antenna rotator for precise antenna orientation with 

utmost convenience. Operation is simplicity itself. Control unit 
dial is calibrated in compass points: N, NE, E, SE, S, SW, W, NW. To 
change antenna direction, simply set control unit knob to desired com- 
pass point or any intermediate point and release knob—that's all. Rota- 
tor will automatically turn on and rotate antenna to selected direction, 
and shut itself off. No need to hold knob and wait while watching a mov- 
ing indicator. For added convenience in semi-darkened rooms, control dial 
lights up as soon as knob is moved — provides illumination for accurately 
selecting desired direction. 


Rotator unit is housed in a weather-sealed, factory-lubricated, die-cast 
aluminum case. Features precision cut gears for smooth operation, plus a 
separate thrust bearing witl precision roller bearings to relieve lateral 
strains on rotator mechanism. Self-centering, supporting-mast clamps 
accept mast up to 2” in diameter; thrust bearing and antenna-mast collet 
accept masts up to 114” in diameter. Antenna can be rotated 360° in 
either direction—makes one complete rotation in 45 seconds. Mechanical 
brake, released magnetically, prevents overshoot and drift in high winds. 
Control unit has attractive plastic case. Requires 4-conductor cable 
(see below). For 110-120 v., 50-60 cycle AC. Wt., 1314 Ibs. 
98 TX 414. List, $53.64. NET... 


MODEL TR-16 ROTATOR 
WITH METER-TYPE CONTROL UNIT 


Latest model in the famous C-D line of rotators. Rotor unit is 
similar to the one in the Model AR-2 rotator above, but has a 
new modern style housing. Also has a newly designed meter-type contro! 
unit. Has same husky thrust bearing; instant locking—non-drift features. 
Mechanical brake—releases magnetically. Instantly reversible. Makes 
complete revolution in 45 seconds. Rugged, precision made gears. New, 
modern design control unit featuring meter-type dial and ‘‘piano key” 
control bar. Pressing one end of “key” starts rotator—pressing the 
other end reverses the direction. Cabinet has been restyled for modern 
appearance. Slanted front panel allows dial to be more easily read. 
Rotor unit is easily installed—no loose parts to assemble. Quick mounting 
antenna mast collet. Completely weather sealed. Self-centering sawtooth 
mast clamps grip antenna mast securely. Fits all standard towers. For 
use with masts up to 114” O.D. Complete with thrust bearing and at- 
tractive, mahogany finish plastic control cabinet. Less cable. Uses 4- 
conductor cable listed below. For operation from 110-120 v., 50-60 cycle 


AC, Shpg. wt., 13 Ibs. 
92 TX 591. List, $47.32. NET.............. ; Peper bse” 
4-Conductor Cable. For use with the AR-2 and TR-16 antenna 
rotators. Cable is flat, with four parallel conductors of seven-strand 
copper wire. One conductor tinned for identification. Highly-flexible, 
polyethylene insulation is resistant to damage from heat, humidity and 
corrosive atmospheric gases. Shpg. wt., 100 ft., 3 lbs. 

97 T 365. 100-ft. coil. NET 33 sipeicas 
47 W 576. Over 100’. PER 100’.. 


8 2.78 
A ee a every: 


REGENCY MODEL RC-103 FM TELEVERTER 


* For FM Reception From TV Sets 
* Efficient Transistorized Circuit 
® Simple, Screw-Type Connections 


The ideal way to obtain 
FM programming at low- 
est cost. Regency con- 
verter for quality FM re- 
ception through your 
television set. Full FM 
coverage from 88-108 mc 
at a fraction of the cost of 
an KM radio! Install in a matter of minutes—simply connect between 
antenna input and antenna lead-in of your TV set. Select entertainment 
to suit your mood—change from TV to FM at the flip of a switch. 


The RC-103 is a completely transistorized unit that operates on three 
tiny “‘penlight’’ cells for extreme stability, convenience and reliability. 
Battery life approaches shelf life—drain of only 300 microamps. Size, 
4\4x6x4'". Less batteries (below). Shpg. wt., 14% Ibs. 6 
aT sda bisg, $19.95 ONLY 2.50.2. - 2.00 scenes bote ee 14.9 


53 J 031. Battery. 3 required. 3 oz. EACH.................... 10¢ 


374 


NET 
$1496 


JERROLD MODEL FTC UHF CONVERTER 


® Low Noise, High Stability 
* Built-in UHF Antenna 
* Wide-View, Slide-Rule Dial 


Deluxe converter, for 
NET superior UHF reception 
with any VHF TV re- 
ceiver. Provides clean; 
$9750 stable output on chan- 
nel 5 or 6. Straight- 
through switch for VHF. 
Highly stable tuning: 
drift, 0.25 me with 95- 
120 volt line change. 
Wide-view slide-rule dial couples to a smooth vernier tuning mechanism, 
for easy station selection. Built-in antenna. Converter meets FCC 
radiation standards for tuners. U.L. Approved. 300-ohm input and out- 
put. 2 tubes plus low-noise crystal diode. 74%4x5x534”. For 105-120 v., 
60 cycle AC operation. Shpg. wt., 4 Ibs. 
93 T 085. Mahogany. List, $39.95. NET 


9359 086s Blandew List, $3995... MET. ft o.f2205 on eect y aneeaee 27.50 


$2 down 


Television Accessories Are Available on Allied’s Easy Payment Plan 
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MODEL U-98 ROTATOR 
FEATURING AUTOMATIC-TYPE CONTROL UNIT 


_ © Smooth, Efficient, Weather-Proofed Rotor Unit 
© Automatic Control Unit for Maximum Convenience 


Exceptionally rugged unit used to point antenna in any direction 
for maximum signal strength. Simply set dial of smartly styled 
trol box—antenna stops automatically when desired position is 
reached. Compact rotor unit measures 7%; x5\4x8". Weather-sealed and 
factory-lubricated for life. Has magnetic brake to prevent overshoot 
and drifting. 1-rpm motor is instantly rev rsible for clockwise or counter 
clockwise rotation, Control unit measure: x444x4”. Sloping front panel 
with easy-to-read dial calibrated N, N E, SE, S, SW, W, and NW. 
Complete with rotor and mahogany plastic control unit. Requires 4-wire 
cable (listed right). For 110-120 v., 50-60 cycle AC. Less 4-wire cable 


(listed at right). Shpg. wt., 12 lbs. Only $2 down. 
Ge TX 299, List, $44.95. NET cag esha np laces cesveeah ones DO. 
92 TX 336. With ivory case. List, $45.85. WET osce te tees as 26.66 


MODEL K-22 ROTATOR 


Heavy-duty rotator; same as above but employs touch-bar-op- 
erated control unit. Permits clockwise or counter-c lockwise an- 

tenna rotation—simply requires light pressure on right or left side of 
tilting touch-bar. Lever is held down until best picture is obtained. 
Releasing down-pressure on bar stops antenna instantly—remains fixed 
without drifting. Center disc on control unit lights up when limit of an- 
tenna travel is reached. With rotor, mahogany plastic control unit and 
instructions. Less 4-wire cable (listed at right). For 110-120 v., 50-60 cycle 
C. Shpg. wt., 12 Ibs. 18 08 


4 4 §.« 


TV Rotators, UHF Converters, TV Towers 


ALLIANCE TELEVISION ANTENNA ROTATORS 'y 
Choice of Three Handsome Control Units 


MODEL T-12 ROTATOR 
FEATURING METER-TYPE CONTROL UNIT 


© Clean Straight-lined Styling of Control Unit 
® Fingertip Direction of Antenna by Touch-bar 


Heavy-duty antenna rotator, same as at left, but with meter- 
type control box. Control panel has clean straight modern styling 

with 1 calibrated, N, E, S, W and N. Touch-bar on top of control unit 
permits instant forward or reverse action. Depressing right end of bar 
rotates the antenna clockwise—left end, counter-clockwise. Meter pointer 


begins to move as soon as touch-bar is pressed. Simply release pressure : 


on bar to stop at any desired position for best reception. Control unit in 
attractive mahogany plastic case measures 414" high, 644” wide, and 234" 
deep. Less 4-wire cable (listed below). For 110-120 v., 50-60 cycle AC. 
Shpg. wt., 12 lbs. Only $2 down. Pp 
92°1'339. List, $34.95. NET...... .. 2EN 
...+23.00 


92 T 340. With ivory case. List, $35 


MODEL TBB2 THRUST BEARING BRACKET 


ig Minimizes strain on rotators by relieving them of entire antenna 
weight. An ideal accessory when using large multi-element and multi- 
bay antennas. Protects gear mechanism against severe lateral strain. 


Shpg. wt., 3 lbs. 

978.479, List, $4.95. NET.....-qseedeukees am ds 
4-WIRE ROTATOR CABLE 

4-Wire Cable. For use with all Alliance rotators listed. Four—No. 20 

gauge conductors. Shpg. wt., 100 ft., 3 Ibs. 

$7 1 365. 100-{t. coil. NET.......-..esee005 ; ee = 

47 W 576. Over 100’, PER 100’ 


92 T 338. List, $24.95. NET.......---se-eeeseeere rete 
BLONDER-TONGUE UHF TV CONVERTERS 
MODEL 99R CONVERTER 


® Covers All UHF Channels 
® Clear Reception—No Drift 
© Easy to Install & Operate 


Compact, handsomely styled, low- 
noise UHF converter designed for use 
in metropolitan signal areas. One-knob 
tuning. Choice of Channel 5 or 6 
as the IF output to TV set. Extremely 
sharp input and oscillator tuning for 
every UHF channel—eliminates mul- 
tiple images and troublesome interfer- 
ence. Input circuit is tracked with oscillator to reject spurious signals and 
suppress oscillator radiation. Oscillator is thermally compensated to as- 
sure minimum drift. Precise input impedance match assures maximum 
signal conversion; no line ghosts or picture smear. In “Off” position, VHF 
signals are passed directly to TV set to permit regular VHF reception. 
Uses 6AF4A oscillator, crystal diode mixer and selenium rectifier. Exact 
300 ohm input and output impedance match assures maximum signal 
power. Simple to install and operate. Meets the FCC radiation specs. 
Housed in mahogany-finished plastic cabinet. U.L. Approved. Size, 
64x44 x44”. For 110-120 volts, 60 cycle AC. Shpg. wt., 4 Ibs. 

98° T 586. List, $22.95. NET.........0-0cccee rece cree re eees 15.63 


MODEL BTU-2S CONVERTER 


® Ideal for UHF Translator 
Weak-Signal Reception 
® Sharp All Channel Tuning 


High-gain, low noise UHF converter. 
Quickly and easily installed between 
antenna and TV set. Adds all the new 
UHF stations to any TV set quickly 
and easily. High signal-to-noise ratio 
guarantees clear, steady pictures, even 
in weak-signal locations. Fully shield- 
ed tuner has 3 gangs with dual-speed 
channel selector for precise, contin- 
uous tuning. Terminals for VHF or 
UHF transmission lines. Exact 300- 
ohm impedance match at input and output plus highly efficient triode 
amplification gives maximum usable signal power. Oscillator drift is mini- 
mized by thermal compensation. Highly selective, double-tuned RF pre- 
selector stage provides maximum gain and image rejection. Full UHF 
range on channel 5 or 6 of set. Instant changeover from UHF to VHF. 
With 6ER5 frame-grid tube, 6AF4A oscillator, silicon diode, and 
selenium rectifier. Has convenient “‘no-strip’’ terminals. Meets FCC 
radiation specs. Attractively styled plastic cabinet. Size 634 x444x434". 
Underwriters’ Laboratories Approved. For 110-120 v., 60 cycle AC. 
Shpg. wt., 5 lbs. Only $2 down. 

Sa F095, List, $39.95, NET... .c ene cess ene seth enc ete ane 26.95 


Television Accessories Are Available on Allied’s Easy Payment Plan 


SPAULDING SELF-SUPPORTING TV TOWERS 


© No Concrete Foundation Required 
© Preassembled for QuickInstallation 
XCB SERIES TOWERS 


High-strength antenna towers fea- 
turing special “culvert base’ for 
quick one-man installation without con- 
crete. Self supporting—require no addi- 
tional guying or support of any kind! 
Ideal for fringe-area locations or areas 
where added antenna height is necessary. 


Contain “most-wanted” features: All- 
riveted construction for rigid support of 
any TV antenna; 100% galvanized steel; 
special design for easy installation of any 
rotator in top section. 


Towers are designed to minimize the 
effects of strong winds, yet are light 
enough for easy handling and quick in- 
stallation. Each tower package includes 
heavy-duty culvert-type base with ad- 
justable hinge feet, 8 feet of mast, listed 
quantity of 8-ft. sections, all necessary 
parts and instructions. All sections are 
factory assembled. 


Stock Mfr's |Ant. Sec. Wt., NET 
No. Type | Ht. “| Ibs. EACH 
92 Cz 294 | X28CB | 23’ | 2} 89 | 36.63 
$2 Cz 295 | X36CB | 31’ | 3 | 120 | 55.78 a 
92 CZ 058 | X44CB | 39’ | 4 | 155 63.76 
92 CZ 059 | X52CB | 47’ | 5 | 200 | 77.59 
91 Cz 832 | x60cB 155’ | 6 | 272 | 90.33 


EP ECONOMY SERIES TOWERS 


“Economy Packs’’ for ground or guyed roof towers feature 8’ to 40’ 
heights at remarkable savings. Each pack has one or more 8’ tower 
sections, a ground plate, and an 8’ mast. Tower sections are rugged zime- 
plated steel with completely riveted construction for maximum strength. 
Can be bracketed to building if ground plate is useq Require guying \ 
every 16’ for roof-mounting. House bracket and roof mounting base, 
below, are extra accessories. 


Stock No. Type Ht. Sections Lbs. NET 
92 CZ 534 EP-5 40’ 5 88 42.20 
92 CZ 535 EP-4 32’ 4 72 34.89 
92 CZ 540 EP-3 24’ 3 56 2ivae 
92 CZ 541 EP-2 16’ 2 41 _21 76 
92 CZ 542 EP-1 8’ 1 25 14.15 
92 CX 543 EP-R1 Roof Base 2 2.88 
92 CX 544 EpP-Hti House Bracket 5 3.67 


Shipped F. O. B. Frankfort, Indiana. No C.O.D. shipments—Please 
send full remittance to Allied with your order. Shipping charges will 
be collected on delivery. 
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TV Antenna Mounts and Accessories 


sg 


TELCO TV ANTENNA MOUNTS 


LOW-COST CHIMNEY MOUNT 


Type 9127. With Stainless Steel Strap« 
Ping. Sturdy chimney bracket. An excel- 
lent choice for economy antenna systems. One- 
piece brackets for quick installation—can be 
imstalled in minutes. Brackets are heavy 
gauge steel, zinc-plated and dichromate-dipped 
for long life. Brackets securely support antenna 
mast—even under high wind conditions. Easily 
adjusted for raios rie grip. Will support masts 
up to 134” dia. With 2—12’ straps and hard- 
ware. Shpg. wt., 4 lbs. 
71 C557. List,'$4.20. NET.......... 2.47 


Type 8005. With Galvanized Steel. Same as 
above, but has galvanized steel Berapping 73 


97 C065. List, $2.95. NET 


Type 8308. Same as above, but holds mast 8" 


from wall. Shpg. wt., 4 Ibs. 
98 C 482. List, $4.30. NET............2.53 


DELUXE SNAP-IN MOUNT 


Ty pe 8312. Heavy-duty wall brackets. Sup- 
port mast from side of building. Legs of 
bracket are spaced 16” apart to match studs 
of homes. Side sway prevented by sturdy 
mounting legs. Vertical support (not shown) 
eliminates sag. Provides 12” wall clearance. 
Made of heavy gauge steel. Doubly protected 
—2zinc plated and dichromate dipped for long 
life. Holds masts up to 1%” in diameter. 
Shpg. wt., 5 lbs. 
98 C 483, List, $4.60. NET...........2:70 


Type 8318. Same as above, but provides 18” 
wall clearance. Shpg. wt., 7 lbs. 


98 CX 484. List, $5.95. NET..... seees 000 


pre 8324. Same as Type 8312, but provides 
24” wall clearance. Shpg. wt., 10 lbs. 
98 CX 485. List, $3.05. NET........ . 4.73 


CHIMNEY MOUNT REPAIR KIT 


[c| Type 8932. Stainless Steel. Stainless steel 
strapping with eye bolts, nuts and strap 
clamps. Replaces rusted or broken strapping on 
1 types of chimney mounts. Heavy-gauge 
strapping for secure support. Stainless steel will 
Tesist effects of weather, salt air and smoke 
fumes. Shpg. wt., 2 lbs. 
71 C558. List, $3.95. NET..........2.02 


VENT PIPE MOUNT 


Type 8803. Handy vent pipe mount that 

will clamp on any pipe or vent from 4” to 6” 
in diameter. Perfect for antenna installations 
on roofs where chimney is inaccessible. Simple 
and easy to use. Made of extra heavy gauge 
steel for long life. Will support a variety of in- 
stallations. Handles all masts up to 134” in 
diameter. Securely supports antenna mast. 
Zine-plated and dichromate-dipped for double 
protection against rusting; provides exception- 
ally long life. Shpe. wt., 3 lbs. 
98 C 480, List, $2.95. NET........... 1.73 
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SNAP-IN CHIMNEY MOUNT 


(E] Type 8930. With Stainless Steel Strap- 
ping. Excellent mount for quick, depend- 
able installation. Extra-heavy construction. 
Simply snap mast into bracket and tighten 
bolts. Fits masts up to 134” diameter. Brackets 
of heavy-gauge steel, zinc-plated and dichrom- 
ate-dipped for protection against rusting. 
With two 12-ft. lengths of stainless steel strap- 
ping. Shpg. wt., 4 lbs. 

97 C 027. List, $5.25. NET..........3.09 


Type 8610. With Galvanized Steel. As above 
but has galvanized steel strapping. 
97 C 028. List, $3.65. NET..........+-2015 


EAVE MOUNT 


Type 8933. For mounting antenna mast 

on eaves of buildings. Lower bracket is 48” 
long to straddle side of building; angle-iron 
construction provides high strength. Upper 
bracket mounts close to peak of roof. Weather- 
proof—zine plated and dichromate dipped. 
For masts to 134” dia. Shpg. wt., 7 lbs. 
98 CX 486. List, $7.85. NET.........4.62 


“NO-GUY" ROOF MOUNT 


{g] Type 9060. Steel and cast-iron base for 
mounting over ridge of peaked roof or on a 
flat roof. Legs adjustable to angle of roof. Will 
support average antenna on up to 10 ft. mast 
without guy wires. For masts up to 1%” dia. 
Shpg. wt., 5 Ibs. 

98 C493. List, $5.33. NET........... 3.14 


HINGED-TYPE RIDGE MOUNT 


Type 9021. Highly versatile antenna mast 

support for mounting on peaked roofs, flat 
roofs or walls. Hinged type brackets adjustable 
for easy installation on any angle roof. Extra 
heavy gauge steel using heavy pipe supports. 
Fits mast up to 114”. Zinc plated and gold di- 
chromate dipped for double protection against 
rust. Shpg. wt., 3 Ibs. 
91 C381. List, $2.60. NET..........bO2 


ANTENNA BASE 


Type 9063. Sturdy antenna base. For masts 
of 10 feet or more and up to 144” O.D. 
Eliminates guy wires in the average installation, 
Set-screws anchor mast and permit orientation. 
Electro-galvanized; dichromated. 2-ft. high. 
Shpg. wt., 614 Ibs. 

92 CX 040. List, $7.85. NET......... 4.62 


Type 9144. As above, but 3 feet high and con- 
para a from as Stectro-Renwastnes steel tub- 
ing. pg. wt., 84 lbs. 

92 CX 043. List, $9.15. NET......... 5.38 


Type 9143. Same as Model 9144 but 5 feet 
high. Shpg. wt., 15 lbs. 
92 CU 044, List, $17.50. NET..... +. 10.29 


LOW COST ANTENNA MOUNT 


Ty pe 8800-U. Low cost antenna 
mast mount designed to provide 
extra secure support for masts 
up to 114-inch outside diameter. 
Heavy “U”’ bolt and clamp with 
dual serrated jaws hold mast se- 
curely in position. ‘‘Extra leg’’ 
and reinforcing ribs give added 
strength. Doubly zinc plated 
and dichromate dipped for all weather protec- 
tion. Shpg. wt., % lb. 

91 € 482, List, 70c. NET..............4l¢ 


’ 


TELESCOPING TV MASTS 


50-Ft. Mast. 
Heavy-duty tele- 
scoping mast of 
high-carbon steel. 
Ideal for any tele- 
vision array. De- 
signed for excep- 
tionally easy instal- 
lation. Husky 
bolts and cotter 
pins lock each sec- 
e tion in place. 18-20 
gauge high-carbon steel tubing with 
14-oz. per inch zinc plating inside 
and out. Consists of 5—10-ft. sec- 
tions; O.D.: #1 (144”). #2 (1%”). 
#3 (134"). #4 (2%). #5 (234%). 
Floating guy-ring design permits 
rotating mast to orient antenna 
for best reception. With all hard- 
pare and beep EAD instructions. 
pg. wt., 1S. 
92 Cz 103. NET.......... 13.35 


40-Ft. Mast. Consists of 4 rugged 
sections (see sizes listed above) : Nos. 
1, 2, 3, and 4. Maximum height, 40 
feet. Shpg. wt., 29 lbs. 

G2CZ.102.'NED See 9.78 


30-Ft. Mast. Consists of 3 rugged sections: 
Nos. 1, 2, and 3 described above. Maximum 
height, 30 feet. Shpg. wt., 21 Ibs, 
92 SZ LOL. NET... se. Cdle Vepiemiis ols 7.04 


20-Ft. Mast. Consists of 2 sections: Nos. 1 
and 2 described above. Height, 20 feet. Shpg. 
wt., 14 Ibs. 

92 CENOO INET 20 v5 wde's visaneciegn ema 


UNIVERSAL AND ROOF MOUNT 


Heavy-duty swivel base 
mount. Ideal for use with 
telescoping masts, de- 
scribed above. Extremely 
sturdy and versatile, it 
meets the requirements 
of almost any mast in- 
stallation. Can be used on 
any surface—fiat, slanted 
or peaked. Complete with 
tube which nels masts up to 2%” in diameter. 
Shpg. wt., 2% lbs. 

92'S SRENET..c ak can ia ee 1.18 


GROUND RODS 


An excellent selection of new, low-cost ground 
rods. Constructed of moisture-resistant copper- 
plated steel. Special raised lip keeps ground 
lead connector permanently anchored on rod. 
With bolt for easy connection. 


Size, 4’x%%”. Shpg. wt., 1}4 lbs. 


52 OX Saga Nebo .oth<cs-ccbcoeee §2¢ 
Size, 6’x%%”. Shpg. wt., 214 lbs. 

oo CU S36, NE tos eects 1 75¢ 
Size, 8’x14". Shpg. wt., 5 lbs. 

SAG S 3S. NEG... . ces Seer aes 1.52 


GROUND & GUY WIRE 


Aluminum Ground Wire. No. 8 solid alu- 
minum wire. For all grounding applications. 


Stock No.| Coil Length) Wt., Lbs. | NET 


49 T 653 30-ft. 1} 65 
497 650 | 100-ft. 254 25 
49 TU652 1000-ft. 26 11.98 


No. 20 Galvanized Guy Wire. Six-strand, 
No. 20 steel wire. Available in 100-ft. or 1000- 
ft. rolls. Shpg. wt., 100-ft. roll, 2 lbs. 8 

58 T 312. 100-Ft. Roll. NET......... 58c 


71 TU 513, 1000-Ft. Roll. NET....... 5.5m 
No. 18 Galvanized Guy Wire. Same as above, 
but for heavier-duty applications. In 100-ft. or 


1000-ft. rolls. Wt., 100 ft., 245 Ibs. 
51 7319. 100-F. Roll. NET......... 92¢ 


71 TU 545, 1000-Ft. Roll. NET 


ANTENNA MAST SECTIONS 


Ends are swaged for simplified installation. 
Made of heavy-wall steel with electro-galvan- 
ized finish. *Seamless type; others are seamed. 
All are 14” O.D. 


steak He. | wan | Shes. | NEE 
97 CX 137_| Sit. | .035" | 3ibs. | .68 
98 Cx 366*| Sit. | 10517 | 4ibs. | ‘96 
97 Gz 138 | 10%t. | :035" | 5 Ibs. | 1:25 
98 Cz 367*| 10%t. | .051” | 7 Ibs. | 1.95 


tems with “U” or “Z” in Stock Number Shipped Express or Truck 
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TV Twin Line and Accessories 


BELDEN, AMPHENOL AND KNIGHT TWIN LINE 


BELDEN TWIN LINE 


Type 8225. Flat 300-ohm twin line. Finest 
quality 7-28 stranded copper conductors. 
h-quality Poly seby lene yacket has 58-mil 
5 ft., 13% lbs. 7c 


Hi 
web thickness. Shpg.‘wt., 1 
49 T 582. 25’ Coil. NET 


49 T 389. 100’ Coil. NET... 
49 W 384. Over 100’, 


Type 8230. Weldohm 300-ohm twin-line. 
fa] 70-mil web thickness. Conductor of 7-28 
stranded copper-coated steel wire. Copper coat- 
ing provides high conductivity; steel core for 
high strength. Wt. per 100 ft., 2 Ibs. 

49 T 248. 26’ Coil. NET. .“. a7 oc 


Pees 8275. 300-ohm UHF-VHF CEL- 
LULINE. Has cellular polyethylene core, 
inert gas-filled. Brown polyethylene jacket. 
7-28 copper-coated steel conductors. Shpg. wt., 
per 100 ft., 3% Ibs. 
49 T 396. 60’ Coll. NET........5.-% 


49 W398. Over 100’, Per 100’.. 


Type 8235. 300-ohm, oval twin-line. Very 

low loss; for UHF-VHF use. Copper- 
coated, 7-26 steel wire conductors. Extremely 
tough 185-mil web thickness. 100-ft. minimum. 
Shpg. wt., per 100 ft., 4% Ibs. 
49 T 393. 100’ Spool. NET. 4.70 
49 W399. Over 100’, Per 100’. 


(0 Type 8285. New, low-loss 300-ohm UHF- 
VHF twin lead resists salt spray, industrial 
contamination, etc. 22-gauge (7x30) copper- 
weld conductors. Polyethylene insulation and 
webbing. Cellular polyethylene outer jacket. 
Size, O.D. %4x'%2". Wt., per 100 ft. 3% Ibs. 


49 T 583. 50’ Coil. NET. 
49 T 584. 75’ Coil. NET. 
49 T 585. 100’ Coil. NET. 
49 W 586. Over 100’, Per 1 


BELDEN TWIN LINE 


Type 8222. 72-Ohm Twin Line. (Not illus- 
trated.) High-quality brown polyethylene jack- 
et. .075x.128” diam. 100-ft. minimum. Shpg. 
wt., per 100 ft., 1% Ibs. 

49 T 392. 100’ Spool. NET. 
49 W 379. Over 100’, Per 10 


AMPHENOL TWIN LINE 


(E) Type 214-271. Tubular 300-ohm twin line. 
Air-core spacing for extremely high effi- 
ciency—ideal for UHF or VHF installations. 
7-28 copper conductors. 100-ft. minimum. Shpg. 
wt., per 100 ft., 3 Ibs. 

49 T 444, 100’ Coil. NET............ 3.51 
49 W 447. Over 100’, Per 100’......... 3.51 


Type 214-076. Heavy-duty, extremely dur- 

able 300-ohm tubular twin line. May also 
be used by Amateurs—rated at 1 kw RF. Low- 
loss air-core spacing for high efficiency and 
extra durability. 7-26 bare copper conductors 
of high quality. 100-ft. minimum length. Shpg. 
wt., 100 ft., 3% Ibs. 
49 TX 416. 100’ Coil. NET......... 6.36 
49 W 409, Over 100’, Per 100’ 


Type 214-103. Marine core 300-ohm twin 
lead built especially for low loss in high 
precipitation and coastal areas—in rain, snow 
or salt spray. Useful also in fringe and industrial 
areas. 20-gauge (7x28) pure copper conductors, 
polyfoam cores, polyethylene outer jacket. 
O.D. Yx'42". Wt., per 100 ft., 3% Ibs. 
49 T 591. 50’ Coil. NET............ 4.2 


49 T 592. 75’ Coil. NET.. 5.80 
49 T 593. 100’ Coil. NET.. b fb] 
49 W 594, Over 100’, Per 100’........ 35 


Type 214-318. Flat, 300-ohm twin line for 
indoor installation only. 60-mil web clear 
polyethylene dielectric. Flexible to permit easy 
installation around baseboards, etc. Extremely 
low loss and constant impedance provide maxi- 
pam transfer of signal. Shpg. wt. per 100 ft., 
iS. 
49 T 481, 50-ft. Coil. NET.. 
49 T 482. 75-ft. Coil. NET. j 
49 T 483. 100-ft. Coil. NET... 
49 W 484. Over 100’, Per 100’ 


GS 


AMPHENOL TWIN LINE 


Type 214-056. Flat 300-ohm polyethylene 
twin line for FM and TV antennas. 56-mil 
web thickness. 7-28 stranded conductors. Brown 
polyethylene dielectric for more constamt im~= 
pedance. Wt. per 100 ft., 2 Ibs. 

49 1 434. 25’ Coil. NET... 83 
49 T 437. 60’ Coil. NET. 
49 T 439. 75! Coil. NET. 
49 T 441.100’ Coil. NET 


\.7 


49 W 436. Over 100’, Per 100’...... + oan 


Type 214-100. Flat 300-ohm polyethylene 
twin line. 100-mil web thickness. 7-28 
stranded copper conductors. Brown polyeth- 


Type 214-185. Flat, heavy-duty, 300-ohm 
twin line. Recommended for VHF televi- 
sion and FM antenna installations. Thick 
jacket provides extra strength for long life. 
185-mil web thickness. Brown polyethylene 
dielectric resists effects of sun, chemical fumes 
or salt-laden air. 7-26 stranded copper con- 
ductors. 100-ft. minimum. Shpg. wt. per 100 
ft., 5 Ibs. 

49 T 414, 100’ Coll. NET...... 540 
49 W 426. Over 100’, Per 100’..,......5 


KNIGHT TWIN LINE] 


UHF-VHF Open Line. 300-ohm. Designed 
to meet the more critical requirements of 
UHF installations. Loss 'b_ per 100 ft. at 
200 me. In coil lengths below. Wt. per 100 ft., 
2% Ibs. 
47 T 578. 100’ Coil. NET... 217 
47, TX 579, 260’ Coil. NET.... -4.89 


300-Ohm VHF-TV Twin Line. High- 
quality twin line. Provides excellent service 
at a moderate cost. 72-mil web thickness. Low- 
loss polyethylene jacket. No. 20 stranded con- 
ductors. 100-ft. minimum length. Shpg, wt., 
100 ft., 2 Ibs. | 58 
49 T 448. 100’ Coil. NET.......... We 
49 W 435, Over 100’, Per 100’...... 8 


TV POWER CORDS AND CONNECTORS 


TV Power Cord and Connector. This 
durable, all-plastic TV cord is identical to 
original equipment on most TV sets. 18-gauge 
2-conductor cord is 6 ft. long. Molded-con- 
nector fits standard TV receptacle (Fig. L). 
U.L. Approved. Shpg. wt., 8 oz. 
RPM OS 0 eM Gas $E enc Soa Te Bt 2\c 


9-Ft. Cord. Same as above, except 9 feet long. 
Shpg. wt., 12 oz. 
PEOEOR Mae EINE OS gi gti te > +09 wre t Lape y aoe 26¢ 


TV Power Cord and Connector. (Not illus- 
trated.) Identical to original equipment on 
Zenith and many other popular brands of TV 
sets. Plastic-insulated, 18-gauge 2-conductor 
AC cord 6 feet long. Molded-on rubber plug. 
Zenith type, polarized female connector, 1” dia. 
x 7%” deep. 4” pin spacing. Underwriters’ 
Approved. Shpg. wt., 10 oz. 

PEED 2 URS 02s 5 46. , ilens ners ee «BUS Bah 36¢ 


Male Connector. Flush mounting; used on 
most TV sets. Shpg. wt., 2 oz. 
OE SENET vos ie 5.5 0s opal oe Wnbe ve o¢ 


ALL-PURPOSE SERVICE CORD 


Female Type. One flexible 
brown cord to service most 
TV sets. Plug one end into 
wall outlet; other end has 
duplex AC receptacle with 2 
connecters for attaching to 
TV chassis. One is standard soft-plastic TV 
connection; other is metal Zenith connection. 
6 ft, long. Shpg. wt., 1 Ib. 

S20 G65. HET wees once caese oe 1.10 


Allied Is Headquarters for Television Antenna Accessories 


PENN TV MAST MOUNT 


Exceptionally sturdy, easy-to- 
install TV mast mount. Excel- 
lent for flat and sloping roofs 
or side walls. Permit one-man 
installation of tall, fringe area 
antennas. Swivel joint locks 
securely in any position. Ad- 
justable top supports antenna masts from 1” 
to 2” OD. Constructed of aluminum alloy. 
Shpg. wt., 2 Ibs. 
97 C 176. NET. 


PENN FLOATING GUY RINGS 


GRA-140. Cast aluminum, 
floating guy ring and collar. Fas- 
tens to mast with steel set screw. 
Permits rotating antenna after 
guy wires are installed. Lubri- 
cated to assure smooth rotation. 
For 3-guy or 4-guy installations. For masts to 
134”. Shpg. wt., 8 oz. 

DP ENTTS NED MOC ko tore eon ee 115 


GRA-141. Same as GRA-140 but for masts 
up to 1%” O.D. Shpg. wt., 9 oz, 
Fe FDS ME 32 8S e Se shee ORO a0 1.21 


GUY WIRE TURNBUCKLES 


A wide selection of turn- 
buckles. Provide convenient 
adjustment of guy-wire ten- 
sion. Made of heavy-duty cast 
aluminum. Fig. N has closed 
loops at each end for use where 

uick removal is not required. 

ther types can be easily dis- (x {n] 
connected. Av. wt., 8 oz. 


Stock No.|Fig.|\Closed|Open|NET|10-Up, EA. 


44 C 790| M| 5%” | 7%" l2¢ li¢ 
44 C791| M| 6%” | 9%"| 20¢ 18¢ 
44 C 792) M| 74” |10%4"| 30¢ 27¢ 
44 © 796 N | 5%” | 754") la¢ ti¢ 
44 €797| N | 6%” | 9%"! 20¢ 18¢ 
44 C798) N | 7%" |10%"'30¢ 27¢ 


KNIGHT TV ANTENNA 
INSTALLATION KIT 


Accessories 

once | ALP CY 
Easy 

Installation =") 3ad 

of Any TV 

Antenna 


Extremely useful TV antenna installation kit 
at a money-saving price. Ideal for making new 
TV antenna installations or for repair of exist- 
ing installations. Top-quality components for 
years of reliable service. Kit includes: 3—3- 
foot mast sections of heavy-wall, galvanized 
steel, 100 feet of 300-ohm twin-line; U.L. Ap- 
proved lightning arrester; 5 screw-type stand- 
off insulators; 2 mast-type standoff insulators; 
20 feet of No. 8 gauge, solid aluminum groum 
wire. Shpg. wt., 734 Ibs. 


71 CX 607: NET... 7. noe ee 3.27; 


TELCO LEAD-IN TUBES 


Type 8641, Combination plastic lead-in tube 
and lightning arrester. Fits walls to 16” in 
thickness. Has lightning arrester on outside 
end; wall plug on inside. Simple installation— 
lead-in wire is fastened under teeth of lightning 
arrester and contact is made to inside, Requires 
%%” mounting hole. Shpg. wt., 1 1b. 0 
51 C 100. List, $2.95. NET....... Pree 


Type 8958. As above, less arrester and plug. 
Ideal for terminating open line outside and 


71.C 559. List, $2.35. NET.........+- 
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bringing standard line into house. ¥% Ib. | 52 
A ' 


ee ees ee 


TV Antenna Accessories —Tuhe Brighteners 


Hanger Strap. Designed for mounting an- 
tenna masts to odd-shaped objects. Made 
corrosion-resistant, heavy %” galvanized 

steel strapping. 

71 C400. 12’ coil. Wt., 1 lb. NET....... 23¢ 


Wall Stand-Off Insulator. Designed for 
securing antenna twin-lead to baseboards, 
walls, etc. Pack-in type for easy installation. 

See: Bone et 10 i uy per pkg. 
OU a Eas ae eee 44¢ 


Ring Clamp. oa guy wire ring on 
antenna mast. Constructed of corrosion- 
resistant steel to insure long service. Provides 
Pup prot grip on mast. Fits mast diameters 
ox O.D.) ae below. Shpg. wt., per pkg., 3 oz. 


7! Pe dos: %"-1". PER PKG 25¢ 
71 Cé6l0, Ayr. PER PK 25¢ 


.. Duty Lag Bolts. For rigidly secur- 
[L] ing mast mounts, tower bases, etc., to 
in brick, masonry or other surfaces. Made 
of rust-resistant, heavy cadmium-plated steel. 
Bolts have a 14” diameter shank. Tighten with 
wrench or pliers. Av. shpg. wt., per pkg., 5 oz. 


10 p 
. 1%". PER PKG...........+. 
1 pee pen 3 A A Be 47¢ 


Universal Stand-Off Insulators. For use 
with flat, oval or tubular twin-lead, and 
coaxial TV lead-in. Polyethylene insulation. 
Fasten Brey, oe screwing into wood. Av. 
shpg. BS 5 per p! 10 ne in per pkg. 
71 C623. 314°. BER 
7I € €33. 5%”. PER Pre. 
71 © 624, 734”. PER PKG. 


YDouble-Stand-Off Insulators. ‘Wood- 
screw type insulator holds two separate 
lead-ins simultaneously. Can be used for fiat, 
oval, tubular and coaxial lead-ins. Available 
in lengths aes, if Average shpg. wt., per 
kg.,100z.5 


ig Model C-301 Isolation Type. Versatile 
brightener with 7.8 v. position, plus 
normal 6.3 v. position. Simple switch allows 
quick selection. For use in TV sets with either 
series or parallel-wired tube filaments. Relieves 
cathode-filament shorts. 10 oz. 

80 G 184, List, $4.45. NET.......... 2.62 


Model C-201 Autoformer Type. Ideal 

for use in sets having series- or parallel- 
wired filaments. Can be installed on any black- 
and-white picture tube—8’ or larger. 7.8 v. 
booster tap. Gold-anodized aluminum housing. 
Does ae relieve cathode-filament shorts. Shpg. 


wt., 8 0: 
80 G i181. List, $2.49. NET......... . 146 


Model C-401 Autoformer Type. ages 
ally low-cost TV tube brightener. Gives 7 

volts output. Works on black-and-white elec- 
trostatic or electromagnetic focus picture 
tubes. 8” or larger. Does not relieve cathode- 
filament shorts. For use in television receivers 
having parallel-wired filaments only. Shpg. 


wt., 8 oz. 
80 G 183. List, $1.49. NET........... 87c 


Model C-402. Autoformer Type. Same as 
above, but ne use in sets having series-wired 


filaments 0 
80 G 188, Lect, $1.49. NET....-.,....87€ 
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long. Shpg. wt., per pkg., 5 oz. 5 per pro 


Cable Clamp. Provides a non-slip grip on 

antenna and tower guy-wires. Eliminates 
need for splicing or soldering cable loops. Fits 
cables up to %%” dia. Solid steel U-bolt has 
34”x24 thread. Hex nuts for easy tightening. 
Galvanized collar has tapered slots—increases 
cable grip with each Suen of wrench. Size, 4x 


1x’%”. Shpg. wt., 4 o: 
71 © 686, NET EACH................ 4c 


U-Bolt. Galvanized steel. With nuts and 
washers. Fits up to 144” (O.D.) masts. 
Shpg. wt., per pkg., 4 oz. 2 per pkg. 
71 C611. PER PKG. 


Mast Clamp. Has serrated yoke for tight, 
non-slip grip on masts. For 2 masts with 
max. O.D. of 1%” each. Made of galvanized 
steel. Shpg. wt., per pkg., 40z. 2 per pkg. 
Va te) ye Ty ee 34¢ 


1, 


Strap-Type Single Stand-Off Insula- 
tors. Mount on mast. For flat, oval, tubu- 
lar and coaxial lead-in. In lengths listed below. 
Shpg. wt., per pkg., 6 ee 3 per pkg. 
71 C 654, 34”. PER PKG. 
71 C 655. 534”. PER PKG. 
71 C 656. 74”. PER PKG. 


Strap-Type Double Stand-Off Insula- 

tors. Universal type for use on flat, oval, 
tubular, and round lead-in or coaxial lines. 
Holds two transmission lines—can be used 
when two antennas are mounted on a common 
mast, such as in a VHF-UHF installation. 
Keeps lines well separated, preventing cross- 
talk and interaction. Has universal, strap-ty: 4 
mount for clamping to any mast. In lengths 
peer ite Average shpg. wt., per pkg., 8 oz. 

er p 
7P c By "334". PER PKG..........:.. 33¢ 
71 C 634, 7%”. PER PKG............. 48¢ 


Drive-in Stand-Off Insulators. Universal 
standoff. For use with flat, oval, tubular 
and coaxial TV lead-ins. For driving into 
wood, brick, masonry or other surfaces. 344” 


71 C 626. PER PKG. 


WJ 


Antenna Clip. A very handy accessory for 
{q servicemen. Clips standard 300-ohm lead-in 
to antenna terminals of TV sets. Low-loss plas- 
tic clip with screw terminals for transmission 
line. 334” long. Shpg. wt., 2 oz. 
rg ee Seo ee ee rh 


(r] Universal Guy Ring. Designed to ae un- 

anchored on ring ates For 14%” O.D. 

masts. Shpg. wt., per pkg., 10 oz. 5 per pkg. 

71-C615, PER IPKG..4 00.5... 060 37¢ 

(3) Open Guy Wire Hook Eye. Designed to 
anchor guy wires firmly and securely. 

Screws into wood. Made of galvanized steel. 

Shpg. wt., per pkg., 10 oz. § per pkg. 

71 C619. PER PKG, 
Closed Hook Eye. Anchors guy wires. 5” 
long. Shpg. wt., per pkg., 10 oz. 5 per pkg. 

71 C 621. PER PKG... 23¢ 


ww 


Universal Hot Nail Stand-Off Insula- 
tors. For fiat, oval, tubular, and coaxial TV 

lead-in line. Holds securely when driven into 

wood, mortar, or brick. Length, 344”. Shpg. 

wt., per pkg., 4 oz. 5 per pkg. 

ZAG 6220 PER PRG... hs 2.35 stek Te 37¢ 


Open Line Stand-Off Insulator. Has 
slots for 300, 450 or 600 ohm lines. 534” 
nail. Av. shpg. wt., per pkg., 5 oz. § per pkg. 
04, C670. PERN. 55 dep .cp cece in 59¢ 


Mast Insulator Clamps. Consist of metal 

strap and nut block for 10-32 machine- 
screw type stand-off insulators. No need to drill 
hole in mast. Provide non-slip grip. Wt., per 
pkg., 5 oz. 3 per pia. 
ah c oo For 1%” masts. 


10" a Bast pkgs., PER PRGoi. 06. oo oe 


Ground Clamp. For secure ground con- 

nection to water pipes up to 14” diameter. 

Pointed screw tip for positive “‘bite’’; screw 
ee for ground wire. Shpg. wt., 4 oz. 

C310. EACH. 

io or more, EACH.. 


Model C-211 110° Autoformer Type. 
Versatile dual purpose tube brightener for 

use with 110° picture tubes. Boosts output to 

7.8 volts. Has switch for adapting to parallel or 

series-wired na With button base (RCA 

type). Shpg. wt., 

80 @ 168, List, $3.78. NET........ ..2.20 


Medel C221 110° Aitothhniee Type. Same 
as above, but with shell panes (Sylvania-Du- 
mont type). Shpg. wt., 

80 G 169. List, $3.75) NET...........2.20 


TV TUBE RESTORER 
Model K-101. Versatile TV picture tube 
restorer. Corrects open cathodes, heater- 
cathode shorts, open control grids, control 
gtid-cathode shorts, low emission, etc. For 
either parallel or series-wired sets. 1 Ib. 
80 G 189. List, $6.65. NET.......... 3.90 


COLOR TUBE “BRITENER”’ 


[op] Mode! C-501. Single-purpose autoformer 
type brightener. Extends the useful life of 
all three-gun color TV picture tubes. Provides 
increased filament voltage to boost electron 
emission and return full contrast and color 
uality. Shpg. wt., 1 Ib. 
2 G 244. List, $9.75. NET..........9.73 


“NU-LIFE"’ CATHODE-RAY 
TUBE RESTORER 


Remarkably versa- 
tile unit. Corrects 
many.kinds of 
shorts and opens 
in magnetic-focus 
and electro-static- 
focus picture tubes, 
Permanently elim- 
inates such defects 
as: open cathode, 
shorted cathode to 
filament, shorted control grid to open control 
grid; or any combination of these. For use with 
either series or parallel-wired sets. Ingenious 
terminal board arrangement with plug-in leads 
allows undamaged elements to take the place 
of the damaged elements. Simple instructions 
come with unit. Also provides an easy and in- 
expensive method of restoring picture tube 
brightness. Built-in potentiometer allows ad- 
justment to correct for low filament emission 
and slow heating. Shpg. wt., 12 oz. 

80G 145. NET..........0.., pee 4.95 


STANCOR TV TUBE BOOSTER 


Model P8192. Self-contained 
unit adds life to aging picture 
tubes when dimness is due to 
low cathode emission. Unit 
boosts emission; returns full 
brightness and contrast to pic- 
ture. For all electro-magnetic 
picture tubes with parallel- 
connected filaments. Simple, 
plug-in construction. Easily 
installed; mounts anywhere in 

. set without soldering—instal- 
lation can be made in seconds. Hi-Lo switch 
provides two levels ce spre brilliance. Size, 


314x114". Shpg. wt., 3 20 


80 G 182. List, $5.44. NET Shao: 
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JERROLD TV COUPLERS 


Isolating Couplers. 
High quality, excep- 
tionally low-loss cou- 
plers. Models for use in 
either fringe or metro- 
politan areas. Permit 
the operation of 2, 3, or 
4 receivers on the same 
antenna. Feature AC 
isolation between AC-DC TV sets and antenna. 
Effectively suppress oscillator interaction and 
interference in receivers. 300-ohm impedance 
matching is maintained for full signal strength 
to all sets. Sturdy case is universal mounting 
type. Fully conceals and protects all connect- 
ing lead-terminals. Types MF-2 and MF-4 are 
designed for fringe area reception. They feature 
highly efficient, transformer-type impedance 
matching and offer extremely low-forward 
losses, Ideal for undistorted passage of color 
TV signals. Type M-2 is for coupling in strong 
signal areas. Type M-2 is also recommended 
for use on UHF TV channels. Weatherproof 
polystyrene cases measure 4%” long, 1%” 
wide, and 114” deep. Shpg. wt., 6 oz. 


eee we Description Daas 
71 C 841| M-2|For 2-sets. Blue-Gray.| 2.10 
71 C 842|MEF-2 |For 2-sets. Ivory. 2.70 
71 © 843|MF-4|For 3 or 4-sets. Ivory.| 3.45 


BLONDER-TONGUE COUPLERS 


Model A-102 Set Coupler. 
New 2-set coupler featuring 
excellent isolation—a high- 
ly efficient phase discrimi- 
nating circuit prevents 
interaction between sets. 
Delivers a strong signal to 
each TV or FM set. No-strip 
terminals, for quick and 
easy installation. 300-ohm impedance. Isola- 


tion, 10-20 db. Insertion loss, 3.5 db. Size, 
1%4x274x2%4". Shpg. wt., 4 oz. 
51 C213. List, $3.50. NET........ aes 1.76 


Model A-104 Four-Set or Antenna Coupler. 
Similar to Model A-102 above, but for connect- 
ing either 4 TV sets to one antenna, or 4 an- 
tennas to one TV set. Easy to install. Isolation, 
12-20 db. Loss, 7.5 db. Size, 11%4x274x2%4’. 
Shpg. wt., 4 oz. 


51 C211. List, $4.95. NET..... Spe 465) 


Model A-105 Hi-Lo Antenna Coupler, New 
antenna coupler for connecting high and low- 
band TV antennas to TV set with a single 300- 
ohm line. Designed for fast, easy installation. 
Isolation, 21 db. Loss,1 db. Size, 1/4x274x24". 
Shpg. wt., 4 oz. 


51 C214. List, $3.95. NET.........-. 2.16 


TACO SELECTIVE ATTENUATOR 


Model 835. 300-ohm 
variable attenuator 
switch for TV and FM 
receivers. Cuts down 
strong incoming signals. 
Reduces sound and pic- 
ture distortion caused 
by overdriving receiv- 
ers. Positions: 0 db for 
no attenuation (normal 
reception) ; 15 db for 
minimum. 30 db for maximum. Size, 442x244”. 
Shpg. wt., 5 oz. 


92 C 046. List, $4.45. NET 


TELCO LIGHTNING ARRESTER 


Type 8642, Extremely versa- 
tile, low-cost lightning arrester 
for protection of TV sets. For 
use with round, oval, flat, or 
open lines. Requires no strip- 
ping, cutting, or splicing of 
insulation for positive contact 
of arrester. Toothed circular 
contacts make firm contact. 
Constructed of low-loss material for full signal 
strength. U.L. Approved. Single screw mount- 
ing. Shpg. wt., 6 oz. 


51 © 242. List, $1.25. NET......... ica 
PORCELAIN ARRESTER 


A low-cost, general pur- 
pose lightning arrester. 
Designed for series in- 
sertion in single-wire 
lead-in lines of radio 
receivers. Ruggedly 
constructed of high-quality, moisture-proof, 
glazed porcelain. Has high barrier between ter- 
minals for extended leakage path. Sturdy hex- 
nut terminals assure solid, permanent connec- 
tions. U. L. Approved. Shpg. wt., 6 oz. 


Bale 290, NET?, <9... fe. 8 /Seee OS 


Depend on Allied for Complete Stocks, Low Prices, Friendly Service 


TV Antenna Accessories 


JFD LIGHTNING ARRESTERS AND COUPLERS 


fale Regular Flat-Line Lightning 
Arrester. Designed to accommodate all 
ribbon type twin lead. Has special retaining 
flange to positively prevent twin-lead from 
working loose. Water-proof porcelain body. 
Underwriters’ Laboratories Approved. Com- 
plete with stainless steel hanger strap, 4-ft. 
aluminum ground wire and mounting hard- 
ware. Shpg. wt., 15 oz. 

71 © 479. List, $2.25. NET........... 1.32 


AT105S Universal Arrester. Can be 
mounted on mast or pipe. Connections are 

made by saw-toothed screw terminals. For flat, 

tubular and open wire lead. With hanger strap. 

U. L. Approved. Shpg. wt., 13 oz. 

7i ©530. List, $1.50. NET............ 88c 


Cc AT104 Lightning Arrester. For antenna 
rotator installations. Handles 4-wire 
lead-ins. 8 precision-spaced teeth make positive 
contact with conductors. U. L. Approved. With 
ground lug. Shpg. wt., 15 oz. 

FP E519. List, $1.50. NET............88¢ 


AT110 Lightning Arrester. For fiat or 
open-type transmission lines. Strain-relief 
lip for protecting both types of lead-in. Mounts 
on outside wall or window sill. With ground- 
lug. U. L. Approved. Shpg. wt., 15 oz. 
71 C531, List, $1.50. NET............ 88c 


AT131 Lightning Arrester. For flat, tu- 
©) bular, oval, or open-wire transmission lines. 
Saw-tooth washers assure positive contact 
without cutting or stripping of wire. Con- 
structed of low-loss material for full sp) 
strength. With wood screw and strap. U.L. 
Approved. Shpg. wt., 10 oz. 
71 © 537. List, 75c. NET.......-..:. 44c 


AC Set Couplers. An excellent selection of 
highly efficient TV set couplers. Permit 
operating 2, 3 or 4 TV sets from the same an- 
tenna. Ideal for hotels, apartment buildin, 
and other multiple dwellings: Supplied wit! 
U-bolt, to permit convenient mounting on 
antenna mast, if desired. Input and output 
impedance, 300 ohms. Shpg. wt., 8 oz. 


sor | Type | Description ae 
71 C 661|AC40 2 TV sets to 1 antenna) 2.06 


71 © 662\AC60 |3 TV sets to 1 antenna) 2.35 
71 © 663.AC70 /|4 TV sets to 1 antenna| 2.85 


AC Antenna Couplers. (Not illus.) For 
connecting 2 separate TV antennas to single 
twin-line. Eliminate need for running separate 
twin lines through the house. Supplied with 
hardware. Shpg. wt., 34 Ibs. 


AC 10. For coupling 2 antennas; high-band 
and low-band VHF. 
31 C 269. List, $3.50. NET....... 2a 


AC 20. For coupling 2 antennas. Permits 
connecting separate UHF and VHF antenna 
to a single length of twin line. 

51 C 266. List, $3.75, NET...., vue 2.20 


RA-2 Two-Set TV Antenna 
Coupler. For operation of 
two TV receiversfromsamean- 
tenna. Delivers full signal 
strength on all VHF and UHF 
channels. Maintains constant 
Sor aise eg Attaches 
with single screw. 6 02z. 

71 C660, NET....... 97¢ 


POPULAR LIGHTNING ARRESTERS AND COUPLERS 


RCA LIGHTNING ARRESTER AND 2-SET COUPLER 


Type 235A1 Arrester. Expertly designed 
low-loss UHF-VHF lightning arrester—no 
splicing, stripping, or soldering of antenna line 
necessary. Screw cap type —forces antenna line 
against staple contacts which pierce insulation 
and make positive contact with conductors. 
Underwriters’ Laboratories Approved. Strap 
type mounting permits quick and easy instal- 
pe aioe eee mounted on mast or water pipe. 
pg. wt., 8 oz. 
Se Des, NEM, ke, case ceh gener ake 82c 


Type 240A1 Coupler. Set Coupler: For 

operating two or more TV sets from one 
antenna having a 300-ohm transmission line. 
Save cost of additional antenna for that second 
set. Utilizes resistance elements only—does not 
affect impedance characteristics of transmis- 
sion line. Designed to provide necessary isola- 
tion between TV receivers to reduce interfer- 
ence caused by interaction of their oscillators. 
Easily installed. Shpg. wt., 6 oz. 
51 C 246. NET.....-. hn AP |. 


AMPHENOL ARRESTERS & COUPLERS 


Type 114-328 Arrester. An efficient uni- 
versal lightning arrester. For flat, tubular, 
or open line. No stripping, cutting, or splicing 
of line necessary. Knife-edge contacts, cut 
through insulation to make positive contact. 
Low loss, phenolic body. With screws for 
mounting. Underwriters’ Laboratories Ap- 
proved. Shpg. wt., 5 oz. 
BL G 247. List, $1.50. NET............ 90c 
Type 114-329. As above, with strap mount. 
51 C 289. List, $1.75. NET 1.0 


{k) Color Couplers. Highly efficient, low- 
loss couplers for connecting two, three or 
four TV sets to one antenna. Provide effective 
isolation of sets and low signal loss through 
proper impedance matching. Work equally well 
with either color TV sets or black and white. 
Excellent also for matching FM radios to a 
single antenna. Have attractive appearance as 
well as weather-proofing and durability—suit- 
able for either indoor or outdoor installation. 
Have built-in strain relief (flanged mount) for 
antenna lead-in. 2-screw mounting. Wt. % Ib. 
Type 114-097. 2 sets to 1 antenna. 

9) amet: NETS. ook eos. gs 1.77 
Type 114-098. 3 sets to 1 antenna. 

QO) C942: NET.c4 tek t2ars 
Type 114-099, 4 sets to 1 antenna. 

O1 CBAS IME Nis. c an ates. a a2 OF. 


Tele-Couplers. Highly efficient low-loss 
couplers for operating up to four TV sets 
from one VHF or UHF antenna. Permits using 
a single transmission line to antenna. Bifilar 
wound network provides high degree of iso- 
lation to prevent interaction between sets. 
Also offers very low insertion loss to insure full 
strength signals to all sets. May be installed 
indoors or outdoors. Wt., 4 Ib. 
Type 114-088. 2 set Telecoupler. 
BU C272. List, $3.75. NET... -..00562e29 
Type 114-090. Up to 4 set coupler. ‘ 
51 C 274. List, $5.75. NET........ +o. coe 


Antenna Couplers. (Not illus., similar to Fig- 
L). Eliminate antenna switching and separate 
lead-lines. Permit using single 300-ohm line to 
separate high and low-band VHF antenna and 
VHF-UHF antennas. Efficient filters for effec- 
tive isolation. With mast mounting hardware. 
Shpg. wt., 1% Ibs. 


Model 114-094 “‘Duonet.” Couples separate 
high and low band VHF antenna or FM and 
TV antenna for combined operation with a 
single 300-ohm lead-in. 

51 C 283, List, $3.75. NET.......... 2.25 
Model 114-061 Isonet.” VHF-UHF coupling 
network. Permits using a single 300-ohm twin 


line t te VHF and UHF antennas. 
ee oer it, $3.75: NET on w!)c at? 225 
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Television Accessories 


MOSLEY TWIN-LINE ACCESSORIES 


Type F-40 2-Way Antenna Switch. Se- 
lects either of two antennas. Maintains 300- 
ance in both positions. 8 oz. 
a 5. Brown plastic case. 


26. Ivory plastic case. 
Type 625 Wall-Thru Insulator. For 


EACH 
twin line or RG-59/U coax. Fits any wall 
up to 13” thick. Includes polystyrene tube 14” 
long, inside plate and outside cap. If desired, 
universal TV socket, 343-PK (listed below) 
Beate installed on inside plate. Shpg. wt., 1 Ib. 
40 C 430. Brown plastic ends. 
yu C 440. Ivory plastic ends. 
Ge... SerorieZ) 


{c} Type 321 Polarized Connector. Ef- 
ficient twin-line connector consisting of 2 
A harem plugs, each with one male and one 
emale. Assures proper polarization. 134” long. 
SURE. wt., 2:02. 
72C711, PER PAIR 
(o} Type 343-PK Transmission Line Sock- 
‘SL 


ets with Plug. Can be mounted on in- 
ie plate of Type 625 Wall-Thru insulator, 
above. With solderless twin line plug and mtg. 
screws. Shpg. wt., 2 oz. 
a 3 Ast tn peAStc case. 
« Ivory plastic case. 
NET EACH eon Oe 


Bed 27-S Flat-Line Polystyrene 
Splicer. Strip wires, insert, and tighten set 
screws for positive electrical contact. Size, 


orb, NEF EkCH”............ IIc 


fal Type 354 Solderless Base Sockets. Pre- 
cision molded polarized multi-wire connec- 
tors for up to 4-wire flat or round cable. Molded 
polystyrene body, phosphor bronze contact 
strips. Accepts 2 or 4-wire line plugs listed 
at right, above. Shpg. wt., 2 oz. 

40 C437. NET......... Widest aes 84c 


(al Line Plugs. Solderless. For 2 or 4-wire, 

YJ flat or round cable. Shpg. wt., 2 oz. 

Stock No.| Type | Description NET 

40 © 429 303 For 2-wire cable 19¢ 

40 C 431 374 For 4-wire cable 46¢ 

ful Type 364 Line Socket. For use with up to 
4-wire flat or round cables. Accepts Type 


303 or 374 line plugs above. Solderless, no indi- 
vidual set screws. With phosphor bronze con- 
tact strips. Shpg. wt., 2 oz. 

40 C454. NETH eo... k cee ..60¢ 


Type 301 Plug. Ideal for connecting TV 
antenna lead-in to set or booster. Made of 
polystyrene. 4%” pin spacing (fits socket be- 
low). Shpg. wt., 2 oz. 

PROTOS NER, go 2cyo0 ye ots I9c 


K Type 311 Socket. For use with twin- 
line plug above. Standard 4” spacing. Poly- 
styrene insulation. Shpg. wt., 2 oz. 

FOCUS MET 3; vies twine cure ee I9c 


Type 304 Mosley Antenna Connector. 
For connection of lead-in to TV antenna 
terminal. Fits Type 311 socket, above. Shpg. 


wt., 2 oz. 
MDI AOU o.oo. do dee ces AY) 


(nu) Type 902 Dual-Match TV Coupler. Op- 
erates 2 TV sets from 1 antenna. For 300- 
ohm line. Polystyrene construction minimizes 
losses. Solderiess connections. 3 oz. 

40 C424, NET 1.82 


Type 2638S. “Y-TY” for connecting all 
types of transmission lines to TV antenna 
elements. Solderless, screw connections 4” max. 
width. Wt., 6 oz. 
40 C 443. NET...... A40c 


(P] Ty pe 29-S Tubular To Flat-LineSplicer. 
For joining tubular or oval 300-ohm 
lines to standard flat lines. Clear polystyrene. 
Shpg. wt., 3 oz. 

BGK SAZONE Wi 0a. Y, noice selena ceo I3¢ 


TV INTERFERENCE FILTERS 


_ REGENCY HIGH-PASS FILTER 


Mode! HP-45. Attenuates signal frequen- 
cies below 55 mc. Provides effective aid in 
elimination of TVI. Has constant “‘K” type 
filter with cut-off frequency of 45 mc in a 300 
ohm balanced line. Approximately 20 db atten- 
uation at 29 mc; 40 db or more at frequencies 
of 14 mc and below. Signals above 55 mc are 

assed through filter without loss. With mount- 
ing bracket. Instructions included. Size, 1Yx 
¥%". Shpg. wt., 2 oz. 

7 C569. List, $1.65. NET............99C 


“CLEAR-PIX” INTERFERENCE FILTERS 


4 Designed to minimize or eliminate the com- 
mon types of TV interference. Effectively 
reduce interference caused by Amateur trans- 
mitters in the 21 to 21.45 megacycle band. Also 
minimize interference from FM, ignition and 
other high frequency sources. Do not affect 
signal strength. Quickly installed with only a 
screwdriver. Mount.at antenna terminals be- 
hind television receiver—brass lugs attach to 
same screws that hold antenna connections. 
For any modei TV set using 300-ohm twin lead 
transmission line. Shpg. wt., 5 oz. 


Stock | Mfr's Interference NET 
No. Type Used For EACH 

1 © 043| CPH | 21 mc amateur 

1 €046| GPF | Strong FM station | 1.17 

1 © 045] CPI | Ignition or similar 


380 


JFD INTERFERENCE FILTERS 


Model WT26. Reduces cross-channel and 

other interference caused by diathermy 
machines, amateur transmitters, TV set oscil- 
lators and other signal sources. Simply attaches 
to the back of any TV set—no brackets or 
special installation necessary. For channels 2-6. 
With screws and instructions. Overall! size, 
5x2!4x2%%". Shpg. wt., 8 oz. 


77 C 680. List, $4.50. NET......... 2.65 
Model WT713. As above, but for channels 7-13. 
77 C 681. List, $4.50. NET........... 2.65 


AMPHENOL HIGH-PASS FILTER 


Model 114-330. Excellent high-pass filter 
for reducing TV interference caused by 

transmitters, diathermy, ignition, etc. Quickly 

and easily installed. Provides almost 60 db 

attenuation of interference below 50 mec. 300 

ohms. 15¢x4%4 x34”. Shpg. wt., 6 oz. 

5] C279. List, $6.95. NET........... 417 


R. L. DRAKE TVI FILTER 


Model TV-300-HP. High-pass interfer- 
ence filter for any TV set with 300-ohm 
antenna input and 20 or 44-mc [F's. Attenuates 
interference from 0 to 52 mc more than 40 db; 
highly effective on 6-meter interference. Iron- 
core, bifilar coils for maximum reduction of 
parallel current interference. Fully shielded. 
2Wax2Vyx1%y". Shpg. wt.,Y% Ib. 
FE OSBTONET cco ae Hs faces 3.50 


(R] Type F-1PK Flush Socket and Wall 
Plate. For TV or FM installations using 
300-ohm twin-line. Constant impedance low 
loss socket molded of polystyrene with phos- 
phor-bronze contacts. Fits standard outlet box. 
Plastic plate. With plug and set of mounting 
brackets. Shpg. wt., 6 oz. 

40 C419. Brown. NET 

40 € 418. Ivory. EACH.............0+. 1.21 


Type F-11PK Dual Flush Socket and Wall 
Plate. Similar to above, but for 2 twin-line 
connections, with plug. Shpg. wt., 6 oz. 

40 C 417. Brown. NET 

40 © 416, Ivory. EACH...... eee Oe 


Type F-111PK Triple Flush Socket and 
Wall Plate. Similar to above, but for 3 twin- 
line connections. With plug. 6 oz. 

40 C 427. Brown. NET 

40 C 428; Ivory. EACH............. 1.66 


Type F-14PK Combination Flush Socket 
and Wall Plate. Similar to above, but for 
300-ohm twin-line and 4-wire rotator cable. 
Plastic plate, with plugs. Shpg. wt., 6 oz. 
40 C 415, Brown. NET 

40 € 414. Ivory. EACH............. 2.17 


Type F-114PK Combination Flush Socket 
and Wall Plate. As above, but for 2 twin- 
lines and 4-wire rotator cable. With plugs. 8 oz. 
40 C 448, Brown plastic. NET 

40 C 449, Ivory plastic. EACH....... 2 A7 


{s] Type AC-1PK AC-TV Wall Plate Sock- 
et. Duplex AC receptacle cover plate with 
built-in twin line socket. With twin line plug. 
Ivory finish. Shpg,. wt., 2 oz. 

AO CATs, NETS os. ae tae 1.16 


Type AC-14PK Wall Plate Socket. Duplex 
AC receptacle cover plate with built-in sockets 
for terminating twin line and 4-wire rotor ca- 
bles. With twin line and rotor cable plugs. 
Ivory finish. Shpg. wt., 2 oz. 

40 C408. NET..... 


JFD ANTENNA SWITCHES 


AS1 Antenna Switch. 3-way lever-type an- 
tenna switch with low insertion loss. For mutti- 
yagi installations and those areas where sep- 
arate antennas mounted on a common mast 
and oriented to individual stations must be 
used. Size, 2x4%x1%". Wt., 2 Ibs. 

71 © 539. List, $3.75. NET .......... 2.20 


AS3 Multiple Antenna Switch. Permits in- 
stant switching of up to 3 antennas. Constant 
impedance rotary switch with low-resistance 
silver contacts. Plastic case, screw terminals. 
Size, 134x5x2”. Wt., 2 lbs. 

71 6540, List, $4.05. NET........... 2.91 


CINCH-JONES WALL PLATE 


For terminating TV lead-in and 
rotator cables in standard wall 
outlet. Wall plates are chrome- 
plated. S-302 for antenna lead-in. 
S-302-4 for lead-in plus 4 rotator 
wires; S-302-8, for lead-in and & 
rotator wires. Shpg. wt., 7 oz. 


, WPC Style TV Wall Plates 
41 C 646, S-302. 


NED i dupe 52/0 ore 1.38 
41 C 647. S-302-4. NET. -- 1,66 
41 C 648, S-302-8. NET.. ++ 1.79 


CCT Style Piugs for Above 
40 H 802. P-302. Antenna plug. NET....456 
40 H 804, P-304 4-wire rotor plug NET...534 
40 H 808. P-308 8-wire rotor plug NET...648 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 
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71 


Model 71 Phono-TV Table. Tabie top is 
1-piece sheet steel. Holds any size portable or 
table-model TV set, phonograph, etc, Arms 
extend from 171%” to 32”. Stands 23” high. 
With 3” casters and convenient utility shelf. 
Finished in satin black. Shpg. wt., 12 Ibs. 

99 CX 149, NET 


Model 77. As above, but brass-plated arms, 
legs and shelf; matching bronze table top. 


99 CX 159, NET 


Slimline Series. Slim and graceful in appear- 
ance, these sturdy TV tables are especially 
designed to hold the new, narrow, ‘“‘slimline’’ 
TV sets. All have table top 23” wide and 1014” 
deep. Durably finished in black, non-chip enam 
el and hard shell brass. Extremely stable and 
tip-proof, these tables can be easily moved 
about, indoors or out—clear lucite casters 
swivel smoothly at the touch of a finger. 
Attractive lower shelf can be used for record 
or magazine storage. Available in black enamel 
or brass finish in a choice of 2 different heights. 


Model 917. In handsome brass finish. 24” 
high. 3” casters. Shpg. wt., 11 1b 
78 CX 570. NET cae 


Model 911. In attractive, black enamel finish. 
24” high. 2” casters. Shpg. wt., 11 Ibs. 
78 CX 571. NET 


Model 927. In handsome brass finish. 
high. 3” casters. Shpg. wt., 12 Ibs. 
78 CX 572. NET 


30” 


1V Components and Accessories 


“COMFORT LINE” TV TABLES 


Model 81 TV Table With Shelf. Handsomely 
styled, solid-top television table. Fits any 
table-model TV set—arms extend from 1714” 
to 32”. Stands 18” high; 3” lucite casters. Satin 
black finish. Has shelf for storing books, rec- 
ords, etc. Shpg. wt.), 10 Ibs. 

99 CX 131. NET 


Model 87. As above, but all-brass finish. 
99 CX 132. NET 7 


Model 517 TV Table 
Cart. Beautifully 
designed, sturdily 
built, this handsome 
TV table also doubles 
as a graceful serving 
cart! Its smart, mod- 
ern black and brass 
decor and its gracious 
appearance make ita 
welcome serving aide 
at the most fashion- 
able of social gather- 
ings. Holds any size 
TV set—has exten- 
sion arms which open 
7 to 22”, close to 17”, 
Also ideal for holding phonographs and hi-fi 
sets. Cart stands 24” high; has 3” clear lucite 
casters. Constructed of/sturdy tubular steel, 
heavily brass-plated throughout. Has_ black 
oxidized top; convenient wire storage shelf at 
bottom. Shpg. wt., 13 Ibs. 
99 CX 449. NET 


COLOR TV DE-GAUSSING COIL 


Extremely effective de-gaussing 
coil designed for color TV alig- 
ment. Field neutralizer elimi- 
nates stray magnetic fields for 
accurate purity adjustments. 
With 9-ft. cord. For 110-120 v. 
50-60 cycle AC. 15 Ibs. 

71 CX 666, NET 


EBY CRT EXTENSION HARNESS KIT 


= Model K302. Consists of 

3-ft. anode extension har- 

ness; 4-ft. CRT socket 

harness for both electro- 

\ staticand magnetic tubes; 

N\\ 3-ft. yoke extension har- 

¥ ness for sets using octal 

_ plug and socket. In rugged, 
heavy-duty plastic case. Shpg. wt., 10 oz. 

41 H 348, List, $5.40. NET...........3.18 


EBY COLOR & 110° CRT ADAPTER 


Model AD-67. Universal 
CRT adapter. Adapts any 
commercial CRT checker or 
rejuvenator for 110° or color 
TV picture tubes. Individu- 
ally checks each gun of color 
tube. Handy, three-position 
selector switch quickly se- 
lects eae AG gun. 
Shpg. wt., . 

41H 346, NET....7.79 


AMPHENOL MATCHING 
TRANSFORMER 


Stub-type transformer for 

matching 72-ohm and 

300-ohm_impedances. 

Matches 72-ohm line to 

300-ohm antenna or re- 

ceiver inputs; also matches 

300-ohm line to 72-ohm 

inputs. Spade lugs on each 

end for easy connection to screw-type termi- 
nals. Shpg. wt., 14 oz. 72 

a c 


Bl C 292..NET..: 

MILLER ANTENNA TRANSFORMERS 
Permits use of low-loss 52 0r 72-ohm 
coaxial cable on 300-ohm receiver in- 
puts, 2 required: one at antenna, and 
one at receiver. May be used outdoors. 
Size, 14x34x%". Shpg. wt., 2 oz, 

77 G516. Type 6161. 52 ohms. 
77 G517. Type 6162. 72 ohms. 


NET EACH 1.76 


MILLER ADJUSTABLE ION TRAP 


Model 6295. Universal single- 
magnet ion trap. Screw adjust- 
ment allows magnetic field to 
be varied between 32-55 gausses. 
Replaces any single-magnet trap 
within this gauss range. Exten- 
sion spring permits easy instal- 
= lation. Shpg. wt., 6 oz. 
60 H 796. NET 


G-C TUBE-SAVER—TRIPLES TUBE LIFE 
Model 5303. A highly effective device for extending the tube 


G.-C WUERTH- Na 5313 \ 


TUBE-SAVER 


life of television sets, high-fidelity music systems, radios and 
other electronic equipment. Completely safe, the tube-saver 
plugs in quickly and easily to provide constant protection of 
tubes against sudden surges of voltage—actually triples tube 
life for year-round savings. Features ‘‘Thermal cushioning” 
action to prevent damage to tubes when set is turned on— 
minimizes servicing and replacement costs. Tube-saver plugs 
into wall outlet; set plugs into tube-saver. 234x214x14". For 


100-275 watt sets. For operation from 110-120 volts, 50-60 
cycle AC-DC. Shpg. wt., 7 oz. 
80 G 146, List $4.95. NET 


Model 5304, For color TV sets; 250-400 watts. Shpg. wt. 12 oz. 


80 G 149. List $5.95. NET 


Depend on Allied for Complete Stocks, Low Prices, 


Model 537 Portable TV Table. For all port- 
able TV sets. Has sturdy tubular steel frame, 
heavily brass-plated throughout. Includes con- 
venient wire storage shelf at bottom. Arms 
extend from 13” to 21”. 24” high; has 2” lucite 
casters. Shpg. wt., 9 lbs. 

99 CX 240. NET 


Model 737 All-Purpose Hi-Fi TV Table. 
Sturdily constructed ‘“‘high boy” type table. 
Has beautiful metallic gold finish throughout. 
Brass arms extend from 1744” to 32” to fit any 
TV set. Stands 31” high; has 3” clear casters. 
Heavy gauge steel frame with 16x16” steel 
utility top and 2 convenient wire shelves. Shpg. 


wt., 15 Ibs. 


78 CX 573, NET.. 
Model 867 Heavy- 


Duty TV Table. 

Especially designed 

to hold the bigger, 

heavier TV sets with 

21” and larger screens. 

Has extension arms 

which open to i a 

close to 1814”. as 

heavy tubular steel 

construction with 

heavily plated brass 

’ finish throughout. Ex- 

tremely stable and tip-proof. Mounted on 3” 

clear lucite casters. Includesconvenient wirestor- 
age shelf at bottom. Shpg. wt., 1214 Ibs. 


99 CX 439, NET.. 


VIDAIRE “KINE TEST” 


Tester for checking electro-magnet- 
ic picture tubes by substitution 
method. No need to remove picture 
tube or chassis from cabinet. Just 
plug tester into picture tube socket. 
Electron-ray tube dynamically 
checks filament, bias, and 1st anode 
voltages, video signal, etc. Compact 
— easily fits in tool chest. Complete 
with instructions. Size, 44%x1Yy”. 
Shpg. wt., 6 oz. 
84C O17. List, $4.90. NET 


QUAM FOCALIZER UNIT 


Type QF-4. For quick, accu- 
| rate focusing and centering of 
‘|raster. Fits all picture tubes 

regardless of size or anode 
| voltage. Size, 134x3Y%x5Yy". 

Shpg. wt., 1 Ib. 

41 H 133. NET 


CLAROSTAT REGULATORS 


Type TVA. Protects TV sets from 
line voltage surges. Reduces surge 
of 140 v., down to 110 v. Plug-in 
type. For sets using 200-300 watts. 
Shpg. wt., 5 oz. 

31 £085, NET 


PERMA-POWER HORIZONTAL 
BAR GENERATOR 


Type B101. Provides series of 
horizontal lines for accurate 
checking of picture linearity. 
Also used for setting of defiec- 
tion yoke and focus coil or mag- 
net. Plugs into all duo-decal- 
type picture tube sockets. With” 
instructions. Size: 1Y¥xl%". 
Shpg. wt., 5 oz. 
51C 212. NET 


CRT HI-VOLTAGE CONNECTOR 


Second-anode connector. Sil- 

ver plated, snap-button plug; 

makes perfect contact with 

picture tube. Insulated by 

114” diameter rubber cap; 18” 
insulated wire lead. Shpg. wt., 4-0z. : 
; 29¢ 


4 H 347. NET eR, ge 
Friendly Service 381 
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AM Antennas, Antenna Kits, TV Tuner 


_ Simplified, one- 


SUPEREX HIGH-GAIN LOOPSTICK ANTENNAS 


A complete selection of low-cost, high-effi 


placing old-fashioned loop antennas. Feature extremely high gain, 


ance and uniform response. Will greatly 


VLT-240 Transistor Vari-Loopstick. Has 

impedance tap; convenient micrometer ad- 
justment. Easily adjusted for peak efficiency. 
le snap-in mounting. For use 
with 365 mmf or 410 mmf variable tuning 
capacitor. Size, %ex2”. Shpg. wt., 4 oz. 
Bimeoee NET...........-...-0---- 73¢ 


Ferri-Loopstick. Excellent, low-cost, re- 
placement antenna for AM _ broadcast 
receivers. Needs no orientation. Has ““Q” of 
240-275 for clear, powerful reception. Supplied 
with clamp for convenient single-hole snap-in 
mounting. Size, 6x2” long. Shpg. wt., 402. 
BMPESEOUNET:. c. o.-. 222. e esse 44 


Vari-Loopstick. For AM broadcast re- 

ceivers, including the smallest portables. 

as “QO” of 250. Adjustable ferrite core per- 

mits peaking for any portion of tuning range. 

Single-pole snap-in mounting. Size, %ex2V4". 
Shpg. wt., 4 oz. 

MONE. NET...\:...., 000.05 0.605- 59c 


Vari-Tenna. For use with older radio sets 
equipped with built-in antenna. Features 
igh sensitivity and excellent signal-to-noise 
tatio. Boosts gain up to 25 times. Single-hole 
mounting. %x2%". Wt., 4 oz. 


SS Fsc 


ciency, ferrite-core antennas. Ideal for re- 

stable perform- 

improve signal to noise ratio. Reception 

_ is equally sensitive from all directions. Easily mounted. Tune 540 to 1600 ke (AM 
broadcast band) with 365 or 410 mmf tuning capacitor. 


“Energized” Ferri-Loopstick. This 5” 
{0} loopstick has a ““Q” of up to 350. Extremely 
high gain brings in weak, distant stations. Ad- 
justable coil with self-locking viny] collar per- 
mits peaking antenna for optimum results. 
Qoavedion’ single-hole mounting. Size, ¥%x5”. 
Shpg. wt., 6 oz. 

31 C038 SNEM aon tess acre , 88c 
7” Loopstick. Same as “‘energized"’ loop- 
stick described above, but has 7” length for 

even greater sensitivity. Has ‘‘Q”’ of up to 425. 


Shpg. wt., 6 oz. 
HOSE INET: f fice see is Se eh 1.32 


F High “Q” Transistor Loopsticks. Ideal 
universal replacement for most transistor 
sets. Feature extremely high *‘Q" core. Have 
movable turns and multiple impedance taps; 
provide complete adjustability for maximum 
gain. Flat design provides excellent pick-up 
All tune 540 to 1600 ke with standard 365 or 
410 mmf tuning capacitor. *Direct replacement 
in many Japanese radios. 


No. | Type | uH Size; Wt. |EACH 
51 © O25) 2FT-240 | 200-265 | 2%" | 2 o7. 1.62 
51 C O33) 2FT-397*| 360-425 | 2%” | 2oz. | 1:36 
51 C 026) 3FT-240 | 200-265 | 3%” | 202. | 1.62 
51 C 027| 5FT-240 175-260 | 5%” | 3oz. | 1.62 
51 © O28) 7FT-240 | 170-265! 7’ | 4oz.! 1.76 


REPLACEMENT ANTENNA LOOP 


Wound on rigid fiberboard form. Has lug ter- 
minals. Replaces antenna coil in battery and 
midget sets or portables. Turns may be re- 
moved to match loop being replaced. Overall 


size, 6x8%”. Shpg. wt., 8 oz. 
516040. 1tod, NET EACH......... 53c 
mummmare, EACH... «2.2... cece ee 48¢ 


"MINIATURE ANTENNA LOOP 


For use where space is limited, Covers standard 
broadcast band with midget variable capaci- 
tors. 9x38 Litz wire for low loss. 214 micro- 
henries; high ‘‘Q”’ of over 230. Two 4” leads. 
Overall size, 3%4x5%4". Shpg. wt., 8 oz. 

51 C035. ito9, NET EACH......... Adc 


Seepmare, GACH... 6... 0.. 0. .c cece ess 36¢ 


WINDOW LEAD-IN 


Made of soft drawn flexible copper, covered 
with heavy black cotton braid. Thoroughly 
weatherproofed with multiple coats of Duco 
lacquer. For use with broadcast band and 
short wave antennas having single-wire lead- 
in. Fits under window. Has Fahnestock clip on 
each end. 12” long by 14” wide. 2 oz. 

51050, NET 19c 


PERMA-POWER MODEL D-200 
AUTOMATIC VOLTAGE REGULATOR 


Maintains normal op- 
erating voltageon TV 
sets, hi-fi systems, 
fans, power tools, etc., 
used on overloaded 
circuits or in areas 
with low line voltage 
conditions. Automat- 
ically boosts voltage 
10 volts whenever line 
foes below 110 volts. 

liminates picture 
shrinking, flutter, and 
loss of brightness due 
to low line voltage. 
Improves circuit ef- 


SSM 


oh. - Z 


watts. 434x434x2 
ree As, NEY 1.0.6 p dine es eas obs 


Model D101'Line Voltage Regulator. As 
above, but has 3-pos: selector switch for boost- 
ing or lowering voltage. 10 volts. Plugs into AC 


Handy antenna kit for broadcast and short 
wave reception. Increases ‘pulling power’ of 
any set. Includes 100 ft., 7x26 bare copper 
antenna wire; 40 ft. rubber covered lead-in; 
25 ft. rubber covered ground wire; 2 porcelain 
insulators; 1 window lead-in; 1 lightning ar- 
rester; 2 porcelain nail knobs; 1 ground clamp 
and full instructions. Shpg. wt., 24% Ibs. 

SR CLINE Sc 30. wank OKs Ficeces 2.04 


and 1 ground clamp. 
BS HOO asin bs ate tds ee aie 


CINCH-JONES TV WALL PLATES 


Low-loss wall 
outlets for UHF 
and VHF TV an- 
tenna twin lead- 
ins. WPI-8 and 
WPB-8 also have 
8-wire rotor out- 
lets. WPI and 
WPB have knock- 
out panel for in- 
serting Cinch- 
Jones S-308-AB 
socket if rotor is 
added later. Fit 
standard outlet 


box—or attach to wall. With mtg. screws. Less 
plugs, below. Shpg. wt., 7 oz. 


CONSOLIDATED ANTENNAS 


MODEL 615 LONG WAVE, 
SHORT WAVE & BC ANTENNA KIT 


An excellent antenna kit for short-wave re- 
ception. Will also perform well on the long- 
wave and broadcast bands. Contains all wire 
and parts for any one of the following antennas: 
balanced doublet; double doublet; or inverted- 
L. Includes: 100 ft. of bare antenna wire; 50. 
ft. of insulated transmission line; 4 insulators; 
2 bakelite screw eyes; doublet lightning ar- 
rester; lead-in strip; and ground clamp. With 
instructions. Shpg. wt., 34% Ibs. 

SiC263, NETS 0 ee ee .. 4.26 


MODEL 635 DOUBLET ANTENNA 


A highly efficient doublet antenna. Provides 
excellent short-wave, long-wave, and broadcast 
band reception. Doublet sections are tuned to 
provide uniform response throughout the 16-49 
meter short-wave band. Kit contains: 2—30 
ft. coils of 7/24 bare copper wire; 50 ft. of 
twisted and braided transmission wire; 10 ft. 
of ground wire; 3—3” glass insulators; ground 
clamp; porcelain lead-in tube; 2 porcelain nail- 
knobs; and easy-to-follow installation instruc- 
tions. Shpg. wt., 3% Ibs. 

ST GOOA ME GH once eee 372 


COPPERWELD ANTENNA WIRE 


High-quality, copperweld antenna wire. Fea- 
tures copper outer conductor and steel core. 
May also be used for guying antenna towers 
and masts. 


Stock No.| Gauge Feet | Wt Lbs. EACH 
49T 133 12 100| 2 2.69 
497 134 12 250 5 6.30 
497 140 14 100) 1% 2.37 
497 141 14_|_ 250) 3-5 See 
567318 18 250) 2 1.47 
58 T3117 18 500) 3 2.94 
ss T 315 18 | 3000) 18 i 14.48 


NEW STANDARD COIL TUNER 


Model GG-2220 
“Guided Grid” 
Neutrode Re- 
Hp yee Tuner. 

eplaces tuners 
with 6.3 volt, par- 
allel connected 
heaters and 21-inc 
cascode tuners. 
Features neutral- 
ized-triode circuit 
to provide sub- 
stantial improve- 
ments in gain, sig- 
nal-to-noise ratio, 
and general performance. Uses new 6ER5 RF 
amplifier and 6CG8A oscillator-mixer. Printed 
circuit board. Has improved filter circuits and 
shielding; greatly reduced oscillator drift and 
radiation. IF frequency is preadjusted at fac- 
tory to 21.25 mc sound and 25.75 mec video; 
can be adjusted over a wide range to suit spe- 
cific installation requirements. Requires 125- 
145 v. DC plus heater voltage. Includes set of 
mounting brackets to adapt to standard mtg. 
centers. Shpg. wt., 3 Ibs. 


60'G 2295 HEE a sd. wate 21.07 
TYPE 31M-213 TV TUNER STRIPS. 


Replace original 
Standard Coil 
strips. Set includes - 
antenna and oscil- ~ 

lator strip for VHF (channels 2-13 only). Spec- 


outlet; appliance plugs into regulator. 2% Ibs. 


oy Gg ee ee eee 4.09 


382 Allied Radio Co 


40 H 874, Type P-308-AB Rotor Plug. For 
WPI-8 and WPB-8. Shpg. wt.,30z. NET. 38¢ 


Stock No.| Fig. Type Color NET ae ! * ie = 
ify channel number required and tuner series 
43 é 837 c WeB. Brown 33 leiter stamped on original strips. 4 oz. 
Si vory -50 St. F tock F 
406829 | H eae Brown | 1.30 Hon | serton-| ieee Series 
60 GG322| F 160 GG 325 Q 
40 C831. Type TVP-2 Two-Prong Plug. 
For all plates above. Shpg. wt., 20z. NET. 21¢ 2 =a a us 28 ce EPs " 


NET EACH... 2... ieee eee cineewanees 


rporation, 100 N, Western Ave., Chicago 80, Illinois 


MMOM|/DMMMM| MDNMNDH 
| roto. NNNNN|INNNYNN) wo 


ee 


8A4CO EXTENDED RANGE 
12A6CO SPEAKERS & TWEETERS 
15A10CO 


Economy 
Models for 
Home Hi-Fi 
Systems 


MODEL 8A10X 8” SPEAKER. Extended-range speaker, ideal for remote 
speaker in home music systems. Frequency response is +5 db, 50- 
12,000 cps. Power capacity, 10 watts. 1” voice coil diameter. 10-o0z. 
Alnico V magnet. Impedance, 8 ohms. Wt., 3% lbs. 

81 P 343. NET 


MODEL 3A15T 314” TWEETER. Response, 
pedance, 14 ohms. 1.47-0z. Alnico V magnet. Power capacity, 10 
watts. Frame is 344” square; depth 2'¢”. Shpg. wt., 34 Ibs. 


81P341. NET... Sida OMe 


MODEL 5A15T 5” TWEETER. Used in Model 15A10CO speaker (listed 
below). Frequency response, 2000-12,000 cps, +6 db. Voice coil im- 
pedance, 14 ohms. 10 watts power handling capacity. 1.47-0z, Alnico 
V magnet. 255” deep; 41144” mtg. ctrs. Wt., 1 Ib. 

BAP SA NC Mee MER e oss oe tages hes 3.82 


MODEL 8A4CO 8” COAXIAL SPEAKER. 8” cone has 4.64-o0z. magnet. 
214” tweeter with .65-0z. magnet. Rated at 10 watts. Range: 50- 
15,000 cycles, +5 db. Impedance, 8 ohms. Wt., 234 lbs. 

81 P 038. NET.. 
MODEL 12A6CO 12” COAXIAL SPEAKER. 12” woofer has 6.8-0z. mag- 
net. 314" tweeter with 1.47-0z. magnet. Power capacity, 14 watts. Re- 
sponse, 50 to 15,000 cps, +5 db. Imp., 8 ohms. 6% Ibs. 

81 PX 318. Only $2 Down. NET 
MODEL 15A10CO 15” COAXIAL SPEAKER. 15” woofer has 10-0z. mag- 
net; 5” tweeter with 1.47-0z. magnet. Power capacity, 20 watts. Re- 
sponse, 25-15,000 cps, +5 db. Imp., 8 ohms. Wt., 9 Ibs. 

81 PX 319. Only $2 Down. NET. ... 30.87 


REAR-DECK AUTO-RADIO SPEAKER KIT 


MODEL AS-2. Deluxe kit with heavy-duty 6x9” ‘‘Ad- 
just-A-Cone”’ speaker. Has 2.15-0z. Alnico V mag- 
net and 1” voice coil. Provides exceptionally fine 
tonal quality. Kit is supplied complete with fader 
control, 18 feet of cable, flocked screen grille, baffle 
plate, sponge rubber gasket, mounting hardware 
and instructions. Shpg. wt., 34 Ibs. 

BFR en mens os 


JENSEN ‘‘CONCERT SERIES’? SPEAKERS 


Jensen’s highly popular ‘‘Concert Series’? PM 
speakers. DP-Alnico V magnets for exception- 
ally high efficiency and distinct reproduction. 
Cones are selected for maximum frequency re- 
sponse characteristics. Rigid frame maintains 
proper alignment of voice coil and magnet 
structure. All speakers listed below have 3.2- 
ohm voice coil impedance, except Type P275-Y 
which is 16 ohms (for transistor radios). All ex- 


FAMOUS QUAM SPEAKERS FOR REPLACEMENT AND NEW EQUIPMENT USE 


Quam and Jensen Speakers 


ADJUST-A-CONE SPEAKERS 


Pincushion 


Oval Square 


High-quality PM speakers for replacement and original-equipment 
applications in radios, phonographs, TV sets, etc. All except 
25A07, 3A07 and 4A05 have ‘‘Adjust-A-Cone”’ which consists of a - 
clamping ring securely fastening the spider to the basket by means 
of two machine screws rather than cementing. This assures precision 
centering of the voice coil. All 314” to 614” speakers, except 4A05, 
are supplied with universal mounting bracket. Magnets are Alnico- 


V. *Indicates very shallow frame. Voice coil impedance, 3.2 ohms 
except tspeakers for transistor application; voice coil impedance 
indicated by digits following Z in Type number. 
Stock Mfr's Max. | Magnet Wt., NET 
No. Type Shape Size | watts | Weight |_Lbs. EACH 
81 P0O73 (|22A06Z8 |Round+ 2%" 25 -62 02. " 2.79 
81 P O74 |22A06Z100 |Roundt 2%" 29 -62 02. % 3.09 
81P O66 (|25A07 Square 2%" 2.0 -65 02. % Ze 
81P076 |27A06Z12 |Roundt 2%" 25 -62 02. % 2.76 
81P346 (3A07 Square* 3%" 2.5 .65 02. % ye 
BI PO30 |4A05 _—_—|Square 25 | .550z. % | 1.91 
81 P0049 |35A05 Oval 3x5” 2.0 -55 oz. Y 2.47 
81P320 |4A07 Square* 4" 3.0 .65 02. A 2.53 
81P321 |4Al Square 4" 3.0 1.0 02. ns 2.70 
81P322 |4Al5 Square 4” 3.0 1.47 02. % 2.97 
81 P347 |46A07 Oval* 4x6" 3.5 .65 02. % ae 
81P371 (|46Al Oval 4x6” 3.5 1.0. 02. 1 .00 
81P372 |46A15 Oval 4x6" 3.5 1.47 02. 1 3.23 
81P O77 |48A2 Oval* 4x8" 4.5 1.4 072. 1 4.67 
81 P323_ |5A07 Pincushion*| 5” 3.5 .65 02. % 2.65 
81P324 |5Al Pincushion | 5° 3.5 1.0_ 02. 1 2.85 
81 P325 |5A15 Pincushion | 5° 3.5 1.47 02. 1 3.09 
81P 803 (|52Al Pincushion | 5%" 4.0 1.0 02. 1 ry a 
81P317 |52A21 Pincushion 5%" 4.0 2.15 02. % 3.56 
81P348 (|57Al Oval 5x7” 5.0 | 1.0 oz. 1 3.38 
81P334 (|57A15 Oval 5x7” 5.0 1.47 02. 3.59 
81 P 339 |57A21 Oval 5x7” 5.0 2.15 02. 1% 3.97 
81P326 |6Al Pincushion | 6%” 5.0 1.0. 02. i 3.12 
81P327 |6Al5 Pincushion 6%" 5.0 1.47 oz. 1 3.38 
81 P328 |6A21 Pincushion | 6%" 5.0 | 2.15 02. 1% 3.79 
81 P 332 |6A31 Pincushion | 6%" 6.0 | 3.16 02. 1% | 4.47 
81P373 |69A2 Oval* 6x9" 8.0 1.4 02. 1% 4.41 
81P374 |69A3 Oval 6x9" 10.0 3.2 oz. 1% 5.41 
81P078 |69Al Oval* 6x9" 6.0 1.2 02. 1% 3.76 
81 P 387 |7A31 Pincushion | 7° 9.0 3.16 02. 2 5.14 
81P329 |8A21 Pincushion | 8° 7.0 2.15 02. 1% 4.56 
81P 330 /|8A31 Pincushion | 8” 9.0 3.16 oz. 2% 5.29 
81P 388 |10A31 [Round 10" | 90 | 31602. | 2% | 6.76 
81P 804 /|10A4A Round 10° 10.0 4.64 oz. 3%_| 7.61 
81P805_|10AGA — |Round 1” | 120 |68 02 | 34 | 8.53 
81 PX 333/12A31 Round 12’ 10.0 3.16 oz. 3% 7.03 
81 PX 806|12A4A Round 12" 12.0 | 4.64 02. 4 8,38 
81 PX 807/12A6A Round 12” 14.0 | 6.8 oz 4% 9.38 


“HUMI-GARD” OUTDOOR SPEAKERS 
Quam speakers with the exclusive “Humi-Gard” cone of plastic 
impregnated fiber fabric. Specially designed to outlast ordinary 
moisture-proofed cones, yet provide the response of an untreated 
paper cone. Resists sand and dirt abrasion. Voice coil impedance, 3.2 
ohms. You can save by buying in large quantities. Write for quotations. 


sy agatalpiat bea bracket for mount- Steck mane Size Shape waits Magnet es ALA6 
p2u shee t 81 P 308 | 3A070T | 3%" | Square 75 | 650. | % | 2.35 
Stock No. Type Size Shape Magnet | Watts; Lbs. { NET oh B 392 Was “ panera es) We oz. | 3.72 
82 P 171 | P275-Y 2%" | Round 0650z. | 015; % | 2. ' incushion ; AT 02. . 
B2P 271 | Pew eee ayes. | as tae 1ocee 82P260| 6A150T | 6’ | Pincushion| 5 | 14702 | 1% | 3.53 
sl 5°: Square 1.0 oz. 5.0 1% 62 
82 P176| P5-V 5° Square | 1.47 oz. 55 | 1% 3:86 ELECTRO-DYNAMIC SPEAKERS 
82 P 273 | P6-W 6” Square 1.0 oz. 6.0 2 2.82 Field coil type speakers for new equipment or replacement use. 
82P 179] P6-V 6" Square 1.47 072. 6.5 2 3.20 Voice coil impedance, 3.2 ohms. Wattage ratings are conservative. 
82 P 181 P6-T 6" Square 3.16 oz. 75 2 4.59 All have universal mounting brackets and heavy gauge metal 
A ‘5 hE Sa Bae a as ie se ke ae Fie baskets, baked aluminum enamel finishes. Standard mounting 
d al e 4 . ‘ ea 2 
82 P 184| P8-T 3° Saute 25 02 1010 2% 4.94 centers. {Have hum-bucking coil. 
82 P 187 P10-T 10” Round | 2.5 02. 11.0 ] ié - Stock Mfr's ¥ Field Max. Wt, NET , 
82PX190| P12-T 12" Round 25 ne 12.0 | 5 e376 0. Type Size Shape Ohms | Watts Lbs. | EACH Pt 
82 P 270! P314-T | 14x3’ Oval 3.16 oz. 75 2 7.50 81P350 4E45 4” Square 450+ 3.0 1 3.67 
81P 352 5E45 5” Pincushion | 450+ 3.6 1 3.82 
G-C AUTO-RADIO SPEAKER CONTROLS 81 P 353 5E10 5° Pincushion | 1000 3.5 1 3.82 
81P 357 6E10 6%" | Pincushion | 1000 5.0 1% 4.41 


TYPE 9183 SPEAKER FADER. (Not illustrated.) Dash- 
mounted control that permits decreasing volume of 
one speaker while raising volume of other. Com- 
plete with hardware, instructions. Wt., 3 oz. 
BB POSANED IN cob teh 17 Se ee TG 82 
TYPE 8891 SPEAKER SELECTOR SWITCH. Dash-mounted 
assembly selects front or rear speaker or both simultaneously. Com- 
plete with hardware, plate, knob and instructions. Wt., 3 oz. 


83 P 053. NET 


Depend on Allied for Complete Stocks, Low Prices, Friendly Service 


5 | 
HIGH-IMPEDANCE INTERCOM SPEAKERS ay 
PM speakers designed for replacement in intercommunicationay 


systems. Voice coil impedance is 45 ohms. 


Stock No. Type Size Shape Magnet | Shpg. Wt. NET 
8i1P808 | 3A07Z45 | 3%” Square 65 02. Y Ib. 2.50 
81P 809 4A1Z45 4" Square 10 02. % Ib. 2.85 
81 P810 | 5A1Z45 5” Pincushion | 1.0 oz. IIb. 3.00 


Knight Top-Value Speakers and Grilles 


STANDARD REAR-DECK SPEAKER KITS 
As $ 715 A value-packed luxury item 
Low at remarkably low cost. 


T€, These economically priced, 
_ _ rear-deck speaker kits are 
ready for quick, trouble-free installation in 


any car. Assure excellent tonal quality and 
greatly improved sound distribution. 


Dash-mounted, 3-way control switch per- 
mits operation of front speaker only, rear 
speaker only, or both speakers together. 
Speakers are top-quality, Alnico V PM type 
with handsome, protective grille. Kits are 
available in two popular speaker sizes. Con- 
tain everything needed for a neat, custom 
installation. Your choice of two attractive 
finishes, Kits include: grille, pre-wired 3- 
way switch, all wires and hardware, mount- 
ing template and complete instructions— 
nothing else to buy. 


EXTENDED-RANGE SPEAKER KIT 


As $ 7 
now mounting. Has duo-type 


As speaker with specially 
designed, high-frequency cone mounted at 
its center; provides balanced reproduction 
of a richer bass and treble. The duo-speak- 
er employs the natural baffle of the auto- 
mobile body to deliver pleasingly smooth 
reproduction throughout the audio range. 
Handsome grille in choice of two finishes. 


A dash-mounted, 3-way switch, permits 
playing the radio-mounted speaker only, 
duo-speaker only, or all speakers simulta- 
neously. Allows all passengers to hear radio 
broadcasts at a comfortable listening level 
—eliminates need for turning up front-seat 
volume. Kit includes switch, wire, all hard- 
ware and complete instructions. 


High-quality extended-range 
speaker kit for rear deck 


Stock No.| Size | Grille | Lbs. | EACH Stock No.| Size | Grille | Lbs. | EACH 
81 P558 | 5x7” | Gray el (aes 81 P 132 | 5x7” |G 2 5.71 
g1 6559 | Sx7- | Chrome | 2, | 3:92 81 B 133 Sx7" Chasme 2, | 5:88 
x! vray e 1 6x9” | Gra Vi ‘7 
81 P502 | 6x9" | Chrome | 24 | 4:30 81 P1341! 6x9" | Chrome | 24 | 6:86 


Low 
As 


Low 
As 


TOP BUYS IN COAXIAL SPEAKERS 
As $920 {a Outstanding coax speaker values for economy- 


minded music lovers. Ideal for use in economy 
hi-fi systems, as extension speakers in recreation 
room and den, and for improving the tone of radios 
and phonographs. Clear treble and faithful bass. 
Imp., 8 ohms. ‘‘Alnico V’’ magnets. Built-in crossovers. 
8” Coaxial Speaker. 8” cone; has 2.15 oz. magnet. 234” tweeter 
with .68 oz. magnet. Rated at 8 watts. Range: 70-12,000 cycles. 
Crossover: 3000 cycle: 
SJLP' OOF, NET... 


12” Coaxial Speaker. 12” cone; has 6.8 oz. magnet. 5” tweeter 
with 1 oz. magnet. Rated at 15 watts. Range: 55-12,000 cycles. 
Crossover: 2000 cycles. Shpg. wt., 8 Ibs. 

81 PX 638. NET.... 


15” Coaxial Speaker. 15” cone; has 6.8 oz. magnet. 5” tweeter with 
1.47 oz. magnet. Rated at 20 watts. Range: 45-12,000 cycles. Cross- 
over frequency: 1800 cycles. Shpg. wt., 11 Ibs, 

81 PX 608. NET.... 


REPLACEMENT SPEAKER VALUES 


As Excellent quality permanent magnet speakers at 
very low prices. Actually cost less than the price of 
a re-coning job, Designed for universal replacement 
use—also recommended for installation in original 
equipment. They’re real money savers for radio and 
TV servicemen, Amateurs and “do-it-yourself” fans. All speakers 


are built to EIA standard dimensions—rugged construction 
throughout. Rigid frame construction assures permanent alignment 
of integral parts. Magnet and voice coil are precision centered. 4” 
and 5” speakers have four holes in pot for easy mounting; furnished 


REAR-DECK AUTO RADIO SPEAKER KITS 


DELUXE DUAL-SPEAKER KIT 

$ 72 One of the finest rear deck 

speaker kits available, this 

distinctively styled unit fea- 

tures two separate speakers, 

Consists of a 4” speaker and a 6” speaker, 

mounted side-by-side on a baffle board. 4” 

speaker serves as tweeter, 6” speaker is used 

as a woofer. A built-in high-pass filter dis- 

tributes highs and lows. Has smartly styled 

grille. Kit includes a dash-mounted switch 

for selection of radio-mounted, rear-deck, 

or all speakers together. Grille size, 7x11”. 

Complete with switch, wire, hardware and 
instructions. Shpg. wt., 3 Ibs. 
81 P 130. Chrome Grille. NET 

81P131. Gray Grille. EACH......1.72 


DELUXE SPEAKER KIT 
FOR STATION WAGONS 


SATII MNT Sy % 


83%o 
$ Smartly styled speaker kit for 
station wagons. Mounts on roof, 
adjacent to rear window. Kit 
features 6x9” Alnico V_ oval 
speaker enclosed in gold finished, metal- 
mesh basket. Has modern, contoured ap- 
pearance to match interior of any station 
wagon. Delivers rich, full-toned sound. 3- 
way switch permits use of front speaker 
only, rear speaker only, or both together. 
With mounting brackets, ME 
and instructions. Shpg. wt., 2% Ibs. 
81 P 195. NEF ee Anh cae 9.38 


SPEAKER GRILLES 


MU 


Distinctive, chrome finish speaker grilles 
for either 5x7” or 6x9” rear deck speakets, 
Attractive and durable chrome finish stays 
bright after years of wear. Include all mount- 
ing hardware. Av. shpg. wt., 1 Ib. 

FOR 6x9” SPEAKER. 


with universal mounting bracket. Fully dustproofed. Imp, 3.2 ohms 82P 251. NET 1.65 
except {8 ohms. *Extended-range type for wider response. ee eet a ae 
Stock ; F Magnet | Max. | Wt. NET EACH a 23%, SPEAKER, 1.08 
No. Fig.) Size Weight |Watts rithlty ea Bipear More 2P 2 wd INET s....5 FES Gees a te ae | = 
81 P616 | C | 4% sq 68 oz. a0 % 1-27 118 6" PORTABLE SPEAKER k 
81 P 617 B i. -68 oz - .51 2 
81 P536 | D | 5x7”| 1.0 oz SO kei lairee|. 165 © Stand It or Hang It i 
81 P 534 | D | 6x9"|_ 1.47 oz. 8.0 11% | 2.43 | 2.20 ® For Indoors or Out ‘ 
82P 250 | D |*6x9"| 1.47 oz. 80 | 1% | 2.56 2.32 © Ri 
81 P024 | D |tox9”| 1.47 oz. 8.0 | 1%] 2.62 | 2.36 Rich, Full Tone ‘ 
81 P 507 Le 215 oz 9.0 1% | 2.73 2.47 _ Highly versatile, rugged- ] 
si Px 508! B | 12” | 3.16 oz. 10.0 | 3% | 4.42 4.01 ly-built extension speaker. ] 
Clip-on connection makes 7 
it easy to attach to any { 


TOP-VALUE DANISH 12” SPEAKER 


An outstanding value in an imported 12” twin-cone speaker. Ideal for 
use in limited budget music systems and for improying the tonal quality 
of TV sets, radios, and phonos. Has two carefully coordinated cones 
driven by the same voice coil. The smaller auxiliary radiator cone helps 
attain a wider frequency range than a single-cone speaker of the same 
size. Provides rich, full-toned reproduction of low, mid-range, and high 
frequencies. Employs highly efficient Alnico V magnet. Voice coil im- 
pedance, 6 ohms. Shpg. wt., 5 Ibs. 


PA ICME ONRIS Bo Pe cs 2h 53 is bane got ais ha es 7.84 


radio or TV set. No spe- 
cial baffling is required— 
set it on the handy stand 
supplied or hang it from 
wall, nearby tree, etc. Guaranteed weather- 
proof, it may be left outdoors the year 
‘round. Complete with 20 ft. of cable and 
alligator clips, Blue with contrasting chrome 
gee plate a 3” deep; 6” diameter. 
pg. wt., 1% Ibs. 
81 P 067. NET........ iras.2-+3 ae 


Depend on Allied for Complete Stocks, Low Prices, Friendly Service 
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KING-SIZE TRADE-INS 


bigger and better 
Ham equip- 


ment. Now is the time 
old gear and : 
Write us today—deseribe — 
in—you'll get'a terrific deal from 


EASY-PAYMENT TERMS 


and en- 
ced’s new plan lets you own 
toy the. woe deluxe aegypti 
all down payment. On 
on'¥0.00 to $50.00, down —— 
is $2.00; from $50.00 to op ’ 
$5.00; over $200.00, only $10.00. 


15-DAY TRIAL OFFER 


soment under your own 
iy. new. ene f within 15 days 


conditions. Bi i 
oer not completely satisfied a 
so purchase, return it to Allied. We 


the full purchase 
mptly refund ; 
avenge only the transportation cost 


r trade- 
Allied. 


30S-1 LINEAR AMPLIFIER 


Highly efficient, single-tube, grounded-grid 
linear amplifier—the perfect companion for 
the 32S-1 or any other transmitter or exciter 
delivering 70 to 100 watts of driving power. 
Provides the full legal power input for SSB 
(1 kw average) or 1 kw input for CW. Has 
front panel bandswitching; frequency ranges 
are: 3.5-4.0 mc, 7.0-7.3 mc, 14.0-14.4 me, 
21.0-21.45 me, 28.0-29.7 me. 


Power amplifier is an Eimac 4CX1000A. 
Incorporates inverse feedback for better 
linearity. Automatic load control voltage 
from amplifier is fed back to transmitter. 
Self-contained in handsomely styled floor- 
mounted cabinet. Power supply for unit, 
housed in cabinet, provides cathode bias 
voltage and 3000 volts for the 4CX1000A 
plate. Space is also provided for 516F-2 
power supply of the 32S1. Has quiet, effi- 
cient air blower. 3054x17x1654”. For 115 
= 230 v., 50-60 cycle AC. Shpg. wt., 160 
Ibs. 


83 SZ 896. $10 Down. NET....1556.00 


COLLINS ACCESSORIES 


MODEL 312B-5 SPEAKER CONSOLE AND EX- 
TERNAL PTO FOR THE KWM-2. Combines the 
KWM-2 and accessories into a fixed station 
system. Houses speaker, RF directional 
wattmeter, phone patch and function con- 
trols. Provides the following combinations 
of frequency control: transceive on KWM-2 
PTO; transceive on 312B-5 PTO; receive on 
KWM.-2 PTO and transmit on 312B-5 PTO. 
734x10x121%4”. 10 Ibs. 

94 SU 559. $10 Down. NET.....350.00 


MODEL 312B-4 CONSOLE. As above, but less 
PTO, For ‘‘S” line or KWM_-2. 10 Ibs. 
92 SU 395. $5 Down. NET 195.00 


MODEL 312B-3 SPEAKER. 734x10x8”. 4 Ibs. 
92 SX 394. $2 Down. NET.........29.00 


MODEL 351D-2 MOBILE MOUNT FOR KWM-2. 
For mounting KWM-2 transceiver under 
dash. Shpg. wt., 18 Ibs. 

99 SX 958. NET 


For Tops in Trades—Order Your Collins Gear From Allied 


THE WORLD'S LARGEST 


TRANSCEIVER 


only 


$10 


lower sideband emission on SSB and keyed 
tone on CW. Filter type SSB generation 
provides carrier suppression of 40 db; un- 
wanted sideband suppression of 50 db. Re- 
ceiver sensitivity is % wv for 10 db S/N 
ratio on all bands. 


PLIER OF AMATEUR RADIO EQUIPMENT 


Modern styling and easy mobility make this 
lightweight SSB-CW transceiver an ideal 
unit for mobile, marine or fixed station use. 
Covers the 80 through 10 meter Amateur 
bands plus 14.8 to 15.0 mc for receiving 
WWY. Power input is 175 watts P.E.P. on 
SSB; 160 watts on CW. Provides upper or 


Has permeability-tuned variable oscillator 
and crystal-controlled, HF dual-conversion 
oscillator. 61x1434x13”. Less power supply 
(below). Shpg. wt., 17 Ibs. 

77 SX 839. $10 Down. Ner.... 150,00 


MODEL 516E-1 12 V. DC POWER SUPPLY. 
SY4x11574x73%4". 13 Ibs. 


94 SU 878. $10 Down. NET 270.00 


MODEL 516F-2 115 V. 50-60 CYCLE AC POW- 
ER SUPPLY. 734x10x12”. 29 Ibs. 


94 SU 866. $5 Down. NET....... 115.00 


— “Creative Leader In Communications” 


32S-1 SSB TRANSMITTER 


Ultra-compact SSB-CW transmitter. Input 
is 175 watts PEP on SSB; 160 watts on CW. 
The 32S-1 offers exceptional operating con- 
venience and superior all-around perfcrm- 
ance. An ideal companion for the 75S-1. 


Outstanding features include: mechanical 


filter-type SSB generator, permeability- 
tuned VFO, upper or lower sideband opera- 
tion, RF inverse feedback. 10 db audio com- 
pression (ALC) and VOX. 2—6146 final. 
Frequency control system consists of VFO 
functioning with crystal oscillator that ac- 
commodates 13 heterodyne crystals—per- 
mits coverage of any 13—200-kc ranges from 
3.4-30 mc. 11 crystals supplied provide coy- 
erage of 80, 40, 20 and 15 meters, and 28.5- 
28.7 mec. (2 open crystal positions can be 
used to cover 2 more ranges on 10 meters.) 


Overall frequency stability after warm-up 
is within 100 cps. Provides 10 db audio com- 
pression and 50 db suppression of carrier, 
unwanted sideband, and oscillator feed- 
through and mixer products. Has 600-ohm 
phone-patch input. Output impedance is 50 
— ars ee power supply 
(below). pg. wt., S. 

94 SU 865. $10 Down. NET.....666.00 


516F-2 POWER SUPPLY. For 32S-1. With 
cables. For 110-120 volts, 50-60 cycle AC. 
734x10x12". Shpg. wt., 29 Ibs. 

94 SU 866. $5 Down. NET....... 115.00 


f] 75S-1 SSB RECEIVER 


Advanced-design receiver for SSB, AM and 
CW. Use alone, or with the 32S-1 transmit- 
ter to make a compact, efficient station, 
Receiver VFO can be used to control both 
units for transceiver operation. Tuning sys- 
tem consists of VFO with crystal oscillator 
that accommodates 14 heterodyne crystals 
—for coverage of any 14—200-kc ranges 
from 3.4-30 mc. 12 crystals supplied provide 
coverage of 80, 40, 20 and 15 meters, WWV 
and 28.5-28.7 mc. (2 open crystal positions 
cover 2 more ranges on 10 meters.) 


Features dual conversion with crystal-con- 
trolled Ist beating oscillator, bandpass 1st 
IF, permeability-tuned VFO (stable within 
100 cps), mechanical filter for high selec- 
tivity and sideband selection, 100-kc cali- 
brator and product detector. Other impor- 
tant design characteristics include use of 
only 150 volts on tube plates and choice of 
3 degrees of selectivity—2.1 or 0.5 ke with 
mechanical filter, or IF transformers for AM. 


Signal-plus-noise-to-noise ratio is 10 db for 
1 pv CW input. IF rejection is better than 
70 db, image rejection is better than 60 db. 
Internal power supply may be disabled: 
when using 75S-1 with 32S-1 and 516E-1 
supply. Less speaker (see accessories col- 
umn). ees He ele For 110-120 y., 50- 
60 cycle AC. 21 Ibs. 

92 SU 383. $10 Down. NeT.....520.00 
385 


ee 


SS 


fH] SX-110 RECEIVER 


Calibrated Electrical Bandspread 
Crystal Filter for High Selectivity 
Has Accurate Signal Strength Meter 


An outstanding value in a medium-priced 
communications receiver, the SX-110 rep- 
resents the latest improved version of the 
highly popular SX-99. Features excellent 
circuitry and high-quality components to 
assure peak performance. 


FREQUENCY COVERAGE. Full coverage of all 
frequencies from 540 kc to 34 mc in 4 
ranges: the standard AM broadcast band 
plus 3 short-wave ranges. 


FEATURES: Bandspread dial calibrated for 
80-75, 40, 20, 15 and 10 meters; ‘‘S”’ meter 
calibrated in units of 6 db to S9 and in db 
above S9 for accurate signal reports; crys- 
tal filter for razor-sharp selectivity; RF 
stage and two IF stages for very high sensi- 
tivity. Separate BFO with pitch control; 
automatic noise limiter and tone control. 
7 tubes; plus rectifier. Overall size: 84x 
1834x11”. Less speaker (see R-47 and R-48 
below). U. L. Approved. For 105-125 v., 50- 
60 cycle AC. Shpg. wt., 36 Ibs. 

77 SX 784. $5 Down. NET...... 159.95 


IDEAL FOR NOVICE HAMS AND 
__ SHORT-WAVE LISTENERS 


R-48 
Matching 
Speaker 


ff) S-108 RECEIVER 


Supersedes the renowned S-85 series. Com- 
pletely restyled for improved operating ease 
and greater tuning accuracy. Tunes 540 ke 
to 34 mc continuously in 4 ranges. 


Features include: Bandspread dial cali- 
brated for 80, 40, 20. 15, 11 and 10 meters; 
RF amplifier; 2—IF amplifiers; BFO with 
variable pitch control; automatic noise 
limiter; 3-position tone control: built-in 5” 
PM speaker; 4 tuning ranges—standard 
broadeast plus 3 shortwave bands. Has 
temperature-compensated oscillator; slide- 
rule dial; standby-receive switch; auto- 
matic volume control; and convenient panel 
jack for plugging in headphones. 


In steel cabinet finished in gray with silver 
trim, 7 tubes plus rectifier. Size, 874x18 4x 
10”. U.L. Approved. For 105-125 v., 50-60 
cycle AC. Shpg. wt., 36 Ibs. 

77 SX 787, $5.00 Down. NET... 129.95 


[  SX-62A ALL-WAVE RECEIVER 


Beautifully styled, this unique all-wave re- 
ceiver offers remarkably wide coverage of 
AM broadcast. FM, and shortwave bands— 
continuously tunes all frequencies from 540 
ke to 109 me! Precision built to exacting 
standards—incorporates every modern re- 
finement in receiver engineering. Six ranges: 
540-1620 kc; 1620 kc-4.9 mc; 4.9-15 mc; 15- 
32 mc; 27-56 mc (AM-FM); 54-109 mc 
(AM-FM). Features push-pull 6V6 output 
for 10 watts of full-frequency audio. 4-posi 
tion tone control; phono jack. 


Has slide-rule dial; 60-to-1 ratio tuning 
knob; 500-kc calibrating crystal; BFO. 
Controls: Dial Pointer Reset; Band Selec- 
tor; Receive /Standby; Calibration Crystal; 
Noise Limiter; Tuning; Off-On-Volume; 
Reception; Selectivity; Tone; Sensitivity. 


91 SX 996. Blonde 
NET EACH... 


MATCHING SPEAKERS 


R-47. Designed specifically for speech and 
CW reproduction—extremely effective on 
SSB. Has flat response from 300 to 2850 cps 
with a rapid drop in output above and below 
the cutoff frequencies. For use with re- 
ceivers on this page and on the facing page. 
Impedance: 3.2 ohms. Size, (HWD) 54x 
5Y%4x3Y”. Shpg. wt.. 21% Ibs. 

92 $392. NET....... 


R-48. Has switch for full fidelity or voice 
response, For receivers on this page and on 
the facing page. Impedance: 3.2 ohms. 
654x1314x84%". Shpg. wt., 9 Ibs. 

77 SX 789. $2 Down. NET........ 19.95 


Items with U or Z in Stock Number Shipped by Truck or Express 


HALLICRAFTERS Receivers 


fH] FAMOUS LOW-COST S-38E RECEIVER 


Latest version of the famous S-38 series receivers. Covers 540 kc 
to 32 mc in 4 ranges. Provides sensitive coverage of both shortwave 


59.95 


ff) s-107 RECEIVER 


An outstanding value ina handsomely styled 
general-coverage receiver. Five ranges cover 
standard AM broadcasts from 540 ke to 
1630 kc, shortwave from 2.5 to 31 mc, and 
48 to 54.5 mc. Also has separate electrical 
bandspread with 0-100 logging scale. 


Deluxe features include: an extra-large slide 
rule dial for maximum readability. built-in 
noise limiter. phono-input jack. Accom- 
modates antennas from 50 to 300 ohms im- 
pedance—balanced or unbalanced. Has tip 
jacks with universal output impedance for 
headphones; built-in 5” PM speaker. 


Tuning ranges: 540-1630 kc; 2.5 to 6.3 mc; 
6.3 to 16 mc: 14 to 31 me: and 48 to 54.5 
mc. Bandspread tuning calibrated for 48- 
54.5 mc. Gray steel cabinet. 7 tubes plus 
rectifier. 7x1334x874". For 105-125 v., 50-60 20x 
cycle AC. Shpg. wt., 18% Ibs. cyc 
77 SU 785. $5 Down. NET. 94.95 


Some of the SX-62A’s deluxe features in 
clude: 2—RF and —IF stages for ex- 
tremely high sensitivity; crystal filter which 
provides 6-step selectivity; separate RF and 
audio gain controls: BFO for CW reception; 
temperature-compensated, voltage-regu- 
lated oscillator. With automatic volume 
control (AVC) and automatic noise limiter 
(ANL). Has 300-ohm antenna input and 
3.2, 8, and 500-ohm speaker outputs. Has 14 
tubes plus voltage regulator and rectifier, 


In sturdy black steel cabinet with gray 
panel and handsome silver trim. Overall 
size, 10%4x20x16”. Less speaker. (See R-47 
and R-48 accessory speakers listed below.) 
For y vig from 105-125 volts, 50-60 
cycle AC. Shpg. wt., 66 Ibs. 

.375.00 


97 SZ 540. $10 Down. NET 


= 


and AM _ broadcasts. Includes: separate electrical band-spread; : 

built-in 5” PM speaker; tip jacks for headphone listening; large, 8 

only slide-rule dial with 4 separate scales; receive/standby switch. Em- i 

ploys efficient superhet circuit with 4 tubes plus rectifier. Switch on 2 

$5 rear panel for speaker or headphones. Gray steel cabinet with silver { 

trim, 1274x7x9'4”. For 105-125 y. vt or 50-60 cycle AC. (See 220-v. 1 

adapter cord below.) Shpg. wt., 14 Ibs. i 

down FA SOB |AESS Dose, MET. ss. ode nln dena eae 59.95 
FURNITURE-FINISHED S-38E. 220-VOLT ADAPTER CORD. Per~ 
AVAILABLE Above receiver in metal cabinet mits operating S-38E receivers 
IN with lustrous, simulated wood from a 220 v., AC or DC power 

FURNITURE grain finish. 14 Ibs. source. Reduces voltage to 110 ‘ 

v. Shpg. wt.. 5 oz. 
FINISHES 91 SX 995. Mahogany Di | 


49 T 580. NET 1.32 


KING-SIZE TRADES. .. 
_. EASY PAY TERMS 


Trade up to newer, better re 
ment. Allied will give you 4 a 
trade-in allowance on your meee 
Ham gear—and you can also take 
advantage of our Easy Pay Plan. 


f] Amateur Type—Covers 
Ham Bands Only 
B © General Coverage Receiver 


SSB And VHF Equipment 


HT-33A LINEAR AMPLIFIER 


The perfect companion to the HT-32A; 
identical in size and styling. Provides the 
maximum legal input on SSB and CW—up 
to a full kw on AM linear. Employs a PL- 
172 high-efficiency pentode operating in 
Class AB1, grid-driven across a non-induc- 
tive resistor for maximum stability. 


Features: 1-knob bandswitching 80 through 
10 meters; 3rd and 5th order distortion 
products down in excess of 30 db; passive 
grid circuit—SO to 75-ohm input; built-in 
RF output meter for fast. easy tune-up; 
pi-network output; variable output load- 
ing 30-80 ohms; metered circuits; built-in 
high-voltage circuit breaker; all leads and 
circuits RF-filtered for TVI suppression. 


Gray and black steel cabinet. Size, 10%4x 
20x17”. For operation from 105-125 v., 50-60 
cycle AC, Shpg. wt., 130 Ibs. 

92 SZ 348-2. $10 Down. NET..7 995.00 


HT-32A TRANSMITTER 


High efficiency transmitter-exciter for SSB- 
AM. or CW operation. Used alone, the HT- 
32A with 144 watts P.E.P. input, is an ex- 
cellent, completely self-contained transmit- 
ter for the 80, 40. 20, 15 and 10 meter 
Amateur bands. As an exciter, it is ideal for 
use with the HT-33A (left). 


Incorporates a high-quality piezo-electric 
sideband filter for greatly increased sup- 
pression of unwanted sideband. Stable 
bridged-tee modulator develops almost per- 
fect sideband modulation. Precision gear- 
driven VFO reads directly in ke. Distortion 
products down 30 db; carrier suppressed 
50 db; VOX and push-to-talk; break-in 
keying; separate RTTY and phone patch 
inputs. 

Gray and Black steel cabinet with chrome 
trim. 101%4x20x17”, For 105-125 volts. 50-60 
cycle AC. Shpg. wt., 86 Ibs. 

94 SZ 807. $10.00 Down. NET 695.00 


COMPLETE LOW COST SSB-AM-CW STATION 


A complete Ham 
station offering three 
modes of operation 
—SSB, AM and CW 
at very low cost. 


HT-37 SX-111 


fa] SX-101A SSB RECEIVER 


A deluxe communications receiver incorpo- 
rating every essential for first-class coverage 
of the Amateur bands. Offers a high degree 
of mechanical and electrical stability. Has 
1-pv sensitivity on all bands and 5 steps of 
selectivity from 500 to 5000 cps. 5 bands 
cover: 3.5-4.0 mc; 7.0 to 7.3 me; 14.6 to 
14.4 mc; 21.0-21.5 me; 28,0-29.7 me—all 
Ham bands from 80-10 meters. Dial cali- 
brated for 6 and 2-meter bands. (Use 6 or 
2 meter converter with 30-34 me output.) 
10-mc position for zero-beating with wwy, 


Features crystal-controlled 2nd conversion 
oscillators; Tee-notch filter; gear drive tun- 
ing— 50:1 ratio; 100-kc crystal calibrator. 
dual-scale S-meter independent of sensitiy- 
ity control; direct-coupled _ series noise 
limiter; product detector for SSB. 


Has 14 tubes plus VR and rectifier. In 
sturdy steel cabinet. Size, 1014x20x17”. Less 
speaker. (See R-48 and R-47 on opposite 
page.) For operation ioe ee v., 50-60 
cycle AC. Shpg. wt.. 85 Ibs. 

77 SZ 769. $10.00 Down, NET.. 399.90 


HT-37 TRANSMITTER 


This moderately-priced, value-packed transmitter brings SSB with- 
in everyone's reach. Offers 70 to 100 watts P.E.P. output on CW or 
SSB, 17-25 watts output on AM. Retains the performance charac- 
teristics which made its “big brother’’, the HT-32A famous. Covers 
80 through 10 meters. Features include: rugged VFO with double- 


SX-111 SELECTABLE SSB RECEIVER 


This popularly-priced dual-conversion, selectable-sideband com- 
munications receiver retains most of the outstanding features of the 
world-famous SX-101. Covers 80, 40, 20, 15 and 10 meters in 5 
bands. Special 6th band tunes 10 mc for receiving WWY. Features 
include: high mechanical and electrical stability; 1-yv sensitivity; 


reduction disc drive; sideband suppression of 40 db at 1000 cps; 
carrier suppression of 40 db or better; calibration system which 
permits instant CW CAL from any transmission mode; efficient 
VOX; distinctive speech quality. Final has 2—6146’s. 914x18Y%x 
16%”. For 105-125 v., 50-60 cycle AC. Shpg. wt., 80 Ibs. 


77 SU 838. $10 Down. NET........... 


SR-34 VHF TRANSMITTER-RECEIVER 


Complete AM-CW 2 and 6-meter station in 
one compact unit. Exceptionally stable and 
highly sensitive, it combines all the func- 
tions of both receiver and transmitter, 
Perfect for fixed, portable or mobile appli- 
cations. Operates from either 115 v. AC, or 
6 or 12-v. storage battery. Receiver is dual- 
conversion type with crystal controlled 2nd 
oscillator. Separate RF and oscillator sec- 
tions for each band. Has “S’ meter. BFO. 
ANL, squelch. Sensitivity averages under 
luv for 10 db S/N ratio on 2 and 6 meters. 


Transmitter output: 6-74% watts on 2 
meters; 7-10 watts on 6. Collapsible an- 
tenna; built-in speaker, 814x1474x135%". 
Less crystals and mike. Shpg. wt., 33 Ibs. 
92 SU 396. $10 Down. neT....495.00 


MODEL $R-34—AC ONLY. All features of 
SR-34 above, less cabinet cover and an- 
eare.208 for 110-120 volts, 50-60 cycle 
AC only. Shpg. wt., 32 Ibs. 

92 SU 397. $10 Down, NeT....395.00 


Allied Stocks All the Latest Hallicrafter Amateur Gear 


ENE = 450.00 77 SX 896. Only $10 Down. NET......-- 
[el Hl SX-100 SELECTABLE SSB RECEIVER 


The popular SX-100 communications re- 
ceiver offers an array of outstanding fea- 
tures. In addition to selectable sideband 
and double conversion, it has adjustable 
50.5 kc 2nd IF with 4 hi-O permeability 
tuned circuits for high selectivity. 

Covers 538 to 1530 ke and 1720 ke to 34 me 
in 4 ranges. Other superb features are: 
100-kc crystal calibrator, gear drive tuning. 
crystal controlled 2nd conversion oscillator. 
Controls: Antenna Trimmer, Notch Fre- 
quency, Notch Depth, Calibrator Off-On 
Sensitivity, Band Selector, Volume, Tuning. 
AVC Off-On, Noise Limiter Off-On, Band- 
spread, Selectivity. Pitch, Receive-Standby. 


Outputs: 3.2 ohm, 500 ohm; headphones. 
Black metal case with chrome trim, Has 11 
tubes plus VR and rectifier. 814x1834x105%". 
For 105-125 yv., 50-60 cycle AC. Less 
speaker. (See R-47 and R-48 on opposite 
page.) Shpg. wt., 43 Ibs. 

98 SU 769. $10 Down. NET....295.00 


5 steps of selectivity, from 500 to 5000 cycles; upper or lower side- 
band selection; built-in crystal calibrator; “Tee-Notch” filter; S- 
meter for accurate signal reports. Has 10 tubes plus VR and rectifier. 
814x1814x11”. Less speaker. (See R-47 and R-48 on op; 
For 105-125 v., 50-60 cycle AC. Shpg. wt., 40 Ibs. 


.....249.50 


be 


A highly versatile pair— 
provide full facilities for 
SSB, AM, FM, CW, RTTY 
operation on 80 through 
10° meters. Complete— 


HX-500 


HAMMARLUND HX-500 TRANSMITTER 


Long a leader in quality receiver design, Hammarlund now intro- 
duces a superb new transmitter, the H X-500. This husky unit offers 
SSB, DSB, AM, FM, CW, FSK for RTTY and 40 cps identification 
keyed shift. Output is 100 watts on SSB (P.E.P.), and CW, 25 watts 
on all other modes. Covers 80, 40, 20, 15, and 10 meters. All modula- 
tion except CW keying is done at 60 ke for superior stability—100 
cps or better. Important features include: carrier suppression of 50 
db or better; spurious frequencies down 50 db; unwanted sideband 
suppression, 50 db; built-in antenna changeover relay; separate dial 
scale for each band. Automatic audio level control eliminates over- 
loading and frequency splatter. TVI proofed. Final consists of two 
6146's in parallel; 50-ohm pi-network. 16 tubes, 4 rectifiers, VR. 
With crystals, less mike and key. tt14x194x164%4”. For 105-125 v., 


HAMMARLUND — Precision Products Since 1910 


Ready for operation! 


[1H HQ-180€ RECEIVER 


An outstanding general-coverage, triple-conversion receiver fea- 
turing up-to-the-minute circuit design. The HQ-180C has every 
refinement for exceptional SSB, CW and AM performance. Covers 
540 kc to 30 mc in 6 ranges. Bandspread calibrated for 80, 40, 20, 15 
and 10 meters. Deluxe features include: crystal filter at 3035 ke for 
improved selectivity; crystal controlled ist converter; 7 selectivity 
positions; BFO control of +2 kc; slot filter; selectable AVC action; 
dial scale reset; 100-kc crystal calibrator; automatic noise limiter; 
and clock timer. Has linear product detector for CW and SSB; 
diode AM detection. ‘‘Auto-Response”’ circuit automatically varies 
audio passband to fit receiving conditions. 16 tubes, VR, rectifier. 
1014x19x13”, For 110-120 v., 60 cycle AC. 45 Ibs. 


50-60 cycle AC. Shpg. wt., 100 Ibs. 
77 SZ 366. $10 Down. NET 


[E]HAMMARLUND HQ-170C RECEIVER 


Deluxe, triple-conversion, Amateur-band 
receiver. Expert design is highlighted by 
razor-sharp slot filter; separate linear prod- 
uct detector; +3-kc SSB vernier tuning; 3 
AVC delay speeds. Also features automatic 
audio passband control, sideband selector, 
100-ke calibrator, dial reset, ‘‘S’’ meter, 
automatic clock-timer. Notch filter adjust- 
able +5-kc for over 40 db attenuation, 
depth control offers up to 20 db more— 
notch 1.5 ke wide at 6 db. IF’s at 3055, 455, 
and 60 ke from 6-40 meters, dual conversion 
on 80 and 160 meters. 15 tubes, rectifier, 
VR. FCDA No. R-16. 101%4x19x13”. Less 
speaker, below. For 110-120 v., 50-60 cycle 
AC. Shpg. wt., 45 Ibs. 


92 SU 347. $10 Down. NET....369.00 


HQ-170. As above, less clock-timer. 
92 SU 477. $10 Down. NET...... 359.00 


83 SX 599. S-200. Matching speaker. 11x 
12x9”. Shpg. wt., 914 Ibs. NET 


este Ro 


ate a) Boss 695.00 


RECEIVER 


Ideal for Amateurs desiring general cover- 
age, or for short-wave listeners who insist 
on commercial-quality performance. This 
11-tube superhet features an improved noise 
limiter and covers 540 kc to 30 mc in 4 bands. 
Has dual conversion from 10-30 mc; crystal 
filter with 6-position switch; calibrated 
electrical bandspread on 80-10 meter Ham 
bands; 10:1 signal-to-noise ratio with 1.75 
uv AM signal or 0.5 pv CW signal. Slot 
filter provides up to 60 db attenuation. Slot 
is adjustable +5-kc from center frequency 
of 455 kc IF. Automatic audio passband 
control. Has Telechron clock-timer; regu- 
lated power supply. 10%x19x13”. Less 
speaker rie oe at left). t4 105-125 v., 
50-60 cycle . Shpg. wt., 42 Ibs. 

77 SU 775. $10 Down. NeT.... 279.00 


77 SU 776. HQ-145. As above, but less 
Pinck tines eT. 59s 6 econ nd 269.00 


77 SX 895. Only $10 Down. NET.......... 
77 SX 894. HQ-180. As above, less clock, NET........ 


iiss varies OreOe 
429.00 


[}HAMMARLUND HQ-110C RECEIVER 


A handsome, dual-conversion receiver de- 
signed specifically for the Ham. Provides 
superb reception on SSB, CW and AM—full 
dial coverage of 160, 80, 40, 20, 15, 10 and 
6 meters. Has electrical bandspread tuning 
with direct dial calibration on all bands, 
“OQ” multiplier, 100-kc crystal calibrator, 
separate linear detector for SSB and CW, 
dial scale reset, automatic clock-timer. 
Separate BFO is stabilized for SSB and CW 
reception. Dual conversion from 6-40 me- 
ters. Sensitivity: 1.5 uv for 10 db signal-to- 
noise ratio. 10 tubes, rectifier, VR. FCDA 
No. R-16. 9%_x914x1614”. Less speaker, 
Heer For oe v., 50-60 cycle AC. 
Shpg. wt., 31 Ibs. 

94 SU 822.'$10 Down. NET....259.00 


94 SU 821. HQ-110. Above, less clock- 


De ig ne eee EI 7. 249.00 
94 SX 828. S-100 Matching 6x9” Speaker. 
Shpg.:wt., 10 ths. NET, oo eas os 14.95 


f GHAMMARLUND LOW-COST HQ-100C RECEIVER 


A highly popular communications receiver 
offering Hammarlund quality at a moderate 
cost. Covers 540 kc to 30 mc in 4 bands. 
Features include: ‘‘Auto-Response” circuit 
to adjust audio bandwidth automatically to 
fit receiving conditions; ‘Q’’ multiplier for 
selectivity variable from 100 cps to 3 kc; 
high sensitivity—less than 2 wv for 10 db 
signal-to-noise ratio; voltage regulated, 
temperature-compensated high-frequency 
oscillator for extra stability; calibrated elec- 
trical bandspread; built-in clock-timer; and 
accurate ‘‘S’’ meter. Tube lineup: 6BZ6 RF 
amplifier, 6BE6 mixer. 6C4 HF oscillator, 
2—6BA6 IF’s, 6AL5 detector/automatic 
noise limiter, 12AX7 audio amplifier/Q 


multiplier/BFO, 6AQ5 output; 5Y3 rect., 
OB2 VR. Attractive die-cast aluminum 
front panel. Entire cabinet is perforated for 
excellent ventilation. FCDA No. R-16, Size 
9%6x16'4x914". Less speaker (above). For 
operation from 105-125 y., 50-60 cycle AC. 
Shpg. wt., 31 Ibs. 


94 SU 829. $5 Down. NET...... 199.00 
HQ-100. As above, but less clock-timer. 
94 SU 827. $5 Down. NET....... 189.00 


HAMMARLUND XC-455 CRYSTAL-CONTROLLED 
BFO. For superb single-signal CW reception. 
Shpg. wt., 1 Ib. 
94 S 824. NET 
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NATIONAL—Precision Receivers “Tuned To Tomorrow” 


[5] NC-303 RECEIVER 


Deluxe Amateur-band receiver featuring extreme mechanical and 
electrical stability. Covers 160-10 meters; 160-114 meters and WWV 
with units below. Dual conversion with 5 positions of selectivity— 
sharp down to 400 cycles, to 8 kc at 6 db down. Instant upper-lower 
sideband selection. ‘Q” multiplier provides 60-db tunable notch. 
Separate noise limiters for AM and CW-SSB. Vernier dial. 114%x 
1914x15”. For 110-120 v., 50-60 cycle AC. Shpg. wt., 64 Ibs. 

92 SZ 384. $10 Down. NET.. Ty cigs oe 
Units below for NC-300 or 303. *NC-303 only. 
Stock No. Type No. Description |bbs.| NET 
83 $870 |NC-300C6A _ |Converter for 6 meter band | 2 | 41.95 
83$871 |NC-300C2 Converter for 2 meter band 43.95 


[=] NEW NC-270 RECEIVER 


Precision-made, dual-conversion receiver offering deluxe features 
the serious operator desires, at a surprisingly low price, Covers 80, 
40, 20, 15, 10, and 6 meter Amateur bands. Features a built-in 100- 
ke crystal calibrator; patented ‘Ferrite Filter” for instant sideband 
selection and choice of 5 bandwidths for excellent selectivity; sen- 
sitivity of better than 1.5 pv for 10 db S/N ratio; ANL, “S” meter 
plus all regular controls and features of top-quality communica- 
tions gear. Tuning control has 12:1 ratio with pinch-type drive for 
precise inertia tuning. Has separate linear diode detector for AM; 
heterodyne detector with separate BFO for CW. Ceramic coil forms, 
double-spaced tuning gang and full ventilation provide exceptional 
stability. Less speaker, below. 9 tubes, rectifier. 854x1554x9” For 
105-125 v., 50-60 cycle AC. Shpg. wt., 28 Ibs. 


83 $872 |NC-300C1 


83 $873 |NC-300XCU-2)100-kc crystal calibrator | | 
Crystal/WWV calibrator /114| 34.95 
|Matching speaker 


83898 |XCU-303* 
83 SX 897|NTS-2 


2 | 
Converter for 1% meter band} 2 45.95 


1 | 23.95 
|12°| 21.95 


[el I HRO-60 RECEIVER 


Superb sensitivity, remarkable selectivity 
and extreme stability. Covers 50 kc to 54 
me with suitable coils. Dual conversion 
above 7 mc. Has 2 RF stages, 4 IF stages, 12 
permeability-tuned IF circuits and a 6-step 
crystal filter. Selectivity variable from 80 
cps to 3.5 ke at 6 db points. Plug-in coils 
supplied provide general coverage from 1.7- 
30 mc or bandspread on 80, 40, 20 and 10 
meters. 15 tubes plus rectifier and regu- 
lators. FCDA No. R-12/R-14. 194%4x1044x 
17”, For 115/230 v., 50-60 cycle AC. Less 
speaker. Shpg. wt., 84 Ibs. 

97 SZ 722. $10 Down. Net....745.00 


MATCHING 10” TABLE SPEAKER. 10 Ibs. 

97 SX 663. $2 Down. NET.........19.95 
HRO-60-XCU-2. Crystal calibrator. Wt., 1 Ib. 
OFS 717. $2: Down. NEF 2;.- 0: 


97 S719. $2 Down. NET.... 
HRO-60-AC. 15-m. bandspread coil. 2% Ibs. 
97 S789. $2 Down. NET......... 49.95 


HRO-60-E. 900-2050 ke coil. Wt., 2Y% Ibs. 
98 S O48. $2 Down. NET.........-. 49. 
HRO-60-F, 480-960 kc coil. Wt., 2% Ibs. 

- 49.95 


98 S O49. $2 Down. NET.......- 


KING SIZE TRADES... 
__ EASY PAY TERMS 


i -in allow- 

i offers giant trade-in 2 
ae For a terrific deal write our 
Ham Shack and tell us what “you 
would like . - - and what you have to 


% iv ly. 
trade. You'll receive @ prompt reply 


Indicates Ham Bands Only, 
fH] General Coverage, Ham and SWL 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


NC-400 RECEIVER 


An outstanding communications receiv- 
er. Extremely sensitive and selective. 
Exceptional stability—only.002% long-term 
drift after warm-up. Covers 540 kc to 31 mc 
in 7 bands. Has two RF stages; ‘‘S’’ meter. 
High frequency oscillator may be tuned 
manually, crystal controlled or fed from an 
external oscillator. Separate detectors are 
provided for AM or CW and SSB. AGC 
voltage is continuously fed to four stages of 
RF and IF amplification. Automatic noise 
limiter on AM reception. For CW and SSB 
a double-ended manual noise limiter is pro- 
vided. 16 tubes plus rectifier and regulator. 
Less speaker. 111%x1914x17”. For 110-120 
y., 50-60 cycle AC. 72 Ibs. 

77 SX 800. $10 Down. NET....895.00 


NTS-2 MATCHING SPEAKER. 12 Ibs. 


83 SX 897. $2 Down. NET.........21.95 


NC-60 “SPECIAL” RECEIVER 


A modern, ultra-compact communications 
receiver at low cost, An excellent choice for 
newcomers in Ham Radio or SWL’s. Has 
greatly increased sensitivity and full elec- 
trical bandspread. Provides continuous cov- 
erage from 540 kc to 31 mc. 


Has a large slide-rule dial with marine, 
aircraft, Amateur and foreign short-wave 
frequencies clearly marked. Has phone jack, 
built-in speaker. Selectivity: 5 ke at 6 db 
down. Controls: tuning, bandspread, off/ 
on-yolume, band selector, AM/CW switch, 
standby /receive switch. 


Antenna input: 50-300 ohms. 754x13'4x 
85%”. For operation from 110-120 y., AC 
or DC. Shpg. wt., 15 Ibs. 

92 SU 385. $5 Down. NET ...... 59.95 


78 SZ 150. $10 Down. NET........ 20-00 e eee eres 249.95 
MATCHING SPEAKER. 854x554x454”. Wt., 5 Ibs. 
78 SX 151. NET..... 


@ & NC-109 RECEIVER 


Top-value, general coverage receiver for 
SSB, AM or CW. Features a separate prod- 
uct detector and ‘‘Microtome’” crystal fil- 
ter for 5 degrees of selectivity. Sharp phas- 
ing notch is over 60 db deep. Covers 540 ke 
to 40 mc in 4 bands. 1-2 pv sensitivity for 
10 db S/N ratio. Controls: Main tuning; 
bandspread tuning; antenna trimmer, band 
selector switch; RF gain; AC off-on and AF 
gain; stand-by; mode selector; (ANL, AM, 
CW, SSB, ACC); tone; BFO pitch; selec- 
tivity; phasing. 10x161344x 1074”. Less 
speaker. For 110-120 v., 50-60 cycle AC. 
35 Ibs. 

94 SU 834. $5 Down. NET.......169.95 
94 SX 835. NTS-1. 8” Speaker. Matches 
NC-109 and NC-188. 10 Ibs. NET. ..17.50 


Ideal For Novices And 
Short- Wave Listeners 


“6N2 Thunderbolt” 


49h 10 down 


2000 WATTS P. E. P.! 


VIKING “THUNDERBOLT” 
* SSB, AM, CW Operation 
* 800 Watts On AM Linear 


* Covers 3.5 To 30 Mc 


MODEL 240-353-2. Compact, bandswitching 
linear amplifier—provides 2000 watts P.E.P. 
on SSB to smash through the ORM. Gives 
maximum ‘‘talk power’ on all Amateur 
bands from 3.5 to 30 mc. Has a full kw input 
on CW, 800 watts on AM linear. Completely 
self-contained—a highly efficient, flexible, 
table-top unit. 


Drive requirements are 10 watts in class 
AB2 linear and 20 watts CW. May be used 
with medium-power transmitters when 
power reducer is inserted. 


Features complete TVI suppression: All 
outgoing leads have complete shielding and 
double ‘‘L” section filters. Cabinet is elec- 
trically sealed with monel braid; cup-type 
shields seal the meters; all harness leads and 
filaments are by-passed. 


Output circuit employs two 4-400A tetrodes 
in parallel, bridge neutralized. Pi-network 
matches 40 to 600-ohm loads. Two built-in 
fans cool filament and plate seals for ex- 
tended tube life. Meters provide a constant 
check of every important phase of opera- 
tion. Power supply section includes four VR 
tubes for screen voltage regulation. In 
sturdy maroon and gray steel cabinet. Size, 
os retell For 115 or 230 v., 50-60 
cycle . Shpg. wt., 140 Ibs. 

94 SZ 863-3. $10 Down. NeT...589.50 


MODEL 240-353-1. As above, but in kit form. 
83 SZ 894-2. $10 Down. NET.....524.50 


“Courier” 


: "500" 


JOHNSON \Zz 4-4 Transmitters... 


SSB TRANSMITTERS AND LINEAR AMPLIFIERS 


VIKING “6N2 THUNDERBOLT” 


MODEL 240-362-2. Efficient ‘““6N2 Thunder- 
bolt’’ power amplifier provides 1200 watts 
P.E.P. on SSB, 1000 watts input on CW 
and 700 watts input on AM for both the 6 
and 2 meter bands. Can be driven with the 
“6N2” transmitter, Communicators or oth- 
er units of comparable output. Drive re- 
quirements are approximately 5 watts for 
Class AB, linear or 6 watts for Class C, 
CW operation. 


Final amplifier stage employs two bridge 
neutralized RCA 7034 coaxial type tetrodes 
for improved efficiency and stability. High 
capacity blower system efficiently cools final 
amplifier tubes—effectively extends tube 
life. Unique ‘‘Hi-Q”’ coaxial line, silver- 
plated anode, inductors, capacitors, switch 
and enclosures provide outstanding effi- 
ciency. 


Wide-range pi network output on both 6 
and 2 meters matches transmission line im- 
pedances from 30 to 300 ohms. Unit is com- 
pletely self-contained with high-voltage 
power supply, internal blocking bias, volt- 
age regulator, screen and bias supplies. 
Plate current meter also reads input watts 
and a second meter reads grid current, plate 
voltage, RF output and screen current. 1154 
x21x16%,_”. For 115 or 230 y., 50-60 cycle 
AC. Shpg. wt., 140 Ibs. 


77 SZ 840-2. $10 Down. nET...589.50 


MODEL 240-362-1. As above, but in kit form. 
77 SZ 841-2. $10 Down. NET....524.50 


VIKING “KILOWATT” AMPLIFIER 


MODEL 240-1000. (Not illus.) Superbly en- 
gineered 1000-watt power amplifier for 
SSB, AM or CW operation. Provides con- 
tinuous coverage from 3.5 to 30 mc. Re- 
quires 30 watts RF and 10 watts audio for 
AM; only 2-3 watts peak envelope power 
for SSB excitation. Has pi-network output, 
effective TVI suppression. Two 4-400A's in 
RF amplifier, two 810 modulators. Can be 
operated at low power input with the flip 
of a switch. Mounted in pedestal, 2914x 
1934x3274”. For 115 or 230 v., 50-60 cycle 
AC. Write for brochure. Shpg. wt., 500 Ibs. 


99 SZ 035-3. NeT............1595.00 


MODEL 251-101. Matching desk top, back 
and 3-drawer pedestal. Specify right or left 
pedestal. Net F.O.B. Chicago or Cary, Pa., 
whichever is nearer. Allow 30 days fcr deliv- 
ery. Shpg. wt., 155 Ibs. 

... 132.00 


99 SZ 034. NET...... 


HIGH-STABILITY VIKING VFO (KITS OR WIRED) 


MODEL 240-133-1 "6N2”. 6 and 2 meter VFO kit. Re- 
places 8-9 mc crystals in multiplying 6 and 2 meter 
transmitters, including overtone oscillator types. Has 
6BH6 series-tuned oscillator and OA2 voltage regu- 
lator. Output range is 7.995 to 9.010 mc. 10:1 vernier 
tuning. Requires 250-300 v. DC at 10 ma and 6.3 v. 
at 0.3 amp. Two controls—Bandswitch and Tuning. 
With cables and instructions. 4x444x5”, 3 Ibs. 


83 S899. $2 Down. NET................. 34.95 
MODEL 240-133-2. As above, but wired. 
83 S 869. $5 Down. NET................... 54.95 


MODEL 240-122-2. Stable VFO for Viking I and II. 
160-10 meters; output on 160 and 40 meters, and 6 
me. OA2 VR. Requires 250-300 VDC at 15 ma., 6.3 v. 
at 0.3 amp. With cables. 7x674x6%_". 7 Ibs. 


99 SX O14. $5 Down. NET..........-....... 69.75 


VIKING “COURIER” 


MODEL 240-352-2. High-efficiency linear am- 
plifier—delivers a solid half-kilowatt P.E.P. 
SSB or CW, 200 watts AM linear. Provides 
continuous, bandswitched coverage of 3.5 
to 30 mc. Completely self-contained. Drive 
requirements are 5 to 35 watts, depending 
on mode and frequency of operation. An 
ideal mate for low-power transmitters such 
as the Viking ‘‘Ranger,’’ or may be used 
with medium-power units by inserting 
power reducer. 

Features include: single control for tank 
coil and plate tuning capacitor, pi-network 
output to match 40-600 ohm loads, full TVI 
suppression, exceptional stability. Two 
811A’s in final. Built-in blocking bias is 
provided for SSB linear operation. 954x 
15Y%xi4”. For 110-120 v., 50-60 cycle AC. 
Shpg. wt., 68 Ibs. 

94 SZ 861. $10 Down. NET.....289.50 


VIKING “500” TRANSMITTER 


MODEL 240-500-2. A flexible all-band trans- 
mitter for 80-10 meters. Perfect for SSB— 
provides 500 watts P.E.P. with 3-watt 
auxiliary SSB exciter. Input power is 500 
watts on AM; 600 watts on CW. Housed in 
two separate cabinets. RF unit is in a 
cabinet small enough to be placed on your 
operating desk beside your receiver—all 
transmitter controls are conveniently locat- 
ed on this unit. The compact power supply / 
modulator unit may be placed in most any 
convenient location. 


All exciter stages are ganged-tuned to the 
stable VFO—transmitter also has provision 
for crystal control. Has voltage failure pro- 
tection and time delay. Pi-L output circuit 
with silver-plated final tank coil provides 
excellent harmonic suppression; loads vir- 
tually any antenna system. Two meters 
permit convenient monitoring of all trans- 
mitter functions, 

Audio system includes phone patch and 
low-level clipping. Completely TVI sup- 
pressed. Has time-sequence keying for fast 
CW break-in. Efficient cooling fan extends 
tube life. 

Size of RF unit, 1156x21x14%”. Size of 
power supply/modulator unit, 1074x2034x 
1534”. For operation from 115 or 230 volts, 
50-60 cycle AC. Shpg. wt., 200 Ibs. 


94 SZ 854-2. $10 Down.Net.... 949.50 


MODEL 240-500-1. As above, but in kit form, 
83 SZ 846-2. $10 Down. NET.....749.50 
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Items with U or Z in Stock Number Shipped by Truck or Express 


For More Communication POWER 
POWER-PACKED AM AND CW TRANSMITTERS 


VIKING “6N2” 


MODEL 240-201-2. Efficient, compact VHF 
transmitter offering bandswitching cover- 
age of 6 and 2 meters. Makes use of the 
existing power supply and modulator of the 
Amateur’s low-frequency transmitter. Re- 
quires 6.3 v. at 3.5 amps, 300 y, DC at 70 
ma and 300-750 v. DC at 200 ma, plus 30 or 
more watts of audio. Input power at full 
voltage: 150 watts CW or FM, 100 watts 
AM. Has silver-plated tank circuit, parallel 
lines for 2 meters, link output. 5894 final. 
TVI suppressed. For 8-mc. input. May be 
operated by crystal control or external 
VFO. Has provision for zeroing VFO. 13 4%x 
834x814". Less crystal, key, mike. Shpg. 


wt., 14 Ibs. 
94 SU 851. $5 Down. NET......169.50 


MODEL 240-201-1. As above, but in kit form. 
83 SU 844. $5 Down. NET... 129.50 


“Navigator” 


VIKING “NAVIGATOR” 


MODEL 240-126-2. High-performance trans- 
mitter-exciter for the Amateur who desires a 
flexible. low-power CW rig. 40 watts input. 
Bandswitching coverage of the 160, 80, 40, 
20, 15 and 10 meter bands, Built-in, highly 
stable VFO features timed-sequence keying 
for chirp-free, clean, crisp signals. May be 
crystal-controlled—has front-panel pro- 
vision for 2 crystals. TVI suppression in- 
cludes filtering and by-passing; aluminum 
cabinet effectively shields unit. Wide-range 
pi-network output circuit matches trans- 
mission line impedances from 40-600 ohms. 


Meter on front panel reads final grid and 
plate currents. 13 %x9 Ygx1014_". With tubes; 
less crystals and key. For 110-120 v., 50-60 
cycle AC. 27 Ibs. 

94 SZ 857. $5 Down. NET...... 199.50 


83 SZ 892. Model 240-126-1. Kit.. 149.50 


VIKING “VALIANT” 


MODEL 240-104-2. A flexible. compact, all 
band transmitter. Provides 200 watts input 
on AM phone, 275 watts on CW. Band- 
switching coverage from 160 through 10 
meters. Can be used with auxiliary SSB 
exciter for 275 watts SSB power. The 
“Valiant” can also be used as a driver for a 
kilowatt amplifier, or a power source for 
VHF transmitters. 


Some of the ‘‘Valiant’s’’ deluxe features in- 
clude: temperature compensated, extra- 
stable VFO, highly effective TVI suppres- 
sion, time sequence (grid block) keying, 
high-gain push-to-talk audio system for use 
with high impedance crystal or dynamic 
microphones, self-contained power supplies, 
and single control mode switching. Low 
level audio clipping and built-in low pass 
audio filter provide a maximum “punch” 


VIKING “MOBILE” KIT 


MODEL 240-141-1. Provides up to 60 watts 
input from 75 through 10 meters. Band 
switching; all stages are ganged to a single 
control for simple, fast positive tuning. PA 
trimmer allows wide frequency shift without 
antenna loading coil adjustment. 52-ohm 
output. Requires 300-600 VDC at 200-240 
ma and 6 or 12 y. for heaters. Less tubes, 
mike. 7Yex6%exl0%_”. Shpg. wt., 16 Ibs. 


98 SX 056. $5 Down. NeET......107.00 


MOBILE VFO KIT. MODEL 240-152-1. For 
above. With tubes. 4x414x5”. 4 Ibs. 
99 S 018. $2 Down. NET.........- 33.95 


240-152-2 VFO. As above, but wired. 
99'S O19. $5 Down. NET....2.4... 52.50 


See Johnson Accessories Listed in This Section 


“Adventurer” 


through the QRM. The final amplifier 
operates into a very efficient pi-network 
tank circuit with silver-plated inductor. 


Designed to match 50-600 ohm loads; will 
tune out large amounts of reactance. VFO 
and modulator screens are voltage regulated 
for increased stability. Uses three 6146 
tubes in the final amplifier stage. RF output 
is obtained through a standard SO-239 
coaxial connector at the rear of the chassis. 


In sturdy, maroon and gray steel cabinet, 
Size, 1154x21x16%”. Less crystal, key and 
mike. For opeere from a the volts, 50- 
60 cycle AC. Shpg. wt., 85 Ibs. 

94 SZ 853. $10 Down. NET.....439.50 


MODEL 240-104-1. As above, but in kit form. 
83 SZ 845. $10 Down. NET...... 349.50 


50-WATT AM-CW 
COMBINATION 


Amplifier 
Modulator 


VIKING “ADVENTURER” KIT 


MODEL 240-181-1. Low-cost CW transmitter. 
50 watts input to 807 final amplifier. Fea- 
tures: bandswitching 80 through 10 meters; 
grid and plate metering; TVI shielding 
and filtering. Wide range pi-network output 
permits use of simplest antennas. Oscillator 
and final are keyed simultaneously. for a 
crisp, clean signal. Less key and crystal. 
73/4x1034x8'4". For 110-120 v., 50-60 cycle 
AC. Shpg. wt., 16 Ibs. 

99 SU 024. $5 Dewn. NET....... 54.95 


MODEL 250-40. AMPLIFIER-MODULATOR. Pro- 
vides phone operation for “Adventurer.” 
Screen modulation. Plugs in. 434x4%6x4”. 
Less mike. Shpg. wt., 1 Ib. 

TUG SOC SNE ct er 12.25 


VIKING “RANGER” 


MODEL 240-161-2. The latest model of this 
popular, phone-CW transmitter, Input to 
final is 75 watts on CW; 65 watts on AM 
phone. Offers single-knob bandswitching on 
160 through 10 meters. Frequency selection 
with built-in VFO, or crystals. Pi-network 
output matches 50-500 ohm loads; tunes out 
large amounts of reactance. Time-sequence 
(grid-block) keying provides excellent key- 
ing characteristic and allows quick, clean 
break-in operation. The built-in VFO is 
temperature-compensated for high stability. 
Separate, accurately calibrated, VFO band- 
spread scales for each band—9” of dial scale 
on 10 meters. 100% AM modulation; re- 
sponse limited to 250-3000 cycles for maxi- 
mum communication effectiveness. Full 
meter switching for accurate tune-up. Has 
effective TVI suppression. 


Takes any high impedance microphone. 
Less crystal, key and mike. 15x11}%6x9”, 
For 110-120 y., 50-60 cycle AC, Shpg. wt., 
54 Ibs. 

99 SZ 036. $10 Down. NeT....329.50 


MODEL 240-161-1. As above, in kit form, 
99 SZ 037. $10 Down. NET... 229.50 


“Challenger” 


VIKING “CHALLENGER" KIT 


MODEL 240-182-1. Ideal for fixed or portable 
use, the “Challenger” features 70 watts 
phone input on 80-6 meters; 120 watts CW 
input on 80-10 meters—85 watts CW input 
on 6 meters. Pi-network output for 40-600 
ohm antennas, tunes out large amounts of 
reactance. Plate circuit capacitor switching 
provides best combination of variable and 
padding capacity for easy tuning and propet 
loading. Socket for crystal or VFO. Less 
mike, key and crystal. Size, 15%x13VYx 
12%”. For 110-120 y., 50-60 cycle AC. 
Shpg. wt., 31 Ibs. 


77 SZ 772. $5 Down. Net........14.75 
MODEL 240-182-2. As above but wired. 
77 SZ 757. $5 Down. NET.....-.. 154.75 
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fH] G-63 RECEIVER 


This efficient Amateur band receiver pro- 
vides outstanding reception on the 80, 40, 
20, 15, 10, and 6 meter Ham bands. 
Has excellent sensitivity and signal-to-noise 
ratio on all bands, including 6 meters. Each 
of the bands covered are separately viewable 
on a large, drum-type dial scale. 


The G-63 features dual conversion for high 
image rejection. Multiple-bandpass tuned 
circuits in the second IF provide optimum 
shaping of the selectivity curve. A new 
peaking-type “‘Q”’ multiplier provides vari- 
able bandwidth down to near 100 cycles. 
Has two second detectors—a diode detector 
for AM, and a product detector for SSB and 
CW reception. High-frequency and beat 
oscillators are temperature-compensated to 
assure extremely high stability. 


Other features include: automatic noise 
limiter; AVC; and “S” meter. Tube comple- 
ment: 6BZ6 RF amplifier; 6U8A ist con- 
verter/HF oscillator; 6BE6 2nd converter; 
2—6BA6 IF amplifiers; 6ALS AM detector/ 
AVC/ANL; 6BE6 product detector/BFO; 
12AX7 AF/“Q"-multiplier; 6AQ5 output; 
5Y3GT rectifier; and OB2 voltage regulator. 


In gun-metal finish with aluminum panel. 
8x164x1014”. Less speaker. For 110-125 v., 
50-60 cycle AC. Shpg. wt., 30 Ibs. 

77 SU 901. Only $10 Down. NET 239, 50 


* Double Conversion 
* 80 Through 6 Meters 
a ®* Dual Detectors 


* Latest Electronic Circuitry 
* High Sensitivity and Stability 


HIE G-43 RECEIVER 


General-coverage receiver using printed cir- 
cuitry and featuring remarkable stability. 
Covers 1.8-5.7 mcs, 5.7-13 mcs, 13-20 mcs, 
20-25 mcs, 25-30 mcs, plus the standard 
broadcast band. Drum-type bandspread 
dial calibrated for Ham bands; also logging 
scale. Extra calibrations on 25-30 mc range 
for use with 2 and 6-meter converters. 


Six hi-O IF transformers for excellent selec- 
tivity—6 kc at 6 db down, 24 kc at 60 db 
down. Controls: Main Tuning, Bandspread, 
Bandswitch, Volume, Sensitivity, Antenna 
Trimmer, ANL On-Off, Crystal Calibrator, 
Phone-CW, Standby-Receive. 


Has 7 tubes and rectifier. With built-in, 4” 
speaker and jack for external speaker or 
headphones. 1614x8x1014”. For 110-120 yv., 
50-60 cycle AC. Shpg. wt., 27 Ibs. 

77 SU 721. $5 Down. NET......159.50 


EASY PAY TERMS 


_.. KING-SIZE 
TRADE-INS 


* Modern, Up-to-the-Minute Styling 


GONSET—Pace-Setting Leader In The 


RENOWNED FOR OUTSTANDING PERFORMANCE 


EJ] G-33 RECEIVER 


A popular general coverage receiver that 
provides excellent reception of short-wave 
as well as standard broadcast stations. Uses 
printed circuitry for improved stability and 
performance. Four separate tuning ranges 
cover 1.8-6 mc, 6-13 mc, 13-34 mc, and the 
broadcast band. Has slide-rule dial with 
calibrated bandspread. Bandspread dial 
calibrated for the Amateur bands. 


1650 ke IF and 3 hi-Q transformers assure 
excellent image rejection. Controls include: 
Main Tuning, Bandspread Tuning, Band- 
switch, Volume, Antenna Trimmer, Sensi- 
tivity, and On-Off Standby switch. 


5 tubes plus rectifier. Built-in 4” speaker. 
Jack permits use of external speaker or 
headphones. 1644x8x10”. For 110-120 y., 
50-60 cycle AC. Shpg. wt., 23 Ibs. 

77 SU 720. $5 Down. NET....... 89.95 


ALLIED IS HAM HEADQUARTERS. Allied of- 
fers the largest selections, lowest prices, and 
best trade-in deals on new Amateur equip- 
ment, We'll give you a giant trade-in allow- 
ance on your present transmitter or receiver, 
and you can complete the balance on our Easy 
Pay Plan—truly the easy way to enjoy the lat- 
est in Ham gear! 


SENSITIVE, HIGH-STABILITY CONVERTERS FOR MOBILE USE 


Use one of these efficient 


mobile converters with your 
present AM car radio to ob- 
tain outstanding Ham band 
reception. 


“SUPER-12" MOBILE CONVERTER 


MODEL 3261. Compact, sensitive converter 
covering 75, 40, 20, 15 and 10 meters, plus 
the 19 and 49-meter bands. Easy to install 
—requires no high-voltage B + or internal 
connections to auto radio. Operates di- 
rectly from 12 vy. DC (@ 1.2 amps). Fea- 
tures low drift, excellent s/n ratio and 
high image rejection. Has low-noise RF 
stage with antenna trimmer, low-noise 
triode mixer and modified Clapp oscil- 
lator. Hi-lo impedance antenna switch 
for 40 and 75 meters. Output, 1430 kc. 
Ab som cables. 51%4x3%4yx5Y%4”. Shpg. wt., 
8. 


83 S 594. $5 Down. NET....... 74.50 


6-METER CONVERTER 


MODEL 3275. Provides excellent 6-meter 
reception when operated with auto radio. 
Has sensitive RF stage and built-in noise 
limiter. Triple conversion (including mixer 
in auto radio) gives maximum image re- 
jection. Auto receiver is set on one fre- 
quency and converter is tuned for band 
coverage. 49 to 54 mc range permits check- 
ing commercial stations for band open- 
ings. Operates from 12 v. car system—re- 
quires no high-voltage supply. SY%x3 Vex 
5%”. 5 Ibs. 

77 S768. $5 Down. NET....... 74.50 


Marine 
Converter 


MOBILE MARINE CONVERTER 
MODEL 3163. Allows you to monitor the 1.6 
to 3.0 mc range with any 12 v. car radio. 
Perfect for listening to ship-to-ship, ship- 
to-shore, and marine weather broadcasts, 
Requires only 12 vy. DC. Simple to install— 
just connect output cable of converter to 
auto radio, connect broadcast- band antenna 
to converter imput and clip power lead to 
rae as uae With cables. 334x4%4x 
4%". 5 lbs. 

77 S 688. $2 Down. NET........ 29.50 


MOBILE ACCESSORIES 


60 S 596. Model 3001 Noise Clipper. For 
Models 3261, 3163 and other converters 
not equipped with noise limiter. 2x4x114”. 
Cs Oe eee ee ee LT.95 


84 S 994. Type 3006 Steering Post Bracket. 
Mounts Gonset converters or tuners to car 
steering post. Holds with sure, slip-proof 


grip. Shpg. wt., 1 Ib. NET........... 4.50 


Make Allied Your Headquarters for Everything in Amateur Radio 
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* Highly Stable ®° Compact 
® Advanced Mobile Design 


Field of Compact Amateur Gear 
RUGGED, DEPENDABLE MOBILE UNITS 


2-METER COMMUNICATOR IV 
TRANSCEIVER 


MODEL 3341 COMMUNICATOR IV. Complete- 
ly new throughout, the Communicator IV 
is the latest of the Gonset VHF “package 
stations.”” Provides outstanding AM per- 
formance on the 2-meter band. For port- 
able or fixed station use; operates from 110- 
120 v., 50-60 cycle AC or 12 v. DC. Transis- 
torized DC supply requires no vibrators. 


Receiver features are: 0.4 uv sensitivity; 
latest VHF tubes for excellent noise figure; 
triple conversion with crystal-controlled 
first conversion; ANL; squelch. Transmitter 
features are: 20 watts input; 6360 final; 
push-to-talk operation. 5x914x13". With 
built-in speaker and mike. Less antenna 
and 8-mc crystals. Wt., 23 Ibs. 

78 SZ 152. $10 Down. NET.....369.50 


HIGHLY STABLE 2 & 6-METER MOBILE VFO 


MODEL 3226. Highly stable VFO for frequency control of 
either the 2 or 6-meter Communicator transceivers. 
Both 2 and 6-meter bands are spread across an illumi- 
nated slide-rule dial for effortless frequency settings. 
Front-panel knob provides choice of band; spotting 
switch allows “‘zeroing-in” on stations for easy ““break- 
in” operation. Switching of transceiver to transmit po- 
sition automatically actuates VFO. Cabinet matches 
Communicator units. Size, 6x4%4x8”. For 110-120 v., 


50-60 cycle AC. Shpg. wt., 10 Ibs. 
83 S 597. $5 Down. NET..... 


GSB-100 SSB TRANSMITTER/EXCITER 


Can be used either as a complete trans- 
mitter or an exciter for a higher powered 
linear amplifier. Provides outstanding se- 
lectable SSB, phase modulation, CW and 
AM linear operation. Permits 100 watts 
P.E.P. input on SSB and CW; S50 watts 
on AM on 80 through 10 meters—each 
band covered in 600-kc ranges. 


Stability of built-in VFO is better than 
250 cycles in two hours—tuning mecha- 
nism has 100:1 gear ratio. Choice of upper 
or lower sideband. Unwanted sideband 
suppression is 45 db; carrier suppression, 
60 db minimum; spurious suppression, 50 
db minimum. Phasing-filtering system, 
with quartz crystal band-elimination fil- 
ter, is used—no critical carrier balancing 
is involved; transmissions sound natural. 


GSB-101 LINEAR AMPLIFIER 


Efficient, grounded-grid linear amplifier. 
Rated 1000 watts P.E.P. input on SSB 
and CW; 500 watts on AM. Can be used 
with any exciter delivering 60-70 watts of 
RF. Grounded-grid circuit conserves drive 
power—operates at up to 65% efficiency. 
allowing more drive at final. Front panel 
bandswitching covers 80-10 meters. 

Has flexible pi-network output for easy 
loading. Single, front panel switch changes 
both inductance and capacitance of the 
pi-network to match a wide range of load 
impedance—matches 30-200 ohms. DC 
antenna relay assures quiet operation. 


Allied Offers King-Size Trade-Ins on Amateur Equipment 


G-76 TRANSMITTER/RECEIVER 


MODEL 3338. New, advanced design AM- 
CW mobile transmitter/receiver. Provides 
bandswitching coverage of the 80 through 
6-meter Ham bands. Operates at 100 watts 
input on AM; 120 watts input on CW. Has 
stable, built-in VFO; 6DQS final; push-to- 
talk controls. Dual-conversion receiver has 
temperature-compensated oscillator. In- 
cludes BFO, ANL, and S-meter. 5x12¥%x 
1014”. Requires 3350 or 3349 power supply, 
below. Shpg. wt.. 22 Ibs. 

78 SZ 175. Only $10 Down. NET 376.25 


78 SZ 176. 3350 12 V. DC Power Supply. 
TYax8V%4x3 4". Shpg. wt., 8 Ibs. NET. 145.00 
78 SZ 177. 3349 117 V. AC Power Supply. 
Has built-in speaker. Size, 12Y%x5¥2x13". 
145.00 


Shpg. wt., 23 Ibs. NET 


On AM, both sidebands are transmitted. 
This allows 100% modulation without the 
distortion normally present when carrier 
and one sideband at high modulation are 
received on the conventional AM receiver. 
On CW operation, unit provides excellent 
keying characteristics. 


Unit has adjustable VOX and anti-trip, 
phone-patch provision. Also includes 100 
volt final blocking bias for cut-off of ex- 
ternal linear amplifier when receiving. Pi- 
network output matches 30-200 ohms. 
Has heavy-duty built-in power supply. All 
crystals supplied, except those for the CW 
portion of 10 meters. Size, 1014x19%4x18". 
For 110-120 v., 50-60 cycle AC operation. 
Shpg. wt., 120 Ibs. 

91 SZ 998. $10 Down. NET...499.50 


Contains built-in power and bias supplies. 
Primary power switches are connected so 
that it is impossible to apply plate volt- 
age to the rectifier tubes before applying 
filament voltage; it is also impossible to 
remove filament voltage before removing 
plate voltage—prevents tube damage. 
Controls: Final Tuning, Final Loading, 
Band Switch, Plate Switch, Power 
Switch, Meter Switch. Tubes: 4—811A 
and 2—-866A rectifiers. Size, 11Y%x19Yax 
pig or! oe oe to 125 v., 
50-60 cycle AC. Wt., 94 Ibs. 

77 SZ774. $10 Down. NET...459.50 


atl 
CKED SSB COMBINATION 


INCORPORATES 
LATEST MOBILE 


MSB-1 MOBILE SSB-CW TRANSCEIVER 


MODEL 3301. Extremely small and light- 
weight, yet operating SSB on upper and 
lower sidebands, or CW with a husky 125 
watts P.E.P. input, the MSB-1 represents a 
true ‘‘breakthrough”’ in the mobile trans- 
ceiver field. Measuring only 5” high, 12” 
wide, and 12” deep, it fits neatly under the 
dash of any car. When used with the AC 
power supply listed below, this efficient all- 
band transceiver is also ideal for fixed-sta- 
tion operation. Provides outstanding cover- 
age of the 80 through 10 meter bands. 


Features stable, built-in VFO; also has pro- 
vision for external VFO. Provides 40-50 db 
carrier suppression; 40-50 db unwanted 
sideband suppression. Has VOX, press-to- 
talk, and phone patch provisions. Receiver 
sensitivity is better than 1 microvolt. An 
efficient 9-mc band-pass crystal filter as- 
sures excellent transmitting and receiving 
selectivity. Has provision for 3269 crystal 
calibrator, below. Requires either 3334 or 
3335 power supply, below. Wt., 16 lbs. 

78 SZ 178. Only $10 Down. net.7 50.00 
3334 12 V. DC POWER SUPPLY. Transistor- 
ized. 7Y%x8Y%x3%”. With cables, connec- 
tors. 9 Ibs. 

78 SZ 179. Only $5 Down. NET...145.00 
3335 117 V. AC POWER SUPPLY, Has built-in 
speaker. 12%4x514x13”. With cables, con- 
nectors. 23 lbs. 

78 SZ 180. Only $5 Down. NET...145.00 
78S 181. Model 3269 Crystat Calibrator. 
174x244x3%". Wt., 1 Ib. NET......- 14.95 
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20-A MULTIPHASE EXCITER 


* Covers 10-160 Meters 
* 20 Watts Peak Output 


Bandswitching, voice-controlled exciter for 
SSB, AM, PM, and CW. Covers 160-10 
meters, Choice of sideband—over 40 db sup- 
pression of unwanted sideband, Carrier 
adjustable from full output to —60 db. 
Provides blocking bias. Has 9-mc hetero- 
dyne oscillator—requires external VFO or 
crystal. Magic-eye RF indicator shows car- 
rier balance and maximum peak output. 
Has 2—6AG7 linear amp. 834x1434x10". 
With tubes. For 110-120 v., 50-60 cycle AC. 
Shpg. wt., 34 Ibs. 


83 SU 811. $10 Down. NET.....279.50 
83 SU 810. MODEL 20-A EXCITER KIT. As 
above, inkitform. $/0 Down. NET.. 219.50 
83 S 815. 458-K. For converting BC-458 to 
VFO for 20-A. 2 Ibs. NET.......... 17.50 


83 S 812. QT-1 ANTI-TRIP UNIT. Plugs into 
20-A to prevent loud signals from tripping 


Central Electronics Equipment 


For Top-Notch 


SSB 


Performance 


4 Go Sideband... 
| With Allied’s 
| Easy Pay Plan! 


MM-2 RF ANALYZER 


* Compact, Three-Inch Scope 
® Built-In Audio Oscillator 
* Five Function Positions 


Analyzes SSB and AM transmitting systems 
up to 5 kw on 1 to 55 mc. Has 3” scope, low- 
distortion 1-ke audio oscillator, and 5 func- 
tion positions (manual, sine and speech en- 
yelopes, and AF and RF trapezoids). Dis- 
plays IF envelope patterns of received signals 
when used with plug-in adapters (below). 
Furnishes 15-mv and 1.5-v. audio test sig- 
nals. Coaxial input: 25-to-100 ohms. 914x 
6%4x1414”. For 110-120 y., 50-60 cycle AC. 


19 Ibs, 
94 SU 842. $5 Down. NET.......149.50 


83 SU 868. MM-2 RF ANALYZER KIT. As 
above, in kit form. $5 Down. NET...119.50 
94 S 818. RM-455 ADAPTER. For receivers 


with 450-500 ke IF’s. 1 Ib. NET........9.95 
94S 819. RM-5SO ADAPTER. For receivers 
weit: 50 kee FP "s))1 IDSNET =... 5 0. 0k 9.95 


MODEL LA-400-C. Latest version of the pop- 
ular LA-400 grounded-grid linear amplifier 
series. Offering high power at minimum 
cost, this excellent transmitter utilizes 
straightforward design and high-quality 
components throughout. May be driven up 
to 800 watts P.E.P. with 100-watt exciters; 
up to 500 watts input with 30-watt exciters. 
For SSB, DSB, AM, CW, PM and FSK 
operation. 


Completely bandswitched, the LA-400-C 
covers all Ham bands from 80 through 10 
meters. Features untuned 50-ohm input; 4 
modified 1625's in grounded-grid circuit; 
and 3-element pi-network to match any 
antenna or load from 50-75 ohms. Meter 
reads grid drive, plate current and RF amps 
output. Also has built-in heavy-duty power 
supply, recessed panel, and gray crinkle 
cabinet. TVI-suppressed and parasitic-free. 
9x15x1014”. For operation from 105-125 y., 
50-60 cycle AC. With all tubes. Wired and 
tested. Shpg. wt., 52 Ibs, 


91 SZ 992. $10 Down, NET...... 219.95 


MODEL LA-400-C KiT. Same features as above, 
but in easy-to-assemble kit form. Supplied 
complete with all necessary parts, tubes and 


break-in circuits. 2 Ibs. NET......... 12.50 


Run a full kilowatt P.E.P. on SSB and CW with this excellently 
styled, easy-to-operate, B&W linear amplifier. The bandswitching 
LPA-1 covers all Ham bands from 80 through 10 meters, employing 
two 813 beam power tetrodes connected as high-mu triodes in a 
grounded-grid circuit. Features broadbanded input circuitry that 
requires no tuning. Can be easily driven by most exciters in the 100- 
watt class, such as the B&W 5100 series, Vikings I and II, Collins 
32V series, etc. The compact, smartly housed LPA-1 takes up no 
more space at your operating position than a receiver. 50-75 ohm pi- 
network output. Supplied complete with tubes, bujlt-in filament 
and bias supply for final amplifier, and blower. Size, 934x18%4x16”. 
Less power supply, below. Shpg. wt., 50 Ibs. 
Wise P OO 


77 SX 904. Only $10 Down. NET........... 
LPS-1 POWER SUPPLY. A heavy-duty, ——_ encased high-voltage 
power supply for LPA-1i (above). Uses four 816 rectifiers in full wave 
single-phase bridge circuit. RF filtering protects mercury vapor 
tubes and prevents hash radiation. Supplied with tubes and cable for 
side-by-side connection to LPA-1. Size, 8x17xi4”. For operation 
from 115 y., 60 cycle AC. Shpg. wt., 52 Ibs. 

75 SX 905. Only $10 Down. NET 


LPA-MU MATCHING UNIT. A small, compact bandswitching assembly, 
which effectively matches the impedance of a fixed-output driver- 
exciter to the LPA-i amplifier. A bandswitching turret, the LPA- 
MU couples to the LPA-1 pi-network so that band-changing and 
line input matching to final are accomplished in one operation. Size, 
SY%x3Yyx13%4”. Shpg. wt., 9 Ibs. 


77 SX 906. Only $2 Down. NET..0.. 000.002. .c cee eee 36.00 
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instructions, 


91 SZ 993. $5 Down. NET....... 164.95 


720-K Transmitter Kit 


A handsomely styled, 90-watt CW transmitter in easy-to-build kit 
form. Covers 80-75, 40, 20, 15 and 10 meters with convenient band- 
switching. Conservatively rated components are used throughout to 
assure highly dependable operation. Complete sealing of the cabinet, 
as well as careful bypassing and filtering of all input and output 
leads assure extremely effective TVI suppression. Makes a fine 65- 
watt plate-modulated AM phone rig when used with Model 730-K 
accessory modulator kit, listed below. 


Employs crystal-controlled 6CL6 oscillator, 6AQ5 buffer-multiplier 
and 6146 final amplifier which is protected by a 6AQ5 clamper tube. 
Rectifier is GZ34. Oscillator keying permits fast break-in. Efficient 
pi-network antenna output matches any desired antenna load from 
50 to 1000 ohms. Meter reads final grid and plate current. Size, 
6x15x9”. With all parts, tubes, and instructions. For operation from 
110-120 volts, 60 cycle AC. Shpg. wt., 27 Ibs. 

83 SU 056. Only $5 Down. NET................... neT PS 
77 SU 706. Model 720. Factory wired. $5 Down. NET....119.95 


MODEL 730-K MODULATOR KIT. Ideal accessory for transmitter, 
above. Delivers a full 50 watts of undistorted audio. Multi-im- 
pedance output. Inputs for crystal or dynamic microphone and 
phone patch. Tubes: ECC83/12ANX7 speech amp., 6AL5 clipper, 
6AN8 driver, 2—EL34/6CA7 output; EM84 mod. indicator and 
GZ34 rectifier. Less cover, below. Size, 6x14x8”. For operation from 
110-120 volts, 60 cycle AC. Shpg. wt., 21 Ibs. 

83 SU 057. Only $2 Down. NET.......60000.: 0c cee eens 49.95 
77 SU 707. Model 730. Factory wired. $5 Down. NET......79.95 
77 $708. Cover for 730 or 730-K. Shpg. wt.. 5 Ibs. NET...... 4.50 


Write to Allied’s Ham Shack for a King-Size Trade-In Offer 
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Drake 2-A Receiver 


An advanced-design communications receiver offering peak SSB, 
‘AM and CW performance at moderate cost. Employs crystal- 
controlled HFO, a highly stable variable oscillator, and steep-sided 
L-C filter at the 50-kc IF for top selectivity. Covers 3.5-4.1, 6.9- 
7.5, 13.9-14.5, 20.9-21.5 and 28.5-29.1 me Amateur bands with crys- 
tals supplied, plus additional frequencies in 600-kc segments with 
accessory crystals. Features include: separately tuned RF stage, 
slow or fast AVC action, accurate S-meter, and more than 60 db 
image rejection. Selectivity: 2.4 ke at 6 db down. Sensitivity: % 
uv for 10 db signal to noise. 7” slide-rule dial with 10 kc per division 
calibration; 1 ke per division on vernier. Continuous sideband selec- 
tion without retuning, and distortion-free product detection. With 
10 tubes plus rectifier, and 5 crystals. Size, 7x12x9”. Less speaker. 
Crystals for 28.0-28.6, 29.1-29.7 and non-Ham ranges available on 
special order. For 110-120 v., 60 cycle AC. Shpg. wt., 1442 Ibs. 


77 SZ 898. Only $10 Down. NET........00-200 2002005 269.95 
77 SX 899. Model 2-AS Matching Speaker. 4 Ibs. NET.....-- 12.95 
77 S$ 372. Model 2-AQ Combination Matching Speaker and Q-Multi- 
plier. For 2-A receiver, above. Shpg. wt., Sibe Mes. 3s 34.95 


77 $ 373. Model 2-AC 100-ke Crystal Calibrator. For 2-A receiver, 
above. Shpg. wt., 5 oz. NET......-..-.-+---eeeeeseteeeee 16.95 


TMC GPR-90 Receiver 


A top-quality receiver covering 540 ke to 31 mc in six accurately 
calibrated bands. Full electrical bandspread for the 10-through-160 
meter Ham bands. Dual conversion above 5.4 mc. Selectivity is 
variable in six steps from 200 cps to 5 kc, 5 crystal and 1 non-crystal. 
Above 1500 ke, sensitivity is better than 1 wv at 10 db SNR for AM, 
CW, MCW, FS and SSB signals. Built-in crystal calibrator provides 
100-kc markers throughout tuning range. AVC output stays within 
12 db when input signal is changing 80 db. 

Also features: highly stable HFO and BFO, broad-band “‘feramic”’ 
input transformer, grounded-grid RF input stage, variable-band- 
width audio filter, calibrated S-meter, and noise limiter. Rear panel 
has SSB coaxial IF output and audio input, and utility power 
socket for 6.3 v. at 600 ma. and 250 v. at 10 ma. 75 ohms unbalanced 
or 300 ohms balanced antenna input. Size, 10x20x15”. With 14 
tubes, plus rectifier and VR. Less speaker. For 105-125 v., 50-60 
cycle AC. Shpg. wt., 63 Ibs. 
94 SZ 895. Only $10 Down. NET.......05- 22-00 0ee ee 595.00 
83 SX 891. Matching Speaker for Above. 11 Ibs. NET....... 16.00 


RME 


Deluxe 
Triple 
Conversion 
Receiver 


-126 


RME 6900 RECEIVER. A superb triple-conversion communications re- 
ceiver offering optimum performance on SSB, AM or CW. Covers 
80, 40, 20, 15 and 10 meter bands and 10-11 mc (for WWYV, etc.). 
Features ingenious ‘“Modemaster” selector switch for one-hand 
knob control of five functions; 10” single slide-rule tuning dial; 
tunable T-notch filter; separate SSB detector and selectable SSB 
channel (+3 ke) ; 500-cps, 2-ke and 3.5-kc selectivity plus “T’’-notch 
heterodyne-rejection filter; hermetically sealed 100-kc crystal cali- 
brator; adjustable-threshold noise limiter; fast-attack AVC circuit; 
S-meter; etc. With 12 tubes plus silicon rectifiers. 10x17x124%” 
Less speaker. For 110-120 v., 50-60 cycle AC. 36% Ibs. 

77 SX 897. Only $10 Down. NET..............++-- ..349.00 


77 SX 374. 6901 Speaker. For above. 6 Ibs. NET.......... 19.50 


DB-23 PRESELECTOR. A high-performance broadband preselector to 
boost the gain and signal-to-noise ratio of Amateur receivers from 
80 through 10 meters. Minimum gain of 20 db; improves SNR 7.5 
db. Requires no tuning. 3—6J6’s plus rectifier. 5x73x6". For 110- 
120 v., 50-60 cycle AC. Shpg. wt., 6% Ibs. 

SBS: 7 5152 dears NEV sig 34.2 GA ing Cece eed. ins 49.50 


VHF-126 CONVERTER. A deluxe, tunable VHF converter for extend- 
ing coverage of any communications receiver to the 6, 2 and 1% 
meter Ham bands. Ranges: 48.4-54.2, 143.4-149.2 and 219.4-225.2 
mc. Sensitivity Y% uv with very low noise figure. 2 and 1% meter 
circuits have crystal-controlled oscillator and tunable IF. 9 tubes 
plus rectifier and VR. Size, 10x1614x10". For operation from 110- 
120 v., 50-60 cycle AC. Shpg. wt., 36 Ibs. 

83 SU 598. Only $10 Down. NET......... 26.20.0000 239.00 


Outfit Your Amateur Station on Allied’s Easy Pay Plan 


EWE _An Astounding 


alue! 
| 


® Triple-Conversion Superheterodyne 
* Image Rejection Better Than 60 db 
* Crystal-Controlled First Converter 

* Ya-uv Sensitivity for 10 db SNR 


PACKS A 
400 
WATT 


PUNCH 
e220 es - © © 
‘The Very Finest Rig 
rede For the Radio Amateur — r 


knight-kit T-400 Deluxe Transmitter 


CW TRANSMITTER The greatest Amateur transmitter kit value 
ONLY ever offered—no other transmitter gives you 


$4gn00 so many advanced features for your money. 


The T-400 covers the bands from 80 through 
10 meters. The basic unit consists of a com- 
plete CW transmitter with built-in_silicon- 
rectifier power supply, to which an AM mod- 
just $10 down ulator and SSB generator can be added. The | 
7034 /4X 150A final operates conservatively for prolonged tube life—a : 
cool, 400 watts input on CW. Low frequency variable oscillator k 
heterodynes with crystal oscillator (separate crystal for each band) | 
to assure a VFO signal that “stays put.” Other features include: 
chirpless screen-clamp keying for “‘perfect break-in’’ on CW; shield- 
ed VFO and final for TVI protection; edge-lit, slide-rule dial 14” 
long and 4” wide for accurate settings; and 40-600 ohm pi-network 
output. Unique modular design permits phone operation with AM 
modulator and SSB generator accessories, available in easy-to- 
assemble kits. Front-panel provision for 3” modulation monitor ‘| 


scope. A host of years-ahead features put the T-400 in a class by 
itself! Be sure to see the Knight-Kit pages in this catalog for detatls. 


For unexcelled, build-your-own Ham gear, 
see this Catalog’s Knight-Kit section. Choose 
from two versatile transmitters, two great 
receivers, and “must'’ accessories. 


395 


PMR-8 MOBILE RECEIVER 


@ Dual Conversion * Covers 7 Bands e Ya-uv Sensitivity 
An all-new double-conversion receiver designed for outstanding 
reception of CW, SSB and AM signals. Covers 80, 40, 20, 15, 10, 
6 meters and standard broadcast band. Ist IF is 2238 kc, 2nd IF 
262 ke. Has crystal-controlled 2nd converter for maximum stability. 
IF selectivity is 6 db down at 3 kc, 60 db down at 12 ke. Sensitivity: 
VY pv for 10 db quieting and 500 mw output. Also features: calibrated 
BFO with selectable upper and lower sideband, highly effective 
automatic noise limiter, headphone jack, illuminated slide-rule dial, 
delayed AVC, etc. Tube filaments operate from 6 or 12 volts, An- 
tenna input, 50-72 ohms, With tubes. Less power supply (below) 
and speaker. Size, 412x94%2x7”. Shpg. wt., 8 Ibs. 

78 $161. Only $5 Down. NET..........00-0.2-200-000- 189.50 


PSR-612 POWER SUPPLY. Especially designed for PMR-8 receiver 
above. Operates on 6 or 12 v. DC input. Size, 4¥ax4¥x9'l4”. With 


Se 2s 


Equipment 


AF-68 MOBILE “TRANS-CITER” 
Transmitter-exciter covering the Ham bands from 80 through 6 
meters. 60 watts input on AM and CW. Has VFO, 6146 final, pi-net 
output. Requires 475 v. DC @ 170 ma, 225 v. DC _@ 60 ma, and 6 
or 12 vy. for filaments. Less power supply (see below) and micro- 
phone. Size, 642x131%4x7 4". Shpg. wt., 20 Ibs. 

77 SX 902. Only $10 Down. NET............000.0254. 205.00 
PS-2V 115V. AC POWER SUPPLY. For above. 7x11 4%4x814”. Wt., 30 Ibs, 
OES 760; $2 Dew MGT 2 ac. K. te. sea eee 49.50 
CFS-1 CONNECTING CABLE. Connects PS-2V to AF-68. Wt., 8 oz. 
OBS FER. NET Eo. 3 ccc nan ele eres ee ee 4.75 


M-1070 POWER SUPPLY 
Will easily power both AF-68 (above) and PMR-8 (left). For 6 or 
12 v. DC or 110 v., 50-60 cycle AC. 6x8xS”. 15 lbs. 
FT SiO Sri ET ON Be oS as ao ase ps 69.50 


rectifiers and regulator. Shpg. wt., 10 Ibs. 


Bas 843. $2 Down. NET............:.--..- 
Regency ATC-1 Converter 


A unique, transistorized converter for the 
Amateur bands! Entirely self-contained and 
self-powered, this tiny converter provides 
amazing performance on SSB, AM and CW 
in the 80 to 10-meter bands. Operates with 
any radio receiver. Includes modified Q 
multiplier and BFO with variable injection. 
Has drum-type slide rule dial, break-in jack, 
high Q permeability-tuned coils. Less pen- 
light cells (see below). Size, 3V%4x4¥%4x4Ve". 
Shpg. wt., 21% Ibs. 

99S 167. $5 Down. NET.........79.50 
BATTERIES FOR ATC-1. Converter requires 3. 
Shpg. wt. each, 2 oz. 
53 J 031. NET EACH ..10¢ 


Sette ec .34.00 


Just 3%” High! 


M-1071 KIT. Same as above, but in easy-to-assemble kit form. 


National VFO-62 


A deluxe, self-powered 6 and 2-meter VFO 
designed for extreme stability and versatil- 
ity. Use with transmitters having 8-mc os- 
cillator circuits for complete coverage of the 
50 and 144-mc bands. Frequency stability 
better than 0.005% after warm-up. Plugs 
into transmitter crystal socket. Vernier 
drive provides precise tuning. Complete in- 
ternal shielding. Can be used with 1-mc 
crystal as a crystal calibrator. Housed in 
rugged gray plastic cabinet for maximum 
mechanical stability. Size, 5Y4%4x6%4yxS1%”. 
For operation from 110-120 v., 50-60 cycle 
AC. Shpg. wt., 6 Ibs. 


92 S$ 386. $2 Down. NET......... 49.95 


Pierson Mobile Equipment 


aa sat 


® Dual-Conversion Superhet 
* 7 Turret-Selected Bands 
© “Solid As A Rock” Stability 


a2 
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KE-93 MOBILE RECEIVER. A 7-band, dual-con- 
version receiver covering the 160-10 meter 
Ham bands plus standard broadcast. Tunes 
AM, CW and SSB. Better than 1 pv sensi- 
tivity on Ham bands. ist IF on 2.2 mc; 2nd 
IF on 265 ke. 3-ke selectivity, adjustable 
squelch, vernier tuning, exalted BFO, etc. 
With 11 tubes plus VR, and bracket for 
mobile mounting. Less speaker and power 
supply. 5%x61%4x9”. Wt., 12 Ibs. 

77 SU 777. $10 Down. NeET.....249.00 


HI-Fi CAR SPEAKER. 6x9” oval. For use with 
KE-93. Matching audio curve. Wt., 3 Ibs. 
re eg en eee 10.00 
6-12 VDC POWER SUPPLY. For mobile opera- 
tion of KE-93 receiver. Includes cables, 
plugs, etc. 5¥4x6%x51%4”. Shpg. wt., 10 Ibs. 
ATS TFB. G2 Downs NET. 2. 12:25 49.50 
110-120 VAC POWER SUPPLY COMBINATION 
For KE-93., Includes built-in “‘S’’ meter and 
speaker in matching cabinet; cables and 
plugs. 51%4x61%x9”. Shpg. wt., 13 Ibs. 

77 S779. $2 Down. NET.......... 45.00 


77 S$.807. $2 Down: NET. «0:5. oo tages tea aee .. 49.50 


National Portable Gear 


NC-66 With 
RDF-66 
Mounted 


[II NC-66 PORTABLE RECEIVER 


A versatile, highly popular, 3-way portable 
receiver. Use it anywhere—operates on AC, 
DC, or self-contained batteries. Tunes 150 
ke to 400 kc and .50 to 23 me, in 5 ranges. 
Covers long-wave, short wave, and standard 
broadcast bands. Has built-in 5” PM speak- 
er; ferrite loop for broadcast band; whip 
antenna for short wave. Ideal for small craft. 
91 4gx12546x10”. For 110-120 v., 50-60 cycle 
AC, DC, or battery. Less battery and direc- 
tion finder, below. Shpg. wt., 16 Ibs. 


94 SX 832. $5 Down. NET....... 99.95 
BATTERY FOR NC-66. Shipg. wt., 614 Ibs. 
BOS: CEG IAP Soe So eee 5.57 


RDF-66 DIRECTION-FINDER 
Radio direction finder for use with NC-66 
above. Accurate navigation aid for pleasure 
craft, etc. Built-in meter; one-null indica- 
tion. 7x84%4x10”. Powered by NC-66. 8 Ibs. 


94 SX 836. $2 Down. NET....... 39.95 
Bell Microphone 


MODEL CM-ISC. Single- 
button carbon mike. DP- 
ST push-to-talk switch. 
i ibe cps. 4- 
t. cord. 14% Ibs. 

94S 898. NET....7.79 
MODEL CM-ICC. As above, 
with 5-ft. coiled cord. 
94 S 899. NET.....9.75 


See Listings of Mobile Antennas and Accessories‘in This Catalog 


wosct’<s mo NOTA Mm! 


AS ee oe Bee ea 


TR-20/5 
meters. Uses 8-mc crystals in Pierce 
oscillator—eliminates tricky overtone cir- 
cuits. Final works straight through. 6AU6 
osc., 5763 buffer-doubler, 6360 amp, 12AX7 
speech, 2—6AQ5 mod. Requires 6.3 v. @ 
3.89 amp and 250 v. DC @ % amp. 9%x 
5x5”. With crystals. 5 Ibs. 

83 S$ 856. $5 Down. NET........ 59.95 


TR-20/144 TRANSMITTER. Same as above, but 
for 2 meters. Has extra 5763 buffer-mult. 


83 S 854. $5 Down. NET .. 59,95 


SELECTED AMATEUR ACCESSORIES 


KUPFRIAN MODEL CA-1252-10. Converts 12-v. battery DC 


Are You In on the VHF Fun? 


2 and 6-meter activity booms as never before. Thrill to 
inversion and aurora openings. Work far-away stations 
—meet new Ham friends. Ideal for mobile and traffic 
work, too. Make Allied your VHF Headquarters! 


8) 2%", 550-1550 kc output. For 50-51 mc. 
Xtal cont. needs 6.3 v. @ % a., 100 v. DC 
@ Siig ste Et se... 25.95 
{c} 83 S 855, PTR-2 Power Supply. For all 

Tecraft units. 6.3 v. G6a..6.3v. @4a., 
250 v. DC @ % a. S%x9Y4x6". 110-120 v., 
60 cycle AC. 17 Ibs. $2 Down. NET. .39.95 
83 S 853. P-1 Power Supply. (Not illus.) For 
Tecraft converters. 6.3 v. AC @3a., 200 v. 
DC G 50 ma. 5Y4x914x5”. 110-120 v., 50-60 
cycle AC. 6 lbs. $2 Down. NET 19.95 


83 S 852. M-6 6 Mir. Converter. 2%4x5x 


JOHNSON 250-46. New Viking 


CC-50 6-METER CONVERTER 


A deluxe unit with 36 db gain sen- 
sitivity; 1/10 pv for 6 db SNR. 
Noise figure: 4 db. Has 4-me pass- 
band, down 6 db at 6 mc. Output: 
14-18 mc, crystal-controlled. Covers 
50-54 mc. Requires 6.3 v. @ 2a., 150- 
250 v. DC @ 43 ma. With tubes, 
crystal. 91x3x4¥4”. 5 Ibs. 

83 S 858. NET.......... 44.95 


CC-144 CONVERTER. As above, but 
for 2 meters; covers 144-148 me. 


83'S 857. NET....-..,..25 


Phone Patches 


RAYPAR TE-1. For all popular 
equipment—includes balanced 


to high-voltage DC. Resists shock, moisture,. vibration. 
Ripple: 0.4%. 80% efficiency. Output: 500 y. DC @ 200 ma 
or 250 v. DC @ 400 ma. Just 24%4x414x334”. 2 lbs. 


77 $780. $5 Down. NET.. Bown. 54.00 


CORNELL-DUBILIER MODEL 12TP12. Efficient 12-v. DC sup- 
ply delivers: (1) 500 v. @ 240 ma on 50% basis; (2) 250 v. 
@ 100 ma on 100% basis, with 500 v. @ 150 ma on 50% 
basis; (3) 250 v. @ 240 ma on continuous basis. 10.5-14.5 v. 
DC input. Ripple 4%. 5%4x414x3". 2% Ibs. 
77 S 848. $5 Down. NET.. : 58.80 


(F] WEBSTER MODEL 12DC500. A compact, dependable source 
of high-voltage DC from any 12-y, input. Delivers 500 
y. DC @ 200 ma or 250 vy. DC @ 100 ma or in combination 
for 100 watts output continuous up to 125° F. ambient. Reg- 
ulation: less than 10% at 4 to full load. Ripple: less than 
0.1% at full load (RMS). 41A.x7!H%ex4%e. 15 Ibs. 


78 SZ 160. $5 Down. NET se 3.50 
Dow-Key Preamplifier /"3gcRn_ 


MODEL DKC-RFB. A broadband coaxial pre- 
amp specially designed for less sensitive re- 
ceivers needing ‘‘front-end”’ drive. Increases 
gain 6 to 36 db from 1.5-30 mc. Small, com- 
pact, and lightweight. No adjustments 
needed. Requires 125-175 v. DC at 7 ma and 
6.3 v. at 0.3 amps. For fixed or mobile use. 
Size, 134x2”. Shpg. wt., 8 oz. 

AMIOSUNEN fe eo sce 303 se 10.75 


Ameco Conelrad Monitor 


MODEL CD-1. A low-cost unit for converting 
any radio having AVC into an effective 
alarm system. Loss of broadcast station 
carrier removes AVC from trigger tube 
causing warning tone. Function switch 
mutes radio for monitoring. Size, 6Y%4x33%4x 
2”. For operation from 110-120 v., 50-60 
cycle AC. Shpg. wt., 2% Ibs. 

94 S 888. NET.................. 14.95 


Allied Offers Top Trade-Ins on Amateur Equipment 


hybrid-transformer type. Pro- 
vides push-to-talk or manual opera- 
tion, plus voice-control operation 
for SSB, DSB or AM. Adjustable 
line-null control. Separate gain con- 
trols for transmitter and rec. inputs. 
RF filtering and by-passing. Well 
shielded. 6x2x21”. 3 Ibs. 
77 S 818. $2 Down. NET.25.00 


GONSET GPP-1. Advanced de- 

sign patch for use with all pop- 
ular equipment. VU meter for moni- 
toring phone line levels. No manual 
switching when used with VOX on 
SSB gear. Completely shielded and 
RF by-passed. 4x64%x774”. 105-125 
v., 50-60 cycle AC. 5 Ibs. 
77 $773. $2 Down, NET.44,50 


hybrid system for automatic con- 

trol of VOX system. Built-in mike 

connectors for press-to-talk rigs. 
2Y4x64%4x4 54". 3% Ibs. 

77 $755. NET...........32,90 

TE-1A. As above but for transmitters 

not equipped for press-to-talk. 

77 S756. $2 Down. NET...32.50 
DRAKE 584-A. Hybrid patch for 
use with VOX. Nulls rec. out- 

put 20 db. 4-ohm rec. input, high- 

imped. transmitter output. 444x5x 

5”. 4 Ibs. 

77'S:'652. NEV IR es fee 34.95 

584-C. As above, but for KWS-1, 

75A-4, KWM-1, 32S-1, 75S-1. 

77 S 653. $2 Down. NET. ..34.95 


Hammarlund HC-10 Converter 
* For SSB, AM, CW, MCW 
* Sensitive Linear Detector 
® Adjustable Siot Filter 


A self-powered IF and audio 
converter providing the ulti- 
mate in SSB, AM, CW and 
MCW reception. For any re- 
ceiver having a 450-500-kc IF. 
Easy to install. Razor-sharp 


slot filter adjustable +5-kc 
over passband for better than 
40 db attenuation. Linear . 
product detector; 3-speed AVC control; passband tuning 
control +3-ke for easy SSB reception; 7 selectivity posi- 
tions. 9 tubes plus rectifier. 914x9V4x7 Ya”. Less speaker. For 
110-120 v., 50-60 cycle AC. 17 Ibs. 


94 SX 823. Only $5 Down. NET.......----++- 149.00 


MODEL 250-23-3 “MATCHBOX" ANTENNA 

COUPLER. For 80-10. Matches balanced 
antennas from 25 to 1500 ohms and unbal- 
anced or single-wire antennas from 25 to 
3000 ohms, Features built-in directional 
coupler indicator. Continuously monitors 
either incident or reflected (SWR) trans- 
mission line power. Permits quick tuning for 
maximum input to antenna. Coax input. 
52-ohm imp.; rated 275 watts. Transmit- 
receive relay. 7x974x10Y4”. 13 Ibs. 
77 SX 770. $5 Down. NET........ 86.50 
MODEL 250-30-3. Similar, but for outputs to 
1 kw. Takes balanced antennas from 5S0- 
1500 ohms, unbalanced from 50-2000 ohms. 
1034x174{x12%”. Wt., 28 Ibs. 
77 SX 771. $5 Down. NET.......149.50 
MODEL 250-23. Same as 250-23-3, but less 
directional coupler and indicator. 7x9/4x 
1014”. Shpg. wt., 11 Ibs. 
99 SX 026. $5 Down. NET........54.95 
MODEL 250-30. Same as Model 250-30-3, but 
less coupler and indicator. 27 Ibs. 


99 SX 016. $5 Down. NET........124.50 


(B| MODEL 250-42-1 ATTENUATOR. 6 db T- 
pad. Max. dissipation, 45 watts (120 with 
75-watt bulb); input, 60 watts. 350-ohm 
SO-239 sockets. 3x444x9'4". 2 Ibs. 

77 S$ 802. $2 Down. NET....... 21.50 
MODEL 250-42-3. Similar, but handles 70 
watt input. 50-ohm impedance. 2 Ibs. 

77 S 803. $2 Down. NET...........21.50 
250-29 POWER REDUCER, (Not illus.) Per- 
mits driving Viking amplifiers with medium- 
power transmitters. 34x2'4” dia. 1 Ib. 


MMOS S-NET fo .c... sss. AS.95S 


= 


DRAKE LOW-PASS FILTERS. For 52-ohm 

coax. Ideal for 6 meters; cutoff is 52 mc. 
77 S743. TV-1000-LP. Rated 1 kw, RF, 
through 10 meters; 200 watts on 6 meters. 
Shpg. wt., 2 Ibs. NET............-. 14.95 
77 S 744. TV-100-LP. Rated 100 watts, RF. 
through 10 meters; 20 watts on 6 meters. 
ROMS MD, WED. . vice. 2 as Sa 5.95 

B&W 425 LOW-PASS FILTER. 52 ohms. 

1 kw. Two ‘“‘M” end sections; 4 con- 
stant-K center sections. 85 db attenuation 
on TV channels. 11x3x2”. 14% Ibs. 


4 = SES 17.10 
MODEL 426. As above, but for 72-ohm lines. 
OAS IST ae a a 17.10 


BUD LF-601A LOW-PASS FILTER. For 52 or 
72-ohm lines. 1 kw. Cutoff: 42 mc. Min. 
eae = 5 ratty ‘* toes: 93 db above 
me. X2Y%ax2Y%4". 2% * 
PAISOATOINED. 5. chan eset ses 16.90 
AMECO LN-2 LOW-PASS FILTER. i-section 
filter handles up to 200 watts RF. For 
52 to 72-ohm coax. Has 2—-SO-239 connec- 
tors, bracket. 454x244x13%”. 1 Ib. 
POIET A, NEL «he Saas. pte eae) 


‘ JOHNSO 


TVI Filters For Transmitters and TV Sets 


<i oe = 


N Amateur 


iS} 


VIKING 6N2 CONVERTERS. Permit excel- 

lent 6 and 2 meter reception with any 
communications receiver. Provide instant, 
front-panel bandswitching from normal re- 
ceiver operation to either 6 or 2 meter 
operation. Crystal-controlled broadband 
type—simply tune receiver to cover band. 
* Cover 50-52 and 144-146 mc; others pro- 
vide full-band coverage. Uses 6ES8 dual- 
triode RF amplifier in a neutralized cascode 
circuit, for maximum sensitivity and low 
noise. Manual RF gain control plus mixer 
grid-leak self-regulating action, prevents 
overloading. Double-tuned interstage cir- 
cuits provide maximum image and IF rejec- 
tion. Compact size, 5x234x12”. For 110-120 
v., 50-60 cycle AC. Shpg. wt., 5 Ibs. 


MODELS IN KIT FORM 
For Receivers} NET 


Stock | Model 

No. |. No. ’ Covering: |_EACH rs 
77 S765 | 250-43-1 |26 to 30 Mc./ 
77 $766 | 250-43-2*|28 to 30 Me |59.95 
77 $ 767 | 250-43-3 |14 to 18 Mc.|_ 


FACTORY-WIRED MODELS _ 
778717 
778718 


250-43-12 |26 to 30 Mc. 3 
89.95 
778719 


250-43-22*|28 to 30 Mc. 
250-43-32 |14 to 18 Mc.| 

ROTARY INDUCTORS. For multi-band 

tank circuits. 14% Ibs. 


No. | Type| Size Max each 
60 H 372 229-201 4%; x2%x2"g 10 | 9.50 
60 H 375 229-2025% x2 4x2"4"| 18 |10:50 
G0 H 374 220-203 784 x2 4x2%14" 28 11°50 


HIGH-PASS 


FILTERS 


(P) 


[y] AMECO HP-45 HIGH-PASS FILTER. Effec- 
tively attenuates all signals below 45 mc. 
Greatly reduces TV interference—provides 
40 db attenuation at 14 mc and below; 20 
db at 10 meters. Extremely easy to install; 
one side goes to antenna input of TV set, 
other side connects to antenna lead-in. For 
sets with 300-ohim inputs. Size, 1Y%x74x¥%4”. 
Shpg. wt., 3 oz. 
THES GIS AUT 5.08 ss are Bons ee 95c 


AMECO HPX-45 HIGH-PASS FILTER. (Not il- 
lus.) Deluxe, 2-section version of above. 
Cutoff frequency is 45 mc. Offers negligible 
insertion loss. Provides 80 db attenuation 
at 14 mc and below; 40 db attenuation at 
10 meters. Easily installed in minutes—one 
side connects to TV set input, other side to 
antenna lead-in. For sets with 300-ohm in- 
puts. 214x2x1Y”. Shpg. wt., 5 oz. 

FES EB NE gi ee 220 


BUD HF-600 HIGH-PASS FILTER. Highly 
efficient filter for TV sets. Rejects all 
signals below 42 mc. Easy to install; con- 
nects between input terminals of TV set 
and antenna lead-in. For sets with 300-ohm 
inputs. 3%4x2x1%y”. Wt., 6 oz. 
7a SOLO INET, 0 ay wht I 4.85 


{E) MODEL 250-37 DIRECTIONAL COUPLER. 
Monitors SWR and relative power in 52- 
ohm lines. 1 kw, 1.7-150 mc. Use with 
multimeter, or indicator below. 256x644”. 
Shpg. wt., 2 Ibs. 


92S 380, NEMij2.0b ea ee L775 
250-38 INDICATOR. 43¢x4x4y”. 4 Ibs. 
92 $379. $2 Down. NET......... 25.00 


MODEL 250-25 SIGNAL SENTRY. For mon- 

itoring phone or CW on all bands. Re- 
quires no tuning. Also useful as code prac- 
tice oscillator. Plug provided fits phone jack 
of receiver; headphones plug into Signal 
Sentry. RF probe coupled loosely to trans- 
mitter provides signal. Mutes receiver; ideal 
for break-in CW. Requires 250 v. DC at 5 
ma., 6.3 v. at 0.6 amp. 374x354x334”. With 
cables, connectors. 3 Ibs. 


99 $ O17. $2 Down. NET......... 22.00 


MODEL 250-20 LOW-PASS FILTER. TVI 
filter; 4 shielded sections. Handles 1 kw. 
100% modulated. 75-db attenuation of 
harmonic and spurious frequencies above 54 
mc— insertion loss less than 4 db. 52-ohm 
coax connectors. 9x25%@” dia. 3 lbs. 
98S 03555 NEW Sm 0 See 14.95 
MODEL 250-28 CRYSTAL CALIBRATOR 
100-ke crystal standard. Produces 100- 
ke check points up to 55 mc. With tube, 
crystal, cable and extension leads. 33¢x2 44x 
114”. Requires 6.3 v. @ .15 amp and 150-300 
v. DC. @ 2 ma. Wt., 1 Ib. 
99-'S0390: NEN... <2. 2.7 te tee 17.95 


SWR Indicators 


Model 262 
indicator 


Model 26] 
Antenna 
Coupler 


JONES COUPLER-INDICATOR 
MODEL 261 “MICROMATCH" ANTENNA 
COUPLER. For use with Model 262 indicator 
for measuring RF power and VSWR. Rated 
1 kw at 1:1 VSWR. Has 52-ohm, coaxial 
UHF type connectors. Range: 500 kc to 
225 mc. Power loss is less than 0.1 db. 
3x4%". Wt., 1 Ib. 

99 $117. $2 Down. NET......... 22.50 
MODEL 262 INDICATOR. Measures VSWR 
and relative power, forward or reflected. 
Ranges: 0-10-100-1000 watts. 44%4x41%4x 
4%_". 2 Ibs. 

OOS VTOAMUN 9 oo io se ee 14.50 


CESCO “REFLECTOMETER” 


MODEL CM-52. Provides _con- 
tinuousmeasurementof SWR 
on 52-ohm transmission lines. 
For 3—200 mes; handles 1000 
watts. Less than 1 db loss at 
30 mc. With SO-239 connec- 
tors. 5Y%4x3x2 1%”. 1% lbs. 

77 $378. NET... ...29.95 
MODEL CM-75, As above, but 
for 75-ohm coaxial cable. 


77 R 379. NET.......29.95 
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TYPE 3975 BALUN COILS. Match 75-ohm 
unbalanced output to 75 or 300-ohm 
baianced transmission lines. Cover 80-10 
meters; no switching or tuning. Rated at 250 
watts. Less base. 12 oz. 2 required. 
75 H 594, NET PER COM............ 3.15 


B 75-WATT JUNIOR COIS. Tune with 15- 

100 mmf, In fixed-end (JEL), fixed-center 
(ICL) or variable center (JVL) link-types. 
Fit std. 5-prong sockets. 3%46x1'%_". 5 oz. 


Band) JEL JcL | = JVL_ jEACH 
160 |75 H 320|75 H 330/75 H 340 
80 175 H 321/75 H 331|75 H 34) 
40_|75 W 322|75 4 332/75 4 342) | 94 
20 |75 H 323/75 H 333|75 4 343) ' 
15 |75 H 349/75 H 354/75 H 355 
10 |75 H 324/75 H 334/75 H 344 
6 175 4 444175 H 445175 H 446 


[B| 25-WATT BABY PLUG-IN COILS. Only 1! '%4x 
114”. MEL—end link. MCL—ctr. link. 
Tune with 50 mmf (except 100 mmf for 
160M). Fit std. 5-prong sockets. Wt., 3 oz. 


_ Band MEL MCL | EACH 
160 | 75 H 300 | 75 W310 | 
80 | 75H 30) | 75H 31) 
40_| 75 W302 | 75H 312) | 47 
20 | 75H 303 | 75H313 | 
15 75 H 357 | 75 H 356 
10 | 75 W304 | 75H 314 


dles up to 1 kw. Maximum crosstalk at 30 
mc, —45 db. Shpg. wt., 2 Ibs. 
DFE RORANET 7.05... 5.0: 0.0 Ses 8.25 


551-A COAXIAL SWITCH. Similar to above, 
but has 2 positions. 2 Ibs. 
O79 OF te NER Ld 2. AGS 


CLEC BELEDSE 2 
LADARAR AAA, 


LURAIVA aid 
SASL UAE 


MINIDUCTOR COIL STOCK—'%” TO 1” 
DIA. Easily cut, air-wound coils. %” and 
54” dia. coils are 2” long; %” and 1”, 3” long. 


8 Turns Per inch _ 


4 Turns Per Inch 


Dia. No. Type No. Type|NET 
447175 H 305| 3001 [75 H 306; 3002) 45¢ 
547175 H 309} 3005 175 H 316} 3006) 54¢ 
%°\75 H 319) 3009 175 H 325) 3010) 63¢ 
1* 175 H 328] 3013 175 H 329] 3014] 69¢ 
16 Turns Per Inch | 32 Turns Per Inch 
%"|75 H 307} 3003 175 H 308] 3004) 45¢ 
56”|75 H 317) 3007 [75 H 318) 3008) 54¢ 
4"|75 H 326) 3011 [75 H 327) 3012/ 63¢ 
1” 175 H 335! 3015 175 H 336) 3016) 69¢ 


MINIDUCTOR COIL STOCK—2” & 214” DIA. 
All are 10” long. Easily cut to desired length. 
*Turns per inch. 


No. | Type |Dia.|Wire*TPIOz./EACH 
75 H 406|3900 |2” #14 8 | 9| 1.86 
75 H 407/3905-1/234"| #12 6 13; 1.95 
75H a08 Se oe7 2" #14 8 12) 1.86 
75 H 409/3907-1/2" | #16110 | 8/ 1.86 


{E} CC-50 CONNECTOR. Weatherproof coax 
connector for doublet antennas. Internal 
connections. With sealing cement. 1 Ib. 


751592. NEV: .. 1.2) seen 5.85 


PI-NETWORK INDUCTORS 


(Not illus.) For single or parallel tube opera- 
tion on 80-10 meters. Provide efficient Class 
C or linear operation. Model 850A rated 1 
kw on CW, SSB and AM. Max. DC voltage 
CW-SSB, 4000; AM, 3000. Model 851 rated 
250 watts AM; 500 watts CW-SSB. Max. 
DC voltage AM, 1250; SSB-CW, 2000. 


92S 374. Model 850A. 7 Ibs. NET.. 35.00 
83 S043. Model 851. 4 Ibs... ..NET..16.50 


—- 


Accessories — 


4 


MODEL 600 GRID DIP METER. Covers 1.75 

to 260 mc in 5 overlapping ranges. 
Sturdy plug-in coils are color-coded. Has 
sensitive 500-microampere meter with ad- 
justable control. Useful as an RF signal 
monitor, auxiliary signal generator and ab- 
sorption wave meter. Wedge shape permits 
access to hard-to-get-at places. Circuit con- 
sists of a highly sensitive oscillator using a 
type 955 acorn tube. Rust-proofed steel 
chassis and sturdy aluminum case. Gray 
finish. Size, 7x3x3”. For 110-120 y., 50-60 
cycle AC. Shpg. wt., 3 Ibs. 
84 S 487. $2 Down. NET......... 45.72 


CHOKES AND 
PHASE-SHIFT NETWORKS 


MODEL 800 RF PLATE CHOKE. (Not illus.) For 
transmitters with parallel or series-fed cir- 
cuits. For 80-10 meters, Max. rating, 2500 
v., DC at 500 ma. 6x34” dia. 2 Ibs. 

83 S044. NET. =). 7,5 ae Ke is) 


FILAMENT CHOKES. (Not illus.) For grounded- 
grid amplifiers. 

73 S 066. FC-30. 30 amps. 2x214xS”. 

Shpg. wt.. 214 Ibs. NET............ 9.90 
73 $067. FC-15. 15 amps. 14x Ayx4Vy”. 
Shpg. wt., 1% Ibs. NET... 4 


MODEL 350-2Q4 AUDIO PHASE-SHIFT NET- 
WORK. (Not illus.) Splits signals from 300- 
3000 cps into 2 equal components 90° out of 
phase. Octal base. Shpg. wt., 1 Ib. 
99 S 122. NET... . aoe 


Amateur Station Accessories and Components 


ILLUMITRONIC VARI-PITCH “PI DUX." Air- 
core inductors ideally suited for use in 
pi-output circuits, LC-output circuits, in- 
terstage and oscillator circuits. Tinned cop- 
per wire; supported by low-loss polystyrene 
rods. *Turns per inch. Av. wt., 6 oz. 


Stock No. | Type | Dia. | *TP! |WirejLength| EACH 
72H477| 820010 | 1" |208 10) 18 '34" | 1.25 
72H478) 1212D6 | 1%" |12&6 | 14 [3'%6"| 2.00 
72H479| 1608D6 | 2” | 8&6) 12 4%" | 2.70 
72H480| 200805 | 2%" | 8&5 | 12 3h" 25 


| 13. 
72H481! 24084 | 3° | 8&4) 10 3%" | 3.95 


MILLEN MODEL 90672 ANTENNA BRIDGE 
Highiy accurate and sensitive. Measures 
5 to 500-ohm unbalanced impedances. For 
frequencies up to 150 mc. Differential capac- 
itor provides extremely high accuracy. Size, 
374x34x55%". Shpg. wt., 24 Ibs. 
83 S 834. $2 Down. NET......... 45.00 


CARDWELL “X" TYPE CAPACITORS. High- 
~ quality, single-section variable transmit- 
ting capacitors. Feature extremely rugged 
construction. Ideal for use in linear ampli- 
fiers. Model PL-8013 has 65 plates with air 
gap of .0307; size, 52742x5x53%4”. Model PL- 
8048 has 21. plates with air gap of .070”; 
size, 414.x3%_x3'1 46”. Shpg. wts., PL-8013, 
4 Ibs.; PL-8048, 34% Ibs. 


| eee ee 


Amateur Equipment Is Available on Allied’s Easy Pay Plan 


381 TR SWITCH. Provides 
electronic switching of antenna from 
receiver to transmitter. Handles full legal 
power limit on AM-CW-SSB and DSB, 80 
through 10 meters. Special bandswitching 
circuitry provides high selectivity and excel- 
lent signal-to-noise ratio on all bands. 


Presents no signal loss—substantial gain is 
realized throughout usable range. ‘‘Fail-safe”’ 
design protects transmitter if switch fails or 
is set on wrong band—automatically keeps 
transmitter connected to antenna when unit 
is not energized. Matches 52-75 ohm coaxial 
ar = BR ate A”. eee 10-120 v., 
-60 cycle AC. Shpg. wt., 5 Ibs. 
77 S714. $5 Down. NET.........60.00 


JOHNSON MODEL 250-39 TR SWITCH. 
Switches antenna from receiver to trans- 

mitter. Rated 4000 watts. Requires no tun- 

ing. Coax fittings. 434¢x434x5%_". For opera- 

tion from 110-120 yolts, 50-60 cycle AC. 

Shpg. wt., 5 Ibs. 

94S 858. $2 Down. NET......... 27.75 


ANTENNA TR SWITCHES 


NEW! 


SELF 
POWERED 


DOW-KEY ANTENNA TR SWITCHES. For 
fixed-station or mobile use. 6 or 12 volt 
operation. Rated at 1 kw. Require 125-150 
v. DC at 5 ma. Av. shpg. wt., 10 oz. 

77 S760. DKC-TRM-1. 1.5-60 me,..12,50 
77 S749. DKC-TR2-A. 144-148 me..12.50 


N DOW-KEY DKC-TRP TR SWITCH. New co- 
axial TR switch features built-in power 
supply. Switches antenna from receiver to 
transmitter electronically. Uses grid block- 
ing in transmit mode; in receive mode pro- 
duces a small gain between antenna and 
receiver. For operation in the 1.8 to 30 me 
range at powers up to 1000 watts. With 
standard UHF coaxial connectors. 4Y4x3x 
27%”. For 110-120 y., 50-60 cycle AC. Shpg. 
wt., 1% Ibs. 
77 S$ 377. $2 Down. NET......... VP LG fo 


DOW-KEY COAX FITTINGS 
DKF-2 is double male. DKC-P is panel 
mount female. Av. shpg. wt., 4 oz. 
75 P 946. DKF-2. NET.............. 125 
72S ISG, ORC-PINGT alt Fs cee 70c¢ 


ADVANCE COAXIAL ANTENNA RELAYS 


TYPE CB/1C2C/115VA. (Not illus.) For 52- 
ohm coax. Handles up to 800 watts. SPDT 
internal contacts are connected to 83-1R 
connector. Also external DPDT 2-amp con- 
tacts for auxiliary circuits. Size, 3Y%j—ex134x 


37%”. For 115 y., 50-60 cycle AC. Wt., 11 02. 


FO PASSE ox) 1B oe 13.25 
75 P 645. Type CB/IC/115VA. As above, 
butlessexternal DPDT contacts. NET. 12.15 
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“SIGHT 'N' SOUND” 
CODE COURSE 


REC- j 
LP records, 47 cards, book. 21bs. 9.50 
77 § 815. NET.....--+:> = Bes 
920 Advanced Course. For Gen ral 
Seer qnescisl license (9-20 wpm). 3 
10” LP records, cards, book. 2 = 95 
77 S$ 816. NET.....------ i «ae ‘ 
REC-020 Complete Course. overs all 
licenses (0-20 wpm). 6—10”. LP. rec 
ords, 47 cards, book. W ., 6 ibe. 95 
77 S$ 817. NET....--4- +e: : 


&: 


Popular Learning Keys 


JOHNSON MODEL 114-310 STANDARD 

KEY. Precision-built, moderately priced 
key. Excellent for codé practice and trans- 
mitting. ‘‘Cushion contact’’ design for 
smooth action. Heavy die-cast base is fin- 
ished in black wrinkle enamel; mechanical 
parts are nickel-plated. 4” silver contacts. 
Adjustable tension and contact spacing; 
adjustable bearings. Provision for plugging 
in semi-automatic keys. Shpg. wt., 2 Ibs. 


POSS NE Cc edi aici lacus: 3.10 


(B| JOHNSON MODEL 114-300 PRACTICE 
KEY. A well-built, low-cost general pur- 
pose key. Ideal as a code practice key for 
the beginner. Brown molded phenolic base 
and knob. Adjustable key arm, spring and 
smooth-action bearings—easily adjusted 
tension and contact spacing. 14” silver con- 
tacts. With beginners code card. Shpg. 
wt., 8 oz. 


Weis O53. NETS. 2... oie c eee eons 2.25 


{c] JOHNSON MODEL 114-450 BUZZER CODE 
PRACTICE SET. Consists of key and con- 
stant high-frequency buzzer mounted on 
brown bakelite base. Screw adjustment 
provides variable tone. Key has silver con- 
tacts. Can be used individually or in pairs 
for code practice. Requires 3 v. DC (2—1%4 
_y. batteries). Shpg. wt., 2 Ibs. 

DO SOSOOMET Po. 53 gos . eee 4.90 


JOHNSON MODEL 114-400 HIGH-FRE- 

QUENCY BUZZER. Buzzer only (as used on 
set above). Use with hand key for code 
practice. A very effective low-cost unit. 
Ample volume for several listeners. Screw 
adjustment provides variable tone. Re- 
quires 3 vy. battery combination. Shpg. 
wt., 5 oz. 


BO GIOGOs WETr. 4 2) nr ae Fore 185 
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Top Values for Beginners in Amateur Radio __ 


Allied Code Courses 


ALLIED CODE COURSES 


COMPLETE 10-LESSON CODE COURSE ON 
SINGLE 12”, 3334-RPM RECORD. Learn to 
send and receive well enough to pass novice 
or general class code examinations—with 
this single record, 5 lessons per side—takes 
you from start to 15 wpm. Back of record 
jacket contains International Morse Code 
table. Includes 20-page Allied instruction 
book. Shpg. wt., 1 Ib. 

77 S 684. NET....... Set tee? 4.49 


ALLIED'S 5-RECORD CODE COURSE. “‘Eye- 
Ear’’ method of learning code at home— 
eye follows the letters as the ear hears the 
sounds. Five 10”, 78 rpm records recorded 
on each side. From 2 to 15 wpm in 10 les- 
sons. Includes album and instruction book. 
Shpg. wt., 6 Ibs. 


77 S 643. NET........ 


JACKSON 562-A CODE PRACTICE OSCIL- 

LATOR. Low-cost transistor code oscilla- 
tor for self-practice, teaching or monitoring. 
For use with external magnetic phones and 
key. With tone adjustment. Less battery, 
below. 61%4x33%4x2”. Wt., 2 Ibs. 


PE IGAO- MEL... 3s. RR TA sg 
BATTERY FOR ABOVE. 414 vy. Wt., 8 07. 
SOUGSF, MET 65... ny Goose ae ee 97¢ 


BUD MODEL CPO-155T TRANSISTORIZED 
CODE PRACTICE OSCILLATOR AND MONI- 
TOR. Low-cost unit for use with headphones. 
Lightweight and compact in size—only 1 4x 
44x24”. Requires 2 penlight batteries, be- 
low. Shpg. wt.. 2 Ibs. 
ide Vo! 3 ee 
BATTERIES FOR ABOVE. Wt., Ze 
78 3243. NETEACH...........° +35 OR 


AMECO CPS-WT CODE PRACTICE OSCIL- 
LATOR, A deluxe practice oscillator with 
a built-in 4” PM speaker. Produces a loud 
and clear tone with ample volume for group 
use. Filter provides clickless operation. Tone 
and volume controls. Easily converted to 
excellent keying monitor. 644x5x3'4". For 
110-120 v., AC or DC. 3 Ibs, 
77 S 629. NET 14.95 


Code Practice Oscillators 


AMECO CODE COURSES. 


Junior Course: five 45 or 78-rpm records or 
one 33%-rpm LP; from start to 714 wpm. 
Advanced: six 45 or 78-rpm records or one 
33% LP; 84 to 18 wpm. Senior: eleven 45 
or 78-rpm records or two 33}4-rpm LP's; 
from start to 18 wpm. All courses include 
a 28-page manual with FCC-type exams. 


~ Stock” Record | Shpg. | NET 
No. | Coarse: | Speed Wt. | EACH 
77 S616) Junior | 78 cpm | 4 tbs. | 6.95 
77 S 647} Junior 45 cpm | 1% Ibs. | 5.95 
76S075| Junior | 33% rpm | 1 Ib. | 4.95 
77 S619] Advanced | 78 rpm | 4 vhs. | “S295 
77 S648) Advanced | 45 rpm | 1% Ibs. | 4.95 
76 S076| Advanced | 33% rpm i) _tb. | 4.95 
77 S617) Senior 78 rpmj|7 ibs. | 11.50 
77 S 649| Senior \s rpm 4 ibs. | 10:50 
76 S 077| Senior 33% rpm | 2 ibs. | 9.50 


(H) BUD CPO-128B CODEMASTER. Code prac- 
tice oscillator and CW monitor with 
built-in 4” PM speaker. Earphones and keys 
may be paralleled for group instruction. 
Volume and pitch controls. External speak- 
er may be plugged into headphone jack; 
both headphone and key jacks take phone 
plug listed below. 614x51\4x34”. For 110- 
120 v., AC or DC. Shpg. wt., 5 Ibs, 

73 S O44. NET.... 


STANDARD PHONE PLUG. For attaching keys 
and headphones to CPO-i128B described 
above. Shpg. wt., 3 oz. 

44 HGAD ME. 8. A eee eee 44c 
CABLE. Extension cord for keys. 2 oz. 

48 W 805. NET PER FOOT 


GONSET 3022 “MONITONE" MONITOR 

AND CODE PRACTICE OSCILLATOR. Com- 
bination code practice oscillator and phone 
or CW monitor. Has built-in speaker and 
provision for headphones, Separate tone 
and volume controls. Uses RF pickup link 
placed near transmitter's final tank coil to 
monitor transmitter keying. Case size is 
6x7x6”. For operation from 110-120 volts, 
AC or DC. Shpg. wt., 4 Ibs. 


83 S 829. Only $2 Down. NET... 29.50 


Allied’s Own American Bell Quality Headphones 


STANDARD DUAL HEADPHONES. Moderately priced, lightweight 
headphones. Adjustable headbands. Employ hyflux Alnico mag- 
nets and solenoid coils. Molded bakelite cap and case. With 414-ft. 
cord: standard phone tip terminals. 2000 ohms. 1% Ibs. 

595110. NET..... 


SINGLE HEADPHONE. Not illustrated. Dependable, economy- 
priced unit. 2000 ohms. Shpg. wt., 8 oz. 
S93 TAS. ET...;. ... 
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MODEL 114-100-3 DELUXE HAND KEY. 

A precision-made hand key of excep- 
tionally high quality. Carefully tempered 
spring, and hardened and polished fine- 
point pivots provide lively action for 
smooth, easy sending. An excellent key for 
the beginner and old-timer alike. Spring 
tension, contact spacing and bearing pres- 
sure are easily adjustable. Base and binding 
posts have instrument lacquer coating to 
protect the highly attractive satin-brass fin- 
ish of key. Contacts are durable, pit-resist- 
ant alloy. Contact dia., .072”. With shorting 
switch. Shpg. wt., 2 Ibs. 
aS: LIGNE eras... 70.80 


MODEL 114-100 KEY. Same as above, but 
less shorting switch. 


i ST AS moa] ar SSE 5.95 


B MODEL 114-320 HEAVY-DUTY KEY. De- 
luxe key built to very rigid specifications 
for smooth, comfortable sending. Large, 
chrome-plated key arm suspended from 
hardened steel bearings. Large, 4” coin- 
silver contacts. Improved Navy-type knob. 
Adjustable spacing and tension. Heavy 
brass connector concealed under base. Black 
die-cast base. Shpg. wt., 2 Ibs. 
FEISOSOPNET.... «0s 00. vse os .4.70 


MODEL 114-520 SEMI-AUTOMATIC KEY. 

A semi-automatic key for smooth, ef- 
fortless radiotelegraph sending. Contact 
spacing and sliding weight easily adjustable 
to desired sending speed. Has circuit closing 
switch. Ruggedly constructed for long de- 
pendable use. Has }%” coin-silver contacts. 
Hardware and vibrator are heavily chrome 
plated. Die-cast base finished in black 
wrinkle enamel. Rubber feet keep ‘‘bug’’ sta- 
tionary. Shpg. wt., 4 Ibs. 
76S 065. NET....... 


JOHNSON and VIBROPLEX Keyers 


MODEL 114-501 DELUXE SEMI-AUTOMAT- 

IC KEY. A smooth operating key with 4%” 
contacts. Vibrator arm, posts, circuit clos- 
ing switch and all machine parts are heavily 
chrome-plated. Adjustable from lowest to 
highest speeds. Has five adjustments with 
lock nuts—plastic paddles adjust separately 
to best height. On polished chrome base 
ier bys od feet to rao slippage. 6%x 
3%AxY”. Shpg. wt., 5 Ibs. 
7618069; NET... «ota Eines 20.65 
MODEL 114-500 KEY. As above, but with 4” 
contacts and smart, black wrinkle steel 
base. Shpg. wt., 5 Ibs. 
76 S 068. $2 Down. NET..........17.95 


E) “ORIGINAL.” A semi-automatic key for 
use at all speeds, the renowned ‘‘Orig- 
inal’’ has won fame for its clarity, precision 
workmanship and ease of manipulation. 
Preferred and used by veteran operators, it 
can be slowed down to 10 words per minute 
or less, and geared to as high a rate of speed 
as desired. Maintains the same high-quality 
signal at any speed—a smooth and easy 
working “‘bug."’ Chrome-plated mechanism; 
has attractive gray cast iron base with slip- 
proof rubber feet. Less cord and wedge. 
below. Shpg. wt., 5 Ibs. 

76 S 035. $2 Down. NET...... Be cd) 
DELUXE “ORIGINAL.” As above, but with 
jeweled bearings and fully chrome-plated 
base. Shpg. wt.. 5 Ibs. 

76 S 038. NET..... 23.95 


(F] “CHAMPION.” Inexpensive, semi-auto- 
matic key. Designed for smooth, easy 
operation. Mechanism chrome plated; base 
is attractive gray crackle finish. Less cord 
and wedge. Shpg. wt., 4 Ibs. 

76 S 036. NET. 15.95 


MASTERCRAFTER'S WORLD CLOCK. A 

top-value, economy-priced 24-hour wall 
clock that’s ideal for Amateurs and short 
wave listeners. South polar map projection 
of the world on the inner dial face indicates 
time anywhere in the world. Has rugged, 
all-metal construction; handsome chrome- 
plated case; professional appearance. Over- 
all diameter is 8”. For operation from 110- 
120 volts, 60 cycle AC. Shpg. wt., 14% Ibs. 
Price includes F.E.T. 
PEISOSAINET! 08 ca heene. 2535. 8.47 


PENNWOOD MODEL 100-24H14 DIRECT- 
READING CLOCK, A highly attractive, 
24-hour desk clock. Easy to read; shows 
time directly in numerals at a glance. In 
beautiful ebony plastic case. Size, 4x734x4”. 
For 110-120 volts, 60 cycle AC. Shpg. wt., 
3 Ibs. Price includes F.E.T. 
78 B 340. NET 


Allied Offers King-Size Trade-Ins on Amateur Equipment 


HAM DIRECTIONAL GLOBE 
Beautiful, full-color 12” world globe de- 
signed especially for Hams and SWL’s. 
Quickly shows you the direction in degrees 
and distance of any country. You “‘custom- 
ize’’ it for your own station by using pivot 
post, supplied, to attach direction disc and 
mileage strip to your location on globe. 
Call-letter prefixes are marked on their 
respective countries; also shows time any- 
where in the world. Special swivel mount 
permits rotating globe in polar or equatorial 
plane. Shpg. wt., 6 lbs. 

BE SHiDDOG WEN: xox.) alice Ce W.9S 


LAKESHORE “TIME MASTER.” Gong sounds 
every 10 minutes to remind Ham to give 
his call. Ideal for VOX. 41%4x254x234”. For 
110-120 y., 50-60 cycle AC. 2 Ibs. 
83.5 860. wET......... 5. 


NE W “VIBRO-KEYER” 


The perfect key for use with your electronic 
‘“‘bug.”’ Ideal with the HA-1 “T.O. Keyer” 
below, or any other electronic keyer. Per- 


mits smooth, effortless sending; greatly 
aids in increasing your sending speed. Ten- 
sion and pressure are fully adjustable to 
suit your preference. Features sturdy main 
frame, chrome-finished parts, and large size 
contacts. Easy-operating trunnion lever. Has 
colorful red finger and thumb pieces. 


Mounted on beautiful beige colored base; 
large rubber feet on bottom protect finishes 
and prevent key from slipping. Size, 3Yax 
414”. Shpg. wt., 3 Ibs. 

77 $907. WET. 22.5),:5 hee 15.95 


{ag STANDARD “BLUE RACER.” Small and 
lightweight. Precision construction 
throughout for extremely smooth operation. 
Chrome-plated mechanism. Gray base. Less 
cord and wedge. Shpg. wt., 4 Ibs. 

76 $045. $2 Down. NET......... 19.95 


DELUXE “BLUE RACER.” As above, but jeweled 
bearings, chrome base. 4 Ibs. 


76 S O46. $2 Down. NET.....-..-.23.95 


CARRYING CASE. Not illustrated. Fits all 
Vibroplex keys except ‘‘Blue Racer.” Cloth- 
lined; protects keys from dust and moisture. 
Has lock and key; carrying handle. Styled 
in handsome, simulated black morocco. 
Shpg. wt., 2 Ibs. 

76 $.037. NET... 0.62.0: iF <u 6.75 


CORD AND WEDGE SET. For use when 2 
keys are wired in series. Wedge shorts out 
contacts of one key; other key controls 
sending. Shpg. wt.. 3 oz. 

76 S 156. NET 


NEW! use 


MODEL HA-1 ELECTRONIC KEYER. The most 
advanced electronic keyer of its kind, the 
“T.0." permits the easiest. smoothest, 
clearest sending ever achieved. Not only are 
dots and dashes self-completing, but per- 
fectly proportioned space is always main- 
tained between them. Operation is fully 
electronic to assure extreme stability and 
maintain finest keying. 


Has monitor with built-in speaker; also 
headphone jack. Monitor may also be fed 
through receiver audio circuit. Includes 
speed range selector, monitor level control, 
dot duration control, etc. Has transformer 
power supply. Tube complement consists of 
four dual-triodes, 2 VR tubes, and 3 diodes. 
Size, 5x7x7”. Requires keying device (see 
““Vibro-Keyer” listed above). For operation 
from 110-120 volts, 50-60 cycle AC. Shpg. 
wt., 9 Ibs. 

77 S$ 327. Only $5 Down. NET....79.95 
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Frequency Meters 
And Calibrators sf 


| 


e* 

Pe 
Bud FCC-908 oe J 
Frequency # 
Calibrator c 


BUD FCC-90B FREQUENCY CALIBRATOR. Consists of 100-kc crystal 
oscillator, trimmers, built-in power supply. Produces 100-kc sig- 
nals across all Amateur bands through 30 mc. An invaluable station 


teries or power supply. Highly versatile, it can be used as a wave 
meter, a monitor, field strength indicator, carrier shift indicator. 
neutralizing instrument, etc. Calibrated for use on 10, 15, 20, 40, 
and 80 meter bands. 614x2x23%4”. Shpg. wt., 1 Ib. 


40, 20, 15, and 10 meters. Checks fundamental frequency of oscillat- 
ing circuits, parasitics, harmonics, neutralization, spurious RF, 
and AM modulation. Includes germanium crystal and DC milliani- 


TUBE COOLING MOTOR AND FAN. Extends tube life by keeping 

envelope and seals cool. Permits more complete shielding 
of RF amplifiers, etc., without depending on convection cooling. 
Shaded-pole induction motor, 2400 rpm. 2%@x 2 Wex 2%”. 4-blade 
fan, dia., 214”. For 110-120 v., 50-60 cycle AC. Wt., 134 Ibs. 
MIE 0S, oo orc cna ee anries eevee tegen 2.99 


EIMAC CONTACT FINGER STOCK. Silver-plated alloy stripping. 
Makes excellent contact; prevents RF leakage through cabinet 
doors. Secured mechanically or by soldering. 12 0z. 


42 P O86. 3° long; 24” wide. NET.............-. PP 4 & ds 
42 P 087. 3’ long; *14” wide. NET...............-.--006- $6.23 
42 P O88. 3’ long; 134” wide. NET.............---00 0000s 6.70 


HALLICRAFTERS “S" METER KIT. An easily installed “‘S"' meter for 

panel mounting. For use with Hallicrafters S-40B, S-20R, S-40A, 
SX-62, S-77, S-77A, S-85, S-107, S-108. etc., as well as other receiv- 
ers, Can be installed in any RF or IF stage with AVC action. 34%4x 
2%” meter has black dial with white markings. Two scales; has 
microvolt scale calibrated from 0-1000K; “‘S” unit scale is calibrated 
to 80 db over S9. Requires 214"-diameter round hole for meter 
barrel and four %” holes for mounting studs. Can be separately 
mounted in individual meter case (see index). Kit consists of a 5.0 
milliampere meter, 500-ohm potentiometer for electrical zero-set, 
one 82-ohm %4-watt 10% resistor, one 330-ohm '4-watt 10% re- 
sistor, and instructions. Shpg. wt., 1 Ib. 


SS HET 5. Sas eee 


CR-5AC in Cabinet 
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JAMES KNIGHTS “STABILIZED CRYSTALS" 
TYPE H-73 AMATEUR CRYSTALS. In black phenolic holder. Pin spacing 
486”. Pin dia., .093”. Tolerance, +.03%. Size, 1 4éx!8ex 16". Specify 


frequency. Supplied +45 ke of frequency specified. *The H-73 
crystals listed under Stock No. 99 S 257 are cut to the exact frequency 
you specify. Allow 30 days for delivery. Shpg. wt., 3 oz. 


Stock No. 6, Frequency (ke) Stock No. | Frequency (kc) EACH 
99 SS 253 | 1800-2000 | 99SS 267 | 7000-7500 | 
99 SS 266 | 3500-4000 | 995259 | 8000-8230 | 2.95 
99 Ss 254 | 6740-6800 | 9955 296 | 8340-9000 | 

99'S 257; 120-20.07me:* EACH...\... os. kee 4.80 


TYPE H-173 AMATEUR CRYSTALS. For oscillators with low crystal cur- 
rent. Pin spacing, .486”. Pin dia., .050". 34x 34x 14". Special order only. 
Allow 30 days for delivery. Specify frequency. Shpg. wt., 3 oz. 


__ Stock No. | Frequency Supplied Within: EACH 
99 S 263 | 21-40 mc +15 ke 4.95 
99 S 264 40-54 mc +25 ke 5.95 


TYPE H-93 FREQUENCY-STANDARD CRYSTALS. Black phenolic base; 
anodized aluminum can. Silver-plated crystal. Pin spacing, .486”. 
Pin dia., .093”. Tolerance, +.005%. 2” long; 1%” dia. 3 oz. 
99S 284.100 ke. 99S 287. 1000 kc. NET EACH....... 6.95 
SPECIAL-APPLICATION CRYSTALS. Size, %x*@x5¢”. Pin spacing, 
486”. Pin dia., 093". *3rd overtone type. Av. shpg. wt., 3 oz. 


Stock No.| Type Frequency |Tolerance Application EACH 
99 S 286/ H-17L 4.5 mc +.005% | TV alignment | 4.80 
99 S$ 258| H-17L* | 27.255 mc | +.01% | Radio control | 4.95 


INDUSTRIAL CRYSTALS. Case size: Type H-17, *%x2*@x5¢"; H-17T, 
1334,x*2¢x56—”. Pin spacing, 0.486”, Pin diameter, 0,050". Special 
order only. Allow 30 days for delivery. Specify Type No. and fre- 
quency. Av. shpg. wt., 3 oz. 


Stock No. Type Frequency Tolerance | EACH 
99 SS 915) H-17T (HC-13/U) 16 kc-200 kc} +0.01% |19.95 
99 SS 916) H-17 (HC-6/U) 200 ke-50 me | +0.005% |14.95 
99 SS 917) H-17 (HC-6/U) 50 mc-150 me | +0.005% |19.95 


BLILEY SPECIALIZED SERVICE CRYSTALS 
TYPE MC-9 ALIGNMENT CRYSTALS. For use as marker in sweep gen- 
erators or for calibration purposes. Phenolic holder, 1 “@x%x1". 
Tol., +.02%. Pin spacing, .486” ( 14”); dia., .093”. 3 oz. 


995143. 5.0me. 995145. 10.7 mc. NET EACH....... 3.95 
TYPE MC-7 SHIP-TO-SHORE CRYSTALS. Available from 2.0 to 3.5 mc. 
Tol., +.02%. Holder is 1°%jx 14x %Q", Pin spacing is .750”. Pin 


dia., .125” (14”). Specify frequency or location of shore station. 
On special order only. Allow 30 days for delivery. 3 oz. 


99 § IGS: NEi245 08s 2 ace ee ee 7.50 
MILLEN LOW-LOSS STEATITE CRYSTAL SOCKETS 


Phosphor-bronze contacts; tinned lugs. Av. shpg. wt., 2 oz. 


Stock No. | Type _Pin Spacing | Pin Diameter | NET EACH 
72 H035 33102 486” .094” 36¢ 
72 HO75 33302 486” 050” 24¢ 
72 HO29 | 33002 _ | 4” FP 36¢ 


MOSLEY ADAPTERS 
TYPE 75-5. Adapts %”-spaced TYPE 5-75. Adapts .486”-spaced 
holders to .486” sockets. 2 oz. holders to 3%” sockets. 2 oz. 
72 CFG. WE ences S6e-- 72-C 708. MEM... ctu 36c 


Low-Cost Philmore Receiver Kit 
* Four-Band Superhet ® Electrical Bandspread 
® 550 ke through 30 mc ® Built-In 4” Speaker 


Model CR-SAC. A highly sensitive, bandswitching receiver covering 
all frequencies from 550 ke to 30 mc in four ranges. Electrical 
bandspread and “‘S” meter simplify tuning. Has built-in 4” speaker, 
variable BFO control, noise limiter, AVC, RF and AF gain controls, 
phone jack, etc. With 4 tubes, rectifier and all parts. Less cabinet 
(below). 6x15x9”. For 110-120 v., 50-60 cycle AC. 12 Ibs. 

77'SX 826i $2 Bowe Milas. vce SAT seen ye AG 43.95 


CR Steel Cabinet. For above. 6%x15%6x10". Shpg. wt., 7 Ibs. 
77 SX 827. .NET...... 


Make Allied Your One-Stop Headquarters for Ham Gear 
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Amateur Transmitting Antennas 


THUNDERBIRD TRI-BAND BEAMS. Cover 10, 15 and 20 meters. Employ 
heavy-duty aluminum 2” OD boom and 114” elements telescoping 
to %”. Designed for 52-ohm coax. Less than 2 to 1 SWR on all bands 
with no adjusting. Withstand 2 kw P.E.P. Have new weatherproof 
“solid state’ Slim-Traps (114” dia.). TH-4 has pretuned beta match 
and interlaced 4th element. L is boom length; R, turning radius. 
Only $5 Down. Express or truck only. 


Stock No. | Type [Etommenrte Db Gain 
| 


Lf a 
16’ |17’ 10” 
14’ | 14’ 8” 
6 | 138" 


2 
36 
23 | 59.95 


77 CZ 36) | TH-4 4 8-8.9 
77 CZ 362 | TH-3 3 Up to 8 
72GEs63 | TH-21 2 1 5 


MULTI-BAND VERTICALS. Pre-tuned verticals for operating on up to 
4 bands without switching. Weatherproof Slim-Traps develop 
quarter-wave resonance on all bands. Match 52-ohm transmission 
lines, providing less than 2:1 SWR. Handles to 1 kw AM or CW; 2 
kw. P.E.P. Includes base insulator and mast mount. $2 Down. 


Stock No. Type Bands (Meters) Height 


92 SX 488) 14-AVS | 10, 15, 20, 40 “21 ft. 27.95 
92 CX 486) 12-AVS | 10, 15, 20 13% ft. 21.95 


MODEL 18-HT HY-TOWER MULTI-BAND VERTICAL. Completely self- 
supporting, for 10, 15, 20, 40 and 80 meters. No traps used. Stub 
decoupling method provides high efficiency and less than 2:1 SWR 
on all bands. 52-ohm coax feed. 26-ft. aluminum top mast extends 
tower height to 50-ft. overall. X-braced steel tower has 15” base. 
With base insulators; less ground rods. Shpg. wt., 105 Ibs. 
77 CZ 877. Only $5 Down. NET EACH ..129.50 


GROUND PLANE VERTICALS. Variable-tuned models, below, cover 
Amateur, commercial and citizens bands from 25-500 mc. Each 
model can be peaked for a specific frequency. 52 ohms. > 

Stock No. | Model |Frequency Range| Height |Shpg. Wt.| ‘NET 
/ 10 Ibs. | 32-70 


“Lbs. ] NET 


11 Ibs. 
_ 9 ibs. | 


Multi-Band 
Vertical 


77 Cz 878 | GP-iC 
| 


25-50 mc | 9 ft. | 
77 SX 879 | GP-2C | 50-88 mc | 4% ft. 7 Ibs. 
77 SX 880 | GP-3C | 100-500 me__| 1A ft. | 4 Ibs. _| 14.97 


MODEL DS-1 DISCONE. A new, vertically polarized, omnidirectional 
antenna covering 50 through 500 mc. Maintains low angle radiation 
and 50-ohm nominal impedance throughout its broadband range ih 


Thunderbird 
Tri-Band Beam 


Ground 
Plane 
Vertical 


with less than 114:1 SWR. Shpg. wt. 9 Ibs. 


Model 210 may be fed with coax or parallel lines. All booms and 


| 77 SX 369. Only $2 Down. NET EACH. 29.97 

SINGLE-BAND BEAMS. 40 through 6 meters beams have beta match {i Trap-Traveller Portable Micro-Dipole with 
: factory adjusted for less than 14%4:1 SWR into 52-ohm coax line. we UB Mounting Bracket and T-3 Loading Coils 
: 


elements are of aluminum alloy. L is boom length; R, turning ra- 


: dius. Types with “*Z"’ in Stock N 
~ Stock No. | Type r: 


7B Ratio) R | L | Wt. | NET 


MULTI-BAND (“Compressed" illustration — 


iF 


9¢ {Band |Elements|DB Gain 
77 CZ 370 | 402-B) 40m; 2 | 5 


92CZ 484 | 203-8) 20M, 3 8+ | 25db 
92CZ 483 | 153-B}15M| 3 | 8+ | 25db 
92Cz 482 | 103-8)10M; 3 | 8+ | 25db 
: 92CX 481 | 65-B) 6M) 5 | 9 | 25db 
92CX 480 | 210 | 2M! 10 | 13.4 | 30db 


20db 16/4" | 16” | 40 Ibs.| 99.75 


13’6" | 12 | 19 Ibs.| 38:50 
Ee 


DOUBLET ANTENNAS actual length 32-to-130’) Wi 


i — — iV = — melon 


All employ copper-clad steel wire covered with polyethy- 
lene extrusion. Molded plastic end and center insulators. 


12 tbs.| 32.95 
8 Ibs.| 18.95 


15 and 20. 3-ft. long for easy carrying—16-ft. extended. Use with 
UB bracket. 52 ohms. With two T-3 coils. 11 Ibs, 


77 SX 883. Only $2 Down. NET. . 


: 77 SX 884. UB Universal Mounting Bracket. Wt., 4 Ibs. NET. 
77 S$ 371. TCC Carrying Case. For T3TDK 1 Ib. NET. 


; TELREX BEAM ANTENNAS 


7 TC-99 CHALLENGER TRI-BAND ARRAY. A new, 
: three-element, three band beam for 10, 15 
and 20 meters. Provides clean-cut, high- 
performance unidirectional pattern and low 
SWR on all bands covered. Uses single 50- 
ohm transmission line with broadband 
“bazooka” feed. Will handle 1 kw AM or 
CW and 2 kw P.E.P. Has full 8.5 db forward 
gain, 28 db front-to-back ratio, and side 
nulls of 35 db or better. 2” O.D. boom is 16 
ft. long. Antenna turning radius is ap- 
proximately 17 ft. Longest element: ap- 
proximately 29 ft. Elements and boom are 
of rugged aluminum. With hardware. Less 


coax line. 58 Ibs. 
90 CZ 964 NET). «ot: 159.50 


MOSLEY ANTENNAS 


TA-33. High-gain, broadbanded, 3-element 
beam—provides top performance on 10, 15 
and 20 meters. Up to 8 db gain with 25 db, 
or better, F/B. Streamlined, weatherproof 
traps easily take 1 kw. 14’ aluminum boom 
has full 4%” wall thickness. Matches 52-ohm 
line, less than 1.1:1 SWR at resonance. Fits 
masts up to 114”. Turning radius, 151% ft. 
Wt., 53 lbs. Express or truck only. 

92 CZ 360. $5 Down. NET.......97.75 


92 CZ 478. TA-33 “Jr.” 3-el. 300-watt beam. 
i Up to 8 db gain, 25 db F/B. 12’ boom. 143%’ 
turning radius. Express or truck only. 28 Ibs. 


Pt ASE OS eter ny on Ore 68.11 
V-4-6, Cover 10 to 40 meters with this verti- 


Buy Your Beam on Allied’s Easy Pay Plan 


Use unique stub decoupling to+perform on from 2 to 6 , 
bands with less than 2:1 SWR. Less RG8/U. $2 Down. 


TE-S2208") 78 


Stock No. | Model | Bands | Length | Lbs. | NET | 
ee 44.95 77 $Z887 | 6BD | 680 | 130 | 7 | 
9.75 77$Z888 | 5BD | 640 | 64 | § . 
\ 77$Z889 | 4BD | 6-20 | 32°49 4 | 
8.95 | 40-80 | 128 | 6 
: 


SINGLE-BAND BEAMS. All-aluminum beams 
for 10, 6 and 2 meters—designed to with- 
stand high winds and icing. Precision-tuned. 
Employ coaxial half-wave baluns to match 
52-ohm line. First numeral in type number 
indicates frequency band, second numeral, 
number of elements. F/B ratio and gain are 
given in db. L indicates boom length in feet. 
R is turning radius in feet. All except 2M-3C 
shipped truck or express only. 


“Stock No. | Type |F/BGain, L | R |Lbs.| NET 
91 CZ 994) 10M-309B| 26 8.59 | 8%14 31.50 
2CZ 250} 6M-309 | 26/886 (6 |7 6.25 


9 
77 } | 
oe 2M-3C | 18 (19.4) 2%) 3 


cal—no bandswitching. Low SWR with flat 
response. Employs weatherproof traps de- 
signed for stability. Rated 1 kw. Aluminum 
tubing telescopes to 20 ft. With mtg. plate, 
hardware, nylon guy rope. 12 Ibs. 


92 CX 363. $2 Down. NET.......27.39 


76 S 073. D-4BC. 80-75 meter base loading 
coil for above, 3 Ibs. NET...........14.65 
V-3. 3-band vertical antenna provides auto- 
matic bandswitching on 10, 15 and 20 meters. 
Rated 1 kw. Weatherproof traps. 1144” high. 
With guy ropes, mtg. base. 8 Ibs. 

77 CZ 891. $2 Down. NET.......22.49 
V-3-JR. As above, but 300 watts. 6 Ibs. 

OP EE AS, UN ae 2s oc gee eS 17.359 
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* Controls Large Antennas 


(below). For 115 v., 60 cycle AC. 23 Ibs. 


Cable. For above. 4Y% lbs. NET.......... 


E-Z WAY Tiltover Antenna Tower 


These towers go way up to snag DX, but can 
easily be cranked down for work on the an- 
tenna. Makes antenna installations safe 
and convenient. When used with Ground 
Post mounting kit (below), tower mounts in 
a 5-ft. hole—does not require a concrete 
base or external guying for its support. Used 
with Building Attached kit (below), tower 
is anchored to side of an adjoining structure 
for support. Specially designed construc- 
tion, using heavy-wall structural steel tub- 
ing, solid steel rod and continuous diagonal 
bracing, withstands winds of extremely high 
velocity. Will easily support a full-sized 
beam in winds of 60-mph or higher—when 
eranked down, winds of 125-mph can be 


* Load Rating Over 1000 Lbs. 


Heavy-duty rotator system for control of large 
antennas in high winds. Features rugged brake 
and motor with stainless steel gears and 98 ball 
bearings. Has end-of-rotation power cut-off. 
Vertical load rating over 1000 lbs.—heavy plates 
distribute stresses. Indicator can be read with- 
out starting motor. Meter calibrated with com- 
pass points, and in 3° increments. Provides 365 
inch-lbs. rotating torque; 3500 inch-Ibs. braking. 
Accommodates 7% to 2” O.D. masts. Less cable 


92 SX 357. $5 Down. NET........ ROA eh 
47 T 330. 100-Ft. Coil Belden 8448 8-Conductor 


Light-Wedge 
Indicator 


motor rotator with stainless 


express or truck only. 


83 SU 691.35 Down. NET 


Designed to withstand winds 
of extremely high velocity— 
uses heavy-wall structural 
steel tubing. Features solid 
rod, continuous diagonal brac- 
ing and welded construction 
throughout. 


withstood. Thrust bearing relieves rotor of 
all weight. Hot-dipped galvanized surfaces. 
except *dip-painted surface. Accepts CDR 
Ham-M rotor head. Other rotor heads on 
special order. Specify rotator to be used when 
ordering. Shipped by truck or rail prepaid 
Tampa, Fla., or Chicago, Ill., whichever is 
nearer. Send full remittance on cash orders— 
no C.O.D. Available on our Easy Pay Plan. 


Stock | Model | ] NET 

No. | No. | _ Description | Ft. Lbs. EACH 
77 CZ 860|RBS-40P* |Std. duty 2 sec. | 41 235 169.50 
77 CZ 861|RBS-40G ([Std. duty2sec. | 41 235 209.50 
77 CZ 862;)RBS-50G |Std. duty2sec. | 51 290 279.50 
77 CZ 863|RBX-60-3G|Heavy-duty 3 sec.| 60 430 410.00 


E-Z WAY GROUND POST AND SIDE MOUNTING KITS 


Simplify installation of E-Z Way towers. 
Ground Post kits (GPK types) contain all 
necessary equipment for mounting towers in 
the ground, without concrete base or guy- 
ing. Building Attached kit (BAK-S40) is for 
mounting tower alongside a building. 


Stock | Model Use jWe,| NET 

No. eae a ee Lbs. | EACH 
77 CZ 864)/BAK-S40 |AnyRBSTwr.| 10| 10.50 
77 GZ B65|/GPK-S40 |RBS-40P or G| 150 | 75.00 
77 CZ 866/GPK-S50_|RBS-50G | 195 | 90.00 
77 CZ 867:GPK-X60-3|RBX-60-36 | 245 | 125.00 


HY-GAIN BEAM ROTATOR AND CONTROL SYSTEM 


RBX-1 “ROTO-BRAKE”. Rugged, heavy- 
duty, precision rotator-brake. Capacity 


AQ 
~ 


i ' 


ae 


CONTROL SYSTEM. Consists of a translu- 
cent great-circle world map indicator 


steel and control box. Countries are outlined 
gears develops 1000 inch-lbs. torque— 
brake provides 10,000 inch-lbs. braking 
torque—sufficient to withstand forces 
of high velocity winds on large arrays. 1. With wall mounting bracket. For 
Rated to 1000 Ibs. downthrust. Mounts 
in towers with 10-18” between uprights. 
Height, 9”. Less cable (right). For 115- 
120 y., 50-60 cycle AC. Side-mounting 
kits available—write for prices. Shpg. 
wt., 35 Ibs- ‘‘Roto-Brake"’ is shipped by 


129.95 


and marked with their respective call 
prefixes. Selsyn-controlled wedge of light 
rotates with beam. Use only with RBX- 


gpg ee Indicator, 344x18” dia. 
/t., 3 lbs. Express or truck. 
83 SU 692. $5 Down. neT....70.00 


83 SU 693. For E. Coast. NET 70.00 
83 SU 694. For W. Coast. NET 70.00 


49 W 474A. 9-Cond. Cable. For above. 
4 Ibs. per 100’. NET PER FT..........9¢ 


USE ALLIED’S EASY PAY PLAN 


Get full enjoyment from Ham Radio by using 
our Easy Pay Plan. There’s no need for a big out- 


lay of cash—even a complete rig, with beam and 
all accessories is only $10 down. See our Easy 
Pay Page for full details. 


Amphenol Folded Dipoles 


Folded-dipole antennas 
for transmitting and re- 
ceiving on the four most 
popular Amateur bands. 
Have excellent broad- 
band characteristics. 
Antenna sections use 
high-strength 300-ohm twin-line with cop- 
per-clad steel conductors. May be cut for 
short-wave, FM or other bands. (Use 20- 
meter dipole for cutting to 15-meter length, 
40-meter dipole for the 9 or 12-mc SW band.) 
Supplied complete with T-block assembly 
and 75 feet of 300-ohm twin-lead transmis- 
sion line. 


__No. | Type | Band | Feet | tbs.) EACH 
98S 318139-010 10 | 18| 2 
98 $x 319/139-020 20 | 35/3 | 6.00 
4 
5 


98 SX 320}139-040 40 | 70 
98 SX 3211139-080] 80 | 135 


Transmission Line and Coaxial Fittings 


TWIN-LEAD AND COAXIAL TRANSMISSION LINE 


AMPHENOL TYPE 214-076 TRANSMITTING TWIN-LINE. 300-ohm 
air-core tubular. 7/26 copper conductors. Rated 1 kw RF. 


CUSH-CRAFT “BLITZ BUG” LIGHTNING ARRESTER. Coax fitting to 

protect transmission lines from lightning, as well as punctures 
from high SWR. Gap principle eliminates static build-up. Has 
Type 83 RF connectors. 31%” long. Shpg. wt., 4 oz. 
RENARD eS? ves Viglen oh MU acds « she +25 


CESCO “DRI-FIT? CONNECTOR 4 completely moisture-proof cen- 
ter connector ideal for use with dipole antennas. One-piece 
aluminum alloy construction. Handles maximum legal power. For 
RG8, RGS8, RG11 or RG59, or 300-ohm twin lead. Easily installed 


Shpg. wt., 100 ft., 314 Ibs. 100 ft. minimum. 
AD TRAYS: 100d coll; NET tot ne penal eek teas 6.36 
AMPHENOL 214-023 TRANSMITTING TWIN-LINE. 75 ohm. Handles up 
to 1 kw RF power. Propagation factor, 71%. Attenuation: 1.40 db 
per 100 ft. at 28 mc. Shpg. wt., 100 ft., 4 Ibs. 
ADW AD SARET PERC POOT aos. 50 ne 08 OSs 2 ee ee 7c 
[p} CONSOLIDATED RG COAXIAL CABLE. Highly dependable coax. 
Ideal for transmission lines and other RF applications. All have 
black vinyl jacket, polyethylene dielectric, copper braid shield and 
bare copper conductor except, RG11/U, *tinned copper, é 
Stock No. | Type | Ohms | Mmf/Ft.| 0.0. = 100") “PER FT. 
49 W 104 |RG8/U \—$2 295. 4 


405” | 10%) 12¢ 
49 W109 |RGI1/U*) 75 20.5 4057 | 10 | Ii¢ 
49 W113 (RG58/U| 53.5 | 28.5 | 195" Zur -aike 


AMPHENOL LOW-LOSS COAXIAL CABLE. Types 621-111 and 621-715 
similar to RG8/U and RGS59/U respectively, but have polyfoam 
dielectric. Attenuation 15% less than standard RG types. 


Stock No. |_Type_|_Obms | Mmé/Ft.| ©.D. |Lbs. 100) PER FT. 


RGB. | ; Feige rs Re : . 
aieseies Sore “Spr Sey SS aad cSea te tebe All ger ae 621-111} 50 | 26.5 4057 | 10% | .156 
PRenran snide ex: 9.95 49 w339/ 621-715) 73 | 17 | f195" | 2 | 2050 
404 See Complete Listings of Beam Antennas Elsewhere in Amateur Section 
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Antenna Master 
Specialists Mobile 
_ASP-157 113 


~ VHF MOBILE ANTENNAS 


ANTENNA SPECIALISTS ASP-157 WHIP. 
Clamps on auto rain gutter. Cut for 144 me. 
With 12-ft. RG58/U, PL-259. 114 Ibs. 


D2SKG9OINET ee a, oc. ons 6.76 
MASTER MOBILE 113 WHIP. For auto roof-top 


mounting. Range 140-165 mc. %." hole. 
With 10 feet of coax. Shpg. wt., 1 Ib. 


OF SXMASUMET.. 7... ce a. oOo 


MASTER MOBILE 613 WHIP. Above, with 
locking coaxial antenna-base connector. 

92 SX 355. NET. hie Se tot 4.85 
MASTER MOBILE 114 COAXIAL ANTENNA. 
Not illus.) For 140-165 mc. Gives low radi- 
ation angle from vehicle or fixed location. 
With 10-ft. coax. 4%”-dia. stud. Wt., 5 Ibs. 
97 SX 149. NET. 


2-METER GROUND PLANES 


MASTER MOBILE “MASTERPLANE” 300. A 
highly effective 2-meter antenna; outper- 
forms vertical dipoles. Four drooping and 4 
adjustable straight radials. With 3-{t. mast, 
52-ohm coax fitting. Wt., 3 Ibs. 

98 SX 357. NET 12.69 


ANTENNA LOADING COILS 


Al 97 S167. Master Mobile 666 “All 
Bander.” Continuously variable, 10-75 
meters. Selects any pair of adjacent turns. 
234x133%4". Shpg. wt., 114 Ibs. NET..14.66 
92S 516. Master Mobile 750 “Deluxe All- 
Bander.” As above, but selects any spot on 
any turn, 244 Ibs. NET..........:.. 14.66 
{B] 83 CU 590. Master Mobile B-1080 “Slim 
Jim." Base-loading, 10-75 meters. For 
96” whip. 134x19”. 44% Ibs. NET..... 17.59 
{c} 83 S 588. Master Mobile 900 “Aristo- 
erat.” Tapped for 10-75. For 2-section 
whip. 3x6”. Shpg. wt., 1% Ibs. NET.14.66 
(0) 92 S$ 225. Master Mobile 825 “Micro-Z- 
Match." Variable inductor matches any 
coax to any whip. 2 Ibs. NET.........7.79 
(€] Master Mobile “Ultra-Hi-Q" Coils. For 1- 
band use with 2-section whip. 1 Ib. 
92 S$ 352. 80 Meters. 21% x8”. NET. .5.14 
92 S 353. 40 Meters. 2x5”. NET...5.14 
92 S$ 354. 20 Meters. 214x3”. NET...5.14 
K] 77 S 885. Hy-Gain T-3 3-Band Coil. For 
center-loaded whips. Covers 10, 15 and 


MONITORADIO MR-10. A deluxe FM re- 
ceiver covering 152-174 mc, Features ad- 
justable squelch, fully tuned RF stage, 
transformer power supply, slide-rule dial 
and built-in 5” PM speaker. 4 uv sensitivity. 
7 tubes plus rectifier. Size, 77/4x11Y%x6y”. 
For 105-125 v., 60 cycle AC. 18 Ibs. 

99 SU 002. $5 Down. NET...... 64.50 


MODEL MR-33. As above, but for 30-50 mc. 
99 SU 003. $5 Down. NET. ....64,50 


MONITORADIO PR-35. Moderately priced 
FM receiver for 30-50 mc. Has temperature- 
compensated superhet circuit. Sensitivity: 
10 pv for +5 ke deviation; 100 kc selectiv- 
ity. Built-in 4” PM speaker. 5 tubes plus 
rectifier. 50-72 ohm input. 6x94x5%”. For 
110-120 v., 50-60 cycle AC, or DC. 6 Ibs. 
77 S 811. $2 Down. NET 9.95 


MODEL PR-155. As above, but for 152-174 
me and includes 14” indoor antenna. 


77 S 812. $2 Down. NET..........49.95 


nas at 
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Antenna 
Specialists 
M-7A 


2-METER GROUND PLANES (cont'd) 


ANTENNA SPECIALISTS M-7A. A new antenna 
ideal for 2-meter work. Has vertical radia- 
tor and 4 radials. With U-bolt hardware for 
¥%” pipe. Base accepts PL-259. 8 oz. 

78 SX 153. NET. 5.29 


“HALO” VHF MOBILE ANTENNAS 


HY-GAIN HH-6. A highly popular mobile an- 
tenna for 6 meters. Offers high mechanical 
stability and minimum wind resistance, 1”- 
dia. aluminum tubing. Weather-sealed. Fits 
any standard mobile mount. With gamma 
match for 52 ohms. Less mast. 5 Ibs. 

77 SX 868. NET 12.95 


HY-GAIN HH-2. Similar to above, but for 2 
meters. Only 14” dia. 4” aluminum tubing. 
No external matching system required. Less 
mast. Shpg. wt.. 14% Ibs. 

77 SX 869. NET 5.95 


HY-GAIN HM MOUNTING MAST. 8-ft. alumi- 
num mast takes 6 and 2-meter Halos singly 


or together. Fits any standard mobile 
mount. Shpg. wt., 61% Ibs. 
77 CU 870. NET.. 4.95 


MOBILE ANTENNA ACCESSORIES 


All Master Mobile, except *Antenna Spe 
cialists. ¢Stainless steel. Av. wt., 3 Ibs. 


Stock No. Type Fig. Description NET 
92S 222 Til | F Strain-ret. spring | 1.91 
9258 361 4 | G |Bump. mnt., spring, 

| swivel base 17.44 
92S 362 445 444 less spring & 
swivel 7.79 
77 S 873 _MMW3AE | H Ebony base mount | 6.81 
77 S 874 |MMW3APS| H Polished mount & 
steel hardware | 9,06 
77S 872 MMW? ‘J Cad.-plated sp're | 4.41 
78S 154 MMW7HC | J Above, heavy-duty 5.39 
77S 871 \MMW7SS+ Heavy-duty sp're_ | 8.77 
78S 155 MMWCC Coax adapter kit for 
| MMW bases 1.95 
97CU 155) 100-96St.. 96” whip. %" dia.) 5.14 
97CU 166; 100-60St!.. 60° whip. %" dia. 4.85 
78SX 156 88 36" lower section for 
all-band anten- 
nas. %4" dia. 4.85 
92S 223 10-H Hold-down clamp -98 
83S 591 295 “€-Z-Off''—1e- 
moves whips & 
coils 2.89 
78S 157 M-11* Rubber plug—1%”" 
cov.dia.%" hole .59 
78S 158 | M-10* Above; 3%” cov 


HALLICRAFTERS “CIVIC PATROL” RECEIVERS 
Two, compact FM receivers for superb re- 
ception of police, fire, taxicab, aircraft, and 
other industrial and emergency-service com- 
munications. Advanced circuit design as- 
sures low drift, high signal-to-noise rati 
and exceptional sensitivity. Low-nois 
grounded-grid RF stage. Two IF stages, 
Adjustable relay-type squelch system. Built- 
in 5” PM speaker and phone-tip jacks. 
Both models also have terminals for single- 
wire or twin-lead antennas (external wire 
antenna supplied), 0-100 logging scales, 8 
tubes plus selenium rectifier, and gray steel 
cabinets with silver and red trim. Size, 
7x1274x7%4". For 110-120 v., 50-60 cycle 
AC. Shpg. wt., 12 Ibs. 


MODEL S-94. Covers 30-50 mc FM. 


98 SU 708. $5 Down. NET.......64.95 
MODEL S-95. Covers 152-173 mc FM. 
98 SU 721. $5 Down. NET.......64.95 


Amateur Equipment Is Available on Allied’s Easy Pay Pian 


fp Re ES 
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Mosley 
Mark MA-3 
Heliwhip Trapmobile 


6-80 METER MOBILE WHIPS 


MARK HW “HELI{WHIP" SERIES. Fiberglas- 
molded, continuously loaded miniature 
whips. Resemble standard auto antennas. 
For mounting on fender, trunk lid, etc. 
*Bandwidth for 2:1 VSWR. Fit std. mounts 
or HWM.-1 flat surface mount (below). 


Fy 
% | 9.95 


77SX 358 HW-6 | 6M 
92 SX 322 HW-10| 10M 
92 SX 323 HW-15| 15M | 5 
92 CX 324 HW-20, 20M | 250| 6 | 5 
92CX 325 HW-40| 40M 95 
92 CX 326 HW-80| 80M | 60) 6 | 195 
92 CX 333 HW-3 10-15-20M..... 6 |3  |19.50 
92 $327  HWN-1 Molded base mount % | 7.50 


MOSLEY MA-3 “TRAPMOBILE”. 3-band whip 
—no switching or retuning to change bands. 
Top radiation efficiency and low SWR over 
full width of each band. Base coil and cen- 
ter trap cover 10, 15 and 20 meters. Use with 
standard base loading coils for 40 and 80. 
Stainless steel whip section. Fits std. 
mounts. 92144”. Shpg. wt., 6 Ibs. 

92 CX 332. $2 Down. NET........19.95 
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Time-Saving Citizens Radio Equipment —Kit or Wired 


HUNDREDS OF USES 


Widely scattered 
workers receive 
their instructions 
without any delay. 


Allows you to keep 
in constant touch 
with home or office 


f= ©, Sr. 


from your car. 
Ideal for maintain- 
ing communications 
between pleasure 


ww craft and cottage. 


MULTI-PRODUCTS “CITI-FONE” 


MODEL CD5/12. A versatile transceiver that 
can be taken anywhere. Provides depend- 
able communication. Transmitter operates 
at maximum input power; receiver is super- 
het—features high sensitivity and_ selec- 
tivity. Panel switch selects any 5 of the 22 
citizens band channels—both receiver and 
transmitter are crystal-controlled. Has ad- 
justable squelch and built-in noise limiter. 
With convenient cigarette lighter plug for 
fast installation—easily and quickly trans- 
fers from one car, boat, etc., to another. 
Size, 44%4x8x11”. With push-to-talk mike, 
crystals for one channel, power cords. Less 
antenna. For 110-120 v., 50-60 cycle AC or 
12 y. DC. Shpg. wt., 12 Ibs. 

99 SX 908. $5 Down. NET 134.50 


MODEL CD-5/6. For 110 vy. AC or 6 v. DC. 
99 SX 907. $5 Down. NET 134,50 


C-27 Transceiver 


KNIGHT-KIT C-27 TRANSCEIVER KIT 


This surprisingly low-priced kit is the finest, 
most versatile transceiver available at any 
price! Simple, intercom-type operation— 
push-to-talk, release-to-listen. Operates at 
maximum input power on any two switch 
selected channels; crystal for one channel 
supplied. Tunes all 22 channels manually. 
Dual-conversion receiver has 4 uv sensitiv- 
ity; squelch; ANL. Optional accessories in- 
clude: 6-12 vy. power supply, push-to-talk 
mike, telephone handset, antenna, and mo- 
bile mtg. bracket. 1514x1274x15Y%”. For 
105-125 v., 60 cycle AC. Shpg. wt., 20 Ibs. 
See Knight-Kit section for details. 

83 YX 712-2. $5 Down. ONLY...79.95 
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What Is Citizens Radio? 


Now, you can have your own 2-way radio communications system, for either busi- 
ness or personal use, at a very low cost. The 11-meter band has been allocated for 
the exclusive use of private and personal messages by radio. For the required license. 
simply fill out the form supplied with your unit and mail it to the FCC—no exami. 
nation is required. Any U.S. citizen, 18 years or older qualifies for a license. 


OPERATING RANGES 
Effective operating ranges vary consid- 
erably with antenna height and terrain. 
Figures given below are ranges that can 
be expected with 5-watt (legal maxi 
mum) input. *Base (home) station. 


p to 12 miles 
p to 20 miles 
pto 7 miles 
p to 20 miles 


Car to Base* } { 
Base to Base* 5 
Car to Car 13k 
Boat-Boat-Shore | L 


JOHNSON “MESSENGER” 


MODEL 242-128. Compact transceiver for 
top Citizens Band performance. Receiver 
is highly sensitive and selective superhet; 
transmitter operates at maximum power 
input. Panel switch selects any of 5 crystal- 
controlled channels. Squelch keeps receiver 
quiet between messages; also has ANL. Has 
chrome-plated front-panel, gray-wrinkle fin- 
ish cabinet. With crystals for 1 channel. 
push-to-talk mike, power cords. Less anten- 
na. 554x7x11”. For 110-120 v., 50-60 cycle 
AC or 12 y. DC. Shpg. wt., 16 Ibs. 

77 SX 849. $5 Down. NET 139.75 


MODEL 242-127. For 110 y. AC or 6 y. DC. 
77 SX 892. $5 Down. NET 139.75 
78 S 184. MODEL 251-828. Universal Dash 
Mounting Kit. Wt., 1Y4 Ibs. NET 2.50 


NO LICENSE 
OR PERMIT IS 
NEEDED FOR 
THIS UNIT* 


Model 100 
“Duo-Com” 


OSBORN MODEL 100 
“DUO-COM” 


Hand-held, transistorized transceiver for 
line-of-sight use. Dual-conversion receiver 
features sensitivity of 1 wv for 10 db S/N. 
Has telescoping antenna; jacks for external 
ant., speaker-mike. Has 100 mw RF input. 
*Except when used with 5-wait uniis. With 
crystals for channel 10. Less batteries, below 
iuses 8). 734x4x154”. 14 Ibs. 


77 SC 356. $5 Down. NET....... 99:50 
78 S 159. Lapel-Type Speaker-Mike, For 
above. Shpg. wt., 4 oz. NET.........10.30 


77 S 357. Leather Case. 1 Ib. NET....9.85 
80 J 689. Burgess NE Battery. 2 oz. NET..O9 


HOW TO SELECT GEAR | 
To obtain maximum working range 
between fixed stations, or if mobile oper- 
ation is desired, sensitive, maximum- 
power type units should be selected. In 
addition, accessory antennas are avail- 
able to further increase working range. 
For hunting, surveying, construction 
work, etc., where only close-in, line-of- 
sight, communication is required. light- 
weight hand-held types are suitable. 


VOCALINE ED-27M 
“COMMAIRE"” 
Highly-efficient Citizens Band 
transceiver. Crystals can be 
plugged in for transmitting on any 4 of the 
22 Citizens Band channels; includes con 
venient switch for selecting desired crystal. 
Dual-conversion, crystal-controlled super- 
het receiver can be pre-tuned for fixed-fre- 
quency reception of any 4 channels. Trans- 
mitter operates at maximum input of 5 
watts. Receiver features 1/10 pv sensitivity; 
selectivity is +5 kc at 6 db points. Efficient 
transistorized power supply. Provides 4.5 
watts of audio output. With crystal for one 
channel, universal mount, mike and hanger. 

5%x9VY4x8 4". Shpg. wt., 13 Ibs. 
77 SX 351. For 110 VAC/12 VDC. 


NET... 151.60 
77 SX 350. For 110 VAC/6 VDC 
NET... wee ESTO 


AVAILABLE 
IN KIT OR 


Model 760 WIRED FORM 


EICO MODEL 760 TRANSCEIVER KIT 
Crystal-controlled transmitter and tunable 
superhet receiver. Operates on any channel 
by changing crystal. Pi output. With mtg. 
bracket, mike, crystal. 6x8Y4x9”. For 110- 
120 v., 50-60 cycle AC. 12 Ibs. 

78 SZ 185. Only $5 Down. NET..59.95 


78 SZ 186. Asabove, but wired. NET.89.95 
MODEL 762 KIT. For 120 v. AC or 12 v. DC. 
78 SZ 187. Only $5 Down. NET....69.95 


MODEL 762. As above, but wired. 
78 SZ 188. Only $5 Down. NET....99.95 


For a Wide Selection of Citizens Band Antennas—See Next Page 


, “ : 


: 


THIS UNIT 
OPERAKES AT %4-WATT OUTPUT 
ON THE 465-MC CITIZENS BAND 


VOCALINE JRC-400 STANDARD TRANSCEIVER. 
A compact, lightweight unit for reliable 
voice communications over limited ranges. 
Plugs into any 115-v. AC outlet or 6 or 12-y. 
DC source. No tuning or adjustments nec- 
essary. Operates on 465-mc Citizens Band 
with %4-watt power output. Simple appli- 
cation form {included with each unit) is 
filled out and mailed to FCC. Station per- 
mit for the equipment is readily granted to 
any U.S. citizen 18 years of age or more. 
Unit has hundreds of uses—on farms, boats 
or docks, in warehouses or storage yards, 
etc. Ideal for both industrial and_ private 
users. Tubes: 6AV6, 6AF4A, 6AS5. Has 
volume control. Size, 9x6x5”. With plastic- 
case mike, AC and DC power cords. plug-in 
antenna, built-in speaker. Wt., 31% Ibs. 

83 SU 881. For 115 VAC/6 VDC 

83 SU 883. For 115 VAC/12 VDC. 


Only $5 Down. NET EACH........ 59.80 
JRC-425 SPECIAL. As above, with headphone 
jack and push-to-talk steel mike. 

83 SU 884. For 115 VAC/6 VDC. 

83 SU 885. For 115 VAC/12 VDC. 

Only $5 Down. NET EACH 83.80 
GP4-10 GROUND-PLANE ANTENNA. For 465- 
mc interior-to-exterior work. With 10-ft. 
RG58/U cable and hardware. Wt., 1 Ib. 
83 S 882. NET 

AD-3 DIRECTIONAL ANTENNA. Uses corner- 
reflector design to extend range on 465-mc 
band. Less cable and mast. Shpg. wt., 7 Ibs. 


92 CU 369. $2 Down. NET 19.96 


Citizens Band Crystals and Accessories 


CESCO “TRANSICHECK" TEST METER 


MODEL CB-52-C. An easy-to-use test instrument for 
measuring and adjusting power output and antenna eff- 
ciency of Citizens transmitters. Sensitive dual-scale meter 
shows watts output (0-5) and power loss percentage. 
Coaxial connectors for 50 ohms. 44%x2Yx1'4”. 2 Ibs. 


reeds, 


MODEL CB-52-S. As above, but has auto spade connectors. 


27-MC CRYSTALS 


TYPE HC-6/U. Precision- 
ground Citizens Band 
crystals—match most 
Class D equipment in use 
today. Holders are hermetically sealed, with 
.486” pin spacing and .050” pin dia. Have 
+.005 %, frequency tolerance, meeting FCC 
requirements. When ordering, be sure to 
specify: Stock No. and frequency desired; 
Make and Model of equépment (or circuit 
reference if home-built), and whether crystal 
ts for transmitting or receiving. Special Order 
only—allow two weeks for delivery. Wt., 3 0z. 


CHOOSE FROM THESE FREQUENCIES: 


Channel | Frequency, "Channel | Frequency, 
No. | Mc No. | Mc 


126.965 | 12 | 27.105 


1 
2 | 26.975] 13 | 27.115 
3 | 26.985 ia i) 2275125 
4 | 27.005 15 | 27.135 
Bee 1 (27.015 16 | 27.155 
6 | 27.025 17, | 27.165 
7 | 27.035 18 | 27.175 
8 | 27.055 19 | 27.185 
9 | 27.065 | 20 | 27.205 
10...) 27,075 b* ot" 27915 
Sake: 27.085 22, |. 27.225 


99 SS 918. Specify frequency and use. 2.50 


is) 
i) 


is) 


27-MC MOBILE ANTENNAS 


fal 77 CZ 847. Antenna Specialists M-24. 
© 102” whip. spring, 20’ RG58/U, gutter 
clip, single bumper mount. 6 Ibs. NET 17.25 
78 CZ 165. MB-24. As above, with double- 
grip bumper mount. Wt., 6 Ibs. NET 19.92 
{p! 77 SX 705. Antenna Specialists ASP-185. 
8) Auto gutter-clamp, 40” whip. With 12’ 
RG58/U, vinyl-covered loading coil, and 
PL-259 adapter. 1% Ibs. NET 12.23 
(cl 77 CZ 846. Antenna Specialists M-23, 

4 102” whip, swivel mount, gutter clip, 20’ 


{0} 78 CZ 166. Hy-Gain CMS. 52” stainless- 
steel whip with base-loading coil, L net- 
work for 50 ohms, standard body mount. 
Lib. NET... ... .3 (00h oo 8.97 
78 CZ 173. Antenna Specialists M-38, 102” 
stainless-steel whip. 11% Ibs. NET. .... 4.26 
77 SX 822. Mark HW-11 “Heliwhip". Fiber- 
glas-molded 48” whip. For fender, trunk lid, 
etc. Fits std. mounts. % Ib. NET..... 9.95 
928327. Mark HWM-1. Molded base 
mount for HW-11, above. Shpg. wt., % lb. 


RGS58/U, PL-259s, 5% Ibs. NET....18.52 NET vous s bs Nh 0d) 7.50 
27-MC FIXED-STATION ANTENNAS AND ACCESSORIES 
All are Hy-Gain, except *Antenna Specialists, tVanco. §Matched for 52 ohms. | 
No. | Type |Fig.|_ De seription_ - e _| Lbs. |__ NET 

77 CU 845 | MC-27*| E |Ground plane. 108° radials & radiator. Accepts PL-259. Fits 1-1%" masts. | 5 15.63 
78 CZ 167 M-36* | F |Vertical coaxial ant. 9 radiator. 9 skirt. Takes PL-259. Fits %” mast | 6% | 19.55 
77S 850 | CW | G [44° telescoping whip for transceiver mounting. With PL-259 plug. | 2. +2 >a eee 
78CZ 168 | M-37* H |Vertical beam. Like M-36 above, but with director, reflector and boom, __ jis. _| 44.10 
78S 169 | M-38* | ) (Isolating skirt for MC-27 (above). Mounts 9’ below. Fits 1-14" masts. (3 | 11.14 
78CZ 170 | CLR§ | K |Colinear ground plane. 18’ high. 3.4 db gain, With base ins., mtg. bracket. j10 29.97 
78szi7i | SGP [Deluxe ground plane. %*-dia. radiator & radials. Fits to 1%4° masts 5 | 16.17 
77. CZ 858 | 113-B§ | L_|3-element beam. 9 db gain. 8’ boom. 16%,’ elements. With mtg. bracket. {1 i 31.50 
775852 | CC-12 |... \Coaxialcable kit. 12-ft, RG58 /U with PL-259 ononeend, solder lugsonother., 4% | 4.17 
77$855 | CC-25 |... |Coaxial cable kit. 25-ft. RG58/U with PL-259 plug on both ends % | 3.97 
773859 CC-50 | \Coaxial cable kit. 50-ft, RGS8 /U with PL-259 plug on both ends 1%} 9.45 
41H 199 CPAt | M ‘Coax adapter. Adapts PL-259 plug to standard auto antenna plug. eae 


77 S 360. Only $2 Down. NET... 


77 S359. NET... 


KAAR “TELE-O-MATIC” SIGNAL DIVIDER 


MODEL TSD. New filter network to permit simultaneous 
operation of standard broadcast and 27-me Citizens trans- 
ceivers from one Citizens Band antenna. No switching 
needed. Unit simplifies compliance with Conelrad regula- 
tions. Less than 2% transfer loss, and 42 db reverse rejec- 
tion between receivers. With cables, terminals, ground 


gt POD 


strap. 374x2”. Shpg. wt., 8 oz. 
78 S 174. NET... 


“CLASS D CITIZENS RADIO” 


By Leo G. Sands. A book covering all aspects of commer- 
cial Citizens Radio. 72 illus. 181 pages. 944x6”. 


Te ee, 


39 K 281. Postpaid in U.S.A............ 


braid; all hardware. Shpg. wt., 2 Ibs. 
99 S 906. NET 


Make Allied Your Headquarters for Citizens Band Equipment 


JOHNSON NOISE-SUPPRESSOR KIT 


MODEL 250-801. Filters ignition and electrical interference 
for improved Citizens mobile operation. For any make of 
car. Includes: 4 coaxial capacitors, 8 spark-plug suppres- 
sors; 1 distributor suppressor; 1 VR suppressor; cable and 


18.95 


New Transistorized Control 


Place this lightweight contro! anywhere 
in the car—or carry it with you in your 
pocket or purse. Operates over 50 feet 
from the garage door. 


Overhead light stays on several 


Y%-hp mechanism operates all 
minutes after door locks. 


residential overhead doors. 


TRANSISTOR UNITS 


G-325 EXTRA TRANSMITTER, For 2-car families. Permits operation of 
system from either car. With self-contained antenna and clip for 
mounting on sun-visor. Shpg. wt., 12 oz. 


77 $X 762. List, $34.50. Only $2.00 Down. NET.........24.50 


G-520 ALTERNATE SYSTEM. Same as G-520 system above, but oper- 
ates on another channel. Use if a neighbor already has a radio 
controlled opener. Shpg. wt., 89 Ibs. 

77 SU 763. List, $199.95. Only $5.00 Down. NET........139.90 
G-325 ALTERNATE EXTRA TRANSMITTER. Same as t he G-325 above,but 
for use with the G-520 alternate system. Shpg. avt., 12 oz. 


77 $X 764. List, $34.50. Only $2.00 Down. NET......... 24.50 


Dims—Then 
Restores High 


———_ Beam Promptly 
— 


ELECTRONIC GARAGE DOOR OPENER 


Transistorized or Standard Remote Control 


139% 
$5.00 Down 


Just touch a button—your garage door opens and the light goes on! 
Press button again, or use the wall-mounted pushbutton, to close 
ind lock the door securely—light remains on for several minutes 
after the door is closed. Power shuts off automatically if obstruction 
blocks path of door travel. Door can be operated manually in event 
of power failure. 


* Simple Push-Button Operation 
* Handy Time-Delay Light Shutoff 
* Fully Automatic Safety Devices 
® Installed Without Special Tools 


Choice of two transmitters—an extremely compact transistorized 
unit, or a small, standard, under-the-hood transmitter with dash- 
board pushbutton. Transistor transmitter is self-contained. port- 
able and lightweight—-you can carry it with you, store it in the glove 
compartment, or snap it onto the sun-visor. Dashboard-controlled 
unit operates on 6 or 12 v. DC. Transmitters are crystal-controlled 
on FCC-authorized frequency of 27.255 mc. 

Easily installed system fits overhead, residential garage doors up to 
18 ft. wide and 8 ft. high using a horizontal or curved roller track. 
Requires only 24%” clearance between high-arc of door and ceiling. 
Opening mechanism and receiver operate from 110-120 y., 50-60 
cycle AC. Includes motor mechanism, transmitter, receiver, an- 
tennas, manual pushbutton, wire, hardware, and instructions, 


G-520 SYSTEM. With transistor transmitter. 89 Ibs. 
77 SU 761. List, $199.95. Only $5.00 Down. NET. 139.90 
G-500 SYSTEM. With standard transmitter. 95 lbs. 

77 SZ 290. List, $199.95. Only $5.00 Down. NET........139.90 
77 S 291. Key Switch. With 2 keys. Shpg. wt., 9 oz. NET. .4.20 
STANDARD UNITS 
G-315 EXTRA TRANSMITTER. Permits operation of door-opening sys- 


tem from a second car. Includes antenna, hardware, installation 
instructions, etc. Shpg. wt., 7 Ibs. 


77 SX 272. List, $34.50. Only $2.00 Down. NET.........24.50 


G-500 ALTERNATE SYSTEM. Same as G-500 system above, but oper- 
ates on another channel. Use if neighbor has radio-controlled door 
opener. Shpg. wt., 95 Ibs. 

77 SZ 295. List, $199.95. Only $5.00 Down. NET 139.90 
G-315 ALTERNATE EXTRA TRANSMITTER. Same as G-315 above, but for 
use with the G-500 alternate system. Shpg. wt., 7 Ibs. 


77 SX 296. List, $34.50. Only $2.00 Down. NET.....-... 24.50 


Photoelectric Controls For Home and Auto 


Automatically Turns Lights On at Night; 


Off x Dawn 


WORNER ‘FOTOLECTRIC’ ANNOUNCER 


‘HI-WAY-!’ HEADLIGHT DIMMER 


Automatic headlight beam changer for auto- 
mobiles. Eases the strain of night driving by 
automatically dimming headlights—even 
actuated by taillights of cars ahead as well 
as headlights of oncoming cars. Restores 
high beam within V2 second after lights are 
passed—affording a new measure of visa- 
bility and safety, Promotes courteous re- 
sponse from other drivers. Unaffected by 
street lights. Can be overridden by foot 
switch whenever it is desired. Convenient 
sensitivity control on rear of dash-mounted 
scanner. Clear installation instructions. For 
12 y., negative-grounded electrical systems. 
Shpg. wt.. 3 Ibs. 


77 P 365. List, $49.50. NET...... 2995 
408 


‘PROTECT-O-LITE’ 
PHOTOELECTRIC LIGHT CONTROL 
Photoelectric light control which auto- 


matically turns on lights at night and then 
turns them off at daybreak. Presents low- 
cost protection by discouraging burglars, 
prowlers, or vandals during your absence. 
Also helps prevent accidents caused by 
entering an unlighted home. Delayed action 
feature prevents car lights or flashlights 
from turning off lights at night. Easily 
installed—place it facing outside natural 
light, plug unit into wall outlet, and plug 
lamp into unit. For loads up to 600 watts. 
Size, 3x214x74”. For 110-125 v., 50-60 cycle 
AC. Shpg. wt., 1 Ib. 

77 P 364, List, $14.95. NET.......8.99 


MODEL 61. Chime announces people or ve- 
hicles when light beam is intercepted. Con- 
sists of ‘Fotolectric’’ unit, mirror and 
chime. Unit is designed for easy, quick in- 
stallation. Projects beam across passage 
and receives reflected beam from mirror: 
may be placed 3 to 10 feet from mirror. 
Perfect for stores, service shops, etc. Size, 


8144x614x2%”. For 110-120 volts, 50-60 
cycle AC. Shpg. wt., 8 Ibs. 
77 P 028. $2.00 Down. NET......39.69 


REPLACEMENT BULB. For use with Models 33, 
61. Shpg. wt., 5 oz. 

Wek Fj Oba Bs Sice Rented, staat a ee 65¢ 
EXTRA CHIME. 6-volt, for above, or any 6- 
yoit AC source. Wt., 2 Ibs. 

FT ROSS INE Are a ays ee 4.70 


Express Shipment Recommended for Photoelectric Equipment 


Aer a Le 


Cc. F. CANNON HEADPHONES 
AND ACCESSORIES 

BRANDES BS-2 ‘'SU- — 
PERIOR” PHONES. A 
high-quality, rug- 
gedly-built, 2000- 
ohm headset which 
has been a favorite 
for years. Outside 
terminal type; me- 
tal cases, bakelite 
caps. Diaphragm 
diameter is 2 4”. 
Has double coils, 
One in each receiver. Flexible metal head- 
band. Easily adjustable for maximum com- 
fort. 4Y2-foot cord. Shpg. wt., 14% Ibs. 
BMMIOVROOWET Ws awe odes tnass-. 2.44 
BRANDES “ADMIRAL” PHONES. Similar to 
above but with inside terminals. 
593 135. BA-2. 2000 ohms, NET....2.44 
59 J 136. BA-3. 3000 ohms. NET..... 2.73 
59 3 137. BA-5. 5000 ohms. NET..... 3.53 


REPLACEMENT CAPS AND DIAPHRAGMS. For 
“Superior” and ‘‘Admiral™ phones, above. 
593138. Caps. Wt., 2 oz. EACH......21¢ 
59 J 140. Diaphragms. 2 oz. Pkg. of 2.13c¢ 


CANNON-BALL “MAS- 
TER” PHONES. High- 
quality headset for 
communications and 
general-purpose ap- 
plications. Cases are 
metal, with bakelite 
caps. Terminals are 
inside of case for 
maximum safety 
from tampering. 
Chrome steel mag- 
nets produce strong 
field, and resist cor- 
rosion. With cord. Wt., 1% Ibs. 

59 J 215. MC-2. 2000 ohms. NET.... 
59 J 125. MC-3, 3000 ohms. NET..... 
59 J 126. MC-5.5000 ohms. NET..... 3.38 


CANNON-BALL 
CiGe2 “CHIEF 
PHONES. Sensitive 
and practical 
headset for all 
general use. In- 
side terminal con- 
nections. 24,” 
diaphragms; bake- 
lite case and cap. 
Vinyl plastic cov- 
ered headband. 
rir ohms, With 
4Y-ft. cord. Shpg. wt., 1! fe 

SIM LINETS, «5. SRE: 5s none de 2000 
REPLACEMENT CAPS AND DIAPHRAGMS. For 
“Master” and “Chief phones, above. 

59 J 127. Caps. Wt., 2 oz. EACH..... 21c 
59 J 129. Diaphragms. 2 oz. Pkg. of 2.13¢ 


CANNON TV HEADPHONE KIT 
y EF mm ~ 


High-quality listening device to aid hard-of- 
hearing, or provide private, ‘‘silent’’ listen- 
ing when others might be disturbed by loud- 
speaker operation. Volume control and 
Speaker-Phones switch on control box. Sup- 
plied with 15-ft. cord, and two pairs of 
headphones. Shpg. wt., 3 Ibs. 

PU COINEY.cc ss yar dae h ss 8.82 


SINGLE HEADSET KIT. Same kit as above, but 
with only one pair of phones. 2 tbs, 
CRRA OP NE os. wales cu > aemanec tine 6.61 
CONTROL BOX ONLY. Shpg. wt., 9 oz. 
Eee Pate © dy. Sth nces 4.4] 
11-OHM DUAL HEADSET. Shpg. wt., 1% Ibs. 
ETP TSOINETS, « Sanne calcite. < pple 2.23 


Allied Offers Prompt Service and Complete Selections of Quality Merchandise 


American Bell & Cannon Headphones 


ALLIED’S OWN AMERICAN BELL HEADPHONES 


Have adjustable headbands, Hy [ux Alnico 
magnets, internal terminal connections. 
Cap and case are molded bakelite. All 
headphones with 412-ft. cord of cotton- 


nals. Choice of single or dual types; low- 
impedance models may be inserted directly 
at loudspeaker tap. 


INSTITUTIONAL DUAL HEADPHONES 
(Not illus.) Designed for schools, hospitals 
and other institutions where dependable, 
lightweight headphones are needed. Every 
feature for institutional use has been in- 
corporated: Durable bakelite cases and caps 
which are easily cleaned; inside terminal 
connections, to prevent tampering; dia- 
phragm is 174” in diameter; Hyflux Alnico 
permanent mag sure excellent sensi- 
tivity. Provi >, clear reproduction of 
voice and m 4¥-ft. braided cord. 
Comfortable, vinyl-plastic headband is eas- 
ily adjustable. Shpg. wt., 1% Ibs. 
59 J 100. 2000 Ohms. NET.... 

59 J 101. 3000 Ohms. NET 


HEADPHONE REPLACEMENT PARTS 
Replacement parts for the American Bell 
headphones listed on this 


covered tinsel, standard phone tip termi- \ 


Stock | Wt.,|EACH 
No. |. _| oz.’| NET 
59 J 104/Diz 2 13¢ 
59 J 106/Ba 2 I3¢ 
59 J 174|Headb: 9 63¢ 


Copper inn 


r conductor covered with woven 
cotton b ve 2 phone tips at 
one end; to terminals at opposite 
end of cord. Shpg. wt., 2 oz. 

42 Fi. Double Cords 

“For Use 

c With 
593220 Eyelet type. For in-| 59) 100,-101, 


NET 


*Terminals EACH 


STANDARD DUAL HEADPHONES 


[A] Have double headband with firmly | 


gripping, easily adjustable yokes, 17%” 
diaphragm. Cords are cotton-covered tinsel. 
Shpg. wt., 1% Ibs. 


593110. 2000 Ohms, NET.......--2:00 It 


593111. 3000 Ohms. NET. 
59 J 149. 4000 Ohms, NET 
5945141. 11 Ohms, NET.... 


SINGLE HEADPHONES 

Dependable, economy-priced _ single 

phones. Suitable for hard-of-hearing 
installations, receivers, crystal _sets, Geiger 
counters, etc. Diaphragm is 174” in diam- 
eter. Has spring-metal headband which is) 
permanently attached to back of case. 
Equipped with 41%4-ft. cotton covered cord. 
Shpg. wt., 8 oz. 


59 3112. 1000 Ohms. NET......-... 
59 J 113, 1500 Ohms. NET..... 


AMERICAN BELL 
TRANSISTOR 


RADIO EARPIECES 


Replace earpieces in populat 
transistor radios listed below. 
Complete with 3-ft. cord and 
plug. Shpg. wt., 5 oz. 


{side terminals -110,-111,-125, Stock No. | __ For Use With 
| 126-172-1351 50c | 594198 Motorola, RCA, Phileg, Zenith, 
t ‘ F agnavox, nora, Sylvania 
593205 |Eyelet type 59 J 130 Spartan, Airline, Regency, Ad= 
593206 |Has phone tips on} Govt. and 50 miral, Roland, Gambles, Travler, 
both ends military types c Western Auto, Arvin, Emerson, 
593002 |Small blunt tips 593 070 and most Japanese imports. 
5 Ft. Double Cords bade EE 
591006 |Large blunt tips | 59 J 020,-021 —— : 
23} 086 [st ee $84 151,158, 5dc | 599 145_ |All General Electric models 
-163 NET EAGH:.....:,As uae es Fr, 
See SEPARATE EARPIECE 
59 3004 |Eyelet type 59 J 000,-001 | 58c : ; 
594007 |Large blunttips | 59 J 040 Receiver and comfortable earpiece. 


8 Ft. Double Cords 


593221 Eyelet type Same as type 
59 J 220 above 
595218 [Eyelet typa 59 J 130 74c 
593219 }Has phone Govt. and 
tips on both ends | Military type 


Single Cords 


593200 aft. cord with eye-| 59J 112,-113 | 33¢ 
let type 

593182 |6ftcord with age 59 J 157 50¢ 
type 


RUBBER PHONE CUSHION 
Molded rubber ear ctishions 
slip over phones. Provide 
maximum wearing comfort. 
Wt., 6 02, 

59 J 168. NET, PAIR..64¢ 
10 or More Pairs, 
PER PAIR...... 


only, headphone only, or both speaker and headphone simultaneously. 
Complete with control box, connecting cables for attachment to 
speaker and attachment of headphone to control box, instructions 
and diagram. Shpg. wt., 1 Ib. 

593118. NET..... ah ivind wie oleate adi oN 


Equipped with cord but less plug. Imped- 
ance, 8000 ohms. Shpg. wt., 4 oz. 


59 J°119;. NET. . o. 2: 2.42 


EARPIECES FOR TV 
For private listening with any TV set. Gives 
crisp, clear reproduction. May be worn for 
hours without fatigue. Alligator clips con- 
nect to voice coil terminals on speaker, 
Shpg. wt., 8 oz. 


59 J:192.. NEV. << 0:0 ius 3.75; 
EARPIECES WITH PHONE PLUGS 


For communications use, short wave listen- 
ing, code practice or class use. With stand- 
ard phone plug attached. Also for use with 
stereo and monophonic earpiece bands 
above. 5-ft. cord included. Shpg. wt., 5 oz. 
593166, 15 0hms 59 J 134. 2000 ohms 


59J124,120 ohms 59 J 167. 8000 ohms 
NET. EAGH...« oisieaseaje costes a eee 2.76 


Headphones and Accessories 


‘ CLEVITE “BRUSH” HEADPHONES 


BA-200 Headphones. Very sensitive headphones with high imped- 

ance (45,000 ohms at 1000 cps.). Frequency response, 100 to 
5000 cps. Cone type diaphragm. Molded plastic case shaped for 
maximum comfort. Require small DC blocking capacitor for DC 
circuits. With 5-ft. cord and headband. Shpg. wt., 2 Ibs. 
593151. NET 


BA-201 Headphone. Similar to model BA-200 but, single head- 
phone. 90,000 ohms (1000 cps). Shpg. wt., 1 Ib. 


CRIES Bas... ony woe es scamrdicents: Wb) 


BA-220 Headphones. Single-cord headphones with ear cushions 

for stereo or monophonic listening. Response, 50-10,000 cps. 
Impedance, 50,000 ohms (at 1,000 cps). Shpg. wt., 2 Ibs. 
MEET os Moog cisco ny iced gala solve eBeceeres 29.32 


DD} BA-215 Ear Cushions. Foam rubber cushions that fit most head- 
phones. Formed to fit the ear. Shpg. wt., 5 oz. 
PME SOMETOPEROPAIR. 02... 02sec 2-5 e0- 0. cee ee ee ent 2.60 


Hi-Fi Headsets. Double headphone sets that feature uniform fre- 


quency response, low distortion and excellent bass response, Im- 

pedance indicated is at 1000 cps. *For stereo use. 2 lbs. 

“Stock No. Type Impedance Response NET 
59 J 158 BA-205 100,000 ohms | 50-8000 cps 22,05 
59 J 153 | *BA-205B | 200,000 ohms | 50-8000 cps 23.37 
59 J 163 BA-206 50,000 ohms | 50-10,000 cps | 24.25 
59 J 154 *BA-206B | 100,000 ohms | 50-10,000 cps | 25.63 


Thrilling St : 
ereo Re 

KOSS SP-3 alism 

STEREOPHONE 

HEADSET 


ony 1944 


$2 down 


KOSS STEREO HEADSET EQUIPMENT 


Model SP-3 Headset. Thrill to concert-hall realism of stereo with- 
out disturbing others—and without annoying outside noises, 
with this comfortable headset. 3/4” dynamic reproducers in each 
earphone give smooth response from 30-15,000 cps. Impedance, 4 
ohms. With 8’ cord and T-2 stereophone jack for connecting to 
amplifier. Shpg. wt., 2 lbs. 
BAS 7S, Onis’ $2 Down: NET oo aoa 50S ew ome tees 24.45 


T-1 Hook-Up Box. Contains matching transformers for monitoring 
600 to 10,000 ohm outputs of tape recorders, tuners, preamps, etc. 
Two jacks for Stereophones. Size, 234x2x4”. Shpg. wt., 8 oz. 

59 3 189. NET 


T-5 Junction Box. For connecting Stereophones to existing stereo 
systems. Has two output jacks. Has volume control and speaker 
On-Off switch. Impedance 4 to 16 ohms, 23%4x2x4”. Wt., 8 oz. 

SOMITE BANE. bins oe 


Model A1220 Amplifier. Specially engi- 
neered for use with above phones, Can be 
connected directly to stereo ceramic car- 
tridge, recorder preamps, or tuner. Com- 
plete with two stereo jacks and two in- 
put jacks. Gain control for each channel. 
Three tubes plus rectifier. 314x614x4 YY". 
For 110-120 v., 60 cycle AC. 4 Ibs. 


593196. $2 Down. NET...... 34,25 
K-29 “Port-A-Pac". Consists of SP-3 and 1220 plus case. 8 lbs, 


59.3 197. Only $5 Down NET ........s0esssavevesssenuss 63.21 


(F] "Military" Type. Constructed to meet mil- “Dependable” 
itary headphone jane Imped- 


ance, 20,000 ohms; DC resistance, 2,000 
ohms. Metal shell with bakelite cap. 6 ft. 
cord. Inside terminals. Rubber-covered 


Type. 

phones for general use. Bakelite caps 
and shells. Forged magnets of chrome steel, 
impregnated coils. 5-ft. cord. Inside termi- 


S. G. BROWN STEREO 
Ae HEADPHONES 


Professional-type, 
high - fidelity head- 
phones. May becon- 
nected to any hi-fi 
system, radio, TV. 
Speakers in each 
headphone have a 
frequency response 
of 50-10,000 cps. 
Supplied with rub- 
er ear cushions and 
6\4-ft. cord. Im- 
pedance, 52 ohms, Made in England. Shpg. 
wt., 1% lbs, 

593337. $2 Down, NET 


Magnetic head- 


headband. Shpg. wt., 11% lbs, 
MPMOSOUNET 002 occ. ee seceess 11.76 


{(g) “Featherweight” Type. Weigh less than 5 
ounces. Black bakelite caps and shells. 
Forged magnets; pole pieces of permalloy. 
Impregnated coils. Supplied with flexible 
6-ft. moisture-proof cord. Shpg. wt., 9 oz. 
59 J 000. Standard. 4000 ohms. 

59 J 001. Special. 24,000 ohms. 

NGA 55s Bias ives ee e's 6.47 


59 J 042. Diaphragms. For either 
of above headphones. Wt., 2 oz. EACH. 15¢ 


59 5013, Replacement Caps. For 
“Featherweight” phones. 2 oz. EACH. 47¢ 


LORGNETTE TYPE EARPHONE 


Hand-held type hearing aid. Same 
construction as “Featherweight” 
phones above. Excellent for use in 
churches, and small theaters. Ear- 
phone size, 244” dia. x %” thick. 
Handle extends to 14”. Imped- 
ance, 4500 ohms: DC resistance, 
1000 ohms. Supplied with flexible, 
braided 6-ft. cord with phone 
tips. Shpg. wt., 10 oz. 


591036, NET.. ascie vt aoe 
410 


Your Satisfaction 


nals. Have plastic-covered headband. Shpg. 
wt., 114 lbs. 

59 J 020. 3000 ohms. NET 

59 J 021. 4000 ohms. EACH....’.... 3.41 
59 J 030. Replacement Caps. EACH....35¢ 
59 J 031. Extra Diaphragms. EACH.... 12¢ 


"Acme" Low-Cost Type Headphones, Sensi- 
tive headphones designed for every use. 
2000 ohm impedance. Sturdily constructed 
for dependable performance under all con- 
ditions. 414-ft. cord, Shpg. wt., 8 oz. 


59D OPONRE KS... as poms. 2 2.12 
Extra Diaphragms. For above. 2 oz. 
SPUD Cee RACK rh artl nla s sage Ws, 5,250 12¢ 


INDIVIDUAL VOLUME CONTROL 

Consists of phone jack 
and volume control mounted 
in compact box. Ideal for 
group hearing aid systems 
in theaters, churches, 
schools, etc. Resistance: 
10,000 chms. Size: 334x 
214x1%4”. Shpg. wt., 1 Ib. 
5943056. Brown wrinkle. 
593057. Ivory wrinkle. 


NETEACH is kg tated ee 


600-Ohm Headphones, As above, but with 
impedance of 600ohms. 114 lbs. 


59 J 338. NET......... ese eeees 34,50 


GENERAL PHONES CLC-B 
STEREO HEADSET 


Latest model bi- 
naural headset 
perfect for listen- 
ing to stereo hi-fi 
music systems. 
Preserves full 3- 
dimensional ster- 
m ©0 effect and re- 
m produces with 
} outstanding clar- 
ity and realism. 
True concert-hall 
effect. Features 
hermetically sealed, variable reluctance de- 
sign for extremely wide, remarkably smooth 
response—from 20-17,500 cps. Neoprene 
ear Cushions are unaffected by dust, dirt and 
humidity. Match impedance of any stereo 
or monophonic high fidelity amplifier from 
3.2 to 16 chms, Comfortable and light in 
weight with rubber-covered, chrome-plated, 
self-locking headband. Supplied complete 
with 64t. nvlon-covered 4-conductor cord. 


Shpg. wt., 1% Ibs. 
++ 29,40 


59 J 339. $2 Down, NET.... 


ls Guaranteed When You Buy at Allied 


= oh ke the Ota a oe Poo? 


Telex and Fedtro Earphones, Accessories 


FEATURE COMFORT, CLARITY AND DURABILITY 


Famous, lightweight Telex headsets—used around the world on for communications work, offices, hospitals, Amateurs, hard- 


alltypesof audiogear requiring private,continuouslistening. Ideal 


METAL MONOSET 


fal Exceptionally comfortable, lightweight 
headphones, designed to eliminate fa- 
tigue and strain when headphones must be 
worn continuously for long periods. Total 
weight is only 1.2 ounces. Magnetic type 
receiver for crystal clear reproduction and 
rugged dependability. Light, metal housing 
with comfortable ear pieces. White plastic 
ear plugs remove for cleaning. Less 
cord, use 59 J 253 at right. Shpg. wt., 8 oz, 
59 J 281. Model HMY-01. 2000 ohms. 

59 J 280. Model HMV-01. 128 ohms. 

List Each, $9.00. NET EACH.........9.40 


WITH CORD. Monosets as above, with 5-foot 
cord and standard plug. Shpg. wt., 12 oz. 
59 J 222. Model HMY-2. 2000 ohms. 

59 J 223. Model HMV-2. 128 ohms. 

List Each, $12.50, NET EACH........7.00 


HI-Fl DYNASET 


(B] Model HUP-01. Under-the-chin dynamic 
headset of superior quality. Receiver 
consists of a tiny, °4”-diameter 6-ohm loud- 
speaker built into the plug. Extremely sensi- 
tive; frequency response extends from 50 to 
8000 cycles at 25 mw. Speaker diaphragm 
directs sound, through 60-inch flexible tub- 
ing, into headset. Attractive light gray fin- 
ish. Shpg. wt., 6 oz. 

59 J 239. List, $14.75. NET........ 8.85 


DYNAMIC PILLOW SPEAKER 


Model SDN-2. An under-the-pillow loud- 

speaker with great power-handling abil- 
ity; provides exceptionally clear, natural 
tone without any disturbance to others who 
may be sleeping nearby. Ideal for institu- 
tional use, or private listening at home to 
radio or TV set. 3.2 ohm voice coil matches 
most small radios and portable TV sets. 
With 5-foot cord and standard phone plug. 
334” dia. 11%” thick. Wt., 6 oz. 


59 J 276. List. $10.19. NET........ 6.12 

MODEL SDM-2. As above, but 10,000 ohms. 

BRD 277. List, $12.11. NET......... 7.26 
TWINSET 


[0] An important innovation in headset de- 
sign—nothing touches the ears with the 
Telex Twinset! Sensitive receivers st 
lightly at the temples; tubular ‘‘pipes aid 
sound directly into ears; blocks out back- 
ground noise. Perfect for long, fatigue-free 
listening; weighs only 1.6 ounces. *Ap- 
proved by the Civil Aeronautics Authority 
for both airlines and private planes. Sup- 
plied with two extra eartips. Steel head 
band in Tenite plastic. Less cord, use 
59 J 270 cord at right. Shpg. wt., 8 oz. 

59 3 264. Model HTW-01*. 500 ohms. 

59 J 286. Model HTL-01. 64 ohms. 

List Each, $17.50, NET EACH....... 10.50 


WITH CORD. Twinsets as above, with 5-foot 
cord and standard plug. Shpg. wt., 12 02. 
59 J 289. Model HTW-2*. 500 ohms. 

59 J 225. Model HTL-2. 64 ohms. 

List Each, $21.00, NET EACH....... 12.60 


TELE-Fi HEADSET 

New, lightweight headset is ideal for 

applications where clarity and _intelli- 
gibility of speech are important. Unique de- 
sign provides a delay of 1 millisecond be- 
tween earpieces; resultant sound greatly 
enhances clarity of speech. Receiver may be 
detached from dual set and mounted on 
plastic ear bow in seconds, for one-ear use. 
Weighs only 14 ounce. With cord and plug. 
Shpg. wt., 6 oz. 
59 J 214. Model HFR-91. 15 ohms. 
59 J 257. Model HFV-91. 128 ohms. 
59 J 258. Model HFX-91. 1000 ohms. 
59 J 217. Model HFY-91. 2000 ohms, 
List Each; $12.35. NET EACH........-7.41 


MIDGET EARSET 

lightweight individual ear- 
igh only % ounce! Holder is 
scientifically contoured to fit the ear com- 
fortably. Reproduces speech with great 
clarity and fidelity; frequency response is 50 
to 4000 cycles. Available with metal ear 
bow also, for extreme ruggedness. 5’ cord 
with standard plug included. Shpg. wt., 6 0z. 


yh 
ely 


Stock No. | Type |Description _ 
593202 \|EPR-2 | Plastic ear bow 15 
59 J 203 |EPV-2 | Plasticear bow| 128 
59 J 204 |EPX-2 | Plastic ear bow] 1000 
59 J 207 |EPY-2 | Plastic ear bow| 2000 
593208 |EMR-2| Metal ear bow 15 
59 3209 |EMV-2] Metal ear bow| 128 
593211 |EMX-2| Metal ear bow | 1000 
59 J 212 |EMY-2| Metal ear bow | 2000 


List Each, $9.00, NET EACH ~ SAD 


MAGNETIC PILLOW SPEAKER 
{gl Exceptionally small; for radio and TV 
CU listening ough a pillow without dis- 
turbing oth For home or institutional 
use. Red waterproof plastic. 54x214” dia. 
Cord not included. Use 59 J 270 cord at 
right. Shpg. wt., 6 oz. 
59 J 290. Model SMY-01. 2000 ohms. 
59 3291. Model SMV-01. 128 ohms. 
List Each, $7.75. NET EACH. 
WITH CORD. Pillow speakers as above, with 
5-foot cord and plug. Shpg. wt., 10 oz. 
59 J 226. Model SMY-2. 2000 ohms, 
59 J 227. Model SMV-2. 128 ohms. 
List Each, $11.25. NET EACH........6.75 


TELE-TWIN STEREO HEADSET 

H Provides genuine stereophonic listening. 

Offers high-quality, balanced stereo with- 
out the expense of two or more speaker sys- 
tems. Connects in minutes to any stereo 
radio, tape deck, etc. *Dual volume con- 
trols. With 5-ft. cord, plug, in-line jack 
with color coded 18” leads, instructions. 
Shpg. wt., 8 oz. 


Description Ohms 


Stock No. | Type Ohms NET 
593340 | HAV-13 128 | 13:50 
59 4341 | HAV-13 | 2000 | 13.50 


59 J 342 |*HAV-73 128 23.40 
59 J 343 |*HAY-73 2000 23.40 


of-hearing, etc. Cords are listed for headsets supplied less cords. 


USEFUL TV “LISTENER” 


fn Model LCP-90. Use wherever individual 
listening is desired—ideal for families 
with children, hard-of-hearing, etc. Can be 
used by 2 people at the same time. Has vol- 
ume control for earset; switch on control 
unit turns TV speaker on or off. 314x1”. 
Control unit is equipped with 15’ cord; 
earset, 4’ cord. Shpg. wt., 8 oz. 

59 J 263. List, $16.25. NET.......-%79 
pire ELV-98, Extra earset, cord and plug. 
3 OZ. 


59 J 292. List, $7.50, NET.... .... 4.50 
CORDS, EXTRA TIPS AND ACCESSORIES 


ee 


ca Description ney Ter 
59 J 270} Type CMM-2 cord | 59 J 286, 59. J 290, 
w/std. %" plug 59 J 291 2.10 


59 J 253) Type CMT-2 cord | All sets other 
w/std. %”" plug than above. 2.10 


59 J 246| Type VVM-2 cord, | 59 J 286, 59 J 291, 
w/volume control | 59 J 225,59 J 227 |7.35 


59 J 245| Type VYM-2 cord | 59 J 226, 


ms w/volume control | 59 J 290 135 
59 J 293| Type VVT-2 cord 
ete w/volume control | 59 J 280 35 
59 J 294! Type VYT-2 cord 
w/volume control | 59 J 281 ren] 


59 J 269] Type CMM-99 5-ft.| Twinset and mag. 
extension cord pillow speakers 2,1 


59 J 297| Type AEF-1 Plas- | All 


tic earframe earsets .48 
59 J 242) Type JMP-01 Jack, 

closed circuit 59 J 243 .24 
59 J 243) Type PM-01 Min. 

phone plug 59 J 242, 59)254 .36 
59 J 254! Type JMP-02 Jack, 

open circuit 59 J 243 .24 
59 J 295) Type ATT-1 White | All Boomsets & 

plastic eartips Twinsets :09 
59 J 296) Type AMT-2 Metal Monosets 

Eartips and Dynasets .09 


59.5252 |Type CMM-92 cord! Twinset and mag. 
w/90° %4" plug. | pillow speakers |! .89 


FEDTRO “PRIVATE-LEE” 
RADIO-TV EARPHONE SET 


An excellent 
private-lis- 
tening out- 
fit, easily 
connected 
to any radio 
or TV. Per- 
mits listen- 
ing without 
disturbing 
others; also 
a fine choice 
for use by the Hard-of-hearing. 

Consists of comfortable, lightweight ear- 
piece, plus ivory-plastic control box with 
volume control and connecting 17-ft. cable. 
Has two jacks for earpiece—one jack”auto- 
matically mutes speaker for listening on 
Se pe only; other is used for sound fom 

oth the earpiece and speaker. J lb. 
59 J 255. List, $12.95, NET.......+.7-O1 


Depend on Allied for Complete Stocks, Low Prices, Friendly Service 411 


Sl 


Converters and Chargers 


lighter of car, boat or pla 


ne with plug supplied; charge indicator light show 
-In steel case. 10-amp charger is similar to 5-amp model, except with ammeter. 


TERADO CONVERTERS & CHARGERS 


Converters. Convenient DC-to-AC converters for operating 110 y. 
AC devices from car batteries. Ideal for operating portable TV’s, radios, 
tape recorders, soldering irons, lights, razors, etc. Converter plug fits 
auto cigarette-lighter socket, except fclip directly to battery terminals 
with clips provided; *has 20-ft. input cord and mtg. bracket. Check 
equipment wattage requirements and battery voltage before selecting con- 
verter. Chargers. 112-amp Tiny Giant for autos and boats. With clips 
for direct connection to battery terminals; buzzer in mproper 
connection, Copper-clad steel case. Pocket-size 5-amp is full- 
Wave type with 2 miniature silicon rectifiers a y through 
battery condition, 


CONVERTERS 
Stock Mfr's Input |Output V. Watts Wt., 
No. Type DC Volts] 60 cycles | Cont. | Inter. Size Lbs.| NET 
80 P 194 50102 6 110 1 5 hs 
80P 196 | 50103 12 110 18 2) _|2x3xar 2 | 38 
80 P 272 50115 6 110 35 40 |, 5% | 
80P273 | 50116 12 110 40 | 50 |234x23x434" | 374] [2-88 
80 P 270 50126 6 110 60 75 8 g 
80 P 271 50127 12 110 | 75_|_ 100 ls | 3268 
~ BLP 043 50167 12 110 42 52 3 344 | 17.62 
81 PU 044) 50175 i2ee\ 110 | _ 150 175 |10% 21 | 65.04 
81 P045 50179* 12 110 42 32 |534x “4 | 20.88 
80 P 276 S0137t 6 110. | 75 Tl ° | as7: 
80 P 277 50138+ cM ST 100_| 125 |6x5x4 |_| 45.73 
“BOP 197 | so134 ic 110 | BS | 73 laxsxo° 9 | 37.88 
80 PU 193)  50153*+ Cay ii0 "175__| 200 |6x6xii" 24 | 72.87 
CHARGERS 
DC Output 
Input at | We., 
Volts | Amps 50-60 Cycle Ac SEs Lbs. | Ber 
6/12 1% 110/120 2-Yex3x5 19” 2 7.07 
12 5 110/120 544x3x244" 2% 13.69 
6/12 10 110/120 3Y4%4x5x7" 73% | 27:40 


under load—no warm-up period needed. 
and FM broadcast reception. Available 
small portable types. Converters listed 


CORNELL-DUBILIER CONVERTERS 


The famous line of Cornell-Dubilier ‘““Powercon” DC-to-AC con- 
verters. Efficient vibrator-type recommefded for operating AC 
appliances from DC pow 3 All units have well-regulated 
Output of 110 volts, 60 cy Feature improved RF filtering. 
Now have a higher rating for intermittent overloads. Wattage fig- 
ures for intermittent use are rated for power factors from 70-100% 
Superior filtering res output free of ‘hash’. Model 12SS14 comes 
in case of size indicated providing room for 12 v. battery (supplied 
less battery). Frequency stability regardless of load. Instant starting 
Output has RF filtering for clear TV, shortwave, AM 
in a variety of wattages for almost any applic 
according to inputs: 6/12 volt battery, 12 volt 


NEW TERADO TRANSISTOR 
DC-TO-AC 60-CYCLE CONVERTERS 


300-Watt 
Filtered 
Output 


For TV's 
Phonos 
Recorders 


50191 


Medel 60191 “Continental” with Remote 
Control. High-powered transistorized unit 
converts 12 v. DC to 115 v., 60 cycle AC. Pro- 
vides continuous 300-watt filtered output— 
plenty _of power for radios, TV sets, power 
tools. Perfect for tape recorders, phonographs, 
and other motor-driven appliances requiring a 
stable 60 cycle AC supply. Chrome-plated. re- 
mote control mounts on dashboard—converter 
may be installed in trunk, out of the way. 
Remote control has AC plug-in receptacle, vari- 
able AC voltage output switch and signal light. 
vibrators ot other moving parts. Copper- 
21 on steel case, 6x6x11”. Includes 
and cable for installation. For 12-volt 
cars. Shpg. wt., 26 lbs. 

SUP OAS NEY. 0c croitoenettete 96.70 
Model 50190 “‘Transistorized Chief.” (Not 
illus.) Similar to above, except 100-watt con- 
tinuous output and less reniote control. AC 
plug-in receptacle on case. Brown enameled 


steel case, aT? da For use with 12-v. cars, 
Shpg. wt., 9 ibs. 
80 P O86, NETH Se ete as, 48.19 
SCHAUER “KAR-START” 
Model A-8478, 


Helps start cars in 
cold and wet weath- 
er—sends 5 times 
the normal spark 
through plugs. Dis- 
connects automati- 
cally when engine 
is running. Es 

cially helpful on cars 
normally parked 


110 yolts DC. Models 110H2S and 110H35 are specifically designed for use with TV receivers. soot 

$s , oo “a | | ) aa a 2 TE 4 mg - a tsid i D 
ig rane TyplicalApplications ft Panes Size rent List | NET weather. Only three 

80 P 263 | 6/12D6|Dictating Machines* |6/12 | 60 | 75 Hor both 6 wad to 

80 P 305 | 12SP2 |Electric shaver 12 20 20 volt battery systems. Shpg. wt., 6 02 

80 P 306 | 12M6 |Radio,phono,amplifier| 12 60 80 4 6 | P069 NET Rae 7 4.92 

80 P 307 | 12L8 |Radio, phono, recorder) 12 | 80 | 100 |siscoigoar 2 : Ge 

80 P308 | 12S10 |Radio, recorder, PA 12 | 100 [125 |51%4x614x9" SCHAUER CHARGER PLU 

80 PZ 199/125814 |TV, recorder, PA 12 | 140 | 175 [o(exovaniae ry sAtaleiis : 

80 PU 309/12H15 |Radio, recorder, PA 12 | 150 1175 |6i4x7(4x11" Cotidebes atineat 

80 PU 198|12SH22/TV, récorder, PA 12_| 200 | 250 |sx8i,xf3" eee ee 

80 P 310 Bee Phono, amplifier 110 50 60 |314x3x4134," plugginginto 

80 P31! /|110L10 /Radio, recorder, PA 110 | 100 | 150 |514x614x8" car's cigar lighter. For use with 12-volt cars. 

g0 PU 3/2110H25 |TV, recorder, PA 110 | 250 | 325 |6i4x714x11" Shpg. wt., 4 07. 

gO PU 313110135 |TV’ recorder, PA 110 | 350 | 450 lovax7i4x11" ST POSOONET.........snade conc 


SCHAUER 

QUALITY 

BATTERY 
CHARGERS 


4-AMPERE CHARGERS 

Model A3612. Compact, 4-ampere, 6-volt and 
12-volt battery charger. Recharges the average 
battery overnight. Has a selector switch for 
changing from 6-volt to 12-volt operation. 
Small in size, yet built of quality components 
for long life and thoroughly reliable service. 
Has automatic safeguard pro on against 
short circuits and overloads. Rectifiers are 
Selenium for long, efficient service. 4-ampere 
charging rate tapers to 2 amperes as battery 
charges. Has clip terminals. Quickly connected 
no need to disconuect the battery or remove 
it from car. Size, 614x434x44%4". For 110-120 v., 
60 cycle AC. Shpg. wt., 4% lbs. 

80 P 284. List, $19.98! NET....... 13.20 
Model A3. Efficient, 6-volt overnight battery 
charger. Has a tapered 4-amp to 2-amp charg- 
ing rate. Includes full-wave charging output 
which makes possible higher efficiency of op- 
eration. Rectifiers are selenium for dependable 
service. Equipped with built-in ‘Charger 
Guard.” Pays for itself in longer battery life 
and protection from battery failure. With 
cables and clips. Size, 614x434x4\4". For 110- 
120 v. 60 cycle AC. Shpg. wt, 4 Ibs. 

80 P 161. List, $13.95. NET..........9,23 


412 


6-AMPERE CHARGERS 
Model B3612. 6-ampere, 6-volt and 12-volt 
battery charger. Will fully charge the average 
battery in from 7 to 9 hours s a selector 
switch for changing from 6-volt to 12-volt 
operation. Accurate, numeral dial ammeter 
shows the exact rate of charge entering the bat- 
tery. The charger is thoroughly efficient. Excel- 
lent for use with autos which are equipped with 
public address systems, 2-way radios, etc. This 
unit is ideal for restoring b: ery to full-charge 
overnight. Has fully automa 
vision against short circuits and 
Comes complete. 74%4x614x61%". For 110-120 
v., 60 cycle AC. Shng. wt., 814 Ibs. 
B86 P 285, List, $28.95. NET. ARS 
Model 6312. 12-volt, 6-ampere battery charg- 
er for modera charging. Fully charg- 
es the ave n bat nfrom 7 to9 


n-d 


hours. Ca ters who use th electric acces- 
sories, such as heater, radio, fan, etc., at 
average rate, find this model excellent for 


restoring their car battery to full charge over- 
night. Ejuipped with an accurate numeral 
dial ammeter : 644x6!4x714". For 110-120 
v., 60 evcle AC hog. wt., 1014 Ibs. cr 

Bi P O72, List. $24.95. NET. ..16.50 


10-AMPERE CHARGER 
Model C3612, 10-ampere, home-type battery 
charger for 6 and 12 volt batteries. Will re- 
charge the average battery in 6 hours or less. 
10 ampere charging rate permits over-night 
charging of most batteries. Ideal for quick 
charging during intervals when equipment is 
not in use, but must be ready in a hurry, Wide- 
ly used for re-charging icab batteries or 
other vehicle batteries which are required to 
power electronic equipment in addition to auto- 
motive requirements. Has automatic safeguard 
provision for full, instantaneous protection 
against short circuits and overloads. Accurate 
numeral-dial ammeter shows exact chargin 
rate. Size: 6Y%4x6Y%4x7%4". For 110-120 v., 6 


cycle AC. Shpg. wt., 10% Ibs. 
81 PO71. List, $36.95. NET........ 24.44 


Model C312. Heavy-duty 10-amp charger for 
cars, tractors, trucks. For one 12-volt or two 
6-volt batteries in series. Ideal for keeping 
batteries used in farm vehicles, trucks, etc. at 
full charge. With accurate numeral dial am- 
meter that shows exact rate of charge going 
into the battery. 644x6%4x7 14". For 110-120 v., 
60 cyele AC. Shpg . LO lbs, 

BO P 164. List, $32.95. NET......,,.21.80 


Take Advantage of Our Easy Payment Plan on Any Order of $20.00 or More 


——————— 


Power Supplies, Converters & Rectifiers 


MALLORY POWER SUPPLIES 
6 AND 12-VOLT BATTERY CHARGERS 


Highly efficient selenium-rectifier battery chargers. 
May also be used as power supplies for electro- 
plating, model trains, telegraph systems, vending 
machines, relays, solenoids, etc. Charging rate de- 
creases as battery becomes charged. Equ xed with 
socket for use with R675 charging cord listed below. 
Complete with DC cord and battery clips for quick 
connection. Pilot light dims as battery becomes 
charged and blinks if charger connections are short- 
ed or reversed. Type 6SAC6 for 6-volt batteries, 
12SAC5 for 12-volt. For operation from 105-125 
volts, 60 cycle AC. 


Stock Mfr's |DGAmps |max.Dc Amps| Sizes | Wt., | igt | NET 

No. Type _|Max|Taper| Continuous H. W. D. Lbs. EACH 
80 P 093] 6SACE 6| 4 | 5 6%x4%ex4%" | 6 | $22.99| 14.99 
80P 087] 12sAc5 | 5] 3 | 4 Thx62x5%" | 9 | 33.55) 22.18 


Type R675 Charging Cord with Universal Lighter Plug. Convenient 
plug-in connector on cord charges car battery through cigarette lighter. 
6-ft. cord. Shpg. wt., 6 oz. | A7 


SEE OG. PU mere INET oie eat en ees ose n cee ss 


PORTABLE AND MOBILE HIGH-VOLTAGE DC VIBRAPACKS 
Mallory vibrapacks provide high-voltage DC 
from low-voltage storage batteries. Excellent as 
source of ‘‘B’’ power for portable radios, trans- 
mitters and receivers, mobile P.A. systems, etc. 
Have filter for vibrator hash. All are tube-rec- 
tifying types for use in circuits where self-bias is 
obtained through a resistor or choke between 
B-negative and ground. Type VP12-260 vi-f 
brapack can be converted to 200 v. DC output 
at 60 ma with simple wiring change. All of the 
vibrapacks listed below require an external filter 
circuit. Size, 534x3¥%4x44y". 


Stock Mfr’s Input/Output] Max.| Wt., - NET 
No. | Type | VDC| VDC | Ma. | Lbs. List EACH 
80 P 119| VP12-260| 12 260 60 | 5 $28.95 17.02 
80 P 116) VP6 “325 | 6 325 | 100] 6 29.95 | 17.61 
80 P 117) VP12-325 | 12 325 | 100] 6 29.95 | 17.61 


12RS6DF BENCH POWER SUPPLY 


Dual-range power supply for servicing car, 
truck and transistor radios. Range ‘‘A”’ sup- 
Plies 0-16 v. at 6 amps continuously, or 14 
amps intermittently. Range ‘‘B”’ provides 0-8 
v. at 10 amps continuously or 20 amps inter- 
mittently. 244” voltmeter and ammeter; 
ranges: 0-16 v. DC and 0-20 amps DC. Pro- 
vision for plugging in external ammeter. In- 
cludes built-in filter pack— provides filtered 
output up to 6 amps at less than 0.5% ripple; 6 volts at less than 1 v. 
rms ripple; 12 volts at less than 0.5 v. rms ripple. With automatic over- 
load protection. Handy front panel wing-nuts permit quick, easy hookup. 
Ventilated for trouble-free, cool-running operation. Size, 634x1034x5 Y”. 


58.75 


12RS14D “RECTOPOWER” BENCH SUPPLY 


Efficient versatile power supply. Provides filtered 
and continuously adjustable power for electronic 
equipment operating on 6 or 12 volts. Supplies 6 
volts at 25 amps continuous or 40 amps intermit- 
tent; 12 volts at 14 amps continuous or 20 amps 
intermittent. Automatic voltage regulating system 
maintains constant output under varying load. In- 
cludes DC voltmeter and DC ammeter. Overload 
protection. Has large-capacity electrolytic capaci- 
tors that provide power storage for operation of 
vibrator powered equipment. Uses selenium rec- 
tifiers. Output regulation 20% at 6 volts; 8% at 12 volts; no load to full 
load. Sturdy, well ventilated cabinet provided with 4 rubber feet. Over- 
all size, 11x10Y%2x814”. For operation from 110-120 volts, 60 cycle AC. 


Shpg. wt., 35 Ibs 136 7\ 


80 PU | 32, Only $5 Down. NET 


ELECTRO-PRODUCTS POWER SUPPLIES 


Model KPS-2 DC Power Supply Kit. A highly efficient, easy-to-build 
unit. For servicing transistor portables and 6/12 v. auto sets. Two 
output ranges with separate current meters and output terminals. De- 
livers 0-20 volts at 75 ma and 0-16 at 5 amps. Variable transformer pro- 
vides smooth voltage adjustment. 0-20 v. range has 75-ma meter and 
fused secondary for transistor protection. 0-16 v. range has 10-amp 
meter. Maximum ripple: 0-20 v. range, 0.15% at 75 ma; 0-16 v. range, 
0.5% at 5 amps. Special pi-type filter. Selenium rectifiers have conduc- 
tion cooling for long life. Includes fused primary. With assembly instruc- 
tions. Sturdy metal case. 8%2x8x534”. For 110-120 v., 50-60 cycle AC. 


Shpg. wt., 15 lbs. 

80 PX O38. Only $2 Down. NET... /:.<+-.+2:0:0 43.50 
Model PS-2. Same as above, but factory wired and tested. 

GO'PX O39. NET «ec. is cas oot eee ve oe « ae 49,95 


Model EFB DC Power Supply. Specially designed for exacting require- 
ments of transistor work. Ideal for general laboratory applications— 
offers exceptionally high reliability. Continuously variable voltage 
control. 0-16 volts for current loads up to 8 amps; 0-32 volts for loads 
up to 4 amps. Current and voltage indicated on panel meters with 2% 
D’Arsonval movements. Less than 0.1% AC ripple at maximum ratings; 
I than .01% at loads up to 100 ma. Bridge-type selenium rectifiers 
e conduction-cooling design for long life. Employs pi-type filter 
with 2 chokes and 2 capacitors. Also has built-in “hash” filter. Fuse- 
holder and 5-way binding posts are conveniently located on front panel. 


Rugged, blue hammerloid oe cabinet. 7x12x8¥Y%”. For 110-120 v., 
50-60 cycle AC pg. wt., 35 Ibs. 
80 PU 024. Only $5 Down. NET,..........-. Pree 55 ....120.00 


Model D-612T DC Power Supply. Deluxe, easy-to-use unit. Designed 
for servicing transistor auto sets, as well as standard 6 and 12-volt vi- 
brator-powered models—also suitable for transistor portables, aircraft 
and marine radios, phone circuits, and low voltage DC accessories. Ideal 
for battery charging and electroplating. Two continuously variable 
+ 0-8 volts and 0-16 volts. 10 amps continuous duty up to 12 volts; 
up to 20 amps intermittent. Less than 0.5% ripple up to 5 amps; 2% 
at up to 10 amps. Four bridge-type selenium rectifiers with conduction 
cooling. Choke-input filter with 10,000 mfd capacitor. Two panel meters 
for constant check on voltage and current. 0-8 and 0-16 volt selector 
switch; convenient panel-mounted fuseholder. Wing nut output ter- 
mjnals with soldering lugs. Rugged blue hammerloid steel cabinet, 7x12x 
8Y4”. For 110-120 v., 50-60 cycle AC. Shpg. wt., 22 lbs 
80 PU 283. Onily $5'Down. NET...... ne .... 36.00 


Model NFB Power Supply. Deluxe unit for continuous heavy-duty 
operation; ideal for work on aircraft electronic equipment. Output con- 
tinuously variable, 0-32 volts for loads to 15 amps. D’Arsonval 
meters. Ripple: Less than 0.75% @ 15 amps. Filter circuit has two chokes 
and 6000 mfd of capacitance. Regulation: 16% no load to full load. Has 
fused input circuit, plus output circuit breaker for overload protection. 
Variable autoformer for smooth control. 5-way output terminals. Drain: 
730 w., with 32-volt, 15 ampere output. Bridge-type germanium rectifiers. 
Blue hammerloid steel cabinet, 141%4x1414x934”. For 110-120 v., 50-60 
cycle AC. Shpg. wt., 86 Ibs. 

80 PZ 282. Only $10 Down. NET............0-e0e0e0eee 235.00 


Model NFBR. Same as NFB unit above, but for rack mounting. Has 
1g” steel panel, 19x1044”. Shpg. wt., 100 Ibs. 
80 PZ 290. NET.. 


PERMA-POWER RADIO 
BATTERY ELIMINATOR 


Model “*A”. Con- + 265 


Magnesium-copper sulphide rectifiers for use 
in low voltage DC power supplies. Single-phase 
full-wave bridge type. Operate from —90° to 
F. Constant output without adjust- 


MALLORY DRY-DISC RECTIFIERS 

ments. ‘‘Self-healing” rectifying film. tAt full 
load. Type of mounting: *Insulated bolt; 
tgrounded foot; §insulated stud. J suffix indi- 
cates universal mounting design. 


verts battery ra- 


dios and other J, Stoc Mfr's |Max.ACv|_ Dev _| py Sizes Replacement in Wt, | cist | NET 
low-power bat No. Type Input jOutputt) am H.W. D. Equipment Lbs. EACH 
tery-operated ap- ——. ae ae te j;_Amps | . ve |. , 

pliances to 110 v. 56P 174 | IBAR* 3.2 7 | 435 Wex%exl’ | GTC Battery Eliminator % $2.90] 1.89 
AC house current 56P 175 | IBsR* 6.4 34 15 Vex %/_x1¥%_"| GTC Battery Eliminator Y 3.45 | 2.25 
operation. Effi- 56P 176 | 1B12R* 9.7 5.2 1.3 Vax%oxlAF\ Electric Fence Supplies % 3:95 | 2.59 
mont tee 56P 170 | 1B12C1)* 9.8 5.1 3.2 | 1%x1%x2%% Mallory 3C, 6AC4 Booster % 7.25 | 4.74 
rectifiers produce * Te 

well-filtered DC 56P 177 | IS16CB7 12.8 6.6 6.0 | 3x2%x3% i T 6AC6, 

output . Rated 56P 171 | F16C3t 13.0 6.8 3.9 | 2%x1%x3" Mallory 5535 

os Ele ak aber 5eP 186 | is2sc7g | 194 | 10.1 4 [3346x245x4%4"| Mallory 12-AC-5-2 


maintained under 


widely varying tube loads. *‘A” power: 1.35-1.5 
v. DC, “‘B” power: 90 v. DC at 13 ma. Operates 
any 4, 5 or 6-tube radio with filaments designed 
for 1.5-volt battery operation. Fits inside back 
of battery radio cases and in battery compart- 
ments of most portable radios. Very compact 
24%4x634x41". Variety of sockets permits use 
with most portables. U.L.. Approved. For 105 
125 v., 50.60. cycle AC. Wt., 4 Ibs. 

BaPLZGn NE Tg 0... ace peace te 12.40 


CARTER CONVERTER 


Regulation, approx. 20%, po load to full load. With AC plug-in outlet and 
DC input cord. Sxloyxtie’. 
80 P 059. List, $123.00. NET. 


Allied Radio Corporation, 100 N. 


Shpg. wt., 18 Ibs. Only $5 Down. 90 AO 


Western Ave., Chicago 80, Illinois 


Inverters, Power Supplies and Plugs 


DC TO AC UNIVERSAL INVERTERS 

Universal inverters for operating 110-volt, 60 cycle AC equipment 
from DC voltages in autos, buses, trucks, boats, trains, planes and DC 
districts. Designed especially for standard 110-volt AC tape recorders, 
TV sects, radios, PA systems, electric razors, test equipment, etc. Units 
are carefully engineered and ruggedly constructed to provide long life 
operation. All feature complete RF interference suppression and excep- 
tional frequency stability. Have operating efficiency in excess of 75%. 
Four-point voltage regulator corrects output voltage for minimum and 
maximum loads, and also helps compensate for input voltages lower or 

- higher than normal. Inverters are recommended for use with loads 
having power factors in excess of 70%. Built-in toggle switch selects most efficient operation for 
use with TV sets or tape recorders. Inverters are not recommended for use with large motor driv- 
en appliances such as refrigerators, washing machines, etc. All have On-Off switches. Housed in 
ae ammerloid metal cabinet with leather carrying strap. Siz Standard Model RSF, 8Y%x 

aie Heavy-Duty Model RHG, 674x11%x8%"; Extra-Heavy-Duty Model H 274x 
814". With battery clips for instant connection to power source. Model with “P"” s 
cord for use in auto cigarette lighter receptacles. *Recommended for 24-volt 
Before ordering, be sure to check wattage rating of specific equipment with which inv 


Stock Mfr's Input |Output ___Watts wt., | List | NET 
No. Type DC Volts|60 Cycle| Cont. | I . i | EACH 

8| PU924) 6U-RHG 6 110 v. 125 | 150 27 $99.50 65.01 
81 PU 926) 12U-RSF 12 110v. | 100 | 125 220 75.00 49.00 
81] PU927| 12U-RSF-P 12 110v. | 100 | 125 22 75.00 49.00 
81 PU928| 12U-RHG a2 110 v. | 150 175 27 99.50 65.01 
8/ PU929| 12U-HS]J 12 110 v. | 200 250 37 125.00 81.67 
8] PU 930) 28U-RSI* 28 110 v. 100 125 22 89.95 58.77 
8! PU931/ 28U-RHG* 28 110 v. 150 175 27 119.50 78.08 
8! PU936| 50U-RSF 50 110 v. 100 150 22 89.95 58.77 
81 PU937/110U-RSF 110 110 v. 150 250 22 75.00 | 49:00 
8! PU938/110AU-RHG 110 110 v. 250 325 27 89.95 | 58.77 
81 PU940/110U-HSJ 110 | 110v. | 400 600 37 145.00 | 94:74 


PORTABLE PLUG-IN TYPE DC TO AC INVERTERS 


Lightweight inverters for operating 110 v. AC equipment from DC 
voltage sources. Feature excellent frequency stability and high 
efficiency. 6 and 12-volt units plug into cigarette lighter receptacle 
of any vehicle; others are equipped with standard 2-prong plugs. 
All are designed especially for use with dictating machines; record 
players, electric razors, test equipment, etc. Not recommended for 
tape recorders arid large motor driven appliances such as refrigera- 
tors, washing machines, etc. Gray Hammerloid case with leather 
carrying strap. Sizes: DME, 5'4x4%4x2%”: RM and RMF, 
854x8x3%4". *Recommended for 24-volt operation. RME and 
RMF types are equipped with an adjustable, 4-position voltage 
regulator, calibrated for low, medium, high and maximum Joads, All are for use with loads having 
power factors over 80%. Check wattage rating of equipment before ordering. 


Watts 


Stock Mfr's Input |Output 


Wt., Liet NET 
°. Type DC Voits|60 Cycle/Cont. |Inter. Lbs. EACH 
80 P 246 6DME 6 110 v 30 40 5 $24.95 16.30 
80 P 289 6C-DME 6/12 110 v. 30 40 5 28.95 18.91 
80 P 247 6-RMF 6 110 v 60 80 12 49.50 32.34 
81 P 941 6C-RMF 6/12 110 v 60 80} 12 __ 54.95 35.91 
80 P 249 12-DME 12 110 v 40 50 5 24.95 16.30 
80 P 266 12T-RME 12 110 v 90 125 12 49.50 32.34 
81 P 942 28-RME* 28 110 v 80 100 | 12 69.50 | 45.41 
80 PX 2/8 |/110-RME 110 110 v 100 150 | 12 59.50 | 38.88 


6-12 V. DC POWER SUPPLIES 


6 amperes continuous. Has voltmeter and am- 


eye v., 50-60 cycle AC. Gray steel case, 

6Yzx9¢x814”. Shpg. wt., 22 Ibs. 

80 PU 243, NET... 4828 
duty model, Uses 


Type 620C-ELIT. Heavy 
dual rectifiers—full wave assures noise- 


peres or 12 volts at 10 amperes. Has voltmeter 
and ammeter 
8-position voltage or control, Size, 64x 
127¢x8%”". For 105-125 volts, 50-60 cycle AC: 


Shpg. wt., 33 Ibs 
65.61 


SO PU 2346, NT. eck cee 
6 AND 12 V. SHAV-PAKS 


(B} Miniature inverters that operate standard 

AC electric shavers from 6 and 12-volt stor- 
autos, buses, trucks, boats and 
nto cigarette lighter receptacle. 
Both 6 and 12-volt models provide 115 volts 60 
cycle AC output at 15 watts. Hammerloid steel 
case. 4x254x2%4". Shpg. wt., 24% Ibs. 


Stock No.| Type |DC Input] List | NET 
81 P 944) 6-SPB 6 volts” 
81 P945|12-SPB| 12 volts | : 

‘ 6-12 V. BATTERY 


CHARGER 
Model 612CA6, 
Charges 6 or 12-volt 
storage batteries 
through cigarette 
lighter receptacle of 
any vehicle. 6 amp 
charge rate tapers to 
3 amp. Circuit-break- 
er eliminates need for 
fuses. For use in nega- 
tive and positive- 
ground vehicles. 84x5 44x3%". For 110-120 v., 


50-60 cycle Shpg. wt., 8 Ibs 
22.01 


Battery holders for transistor assemblies, radios, 
meters, mode! airplanes, etc. Feature snap-clips, 
moisture-proof fibre washers, mounting holes and 
aluminum-alloy, nickel-plated eyelets. *End to 
end. Av. shpg. wt., 3 oz. 
‘ NET EACH 
sir the Holds| Burgess Mallory Eveready [rig 20-299 
543 071| 104 | 1 RMR B 30¢ | 26¢ 
54 J 042) 139| 1 E-9,E-12, | 23¢ 2\¢ 
54J 843 140 2 | RM12R, TR133R,| £133, £502, | 38¢ 34¢ 
544 044| 171 | 3 |/2-9R. ¥15| pmso2k, ZM-9 || 915, 1015E, | 49¢ 44¢ 
54/3 045) 182/ 4 |) | 505 64¢ 57¢ 
54J 077| 189 | 2 * | 1015E 49¢ 44¢ 
4J 046] 173 | 1 , | E233, 635, | 30¢ | 24¢ 
245 o47| a | 2 |!) IRE 3a¢ | 34¢ 
544 079| 185 | 2 * | 935 45¢ | 36¢__ seers 
54 J 048] 137| 1 |\ 23¢ 2l¢ vines | Eee WLAY 
543 049] 138 | 2 |/7 aA 38¢_ | 34¢ By C \2F4 V 8004, VS069,VS07C,| 
*S ¢ 
34) 055) 1h) 1 thy TRI52R wae Eee") Ete 54 3027|5As_ | D VS065 12¢ 
Saosteet el soe | aae | 22 28988n4 | F i AOE vsonayrsnse "| 
f 5 B2- * |430,B30,M30, W30P1,/VS012,VS013, 
54J 057) 182] 1 TRIISR £132 30¢ | 24¢ ti mei , « 730,10308Pi Vs014,V $015 10¢ 
54J 040] 175} 1 |\ D-99, A-100} 30¢ 24¢ = ISG jC -2 TNO kA” : oad i4¢ 
176 | 2 |s2-24 RMAZR 724 38¢ 34¢ 54 J028|5AB2 | H |2TXX40,4GA42 
186 | 2 * r 950 49¢ 44¢ 54 J072|\6K4 J |G6B60,F6A60P, 
ao ml 53 3( S6D60,T6Z60P 
a 4 puro 41 Sos a4 54 J3023/5AB1 | K |6TA60,4TZ60,17GD60} 
Wal 30¢ 34¢ 54 J031|/5AB7 | L [F aH AN alld 
T5Z50,T6Z60 
ie J lb el be ie ae 38¢_ | 34¢ 54 J067| 5M) | M |Po,D5 Hom Mo, 
183 | 1 , 30¢ 24¢ t 2 XX45,X X30,XX50, 
igs | 2 |)U20 a0 38¢ | 34¢ 543068] 5F } | N| K45,P45.p4sM, 
eee lee a one hl sole P60,D6,4D4,N60X, 
226 | 2 j¥10 2 38¢ | 34¢ co 
+ JO026/5A3 | P F3, 
BURGESS BATTERY ENGINEERING MANUAL eR ostitma tt las iriPix ae 
Complete data ou dry batteries for the design engineer. x acids ~ 
Gligphets tnclude Basic [nformarion on Dry Batteries, ES 54 J037/5D R |030,2U6,2N6,UX45 
planation o: arious Cell Types, Performance on Standar ~—" 
Tests, Curves for Estimating Dry ‘Battery Performance, 54 J3073)/5D1 Ss XX50,P45,P45M, 
Terminal Illustrations and Dimensions, Resérve Type Power Panta P60,N60X ,C6X 
Units, etc. Iustrated. 97 pages. Size: 6x914”. 24 J074/5D2 | S INGO. a 
38 K 874, Postpaid in U.S.A.......-.......-......L00 | 54S075\5MFA! S IXX45.XX30,K45 


At Allied You Select from the World’s Largest Selection of Electronic Equipment 


ny Type 610C-ELIF. Features either 6 volts 
@ 10 amperes continuous, or 12 volts @ 


meter. Toggle switch selects 6 or 12 volts out- 
put. 8-position voltage selector control. For 


less operation. Rated output: 6 volts at 20 am- 


Gray steel case with handle. 


is ee ne ite ee ED 0 | OO OD 08) 


PORTABLE, TRANSISTOR & INDUSTRIAL BATTERIES 


This extensive listing covers types for hundreds of industrial applications 
and virtually all portable radios in use today. If you cannot determine which 
us the make and type number of the original batteries, 
*Mercury batteries. $Other 


batteries you require, give 
plus the make a 
voltage taps: 1%, 3 


nd model number of your set. 
, 41%, 6. t Other voltage taps: 3, 4%, 6, 9, 10, 16%. 


PORTABLE “A” BATTERIES 


RCA Batteries 


Stock) Mfr's | Std. | Uist |_NETPER BATTERY >) * Wt. Per Replaces 

No. Type Pkg. | Price | Single Lots |Std. Pkg. Sie ze Batt., Lbs. Burgess |Eveready| Philco Zenith 
80 J 901) VS004 12 |$1.65 | 1.27 1.15 1% 41 6x2 59x254” 144 4F 742 Poa Z94 
g0 J 902) VS009 12 | 1.65 1,28 1.16 6 Dox Ilex 344” 1% F4Pi 744 P4F4Ri) oa ey 
80 J 947| VSO34A | 24 .20 14 125 | 14 6x2 y Z 915 P15 Zs 
80 J 948| VSO35A | 24 .20 14 125 | 1% 1x115%” \y% 1 935 
80 J 903| VS036 24 | .20 14 125| 1% 156x284” yy 2R 950 
80 J 962} VS065 12 | 1.50 1.16 1.05 7% 3 Lex 86 134 C5 717 
80 J 963| VS067 $2711.35 1.05 95 44 | 4x144x4” 1 F3 736 
80 J 965| VS068 12 | 1.00 a2 .70 6 | 134x114x2%” YY Z4 724 
80 J 966| VS069 12 | 1.20 192 184 1% 29x15 %6x2 19,6" 4 2D 720 
80 J 967, VS072 6 | 1.35 1.05 95 414 3 xl 1Gx2!556” 1 D3 726 
80 J 904) VS073 24 | .125 .09 .08 1% | 6x18" % N W463 
80 3 897| VS074 12 15 10 1095 | 136 | '3gx12%q” 2 7 912 
80 J 214| VS141 6 | 1,10 85 TH. 1% 219 gx111gx414” 1 2F W353: | steasve sfeeue nee 
80 J 912| VS236 12 45 35 32 1% 134x434” % 21R 964 P77 5 
80 J 294) VS315 6 | 1.50 1.16 1.05 7H | 2%ex2lox2186" 1 DS 707 P26 Z707 

A PORTABLE “'B” BATTERIES 
80 J 905| VS012 6 | 4. 3.62 3.29 45 321 Gx217Gx5 546” 3 B30 484 P305° -"|stgseke a 
80 J 906) VS013 6 3 2.97 2.70 45 3196x127 Gx514” 2 M30 482 P45 2783 
g0 J 907) VS014 5 | 3. 2.74 2.49 45 314x214 x49" 134 A30 W359 | P210 Z530 
g0 J 908| VS015 6 | 3.95 3.04 2.76 |2214-45| 3x25@x414” 1% Z30 738 P104-U sane t 
B0 J 909) VS016 6 | 3.50 2.70. 7| 2.45 674% | 218%4x134x3214” 1 XX45 | 467 P67 Z67 
80 J 910| VSOS5 12 | 2.95 2.29 2.08 45 2216x1x3 114” 34 XX30 | 455 P105 ZASS 
80 J 889| VS082 6 | 3.45 3.10 2.82 67% | 24%4x1%x2134" 34 K45 487.) eee Z457 
80 J 913) VS084 12 | 1.50 1.16 1.05 | 22 116x54x2” " yy U15 412 _| Po12 Z12M 
80 J 969| VS086 12 | 2.50 1.93 1.75 45 116x94x3 114” y U30 415 Pi5® ZA15 
80 J 911| VS090 12 | 4.50 Ray || 3615 90 3?49x196x2749” i N60 490 P132 Z490 
80 J 968| VS217 6.| 4.15 3.47 3.15 |i 75 115 6x1 4x625—" 1 XX50 | 437 Pi44 2437 
80 J 999| VS218 6 | 3.10 2.39 2.17. | 67% SU¢x1x12%Q" 1 P45 477 P149 Z477 
80 J 984| VS219 6 | 3.95 3.05 2.77 90 1914x114x7 154” 1 P60 479 P176 Z90 
80 J 297| VS316 6 | 4.95 3.82 3.47 | 90 115 6x115.4x714” 1 N6oX | 495 P190 Z495 
80 J 296] VS318 6 | 2.95 2.28 2.07_ | 6734 | _1!lex616x3}9” 1 UX45 | 416 P2T7. teas & 
: PORTABLE “AB” BATTERIES 
80 J 916; VSO19 6| 7.75 | 5.98 5.43. |734-9-90| 92 46x284x4%” 6 F6A60 753 
80 J 920) VS047 6 | 8.25 6.36 5.78 |9-90 1354x278 ox416" 8 G6B60 | 752 
80 J 921) VS050 6 | 7.25 5.59 5.08 |6-734-75| 854x216x3 116" 4 | T5Z50 | 755 
80 J 933| VSOS7W|__6 |_6.95 5.36 | 4.87 |734-9-90 83 6x28 4x3186" 4 T6Z60 756 
80 J 928] VS058 6 | 7.95 6.13 5.57 |9-90 934x234x434” 5 F6A60P| 757 
80 J 888] VS05S9 6 | 7.45 5.74 5.22 [9-90 934x214 x3284" 5 T6Z6OP| 727 
80 J 896| VS060 6 | 6.90 5.32 4.83 |714-75 836x2144x3 11%” 3% | T5Z50P| 785 
80 J 929] VS064 | 6 | 6.25 4.82 | 4.38 [144-90 | _7'8ex2Vax3229" 334 _| 4TZ60_| 729 
: = ____ TRANSISTOR BATTERIES 
79 3 774| VS149* 2 A) hhh 1.30 1.18 4 1'H_x5” Ve [Rasideane E133 
80 J 014) VS300A | 12 | 1.35 1.05 95 9 31gx1 31g” % 
80 J 991| VS301 12 | 2.50 1.94 1.76 | 3,6,9]| 8x1%@x2!3%" 1-4 
80 J 837| VS304 12 | 1.50 1.16 1.05 |9, 1336 |_ 1! Yexl Vax21%" % 
80 J 838} VS305 12 | 1.85 1.43 1.30 9 1136x1119x31846” M4 
80 J 839) VS306 6 | 1.80 1.39 1.26 9 356x2 Lgx2%G” i 
80 J 842| VS309A*| 12 | 1.95 1.51 1.37 2 1294x 2%" ly 
80 J 845) VS312* 12} 2.25 1.74 1.58 8 1x¥4ox1 56” \% 
80 J 846) VS313* 4 ; 56. | 5! 1.4 | %x131¢” Y% 
80 J 298] VS321 12 | 2.75 2.12 1.93 4% | 2184x134x811¢” 3 
80 J 299) VS322 12°] °450«| “ate 1.05 9 121 x2136" V4 
79 3 775|_VS323 12 | 1.35 ios: })* 95: |. 9 11H 6x1 Yoox! Ye” Ya 
81 J 053) VS334 4 .25 Ke 155| 1%) %e7x2” VA 
81 J 054) VS335 12h “25 17 155 14% | 1x1%6” Y% 
80 J 095| VS336 24 .25 17 155 134 | 11346x1 1846x246” ¥% 
80 J 949| VS400* 10 | 2.65 1.98 1.80 4 1*lex1 a” % 
INDUSTRIAL BATTERIES 

80 J 870] VSO06C | 12] 1.25 | 92 84 144 254x61146” 2% 
80 J 720} VS006S 12¢L 25 92 84 1% 254x61146” 2 
80 J 937| VS028 5 | 1.25 97 88 4% 24x 76x3 1G" % 
80 J 938] VS029 10 | 2.35 | 1.82 1.65 7¥§ |_ 3%x%4x3" 1% 
80 J 942} VS039 4 | 4.98 3.68 3.34 6 1034x274x7%” 11 
g0 3 992) VS040C | 12] 1.19 .87 .79 6 211 iGx2 1 igxd 6” 1% 
80 J 950] VS040S 12 | 1.19 .87 79 6 21 Viexd 1 Ligxd 846” 134 
80 J 993 VS070 12 | .85 66 60 144 134x31546" % 
80 J 690} VS083 eal ee -90 81 15 114x5¢x1154” Y% 
80 J 914) VS085 12 | 1.75 1.35 1.23 | 30 2% 6x56x1 lq” 4% 
80 J 989} VS093 3 |11.95 9.21 8.37 | 300 211 6x2 19x322¢” 14 
80 J 722| VS100 Sap 25, .96 .87 3 2116x134x494” 1 
80 J 986| VS101 Sr} 1-25 -96 .87 144 |__21V46x134x4%%” 1 W354 
80 3 951| VS102 5 | 2.35 PiF7 1.61 221% | 3%46x214x234” 1% | 4156 763 
80 J 957| VS106 42 \het,25 93 84 114 | 21L6x2116x436” 14% | 4FH 735 
80 J 952| VS112 5 | 4.35 3.36 3.05 |22%-45| 4)4x2%6x5}4” 34% | 5308 W376 
80 J 988) VS114 5 | 3.85 2.96 2.69 | 2234-45] 3x12%gx584” 2 Z30NX | W350 
80 J 959) VS130 5 | 1.90 1.46, 1.33 | 12-3-43|_ 3*1Qx111gx3 146" 1 2370ST | 761T 
80 J 960) VS131 4 | 4.45 3.43 3.12 | 22545 | 434x2% x31” 2 5156SC| 778 
80 J 987| VS133 10 | 1.02 75 .68 44 | 24exigx3 4" % | 532 703 
81 J 0561 VS147* 4\| 45 33 30 14 | *%xt5¢" bE eee E630 


Depend on Allied for Complete Stocks, Low Prices, Friendly Service 


Burgess Portable Radio Batteries 


LATEST LISTINGS FOR PORTABLE RADIO BATTERIES 


e Power-Packed for Best Portable Reception 
e Assure Longer-Lasting Listening Pleasure 
e Always a Fresh Supply at Allied 


Most portable batteries are listed below. We can 
supply additional replacements if make and 
models to be replaced are known. *Mercury cell. 


PORTABLE “A” BATTERIES 


NET PER BATTERY Wt, 
Stock | Mfr's | Std. | List Volts Size Per Replaces Battery Types 
No. Type Pkg. Price |In Single| In Std. Battery, 4 we 
Lots Pkg. Lbs. |Eveready RCA Philco Zenith 
53 J 029 |i ie ese20.) 14) tS 1% |11545x34,” dia. Y% | 935 | VSO35A P903. Zi 
53 J 069 |2D 1 so a .84 1% 2%px 19 % 720 VS069 er 
53 J 000 |2F 1 PAD... ae 1% 21% x1 % | W353 | VS141 
53 J 001 |2F4 1 SOO 25, 5 |) 2.73 6 4x21 346x576” 2, 718 | VS a0 
53 J 063 |2R 48 .20 #4) a 5k 1Y2_ |225%4x 1214” dia. i Weal 950 be y __ ‘\P920ig ets Z2NL 
80 J 641 [21R 12 45 | 35 .32 1% |4%x1214," dia, VA 964 | P77 ZS 
53 J 049 |37 1 aS lle os. 65 1% |614x1%e" dia. "% : & | af Boe J 
53 J 003 |4F 6 1.65 1.15 1% | 254x254x434)” 14 742 | vsoo4 | P94 Z94 
53 3045 |5R 12 .20 13 1% | 21544x49%4" dia. ¥%, ‘ : yoa% 
80 J 629 |6F 1 2.75 .+- | 1.93 |__ 1% |A%4x2%4x4V%e”_ | 2% | 743_'| VS007 P96 a Z96 
53 J 006 |8F 1 B:45;,) oes 2.42 14% 32% x 223x549" 3 74 |e ; | + 
53 J 046 |8R 12 85 | .66 .60 1% |31546x1342” dia. % 960P | VSO70 Rds Z1 
53 J 047 |9R 12 i a th 12 1% |1¢8gex296a" dia, % | 1015E} ; peBe | a 
53 3042 |B5 1 2.25 = 1.58 7% |32%ax7/4x227h," Y%| 713 VS129 | ae 
53 J 043 |C5 6 1.50] 1.16 | 1.05 TY |2I/ax11546x3'2” ¥, 717 | VS065 P31 2750 
53 J 070 |D3 6 1.35 | 1.05 | .95 | 442 |3%4x15%6x2'%e"”_| % | 726 =| VSO72 | __ 22 . 4E02 
80 J 624 |F3 6 1.35 | 1.05 95 | 4% [4xl%ex4%" 1% 736 | VS067 | P38 Z736 
53 J011 |F4PI 6 1.65 | 1.28 1.16 6 22Yax22Vox4 fy" 1Y% 744 | VS009 | P4F4R ics 
53 1013 |G3 6 1.50] 1.16] 1.05] 4% 4Y46x17x41 Ye" 1% 746 | vsoo2 | P100 Z83A 
53 J 106 |Hg-3* a .80 59 554°) 1.345 |2YA2x314)” Mia. Y% | K3 Equivalent to Mallory RM3R 
79 3776 |Hg502*| 12 oF .68 .62 | 1.34 |131 42x17,” di Yo Sans! Wil Equivalent to Mallory RM502R 
53 3071 |T5 3 1.90 | 1.45 | 1.32 7% |217/x21% 1% | W300 | Be er 
80 J 625 |Z4 1 ) A | 70 6 1 6x13%6x27%/ Yo 724 AA S068 _ be. = tess 
PORTABLE “B” BATTERIES 
(80 J 535 |A30 2 3.55 | 2.74] 2.49 | 45  |3%ex2i4x4546” | 134 | W359 | VSO14. | P210 Z530 
80 J 536 |B30 2 4.70 | 3.62 | 3.29 | 45 AV Agx2' Tox 55/6” 2% 484 | VSoi2 | P305 ew 
80 J 631 |K45 6 3.45 | 2.66 | 2.42 | 67% |21Vext%ex214” i 457 | VS082 fe ZA57 
80 J 546 |M30 £ < t e 2.70 | 45 ISI4Qx134x3%e" 2 482 | VS013 P45 Z783 
80 J 632 |N6O 6 _|__ 4.50 | 3.47 | 3.15 | 90 3! ext %ex3!%” |_1 | 490 | VSooo |, P132___ 2490 
80 J 693 |N6OX 1 Ce ae 3.47 | 90 1% 495 | VS316 P190 Z495 
80 J 642 |P45 6 3.10 | 2.39 | 2.17 | 67% y, 477 | VS218 P149 ZA77 
80 J 645 |P45M 6 4.00 | 3,03 | 2.75 | 6714 %, ee P175 Ss 
80 J 665 |P60 6 S195 |73,.059| 2:77] 90 2 _|479 | vs219 | P176 Z90 
80 J 646 |U30 1 2.50 1.75 | 45 |1 34x19, x31 Te el UE AES S0s6 et a esd ~~ Z415 
80 J 692 |UX45 1 2.95 2.07 | 67% = |1%ax314nx3314 % 416 | VS318 | P217 Fs 
80 J 539 |\W30PI 1 3.33 2.33 | 45 ; , 4%) 733 : re 4 
80 J 545 |X X30 6 2.75 | 2.11 1.92 | 45 | %| 455 | Vsoss P105 Z455 
803544|XX45 | 6 | 3.50] 2.70] 2.45| 67% |2 49x343f4" %, 467 | VS016 P67 “5267 
80 J 613 |XX50 6 4.50 |\3.47,| 3.15 | 75 |127/2x 1546x6546” 1% | 437 | VS217 P144 Z437 
80 J 588 |X X69 1 G88 ihc) 4:60") 103% 1 Yad Wax 12342” 1% b W36Ro le, ine ae, ae 
80 J 537 |Z30 2 3.95 | 3.04 | 2.76 | 45 13x2%6x4%—” | 1% | 738 | VSo1s ‘P104 
PORTABLE “AB” PACKS 
“BO J 551 |4GA42 1 8.80 6.16 | 1%, 63 [9V46x2Vyx434” 4 W366 | VS053 — P41A4FL 
80 J 676 |4TZ60 1 6.25 4.38 | 114, 90 |754x21%4x3%"” 4 VS064 P364 
80 J 555 6TA60 1 7.85 oo 5.48 | 11%, 90 |931A4,x21 Yax4Vg & BR wir ie VS054 ae oh Sa oo 
80 J 584 |FoA60 1 7.75 5.43 | 7%, 9, 90/9546x22ox454—” | 6 Vso19 P841A Z979 
803616 |F6A60P| 1 7.95 5.57 | 9, 90 96x | 6% VS058 Gis | Z909 
80 J 570 |G6B60 1 8.25 5.78 | 9, 90 132% 2x21 34gx42¥/y"| 7 VS047 P60B6F6 Z985 
80 J 585 |G6M60 1 9.45 _|_ 6-62 | 72, 9, 90) 10% 6x3 Vex4Vo” | 6 LV SOLE ein 5s Me pikes 
80 J 615 |TSZ50 1 7.25 5.08 | 6,744, 75\814x3' Yox2 | 4 | vsoso | P350 ene 
804675 |T5Z50P)/ 1 6.90 4.83 |7%4.75  |8i4x31i | 3% | VS0o0 | 2. | 2775 
80 J 614 |T6Z60 1 6.95 4.87 | 74%, 9,90 23%6x81 i 44 Sos7W P371 oe 
80 J 643 |TOZOOP| 1 7.45 | 5.22 | 9, 90 254¢x8! Sex: 313% 6" | 4% a Z962 
“PORTABLE BATTERIES FOR TRANSISTOR 

53 J 089 |130 12 25 7) .155 a 11 4ex*3{,” dia. % P903 Zi 
80 J 684 |2N6 1 LSS. daca tt: 30 |274x1 Vox Yo" VU P178 
80 J 664 |2U6 1 cont eee 95 9 174x3%4x1” V% 
53 3096 2Z3 1 1.59 re a 4% = |134x134x234” ¥% | Vv Cae. a 
78 J 243 |7 12 AS | 10} 095 | 1% [1%4x'%" dia. a Ye | _ | vso74 Siren ae f Z912 
53 J.090 |230 24 .25 17 | 155 1% | 2254x12Yq” dia, Y%s, | A100 | VS336 P920 Z2NL 
33 3 oe) oo J me 14 3 1% |13Vaox356q” dia. Yo 1015E | VS034 P15 Z8 
80 J 694 |COX 1 1.60 ON) BAT Y% ish ee 5 a Soke 
53 J 087 |D5 1 1.50 1.05 4% vs315_|___ P26 Z107 
"80 J 666 |D6 Pe es eer i VS306 | P88 2276 
80 J 691 |D6PI 1 PO MRIs. Phd 76 1 VS301 : re 
53 J 093 |D6S 1 1.50 Pes ip £08 2Y%4x1 V4x72%) 1Y, 2 Pas 
53 J 105 |H233* 1 2.65 |_.... | 1.80 | 4.035 [13yoxiYo" dia. | % |_ Vv ‘S400 Po96 abt 
79 3777 |Hg9* 12 75 56 al 1.4 |13) hax\ Ty” dia. Yo Equiv: ilent to Mall ory ZM-9 

4.092 |M6 1 £50) -[ 92. 1b 05 9 [11 Mex 1346x2746" %, VS322 P1605 | a ae 

3689 |NE 48 125 .09 .08 14% Lfqx7je" dia. % . 

3086 |P6 1 IG} S..c. 77 9 13\fax3145x 131A,” % 226 zs dts: a 

s088 |PoM 1 1.35 en 93 9 }31Aax3 Vox 18344” Va ay VS300 P91 Z266 

4679 |XX9 1 150 [owes 11.05 9, 132) 1%ex2%ox2'742" VY 239 | VS304 hs a 

— amen é — = ee = 

416 Depend on Allied for Complete Stocks, Low Prices, Friendly Service 


> 


Burgess Batteries 


BATTERIES FOR ALL PURPOSES 


If you do not find the battery you need in this listing, write us. Give the make 
and type of both battery and set. We'll supply an equivalent battery. 


“FEATHERWEIGHT” “B" BATTERIES—INCLUDING HEARING AID TYPES 


Replaces 
Std. NET EA. F Shps. : 
Volts Size Wt., s Sono- Ever- Acous- 
’ eka: Sana: a Oz. Zenith tone eady ticon 
“53 J 072 1 1.37 a2 Ye L116x!3 6x3 14" : Be 425P 22EW 
53 J 073 1 t.72 33 4 
53 J 074 1 2.10 45 12 
53 J 094 1 1.16 15 2 
53.3095 |_ 1 Se Ber Ag % is 
53 3075 | K20 1 1.51 30 Dt Ex! 3 ype 
53 J 076 u10 1 81 15 1x" 4x11%” 2 ZiAiM 211 
53 J 077 U1s 1 1.05 22% 1xt4x1*19" 2 Zi2M 212 
53 3078 | _ 020 1 et eS 30" 1x274x2 1%" 2 Z13M 213 
53 J 080 vio 1 81 157 ex gx” 3 Z5M ZS 
53 J 081 Yi5 1 1.05 224% 8 gx !8 4x1 tle” c 4 Z6M Z6 
$3 J 079 ¥20 1 1.30 30 Oxi 14x28 3 . Z7 
53 s0e4 | v20s | 1 30 | 30 | ax ax2ta” fae prmaeis e 
TYPE 2U6—FOR TRANSISTOR PORTABLE RADIOS | FLASHLIGHT BATTERIES 
Fits Most Japanese-Import Models Chrome protected. Types 2 and 210 cells 


all others sealed in plastic 


sealed in steel 


Ae el Sih ed portable battery that is physically and steel. Type 1—for baby tubular flash- 
and electrically equivalent to the following American- Hghta- ypes 2 and 210—for standard 
made batteries: Eveready 216; RCA VS-323; NEDA Heariisiter type z—stor standard pen- 


1604; Ray-O-Vac 1604; Mallory M1604; General 1 sg T 5 oa sli nlights; Type 
179; Western Auto 3B6469; Marathon 1604; Mont- ents: taiature and wovelty Hebte. 
gomery Ward 123; Sears 6417; Zenith 216. Also fits eavy-duty type—last up to 24% times 


most Japanese imports. 174x3%sx1”. Wt., 2 oz s sae 70: an } 2 cells 7. Ww e 
BOw'6e4- List; $1.35. NEY... ....-. <. Fira, POE 5 logy tian Nov? ori ee gees ie 
7 NET EACH | REPLACES 


Stock |Mfr's| size | sta. LIST| Sgl. | Std. | Ever-) Ray- 
Pkg. Lots| Pkg. | eady | ovac 


STANDARD DRY BATTERIES e 
Suitable for all radio and laboratory requirements. 53 3029} 1 11546x536¢4” 12 .20 U4. \Potae 935 | 1LP 
Burgess quality construction and insulators allow use 53 J009) 2 23/axl2ey” 48 .20 l4 | 950 | 2LP 
of very active ingredients, providing maximum useful 78 J 243) 7 134x1%2” 12 15 «10 | .095 912 | 400 
life. Letters following battery type numbers denote 79 J 753| 210*| 23x12" | 50 25 -17 | .155 | 1050 | 3LP 
terminals: PI — plug-in terminals; SC — spring-clip 53 3082; N | 1'eax%o” 12 125 09 | .08 904 | 716 
terminals. All others have screw terminals. | 53. J O31) Z | 1%2x*%a" 12 15 10.4. OFS 915 | 7R 


IGNITION, TELEPHONE AND ALARM BATTERIES 


“A" BATTERIES 
Designed for emergency illumination, portable lighting, alarm systems. 


7 Shpg.| Used by railroads, police, fire departments and emergency crews. De- 
Seis phe aes Volts Size Wt., 43 . pendable, ibak prose metal container. Types 4F2H and 4FH recommend- 
= Bol (ee Lbs. s- ed for general ignition, telephone and lantern service, etc. 
80 J 621| 2BBP 1% |14x"4Qx2"14" Vs 6/4 | ¥ : NET EACH 
ee sort gran | 3" lasteaeare (1% | 8 | 1:78 | tbs Stock | Mfr’s | Shpa.| sed, |———_ 
53 J037| 2F2BP 53 4x15—x4ig” 1% a | 2°23 No. | ype | Wolts) Size Wt., | Pkg.| Sal. | Std. 
53 J 036 Dig bg x44” 5.|".67'|"-79 | = —yosalaee 07 3 mia a 
Fah PT Pe = =| 53 J024| 4F "1A | 254x254x4%" e\1 4 
Secse axl ax? Na Caer) wer 68 | 534027| 4h2H | 3 4 | 3igxttgxsitg’| 2% | 1 45 
535035 %|10| °73 | 766 53J3025| 4F4H | 6 BiGex2"uxSi4g” | 64% | 1 34 
33 1033 |i? |772.| 88 | 83 s04| aes | 4 | fesneene | of | as 
eae es ed 5 | 4F | 814x38gx5 ty ¥ 
J 4 ) => - — —— | = ——- 
Rartost 5 41 1 os] $8 | 804638] Clem [1% | Digx65¢" 2 | 12 B4 
53 3018 3 "es 5 | °87 “39 80 J 639) 6-Tel 114 | 2% x6%”" 2Y2 | 12 184 
53 3016 6 Ly, ae “59 80 J 644! 6-Ind. | 11% | 214x654" 2 12 90 
de SE Sa 80 J 640! S461 16 1044x2%x734" | 8% | 6 3.34 
“B” BATTERIES LANTERN BATTERIES 
ie — “TE For use with railroad-type lanterns. Type F4H has positive coilspring 
Stock Mfr’s Shpg. |sea. | Se eee. contacts—a favorite of railroadmen. Type TW1S for underwater use. 
No, Type Volts Size Wt., Pkg-| Sgl. | Std. — —— —- . 
eee ___|_Lbs. |" *9"| Lets |Pka. Stock | Mfr's |voits Sica we., | sea. | NET EACH 
80 J 504; 10308PI 45 Bigxdlgex7iy" m4 1" 4 4.84 No. Type Lbs. | Pkg.|Single| Pkg. 
80 J505| 10308SC| 45 [8%ax4tax7” | 11% HB 4.84 | 53 027\4F2H | 3 |3%ex2iigxsiy’| 2% | 1 |... 1.45 
80 J501| 21308SC| 45 |sigx4%ex7%q" | 13 1 | 5.36 | 53 53028) F4H 6 |25¢u2%xayr | 14112 | 187 | 179 
80 J507| 2308SC | 45  |8tax2*tex7” | 8 Lila 3.84 | 533016) F4BP 6 | 254x254x4" 144 | ir) eee 
80 J 510} 4156 22% |3!t4x234x2"e" | 1 1, ALON 53 J 103) F4SC 6 | 25¢x25¢x4%4”" 1% 1 lina oe 79 
80 J511) 5150PI 221, |414x2 36x25" 1% 1 3:12 | 804680) TW1 6 | 53x2igxalsy" 3%.| “Sassi 1.83 
80 J 512) 5156SC 2214 |4i4x2 4x2% 1% } 5 | 3.43/3.12 53 3104) TW1iS 6 /3 6x24 x4184" 3% ee 2.05 
80 J 508] 5308 45 24 eo EN 3:05 | 79 3753) TW2 12 | 53¢x2i/4x4"He" 34.) Se Bae 1.83 
80 J 626| U-200 300 1 ze 8.37 | a 
53 J097| D30 45 rR Ma tal pea & Fg PHOTO-FLASH BATTERIES 
53 3098) Z30T 45 1% 1 | 2.62 §Designed for high initial current discharge. 
B80 J519| W30BPX| 45 = |3x114x3! % 1 | 2:4 — NET EACH 
80 J 524) Z30NX 45 12 ox4i8g" 114 5 | 2.96'2.69 Stock Mfr's Volt: Si Std.| Shpg. |__=- —"*""_|Replaces 
80 J 634| Z60BP 90 [344 x2!ex5y" | 2% 1 |.....18.90 No. Type |*ous ast Pkg.) Wt. | Single | Pkg. |Eveready 
. ~~ | sete) eit (Elem | cig] cel ee 
“C" BATTERIES s | f x11 42" 02. = J 
535041| 9208 | 1% |13 142x354" 24 | 402. 214] 13] 815 
: : — WET EA: | 534070) D3 | 4% |37axisierztsie’ | 6 | % 1. | 1.05) 95) 726 
pee Mies | volts Size Win |St4-\sgi. Sed. | 80463!| Ki l67% [2 Velyern” | 6 | Yi | 2.66) 2.42) te 
: 7 3.) Pk 80) 546) M30 | 45 |394x1% x54" 1 2 hoe SUE Bees 70| 482 
pclae he al N 3946x294 x44" Yy Ib 56| 492 
BO. 593) (2370 4¥, |3gxlvex2ie” | % | 5 | 1.4 | BOs ee) Ne | Bee ee tomns9%'| 6 | 1p 15} 490 
80 J513| 2370PL | 414 lavgxirtgxaitgy | 1 5 eee 90_|37 ex] %ax3! %e Ib. 
petal ee 1 0 pleat |_| 8 533276) | Ha ett | 1 | Kb ai a 
80 J514| 5540 7%, \4x4x2i? VY; 5 1 Uf Aol yen, yee 
Biess| Aone [uA Badan | 2 | | 331078 va, 120, Ween | TES are 
80 J516| BSP 714 |4sgxl gx2" y, 1 626 A X29/2x3"/e Ib. : 
80 J521| W5BP 71% |25tgx*gx1 4” % 6 | 80 6B2| U320 | 510 \2154ex1!7Aax5%Ac"| 1 | 2% Ibs.|.. 16| 497 
ae = 804 g77 Xxis0 225 i ae 4 2h bs. 96 489 
3544] XX45 167% [2% x1! 42x34344" Ib. 5 
SPECIAL PURPOSE TAPE RECORDER BATTERIES Bos FAG itil ae: | eens eetebesell ML | Seal arcuate ‘gi| 504 
Extremely compact, highly dependable batteries. Designed specifically 53S OBI VIS (22% |*%oxt%oxl3 Yo" | 1] 3oz |... 1.05] 505 
or use in pocket tape recorders. *Flat contact. +Snap type. 
Stock Mfr's Wt NET FARM RADIO PACKS 
No. Type Volts Size Lbs. | EACH Stock Mfr's Woe “ea Wt., | NET 
53.3099 | 2X62Xt 1%. 9 |2ixi™ax2"g | % | 1.82 No. Type Lbs, |EACH 
53 J 100 2X 7t 10% 214x1*gx2!14" Y% | 1.82 80 JX 572 | 17GD60| 1%, 90 15 14x4%x7 4" 20 | 7.95 
53 J 101 3XX7* 10% 135 x1%@x394” % | 2.00 80 J 636 S6D60 | 71%, 9,90 | 974 x4%4x71¥4" 17 |10.47 
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_ Batteries — Mercury and Rechargeable 


Assure peak performance of portable radios. Feature uniform 
discharge voltage, exceptionally long storage life. 


MALLORY MERCURY TRANSISTOR RADIO BATTERIES 


As new mercury batteries become available from the manu- 
facturer, Allied will stock them, Av. shpg. wt., 2 oz. 


Stock Mallory Std anes al Volts _ Size Replaces 
Wes eyue Pes Lots Pkg. | (Diaox 3t) Eveready Burgess Philco Zenith 

80 J 727 ZM-9 4 x 14 xi2Va" 

803749 | DMON | 2 me ra “in Beaver 

Pomreere | eTR-133 10 130 1.18 4.2 2Yqx2" 

803785 | TR-146 12 1.74 1.58 8.4 1x4x1%h" 

79 3758 TR-164 10 1.49 1.35 5.6 2Vox 12542" 

79.3759 | TR-175 10 hate 1:02 7.0 Yaxl Vag" 

793760 | TR-177 12 1.51 1.37 9.8 iAxlh" 

80 3849 | TR-233 10 1.98 1:80 42 1x2” 

79 3755 RM-42 10 2.48 2.25 1.4 1134x234" | 

79 3756 | RM-630 | 40 133 :30 1.4 54x" 

79 J 757 RM-640 | 20 35 32 1.4 __ E64 J z S-150_ m ase 
MALLORY MERCURY BATTERIES BURGESS NICKEL-CADMIUM BATTERIES 


Extremely long shelf life and uniform discharge voltage. Suffix T of 
RM batteries indicates 14” tab on negative terminal; T2 indicates two 
tabs. TR batteries are transistor powerpaks with self-venting con- 
struction to relieve any excessive gas which may form. Powerpaks are 
widely used by designers and manufacturers of all types of electronic 
equipment. Ay. shpg. wt., 3 oz. 


Stoek Mrr’s | Votts Size Sta.|_PER BATTERY _ 
No. Type Bodyx Lgth.|Pkg.|Sgl. Lots|Std. Pkg. 
79 3762) RM1 A [54x 2%" | 40 42 38 
80 J 878) RMIR 1.35 [54x 21%," 4 -42 38 
79 3721| RMIRT 1.35 |54x 242" 4 47 43 
79 3722) RMiRT2 1.35 |54x 2%" 4 -53 48 
80 J 879) RM3R 1.35 |ix 2%" A 62 -56 
80 J 880) KM4R 1.35 |1U%x 2¥2" 4 Yd 2 
80 J 740) RM4RT 1.35 | 13%6x"Ye” 4 85 77 
te J 723) RM4Z 1.4 | Hex" 4 +64 58 
9 J 763| RM12 1.4 S/4x1Shy” 10 -90 

80 J 881) RMi2R 1.35 | 54x," 2 -90 82 
79 3724) RM12RT 1.35 | Yx®Va" 2 -96 -87 
79 J 764) RM12RT2 1.35 | 1° 4x" 10 1.01 -92 
80 J 784) RM42R 1.35 | 1134x234" 10 2.48 2.25 
80 J 742) RM42RT 1.35 | 1%6x234” 10 2.53 2.30 
79 3725| RM42RT2 | 1.35 | 1%6x2%” 10 2.59 2.35 
80 J 743) RM400R 1.35 | 1542x4” 6 +28 +25 
80 J 884) RM401R 1.35 | 1542x1%” 2 -40 36 
79 J 765) RM411 14.0 | 1x!%xll%" | 1 2.50 
79 3766) RM412 22.4 1x1 %ox115%6" 1 3.50 
79 J 767) RM413 28.0 1x1%2x21y” 1 § vse] “4.50 
79 3 768| RM415 42.0 | 1M%_x%ex3%"| 1 a al 
80 J.744) RM450R 1.35 | 34x14” 4 -36 33 
80 J 882) RM502R 1.35 | x2" 2 -68 +62 
80 J 745) RMOO1R 1.35 | 54x1542" 2 72 -65 
80 J 746) RM625R 1.35 | 3%4x156," 4 33 30 
80 J 883) RM625RT | 1.35 | 39x15,” 4 39 oan 
79 3726) RM625RT2| 1.35 | 34 4xt5Q," 4 44 -40 
79 3720) RM630R 1.35 | %xV%" 40 33 30 
80 J 748) RM640R 1.35 | 54x%e" 4 33 -30 
79 3769) RM640RT2| 1.35 | Vex” 20 46 42 
gaye fkiise | ts{ssemr | $| ae | 138 

7 ; Yaax2 2” 1.42 129 
80 J 790| TR-114R 5.4 - me 2 1.65 1.50 
79 J 770| TR-114RT2| 5.4 16x36” 10 1.76 1.60 
80 J 728) TR-115R 6.75 | 2V¥x1%2" 2 1.80 1.64 
80 J 729) TR-132R 2.7_| 2¥ax15e" 2 92 84 
80 J 730| TR-133R 4.2 | 2%4x2" 2 1.30 1.18 
80 J 731| TR-134R 5.4 | 242x254" 2 1.68 1.53 
80 J 732) TR-135R 6.75 | 2%ax3%4" 2 2.04 1.85 
80 J 733) TR-136R 8.1 22 x32H%Q" 2 2.53 2.30 
80 J 735) TR-152R 2.7 Wyx1%2" 2 79 -72 
80 J 791) TR-153R 4.05 | Yxi2%o" 24> 1.04 +92 
80 J 792 TR-162R 2.7 | 2axt%" 2 .96 .87 
79 3771) TR-163 4.2 | 2¥ox1546" 10 1.21 1.10 
80 J 793) TR-163R 4.05 | 2Vagx1154¢" 2 1.21 1.10 
80 J 794| TR-164R 5.6 | 2i4x1254." A 1.49 1.35 
79 3 772| TR-165 7.0 | 2ax2%e" 10 1.80 1.64 
80 J795| TR-165R 6.75 | 2%eox23;_" 2 1.80 1.64 


) SONOTONE RECHARGEABLE BATTERY 


© Replaces 2 “D" Batteries 
© Provides Power for Years 
® Cannot Be Overcharged 


Model FC-2. Rechargeable flash- 
light battery that can be used 
in place of 2*‘D”’ cells. Built-in, 
overnight charger—plugs into 
any 110 y. AC wall outlet. Pow- 
ers PR-2 bulb for 55 minutes. 


; Leakproof. Cannot overcharge. 
charges overnight Lyexd'He", 8 07. 


78 J 202. 4-36, EACH....5.20 1-3, EACH............ RSV A 


Model FC-3. As above, but for heavy-duty use. Will power a PR-2 
bulb continuously for 2 hours without recharge. Shpg. wt., 10 oz. 
78 J 203. 4-35, EACH...... 6.47 1-3, EACH -6.97 


: MALLORY GRID BIAS CELLS 
For biasing first audio amplifier tubes. No by-pass to 
ground needed. Stack with clips listed at right. "4x3%a"_ 


Shpg. wt., 2 oz. 


Recharges in any 
AC outlet... 


High energy, compact, sealed nickel-cadmium batteries and cells. 
Long-lasting, economical power—may be recharged many times. 
Unaffected by idle periods. *Supplied with solder lug terminals. 
Others with pressure contacts. 10 hour rate (ma). Sealed in 
steel. Av. shpg. wt., 2 oz. 


Stock Mfr's Volts Size + Discharge NET 
No. Type (Dia. x Ht.) Current EACH 
79 J 727 | CD1 1.22 | 2%4x742" 2 1.00 
79 J 728 | CD2 1.22 | 3%qx!564" 5 -70 
79 3729 | CD3 1.22 | ©364x%o"” 15 .78 
79 J 730 | CD3L* 1,22) § 15 87 
79 3731 | CD4 1.22 22 -83 
79 J 732 | CD4L* 1.22 | 34x37” 22 97 
79 J 733 | CDS 1.22 | 14544x'%,” 45 1.47 
79 J 734 | CDSL* 1.22 | 10x? %a” 45 1.55 
79 3735 | CD6 1.20 | %exi*a” 45 [.93 
79 J 736 | CD6L* 1.20 | %6x2%o” 45 1.93 
79 J 737 | CD7 1.20 | 11%4x2274,” 250 3.50 
79 J 738 | CD7L* 1.20 | 1194x2254.” 250 3.50 
79 J 750 | CD8 1.25 | &34x154" 10 75 
79 J 751 | CD8L* 1.25 sexy 10 85 
79 J 752 | CD9 1.25 | 3%4x3"%e” 90 3.25 
79 3739 | CD21 6.1 1%6x1'7A2” 15 5.00 
79 J 740 | CD22 6.1 165x132" 22 5.25 
79 3741 | CD23 6.1 1564x1232” 45 10.15 
79 J 742 | CD24 9.7 16x22 2" is 8.15 
79 J 743 | CD25 9.7 ea” 22 8.50 
79 J 744 | CD26 9.7 x23764" 4S 15.85 
79 J 745 | CD27 12.2 1Vi5x2°%q” 15 9.80 
79 J 746 | CD28 12.2 15x31 %2” 22 10.65 
79 3747 | CD29 12.2 | 15%44x3%y” 45 19.50 
79 J 748 | CD30 6.0 114x1 Yyx3l%{_" 90 18.46 
79 J 749 | CD31 6.0 BHexl'ox3 He" 150 29.62 
Sencore Transi-Pak PS103. 0-24 v. 
CD batteries. 5x444x24”. For 110-120 


83 F985. NET... .n6% ' 


WILLARD RECHARGEABLE BATTERIES 


Type 25-2. For Portable Radios. Compact, rechargeable 
battery that’s ideai for portable radios. Convenient non-spill 
construction. Lightweight polystyrene container is extreme- 
ly sturdy and immune to corrosion by electrolyte. Fibrite 
insulation retards plate shedding. Supplies 2 volts for 21 
ampere-hours. Has plug-in terminals. Original equipment in 
General Electric Model 250 and Model 260 portable radios. 
Size (HWD): 6x214x2%4”. Shpg. wt., 3% Ibs. 

98 JU O23. List, $12.80. NET... -. 0-0... -.-2-Qedd 


98 JU 024, List, $8.70. NET. 6.39 


Type ER-34-2. For Portable Radios. Use in portable radios. Supplies 
2 volts for 34 ampere-hours. Has plain posts. Length, 442”, width, 
31% 6"; height 44%”. Shpg. wt., 5% 

98 JU 025. List, $17.05. NET... 


EVEREADY BATTERIES 


No. 6 Standard “Ignitor.” 11% volt general-purpose dry cell 
battery. Ideal for industrial use, annunciator and signal systems, 
battery operated ignition system rm lanterns, etc. Size, 65%x 
25%” diameter. With screw termin Shpg. wt., 2 lbs 


in ne PLE 


No. E95 Alkaline Energizer Battery. Revolutionary, new 14- 
volt battery designed for high drain continuous duty. Delivers 
higher amperage over a longer period than standard flashlight 
cells, Also features extended shelf life. Rated approximately 20 
amperes. Size D, 234x124”. Shpg. wt., 4 oz. 

PSNI ONET. ee ns eevee: 3 A9c 
79 J 782. No. E94 As above but 14 D size, 1%¢6x171%,”. Rated 
approximately 8 amperes. Shpg. wt., Jide NERA. O¢4-..eoee 


GRD 


MALLORY BIAS CELL CLIPS 


Clips to hold grid bias cells listed at left. 1%" tinned 
leads. Cells easily inserted; removed. Shpg. wt., 2 oz. 


Stock No. | Mfr’s Type Capacity List EACH 
Stock No. | Mfr's Type Volts List EACH 9 M952 GB-15 2-<cell 0c 
9™ 948 BC-3 1 | 60c § M953 GB-16 4-cell 40c 26c 
9 M949 BC-5 1% 60¢ 40c 9 M954 GB-17 1-cell 40c 
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Allied’s Electronic Publications, RCA Data Books 


GET THE BOOKS 
you WANT...NOW 


USE ALLIED’S EASY PAY PLAN 


Books can be conveniently purchased on 

our Easy Pay Pian—you can make them 

part of any order totaling $20 or more! 
—— FS EE 


ALLIED CALCULATORS 


Parallel-Resistance Series- Capacitance 
Calculator, For rapidly obtaining answers to 
everyday problems in parallel-resistance and 
Series capacitance. Simple to use. Enlarged 
scales for fast reading. Size, 3x12" 

37 K 960, Postpaid in U.S.A. 50c 


Coil Winding Calculator. Provides coil wind- 
ing data without mathematical calculation 
Covers seri or parallel RF resonance, RF 


ils, etc, Size, 474x061 
33k 955, Postpaid in U.S.A,........ 50c 
SHURE REACTANCE SLIDE RULE 


7) 


For quick computation of capacitive or induc- 
tive reactance, dissipation factor, ““‘Q’’ of in- 
ductances, etc. Five easy-to-read scales. Size, 
8354x3V". 

37 K 950, Postpaid in U.S.A........ 1.00 


RCA SERVICE DATA BOOKS 


TRANSMITTING TUBE MANUAL, TT-4. 
Latest edition. Contains technical data and 
operating charac tics of currently available 
transmitting and high voltage rectifier tubes. 
Circuit section illustrates uses of transmitting 
tubes in oscillators, power amr 3, dielectric 
and induction heating circuits, e 


Typical sections of the manual include: Power- 
Tube Fundamentals; Construction and Ma- 
terials; Power-Tube Applications; Power Tube 
Circuit Design Consideratior Power Tube 
Installation; Rectifier Consic i ; Inter 
pretation of Tube Data and ( etc. Pro- 
fusely illustrated. 256 pages. 5342 e 

37 K 222. Postpaid in U.S.A.........1,00 


RADIOTRON DESIGNERS HAND- 
BOOK. New Fourth Edition. Edited by F. 
Langford-Smith and a staff of 33 author- 
engineers. The most comprehensive volume 
ever published covering the design of radio 
and audio circuits and equipment. Written for 
design engineers, students, and service tech- 
nicians interested in basic and advanced 
principles of circuit design. Contains 1000 
illustrations, and a 7000-item cross-reference 
index. 1500 pages, 54x8*4". 

37 K 597. Postpaid in U.S.A........ 7.00 


RCA TUBE MANUAL. RC-20. Latest revised 
edition. Full technical data on all current re- 
ceiving tubes and kinescopes including color 
and black and white. Has schematics on AM 
and FM radios, intercom, short-wave receiver, 
amplifiers, treble and bass control stage, volt- 
ohm meter, etc. Also explanation of electron 
tube characteristics, interpretation of operating 
curves, etc. 352 pages, 534x834”. 

37 K 575, Postpaid in U.S.A........ 1.00 


SYLVANIA TUBE MANUAL 


SYLVANIA MANUAL OF ELECTRONIC 
TUBES. 1ith edition. Over 1800 tube types in- 
cluding new color TV tubes, and black-and- 
white types, industrial CRT’s, series-string 
types, and diodes. Loose-leaf binder opens flat 
for convenience; also permits adding new data. 
652 pages. 9A4x5S VY". 

37 K |32. Postpaid in U.S.A........ 3.00 


ALLIED 
ELECTRONS DATA 
HANDBOOK 


ALLIED’S 
OWN 
ELECTRONICS 
PUBLICATIONS 


ELECTRONICS DATA HANDBOOK 


Edited by Nelson M. Cooke, Lieutenant Com- 
mander, U. S, Navy (Ret.). Contains a com- 
prehensive listing of formulas, data, standards, 
tables and charts used in solution of everyday 
problems that are encountered in radio and 


electronics 


A practical, inform erence book for 
students, servicemen, eng rs, instructors, 
etc. Packed with essential information. Con 
tents include og and Trig tables, EIA color 


codes for chassis wiring, math constants, decibel 
ratios, speaker matching formulas, coil winding 
formulas, tube data, fundamental algebrai 


formulas, symbols, abbreviations, etc. 64 pages. 
Size, 6x9”. 
37 K 398. Postpaid in U.S.A......... 39 


RADIO CIRCUIT HANDBOOK 


An up-to-date, completely revised edition. Con- 
sists of most popular radio circuit diagrams. 
Aids students in understanding basic principles 
of radio by knowledge of how radio circui 
operate. Illustrates and explains fundamental 
circuits and their applications in radio design 
Written in simple, everyday language—book 
progresses from 2-tube set to 5-tube super 
heterodyne. Contents of this valuable hand- 
book include Tickler Coil Oscillator, Diode 
Detector, Grid-Leak Detector, Electron 
Coupled Oscillator, Full-Wave Power Supply, 
Push-Pull Power Amplifier, AC-DC Power 
Supply, Audio Inverter, plus many 
others. 36 pages. Si 


ze, 82x11” 
37 K 753. Postpaid in U.S.A........ 25c 


DICTIONARY OF ELECTRONIC TERMS 


Don't guess the meaning of that technical 
term! Look it up in Allied’s dictionary and be 
Completely revised, with clear, concise 
nitions of more than 3650 terms used in 
Television, Radio, Electronics and Nucleonics. 
Edited by Robert E, Beam, Ph.D., Professor of 
Electrical Engineering, Northwestern Univer- 
sity, anston, Illinois. Includes over 125 illus- 
trations and diagran Appendix covers the 
KIA color code, standard schematic symbols, 
etc. A special section briefly highlights—in 
chronological order—the outstanding electron- 
ic advances. Makes an ideal reference for serv- 
icemen, hobbyists, Amateurs, technicians— 
everyone in the field of electronics. Ohm's 
Law and basic series-parallel formulas. Also 
has page on getting started in Amateur radio. 
80 pages. Size, 6x9”. 

37 K 756. Postpaid in U.S.A......--- Sue 


RADIO BUILDER’S HANDBOOK 


An excellent choice for classroom or home study 
courses. Clearly expla radio set parts an 
functions, magnetism, 1 tance, electron the- 
ory, inductance and actance. Discusses 
capacitance and how to read schematic dia- 
grams. Also features information on transistors, 
radiotelegraph code, high fidelity, printed cir- 
cuits, special construction hints, Amateur 
radio, test equipment, antennas, coils, etc. 
Contains handy list of commonly used sym- 
bols and abbreviations, Brought up-to-the- 
minute by noted technical editor Milton Kiver. 


54 pages. Size, 8Y%x11”". 
37K 750, Postpaid in U.S.A.....+-- 25c¢ 


Complete Set of Four Allied Books Shown Above. Radio’s greatest book 
value. Buy the complete set of four books and save. 


37 K 399. Postpaid in U.S.A. 


THIS IS STEREO HIGH-FIDELITY. An 
exceptionally informative booklet. Written by 
Allied’s own audio expert th the editorial 

istan Edward y 
author I and 


hat makes up 
system—and how 
stereo component. 


tuners, extension 
eo conversions, etc everything 


a non-technical, straightforward 

Also includes information on stereo- 

kits and their application in stereo 
Illustrated with representative stereo 

: ns. Contains helpful hints on speak- 

er placement. 36 pages. 84x11”. 

37 K 387. Postpaid in U.S.A,.......-206 


UNDERSTANDING TRANSISTORS. 
Allied’s Handbook of Transistor Funda- 
mentals. By Milton S. Kiver. A comprehen- 
sive discussion of the construction, characteris- 
tics and application of transistors. An ideal 
reference for use in home study or school train- 
ing cl Some of the transistors discussed 
are: NPN, PNP, alloy junction, drift, tetrode, 
surface barrier, and power. Additional chapters 
contain information on transistor symbols, 
basic transistor amplifier circuits, power am- 
plifiers, radio and intermediate-frequency am- 
plifiers, transistor oscillators, silicon trans 
tors, etc, Clearly illustrated diagrams and cir- 
cuits pictorially emphasize each chapter. 64 
pages. Size, 6x9’. 

37 K 389. Postpaid in U.S.A.......-. 35c 


—Write for special! 


ATTENTION: Schools, Colleges, Libraries, Training Classes, Book Stores 
quantity prices on any of the Allied publications. 


BASIC ELECTRONICS, Written for begin- 
ners without any previous electronics experi- 
ence. Examines subjects such as the vacuum 
tube, rectifiers and power supplies, amplifiers, 
detectors and radio receivers, os ators, super- 
heterodyne circuits and electr > control cir- 
cuits. Includes a series of six fascinating 
experiments based on the Knight-kit 12-in-1 
Electronic Lab Kit. Numerous diagrams in 
each chapter for faster, easier learning. 

Prepared with the classroom in mind, it is ideal 
for use in various elementary science courses 
offered by high schools and colleges hools 


are invited to write for quantity prices. 24 
pages. Size, 84x11”. 
39 K 092, Postpaid in U,S.A......... 25c 


POPULAR KNIGHT-KIT 
MANUALS. Get an exciting 
preview of the Knight-kit 
you'd like to build by ordering 
the complete, easy-to-follow 
instruction manual. Prepared 
by a staff of skilled technical 
writers, each manual contains 
detailed construction notes, 
technical hints, operating 
data and wall-sized diagrams. Available for as 
little as 15c each. You'll quickly underst 
why Knight-kits are the favorites of those v 
demand the finest electronic equipment in mo 
ey-saving kit form. There is a kit for everyone. 
Turn to the last page of the Knight- Kit 
section in this Catalog for a complete 
listing of these manuals. 


Check Allied’s Book Listings for Any Subject in Electronics 419 


HOWARD W. SAMS RADIO-TV SERVICE PUBLICATIONS 


Service data covers over 33,000 post-war tele- 
vision and radio receivers, record changers, hi-fi 
units, ¢tc. Based on actual lab analysis of 
Production-run equipment, it is highly accurate 
verified data. Each folder includes schematics 
and photos of chassis showing location of parts. 
Components are keyed for instant identification 
and location of parts. Also have alignment in- 
structions, tube placement charts, replacement 
Parts lists, and troubleshooting hints. Exclusive 
new “‘CircuiTrace’’ feature speeds printed cir- 
cuit servicing. Used extensively by up-to-date 
radio and TV service shops—they will pay for 
themselves in time saved. Start now to build 
up a valuable library of reference material. 


ALL FOLDER SETS IN STOCK. We stock 
all sets from No. 1 and up and supply all new 
Folder Sets promptly upon their publication. 
For complete radio, television and high-fidelity 
equipment coverage, rely on Photofact Folders. 
Use the free Index listed below to determine the 
folder set you require, or write to Allied giving 
Make and Model No. of receiver. When order- 
ing, be sure to specify Stock No. (38 KK 500), 
and Folder Set No., (or Make and Model No.). 
38 KK 500. EACH FOLDER SET. 

oe NS OS 58 eee 1.95 


FREE CUMULATIVE INDEX. Tells you in- 
stantly which Sams Folder Set contains the 
servicing information you require. Lists sets by 
make and model. 

= Oy de ramatlgiaicsce 5 «0s ves FREE 


BINDER FOR FOLDER SETS. Hard- 
bound. Covered in durable, attractive, black 
leatherette. Prevents misplacing or damaging 
of individual folders, and keeps them in neat 
well-organized form to permit fast, conven- 
jent reference, Holds 10 folder sets. Size, 
9Y%x114yx6". 

38 K 549, Postpaidin U.S.A......... 3.50 


PHOTOFACT SERVICE MANUALS 


Hardbound, loose-leaf type man- 
uals. Each consists of 10 Photo- 
fact Folder Sets covering ap- 
proximately 3 months. Sets con- 
tain schematics, parts lists, pho- 
tographs with all parts identified, 
and service hints. Sets cover 
radios, hi-fi equipment, record- 
ers, etc., up to the present. 
Note: Available on special 
order only; to order, specify Volume Num- 
ber or time period. 

PER VOL. Postpaid in U.S.A......23.00 


SAMS’ EASY BUY PLAN 


You can pay-as-you-profit with Photo- 
fact folder sets. Sets of individual folders 
as well as folders bound in manual form 
(10 sets per manual) may be purcl d 
on Sams’ time payment plan. Benefit 
from the extra income made possible by 
these folders while you make easy pay- 
ments. This exceptionally liberal plan 
requires only a small down payment, and 
there is no carrying charge or interest. 


Down payment is only $10.00—the bal- 
ance can be completed conveniently in 
as many as 30 monthly payments. To 
qualify under this plan, a minimum order 
of 60 Photofact folder sets (or 6 manuals) 
is required. Only folder sets already pub- 
lished may be ordered under this plan 
Take advantage of this opportunity to 
start building your Photofact library 
now: Write to Allied for full information. 


Cabinet 


Photofact 
Sets 


ALL-STEEL FILE CABINET FREE 
WITH PHOTOFACT FOLDER SETS 


Cash in on this excellent opportunity to 
build your Photofact Service Data Li- 
brary, and get absolutely free, a high- 
quality, all-steel file cabinet. Has smooth 
acting slide-out drawer. Provides a safe, 
convenient storage place for your service 
library—a real value. 

Order any 60 Photofact Folder Sets 
(either as a cash purchase or on Sams 
Easy-Buy Plan—only $10.00 down with 
no interest or carrying charges), and re- 
ceive the cabinet free. The cabinet alone 
is worth $8.95! Order 120 Photofact sets 
and you get 2 free cabinets; 180 sets and 
you will receive 3 cabinets. Cabinet size, 
HWD, 11x1314x25”. Each cabinet is de- 
signed to easily hold 60 Photofact folder 
sets. Specify the folder-set numbers you 
want when ordering. No shipping 
charges in U.S.A. 

60 Folder Sets and Cabinet. 

90 KZ 071. ONLY 117.00 


IMPORTANT NEW “KNOW-HOW” PUBLICATIONS 


MARINE ELECTRONICS HANDBOOK. 
MES-1, Leo G. Sand’s comprehensive book for 
boat owners describes the various types of 
marine electronic equipment available, what 
each does and how to perform emergency re- 
pairs. For technicians there is detailed data on 
¢ircuitry used, as well as installation and main- 
tenance. Special foldouts at back of book 
include schematics and charts of U.S. shore- 
based marine transmitter locations. Fully illus- 
trated, containing 264 pages. 542x814”. 

39 K 045, Postpaid in U.S.A........ 595 


TWO-WAY MOBILE RADIO HAND- 
BOOK. MRS-1. By Jack Helmi. The first 
really comprehensive treatment on the subject 
of mobile radio, Ten complete chapters cover: 
basic systems, types of receivers avai 
transmitters, control systems, antenna s 
power, servicing of mobile radios, etc. A t 
practical reference written especially for serv- 
icemen and dealers who service, install and 
maintain mobile equipment. Fully illustrated. 
208 pages. Size, 52x82". 

39 K 046, Postpaid in U.S.A........3.95 
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HANDBOOK OF ELECTRONIC TABLES 
AND FORMULAS. HTF-1. Specially for 
electronic technicians, junior engineers and 
students. A valuable compilation of tables, 
charts, formulas and laws useful to all who work 
in electronics. Five sections include: formulas 
and laws of electronics; constants, standards, 
symbols, codes; service and installation data; 
mathematical tables and formulas; miscellane- 
ous. Features full-color frequency spectrum 
chart. 134 pages. Hard cover. 5144x8Y2”. 

39 K 047. Postpaid in U.S.A........2.99 


INDUSTRIAL SOUND SYSTEMS. ISS-1. 
By Leo G. Sands. Covers sound and intercom 
systems for factories, theaters, schools, offices, 
staiums, trains, etc. Discusses sound ems, 
basic am circuits, commercial amplifiers, 
loudspeakers, distribution con- 
1 portable and mobile equipment, 
maintenance, installation, charts and tables. 
For meeting various needs of serviceman and 
student. 291 illustrations. 276 pages. Size, 
SYx8Y". 

37 K 370. Postpaid in U.S.A........ 3:95: 


TEST EQUIPMENT 


101 WAYS TO USE YOUR SWEEP GEN- 
ERATOR. TEM-1. By Robert G. Middleton. 
A guide to multiple applications possible with a 
sweep generator. Includes: 10 uses of sweep 
generator in antenna measurements, 10 uses in 
sound alignment, 15 in RF alignment and 
eee oe 250 piastrasions: wave- 
orms, and diag. pages. 514x8y”, 

39 K'018. Postpaid in U.S.A........ 2.00 


101 WAYS TO USE YOUR OSCILLO- 

2. By Robert G. Middleton. 
possible uses of the oscilla- 
scribes antenna tests, RF 
c and chroma circuit tests, 
iio amplifier tests, etc. Over 400 


Covers the mar 
scope. Fully 
and IF tes 
video and 
pipes ee 
80 page e, 5Y%xi11". 

39 K O19. Postpaid in U.S.A....... .2.50 


101 WAYS TO USE YOUR VOM AND 
VTVM. TEM-3. By Robert G. Middleton. A 
practical guide to the use of the VOM and 
VIVM xplains equipment checks, DC and 
ge tests; ohmmeter tests; DC current 
nal tracing, color TV tests. Includes 
poe oes uses desciped Mer 150 
strations. 116 pages. Size, 4x8VY2". 
39 K 020, Postpaid in U.S.A........ 2.00 


101 WAYS TO USE YOUR SIGNAL GEN- 
ERATOR. TEM-4. By Robert G. Middleton, 
A handy reference for of RF-IF signal 
generators. Section headings: Equipment Tests; 
Antenna Tests; AM Broadcast Radio Tests; 
Transistor Radio Tests; FM Broadcast Re- 
er Tests; TY Receiver Tests, etc. Illustrat- 
ed. 128 pages. Size, SYxeys" 
39 K O21. Postpaid in U.S.A........ 2.00 


101 WAYS TO USE YOUR AUDIO TEST 
EQUIPMENT, TEM-6. Describes uses of spe- 
cial instruments, such as rmonic-distortion 
meters, intermodulation-distortion analyzers, 
audio wattmeters, audio VTVM’s and tone- 
burst genera Covers general applications of 
VOM’s, VTVM’ lioscopes and square- 
wave generat« n audio work. Illustrated. 136 
pages. Size $5Yzx8Ye". 

39 K 048. Postpaid in U.S.A......... 2.00 


101 WAYS TO USE YOUR HAM TEST 
EQUIPMENT. TEM.-6. By Robert G. Middle- 
ton. For amateur radio operators as well as 
service technicians who repair ham radio equip- 
ment. Gives applications for grid dip meters, 
antenna imped: meters, oscilloscopes, 
bridges, simple noise generators and reflected 
power meters. 168 pages. 54x84". 


89 K 049. Postpaid in U.S.A....+.... 2.50 


101 MORE WAYS TO USE YOUR SCOPE 
IN TV. TEM-7. By Robert G. Middleton. 
This is a sequel to book TEM-2 (above) and 
stresses the proper interpretation of observed 
waveforms. Specifies equipment needed, con- 
nections required, procedure and evaluation of 
results. Special notes supplement the uses de- 
scribed. Illustrated. 160 pages. 54x82”. cE 

39 K 073. Postpaid in U.S.A........ 2.50 


SERVICING AND CALIBRATING TEST 
EQUIPMENT. TEK-1, Tells you how to keep 
your test equipment in working order, how to 
determine proper operation, calibration proce- 
dures, Chapters are: Pitfalls to Avoid When 
Using Test Equipment; Simple Ways to Check 
Accuracy of Test Equipment; Keeping Test 
Equipment Operational Records; How to Serv- 
ice Your Test Equipment, etc. Illustrated. 192 
pages. 544x814”. 

37 K 260. Postpaid in U.S.A........ 2.79 


KNOW YOUR OSCILLOSCOPE. KOS-1. 
By Paul C. Smith. Contains the latest informa- 
tion on illoscopes. Typical chapters: Power 
Supplies; Sweep Systems; Syuchronization; 
Amplifiers; Accessories; Adjusting and Servic- 
ing the Osc ope; Radio and TV Alignment; 
Practical Applications; etc. 160 pages. Size, 
SYx8Yo”. 

39 K 022. Postpaid in U.S.A........ 2.00 


S. Kiver. R 
latest Gata on 
TV. Typical inst: ts covere 
Tube Voltmeters, AM Signal Gener: 
Signal Generators, Oscilloscopes. 212 pages. 
Profusely illustrated. Size, 8/2x11’. (¢) 
38 K 587, Postpaid in U.S.A....-...Ged 


Allied Is First with the Latest Electronics Publications 


waveforms and test set-ups. © 
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HOWARD W. SAMS RADIO-TV SERVICE 


LATEST TV-RADIO KNOW-HOW PUBLICATIONS 


TV SERVICING GUIDE. SGS-1. A quick 
reference guide showing how to use proper trou 
ble-shooting techniques based on analysis of 
symptoms. Includes trouble-shooting and sery- 
icing hints for locating and curing trouble in 
each section of TV set. 132 pages. 82x11” 

37 K 261. Postpaid in U.S.A......... 2.00 


HOW TO SAVE TIME ANALYZING AND 
TRACING TV CIRCUITS. JA-2. Modern- 
ized and revised 2nd edition of popular guide 
to understanding and use of schematic dia- 
rams. Chapters include; Differences Between 
Rouariniies and Sets; Foll ng the DC Power 
Lines of a Set; The AGC Syste ; 
inning to End; In And Around The Deflection 
stem. Illustrated. 160 pages. 84x11”. 

39 K 024, Postpaid in U.S.A,......- 3.50 


PHOTOFACT TELEVISION COURSE. 
TV-2. H. W. Sams popular and invaluable 
Photofact course. Typical chapters are: Cathode- 
Ray Tube— Beam Formation and Electrostatic 
Control; Camera Tube; Resistance-Capacitance 
Circuit Characteristics; Deflection Systems— 
Commercial Applications; Composite Televi- 
sion Signal; Sync-Pulse Separation, Amplifica- 
tion, and Use; RF Tuners; Video Amplifiers, 
etc. With glossary. 186 pages. 84x11". 

$8 K 580. Postpaid in U-S.A........ 3.99 


SERVICING TV SWEEP SYSTEMS. SSD- 
1. Explains the operation, circuit function and 
variations of different types of vertical and 
horizontal sweep systems used in most TV 
receivers. Describes methods of analyzing cir- 
cuits and trouble-shooting. Construction of 
pranplormers. oe defection is also 
iscussed. Illus. pages. 5Y%x8V". 
38 K 647. Postpaid in U.S.A........ 77 Se} 


SERVICING AGC SYSTEMS. AGC-1. By 
H. Carter and T. Lesh. Covers: Theory of AGC 
Circuits, Commercial AGC Circuits and Trou- 
ble Shooting. Discusses the three types of AGC 
eircuits—simple rectifier type, amplified type 
and keyed. A useful addition to any TV service 
shop. 118 pages. Size, 52x82". 

38 K 646. Postpald In U.S.A.........1.75 


SERVICING TV SYNC SYSTEMS. SY D-1. 
A practical reference book on the theory of 
operation, circuit function and circuit varia- 
tions of sync separators and amplifiers. Also 
describes AFC circuits, horizontal and vertical 
oscillators; illustrates TV picture symptoms 
and waveforms. 320 pages. 512x814". 


39 K 025, Postpaid In U.S.A........0.99 


VIDEO HANDBOOK. BB-2. A valuable 
reference book. Clearly written and profusely 
illustrated. The 14 sections cover the entire TV 
field, including: Design, construction, produc- 
tion and servicing. Widely used by students, 
engineers and industrial technicians. Illus- 
trated. 892 pages, 5x7”. 

37 K 739. Postpaid in U.S.A........9.95 


COLOR TV TRAINING MANUAL. TVC-1. 
By the H. W. Sams staff. A comprehensive 
manual to train the service technician for a 
future in color TV service work. Fully describes 
the science of color, the requirements and 
make-up of the composite color signal, color 
circuits, servicing procedure and many other 
subjects. 300 illustrations with 40 pages in full 
color. 260 pages. Size, 84x11”. 

37 K 220, Postpaid in U.S.A........ 6.95 


TV SIGNAL DISTRIBUTION AND AN- 
TENNA TECHNIQUES. DSB-1. Practical 
information about installing antenna systems 
serving two or more TV receivers. Procedure 
and equipment requirements as needed by ho- 
tels, apartments, stores, institutions, trailer 
arks, community antenna systems. Subjects 
include: selection and orientation of antennas, 
proper distribution systems. Illustrated. 170 
pages. Size, 514x84". 
39 K 026, Postpaid in U.S.A.......: 2.95 


SERVICING HI-F! AND FM IN THE 
CUSTOMER'S HOME. SHK-1, By Milton 
S. Kiver. Describes quick, easy test methods 
for locating actual and potential trouble spots 
in hi-fi amplifiers, AM-FM receivers, record 
changers, turntables and tape recorders. In- 
cludes new methods such as using AM detector 
probe 2) trace ye led Illustrated. 160 
ages. Size, 52x: 
BOK 252. Postpaid In U.S.A........2.99 


Allied Radio Corporation, 100 N. Western Ave., Chicago 


SERVICING TV VIDEO SYSTEMS. VID- 
1. Third volume in Jesse Dines’ series of com- 
prehensive TV circuit coverages. Discusses 
operation of the video-IF amplifier. video-de- 
tector, video-amplifier and the picture-tube 
stages of a TV receiver. Includes data on color 
sets and recent changes in video systems. 224 


pages. Size, 514x814". 
Bae ons. Postpaid in ALS.A;-<.. 4,2 O82 


TELEVISION ANTENNA HANDBOOK 
TAD-1. Time-saving servicing information. 
Serve a guide to both engineer and student 
Chapters include: T ion Signal—From 
Transmitter to Receiver; Characteristics of 
Basic Antennas; Commercial TV Antenna 
Types; Transmi Antenna Rotators; 
Planning the In 2 ation Tests; 
Tools and Equipm 
Unusual Installation 

ystem, etc. 248 pag 


39 K 027. Postpaid in U.S.A... 


TV SERVICING SHORTCUTS. TK-2. By 
Milton S. Kiver. New, completely revised sec- 
ond edition that gives professional service tec h- 
niques. Shows through 69 case histories how to 
quickly solve commonly recurring TV service 
problems. Outlines trouble symptoms gives 
step-by-step explanation of how to track down, 
localize and solve the trouble in any TV set. 
Includes a number of transistor and printed- 
board serv: problems. Shows how to apply 
the proper icing techniques to all TV sets 
104 pages. Size, 5Y%x8Y". 

38 K 588. Postpaid in U.S.A.........1.90 


BASIC TELEVISION MANUAL, ED-21. 
In two parts. Covers all phases and basic 
theory of TV set operation and design, from 
the cathode-ray tube to the antenna. Second 
section covers actual projects which demon- 
strate theory explained in first section. 312 
pages. Size, 814x11". 

37 K 219. Postpaid in U.S.A........9.00 


RADIO-ELECTRONICS BOOKS 


RADIO DATA HANDBOOK. BB-1. A 
handbook by Wm. F. Boyce and Jos. J. Roche, 
An authoritative source of information on 
radio and electronics. Extremely helpful in the 
solution of everyday problems in fundamentals, 
vacuum tubes, basic circuits, receivers, trans- 
mitters, sound systems, power supplies, anten- 
nas, testing and aligning, etc. Dozens of tables, 
charts, graphs, etc., with useful mathematical 
formulas. Contains over 1200 illustrations. 
890 pages. Size, 434x7". 

37 K 740. Postpaid in U.S.A........4.95 


CEIVER SERVICING. RS-2. 
Latest edition includes new chapter 
on how to vice transistor radios and printed 
circuits, Gives step-by-step directions for serv- 
icing AC, AC-DC and 3-way portable sets. 
Covers basic troubles (dead set, intermittent, 
no station separation, etc.) and short cuts. 
Illustrated. 224 pages. 54x84". 

38 K 623, Postpaid In U.S.A........2.99 


PRINTED CIRCUIT DIAGNOSIS MADE 
EASY. PC-1. Presents a simplified approach 
to troubleshooting all types of printed circuits. 
Explains the correct way to interpret and use 
each of the various styles of data in service lit- 
erature. Describes best procedures to follow 
when only a schematic diagram is available. Il- 
lustrated. 64 pages. Size, 514x842". 

39 K 028. Postpaid in U.S.A.........1.00 


ABC’S OF TRANSISTORS, TRA-1. By 
George B. Mann. Explains principles, physical 
construction, basic circuits, temperature con- 
siderations, practical testing and servicing pro- 
cedures. Planned and written especially for 
service technicians, yet clearly understood by 
students and hobbyists. Illustrated. 96 pages. 
Size, 54x82”. 

36K 029. Postpaid in U.S.A.........1L.25 


HANDBOOK OF ELECTRONIC CIR- 
CUITS. HECG-1. By RCA Service Company. 
Contains vital information on: 4 power supply 
circuits; 14 circuits used in radio stages; 

circuits used in transmitter stages; 32 stages 
used in TV receivers; 7 additional circuits hav- 
ing special applications. Includes analysis ap 1 
Siismers eat us each circuit, Illustrated. 

pages. Size, mei. 
39°K 023. Postpaid in U.S.A.....,...1.00 


PUBLICATIONS 


GET THE BOOKS 
YOU WANT NOW . ... USE 
ALLIED’S EASY PAY PLAN 


Books can be conveniently purchased on 
our Easy Pay Plan—you can make them 
part of ony order totaling $20 or more! 


SPECIAL SERVICING MANUALS 


TV TUBE. .LOCATION GUIDES. These 
books tell you the position and function of 
every tube in hundreds of popular TV sets. 
A valuable ad lition to any TV service shop. 
Include clear, accurate diagrams of each re- 
ceiver. Volumes 4 through 9 include tube fail- 
ure check charts which list the most likely 
tube failures for no sweep or sync, loss of _pic- 
ture or sound and power eupaie failure, Each 
volume indexes the sets in the previous vol- 
umes. Size, 54x84”. Postpaid in U.S.A, 


Stock No.|Vol. No.| Period EACH 
tr 1958-1959 1.25 
38K 876 | TGL-8 | 1957-1958 

38 K 865 | TGL-7 | 1956-1957 

38 K 858 | TGL-6 | 1955-1956 

38K 857 | TCI-S | 1953-1054 2.00 
38 K 606 | TGL-4 | 1952-1953 

38 K 60! | TGI-3 | 1951-1952 
SERVICING HI-Fl_ AND ASSOCIATED 


a 

Description ae 
5 | AM-FM Tuners| 
HF-4 | Amplifiers 


Stock 


—|___|> 


Hk-3 | AM-FM Tuners | 2.99 
HE-2 | 1956-58 Hi-Fi 
HF-1 | 1956-38 Hi-Fi 


manual containing service-tested remedies for 
over 450 “tough dog” troubles in TV sete. 
Covers over 80 models of all popular set manu- 
facturers. 160 pages. 84x11". 

39 K 256. Postpaid in U.S.A........ 2185: 


VIDEO SPEED SERVICING, VSM-4, As 
above, but covers later models. 
39 K 255. Postpaid In U.S.A......-. 2.95 


SERVICING TRANSISTOR RADIOS, 
Troubleshooting tips together with complete 
Photofact coverage for the latest transistor ra~ 
dios. Data is based upon lab analysis of actual 
receivers. Included: standard notation sche- 
matics, full photo views of each chassis, com- 
plete alignment data, replacement information. 
Special text section gives valuable general in- 
formation plus troubleshooting chart and 
transistor identification information. Second 
section gives Photofact coverage of transistor 
radios produced from 1956 thru 1959. Tilus- 
trated. Size, 84x11”. Postpaid in U.S.A. 


Stock Volume Period NET 
ae No. Covered | EACH 
TSM-5 1958-59 
TSM-4 1958-59 


2.95 


1956-58 


TAPE RECORDER MANUALS, Servicing 
tape recorders is faster with this bound Photo- 
fact coverage. Schematics, exploded views, 
parts lists, operating instructions, trouble- 
shooting hints and adjustments are given for 
each model. Cumulative index covers all 5 vol- 
ity tae pages. Size, 84x11". Postpaid in 


Stock Vol Period NET 
No. No. Covered EACH 
39 K259| TR-5 1958-1959 
39 K 037 TR-4 1958 
39 K038 TR-3 1957-1958 2 95 
39 K 039 TR-2 1957 i 
39 K 040 TR-1 1956-1957 


AUTO RADIO MANUALS. Replacement of 
parts is simplified through use of interchange- 
ability charts. Gives schematic diagrams with 
normal voltage and resistance readings. 240 
pages. 814x11”. Postpaid In U.S.A. 


Stock Vol Period NET 
°. No. Covered EACH 

39 K 260 AR-10 1959-1960 2.95 
3 K 261 AR-9 1958-1959 a3 
9K042| AR-8 1957-1958 95 
37K $44 AR-7 1956-1957 as 
37 K 362 AR-6 1955-1956 25 


oo 
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RADIO AND TELEVISION PUBLICATIONS 


TELEVISION—HOW IT WORKS. By J. 
Richard Johnson. 2nd edition. Comprehensive, 
basic text fully explaining the “hows” of TV 
gperatian. Follows the progress of the received 
signal from the antenna to the picture tube 
and speaker. Includes discussion of antennas, 
video amplifiers, kinescopes, FM, etc. Avoids 
mathematical approach whenever a practical 
physical explanation can be substituted — 
complete sense of the book can be grasped with- 
out mathematics. Provides extensive chapter 
review questions. Includes an_ introductory 
ehapter on color TV. Indexed. 356 pages, 
illustrated. 5144x814’. 
37 K 317. Postpaid in U.S.A......... 4.5| 


HOW TO TROUBLESHOOT A TV RE- 
CEIVER. 2nd Ed. By J. Richard Johnson. 
Written for the newcomer. Explains picture 
porterte, schematics, trouble symptoms, etc. 
hapters include: Getting the Most Out of 
Service Data; Use of Test Patterns and Cross- 
Hatch Patterns; Controls and Their Adjust- 
ment; Interpreting Raster on Picture Distor- 
tion; etc. Illustrated. 160 pgs. 544x814”. 
37 K 309, Postpaid in U.S.A........ 2.84 


HOW TO INSTALL TV ANTENNAS. By 
Samuel L. Marshall. Clearly written book on 
how to make professional antenna installations. 
Based on the author’s personal experiences, the 
book describes best installation methods cur- 
rently used. Chapters include: Antenna Funda- 
mentals; VHF Antennas, Installation Mate- 
rials, etc. Illustrated. 128 pages. Size, 


546x836", 
36K 635. Postpaid in U.S.A........ 2.45 


OBTAINING AND INTERPRETING 
TEST SCOPE TRACES. By John F. Rider. 
Contains over 500 actual photographs of test 
scope traces. Complete instructions on use of 
scopes and interpretation of traces. Indispen- 
sable for servicing TV, FM and AM radio re- 
ceivers, audio systems, etc. Specific test equip- 
Ment set-ups are shown with each application. 
The electronics student or service technician 
will find this book extremely valuable, since 
it avoids detailed and complex mathematical 
analysis of waveforms yet affords a practical 
working knowledge of the oscilloscope, the 
aoe Src Ly ai Indexed. 
Pages. Size 54%2x812". 
37 K 533. Postpaid in U.S.A........ 2.94 


TV TROUBLESHOOTING AND REPAIR 
GUIDE BOOK. VOL. 2. By R. G. Middleton. 
Contains highly valuable service information: 
Troubleshooting front ends; servicing the video 
IF strips; faults in video amplifiers; trouble 
ae in era and detector systems; etc. 
es. x. . 
37 R779. Postpaid in U.S.A........ S23 


TUBE SUBSTITUTION GUIDE 


Lists substitutes for over 2500 receiving tubes. 
Gives ratings and wiring ‘changes. Lists EIA 
edlor codes, transformer and capacitor sub- 
stitutions, etc. Complete data on filament 
wiring of all TV sets in Rider TV Manuals 1 t« 3. 

as tube base diagrams and characterisi:.s 
chart. 224 pages. 834x111". 


37 K 648. Postpaid in U.S.A........ 2.94 


1ST SUPPLEMENT. Lists additional 750 
tube replacements. Includes section on TV 
tubes. 48 pages. Size, 84x11’. 

37 K 548. Postpaid in U.S.A......... 97¢ 


2ND SUPPLEMENT. 134 picture tube and 
190 receiving tube substitutions. 48 pages, 
Size, 844x11”. 

37 K 547, Postpaid in U.S.A......... 97¢ 


3RD SUPPLEMENT. 200 picture tube and 
pt Repsiving tube substitutions. 72 pages. Size, 
xTive 

37k 583. Postpaid in U.S.A........ 1.32 
4TH SUPPLEMENT. More than 510 receiv- 
ing tube substitutions, 290 picture tube substi- 
tutions. 64 pages. Index. Size, 84x11”. 

39 K 074, Postpaid in U.S.A......... 1.32 


MASTER RECEIVING-PICTURE TUBE 
SUBSTITUTION GUi DEEOOK. Guidebook 
combines in one volume the basic book and 
supplements 1 thru 4. Contains 5100 receiving 
tube substitutions; 325 American-European 
tube substitutions; 320 European-American 
tube substitutions. Illustrated. 352 pages. 
Size, 84x11". 

39 K 075. Postpaid in U.S.A........ 7.30 
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TELEVISION MANUALS 


Factory-authorized service data on TV receiv- 

s, kits, boosters. With schematics, alignment 
s, test patterns, parts lists. Vol. 24 is com- 
é ansistor-Radio manual; Vol. 25 


s istor-Heme Radio manual, All are 
12x15". Postpaid in U.S.A. 
Stock |Vol. Period NET 
No. No. Covered EACH 
90 KX 054) 27 | Aug. 59-Dec. 59 | 26.46 
90 KX 053) 26 | Jan. 59-Sept. 59 | 26.46 
90 KX 051| 25 | Oct. 58-Jan. 59 | 26.46 
90 KX 049| 24 | May 58-Sept. 58| 26.46 
60 KX 048] 23 | Dec. 57-May 58| 20.58 
90 KX 047| 22 | May 57-Dec. 57 | 23:52 
90 KX 046] 21 | Dec. 56-May 57 | 23.52 
90 KX 045! 20 | Aug. 56-Dec. 56 | 23.52 


ELECTRONIC TECHNOLOGY SERIES. 
A thorough coverage of fundamentals and ap- 
plications of electronic theory. Each book is 
profusely illustrated. Allied makes available 
each new title as it is published. All are 54x 
814". Postpaid in U.S.A, 


No. Title NET 
37 K 113/ RC and RL Time Constant! .88 
38 K 922| FM Limiters and Detectors} .88 
37 K 418) Frequency Modulation....| .88 
37 K 233) Crystal Oscillators........ } 1.22 
37 K 234| AM Detectors. Spice wi 1.22 
37 K 235| Limiters and Clippers 1.22 
37 K 236| Multivibrators 88 
37 K 237| RF Transmiss vines. . 1.22 
37 K 238| Amplitude Modulation....} 1.22 
37 K 239| Blocking Oscillators..... <ftheme 
37 K 240| Wave Propagation........ 1.22 
37 K 241| Superhet Converters & 
IF Amplifiers........... -88 
37 K 242| Inverse Feedback......... 8s 
37 K 246| L-C Oscillators ..... 1.22 
37 K 247) Resonant Circuits. 1.22 
De 267) Anbenwis = 30 to0eee gals aS 1.47 
38 K 834! Electrostatics Fass 1.32 
38 K 835/ DC Circuit Analysis .... tae 
38 K 836! AC Circuit Analysis...... 1.76 
38 K 837| Vacuum Tu 
Characteristics ....... -| 1.76 
38 K 838! Video Amplifie | 1.76 
39 K 094| Magnetism and Electro- 
magnetism . eee 1.76 
39 K 095| Vacuum Tube Rectifiers 1.47 
39 K 096| Impedance Matching.... 2.84 
39 K 097/| Gas Tubes. LPR ae) RY Ys 
39 K 098) Advanced Magnetism and 
Electromagnetism 2.45 
39 K 099) R-F Amjlifiers 2.30 
39 K 004) Low-Frequency Amplifiers 1.76 
39 K 005| Low-Freq. Amplifier Sys- 
| _ tems... - 1.76 
39 K 006! Phototubes ; Be le 


GENERAL TECHNICAL BOOKS 


ENCYCLOPEDIA ON CATHODE-RAY 
OSCILLOSCOPES & THEIR USES, By J. 
F. Rider and S. D. Uslan. 2nd edition expanded 
to include many y types of oscilloscopes and 
their applications. Chapters include: Cathode- 
Ray Tubes, Oscilloscope Circuitry and Opera- 
tion, Oscilloscope Applications, Waveform 
Analysis, Commercial Oscilloscopes, etc. The 
cathode-ray oscilloscope is today’s basic instru- 
ment in many areas—geoph: 
automotive, medical research, telev 
computers, industrial and commun 
tronics. New sections on pulse m 
and square wave testing have been added. In- 
dexed and cloth-bound, 1360 pages; 3,000 illus- 
trations. Size, 814x11". $2 Down. 

90 KX 052, Postpaid in U.S.A.....26.46 


METALLIC RECTIFIERS AND CRYSTAL 

DIODES. By Theodore Conti. Basic informa- 

tion on use in computers and guided missiles 

as well as radio, television and telegraph cir- 

i Chapters on: Construction of Metallic 

fi and Crystal Dio allie Rec- 

Cry e Charac- 

dix 4 NEMA code. 
Size 


h 
€, 3¥2x8Y2". 

in US.A........ 2,89 

RADIO YROUBLESHOOTING GUIDE- 

BOOK. Vol. 1. By John F. Rider and J. R. 


Johnson. Di- usses every type of AM and FM 
receiver. P I: Superhets, both AM and FM. 
Part I! amental Troubleshooting. Illus- 


trated. iuU pages. 544x8”. 
37 K 933. Postpaid in U.S.A........ 2.35 


\ {RAUBLESHON 
‘ W RINE 


GENERAL TECHNICAL BOOKS 
BASICS OF PHOTOTUBES & PHOTO-: 
CELLS. By David Mark. Chapters include: 
Photoelectric Effect, Photoconductive Cells, 


Phototubes, Photocurrent Amplifiers, Instru- 
ment and Commercial Applications. Hlus. 136 
pages. 544x8y". 

37 K 397. Postpaid in U.S.A........ 2.84 


DESIGN OF.TRANSISTORIZED CiR- 
CUITS FOR DIGITAL COMPUTERS. By 
A. I. Pressman. Covers circuits in computer 
operation. Emphasis on analysis of major 
schemes in performing transistorized computer 
logic, Cloth bound. 328 pages. 6x9”. 

38 K [17. Postpaid in U.S.A....-... 9.75 


FUNDAMENTALS OF RADIO TELEM- 
ETRY. By Marvin Tepper. Explains the 
purpose and covers techniques of telemetry in 
missile and satellite applications. Numerous di- 
agrams and photographs accompany text. 
128 pages. Size, 6x9”. 

38 K 119. Postpaid in U.S.A....... 2.89 
BASIC ELECTRICAL POWER DISTRI- 
BUTION., By A. J. Pansini. 2 vols. ‘‘Picture- 
book”’ training course with diagrams, graphs, 
tables. Power equipment from generator to 


consumer thoroughly explained. 121 pages 
each vol. Size, 6x9”. 
38 K 833, Postpaid in U.S.A........ 4.70 


RIDER'S INTRODUCTION TO PRINT« 
ED CIRCUITS. By Robert L. Swiggett. Con- 
struction, design and characteristics of printed 
circuits as used in various types of electronic 
squipsess Cc eo eae y= circuits, etc. 
2 pages. Size, 544x834”. 

37 K 244, Postpaid in U.S.A,....... 2.65 
PICTURE BOOK OF TV TROUBLES, 
VOL. 1. Picture-tube displays and waveforms 
clearly show trouble symptoms. Covers hori- 
zontal Ax C-oscillator circuits, pulse-width 
phase detectors, etc. 80 pages. 534x814". 

87 K 217. Postpaid in U.S.A... 1.32 


VOL. 2. Covers vertical sweep-deflection cir- 


cuits, vertical retrace blanking, vertical sweep 
systems, etc. 96 pages. 

38 K 636. Postpaid in U.S.A.......... 1.76 
VOL. 3. Covers video IF and video amplifiers. 
Includes ir ddance-coupled and transformer- 
coupled [i amplifiers, 90 pages. 

37 K 424, Postpaid in U.S.A......... 7 0 
VOL. 4. Covers automatic gain control sys- 
tems. Includes delayed AGC circuits, and keyed 
AGC systems. 96 pages. 


37 K 425. Postpaid in U.S.A........ .2.20 


VOL. 6. Covers h 
circuits. Includes 
drive, autotransformer, etc. 1U8 pages. 

37 K'213. Postpaid in U.S.A......... 2.35 
VOL. 6. Covers horizontal and vertical sync 
circuits. Includes common and dual channel 
circuits, clippers, etc. 120 pages. 

37 K 214. Postpaid in U.S.A.........2.49 


VOL. 7. Covers sound circuits and L-V power 
supplies. Includes roster-Seeley FM circuits, 
ratio detectors, etc. 64 pages. 

37 K 221. Postpaid in U.S.A.......... 1.47 


HOW TO USE TEST PROBES. By A. Ghir- 
ardi and R. Middleton. Covers all types of test 
probes used with VOM's, VT VMs and scopes. 
Tells what probe to use, where to use it and 
how to use it. Step-by-step explanations. In- 
cludes resistive H-V DC probe, capacitance- 
ee H-V AC probe and others. 172 pages. 
llustrated. Size, 5Y4x8Y" . 

37 K 216. Postpaid in U.S.A........ 2.84 


HOW TO USE METERS. 2nd Edition. By 
John F. Rider. For service technician, TV and 
radio student, and Amateurs. Thoroughly cov- 
ers panel-type volt-ohm-milliammeters, vacuum 
tube voltmeters, and variations of these basic 
types. Comprehensively illustrated. 210 pages. 
Size, 544x814". 

37 K 532. Postpald in U.S.A........ 3.43 


HOW TO USE SIGNAL AND SWEEP 
GENERATORS. By J. Richard Johnson. Ex- 
plains applications of signal generators used in 
FM, AM radio and TV servicing. 144 pages. 
Illustrated. 544x844”. 

37 K 306, Postpaid in U.S.A........2.39 


UNDERSTANDING VECTORS AND 
PHASE. By John F. Rider and S.D. Uslan. 
Covers scalars, vectors, vector analysis and 
their application. 160 pages. 54x7’". 2 
37 K 928. Postpaid in U.S.A......... 176 
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RIDER AND SUPREME PUBLICATIONS & SE 


RIDER PUBLICATIONS 


BASIC AUDIO. By N. H. Crowhurst. Vol. I 
chapters include: Nature of Sound, Acousti 
Microphones, Baffles, Horns, Audio RK 
Curves. Vol. II chapters: A-C Me 
Circuit Values, Transistors, Noise 
Effects, Frequency Response, Pha: 
Circuits, Power Output, Audio Transf 

Vol. Ili chapters: Feedback Fundamentals, 
Plate Voltage Supply, Grid Bias Panyly Screen 
Bias Supply, Audio Oscillators, 
Electroacoustics. Set of 3 volumes. Illustrated. 
368 pages. 6x9’. 

37 K 396. Postpaid in U.S.A...... 8.53 


ARITHMETIC FOR ENGINEERS. Sth edi- 
tion. By C. B. Clapham. Covers fundamentals 
of mathematics, including slide rules, verniers, 
micrometers. Clearly written in a style which 
stimulates interest. 1,950 problems with an- 
swers 8 pages; cloth bound. Diagrams, illus- 
trations, etc. Size, 542x8”. 

37 K 243, Postpaid in 6.s.a. 


BASIC TELEVISION. By Alex. 
Ph.D., Ed.D. Complete 5-volume course 
black and white TV. Text is supported by more 
than 700 large, informative drawings to make 
each important explanation crystal clear. Each 
page has one complete idea. Soft covers. Illus- 
trated. 688 pages. 6x9”. 

37 K 287, Postpaid in U.S.A........9.80 


37 K 288. As above, but clothbound in one 
volume. Postpaid in U.S.A........... 11.27 


PRINCIPLES OF TRANSISTOR CIR- 
CUITS. By S. W. Amos. Serves as an intro- 
duction to the design of transistorized receivers, 
amplifiers and many other electronic circuits. 
Point-contact and junction transistors are co 
ered in considerable detail. Full chapter on su- 
perhets. Illus. 184 pages. 514x814’. a 
39 K 007. Postpaid in U.S.A....... 3.82 


FUNDAMENTALS OF TRANSISTORS 
2nd Ed. By Leonard Krugman. Use of trz 
sistors for direct replacement and a: 
ment to vacuum tubes. Text deals wi 
operation, characteristics, performan 
application. Written in a pleasant e 
derstand style. Chapters include: Basic Semi- 
Conductor Physics, Transistors and Their 
Operation, The Grounded Base Transistor, 
Grounded Emitter and Grounded Collector 
Transistors, Transistor Amplifiers, Transistor 
Oscillators, Transistor Hi-Frequency and other 
applications. Illus. 176 pages. 5! Ya" 

37 K 474, Postpaid in U.S.A 


HOW TO USE GRID-D!IP OSCILLATORS. 
By Rufus P. Turner, K6AI. Entirely devoted 
to grid-dip oscillators. Chapters include: Prin- 
ciples and Circuits, Capacitance M 
ments, Inductance Measurements, Rec 
Applications, Transmitter Applications, Misc. 
Ag Aa Si oy. pages. Includes many illus- 
trations. Size, 4x82". 

39 KOO8, Postpaid in U.S.A........ 2.45 


BASICS OF DIGITAL COMPUTERS. By 
John S. Murphy. Three-volume “‘picture-book”’ 
training course on electronic digital compt 5 
At least one big illustration on e 
make the text crystal-clear. After reviewing the 
development of computers, the text thoroughly 
explains the basic theory of computer arith- 
metic; circuits; program, memory generation 
and distribution of timing impulses, etc. 416 
pages. Illustrated. Size, 6x9”. 5 

38K 881. Postpaid in U.S.A........ 8.23 


CONDUCTANCE DESIGN OF ACTIVE 
CIRCUITS. By Keats A. Pullen, Jr. The con- 
ductance technique as applied to the design of a 
wide variety of vacuum tube and transistor 
amplifier, mixer, and oscillator circuitry. Chap- 
ters include: Basic Physical Principles, Sample 
Circuits, Impedance and Power Amplifiers, 
R-F and 1-F Amplifiers, Special Circuits, Sine- 
Wave Oscillators, Transistor Amplifiers, etc. 
Illustrated. 344 pages. 6x9”. 

38 K 839. Postpaid in U.S.A...... GPS 


BASIC SYNCHROS AND SERVOMECH- 
ANISMS. By Van Valkenburgh, Nooger and 
Neville. Exceptionally well written and easy 
to understand. Used in U.S. Navy’s electron- 
ics training program. Explains in detail and 
illustrates the basic principles of servos and 
synchros; also includes typical applications. 
Set of two volumes. 272 pages. oxo" 

37 K 508, Postpaid In U.S.A......... Soe 


h page to 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


BASIC PULSES. By 
include: Pu 

Electronic Equipr 
ses in L-C-R Cir 
est Probes, 


I. Gottlieb. Chapters 
in 


age nt, 
Waveshaping by Special Circuits, Speech 
Waveforms, Blocking Oscillator, etc. Illus- 
trated. 184 pages. Size, 6x9”. 

368 K 879. Postpaid In U.S.A........ 3.43 


EXPERIMENTAL ELECTRICITY FOR 
BOYS. By Willard Doan. Instructs the school 
age boy in the fundamentals of electricity 
through experiments and home projects. Clear- 
ly written. Chapters include; Magnetiem, Stat- 
ic El lis and Batteries, Current 
Electricity, Conductors and Insulators, Dy- 
namos and Motors, etc. Illustrated, 132 pages. 
Size, 8x11". 


38 K 841. Postpaid in U.S.A........ 3.38 


BASIC ELECTRONICS. By Van Valken- 
burgh, Nooger and Neville, Inc Prepared for 
the U.S. Navy—over 25,000 trainees have 
learned basic electronics this easy way. Con- 
sists of 5 volumes. h page covers a complete 
idea with illustrations—over 800 drawings. 
Vol. 1: Diodes and Power Supplies; Vols. 2 
and 3; Amplifiers and Oscillators; Vols. 4 and 5: 
Transmitters, Receivers. 560 pages. 6x9". 

38 K 631. Postpaid in U.S.A...... 9.80 
As above, but cloth bound. 

37 K 268. Postpaid in U.S.A......... 11.27 


BASIC ELECTRONICS. VOL. 6. By Van 
Valkenburgh, Nooger and Neville, Inc. Valuable 
companion to the original 5 volume course. 
Covers semi-conductors, transistors and FM. 
Chapters include: Solid Electronics, 
Semiconductor Diodes, T cuits, 
Fundamentals of IM, F 130 
pages. Illustrated. 6x9”. 

39 K 009, Postpaid in U.S.A.. 


BASIC ELECTRICITY. 
ing electricity. Vol. 1: D 
DC Circuits, Ohm's and I 
Electric Powe é 

tance, Re 
pedance, Resona 


above, but cover- 
ud Meters; Vol. 2: 
rchhoff's Laws, and 
Vol. 3: Inductance, Capaci- 
d AC Meters; Vol. 4: Im- 
and Transformers; Vol. 5: 
Generators, Mo , Alternators and Control 
Devices. 900 drawings. 608 pages. 6x9’. 

38 K 621, Postpaid in U.S.A,....... 9.80 


As above, but cloth bound. 
37 K 269. Postpaid in U.S.A.........11.27 


BASIC PHYSICS. By Alexander Efron, Ph.D. 
A thoroughly readable book covering a year’s 
course in intermediate-level physic Perfect 

3 se—builds a solid background 
uical studies. First section 
provides a complete survey of the subject, sec- 
ond section analyzes areas covered and intro- 
duces more advanced concepts. Over 800 illus- 
trations are use ic experiments are 
fully described. Contents satisfy requirements 
of all college boards. Cloth bound. 724 pages. 
Size, 644x914” 


37 K 286, Postpaid in U.S.A........ 7.45 


PHYSICS QUESTIONS AND PROBLEMS 
(with answers). By Alex. Efron, Ph.D. Fea- 
tures 42 carefully devised exercises graded in 
ity. Each group is relevant to material 
tuting a definite learning unit in high- 
school physics. Chapters include: Special Prop- 
erties of Matter, Heat Transfer, Relative Den- 
sity, Introduction to Sound, Hearing Speech 
and Music, Magnetism, Electrochemistry, Kin- 
ematics, Radio-Electronics, Nuclear Energy, 
Answers. Illustrated. 52 pages. 8Y2x11’. 

39 K O10. Postpaid in U.S.A........- 1.47 


MATHEMATICS FOR ENGINEERS. VOL. 
1. By W. N. Rose, B.S.C. An excellent refer- 
ence source for engineers. Chapters include: 
Simple, Simultaneous, Quadratic, Cubic and 
Simultaneous Quadratic Equations; Centroids, 
Graphs, Plane Trigonometry, etc. 540 pages. 
Cloth bound, 54x84’. 

39 K 250. Postpaid in U.S.A........6.47 


VOL. 2. Chapters include: Introduction to 
Differentiation, Integration, Mean Values, etc.; 
Polar Co-Ordinates, Applications of the Calcu- 
lus, Harmonic Analysis, Answers to Exercises. 
415 pages. Cloth bound. 514%4x8”. 

39 K 251, Postpaid in U.S.A........0.47 


RVICE MANUALS 


GET THE BOOKS 
YOU WANT NOW... USE 
ALLIED’S EASY PAY PLAN 


Pooks can be conveniently purchased on 
1» Lesy Pay Plan—you can make them 
poit of ony order totaling $20 or more! 


SUPREME PUBLICATIONS 
RADIO DIAGRAM MANUALS 


eed up repairs by keeping these manuals 
al 3 on haad. They contain specific service 
instructicns, diagrams, and other helpful data 
on most popular radio sets. Include service hints 
and shortcuts, alignment data, ete. Cover all 
types of transistor sets, portables, auto radios, 
*M sets, record changers, stereo Hi-Fi, etc, 
Size, 82x11’. Postpaid in U.S.A, = 


ET + 
oh aah Vol. Year | Pages EACH. 

38 K 249 20 1960 192 2.50 
37 K 324 19 1959 192 2.50 
37 K 323 18 1958 192 2.50 
37 K322 17 1957 192 2.50 
37 K497 16 1956 192 fe) 
37 K 834 15 1955 128 2.00 
37K939 | 14 1954 160 2.50 
37 K9Il2]| 13 1953 192 2.50. 
37 K819 12 1952 192 2.50 
37 K8!18 i1 1951 192 2.50 
37 K812 10 1950 192 2.50 
37 K 869 9 1949 160 2-30 
37 K849 8 1948 192 2,00 
37 K 847 7 1947 192 2.00 
37 K 846 6 1946 192 2.00 
37 K 839 5 1942 192 5:08 
37 K 831 4 1941 192 2.0 

37 K 830 3 1940 208 2.00 
37 K828 1 1926-38 | 240 2.50 


IN DEX. Covers Radio Manuals 1-20 and Tele- 
vision Manuals TV-5 to TV-17. Sets listed by 
manufacturer, chassis and model number. 

37 K 809. Postpaid in U.S.A, Free Upon 
Request. 


TELEVISION SERVICING COURSE. 
Compiled by M. Beitman. Practical home- 


study television training course. Well-illustrat- + 


ed lessons on circuits, adjustments, picture 
faults, servicing shortcuts, UHF, alignment. 
192 pages. Size, 8Ygx11". 

37 K 927. Postpaid In U.S.A...,.....d.00 


RADIO MATHEMATICS. Discusses simple 
mathematics in connection with meter ies, 
Ohm's Law, capacity, inductance, etc. Ideal 
for the beginner. 32 pages. 8Y%2x5¥2". i 

37 K Bll. Postpaid in U.S.A.....+... 206 


TELEVISION SERVICE MANUALS 


Complete servicing information on all popular 
television sets. Contain: wave-forms, alignment 
data, voltage charts, on large, easy-to-follow 
double-page diagrams. 84x11”. Each service 
manual has 192 pages. *Karly models. tAd- 
ditional models. Postpaid in U.S. 


s i) ° be Vol. Year Bye 
39 KOIl TV-17 1960 
37K 374| TV-16 | 1959 
37K 372] Tv-15 | 1959 3.00 
37K 281 | Tv-14 | 1958 
37K 319 | TV-13 | 1937+ 
37 K 483 TV-12 1957* 
37K 496| TV-11 | 1956 
37K 507| tv-to | 1955¢ | 3.00 
37K 924| Tv-9 | 1955* 
37 K 936 | Tv-8 1954 
37K 904 | TV-7 1953 
37K 903 | TV-6 1952 3.00 
37 K 889 | TV-5 1951 


PRACTICAL RADIO AND ELECTRON- 
ICS COURSE. A three-volume home study 
course in one book. Consists of 35 lessons in- 


other equipment. 268 pages. yee 


ANSWER BOOKLET. Contains answers to 
the self-testing questions in above book. 16 
pages. Size, 544x8}4”. 

37K 845. Postpaid in U.S.A......... 20 


SIMPLIFIED RADIO SERVICING BY 
COMPARISON METHOD. Shows new 
shortcut technique for locating faults, using 
only a voltohmmeter. Over 1,000 service hints. 
24 circuits. 48 pages. 814x11". 

37 K 836, Postpaid in U.S.A......... 1.50 


RADIO SERVICING COURSE BOOK 
22 lessons, Recently revised. Chapters on 
test equipment, signal tracing, alignment, FM, 
transistors. AVC, etc. 192 ae 8x11". 

37 K 824. Postpaid in U.S.A....... 2.50 
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HIGH-FIDELITY AND RECORDING 


BOOKS 


STEREO HIGH-FIDELITY 


ALLIED'S OWN STEREO HIGH-FIDEL- 
{T¥. An exceptionally informative booklet by 
Allied’s Own autio experts with the ceitorial 
assistance ol Kdward Tatnall Canby. 1: 
the guesswork out of stereo hi idelity. C 
ly explains what stereo hi-fi is—whst makes 
up a stereo system—and how to go about 
Choosing each stereo component. Disc 
recorders, tuners, cartridges, ext 
a stereo conversion, etc.—everyt 
in a non-technical, straightforwar anne 
Also includes information on stereo ilus- 
trated with representative stereo musicsystems. 
32 pages. Size, 84x11’. 
37 K 397. Postpaid in U.S.A......... 25¢ 


STEREO...HOWIT WORKS. By Herman 
Burstein (Germsback), Discusses the problems 
and rewards of stereo including recording and 
broadcasting. Chapters include: Forms of 
Audio Reproduction, Stereo Effect, Stereo on 
Dises—Other Systems, Amplifiers for Stereo, 
Speakers for Stereo, Installing a, Stereo System. 
Illustrated. 224 pages. alg 

39 K 269. Postpaid in U.S.A. ate 90 


A GUIDE TO STEREO SOUND. By David 
Tardy (Popular Mechanics). Emphasis is on 
basics of stereophonic Se eg of sound. 
Chapters include; Channeisin Multiples, Sound 
and Location, Pickup and Playback, Amplifiers 
for Stereo, Broadcast Stereo, Stereo Stored. 
Poi 192 pages. 6Y% 06 G 

39 K 274. Postpaid in U.S.A........ 4.95 


STEREOPHONIC SOUND. By No-man 
Crowhurst (Rider). Written in an easy, inter- 
esting, non-technical style. Explains theory of 
Sresephenic sound; the requirements for suc- 
cessful stereo playback; binaural and two and 
three channel systems; and the use of these 
systems with radio, disc and tape. Suggestions 
are given for the selection and placement of 
speakers. Illus. 128 pages. 54x81)”. 

38 K 919. Postpaid in U.S.A.. 2.20 


STEREO HANDBOOK. By G. A. Briggs. 
Authoritative, non-technical book by an inter- 
nationally known authority. Subjects include 
pick- -up arms, speakers and recording its th- 
niques. 88 illustrations. 146 pages. 52x8 


39 K 278. Postpaid in U.S.A........ 2.50 


HI-Fi SPEAKER BOOKS 


HI-Fi LOUDSPEAKERS AND ENCLOS- 
URES. By Abraham B. Cohen (Rider). A clear, 
well-organized book for either the hi-fi enthu- 
siast or the audio technician. First section deals 
with the basic principles of loudspeakers. Sec- 
ond section analyzes the characteristics of baf- 
fies and enclosures. The third section discusses 
the room as part of the acoustic circuit. Appen- 
dix has 18 plans for the construction of en- 
closures. Illustrated. 368 pages. 514x814”. 

38 K 924, Postpaid in U.S.A......... 45l 


JENSEN SPEAKER SYSTEM PLANS— 
A1060, Written for the hi-fi enthusiast who 
wants to build his own loudspeaker enclosure. 
Gives detailed construction plans on 12 enclos- 
ures—ranging from the ‘‘Imperial’’ folded horn 
to the ‘“Duette” cabinet. Tells how to dress up 
completed enclosures. Includes parts lists and 
many illustrations. 36 pages. 81x11”. 

37 K [28. Postpald In U.S.A....... .. 90¢ 


GENERAL HI-Fi BOOKS 


UNDERSTANDING HIGH FIDELITY. 
Stereo Edition. Bogen-Presto publication. A 
helpful guide covering the selection and instal- 
lation of stereo high-fidelity equipment. Con- 
tains chapters on: The Nature of Musical 
Sounds, Elements of a High-Fidelity System, 
How to Conduct a Listening Test plus a glos- 
sary of common terms. 64 pages. Size, 6x9’. 


37 K 211. Postpald tn U.S.A........- 25¢ 


HIGH FIDELITY HOME MUSIC sys- 
TEMS. W. R. Wellman (Van Nostrand). An ex- 
bertly written book of practical hints and 
money-saving suggestions on the selection of hi- 
fi components. Considers such factors as budget, 
room layout and personal taste. Detailed 
drawings ag construction of custom -cab- 
te iS Hee iow to Bs radiog and phonos 
‘or 4 pages. Size, x8. 

37 K 438, Postpald In U.S.A........4.50 
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GENERAL HI-FI BOOKS (cont'd) 
THE AUDIO CYCLOPEDIA. Howard M. 


Trema Howard W. Sams). A comprehen- 
sive e of atidio, precisely indexed for 
instant reference. Consi of 26 sections cover- 


ing basi inciples of s , acoustics and stu- 
. recordi reproduction, micr 
, trans rs and diodes, tube 
rs over 3400 topics. Over 1690 
128 80 pages. 6x9” 


37 385. Postpaid in U.S.A....... 19.95 


GUIDE TO AUDIO REPRODUCTION, 
D. Fidelman (Rider). A complete explanation 
of the reproduction of sound. Discusses all 
phases of audio reproduction systems. Covers 
design, construction, assembly, and testing of 
the systems as a whole and the components 
which comprise them. Chapters include: hi-fi 
reproduction of sound, input and pick-up units 

audio amplifier theory, etc. 240 pages with ov cr 
160 illustrations. 5}4x8 4” 


37 K 308, Postpaid in *u. . &) See 3.43 


GUIDE TO THE CARE OF MODERN 
RECORDINGS. By Karl A. Barleben (Wal- 
co). An informative booklet which thoroughly 
ses record and stylus care. Subjects cov- 
ered inciude: Stylus Wear; Dust; Cleaners; 
Handling of Records; Proper Storage of Rec- 
ords. 25 pages. Size 
37 K 144. Postpaid in U.S.A......... 25c¢ 


THE HOW AND WHY OF HI-FI & 
STEREO. By Harry G. Cisin (Cisin). An in- 
formative booklet for the audiophile. Tells 
how to: select hi-fi and stereo hi-fi components 
convert monophonic systems to stereo, assen 
ble music systems, evaluate manufacturers 
apece, build an Rarsoen se reduce distortion, etc. 
pages. Size, 84x11”. 
37 K 388, Postpaid in U.S.A......... 1.00 


LAYMAN’S GUIDE TO HI-FI. (Ameco) A 
funda- 


clear, non-technical approach to th 
mentals of high- ty. Subjects covered: 
AM tuners, amplifiers, speakers and cabine 

a em bly of kits, how to 1 to hi-fi, and the 
future of hi-fi. 80 pages. 6x9’ 
37 K 396, Postpaid in U.S.A......... 1.25 


INSTALLING HI-FI SYSTEMS. By Jeff 
Markell and L. Jerome Stanton (Gernsback). 
How to avoid m kes by planning the i 
lation of hi-fi systems 
quirements of stereo 
covered. 224 pages. Si 


39 K 270. Postpaid in U. fy 


are fully 
Lee 


HI-FI MADE EASY. By Norman H. Crow- 
hurst (Gernsback). For those who want to 
learn more about audio systems or who want to 


set up a hi-fi sy em for the first time. Ilus- 
rated 224 pages. Size, SxS". By 90 
39 K 271. Postpaid in U.S.A........ > 


FUNDAMENTALS OF HIGH FIDELITY. 
By Herman Burstein (Rider). Emphasis is on 
what a hi-fi system should provide and meth- 
ods of achieving the best performance. Chapters 
include: Contents of a Hi-Fi tem, Meaning 
and Significance of the Decibel, Frequency 
Response. Illus. 144 pages. 54x84". 

39 K 272. Postpaid in U.S.A........ 2.89 


HIGH FIDELITY CIRCUIT DESIGN. By 
Norman Crowhurst and George F. Cooper 
(Gernsback). Takes the guesswork out of de- 
sign. Shows how to plan circuits intelligently 
before you actually begin construction. Chap- 
ters include: Feedback Effects, Analysis and 
Design, Attenuators, Speaker Systems, Test 
Equipment, etc. For experimenters with some 
knowledge of the basics of reuits, charts and 
mathematics. 304 pages. 854x534". 5 
37 K 272. Postpaid in U.S.A. nay 
AUDIO DESIGN HANDBOOK. By H. A. 
Hartley (Gernsback). Practical design proce- 
dure for the working technician and engineer. 
Each chapter covers a separate section of an 
audio system, from preamp to speaker. Chap- 
ters include: Perception of Sound, Audio Am- 
lifiers, Amplifier Design, Audio Transformers, 
egative Feedback, Filter and Tone Controls, 
Amplifier Power Supplies, Speakers and En- 
closures, etc. 224 pages. 5544x814". 
38 K 843. Postpald in U.S.A....... 2.90 


GENERAL HI-Fl BOOKS (cont'd) 


HIGH FIDELITY TECHNIQUES. John H. 
Newitt (Rinehart Books). An unusually com- 
prehensive book for the hi-fi enthusiast and 
technician. Topics covered include: ear fre- 
quency response; properties of sound; reverbera- 
; amplifiers; tuners; record 
players; fi practices; buying equip-~ 
ment; etc. 494 pages. pt 

37 K 351. Postpaid in U.S.A........7.5O 


AUDIO MEASUREMENTS, By Norman 
Crowhurst (Gernsback). Techniques for opti- 
mum audio performance. Chapters include: 
Measurement Techniques, Test Equipment, 
Basic Measurements, Amplifiers, Output Trans- 
formers, Preamplifiers, Tape Recorders, Micro~ 
phones, etc. 224 pages. 5x84”. 

38 K 842. Postpaid in U.S.A........ 2.90 


HIGH-FIDELITY— DESIGN, CON-~ 
STRUCTION, MEASUREMENTS (Gerns- 
back). For those who want to build and experi- 
ment with hi-fi equipment. Covers: Audio 
‘eedback Design, Crossover Networks, Audio 
form Analysis, etc. For slightly advanced 
experimenters. 128 pages. 514x814". 
37 K 786. Postpaid in U.S.A....... ..1.50 


H!I-Fl HANDBOOK. HFB-1 (Sams). A com- 
prehensive book for the begianer, audiophile 
and technician interested in hi-fi design and 
installation. Covers loudspeakers, baffles, en- 
closures, peepee preamplifiers, controls, etc. 
Tilus trated. 4 pages. SYzx8Y”, 
37 K 358. Recs in U.S.A. 


THE SOUND OF HIGH FIDELITY. By 
Robert Jordan and James Cunningham (Popu- 
lar Mechanics). Explains high-fidelity sound 
and its reproduction. Covers operation and 
maintenance of equipment. Illustrated. 208 


pages. 614x9I4". 3.95 


39 K 273. Postpaid in U.LS.A....... 


TAPE RECORDING BOOKS 


HOW TO MAKE GOOD TAPE Ube ls 
INGS. By C. J. LeBel (Audio Devices). 
complete Vege of tape recording, Pheniees 
include: How a Tape Recorder Works, Select- 
ing a Recording Tape, Tape Editing, Binaural 
or Stereophonic Recording, etc. Illustrated. 
is 50 pz ages. 5 Yax! TY4". 


TAPE RECORDING GUIDE. By Robert 
and Mary Marshall (Chilton). Designed to help 
you get the most out of your tape recorder in 
home, business and professional use. Features 
illustrations of 53 machines with their major 
specifications. Illustrated. 120 pages. Size, 


43 V4 
38 K 247. Postpald In U.S.A......... 1.95 


TAPE RECORDERS AND TAPE _ RE- 
CORDING. By Harold D. Weiler (Radio 
Magazine). Covers virtually every recording 
problem in easy-to-understand language. Con- 
tains tables and charts—more than 100 illus- 
trations. 192 pages. 84x54". 

38 K 124. Postpaid in U.S.A........2.95 


HOW TO SERVICE TAPE RECORDERS. 
By C. A. Tuthill (Rider). Subjects include: 
Operation of the recording head; types of elec- 
tronic circuits; troubleshooting—and how to 
service many types of tape recorders. With 
practical examples. 160 pages. 514x814”. 

37 K 998. Postpaid in U.S.A........ 2.84 


MAGNETIC RECORDING. By S. J. Begun 
(Rinehart). Chapters on History of Mag- 
netic Recordiag, Fundamentals of Magnetism, 
Theory of Magnetic Recording, Components, 
Recording Equipment. More than 130 dia- 
grams, illustrations. 242 pages. 6x9”. 


37 725, Péstpaid in USA, 5.00 


TAPE RECORDERS—HOW THEY WORK, 
By Charles G. Westcott (Howard W. Sams). 
A detailed treatment of tape recording tech- 
nique and tape recorder equipment. Serves as 
guide for purchasing and operating a tape re- 
corder. Illustrated. 176 pages. 6x9. 

38 K 642, Postpaid in U.S.A 


HOW TO SELECT AND USE YOUR TAPE 
RECORDER. By David Mark (Rider). All 
the facts for an intelligent selection of a tape 
recorder and how to get the most use from it. 
A Buyer's Guide lists over 80 types. 152 illus- 
trations. 148 pages. Size, 544x8 


38 K 925, Postpald in U. sn". 2.89 
Allied.is First with the Latest Electronic Publications 


Ve 


CISIN PUBLICATIONS 


RAPID TV TROUBLE SHOOTING 
METHOD. By H. G. Cisin. Extremely rapid 
method of TV servicing in which the trouble is 
recognized, classified, ‘and located in logical 
procedure. Code numbers are assigned to each 
observable defect. Through special charts, the 
code numbers quickly reveal the specific circuit 
at fault. Contains 100 rapid checks. 23 pages. 
Size, 84x11’. 

ari 346, Postpaid in U.S.A.....<. 1.00 


SHOOT TV_AND RADIO TROUBLE 
FAST. By H. G. Cisin. Enables the serviceman 
to diagnose and locate radio faults rapidly 
through logical interpretation of trouble symp- 
toms. For each trouble, a series of checks is 
listed. Sections on rapid TV and radio service, 
and a section on the servicing of printed cir- 
cuits. 40 pages. Size, 84x11". 

gute ta), Postpaid in U-S.A.........100 


GUIDE TO BASIC ELECTRICITY. By H. 
G. Cisin. Informative booklets covering elec- 
trical fundamentals. Contain explanations of 
most often used terms: elect cal laws, elec- 
tronic symbols, descriptions of testing instru- 
ments, etc. For the beginner—or for those de- 
siring a good “refresher” reference. 21 pages. 


37 K SOLUME, Postpaid in U.S.A....00C 


TV AND RADIO TUBE SUBSTITUTION 
GUIDE. $1. Covers over 600 tube types. Lists 
substitute radio-TV tubes which can be used 
without wiring changes. Also picture tube sec- 
tion covering substitutions, dimensions, ion 
traps, etc. A ‘valuable servicing aid. 1959 edi- 
tion. 22 pages. 52x84". 


397K 349. Postpaid in U.S.A......--. 50c 
TUBE REPLACEMENT GUIDE. P1. Ex- 
panded edition of Si, above—contains 2700 


substitutes for more than 1500 tubes, including 
225 foreign types. Lists TV picture tube re- 
placements and transistor substitutes. 49 pages. 
Size, 5x8’. 

39 K 266. Postpaid in U.S.A......--. 1.00 


TV TROUBLE TRACER. F 
A greatly simplified method of TV 
Locate and correct TV tube troubles using the 
unique step-by ep procedure outlined in 

iy helpful manuals. Each volume 
ating tube location guides 
. 48 pages. 534x84". 


No. Vol. “Year 
K 348) 5 1956 
K 338) 6 1957 
K 339| 7 | 1958 
K 280} 8 1959 


PER VOLUME. Postpaid in u.s.a....50¢ 


TV CONSULTANT. By H. G. Cisin. TV 
trouble shooting and rapid alignment book. No 
theory—no math—no formulas. Chapter 
Practical Information on UHF; Rapid T 
Alignment; Use of Test Instruments, etc. Illus. 
135 rapid checks. 69 pages. 8iyxil’. 

37 K 522. Postpaid in U.S.A..... 2.00 


TV TUBE LOCATOR. By H. G. Cisin. Con- 
tains charts showing the locations of all tubes 
in hundreds of TV sets. Each tube js coded to 
identify its function in the circuit. A table of 
common picture and raster troubles is included. 
Size, 84x11”. Postpaid in U.S.A. 


Stock No. |Vol.| Years | NET EACH 
37K 328 | 1 | 1947-1954 1.00 
37 K 329 | 2 | 1955-1957 1.50 


P. H. BRANS BOOKS 


WORLD'S RADIO TUBES. “Vade Mecum.” 
Latest edition by P. H. Brans. Lists receiving 
and transmitting tubes of all types, U.S. and 
foreign. Gives renlacements and interchange- 
ability information. Explains tube symbols, ab- 
breviations. 8x11%4”. 464 pages. 

37 K 673. Postpaid in U.S.A....--.- 


WORLD'S EQUIVALENT RADIO TUB 
By P. H. Brans. Quick reference for p 
exchanges or substitutions of domestic, 
forces and most foreign radio tubes. Tables 
give practical information in convenient, un- 
derstandable form. 320 pages. 8x11". 

37 K 350. Postpaid in U.S.A......-. 6.00 


Allied is First with the Latest Electronic Publications 


SERVICING 


RAPID RADIO REPAIR. By G. Warren 
Heath. Symptoms, troubles and repair tech- 
niques grouped alphabetically for fast repair 
reference. Covers transistor sets, printed circuit 
repair, modular receivers, use of test instru- 
ments, etc. Sections are: Receivers, Techniques, 
Servicing, Charts. 224 pages. 5 4x8 K’". 

38 K 844, Postpaid in U.S.A.......- 2.90 


GUIDE TO MOBILE RADIO. By Leo G. 
Sands. General mobile radio systems, paging, 
dispatching, railroad and Citizens band. Other 
chapters deal with mobile and base station op- 
eration, receivers and transmitters. Useful for 
technicians, operators and engineers. Profusely 
illustrated. 160 pages. 54x8}4”. 

38 K 845. Postpaid in U.S.A........ 2.85 


TV AND RADIO TUBE TROUBLES. By 
Sol Heller. Service TV and radio receivers by 


SERVICING TRANSISTOR RADIOS. By 
Leonard D’Airo. Covers servicing problems 
encountered in repairing transistor and minia- 
ture equipment, printed circuit boards, the care 
and handling of transistors. Includes useful 
charts, and a transistor replacement guide. 224 
pages. 5x8". 

paste 5/3 Pcotpaid In U.S.As...----2090 


RADIO & TV HINTS. A storehouse of short- 

cuts for the practicing technician. Hundreds of 

methods for adding speed and efficiency. Com- 
iled by the editors of Radio-Electronics from 

suggestions by radio-TV service men. 

pages. Fully illustrated. Size, 5¥2x82"- 

37 K 774. Postpaid in U.S.A 


SERVICING RECORD CHANGERS. Cov- 
ers every functional assembly as a unit so that 
even a beginner, in no time at all, can service 
all types of changers. Includes: Change Cycle, 
Trip Mechanism, Setdown Index, etc. as 
drawings which illustrate intricate mechanisms. 
224 pages. 54x82". 

37 K 271. Postpaid in U.S.A......-- 2.90 


TEST INSTRUMENTS 


RADIO & TV TEST INSTRUMENTS, For 
the radio-TV technician who wants to build his 
own test equipment. Covers all types of units 
used in servicing. Chapters include: Picture 
Tube Circuit Analyzer, Picture Tube Tester, 
Dynamic Signal Tracer, Practical VTVM, 
Work Bench for Radio and TV, and others. 


Over 100 e ae -spoiterstantt illustrations. 128 
pages. Size, 4x82". 
By K 787. Postpaid in U.S.A.......-- 1.50 


THE VTVM. By Rhys Samuel. Operation of 
the VTVM, its probes and meter scales, FM- 
AM alignment, signal tracing, finding causes 0} 
hum, etc. Chapters include: Instrument Char- 
acteristics, How the VTVM Works, Meter 
Scales, AM-FM Alignment and Repair, TV 
Trouble Shooting, and others. 224 pages, 175 
illustrations. 5 34x84”. 

37 K 498. Postpaid In U.S.A.....--. 2.50 


THE OSCILLOSCOPE. By George Zwick. A 
straightforward, how-to-do-it book that tells 
service technicians how to get the most out of 
the oscilloscope. Chapters include: Waveforms, 
The Cathode-Ray Tube, Sweep Systems, Typi- 
cal Oscilloscopes, Alignment, etc. 192 pages, 
174 illustrations. 54x8}4”. 

37 K 546. Postpaid in U.S.A......-- 225 


HOW TO GET THE MOST OUT OF YOUR 
VOM. By Tom Jaski. A detailed presentation 
covering the most popular test intrument in 
the radio-TV_ service shop, Ham shack and 
laboratory—the VOM. Shows how to put the 
VOM to new and unusual uses, how to work 
faster with it, check it, and make it a base for 
other instruments. Shows the relationship be- 
tween current, voltage, resistance and power, 
and how to use one type of reading for determin- 
ing the other, Also describes methods for in- 
creasing a VOM’s range and accuracy. 2 
pages. 514x84". 

BOK 265. Postpald In U.S.A......-. 2.90 


THE GERNSBACK LIBRARY 


BUILD YOUR REFERENCE 
LIBRARY NOW .. . 
USE ALLIED’S EASY PAY PLAN 


Books can be conveniently purchased on 
our Easy Pay Plan—you can make them 
part of any order totaling $20 or more! 


HIGH FIDELITY : 


BASIC AUDIO COURSE. By Donald Carl 

Hoefier. Providesclear explanations of allimpor- 

tant points in the field of audio reproduction. 

Avoids use of higher mathematics. Chapters 

include: The Nature of Sound, Audio Frequen- 

cy Amplifiers, Distortion and Noise, Loud- 

speaker Systems, etc. Describes microphones, 

and principles of disc and tape recording. Illus. 

224 pages. 52x82". 

err 


TRANSISTORS 


TRANSISTORS—THEORY AND PRAC- 
TICE. By Rufus P. Turner (Second Edition). © 
Covers semiconductor theory, equivalent cir- 
cuits, amplifiers, oscillators, and many other 
topics. Includes tests and measurements. Chap- 
ters include: Semiconductor Theory, Transistor 
Characteristics, Equivalent Circuits, Transistor 
Amplifiers, Transistor Oscillators, Duality in 
Transistor Circuit Design, Triggers and 
Switches, etc. 160 pages. 54% x84". 

38 K 882. Postpaid in US.A.. P ee 95 


TRANSISTOR CIRCUITS. By Rufus P 
Turner. A collection of practical trangistor 
circuits. Includes schematic diagrams am dis-y 
cussions of the latest transistor circuits. Chap- 


ters include: Audio Amplifiers, RF and IF, 


Amplifiers, DC Amplifiers, Oscillators, Power® 
Supplies, Radio Receivers, Triggers and 
Switches, Control Devices, Test Instruments,? 
Amateur Devices and Miscellaneous Circuits. 
Over 100 illus. 160 pages. 5x8V2". : 
Oo gees etpaid ie U.S, A... aan 


TRANSISTOR TECHNIQUES. An excellent’ 


handbook for the technician and experimenter.\y 


Gives scores of hints on how to use transistors 
in electronic equipment. Covers testing, per- 
formance, construction, measurements, etc, 
Chapters include: Protecting Transistors, T 
ing Transistors, Transistor Performance, Oscil- 
lator and Triggers, Transistor DC Transform+’ 
er, etc. Illus. 96 pages. 54x87". 

Ss eo postpaid In U.S.As....++eloO 


HOBBIES ; 


RADIO CONTROL HANDBOOK. By H.G. 
McEntee. Detailed information for controlling” 
model planes, trains and boats. Chapters in-" 
clude: Simple Control Systems, Complex Con- 
trol Systems, Motor and Auxiliary Controlsjy 
Single Tube Receivers, Multitube Receivers, 
Simple Transmitters, Complex Transmitters, 
Keying the Transmitter, Installation, etc. 192° 
pages. 175 illus. 5Yx8Yy’". J 
37 K 534. Postpaid in U.S.A 


ELECTRONIC PUZZLES AND GAMES., 
By Matthew Mandl. Written by an engineer 
and teacher for both novice and professional” 
Contains dozens of projects which need no 
special parts or tools. Chapters included 
Switches, Simple Puzzles, Advanced Puzzles, 
Games for Two Players, Games for Severaly 
Players, etc. Illus. 128 pages. SIAx8Yy". A 
Players, otc becpaid (ry U-S.Asiq./42 em 


FUNDAMENTALS—MISCELLANEOUS 


RADIO TUBE FUNDAMENTALS. By G, J® 
Christ. Explains what tubes are and how they. 
work. Covers tube elements, amplification,’ 
oscillation, etc. Chapters include: The Electron,’ 
The Diode, The Triode, The Tetrode, The 
Pentode, Multipurpose Tubes, Phototubes and 
Indicator Tubes, Vacuum Tube Bias, Tube 
Applications. Illus. 96 pages. 544x812”. 

APT one eipeid in Una oe 


MAINTAINING HI-Fl EQUIPMENT. By 
Joseph Marshall. A clearly written handbook 
for servicing and trouble-shooting of hi-fi com- 
ponents. Chapters include: High-Fidelity 
Standards, Test Instruments, High-Fidelity 
Circuits, Preliminary Diagnosis, Distortion, 
Bass and Treble Faults, Audio Troubles, ete. 
Illus. 224 pages. 514x8%2”. 

Se eee guid In U.S.A. 


TV—IT’S A CINCH. By E. Aisberg. Origin- 
ally published in French, the unorthodox, hum- 
orous style of this book has made it a favorite 
of teachers and studenis. Hundreds of helpful, 
amusing sketches. Includes: Frequencies, VHF 
and Video, The Cathode Ray Tube, Deflection 
and Focusing, Time Bases, Synchronization, 
Sawteeth in Action, The Electron Image, etc. 
224 pages. 514x82". 

ae Pete errata Im ULGIAL.. aga wee 
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L. PUBLICATIONS 


A. R. R. L. PUBLICATIONS 


RADIO AMATEUR'S HANDBOOK. Latest 
edition. The Ham’s " Bible’—covers all phases 
of theory, construction of Station equipment, 
and operating practices. Revised to include 
the latest data on basic electricity and radio, 
HF, VHF, and UHF equipment, radioteleph- 
ony and CW, antennas, workshop practices, 
vactturn-tube data, etc. Chapters include: 
iSlectrical Laws and Circuits; Keying and 
Break-In; Power Supplies; High-Frequency 
Receivers; UHF and Microwaves; High-Fre- 
Juency Transmitters; Measuring Equipment; 
obile Equipment; Antennas; BCI and TVI; 
Operating a Station; Vacuum Tube Data; etc. 
Latest edition always shipped. 728 pages. 
614x915". Paperbound. 

37 K 550. Postpald in U.S.A........3.50 


THE MOBILE MANUAL FOR RADIO 
AMATEU RS. By the staff of A.R.R.L. Compi- 
lation of popular articles on mobile radio which 
appeared in QST magazine. Articles include: 
Transistor Mobile Converter; Mobile Convert- 
er—No B-Plus; A Modified “Standard of Com- 
parison” Receiver; Mobile SSB Transceiver; 
6-Meter Mobile with Transistor Audio; Two- 
Tube Mobile Transmitter; Emergency and 
Portable Rigs; etc. Contains material on 
Beer ee antennas, etc. Illustrat- 
- OYx A Pages. 
37 K573, Postpaid in U.S.A....... .2.50 


RADIO AMATEUR’S LICENSE MANUAL. 
Bnlarged edition. Covers FCC examinations 
ér Novice, Technician, Conditional, General, 
and Extra Class licenses. Contains up-to-date 
government regulations, answers to probable 
€xam questions, and information about regula- 
tions afiecting Amateurs. Typical chapters: 
The Novice License, The Technician License, 
the Conditional Class License, the General 
Class License, The Extra Class License, Exami- 
nations by Mail. FCC Rules and International 
Regulations. 644x914". 132 ages. 

7K 555, Postpaid in U.S.A........, 50c 


GATEWAY TO AMATEUR RADIO. Set 
of four A.R.R.L. books for the Novice. How to 
Become a Radio Amateur. Tells how to get on 

he air, obtain a license. Also covers the con- 
Struction of receivers, transmitters, and oper- 
Tele Practices. 148 pages. Leurning the Radio- 


Telegraph Code. Covers sending and receiving. 
8 pages. License Manual. Covers FCC exams. 
mswers to probable exam questions on: 
Novice, Technician, Conditional, etc. 132 

Feges. Operating an Amateur Radio Station. 
‘8 pages. Size, 04x84". 

37 K 566. Postpaid in U.S.A.......,. 1.50 


A COURSE IN RADIO FUN DAMENTALS, 
A study guide, examination book, and lab 
manual based on the Radio Amateur’s Hand- 
book, Contains 36 study assignments. Each 
chapter is followed by questions and answers. 
Typical chapters include: Eiectricity and Mag- 
netism, Ohm's Law; Resonant ( ircuits; Vac- 
yum-tube Fundamentals; Modulation; Re- 
Ceivers; Antennas, etc. Contains numerous ex. 
Ra a to Sones illustrate principles of 
radio. 3 pages, 644x9Y”. 

37 K 564, Postpaid in U.S.A.....,... 1.00 


HINTS AND KINKS. Presents hundreds 
of the best ideas developed by ingenious Ama- 
teurs ta solve problems encountered in modern 
radio construction and experimenting. Useful 
and time-saving ideas range from short-cuts in 
soldering and assembly in hard-to-reach cor- 
ners to clever methods of testing with simple 
instruments. A collection of ideas which have 
everyday application, Chapters cover the work- 
shop, receiver, transmitter, phone rig, power 
supply, oie test equipment, etc. 
28 panes. OY2x9Y". 
37 K 552, Postpald In U.S.A......... 1.00 


Gibson Radio Rule 


Handy, 6” stencil- 
type plastic radio 
rule. Contains cut- 
outs for drawing all 
commonly used radio 
symbols: Circuits, tubes, meters, coils, trans- 
formers, etc. Invaluable for Students, engi- 
neers, technicians, Amateurs and anyone else 
engaged in drawing circuit diagrams. Complete 
With cover and directions. 2 oz. 

BINS. NETS ¢.s..-.045 seven cst Oe 
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ANTENNA BOOK. Latest edition. An 
authoritative volume covering antenna theory 
and wave propagation, transmission lines, and 
the construction of various types of popular 
antennas for Amateur frequencies. Discusses 
single- and multi-wire doublets, ““V"’-beams 
and rhombics, broadside, collinear and end-fire 
afrays, and parasitic antennas. Chapters in- 
clude: Multi-element Directive Arrays; Multi- 
band Antennas; Antennas for 160 Meter Band; 
Direction Finding; Antennas for Mobile Use; 
etc. 312 pages. 614x914”, 

37 K 556, Postpaid in U.S.A........ 2.00 


LEARNING THE RADIOTELEGRAPH 
CODE. Trains students to handle code skill- 
fully. Quickly brings student an understanding 
of this new “language.” Excellent for home 
study. Covers the mechanics of code; element 
and letter sounds; sending practices, including 
key adjustment, forming characters, etc. Chap- 
ters include: High-Speed Operation; Operating 
on the Air; Code Practice; Class Instruction, 
etc. 48 pages. 614x914", 

37 K 562. Postpaid in U.S.A......... 50c 


HOW TO BECOME A RADIO AMATEUR, 
Latest edition. Tells what Amateur radio is, 
the Amateur bands, learning code, how radio 
works, and how to get started. Includes instruc- 
tion for building receiver and transmitter, in 
addition to more elaborate equipment. De- 
scribes simple 2-meter equipment for Novice, 
and explains various types of antennas. Covers 
5 cig hae! te an Amateur license, 
Dages. 2x9V". 
37 K 55], Postpaid in U.S.A......... 50c 


SINGLE SIDEBAND FOR THE RADIO 
AMATEU R. Best of SSB articles appearing in 


A abe equipment for, and detection prin- 
ciples. 


AMATEUR RADIO MAP OF THE WORLD. 
Revised and up-to-the-minute in every detail. 
Made by Rand-MecNally to A.R.R.L. specifica- 
tions. Includes all data required by the Ama- 
teur and SWL—particularly valuable for the 
DX enthusiast. In six colors. Shows distances 
between large cities, Amateur station prefixes, 
time zones around the world, DX zones, and 
call areas. 30x40”. 

98 KX 498. Postpaid in U.S.A...... 2.00 


MINILOG. Compact, 50-page Amateur Radio 
Station logbook. Ideal for mobile work; as- 
sures compliance with FCC regulations. Fits 
in_ glove compartment; only 4x6”. 

37 K 560, Postpaid in U.S.A......... 30c 


AMATEUR STATION LOGBOOK. 36 log 
pages, 36 blank pages, ‘‘O”’ list, message num- 
ber sheet. Spiral bound, 84x11". 

37 K 558. Postpaid in U.S.A........, 50c 


A.R.R.L, MESSAGE BLANKS. Handy pad 
of 76 bianks. $14x83¢." 
37 K 559, Postpald in U.S.A..........35¢ 


LIGHTNING CALCULATOR, TYPE A. 

Solves problems of frequency, inductance, coil 

winding, etc. eee aid in designing 
uipment. Size, 814x11’. 

37K 553. Postpaid in US.A..........1.25 


LIGHTNING CALCULATOR. TYPE B. 

Solves problems of voltage, current, resistance, 

and power. Size, 44x11", 

37 K 554. Postpaid in U.S.A......... 1.25 
Gordon Rotary Beam 


Antenna Calculator 


AMTARY BEN ANTENA CALCULATOR 
naz 8 ‘sis 


For 10-30 me. Tells length of driven element, 
reflector and director; element spacing; boom 
fength. With resonance calculator. 

37 K 951. Postpaid in U.S.A.........1.00 


AND PRACTICAL AMATEUR BOOKS 


\: 


AMTEM N+ 


y 


mere WAM WADI 


AMATEUR BOOKS 


RADIO AMATEUR CALL BOOK—U,S.A, 
SECTIO 


N. Directory listing over 200,000 
}1 K & W calls) in the United States 
ions, plus service personnel in for- 
: es. Lists names and addresses of all 
licensed Amateurs. An extremely popular sta- 
tion accessory for Hams and SWL's. Published 
quarterly. The current edition is always shipped, 
8%4x12". 514 pages. ; 
37 K 670. Postpaid in U.S.A......., 5.00 


RADIO AMATEUR CALL BOOK—FOR- 
EIGN SECTION, Contains the listing of near- 
ly 100,000 radio Amateurs in foreign countries 
(outside the 50 United States). Published semi- 


annually. Current edition always shipped. 


Approximately 240 pages. 8%x12", 
37 K 671. Postpaid in U.S.A,....,.,3.00 


RADIO AMATEUR DX GUIDE. By pub- 
lishers of Radio Amateur Call Book. Con- 
tains a wealth of information for the DX opera- 
tor or shortwave listener. Includes an inter- 
national DX log, a listing of great-circle bear- 
ings within the continental United States, 
time zones throughout the world, a list of inter- 
national “Q" signals. Also includes the official 
countries list of the A.R.R.L. World-wide 
Amateur OSL bureaus are shown, in addition 
to a Field Day log, Radio Amateur prefix maps, 
and other helpful information. Paper bound: 
64 pages, 834x12”. 

37 K 914, Postpaid In U.S.A........ 2.00 


RADIO AMATEUR’S MOBILE HANDs- 
BOOK. By W. S. Orr, W6SAI (Cowan). Cov- 
ers automotive electrical systems, battery care, 
mobile power supplies, including surplus dyna- 
motors. Discusses mobile receiving systems, 
and noise silencing devices. Covers mobile 
transmitters, antennas, and test equipment. 
6Y4x914". 166 pages. 

37K 519. Postpaid in US.A........2.95 


QUAD ANTENNAS, By William I. Orr, 
W6SAI, 3A2AF. Tells ali about the theory, 
design, construction and operation of cubical 
quad antennas. Typical chapter headings in- 
clude: How Does It Work?; Multi-Element and 
Concentric Quad Antennas; Feed Systems; 
Build Your Own Quad Antenna, etc. Contains 
numerous diagrams and illustrations. 96 pages. 
Size, SYx8Yy". 

39 K 263. Postpald in U.S.A......., 2.85 


WORLD RADIO-TELEVISION HAN D« 
BOOK. Latest edition. By O. Johansen of Co- 
penhagen, Denmark. Standard for reference 
by shortwave listeners for ten years. Complete 
listings of all stations on the shortwave bands 
for the whole world. Includes a listing of sta- 


notes, the interval signals 
foreign television 
es she ao k and trans- 
mission system. 16: pages. 644x384". 

37 K 570. Postpaid in U.S.A......, 2.70 


THEORY COURSE, (Publisher, Ameco.) A 
detailed instructional course in radio theory, 
especially designed to prepare the student for 
an Amateur radio operator's license. Provides 
all the necessary material for the Novice Class 
and General Class examinations. Course con- 
sists of 14 lessons, beginning with the elements 
of electricity, and progressing through vacuum- 
tube theory, and actual transmitting and re- 
ceiving equipment. Also included is a list of 
approximately 400 questions and answers typi- 
cal of those found in the FCC examinations. 
294 pages, 6x8 34”, 

37 K 569. Postpaid in U.S.A........ 3:99) 


RADIO AMATEUR QUESTION AND AN- 
SWER LICENSE GUIDE (Ameco). Provides 
technical information the student must have to 
pass the FCC exams for Novice, Technician, 
and General Class licenses. Includes typical 
schematic diagrams and two sample examina- 
tions. Size, 6x83”. 32 pages. 

37 K 567. Postpaid in U.S.A.......,.50¢ 


A BC’S OF HAM RADIO. By Howard Ss. 
Pyle (H. Sams, publisher). Introduces you to 
Amateur radio—prepares you for Novice li- 
cense examination. Includes all applicable laws 
and regulations. Starts with basic electricity, 
progresses through all phases until “you're on 
the cy rire many illustrations. 112 
pages. Size, x 2 

39 K 262, Postpald In U.S.A...,...,.1.50 


Allied Is First with the Latest Electronics Publications 


a 


AMATEUR BOOKS, PRENTICE-HALL, VAN NOSTRAND & “TEKNI-CALS” 


perth en 


PRACTICAL AMATEUR BOOKS 


BUILDING THE AMATEUR RADIO STA- 
TION. (Rider Publication). By Julius Berens, 
W2PIK. Written for the Novice or General- 
Class license holder who is ready to build or 
buy a Ham station. Chapters include: Basic 
Equipment, Components and Procedures; 
Building a Novice-Class Station; Building a 
General-Class Station; Equipment Character- 
istics; Commercially Available Ham Equip- 
ment; Operating the Station. Includes ‘‘buy- 
er’s guide” to characteristics of receivers, trans- 
mitters, etc. 136 pages. 514x8/”. Illus. 

37 K 383. Postpaid in U-S.A........-2.89 


BEAM ANTENNA HANDBOOK. By 
William S. Orr, W6SAI (Radio Publications) 
A “must” for any who has or is building a be: 
Discusses wave propagation, ionosphere c 
acteristics, sun-spots, angle of radiation, a 
ground reflections. Covers antenna principles, 
the parasitic director and reflector, antenna 
height, transmission lines, and matching de- 
vices. Includes tables, diagrams and photo- 
graphs. 128 pages. 54x84”. 

37 K 411. Postpaid in U.S.A........ 2.70 


SO YOU WANT TO BE A HAM. (Howard 
Sams publication). By Robert Hertzberg. Ex- 
cellent information for those who want to get 
started in this fascinating hobby. Provides the 
reader with an understanding of licensing regu- 
lations. Covers learning the code, popular types 
of transmitting and receiving equipment, an- 
tennas, operating practices, and various phases 
of Ham activities. 196 pages. 512x814”. 

37 K 446. Postpald in U.S.A.......-.2-00 


VHF HANDBOOK. By William I. Orr, 
W6SAI and H. G. Johnson, W6QKI (Radio 
Publications). Covers all facets of VHF for the 
Amateur. Detailed and authoritative—covers 
both practical and theoretical aspects. Chapters 
include: Ionospheric Propagation, Component 
Considerations, Circuitry, Antenna Construc- 
tions, Receiver Design, Receiver Construction, 
Transmitter Construction, Test Equipment, 
etc. Illustrated. 210 pages. Size, 5Y%2.x8%”". 


37 K 274, Postpaid in U.S.A........2.99 


COMMERCIAL Q & A BOOKS 


RADIO OPERATOR'S LICENSE QQ & A 
MANUAL. (Rider Publication). By Milton S. 
Kaufman. Revised and enlarged 6th edition. A 
standard reference manual and study guide for 
those preparing for FCC commercial operator 
licenses. Contains questions and answers_to 
past FCC exams, plus latest revisions of Ele- 
ments I and Il. For Telegraph, Broadcast, 
and Television Station Operator’s Licenses. 
Based on latest Study Guide and releases from 
the FCC. Includes Conventional _Abbrevia- 
tions, International Morse Code, Rules Gov- 
pecs Gpminersal, Radio Say Auto- 
matic Alarms, etc. pages. 5144x814". 

37 K 638, Postpaid in U.S.A........ 6.96 


RADIO OPERATING QUESTIONS AND 
ANSWERS. (McGraw-Hill Pub.). Hornung & 
McKenzie. For those preparing to take radio 
operator license examinations. Latest, up-to-the 
minute 13th edition. Includes all FCC examina- 
tion elements. An indispensable reference for 
new license applicants, or those applying for 
endorsements for existing licenses. Over 2000 
questions and answers on theory, apparatus, 
circuits, laws and regulations. Partial list of 
contents: Basic Radio Laws; Basic Theory and 
Practice; Radio-Telephone; Advanced Radio- 
Telegraphy; Operating Abbreviations, etc. 
571 pages. Size, 514x8”. Illustrated. 

37 K 685. Postpaid in U.S.A........ 6.00 


COMMERCIAL RADIO OPERATOR'S LI- 
CENSE GUIDES. By Martin Schwartz 
(AMECO). Manuals for those planning to take 
FCC commercial radio operator examinations. 
Contains the questions likely to be asked on the 
exams, with the appropriate answers, given ina 
lucid, easy-to-remember style. All 4 FCC ele- 
ments are covered by these manuals. Sample 
exams are FCC-type; questions are multiple 
choice. (Elements 1 and 2 are required for the 
3rd class radio-telephone examination, 1 to 3 
for 2nd class radiotelephone, 1 to 4 for 1st class 
radiotelephone.) Size, 6x9”. Postpaidin U.S. A. 


38 K 866. Elements 1-2. 48 pages. NET. 73¢ 
38 K 867. Element 3. 121 pages. NET...1.75 
38 K 870. Element 4. 80 pages. NET...1.25 


Allied Stocks the World's Largest Collection of Electronic Books 


GETTING STARTED IN AMATEUR RA- 
DIO. By Julius Berens, W2PIK (Rider). Leads 
the reader through every step necessary to ob- 
tain a Ham license. Topics include how to best 
learn the code, basic radio theory and FCC 
regulations. Contains sample examinations and 
study questions with clear, detailed answers. 
54x82”. 144 pages. 

S746 373. Postpaid In U.S.A........2.39 


MASTERING THE MORSE CODE. By 
Martin Schwartz (AMECO). Designed for 
anyone who wants to learn the code for his 
Amateur license examination. Topics covered 
include: why code is used, sounds used in code, 
learning the code alphabet, how to grasp the 
key, sending words, etc. Contains specially 
worked-out practice lessons. 32 pages. 6x9". 


38 K 868. Postpaid in U.S.A.......-. A9c 


HOW TO LISTEN TO THE WORLD. By 
O. Lund Johansen (World Radio-Television 
Handbook). Helps short-wave listeners to get 
the best out of their receivers and antennas. 
Chapters include fundamentals of short waves, 
identifying 


NOVICE AND TECHNICIAN HAND- 
BOOK. By William Orr, W6SAI and Donald 
Stoner, W6TNS (Radio Publications). Pro- 
vides the novice or technician with an insight 
into Ham radio. Features step-by-step con- 
struction articles. Chapters include: Radio: 
What Is It?, Transmitter Theory, Transmitter 
Construction—the Easy Way, Antennas, etc. 
152 pages. 5¥2x8”. 

4F RB7S, Bostpaid in U.S.A........2.85 


COMMAND SETS. By the editors of “CQ.” 
(Cowan Publishing Corp.). Complete conver- 
sion data on surplus Command Tells you 
how to convert the units of this series into 
efficient Ham equipment. Covers BC-946, BC- 
454, BC-455, BC-696, BC-457, BC- 
459, MD-7, BC-456, DM-33 and D 
136 pages. 

37 K 276. Postpaid in U.S.A.... 


“TEKNI-CALS” INSTRUMENT 
AND PANEL DECAL 


| Extremely versatile water transfer 
decal sets. Permit exact marking 
and titling on Amateur, profes- 
sional and industrial equipment. 
Excellent for engineering and class- 
room demonstrations—simplify 
erstanding of  specific-part 
Adhere to any clean surface. 


y photographed—contrasting 
n and colors of each decal are 
I for color or black and white 
hotography. Packaged in handy, 
easy-to-use book form; h book protected by 
dust-free polyethylene storage bag. Set titles 
are alphabetically indexed. When title is re- 
removed, remaining decals are not disturbed. 
Av. shpg. wt., 5 oz. 


Instrument and Workshop Decals. 


39 . Television, White 

. Communications Revr’s., White 
. Instruments, Black 

. Communications Revr's., Black 
. Transmitter, White 

. Alphabet & Nos., Black 

, Alphabet & Nos., White 
.VTVM, White 

. Instruments, White 
Oscilloscope, White 

pee yue 

Audio, Black 

NET /EACH. >< c)tets for tart dee 1.65 
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Service Sets. Contains 2 sheets of front panel 
markings and titles for TV and radio receivers 
plus intercom sets. Includes volume control 
and bandswitch dials, arrows, etc. 

39 K064. White. 39 K 068. Biack. 

39 K 065. Gold. NET EACH.......... 75c 


High-Fidelity Audio Sets. Over 1000 marks, 
symbols and titles for hi-fi amplifiers, dilters, 
recorders, players, speakers, etc. 

39 K066. Gold. 39 K 069. Black. 

39 K 067. White. NET EACH........ 1.85 


USE ALLIED’S EASY PAY PLAN 
TO BUY THE BOOKS YOU NEES 


Books can be conveniently purchased on 


our Easy Pay Plun~-you can mis ten 


part of any order totaling $20 of mois. 


PRENTICE-HALL BOOKS 


TELEVISION SERVICING. 3rd edition. By 
W. H. Buchsbaum. Written for PY servicemen 
by the Chief Engineer of Vision Research 
Laboratories. No knowledge of higher math is 
needed. Excellent for self-teaching or for class- 
room use. Divided into three sections. Section 
1 covers general television theory; Section 2, 
the installation and alignment of TV receivers; 
Section 3, trouble-shooting. Well illustrated. 
416 pages. Size, 6x9”. 

37 K 945. Postpaid in U.S.A.......-. TAS 


BASIC MATHEMATICS FOR TELEVI- 
SION AND RADIO. Second edition. By 
George F. Maedel. A popular and valuable 
book for the radio and television engineer or 
student. All material is presented in a manner 
designed to meet the specialized requirements 
of the radio and TV field. Explains the proper 
use of mathematics in the technology of radio 
and television. 411 pages. Size, 6x9”. 

37 K 949. Postpaid in U.S.A......-- 5.50 


TRANSISTOR ELECTRONICS. By Lo, 
Endres, Zawels, Waldhauer, and Cheng. Ag 
authoritative and comprehensive volume on! 
semiconductor electronics. Written by sciene) 
tists and engineers who are foremost in the; 
field. An essential book for anyone ORES. 
with transistors. Thoroughly covers theory 
eee, ae aiecueet practical applications) 
pages. exe" 
32 Dees Resepald In U.S.A-..-++-1Geoall 
\s 


ELEMENTS OF RADIO. By A. Marcus and) 
Wm. Marcus. Prepared under the direction of) 
Dr. Ralph E. Horton. The Fourth Edition. At 
simplified, practical course on the essentials of 
radio theory. Each chapter concludes with a 
number of problems for the student to solve.) 
os 500 aes and drawings: plus a cee 
plete glossary. 800 pages. So, 

37 K 940, Postpaid in U.S:A- hoe 700 


VAN NOSTRAND BOOKS 2° 


THE DESIGN OF SWITCHING CIR: 
CUITS. By W. Keister, A. E. Ritchie, and, 
S. H. Washburn, of the Bell Telephone Labs 
Technical Staff. Covers basic techniques of: 
switching circuit design, such as telepigas 
switching circuits, digital computers, larg 
control systems, as well as_ simple control 
circuits. More than 400 illustrations and, 
charts. 576 pages. Size, 6x9”. i 
37 K 989, Postpaid in U.S.A.......- 8.75: 


CAPACITORS: THEIR USE IN ELEC 
TRONIC CIRCUITS. By M. Brotherton, 
Tells how to choose and use capacitors for, 
electronic circuits. Discusses voltage and tem-~ 
perature limitations of mica, paper, ceramic, 
and electrolytic capacitors. Explains dielectriq: 
absorption and dielectric polarization effects,, 
107 pages. Size, 6x9”. 5 
37 K 482, Postpaid in U.S.A.......- 356, 


i 
TV RECEIVER SERVICING. 4th Edition.: 
By Milton S. Kiver. Wide coverage of prob-. 
lems encountered by the serviceman. Chapters 
on: Antenna System; Receiver Installation; 
TV Test Equipment; Using Test Patterns; 
UHF TV; Defiections Systems; RF Stages; 
Video Amplifiers; FM and TV Receiver Align- 
ment; FM Receiver Servicing. Paper bound. 
Tilustrated. 320 pages, 8Y%xi1". 
38 K849. Postpaid in U.S.A........0.99 
TELEVISION SIMPLIFIED. By Milton S: 
Kiver. Fifth Edition. Revised and enlarged. 
Covers the new sensitive camera tube, imter- 
carrier sound, and color TV. Explains circuit 
analysis and operating fundamentals of FM 
through to theory, operation and repairing of 


TV receivers. 541 pages. 6x9”. 
37 K 907. Postpaid in U.S.A........ 6.95 


AUDEL’S PUBLICATION 


HOME APPLIANCE SERVICE GUIDE. By 
Edwin Anderson. Practical guide for electric, 
gas and mechanical appliance trouble-shooting. 
Covers basic principles, servicing, operation 
and repair of almost all home appliances. In- 
cludes hundreds of large, easy-to-follow illus- 
trations. Gives complete and detailed disas- 
sembly and assembly procedure and up-to- 
date testing methods. 864 pages. 5x62". 

7K 485. Poetpald In U.S:Ac--..-..0.00 


a 


McGRAW-HILL, COYNE AND DRAKE 


McGRAW-HILL PUBLICATIONS 


UNDERSTANDING RADIO, 2nd Edition. 
By Watson, Welch and Eby. Simplified intro- 
duction to practical radio. Includes chapters on 
Tatio waves and wave travel, vacuum tube 
principles, radio telephone transmitters, an- 
tenna theory, frequency modulation, public 
address Oe ea and many other vital radio 
wpe With 716 illustrations. 716 pages. Size, 


37 K 688, Postpaid in U.S.A......., 7.95 


TRANSISTORS. By A. Coblenz and H. 
ens. Covers transistors from manufacture 
through circuit design. Explains both point- 
contact and junction-type transistors of the 
silicon and germanium type. Chapters include: 
Holes and the Transistor; The Electron; Na- 
ture of Semi-Conductors; Electronics of Tran- 
sistors; Small-Signal Parameters; Grounded 
Emitter and Grounded Collector Connections; 
ascading Transistors; Switching Circuits. 
Illustrated. 313 pages, Size, 6x9”. 
37 K 459, Postpaid in U.S.A........6.50 


TRANSISTORS IN RADIO AND TELE- 
VISION. By Milton S, Kiver. 2nd edition. A 
thorough treatment of transistors and their 
associated circuitry — clearly written. Com- 
plete, up-to-the-minute information on the 
latest types of transistors and their applica- 
tions. 424 pages. Size, 6x9’. 

38 K 880. Postpaid In U.S.A...... Go 


TELEVISION FUNDAMENTALS: THEO- 
RY, CIRCUITS & SERVICING. By Fowler 
and Lippert. Basic principles of television. 
Chapters: The Picture Tube; Video Detector 
and Arplifier Circuits; Sweep Generators; 
SS) nchronization; Receiving Antennas and 
Their Installation; Test Equipment and Align- 
ment. Illustrated. 524 pres: 6x9”. 

37 K 798. Postpaid in U.S.A........ 8.50 


TELEVISION AND RADIO REPAIRING. 
By John Markus. A practical “how-to-do-it” 
manual. Discusses troubles in power supplies, 
resistors, capacitors, speakers, tuning devices, 
etc. How to test, repair and replace compo- 
nents. Only a minimum of theory needed. Many 
useful shortcuts suggested. 556 pages, 229 illus- 
trations, 6x9*. 

37 K5i8. Postpaid in U.S.A........ 7.95 


ELEMENTS OF RADIO SERVICING. 2nd 
Edition. By W. Marcus and A. Levy. Includes 
details on using the sweep generator and oscillo- 
scope for servicing. Chapters on: Servicing Pro- 
cedure; Alignment of a Superheterodyne Re- 
ceiver; Multimeters; Signal Generator Appli- 
cations; Auto Radio Installation; AC/DC 
Power Supply; Servicing AM-F'M Receiver; IF 
Amplifier Stage; Service Bench. 480 illustra- 
tions. 557 pages. 6x9’. 

37 K 990, Postpaid In U.S.A........ 7.00 


MATHEMATICS FOR ELECTRICIANS 
AND RADIOMEN. By N. M. Cooke, Lt. 
Commander, U.S. Navy. Teaches elementary 
algebra; quadratic equations; logs; trig; plane 
vectors; and elementary vector algebra as ap- 
plied to electricity and radio. 3,000 problems 
and answers. Typical chapters: Exponents and 
Radicals; Simultaneous Linear Equations; 
etc. Also contains many useful charts and 
tables. 604 pages, 6x9”. 

37 K 691. Postpaid in U.S.A........6.50 
BASIC MATHEMATICS FOR ELECTRIC- 
ITY, RADIO AND TELEVISION. By 
Bertrand B. Singer. Excellent refresher for the 
technician—a complete self-study course for 
beginners, Shows how to solve hundreds of 
“job” problems. Covers math thoroughly, from 
fractions, decimals and simple series circuits 
to trigonometry for AC circuits. Interesting 
problems (and solutions) with each chapter. 
Illustrated. 513 pages. Size, 644x914”. 

39 K 267. Postpaid in U.S.A........8.25 


HANDBOOK OF INDUSTRIAL ELEC- 
TRONIC CIRCUITS. By Markus and Zeiuff. 
Invaluable reference manual on 433 industrial 
electronic circuits. Excellent for engineers, tech- 
nicians, etc. Diagrams included. Chapters cov- 
er circuits on; Capacitance control, counting, 
electronic switching, motor control, timing, 
multivibrators. 272 pages, 84x11". 

37 K 655. Postpaid in U.S.A........ 8.50 


RADIO ENGINEERS’ HANDBOOK. By 
F, E, Terman. A wealth of technical informa- 
tion for solving practical radio problems. Typi- 
cal chapters: Fundamental Components of a 
Radio System; Circuit Elements; Resonant 
Circuits and Circuit Analysis; Fundamental 
Properties of Vacuum Tubes; Vacuum Tube 
Amplifiers; Oscillators; Power Ampl s; Prop- 
agation of Radio Waves; Power Supply Sys- 
tems; Antennas. 1,019 pages, 6x9”. 

37 K 975. Postpaid in U.S.A.......14.00 
ELECTRONICS DICTIONARY. By Cooke 
and Markus. Definitions of almost 6500 terms 
in addition to a complete listing of common 
abbreviations. A condensed library of technical 
knowledge. Ready reference data 


at your finger 
tips. Indispensable for the instructor and tech- 
nical writer. Recommended for the student 


book shelf. 433 pages. Size, 544x8%". 
1 USA........6,50 


REPAIRING RECORD CHANGERS. By 
Eugene Ecklund. Explains operation and repair 
of pickups; needles; motors; drives; tripping, 
dropping and shutoff mechanisms. Well illus- 
trated. 278 pages. Size, 6x9”. = 
37 K 423. Postpaid in ULS.A........ o.99 


DRAKE PUBLICATIONS 


TV SERVICING FOR RADIO MEN. By 
H. P. Manly. Packed with practical TV serv- 
icing information. Simplifies TV circuits into 
general types—easily understandable by any 
radio man. Covers alignment, adjustments, 
trouble shooting, etc. Chapters include: Video 
Detector and Video Amplifier; Instruments for 
Alignment; Intercarrier Sound; Sweep Oscilla- 
tors; etc. 435 pages. 318 illustrations, 514x8". 


37 K 661. Postpaid In U.S.A........ 3.00 


CYCLOPEDIA OF RADIO AND ELEC. 
TRONICS,. By Harold P. Manly and L. O. 
Gorder. Standard reference and instruction 
book for radio men, Covers radio, sound 
systems, television, photoelectricity, electronic 
tubes, microwaves, frequency modulation, 
electronics in industry, etc. Contains simple, 
easy-to-follow explanations. 967 illustrations 
and charts. 822 pages. Size, 6x9’. 

37 K 652. Postpaid in U.S.A....... 4.50 


ELECTRIC APPLIANCE REPAIR AND 
SERVICING, By Harold P. Manly. An in- 
struction book on the maintenance and repair 
of electric home appliances, using the simplest 
testing apparatus and hand tools. One-third 
of the book is devoted to general servicing 
methods for all a; Pliances; the remainder 
gives instructions for individual appliances. 
282 pages. 5x7". 188 illustrations. 

37 K 662, Postpaid in U.S.A........2,.25 


428 


RADIO-TV ELECTRONIC DICTIONARY, 
By Harold P. Manly. This completely revised 
edition has the latest terms covering photo- 
electricity; audio systems; radio transmission 
and reception; electrici and magnetism. 
Emphasis is given to definitions on black-and- 
white TV; color TV; high-fidelity systems, and 
transistors. Contains over 3200 terms and 549 
illustrations. 300 pages. Size, 5'4x8\". 

37 K 499. Postpaid in U.S.A........3.00 


PRACTICAL ELECTRICITY AND HOUSE 
WIRING. By H. P. Richter. A practical book 
covering all phases of wiring small buildings 
Includes basic circuits, wiring methods, fuses, 
wire sizes, switches, Underwriters’ and the 
National Electrical Codes, etc. Typical chap- 
ters: Circuit Breakers and Circuits; Polarizing 
and Grounding; Appliances—Home Repairs. 
259 illustrations. 320 pages. 5x71/4”. 

37 K 651. Postpaid in U.S.A........ 3.00 


THE SLIDE RULE AND LOGARITHMIC 
TABLES. By J. J. Clark, M. E. Explains the 
use of the slide rule for all purposes as employed 
by draftsmen, engineers, electricians, mechan- 
ics, etc. Partial contents: Slide Rule Principles; 
Use of the Slide Rule; Polyphase Slide Rule: 
Circular Slide Rules; Calculations Involving 
les; Using Tables of Logarithms. 219 pages. 
Well illustrated. Size, 54%4x714". 
37 K 578. Postpaid in U.S.A....,....1.88 


PUBLICATIONS 


: eas "5 Cet = 
COYNE SHOP MANUALS 


PRACTICAL RADIO-TV MANUALS 


VOLUME 1. APPLICATION OF RADIO 
AND TV PRINCIPLES. Explains principles 
of construction, operation, and testing of radio 
and TV equipment. Numerous photos, charts 
and diagrams. 299 pages. 534x834”. z 


37 K 466, Postpaid in U,S.A........ 2.913 


VOLUME 2. RADIO, TELEVISION AND ~~ 


FM RECEIVERS. A practical reference book 
on AM, FM and TV receivers. Written in 
simple language. 
charts, and diagrams. 403 pages. 544x834”. 


37 K 467. Postpaid In U.S.A........ 3:25: 


VOLUME 3. RADIO AND TELEVISION: 


CIRCUITS. Explains how various radio and 
television parts fit into complete circuits. Com- 


plete with trouble-shooting tips and many , 


diagrams. 336 pages. 534x834". 
37 K-460, Postpaid in USA) 3.25 


VOLUME 4, LATEST TESTING INST RU- 
MENTS FOR SERVICING RADIO-TV. 
Explains how to use modern instruments in 
servicing and building radio, TV and electrical 


equipment. 368 pages. Size, 534x834”. 4 50° 


37 K 469, Postpaid in U.S.A... 


VOLUME 5, PRACTICAL TV SERVICING 
AND TROUBLE-SHOOTING MANUAL, 
Tells how to spot TV trouble quickly and how 
to repair, adjust and align sets, including UHF 
and color TV. 435 pages. 544x834". 

37 K 470. Postpaid in U,S.A......,. 4,25 


SET OF § VOLUMES. Includes 1 each of the 
above volumes on Applied Practical Radio-TV 
Practice. Buy the set and save $2.25 off price 
of 5 volumes purchased separately. 


37 K 471. Postpald in U.S.A,......15.99 


TECHNICAL DICTIONARY, CTB-100, 
Contains over 4,000 definitions of Radio, TV, 
Electronic, Electrical and Radar terms. In- 
cludes data section with charts, graphs, dia- 
grams and symbols. 160 pages. 5x81”. 

37 K 463. Postpaidin U.S.A,....... 2.00 


PRACTICAL HANDBOOKS 


PIN-POINT TRANSISTOR TROUBLES 
IN 12 MINUTES. Explains rapid diagnosis 
and repair of all types of transistorized equip- 
ment troubles. Includes portable receivers; 
auto radios; TV sets; amplifiers; hearing aids; 
transmitters; inverters; power supplies; test 
instruments; tape recorders; computers; photo- 
flashes, etc. Many diagrams, pictures, charts 
and tables. 478 pages. Size, 6x84”. 

39 K 268, Postpaid in U.S.A....,.. 5.95 


TRANSISTOR CIRCUIT HANDBOOK, 
Covers almost every transistor application. 
Four sections: Part I deals with laboratory 
practice; Part II, basic circuits information; 
Part Ill, valuable circuit applications; Part 
IV, handy reference data and bibliography. 
Well illustrated. 430 pages. Size, 6x9”. 

37 K 258, Postpaid in U.S.A......,. 4.95 


PIN-POINT TV TROUBLES. Valuable TV 
servicing aid. Lists remedies for nearly 700 TV 
troubles. 327 pages. Size, 6x81%4”. 

37 K 249, Postpaid in U,S.A........4.99 


ELECTRICAL TROUBLE-SHOOTING 
MANUAL. Handy electrician's reference. Com- 
plete from basic electricity through transform- 
ers, motors, controls, generators, converters, 
etc. Labor-saving tips on installation, opera- 
tion, and maintenance, Over 600 commercial 


gue instructions. .626 pages. 
x . 
90 K 055. Postpaid in U.S.A........6.99 


TRANSISTORS. By L. E. Garner, Jr. Valua- 
ble information on transistor characteristics, 
circuits, components, servicing data, etc. Illus- 
trated. 105 pages. Size, 54%4x8Y". 0 
38 K 608. Postpaid in Us. esas LS 


COYNE TV CYCLOPEDIA. Full coverage of 

TV in practical form. Methods of testing and 

adjustment derived from literature of more 

than 70 manufacturers. Photos of typical ab- 

pon test peters ees penee aaa. Over 
illustrations, pages. 4x84". 

37 K 707. Postpaid in U.S.A.....,..5.9D 


Allied Is First with the Latest Electronic Publications 


Hundreds of illustrations, § 


fe ee leith td 


te a 


] 


WILEY, RINEHART, 
Gaon \, 


alnetionics \ 


WILEY PUBLICATIONS 


MICROWAVES AND RADAR ELEC- 
TRONICS. By Pollard and Sturtevant. Ex- 
plains the essential facts about microwave 
circuits by use of electromagnetic principles. 
Chapters include: Electromagnetic Fields and 
Microwaves; Servo-mechanisms and Com- 
puters; etc. 426 pages, 5%x8%". 

37 K 884, Postpaid In U.S. ...8.50 
PRINCIPLES OF TRANSISTOR CIR- 
CUITS. By R.F. Shea. Written by combina- 
tion of nine G.E. transistor experts. Covers 
theory, circuits, stabilization amplifier design, 
Dome Dupltehed aie first time. Cloth 

inding. pages. 4x62". 
37 K 988. Postpaid in U.S.A....... 12.75 


PRINCIPLES OF RADIO. By Henney and 
Richardson. 6th Edition. Covers electrical fun- 
damentals and radio theory. Includes labora- 
tory experiments. Chapters on: Direct Current 
Circuits; Production of Current; Inductance; 
Capacitance; Properties of Coils and Con- 
densers; Rectifiers and Power Supplies; Detec- 
tion; Receiver Systems; Antennas and Electro- 
magnetic Radiation; Frequency Modulation; 
etc. Illustrated. 655 pages, 53x8". 

37 K 860. Postpald in U.S.A........7.29 


TRANSISTOR AUDIO AMPLIFIERS. By 
Richard F. Shea. An excellent practical refer- 
ence book for the engineer, technician and 
experimenter. Contains detailed specifications 
on over 20 transistors. Clearly written and 
includes many illustrations. Explains transistor 
operating curves, signal-to-noise ratio, input 
and output impedances, high-temperature 
operation. 219 pages, Size, 6x9”. 

37 K 422. Postpaid in U.S.A........ 7.00 


PHOTOELECTRICITY AND ITS APPLI- 
CATION. By Zworykin and Ramberg. A com- 
plete survey of the entire field of photoelectric- 
ity, covering basic principles, methods of prep- 
aration, photocell circuits and application of 
photoelectric devices. Typical chapters: The 
oh rs Buptcenbes ths Photovoltaic Cell; 
etc. ages, >ize,Ox ‘4. 

37 K 883. Postpaid in U-S.A....... 10.00 


GIANT BRAINS, (Machines That Think.) 
By E. C. Berkley. A fascinating discussion of 
mechanical “‘brains’’"—machines that store and 
transfer information. Clearly written in easy- 
to-understand terms. It shows the complete 
development of a simple ‘‘brain.”’ Explains 
operation of punch card machines, differential 
analyzers, sequence-controlled calculator, etc. 
Typical chapters: Accuracy to 23 Digits; 
Reasoning; Speed—5000 Additions A Second; 
Social Control. 270 pages, 5x8”. 

37 K 460. Postpaid in U.S.A........ 5.00 
INDUSTRIAL ELECTRONICS REFER- 
ENCE BOOK. Compiled by Electronics Engi- 
neers of the Westinghouse Electric Corpo- 
ration. An exhaustive, authoritative digest of 
the marked advances in the field of industrial 
electronics since 1940. Expressly written to aid 
technicians in judging the possibilities and 
limitations of electronic devices accurately, as 
well as to design successful equipment of their 
een A valuable aecet to any electronics library. 

pages. 874x1174”. 
37 K 877. Postpaid in U.S.A....... 18.00 


LICENSE MANUAL FOR RADIO OPER- 
ATORS. By J. Richard Johnson. A thorough 
explanation of all eight elements covered in 
the FCC Study Guide. Recommended for 
FCC Commercial Radio-telephone and Radio- 
telegraph License examinations. Q and A text. 
Covers Treaties, Laws and Regulations. 142 
illustrations. 448 pages. 6%4x9Y%”. 

37 K 448. Postpaid in U-S.A........ 5.00 


BASIC ELECTRONIC TEST INSTRU- 
MENTS. By Rufus P. Turner. Written for 
servicemen. Covers the design, function and op- 
eration of test equipment of all types. 171 illus- 
trations, including schematic of typical test 
equipment circuits. 272 pages. 6x9”. 

37 K 778. Postpaid in U.S-A........ 4.95 


TROUBLESHOOTER’S HANDBOOK. By 
A. A. Ghirardi. Third revised and enlarged 
edition. Covers 4820 models (202 brands) of 
home and auto radios. Gives IF alignment 
peaks of 20,816 superhet receivers. Other sec- 
tions: Trouble-Shooting Reminder Charts, 
Vibrator Buffer-Capacitor Replacement Chart, 
etc. 744 pages. 84x11’. 

37 K 731. Postpaid in U.S.A........ 6.95 


PIX-O-FIX TV TROUBLE FINDER 
GUIDE, VOLS. I AND II. By A. Ghirardi. 
Clever way of handling TV service. Simply 
dial guide until TV screen photo appears in 
window. Quickly and easily identifies hundreds 
of TV troubles, indicates causes and suggests 


remedies. A unique trouble-shooting aid. 
Size, 5% x7’. 
37 K 574. Postpaid in U.S.A........ 2.00 


MODERN OSCILLOSCOPES AND 
THEIR USES. Revised Edition. By Jacob H. 
Ruiter, Jr., Dumont Labs. Comprehensive 
book on oscilloscopes. Contains useful informa- 
tion on theory and applications of scopes. 
A valuable addition to any electronic library 
and an excellent aid for technicians. 390 illus- 
trations. 346 pages. 6x94”. 

37 K 757. Postpaid in U-S.A........ 6.50 


RADIO AND TELEVISION RECEIVER 
CIRCUIT RY AND OPERATION. By Alfred 
A. Ghirardi. With this book servicemen can 
trace trouble with a minimum of time and ef- 
fort. Educational and practical guide for the 
beginner—an extremely worthwhile addition 
to the service technician's library. Clearly writ- 
ten—easy to understand. 400 illustrations. 669 
ae 64%x9K". 

7 K 728. Postpaid in U.S.A....... 6.75 


RADIO AND TELEVISION RECEIVER 
TROUBLE-SHOOTING AND REPAIR. 
By A. A. Ghirardi and J. R. Johnson. Com- 
plete, easily understood course in servicing TV, 
FM and AM radios and record players. An 
excellent book for the experienced serviceman 
as well the beginner. 417 illustrations. 820 
pages. Size, 6x9” 


BK 759. Postpaid in U.S.A........7 JO 


Combination Offer: Radio and TV 
Receiver Circuitry and Operation plus 
Radio and TV Receiver Troubleshoot- 
ing and Repair at a savings. 

37 K 762. Postpaid in U-s.a...13.00 


PRACTICAL BEGINNERS BOOKS 


BOY’S FIRST BOOK OF RADIO AND 
ELECTRONICS, By Alired Morgan (Scrib- 
ner’s Pub.). Unusually fine beginners book. 
Expertly written; illustrated. Ideal introduc- 
tion to electronics for young or old. Covers: 
Serie Sac tubes, eee code, etc. 
ar und. pages. 54x84”. 

37 K 278. Postpaid in U.S.A........2.94 
BOY'S SECOND BOOK OF RADIO AND 
ELECTRONICS. Companion to above vol- 
ume, but complete in itself. Ideal for the ad- 
vanced student and those who have completed 
the above book. Contains more advanced radio 
and electronic theory, as well as practical ex- 
periments and building projects. Hard-bound 
cover. 276 pages. 5 44x84”. 

37 K 279, Postpaid in U.S.A........ 2.94 


Allied Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


ELECTRONICS FOR THE BEGINNER. 
By Jay Stanley (Howard Sams). Introduccs 
the newcomer to the basic fundamentals of 
constructing electronic devices. All projects 
described make use of transistors. Clearly writ- 
ten. Hard-bound. Illustrated. 192 pages. 5Yex 
8Yy". 

39 K 264. Postpaid in U.S.A........ 3.95 
THERE’S ADVENTURE IN ELECT RON- 
1CS. By Julian May (Popular Mechanics Pub.). 
Written for beginners in highly interesting 
narrative style. Relates adventures of a young 
teenager learning the ““Whys” of electronics 
from his father. Illustrations are master- 
pieces of simplicity. Chapters: Magic Waves; 
Randy Builds Crystal Sets; etc. Hard-bound. 
170 pages. 5%x8". 

37 K 210. Postpaid in U.S.A........ yesh 


EDITORS & ENGINEERS, BEGINNERS BOOKS 


START YOUR REFERENCE 
LIBRARY NOW... 
USE ALLIED’S EASY PAY PLAN 


Books can be conveniently purchased on 
our Easy Pay Plan—you can make them 
part of any order totaling $20 or more! 


EDITORS AND ENGINEERS 
COMMUNICATIONS BOOKS 


RADIO HANDBOOK. 15th, edition. Com- 
plete volume on radio practice. An unusually 
comprehensive handbook for Amateurs, engi- 
neers, radiomen and technicians. Tells how to 
design, construct and operate Amateur trans- 
muitting and receiving equipment. Contains val- 
uable reference data, hundreds of pictures, 
diagrams and charts. 


Covers basic electricity, AC and DC circuits, 
vacuum tubes and amplifiers, receiver funda- 
mentals; generation of RF, AM and FM, trans- 
mitter design and adjustment, radiation and 
propagation, antennas, high frequency arrays, 
TVI and BCI, mobile equipment, power sup- 
plies, test units and radio math. Covers latest 
eqtipment—does not duplicate 14th edition. 
incu ree Hard cover. 800 pages. 
ize, x9’. 
37k S86. Postpald In U.S.A........7.00 


RADIO-TELEPHONE LICENSE MAN- 
UAL. Valuable manual that contains all the 
information necessary to obtain any commer- 


cial radio-telephone license. Complete list of ; 


questions and answers. Covers: Questions on 
Basic Law; Basic Operating Practice; Basic 
Radiotelephone; Advanced Radiotelephone. An 
unusually complete appendix includes: Formu- 
las and Problems; recommended FCC publica- 
tions; Laws and Regulations; “OQ” Signals; 
eee Ab iree cena Hard-bowaes In- 
cludes diagrams. pp. 6x é 

S7 K 375. Postpaid in U.S.A........ 5.00 


SURPLUS CONVERSION MANUALS 


VOLUME 1. By R. C. Evenson and O. R. 
Beach. Comprised of conversion data on surplus 
military equipment. Contents: BC-221 Fre- 
quency Meter; BC-342, BC-312 and BC-348 
Receivers; BC-412 Radar Oscilloscope (Con- 
version for TV Receiver and Test Scope); BC- 
645 Transmitter/Receiver (to 420 mc); BC- 
946B Receiver (Conversion to Auto Receiver); 


SCR-374N Receiver (Conversion to 10-Meter 94 


Receiver); etc. Also includes: Electronic Sur- 
plus Index, Cross Index of Army-Navy tubes, 
etc. Illustrated. 112 pages. 6Y2x92". 0 
37 K 320. Postpaid in U.S.A........ 20 


VOLUME 2. Continuation of above. 
Table of Contents: BC-454 or ARC-S Receiv- 
ers (Conversion to 28 mc); AN/APS-13 Trans- 
mitter/Receiver (Conversion to 420 mc); 
BC-457 or ARC-5 Transmitter (Conversion to 
28 mc); BC-357 Marker Receiver (Conversion 
to Capacity Relay); BC-946B Receiver (Con- 
version to High-Fidelity Tuner) ; BC-375 Trans- 
mitter (Conversion for use wit.: ExternalVFO); 
TA-12B, TA-12C Transmitters; AN/ART-13 
Transmitter (Conversion to AC Power and 28 
me); AVT-112A Transmitter for Aircraft. THlus- 
trated. 126 pages. 6}4x9 34”. 

37K 321, Postpaid in U.S.A........2.00 


REFERENCE BOOKS 


HANDBOOK OF CHEMISTRY AND 
PHYSICS. By Hodgman. 41st edition. (Chem- 
ical Rubber Publishing Co.). Highly compre- 
hensive reference manual containing formulas 
and tables for literally every technical field. 
Includes chemical formulas, charts and deserip- 
tions of the elements, physical data on hun- 
dreds of compounds, mathematical charts, etc. 
Over 3300 pages. 434x7”. 0 
37 K 331. Postpaid in U.S.A....... 12.0 


RADIO-ELECTRONICS MADE SIMPLE. 
By Martin Schwartz. (American Electronics 
Company publication.) Provides reader with 
basic understanding of elementary radio-elec- 
tronic principles. Especially useful for begin- 
ners. 14 chapters dealing with current, tubes, 
etc. 191 pages. Illustrated. 6x9”. 5 
37 K 245. Postpaid in U.S.A......... 1.9 


RADIO-ELECTRONIC MASTER. 
(United Catalog Publishers.) New 1960 
edition (24th). Official catalog of the radio, 
television and electronics industry. Large, hard- 
bound volume lists over 85,000 items produced 
by major manufacturers. Each item is fully de- 
Sones vee” ore and prices. 15 
pages. Size, 6x 2+ 

BFK 204; Postpaid In U.S.A.......-3-00 
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Auto Antennas and Vibrators 


6 
{ Y | } 
Dressup your | 
PY | ] 
AUTO RADIO cor witha |. i 
smart-look- 
. | | 
ANTENNAS ing, chrome- |) ; j 
bright Ward I} It 
antenna, | | i 
| j 
Replace your | i} 
wern anienna | . . | 
| Sy 1] lW 
5 
| | rr’ 
i | H a 
i | LL 4 
| 
S ‘S 
Improve car radio reception with “ i 
a modern antenna of advanced 
design. Save at Allied's low prices, F-1000 C-1000 TGF-1 L-1000 SC-6, -8 D-2000 TCF-4 TCF-3C TCFR-1 
CUSTOM ANTENNAS “LOK-MATIC” UNIVERSAL TYPE TOP-COWL AND FENDER TYPES 
Custom “Lok-matic’” auto antenna for 1958 Model L-1000. Exclusive mounting principle Model TCF-4. High-quality smartly styled 
and 4959 Fords and Chevrolets. Also for 1960 —the interlocking parts drop into place auto- antenna for either top-cowl or fender mount- 
Chrysler, DeSoto, Dodge, Chevrolet, Plym- matically. Provides tighter installation, built- Ball mounting permitting adjusting up to 
outh, Ford and Valiant. 3 chrome-plated sec- in waterseal. Fits any hole 7% to 14%”. Its 3 | The four telescoping sections extend to 57” 
tions extend from minimum of 1914” to 56”. sections extend to 56”. Has 54” cable. Adjusts | mn 18”. Attractive chrome h for lasting 
Fast, positive, simple installation is done entire- up to 43° angle. Shpg. wt., 1 Ib. | uty. Sleek and modern- y to install, 
ly from outside. Antenna mounts on top of any 92 CX 579. List, $4.65. NET......... earl | locks into place. With 54” low-loss lead cable. : 
fender, complements the up-to-date styling of Shpg. wt., 1% Ibs 
your auto. Unit is safeguarded by waterproof 92 CX 576, List, $5.95. NET.........9049 
- polystyrene dielectric insulation. With 54” low SIDE-COWL TYPE : 
*loss lead cable. Exclusive “‘Lok-matic’ mount Model TCF-3C. A top-notch, rattleproof an- 
is coated with heavy layer of chrome for attrac- Model SC-6. Chrome-plated brass, side-cow] tenna that offers deluxe appearance and fine 
~ tiveness and durability. Av. shpg, wt., 1 lb. antenna. 3 sections—extends to 56”. Low-loss performance. Has popular ‘Eight Ball” design i 
Ls - 2-stanchion mount with bakelite and chrome for simplified installation on top cowl. Will fit : 
@eStock No.| Type Automobile |EACH insulators. Pcsitive shielding eliminates use of é . It adjusts to any desired angle. Has 3 
£191 CX 214/C-1000-58|f958 Chevrolet;| shield can. Detachable 36” polyethylene insu- | sections tends from 22” to 56”. Constructed 
3 1960—Chrysler lated vinylite covered, high “‘Q’’ lead-in. Simple | of tri rome-plated brass tubing; has 54” : 
he DeSoto, Dodge; to install. Shpg. wt., 1 Ib. | low-loss ktran lead-in cable. With instruc- : 
na Bimaueh, Val. 97 CX 215. List, $5.45. NET......... 3.20 tions. Shpg. wt. 1 Ibo 1.98 
iant 2.77 . List, $4.40, mitra a oe i . 
Mp) CX 215/C-1000-60/1959, 1960 Model SC-8. Popular side-cowl jpitenna: 4 : 
£ Chevrolet 3.61 sections—extends to 100”, 2-stanchion mount 7 
So, CX 21 7/F-1000-59|1958, 1959 Ford| 2:77 36” vinylite covered high “‘Q" lead-in. Fits ir- REPLACEMENT ANTENNA MAST : 
~ 91 €X 322|FO-10-60 |1960' Ford 3.61 | Sy as Set ere Nene Ibs. 4,52 | Model TCFR-1. 3-section replacement mast 
“ Taps vist 70. hort. . , fet 7 
~ a =* me for weather-worn or broken antennas. Easily 
“DURA-RAMIC” AUTO ANTENNA fits over stub of old antenna. Set screws 
s ar st g e H,. screws pro- 
Medel TGF-1. Rugged auto antenua—con- DISAPPEARING TYPE Ube weernre mounting, Hea eoes coo ae ) 
struct oO % ion- berglass. 1 Zz ib. 3 p 
Tee is Made ein iaiiiicns of | Model. -2000;.Easily-installed “‘Lok-matic” |- 92 0% 205. List, $2.43. NET....-:.0.5 1.32 
bers of glass, woven together and resin-im- type that virtual ppears when cc 
Pregnated under pressure. The antenna ele- to minimum of 6/2 sections extend to : ANTENNA LEAD EXTENSIONS : 
ments are completely imbedded in the protec- Installed from outside the car on cow! or fen- vie) : 
tive fiberglass. Excellent sensitivity in low- der. Completely waterproof, polystyrene insu- Additional lead cable lengths for fender and : 
signal areas. Equal to metallic-type antennas. lation. With 54” le pg. wt., 1 Ib Tear mount installations. 
Features ‘‘Eight-Ball"” top-cowl mounting. Ad- 92 CX 580. List, $6.15. NET. 1 dl Slack 1 = hidte ete: Shp NET 
justs to any desired angle. Fits any car. Sup- No | Type [Length We EA 
Dlied complete with 54” vinylite covered, shield- | Model M-182-D. As above, but shorter. Fits a aed PR A = wl le ; 
lead-in. Length, 36”. Has handsome chrome all sports cars. Colla to no height, extends | 49C0557| C-9 | 18 6 oz. Ft 
finish. Shpg. wt., 1 Ib. to 25%”, Lead length Shpg. wt., 1 Ib | 49 C 558) C-12 | 24” 7 OZ. ork 
92 CX 009. List, $5.95. NET......... 3.50 | 78 CX 585. List. $3.50. NET... 2.04 | a9c55el G42 | 15-te] wm. |1291 
Sy MALLORY REPLACEMENT VIBRATORS GC-TELCO AUTO ANTENNAS ) 
‘ Carefully designed, precision built vibrators offering long, SPRING-MAGIC CONSTRUCTION 
trouble-free life. Provide extremely low cost per hour of use : ; 
Springs are fabricated of high-grade clock-spring steel; held fal Model A515-1. Universal mount auto radio anten- 
in perfect alignment by a rugged frame. Flexible 105-strand i“; na adjustable to 30° angle Spring construction 
lead wire won't break—connections stay intact. Fully backed helps prev ent, broken or bent antennas. 3-section unit 
by years of outstanding performance. If Mallory type number extends to 58”, closes to 2 . With 54” lead-in cable. 
is not known, write to Allied, stating make, model, tube lineup mene of Bot quality ss tubing, chrome plated. 
} of set, or part number of the original vibrator—we will recom- Shpg. wt., 1% Ibs. 
“18 mend correct replacement. Av. shpg. wt., 8 oz. 91,.CX 398, NET ‘EAGH. .... bcc ee a tee 4,4] 
2 StockNo. Mfr's Type Volts Size NET SPRING-MAGIC BALL-TENNA 
ea 56 P 000 4-4 6 | 114x274" 1.32 - 
P 154 12-3 12 si 1.38 Model A517-1. Universal ball-tenna auto radio 
#1 36 e ies 12-4 12 io 1.38 (3) antenna adjusts to ny angle. Features spring ee i 
yc 56 P 054 294 6 VA 2.88 struction to help prevent broken or bent units. Specia 
7 20 P 120 500P rg ar eO 2.44 y spring stands up under rugged use. 3-section unit 
© 56 F 156] Gisosc/Gse7c | 12 | 1isa3(ee 5185 as ene Meson Mr tian oi a) 
56 P 077 716 6 | 1% 6x3%" 4.53 Shue wt ie Re ee i? 
+ 4 Shpg. wt., 1) 8. 
eprgo te) 1801S/225C SBE Tae pe 91:CX 399, NET EACH: ids. scldac teehee 5.26 
a Sie oan 5 
; s/f Ax3Ve 73 
RMR Tt) Cisseceec | 221 ies: 4:53 CORNELL-DUBILIER INVERTER VIBRATORS 
= 56P 092 854 6 1Yyzx3%” 2.88 Ee, duty Rt or ee for pe ecuaeee see ees Seana a © 
* 56 P 113] 1601/3859 6 | 1Yyx27%" 2.76 ers. Also replace vibrators in many mobile amplifiers. Vibrators 
£ 56P 132] G1601/G859 12 14x24," 2.76 with VB and VC in Type No. are pacun tess Gi pags ae ey 
rn = minimum n and maximum stability. Types 6V an 
‘ “3 i ly ee a _ Heese eee 12VD6H have liner for greater heat dissipation. *Tandem types 
- 56 P 133] G1602/G883 12 3x1 Yr 2°76 neys reg Megs aii capacity; have two 6-pin plugs on 
56 P 121 903M 6 | 14x27" 2.12 sericea: ch NORE y 
* 56P 159 1701 6/12) 114x274" 5.64 | Mfr's ae es NET 
56 P 160 1751 6 14x274" 5:76 No. | Type Volts Used in “Powercon” Models EACH 
” 
Boe Veg) Pee | 2s taxi x2% S29 82P 753 | 6VBoH 6 | SDC5, 6/110DH6, 6R5. 688, 6SW3 7.94 
56 P 135) 1501/4501 6 14x27%" 3.73 82P 789 | 6VD6H 6 6SH15, 6SW15 13.82 
56 P 140) Mi501/M4s01 24 11x27 A” 4.06 82P 777 | 2563 6 | 6/12D5, 6L6, 1218 6.09 
26 P 144) G1807/G4543 12 14x3%4" 5.03 82P 782 | 12VB6H 12 _| 12DC6, 12R8, 12510 12SW10 7.94 
36 P145)_G1301/64549 12 |b andi6 293 82P 783 |*12VD6H | 12 | 12DC12, 17115, 12RUIS, 12SH20, 12SWi5 __|13.82 
56 P 131! G1501/G4501 12 1yx274" 4.06 82P 779 | 2530 12 12SP2, 12LM4 2.44 
56P 138 1807/4548 6 | 14x34” 4.53 82P 780 | 2532 12 12M6 P 4.53 = 
56 P 1/66! 1813 6] 1W%x3%’" 4.53 82P 788 |*119VCGH | 110 110} 1102735 HCSHS0, 110SW35, 220$H40] 13,82 - 
430 Your Satisfaction ls Guaranteed When You Buy at Allied 
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Photoflash and Stroboscope Components 


ELECTRONIC FLASH TUBES AND REFLECTORS 


KEMLITE AND AMGLO FLASH TUBES {E] KEMLITE REFLECTOR-FLASHTUBE ASSEMBLIES 
High-quality tubes for photofiash units. Flash durations from 1/500 to Selection of electronic flashtube-reflector assemblies in a choice of operat- 
1/10,000 second. May be used for color work without filter. Color tem ing voltages and reflector shapes. Designed to give level illumination over 
perature 6500° Kelvin. Sprague booklet (lower right corner of page) in- specific light-output patterns. Aluminum reflectors are polished and 
cludes instructions for building photoflash units using Kemlite DX and anodized to provide high reflection factor. Built-in trigger coils, Standard 
DW-2. All are Kemlite except *Amglo. Av. shpg. wt., 1 Ib. 4-pin base. Av. shpg. wt., 14% Ibs. 

Stock No.| Type |Fig./W-S| Volts | Description iN ET Stock No.| Type Angie ])Volts|Stock No.| Type | Angle |Volts 
78 E619) CX A | 100} 240-300 Internal t rT coil |! 1.05 78 E 629) CXR4 30° 300 |78 E 635) CXR3 45° 300 
78 E 620] D-2 A | 100) 400-600 |Requir rnal coil | 9.35 78 E 630! DXR4 30° 450 |78 E 636| DXR3 45° 450 
78 E 700) DX A | 150) 400-600 |Internal trigger. coil 11.05 78 E631! MXR4 30° 900 |78 E 637 MXR3 45° 900 
78 E710) DW-2 | B | 150) 400-600 Sam G.E.FT-105,-118 6.63 ae £622 Cai a an 78 pee Ca aa iso 
} q <A atari 71.05 DXRS | xX! 
38 E 633) Mw.2|B 200 700-1 200Sene ae | 88 78 £ 634| MXR5|_60°_| 900 178 E 640] MXR2/_50° [1900 
78 E 623; MW-6!/ C 0' 700-1200 Same as G 18.70 SET EACH. . 2. i occleec vive «bw baa coda t oc srts em nnn > 
78 E 624/Sunflash| A | 2 -3000 Self fonizin Peeps. t'1.90 NET EACH. . 2.00. cose Wine he ot ae sodat «sae eee en 11.99 
ze eae await le eS ees SPRAGUE AND AMGLO PHOTOFLASH ACCESSORIES 
5 -4000 Same as . r 
78 E627|_ H-2 | C 500-4000 Same as G.E. FT-503_ 72.25 s, and mounts for fitting reflectors to flash- 
78 E 655\78R9D*| A | 300 2000-2500 Grid controlled \14.70 , xcept *Sprague. tFig. G shows R03C back cover 
78 E 653 56J2Z*| A | 200, 600-1000Grid controlled 12°44 | mounted on AR-365 reflector. Cover is 174" deep and 4/6" im diameter, 
78 E 662: HD-2* | B | 200) 350-500 |With reflective disc 9:80 AR-365 has 60° arc of illumination. Av. shpg. wt., 1 Ib. 
3 Stock No. Fig. Description NET 
[0] stROBOscoPE TUBES aE ; F | Tedisco for Dx tate 2.69 
Kemlite Type S-58. Rugged, 10-watt stroboscope tube. Obtains firing 78 F Reflector for DW-2 tube 3.43 
impulse from external trigger coil or high-voltage pulsing source of 73 E Gt Refiector for HD series tubes 6.85 
De ene Naw 600 volts. Shpg. wt., 1 1b. 10.20 78 E Gt | Back cover for AR-365 5.64 
, " 78 E J | Bracket, 81x10", for 4x5 cameras |4.41 
Amglo Type U-35. Non-polarized, xenon-gas filled stroboscope tube 78 E J | Bracket for Rollei, other twin lens ees 
A arta io LER eens Aaa : nh Se pee 78 E if Bracket, 634” base, 54” high 3.52 
used extensively in medical, automotive, photographic stroboscopic in- 7B E i Mounts reheneaeinel 1" flashgnns 15.39 
a sd oe 5.88 78 E | H Mounts reflector on 34” lamp stand|3.04 


CAPACITORS, SPRAGUE 


High-quality electrolytic capacitors for photo- 


flash use. Type FF-1 has film: construction 
and is for dry-battery se e; 24%” dia. by 
4% _" long. PQ types are oil-filled and hermeti- 
cally sealed. Sizes: 2525, 4%x334x5V%"; 2535, 
AY ex334x7"; 425, 4N%ex3HAx9 VK". 


_Stock No. | Type Fig. Mid W-S WV DC\Lbs. NET 
ISL 725 |FF-1 K |525| 53; 450) %|13.23 
15 L 732 |PQ-2525| £ | 25| 78| 2500|5 15.58 
15 L 733 |PQ-2535 | L | 35/109) 2500 |6% 19.11 
15 L 729 |PQ-425 L 25 |200| 4000 |9 (24.99 


CORNELL-DUBILIER 


(n) Type GKGT High-Voltage Oil-Filled. 
Filled with Dykanol “‘G.” Sizes: 1A01 and 
1A02, 514x414x334"; 104, 7Yexd4ox3H%". 


Stock No. | Type | Mfd W-S | WVDC| Lbs. | NET 


{4L 480) 1A01| 25 50 | 2000 | 4% | 22.05 
14.481) 1A02) 15 50 | 2500 | 4% | 15.14 
14483) 104 | 32 | 100 | 2500}6 | 27.34 


Low-Voltage Types. *Aluminum can with 
cardboard sleeve; tbakelite case. Solder 
terminals, except §screw. Size, 42x26". 


UNI 


™ 6B 


UTC 
er Transformer. Primary 
cycles. Secondary supplies 
with proper rectifier, and 
d. Transformer is com- 


%x2VYr” case. Shpg. wt., 


..8.23 


21% Ibs. 
62 G 230. NET 


Type PF-3 Trigger Transformer. For elec- 


t circ aoe is SR ee Size, 3” 
long, * di eter. Shpg. wt., 6 oz. 
62 G 232. NET te hey a 5.88 


(5) Type PF-5 Power Transformer. For 
US) transistor-type power supplies. Primary for 
115 vol 50-60 cycle AC; also for 4Y2-volt 


battery 1 with PF-6 below). Output is 400 
meee DC in etre doubler circuit. Size, 174x 
x1¥%”. Shpg. wt., 1 lb. 
GrGiSe7. NET). ..... 0 -eraaen 8.23 


(s] Type PF-6 Inverter-Type Transformer. 
|S} For use with PF-5 above. Transforms 4% 
volt DC from battery to input for PF-5 step-up 
transformer for 400 volt DC output. Size, 7%” 
dia. by 1%”. Shpg. wt., 1 oz. 

63i:G).528, NEV sores i224 


{s} Type PF-7 Trigger Transformer. 
use with PF-5 and PF-6 in tran i 


Stock No. Type Mid|WVDC|W-S| Lbs. | NET 

14L 84] |FB10063* 200] 450 | 20)1% | 4.03 
14 L 842/FWw10005¢ 200) 500 | 25) 1% | 6.17 
14 L 348}FWSN100017§| 525] 450 | 53| 1% | 13.29 


ILLINOIS UMC 


Highly efficient, dependable capacitors. 
All units have very low ieakage current. 
Size, 414x2%_”. Av. shpg. wt., 144 lbs. 


StockNo.| Type | Mfd | W-S|WVDC|; NET 
10 L 579] 52545A| 525] 53 | 450 | 13.23 
10 L 578/100030A| 1000 | 45 | 300 | 17.64 


Lowest Prices—Highest Quality—Best Service 


power supplies. Shorting .25 mfd capacitor, 
charged to 225 volts DC, produces 6 KV pulse. 
Size, 74" dia. by. '%e"”. Shpg. wt., 1 oz. 

63 G 529. NET x oo 


SPRAGUE DELAY RELAY 


Type FA-103. Small synchronizing relay. Pro- 
vides 5- to 25-millisecond delay. Miniature 
relay to use in very latest low voltage circuit 
for building an electronic photoflash unit. De- 
signed for operation with 3 to 4}4-volt battery 
flashgun. Shpg. wt., 8 oz. 

i Set ee ee 3.43 


TRANSFORMERS, RELAY, TRIGGER COILS, AND PHOTOFLASH HANDBOOK 


KEMLITE TRIGGER COIL 


Type 3CB. Compact ignition transformer 
for trigger coil applications. Miniaturized 
and light in weight for use with portable, tran- 
sistor-type photoflash power supplies. When 
used with .5 mfd capacitor charged to 180 volts 
DC it provides a $000 volt pulse for triggering 
flash tube. Isolated primary and secondary per- 
mits safe use with transformerless power sup- 
plies (can be wired as autotransformer wheu 
used with line isolation transformer). Turns 
ratio is 1:50. Extremely efficient design permits 
very-high-frequency triggering rate. Supplied 
complete with clamp for mounting. 4” dia. by 
1”. Shpg. wt., 1 oz. 
78 E 648. NET: .040..,3-8e eee 2.69 


STANCOR 


W Model P-6425 Power Transformer. For 
AC electronic photoflash units. Low output 
voltage for greater safety factor. Has 105/115/ 
125 volt 60-cycle primary. Charges 1050 mfd. 
capacitor to 450 volts DC, through a half-wave 
selenium rectifier. 2546x21}%6x2”. Mtg. centers, 
2%". Shpg. wt., 1% Ibs. 

64 G.445, NET: (oat 45 eee 3.43 


former. 34” long, %.6” dia. Replaces G. E. 
86 G 41 triggercoil. Shpg. wt., 3 oz. 
64G 144. NET............ 1.64 


SPRAGUE C703 FLASH HANDBOOK 


A popular handbook containing details on the 
assembly of two battery-operated, high-spe 
electronic flash units, as well as a flash unit for 
AC operation. Includes photographs showing 
parts placement, and easy-to-follow instruc- 
tions. Excellent for the amateur or professional 
photographer. 15 pages. Size, $4gx11". 

37 K 078. Postpaid in U.S.A......... 35¢ 


Selected Feature Values 


LINCOLN CITIZENS BAND TRANSCEIVER 


Tunable Superhet 
Receiver Covers 
All 22 Citizens 
Band Channels 


Transmitter Oper- 
ates at Maximum 
Legal Input Power 


Has 
Adjustable 


Noise Limiter Feature For Feature... 


Offers You the Most for Your Money 


* Panel Switch Selects Any of-5 Transmitting Channels 
® Fully Wired and Ready for Immediate Use 


Outstanding new Citizens Band transceiver offers excellent 
performance, exceptional reliability and marvelo versatility 
at amazingly low cost! Vrovides more features and convenience 
than many units costing much more. An invaluable to 
salesmen, mers, construction workers—anyone requiring 
dependable line-of-sight communication 


ONLY 


09 Among unit's big array of features is a sensitive, highly selec- 

D tive superheterodyne receiver section that permits continuous 

5 own tuning of all 22 Citizens channels. Any one of five crystal-con 

‘ trolled transmitting channels can be selected with front panel 

selector switch. Other deluxe features include: temperature-compensated receiver 

oscillator for top stability and drift-free performance; adjustable noise limiter; and 

full-toned 4” PM speaker. Unit Provides equally good results in base or mobile 
applications (see accessories listed below). 


Transceiver operates at maximum legal power—a full 5 watts input. Comes fully 
wited and ready for immediate use. Supplied complete with transmitting crystal 
channel 9 (27.065 mc)—up to 4 additional crystals may be used, see listings 


below. Unit is extremely durable and compact—m ures only 54%” high, 101%4” 
wide and 634” deep. Supplied complete with high output crystal microphone. For 
operation from 110-120 volts, 60 cycle AC. Shpg. wt., 11 Ibs. 

emeneae7 Moan ONC... . 6. ce gece eee cece cee ease 59-95 
78S 163. 12-Volt Power Supply. Shpg. wt., 4 bs. NET............. 11.95 
78 S 164, 6-Volt Power Supply. Shpg. wi ,4 lbs. NET 11.95 


99 SS 969. Additional Transmitting Crystals. Specify channel and frequency 
desired. Shpg. wt.,30z. NET EACH........... 2.50 


HY-GAIN TYPE CW TRANSCEIVER ANTENNA. Mounts directly on rear of 
transceiver. Extends to 45”, telescopes down to 15” Shpg. wt., 6 Ibs 
Nn es chs ete seas sc ecst : 5.97 


Values in Polaris TV Picture Tubes 
LOWEST PRICED FACTORY REBUILTS 


AS LOW AS 


Remarkable savings on popu- 
lar TV picture tubes. All are 
5 45 high-quality tubes that have | 
| been factory rebuilt by ex- | 
perts to give bright, clear pic- 
tures. Guaranteed for one full | 
year. Take advantage of these low prices and_ | 
replace the weak, dim picture tube now in your 
set. Values like these are really unbeatable. All 
have magnetic deflection and magnetic focus 
except {magnetic deflection and electrostatic 
focus. *Aluminized screens. tIndica 110° 
deflection types. When ordering Polaris picture 
tubes—specify Dept. No. and Tube Type No 
All tubes costing $20.00 or more are now 
available on Allied’s Easy Payment Plan! 


1 Yeor 


Guarantee 

Stock No. Wt., NET Ra  OtoskiNov Wt., NET 
Dept Type Lbs. | EACH | Dept Type | Lbs. | EACH 
AUS | 12LP4A 17 {13.25 ] Au6 | 21AP4 | 25 |29.50 
AUG | 14BP4/cP4 14 |13.50] AU6 | 21ATP4A/21ATP4*t | 33 |33°80 
AUG | 14RP4A* 12 {18,00 ] AU6 | 21AVP4B /AUP4B / | 
AU6 | 16AP4A 17 |19,00 AVP4A /AUP4A*t 33 |25.00 
AU6 | 16GP4B 16 |19.00] Aué | 21CBP4* 33 |24.95 
AUG | 16RP4A/KP4A* 21 |15.50] AUG | 21EP4A 36 |20.35 
AUG | 17AVP4A/ATP4A 17 |21.50] Au6 | 21EP4B* 24 122.45 
AU6 | 17BP4A 21 |15.50] AU6 | 2iFPaat 36 (21.40 
AU6 | 17BP4B* 21 |18.00] Aus | 21FPac*y | -34 |23.60 
AUG | 17BZP4*+ 14 |24.35] Aus | 21WwP4 |_ 31_|22.50 
AUG | 17CP4 16 {22.70 ] AU6 | 21YP4t 33 /21.90 
AU6 | 17HP4/RP4t 23. {18.00} AU6 | 21YP4A* 33 124.50 
AUG | 17HP4A/RPA4A* 23 |20.50] AU6 | 21ZP4A 33 |21.50 
AU6 | 17LP4/VP4t 23 |17.75]| Aué | 21ZP4B* 33 |23.85 
AUG | 170P4 23 |17,00] AU6 | 24ADP4/VP4A/ 
AU6 | I9AP4B 24 123.50 |__|. CRAA/TPA* 4335.75 
AUG | 20DP4A/CP4A 29 /19,30] AU6 | 24AEPA* 43 |38.70 
AU6 | 20DP4C /CP4D* 29 |21.45 | AU6 | 24AHP4*+ 43 |40.05 
AUG | 21ACP4A/BSP4/AMP4A*| 33 |21.90 | AUG | 24DP4A/YP4* 43 (36.25 


eS A SE SS Ee CTE, 
CITIZENS BAND MOBILE ANTENNA 


* Has 102” Stainless 
Steel Whip 

* Heavy-Duty Spring 

® Swivel Base Mount 


A highly efficient mobile an- 
tenna package for Citizens 
Band use. Easily mounts on 
any automobile—provides 
top-notch communication as 
you drive. Entire assembly is 
ruggedly constructed throughout—pro- 
vides many years cf dependable service. In- 
cluded in this outstanding mobile antenna 
package are a 102” stainless steel antenna 
whip that resists the effects of weather, a 
universal swivel base, plus a heavy-duty 
mounting spring that withstands sharp im- 
pacts and maintains vertical whip position 
under normal wind loads. Wt., 6 Ibs. 

78 CZ 182; NET... ...:.cceee 6.95 


NET 


5695 


/ HI-PAR CO-27 CITIZENS BAND 
i COAXIAL ANTENNA 

| * Sturdy, All-Aluminum 
| Construction 
—ESS ® Proven Performance 
4 2 = 


Extremely efficient Citizens 

NET Band antenna for base station 

| 5 5 use. Antenna is coaxial type; 

I {43 eliminates need for flexible-wire, 

ground plane systems, Unit is a 

full half wave long—requires no 

loading coils. All-aluminum construction re- 

| sists w eathering; provides years of depend- 

| able service. Mounts on ordinary 1144” TV 

] mast; supported by TV chimney or wall 

ee Overall length, 17’ 6”. A es built-in 
HF type coax connector. Wt ,5 Ibs. 

| 78 CZ 190. NET. es Rost Ae) 


ONLY 
$h97 


MODEL FMB. An efficient auto 
FM antenna that attaches to the 
present AM whip antenna on your 
car. Improves FM reception, in- 
creases pickup range, decreases 
background noise—and enhances 
AM efficiency too! “Butterfly” 
FM antenna has two rings, each 6” 
in diameter; converts your exist- 
ing AM whip into a three-quarter 
wave gth antenna at FM fre- 
quencies. Rings are anodized alu- 
minum, with chrome-plated brass 
fittings. Weighs only 2 ounces! 


Shpg. wt., 5 oz. 5 97 


78 C518. NET...... 


FEDTRO PERSONAL DUAL 
REMOTE-CONTROL SPEAKER 


~ ONLY 


$H85 


Enjoy personalized listen- 
ing from your chair or bed 
with this remote-control 
speaker. For use with TV 
sets, radios and phono- 
graphs. Listen to late shows 
on TV or radio without dis- 
turbing others in the house. 
Unit has two controls—one 
for controlling set volume; 
other for adjusting volume of speaker in remote unit. Set or 


Attaches to 
Existing AM 
Whip Antenna 
in Seconds 


Improves 
FM Reception 


Extremely 
Simple to 
Install 


Size, 34%4x3Y4x1%’. 
20-ft. of remote cable. Shpg. wt., 1 1b. 
OU Dad MEN sa, etn eg Beaty D550 


Depend on Allied for Everything in Radio, Television and Electronics 


Selected Feature Values 


JERROLD “MAGIC CARPET” ANTENNA 


@ Covers Entire VHF TV Band 
As Well As FM 


® Simple Installation and 
Orientation; Compact 


® Can be Completely 
Concealed 


This revolutionary TV-FM antenna produces excellent results when used 
in locations up to thirty miles from the broadcasting station. Ac tually a 
full size conical-type antenna projected on a flat surface 74x27” in size 
Designed for use in attics, beneath rugs, on walls, etc. Anter elements 
are deposits of finely powdered pure silver in plastic binder, imprinted on 
a tough, flexible, fibrous sheet. Recommended for use at the highest 
practicable level within the home (away from metallic plumbi and 
heating systems). Supplied complete with 25-ft. twin line plus six fasten 


ers. Shpg. wt., 1% Ibs. 
i 5.98 


78 CX 517. NET. 


@ Gives Fuller Utilization of TV Antenna; 
Removes Ghosts and Interference 


@ May Be used with Any Type of 
Antenna—Outdoor, Indoor or 
Built-In 


New television invention that elimi- 
nates irritating ghosts, clears up annoy- 
ing washed out and blurred pictures. 
Unique device electronically increases 
signal utilization from the antenna to 
provide much better reception in any 
location. Extremely simple and con 
venient to operate, unit can be easily 
connected by anyone in just 60 seconds. Just attach leads from your 
antenna to the ' Picture Clarifier’’; attac h twin line (supplied) to the tele- 
vision set; and plug line cord into any convemrent AC outlet. 12-position 
dial on control unit for perfect setting. Shpg. wl., 5 95 


2% Ibs 


78 C599, NET 


SYL-A-SCOPE STYLUS INSPECTORS 


Two models—one battery- 
operated; the other 

AC operated. Give a tremen- 
dously magnified view. 
MODEL SG-33. Projects 
magnified stylus image on 
illuminated ground glass Less 
screen. Merely place uniton  potreries aw 
turntable and put stylus ¢ 


point in holder. Shows condition of stylus clearly. 5¥2x3¥2x1 v4”. With 
on/off switch and bulb. Less batteries, below. 9 oz 5 
59 R990. List, $6.75. NET... As 
52 E 330. Replacement Bulb. For SG-33. 2 oz. NET EACH \7¢ 
53 J 031. Batteries For Above. 2 required. NET EACH 10¢ 
MODEL SG-66. Professional version above. Metal housing. Tx5 Vax37/A". 
For 110-120 v., 60 cycle AC. Shpg. wt., 1% Ibs 

59 R991. List, $19.95. NET 14.95 
52 E 387. Replacement Bulb. or SG-60. 2 oz. NET EACH 20¢ 


STAT-SIL RECORD WIPER 


New efficient way to clean your precious rec- 
ords. Place record on turntable or changer, set 
it in motion at 33% rpm. As record revolves, 
apply several drops of Stat-Sil to reco and 
wipe with the exclusive wiper supplied. Re- 
moves harmful dust particles—cannot damage 
your records. Shpg. wt., 5 oz. 

98c 


59 R945. NET 
SPEAKER GRILLE CLOTH AND SCREENING 


Beautiful patterns in high-quality, durable « 
for modernizing old cabinets and for « 


custom enclosures. Specially designed for acoustic use 
Size | Mahogany |__lvory _|Shpa. Wt.|! 
12x12” 43 N 605 43 N 608 dO: 
13x24” 43 N 606 43N609 | 402 
36x36" 43.N607 | 43 N610 | O6vz 


G-C Fabric Cement. Ideal for grille cloth. 2-oz. bottle. 8 oz 
43 N 123. NET. Sage va = ‘ 
Flock-Coated Wire Grille Screening. Soft, brown color. 
86 N O60. 8x11”. Shpg. wt., 4 oz. NET eo 

86 NX 06]. 18x24”. Shpg. wt., 12 oz. NET ‘ 1.88 


ALLIED SPEAKER REPAIR SERVICE 


Hi-Fi Speaker Service. Includes replacing cone, gasket, voice coil, 
spider and dust cover. rae k speaker carefully and ship to us by insured 
parcel post or express. Allow 30 days for retura deliver 

8” Hi-Fi Speaker. Repair Service. : 7.50 
12” Hi-Fi Speaker. Repair Service 14.25 
16” Hi-Fi Speaker. Repair Service.. ‘ 15.00 
Standard Speaker Service, Covers rebuilding general purpose radio 
TV and phonograph speake Additional charges for field coil repair or 
replacement are as follows: $ for 4” to 9”; $2.25 for 10” to 12”. Field 
coils welded into speaker framés Cannot be replaced. Ship speaker to us 
prepaid and send remittance (including postage) with order. Allow 30 
to 45 days for return delivery of repaired speaker. 


Size _—|_Service Size | Ser 
1.75 | 14" to is" | 3.85 
2,55 4"x6" oval 2.00 
2:95 _ | 11" to 12" | 3.25 


e | Service 
5’x7” oval| 2.55 _ 
6"x9" oval | rae A 


Depend on Allied for Everything in Radio, Television and Electronics 


*52 $006. NET EACH 


McINTOSH 30-WATT BASIC AMPLIFIER KIT 


@ Identical to the Famous 
MC-30 Monophonic Amplifier 


@ Easy-to-Follow Instructions 


© Premium-Quality Parts ; 
NET ; 
1? 00 Mackit 30 
Amplifier Kit 


Long an audiophile’s favorite in the factory-wired mode), the MacKit 30 
offers 30 watts of flawless monophonic reproduction—use two with a 
stereo preamp for superb stereo response. Circuit employs patented 
unit coupling’? feature that provides greater power output without 
distortion. Only 0.5 volt input is required for full 30-watt output. 
Frequency Response: +0.1 db, 20-30,000 cps. Distortion: Harmonic, less 
than 4% at 30 watts; IM, less than 0.5%. Hum & Noise: —90 db 
Output Impedances: 4, 8, 16, 600 ohms and 70.7 v. 

Attractive black and chrome styling blends well in any setting. Complete 
with all parts and_ clear, easy toe-follow instruction booklet. 8x13x8". 
For 110-120 volts, 50-60 cycle AC. S 
85 SU 561. Only $5 Down. NET 


REK-O-KUT MODEL S-220 PICKUP ARM 


Includes all 
cable and 

ground wire 
Soldering 
Required 


MODEL S-220. Latest in a series of outstanding stereo pickup arms from 
one of hi-fi’s renowned names. Engineered for new convenience of instal- 
lation—designed .to get the maximum out of stereo records. Unit is 
installed without soldering; included are plug-in cable, plug-in leadg, 
shields and a ground wire. Perfect ulance is achieved easily—stai 

stalled and counterweight position 

dynamic balance is created by dialing cush- 
ree vertical and lateral 


72 RX 754. Only $2 Down. NET 
72 RX 755. As above, but for 16” records. NEY. brs 
72 R756. Extra Model PS-20L Plug-in Shell. NET 


double sets of 5-ball 1-mm bearings. With 4-wire shell. 2% Ibs. 2 


EICO 6-TRANSISTOR PORTABLE KIT 


Compact and lightweight; includes 
large 4x6” specker for 

excellent tone quelity. Carrying 
case has retractable handle. 


ner 52985 *2 down 


Modern superheterodyne portable radio kit featuring efficient, all- 
r circuitry. Use of fine quality parts throughout assures top per- 
built-in ferrite rod antenna provides excellent reception even 
it conditions. Push-pull audio output stage combined with 
aker gives full-toned, ‘big set’’ response. Has earphone 
te listening. Easy vernier tuning. Six transistors used 
Housed in attractive simulated tan 
high, 84%” 


and 244” deep Shpg. wt., 3 Ibs. 

x 550. Only $2 Down. NET... 0 4) 0 eon 29.95 
X 551. As above, but factory-wired. NET............. a 
684, Burgess 2N6 Std. Battery For Above. NET EACH..1,30 


PHILMORE CRYSTAL SET ACCESSORIES 


(Al Cat Whiskers. Set 
\} of two high-quality 
cat Whiskers for use in 
crystal sets. Carefully 
made from top-grade, 
tested spring steel. Pro- 
vide proper tension for 


all detectors. 3 oz. 
52 S011. NET...1OC 


{Bl Detector Mount Kit. Crystal holder, cat-whisker and hardware. 
(5) Less erystal. Uses No. 52 S 005 or 52 S 006. Shpg. wt., 3 oz. 
525003; NET EAGHG,..cci coca, -: -s0§ oe I5c 


Detector Mount Kit on Base. As above, but on fiberboard base. With 
Fahnestock clips. Shpg. wt., 5 oz 
NOMS. SRT re 32¢ 


52S 004. NET EACH 

{c} Fixed Detector. Permanently adjusted, sensitive, meter-tested crys- 
tals. In bakelite case. Shpg. wt., 3 oz 

52S 001. NET EACH..,......... ear oy 2 Pa nina APO 

Meter-Tested Crystal. (Not illustrated.) Laboratory tested and 3e- 

lected to assure excellent performance. Shpg. wt., 3 oz. 5c 


Mounted Economy Crystal. A highly sensitive, general-pur- 


pose crystal for dependable performance and sensitive reception A 


in crystal receivers of all types, Genuine Galena crystal—secure- 
ly mounted in lead housing. Shpg. wt., 2 oz. 
SO EDDA NET BAGH: «|. cammeah <2 cton a eS 


HOW TO ORDER 


Use our order blanks or your own 
purchase order forms or stationery. 
Please fill in all information re- 
quested on our order blank. If you 
use your own order forms or station- 
ery, show our stock number, quan- 
tity, name of item, manufacturer's 
type number and price. Remit to 
cover the full amount of the mer- 
chandise, plus postage and insurance 
for parcel post shipments. Don't 
worry about sending too much. 
Every cent extra will be refunded. 


"“U" AND “Z” ITEMS SHIPPED 
EXPRESS OR TRUCK 


The letter “U" or ‘'Z” in our stock 
numbers (as in 35 DU 717 or 91 CZ 
331) identifies items which. are 
fragile or exceed parcel post size or 
weight limits. Such items are ship- 
ped by express, truck or the best low 
cost method. (‘‘U’ items will be 
shipped by package delivery truck 
in Chicago and Zones | and 2, at 
Parcel Post rates.) 


HOW TO SEND MONEY 


The best way to send money is by 
post-office or express money order, 
bank draft or check. Avoid sending 
coin*or currency, but if necessary, 
be sure to register your letter.Please 
do not remit in stamps except if 
necessary on very small orders. For 
rush handling, telegraph your order 
and.money. 


ABOUT C.O.D. ORDERS 


You will save money by sending 
cash in full with your orders. On 
parcel post C.O.D. shipments, the 
Post Office charges a C.O.D. collec- 
tion fee and also a money order fee 
for forwarding the C.O.D. amount 
to us. Similar fees are collected on 
express and freight C.O.D.. ship- 
ments, Itwill pay you to remitin full 
and save the C.O.D. charges. If a 
C.O0.D. shipment is unavoidable, 
your order should be for a minimum 
of $5.00, with a deposit of at least 
20%. Please include full remittance 
with any orders for less than $5.00. 


PARCEL POST C.O.D. FEES 


$0.01 to $5.00. .30c}$50.01 to $100.00. .80c 

9.01 to 10.00. .40c}100.01 to 150.00. .90c 
10.01 to 25.00. .60c}150.01 to 200,00 1.00 
25.01 to 50.00. .70c 


MONEY ORDER FEES 


From $0.01 to $ 5.00...... .15¢ 
From 5.Q1lto 10.00 ....... -20¢ 
Brom 30.01 16°100:00 is c=. %. 4. tens 30c 


434 


IT’S EASY TO ORDER FROM ALLIED 


SHIPPING INFORMATION AND HOW TO ESTIMATE CHARGES 


PARCEL POST: Size and weight limits will vary depending on your postal zone from Chicago 
and the type of post office area in which you live. Items not mailable are identified by “U” 
or ‘2’ in our stock numbers. See explanation in column at left. Please send enough money to 
cover merchandise, postage and insurance on parcel post orders. Catalog gives approximate 
shipping weights. If you send too much, we will refund every penny not used. In case of 
insufficient remittance we ship C.O.D. for balance. To protect you we insure all parcel post 
with a dependable private insurance company. Allow for insurance: 


LO TS Sos 01) RE Se $10.01 to $25.00....... 15e $50.01 to $100.00......30¢ 
$5.01 to 10.00......... 10c 25.01 to 50.00....... 20c 100.01 to 200.00......35¢ 


HOW TO ESTIMATE PARCEL POST CHARGES 
Up to 16 ounces, all zones, allow 3c for first 2 ounces, 1c for each additional ounce 


The post office charges a fraction of a pound as a full pound. For example, if the total weight 
is 5 pounds and 1 ounce to Zone 4, postage would be for 6 pounds (70¢). 


WEIGHT 1st & 2nd3rd Zone|4th Zone|S5th Zone|6th Zone|7th Zone/8th Zone 
1Lb.and Noti\Chicago\Zone, up) 150 to 300 to 600 to 1000 to | 1400 to Over 
Exceeding to 150 mi.| 300 mi. | 600 mi. |1000 mi./1400 mi./1800 mi.|1800 mi. 
| : $0.33 | $0.35 $0.39 $0.45 $0.64 
-38 Al 47 -55 * 
43 -47 55 -65 
48 53 63 75 
+93 59 70 «85 


58 -65 77 95 
-63 71 -84 1,05 
68 77 71 1.15 
73 83 98 1,25 
Fed 89 -05 35 


-81 95 2 45 
85 01 19 
89 -07 -26 
-93 313 -33 
ae 18 40 


1.01 +23 47 
1.05 -28 54 
1.09 33 61 
1.13 38 68 
4.17 43 75 


For Each Add Add Add Add 
Extra Lb. Ze ly 4 Sc 7c 
Over 20 pounds shipped express or truck. See below. 
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TRUCK AND RAIL FREIGHT: Freight is the cheapest form of transportation on the heavier 
shipments (min m charge is for 100 lbs). Truck shipment is especially economical on 
shipments of 70 lbs. or more. The approximate truck freight charges shown below 
will differ in va tions of the country. Freight charges are collected on delivery. 


HOW TO ESTIMATE TRUCK FREIGHT CHARGES 


pe Maximum Distance in Miles 

Minimum — = = oe ata el ASS 

heres 50. | 150 | 300 | 600 | 750 | 1000 | 41600 2250 
100 Ibs. 3.91 3.91 4,18 4,44 4,70 5.46 7.40 9.28 
For each | } 

Extra lb. | 2c 3c | Ac 4c 7c 9c 


EXPRESS: Please remit full amount for merchandise, but do not send any money for ex- 
press charges with your order, Shipping charges are collected on delivery at no extra 
cost to you. All “U” and “Z’’ items (see column at left) are usually shipped by express or 
truck. In addition, to assure safe arrival, we ship by express many hi-fi units, transmitting 
and TV tubes, test units, and other fragile merchandise. 


HOW TO ESTIMATE EXPRESS CHARGES 


(Rates are about 10% higher to eastern states.) 


Mileage 
500 750 
2.48 2.56 
2.83 2.98 
3.16 3.38 
3.49 3.79 
3.83 4.22 


4.49 5.03 
5.16 5.87 
§.85 6.69 
6.84 7.93 


7,52 


Weight in 
Pounds 
5 
10 
15 
20 
25 
35 
45 
55 
70 
80 
For Each 
100 Lbs. 
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AIR SHIPMENTS: We will ship your order by Air Parcel Post, Air Express or Air Freight if you 
instruct us to do so. Air Parcel Post rates are given below. Consult your local express office 
for Air Express charges, and your nearest commercial airport office for Air Freight rates. 
Air Parcel Post size and weight limits are 70 Ibs. and 100”, length and girth combined, 


AIR PARCEL POST RATES 
(7c per ounce, up to 8 ounces) 

1,2&3 4 5 
60c | 65¢ | 7Oc | 
Add | Add 


“Add 
48c 50c 56c 


ZONES U. S. Territories, 
Possessions and 
APO & FPO Addresses, 
80c per |b. 


Add 
64c 


For Each 
Extra Lb. 


Add 
80c 


Lowest Prices—Highest Quality—Best Service 
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IMPORTANT ORDER INFORMATION 


Every item you buy from us must satisfy in every way—or we 
want you to return it to us for exchange, repair or refund. See 
Page 1 for full details of our guarantee which protects you on 
every purchase. Your complete satisfaction is guaranteed. 


CASH TERMS 


Our general terms of sale are cash 


with order. You save payment of 
C.O.D. fees by including full remit- 
tance with your order. Every penny 


not used is refunded. If desired, we form is on the back of our order 
will ship C.O.D. See opposite page 


for C.O.D. orders. 


IF IT IS NECESSARY 
TO WRITE TOUS... 


On cash and Easy Payment orders, we return 
your original order and all related papers. Our 
billing forms explain how your order was handled 
and priced. If you find it necessary to write us, 
please include ‘all o1 ape id correspond 
ence that apply. If you do not have the order 
papers, be sure to give in detail the stock num- 
bers and des tions of the items ordered and 
the same name and address as on your original 
order. On Open Account orders, only your in- 
voice number is necessary. 


HOW TO RETURN MERCHANDISE 
Please include your instructions with 
your shipment, pack the merchandise 
carefully and insure. 


ace your instructions, all or- 
ondence in an envelope 
inside your package. On the outside, mark ‘First 
Class Mail Enclosed’’ and affix additional four 
cents postage for the enclosure. 


On parcel post, pl 
der papers and co 


ll] papers in a 
de the pack- 
w several lines 


stamped and seale 
age. Date this envel 
across postage stamp 


Your name and address should be plainly marked 
on your enclosure as well as on the outside of 


your package, 


Our location at Western Avenue and Washington Blvd. is only a short dis- 


tance from Chicago's Loop. 


EASY PAY TERMS 


You can buy anything in this catalog 
for as low as $2.00 down with up to 
24 months to pay. The minimum or- 
der is only $20.00. Your application 


blanks. It's easy to open an Easy Pay 
account. See page 436 for details. 


VISIT OUR CENTRAL SALESROOMS AND HI-FI STUDIOS 


Salesrooms where you can obtain all merchandise listed in this catalog, as 
well as High-Fidelity demonstration studios, are located in our main build- 
ing at 1OO N. Western Ave. You are invited to come in to see us. Enjoy a 
thrilling Hi-Fi demonstration, check the Knight-Kits wired for your inspec- 
tion, and examine tape recorders, tools, test instruments, sound equipment, 
and the great variety of other merchandise we have on display. 


ALLIED’S 
GUARANTEE 
TO YOU 


OPEN ACCOUNTS 


We ship on open account to well- 
rated firms, schools, institutions and 
government agencies. Firms without 
a published rating may apply for an 
open account by submitting either 
trade or bank references. Terms are 


net, 10 days, E.O.M. 
ABOUT OUR PRICES > 


You Pay NET Catalog Prices. Catalog prices are net, a 
f.0.b. Chicago, except where otherwise indicated. All. 
trade and applicable cash discounts have already been,y 
deducted from every price. Our NET catalog prices are 
the prices you pay on shipments to the United States, 
Canada and Puerto Rico. (See ‘Export Prices’’ below.) 


O'S GO Go Aas be 


Your Order is Shipped at the Current Price. Prices 'T 


] 


in this book replace prices in all previous Allied catalogs ia 
and are subject to change without notice. Orders will& 
be filled at prices in effect at time of shipment. :1i 


You Get Immediate Benefit of Any Price Reduc- ” 
tions. If prices are reduced during the life of this eata-*4 
log, we always give you the advantage of the lower? 
prices and refund the difference. We reserve the right "* 
to add any Federal, State or Local taxes now in effect or 
which may be levied after this catalog is printed. ~ 

List Prices. Any list prices shown in this catalog are 

those which have been suggested by our suppliers and "TP 
are not our | ces, nor our selling prices. List prices 

are not shown to indicate price savings, but are for the 4 
information of customers who purchase for resale. Our. 
NET catalog prices are the prices you actually pay.,4 


Export Prices. All prices and terms shown in this catalog 6 
ly to residents of the United States, Canada andor 
ico. For prices and terms to other countries, /1 
please write to our Export Department. 5 


TELEPHONE ORDERS 
Phone: HAymarket 1-6800 


We have a specially trained staff to 
handle your telephone orders. If you are 
in a hurry for any merchandise, telephone 
your order. It will be filled and shipped 
promptly. For extra-fast service, specify 
Air Shipment (see opposite page). 


100 N. WESTERN AVE. 
CHICAGO 80, ILL. 


Allicd Radio Corporation, 100 N. Western Ave., Chicago 80, Illinois 


HOURS: Monday and Thursday, 9:00 A.M. to 9:00 P.M. 
Other weekdays, and Saturday, 9:00 A.M. to 5:30 P.M. 
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ALLIED Coy Poumont Plan 
brings you INCREASED BUYING POWER 


It’s EASY to Open An Account at ALLIED. f 
Choose Ejifher Regular or Extended Terms Below. 


Enjoy These Buying 
Advantages Today... 
ALLIED EASY PAYMENT TERMS \ 


Minimum Order—$20.00 total cash value. 


Down Payment—Orders of $20.00 to $50.00, $2.00 down; 
orders of $50.01 to $200.00, $5.00 down; orders over $200.00, 
$10.00 down. (Larger down payment reduces handling charge 


and monthly payment.) No down payment required on add-ons of 
less than $100.00. 


Handling Charge—The moderate handling charges are clearly 
shown in the table below. All charges are included for handling 
and financing your Easy Pay account. There is nothing else to pay. 


1. Only $2 to $5 down 
on orders up to $200 


2. Only $10 down on 
orders over $200 


Extended Terms—You have a choice of making your easy pay- 
ments under the Regular or Extended terms shown in the table 
below. The new extended terms permit you to make smaller pay- 
ments each month over a longer period, up to 24 months. When 
you place your order, please indicate in the space provided on 
the front of our order blank whether you prefer regular or 
extended terms. 


3. Up to 24 months to pay 


4. No down payment with 
Add-on purchases 


NO HANDLING CHARGE IF PAID IN 60 DAYS 


On any Easy Term purchase, you may take the full time to pay if 
you wish, but if you complete your payments within sixty days 
after shipment, you will receive a full refund of handling charges. 
This is an extra benefit to you on Allied’s Easy Pay Plan. 


EVERYTHING in our catalog 


I is now available on EASY TERMS 


HOWjTO ORDER ON EASY TERMS 


Everything in this catalog may be purchased on Easy 
Pay Terms. Use your Allied order blank to enter the 
‘merchandise you want. Fill in the answers to the simple 
questions on the back of the order blank and sign it. 
“Attach your remittance for the down payment with your 
‘order. It will be shipped as soon as your credit is 
fapproved. The first payment is not due until at least 30 
‘days after shipment. A simplified monthly statement pro- 
vides all details. No red tape—no finance companies to 
deal with—no hidden charges. Any responsible person 
of legal age, with a steady income, can get credit 
approved. More order blanks will be sent on request. 


“ADD-ON” PURCHASES 


Once your credit is established, you can “‘add on” to 
your account with purchases of $20 or more. No down 
payment is required on add-ons or re-opened accounts 
for less than $100.00. Simply list the items you want on 
our order blank, give your account number and sign on 
the reverse side. You pay on only one account. 

NEW SIMPLIFIED MONTHLY STATEMENTS 
New high-speed calculators handle your account for fast, 
accurate service. A personalized monthly statement 
shows your current balance, amount of monthly pay- 
ment, payment date, how much you can add on without 
increasing monthly payment, and other details. 


EASY PAYMENT TABLE 


REGULAR TERMS EXTENDED TERMS 


REGULAR TERMS 


If Unpaid Handling 
Balance Is Charge 


Monthly | Handling | Monthly 
Payment} Charge | Payment 


EXTENDED TERMS 


Monthly 
Payment 


If Unpaid Handling 
Balance Is Charge 


Monthly 
Payment 


Handling 
Charge 


Up to $20.00 

20.01 to 30.00 
30.01 to 40.00 
40.01 to 50.00 


NOT 
APPLICABLE 
TO ORDERS 

UNDER $50.00 


$5.00 


$130.01 to $140.00 
140.01 to 160.00 
160.01 to 180.00 
“180.01 to 200.00 


$11.00 
12.00 
13.00 
14.00 


$21.00 
24.00 
27.00 

__ 30.00 


$7.00 
8.00 
9.00 

10.00. 


$7.00 | 
8.00 
9.00 | $5.00 
11.00 — 
13.00 


50.01 to 60.00) 
60.01 to 70.00 
70.01 to 80.00 
80.01 to 90.00 
90.01 to 100.00 


_6.00 


7.00 


8.00 
9.00 


15.00 
16.00 
17.00 
19.00 
21.00 


200.01 225.00 
225.01 250.00 
250.01 275.00 
275.01 300.00 
300.01 350.00 


11.00 
12.00 
14.00 
15.00 
17.00 


34.00 
38.00 
42.00 
45.00 
51.00 


100.01 to 110.00 
110.01 te 120.00 


15.00 
17.00 


10.00 6:08 


350.01 400.00 
400.01 to 450.00 


24.00 
27.00 


58.00 
66.00 


19.00 
22.00 


120.01 to 130.00] 13.00 | 19.00 | 7.00 


450.01 to 500.00! 30.00 | 73.00 | 24.00 


NOTE: On orders over $500.00, send down payment of $10.00 or more. Payments and 
handling charge will be in proportion to amounts shown on cart. 


NOTE: Allied’s Easy Payment Plan is offered to residents of the United States, Canada, and 
Puerto Rico. It does not cover shipments fo other U.S. Possessions or terr., or other countries, 
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“Conelrad........397 383, 384, 403, 412, Buffer . 182, 185 201, 345 
sid tarvarters:....392 414, 430 Butterfly... .217, 218 Printed Circuit... 200 F 
: “""398°398 Auto Radio Ceramic... .172, 175, Twin Line... ¢; 380 Fahnestock Clips. . .211 
ooo ee 402 Antennas . .430 177, 182, 183 Constant Mom bah Fan, Tube Cooling. 402 
2"Grystal Calibrators _ Connector.....210 Color Code s Transformers... .192 Fanning Strips... . 206 
»+.....279, 398, 402 = 237 Guides . 184 Contact Feed-Thru Insulators 
Dummy Load. . ..398 3 383, 384 Differential .218 Cleaner... . .223, 325 .216, 377, 380, 382 
Frequency Meters Suppressors. 185, 407 | Door Knob. .171, 183 Fingers, ........ 402 Fiberglas. Insulation. 104 
oe ee .. 402 Vibrators...... -430 Electrolytic .170, 171, Microphones... . .337 Field Strength Meters 
Grid Dip Meters. 149 173-181 Containers, Parts. .322, 149 
156, 983, 306 B Feed-Thru...183, 185 Me 323 
Keys.... "400, 401 Baffles, Ceiling Hardware... =, 183 Continuity Testers. .140, 
Mobile... 385, Wall 350 Mica ..175, 177 151, 156 Rudios.. seen 399 
391-393, 396, 397, Ballasts 8 Motor-Starting. . .170 Converters Ruts Radionae 407 
408 | Batteries... 8 Mylar.. 174 Amateur. .... . . .392, Interference... . 188, 
‘Monitors 398, 400 Binding Posts 0 | Neutralizing save 218 aa 395-398 215, 380, 398 
Noise Limiter. . . 392 Chargers. . .152, 156, Noise-Suppressor. 185 FM es tains 324 | Filter Chokes..187, 190, 
hase Shitt Network 293, 412-414 | Oil-Filled 175, 431 Marine..........392 193, 193 
z rd O09 Clips... 209 |  Padder & Trimmer. Power.......412-414 | Flashlights.....,...327 
Phone Patches. . 397 Eliminators. .151, 152, : 183, 217, 218 ohies on ee 374, 375 Fluorescent Fixtures & 
Power Supplies. .397, 156, 293, 413 Paper..171, 174, 176, / r 395 Accessories, .327, 328 
413, 414 Flashlight. |... ..417 177, 180 | Cords, Appliance. .199 | pay. Soldering... .302 
Preselectors, 398 Photoflash "A417 Photoflash. 431 Counters, Impulse...225 Flyback Testers. 147, 156 
Receivers. . .27 414 Tantalum. . 181 Crimping Tools. . . .320 Kit? ssa oe 156, 292 
385-389, 397 417 Transmitting... .175, Crossover Networks FM 
396, 402 157 183, 218, 219, 399 .-75, 78, 82, 84, 85 Antennas.. 104, 369, 
“S’" Meter...278, 402 215 | Variable. . 217-219, Crystals 370, 432 
SWR Bridge.283, 398 418 | 221, 399 Bernstes. ..97, 126 Booster... .” 372, 373 
Transceivers... . 385, 9, arrying Cases utting Head... 123 mmunications Re- 
387, 393 ; Record. 107 Detectors... : 433 ceivers...., 386, 405 
Transmitters. 280-281, Blow Torches. .298, 30 Speaker- “Amplifier Diodes.......... 136 Converters...... 374 
388, 387, 398, | Beoks.........419-429 a 350 Frequency. .402, 407 Tuners... .28, 29, 35, 
390.395, 397 Amateur... .423, Tapes, anys: 119-121 ckets....... 402 36, 39, 47, 50-53, 
TVI Filters. 185, 427, Cartridges Crystal Sets. ..272, 433 249, 287 
380, 398 Audio & Hi-Fi 9. Crystal & Ceramic % Cutters, Wire. 313, 321 FM-AM 
VFO's. .282, 390, 393, 421, 423-47 : 97, 126, 127 D Radios. .108, 354, 386 
396 ; 3 Magnetic -87, 89, Tuners... .26, 27, 31, 
Ammeters....143, 146, 121, Decade Boxes . 147, 157 36, 39, ‘41- 51, 102° 
158-160 : | operant ‘ees ee 9 He 248, 256 
37, lecibel Meters 58 ocusing Magnet.. .38 
Peo Fidelity, 24, 25 Deflection Yokes. . . 186 Frequency 
30, 34-39, “41-53, Service. ....420- Degaussing Coil. . .317, Calibrators. .398, 402 
"102, 123, 416 427-429 381 Meters. . . 140, 402 
Kits... Cov. 4, 50- 53, Transistor...136, 419, | Demagnetizer, Tape Friction Tape. Bey yt 321 
244-248, 421, 423, 425, 427- =. 3 MOAR o o.5e 121 Furniture Finishing Kits 
258, 359, “433 42¢ 310, 324 Diagrama: =: * st), 61, 104 
P.A 329, 330, Tube Manuals 132, | PAA ye eid ts 297 Fuses . 199, 236, 237 
tS Se 333.338 ,193 Service, ....420, 421 Pullets’. . Ag 321 
Printed Circuit... 184 TVise2 .187, 190, Dials. . . 219-221 Fuse. Resistors . 162, 
Thats "50 4 193, 193 Cord. 220, 318 163, 165 
so Pale Boosters, T 213, 215, 399 Compounds... , .325 G 
Antenna Equipment e Cutters. .306, 319 Drives... 219, 221 
Arresters....379, 404 Bridges | Citizens Radio Le os Pea wen eel Galvanometers.....159 
Coaxial Cable... 195, Cc | Equipment. .274, 275, Plates.......220, 231 Garage Door Openers 
198, 404 | 406, 407, 432 Pointer... .. ::220. || 2" 2 ee 4 
Connectors. 200, 202, Clamps Springs.....313, 319 Gauges 
206, 373, 378, 382, Pes eee Diodes........135, 136 DYilt. . 2. eae 324 
404 Cable. .206, 318, 378 Checker...... . 150, Needle Pressure. 107, 
Couplers. . .372, 379, Ground 151, 291 125 
380 Bulbe T Handbook. 136 Wire... - sie 324 
Distribution Coloring Kit. Direction Finder... .396 Generators, Signal 
Units... Burglar Alarms Disc Recorders. 123 .. 141-145, 149- 
Ground Clar 4 Dividers... .. 324 151, 153, 185, 156 
Rods, Bushings, Insulated. 216 id ts 2 Dot-Bar Generators Kits”. .153, 155, 290, 
Guy Rings. .377, 378 c ial Cablé .195, : -144, 150. 291 
Insulators. ..219, 220, 193, 404 Drawer Slides. ... 104 Germanium Diodes. 136 
377, 373 Cabinets Connectors. .200, 202 Drills 303- 305, 310 Rectifiers.....:..137 
Masis 7 High pee AT, 206, 373, 399, Attachments. 305-307 Grid Caps:'., 0s See 
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Hammers..... 310, 317 
Hardware........ 183, 
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Humidity Senser. ..138 
HOW TO ORDER... .434 


‘dlers, Phono...... 128 
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Insulation, Acoustic 
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Insulators 
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380, 382 
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Intercoms . 102, 354-360 
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Bitte, . a. 270, 271 
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. 185, 215, 380, 398 


Inverters... ... 412, 414 
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EAD dick oo. 5 203, 208 
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Jig Saws. .305, 308, 309 


AS See eee 400, 401 
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Amateur... . 276-283, 
391, 398, 402 
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Amplifiers. . 
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156, 293 
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Signal Tracers. ..156, 
293 
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Speaker Systems 
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LIE ones 155, 290 
SWR Bridge..... 283 
Tape Preamp... .260 
Ten-Circuit Lab Kit 
= a ee eae, 266 
Test Equipment 
. 153-157, 284-296 
Transmitters. 280-282, 
390, 391, 394, 395 
Transistor-Diode 
Checker. . 154, 291 


Kits, Builders’ (cont'd): 
Transistor Radios 

-264, 265, 273, 433 
Tube Checkers. . 153, 
154, 295, 296 
Tuners... .50, 52, 53; 
248, 249, 256, 257 
Turntables .91, 93, 94 

Twelve-In-One Lab 


, 296 
143, 154, 
286, 287 
Wireless Broadcaster 
aie ky oes 

Z- Bridge. aa . .283 
Knife Sharpener. . .306 


VIVM's.... 


Knight-Kits. . . .Cov. 4, 
241-297 
Bnives. s45%2 90:4 fee 310 
Knob Puller....... 317 
BNO care iain. < Sas etl, 
212, 219, 2al 

L 
L-Pads. .69, 75, 78, 105, 
165, 167 


Labeling Tape.121, 324 
Labels, pe oaralast: 121 


Lacing Cord.......198 
Patio Oras, sles us: 197 
Lamp Sockets. .234, 235, 
328 

Lamps 
1 re ei 234 
Deeks 25 3255555 328 


Flashlight. . .234, 327 
Fluorescent. .327, 328 
Inspection. .317, 327, 


328 
Neon...... 234, 235 
Panel.... 234, 235 
Photoflash. 431 
Pilot 1234, 235 
Lanter iets 327 
Legs, Cabinet 107 
Levels: . .106, 107, 324 
Lightning Arresters 
Sar ®, .....379, 404 
Line Cords 
Appliance.......199 
Resistance... 138 
ish RU 
Litz Wire... . ..196 
Loop Antennas... . .382 
Loudness Controls 
165, 167 


Lubricants. . , .325, 326 
Lugs..208, 211, 318-320 


M 


Magnet Wire. .196, 197 
Manuals, Kit Builders 


es tae ae 297 
Marine Radio 
Equipment...... 392 
Marker Generators 
trier. 142, 150, 155 
Kit. 185 
Masts. . 375, 376, 404 
Megaphones... eo) 
Meters 
Decibel......... 158 
Elapsed Time... . 140, 
159 
Field Strength... 149, 
402 
Freguency. .140, 402 
Grid Dip... .149, 399 


Micrometers....... 
Microphones.. 
339-344, 346, 396 
Accessories..... 338, 
343-346 
Cable...... 194, 195, 
198, 343 
Cartridges...... 343 
Contact. . et Se 
Connectors 
Mixers... ...338, 346 
Stands..... 340, 341, 
343-345 


Microphones (cont'd) 


Switches... .345, 346 
Transformers... . 188, 

341, 343 
Wireless........ 343 


Microscope, Stylus 
Tehee. a 106, 125, 433 
Milliammeters.... . 146, 


Millivoltmeters..... 158 
Mirror, Inspection. .317 
Mixers........ 338, 346 
Motors:a2: «+s 

PRONG. 505k aru: 128 


Needles... 123-125, 127 
Neon Lamps. . .234, 235 

Sockets..... 234, 235 

Tester......140, 315 
Nibbling Tool...... 312 
Noise Limiter... ...392 
Noise Suppressor... 407 
Nut Drivers....... OL 


Ohmmeter........146 
Ohm's Law Calculators 
De annie . 163 
Oilers... .317, 325, 326 
Oscilloscopes. . 143- 145, 
147, 149, 150, 152, 

153, 155, 394 
Calibrators. ..... 156 
Electronic Switch 155 
Kits. . .143, 153, 155, 
284, 285, 288, 289 
BOODOG, so «ne tes © 155 


AC....199, 201, 204 
TV Antenna.... .373, 


380, 382 

Peter, Acre 325, 326 
Sprayer... ..302, 326 
Panel Bearings.....217 
Panels, Rack. ..239, 240 
Hardware... .240, 318 


Phone Patches... . .397 
Phono Equipment 
Cabinets. .7, 9, 16-19, 
22, 62-67, 98-101 
Cartridges... .87, 89, 
94-97, 125-127 
Changers... .Cov. 3, 
88-90, 92, 102 
Changer Cover. . 106 
Changer Parts. . . 128 
Drawer Slides... . 104 


Levels...... 106, 107 
Motors......:.- 128 
Needles. ...124, 125, 
127 
Microscope. 106, 125, 
433 


Oscillator Kit... .272 
Phonographs. . . .108 
Pickup Arms. .93-97, 
127, 128, 433 
Pin Plugs, Jacks 
wu se eOdy 20 
Spindle Spiders. ..90 
Strobe Disc,..... 106 
Stylus Pressure 
Gauges... 107, 125 
Switches... .128, 230 
Transcription 
Players....... 123 
Turntables... .86, 88, 
89, 91, 93-95 
Mate: ..nasee. 106 
Phonographs. eae 
Photocells. 2:52... 138 
Photoelectric 
Sement, 


Photofact Manuals. .420 
Photoflash 


Components..... 431 
Batteries........ 417 
Booklets......... 431 


Pickup Arms. . . .93-97, 

127, 128, 433 

Picture Tubes. .133, 432 

Brighteners......378 

Conting.) 2.1... 525 
Extension Harn 

381 


Focusing Magnet. 381 
High-Voltage 
Connector.....381 


Lowest Prices—Highest Quality—Best Service 


Picture’Tubes (cont’d)_ 
Restorers. ..141, 378 
Sockets..... 203, 205 
Substitution Testers 

sen 133, 145, 381 

Pillow Speaker.....411 

Pilot'Bulbe 0 rcia st 
Coloring Kit 


Remover.....7.. 

Sockets, Jewels. .235 
Plastic Spray......- 326 
Plastic Tubing. .198, 319 

Plate Caps../..-.. 220 
Pliers:....7/ 7ioe 312, 313 
Plugs a 
AC....199, 201, 204 
Adapters. ..199, 202, 
208 
Antenna....210, 380 
Banana.. £208-211 
Battery... jaca 414 
Cable......200-202, 
204, 206, 209, 210 
Line Cord....... 199. 

Mike.......200, 201, 
"207, 210, 345 


Phone. .207, 210, 211 
Phone Tip. ‘203, ei 


Pin. 203, 207, 210, 211 


Twin Line....... 380 
Polish . Ts, 
Polystyrene Insulation ° 

Mn re. 319 

Cement. o. 2019 325 


Potentiometers. . 165-169 
Power Supplies 
. 151-153, 156, 397, 


413, 414 

Kits. . .153, 156, 293, 
413 

TV Bias... J42 e958 


Preamplifiers. . 38-41, 
49, 51-83, 98, 250, 260 
Kits. 51-53, 950, 260, 


261 
Printed Circuits. ...184 
Connectors......200 
Repair Kits...... 184 
Replacement Guide 
» aps SNe ona 184 
Tube Sockets... . 184 
Probes. ...... 142, 143, 
146-148, 154, 155 
Prods, Test........140 
Program Timer.....232 
Public Address 
Equipment...... 165, 
329-353, 360 
Amplifiers. .329, 330, 
333-338 


Carrying Cases. .350 
Control Unit.338, 346 
Microphones. . . . 337, 


339-344, 346 
Mixer-Preamps. . 338, 
346 

Speakers... .348-353 
Systems. ... .330-336 
Pulleys, Idler...... 128 
Punches. .310, 319, 324 
Racks, Steel. ...... 240 


Radio Kits..... 262-268, 
268, 269, 271, 273 
Reamers.......... 310 
Receivers 
Communications 
276-279, 386-389, 
392, 395, 396, 405 


ph Raga So 386, 405 
Kite... 5. 2ees 262-265, 
268, 269, 271, 273, 
276-279, 402 

Receiving Tubes 
pein eee 129-132 

Record 

Adapters... \s s+. a 90 
Albums......... 107 
Cabinets. ...66, 102, 
107 


Care Accessories 
..106, 125, 326, 433 
Changers. ...Cov. 3, 
88-90, 92, 102 
Code Course... .400 


Players... .88, 92, 94 
Recorders 
Digs. to ar se 123 


Tape. .Cov. 3, 112-118 
Chart. . . 160 
Recording Discs... .123 


120, 128 
Records, Hi-Fi ..109 
Language.. 110 


Talking Book. ...110 
Rectifiers 


Dry-Disc.......-. 413 
Germanium. ....137 
Instrument.....- 157 
Selenium......-. 137 
Silicén «11. « 135-137 


Substitution : Soi 151 
Tungar Bulbs. . oan 


Relay Racks....... 
Relays... . . 222-225, 309 
Cleaning Tool. . .223 


Contact Protectors 


Resistor 
Calculator. .163, 419 
Color Code Guides 
eis 163, 184 
Color Code Kit...325 
Decade Boxes... .157 
Resistor- Capacitor 
Checkers... 145, 147, 
152, 157 
Ets Sc 157, 292 
Resistor Substitution 
: Boxes. .147, 151, 157 
| 157, 291 
Resistors...... 161-165 
Assortments. . 161-164 
Adjustable. “163, 164 
Fuse. . .162, 
Line Cord....... "138 
Power....... 161-165 
Rheostats.,.... 
Room Dividers. . . 
Rotary Beam Rqaipeaent 
Rotators, Antenna. .374, 
375, 51 


Cable 
Rules..... 324, 419, 436 


"S’’ Meter Kit. .278, 402 
Sanders...... 305, , 306, 
308, 309 


Saws. .305, 306, 308-310 
Scissors & Shears. . as 


Sharpener.......306 
Scratch Removers. .325 
Screwdrivers. .310, 311, 

313-317 
Scriber........... 324 
Selenium Rectifiers. 137 
Shaft Couplings. pea, 


Shiolding 
Ca able ee 


Short Wave 
Receivers... 
392, 395, "396 
Kits. . .262, 263, 265, 


Signal Genera ors. 144, 
45, 149-151, 153, 


Kits. . .153, "155, "156, 
290, 291 
Si a Tracers. eee 157 
a. ae 293 
Silicon Diodes. . 735- 137 
Slide Rules........ 324 
Sockets 
AC,. 


.201, a“ 

Argon. Lamp.. 
Coil... .203, 205, 351 
Crystal, - 402 
Fluorescent... ... 328 
Neon Lamp. .234, 235 
Picture Tube. .. .203, 
205 


Pilot Light. ..234, 235 
Transistor. . .204, 20S 
Tube. . .184, 203-205, 
221 
DIGS 5. 2h. 5K vos 205 
Twin Line....... 380 
Socket Wrenches 
baie Rebemages 313-317 
Solar Celle........ 138 
NAOT oes ss 00, 302 
es eee 300-302 
«Poth. ee ssereeees 300 
— naman 


Soldering Irons 
& Guns... .. . 298-302 


Solenoids......... 224 
Sound Systems 

Ay Sit EE 330-336, a 
Spade Lugs......- 
Spaghetti...... "To 
Speakers 

A Sea 8383, 384 

GHGS. b awelsigs. + 


18 2 arse 
68-70, 73, 75, 78, 79, 
81-85, 102, 351, 353, 
383, 384 

RA =<) 


Intercom. . 
Outdoor . 


ee 
Pillow.... i 
Replacement... . 


Systems. . 
40, 58, a DA 


Trumpets. .. .351-352 
Tweeters. . 
69, 75, 78. "gl, 82, 


Underwater. .... 353 
Woofers. . .69, 
"5, 79, 85 


Speaker Accessories 
Acoustic Padding 
104, 106 


Carrying Cases. .350 
Controls. .69, 75, 78, 
104, 105, 165, 167, 
383 


eee Networks 
‘ , 82, 84, 85 
ESB 62-67, 70, 
72, 75, 82, 83, 
'98- 101, 103 
Grille Cloth. 103, 433 
L-Pads. .. .69, 75, 78, 
105, 165, 167 
Reducing Rings. . 104 
T-Pads:.,...165, 167 
Switches. . .105, —- 


Speaker Repair Service 
Pras Ge Se bis .433 
“eer 90 
Spray, Plastic. .325, 326 
Sprayers...... 302, 326 
Springs....... 318, 319 
Stand Off Insulators 
216, 219, 378 
Stands, Microphone 
.340, 341, 343-345 
Staple Guns....... 321 
Starters, Fluorescent 


Step- Down Cord. . .138 

Stereophonic Equip- 
ment (See High- 
Fidelity) 

Storage Boxes. .322, oe 


Microscopes 7s OR, 
125, 433 

Pressure Gauges 
Pr 
Surgistors. . stvetald 163 
Sweep Generatora. 142, 
| 155, 290 

Switches 

Antenna... .231, 380, 
399 
Anti-Capacity... .227 
Cantsial . sics2's + oe 399 
Delayed Action, .228 
MOOR. < catanad kee 233 
Intercom.,...... 230 
BUG... « «Atay, .227 
Lever 229-231 
) ee. erence een 227 
Meter. : . «3 ten 231 
Microphone. .345, 346 
Phono...... 128, 230 


Pushbutton. .226- ot 


Switches (cont'd) 
Rotary..... 227, 228, 


Slide. .:3s nes os 227 
Snap-Action..... 229 
Speaker. 105, 230, les 


San- Oi dee a hes 
Thermal... a.%'s 223 
Lae CRGe ees 232, 233 
Bie canted 226-228 
swith Plates.220, 226, 
227, 230, 231 
Tables, TV.......- 381 
Tape 
ectrical....... 321 
Labeling... .121, 324 
Leader & Timing. ~ 
Recorded... ll 
Recording. . 119, 120, 
128 
Reels....... 120, 121 
SAllBing anes ce ok 


Tape Recording 
Eauipm ent... Cov. 3, 
111-122, 128, 250, 


Accessories...... , 
119-122, 128, 


Amplifiers. 
Decks. ..Cov. 3, 114, 
118, 117, 260, 261 
Recorders. a 113, 
6-118 
sad aee Prone 
5, 117, 422) 
266, 261 
Splicers.. .121 
Stereo Conversion 
Kits.. wee 
Taps & Dies.. : 3 
Telephones....... 
Cable. .195, 197, 360 
Pickups. sia wie Mined 
Television 
Alignment Tools 
16, 317 
Antenna Couplers 
.373, 379, 380 
Antenna Outlets 
.372, 373, 380, 382 
Antennas... .361-368, 
370, 371, 433 
Ballasts. .... 
Bias Supply. 142, ist 
Boosters... .372, 373 
Controls 165-169, 215 
Deflection Yokes. .186 
Degaussing 0 
317, 381 
Distribution Units 
.372, 373 


Field Strength Meters 
149 


Horizontal Output 
Transformers. ..186 
Interference Filters 
.185, 215, 380, at 
Ion Traps.... 


Signal Attenuators 
. 167, 379 
Tables... .381 
Tubes. . 133, 432 
Tuners. . . 382 
Cleaners. .328, 326 
Twin Line. 377 
UHF Converters 

74, 375 

Voltage Regulators 
192, 381, 382 


Terminals. 


Test Clips ahr dl 140, 209 
14 


Oe Lee re 0 
Lights so... - 140, 315 
Probes. . 142, 143, 

146- 148, 154, 155 
ae eee eee 140 


Test Equipment... . 133, 
140-157, 381, 394, 

399, 407 

Kits. ...143, 153-157, 
283-296, 394 

Thermal! Relays... . .223 
Thermistors. . . 
Thermometers......140 


Tie Points. ..... Re aen 
Time Meters.. 
TIME PAYMENT PLAN | 
Time Switches.232, 233 
Tinning Block.. .302 
Toggle Switches 

MAS Sai 7 226-228 
Tone Controls Gee 

Potentiometers) 
Tools... .. 227, 298-317, 

BOD bed 


ee ot 

"396 
Tool Kite "Hobby. . .307 
Tool Holster....... 317 


Tool Racks. . ‘Oh 322 
Towers, . .375, 376, 404 
fs 67 


T-Pads.. 35 553 165, 
Transceivers 
Amateur....... .385, 
87, 393 
Citizens Band... .406, 
7, 432 


Kits. .274, 275, 406 
Transcription Player, | 


Transformers 
Air Conditioner. . 189 
Antenna. 
Audio... 188, 190-193 
Constant Voltage, 192 
Driver. .188, 191, 192 
ae; 190, 


Filament... 


) er F 
Input.. “188, 191-193 
Intercom.. 
Interstage. eT 


Line. 
Microphone.. 
191-193, 341, 343 
Modulation... .. 188, 
1 


91-193 
Oscilloscope..189, 192 
utput...... 187-193 
Photoflash......: 431 
Diab Ges a oes Ba 
Power....... rg 
Rectifier. . ..188 
Step-Down. . .190 
Transceiver.. . 187 
Transistor. . 


188, 

191. 193, 214, 216 
Tube Checker.... 188 
TV.....186, 187, 215 
Variable... . . 189-192 


Transistors... .134, 135 
Batteries. . a 418 
Booksi.:...', 


Sockets... ... 204, "205 
Testers.... 


Transistor Radio Kits 
265, 273, +i 
Earphones. .409, 4 
Transmitters. .385, an 
388, 390, 391, 393, 
394, 396, 397 
Kits... .280-282, 390, 


Trouble Light.. 
Trucks, Steel.. 22 
Trumpets... . 4 (351, 352 
Tube 


Adapters........ 205 
Brighteners...... 378 
Caddy. 5555 sets 326 
Cap: AR ee: 220 


Class, re 213, 221 
Cooling Fan..... 402 
Manuals.... 
Pin Straighteners.317 
Placement Guides 
.421, ac 
Pullers.......... 317 
Shields. ‘203, 220, 221 


Sockets. . . 184, 
203-208, 221 
Savers. 205 
Substitution oe 
. .422, 425 
tay 142, 
145, 147, 
149-154, 156 
Kits. ,154, 295, 296 


Testers. . 


Cathode Ray 


1 
Photoflash......- 
Receiving... . 
Special-Purpose’. 
Transmitting... ... 
TV Picture. . 133, 432 
Tubing 
Plastic. ... +609 2.198 
Polystyrene...... 319 
Spaghetti.. ..1938 
Tool Insulating... .326 
Tuner-Amplifiers....32, 
33, 36, 38, 40, 4 43, 


Tuners 
AM 


Tungar Bulbs..... .234 
Tuning Eye Mount..220 
Tunnel Diodes. .... 136 
Turnbuckles.......377 
Turntables 
Hi-Fi,.... 


Kits... . .91, 93, 94 

Recording......+ 123 
Tory Accessories 

106, 107, 125 

TVI filtevs.. ee 215, 


Tweeters. .57, 61, 68, 69, 
75, 78, 81, 82, 84, 85, 
351, 
Tweezers... 
Twin Ling 
Connecto} 
fore Insulators 
oe 38! 


sere rnenee , 


UHF Converters! 
374, 375 


Vacuum Tube Volt- 
meters..... 142, 143, 
145-148, 152, 154 
Kits........ 143, 154, 
286, 287 

Vantaa caret 
9, 221, 399 

Variable. Voltage 

Transformers. 189-192 


Verses .61, 104, 325 
VFO's. .. .390, 393, 396 
Ris. ..cuaes 282, 390 
Vibrapacks.......- 413 
Vibrators......+<++ 430 
Moines +1 its ae + 


Voltage aol 
Volt-Ammeters..... 145 
Vol-Aimpy- Wate 
Volimetars.143, 157-160 
Volt-Ohm-Milliammeters 

ae 145, 146, 148, 


151, 154, 157 
ea Sr . 143, 154, 
294, 296 


Volume Controls 
i 5 . 165-169 
Cleaner 325 

Volume Unit Meters 

, 158, 159 


Wattmeters... . 158, 159 
Wattmeter-Voltmeter 
. 146, 154 
Wave Traps..-...- 380 
Wire & Cable 
Antenna. ...196, 382 


4 


Wire & Cable (cont'd) 
Coaxial. 495; 198, 404 
Grid 194 


Hin Hcckup. on 7208 
High-Voltage.. ee 
1 


continued from 


Hook-up... .196, 197 
. Intercom... .194, 195 
previous page Juke Box. vl 

Line Cord...... a 


Wire & Cable ee 
Litz 196 


Phono..... "194, 197 


Rotator. . ne Oa 375 
Shielding. oie ate x 19: 
Speaker... .104, 194, 

sig 197 

Telephone. . ; 195, 

, 360 


Prod 
Twin Line....... 377 
Underground... .197 
Wire Cutters...... 312, 
313, 321 
Wire Gauge....... 324 


Wireless Broadcaster 
Biba. fa Freee 2 
Wire Strippers. .320,321 
Woofers..69, 75, 79, 85 
World Globe...... 401 


World Map........426 
Wrenches. . . .227, 303, 
311-317 


1 
Yoko cease net .145, 
, 151, .292 


Zener Diodes. .... A36 


HANDY INDEX TO MANUFACTURERS 
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ORR 320 Cannon Electric... .201 
. fin ae 189 yr 
Reoua. Gat...” . 100 
Acoustic Research : 
Acoustone. 723 ae 103 Central Electronics. — 
SCE te cin'y » 0s 220 Centralab.. 
soreness Se ee 189 182-184, 330 
Advance......223, 399 Century Drill...... 307 
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Akro-Mils he 323 Ott. 380, 78, 414 
All-Channel...... .364 
370, 433 
liance...... 128, 375 
y Ries te 3. 
tec-Lansing....... 85 
eco. ..397, 398, 400, Cona: 1 
424, 426, 427 Conatiidated Wire. 138, 
American Beauty... .300 197, 382, 404 


American Bell. .400, 409 


Cornell-Dubilier. . . 147, 


American-Concertone 173-175, 178-180, 
- .116 183, 185, 374, 397, 
404, 412, 430, 431 
te iis 122 
@roname.......... ‘0 
2 AS oe Mk «214 215, 216 
CPSIRG Ss 5 as": 166, 167 
Cutler-Hammer 226 
Davies, Harry..... 211 
Datisr sae 
DANG. ase tin 
hin Diamond Tool. . So 
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Dormeyer......... 303 
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Audio Devices... .120, Se stele 205, 381 
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416-418 Finney 364, 365, 369 
e ain Rene a 237 Fisher. Cease 
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184, 198, 212, 220, 

237, 302, 316- 319, 

Sai; Sag, 326, 

381, 383, 430 

General Electric... .83, 
95, 135-137, 139, 

233, 234 

General Industries. .128 
General Phones... .410 
General Radio..... 210 


Gernsback... . .424-425 
Glaser-Steers....... 9 
Gonset... .... 392, 393, 
397, 400 
(C7. (ss a a a S 
Le pe acing Pet 93 
Greenlee.......... 319 
Guardian. ........ 224 
Hallicrafters. 386, 387, 
401, 402, 405 
Hammarlund. .217, 218, 
, 397 
Hanson, H...... 310, 
311, 324 


Harman-Kardon. .. .44, 
45, 53 
Harvey Hubbell. . 201 


ee . 144, 145 
FPR 
Hoffman...... 136, 138 
TIERUON Sct e soa. 
Bt ne artaleoas a5 5 306 
Beret as.+2-s)aate oh 225 
Hy-Gain......403-405, 
407, 432 
Inter-Matic. ...232, 233 
International Rectifier 
, 138 
IT&T- Federal. .137, 225 
Pammes € 161-163, 165 
eS Tooke 145, 400 
James Lansing...... 82 
UETIBEOD cs. Oran’ 2 S 
EEE We cto cele 30% 140, 228 
Jensen Industries. . 106 
Jensen Mfg.... . . 73-76 
165, 350, 383 
Jerrold.......149, 373, 
374, 433 
Pi 1 On 138, 316, 366, 
367, a reas 
379, 380 
Johnson, E. F.. 


. 205, 
211, 216-218, 220, 
390, 391, 397-401, 


406, 407 
Jones, M. C........398 
1 ee Sea 5 407 
BDI A tack aaa 184 


302 

Knight...... 2, 9, 23-35, 
54.67, 86, 87, 112-115, 
119, 123-125, 152, 190, 
261, 313, 329-337, 

339, 345, 361-363, 

369, 370, 377, 384 


Knight-Kite RATE Coy. 4, 
41-297, 395, 406 
hake James. «402 
RE cc Wty Aciele sqx0ph 410 
Kraeuter.......... 312 
ICVIOI syd oe ad on LO 
Kupfrian...... ewer 
Labelon.. +324 
Lab-Tronics . 202 
Lenk... 298 
Lincoln 
Littelfuse 
London. 
well....... nae 


Eaten osetia roe 324 
[eR ty a 328 
Madison-Fielding. ..51 
Mallory.. . 165, ‘169, 


178-181, 183, 210, 
231, 413, 418, 430 


yt ee a 49 
Mark Mobile....... 405 
Master Mobile..... 405 
McIntosh. . .41, 433 
McGraw-Hill. (427, 428 
Micro-Circuits..... 184 


Millen, James.149, 205, 
213, 220, 221, 


399, 402 
Miller, J. W...213-215, 
317, 381 
Millers Falls. . .310, 311 


Minn. Mining (See 


“Scotch’’) 

Ratiediell’ 5. cei reteat 327 

Monitoradio.......405 

Mosley....... 380, 402, 
403, 405 

Motorola...... 134, 135 

Mueller.........4. ee 

Mullard... 82, 


Multi-Products.396, 408 
National Co...213, 219, 
389, 3 


Noreloo: -.... «2. 
Nortronics. 
Ohmite... . 164, 16 

168; 192, 298 
oO Ee Se 299 
ah, pees 213, 394 
Penta Labs........ 
Perma-Power .378, 381, 

382, 408, 413 
NG oe ay ee 135 
Philmore 402, 433 
Pigkevitig sac. 310 ot eu 
Plaraan’. os deacon 396 
PUN, Sts heats 2 48, 49 
Polaris Engin’g..... 432 
Polaris Mfg........ 138 
POMONA. & ciel. ey 205 
Potter & Brumfield 

222, 223 


Precise Development 
pe etna tie nie, Sten et ce 153 
Precision Apparatus 
be ee , 151, 157 
Production Instrument 
225 


Pyramid Electric. ..143 


Quam... .350, 381, 383 
Raytheon........ 135, 
136, 139 


139, 142, 143, 379, 
S; 419 

ROGVOG:. <5 65.0% +s Soe 
Regency. .374, 380, 396 
Rek-O-Kut. 91, 123, 433 
Rider Pub... . . 137, 400, 
422-424, 427 
395 


Rockiosd. Fou lage iz: 22, 98 
Roms .7.'4i5 ss, « 104, ‘197 
Sams Publications .420, 
421, 424, 426, 427 
Sarkes-Tarzian.....137 
Schauer. 
eas 


Depend on Allied for All Your Electronic Needs 


Sigma 
Simpson 
2 ee 
Smith, H. H 
Solas tes «ss = 
Sonotone 
Sony 
Soundolier 
Spaulding......... 375 
Sprague...... 143, 163, 
170-172, 178-180, 
, 185, 431 
Stancor.. . 186-189, 213 
, 378, 431 
Standard Coil. 382 


Standard Electrical . 189 
Stevens-Walden 


221, 313 
Superior. . re. See 191, 209 
uperex... 382 
Supreme.) 0... 423 
Switchcraft. ..105, 202, 
202, 207, 229, 346 
Sylvania. .135, 136, 189 
Taco... . .368, 369, 379 
Talk-A-Phone...356- 7 
Tandberg 
Taylor 
Lge ek 
elco.. 
Telex. 
Telrex. 
Terado 
Texas Inst 
hoe * otnee 
THOFGNBS: wey. site 94 
iy ema Sy Cor rime 395 
TORK. ‘sateen ott tall 232 
Triadin-... cari 191 
TPIGTaRE estas set 370 
PADI ss ctalete sain, aki e) 
Triplett 148, 14 
158, 160, 402 
Turiqeol... « «+: ade 
Tarmnersis's sce eee 300 
Ung eee BoD 301 


3, 353 
TAD ae siete ee 348 
REN § Cree 192, 193, 431 
MOG, <2 ,o1eek 312, 313 
WOCO.5s . cen 315, 320 
Vector. S.cite cacti 
Vibroplex......... 401 
Vidaite : 5:5 ante Boi 
Willing ye sisi aoc gee 
Vichek. 


310-312 314, 
323, 324 
Vocaline, .355, 406, 407 


. 106, 107, 424 
299 
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“1MPERIAL” STEREO DISKCHANGER 


4031-21 with Shure M8D Stereo Cartridge 


e Precision, Customized Features 
4-Arm Pressure Adjustment 
4-Coil Motor 
e with 


e Top-o 

e Hum-Free 4-Pole, 

e Outstanding Stereo Cartridg 
Diamond LP Needle 


Ultra-convenient operation, elegant styling, and flaw- 
less performance from stereo or monophonic high- 
heritage of Webcor's 


fidelity records—that's the 
‘Imperial’? changer. Includes the outstanding Shure 
MgD ‘Custom Dynetic”’ magnetic stereo cartridge with 
0007" diamond LP needle. 
Check these deluxe features: specially designed 4- 
pole, 4-coil motor for phenomenally smooth and quiet 
performance, exclusive “anti-rumble ribs’? on main- 
plate to absorb. vibrations and eliminate rumble; 
straight spindle; 4-speed operation with automatic 
intermix of 40” and 12” records at 33%-rpm speed; 
top-of-arm counterbalance for precise stylus weight 
adjustment; Q” rubber-matted turntable; automatic 
shutoff after last record; “torsion spring’’ action to 
permit roving pickup arm at any time; and highly at- 
tractive golden beige and brown color styling. With 
wo 36” phono cables, tem- 


‘69" 


$s Down 


MgD cartridge (installed), t 
plate, AC cord and plug. Less base, below. For 110-120 
v., 60 cycle AC. Shpg. wt. 11% Ibs. 

65.71 


89 RX 719. $5 Down. NEM cso oe 


METAL BASE FOR ABOVE. Styled in brown to har- 
monize with the Model 1031-21. Shpg. wt., 3 Ibs. 


BSRMEONET: 4.2.2. srr 


NEW “REGENT CORONET” TAPE DECK 


| For 2 and 4-Track Stereo Recording 


NET 
: = e gi alta od Stereophonic 
41 5 onophonic Recordings 
e Has VU Meter, Digital Tape Count 
$10 Down e 3 Speeds: 1%, 3% and 7% ips a 
e Cathode-Follower Galiate 


MODEL 2150. Loaded 
recording (and monop 
switch); 3 speeds; belt-dr 
type editing key; record sa : 
oe a and recorder mechan sm; VU 
Sot Sake He numerical tape counter; Monitor- e 
st tes - a. Rewind, Pause controls; Pails meat 
api a, weaned and many more. Cathode-f I. 
Seg eiee: Ponte using long interconnecting Babies 

equency response. = 


vith features 


Has two built-in st 
- ereo prea 

23d : preamps. Respo - i 
eee aK dheed iss ips, £2 db at 50-7000 Hg 
soauetion ue speed is ample for excellent wage We. 
RE OE ee a 

an 50 db. 15x15x7)4". ao 
below. For 110-120 v., 60 cycle AC. chive «a nie ae 


90 RZ 701. $10 Down 
: ~ NEW 
Rie kes eID 


CASE FOR ABOVE 
. For carry- 
2150. Two-tone gray ioathanale: cae ae i Loseae 
90 RZ 702. NET... pert 
nd oe eed ee ee 33.81 


See Page 90 for C 
omplete Listi 
of Webcor Changers and Micesmeriae 


Miperiat" 5 styled and precisely engineered, the 
aes ote Webcor's blue-ribbon candidate for 
‘ormance in stereo high-fidelity systems 


Use it Horizontally or 
Vertically, or with Case 
for Portable 
Applications 


= 


ontY Easy to Build... 


CUSTOM-QUALITY 
STEREO HIGH-FIDELITY 
$5 IN MONEY-SAVING, 
DOWN FUN-TO-BUILD FORM 


e Full Rated Power Output of 70 Watts— 
35 Watts Per Stereo Channel 


© Provides Every Necessary Stereophonic 
Function for Superb Performance 


© Special Features for Tape Recording 


e Wide Frequency Response—+1 db, 
20-30,000 cps at 70 Watts Output 


e Extremely Low IM _ Distortion—Less 
Than 1% at Full 70 Watts Output 


kernight-kci€ 10-Watt Stereo Amplifier Kit 


A PRODUCT OF ALLIED RADIO 


A feature-packed stereo masterpiece—a complete 70-watt stereo ampli- 
fier in money-saving Knight-Kit build-your-own form. A splendid choice 
for those who insist upon flawless reproduction, unlimited control flexi- 
bility and plenty of reserve power. An outstanding engineering achieve- 
ment, offering a brilliant standard of performance, this new amplifier is 
easily comparable to the finest, most costly factory-wired units. 


Ultra-versatile, yet amazingly easy to operate, this superb new amplifier 
has an array of premium-quality features: special stereo ‘‘Blend’’ con- 
trol adjusts channel separation to provide optimum stereo sound without 
a “hole-in-the-middle’’—even in rooms where speakers must be widely 
spaced; ‘‘Center-Channel’' output permits adding a center stereo 
speaker and/or extension monophonic speakers—without the use of 
mixing transformers, etc.; ‘‘Tape-Source'’ monitor switch permits 
comparing tape with input source when recording; two phasing switches 
allow proper phasing of center channel as well as left and right stereo 
channels; input paralleling switch assures exceptionally clean repro- 
duction when playing monophonic records with your stereo cartridge; 
also numerous other deluxe features and operating conveniences. 


Handsomely styled steel case with Cordovan Gray bonded vinyl finish— 
\%"-thick extruded aluminum panel in Desert Beige and Sand Gold. Com- 
plete with wire and solder, and 4%(plus %” legs)x174%x13”. For 105- 
125 v., 60 cycle AC. Shpg. wt., 31 Ibs. 

SSWU'SS4.:35 DOWNT ONL cc, cccscs Ree Sarge ere LI99S 


Matching Knight-Kit Deluxe FM Tuner 
and Stereo FM-AM Tuner Kits Are Listed 
in This Catalog on Pages 248 and 249 


THERE’S AN EXCITING KNIGHT- 
KIT FOR EVERY NEED—HI-FI, 
HOBBY, TEST INSTRUMENTS, 
AMATEUR RADIO ... 


SEE PAGES 241-296 


Thank you for your order 
BEFORE SEALING ENVELOPE 


Please be sure to: 

V Enclose money order or check 

Vv Write or print your name and address plainly 
WV Give correct stock numbers and descriptions 


PLEASE 
PLACE 
STAMP 

HERE 


ALLIED RADIO 


100 N. WESTERN AVENUE 
CHICAGO 80, ILLINOIS 


) TELEPHONE 
HAymarket 1-6800 


© Order ALLIED RADIO 


nt Blank 100 N. WESTERN AVE.- CHICAGO 86, ILL. 
bh, 


) Date 19. 
i 
t A i fy PLEASE PRINT OR WRITE NAME AND ADDRESS PLAINLY 
Name 
x, i 7 @ IF THIS IS YOUR FIRST ORDER TO US, 
Address Route No. please check here [_] 
; City oF City 5) IF YOU HAVE MOVED SINCE YOUR LAST ORDER 
Town Zone State —write your old address here: 
2) SHIP TO ANOTHER ADDRESS? Give directions here. rie 
abe Same Post 
Shipping Office 
Address 
{ State 
+ City State Please do not write in this space 
© HOW SHALL WE SHIP? 
j (1 PARCEL POST C) EXPRESS CL) TRUCK [ OTHER (Please Specify) 
‘ Please include enough 
for postage; any ON EXPRESS OR TRUCK ORDERS: Do not send money for 
excess is refunded shipping charges—charges will be collected upon delivery. 
Please 1 PRICE: Each, Put Total Price Plea Shippin: 
Manufact: ; bs eae pping 


y 
e 


COO 
PL 


; ba 
' -. 
; 
___On cash sale, please include full payment for mer- 
TERMS — cy ondize plus postage. We ship C.O.D. on orders @ ENTER AMOUNT ENCLOSED (6) AMOUNT FOR GOODS Yee 
with deposit. All trade discounts have already been pene in 4 
our NET catalog prices. All prices are net, f.o.b. Chicago or fac- ~S 
tory. Please see reverse side for Easy Payment Plan on selected () CASH ORDER. Paid in full $ AMOUNT FOR PARCEL POST 
merchandise. J AND INSURANCE 
— IMPORTANT [] C.0.D. ORDER. Deposit $ (Do not remit for express charges) 
Please use a separate sheet for all correspondence not (We will ship balance C.O.D.) AMOUNT earns 
directly connected with this order. It will speed your order F P, DUE pod - 
and assure a prompt response to your letter. (LD EASY PAYMENT ORDER rom Previous Order 
C0 Regular Terms Extended Terms 
@ Lease Fit IN “ 2 TOTAL AMOUNT 
25 Merchandise ordered Down Payment $. 


from Allied ; 
Catalog No.______| f vow send currency, be sure to register letter | py FASE SEE REVERSE SIDE FOR EASY PAYMENT PLAN 


ALLIED’S Easy Payment Plan 


EASY PAYMENT TERMS 


All merchandise sold by ALLIED is available on Easy Payment terms. 
Please fill in contract below. The table at the right shows the regular 
Easy Pay terms. For extended terms (up to 24 months), see the Easy Pay- 
ment page in our latest Catalog. Please check in space provided on 
reverse side whether you want regular or extended terms. 


EASY PAYMENT TABLE 


IF UNPAID HANDLING} MONTHLY IF UNPAID HANDLING; MONTHLY 
BALANCE IS CHARGE | PAYMENT BALANCE IS rite onl 


Up to $ 20.00 $130.01 to $140.00 | $14.00 | 


$ 20.01 to 30.00 
30.01 to 40.00 oo] 18.00 | 13.00 | 
[zoo ore 225.00] 22.0 | 1800 


50.01 to 60.00 | 6.00 | 
S700 | 225.01 to 250.00] 25.00 | 16.00 | 
| 8.00 | 
> [ise a 


Minimum Order — $20.00 total cash value. 


Down Payment — Orders of $20.00 to $50.00, $2.00 down; orders of 
$50.01 to $200.00, $5.00 down; orders over $200.00, $10.00 down. 
(Larger down payment reduces handling charge and monthly pay- 
ment.) No down payment required on add-ons of less than $100.00. 


Handling Charge and Monthly Payments — Table at right shows Regu- 
lar Easy Pay terms. For extended terms at lower monthly payments, 
please see our latest catalog. 80.01 to 90.00 
90.01 to 100.00 


100.01 to 110.00 


70.01 to 80.00 
[-27s0r%6 300.00| 2000 | 18.00 | 
[sore ane a0 [aie | 
anor aol soo a8 
ae to 120.00] 12.00 | | 400.01 to 450.00 
| 120.0110 130.00] 13.00 | | 450.01 te 500.00] 50.00 | 30.00 | 
$100.00. Simply list the items you want on our order blank, write “Add 


to my account’ and give your account number. Please be sure to sign NOTE: On orders over $500.00, send down payment of $10.00 or more. Payments and han- 
the Easy Payment Agreement, and indicate whether you prefer the dling charge will be in proportion to amounts shown on chart. *For special Extended 
Regular or Extended Terms. Terms at lower monthly payments, see our latest catalog. 


Refund of Charges for Advance Payment — All handling charges re- 
funded if payments completed within 60 days after shipment. 


| $ 2.00 | 
| 3.00 | 
| 4.00 | 
oo] 5.00 | 
a 
60.01 to 70.00 
250.01 to 275.00 
ee 
| 10.00 _| 
ee 


Additional Purchases — Once your credit is established, you can “‘add- 


on" to your account with purchases of $20.00 or more. No down 
payment is required on add-ons or re-opened accounts for less than 


Monthly Statement — A statement of your account is mailed each month. 


NOTICE TO THE BUYER—RETAIL INSTALLMENT CONTRACT 


Do not sign this contract before you read it. Under the law you have the following rights among others: a) To pay off in advance 
the full amount due and obtain a partial refund of the finance charge; b) Under certain conditions to redeem the property, if 
repossessed for a default. 


FILL IN THIS FORM WHEN ORDERING ON EASY PAYMENT 


Please answer all questions fully to help establish your credit promptly. Write your order on the reverse side. 


NOTE: Easy payment contracts cannot be accepted from persons under 21 years of age. If you are under 21, have this form filled out by a person of legal age, regularly employed 
or engaged in business. He can make the purchase for you, and will be responsible for payment. 


ALLIED RADIO CORP., CHICAGO, ILL. RETAIL INSTALLMENT CONTRACT 

Enclosed is a deposit of $____________________ on the Easy Payment cost of the equipment listed on the reverse side. I will pay 
each month at your office, starting thirty days after shipment, as required by the terms stated in your current 
catalog, until the total time payment price is paid. The title to, and right of possession of the equipment shall remain with you until 
fully paid. It is agreed that I will protect the equipment, and will not sell, mortgage, remove, or otherwise deprive you of possession of 
it without your consent in writing. Upon default of any payment or payments, you may declare the entire unpaid balance due at once, 
and hold me liable for the full unpaid balance, or you may retake the equipment, as you may elect. If this order is not accepted by you 
on Time Payment, you are to refund the deposit with notice of non-acceptance. Acceptance of this order shall be effected only by your 
shipment to me of the equipment listed on the reverse side. For the purpose of receiving credit on this basis, I make the following 
representations: 


Your written x 
signature 


Please check correct box: O New Account OO Add-on O Re-open Account No. 


Name. Phone No. 


How Long At 
This Address. 


OO Rent OO Single No. of 
City & State. OJ Own OJ Married Dependents. 


Home Address. 


Previous Address. 


How Long. 


If on Active Duty : Serial 
Give Military Address. No. 


Monthly 
Present Employer. Position_ Income $. 


Business Address. How Long. 


Previous Employment. How Long 
(Name) (Address) 
Spouse’s Employer. How Long. 
(Name) (Address) 
Savings (J 
Bank Account with. Checking [) 
(Name) (Address) 
Highest Open 
Credit Account with Credit $. Closed [] 
(Name) (Address) 
Highest Open (J 
Credit Account with. Credit $. Closed (J 
(Name): (Address) 


IMPORTANT: Please sign this form on line ‘'X’’ before mailing. Be sure to give age. 


~ete 


mia 


